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^i^  PREFACE. 

The  principal  aim  in  preparing  The  TECHNO-CHE^nCAt  Kectiipt 
Q  Book  has  been  to  give  an  accurate  and  compendious  collection  of  ap- 
proved receipts  and  processes  of  practical  application  in  the  kidvstries, 
and  for  general  purposes.  The  work  is  essentially  what  it  claims  to  be 
— a  receipt  book ;  and  all  theoretical  reasoning  and  historical  detail  have 
been  omitted.  Popular  and  simple  descriptions  have,  wherever  possible, 
been  preferred  to  technical  and  scientific  language.  The  materials  have 
been  principally  derived  from  German  technical  literature,  which  is 
especially  rich  in  receipts  and  processes  which  are  to  be  relied  on ;  most 
of  them  having  been  practically  tested  by  competent  men  before  being 
given  to  the  public. 

In  the  laborious  task  of  translation  and  compilation  only  the  best  and 
latest  authorities  have  been  resorted  to,  and  innumerable  volumes  and 
journals  consulted,  and  wherever  different  processes  of  apparently  equal 
value  for  attaining  the  same  end  have  been  found,  more  than  one  has 
been  introduced.  Every  care  has  been  taken  to  select  the  best  receipts 
of  each  kind,  and  we  are  confident  that  there  are  few  persons,  no  matter 
in  what  business  or  trade  they  may  be  engaged,  who  will  not  here  find 
something  of  use  and  benefit  to  them. 

In  regard  to  the  use  of  the  receipts,  the  observance  of  the  following 
rules  is  recommended :  1.  Be  careful  to  use  the  exact  proportions  pre- 
scribed. 2.  Always  experiment  first  with  small  quantities.  3.  Should 
the  first  attempt  prove  unsuccessful,  do  not  condemn  the  receipt,  but 
make  another  trial,  as  the  fault  can  generally  be  traced  to  a  mistake  in 
the  manipulation  or  an  error  in  the  quantities. 

The  alphabetical  arrangement  adopted  and  a  very  copious  table  of 
contents,  as  well  as  index,  will  render  reference  to  any  subject  or  special 
receipt  prompt  and  easy. 

Philadelphia,  Jme  IQtk.  1886. 

(iii) 


01694 


Or 


CONTENTS. 


Adttlterations,  Imitations,  etc.    How  to  Detect  them  : 

Olive  oil ;  Animal  charcoal :  Determination  of  percentage  of  oil  in  seeds      1 

Vinegar,  the  substances  witn  which  it  can  be  adulterated ;  Simple  pro- 
cess of  distinguishing  genuine  gilding  and  silvering  from  imitations ; 
Milk  adulterations ;  Adulteration  of  wax  with  tallow      ....      2 

To  test  dyes  for  adulterations;  To  detect  alum  in  red  wine;  Simple 
method  for  distinguishing  genuine  butter  from  artificial ;  Crock's  method      3 
Alloys: 

Alloys  for  teapots ;  Oroide ;  Britannia  metal ;  Alloys  for  taking  impres- 
sions of  coins,  medals,  wood-cuts,  ete. ;  Chrysorine ;  Prince's  metal ; 
Pinchbeck ;  Robertson's  alloy  for  filling  teeth ;  Aluminium  alloys        .      3 

Aluminium  bronzes;  Aluminium  alloy  for  soldering  aluminium;  Sil- 
ver and  aluminium  alloys ;  Gold  and  aluminium ;  ^inc  and  alumini- 
um ;  Tin  and  aluminium ;  Bismuth  and  platinum ;  Lead  and  alumini- 
um ;  Iron  and  aluminium 4 

Tissier,  Debra^,  and  Eoger  on  iron  aluminium  alloys ;  American  sleigh- 
bells;  Platinum  bronze;  White  metal;  Alloys  resembling  silver; 
Nickel  alloys;  Alloy  of  Christofle  and  Bouilhet;  Lutecine,  or  Paris 
metal ;  A  new  and  very  fusible  alloy;  Wood's  metal ;  Alloy  of  Lipowitz      6 

Type  metal ;  Alloy  for  music  printing  plates ;  Spence's  metal ;  New  al- 
lovs  for  iournal-boxes ;  Alloys  for  dental  purposes ;  Manganese  bronze      6 

Unalterable  alloy ;  Chinese  and  Japanese  oronzes ;  Bronze  for  objects 
of  art;  Chinese  silver;  Composition,  for  metal  stop-cocks  which  deposits 
no  verdigris;  Alloy  for  anti-friction  brasses;  Fenton's  alloy  for  axle- 
boxes  for  locomotives  and  wagons;  English  copper  alloys;  Brass;  Brass 
for  turned  articles 7 

Bed  bronze  for  turned  articles ;  Bronzes  for  castings ;  Coin  metal ;  Metols 
for  gongs  and  bells;  Bell  metals;  Bronze  for  cocks;  Statuaiy  bronze; 
Bronces  for  medals,  rivets,  and  ornaments;  New  alloy  resembling  gold ; 
Alloy  resembling  silver;  Alloy  for  imitation  gold  and  silver  wires; 

Minargent ;  Composition  of  some  alloys 8 

Artificial  Gems,  Pearls,  and  Turkish  Beads: 

Jcsem's  glass-melting  furnace ;  Schrader's  fluxes 9 

Donault-Wieland's  mix ;  "  Strass ; "  Ruby ;  Splittgerber's  receipt  for  ruby 
glass ;  Sapphire ;  Emerald ;  Chrysoprase 10 

Opal;  Beryl,  or  aqua-marine;  Hyacinth;  Qamet;  Tourmaline;  Topaz 
and  Chrysolite ;  Amethyst ;  Lapis  Lazuli ;  Agate  .        .        .        .11 

Schrader's  and  Wagner's  processes  for  producing  artificial  gems ;  Color- 
ing substances;  Artificial  Pearls,  Geissler's  process;  Turkish  beads     .    12 
Bitters,  Cordials,  Elixirs,  Liqueurs,  Ratafias  and  Essences; 
Extracts,  Tinctures,  and  Waters  Used  in  their  Manufact- 
ure, AND  THE  Manner  of  Coloring  them  : 

Mode  of  coloring  cordials,  liqueurs,  ete. ;  Coloring  substances  .        .      .*    12 

Essences,  extracts,  tinctures,  and  waters;  Absinthe  tincture;  Ambergris 
essence ;  Angelica  essence ;  Anise-seed  essence  and  extract ;  Anise-seed 
tincture;  Aromatic  tincture;  Barbadoes  essence;  Bergamot  essence; 
Bitter  almond  essences 13 

Bitter  eaaeQces ;  Bitter  extract  for  Griinewald  bitters ;  Calamus  tinctures ; 

(V) 


i 


Ti  CONTENTS. 

Caraway  essence  (Cumin  essence);  Cardamon  extracts;  Cherry  ex- 
tract; Cherry  water;  Chocolate  essence;  Cinnamon  essence;  Clove 
essence;  Conee  essence;  Cognac  essence;  English  bitters  essence; 
Fennel  essence ;  Gold  water  essence 14 

Herb  cordial  essence ;  Juniper  berry  essences ;  Lavender  essence ;  Lemon 
essence ;  Mace  extract ;  Marjoram  essence ;  Musk  essence ;  Nut  essence ; 
Nutmeg  essence;  Orange-blossom  extract;  Orange-blossom  water; 
Orange  juice ;  Orange  peel  extract ;  Parfait  d'Amour  essence ;  Peach 
essences 15 

Pjppermint  essences;  Quince  essence;  Raspberry  extracts;  Raspberry 
water;  Rose  essence;  Rose  water;  Rosemary  essence;  Sage  essence; 
Spanish  bitters  essence;  Strawberry  extract;  Strengthening  tincture; 
vanilla  essence;  Vanilla  water  and  tincture;  Wormwo(^  essence; 
Elixir 16 

Angel  elixir;  Elixir  de  St.  Anr ;  Elixir-Colombat:  Elixir  of  life ;  Elixir 
Monpou;  Elixir  des  Troubadours;  Elixir  vital;  Juniper  elixir;  Ta- 
bourey  elixir;  Bitters,  cordials,  liqueurs  and  ratafias;  Anise-seed  cor- 
dials ;  Anisette  cordial ;  Frencn  anisette 17 

Holland  anisette ;  Angelica  cordial;  Aqua  Bianca;  Aqua  reale;  Aqua> 
Turco  liqueur;  Aromatic  cordial;  Ambergris  water;  Berlin  bitters; 
Bitter  Rosso]  i;  Breslau  bitter  cordial 18 

Calamus  liqueur;  Cardinal  water;  Cardinal  de  Rome;  Carminative  cor- 
dial ;  Ca})uchin  cordial ;  Chartreuse ;  Cherry  liqueur ;  Cherry  cordial    19 

Chocolate  liqueur ;  Christofle;  Citronelle;  Crambambuli;  Danzig  cram- 
bambuli ;  Cumin  cordial  (Kiimmel) ;  Cumin  liqueur ;  Cura9oa ;  French 
and  Holland  cura9oa;  Eau  Americaine 20 

Eaud' Amour;  Eau  d' Ardent;  Eau  d' Ardelle ;  Eau  d'Absynth  Citronn^; 
Eau  de  Cypre ;  Eau  oe  Dauphin ;  Eau  de  Napoleon ;  Eau  d'Orieut ; 
Eau  d'Or  (Gold  water) 21 

Eau  de  Paradise ;  Eau  des  Princesses ;  Eau  Precieuse ;  Eau  royale ;  Eau 
de  Sant§;  Eau  de  Sept  Graines;  English  bitters;  Greek  bitters;  Ham- 
burg bitters ;  Juniper  liqueur 22 

Koch's  herb  extract;  Maraschino;  Mogador;  Nectar;  Orange  peel  cor- 
dial; Parfait  d' Amour;  Peach  cordial;  Peppermint  cordials;  Polish 
water ;  Polish  whiskey ;  Quince  cordial  (Quittico) ;  Rosemary  cordial    23 

Bossolio  de  Turin ;  Rostopschin.;  Scubac;  Soya  aqua  vitse;  Spanish  bit- 
ters ;  Stettin  bitters ;  Stomach  bitters 24 

Vienna  stomach  bitters ;  Swiss  cordial;  Thiem's  bitters ;  Tivoli  cordial; 
Trappistine ;  Vanilla  cordial ;  Veritable  extrait  d'absinthe ;  Vienna  bit- 
ters ;  Wormwood  cordial ;  Ratafias ;  Barbadoes  ratafia  .        .        .25 

Cocoa  ratafia;  Citronat-ratafia ;  Claret  ratafia;  English  bitters  ratafia; 
Fennel  ratafia;  Ginger  ratafia;  Ratafia  Chinoise  (Chinese  liqueur); 
Ratafia  de  Grenoble ;  Mulberry  ratafia;  Orange  ratafia ;  Apple  ratafia; 
Pear  ratafia ;  Stomachic  ratafia        ........    26 

Celery,  Scotch,  Vanilla  and  Wormwood  ratafias 27 

Blasting  Compounds,  Blasting  Powder,  Dynamite,  Gun-Cotton, 
Gunpowder,  Nitro-Glycerine,  Fulminates,  etc.  : 

Nitro-glycerine;  Mowbray's  process  of  manufacturing  nitro-glycerine     .    27 

R.  Bottger's  process  of  manufacturing  nitro-glycerine;  Dynamite  and 
various  formulae  of  making  cellulose  dynamite;  Lithofracteur ;  Ditt- 
mar's  dualin ;  New  dynamite  by  Anthome  &  Genaud ;  Carboazotine  .    29 

Brise-rocs ;  Pudrolith ;  Pyrolith ;  Trets'  blasting  powder ;  Frozen  dyna- 
mite ;  Augendre's  white  powder ;  Hafenegger's  gun  and  blasting  powder    30 

Dr.  Borlinetto's  gunpowder;  Sliarp  &  Smith's  patent  gunpowder; 
Spence's  powder  for  cannon  of  large  calibre ;  Non-explosive  powder ; 
Green's  blasting  powder;  Giant  dynamite;  Blasting  compound  from 
potato-starch   ■  . 31 

Martinsen's  new  blasting  powder ;  To  protect  blasting  agents  containing 


CONTENTS.  Til 

nitro'glycerine  and  ammoninm  nitrate  from  moisture,  and  to  prevent 
the  exudation  of  the  nitro-glycerine :  Giant  powder;  Faure  &  i^rench's 
Blasting  compound ;  Gun-cotton;  New  blasting  compounds ;  Peralite; 
Jaline;  New  olasting  compound  from  a  combination  of  honey  and  glyc- 
erine   32 

Preparation  of  blasting  compounds  by  directly  nitrating  crude  tar  oils ; 
Gelatinons  nitro-glycerine ;  "  Forcite ; "  Cartridge  shells  of  easily  com- 
bustible substances ;  Fulminate  of  mercury ;  Fulminate  of  silver;  Ful- 
minating platinum 33 

Fulminating  gold 34 

Bleaching  : 

New  method  of  bleaching  cotton  varns,  tissues,  etc. ;  Cleansing  of  cotton 
and  other  vegetable  fibres ;  To  bleach  cotton  goods  with  woven  borders ; 
To  bleach  musliu;  Frohnheiser's  method  of  bleaching  cotton;  To 
bleach  cotton  goods ;  Cotton,  bleaching 34 

Bleaching  of  woollen  tissues 35 

To  keep  woollen  goods  white ;  To  bleach  wool  without  sulphur ;  To  make 
wool  bleached  without  sulphur  beautifully  white;  Bleaching  of  silk; 
Hartmann's  quick  method  of  bleaching  flax  yam  .        .        .        .36 

To  bleach  sponges;  To  bleach  and  harden  tallow;  To  bleach  bristles; 
To  bleach  copper  plate  engravings,  wood-cuts,  etc. ;  To  bleach  shellac    37 

To  bleach  straw ;  David's  new  process  of  bleaching 3S 

To  bleach  stained  marble 39 

Boiler  Incrustations: 

Keceipts  to  prevent  and  remove  boiler  incrustations  .        .        .        .39 

Alfien's  receipt ;  Baudot's  preventive ;  Rogers' preventives      .        .        .40 
Bone,  Horn  and  Ivory— To  Bleach  and  Dye  them,  and  Make 
Imitations  and  Compositions: 

To  blesuih  bone  and  ivory;  To  bleach  bones;  Hedinger's  method  of 
bleaching  bones  for  turners'  use ;  Peineman's  process  of  bleaching  ivory 
turned  yellow ;  To  make  ivory  soft  and  flexible 40 

New  process  of  bleaching  ivory  and  bones ;  Dyeing  of  bone  and  ivory ; 
Keceipts  for  different  colors 4t 

To  produce  black  and  colored  drawings  upon  ivory  .        .        .        .'       .42 

Artificial  ivory;  Artificial  ivory  for. photographic  purposes;  New  arti- 
flkjial  ivory ;  To  bleach  ivorjr  articles  fastened  upon  leather,  etc. ;  Com- 
pound for  buttons,  dice,  dominos,  etc. ;  A  new  method  of  treating  horn; 

To  dye  horn  to  resemble  tortoise  shell 43 

'Buttons  from  waste  of  horn 44 

Bronzing  and  Coloring  of  Metals: 

Green  bronzes  for  brass ;  Chinese  bronze ;  Bronzing  process  used  in  the 
Paris  Mint ;  Oxidized  silver ;  Antique  green 44 

Fire-proof  bronze  upon  copper  and  brass ;  Commercial  bronzes ;  Bronze 
for  plaster-of-Paris  figures;  Bronze  powders;  Copper-colored  bronze 
powder ;  Moir^  metallique 45 

Black  bronze  for  brass  (R.  Wagner) ;  Walker's  chemical  bronze ;  Blue 
bronze ;.  Brown  bronze ;  Gold  bronze  of  great  lustre  on  iron ;  Steel  blue 
on  brass ;  Black  on  brass ;  Red  copper-bronze  on  white  sheet  tin  and 
tinned  articles ;  To  give  copper  a  durable  lustre ;  New  method  of  col- 
oring metals 46 

Graham's  bronzing  liquids  for  brass  .        .        .        .        .        .        .47 

Graham's  bronzing  liquids  for  copper  and  zinc ;  Dead-black  on  brass  in- 
struments ;  Substitute  for  gum-Arabic  in  manufacturing  bronze  colors ; 

Preservation  of  bronze  monuments 48 

Building  Materials,  Artificial  Building  Stone,  Mortars,  etc.  : 

Various  formulae  for  artificial  stone ;  Artificial  building  stone;  Artificial 
building  stone  prepared  with  cork;  Artificial  stone  from  quartz  sand 
and  plumbic  oxide ;  £.  Schafler's  artificial  stone  (Elizabeth,  N.  J.) ;  £. 


?iii  CONTENTS. 

E.  Westermeyer's  artificial  stone  (Chicago,  111.) ;  F.  Coignet's  (Paris) ;  A. 
Quesnot's  (Bloomington,  111.) 49 

Artificial  stones  of  J.  Schellinger,  New  York ;  Of  J.  Ordway,  Jamaica 
PJains,  New  York;  Of  IS.  Sorel,  of  Paris;  Of  Adolph  Ott^  New  York; 
"Victoria  stoue"  (Highton's  process);  Kansome's  artificial  stone; 
Apoenite 60 

Frear's  artificial  stone ;  Building  stones,  pipes,  etc. ;  Artificial  mill- 
stones; Grindstones;  New  plastic  water-proof  grindstones;  To  imitate 
variegated  marble;  A.  Garvey*s.  of  Memphis,  Tenn.,  "lithomariite;" 
Artificial  marble ;  Cement  from  blast  furnace  slag        .        .        .        .51 

Very  hard  and  durable  cement;  To  manufacture  cement  from  blast  fur- 
nace slag ;  To  prepare  white  cement ;  To  prepare  artificial  cement ;  To 
harden  cement,  lime,  and  similar  materials;  Oil  cement  paint  for  felt 
roofing ;  Requisites  tor  good  mortar 62 

Hydraulic  mortar  from  lime  and  alum  shale ;  Bitumen  mortar ;  Hydraulic 
mortar;  Water-proof  mortar;  To  prepare  clay  plaster;  Plaster  for 
damp  walls;  Treatment  of  asphaltum  for  paving  purposes;  Marble- 
iziug  sandstone 63 

To  make  sandstone  and  other  porous  stones  tough  and  impermeable ;  To 
repair  worn-down  sandstone  steps;  Concrete  marble;  To  make  wood 
almost  incombustible ;  To  dry  dainp  walls ;  Lyons  asphaltum        .        .    64 

To  make  glass  roofs  water-tight;  To  preserve  wood;  Bricks,  size  and 
weight  of ;  Making  brick  masonry  impervious  to  water  ,        .'        .55 

Cocoa  and  Chocolate: 

Machines  required  for  manufacture  of  chocolate 55 

Receipts  for  ordinary  and  spiced  chocolate         .  ■      .         .        .        .        ,    o6 

Receipts  for  fine  Spanish  spiced,  for  Vienna,  Paris,  Milan,  Hygienic,  and 
Iceland  moss  chocolates;  Chocolate  with  meat  extract;  Iron  chocolate; 
Chocolate  with  carbonate  of  iron ;  Racahout  des  Arabes ;  Dr.  Koeben's 
nourishing  and  healing  powder       . 57 

Vakaka  indorum ;  Palamaud or  Palmgr^ne  or  allataim  du  harem;  white 

chocolate 5S 

Celluloid,  Caoutchouc,  Gutta-percha,  and  similar  Compositions  : 

Preparation  of  celluloid ;  Treatment  of  pyroxyline  in  the  manufacture 
or  plastic  masses 58 

How  to  work  and  treat  celluloid ;  New  celluloid ;  Manufacture  of  rubber 
stamps 59 

To  soften  rubber  hose  after  it  has  become  hard;  Metalized  caoutchouc ;  To 
remove  stickiness  from  the  surface  of  dried  caoutchouc ;  Cement  for  vul-  * 
can  ized  caoutchouc;  Utilization  (Jf  vulcanized  caoutchouc  waste ;  Gutta- 
percha composition;  To  color  caoutchouc  and  gutta-percha  black  or 
green;  Solution  of  gutta-percha  for  shoemakers;  Caoutchouc  com- 
positions for  sharpening  and  polishing  knives,  etc.         .        .         .        .60 

Caoutchouc  cements  for  glass ;  Cement  for  rubber  shoes  and  boots ;  Gutta- 
percha cements  for  glass,  leather,  and  rubber  combs;  Elastic  gutta- 
percha and  linseed  oil  cement ;  Gutta-percha  cement  for  horses'  hoofs ; 
Substitute  for  caoutchouc         . 61 

Substitute  for  gutta-percha ;  Compositions  for  ornaments,  busts,  toys,  etc. ; 
and  for  rollers  of  wringers  and  washing  machines ;.  Asbestos  and  rubber 
packing;  Composition  for  billiard  .balls ;  and  for  picture  frames;  A 
masses  for  toys,  vessels,  etc.,  and  for  dolls'  heads    ...         ,        .    62 

Marmorin;  New  mass  for  hollow  articles;  Papier  mach^  from  flour; 
Fine  pasteboard  mass  for  moulding  large  figures ;  Composition  for  razor 

strops 63 

Cements,  Pastes,  and  Putties: 

To  cement  iron  to  iron ;  Mastic  cement ;  Cement  for  steam-pipes,  for  glass 
retorts,  and  for  porcelain ;  Water  and  fireproof  cement  for  metal,  por- 
celain, and  earthenware 63 


CONTENTS*  ix 

Cements  for  fastetiitig  metal  letters  apon  glass,  marble,  wood,  etc. ;  Cement 
for  fastening  iron  articles  in  stone ;  Cement  for  stone  troughs  and  wooden 
vats;  Cement  for  repairing  articles  of  sandstone;  Davy's  universal 
cement ;  Cements  for  j[oinin^  leather  driving  belts,  for  fastening  rubber 
upon  metal,  for  aquaria,  and  for  repairing  defective  places  in  castings.    64 

Cement  for  leather;  Glycerine  cement ;  Cement  for  petroleum  lamps,  for 
tortoise  shell,  for  ivory  and  bone;  Caseine  cements;  Chinese  blood 
cement ;  Blood  and  ash  cement 65 

Jewellers'  cement;  Armenian  glue;  Cement  for  quickly  closing  leaky 
places  in  barrels;  Cement  for  iron  stoves;  To  prepare  liquid  glue; 
Liquid  glue;  Glues  for  labels,  for  fancy  articles,  fine  leather  goods,  etc. ; 
Water-j)roof  glue  for  wooden  utensils ;  Glue  for  ivory  and  Iwne ;  Glue 
for  joining  glass  to  wood ;  Diamond  glue  of  the  best  quality        .        .    66 

Chromium ^lue;  Mouth  glues;  Lime  putty  and  French  puttv  for  wood; 
Powderea  wood,  oil^  and  glue  putties  j  Putty  for  floors  of  soft  Wood ; 
Putty  for  floors  which  ar»  to  be  scrubbed,  and  for  floors  which  are 
to  be  lacquered 67 

Paste  for  wall-paper ;  Paste  for  microscopic  objects ;  Glycerine  glue  for 
microscopic  preparations;  Paste  for  postage  stamps;  Sugar  and  lime 
paste ;  Fluid  paste ;  Dry  pocket  past« ;  Ck)od  cements  for  filling  teeth.    68 

Cement  for  injured  trees ;  German  tree  wax  and  grafting  wax ;  Durable 
paste ;  Paste  for  fixing  printed  labels  on  machines ;  Safety  pastes  for 

post-office  packages .    69 

Chemical  and  Techno-Chemical  Expedients,  Preparations: 

Johnson's  process  and  apparatus  for  manufacturing  potassium  ferro> 
cyanide;  Phosphorescent  (illuminating)  powder;  To  thaw  frozen 
ground 70 

Artificial  sandstone  for  filtering ;  To  prepare  tincture  of  litmus ;  New 
method  of  extracting  tannin 71 

Process  and  apparatus  for  purifying  water  with  a  mixture  of  caustic  mag- 
nesia or  carbonate  of  magnesia  and  saw-dust ;  Caustic  potash ;  Caustic 
soda ;  Pure  chlorine  gas ;  Chloride  of  zinc 72 

Chloride  of  gold ;  To  prepare  pure  oxalic  acid ;  To  prei>are  purified  oleic 
acid ;  Cream  of  tartar ;  Lunar  caustic ;  Pure  acetic  acid ;  Sulphocyanic 
acid ;  Molybdic  acid  fh)m  molybdenum  di-sulphide       .        .        .        .73 

Potassium  acetate;  To  prepare  sulphate  of  copper;  Liver  of  sulphur; 
SchiePs  apparatus  for  testing  the  percentage  of  nicotine  in  tobacco ; 
Wilson's  process  of  preparing  glycerine;  To  restore  faded  manuscripts.    74 
Cleansing,  Polishing,  and  Renovating  Agents: 

To  remove  ink  stains  from  wood ;  Ink  and  rust  stains  from  clothes ;  Mil- 
dew, wine,  or  fruit  stains  from  silk  or  linen ;  Tar,  grease,  oil,  and  var- 
nish from  silk;  Ink  stains  from  silk;  To  remove  wax  from  velvet; 
Grease  stains  from  paper;  Scouring  water  for  removing  grease  stains; 
Le  Franjois  scouring  fiuid  ;  "  Gantein  "  for  cleansing  gloves        .        .    76 

To  cleanse  glasses  and  saucers ;  Longet's  polishing  ^  powder  for  gold 
workers ;  To  cleanse  glass  vessels ;  To  cleanse  manilla  indigo ;  To  cleanse 
files ;  To  cleanse  paint  brushes  from  dried-in  paint ;  To  cleanse  steel  and 
iron  from  rust ;  To  cleanse  barrels ;  Polishing  powder  for  glass  and  metal ; 
To  cleanse  straw  hats;  Scouring  soaps *    ^-^ 

To  purify  bisulphide  of  carbon;  Polishing  powder  for  plate  glass,  mi r- 
rors,  etc. ;  Polishing  rags  and  polishing  paste  for  metals ;  Waoeck's  pol- 
ishing wax ;  Fine  jewellers*  rouge ;  To  remove  stains  from  books ;  To 
free  pkper  from  fatty  substances 77 

To  cleanse  gloves  witnout  wetting  them ;  To  cleanse  tea  and  cofiee  trays, 
marble  busts,  alabaster,  and  precious  stones ;  To  cleanse  and  beautify 
old  oak  furniture ;  To  cleanse  brass  and  silver ;  Polishing  powder  for 
silverware,  gold,  ete. ;  Magnus'  patent  polish  for  slate    .        .        .        .78 


X  CONTENTS. 

Colored  Chalks,  Cbayonb,  Pencils,  and  Inks  foe  Marking  Linen, 

ETC.: 

Blue  chalks ;  Colored  crayons;  Pencils  for  writing  on  glass,  and  for  mark- 
ing linen ;  Marking-ink  for  linen 79 

New  marking  ink ;  Colored  indelible  inks ;  Blue  stamp  color        .        .    80 
Confectionery  : 

To  prepare  elaeosaccharum, or  oil  sugar;  Malt  and  orange  sugars;  Pec- 
toral  troches 80 

Pectoral,  raspberry,  carrot,  cream,  and  malt  bonbons ;  Cream  walnuts ; 
To  prepare  bonbons  of  caramel  sugar  with  soft  filling;  Sweetmeats 
(conserves) ;  Chocolate  and  orange  sweetmeats 81 

Orange  blossom,  rose,  jasmine,  carnation,  vanilla,  filbert,  heliotrope, 
angelica,  lemon,  cinnamon,  cherry,  peppermint,  and  love  sweetmeats  .    82 

Sweet  smelling  and  violet  sweetmeats;  Medicinal  sweetmeats:  Spoon- 
wort,  water  cre&s,  antiscorbutic  sweetmeats ;  Cr^me  du  cafe ;  Cr6me  du 
chocolade;  Coated  filberts;  Roasted  almonds  and  filberts;  Coated 
chestnuts ;  Candied  cherries 83 

Glazed  almonds ;  Coated  orange  blossoms ;  Candied  oranges ;  Peppermint 
drops ;  Punch  drops ;  Lozenges :  Spice  for  lozenges ;  Chinese,  lemon, 
peppermint,  ginger,  and  stomachic  lozenges ;  Cherry  marmalade        .    84 

Iceland  moss,  isinglass,  gelatine,   buckhorn,  sago,  tapioca,  and   Irish 
moss  jellies ;  Ground  mass  for  creme  (Cr^me  fondant) ;  Red  color  for 
sweetmeats,  jellies,  etc. ;  Innoxious  green  color  for  candies ;  Receipts  for 
preparing  bandoline  or  Fixateur ;   baking  powder      ....        85 
Copying  and  Printing: 

A  new  method  of  copying  engravings,  drawings,  and  designs ;  Gelatin- 
Qgraphy  :  A  cheap,  quick,  and  simple  process  of  duplicatinj^  drawings 
by  means  of  the  printing  press ;  Autographic  method  of  prmting ;  To 
duplicate  writings  and  drawings ;  Printing  in  colore       .        .        .        .86 

To  copy  drawings  in  black  lines  on  white  ground;  Cyanotype  (blue 
prints) ;  Almography ;  Polygraphic  method 87 

Jacobsen's  callograph ;    The  hektograph ;    Edison's  electric  pen ;    The 

cyclostyle         . S8 

Damaskeening  Steel: 

Genuine  damask ;  Imitation  of  damask ;  Damaskeening  with  gold  or  silver.    89 
Decoration,  Ornamentation,  etc.: 

To  gild  glass 89 

Gold  for  illuminating ;  To  gild  porcelain ;  To  gild  an  ornamental  frame ; 
Applying  the  first  coat;  Preparation  of  gilding  size;  Applying  the 
^iiaing  size 90 

Bright  lustre ;  Dead  lustre ;  Silvering ;  Silvering  with  a  dead  lustre ;  To 
silver  wooden  figures  with  bismuth;  To  gild  and  silver  visiting  cards; 
To  gild  or  silver  morocco  paper;  To  gild  cotton;  Gilding  and  silvering 
on  parchment  and  paper;  Italian  method  of  gilding  wood     .        .        .91 

Buret's  process  of  silvering  and  gilding  silk,  cotton,  and  woollen  yarns; 
To  make  glass  opaque  or  frosted ;  Ornamenting  metal  surfaces ;  An- 
briat's  new  process  of  decorating  glass 92 

Artificial  wood  for  ornamental  purposes;  Use  of  wood  tar  for  architect- 
ural decorations ;  To  produce  ornaments  from  wood  mass       .        .        .93 

To  fasten  leather  ornaments,  etc.,  upon  metal ;  To  decorate  tin  with  cop- 
per plates  and  lithographs ;  Impressions  of  flowers  on  glass   .        .        .91 
Dentifrices  and  Mouth  Washes: 

American  tooth  powder;  Asiatic  dentifrices;  Cartwright's  tooth  powder; 
Deschamp's  alkaline  and  acid  tooth  powders 94 

Charcoal,  Circassian,  red,  Hufeland's  tooth  powder;  Paris  tooth  powder; 
Mouth  wash  for  strengthening  the  teeth  and  gums ;  Mouth  wash  against 
toothache;  Antiseptic  mouth  paste;  Kolbe's  mouth  wash;  HagePs  red  - 
tooth  powder  and  tooth  paste ;  Quillaya  dentifrice         .        .        .        .95 


CONTENTS.  x{ 

Dyeing  Woollen  and  Cotton  Goods  and  Yarns,  Silk,  Straw 
Hats,  Felt  Hats,  Kid  Gloves,  Horsehair,  etc.    Mordants: 

Cleansing  old  silk  to  be  dyed 95 

Dyeing  silks  of  various  colors;  To  dye  woollen  goods  and  yarns;  Dark 
blue 96 

Blue  (dark  fugitive  color) ;  Gens  d'Armes  blue  on  loose  wool,  yams,  and 
piece  goods ;  Various  shades  of  brown ;  Brown  (sanders  wood,  last) ; 
Chamois 97 

Various  shades  of  gray ;  Green :  Olive  and  brownish  olive ;  Lilac ;  Or- 
ange; Yellows 98 

Cotton  gooda  and  yarns :  To  dye  black,  chocolate-brown,  chamois,  crim- 
son ;  Gold  color  (cotton  for  fringes,  etc.) ;  Silver-gray ;  Dark  green     .    99 

Mineral  green ;  Yellow ;  Chrome-yellow ;  To  dye  wool,  silk,  and  cotton 
with  aniline  colors:  Fuchsine  on  wool;  Fuchsine  on  silk  (bluish 
shade) ;  FuchsiuQ^on  cotton ;  Eosine  on  wool 100 

Eosine  on  silk ;  Eosine  on  cotton;  Scarlet  and  erythrosine  on  wool ;  Violet 
on  wool ;  Violet  on  silk ;  Aniline  blue  (blue,  light  blue,  and  soluble 
blue) ;  On  wool  and  silk ;  On  cotton ;  Alkali  blue ;  For  100  pounds  of 
wool ;  Light  blue  on  cotton 101 

China  blue  on  cotton ;  Dahlia  and  primula ;  Methyl-violet ;  Methyl  and 
emerald-green;  Wool,  silk,  ana  cotton;  Woollen  yam;  Malachite 
green 102 

Napthaline  colors  (ponceau,  orange,  and  Bordeaux)  on  woollen  yarn  and 

f>iece  goods ;  Composition  of  tin ;  To  dye  silk  and  cotton  with  naptha- 
ine  colors ;  Acetate  of  alumina  free  from  lead ;  To  dye  felt  hats  with 
aniline  colors ;  To  dye  felted  fabrics  with  aniline  colors         .        .        .  103 

To  dye  mother-of-pearl  with  aniline  colors ;  To  dye  straw  and  straw  hats, 
black, chestnut-orown, silver-gray,  and  violet;  To  dye  kid  gloves ;  Mo- 
rocco-red; Gray 104 

To  dye  kid  gloves  orange-yellow ;  To  dye  horsehair  black,  blue,  brown, 
and  red;  To  d^e  imitation  corals;  Animalizing  of  hemp,  .jute,  etc.; 
Mordants:  Olivier's  mixtures  as  substitutes  for  tortar  in  ayeing  wool ; 
Huilard's  substitute  for  tartar  in  dyeing  wool  black ;  Mordant  for  dark 
red  on  cottons ;  Mordant  for  light  red  on  cottons 105 

Mordants  for  scarlet,  light  scarlet,  crimson,  rose-red,  fiery  red,  purple,  and 
violet  on  cottons ;  Manner  of  preparing  the  mordants ;  Use  of  metallic 
sulphides  as  mordants  in  dyeing  cottons  with  aniline  colors ;  Practical 
directions  for  dyeing  cotton  yarn  Turkey-red  with  alizarine  .        .        .  106 

To  prepare  the  so-called  Turkey-red  oil ;  English  alizarin  oil  (Patent  oil) ; 

A  new  dye 107 

Electro-plating,  Galvanoplasty,  Gilding,  Nickelling,  Silver- 
ing, Tinning,  etc.  : 

Nickel  plating 107 

Improvement  m  nickel  plating  (E.  Weston,  Newark,  N.  J.) ;  Martin  and 
Delamotte^s  process  or  nickel  plating ;  Latest  improvements  in  nickel 
plating  (Powell,  of  Cincinnati,  O.) 108 

Beceipts  for  ordinary  nickel  baths;  American  nickelling;  Bath  for  iron, 
cast-iron,  and  steel ;  Bath  for  brass,  copper,  tin,  Britannia  metal,  lead, 
zinc,  ana  tinned  sheet  metal ;  Latest  Anglo-American  nickelling  .        .  109 

Preparation  of  the  metids  to  be  nickelled ;  To  nickel  iron  without  the  use 
or  clectricitv ;  DoumesniPs  process  of  platinizing  metal         .        .        .110 

Platinizing  of  metals;.  To  electroplate  metals  with  cobalt;  Plating  with 
aluminium ;  Gilding  copper  by  boiling Ill 

To  impart  a  more  brilliant  gold  color  to  gilded  or  gold-plated  articles; 
To  silver  articles  of  Bessemer  steel ;  Adrielle's  process  of  silvering 
metals;  Piffard's  galvanoplastic  silvering;  Silvering  tincture;  Cold 
silvering  of  copf)er 112 

New  process  of  making  silvered  telescopic  mirrors;  New  process  for  sil- 


xU  CONTENTS. 

vering  iron  and  steel  (Pierre  de  Villiers,  St.  Leonards,  England) ;  Tin- 
ning of  cast-iron         113 

To  tin  cooking  utensils ;  Cold  tinning ;  New  process  of  galvanizing  iron ; 
Gourlier's  salt  mixtures  fox  galvanic  coppering,  bronzing,  etc. ;  Coating 
of  brass;  Bronzing  wrought  and  cast-iron ;  To  coat  wire  with  brass      .  114 

Coppering  bath  tor  wrought  and  cast-iron  or  steel  articles;  Simple  fire- 
plating  for  iron ;  Method  and  apparatus  for  preparing  paper  matrices 
for  stereotype  plates;  Composition  for  moulds  for  galvanoplastic  de- 
posits; Elastic  moulds  for  galvanoplastic  copies  in  very  high  relief      .115 
Enamels  and  Enamelling  : 

To  enamel  cast-iron  utensils         .        . 115 

Enamel  for  sheet-iron  vessels ;  To  enamel  iron ;  To  enamel  copper  cook- 
ing utensils ;  Process  of  enamelling  cast-iron ;  To  enamel  and  cement 
metals  and  other  substances 116 

Enamel  for  watch  dials ;  Colored  enamels ;  Preparation  of  fluxes ;  Blue, 
brown,  reddish-brown,  Vandyke?brown,  yellow,  orange,  green,  dark  red, 
pale  red,  and  black  enamels 117 

Very  beautiful  black  enamel  for  inlayinff  and  ground;  Black  enamel 
for  painting  and  mixing  with  other  colors;   Opaque  white  enamel; 

Glass  enamel  for  iron ;  Niello 118 

Feathers,  Ostrich,  Marabouts,  etc.,  how  to  Wash,  Restore  and 
Dye: 

Description  of  feathers,  plumes,  and  marabouts 118 

To  wash  feathers  and  marabouts ;  To  bleach  feathers ;  To  restore  crushed 
and  bent  feathers ;  To  dye  feathers ;  To  dye  feathers  black    .        .        .119 

To  dye  feathers  black,  brown,  and  puce  colors 120 

To  dye  feathers  blue ;  To  dye  with  indigo  red.  Bleu  de  France,  crimson, 
and  rubv-red ;  Rose-colors ;  Yellow ;  Garnet-brown ;  Gray    .        .        .  121 

Green ;  Chestnut-brown ;  Lilac ;  Orange ;  Ruby-red ;  •  Violet ;  To  dye 
feathers  with  aniline  colors;  Rose-color;  Reddish-blue;  Greenish-blue; 
Genuine  alkali  (Nicholson's)  blue;   Green;  Orange;   Puce;   Bronze 

lustre 122 

Fire-extinguishing  Agents  and  Means  of  Making  Tissues,  Wood, 
ETC.,  Incombustible: 

Munich  fire-extinguishing  powder;  Vienna  fire-extinguishing  powder; 
Fluids  for  making  tissues  incombustible ;  To  make  tissues  incombusti- 
ble (Prize  process  of  J.  A.  Martin,  Paris,  France) 123 

For  all  light  tissues ;  For  painted  decorations  and  wood ;  For  coarse  linen, 
ropes,  straw,  and  wood ;  Cartridges  for  extinguishing  fire ;   To  make 

Eaper  incombustible ;  To  make  theatre  scenes,  wood,  etc.,  incorabusti- 
le ;  Bucher's  fire-extinguishing  powder ;  Hand-grenades      .        .        .  124 
Fireworks  : 

Bengal  lights 124 

Quick  matches;  White  fire;  Mohr*s  white  fire;  White  fire  for  theatres; 
Greenish-white  fire ;  Bluish-white  fire 125 

Red  fire;  Braunschweiger's  red  fire ;  Holtz's  red  fire  ;  Red  fire  mixtures; 
Purple  fire;  Rose-red  light ;  Red-orange  fire;  Dark-violet,  pale- violet, 
and  Dlue  fires 126 

Dark -blue  and  pale-blue  fires ;  Blue  fire  with  a  bluish-green  flame ;  Green 
fire ;  Green  fire  according  to  Braunschweiger  ;  Other  receipts  for  green 
fire;  Pale-green  fire ;  Dark-green  fire ;  Yellow  fire;  Other  colored  fire- 
works; White,  red,  green,  and  blue  stars 127 

Bluish -green,  yellowish-green,  and  yellow  stars;  White,  red,  green,  blue, 
bluish-green,  and  yellow  candles;  Japanese  matches;  Prof.  Bottger's 
imitation  of  Japanese  matches  ;  Fireworks  for  use  in  rooms  according 
to  Perron;  Pharaoh *s serpents 128 

Hiirmless  substitute  for  Pharaoh's  serpents 129 


CONTENTS.  xiii 

Food  and  Pood  Preparations  : 

Soup  extract;  Meat  flour;  Pressed  feed  for  horses;  Strengthening  foods 
known  as  "  Dictamia  "  and  "  Palamoud ; "  Soup  tablets ;  Stilton  cheese 
as  prepared  in  England ;  Honey  from  beets  and  carrots  .        .        .  129 

To  prepare  potato  flour  for  soups ;  Meat  biscuit ;  Apparatus  and  method 
for  preparing  a  substitute  for  coffee;  Bread  for  horse-feed;  Pudding- 
powders  (vanilla);  Almond  and  chocolate  puddings;  Manufacture  of 
artificial  butter 130 

Margarine ;  Mege's  process  for  oleomargarine 131 

Other  processes  for  oleomargarine ;  Tables  of  the  composition  of  the  best- 
known  milk  foods  for  children  ;  Condensed  milk  ;  Infants'  food    .        .  132 

Receipts  for  Vienna  economical  butters ;  Ambrosia;  Ilydroleine      .        .  133 
Freezing  Mixtures  : 

Freezing  salt;  Other  mixtures 133 

Fruit  and  Other  Syrups  : 

American  symps  for  mineral  waters  and  lemonades ;  Receipts  for  lemon 
syrups;  Aiulberry,  vanilla,  vanilla  cream,  and  cream  syrups;  Ginger, 
pineapple,  strawberry,  peach,  raspberry,  currant,  cherry,  and  orange 
syrups ;  Sherbet,  nectar,  coffee,  and  wintergreen  syrups  .        .        .  134 

Maple  syrup ;  Chocolate  syrups ;  White  or  red  wine  syrup ;  Coffee  cream 
syrup;  Solferino  syrup ;  Ambrosia  syrup ;  Orgeat  syrup;  Milk  punch 
syrup;  Champagne  syrup;  Sherry  cobbler  syrup;  Orange-flower  syrup; 
Cinnamon  syrup;  Ginger  beer  syrup;  How  to  clarify  sugar  syrups; 
Marshmallow,  balsam,  and  barberry  syrups 136 

Blackberry,  lemon,  camomile,  manna,  rhubarb,  saffron,  senna,  Seneca 
root,  licorice,  violet,  cinnamon,  egg,  and  cochineal  syrups ;  Syrup  of 

ferrous  nitrate 136 

Fuel  and  Heating.  Heat  Insulation  (Non-conducting  Cover- 
ings) : 

Necker's  kindling  compound;  Economical  fuel;  Fuel  from  coal  and 
rosin ;  King's  patent  fuel ;  Coal-dust  fuel  (Loiseau*s  patent) ;  Blair's 
patent  fuel ;  Infusorial  earth  for  insulating  steam-pipes ;  Heat-insulating 

coverings  for  steam- pipes,  etc 137 

Fusible  Colors  Used  in  Porcelain  Painting: 

Brianchon's  peculiar  process  of  painting  glass,  porcelain,  etc. ;  Preparing 
the  flux ;  Ador  and  Abbadie's  zinciferous  metallic  colors ;  Solution  of 
zinc  salt .  137 

Bronze  color;  Chamois  color  (leather  yellow);  Gray,  green,  rose-red, 
golden  yellow,  Roman  yellow,  and  yellowish-^reen  colors;  Other 
colors;  Black  (cobalt  and  manganese);  Black  (iridium);  Black  (re- 
fractory) ;  Blue  (azure) ;  Blue  (dark) ;  Blue  (shading) ;  Blue  (Turk- 
ish) ;  Bluish-green 138 

Bluish-red ;  Brown  (Bistre) ;  Brown  (dark) ;  Brown  (pale) ;  Brown 
(sepia) ;  Brownish -red ;  Chamois ;  Flesh  color ;  Gray  (chrome) ;  Gray 
(iridium);  Green  (dark);  Green  (grass) ;  Green  (shading)     .        .        .  139 

Lustre  colors;  Gold;  Orange-red;  Orange;  Prismatic  colors;  Purple 
(dark);  Purple  (pale) 140 

Purple  (rose-red) ;  Yellow  (dark) ;  Yellow  (lemon  color) ;  Yellow  (pale) ; 
Yellow  (uranium) ;  Yellowish-red ;  Yellow  for  figures  and  landscapes ; 

Yellow  for  landscapes ;  "White  (covering) 141 

Glass.  Composition  of  the  Various  kinds  of.  Colors  for,  and 
Processes  for  Enamelling,  Engraving,  Gilding,  Silvering, 
Pulverizing,  Filing,  Bending,  etc.  : 

Dark-green  bottle  glass 141 

Jahkel's  glass  for  champagne  bottles ;  Elli's  cryolite  glass ;  Bohemian 
crystal  glass  (free  from  lead) ;  Plate  glass  of  the  mirror  manufactory  at 
Aix  la  Chapelle ;  French  mirror  glass ;  Belgian,  Bohemian,  English, 
French,  and  Prussian  window  glass;  Stein's  receipts  for  compositions 


xiv  CONTENTS. 

of  glass  afl  aiitually  used  in  various  f^Iass  works ;  Potash  crystal  gloss; 
Bohemian  mirror  glass;  Bohemian  chalk  glass  (ground  glass,  white 
concave  glass) ;  Bonemiaji  window  glass ;  French  mirror  glass ;  French 
soda  glass 142 

White  soda  window  glass ;  Semi-white  potash  window  glass ;  Bottle  glass ; 
Lead  crystal  glass;  Crown  glass  (Bontemp) ;  Crown  glass  (Guinand) ; 
Flint  glass ;  Flint  glass  (Bontemp) ;  Compositions  for  strass  (according 
to  Donault-Wieland) 143 

Compositions  for  opaque  glass ;  Tin  enamel ;  Arsenical  enamel ;  Bone 
glass ;  Opal  glass ;  Alabaster  glass ;  CompositioDs  for  colored  glass ; 
Aventttrine  glass  (according  to  Clemandot);  Blue  glass;  Sapphire- 
blue;  Azure-blue;  Golden  topaz  glass ;  Green  glass        ....  144 

Hyalite  glass;  Orange  glass;  Red  glass;  Red  with  copper;  Red  with 
gold;  Turquoise  glass ;  Violet  glass:  Yellow  glass;  New  combination 
of  materials  for  the  production  of  glass ;  Iridescent  glass ;  Engraving 
on  glass ;  Colored  designs  upon  glass ;  Glass  engraving  .        .        .145 

To  pulverize  glass ;  To  bend  glass  tubes 146 

Glazes  for  Earthenware: 

Glazing  for  common  earthenware ;  English  glaze  for  earthenware ;  Glazes 
free  from  lead  for  earthenware ;  New  glazing  free  from  lead  for  kitchen 
utensils;  Yerv fine  composition  for  white  glaze  (Feilnier's,  of  Berlin).  146 

White  glazes ;  To  give  earthenware  or  porcelain  a  marbled  or  granite  ap- 
pearance      147 

Glass  and  Other  Signs: 

To  etch  glass  (fine  and  coarse  grained) ;  Gilding  glass        ....  147 

Silvering  on  glass ;  Gilding  on  show  windows ;  Correcting  the  isinglass 
mixture;  Backing  the  inscription  on  show  windows;  Backing  glass 
signs  without  shades ;  Backing  glass  signs  with  shades ;  With  raother- 
o^pearl  insertions ;  Mother-o^pearl  insertions ;  Backing  with  tin-foil ; 
Transparent  glass  sign  (Child's  American  patent) ;  Sign-painting  .        .  148 

Japan  gold  size 149 

Glue,  Manufacture  of: 

The  raw  material ;  Steeping  the  stock  in  lime 149 

Glue  boiling;  Boiling  with  wet  waste;  Boiling  with  dry  waste        .        .  150 

Clarifying  the  glue ;  To  color  the  glue  yellow ;  To  whiten  the  glue ;  Pour- 
ing into  the  boxes  (moulds) 151 

Taking  the  glue  from  the  moulds ;  Ruthay's  new  process  of  making  glue 
from  waste  of  hides  and  skins  in  tanneries ;  Glue  from  waste  of  tanned 
leather        . 152 

Maclagan's  apparatus  and  process  for  manufacturing  glue  and  gelatine ; 
Extracting  the  gelatine 153 

To  make  gelatine  from  glue ;  Liquid  steam-glue ;  Heller's  steam-glue ; 
Cold  liquid  glue;  To  prepare  excellent  glue  which  will  hold  in  water; 
Good  furniture  glue ;  Glue  for  books ;  Glue  resisting  wet  and  moisture ; 
New  li(iuid  glue ;  Bone  glue 164 

Oupasquier's  process  of  preparing  bone  glue  as  a  substitute  for  isinglass ; 
Selecting  and  bleaching  tne  bones;  Comminuting  the  bones;  Immers- 
ing the  comminuted  bones  in  hydrochloric  acid 155 

Bleaching;    Pouring  the  gelatine  into  moulds;   Isinglass  (fish  glue); 
Printers'  rollers  from  glue  and  glycerine ;  Birdlime        ....  156 
Household  and  Rural  Economy: 

How  to  construct  a  table  fountain  ;  Pine  leaves  or  "  needles  "  as  a  sub- 
stitute for  hair,  feathers,  ete. :  To  keep  milk  from  souring;  Mass  for 
artificial  flowers  and  fruits;  Simple  process  for  preparing  potato  flour; 
Roasted  malt  as  a  substitute  for  coflee;  Lemonade  powder;  Cham- 
pagne powder;  Champagne  mixture       .......  157 

Currant  champagne;  English  champagne;  Fruit  champagne;  Fruit 
wines ;  Apple  wine  (cider,  English  process ;  Cider  (Normandy  process) ; 


CONTENTS.  XV 

Apple  champagne  (champagne  cider) ;  Birch  wine ;  Blackberry  wine  .  158 

Cherry,  currant,  damson,  elderberry,  ginger,  honey,  ami  orange  wines; 
Orange  wine  with  lemon ;  Raisin  wine 159 

Raspberry  wine;  Remedy  for  warts;  Remedy  for  chilblains;  Reraeily  for 
corns;  Ginger  .beer ;  English  ginger  beer ;  Spruce  beer ;  English  spruce 
beer;  Root  beer      ....  160 

To  prepare  fly  paper ;  Fly  paper  free  from  poison ;  Persian  insect  powder ; 
To  destroy  insects  and  worms  infesting  wall  paper,  etc. ;  To  preserve 
animal  skins ;  To  preserve  stuffed  animals;  To  destroy  insects  infesting 
herbaria  and  collections  of  insects ;  To  protect  woollen  goods  and  furs ; 
Hager's  mixtures  for  preserving  clotli  and  furs 161 

Receipts  for  destroying  moths ;  fV)r  the  destruction  of  bed-bugs  and  other 
insects ;  For  the  destruction  of  fleas  on  dogs,  horses,  and  cattle ;  To  de- 
stroy cockroaches,  mosquitoes,  and  gnats ;  To  drive  away  ants  from 
closets,  etc. ;  To  drive  rats  away  from  a  building ;  Phosphorous  paste 
for  destroying  rats  and  mice ;  To  destroy  field-rats  and  mice ;  London 
purple  for  the  destruction  of  insects  (Prof.  C.  V.  Riley);  Hager's  uni- 
versal composition  for  the  destruction  of  vermin 162 

For  the  destruction  of  phylloxera  (vine  grub) ;  Simple  disinfectant;  Dis- 
infecting powder  of  Max  Friedrich 163 

Efilcacious  disinfectants;  To  cleanse  lacquered  and  stained  articles  of 
wood ;  To  cut  and  pierce  rubber  corks ;  To  protect  stone  and  brick  walls 
from  moisture ;  Rosin  as  a  protection  against  moisture  in  walls :  To  pre- 
vent rust  on  iron;  To  prevent  wooden  posts  from  rotting;  Excellent 
wash  for  wood  and  stone 164 

Brilliant  whitewash  closely  resembling  paint;  Utilization  of  chicken 
feathers ;  Preservation  oi  wooden  labels ;  Collodion  ibr  plant  slips  ;  To 
destroy  stumps  of  trees ;  To  prepare  beef  tea    .        .        .        .        .        .165 

To  disguise  the  taste  of  cod-liver  oil ;  Remedy  for  hoarseness ;  Extract  of 
elder  blossoms;  Belladonna  ointment;  Cantharides  ointment.;  Com- 
pound chloride  of  sulphur  ointment ;  Compound  lead  ointment ;  Creo- 
sote ointment ;  Elderberry  ointment; 'Elemi  ointment;  Gall-nut  oint- 
ment ;  Hemlock  ointment ;  Iodide  of  lead  ointment ;  Iodide  of  mercury 
ointment ;  Iodide  of  potassium  ointment ;  Iodide  of  sulphur  ointment ; 
Lead  ointments ;  Litnarge  ointment ;  Prussian  lead  ointment ;  Saxon 
lead  ointment 166 

White  lead  ointment;  Lead  cerate ;  Mercury  ointment;  Opium  ointment ; 
Pitch  ointment;  Savin  ointment;  Spermaceti  ointment;  Sulphur  oint- 
ments ;  Tar  ointment ;  Tartar  emetic  ointment ;  Zinc  ointment ;  Am- 
monia liniment;  Camphor  liniment;  Compound  camphor  liniment; 
Lime  liniment ;  Opium  liniment ;  Soap  liniment ;  Turpentine  liniment ; 
Verdigris  liniment;  Betton's  celebrated  cattle  liniment  (critical  oil) ; 
Turkish  balsam  for  fresh  wounds 167 

To  soften  hard  water ;  To  keep  tallow  and  lard  from  becoming  rancid ;  To 
purify  rancid  butter  ;  To  purify  rancid  fat;  Dougal's  powder  for  puri- 
fying the  air  in  stables ;  To  remove  foul  air  from  wells ;  To  keep  ice 
without  an  ice-house 168 

To  keep  fruits  in  ice-houses ;  Substitute  for  coffee ;  To  preserve  canvas, 
cordage,  etc. ;  Stove-polishing  compound ;  Wiggen's  process  of  purify- 
ing lard  and  tallow ;  Manure  salt  from  urine ;  Solution  of  guano  for 
flowers;  Substitute  for  guano;  Manure  from  coal  ashes;  Manure  for 
turnips,  rutabagas,,  etc. ;  Stockhard's  manure  mixture  for  vegetable 
gardens ;  Manure  powder  from  blood  ;  Manure  from  waste  animal  sub* 

stances 169 

Illuminating  Materiai^  : 

Incombustible  wicks ;  Metallic  wicks;  Material  for  preparing  incombus- 
tible .torches ;  Gas  from  cork ;  Naphtha  ether,  a  new  illuminating  mate- 
rial; Air-tight  and  flexible  tissue  for  dry  gas-meters      .        •        .        .170 


xvi  CONTENTS. 

To  detect  a  leak  in  a  gas-pipe;  Improvement  in  dry  meters  ;  Apparatus 
for  manufacturing  illuminating  gas  from  ligroin  and  air  by  the  cold 
method;  Purification  of  illuminating  gas;  Preparation  of  wicks  for 
stcarine  candles;  "Melanyl"  candles;  To  coat  tallow  candles  with  a 
hard  substance  which  will  not  crack 171 

To  color  parafl&ne,  wax,  stearic  acid,  etc.,  black  ;  Coloring  tallow;  June- 
mann's  process  of  producing  white  and  hard  tallow  candles  burning 
with  a  large  flame  and  consuming  the  wick 172 

Fabrication  of  stearine  candles  without  the  use  of  presses  and  other  ex- 
pensive machinery ;  New  automatic  gas  lighter 173 

Imitations,  Substitutes,  etc.: 

Artificial  leather  for  lithographers'  rollersij  Vegetable  ivory ;  Substitute 
for  horn,  hard  rubber,  ivory,  etc. ;  Vegetaline ;  Substitute  for  linseed 
oil  and  oil  of  turpentine  in  preparing  paints;  Substitute  for  bristles ; 
Artificial  chalk ;  Artificial  leather  (X.  Karchesky,  Belleville,  N.  J.)    .  174 

Artificial  leather  (Stierlin's  German  and  French  patent) ;  Artificial  wool ; 
Substitute  for  meerschaum,  ivory,  etc 175 

Porous  substance  as  a  substitute  for  felt,  for  trays,  for  beer  glasses ;  Sub- 
stitute for  cast-iron,  stone,  clay,  and  cement ;  To  make  heels  of  boots 
and  shoes,  buttons,  etc.,  from  pulverized  leather ;  Hall's  substitute  for 
leather;  Preparation  of  leather  cloth ;  Micoud's  artificial  leather  .        .  176 

Artificial  slating  for  blackboards  and  school  slates ;  Artificial  ebony ; 
Leather,  soap,  and  glue,  from  sea-w^eed  (algae) ;  Transparent  sea-weed 
leather ;  Opaque  sea- weed  leather ;  Sea- weed  soap ;  Sea-weed  glue,  sub- 
stitute for  animal  glue ;  Artificial  stone  for  sharpening  lead  and  slate 
pencils ;  To  convert  ordinary  agate  into  onyx 177 

Substitute  for  opaque  window  glass  (Chardon) ;  Porous  substance  as  a  sub- 
stitute for  blotters;  Flexible  mirrors;  Artificial  whalebone  for  umbrella 
and  parasol  ribs,  busks  for  corsets,  etc. ;  Buffalo  skin  as  a  substitute  for 
horn  (Rohn) ;  Substitute  for  tinfoil ;  Zeiodelite  ;  Imitations  of  mother- 
of-pearl  and  marble  with  glue 178 

Preparation  of  the  plates,  and  of  fJie  glue  solution ;  Imitation  of  mother- 
of-pearl  veneers 179 

Pouring  the  colored  glue  solutions  upon  the  plates 180 

Transferring  the  layer  of  glue  to  a  layer  of  gelatine;  Drying  and  detach- 
ing the  veneers;  To  maKe  gelatine  foils  . 181 

SorePs  substitutes  for  gutta-percha  and  caoutchouc ;  To  give  a  pearl  lustre 
to  various  articles ;  Substitute  for  slate ;  Bertolio's  substitute  for  meer- 
schaum        182 

To  prepare  ratan  to  be  used  in  the  manufacture  of  corsets ;  Composition 
for  cane  heads,  gun  and  pistol  stocks,  etc. ;  Soren  Sorensen's  imitations 
of  leather;  For  soles,  heels,  and  insoles ;  Imitation  of  marble  for  plastic 
ornaments  and  picture  frames ;  To  dye  hard-nut  shell  buttons,  coal 
black,  and  brown 183 

To  dye  hard-nut  shell  buttons,  dark  brown,  gray  and  fancy  colors,  olive 
colors ;  For  coloring  with  aniline  colors ;  Blue,  red,  scarlet,  and  green  .  184 
Indigo,  Indigotine,  and  Alizarine  : 

Crystallized  indigo ;  Indigo  carmine  ;  Acetate  of  indigo    ....  184 

Indigo- violet;  Indigo-carmine  in  the  form  of  extract;  Kopp's  process  of 
gaining  indigotine  and  alizarine ;  The  apparatus    .        .        .        .        .  185 

The  operation  ;  Artificial  alizarine;  Coloring  artificial  alizarine,  dark  red 
and  rose  color 186 

Inspissation  for  red  ;  Aluminium  acetate  ;  Aluminium  hydrate;  Solution 
of  calcium  acetate  of  16°  B. ;  Printing  colors  for  red  and  violet  articles 
by  using  a  paste  containing  10  per  cent,  of  dry  dye-stuflf,  very  dark  red ; 
Aluminium  nitrate ;  Another  red  without  oil ;  Violet  printing  color ; 
Violet  inspissation ;  Geitner's  alizarine  liquor ......  187 


CONTENTS.  xvii 

Inks,  Lithographic,  Printing,  and  Writing  : 

To  make  a  good  printing  ink .        .        .  187 

Description  and  illustration  of  apparatus  for  making  printing  ink    .        .  188 

Receipts  for  printing  inks 189 

Printing  ink  from  coal-tar ;  Thick  printers'  varnish  with  coal-tar  varnish 
oil ;  Fine  printers'  ink  with  coal-tar  varnish  oil ;  Black  printing  colors 
patented  in  Germany ;  New  process  of  preparing  printing  inks ;  Print- 
ing and  stamping  ink  containing  iron ;  Bronze  color  for  direct  printing 
upon  paper,  oil-cloth^  etc. 190 

Black  printing  ink  which  may  also  be  used  as  etching  ground ;  Prepara- 
tion of  tannin  black,  and  its  use  for  printing  ink  and  other  purposes ; 
Lithographic  inks 191 

Autographic  ink  ;  Lithographic  printing  ink ;  English  lithographic  ink; 
Writing  inks 192 

Indestructible  inks  according  to  Traille.  P.  A.  Gaffard,  of  Paris,  and  Stark ; 
Stark's  patent  copying  ink ;  Bottger's  copying  ink         ....  193 

Solid  inks  (ink  powders  and  ink  stones) ;  Karmarsch's  black  ink ;  Reid's 
black  ink ;  Lipowitz's  process  of  preparing  black  ink ;  Brand's  black 
ink ;  Booth's  excellent  olack  ink ;  Van  Moos'  good  black  ink ;  Geiss* 
ler's  black  ink ;  Jahn's  black  ink 194 

Lewis'  black  ink ;  lire's  black  ink ;  Schmidt's  ink  for  steel  pens ; 
Runge's  ink  for  steel  pens ;  Haenle's  ink  which  does  not  corrode  steel 
pens '       .  195 

English  inks;  Duncan,  Clookhart  &  Col's,  of  Edinburgh,  celebrated 
bluish-black  inks;  Ink  for  steel  pens;  Vanadium  ink  (Berzelius' re- 
ceipt) ;  Alizarine  ink ;  Eisner's  alizarine  ink ;  Dubell's  alizarine  ink    .  196 

Wintemitz's  alizarine  inks;  Receipt  with  oxalic  acid;  Copying  inks; 
Beau's  French  copying  ink ;  BlaoK  copying  inks 197 

Alkaline  copying  ink  ;  Aniline  inks  of  various  colors ;  Indestructible  or 
permanent  inks ;  Indestructible  inks  according  toBosse,  Kindt,  Bossin, 
and  Braconnot;  Excellent  blue  ink 198 

Bed  inks ;  Carmine  ink  ;  Winck  ler's  durable  red  ink ;  Violet  inks ;  Violet 
copying  and  violet  writing  inks;  Encre  violette  de  Rouen;  Solid  inks 
(cakes  and  powders) ;  Platzer's  ink  powder ;  Ink  powder  in  capsules 
(G.  J.  Collins,  Brooklyn^  N.  Y.) ;  Ink  cake 199 

Marking  ink ;  Ink  for  writing  on  glass ;  Indestructible  ink  for  writing  on 
glass ;  Red  and  black  ink,  not  acted  upon  by  acids,  for  marking  glass 
and  metal  labels ;  Stamping  ink ;  Sympathetic  ink ;  Incombustible  ink 
and  paper;  Indestructible  ink  for  stamping  cotton  and  woollen  goods 
whicn  are  to  be  bleached  with  chlorine ;  Changing  writing  executed 
with  pale  ink  immediately  into  black 200 

Colorea  sands ;  Brush  for  marking  boxes,  etc. ;  Chemical  test  of  written 
documents  ( Wm.  Thompson's,  Manchester,  Eng.) ;  Printers'  rollers        .  201 
Jeweller's  Foils:  • 

Turnbull's  blue  foil ;  Green,  red,  and  yellow  foils ;  To  prepare  a  crimson 
fluid  for  Dutch  gold  or  paper ;  Yellow  fluid  for  foils;  Green  fluid  for 

Dutch  gold;  Process  of  producing  cameos 202 

Lacquers  and  Varnishes: 

Manufacture  of  fat  copal  varnish  (Violette) 202 

Illustrations  of  apparatus  for  manufacturing  varnish        ....  203 

Spirit  lacauers ;  Iron  lacquers  ;  Clarifying  varnish ;  Filtering  varnishes  .  205 

Spirit  gola-lac  varnishes ;  Gold-lac  varnish  with  shellac  and  other  resins ; 
Gold  varnish  without  lac ;  Gold-lac  varnishes  with  oil  of  turpentine 
and  oil  of  lavender,  with  and  without  linseed-oil  varnish      .        .        .  206 

Walton's  process  of  preparing  linseed-oU  varnish  ;  Several  universal  fur- 
niture varnishes ;  Balloon  varnish 207 

Copal  varnish  with  spirit  of  sal-ammoniac ;  Chinese  varnish  ;  Incombus- 
tiole  varnish  for  wood;  Varnish  for  wood  not  acted  upon  by  boiling 
2 


xviii  CONTENTS. 

water;  Varnish  for  earthenware  vessels ;  Japanese  transparent  lac  yar« 
nish  ;  Japanese  black  lac  varnishes ;  Varnish  for  fans,  fancy  boxes, 
etc. ;  Varnish  for  umbrellas ;  Black  varnish  for  tinsmiths ;  Gold  var- 
nish on  iron  ;  Pitch  varnish  for  buildings 208 

Spirit  varnish  for  violins  and  other  musical  instruments ;  Black  var- 
nish for  zinc;  Parisian  wood  varnish;  Furniture  varnish ;  To  lacquer 
flowers ;  White  unchangeable  lacquer  for  leather ;  To  polish  carved 
work 209 

French  polish  ;  Parisian  bronze  lacquer ;  Black  polish  on  iron  and  steel ; 
A  new  varnish  (German  patent) ;  Parisian  bookbinders'  lacquer ;  Ex- 
cellent glass- like  varnish ;  Varnish  for  wood  naturally  colored  or 
stained ;  Colorless  varnish ;  French  leather  lacquer        ....  210 

Cheap  lacquer  for  harness  and  carriage  tops;  Lacquer  for  drawings; 
Transparent  lacquer  for  closing  bottles ;  Tar  varnish ;  Polishing  of 
wood ;  Elastic  lacquer ;  Black  harness  lacquer ;  Parchment  fluid ;  To 
provide  bars  of  spring  steel  with  a  coating  not  acted  upon  by  acids, 
alkalis,  chlorine,  and  steam;  Aluminium  palmitate  and  its  uses  in 
diflerent  branches  of  industrv 211 

New  method  of  preparing  fat  lacquer  and  varnish,  patented  in  Germany 
by  Zimmermann  and  Holtzwich ;  Light  copal  varnish  with  coal-tar 
varnish  oil ;  Light  Parisian  varnish  with  coal-tar  varnish  oil ;  Light 
varnish  for  lacquering  photographic  negatives;  English  method  of 
varnishing  coaches ;  Pumicing 212 

Puttying,  saturating  the  panels  with  oil ;  Laying  on  the  ground ;  Pumicing 
the  ground ;  Laymg  on  the  paint ;  First,  second,  and  third  pumicings 
of  the  paint;  Laying  on  the  lac  varnish 213 

Polishing  the  lacquer;  Ordinary  body-carriage  lacquer;  Quick-drying 

body  copal  varnish ;  Neil's  carriage  lacquers 214 

Lbathbb,  Tanning  and  Dyeing,  Including  Fubs,  btc.  : 

New  tanning  process ;  Quick  tanning  process ;  Manufacture  of  calf-kid  in 
Philadelphia 214 

To  depilate  hides ;  Curriers'  black  gloss ;  Heating  the  liquor  in  tanning; 
Heinzerling's  quick  method  of  tanning 215 

Boe^el's  process  of  quick  tanning;  Juiigschlager's  process  of  quick  tan- 
ning; New  process  of  depilating  hides ;  To  prepare  transparent  leather; 
To  preserve  and  water-proof  skins 216 

To  prepare  calf  leather  with  a  white  flesh-side  smooth  as  a  mirror ;  To 

E reserve  the  yelks  of  eggs  used  in  tawing  ^love  leather ;  To  preserve 
air  in  a  tannery ;  To  improve  hides  and  skins ;  Dyeing  leather;  Azure 
on  tawed  white  leather ;  Black  on  leather ;  Blue  on  leather ;  Bed  on 
morocco ;  Safiron -yellow  on  leather ;  Dyeing  of  chamois  skins ;  Black, 
green,  gray,  tan,  yellow,  and  yellowish-brown ;  Dyes  for  ordinary 
tawed  leathei; ;  Blue,  camel-brown,  chestnut-brown       .        .        .        .217 

Coflfee-brown,  flesh  color,  garnet,  green,  lilac,  olive-green,  orange,  rose 
color,  scarlet,  violet,  and  dark  and  nsSe  yellow ;  Dyes  for  kid  leather, 
azure,  black,  brown,  English  gray,  French  green  .        .        .        .        .  218 

Gray,  gray-brown,  gray-green,  gray  stone  color,  green  stone  color,  light 
and  aark  green,  olive  and  orange-brown,  orange-red,  pens6e,  or  violet- 
blue,  silver  gray,  straw  color ;  Apparatus  and  process  for  dyeing  and 
patterning  animal  skins ;  To  dye  rabbit  skins  black ;  To  dye  sheep  skins 
brown 219 

Process  of  dyeing  naturally  white  skins,  or  skins  with  naturally  white 

points,  various  shades  of  brown,  leaving  the  points  white;  Imitation  of 

sable  skins ;  To  protect  furs  against  moths ;  To  tan  linen,  hempen,  and 

cotton  fabrics ;  To  give  leather  the  smell  of  Bussia  leather    .        .        .  220 

LiQUOBS  AND  Bevebages:  Beeb,  Bbandy,  Gin,  Whiskey,  Wines, 

ETC.  : 
Beer  brewing;  Fabrication  of  malt;  Steeping;  Germinating  (couching) ; 


CONTENTS.  xix 

Kiln-drying;  Preparation  of  the  liquor  containing  the  dextrine  and 
su^ar  (mashing) 221 

Boiling  the  wort  with  hops ;  Cooling ;  Fermentation  ;  Improved  brewing 
process;  New  brewing  process;  Clarifying  beer;  Flaxseed  pulp  for  clar- 
ifying beer  .  222 

Brewers*  pitch ;  Brown  brewers*  pitch ;  Hop  pitch ;  Glaze  for  beer  bar- 
rels; Glaze  of  Prof.  Artemus;  Testing  beer  for  foreign  bitter  sub- 
stances; Pure  beer 223 

Acid  mixtures;  Petroleum-ether;  Benzole;  Chloroform;  Ammoniacal 
shakings;  Beer  wort;  Wormwood;  Benzole  and  chloroform;  Marsh 
rosemary  (sedum  palustre);  Bog  bean;  Marsh  trefoil;  Quassia;  Col- 
chicum  seeds 224 

Indian  berries  (cocculi  Indici),  petroleum  ether,  and  benzole ;  Colocyntha ; 
Willow  bark ;  Strychnine ;  Atropin  ;  Hyoscyamin  ;  Aloes      .        .        .  225 

Gentian  root;  Determination  of  glycerine  in  dark  and  lieht  beers;  Al- 
cohol and  compressed  yeast  from  uncrushed  cereals  without  the  use  of 
steam-pressure ;  To  convert  alcohol  of  70  per  cent,  into  90  per  cent,  in 
the  cold  way ;  To  purify  alcohol  obtained  from  beets  and  molasses        .  226 

To  purify  alcohol ;  To  prepare  absolute  alcohol ;  Manufacture  of  cognac ; 
Artificial  cognacs ;  Dutch  method  of  distilling  and  manufacture  of 
compressed  (dry)  veast ?27 

Mashing;  Setting  (Anstellen) 228 

Clarifying  the  wash;  Receipt  for  Holland  gin;  Rum  (Fayon  rum);  To 
destroy  fusil  oil  (amvl  alcohol)        .        .        .        .      ' .        .        .        .  229 

To  purify  alcohol  and  liquors ;  To  remove  the  taste  of  the  barrel  from 
whiskey ;  Wines ;  Bordeaux,  Burgundy,  Champagne ;  Artificial  Cham- 
pagnes; Champagne  liqueur;  Chanaon  et  Moet  (green  seal);  Louis 
Roderer  (^reen  and  bronze  seal) ;  Heidesick  et  cie  (sealed  with  tinfoil) .  230 

LeinbergGeldermann  et  Deittz  (sealed  with  tinfoil) ;  Schneider;  Fleur  de 
Sillery;  Jacquesson  et  fils;  Madeira;  Malaga;  Essence  de  Goudron; 
Port  wine ;  To  improve  wine  must ;  Remedy  for  ropiness  or  viscidity  of 
wines ;  To  remove  the  taste  of  the  barrel  from  wine        ....  231 
Lubricants  for  Machines,  Wagons,  etc.  : 

Adhesive  grease  for  machine  belts ;  Grease  for  water-proofing  leather      .  231 

To  make  kid  leather  soft ;  Lubricant  for  industrial  pur()oses ;  Pulverulent 
lubricant  for  axles,  etc. ;  Doulon*s  caoutchouc  lubricant;  Patent  wagon- 
grease  from  rosin  oil  soap ;  Blue  patent  grease;  Yellow  patent  grease ; 
Black  patent  grease;  Patent  palm-oil  wagon  grease;  Lubricant  ^om 
paraffine  residues;  Consistent  machine  oil 232 

Lubricant  for  belts ;  Frenches  machine  grease ;  Lubricant  for  car  axles ; 
Belgian  wagon  grease ;  Excellent  carriage  grease ;  Lubricant  from  oil 
residues;  Pyroleine  (lubricant  for  machinery) ;  Thinly  fluid  pyroleine ; 
Thickly  fluid  pyroleine 233 

Metalline ;  New  lubricant  for  machines  from  sea- weed  (solid  and  liquid); 
Lubricating  oil  for  astronomical  instruments;  Vulcan  oil,  for  spindles, 
for  carding  machines,  for  hydraulic  motors;  Machine  oil  from  coal-tar 
varnish  oil ;  Lubricant  for  carriages  from  coal-tar  varnish  oil ;  Persoz's 
patent  wagon  grease 234 

Oil  for  watchmakers;  Very  fine  lubricant  for  clocks  and  watches;  To 
test  the  fitness  of  oils  for  lubricating  watches  and  clocks       .        .        .  235 
Marine  Glue: 

Hard  marine  glue ;  Elastic  marine  glue ;  Marine  glue  for  damp  walls      .  235 
Matches: 

Swedish  matches ;  Striking  surface  of  Swedish  matches ;  Matches  with- 
out sulphur ;  Inflammable  compounds  (Schwarz) ;  Inflammable  com- 
pound without  phosphorus ;  Parlor  matches  ;  Colored  parlor  matches  .  236 

Anti-phosphorus  matches;  Matches  inextinguishable  by  the  wind; 
Matches  without  phosphorus;  Amorces  d'AUumettes ;  Nickle's  process 
of  preparing  an  amorphous  phosphorus  from  the  ordinary  article  .  237 


XX  CONTENTS. 

Metal  Industby: 

To  harden  cast-iron ;  To  give  iron  articles  a  brilliant  lustre  and  silvery 
appearance ;  To  restore  bnrnt  cast-steel ;  To  make  steel  so  soft  that  it 
can  be  worked  like  copper ;  Welding  steel  to  cast-iron ;  Hardening  and 
welding  compounds;  Hardening  compound;  Welding  compound  for 
welding  wrou^ht-iron  to  wrougnt-iron ;  Welding  compound  to  weld 
steel  to  wrougnt-iron  at  a  red  heat;  To  weld  wrought-iron  to  wrought- 
iron  at  a  white  heat 238 

Hardening  compound  to  make  wrought-iron  yery  hard ;  Welding  cast- 
steel  ;  To  harden  files  and  other  steel  instruments ;  To  re-sharpen  files  .  239 

Dr.  Hartmann's  hardening  compound  for  thin  steel ;  New  process  of 
hardening  gun-barrels ;  To  harden  steel  in  sealing-wax ;  Hardening 
water ;  Poncelet's  fluids  for  hardening  steel  articles ;  New  case-harden- 
ing compound;  To  obtain  smooth  castings;  To  harden  saws  and 
springs 240 

To  convert  iron  into  steel  (J.  H.  Wilson,  of  Liverpool) ;  Hard  silver ;  Mal- 
leable brass;  Very  tenacious  brass;  Steel  wire  for  musical  instru- 
ments (Webster  &  Horsfall) ;  To  weld  copper ;  New  process  of  pre- 
paring malleable  nickel 241 

To  obtain  dense  and  flexible  copper  castings ;  To  obtain  copper  steel ;  Si- 
licium ;  To  protect  lead  pif)es ;  To  protect  iron  from  rust ;  To  protect 
lightning-rods,  metal  roofs,  etc.,  from  rust;  To  protect  wire,  iron,  and 
steel  from  rust 242 

Cleaning  guns  with  petroleum ;  To  protect  wrought-iron  bridges  from 
rust ;  Staining  metals ;  Blue  stain  on  iron  and  steel ;  Gray  on  steel  and 
iron 243 

Black ;  To  stain  iron,  gun-barrels,  etc.,  brown ;  English  process  of 
staining  gun-barrels  brown,  light  brown,  and  light  yellowish-brown ; 
Lacqueringof  sheet  metal;  Glazing 244 

Glazing :  Green,  yellow,  blue,  chamois,  red-brown ;  White  lac  color ; 
Lilac  or  violet ;  Black  lacquer;  Blue  or  st.eel  glaze ;  Red  glaze    .        .  245 
Mustards  : 

To  prepare  ordinary  mustard;  Frankfort  and  wine  mustards;  Lenor- 
mana's  method  ot  preparing  mustard 245 

Moutardede  Maille;  Moutarde  k  la  Bavigotte;  Sour  Diisseldorf  mustard; 
Soye's  method  of  preparing  mustard ;  Aromatic  and  English  mustards ; 
Black  and  compound  mustaixl  powders ;  Compound  English  mustard 
powder;  Compound  black  mustar<l  powder;  Very  fine  table-mustard    .  246 
Oils  and  Fats— Animal,  Vegetable,  and  Mineral  : 

Purification  of  mineral  oils ;  Uses  of  the  residues  in  the  manufacture  of 
shale  oil ;  French  process  of  cleansing  vegetable  fat  oils;  Manufacture 
of  castor  oil  (Brosius  &  Co.) ;  Baeder,  Adamson  &  Co.'s  process     .        .  247 

Manufacture  of  neat's-foot  oil ;  To  prepare  Chinese  drying  oil ;  To  solidify 
petroleum  and  other  mineral  oils ;  Rosin  oil  and  its  uses        .        .        .  248 

To  prepare  pure  naphthaline;  Vaseline  or  cosmoline        .        .        .        .249 

New  process  of  purifying  paraffine ;  To  puriiy  and  bleach  fat  of  bones 
extracted  with  benzine,  and  make  it  available  for  the  manufacture  of 
soap ;  Process  of  gaining  glycerine 250 

Com  oil  from  corn  mash ;  Oil  from  acid  tar ;  To  refine  cotton-seed  oil ;  To 
purify  train  oil ;  To  purify  illuminating  oil ;  To  purify  turbid  or  impure 
poppy-seed  oil ;  To  purify  animal  oils         ...  ...  251 

Bottgers  simple  process  of  making  commercial  petroleum  clear  as  water 
without  distillation ;  Oil  irom  sunflower  seed ;  Macassar  oil ;  To  pre- 
pare oil  used  in  pumicing  wood ;  Cowper's  process  of  deodorizing  coal- 
tar,  rosin  oil,  etc. ;  To  detect  rape-seed  oil  and  all  oils  derived  from 
cruciferse ;  To  detect  rape-seed  oil  in  other  fat  oils 252 

Preparation  and  uses  of  paraffine 253 

Belmontine  and  Sherwood  oil ;  A  new  oil  from  California ;  To  distinguish 
light  oils  from  crude  petroleum  from  light  tar  oils 254 


CONTENTS.  xxi 

Practical  purification  of  omde,  heavy  wood-tar  oil  and  preparation  of 
crude  wood-tar  creosote ;  Separating  and  purifying  fats  ....  256 

To  remove  sulphuric  acid  and  sulphur  adhering  to  mineral  oils  after  re- 
fining ^Perutz) ;  Coal-tar  varnish  oil ;  Process  of  producing  heavy  coal- 
tar  oil  in  England 256 

Manufacture  of  yellow  shoemakers'  wax  irom  purified  coaJ-tar  oils; 
Manufacture  of  blacksmiths'  pitch  from  coal-tar ;  Testing  oils  (Mau- 

men6) 257 

Oil-paintings  :  How  to  Cleanse,  Pack,  and  Varnish  them,  and 
TO  Restore  Gilt  Work  : 

To  cleanse  oil-paintings         ...  257 

Action  of  water,  olive  ^  oil,  or  butter ;  Wood-ash,  potash,  soap,  spirit  of 
wine,  oil  of  turpentine,  oil  of  lemon,  and  oils  of  lavender  and  rose- 
mary, upon  paintings 258 

To  remove  a  painting  from  the  old  canvas  and  transfer  it  to  a  new ;  How 
to  pack  oil-paintings  for  transportation ;  To  paste  an  oil-painting  on 
wood ;  To  cleanse  beef-gall  to  be  used  as  a  varnish  on  paintings ; 
Cleansing  and  lacquering  of  oil-paintings 259 

To  cleanse  and  renovate  the  gold  and  framework  of  old  altars ;  For  cleans- 
ing the  framework  from  dfirt ;   To  repair  lustre  gilding  on  altars ;  To 

restore  silver  on  altars  and  tabernacles 260 

Paints  and  Pigments.  Grinding  and  Mixing  Colors.  Graining. 
Imitation  of  Marbles.  Paints  and  Washes  fob  Various 
Purposes,  etc. 

Grinding  colors ;  Brushes .  260 

Graining  oak,  mahogany,  and  rosewood 261 

Satinwood.  maple,  and  walnut;  Imitation  of  marble;  Green  marble; 
Dove-colored  marble ;  Receipts  for  colors,  American  green,  apple-green, 
aurora^  azure-blue,  blue  (cornflower),  bluish-white,  Bremen  ■  green, 
chamois,  cherry-red,  chestnut-brown,  crimson,  enamel-white,  flax-gray, 
golden-yellow,  beautiful  golden-yellow,  grass-green,  hazel-yellow,  jon- 
quil, and  lemon  color 262 

Light-gray,  lilac,  mahogany,  oak,  olive-^en,  sea-green,  silver-gray, 
straw,  sulphur,  violet—dark,  medium,  light,  very  light,  bluish — ana 
walnut — dark,  light^  and  veiy  li^fht — colors ;  Paints  for  various  pur- 
poses ;  Flexible  pamt ;  New  paint  for  floors,  stone,  wood,  and  brick 
work ;  Water-proof  paint ;  Paint  suitable  for  vessels,  submarine  work, 
ete 263 

Cheap  and  durable  paint  for  brick  work ;  To  prepare  a  zinc  wash  for 
rooms ;  Durable  paint  for  tin  roofs ;  White  pamt  for  metallic  sur- 
flices;  Green  paint  for  articles  exposed  to  the  action  of  the  weather, 
such  as  doors,  shutters,  ete.;  Universal  paint;  Paint  for  outside  walls ; 
Paint  which  resists  all  moisture,  for  wood  or  stone;  Cheap  white  paint 
for  outside  work ;  Red  wash  for  brick  floors  and  pavements ;  To  prevent 
disintegration  in  stone  work 264 

For  marble ;  For  sandstone ;  To  make  sail-cloth  pliable,  durable,  and 
water-proof;  Swedish  paint  for  wood  work;  Paint  for  constructions  of 
iron;  Faraffine  paint ;  Quickly  drying  oil-paint ;  Paint  for  roo&;  Paint 
on  wood  exposed  to  the  action  of  the  weather 265 

Water-proof  paint  for  metal ;  Coating  for  blackboards ;  To  protect  the 
bottoms  of  ships  and  other  articles  under  water ;  Dryer  for  oil  colors 
and  varnish ;  To  prepare  dryers ;  Patent  diyer ;  Dryer  for  zinc  paint ; 
Drying  oil ;  To  paint  tiles  red ;  Pigments ;  Black ;  Lampblack     .        .  266 

Fransfort  black;  Carbon  from  peach  stones;  Ivory  blacK;  Brunswick 
black ;  Black  from  coal  ashes  and  blood;  Berlin  blue;  Mountain  blue; 
Ultramarine  (artificial) ;  Robiquet's  artificial  ultramarine     .        .        .  267 

Carmine ;  Carmine  lake ;  Florentine  lake ;  Green  borate  of  cop^)er  for 
oil  and  porcelain  painting ;  Chrome-green ;  Chrome-green  for  pamting; 


xxii  CONTENTS. 

InnoxiouB  green  color ;  Mineral  green ;  Neuwied  green ;  Paris  green  or 
Seheele's  ^reen ;  Schweinfurth  green  as  made  in  Schweinfurth      .        .  268 

Verdigria;  Indigo  carmine;  Clirome-red ;  Cafisel  yellow;  American 
chrome-yellow •  269 

Baltimore  chrome-yellow;  French  chrome-yellow  (Spooner's);  Paris 
chrome-yellow;  Naples  yellow  (various  shades) ;  Patent  yellow;  Van- 
dyke red ;  Innoxious  colors  for  painting  toys 270 

Colors  which,  on  account  of  the  poisonous  qualities,  should  not  be  used 
for  painting  toys  or  in  coloring  articles  of  food ;  Artists'  colors  and 
for  restoring  pictures ;  Kremnitz  or  Venetian  white ;  Light  and  dark 
ochres 271 

Light  and  dark  burnt  ochres ;  Sieuna ;  Burnt  sienna ;  Umber ;  Cologne 
earth ;  Ivory  black ;  Parisian  blue ;  Cinnabar ;  Naples  yellow  ;  Fine 
Vienna  lake ;  Minium ;  Ultramarine ;  Verona  earth  ;  Cobalt  blue  and 
brown  Munich  lake ;  Water  colors ;  Deep  black ;  Blue ;  Indigo  blue ; 
Green ;  Red ;  Violet  blue ;  Yellow ;  White ;  Sap  red    .        .        .        .272 

Painting   with    sympathetic  colors;    Preparation  of  the  colors  used; 
Purple  and  rose  red ;  Yellow,  Green,  and  blue  ;  Painters'  cream    .       .  273 
Paper  and  Paper  Materials,  Manufacture,  Staining,  etc..  Glass, 
Sand,  and  Emery  Paper: 

Preparation  of  the  different  kinds  of  straw  used  in  the  manufacture  of 
paper 273 

Corn  leaves  and  stalks ;  Oats,  barley,  wheat,  and  rye  straws ;  Process  of 
gaining  fibrous  substances  from  different  plants;  Transformation  of 
woolly  fibre ;  Paper  for  documents,  checks,  etc. ;  Improved  cigarette 
paper ;  Safety  paper  (to  prevent  erasures) 274 

Cork  i)aper  (H.  Felt  &  Co.  patent) ;  Wrapping  paper  for  silverware :  Prep- 
aration of  parchment  paper;  Water- proof  paper;  Peterson's  water- 
proof paper ;  Carbolic  acid  paper 276 

Two  new  varieties  of  preserving  paper ;  Plastic  pasteboard  for  surgical 
bandages;  Preparation  of  tracing  paper,  tracing  linen,  and  trans- 
parent packing  paper ;  Photo-lithograpnic  transfer  paper  and  transfer- 
color  belonging  to  it;  Writing,  copying,  and  drawing  paper  which  can 
be  washed ;  Tracing  paper ;  Transfer  paper ;  Tar  paper         .        .        .  276 

To  prepare  leather  waste  ror  use  in  the  manufacture  of  paper ;  Iridescent 
paper ;  Colored  paper  for  tying  up  bottles ;  Pouget-Maisonneuve's 
electro-chemical  teiegrwjh  paper ;  Amianthus  paper;  To  water-proof 
cylinders  of  pasteboard;  To  produce  enamelled  writing  surfaces  on 
pasteboard  and  paper;  Imitation  of  mother-of-pearl  on  paper       .        .  277 

To  make  paper  transparent ;  Emery  paper  (Edwards'  apparatus) ;  Water- 
proof emery  paper 278 

Stains  in  coloring  paper  for  artificial  flowers ;  Stains  for  glazed  papers    .  279 

Stains  for  morocco  papers ;  Stains  for  satin  papers 280 

How  to  split  a  sheet  of  paper ',        '        '  281 

Perfumery,  Aromatic  Vinegars,  Cosmetics,  Extracts,  Hair  Oils'  " 
Pomades,  Powders,  Washes,  Fumigating  Articles,  etc.:    ' 

Extraction  of  perfume  from  flowers ;  Manufacture  of  perfumery  •  Eau 
des  Alpes;  Eau  de  Cologne  (Otto's,  Thillaye's,  and  Wagner's);  Eau 
de  lavande  ambra ;  Eau  de  Paris  ;  Empress  Eugenie's  nosegay ;  Esprit 
de  patchouli;  Esprit  de  rose  triple;  Esprit  de  toilet  Francaise  282 

^:.?P^<1"«*J  E^**"*!*  violet;  Extract  of  iris ;  Jockey  club;  Heliotrope- 
Millefleur ;  Moss  rose  and  musk  extracts ;  New  garden  nosegay  •  Jfew 
mown  hay,  Styrax,  Tonka  bean,  and  vanilla  extracts     .  283 

Victoria  extract;  West  End  and  white  rose  bouquets;  Ylang-yianfir '  Am' 
bergris,  Aromatic,  Clover,  Jasmine,  Lavender,  Musk,  Orange-blossom 
Rose,  and  toilette  vmegars        ...  >  &  *", 

Vanilla  vinegar;  Vinaigre  de  Beauty ;  Vinaigre  d^  D^mes;'  Vinaigre 
aromatique  de  J.  V.  Bully;    Vmaigre  d'Heb^  (to  remove  freckl J); 


CONTENTS.  Miii 

Cncamlier  essence ;  Cucumber  milk ;  Lily  essence ;  Nftrval  bouquet ; 
Moss  rose  essence ;  Odeur  fin  national 285 

Tea  rose  essence ;  Yiolette  de  Bois ;  White  rose  essence ;  Hair  oils ;  Flower 
oil ;  Good  and  cheap  hair  oils ;  Hamilton's  hair  oil ;  Huile  antique  &  la 
Bergamotte ;  Huile  antique  k  I'H^liotrope ;  Huile  &  la  TH^liotrope      .  286 

Huile  k  POeillet;  Huile  antique  &  la  Yanille;  Huile  de  Millefleurs  et  de 
Pot-pourri  J  Pot-^urri  oil ;  Macassar  oil ;  Sweet-scented  oil;  Lime-juice 
and  glycerme  hair  oil ;  Pomades;  Cr^me  Celeste;  Cr6me  Cristalus^e; 
Glycerine  balsam ;  Ice  pomade ;  Neroli  pomade 287 

Poiinade  (Wagner);  Pomade  (Winterberg);  Pomade  ^  la  Duchesse ;  Po- 

ibade  au  bouquet ;  Pomade  dirine ;  Red  and  rose  pomades ;  Stick  and 

^^     beard   pomatum;   Held's   beard  pomatums;    Hungarian   moustache 

pomatum ;  Stick  pomades ;  Hair  restorers,  tonics,  washes,  etc.        .        .  288 

American  shampoomg  liquid  to  promote  the  growtn  of  hair ;  Bandolines ; 
Ba^r-rum  hair  tonic;  Buhlingen's  hair  tonic;  Cheap  and  efficacious  hair 
tonic ;  Cheap  hair  wash ;  £au  de  lustre  (for  dressing  the  hair) ;  Glycer- 
ine wash ;  Itosemary  hair  wash ;  Wash  to  remove  dandruff;  Hair  dyes ; 
Brown  hair  dye;  £au  de  Chine  pour  Noircir  les  Cheveux      .        .        .  289 

£au  Lfyeune ;  Hager's  innoxious  nair  dye  as  a  substitute  for  lead  prepa- 
rations; Innoxious  hair  dye;  Turkish  hair  dye;  Depilatory  compounds ; 
Suiph hydrate  of  sodium;  Cosmetic  and  medicated  waters;  Anhalt 
water ;  Bardge  waters ;  Napoleon's  bath 290 

**  Bretfeld  water ; "  Cascarilla  water ;  Creole  water;  Eau  Athenienne ;  Eau 
de  Plmp^ratrice ;  Eau  des  Odalisques;  Eau  des  Princesses;  fkiglish 
honey  water ;  Florida  water ;  Held^s  cosmetic  washes    ....  291 

Kummerfeldt  water ;  Cosmetic  powders,  roug^  etc. ;  Bran  of  almonds ; 
Cosmetic  wash  powder;  Flour  of  almonds ;  Held's  washing  powder  for 
the  hands;  Oriental  rouge;  Paris  powder;  Rouge;  Yinaigre  rouge; 
White  or  pearl  powder;  Augustin's  cosmetic  wash;  Copland's  aqua 
oosmetica ;  Flacon  G^nerateur  Universel  des  Cheveux  de  Madame  S.  A. 
Allen ;  Fumigating  articles ;  Black  fumigating  pastils  ....  292 

Fumigation  with  chlorine;  Fumigatin)^  essence;  Fumi^ting  pastils; 
Fumigating  spirits ;  Imperial  fumigating  powder ;  Medicated  fumigat- 
ing pastils;  Iodine  pastils;  Btramoniupi  pastils;  Tar  pastils;  Opium 
pastils ;  Oriental  fumigating  balsam 293 

Paris,  perfumed  and  white  fumigating  pastils 294 

Phabmaceutical  Prbpabations  : 

Artificial  Karlsbad  water;  Artificial  koumiss;  Balm  of  Gilead;  Balsam 
of  horehound  for  colds  and  asthma;  Bitt«r elixir;  Bland's  female  pills; 
Blistering  ointment;  Blume's  remedj  for  spavin,  etc.;  Camphor  ice; 
Cheltenham  salts ;  Cod-liver  oil  and  iodide  of  iron         ....  294 

Compound  Storax  pills ;  Dolorifuse  elixir  anti-odontalgique ;  Edinburgh 
stomachic  elixir ;  Glycerine  collodion;  English  peppermint  lozenges; 
Erasing  powder ;  Hoff 's  malt  beer ;  Improved  collodion  styptic ;  lodo- 
form  ( Vulpius  formula) ;  Iodoform  pencils ;  Aromatic  balsam       .        .  295 

Locatelli's  balsam  for  wounds  and  ulcers;  Soap  balsam  for  sprains; 
Gelatine  capsules  for  medicinal  purposes ;  English  plaster ;  Malt  ex- 
tract; Malt  extract  with  iron,  with  lime,  with  quinine,  with  pepsin, 
and  with  iodide  of  iron;  Neutral  citrate  of  magnesium  (Comelis)j  Neu- 
tralizing the  taste  of  cod-liver  oil ;  New  American  patent  medicines ; 
Phosphorole 296 

Fluid  hydrastis ;  Lacto-pepsin ;  Thermaline ;  Oleum  aromaticum  compos- 
tium  (spice  oil  for  kitchen  use) ;  Opodeldoc ;  Pepsin  wine  with  malt 
(Ernst  Schmidt,  of  Lille);  Plastic  liandage;  Simple  and  compound 
lead  plasters ;  Preparation  of  sticking  plaster ;  New  sticking  plaster  by 
Dr.  A.  Hewson ;  CFalbanum  and  saffron  plaster;  Saffron  plaster    .        .  297 

Soap  plaster ;  Powdered  camphor ;  Buchner's  antarthritic  paper ;  English 
antarthritic  paper 298 


xxiv  CONTENTS. 

Photogeaphy: 

Aleoholic  solation  of  gelatine;  Alkaline  gelatine  developer;  Chloride  of 
silver  and  gelatine  emulsion ;  Claudet's  instantaneous  positive  paper; 
Cleansine  mixture  for  glass  plates    .        .  • 298 

Cleansing  fluid  for  glass  plates ;  Clear  caoutchouc  solutions ;  Damson's 
tannin  plates ;  R^ipt  for  the  collodion  cotton ;  Collodion ;  Solution  of 
tannin ;  Developer  for  gelatine  plates  (Mottu,  of  Amsterdam );  Davanne's 
intensifier ;  H.  W.  VogePs  developing  solution  of  oxalate  of  iron ;  Direc- 
tion for  calculating  Icmus  distances  for  enlarging  pictures       .        .        .  299 

Email  photographs;  Oelatine  emulsions  (Abney);  Glac6  or  enamelled 
photographs;  Grold  and  fixing  baths;  Toning  bath         ....  300 

New  intensifying  bath  for  gelatine  negatives ;  New  developer  for  bromide 
of  silver  dry  plates ;  New  method  of  preparing  emulsion ;  New  photo- 
printing  receipts;  Preliminary  preparation;  Chrome-gelatine  layer; 
Fixing  solution ;  Fluid  for  drawing  off  negatives;  Painting  the  operat- 
ing-room  301 

Pet8chler*s  new  dry  method  of  preparing  plates;  Photo-diaphanie,  or 
process  of  transferring  photographs  together  with  the  albumen  layer 
on  glass,  porcelain^  etc. ;  Photo-emulsions ;  Improvements  by  H.  W. 
Vogel ;  Photo-printing  without  a  press 302 

Photographic  process  with  phosphorescent  substances ;  Photographic  re- 
production   303 

Platinot^py ;  Precipitation  of  gold  from  old  toning  baths;  Rapid  method ; 
Sensitive  cdllodion 304 

Developers  for  children  and  for  adults ;  Rapid  collodion  process  by  Bor- 
linetto;  Neutral  silver  bath ;  Developing  bath ;  Fixing  bath;  Regaining 
silver  from  residues  of  gelatine  emulsions ;  Removing  the  negative  layer 
from  the  glass  plate ;  Reproduction  of  photo-negatives   ....  306 

Sensitive  collodion  emulsion;  Sensitive  photo-paper;  Simple  and  quick 
process  of  preparing  pyrogallic  acid;  Sutton's  new  developer;  Sutton's 
weak  silver-batli  for  albuminized  paper;  Toning  bath  with  calcium 
chloride  and  sodium  acetate  by  Parkinson ;  Transfer  paper  with  col- 
lodio-chloride  of  silver ;  Various  practical  receipts ;  Collodion  for  hot 
weather 306 

Collodion  for  outside  work ;  Developer ;  Silver  bath ;  Developer  for  land- 
scapes; After  developer;  Good  intensifving  bath  ;  Solution  for  prepar- 
ing paper ;  Silver  bath ;  Developer ;  Fixing  bath ;  Negative  lacquer 
with  castor  oil;  Various  receipts  for  the  gelatine  process;  Edwards' 
glycerine  developer;  Dr.  Eders  oxalate  of  iron  developer;  Nelson's 
developer ;  Bedford's  developer ;  Abney's  intensifying  batn ;  Varnishes ; 
Good  negative  lacquer ;  Retouching  varnish 307 

Elastic  lacquer;  Excellent  lacquer  for  photographs;  Vibrotypes;  Photo- 
graphs on  wood;  Worthly's  negative  process,  without  intensifying 
batn ;  Collodion ;  Developer  for  negatives ;  Varnish  for  negatives ;  Pol- 
ishing glass  plates 308 

Plaster  of  Paris  Casts  which  can  be  Washed  : 

Dr.  Reissig's  prize  process  of  preparing  plaster  casts 308 

Process  with  barvta  water ;  With  silicate  of  potassium      .        .        .        .  309 

Brethauer's  method  of  preparing  plaster  of  Paris  casts  resisting  the 
action  of  the  weather;  Jacobsen's  process;  Shell hass'  coating  for  plas- 
ter casts 310 

Preserving  Meat,    Milk,  Vegetables,  Vegetable   Substances, 
Wood,  etc.,  and  Preservatives  : 

Boro-glycerine  for  preserving  organic  substances;  Boro-tartrate  for  pre- 
serving meat  and  other  food ;  English  pickle  for  meat;  Fluids  for  pre- 
serving corpses,  anatomical  specimens,  plants,  ete.  ....  310 

Fluids  of  Struve,  and  Jacobsen ;  Wickersbeimer's  patent " injecting"  and 
*' immersing" fluids;  Improved  process  for  preserving  meat,  fish,  fruits, 


CONTENTS. 

liauids,  etc. ;  New  process  of  giving  preseryed  vegetables  a  natural 
color;  New  process  of  preparing  preservative  salt;  New  method  of  pre- 
serving sugar  beets,  potatoes,  and  other  tubers 311 

Preserving  lemon  juice ;  Process  of  preparing  preserved  cattle-feed  from 
agricultural  proNducts  and  waste ;  Kapid  process  of  corning  meat  on  a 
small  scale ;  To  dry  fruit  by  means  of  a  cold  air  blast ;  To  pack  apples 
and  other  fruit  for  transportation ;  To  preserve  the  blood  from  meat 
cattle ;  To  preserve  burnt  lime ;  To  preserve  butter  and  eggs         .        .  312 

To  preserve  nsh ;  To  preserve  fluids  containing  nutritive  suMtances ;  To 
preserve  hops - 313 

To  preserve  meat;  Wickershemier's  patent  for  preserving  meat;  To  pre- 
serve meat  and  vegetables,  milk,  vegetables  and  fruits    .        .        .        .314 

To  prevent  the  formation  of  mould  on  fruit  jellies ;  Two  new  kinds  of 
preservative  papers;  To  smoke  beef;  To  preserve  vine  props  and  wine 
barrels  by  impregnating  the  wood ;  Impregnation  with  linseed  oil,  with 
preparations  of  lime,  with  common  salt,  with  solution  of  sulphate  of 
copper,  with  coal-tar 315 

With  rosin ;  New  preservative  for  wood ;  To  restore  the  original  natural 

color  of  old  parquet  floors 316 

Sealing-wax  and  Wafers  : 

Keceipts  for  all  colors  of  sealing-wax 316 

Transparent  sealing-wax ;  Gold  or  silver  transparent  sealing-wax ;  Aven- 
turine  sealing-wax ;  Parcel  sealing-wax  of  a  great  variety  of  colors       .  317 

Cheap  Parcel  sealing-wax;  Bottle  sealing-wax;  Substitute  for  bottle 
sealing-wax ;  Wafers ;  White  and  colored  wafers 318 

Gelatine  or  French  wafers ;  Light  red  wafers ;  Transparent  red  wafers ; 
For  yellow  and  blue  wafers ;  English  metallic  wafers     .        .        .       «  319 
Shoe-blacking,  Dressings,  etc,  ; 

In^^redients  of  good  blacking 319 

Mixing  the  ingredients ;  CiK>utchonc  blackings,  paste,  and  fluid ;  Caout- 
chouc oil ;  Cordova  blacking ;  Dressing  for  dancing  shoes ;  Dressing  free 
from  sulphuric  acid ;  Dressing  superior  to  Paris  dressing ;  English  water* 
proof  blackinj^;  Fluid  blacking,  a  substitute  for  ointment  and  lacquer  .  320 

French  paste  for  patent  leather;  Good  shoe-blackings;  Gutta-percha 
blacking;  Hardeg's  leather  ointments;  Konrad's  celebrated  blacking ; 
Ointment  for  boots  used  bv  the  Normandy  fishermen ;  Shoe-blacking 
from  potatoes ;  Water-proof  blacking ;  Water-proof  ointments  for  shoes 
and  boots 321 

To  give  the  soles,  after  scraping,  a  smooth  and  beautiful  appearance ;  For 
hemlock  leather  soles ;  To  prevent  boots  and  shoes  from  squeaking ;  To 

make  water-proof  boots 322 

Sizing  and  Dressing  for  Cotton,  Wool,  Straw,  etc.  : 

Back's  improved  size  and  dressing  for  linen,  cotton,  and  woollen  goods    .  322 

Dressing  and  size ;.  Eau  de  Crystall ;  Glycerine,  and  its  use  in  sizing  and 
dressing;  New  preparation,  ^lutine,  used  for  giving  gloss  to  wall 
papers,  and  as  an  inspissation  n>r  dyeing  and  printing  purposes     .    ^   .  323 

New  size ;  Preparation  of  artificial  gum  to  be  used  in  place  of  gum- Arabic ; 
Preparation  of  blood  albumen 324 

To  prepare  patent  albumen ;  Preparation  of  dextrine ;  Process  of  sizing 
all  kinds  of  tissues  with  alkalme.  solutions  of  silk,  wool,  or  feathers ; 
Size  for  bobbinet:  For  cotton  yams;  For  cotton  and  woollen  yams; 
Size  for  cotton ;  Dressing  cotton  prints 325 

Glaze  dressing  for  colored  cotton  goods ;  Glaze  on  black ;  Glaze  on  black 
goods  when  the  color  is  not  sufficiently  deep  and  dark ;  Glaze  on  bine 
and  n*een ;  Glaze  on  crimson  paper  muslin ;  Glaze  on  rose-colored  mus- 
lin ;  Size  for  laces;  For  linen  ;  For  half- bleached  linen ;  For  fine  Hol- 
land linen ;  For  table  linen  and  damask ;  Dressing  for  Panama  hats ; 
Size  for  petinet  and  marly 326 


xxvi  CONTENTS. 

Size  for  woollen  goods,  cloths,  and  flannels ;  Sulphate  of  harium ;  Gerard's 

apparatine 327 

Soap.    Hard  and  Soft  Soaps,  Medicated  and  Toilet  Soaps,  etc.  : 

American  rosin  soap 327 

American  soaps ;  Superior  soaps ;  Old  English  soap ;  First  premium  soap ; 
Brown  rosin  soap  in  the  cola  way ;  Cocoanut-oil  soap  in  the  cold  way  .  328 

Cold  water  soap ;  Elaine  soap ;  Floating  soap ;  Molasses  soap ;  Cocoanut- 
oil  and  molasses  soap 329 

Oranienburg  soap;  Process  of  preparing  all  kinds  of  perfectly  neutral 
soaps ;  Water-glass  soaps,  hard  and  son ;  Sand  soap        ....  330 

Toilet  and  medicated  soaps;  Bitter  almond  soap  in  the  cold  way ;  Bouquet 
soap;  Camphor  soaps;  Camphor  and  smphur  soap;  Eagle  soap 
(brown) ;  Family  soap ;  Gall  soap ;  Glycerine  soaps,  brilliant  and  trans- 
parent          331 

SuDstitute  filling  in  making  glycerine  soap ;  Iodide  soap ;  Kummerfeldt's 
soap  for  frosted  limbs ;  Lemon,  lily,  and  mignonette  soaps ;  Musk  soap 
in  the  cold  way ;  Orange  and  patchouli  soaps ;  Prime  pumice  soap  in 
the  cold  way ;  Rose  soap ;  Savon  de  Riz ;  Savon  ess.  bouquet ;  Savon 
orange ;  Soap  crimes 332 

Crdme  d'Amandes  Am^res;  Cr^me  k  la  rose;  Sulphur  soap;  Swiss  herb 
soap ;  Tannin,  tar,  vaseline,  violet,  and  white  alabaster  soaps        .        .  333 

White  Windsor  soap ;  Shaving  soap  in  the  cold  way ;  Soap  for  washing 
silk  goods;  To  give  a  gloss  to  the  surface  of  toilet  soaps;  New  process 
of  treating  fats 334 

Balling's  method  of  preparing  caustic  soda-lye;  Tunnermaun's  tables  giv- 
ing the  percentage  of  soda  in  a  soda-lye  at  59^  F.,  and  percentage  of 
anhydrous  potash  in  potash-lye  at  69°  F 335 

Prinz's  practical  soap-boiling  tables  for  hard  and  soft  soaps      .        .        .  336 
Soldering  and  Solders  : 

Explanation  of  soldering 336 

Autogenous  soldering;  Ordinary  soft  solder;  Bismuth  solder;  Darcet's 
metal;  Hard  solders;  Copper  for  joining  iron  to  iron;  Brass  hard 
solder;  Hard  solder  containing  tin;  Solder  for  argentan  (German 
silver) 337 

Hard  silver  solders ;  Softer  hard  silver  solders ;  Hard  gold  solders ;  Easily 
liquefiable  solders  for  articles  less  than  14-carat  gold ;  Refractory  solder 
for  articles  of  14-carat  gold  and  over ;  Solder  for  articles  of  20-carat  gold, 
which  are  to  be  enamelled ;  Very  refractory  solders  for  articles  to  be 
enamelled ;  Other  hard  gold  solders  for  articles  of  14-carat  gold   .        .  338 

Good  hard  solder  for  soldering  brass;  Excellent  soft  solder;  Table  of 
alloys  for  soft  solder  and  their  respective  melting  points ;  Silver  solder 
for  plated  ware ;  Soft  solder  for  cast  Britannia  metal ;  Solder  for  pew- 
ter ;  Hard  white  solder ;  Hard  yellow  solder ;  Solder  for  gold  on  alu- 
minium bronze ;  Golden  yellow  hard  solder ;  Medium  Usht  hard  solder ; 
White  hard  solder;  To  solder  brass,  sheet-tin,  iron,  and  steel        .        .  339 

To  solder  steel  on  sheet-iron ;  Soldering  without  a  soldering  iron ;  Solder- 
ing liquid  causing  no  rust;  Another  soldering  liquid  free  from  acid; 
Simple  method  of  soldering  small  articles;  To  solaer  saws     .        .        .340 
Sugars,  Glucose,  etc.  : 

Preparation  of  milk-sugar 340 

Engling's  process  of  preparing  milk-sugar;  Improvement  in  refining  and 
crystallizing  of  starch  sugar  (glucose) ;  Renning  and  preparation  of 
anhydrous  glucose ;  Apparatus  and  process  for  starch,  glucose,  and  hard 
grape  sugar  (dextrose),  bv  Wm.  T.  Jepp,  of  Buffalo,  N.  Y.    .        ,        .  341 

To  remove  gypsum  from  solutions  of  glucose ;  Preparation  of  pure  levu- 
lose ;  A  new  source  for  supplying  Mannite 342 

Purification  of  sugar-beet  juice  by  means  of  silica  hydrate ;  To  prepare 
strontia  sugar  from  treacle  and  syrup Bli 


CONTENTS.  xxvU 

Textile  Fabrics  and  Tissues- 

Coating  textile  fabrics  with  metallic  substances ;  Effect  of  heat  on  textile 
fabrics;  Feather  plush 344 

Down  cloth ;  Improvement  in  the  treatment  of  vegetable  fibres ;  Improve- 
ment in  the  preparation  of  surfaces  to  be  printed  on,  embossea,  etc. ; 
New  method  of  compressing  the  fibres  of  cotton  tissues,  and  giving  the 
colors  more  lustre;  New  yarn,  called  pearl  jarn ;  Oil-cloth  .        .        .  345 

Apparatus  and  process  for  scouring  and  removug  the  oil  from  fleece,  wool, 
and  silk,  apd  woollen  fabrics  of  every  description;  Process  for  aniraal- 
izing  vegetable  fibres  with  nitro-glucose  (nitro-saccharose) ;  Patent 
process  to  give  to  colored  fabrics  a  metallic  lustre;  Preparation  of  fibres 
that  can  be  spun  from  nettles,  hemp,  jute,  etc 346 

Shoddy :  how  it  is  made 347 

Silk  gauze;  Tinning  of  tissues;  To  produce  a  metallic  lustre  upon 
fabricp;  Utilization  of  short  hair;  Utilization  and  working  of  jute        .  348 

"Heckled  yarn,"  or  "jute  line  yarnj"  Utilization  of  hop-stalks;  A  new 

yarn  produced  in  France 349 

Tobacco,  Smoking  Tobacco,  Snuff,  Sternutative  Powders,  etc.  : 

Smoking  tobaccos;  Brazilian  tobacco;  "Legitime;"  Havana  leaf    .        .349 

Ordinary  American  leaf  tobacco;  Chinese  or  star  tobacco;  Canaster; 
Half  canaster ;  Maracaibo  tobacco ;  Ostend  tobacco ;  Petit  canaster         .  350 

Petum  optimum,  according  to  the  Dutch  process ;  Portocarero  tobacco ; 
Porto  Kico  tobacco,  according  to  the  Dutch  process ;  Porto  Rico  tobacco 
from  ordinary  leaf;  Swicent  tobacco  (Englisn  process) ;  Swicent  tobacco 
(ordinarv);  Sweet-scented  tobacco    .        .        .^ 351 

Yarinas  tobacco;  Improvement  of  inferior  qualities  of  tobacco  .        .352 

To  remove  the  disagreeable  smell  and  taste  of  inferior  qualities  of  tobacco ; 
Snuff  manufacture ;  Barenburg  snuff;  Bergamot  snuff;  Dutch  Musino 
snuff;  Espaniol  or  Sevilla  snuff 353 

Frankfort  snuff;  Parisian  Rappee ;  Bapp4e  (genuine) ;  St.  Vincent  Rap- 
pee ;  Sternutative  (sneezing)  powders ;  Green  sternutatory ;  Variegated 
sternutatory ;  White  sternutatory ;  Sternutatories  for  cold  in  the  head ; 
Corrizinio ;  Perfumes  for  ci^rs ;  Turkish  smoking  tobacco    .        .        .  354 

To  import  to  common  American  tobacco  the  flavor  of  Havana;   New 
process  of  preparing  tobacco ;  Preparation  of  leaf  for  cigars    .        .        .  355 
Vinegar  :  Manufacture  of  Ordinary  and  Fine  Table  Vinegars  : 

Altvater's  process  of  manufacturing  vineg^ar ;  The  factory;  Utensils        ..  355 

Plunging  "vinegar  producers;"  iftilization  of  cork-waste  in  the  manu- 
facture of  vinegar ;  Concentration  of  vinegar ;  To  prepare  the  yellow 
color  for  coloring  vinegar;  To  prepare  acetic  ether;  Quick  vinegar 
process;  Production  of  vinegar  by  means  of  bacteria    ....  358 

Investigations  of  Pasteur  and  Wurm 359 

White  wine  vinegar ;  To  prepare  acetic  acid;  To  prepare  excellent  vin- 
egar ;  Vineg^ar  from  potatoes  or  rice ;  Fine  table  vinegars ;  Anise  vinegar ; 
Aromatic  vinegar 360 

Dragonswort  (Estrafron)  vinegar ;  .Compound  dragonswort,  or  herb  table- 
vinegar  ;  Spiced  dragonswort  vinegar ;  English  spiced  vinegar ;  Effer- 
vescing vinegar ;  Herb  vinegar  as  prepared  in  the  northern  part  of 
Germany;  Herb  vinegar  as  prepared  on  the  Rhine ;  Lemon  vinegar     .  361 

Orange,  pine-apple,  raspberry,  strawberry,  and  vanilla  vinegars ;  Vinaigre 

k  la  Bordin ;  Vinaigre  &  la  Ravigote 362 

Washing  and  Scouring.    Manufacture  of  Washing-blue,  etc.  : 

To  wash  satin,  silk  ribbons,  brocade,  and  silk  damask ;  To  wash  silk 
ribbons  mixed  with  gold  and  silver  threads,  silver  and  gold  lace         .  362 

To  wash  gold  laces ;  To  wash  white  silk  crape,  white  gauze,  fine  muslin, 
linen,  and  batiste  and  velvet;  To  wash  velvet  which  has  become  hard 
and  rough  by  rain  or  mud;  To  wash  veils,  silk,  and  silk  fabrics  .        .^^63 

To  wash  embroidered  fabrics,  or  muslin,  linen,  etc.,  woven  with  gold ;  To 


xxviii  CONTENTS. 

wash  silk  stockings,  and  taffeta;  To  polish  gold  and  silver  lace*  To 
polish  silver  lace  or  embroidery;  To  wash  laces       .        ,         .         /       ^  ^qa 

To  wash  point  lace ;  To  whiten  lace;  To  cleanse  feathers ;  Cleansing  and 
rosing  salt  for  red  cloths  stained  by  use ;  To  wash  genuine  pearls ;  Dye- 
starch,  and  crimson  dye-starch ;  Washing  with  water-^lass  .        *.  355 

Palme's  process  of  washing;  New  wash  process;  To  wash  dresses  of  fast- 
colored  silk;  To  make  washed  silk  glossy;  To  restore  the  color  of 
fabrics;  To  wash  pearl  embroideries;  To  bleach  or  whiten  clothes* 
Clark's  wash  for  carpets ;  To  wash  straw  and  chip  hats        .        .        '  3^^ 

Experiments  in  washing  woollen  fabrics      ...        .        .        ]        *         '  ^qj 

To  wash  cotton  and  muslin  prints  without  injury  to  the  colors ;  Panama 
essence  for  cleansing  and  washing  clothes :  Cleansing  fluid  for  tissues 
etc. ;  Use  of  tin  salt  for  removing  rust-stains  from  clothes  (Hormann's 
experiments) ;  Manufacture  of  washing-blue g^o 

Table  of  means  of  removing  stains .'        *        *  ^qq 

Liquid  wash-blue ;  Several  other  receipts  for  liquid  washing-blue ;  Wash- 
ing powders ;  Washing  crystal ;  Lustrine  Alsacienne  (starch  gloss)  370 
Waste  AND  Offal,  Utilization  OF :                                                      •  o/u 

Fabrication  of  lampblack  from  waste  in  working  coal-tar  .        ,  37q 

Specially  constructed  furnace  for  manufacturing  lampblack ;  Manufacture 
of  lampblack  from  asphaltum,  pitch,  or  blacksmiths'  pitch    .        .  371 

Manufacture  of  various  kinds  of  lampblack  from  the  resinoussodic  resi- 
dues in  the  working  of  coal-tar ;  Manufacture  of  artificial  manures  from 
residues  in  the  working  of  coal-tar  ; 070 

Manure  for  meadows;  With  wood-ash;  With  peat^ash;  Utilization  of 
ammoniacal  liquor  from  coal-tar 070 

Ammonia,  tar,  and  other  products  of  distillation  from  the  gases  of  coke^ 

374 


ovens 


To  regain  hydrochloric  acid  used  in  the  manufacture  of  gelatine  from 
bones ;  Tartrate  of  calcium  and  spirit  of  wine  from  wine  lees         .  375 

Process  of  producing  white  or  black  pigment  from  the  clarifying  slime 
in  sugar  houses;  Process  of  working  fecal  substances  in  a  rarefied 
space;  Sulphur,  sulphuric  acid,  etc.,  from  gas-lime;  Kecovering  fat 
and  color  from  waste  wash  liquors ^         °         07^ 

Utilization  of  waste  wash  liquors  from  wool  manufactories;  To  cleanse 
woollen  waste ;  Utilization  of  waste  of  sheep  wool ;  To  regain  indiso 
from  old  colors  and  residues  of  colors ;  Production  of  cyanide  of  pot^- 
slum,  ammonia,  tar,  and  gas  from  nitrogeneous  organic  substances*  To 
restore  rubber  corks ;  Process  of  gaining  the  volatile  products  develoned 
in  roasting  coffee  and  their  utilization      ....  ^^t- 

Water-glass  (Soluble  Glass)  and  its  Uses:  *       *       '  ' 

Potash  water-glass ;  Water-glass  from  infusorial  earth ;  Soda  water-class  * 
Buchner's  process ;  Compound  water-glass      ...  &       > 

Prenaration  of  fixing  water-glass;  Kuhlmann's  (of  Lille)  process*  Water' 
glass  as  a  substitute  for  cow-dung  for  fixing  alumina  and  iron  mordants 
on  coti»n-prints,  linen,  etc.;  Use  of  fioda  water-glass  for  protecting 
white  colors  m  pnnting  fabrics;  Water-glass  for  sUicifying  stones* 
Water-glass  as  a  bleaching  agent  (H.  Grothe)         .  379 

Water-glass  for  finishing  linen  and  cotton  goods ;  Potash  water-glass  aa  a 
binding  and  fixing  medium  for  ground  colors  on  cotton  goods :  For 
light  blue  ultramanne  colors;  Violet;  Different  green  tints  *  Yellow* 
Orange  and  red;  Red-brown ;  Copper-brown ;  White ;  Different  vegetal 
ble  lakes ;  «  Solid  blue ; "  "  Solid  green  "        .        .  ''^'^''^  ""^^^^  ««^ 

Water-glass  in  painting  (Feichtinger);  Use  of  water-gliss  for  coating 
ZvanZi^d-:'^''/  walls,.  Water-glass  in  painting  Petals  and  glassi 
mintrnc  w?th  J?^  painted  with  water-glass;  Creuzburg's  prociss  of 
ESmdKi^  r^^"^'  Wat^r-glass  aa  a  substitute  for  borax  and 
Doracic  acid  m  soidermg  and  welding ;  Water-glass  cemente  .       .       .381 


CONTENTS.  Mil 

To  cement  cracked  bottles  with  water-glass ;  To  prepare  hydraulic  water* 
glass  cement;  Water-glass  cement  for  glass  and  porcelain;  Water-glass 
cement  with  zinc  and  pyroJusite;  Water-glass  and  lime  cement;  Sott- 
ger's  water-glass  and  lime  cement;  Water-glass  and  caseine  cement  for 
glass  and  porcelain ;  Water-glass  and  powdered  chalk  mortar ;  Water- 
glass  for  preserving  barrels  and  other  wooden  articles  .  .  •  .  382 
Water-pboofing  Compounds  : 

Preparations  for  water-proofing  tissues 382 

To  make  sacking  water-proof ;  Soap  for  water-proofing  woollen  cloth  and 
other  fabrics ;  various  processes  of  water-proofing  tissues ;  Preparation 
of  collodion  yarnish  for  water-proofing  fabrics ;  A  new  water-proofing 
compound;  To  manufacture  water-proof  cloth  which  is  not  impervious 
to  the  air;  Prepared  cloth  as  a  substitute  for  leather      ....  383 

To  water-proof  felt,  woollen,  and  half-woollen  fabrics,  and  to  give  them 
greater  consistence;  To  water-proof  vegetable  fibres;  To  water-proof 
textile  fabrics,  leather,  paper,  etc. ;  To  water-proof  paper ;  For  water- 
proofing woollen  fabrics 384 

Impregnation  with  caoutchouc;  Impenetrable  double  stuff;  Becker^ 
Delivaire  &  Co.'s  process  of  water-proofing  fabrics;  New  process  or 
water-proofing  fabrics;  Van  el's  water-proof  composition;  Koelandt's 
water-proofing  compounds;  French  preparation  to  make  boots  and 
shoes  water-proof;  To  water-proof  sugar-bags  for  transport  use     ..       .  385 

English  patent  water-proofing  compound ;  Water-proofing  felt  hats ;  Water- 
proof sail-cloth,  known  as  "  Imperial  cloth ; "  Zwilling's  water^proofing 
compound ;  Dr.  Fournaise's  water-proofing  compound ;  Kuhr's  receipt 
for  water-proofing  linen ;  To  water-proof  textile  fabrics  and  paper,  and 
to  give  them  greater  consistence ;  Composition  for  water-proofing  textile 

fabrics,  and  protecting  them  against  moths 386 

Wax  and  Wax  Preparations  : 

Unadulterated  beeswax;  To  bleach  beeswax;  Green  wax;  Black  wax; 
Red  wax;  Polishing  wax;  Polishing  wax  for  furniture;  Wax  soap        .  387 

Waxed  paper ;  Colors  f*  wax-work ;  Gold  ground  upon  wax ;  Wax  for 
waxing  threads  to  be  woven ;  Wax  tapers;  Wax  candles        .        .        .  388 

Floor  wax;    New   compound    for  waxing  floors;    Spirit   lacquer  for 

lacquering  wax  tapers ;  Excellent  modelling  wax 389 

Wood.    Gilding^  Polishing,  Staining,  etc.  : 

Extraction  and  impregnation  of  sounding-board  wood ;  To  prepare  sound- 
ing-board wood ;  To  make  wood  flexible  and  fire-proof  ....  389 

To  render  wood  incombustible  and  impermeable  (Folbacci) ;  To  render 
wood  fire-proof;  To  render  wood  impermeable  to  water  ....  390 

How  osiers  can  be  peeled  in  winter ;  Staining  wood  for  fine  cabinet  work 
(Denninger,  of  Mayence);  Gallic  acid;  Sulphate  of  iron;  Logwood 
shavings ;  Pulverized  sanderswood ;  Saffron  and  annotto ;  Shavings  of 
Brazil  wood  and  of  fustic;  Crushed  Persian  berries;  Pulverized 
cochineal;  Aqueous  decoction  of  logwood;  Pulverized  indigo;  Solution 
of  tin ;  Denniuger's  process  of  producing  colors 391 

Other  stains  on  wood  (Thimm's  patent) ;  Black  ground  for  lacquering ; 
To  stain  walkiug-canes ;  To  stain  maple  wood  silver-gray      .        .        .  392 

Ebony  stains ;  For  veneers ;  Stain  for  floors ;  Staining  wood  f«r  veneers, 
mosaics — various  colors .  393 

Moiner's  method  of  staining  wood  rose  color  by  chemical  precipitation ; 
New  polish  for  wood ;  Moody's  new  polish ;  Gilding  on  wood        .        .  394 

American  process  of  preserving  wood ;  Preparation  of  mine-timber;  Rela- 
tive durability  of  the  timbers 395 

Shrinking  of  wood ;  Strength  of  some  American  woods ;  Hard  coating  for 
wood;  Imitation  of  cedar  wood  ;  New  glaze  for  barrels,  vats,  etc.  .        .  396 

New  method  of  drying  wood ;  New  paint  for  wooden  posts,  etc. ;  New 
process  of  preserving  wood 397 


XXX  CONTENTS. 

Polishinf?  wax  for  wood ;  Practical  experiments  in  producing  new  colors 
upon  wood  with  known  coloring  matters 398 

Preparation  of  fire-proof  wood 399 

Yeasts.    Manufactubb  of  Paessbd  Yeast,  Bakebs'  and  Bbewebs' 
Yeast,  etc.  : 

Schubert's  method  of  manufacturing  pressed  yeast 399 

Saccharization  and  cooling;  Setting  the  mash;  Scooping  off  the  yeast 
and  freeing  it  from  husks ;  Washing  and  pressing  the  yeast;  Moulding 
the  pressed  yeast ;  Vienna  pressed  yeast ;  Zettlers  process  of  manufact- 
uring Vienna  pressed  yeast 400 

Prof.  Otto's  directions  for  preparing  pressed  yeast ;  Pressed  yeast  from 
potatoes;  American  dry  yeast;  Artincial  yeast 401 

Cramer's  process  of  preparing  pressed  yeast  from  beer-yeast;  Improve- 
ments in  treating  yeast ;  Pressed  yeast  from  beer-yeast  ....  402 


-•o«- 


ADDENDA. 


Alloys  : 
Allo^  of  copper,  platinum,  and  palladium;  Alloys  resembling  silyer; 

Minargent ;  Wame  metal ;  Trabak  metal ;  Manganese  alloys  .  .  403 
New  alloy  for  silvering;  Aluminium  bronze;  Phosphor  bronze  .  .404 
Manganese  bronze ;  Density  of  alloys ;  Alloys  exhibiting  greater  density 
than  the  mean  of  their  constituents;  Alloys  exhibiting  less  density  than 
the  mean  of  their  constituents ;  Fusibility  of  alloys ;  Spence's  metal ; 
Receipts  for  metal-workers  proved  in  practice;  Metal  for  brasses;  Ma- 
chinery metal  for  various  purposes 405 

Antiseptic  and  Pbesebvative  Agents  : 

Boroglyceride •        •        •        .        .  405 

Calcium  and  sodium  glyceroborates,  two  new  antiseptics    ....  406 
Effective  power  of  different  antiseptic  agents ;  New  iron  fruit-drying  ap- 
paratus; New  process  of  greening  canned  vegetables;  For  peas;  For 
Deans ;  Novelties  in  preserving  organic  substances,  and  apparatus  used  .  407 
Preparation,  free  from  arsenic,  for  preservine  animal  skins ;  Preservative 
packing-paper  to  protect  cloth,  furs,  etc.,  irom  moths     ....  408 

Abtificial  Eyes,  Manufactubb  of  .       . 408 

Asbestos  and  its  Uses  : 

Asbestos  industry  in  England 409 

Bleaching  : 

Bleachingof  fabrics  and  ;^ams  without  chlorine 409 

Bleaching  yams  and  fabrics ;  Novelties  in  bleaching         .        •        •        .  410 
Bookbinding,  Gilding,  and  Oenamenting  : 

Folding  ;  Rolling ;  Sewing ;  Rounding 410 

Edge-cutting;  Binding;  Covering;  Tooling  and  lettering;  Edge-gilding; 
For  plain  edges ;  Marbling ;  Reichardt's  rosin  compound  for  gilding 
paper,  leather,  etc. ;  Reber's  process  of  gilding  leather ;  Parchment 
glue;  White  of  egg;  Marbled  and  dark  leather  of  one  color  .  .  .  411 
Calfskin;  Dull  gilding  on  calfskin;  To  gild  velvet;  Gilding  on  silk; 
Bookbinders'  lacquer ;  Improvement  in  book  covers  ....  412 
Bbonzing,  Gilding,  Silveeing,  etc.  : 

Apparatus  for  coatine  tools 412 

Bronzing  copper ;  Cold  black  stain  for  brass ;  Galvanizing  and  nickelling 

of  iron  in  Cleveland,  Ohio;  Gilding  of  steel 413 

Gold  and  orange  stain  for  brass ;  Green  bronzing ;  Liquid  cement  for 
coating  articles;  New  process  for  producing  a  bronze-colored  surface  on 
iron ;  Painting  on  zinc 414 


CONTENTS.  xxxl 

To  cleanse  brass ;  To  color  soft  solder  yellow 415 

Building  Materials  : 

Fire-resisting  properties  of  building  materials ;  Cork  stone;  Enamelled 
bricks 415 

Mass  for  roofing,  fire- proof  ceilings,  floors,  etc.;  Plaster  for  ceilings; 

Terra-cotta  lumber ;  Utilization  of  saw-dust 416 

i  3LLUL0ID.    Imitations,  Substitutes,  etc.  : 

Artificial  ivory ;  .Celluloid  printing  plates ,        .416 

Elastic,  mass  resembling  leather ;  Flexible  insulating  mass ;  Insulating 
material  for  electrical  conductors ;  Mass  for  plastic  models ;  New  imita- 
tion of  ivory;  New  substitute  for  caoutchouc 417 

Substitute  for  gutta-percha;  Superior  modelliug  wax;  Vegetable  leather  .  418 
Cement  Work  : 

Water-proof  cement  work 418 

Cleansing,  Polishing,  and  Renovating  Agents  : 

Cleaning-powder  for  show-windows ;  Cleansing-rags  for  polishing  metal ; 
Cleansing  wash-leather ;  Cloth-cleaning  compound  ;  Furniture  reno- 
vater;  Liquid  polish  for  silver-plated  ware;  New  polish  for  wood         .  419 

Polishing  soaps  and  pastes ;  Restoring  plush ;  To  clean  glass  and  silver- 
ware ;  To  clean  marble 420 

To  cleanse  silvered  dial  plates ;  To  clean  smoky  walls       ....  421 
CoLOKS,  Enamels,  Cements,  Glue,   Varnishes,  Water-proofing 
Substances,  etc.  : 

American  wood-filler ;  Cement  for  mending  enamelled  dial  plates ;  Crystal- 
line coating  for  wood  or  paper ;  Enamel  for  fine  cards  and  other  pur- 
poses ;  Imitation  of  cinnaoar    . 421 

Enamel  free  from  lead  and  metallic  oxides  for  iron  and  sheet-iron,  and 
utensils  manufactured  from  them ;  New  method  for  the  production  of 
water-proof  and  incombustible  fabrics ;  Phosphorescent  enamel ;  Prep- 
aration of  lustre  colors  with  carbolic  acid ;  Bismuth,  tin,  uranium,  and 
iron  lustres 422 

Soap  varnishes;  Johnson's  varnish  for  water-proofing  paper  or  cloth; 

Soap  varnish  for  gilding ;  Water-proof  glue 423 

Copying  : 

New  method  of  copying  drawings ;  Phytochromotypy        ....  423 
Explosive  Agents: 

Blasting  cartridges ;  Blasting  paper ;  Explosive  combination ;  Explosive 
substance ;  Explosive  and  pyrotechnic  substances ;  Method  of  blasting 
under  water  with  compressed  gun-cotton 424 

New  blasting  powder;  New  method  of  preparing  giant  powder;  Prepara- 
tion of  hyponitric  acid  and  its  use  for  explosive  and  illuminating  sub- 
stances         425 

Glass: 

Appert's  method  of  blowing  glass  by  means  of  compressed  air  .        .        .  426 

Cutting  glass  with  a  carbon  pencil ;  Receipts  for  making  carbon  pencils  .  430 

Etching  ink  for  glass;  Glass  with  copper  lustre 431 

Lead-pencils  for  glass  and  porcelain ;  Receipts  for  different  colored  pen- 
cils ;  Lithium  glass ;  Manufacture  of  plate  glass 432 

Ornamenting  frosted  glass ;  To  transfer  photographs  to  glass ;  Platinizing 

glass;  Toughened  glass     . 434 

Horn-combs,  Manufacture  of: 

Treatment  of  horn  for  manufacture  of  horn-combs 435 

Lubricants,  Blacking,  etc.  : 

Belt  grease 435 

Caoutchouc  lubricant  for  driving  belts;  Harness  grease ;  Harness  polish ; 
Thurston's  machine  for  testing  lubricating  oils 436 

Lubricants ;  Experiments  on  the  effect  of  admixture  of  mineral  oil  with 
animal  oil  in  lessening  the  liability  of  the  latter  to  spontaneous  com- 
bustion; Purification  ot  lubricants  after  use;  New  receipts  for  blacking.  438 


xxxii  CONTENTS. 

Metal  Indubtbt. 

Hardening  composition  for  steel ;  Iridium,  itspreparation  and  nse ;  Mac- 
kinnon  stylograph ic  pen  as  made  by  Jonn  Holland  (Cincinnati)  .        .  439 

Phosphor- iridium  and  its  properties ;  Cowles'  electric  fhrnace  for  reducing 
refractory  ores 440 

Fleetman's  process  of  refining  nickel ;  Ostberg's  process  for  wrought-iron 
(or  mitis)  castings ;  Mechanically^  hardened  steel ;  New  solder  for  metal, 
glass,  and  porcelain;  Oxidized  silver 441 

Phosphorizing  bronze  or  bra^s 442 

Prevention  of  rusting-in  of  screws ;  To  mark  tools  with  a  name ;  Utiliza- 
tion of  nickel  waste ;  Zincing  screw  bolts 443 

MlSCELLANBOUS : 

Continuously-working  furnace  for  the  manu^ture  of  animal  charcoal   .  444 

Gilding  and  silvering  leather ;  Coating  leaden  water  pipes  to  prevent  con- 
tamination of  the  water  supply;  New  floor  covering;  New  process  of 
manufacturing  gold  wall  paper      ^ 445 

Phosphorescent  mixtures ;  Preparation  of  precipitated  chalk  for  tooth- 
powders;  Process  of  joining  two  pieces  of  horn;  To  make  horn  combs 
elastic ;  Roach  and  moth  exterminator ;  Shaving  cream         .        .        .  446 

To  preserve  India  rubber  goods  from  becoming  hard  and  cracking ;  To 
render  rubber  hose  odorless;   Washing  white  straw  hats;  Window 
panes  which  indicate  the  moisture  of  the  atmosphere     ....  447 
Oils  and  Fats: 

Bleaching  of  bone-fat;  Bleaching  of  paraffine  and  similar  substances  for 
the  manufacture  of  candles ;  Bleaching  of  oils  and  fats         .        .        .  447 

Bleaching  tallow 448 

Clietrifying  olive  oil ;  Detection  of  water  in  essential  oils;  Manufacture  of 
cotton-seed  oil 449 

Fat  from  sheep's  wool ;  "  Suint/'  or  potassic  sudorate  in  sheep's  wool      .  450 

Befining  of  cotton-seed  oil;  Production  of  light-colored  soap,  or  light- 
color^  sebacic  acids,  from  crude  cotton-seed  oil,  or  from  residues 
obtained  by  its  purification ;  To  remove  the  disagreeable  odor  of  soap 
made  from  cotton-seed  oil ;  Utilizing  cotton-seed  hulls ;  New  process  of 
extracting  fish  oil ;  Preparation  of  heavy  oils  and  paraffine  from  petro- 
leum resiaues 451 

Purification  of  oils ;  Solidification  of  liquid  hydrocarbons ;  Substitute  for 
linseed  oil ;  To  purify  oils 452 

White  vaseline  oil ;  Solvent  power  of  glycerine ;  Tables  showing  the  parts 
of  other  substances  dissolved  by  100  parts  (by  weight)  of  glycerine      .  453 
Paper : 

Cu pro-ammonium  for  rendering  paper  and  textile  fabrics  water-,  rot-,  and 
insect-proof  (Willesdenizin^) 453 

Fabrication  of  parchment;  Fire-proof  papers,  colors,  and  printed  matter; 
Gas-pipes  from  paper ;  Luminous  paper 454 

Manumcture  of  bottles,  etc.,  from  paper ;  New  method  of  manufacturing 
paper  pulp ;  Paper  for  covering  boilers;  Preparation  of  soap  paper;  To 

make  parchment  paper  impermeable  to  oil 455 

Straw,  Bleaching  and  Dteino  of  : 

Bleaching  straw >.        .  455 

Dyeing  straw  of  various  colors 456 

Strength  of  Materials  : 

Thurston's  autographic  torsion  testing  machine  ......  456 

Willow-ware  : 

Bleaching  willow-ware;  Stains  for  willow- ware;  Receipts  for  various 
colors .        .        .        . ' 458 

Coloring  osiers  with  aniline  colors 459 

Varnishing,  gilding,  and  painting  willow-ware 460 

Index 461 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


BOW  TO   DBTBCT  THEU. 

Olivf  OU.  The  following  procesa  of 
testing  alive  oil  tor  cottoD-ai»d  nil  has 
been  authorized  by  the  Italian  dovem- 
ment:  Mil  1  part  of  pnie  nitric  aciil 
Willi  21  parts  of  the  oil  to  be  tested. 
Place  a  clean  copper  wire  in  the  mix- 
ture, End  Btir  thoroughly  with  a  gloss 
rod.  The  oil,  if  it  tcjntamB  cotton-seed 
oil,  will  turn  red  in  the  course  of  half 
an  hour. 

Animal  Charconl.  To  detect  adnl- 
terations  of  aaima]  charcoal  used  in 
the  numu&clure  of  sagar,  place  a 
weighed  quantity  of  the  suapeuled  char- 
coal, previously  finely  powdered  and 
dried,  in  a  porcelain  crucible,  and  heat 
until  all  organic  sutixtances  have  been 
incinerated.  Not  more  than  (me-Untk 
of  the  weight  should  be  lost  by  this 
operation.  To  detennine  whether  the 
charcoal  has  been  used  before,  boij  the 
sample  several  times  with  pure  water, 
dry,  add  a  small  quantity  of  polasaium 
hydrate  and  bring  again  to  the  boiling 
point.  Aftera  few  minutes,  tiller.  If 
the  filtrate  appears  eolored,  the  char- 
coal has  already  been  used,  and  not 
thoroughly  revivified. 

Delermmtition  of  Ptnentoiie  of  Oil 
in  Serdi.  The  apparatus,  Fig.  1,  con- 
Bista  of  the  vessel  n,  the  cylindrical 
vessel  ft,  and  a  small  air  p'  "'  " 


small  copper  still,  d  |Fig.  2),  and  a 
/i'l  t'liied  copper  saucer  if,  and 
ir-bath  *.    The  lower  half  of 


coppe 
boiler  «X^a  tinned  c( 
the  water-ba  ' 
this  is  perfor 
the  still  by  a 


quantity,  say  4  oz.,  of 
viie  atmi  ui  ue  i«ated  is  CTOuud  as  fine 
as  possible.  One-balf  of  it  is  placed 
in  the  cylindrical  vessel  b,  a  diaphragcn 
placed  upon  it,  and  on  the  t^p  of  this, 
the  second  half  of  tie  seed,  also  covered 


Fig.  I. 
moisten  the  seed,  is  then  ponred  ov 
it.    Ailer  u  few  minutea  the  vessel  a 


Fig.  2. 
uptied  by  means  of  the  wr  pump  e, 
le  oily  bisulphide  of  carbon  runs  of^ 
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the  yeflsel  is  charged  anew  with  bisul- 
phide, and  the  pumping  and  charging 
repeated,  until  the  liquid  runs  off  quite 
colorless,  and  leaves  no  grease  stain 
upon  printing  paper  after  evaporation. 
I'our  ounce^  of  seed  will  usually  re- 
^ttire  about  16  ounces  of  bisulphiae  of 
carbon. 

To  separate  the  bisulphide  of  carbon 
from  tlie  oil,  the  still  is  filled  three 

?|uarters  full  with  water,  heated  by  a 
amp  placed  under  it,  and  the  fluid  to  be 
evaporated  poured  into  the  saucer. 
When  the  bisulphide  of  carbon  has  been 
evaporated,  the  still  is  removed,  the 
saucer  placed  over  the  lamp,  and  re- 
moved the  moment  the  oil  commences  to 
boil.  It  is  then  allowed  to  cool  off, 
and  the  oil  contained  in  the  saucer  is 
weighed.  By  this  process  it  was  found 
that 

Raposeed   .    .  yielded  40  to  50  per  cent,  of  oil. 

Fliixuced     .    .  *'  34  "  "  "  ♦' 
Wliit«  poppy 

seed     ;    .    .  "  46  "  "  "  " 

PeaniitH.     .    .  **  38  *•  "  "  ** 
Water  melon 

Bcod  ...  ••  36  "  "  ••  " 
Wliite  mustard 

need    ...  ••  30  "  "  ««  «« 
Black  mustard 

seed    ...  "  29  "  "  "  *' 

Hemp  seed      .  ••  28  "  "  "  " 

Vivegnr  may  be  adulterated : 

a.  With  Sulphuric  Acid,  To  detect 
this  adulteration  mix  a  small  sample 
with  some  powdered  starch,  boil  it  for 
half  an  hour,  then  allow  it  to  become 
entirely  cold  (this  is  absolutely  neces- 
sary) ;  and  add  a  few  drops  of  iodine 
solution.  The  vinegar,  in  case  it  is 
adulterated,  will  be  colored  blue. 

b.  With  Nitric  Acid.  Mix  a  sample 
with  solution  of  sulphate  of  indigo. 
The  fluid  becomes  discolored,  or  as- 
sumes a  yellowish  color,  if  adulterated. 

c.  'Tartaric  Acid.  A  specimen  of  the 
vinegar  to  be  tested  is  evaporated 
nearly  to  dryness.  The  residue  is 
extracted  with  alcohol,  filtered  and 
treated  with  a  solution  of  potassium 
chloride.  A  white  precipitate  indicates 
adulteration. 

d.  Lead  is  present  when  a  sample  of 
vinegar  is  evaporated  to  one  quarter  of  its 
volume,  and  tnis,  being  treated  with  sul- 
phuric acid,  yields  a  white  precipitate. 


Saffrmi.  Concentrated  sulphuric  acid 
is  the  surest  means  of  testing  safiron. 
The  stigmas  of  the  genuine  article  will 
immediately  assume  an  indigo  color, 
which  changes  quickly  into  dark  red 
and  brown,  while  the  leaves  of  crocus 
vemvSf  the  most  common  adulteration 
of  safiron,  are  colored  dark  green. 

Aavhaltnm.  To  detect  adulterations, 
dissolve  a  sample  in  bisulphide  of  car- 
bon, filter,  evaporate  to  drvness,  and 
heat  until  it  can  be  rubbea  to  a  fine 
powder  in  a  mortar.  One  part  bv 
weight  of  this  is  gently  digested  with 
50  parts  of  sulphuric  acid  for  twenty- 
four  hours,  and  then  gradually  with 
100  parts  of  water,  and  allowed  to 
cool  thoroughly.  This  mixture  is  fil- 
tered and  dilut'Cd  with  1,000  parts  of 
water.  The  unadulterated  asphaltum 
gives  a  colorless  or  pale-yellow  fluid, 
while,  if  pitch,  coal-tar,  etc.,  are  pres- 
ent, it  is  dark  brown  or  black. 

Simple  Process  of  DiMinguishing 
Genuine  Gilding  and  Silvering  from 
Imitations,  a.  Gilding.  Diluted  so- 
lution of  chloride  of  copper  produces  a 
black  discoloration  on  imitation  gild- 
ing, but  has  no  effect  whatever  upon 
the  genuine,  b.  Silvering.  A  mixture 
of  equal  parts  of  bi-chromate  of  potas- 
sium ana  nitric  acid  produces  a  red 
coloration  on  genuine  silvering,  while 
it  has  no  effect  upon  the  imitation. 

31ilk,  Besides  the  common  method 
of  diluting  milk  with  water,  another 
species  of  adulteration  has  recently 
been  detected.  It  is  now  frequently 
sophisticated  with  dextrine.  This 
fraud  can  easily  be  detected  by  meaus 
of  a  solution  of  iodine ;  if  the  specimen 
contains  the  smallest  quantity  of  dex- 
trine, it  will  acquire  a  red  color. 

Adulteration  of  Wax  with  Taliotv. 
Wax  floats  in  alcohol  of  29°.  By  ob- 
serving the  strength  of  the  alcohol  in 
which  the  sample  floats,  the  percentage 
of  wax  may  be  deduced  as  follows : 


If  the  alcoholometer 
shows : 

39.63° 
50.25° 
60.87® 
71.500 


The  wax  contains 
wax : 


100  per  cent. 

75  '*      •* 

60  **      " 

25  "      " 

0   "      " 


ADULTERATIONS,  IMITATIONS,  ETC. 


S 


To  Test  Dyes  for  Adulteration,  Red 
dye*  must  neither  color  soap  solution 
nor  limewater,  nor  musi  they  them- 
selves bec(Hne  yellow  or  brown  after 
boiling.  This  test  shows  the  presofeM 
or  absence  of  Brazil-wood,  archil,  saf- 
flower,  sanders-wood  or  the  aniline 
colors.  Yellow  dvea  must  stand  being 
boiled  with  alcohol,  water  and  lime 
water.  The  most  stable  yellow  is 
madder  yellow;  the  least  stable  are 
anotto  and  turmeric,  while  fustic  is 
rather  better.  Blue  dyes  must  not 
color  alcohol  red,  nor  must  they  de- 
compose on  boiling  with  hydrochloric 
acid.  The  best  purple  colors  are  com- 
posed of  indigo  and  cochineal  or  pur- 
purin.  The  test  for  blue  applies  also 
to  them.  Orange  dyes  must  not  color 
water,  boiling  water,  alcohol,  nor  hy- 
drochloric acid  green.  Brown  dpes 
must  not  lose  their  color  on  standmg 
with  alcohol,  or  on  boiling  with  water. 
If  black  colors  have  a  basis  of  indigo, 
they  turn  green  or  blue  on  boiling  with 
sodmm  carbonate;  if  the  dye  be  pure 
gallnuts,  it  turns  brown.  If  the 
material  changes  to  red,  on  boiling 
with  hydrochloric  acid,  the  coloring 
substance  is  logwood  without  a  basis 
of  indigo,  and  is  not  durable.  If  it 
changes  to  blue,  indigo  is  present. 

To  Detect  Alum  in  Red  Wine,  Boil 
a  sample  of  the  wine  for  a  few  minutes. 
Pure  wine  remains  unchanged,  while 
the  adulterated  article  becomes  turbid. 

Simple  Method  for  Distinguishing 
Genuine  B  utter  from  A  rtijicial.  Heat 
the  suspected  butter  in  a  crucible  or 
test-tube,  to  about  300°  to  320°  F.  At 
this  temperature  artificial  butter  froths 
but  little,  and  the  mass  exhibits  irregu- 
lar movements  resembling  those  of  boil- 
in^ij,  accompanied  by  sudden,  forcible 
shocks  which  frequently  throw  a  part 
of  the  fat  from  the  crucible.  Casein  at 
the  same  time  is  separated  and  forms 
on  the  edge  of  the  crucible  in  small 
balls,  which  assume  a  brown  tint,  while 
the  fat  retains  its  original  color.  Genu- 
ine butter,  under  these  circumstances, 
foams  copiously,  the  agitation  occa- 
sioned by  boiling  is  not  nearly  so  forci- 
ble, and  the  entire  mass  assumes  a  uni- 
•  form  brown  color. 

W,  G.  Crock  melts  and  filters  the 
suspected  butter.  He  then  takes  10 
grams  of  this,  heats  it  in  a  test-glass, 


150.8  F.,  then  adds  30  minims  of  phe- 
nole,  shakes  the  mixture  and  heats  it 
in  a  water  bath  until  the  fluid  becomes 
transfkarent.  The  test-glass  is  then  al- 
lowed to  stand  quietl^r  for  some  time. 
GemiiAB  butter  will  give  a  clear  solu- 
tion, bitfe  suet,  tallow  or  lard  forms  two 
separate  layers  of  fluid,  the  upper  of 
wnich  becomes  turbid  on  cooling. 


Alloys. 

Alloys  for  Tea  Pots,  88.55  parts  of 
tin,  9.53  of  antimony,  9.94  of  zmc,  0.88 
of  copper. 

Oroide,  This  alloy,  resembling  gold 
(specific  gravity  8.79),  consists  of  68.21 
p&rts  of  copper^  13.52  of  zinc,  0.48  of 
tin  and  0.24  of  iron. 

Britannia  Metal.  Roller  prepares 
this  as  follows :  86.72  parts  of  tm,  10.34 
of  antimony,  2.91  of  zinc,  0.78  of 
copper. 

Alloys  for  Taking  Impressions  of 
CoinSf  Medals,  Wooa  Cuts,  etc.  Melt 
at  as  moderate  a  heat  as  possible,  4 
parts  of  bismuth,  2h  of  lead,  2  of  tin 
and  1  of  worn-out  metal  types. 

Chrysorine.  This  alloy,  in  color, 
closely  resembles  18  to  20  carat  gold. 
It  has  a  beautiful  lustre  and  does  not 
tarnish  when  exposed  to  tiie  air.  It 
consists  of  100  parts  of  copper  and  50 
of  zinc.  It  is  used,  like  Princess  metal, 
for  watch  cases  and  parts  of  the  works. 

Princess  metal  consists  of  6  parts  of 
copper  and  1  of  tin,  and  resembles  gold 
in  color. 

Pitichheck,  This  alloy,  resembling 
gold  in  color,  derives  its  name  from  the 
English  town  Pinchbeck,  where  it  was 
first  manufactured,  and  consists  of  90 
parts  of  copper  and  30  of  zinc. 

Robertson's  Alloy  for  Filling  Teeth, 
1  partnof  gold,  3  of  silver  and  2  of  tin. 
First  melt  the  gold  and  silver  in  a  cru- 
cible, and  at  the  moment  of  fusion  add 
the  tin.  The  allov,  when  cold,  may 
be  finely  pulverized.  Equal  quantities 
of  the  powder  and  mercury  are  kneaded 
together  in  the  palm  of  the  hand  to 
form  a  paste  for  nlling  teeth. 

Aluminium  Alloys.  Aluminium 
forms  alloys  with  many  metals.  Those 
with  copper,  silver  and  tin  are  to  some 
extent  employed  for  technical  purposes, 
the  most  important  being  those  with 
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oo|>per.  with  which  aluminium  can 
easiiy  be  alloyed.  Lange  &  Sons  have 
obtained  a  ;)atent  in  the  United  States 
.  for  an  alloy  consisting  of  96  parts  of 
aiumininm  and  6  of  copper,  which  is 
malleable,  and  used  for  clock  springs. 
Ten  parts  of  aluminium  and  90  of  copper 
give  a  hard  alloy,  but  nevertheless 
ductile.  It  takes  a  fii^h  polish,  resem- 
bles gold  and  is  but  little  attacked  by 
ammonium  hydrosulphide. 

A  luminium  Bronzes  contain  from  6 
to  10  per  cent,  of  aluminium.  They 
are  prepared  by  fusing  chemically  pure 
copper  with  aluminium.  Aluminium 
bronze,  consisting  of  90  parts  of  copper 
and  10  of  aluminium,  is  used  more  than 
any  other  composition.  It  gives  sharp 
castings,  is  more  easily  worked  than 
steel,  may  be  engraved,  rolled  in  sheets, 
and  when  exposed  to  the  air  suffers 
less  change  than  brass,  silver,  cast- 
iron  or  steel.  It  is  serviceable  for  orna- 
mental articles,  household  utensils, 
parts  of  geodetical  and  astronomical 
instruments,  pivots,  gun  and  cannon 
barrels.  Aluminium  bronze  can  only 
be  soldered  with  an  aluminium  alloy. 

A  lumdmum  A  Hoy  for  Soldering  A  lu- 
minium. I.  Melt  20  parts  of  alumin- 
ium in  a  crucible.  Then  add  gradu- 
ally 80  part  of  zinc,  and  when  this  is 
melted  some  fat.  Stir  the  mass  with 
an  iron  rod  and  pour  into  moulds. 

II.  Take  15  parts  of  aluminium  and 
65  of  zinc. 

III.  Or,  12  parts  of  aluminium  and 
88  of  zinc. 

IV.  Or,  8  parts  of  aluminium  and 
92  of  zinc.  All  these  alloys  are  pre- 
pared as  indicated  above. 

The  fiux  consists  of  a  mixture  of  3 
parts  of  copaiba  balsam,  1  of  Venetian 
turpentine  and  a  few  drops  of  lemon 
juice.  The  soldering  iron  is  dipped 
into  this  mixture. 

Silver  and  Aluminium  are  very 
easily  alloyed.  The  alloys  are  harder 
than  aluminium,  but  more  easily 
worked. 

An  alloy  of  3  parts  of  silver  and  97 
of  aluminium  has  a  beautiful  color, 
and  is  not  affected  by  ammonium  hydro- 
sulphide. 

Equal  parts  by  weight  of  silver  and 
aluminium  give  an  alloy  as  hard  as 
bronze. 

An  alloy  of  5  parts  of  silver  and  100 


of  aluminium  can  be  worked  like  pure 
aluminium.    It  is  harder  than  the  lat- 
ter, and  takes  a  very  high  polish. 
An  alloy  with  one-tenth  per  cent,  of 

fold  is  as  ductile  as  pure  aluminium, 
ut  harder,  although  not  as  hard  as 
that  with  5  parts  of  silver. 

An  alloy  of  95  per  cent,  of  aluminium 
and  5  of  silver  is  white,  elastic  and 
hard.  It  is  used  for  blades  of  dessert 
and  fruit  knives. 

Oold  and  Aluminium,  99  parts  of 
gold  and  1  of  aluminium  give  a  very 
hard  but  not  ductile  alloy,  possessing 
the  color  of  green  gold. 

An  allo^  of  90  parts  of  gold  and  10 
of  aluminium  is  white,  crystalline  and 
brittle. 

Ninety -five  parts  of  gold  and  5  of  alu- 
minium give  an  alloy  as  brittle  as 
glass. 

An  alloy,  the  color  of  which  re- 
sembles gold  so  closely  as  to  defy  de- 
tection, is  obtained  by  fusing  together 
90  to  100  parts  of  copper,  5  to  7i  of 
aluminium,  and  2k  of  gold.  The  re- 
sulting alloy  is  used  for  jewelry  as  a 
substitute  for  gold. 

Zinc  and  Aluminium,  These  alloys 
are  very  hard  and  take  a  beautiml 
polish.  3  parts  of  zinc  and  97  of  alu- 
minium give  an  alloy  as  white  as  the 
pure  metal,  very  ductile  and  harder 
than  aluminium.  It  is  the  best  of  all 
alloys  of  zinc  with  aluminium. 

An  allo^  of  30  parts  of  aluminium 
and  70  of  zinc  is  white,  very  brittle 
and  crystalline. 

Tin  and  aluminium  give  brittle  al- 
loys when  they  contain  little  tin  and 
much  alumimum,  but  those  with  a 
small  quantity  of  the  latter  are  very 
ductile,  and  may  be  used  as  substitutes 
for  tin.  They  are  harder  and  more 
elastic. 

An  alloy  of  3  parts  of  aluminium 
and  100  of  tin  is  hard,  and  but  little 
affected  by  acids. 

Five  parts  of  aluminium  and  95  to 
100  of  tin  give  a  useful  alloy. 

With  bismuth  and  platinum  alu- 
minium gives  very  brittle  alloys. 

Lead  and  aluminium  do  not  alloy. 

With  iVow  aluminium  alloys  so  easily 
that  the  iron  rods  used  in  preparing 
aluminium  become  coated  with  a  lus- 
trous covering,  giving  them  the  ap- 
pearance of  being  tinned. 


ALLOYS. 


According  to  Tester,  a  slight  per- 
centage of  iron  exerts  an  injurious  in- 
fluence upon  aluminium.  He  claims 
that  5  per  cent,  makes  the  aluminium 
hard  and  biittle,  and  so  refractory  that 
the  pure  metal  can  be  fused  upon  the 
alloy.  Debray^  on  the  other  hand, 
asserts  that  7  to  9  per  cent,  of  iron  pro- 
duces no  perceptible  change  in  the 
properties  of  aluminium.  Iron  can  be 
easuy  separated  from  aluminium  bv 
fusing  the  alloy  with  saltpetre,  whicn 
oxidizes  the  iron. 

Roger  claims  that  the  presence  of 
aluminium  in  steel  makes  it  very 
hard,  and  gives  to  it  the  properties 
of  "wootz,"  or  Indian  steel.  When 
steel  contains  but  0.008*  per  cent,  of 
aluminium,  the  articles  manufactured 
from  it,  wnen  etched  with  sulphuric 
acid,  will  show  wavy  lines  like  Da- 
mascus steel. 

American  Sleigh  Bells.  These  bells, 
excelling  in  beauty,  fine  tone  and  small 
specific  weight,  are  manufactured  by 
fusing  togetner  10  parts  of  nickel  and 
60  parts  of  copper.  When  this  alloy 
has  become  cold,  add  10  parts  of  zinc 
and  two-fifths  parts  of  aluminium,  fuse 
the  mass  and  allow  it  to  cool;  then 
remelt  it  with  the  addition  of  two- 
fifths  parts  of  mercury  and  60  parts 
of  melted  copper. 

Platinum  bronze.  By  alloying  nickel 
with  a  small  quantity  of  platmum,  it 
loses  its  slight  tendency  to  oxidation, 
and  is  not  affected  by  acetic  acid.  To 
prepare  the  alloy,  the  nickel  is  fused 
with  the  platinum  and  definite  quan- 
tities of  tin,  without  the  aid  of  a  flux- 
ing agent.    The  following  alloys  may 

be  used: 

Parts. 


For  knives  and  forks 
"   bells    .... 
"   fancy  articles 


"   telescopes  and  ope- 
ra glasses.    .    .    100 


Plati-  Sil- 

Nickel.  num.  Tin.  ver. 
loo        1        10 
100         1        20      2 
100         i       15 


20        20 


The  following  alloy  will  not  oxidize : 
120  parts  of  brass,  60  of  nickel,  5  to  10 
of  platinum. 

Whit^  Metal,  Fuse  together  750 
parts  of  copper,  140  of  nickel,  20  of 
Dlack  oobaltio  oxide,  18  of  tin,  72  of 
zinc 


Alloys  Resembling  Silver,  I.  25  per 
cent,  of  manganese,  55  of  copper,  and 
20  of  zinc. 

II.  5  per  cent,  of  manganese^  10  of 
nickel,  45  of  copper,  and  40  of  zinc. 

III.  5  per  cent,  of  iron,  20  of  man- 
ganese, 6.5  of  nickel,  and  57  of  copper. 

New  Nickel  A  Hoy.  Fuse  together  m  a 
reverbei-atory  furnace  20  cwt.  of  finely 
powdered  nickel  sesquioxide  and  1  to  2 
cwt.  of  copper  with  2  cwt.  of  fluor- 
spar, or  1  cwt.  of  cryolite  and  2  cwt. 
of  anthracite  coal.  Purify  the  result- 
ing alloy  in  any  known  manner. 

A  nickel  alloy  in  great  demand  for 
technical  purposes  has  been  prepared 
by  Christofle  and  Bomlhet.  It  consists 
of  50  per  cent,  of  nickel  and  50  of 
copper,  can  be  easily  remelted,  and  is 
especially  adapted  for  the  manufacture 
of  argetan  (German  silver).  An  alloy 
with  15  per  cent,  of  nickel  is  remark- 
able for  its  ductility,  homogeneity  and 
white  color.  It  can  be  rolled  out  into 
sheets  about  one-twentieth  millimetre 
(0.019  inch)  thick,  and  drawn  out  into 
wire  of  any  desired  diameter.  It  is 
used  for  ornaments  of  every  kind. 

LutecinCy  or  Paris  Metal,  Eight 
hundred  parts  of  copper,  160  of  nickel, 
20  of  tin,  10  of  cobalt,  5  of  iron,  and  5 
of  zinc. 

A  new  and  very  Fusible  Alloy.  Fuse 
a  mixture  of  79  per  cent,  of  cast-iron, 
19.50  of  tin.  and  1.50  of  lead.  This 
alloy  has  a  oeautiful  appearance,  fills 
the  mould  completely,  and  is  therefore 
well  adapted  for  casting  small  articles. 
It  is  malleable  to  a  certain  extent. 

Wood^s  metalf  fusing  below  158°  F., 
consists  of: 


Parts. 


Blsmnth  . 

Lead .    .  . 

Tin    .    .  . 

Oadmioni  . 


I. 

49.87 
26.81 
13.25 
10.13 


II. 

49.89 

26.73 

13.36 

9.93 


III. 
49.81 
26.80 
13.63 

9.69 


IV. 

49.72 
26.90 
13.41 
10.10 


According  to  LipowitZy  an  alloy  con- 
sisting of  3  parts  of  cadmium,  4  of  tin, 
8  of  lead,  and  15  of  bismuth,  becomes 
soft  between  122°  and  140°  F.,  and  en- 
tirely liquid  at  140°  F.;  while  Wood 
found  that  the  mixture  most  easily 
fusible  became  sufficiently  liquid  for 
casting  purposes  at  159.8°  F.  and  con- 
gealed at  150°  F.,  and  therefore  he  fixed 
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its  melting  point  as  between  150°  and 
159.8°  F.  The  following  proprtions 
give  the  lowest  melting  points  in  both 
cases,  160°  F.  or  very  close  to  it : 

Pasts. 

CadmiQin 1  3 

Tin 1  4 

Luad 2  8 

Uiamuth 4  16 

Type  3Ietal.  The  following  are 
some  of  the  principal  alloys  made  for 
this  purpose : 


Type  Metal. 


Parts. 


Ordinary  . 
French  . 
English    . 

No.  I  . 
English    . 

No.  2  . 
English    . 

No.  3  . 
Ehrhardt's 

No.  1  . 
Ehrhardt*8 

No.  2  . 
Besley's  . 
Gambrien's 


■ 

>* 

a 

o 

•rf 

S 

s 

a 
< 

75-80 

20-25 

55 

SO 

55 

22.7 

G1.3 

18.5 

69.2 

19.5 

3 

2 

100 

30 

d 


15 
22.3 
20.7 

9.1 

4 

3 
20 


§ 


o 


s 


Si 


0.4 


1.7 
4 

2 

8 
60 


80 
93 


8    6 


S 
6 


PP  -< 


2 


10 


Alloy  for  Music- Printing  PlateSy  etc. 
Ten  parts  of  tin,  12  of  zinc,  3  of  anti- 
mony regulus,  1  of  copper,  and  74  of 
lead.  Jean,  who  introduced  this  corn- 
pound,  calls  it  ''heterogeneous  al- 
loy." 

Spencers  Metal.  This  new  com- 
pound, discovered  by  Spencff  and  used 
in  England  for  manifold  puqioses,  is 
obtained  b^  melting  the  three  sulphides 
of  iron,  zmc  and  lead  with  sulphur. 
The  product  is  a  dark  gray  mass  of 
^eat  tenacity,  small  power  of  conduct- 
ing heat,  a  specific  gravity  of  3.4,  and 
melting  point  at  about  320°  F.  In 
congealing  it  expands  like  bismuth 
and  type  metal,  and  resists  in  a  remark-, 
able  degree  the  action  of  atmospheric 
influences,  alkalies  and  acids,  even  of 
aoua  regin ;  its  surface  being  scarcely 
anected  after  having  been  exposed  to 
the  action  of  the  latter  for  four  weeks. 
Its  property  of  expanding  in  congeal- 


ing, and  therefore  filling  completely  all 
depressions  of  the  mould,  makes  it  par- 
ticularly available  for  castings.  If  the 
compound  is  poured  upon  a  plate  on 
which  the  impression  of  the  hand  has 
been  made,  the  cast  will  show  all  tlie 
lines  and  pores  of  the  palm. 

In  England  it  has  oeen  lately  used 
for  jointing  gas  and  water  pipes. 

^ew  Alloys  for  Journal  Boxes, 


l«ad  .  . 
Copper  .  . 
Zinc  .  . 
AntimoDy . 
Tin  .  .  . 
Specific  gravity 
Melting  point 


4 
69 

3 

19 

8.32 


Babbitt*s    English  White 

Metal.  Metal. 

6  per  cent.   33.0  per  cent. 


M 
«< 


170°  F. 


2.4 

1.0 

10.6 

53.0 

7.22 


290°  P. 


Alloys  far  Dental  Purposes. 

Pahts. 


Tin 91  f.3 

Silver 3.82 

C!opper 4.4 

Gold 

Mercury 


B. 

36.78 
48.32 

14.72 


C. 
61.72 
34.35 


8.52 


Manganese  Bronze.  Fifty  per  cent,  of 
sesquioxide  of  manganese,  35  of  cupric 
oxide,  15  of  coal,  all  finely  powdered. 
To  this  are  added  2h  to  10  parts  of 
organic  substance,  as  tar,  starch  (2 
parts  of  starch  and  3  of  water),  etc. 

Alloys  which  can  be  rolled  when  at 

a  red  heat  consist  of: 

Parts. 


I. 

II. 

III. 

Manganese    .    . 

.     .    25  50 

13.00 

22.25 

Copper  .... 

.     .    54.50 

55.60 

52.26 

Zinc      .... 

.     .    20.00 

31.50 

25.50 

If  it  is  not  necessary  for  the  alloy  to  be 
rolled  while  red  hot,  iron  may  advan- 
tageously be  introduced.  The  follow- 
ing proportions  may  be  used : 


I. 

n. 

Iron    .     .    . 

5.88  per  cent. 

5.00  per  cent. 

Manganese  . 

26.35 

20.00       " 

Copi)€r     .    . 

56.00        ♦* 

67.00        " 

Zino    .    .    . 

11.77 

11.60        " 

Nickel     .    . 

6.50        *• 

The  alloys  are  very  white,  and,  when 
cast  and  worked,  §ive  a  very  clear  tone, 
making  them  available  for  spoons  and 
forks. 


ALLOYS. 


UnaUerahle  Alloy.  This  is  used  for 
objects  of  art,  imitation  jewelry,  etc.  It 
has  a  yellowish-red  tint,  and  when 
treated  with  pol  ^sulphides,  chloride  of 
antimony,  chloride  of  arsenic,  etc.,  it 
becomes  coated  with  a  black  patina, 
capable  of  being  polished.  It  consists 
of  70  to  73  per  cent,  of  copper,  2  to  11 
of  tin,  15  to  20  of  lead,  0.5  to  1  of  zinc. 

Chinese  and  Japanese  Bronzes,  Some 
bronzes  exhibited  at  the  last  Paris  Ex- 
hibition attracted  especial  attention, 
not  only  on  account  of  their  artistic 
beauty,  but  also  on  account  of  the  un- 
usually deep  bronze  color,  which  in 
many  specimens  presented  a  beautiful 
dead  black  appearance.  The  color, 
which  was  doubtless  intended  to  con- 
trast with  the  silver  of  the  filigree  work, 
was  proved  to  belong  to  the  substance 
proper  of  the  bronze,  and  not  to  have 
been  artificially  produced  by  an  am- 
plication upon  ite  surface.  Analysis 
of  the  different  specimens  of  the  bronze 
gave  the  following  results : 

Parts. 

/ « , 

I.          II.  IIL 

Tin 4.36       6.ft«  7.27 

Copper 82.72      72.09  72.32 

Lead 9.9        20.31  14.59 

lion 0.55        1.73  0.28 

Zinc 1.86        0.67  6.00 

Arsenic traces 

99.39    100.32    100.46 

These  alloys  contain  a  much  larger 
proportion  of  lead  than  is  found  in 
ordmary  bronze;  and  it  is  noticeable 
that  the  quantity  of  lead  augments  pre- 
cisely with  the  intensity  of  the  bronze 
color,  proving,  as  before  stated,  that  the 
latter  is  due  to  the  special  composition 
of  the  bronze. 

Some  of  the  specimens  contain  a  con- 
siderable proportion  of  zinc,  but  the 
presence  of  this  metal,  instead  of  im- 
proving the  appearance,  seemed  rather 
to  counterbalance  the  effect  of  the  lead. 

In  imitation  of  the  Chinese  bronze, 
some  alloys  were  made  of  the  following 
composition : 

I.  II. 

Tin 5.5  parts.   5.0  parts. 

Copper 72.5  «♦  83.0   ♦* 

Lead 20.0  "  10.0   " 

Iron 1.5   " 

Zinc 0.5  "  2.0  " 


No.  I.  produced  an  alloy  exceed- 
ingly difficult  to  work,  and,  without 
giving  any  superior  results  as  regards 
color,  furnished  castings  which  were 
extremely  brittle. 

No.  II.,  on  the  contrary,  gave  an- 
alloy  exactly  resembling  the  Chinese 
bronze.  Its  fracture  and  polish  were 
identical,  and  when  heated  in  a  muffle 
it  quickly  assumed  the  peculiar  dead-  • 
black  appearance  so  greatly  admired 
in  the  Chmese  specimens. 

Hitherto  it  has  been  found  difficult, 
if  not  impossible,  to  obtain  this  depth 
of  color  with  bronzes  of  modem  art; 
since  the  surface  scales  off  when  heated 
under  similar  conditions. 

Bronze  for  Objects  of  Art.  The  pro- 
portions used  by  Keller  Bros.,  during 
the  time  of  Louis  XIV.,  are  generally 
employed  in  Paris  at  the  present  day. 
The  bronze  consists  of  91.60  per  cent,  of 
copper,  5.33  of  zinc,  1.70  of  tm,  and  1.37 
of  lead.  Somewhat  more  zinc  is  taken 
for  articles  to  be  gilded. 

Chinese  Silver.  2.05  parts  of  silver, 
66.24  of  copper,  19.52  of  zinc,  13  of 
nickel,  0.12  of  cobalt  and  iron.  Uten- 
sils of  every  kind  manufactured  fi-om 
this  alloy  are,  it  is  claimed,  preferable 
to  silver,  as  they  are  not  affected  by 
boiling  vinegar,  as  is  the  case  with 
genuine  and  German  silver. 

Composition  for  Metal  Stop  Cocks 
which  deposits  no  Verdigris.  Seventy- 
two  parts  of  zinc,  21  of  tin,  and  7  of 
copper. 

Alloy  for  Anti-friction  Brasses. 
Eighty  parts  of  zinc,  14  of  tin,  5  of 
copper,  and  1  of  nickel. 

Fenton*s  Alloy  for  Axle  Boxes  for  Ijh 
comotives  and  Wagons.  Eighty  parts 
of  zinc,  5i  of  copper,  14J  of  tin.  This 
alloy  may  be  recommended  as  regards 
cheapness  and  lightness.  Experiments 
have  shown  thsS;  boxes  of  this  alloy 
require  but  half  as  much  oil  for  lubri- 
cating as  others.  The  components  can 
be  melted  in  an  ordinary  iron  boiler, 
and  the  alloy  is  less  difficult  to  work 
tha^  brass. 

ENGLISH  COPPER  ALLOYS. 

Brass.  Thirty  parts  of  zinc  and  70 
of  copper,  in  small  pieces. 

Brass  for  7'urned  Articles.  One 
hundred  parts  of  copper,  50  parts  of 
zinc,  and  A  to  1^  parts  of  lead. 
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Red  Bronte  far  Turned  ArHeles. 
One  hundred  and  twenty  |>art8  of  cop- 
per,  25  narts  of  zinc,  2i  parts  of  lead. 
The  lead  is  added  during  casting. 

Another  Receipt,  Eighty  parts  of 
copper,  25  of  zinc,  5  of  l^td,  and  1.3  of 
antimony. 

First  Quality  of  Bronze  for  Castings. 
One  hundred  and  twenty  parts  of  cop- 
per, 25  of  sine,  A  of  bismuth. 

Ordituiry  Bronze  for  Castings,  One 
hundred  ports  of  copper,  6^  of  zinc, 
12^  of  tin. 

Bronze  for  Hard  Castinas,  Twenty- 
five  parts  of  copper,  2  of  zinc,  4i  of 
tin. 

Bronze,  Seven  parts  of  copper,  3  of 
zinc,  and  2  of  tin ;  or,  1  part  of  copper, 
12  of  zinc,  and  8  of  tin. 

Coin  Metal.  Six  parts  of  copper 
and  4  of  tin.  This  alloy  can  be  roiled, 
and  as  treated  warm. 

Metal  for  Gongs  and  Bells,  One 
hundred  parts  of  copper  with  about 
25  of  tin.  To  give  tnis  alloy  a  very 
clear  tone,  the  castings  are  heated,  and 
then  dipped  in  cold  water. 

Another  Receipt,  A  composition  of 
78  parts  of  copper  and  22  of  tin  gives 
veiy  satisfactory  results,  and  can  be 
rolled. 

Bell  Metal  ( Best  Quality) .  Seventy- 
one  parts  of  copper,  26  of  tin,  2  of  zinc, 
and  1  of  iron. 

For  Large  Bells,  One  hundred  parts 
of  copper  and  20  to  25  of  tin. 

For  Siruill  Bells.  Three  parts  of 
copper  and  1  of  tin. 

Bronze  for  Cocks.  Twenty  parts  of 
copper,  8  of  lead,  g  of  litharge,  U  of  an- 
timony. 

Statuary  Bronze,  91.4  parts  of  cop- 
per, 6.63  of  zinc,  1.7  of  tin,  1.37  of  lead ; 
or^  80  parts  of  copper  and  20  of  tin. 

Bronze  for  Medals,  Fifty  parts  of 
copper  and  4  of  tin. 

Bronze  for  Rivets,  Sixty-four  parts 
of  copper  and  1  of  tin. 

Brmizefor  Omuments.  Eighth-two 
parts  of  copper,  3  of  tin,  18  or  zmc,  2 
of  lead ;  or,  83  parts  of  copper,  17  of 
zinc,  1  of  tin,  and  i  of  lead. 

JVeio  Alloy  Resembling  Gold.  (Pat- 
ented by  Meiffren  of  Marseilles. )  Eight 
hundred  parts  of  copper,  25  of  plati- 
num, and  2U  of  tungstic  acid  arc  melted 


together  with  a  flux  in  a  cmcible.  The 
mass,  when  melted,  is  granulated  by 
pouring  it  into  alkaline  water.  The 
allov  is  then  melted  with  170  parts  of 
gold. 

7'o  Prepare  an  Alloy  Resembling 
Silver.  Sixty-five  parts  of  iron  are 
melted  with  4  of  tungstic  acid,  and 
granulated ;  and  also  23  parts  of  nickel, 
5  of  aluminium,  and  6  of  copper.  To 
avoid  oxidation,  a  piece  of  sodium  is 
placed  in  the  crucible.  The  granulated 
metals  are  then  melted  together.  This 
alloy  resists  the  action  of  hydrogen 
sulphide. 

Alloy  for  Imitation  Gold  and  Silver 
Wires.  In  place  of  copper,  generally 
used,  H^Umis  of  Paris  employs  argen- 
tan,  composed  as  follows :  70  per  cent, 
of  copper,  15  of  nickel,  and  15  of  zinc. 
From  this  alloy  he  has  drawn  wire  as 
fine  as  0.01  inch  in  diameter. 

Minargent.  This  new  alloy  contains 
100  parts  of  copper,  70  of  nickel,  5  of 
tungsten,  and  1  of  aluminium. 


Gompoeition  of  some 
Ailoya. 


Parts. 


6 


0itlinai7  sheet  brass 
Bnd  wiro,  N<».  1    . 

Ordinary  slieet  brass 
and  wiro,  No.  2  . 

Brass  of  a  light  yel- 
low color     .    .     . 

Tombac     .... 

Red  brass  .... 

Bell  metal      .     .     . 

Gun  metal  and  med- 
al bronze    .    .    . 

Alloy  for  journal 
boxes,  soft  .    .    . 

Alloy  for  journal 
boxes,  hard     .    . 

Alloy  for  ralves  and 
piston  rings     .    . 

Alloy  for  chilled 
work  No.  1      .     . 

Alloy  for  chilled 
woik  No.  2     .     . 

Alloy  for  chilled 
work  No.  3      .     . 

Alloy  for  chilled 
work  white,  and 
brittle     .... 

Alloy  for  gongs  .    . 

i?tatuiiry  metal   .     . 


c 


0.4 


7() 

64.8 

fiG.6 
83.4 

91 

80 

90 

82 

22.2 

80 

6 

6.6' 14.5 
60 


10 

16 

333 

60 


13.3  78  8 
80  I  20 

91.4  1.7 


a 
o 

Q 

a 
< 


44.4 


10 


18 


13.4 


ABTIFICIAL  GEMS. 


Abtificial  Gems,  Pearlb, 

Tdbkish  Bbads. 

The  art  of  imitating  gems  c 
aimpl;  in  the  produetion  of  a  ijlasa 
poaseasing  greater  haniness  an<l  density 
than  tlie  onliiiary  product,  and  colored 
lo  simulate  the  preciuus  stones.  These 
properties  are  imparted  to  the  tliuL, 
|iartly  by  spticial  treatment,  partly  by 
admiicturea,  but  principally  by  the 
purity  of  the  substances  nsed.  Besides 
the  easeatial  components,  lead  oxide, 
minium,  etc.,  are  added  to  the  fluxes. 
These   impart  greater  density  to  the 

glass,  more  lustr«  and  specific  gravih" 
ut  too  much  lead  oxide  most  I 
avoided,  ss  it  di^Dl^^rates  the  siir&ce 
and  spoils  the  lustre.  A  great  degree 
of  hardness  can  be  obtained  by  usini 
large  proportions  of  silica,  but  the  flu: 
becomea  refractory,  to  prevent  whici 
borai  is  added. 

The  following  requisites  will  be  necea 
■ary  for  mixing  a  ^>od  flux : 


circulate  aronnd  Ihp  actnal  crucible  / 

containing  the  flui,  and  resting  upon  a 
support  of  fire-clay  *,  and  tlie  inovaUle 
rod  c.  The  gases,  atUr  playing  around 
/,  pass  oat  tEroagh  a  hok  in  the  cover 


U4  HaltpfltTB,   pftMIX  t 


It  is  best  lo  fuse  the  mass  in  a  new 
Hessian  crucible.  It  is  filled  about 
half  full  with  the  flux,  which  has  been 
finely  powdered  and  sifted  tlirough  a 
fine  sieve,  aud  is  then  covered  with  a 
clov  plate. 

The  glass-melting  ftimaoe  manure- 
tared  by  7%.  Jeaem,  of  Berlin,  is  de- 
cidedly the  beat  to  use.  It  has  been 
introduced  almost  everywhere,  as  it 
excels  in  suitability  of  construction  and 
cheapness.  Fig.  3  represents  a  cross- 
section  of  tliis  fiimace.  a  is  the  ^- 
oonducting  pipe  from  which  the  pipes 
b  b  branch  off. 

The  upper  end  of  the  pipes  b  is  beat 
inward.  The  ^as  Same  is  under  the 
£re-briok  f\irnnoe  i,  the  thick  walls  of 
which  form  the  hearth.  The  bottom 
ia  provided  with  an  opening  through 
which  the  gases  enter  into  the  crucible 
h,  placed  exactly  over  it,  in  order  to 


Fig.  3. 

of  the  crucible  h  and  then  aronnd  and 
I  the  walls  of  h  towards  the  i^s>;n|X! 
The  oovis  i  niovea  on  a  liin^ 

SchToder,  who  made  these  combina- 
tions a  special  study  for  many  yc^a, 
uses  the  following  inixtnre  for  lluxes. 
Powder  and  mix : 

Dryaudiaiii  (fuixpiiate    ....    lAM    " 


The  I 


xtur 


n  their 


indicated  al 

A  harder  flux  is  oljtflined  by  m 
the  following  proportions : 

rdcred  drj  Bodlnm  carboimM  .    14.S1 
:ii»«l  uut  powdered  honx      .    lO.fl* 

Saltgntre Cv 
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Pure  flint  finely  powdered  may  be 
used  instead  of  rocK  crj-stal,  or  white 
powdered  gla88,  but  in  tlie  latter  case 
some  white  arsenic  must  be  added  to 
obtain  the  frit  entirely  colorless. 

A  flux  so  hard  that  it  will  emit  sparks 
when  struck  with  a  steel  can  be  pn> 
pared  from  the  following  substances : 

rovrdcred  giwn 29.23  parts. 

Rock  crystal 10.96     " 

Miiiium 10.96    " 

GHlciiied  borax 7.20    " 

Saltpetre 2.43     " 

Aneuic 0.60     " 

D<mault'  Wieland  recommends  the 
following  proportions : 

Parts. 

» • ^ 

I.        II.      III.  IV. 

Bock  crytital      ...    3110      3(K)  KO 

MiiiiuDi 470      4C2  lUO 

Pi>t«iHti    purified   with 

alculiol 163      163        96 

Buntx 22        18        27  66 

ArscniouB  acid  .    .    .        1        ^         1  5 
Very  white  sand    .     .                          300 
Verypure  white  lead  .                          614 

Saltpetre 22 

These  fluxes  fhmish  the  "strass" 
which  is  the  basis  for  the  manufacture 
of  artificial  gems. 

Btiby.  The  following  mixtures,  ac- 
cording to  Schroder y  are  the  best  for 
manufacturing  imitations  of  this  beau- 
tiful gem.    Powder  and  mix : 

Pa  UTS. 

, ' » 

I.  II. 

Rock  crystal 29.23  29.23 

I)ry  aixliuni  carbonate  .     .     .    14.61  14.61 

Ciiicined  borax 10.96  4.84 

Ssiltpc'tre 6.47  2.43 

Purple  of  CassiuB      ....      3.G5  0.91 
Antimony  trisulphide    .     .     .      0.48 
Manganese  peroxide      .     .     .      0.48 

Minium 10.96 

8al  ammoniac 3.65 

D.  C,  Splittgerber  gives  the  following 
receipt  for  a  beautiful  ruby  glass : 

Fine  white  quartz  sand  ....  1650.0  parts. 

Dry  white  soda 960.6  " 

Chalk,  marble,  or  calcium  car- 
bonate    433.3  " 

WliitiMirsenic 133  3  " 

Minium 150.0  '• 

Antimony  bisulphide      ....  133.3  " 

Mix  the  sand  intimately  with  a  solu- 
tion of  a  ducat  (about  two  dollars  gold 
value)  and  then  add  the  other  ingre- 
dients.   Expose  the  mixture  for  thirty 


hours  to  a  white  heat  in  a  plate-glass 
furnace.  When  poured  out  and  cold  it 
is  entin*ly  colorless  and  tianhpareut, 
and  only  assumes  a  beautiful  ruby  color 
after  heating  to  a  moderate  red  heat, 
932°  y.  If  exposed  to  a  very  strong 
heat  it  acquires  a  liver  color.  Glass 
prepared  with  purple  of  Cassius  has  a 
more  violet  shade  of  color. 
Sapphire.    Powder  and  mix : 

Parts. 

I -* 1 

I.  II. 

Bock  crystal 43.84  20.23 

Sodium  carbonate     ....    21.92  14.01 

Ciilciued  burax 7.20  10.96 

Minium 7.20  6.47 

Saltpetre 3.65  1.82 

Cobalt  carbonate 0.06 

Copper  carbonate 1.82 

Emerald,  This  is  prepared  with 
copper  and  iron.    Powder  and  mix : 

Bock  crystal 43.84  iiarts. 

Dry  sodium  carbonate    .     .    .     .  21.92  " 

Calcined  borax 7.20  " 

Minium 7.20  " 

iSaltpetre 3.66  " 

Red  ferric  oxide 1.21  " 

Green  copper  carbonate  ....  0.60  ** 

A  beautiful  preen  is  obtained  by 
using  the  following  ingredients.  Pow- 
der and  mix : 

Rock  crystal 43  84  parts. 

Dry  sodium  carbonate    ....  14. Gl  " 

Calcined  borax 7.20  *' 

Minium 7.20  '» 

Saltpetre 2.43  " 

Cobalt  carbonate 0.09  ** 

Chrome  green 0.30  " 

Uranic  oxide,  which,  as  a  general 
rule,  gives  yellow  colors  shading  only 
slightly  into  green,  furnishes  an  eme^'- 
ald  green  when  used  in  the  following 
proportions.    Powder  and  mix : 

Rock  crystal 36.43  parts. 

Dry  sodium  carbonate    ....  10.96  ** 

Minium 7.20  " 

Saltpetre 3.65  " 

Uranic  oxide 2.43  *• 

Green  copper  carbonate      .     .    .  0.18  ** 

Stannic  oxide 0.18  " 

Calcined  bones 0.18  " 

Chrygoprase.  The  following  mixture 
is  decidedly  the  best  for  imitating  the 
transparent,  apple-green  color  of  diis 
stone.    Powder  and  mix : 
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Bock  crystal 43.84  parts. 

Dry  sodium  carbonate    ....  14.61  " 

Calcined  borax 10.96  *' 

Minium 7.20  '♦ 

Saltpetre 1.21  " 

Galcined  bones 7.20  '* 

Copper  carijKonate 0.12  '* 

Ferric  oxide 0.24  " 

Chrome  green 0.3G  " 

This  mixture  gives  the  dark  chryso- 
pruse. 

A  lighter  shade,  is  obtained  by  taking 
one-quarter  of  the  three  metallic  oxides, 
but  retaining  the  same  proportions  of 
the  other  ingredients.  Several  differ- 
ent shades  can  be  produced  by  varying 
the  proportions  of  the  three  metallic 
oxides. 

Opal,    Powder  and  mix : 

Rock  crystal 32.29  parts. 

Sodium  carbonate 10.96  '* 

Calcined  borax 7.20  " 

Minium 5.47  " 

Saltpetre 0.91  ** 

Pnqileof  Cassius 0.06  " 

Calcined  bon«fl 0.09  *• 

Silver  chloride 0.12  " 

Betyl,  or  Aqua  Marine.  Powder 
and  mix : 


Bock  crystal 
Sodium  carl)onate 
Galcined  borax . 
Minium    .     .     . 
Salti^etre .     .    . 
Ferric  oxide 
Copper  carbonate 


43.81  parts. 
14.61    " 
10.96 

7.20 

3.65 

0.36 

0.12 


M 


(( 


Instead  of  the  last  two  ingredients 
the  following  may  be  used : 


Ferric  oxide 
Cobalt  carbonate 


0.24  parts. 
0.01    " 


Hyacinth,  Antimony  trioxide  and 
antimony  trisulphide  have  been  recom> 
mended  for  this.  By  adding  to  this 
mixture  manganese,  or  manganese  with 
some  iron, 

Garnet  is  obtained  as  follows :  Pow- 
der and  mix : 

Bock  crystal 32.29  parts. 

Sodium  carbonate 10.96  '* 

Calcined  borax 7.93  ** 

Minium 5.47  " 

Saltpetre 2.43  " 

Pyrolusite 0.30  " 

Ferric  oxide 0.18  " 

If  a  brighter  color  is  desired  add  0.06 
parts  of  purple  of  Cassius  to  the  mix- 
ture. 


Tourmalin>e  of  a  reddish -brovm 
Color  is  obtained  by  using  nickel. 
Powder  and  mix : 

Bock  crystal 29.23  parts. 

Sodinm  carbonate 14.61     ** 

Culcinud  L>urax ........  10.96    " 

Minium 5.47     " 

Saltpetre 5.47     " 

Nickel  susquioxide 0.48    " 

Tourmaline  of  a  areenish-hlue  Color. 
This  is  obtained  by  powdering  and 
mixing : 

Glass 58.44  parts. 

Bock  crystal 21.92     " 

Minium 21.92     ** 

Calcined  borax 14.61      '* 

Saltpetre 2.43      " 

Cobalt  carbonate 0.09     " 

Topaz  and  Chrysolite  may  accident- 
ally be  obtained  if  iron  should  he 
present  in  the  mixture.  They  may  also 
be  produced  by  using  0.30  parts  of  yel- 
low uranic  oxide  in  the  above  mixture, 
instead  of  cobaltic  oxide. 

Chrysolite.  A  good  dark  chrysolite 
is  obtained  by  powdering  and  ihixing : 

Bock  crystal 21.92  parts. 

Sodium  carbonate 7.20     ** 

Calcined  borax 6.47      " 

Minium 3.65      *• 

Saltpetre 0.60     '* 

Pyrolusite 0.12      •• 

Amethyst  is  prepared  by  using  radi- 
ated pyrolusite,  but  not  more  than  0.06 
Sarts  of  it  must  be  taken  for  a  frit  pro- 
ucing  about  30  parts  of  flux.  Pow- 
dered glass  in  the  proportion  of  30  parts. 
3.65  of  saltpetre,  ana  some  borax  and 
minium  gives  also  a  good  imitation  of 
the  amethyst. 

Lapis  Lazuli,  This  is  produced  by 
using  a  cobalt  flux,  to  which  is  added 
some  admixture  which  will  dim  the 
mass.    Powder  and  mix : 

Bock  crystal 21.92  parts. 

Sodium  carbonate 7.20  " 

Calcined  borax 5.47  " 

Minium 3.65  " 

Saltpetre 1.00  ** 

Calcined  bones 3.65  ** 

Cobaltic  oxide 0.12  *' 

Agate  can  be  imitated  by  allowing 
fragments  of  different  fluxes  to  run  to- 
gether, stirring  the  mass  in  the  mean- 
while. 
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Schrader  has  obtained  seveml  varie- 
ties of  agate  by  mixing  about  1.82  parts 
of  ferric  oxide  with  43.84  of  flux. 

R,  Wagner  sug^ts  the  following 
method  of  producing  artificial  gems: 
2  parts  of  pure  silica  (rock  crystal),  1 
of  calcined  soda,  |  of  anhydrous  borax. 
1^  of  lead  oxide  (massicot),  are  rubbea 
together  as  intimately  as  possible,  and 
heated  in  a  crucible  for  one  hour  with- 
out allowing  the  mass  to  become 
liquid.  It  is  then  brought  into  fusion 
and  kept  so  for  one  hour,  when  it  is 
allowea  to  congeal.  It  is  then  moder- 
ately heated  for  24  hours,  and  the  re- 
sultmg  flux  taken  from  the  crucible, 
cut  and  ground. 

This  forms  the  base  for  the  flux  of 
the    artificial    gems.      The   following 
minerals  are  i^ded  as  coloring  sub- 
stances: 
Blue :  Cobaltic  oxide. 
Yellow:  Antimony  pentoxide. 
Green :  Cupric  oxide. 
Red:  Purple  of  Cassius. 
Violet :  Black  oxide  of  manganese. 
A  rtificial  Pearls,     Geissler's  Process. 
The   principal    constituents   of   these 
pearls  are  hollow  glass  beads,  silver 
from  the  scales  of  Uynrinus  alhuonus 
(a  species  of  carp),  &n  glue,  isinglass, 
and  wax.    The  s<HJalled  silver  is  first 
obtained  from  the  scales  of  the  fish, 
cleansed,    mixed   with   the   dissolved 
isinglass,  and  blown  into  the  hollow 
beads  by  means  of  a  special  apparatus. 
While  doing  this  the  beads  must  be 
constantly  revolved  in  order  that  the 
color  may  be  uniformly  deposited  on 
the  sides.    They  are  then  allowed  to 
lie  quietly  for  a  few  days  to  allow  the 
color  to  become  dry  and  hard.    Filling 
the  beads  with  wax  gives  them  a  more 
beautiful    and    pellucid    lustre    and 
greater  durabili^.    The  manu&cture 
€f  artificial  pearis  is  tedious,  as  every 
pearl  must  be  handled  five  or  six  times, 
out  as  the  work  can  be  done  by  girls 
and  children,  it  is  possible  to  proauce 
them  at  astonishing  low  prices. 

Turkish  Reads.  Dissolve  4  parts  of 
catechu  in  16  of  rose  water.  Strain 
and  reduce  the  solution  by  boiling  to  6 
parts.  Then  add  to  it :  1  part  of  pow- 
dered Florentine  orris  root,  ^o  of  musk, 
20  drops  of  oil  of  bergamot  or  lavender, 
and  i  part  of  swelled  isinglass,  and 
knead  the  whole  to  a  paste.    Form  of 


this,  first,  round  sticks,  and  then  small 
balls,  eitner  in  the  hollow  of  the  hand 
or  by  a  special  machine.  Pierce  the 
balls  with  a  needle  dipped  in  oil  of 
almonds  or  of  jasmine.  Then  pour  oil 
of  almonds  or  of  jasmine  over  them  and 
allow  them  to  diy.  Diflierent  colors 
and  perfiimes  can  be  given  to  them  by- 
adding  coloring  substances  and  sweet 
smelling  oils. 

BiTTEKS,  Cordials,  Elixibs,  Li- 
QUETJjBS,  Ratafias  and  Essences  ; 
Extracts,  Tinctures  and  Wa- 
ters USED  IN  THEIR  MANUFAC- 
TURE, AND  THE  MANNER  OF  COLOB- 
INQ  THEM. 

Most  of  the  bitters,  cordials,  liqueurs, 
etc.,  are  produced   in  the  cold  way, 
either  by  mixing  a  solution  of  oil  in 
alcohol  with  a  warm  solution  of  su^ar 
in  water,  or  by  adding  to  this  solution 
tinctures  or  essences,  and  diluting  the 
mixture  with    the  quantity  of  water 
required.    As  every  cordial  or  liqueur 
appears  turbid  after  mixing  it,  clarifi- 
cation becomes  necessary.  For  ordinary 
qualities  a  solution  of  one-half  ounce  of 
alum  in  a  pint  of  water  for  every  20 
gallons  of  cordial  can  be  recommended, 
and  if  this  has  not  the  desired  efiect,  a 
solution  of  one  ounce  of  soda  in  a  pint 
of  water  may  be  added  to  the  same 
quantity  of  cordial.    But  for  the  finer 
brands  it  is  better  to  use  a  solution  of 
4  ounces  of  isinglass  to  a  pint  of  water. 

Mode  of  Coloring  Cordials,  lAqiwurSf 
etc.  Cordials  and  liqueurs  should  be 
colored  after  they  have  been  filtered. 
A  large  number  of  cordials  are  not 
colored,  especially  anisette,  bergamot. 
calamus,  cardamon,  caraway,  fennel 
and  maraschino. 

Cofiee,  chocolate,  cura$oa,  nut,  and 
most  bitters  are  colored  brown. 

Barbadoes  and  orange  blossoms 
cordials,  dark  yellow  or  orange. 

Anise,  lemon,  orange  and  peach, 
pale  yellow. 

The  cordials  prepared  from  fresh 
herbs,  green. 

Cherry,  gold  water,  raspberry,  straw- 
berry, rose  and  nutmeg,  red.  We  have 
added  the  color  required  to  most  of  oar 
receipts. 

I.  Coloring  substances.  Blue. 
Dissolve  i  ounce  of  finely  powdered 
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iiidigo  in  2  ounces  of  sulphuric  acid, 
and  add  6  ounces  of  water  to  the  solu- 
tion. 

Green,  I.  Boil  2  mrts  of  liquid 
wash  blue,  1  of  powaered  turmeric; 
add  some  alum  to  the  mixture  and 
filter  it. 

II.  To  obtain  a  fine  green,  mix  the 
tinctures  of  yellow  and  blue  as  given 
under  their  respective  headings. 

Purple.  Boil  archil  in  water,  and 
add  some  alum. 

Red,  I.  Crush  h  ounce  of  cochineal 
and  15  grains  of  alum ;  pour  over  the 
powder  8  ounces  of  boilmg  water  and 
filter  the  fluid.  The  color  is  made 
darker  or  lighter  according  to  the 
quantity  of  cochineal  used. 

II.  Macerate  1  lb.  of  bilberries  in  2 
quarts  of  alcohol  for  2  d^ys,  press  the 
mass  through  a  linen  cloth  and  filter 
tlie  fluid. 

III.  Macerate  3  ounces  of  finely 
powdered  cochineal  in  3  pints  of  alcohol 
for  2  days,  then  add  i  ounce  of  pow- 
dered alum,  and  filter  the  fluid. 

Yellow.  I.  Macerate  1  ounce  of  genu- 
ine saffron  in  3  pints  of  alcohol,  and 
then  filter  the  fluid. . 

II.  Take  a  quantity  of  marigolds 
according  to  the  shade  of  color  to  be 

Eroduced,  steep  them  in  alcohol,  and 
Iter  the  fluid,  when  it  has  assumed 
the  desired  shade  of  color. 

II.  Essences,  Extracts,  Tinct- 
UBES  AND  Waters.  Absinthe  Tinct- 
ure, Dissolve  2  fluid  drachms  of  oil 
d  wormwood,  li  fluid  drachms  of  oil 
of  badian  s^ed,  \\  fluid  drachms  each 
of  oil  of  anise  seed,  oil  of  fennel  and  oil 
of  coriander  seed ;  |  fluid  drachm  each 
oil  of  Crete  marjoram  (origan)  and  of 
oil  of  angelica,  and  20  drops  of  oil  of 
cardamon,  2  gallons  of  rectified  spirits 
of  90  per  cent.  Tr. ;  dilute  the  solution 
with  2i  quarts  of  water,  and  color  it 
green. 

Ambergris  Essence.  Pour  12  fluid 
ounces  of  spirit  of  wine  of  90  per  cent. 
Tr.  over  1  ounce  of  coarsely  powdered 
Ambergris,  and  let  it  stand,  for  a  few 
days.  Then  draw  off  the  liquid,  extract 
the  residue  with  spirit  of  wine,  filter 
the  extract,  and  add  it  to  the  other 
portion. 

Angelica  Essence.  Mix  by  shaking 
J  fluid  ounce  of  pure  angelica  oil  with 
1  quart  of  alcohol  of  90  per  cent.  Tr. 


Anise-seed  Essence,  Distil  1  pound 
of  crushed  anise  seed,  li  gallons  of 
strong  rectified  spirit,  and  i  pint  of 
water.  Add  to  this  |  fluid  ounce  of 
anise  seed  oil  and  i  gallon  of  rectified 
spirit,  and  clarify  the  mixture  with  1 
ounce  of  alum. 

Anise-seed  Extfact.  Dissolve  bv 
shaking  40  drops  of  anise  seed  oil, 
4  drops  of  fennel  oil,  and  2  drops  of 
coriander  seed  oil  in  3  pints  of  rectified 
spirit  of  90  per  cent.  Tr. 

Anise-seed  Tincture,  Dissolve  2 
fluid  drachms  of  anise  seed  oil  and 
1^  fluid  drachms  of  badian  seed  oil  in  2 
^llons  of  rectified  spirit  of  90  per  cent. 
Tr. ;  dilute  the  solution  with  i  gallon 
of  water,  and  color  it  green,  as  abave. 

Aromatic  Tincture.  Comminute  6 
ounces  of  zedvary,  4  ounces  each  of 
calamus  root,  galanga  and  angelica 
root,  2i  ounces  of  bay  leaves,  2  ounces 
each  of  cloves,  cinnamon  blossoms  and 
scraped  orange  peel,  3  ounces  of  Roman 
camomile,  i  ounce  of  ginger,  and  ^ 
ounce  of  mace.  Pour  1|  gallons  of 
rectified  spirit  of  90  per  cent.  Tr.  over 
the  ingredients,  and  let  them  macerate 
for  8  days,  then  filter,  and  add  40  drops 
of  oil  of  peppermint  and  2h  quarts  of 
water. 

Barbadoes  Essen^ce,  Mix  25  drops 
of  oil  of  lemon,  25  of  oil  of  bergamot,  6 
each  of  oil  of  cinnamon,  oil  of  cloves 
and  oil  of  nutmeg,  with  1  gallon  of  rec- 
tified spirit  of  90  per  cent.  Tr.,  shake 
the  mixture  thoroughly,  and  filter  it. 

Bergamot  Essence.  Dissolve  i  fluid 
ounce  of  oil  of  bergamot  in  ^  gallon  of 
spirit  of  wine  of  90  per  cent.  Tr. 

Bitter  Almond  Essence,  Crush  9 
ounces  of  bitter  almonds,  place  them 
into  a  still  with  2i  gallons  of  water,  let 
them  macerate  for  12  hours ;  then  add 
2|  gallons  of  spirit  of  wine  of  90  per 
cent.  Tr.,  and  distil  off  a  distillate  75 
per  cent,  strong. 

Or,  Pour  Sit  quarts  of  strong  rye 
whiskey  over  1  pound  of  crushed  apri- 
cot kernels,  4  ounces  of  cherry  kernels, 
1  fluid  drachm  of  cloves,  and  i  fluid 
drachm  of  mace,  and  distil  off  3  quarts 
of  essence  of  bitter  almonds,  or  kernel 
extract. 

Or,  Dissolve  1  fluid  drachm  of  oil  of 
bitter  almonds  in  3  quarts  of  rectified 
spirit  of  90  per  cent.  Tr.;  and  store  the 
fluid  for  some  time  before  using  it. 
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BiUer  lisgenee  {Single).  Macerate  1 
ounce  of  dried  orange  peel,  i  ounce  of 
calamus  root  cut  in  small  pieces  in  Ik 
quarts  of  spirit  of  wine  of  §0  per  cent. 
Tr.  Let  the  mass  stand  for  2  days  and 
then  filter  it. 

BiUer  Essence  {Dovhle),  Comminute 
2h  ounces  of  leaves  of  common  buck 
bean,  1^  ounces  each  of  germander 
water,  dried  orange  peel,  and  leaves  of 
wormwood,  and  i  ounce  each  of  cinna- 
mon and  gentian  root.  Pour  U  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. 
over  the  ingredients  and  let  them  digest 
for  2  days,  when  the  fluid  is  drawn  off 
and  filtered. 

Bitter  Extract  for  Grunewald  Bitters. 
Comminute  2  ounces  of  orange  peel,  A 
ounce  each  of  gentian  root,  leaves  of 
common  buck  bean,  and  ^alanga,  i 
ounce  of  leaves  of  blessed  thistle,  and  1 
drachm  of  leaves  of  wormwood.  Put 
the  ingredients  in  a  suitable  flask,  pour 
li  gallons  of  spirit  of  wine  90  per  cent, 
strong  over  them,  place  them  in  a  warm 
place  and  let  them  digest.  Then  draw 
off  the  fluid,  press  out  the  residue,  add 
the  extract  to  the  first  fluid,  and  filter 
it  through  porous  paper. 

Calarmis  Tincture.  Dissolve  1  fluid 
ounce  of  oil  of  calamus  in  2  quarts  of 
rectified  spirit  of  90  per  cent.  Tr. 

Or,  Comminute  15  ounces  of  calamus 
root  and  1  ounce  of  angelica  root.  Pour 
6  gallons  of  whiskey,  45  per  cent,  strong, 
over  the  roots,  let  them  macerate  for  2 
days,  and  then  distil  ofl*  3  gallons  of 
essence  76  per  cent,  strong. 

Caraway  Essence  {Cumin  Essence). 
Pour  5  gallons  of  spirits  of  wine,  50  per 
cent,  strong,  over : 

Cnished  caraway  seed 2  lbs. 

Cnished  anise  seed 1  oz 

Ci'UNhed  fennel  seed 1  oz. 

Orris  root  cut  in  pieces IJ^  oz. 

Powdered  ciunamon ^  oz. 

Let  the  mass  digest  for  24  hours,  and 
then  distil  off  a  distillate  85  per  cent, 
strong. 

CarJamon  Extract.  Peel  and  com- 
minute 4i  ounces  of  cardamons,  pour  2i 
pints  of  rectified  spirit  of  90  per  cent. 
Tr.  over  them,  add  and  mix  thoroughly 
with  it  li  fluid  drachms  of  oil  of  carda- 
mon,  and  let  the  entire  mass  digest  for 
2  days,  when  the  fluid  is  drawn  off  and 
filtered. 

Or,  Mix  li  fluid  drachms  of  oil  of 


cardamon  with  li  quarts  of  rectified 
spirit  of  90  per  cent  Tr.  and  filter  the 
fluid  through  porous  paper. 

Cherry  Extract.  Press  out  the  flesh 
of  ripe  cherries,  let  the  mass  stand 
quietly  in  a  moderately  warm  room 
until  the  pure  juice  has  separated  from 
the  pulp.  Then  place  the  mass  in  a 
bag,  press  the  juice  out,  let  it  stand  for 
a  few  hours  longer,  and  add  an  equal 
quantity  of  rectified  spirit  of  90  per 
cent.  Tr. 

Cherry  Water,  Distil  5J  pounds  of 
crushed  cherry  stones  with  7|  gallons 
of  water^  add  4i  to  6  gallons  of  cherries, 
and  distil  off  3  to  4^  gallons  of  cherry 
water. 

Chocolate  Essence.  Pour  2i  quarts 
of  spirit  of  wine  over  12f  ounces  of 
roasted  alid  goound  cocoa  beans,  ^  ounce 
of  powdered  cinnamon,  and  i  ounce  of 
powdered  cloves;  let  the  ingredients 
digest  and  filter  the  fluid. 

Cinnamon  Essence.  Dissolve  i  fluid 
ounce  of  oil  of  cinnamon  in  li  quarts 
of  rectified  spirit  of  85  per  cent.  Tr.,  and 
filter  the  solution. 

Clove  Essence.  Comminute  9  ounces 
of  cloves,  pour  li  quarts  of  rectified 
spirit  of  90  t>er  cent.  Tr.  over  them,  let 
them  digest  for  a  few  days,  and  then 
filter  the  fluid. 

Coffee  Essence.  Pour  li  quarts  of 
rectified  spirit  of  90  per  cent.  Tr.  over 
5i  ounces  of  finely-roasted  and  ground 
coffee,  let  it  digest  for  some  time,  draw 
off  the  fluid  and  filter  it. 

Cognac  Essence.  Dissolve  3  J  fluid 
ounces  of  sulphuric  ether  in-^  gallon  of 
alcohol  of  90  per  cent.  Tr. 

English  Bitters  Essence.  Comminute 
I  ounce  each  of  leaves  of  wormwood, 
leaves  of  centaury,  and  leaves  of  blessed 
thistle ;  i  ounce  each  of  gentian  root, 
china  root,  and  orange  peel ;  i  ounce  of 
orris  root,  and  1  ounce  of  gr  lins  of  Par- 
adise. Pour  \\  quarts  of  rectified 
spirit  of  90  per  cent.  Tr.  over  these  in- 
gredients, let  them  digest  for  some  time, 
then  pour  the  fluid  off  and  filter  it. 

Fennel  Essence.  Dissolve  1  fluid 
drachm  of  oil  of  fennel,  \  drachm  each 
of  anise  seed  oil  and  oil  of  lemon,  and 
10  drops  of  cumin  oil  in  14  quarts  of 
rectified  spirit  of  90  per  cent.  Tr. 

Gold  Water  Essence.  Dissolve  4 
fluid  drachms  of  oil  of  lemon,  2  fluid 
drachms  of  oil  of  orange,  1  fluid  drachm 
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each  of  rose  oil,  oil  of  nutmeg,  and  oil 
of  cinnamon,  ^  fluid  drachm  each  of 
oil  of  calamus,  oil  of  lavender,  and  oil 
of  juniper,  and  i  fluid  drachm  of  oil  of 
cloves  m  i  gallon  of  rectified  spirit  of 
90  per  cent.  Tr.,  and  filter  the  solution. 
Iferb  Cordiui  Essence,     Comminute 

1  ounce  each  of  orange  peel  and  lemon 
peel,  i  ounce  of  calamus  root,  i  ounce 
each  of  juniper  berries,  ginger,  orris 
root,  angelica  root,  and  coriander  seed, 
and  1  ounce  each  of  galauga,  leaves  or 
marjoram,  and  leaves  of  rosemary. 
Pour  1  gallon  of  rectified  s])irit  of  90 
per  cent.  Tr.  over  these  ingredients,  let 
them  digest  for  some  time,  then  press 
out  the  fluid  and  filter  it. 

Juniper  Berry  Essence.  Dissolve  1 
to  IJ  fluid  ounces  of  oil  of  iuniper  in  1\ 
quarts  of  rectified  spirit  o^  90  per  cent. 
Tr.  and  filter  the  solution. 

Ory  Distil  li  pounds  of  crushed  juni- 
per berries,  1^  ounces  of  bruised  anise 
seed,  and  3  ounces  of  powdered  cinna- 
mon, with  whiskey  sufficient  to  give  a 
distillate  of  3  gallons  75  per  cent, 
strong. 

Lavender  Essence.  Dissolve  i  fluid 
ounce  of  oil  of  lavender  in  3-^  quarts  of 
rectified  spirit  of  90  per  cent.  Tr.,  and 
filter  the  solution. 

Lemon  Essence.  Dissolve  2  fluid 
drachms  of  oil  of  lemon  in  1^  quarts  of 
rectified  spirit  of  85  per  cent.  Tr.,  and 
shake  the  solution  thoroughly. 

Mace  Extract.  Pour  3i  quarts  of 
rectified  spirit  of  90  per  cent.  Tr.  over 

2  ounces  of  mace,  let  it  digest  for  a  few 
days,  and  then  filter  the  fluid. 

Marjoram  Essence.  Dissolve  i  ounce 
of  oil  of  marjoram  in  3i  quarts  of  recti- 
fied spirit  of  90  per  cent.  Tr.,  and  filter 
the  solution. 

Musk  Essence,  Pour  li  pints  of  rec- 
tified spirit  of  90  per  cent.  Tr.  over  1 
drachm  of  powdered  nmsk  and  i  drachm 
of  pulverized  gray  ambergris.  Let  the 
ingredients  macerate  for  a  few  days  and 
then  draw  off"  the  clear  fluid.  Extract 
the  residue  with  spirit  of  wine,  filter 
the  extract  and  ada  it  to  the  first  por- 
tion. 

NtU  Essence.  Crush  60  large  green 
walnuts,  pour  li  gallons  of  rectified 
spirit  of  90  per  cent.  Tr.  over  them,  let 
tnem  digest  for  a  few  days  and  press 
out  the  fluid.  Distil  the  residue  with 
sufficient  whiskey  to  give  a  distillate  80 


per  cent,  strong,  atid  add  this  to  the 
nrst  essence. 

Nutmeg  Essence.  Comminute  8| 
ounces  of  nutmegs,  pour  6  gallons  of 
rectified  spirit  of  90  j)er  cent.  Tr.  over 
them,  let  them  digest  for  a  few  days 
and  then  filter  the  fluid. 

Orange  Blossom  Extract.  Pour  \\ 
pints  of  boiling  milk  over  lOi  ounces 
of  fresh  orange  blossoms;  place  the 
same  on  the  fire  and  let  it  boil  up ;  then 
add  and  thoroughl^^  mix  with  it  3 
quarts  of  rectified  spirit  of  90  per  cent. 
Tr.,  and  add  li  quarts  of  champagne 
to  the  filtrate. 

Orange  Blossom  Waier.  Distil  11 
pounds  of  preserved  orange  blossoms 
m  6  gallons  of  water,  so  that  the  distil- 
late will  amount  to  3  to  3i  gallons  of 
aromatic  water. 

Orange  blossoms  are  preserved  in  the 
following  manner:  Put  a  handful  of 
salt  on  the  bottom  of  an  earthen  iar, 
place  upon  this  a  layer  of  orange  blos- 
soms, and  repeat  this  alternately  until 
the  jar  is  filled.  By  keeping  the  jar  in 
a  cool  place  the  orange  blossoms  wiil 
remain  fresh  for  a  long  time.  Hose 
leaves  are  preserved  in  tlie  same  manner. 

Orange  Juice.  Mix  the  juice  of  12 
or  more  oranges  with  12  fluid  ounces 
of  rectified  spirit  of  90  per  cent.  Tr. 
When  the  seaiment  has  all  settled  to 
the  bottom,  draw  the  fluid  off  and  fil- 
ter it. 

Orange  Peel  Extract.  Crush  in  a 
stone  mortar  the  rinds  of  12  oranges 
with  some  sugar,  and  let  the  mass  digest 
for  a  few  days  bv  placing  it  in  i  gallon 
of  rectified  spirit  of  90  per  cent.  Tr. 
Then  decant  the  clear  fluid  and  fil- 
ter it. 

Parfait  D* Amour  Essence.  Dissolve 
i  fluid  ounce  of  oil  of  cinnamon,  0 
fluid  drachms  each  of  oil  of  cardamou. 
oil  of  rosemar}',  and  anise  seed  oil,  and 
20  minims  each  of  oil  of  lemon,  oil  of 
orange,  oil  of  cloves,  oil  of  camomile, 
and  oil  of  lavender  in  1\  quarts  of  rec- 
tified spirit  of  90  per  cent.  Tr.  Shake 
the  solution  thoroughly  and  filter  it. 

Peach  Essence.  Dissolve  1  fluid 
drachm  of  oil  of  bitter  almonds  in  3i 
quarts  of  rectified  spirit  of  90  per  cent. 
Tr.,  allow  the  solution  to  stand  for  a 
few  days,  and  then  filter  it. 

Or.  Crush  8J  ounces  bitter  almonds, 
put  tnem  in  a  still,  pour  2i  gallons  or 
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water  over  them,  and  let  them  digest 
for  12  hours.  Then  add  2|  gallons  of 
epirit  of  wine,  and  distil  off  a  distillate 
75  per  cent,  strong. 

Peppermint  Essence,  Dissolve  I  to 
1  ounce  of  oil  of  peppermint  in  2k 
quarts  of  rectified  spirit  of  90  per 
cent.  Tr. 

Peppermint  Essence  may  also  be  pre- 
pared dv  steeping  1  part  of  the  leaves 
of  the  plant  in  3  of  spirit  of  wine  90  per 
cent,  strong.  After  remaining  in  the 
spirit  for  5  or  6  days,  the  clear  fluid  is 
poured  off,  the  resiaue  pressed,  and  the 
extract  filtered  and  added  to  the  clear 
fluid. 

Quince  Essence,  Grate  the  quinces, 
press  the  juice  out,  add  equal  parts  by 
weight  of  rectified  spirit  oi  85  per  cent. 
Tr. ;  let  the  mass  stand  until  it  settles 
and  then  filter. 

Raspberry  Extract.  Crush  2  pounds 
of  ripe  raspberries,  press  them  out  and 
add  2  quarts  of  rectified  s})irit  of  90  per 
cent.  Tr. 

Or,  Take  freshly  picked  raspberries, 
place  them  in  an  earthen  dish,  crush 
them  to  a  pulp  with  a  wooden  spoon, 
and  let  this  stand  quietly  in  a  moder- 
ately warm  room  until  the  pure  mice 
has  separated.  Then  place  tne  pulp  in 
a  bag,  press  it  out,  let  the  juice  stand 
for  a  few  hours  longer,  and  add  the 
same  quantity  of  rectified  spirit  of  90 
per  cent.  Tr. 

Raspberry  Water.  This  is  prepared 
from  the  residue  left  in  preparing  the 
extract  by  stirring  it  into  a  mash  with 
water  and  distilling. 

Rose  Essence.  Dissolve  2  fluid 
drachms  of  rose  oil  in  li  quarts  of  rec- 
tified spirit  of  90  per  cent.  Tr.,  and 
filter  the  solution. 

Rose  Water.  Preserved  rose  Reaves 
are  distilled  in  the  same  manner  as 
given  under  Orange  Blossom  Water. 

Rosemary  Essence.  Mix  6  fluid 
drachms  of  oil  of  rosemary  with  li 
quarts  of  rectified  spirit  of  90  per  cent. 
Tr. ;  let  the  mixture  stand  for  a  few 
days  and  then  filter  it. 

Sage  Essence.  Dissolve  1  fluid  ounce 
of  oil  of  garden  sage  in  13  pints  of  rec- 
tified spirit  of  85  per  cent.  Tr. 

Spanish  Bitters  Essence.  Commin- 
ute 6  parts  of  calamus  root,  3i  each  of 
centaury  and  jwlypody  root,  3  of  orris 
root)    2   each  of  galanga,   leaves   of 


blessed  thistle,  elecampane  root,  and 
gentian  root,  and  1  each  of  leaves  of 
wormwood,  angelica  root,  and  mas- 
terwort  root.  Pour  400  parts  of  rec- 
tified spirit,  90  per  cent,  strong,  over 
the  ingredients,  let  them  digest  for  48 
hours,  then  press  the  fluid  out  and 
filter  it. 

Strawberry  Extract.  Bruise  4i 
pounds  of  wild  strawberries;  pour  3 
quarts  of  spirit  of  90  per  cent.  Tr.  over 
the  mass ;  let  it  stand  for  some  time  and 
filter.  The  product  will  be  about  1 
gallon  of  strawberry  essence. 

Strengthening  Tincture.  Comminute 
4i  ounces  each  of  gentian  root,  calamus 
root,  and  oak  bark,  2  ounces  each  of 
orange  peel  and  angelica  root,  1  ounce 
of  cinnamon,  and  ^  ounce  each  of 
cloves  and  ginger.  Pour  1^  gallons  of 
rectified  spirit  of  90  per  cent.  Tr.^  and 
IJ  quarts  of  water  over  the  ingredients, 
and  let  them  digest  for  eight  days. 
Then  filter  the  mass,  add  40  minims  of 
oil  of  wormwoodj  and  a  like  quantity 
of  oil  of  peppermint  and  oil  of  balm  to 
the  filtrate. 

Vanilla  Essence.  Cut  2i  ounces  of 
vanilla  beans,  pour  1^  quarts  of  recti- 
fied spirit  of  90  per  cent.  Tr.  over  them ; 
let  them  digest  ror  some  time,  and  filter 
the  fluid.  This  essence  should  be  kept 
in  hermetically  closed  flasks. 

Vanilla  water  may  be  made  by  pour- 
ing 1  gallon  of  water  over  the  extracted 
residue. 

Vanilla  THncture.  Macerate  i  ounce 
of  vanilla  beans  for  8  days  in  2  fluid 
ounces  of  rectified  spirit  of  90  per  cent, 
Tr.,  and  filter  the  fluid. 

Wormwood  Essence,  Comminute  I 
ounce  each  of  leaves  of  wormwood, 
leaves  of  centaury,  and  leaves  of  blessea 
thistle,  i  ounce  each  of  gentian  root, 
china  root,  and  orange  peel,  i  ounce  of 
orris  root,  and  1  ounce  of  grains  of 
Paradise.  Pour  2i  pints  of  rectified 
spirit  of  90  per  cent.  Tr.  over  the  in- 
gredients, let  them .  digest  for  some 
time,  and  filter  the  fluid  off. 

III.  Elixirs.  Abb^  Elixir.  Com- 
minute 3i  pounds  of  lemon  peel,  61 
ounces  of  nutmeg,  and  a  like  quantity 
of  cloves.  Place  the  ingredients  in  a 
wickered  demijohn,  and  pour  20  gal- 
lons of  33  per  cent,  alcohol  over  them, 
and  let  them  digest  for  3  to  4  weeks, 
placing  the  demijohn  iji  a  warm  place. 
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The  mass  is  then  strained  through  a 
cloth,  the  residue  pressed  out,  the  fluid 
filtered,  and  the  filtrate  compounded 
with  a  sufficient  quantity  of  white  sugar 
syrup. 

Angel  Elixir,  Comminute  and  mix 
4^  ounces  of  cinnamon,  2  ounces  of 
galanga,  li  ounces  of  cloves,  1  ounce 
each  of  nutmeg,  orange  peel,  and  lemon 
peel,  f  ounce  of  ginger,  i  ounce  each 
of  orris  root,  zedvary,  cubebs,  and  car- 
damons.  Pour  3  pints  of  alcohol 
over  the  ingredients,  and  let  them  digest 
for  8  days.  Then  filter  and  add  2i 
gallons  of  double  distilled  rose  water, 
and  13  pounds  of  sugar  sjrnip. 

Elixir  de  St.  Aur.  Distil  9  ounces 
each  of  lavender  blossoms,  orange  peel 
and  rose  leaves,  5h  ounces  of  lemon 
peel,  1  ounce  each  of  cinnamon,  cloves 
and  nutmegs,  with  5  gallons  of  alcohol 
and  4  gallons  of  water.  Add  2^  quarts 
each  of  rose  water,  orange  blossom 
water,  balm  water,  and  cinnamon  water, 
and  30  pounds  of  sugar  syrup  to  the 
distillate,  and  color  it  rose-red. 

Eli^eir-  Colombat.  Dissolve  120  drops 
of  oil  of  juniper,  40  each  of  oil  of  an- 
gelica, oil  of  wormwood,  and  oil  lemon, 
and  20  of  oil  of  cinnamon  in  IJ  gallons 
of  alcohol ;  add  2$  pounds  of  sugar  dis- 
solved in  li  gallons  of  water  to  the 
solution,  and  color  it  pale  red. 

Elixir  of  Life,  Dissolve  2  fluid 
ounces  of  oil  of  wormwood  and  1  fluid 
ounce  each  of  oil  of  cardamon,  oil  of 
calamus,  oil  of  nutmeg,  and  oil  of 
orange  peel,  in  3  J  gallons  of  alcohol  90 
per  cent,  strong,  and  add  I  of  a  gallon 
of  water  to  the  solution.  Color  the 
fluid  brown  with  burned  sugar. 

Elixir  Monpon.  Dissolve  120  drops 
of  oil  of  peppermint,  40  each  of  oil  of 
balm,  oil  or  orange  peel,  rose  essence, 
and  orange  blossom  essence;  32  each 
of  oil  of  mace  and  oil  of  cloves,  and  60 
of  vanilla  tincture,  in  1^  gallons  of  rec- 
tified spirit  of  90  per  cent  Tr. ;  sweeten 
the  solution  with  a  syrup  made  of  7 
pounds  of  sugar  and  \\  gallons  of  water. 
Color  it  ros3-red. 

Elixir  des  TVouhadours,  Macerate 
2  pounds  of  musk  roses,  1^  pounds  of 
iasmine  blossoms,  9  ounces  of  orange 
blossoms,  2\  drachms  of  mace  in  3i 
eallons  of  whiskey.  22  per  cent,  strong. 
Let  the  mass  stand  for  14  days ;  distil 
on  the  water  bath,  and  add  a  syrup 
2 


made  of  11  pounds  of  sugar  and  3  quarts 
of  water.     Color  rose-red. 

Elixir  Vital,  Dissolve  120  drops  of 
oil  of  bergamot,  32  each  of  oil  of  mace, 
oil  of  coriander  seed,  and  oil  of  cloves ; 
24  each  of  cumin  oil  and  oil  of  cinna- 
mon, and  60  of  vanilla  tincture  in  li 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr. ;  sweeten  the  solution  with  a  syrup 
made  of  Qh  pounds  of  sugar  and  1^ 
gallons  of  water.    Color  green. 

Juniper  Elixir,  Crush  4i  ounces  of 
juniper  berries,  pour  1  gallon  of  spirit 
22  per  cent,  strong  over  tiiem,  and  let 
them  digest  for  4  weeks.  Then  strain  the 
fluid  on,  and  add  a  syrup  made  of  9 
pounds  of  sugar  and  li  quarts  of  water. 

Tabourey  Elixir.  .  Comminute  i 
ounce  of  aloes,  2  ounces  each  of  cinna- 
mon and  walnuts,  4^  ounces  each  of 
orange  peel  and  lemon  peel,  and  1 
ounce  or  cloves.  Pour  2f  gallons  of 
spirit  of  wine  33  per  cent,  strong  over 
the  ingredients,  and  let  them  digest  for 
some  time ;  then  distil  in  a  water  bath^ 
and  add  a  syrup  made  of  13  pounds  ot 
pulverized  sugar,  and  1|  quarts  each 
of  orange  blossom  water  and  rose  water. 
This  elixir  is  colored  rose-red. 

IV.  BiTTEKS,  Cordials,  Liqueurs 
AND  Ratafias.  Anise-seed  Cordial. 
Dissolve  2  fluid  drachms  of  anise-seed 
oil  and  20  drops  of  badian  seed  oil  in 
l\  gallons  of  alcohol  of  90  per  cent.  Tr. 
Compound  this  solution  with  6^  pounds 
of  sugar  in  li  gallons  of  water,  and 
filter. 

Another  Re/^pe.  Dissolve  2  fluid 
drachms  of  anise  seed  oil,  40  drops  of 
fennel  oil,  32  drops  of  cummin  oil,  and 
30  drops  of  oil  or  lemon,  in  2|  gallons 
of  spirit  of  wine.  Mix  with  this  a 
solution  of  81  pounds  of  sugar  in  21 
gallons  of  water,  and  store  it  away  for 
3  to  4  weeks.  Then  draw  off"  the  clear 
fluid,  filter  the  sediment  and  color  yel- 
low. 

Anisette  Cordial,  Dissolve  2  fluid 
drachms  of  anise  seed  oil  and  18 
drops  of  oil  of  bitter  almonds  in  1^  gal- 
lons of  alcohol  of  90  per  cent.  Tr. ;  add 
a  solution  of  5^  pounds  of  sugar  in  U 
gallons  of  water,  and  filter. 

French  Anisette..  Dissolve  2  fluid 
drachms  of  anise  oil,  20  drops  of  oil  of 
bitter  almonds,  and  2^  fluid  ounces  of 
cognac  essence  (see  Essences)  in  IJ  gal- 
lons of  alcohol  of  90  per  cent.  Tr.    Mix 
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this  solution  with  one  of  5^  pounds  of 
sugar  in  li  gallons  of  water,  and  filter. 
Holland  Anisette,  Dissolve  1  fluid 
drachm  of  anise  oil,  ^  fluid  drachm 
of  cognac  essence,  \  fluid  drachm  each 
of  baaian  seed  oil,  oil  of  bitter  almonds, 
and  vanilla  essence  (see  Essences),  \i 

fallons  of  alcohol  of  90  per  cent.  Tr. 
lix  the  solution  with  one  of  6  pounds 
of  sugar  in  1^  gallons  of  water,  and 
filter. 

Angelica  Cordial.  Macerate  the  fol- 
lowing ingredients  in  4  gallons  of  alco- 
hol of  90  per  cent.  Tr.,  and  expose  them 
to  a  moderate  heat  for  4  days : 


ounces. 
( 

( 

< 

« 

< 
( 
( 

( 


Lemon  peel 81^ 

Orange  peel 5W 

Mace l^ 

Nutmeg {4 

Cassia 8J4 

CloTea 2 

Orris  root 1 

Bosemary  leaves 2 

Lavender  flowers 1% 

Ifaijoram % 

Orange  flowers 2W 

Vanilla U 

Crushed  Juniper  berries      .    .    .  2% 

Filter  the  mixture  and  compound  the 
filtrate  with  a  solution  of  26  pounds  of 
sugar  in  2|  gallons  of  water. 

Agua  Biunca,  Dissolve  30  drops  of 
oil  of  lemon,  27  drops  of  cedar  oil,  33 
drops  of  oil  of  balm,  30  drops  of  oil  of 
peppermint,  i  fluid  drachm  of  vanilla 
essence,  and  ^  fluid  drachm  of  amber- 
gris essence  (see  Essences),  in  H  gallons 
of  alcohol  of  90  per  cent.  Tr.  Com- 
pound the  fluid  with  a  solution  of  6^ 
pounds  of  sugar  in  1^  gallons  of  water, 
and  filter. 

A mui  Reale.  Dissolve  1  fluid  drachm 
of  oil  of  lemon,  |  fluid  drachm  of  oil  of 
orange  peel,  27  drops  of  oil  of  cinna- 
mon^ 30  drops  of  oil  of  cloves,  30  drops 
of  oil  of  mace,  2  fluid  drachms  of  van- 
illa essence,  and  i  fluid  drachm  of  am- 
bergris essence.  Add  to  this  solution 
one  of  6i  pounds  of  sugar  in  1  gallon 
of  water,  and  filter. 

A  qua-  Turco  Liqu  eur.  Pour  2i  quarts 
of  boiling  water  over  4i  ounces  of  im- 
perial tea,  i  ounce  of  green  tea,  1  ounce 
of  black  gunpowder  tea,  li  ounces  of 
strong  infusion  of  lime  blossoms  and  i 
ounce  of  angelica  seed.  Close  tne  ves- 
sel tightly  to  prevent  the  vapors  from 
escaping,  until  the  infusion  has  become 
cold.    Then  draw  off  the  clear  fluid 


and  pour  2^  quarts  of  boiling  water 
over  the  residue.  Filter  this  infusion 
when  cold  and  add  it  to  the  first  in- 
fusion. Then  add  28^  pounds  of  sugar 
and  2i  gallons  of  rectified  spirit  of  wine. 
Clarify  the  fluid  with  the  whites  of  3 
eggs  and  1|  pints  of  sweet  cream,  and 
perfume  it  with  some  musk  and  spirit 
of  ambergris.  Finally,  add  8i  nuifl 
ounces  of  vanilla  essence  and  let  the 
fluid  rest  <][uietly  for  24  hours.  Then 
filter  the  liquor  through,  a  bag  filled 
with  animal  or  wood  charcoal  in  order 
to  obtain  it  entirely  colorless. 

^  Aromatic  Cordial.  Mix  30  drops  of 
oil  of  lemon,  24  of  oil  of  rosemary,  27 
of  oil  of  lavender,  30  of  oil  of  pepper- 
mint, 27  of  oil  of  angelica,  27  of  oil  of 
marjoram,  and  33  of  oil  of  cardamon 
with  li  gallons  of  alcohol  of  90  per 
cent.  Tr.  Shake  thoroughly  and  then 
compound  the  solution  with*  one  of  5k 
pounds  of  sugar  in  1^  gallons  of  water, 
and  filter. 

Ainbergris  Water.  Macerate  2 
drachms  of  powdered  gray  ambergris, 
30  grains  of  powdered  musk,  80  grains 
of  civet  in  U  pints  of  spirit  of  wine  40 
per  cent,  strong,  add  ^  ounce  of  refined 
sugar.  Let  the  mixture  stand  for  14 
days  and  then  filter. 

Berlin  Bitters.  Dissolve  80  drops  ot 
oil  of  juniper,  80  of  oil  of  coriander,  40 
each  of  oil  of  angelica  and  badian  seed 
oil,  and  44  drops  of  oil  of  ginger  mX^ 
gallons  of  alcohol  of  80  per  cent.  Tr. 
To  this  solution  add  li  pilous  of  water 
and  1  pound  of  sugar.  Filter  and  color 
brown. 

Bitter- Rossoli.  Comminute  8i  ounces 
of  oranges  and  4:^  ounces  of  sandal  wood. 
Add  2i  pounds  of  orange  peel  and  12 
gallons  of  good  rye  whiskey.  Let  the 
mass  digest  for  1 4  uavs,  then  press,  filter, 
and  sweeten  it  with  a  solution  of  3i 
pounds  of  sugar  in  1  pint  of  water. 

Breslau  Bitter  Cordial. 

Cassia 1V<  pounds. 

Cloves 5\^  ounces. 

Mint  leaves 4^      " 

Caraway  seed 2 

Fennel  seed 4^ 

Anise  seed 8>f 

Coriander  seed 2 

Ginger 2}^ 

Ciibebs 2 

Bosemary  leaves 1V4 

Cnrdumons 4\| 

Juniiwr  bevries 5>4 
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Lavender  bloflBoms IV^  ounces. 

Nutmegs 4^ 

Boinan  camomile 3 

Orris  root 3 

Angelica 6^ 

Oranges 6] 

Orange  peel 7J 

Lemon  peel Xo\ 

Gentian  root 4) 

Galanga 5^ 

Calamus  root 3 

Wormwood 6%      " 

Alcohol  of  90  per  cent.  Tr.    .     .  8  gallons. 

Is  sweetened  with  a  solution  of  68 
pounds  of  brown  sugar  in  10  gallons  of 
water  and  allowed  to  digest  for  8  to  10 
days,  when  it  is  filtered.  This  cordial 
is  colored  either  dark  yellow  or  dark 
red. 

Calamus  lAqtiewr,  Macerate  9  pounds 
each  of  calamus  root  and  of  angelica 
root  in  4i  gallons  of  alcohol  of  90  per 
cent.  Tr.,  and  let  it  stand  for  6  days. 
Then  filter  the  fluid,  sweeten  it  with  a 
solution  of  22  pounds  of  sugar  in  1^  gal- 
lons of  water,  and  color  it  red. 

Cardinal  Water,    Distil: 

Fresh  lemon  peel 3.3  pounds. 

Balm b\^  punces. 

Anise  seed 4>|      " 

Coriander  seed 

Cinnamon 

Mace 214 

Nutmeg 1 

Alcohol  of  90  per  cent.  Tr.    .     .  4%  gallons. 

Water 4 


(( 


it 


Dissolve  26i  pounds  of  syrup  in  o\ 
gallons  of  water;  add  the  solution  to 
the  distillate.    Color  sky  blue. 

Cardinal  de  Rome.  Dissolve  2  fluid 
drachms  of  oil  of  lemon,  1  fluid  drachm 
of  oil  of  cloves,  40  drops  of  oil  of  nut- 
meg, 20  drops  of  oil  of  cinnamon,  and  4 
grains  of  gray  ambergris  in  3  gallons 
of  spirit  ofwine,  sweeten  the  fluid  with 
a  solution  of  11  pounds  of  sugar  in  2k 
gallons  of  water  and  filter. 

Carminative  Cordial.    Distil : 

Pried  green  orange  peel    .    .    .  6^ 

Dried  green  lemon  peel    ...  6>^ 

Caraway  seed 43^ 

Juniper  berries 3^ 

Anise  seed 3ji^ 

Camomile 3Vi 

Mint 2\4 

Nutmeg 1 

Alcohol  of  90  per  cent.  Tr.    .     .  4-%  gallons. 

Water 4  " 

Add  27i  pounds  of  syrup  and  3 J  gal- 
lons of  water  to  the  distillate. 
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Capuchin  Cordial.  Dissolve  li  fluid 
drachms  of  oil  of  parsley,  1  fluid  drachm 
of  oil  of  orange  blossoms,  24  drops  of  oil 
of  cinnamon,  li  fluid  drachms  of  cumin 
oil,  and  20  drops  each  of  anise  seed  oil, 
oil  of  mace,  and  fennel  seed  oil  in  2 
gallons  of  alcohol  of  90  per  cent.  Tr. ; 
sweeten  the  solution  with  a  syrup  made 
of  5i  pounds  of  sugar  and  IJ  gallons  of 
water.    Color  brown. 

Chartreuse.  Three  varieties  of  this 
liqueur,  diflerently  colored,  are  found  in 
commerce.  The  following  receipts  can 
be  highljr  recommended  for  manufac- 
turing this  liqueur. 


Qreen.  Yellow.  White. 


Mountain  wormwood  . 

•AJOGB         •••••• 

Angelica  seed .  .  .  . 
Angelica  root .... 
Arnica  blossoms  .  .  . 
Buds  of  poplars  .  .  . 
Calamus  root  .... 

Cassia 

Cardamons  .... 
Coriander  seeds  .  .  . 
Tonka  beans  .    .    .    . 

Clovea 

Hyssop  in  bloom .    .    . 

Nutmeg 

Mace 

Balm 

Peppermint     .... 

Thyme 

Spirit  of  wine  of  85  per 

cent  Tr.      ... 
Sugar 


Ozs. 

in    ^ 
lOgi-aiua. 


36  grains. 


USSf 


111b.    10' 


lb. 


Macerate  the  herbs  in  the  alcohol  for 
about  36  to  48  hours,  add  a  quantity  of 
alcohol  equal  to  that  of  the  distillate, 
and  rectify  the  resulting  product  with 
the  addition  of  an  equal  quantity  of 
water.  Then  mix  the  distillate  with 
the  cold  solution  of  the  sugar,  and  add 
a  suflicient  quantity  of  water,  so  that 
the  entire  product  will  amount  to  4^ 
gallons;  then  color  the  liqueur  green 
or  yellow. 

Cherry  Liqueur.  Mix  If  gallons  of 
cherry  juice  and  2i  gallons  of  pure  alco- 
hol, ana  dissolve  in  the  mixture  i  ounce 
of  Indian  balsam,  1  drachm  each  of  oil 
of  cinnamon  and  oil  of  bitter  almonds, 
and  35  drops  of  oil  of  cloves.  Sweeten 
the  solution  with  13i  pounds  of  syrup 
and  4i  pounds  of  white  sugar  dissolved 
in  4J  gallons  of  water,  and  after  shaking 
the  fluid  thoroughly  store  it  away  until 
it  becomes  clear. 

Cherry  Cordial.    To  a  mixture  of  4i 
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pr)iiD(ls  of  cherry  juice  and  3  quarts 
ut'  alcohol  of  80  per  cent,  add  16  drops 
of  oil  of  cloves,  1  pound  of  sugar,  and 
3^  quarts  of  water,  and  filter  the  cordial. 

Chocolate  Liqueur. 

Cocoa  beans  moderately  roasted 

and  crushed 314  pounds. 

Finest  cassia 3 W  ounces. 

Cloves lij      " 

Vanilla %      " 

Cardanions I4      ** 

Saffron \Z      '* 

Cinnamon  flowers iW      " 

Alcohol  of  91)  per  cent.  Tr.    .    .  2I4  gallons. 

Wuter 5)4       •* 

White  sugar 28]^  pounds. 

Color  dark  red  with  cochineal. 

Cht-istojle.  Dissolve  80  drops  of  oil 
of  orange  peel,  GO  of  oil  of  lemon,  40  of 
oil  of  cinnamon,  40  of  oil  of  balm,  32  of 
oil  of  cloves,  and  24  of  oil  of  mace  in  13 
pounds  of  alcohol  of  90  per  cent.  Tr., 
add  a  solution  of  5^  pounas  of  sugar  in 
li  gallons  of  water  and  filter. 

Oitronelle.  Comminute  8i  ounces  of 
lemon  peel,  3i  ounces  of  orange  peel,  i 
ounce  of  nutmegs,  and  i  ounce  of  cloves. 
Pour  li  gallons  rectified  spirit  of  90  per 
cent.  Tr.  over  these  ingredients  and 
allow  them  to  digest  for  8  days,  when 
they  are  pressed  out  and  the  fluid  is  fil- 
tered ana  compounded  with  a  solution 
of  6^  pounds  of  sugar  in  li  gallons  of 
water  and  the  liqueur  colored  yellow. 

Crambambuli.  Mix  1  fluid  drachm 
each  of  oil  of  cloves  and  oil  of  mace,  i 
fluid  drachm  of  oil  of  cinnamon,  and  20 
drops  of  oil  of  cardamon  with  1| 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr.  Sweeten  the  solution  with  a  syrup 
made  of  5i  pounds  of  sugar  and  li  gal- 
lons of  water,  and  filter. 

Danzig  Crambambuli.  Comminute 
4}  ounces  of  cinnamon,  1  ounce  of 
cloves,  i  ounce  of  ginger,  1  ounce  of 
mace,  and  i  ounce  of  anise  seed.  Pour 
2f  gallons  of  rectified  spirit  of  90  per 
cent.  Tr.  over  these  ingredients,  let  them 
digest  for  14  days,  then  press  them  out, 
filter  the  fluid,  and  sweeten  it  with  a 
solution  of  81  pounds  of  sugar  in  2i 
gallons  of  water. 

Cumin  Cordial  (KHmmel).  I.  Dis- 
solve 2  fluid  drachms  of  cumin  oil  and 
4  fluid  drachms  of  anise  seed  oil  in  If 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr.,  and  sweeten  the  solution  with  a 
gyrup  made  of  6i  pounds  of  sugar  and 
li  gallons  of  water. 


II.  1^  fluid  drachms  of  cumin  oil,  24 
droj>s  of  oil  of  coriander  seed,  24  drops 
of  oil  of  orange  peel,  24  drops  of  cognac 
essence.  Treat  and  sweeten  in  the  same 
manner  as  No.  I. 

III.  Dissolve  li  fluid  drachms  of 
cumin  oil,  24  drops  of  fennel  oil,  12 
drops  of  oil  of  cinnamon,  in  li  gallons 
of  rectified  spirit  of  90  per  cent.  Tr, 
Sweeten  the  solution  with  a  syrup  made 
of  li  pounds  of  sugar  and  li  gallons 
of  water,  and  filter. 

Cumin  Liqueur.  Macerate  for  6 
days  1  pound  of  caraway  seed,  1  ounce 
of  anise  seed,  i  ounce  of  orris  root,  i 
ounce  of  cinnamon,  I  ounce  of  angelica 
roct,  i  ounce  of  cloves,  in  2i  gallons  of 
alcohol  of  90  per  cent.  Tr.  Sweeten  the 
solution  with  a  syrup  made  of  11  pounds 
of  sugar  and  2  gallons  of  water,  and 
filter. 

Cura^oa.  Comminute  1  pound  of 
fresh  orange  peel,  i  ounce  or  nutmegs, 
2  ounces  of  cinnamon.  Pour  2  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. 
over  them,  allow  them  to  digest  for  8  to 
10  days,  and  compound  the  filtered 
fluid  with  a  solution  of  6i  pounds  of 
sugar  in  li  gallons  of  water. 

French  Chiragoa.  Dissolve  li  fluid 
drachms  of  oil  of  orange  peel,  20  drops 
of  oil  of  cinnamon,  12  drops  of  oil  of 
mace,  30  drops  of  vanilla  essence.  30 
drops  of  raspberry  essence,  f^d  4i  fluid 
ounces  of  Jamaica  rum  in  If  gallons 
of  rectified  spirit  of  90  per  cent.  Tr.,  and 
add  a  solution  of  6i  pounds  of  sugar  in 
li  gallons  of  water. 

Solland  Curacoa.  Dissolve  li  fluid 
drachms  of  oil  of  orange  peel,  20  drops 
of  cognac  essence,  8  drops  of  oil  of 
lemon,  10  drops  of  oil  of  mace,  and  X 
fluid  drachm  of  vanilla  essence  in  If 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr.,  and  compound  the  fluid  with  a 
solution  of  Qh  pounds  of  sugar  in  li 
gallons  of  water.  Color  the  liquot 
light  brown. 

Eau  Amerieaine. 

Orange  peel 1      pound. 

Rosemary  leaves 41^  fluid  oz. 

Lavender  blossoms 4\4       *' 

Cinnamon 314       *' 

Cloves aK       " 

Nutmegs 1  ** 

Alcohol  of  90  per  cent.  Tr.    .     .  ^  gallons. 

Water 4  ** 

Add  to  the  distilled  fluid  3  gallons  of 
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wo  ter  and  26  pounds  of  syrup,  and  color 
the  distillate  green. 
Eau  jy Amour,    Distil : 

Bitter  almonds 131^  ounces. 

ITresh  lemon  peel 13 V?       '* 

Cinnamon 6^       '* 

Mace I           " 

Cloves 14       " 

Larender  blossoms 9           *' 

Alcohol  of  90  per  cent.  Tr.  .     .  4jW  gallons. 

Water 4           " 

Then  add  If  sallons  of  Muscatel  wine, 
37  drops  of  ambergris  essence,  22  pounds 
of  syrup,  and  1^  gallons  of  water,  and 
color  the  fluid  rose-red. 
£au  jy  Argent.    Distil : 

Fresh  lemon  peel 1     pound. 

Cloves 2}X  ounces. 

Angelica  seed 1^       *' 

Badian  seed 1^       ** 

Florentine  orris  root     ....  142       " 

Cinnamon 2V4       *' 

Alcohol  of  90  per  cent.  Tr.     .    .  4^  gallons. 

Add  to  the  distillate  1|  quarts  of  balm 
water,  26i  pounds  of  sugar  syrup,  and 
21  gallons  of  water.  Color  the  fluid 
red.  and  mix  some  silver  leaf  macerated 
with  honev  with  it, 

Jij'au  IrArdelle,  Distil  4 J  ounces 
each  of  mace  and  of  cloves,  4|  gallons 
of  alcohol  of  90  per  cent.  Tr.,  and  4 
eallons  of  water.  Mix  with  the  distil- 
late 3i  gallons  of  syrup  and  2|  gallons 
of  water,  and  color  violet. 

Eau  jyAhtynth  OUronnl.  I.  Distil 
4i  pounds  of  wormwood  leaves,  |  ounce 
of  lemon  peel,  4|  gallons  of  alcohol  of 
90  per  cent.  Tr..  and  4  gallons  of 
water.  Add  to  tne  distillate  li  fluid 
drachms  of  oil  of  peppermint,  26i 
pounds  of  syrup,  and  3^  gallons  of 
water. 

II.  Dissolve  li  fluid  drachms  of  oil 
of  lemon,  |  fluid  drachm  of  oil  of  worm- 
wood, 24  drops  of  oil  of  peppermint,  15 
■  drops  of  anise  seed  oil,  li  fluid  drachms 
of  oil  of  cardamon  in  If  gallons  of  rec- 
tified spirit  of  90  per  cent.  Tr. ;  sweeten 
with  a  solution  of  5^  pounds  of  sugar  in 
\k  gallons  of  water,  and  color  green. 
The  same  quantity  of  oil  of  orange 
blossoms  may  be  used  instead  of  carda- 
mon oil. 

Eau  De  Cupre,  Dissolve  IJ  fluid 
drachms  of  oil  of  lemon,  30  drops  of  oil 
of  bergamot,  20  drops  each  of  oil  of  cin- 


namon, oil  of  oranee  blossoms  and  of 
vanilla  essence,  and  24  drops  of  oil  of . 
cardamon  in  If  gallons  of  rectified 
spirit  of  90  per  cent.  Tr.,  and  sweeten 
with  a  solution  of  6}  pounds  of  sugar 
in  1^  eallons  of  water.  The  liquor  ia 
lefb  either  colorless  or  colored  pale  yel- 
low. 

Eau  de  Dauphin,  Dissolve  5  drops 
of  oil  of  juniper,  20  drops  each  of  an< 
gelica  oil,  coriander  oil,  and  oil  of  gin- 
ger, 10  drops  of  oil  of  cardamon.  and  a 
like  quantity  of  badian  seed  oil  in  1^ 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr. ;  sweeten  by  adding  a  solution  of  3^ 
pounds  of  sugar  in  1^  gallons  of  water, 
and  filter. 

Eau  de  Napolton,    Distil : 

Fresh  Jasmine  blossoms   .    .    .      G^  ounces. 

Fresh  lemon  peel 11  ** 

Cloves 3»4       " 

Cinnamon 3>^       " 

Nutmegs 2%       ** 

Alcohol 6     gallons. 

Then  add  to  the  distillate:  2  fluid 
drachms  of  vanilla  essence,  3^  quarts 
of  double  distilled  rose  water,  3^  quarts 
of  orange  flower  water.  If  quarts  of 
peppermint  water,  3  pounds  of  sugar 
syrup,  3^  quarts  of  water,  and  color 
blue. 
Eau  jy  Orient,    Distil : 

Fennel 1     pound. 

Dates Ji      ** 

Lemon  peel %       *' 

Orange  peel %       " 

Pine  apples ^       ** 

Grains  of  Paradise 2      ounces. 

Calamus 2%       ** 

Allspice ..2  " 

Alcohol  of  90  per  cent.  Tr.     .    .  4^  gallons. 

WiOer 4  " 

Add  to  the  distillate  2h  gallons  of 
sugar  svrup  and  5i  gallons  of  water,  and 
color  blue. 

Eau  jyOr  (Gold  water).  Dissolve  i 
fluid  drachm  of  oil  of  lem6n,  24  drops 
of  oil  of  cinnamon,  24  drops  of  oil  of 
coriander,  20  drops  of  oil  of  mace,  15 
drops  of  oil  of  orang^e  blossoms  in  If 

fillons  of  rectified  spirit  of  90  per  cent, 
r.,  and  sweeten  by  adding  a  solution 
of  7  pounds  of  sugar  in  if  gallons  of 
water.  Color  the  fluid  pale  yellow, 
filter,  and  add  a  small  quantity  of  finely 
macerated  gold  leaf. 
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Eau  de  Paradise  {Paradise  Water), 
Distil: 

Frash  lemon  peel i%  pounds. 

Angelica  root ^%  ounces. 

OiTisroot 2  '• 

Calamus iH      ** 

Anise  seed 2^      ** 

Bosewood 2  ** 

Gardamons 1  '* 

Alcohol  of  90  per  cent.  Tr.     .    .  4^  gallons. 

Add  to  the  distillate  26i  pounds  of 
suG[ar  syrup  and  3  gallons  of  water. 
Color  green  and  add  some  silver  leaf 
rubbed  fine. 

JEaudes  Princesses,  Dissolve  80  drops 
of  oil  of  lemon,  80  of  oil  of  bergamot, 
40  of  oil  of  cloves,  40  of  oil  of  balm,  20 
each  of  oil  of  cinnamon,  oil  of  bitter 
almonds,  and  oil  of  peppermint,  60  of 
vanilla  essence,  and  40  each  of  rose 
essence  and  oran^  blossom  essence  in 
2  gallons  of  rectified  spirit  of  90  per 
cent.  Tr.,  sweeten  with  a  solution  of  7J 
pounds  of  sugar  in  li  gallons  of  water, 
and  filter. 

EauPredeuse,  Comminute  41  ounces 
of  rosewood  and  a  like  quantity  of  bit- 
ter almonds,  and  let'the  mass  digest  for 
6  to  10  days  in  3  gallons  of  rectified 
spirit  Then  press  out,  filter,  and  add 
to  the  filtrate  20  drops  of  oil  of  cloves, 
12  of  oil  of  lemon,  and  12  of  oil  of  nut- 
meg, and  also  a  solution  of  81  pounds 
of  sugar  in  2i  gallons  of  water.  This 
liquor  is  colored  green,  and  a  small 
quantity  of  silver  leaf  macerated  in  al- 
cohol is  added. 

Ean  Royale,    Distil : 

Lomon  peel 11      ounces. 

Orange  peel 11  ** 

Jasmine  blossoms 8^      " 

Miice 4l|      " 

Cinnamon 41^      **» 

Cloves 2j^      " 

Nutmeg 1  " 

Alcohol  of  90  per  cent  Tr.    .    .  4^  gallons. 

Water \%      " 

Add  to  the  distillate  20  drops  of  am- 
bergris essence,  2  fluid  ounces  of  vanilla 
essence,  a  like  quantity  of  orange  flower 
water,  2h  gallons  of  water,  26^  ^unds 
of  sugar  syrup,  and  color  the  fluid  red. 
Eau  de  SanU,  Mix  4  fluid  drachms 
of  oil  of  lemon,  J  fluid  drachm  each  of 
oil  of  rosemary,  oil  of  lavender,  oil  of 
^pperroint,  oil  of  angelica,  oil  of  mar- 
joram, and  oil  of  cubebs,  and  13i 
pounds  of  sugar  in  3  gallons  of  rectified 


spirit  of  90  per  cent  Tr.     Color  the 
solution  ffreen  and  filter. 

Eau  de  Sept  Graines  {Water  of 
Seven  Seeds),  Comminute  ^  ounce  each 
of  anise  seed,  fennel  seed,  caraway  seed, 
and  coriander  seed,  and  6  grains  each 
of  dill  seed  and  of  wild  tnyme  seed. 
Macerate  the  seeds  for  about  14  days  in 
3^  quarts  of  French  brandv,  then  filter, 
and  sweeten  with  a  solution  of  2| 
pounds  of  sugar  in  $  of  a  pint  of  water. 

English  Bitters.  I.  Compound  4k 
ounces  of  English  Bitters  essence  (see 
Essences)  and  |  fluid  drachm  of  cognac 
essence ;  sweeten  the  liquid  with  a  solu- 
tion of  4i  pounds  of  sugar  in  li  gallons 
of  water,  filter,  and  color  brown. 

II.  Compound  80  drops  of  oil  of 
orange  peel,  60  of  oil  of  angelica,  40  of 
oil  of  wormwood,  24  of  oil  of  marjoram, 
and  16  of  oil  of  cardamon  with  If  gal- 
lons rectified  spirit  of  90  per  cent  Tr. ; 
sweeten  the  solution  with  5^  pounds  of 
sugar  in  1^  gallons  of  water,  filter,  and 
color  brown. 

Oreek  Bitters.  Dissolve  80  drops  of 
oil  of  lemon,  48  of  oil  of  wormwocKi,  40 
each  of  oil  of  angelica  and  oil  of  cala- 
mus, 24  each  of  oil  of  mace,  oil  of  cloves, 
oil  of  bitter  almonds,  and  12  of  carda- 
mon oil,  in  11  gallons  of  rectified  spirit 
of  90  per  cent.  Tr. ;  sweeten  this  solu- 
tion With  a  syrup  of  6  pounds  of  su^ar 
and  Ih  gallons  of  water,  filter,  and  color 
reddish  brown. 

Hamburg  Bitters.  Dissolve  120  drops 
of  oil  of  cinnamon  blossoms,  40  each  of 
oil  of  cloves,  oil  of  calamus,  and  oil  of 
wormwood,  24  of  oil  of  mace,  and  20 
of  oil  of  cardamon,  in  1|  gallons  of  rec- 
tified spirit  of  90  per  cent  Tr.,  and  add 
a  solution  of  5^  pounds  of  sugar  in  Ij^ 
gallons  of  water;  filter  the  fluid  and 
color  it  brown. 

Juniper  Liqueur.  I.  Compound  2 
fluid  drachms  of  oil  of  juniper  and  24 
drops  of  oil  of  cardamon  with  1|  gallons 
of  spirit  of  90  per  cent.  Tr. ;  sweeten  the 
mixture  with  a  solution  of  5^  pound's 
of  sugar  in  1^  gallons  of  water,  and  fil- 
ter the  fluid. 

II.  Dissolve  2  fluid  drachms  of  oil  of 
juniper,  24  drops  of  oil  of  ginger,  24 
drops  of  oil  of  coriander,  and  li  fluid 
drachms  of  co^ac  essence  in  2  gallons 
of  rectified  spirit  of  90  pjer  cent.  Tr., 
and  sweeten  tne  solution  with  5}  pounds 
of  sugar  dissolved  in  1^  gallons  of  water. 
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Koch*8  Herb  Extract.    Macerate : 

Lemon  peel 4V^  onnces. 

Calamiu 2}^      " 

Cinnamon 2) 

White  ginger 2^ 

Peruvian  feMrk 

Orris  root 

Jnniper  berries      ......  il 

Bay  leaves    ...«.»..  *^W 

Gubebs 214 

Orange  peel »    •    .  %% 

Roman  camomile  .    .         .    .     .  1^^ 

Elder  flowers r    .  l>k 
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in  2i  gallons  of  rectified  spirit  of  90  per 
cent.  Tr.  Then  press  out  and  filter  Uie 
fluid. 

Maraschino.  Compound  1  pound  of 
maraschino  esseiice  with  4i  gallons  of 
rectified  spirit  of  90  per  cent.  Tr.  and  9 
gallons  of  water ;  sweeten  the  mixture 
with  a  solution  of  44  pounds  of  sugar, 
and  filter. 

Mogador.  Dissolve  40  drops  each  of 
oil  of  wormwood,  oil  of  calamus,  oil  of 
peppermint,  and  oil  of  orange  peel,  and 
20  drops  each  of  oil  of  cinnamon,  oil  of 
cloves,  oil  of  ginger,  and  oil  of  halm  in 
If  gallons  rectified  spirit  of  90  per  cent. 
Tr. ;  sweeten  the  solution  with  6  pounds 
of  sugar  dissolved  in  7  pints  of  water, 
color  it  red  with  bilberry  juice,  and 
filter. 

Nectar.  Dissolve  120  drops  of  oil  of 
lemon,  80  of  fennel  oil,  40  each  of  oil 
of  calamus,  oil  of  cinnamon,  oil  of  car- 
damon,  and  oil  of  orange  blossoms  in 
If  gallons  of  rectified  spirit  of  90  per 
cent.  Tr. ;  sweeten  the  solution  with  Q\ 
pounds  of  sugar  dissolved  in  H  gallons 
of  water,  color  it  blue,  and  filter. 

Orange  Fed  Cordial.  I.  Dissolve  2 
fluid  drachms  of  oil  of  orange  peel  in  1| 

fiUons  of  rectified  spirit  of  90  per  cent, 
r. ;  add  6\  pounds  of  sugar  in  1^  gal- 
lons of  water,  color  the  fluid  yellow, 
and  filter. 

II.  Comminute  i  pound  of  fresh 
orange  peel,  pour  If  gallons  of  rectified 
spirit  of  90  per  cent.  Tr.  over  them; 
sweeten  with  6^  pounds  of  sugar  dis- 
solved in  1^  gallons  of  water,  and  filter. 

Parfait  D*  A  mour.  Dissol  ve  80  drops 
of  oil  of  lemon,  40  of  oil  of  cinnamon, 
30  of  oil  of  bergamot,  20  of  oil  of  cloves. 
16  of  oil  of  nutmegs,  and  10  each  of  oil 
of  lavender  blossoms  and  oil  of  rose- 
mary in  21  gallons  of  rectified  spirit  of 
90  per  cent.  Tr. ;  sweeten  the  solution 


with  8|  pounds  of  sugar  dissolved  in  2| 
gallons  of  water,  color  the  fluid  pale 
red,  and  filter. 

Peach  Cordial.  Cut  1  pound  of 
peaches  in  slices^  then  pour  1|  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. 
over  them,  and  allow  the  mass  to  digest 
for  8  to  10  days.  Then  filter  and  mix 
the  filtrate  with  1^  gallons  of  good 
white  wine  and  71  pounds  of  sugar  dis- 
solved in  1|  quarts  of  water. 

Peppermint  Cordicd.  Dissolve  2 
fluid  drachms  of  oil  of  j>eppermint  in 
If  gallons  of  rectified  spirit  of  90  per 
cent.  Tr. ;  sweeten  the  solution  with  6^ 
pounds  of  suear  dissolved  in  1^  gallons 
of  water,  ana  filter. 

Or,  Dissolve  2  fluid  drachms  of  oil  of 
peppermint  and  1  fluid  drachm  of  cog- 
nac essence  in  If  gallons  of  rectified 
spirit  of  90  per  cent.  Tr. ;  sweeten  the 
solution  with  6^  pounds  of  sugar  dis- 
solved in  li  gallons  of  water,  and  filter. 

Polish  Water.  Comminute  6^  ounces 
of  dried  currants,  1  ounce  each  of  anise 
seed,  cinnamon,  cloves,  fennel  seed, 
mint,  rosemary,  marjoram,  and  galanga. 
Pour  4  gallons  of  alcohol  and  3  gallons 
of  rose-water  over  them,  and  let  the 
mass  digest  for  14  days.  Then  add  44 
pounds  of  sugar  syrup,  and  filter. 

Polish  Whiskey.  Comminute  ^  pound 
of  large  raisins,  1  ounce  of  licorice  root, 
I  ounce  each  of  cinnamon  ^md  carda- 
mons,  i  ounce  each  of  cloves,  galanga, 
gum  ammoniac,  anise  seed,  and  corian- 
der seed,  and  i  ounce  of  safiron.  Pour 
If  quarts  of  whiskey  over  these  ingre- 
dients, let  the  mass  digest  for  a  few 
days,  then  press  the  liquor  out^  filter  it, 
and  sweeten  it  to  the  taste  with  sugar 
dissolved  in  rose-water. 

Quin4;e  Cordial  {Quittico).  Powder 
coarsely  2  ounces  of  cinnamon,  ^  ounce 
of  coriander  seed,  i  ounce  of  white 
ginger,  and  i  ounce  of  nutmeg.  Macer^ 
ate  these  in^edients  for  8  days  in  1 
pint  of  spirit  of  wine  85  per  cent, 
strong,  then  strain  and  press  out  the 
liquid  and  add  7  pounds  of  fresh  quince 
juice  in  which  6  pounds  of  white  sugar 
have  been  dissolved,  and  add  3  quarts 
of  spirit  of  wine  85  per  cent,  strong. 
Mix  the  mass  thoroughly  and  filter 
through  felt  or  blotting  paper. 

Posemary  Cordial.  Dissolve  2  fluid 
drachms  of  oil  of  rosemary  and  24 
drops  of  oil  of  lemon  in  H  pints  of  rec- 
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tified  spirit  of  80  per  cent.  Tr. ;  sweeten 
the  solution  with  1  pound  of  sugar  dis- 
solved in  li  eallons  of  water,  and  filter. 

JtoMoHo  ae  Ihtrin,  Comminute  1 
pound  of  fresh  rose  leaves,  i  pound 
each  of  jasmine  blossoms  and  orange 
blossoms,  1  ounce  each  of  orris  root  and 
cinnamon,  i  ounce  each  of  cloves  and 
vaniUa.  Pour  If  gallons  of  spirit  of 
wine  over  these  ingredients  and  let 
them  macerate  for  8  to  12  days,  placing 
them  in  a  warm  place.  Then  pour  off 
the  fluid,  press  out  the  residue,  sweeten 
the  liquor  with  7i  pounds  of  sugar,  and 
let  it  stand  for  3  to  4  weeks.  Then 
pour  off  the  clear  liquor,  filter  the  sedi- 
ment, and  color  red  with  cochineal  or 
cherry  juice. 

Bostoptchin.  Dissolve  li  fluid 
drachms  of  anise  seed  oil,  i  fluid  drachm 
of  oil  of  cardamons,  40  drops  of  oil  of 
lemon,  and  20  drops  each  of  oil  of  cin- 
namon and  oil  of  coriander  seed  in  1| 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr. ;  sweeten  the  solution  with  6A 
pounds  of  sugar  dissolved  in  1^  gallons 
of  water,  and  filter. 

Scubac.  Comminute  4^  ounces  of 
juniper  berries,  2  ounces  of  coriander 
seed,  1  ounce  each  of  saffron  and  cinna- 
mon, i  ounce  each  of  angelica  seed  and 
anise  seed,  i  ounce  each  of  mace  and 
cloves,  and  the  fresh  peel  of  4  lemons, 
^our  2  gallons  spirit  of  wine  over  these 
ingredients  and  let  them  macerate  for 
2  to  3  weeks.  Then  boil  1  h  ounces  of 
raisins  or  dates  in  If  gallons  of  water, 
pour  off  the  liquor,  press  out  the  residue, 
and  sweeten  with  6h  pounds  of  sugar, 
and  add  this  to  the  liquor  pressed  out 
of  the  macerated  mass.  Let  the  whole 
stand  for  3  or  4  weeks,  then  pour  off  the 
iQlear  liquor  and  filter  the  sediment. 

8oya  Aqua  Vitce.  Comminute  3 
onnces  of  anise  seed,  1  ounce  each  of 
coriander  seed,  elecampane  root,  nut- 
meg, and  cloves,  ^  ounce  each  of  cara- 
way seed  and  elderberry  blossoms,  i 
ounce  of  Roman  camomile,  4i  ounces 
each  of  lemon  peel  and  orange  peel,  and 
1  h  ounces  of  cinnamon.  Macerate  these 
ingredients  in  alcohol  for  2  or  3  weeks, 
^hen  distil  them  with  5^  gallons  of 
rjectified  spirit,  add  the  necessary  quan- 
tity of  sugar,  and  compound  the  distil- 
late with  li  pints  of  rose-water  and  as 
much  water  as  may  be  required. 

Spanish  BiU^t,    Dissolve  80  drops 


of  oil  of  Crete  marjoram  (origan),  40 
each  of  oil  of  bitter  oranges  and  oil  of 
wormwood,  and  20  each  of  oil  of  angel- 
ica, oil  of  cardamon,  oil  of  calamus,  oil 
of  marjoram,  and  oil  of  thyme  in  1| 
gallons  of  rectified  spirit  of  90  per  cent. 
Tr. ;  sweeten  the  solution  with  6i  pounds 
of  sugar  dissolved  in  1^  gallons  of  water, 
color  it  brown,  and  filt^. 

Stettin  Bitters,  Macerate  1  pound  of 
gentian  root,  8|  ounces  of  wormwood. 
1  pound  of  cloves,  4^  ounces  each  or 
coriander  seed,  cinnamon,  and  orange 
peel,  2i  ounces  each  of  green  oranges 
and  quassia  in  9i  gallons  of  spirit  of 
wine  40  per  cent,  strong.  Pour  off  the 
fluid,  strain  the  residue,  add  11  pounds 
brown  sugar,  filter  the  liquor,  and  color 
it  brown. 

Stomach  Bitters.  I.  Comminute  2 
ounces  each  of  calamus,  anise  seed,  car- 
away seed,  and  fennel,  li  ounces  each 
of  ginger  and  cinnamon,  i  ounce  of 
mace,  1  ounce  of  cloves,  4|  ounces  of 
lemon  peel,  1  ounce  each  of  galanga, 
zedoary,  and  cubebs,  ^  ounce  of  pepper, 
i  ounce  of  sassafras  bark,  1^  ounces 
each  of  rose  leaves,  myrrh,  and  laven- 
der blossoms,  and  2  ounces  of  orris  root. 
Pour  2  gallons  of  whiskey  and  1|  pints 
of  water  over  the  ingredients,  let  mem 
macerate  for  8  days,  then  press  them 
out,  filter  the  liquor,  and  add  some 
common  salt  and  4i  pounds  of  crushed 
sugar. 

II.  Comminute  h  ounce  each  of  speed- 
well, mint,  balm,  wormwood,  arum 
root,  zedoary,  calamus  root,  small  pome- 

franates,  caraway  seed,  and  cinnamon, 
our  over  them  If  quarts  of  good 
whiskey  and  let  them  macerate  for  14 
days  in  a  warm  place,  with  frequent 
shaking  in  the  meanwhile.  Then  press 
the  liquor  out,  filter,  and  put  it  in 
bottles. 

III.  Dissolve  40  drops  each  of  oil  of 
orange  peel,  oil  of  wormwood,  oil  of 
mint,  and  oil  of  calamus^  20  drops  each 
of  oil  of  marjoram,  oil  of  cinnamon,  oil  of 
cloves,  and  oil  of  cardamon,  and  li  fluid 
drachms  of  cognac  essence  in  1|  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. ; 
sweeten  the  solution  with  6i  poimds  of 
sugar  dissolved  in  H  gallons  of  water, 
color  the  liquor  brown,  and  filter. 

IV.  Dissolve  60  drops  of  oil  of  orange 
peel,  40  each  of  oil  of  calamus,  oil  of 
angelica,  oil  of  cardamon,  oil  of  worm- 
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wood,  oil  of  ginger,  and  oil  of  mar- 
joram, and  2  fluid  drachms  of  cognac 
essence  in  If  gallons  of  rectified  spirit 
of  90  per  cent.  Tr. ;  sweeten  the  solution 
with  5h  pounds  of  sugar  dissolved  in  li 
gallons  of  water,  and  filter. 

V.  Vienna  Stotnach  Bitters.  Dis- 
solve 40  drops  each  of  oil  of  balm,  oil 
of  orange  peel,  and  oil  of  angelica,  24 
drops  each  of  oil  of  marjoram,  oil  of 
wormwood,  oil  of  cinnamon,  oil  of  cori- 
ander seed,  and  oil  of  mace,  and  ^  fluid 
ounce  of  cognac  essence  in  If  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. ; 
sweeten  the  solution  with  71  pounds  of 
sugar  dissolved  in  2i  quarts  of  water. 
Color  red  and  filter. 

Stviss  Cordial.  Dissolve  ^  drops 
each  of  oil  of  wormwood,  oil  of  calamus, 
and  oil  of  peppermint,  24  drops  each  or 
oil  of  bitter  oranges,  oil  of  marjoram, 
oil  of  cinnamon,  oil  of  cloves,  and  oil 
of  cardamons  in  1|  gallons  of  rectified 
spirit  of  90  per  cent.  Tr. ;  sweeten  the 
solution  witn  4^  pounds  of  sugar  dis- 
solved in  li  gallons  of  water,  color  the 
fluid  green,  and  filter. 

Thiem's  Bitters.  1  pound  of  peeled 
calamus  root,  2i  jwunds  of  orange  peel, 
i  pound  of  galanga,  |  pound  of  white 
cinnamon,  51  ounces  of  cardamons,  4| 
ounces  each  of  cloves  and  allspice,  2i 
ounces  each  of  anise  seed  and  fennel, 
51  ounces  of  nutmeg,  1  ounce  of  Roman 
camomile,  and  2i  ounces  of  elecampane 
root  are  digested  in  17  gallons  of  spirit 
of  wine  50  per  cent,  strong  for  24  hours 
in  a  still,  and  then  8^  gallons  of  liquor 
are  distilled  ofl*,  55  pounds  of  sugar  are 
dissolved  in  the  distillate,  and  a  suffi- 
cient quantity  of  water  is  added  to  give 
a  volume  of  26^  gallons  of  liqueur  30 
per  cent,  strong. 

Tivoli  Cordial.  Dissolve  80  drops 
each  of  oil  of  coriander  seed  and  oil  of 
mace,  and  40  drops  each  of  oil  of  lemon, 
tincture  of  vanilla,  oil  of  cinnamon, 
and  tincture  of  orris  root  in  1|  gallons 
of  rectified  spirit  of  90  per  cent.  Tr. ; 
sweeten  the  solution  with  6i  pounds  of 
sugar  dissolved  in  li  gallons  of  water, 
and  color  the  cordial  brown. 

Trappistitie.  3i  ounces  each  of 
wormwood  and  angelica  root,  If  ounces 
each  of  myrtle  leaves  and  calamus  root, 
i  ounce  of  cloves,  3i  ounces  of  carda- 
mons, 7  ounces  of  peppermint,  2h  ounces 
of  common  balm  leaves,  |  ounce  of  cin- 


namon, and  h  ounce  of  nutmeg  ar^ 
macerated  for  48  hours  in  2\  gallons  of 
rectified  spirit  85  per  cent,  strong;  2i 
gallons  of  water  are  then  added  and  the 
macerated  mass  is  distilled.  One  gallon 
of  water  is  then  added  to  the  distillate, 
and  this  is  compounded  with  a  cold 
syrup  of  17^  pounds  of  sugar  in  1  gallon 
of  water,  ana  finally  a  sufficient  quan- 
tity of  water  is  added  to  give  an  entire 
product  of  5i  gallons.  This  liqueur  is 
colored  green. 

Vanilla  Cordial.  Macerate  2\  ounces 
of  vanilla  beans  for  a  few  days  in  li 
gallons  of  rectified  spirit  and  3  gallons 
of  water,  and  then  distil  the  mass.  Add 
22  pounds  of  dissolved  sugar  to  the  dis- 
tillate, color  it  with  oochineal,  and 
filter. 

V^Uable  Extrait  d^ Absinthe.  Five 
pounds  of  anise  seed,  a  like  quantity 
of  fennel,  1^  pounds  of  elecampane 
root,  2  pounds  of  calamus,  2  ounces  of 
wormwood,  2^  ounces  of  leaves  and 
stalks  of  wild  basil,  6i  ounces  of  bitter 
almonds,  2  ounces  each  of  hyssop,  mint, 
and  gnaphalium  flowers  are  commi- 
nuted and  digested  in  3  gallons  of  recti- 
fied spirit  of  90  per  cent  Tr.  The 
macerated  mass  is  then  pressed  out,  the 
liquor  filtered,  and  2  gallons  of  rum  are 
added,  and  the  fluid  sweetened  with  5 
pounds  of  brown  sugar  dissolved  in  2i 
gallons  of  water. 

Vienna  Bitters.  Dissolve  40  drops 
each  of  oil  of  bitter  oranges,  oil  of 
wormwood,  and  oil  of  Crete  marjoram 
(ori^n),  32  of  oil  of  calamus,  20  each 
of  oil  of  peppermint,  oil  of  marjoram, 
oil  of  anise  seed,  oil  of  thyme,  and  oil 
of  cinnamon,  24  of  oil  of  coriander  seed, 
and  12  of  oil  of  cloves  in  2  gallons  of 
rectified  spirit  of  90  per  cent.  Tr.  Add 
3  quarts  of  good  red  wine  to  the  solu- 
tion, sweeten  it  with  6h  pounds  of  sugar 
dissolved  in  3i  quarts  of  water,  color  it 
red,  and  filter. 

Wormwood  Cordial.  Dissolve  li 
fluid  drachms  of  oil  of  wormwood,  32 
drops  of  oil  of  lemon,  and  20  drops  each 
of  oil  of  cinnamon  and  oil  of  cardamon 
in  if  gallons  of  rectified  spirit  of  90  per 
cent.  Tr. ;  sweeten  the  solution  with  5i 
pounds  of  sugar  dissolved  in  1|  gallons 
of  water,  and  filter. 

VI.  Ratafias.  Barhadoes  Rata^ 
fia.  Dissolve  80  drops  of  oil  of  iemon, 
a  like  quantity  of  oil  of  bergamot,  40 
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each  of  oil  of  cinnamon,  oil  of  cloves, 
and  oil  of  mace,  and  li  fluid  drachms 
of  vanilla  tincture  in  If  gallons  of  rec- 
tified spirit  of  90  per  cent.  Tr.,  and  add 
11  pounds  of  sugar,  dissolved  in  1|  gal- 
lons of  water. 

Cocoa  Bat-afia.  Seven  pounds  of 
roasted  cocoa  are  digested  for  14  days 
in  1  gallon  of  alconol  35  per  cent, 
strong.  Sweeten  the  mixture  with  ISf 
pounds  of  sugar  dissolved  in  2h  auarts 
of  water,  filter  and  add  90  drops  of  van- 
illa tincture. 

OitroTKU- Ratafia.  Dissolve  2J  fluid 
drachms  of  oil  of  lemon  and  1  fluid 
drachm  each  of  oil  of  bergamot,  vanilla 
tincture,  and  essence  of  roses  in  2  gal- 
lons of  rectified  spirit  of  90  per  cent.  Tr., 
and  sweeten  the  solution  with  13  pounds 
of  sugar  dissolved  in  1^  gallons  of 
water. 

Claret  Ratafia.  Comminute  2  ounces 
each  of  anise  seed,  dill,  fennel,  and 
coriander  seed,  and  4i  ounces  of  cara- 
way seed;  macerate  these  ingredients 
for  14  days  in  2  ^llons  of  whiskey  22 
per  cent,  strong,  then  strain  the  macer- 
ated mass  through  a  linen  cloth ;  add 
5^  pounds  of  sugar  dissolved  in  i  pint 
of  water,  and  filter. 

English  Bitters  Ratafia,  Dissolve 
80  drops  of  oil  of  bitter  almonds,  a  like 
quantity  of  oil  of  angelica,  40  or  oil  of 
marjoram,  32  of  oil  of  balm,  20  each  of 
oil  of  wormwood  and  oil  of  carda- 
mons,  120  of  cognac  essence,  and  80  of 
vanilla  tincture  in  If  gallons  of  recti- 
fied spirit  of  90  per  cent.  Tr.,  and 
sweeten  the  solution  with  a  syrup  made 
of  10  pounds  of  sugar  and  1^  gallons  of 
water. 

Fennel  Ratafia.  Dissolve  2  fluid 
drachms  of  fennel  oil,  I  fluid  drachm 
of  oil  of  coriander  seed,  a  like  ouantity 
of  oil  of  anise  seed,  and  li  fluid  drachms 
of  orange  blossom  essence  in  1|  gallons 
of  rectined  spirit  of  90  per  cent,  Tr,,  and 
sweeten  the  solution  with  a  syrup  made 
of  10  pounds  of  sugar  and  1^  gallons 
of  water. 

Ginger  Ratafia.  Comminute  h  pound 
of  ginger  and  t  ounce  of  vanilla  oeans. 
Pour  If  gallons  of  rectified  spirit  of  90 
per  cent.  Tr.  over  these  ingredients,  let 
them  stand  for  some  time,  draw  off  the 
fluid,  and  sweeten  it  with  a  solution  of 
10  pounds  of  sugar  in  1^  gallons  of 
water. 


Ratafia  Chinoise  ( Chinese  Liqueur), 
Commmute  1^  pounds  of  green  oranges 
and  5i  ounces  of  fresh  stems  of  an- 
gelica; pour  2^  gallons  of  spirit  of 
wine  over  these  ingredients,  and  let 
them  macerate  for  10  to  15  days.  Then 
press  the  macerated  mass  out,  filter 
the  liquid,  and  sweeten  it  with  9 
pounds  of  sugar  dissolved  in  1  gallon 
of  water. 

Ratafia  de  Grenoble.  Comminute  1 
drachm  of  cinnamon.  |  ounce  of  cloves, 
8^  ounces  of  peach  leaves,  and  a  like 
quantity  of  cherry  stones.  Pour  1  gal- 
lon of  whiskey  over  these  ingredients, 
and  let  them  digest  for  2  to  3  weeks, 
when  they  are  distilled.  Add  to  the 
distillate  1  gallon  of  cherrv  juice,  in 
which  2^  pounds'  of  sugar  have  been 
dissolved. 

Mulberry  Ratafia.  Pour  22  pounds 
of  spirit  of  wine  over  26i  pounds  of 
muloerries,  1  pound  of  orris  root,  the 
juice  of  4  lemons  and  of  4  oranges,  and 
the  peel  of  these  fruits.  Let  them  ma- 
cerate for  4  to  6  weeks,  then  filter  and 
compound  the  filtrate  with  6i  to  9 
pounds  of  sugar  syrup. 

Orange  Ratafia.  Slice  20  oranges, 
pour  13i  pounds  of  rectified  spirit  of  90 
per  cent.  Tr.  over  them,  and  let  them 
stand  for  8  days.  Then  press  out  the 
fluid,  filter  it  and  add  a  solution  of 
10  pounds  of  sugar  in  li  gallons  of 
water. 

Apple  Ratafia.  26^  pounds  of  apple 
juice,  i  ounce  each  of  cloves  and  mace. 
7i  pounds  of  sugar,  and  22  pounds  or 
spirit  of  wine  are  allowed  to  digest  for 
4  to  6  weeks,  then  add  some  ambergris, 
filter,  and  color  the  fluid  yellow. 

Pear  Ratafia,  26^  pounds  of  pear 
juice,  i  ounce  each  of  mace  and  cloves, 
71  pounds  of  sugar,  apd  22  pounds  of 
spirit  of  wine.  Treat  in  the  same 
manner  as  apple  ratafia. 

Stomachic  Ratafia.  Comminute  8^  . 
ounces  of  pomegranates,  1  ounce  of 
calamus  root,  i  ounce  of  cloves,  2 
ounces  of  caraway  seed,  1  ounce  of 
cinnamon,  and  i  ounce  of  mace.  Pour 
1  gallon  of  spirit  of  wine  over  the 
ingredients,  and  allow  them  to  digest 
for  16  or  20  days.  Then  pour  off 
the  liquid,  and  press  out  the  residue. 
Pour  3  quarts  of  boiling  water  over  1 
ounce  of  peppermint,  drain  off  the  fluid, 
dissolve  in  it  3^  pounds  of  sugar,  and 
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add  this  to  the  above  fluid.  Then  let  it 
stand  quietly  for  3  or  4  weeks,  when 
the  clear  fluid  is  poured  ofi",  and  the 
sediment  filtered. 

Celery  R<Uafia,  4t\  ounces  of  celery 
seed,  5  drachms  of  coriander  seed,  and 
3  drachms  of  cardamons  are  commi- 
nuted and  digested  for  3  weeks  in  2h 
quarts  of  whiskey  24  per  cent,  strong, 
when  the^  are  distilled  on  a  water  bath. 
The  distillate  is  sweetened  with  2| 
pounds  of  sugar  dissolved  in  1^  pints 
of  water. 

Scotch  Ratafia,  Mix  5^  ounces  of 
jujube  berries,  2\  ounces  of  saffron,  1^ 
ounces  of  dates,  1^  ounces  of  grapes,  | 
drachm  of  coriander  seed,  |  drachm  of 
cinnamon,  and  pour  |  gallon  of  whiskey 
of  24  per  cent,  over  the  mixture.  After 
allowing  it  to  digest  for  14  davs,  pour 
off*  the  fluid,  and  add  to  it  the  fluid 
pressed  from  the  residue.  Sweeten  with 
21  pounds  of  sugar  dissolved  in  li  pints 
of  water. 

VanUla  Batafia.  Cut  1  ounce  of 
vanilla  beans  in  small  pieces.  Pour 
13i  pounds  of  rectified  spirit  of  90  per 
cent.  Tr.  over  them,  add  ^  fluid  dracnm 
of  oil  of  oran^  blossoms,  let  them  stand 
for  8  days,  then  filter,  add  11  pounds 
of  sugar  dissolved  in  li  gallons  of 
water,  and  color  pale  red. 

Wormwood  Ratafia,  Dissol  ve  2  fluid 
drachms  of  oil  of  wormwood,  32  drops 
of  oil  of  cinnamon,  20  drops  each  of  oil 
of  cloves  and  oil  of  cardamons  in  li 

f  aliens  of  rectified  spirit  of  90  per  cent, 
'r. ;  sweeten  the  solution  with  a  syrup 
of  8f  pounds  of  sugar,  add  1  gallon  of 
water,  and  color  green. 


Blasting  Compounds,  Blasting 
PowDEB,  Dynamite,  Gun-Cotton, 
Gunpowder,  Nitbo-glycebine, 
Fulminates,  Etc. 

Among  the  blasting  compounds  nitro- 
glycerine and  the  explosive  substances, 
dynamite,  etc.,  derived  from  it,  occupy 
the  foremost  place. 

NUro-glycerine  is  obtained  in  the  fol- 
lowing manner :  Fuming  nitric  acid  of 
49°  to  50°  Beaum6  is  mixed  with  twice 
its  weight  of  highly  concentrated  sul- 
phuric acid  in  a  vessel  kept  cool  by 
Deing  surrounded  with  cold  water. 
Ordinary  commercial   glycerine,  free 


from  lime  and  lead,  is  evaporated  to  30° 
or  31°  Beaum6.  When  entirely  cold, 
it  should  be  of  a  syrupy  consistency.  7  i 
pounds  of  the  cold  acid  mixture  are 
Drought  into  a  glass  flask  or  earthen 
vessel ;  this  is  placed  in  cold  water,  and 
I  pound  of  glycerine  is  slowly  poured 
into  it ;  constant  stirring  being  Kept  up 
during  the  addition  of  the  glycerine. 
Great  care  must  be  observed  ta  avoid 
any  heating  of  the  mixture,  as  the  con- 
sequence of  this  would  be  an  oxidation 
of  the  glycerine  with  development  of 
carbonic  acid.  When  the  mixture  is 
complete,  it  is  allowed  to  stand  quietly 
for  5  or  10  minutes,  when  it  is  poured 
into  5  or  6  times  its  volume  of  cold 
water,  to  which  a  rotary  motion  has 
previously  been  imparted.  The  nitro- 
glvcerine  subsides  quickly  as  a  heavy 
oil,  which,  by  decantation.  is  brought 
into  a  vessel  of  greater  neight  than 
width.  It  is  now  washed  with  water, 
until  not  a  trace  of  acid  reaction  is  in- 
dicated by  blue  litmus  paper,  when  it 
is  put  in  flasks  read^v  for  use.  It  is  a 
yellow  or  brown  oil,  heavier  than 
water,  and  practically  insoluble  in.  it, 
but  soluble  ]  n  alcohol  and  ether.  When 
impure  or  acid,  it  decomposes  spon- 
taneously in  a  short  time,  with  develop- 
ment of  gas,  and  formation  of  oxalic 
and  glyceric  acids. 

Mowbray's  Process  of  Manufacturing 
Nitro-glycerine,  This  product  is  pre- 
eminent because  of  its  stable  character. 
It  freezes  at  45°  F.,  is  clear  as  water, 
and  never  of  an  orange  color.  When 
detonated  it  does  not  produce  what 
is  known  as  glycerine  neadache  and 
is  non-explosive  when  frozen.  These 
excellent  qualities  are  imparted  to 
it  by  the  care  taken  in  its  prepeu'ation. 
The  nitrifying  acid  is  maae  in  a  well- 
ventilated  building,  in  which  are 
placed  five  retorts  each  of  li  pounds* 
capacity  and  charged  with  lOi  ounces 
of  sodiimi  nitrate  and  13i  ounces 
of  sulphuric  acid.  Terra-cotta  pipes 
conduct  the  vapors  from  each  retort 
into  a  row  of  four  earthenware  receivers 
standing  upon  a  trestle  raised  slightly 
above  tne  floor.  165  pounds  of  sul- 
phuric acid  are  poured  into  the  first  two 
receivers  and  110  pounds  into  the  third, 
while  the  fourth,  remains  empty.  The 
nitric  acid  vapors  are  condensed  in  the 
receivers,  whereby  the  mixture  of  adds 
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roquired  for  nitrating  is  at  once  ob- 
tained. When  the  distillation,  which 
re<iuires  24  hours,  is  finished,  the  acid 
mixture  (about  660  pounds)  is  drawn 
off  and  emptied  into  a  large  trough  of 
soapstone.  To  remove  the  hyponitric 
acid,  as  well  as  to  obtain  a  homogeneous 
mixture,  Mouhray  passes  a  current  of 
air  into  the  trougn  through  an  iron 
pipe,  which  answers  the  purpose  \^r- 
foctly.  This  operation  is  of  great  im- 
portance, as  the  presence  of  hyponitric 
acid  and  nitrous  acid  probably  causes 
the  spontaneous  decomposition  and  con- 
sequent explosion  of  this  substance. 
The  room  m  which  the  nitrating  pro- 
cess is  carried  on  is  about  103  feet  long 
and  contains  116  jars  of  earthenware  in 
9  wooden  troughs.  18|  pounds  of  acid 
are  poured  into  each  of  tne  jars  and  the 
troughs  are  filled  with  ice  water,  or 
with  a  mixture  of  ice  and  salt,  to  within 
\  inch  of  the  edge  of  the  jars  containing 
the  acid.  Upon  a  shelf  above  the 
troughs  are  placed  glass  vessels,  one 
for  each  jar.  Each  contains  2\  pounds 
of  pure  glycerine  (not  crude  glycerine), 
which  is  conveyed  drop  by  rfrop  into 
the  acid  mixture  by  means  of  a  siphon 
and  rubber  hose.  Beneath  the  shelf 
upon  which  the  glycerine  vessels  stand 
runs  an  iron  pipe  2i  inches  in  diameter, 
through  which  passes  a  current  of  cold 
and  dry  air,  which  is  introduced  into 
the  jars,  while  the  acid  and  glycerine 
intermingle,  through  glass  tubes  16^ 
inches  long  and  \  inch  in  diameter, 
li  hours  are  required  for  the  glycerine 
to  run  off,  ana  the  greatest  attention 
and  care  are  necessary  during  this 
time.  The  three  workmen  overseeing 
the  mixing  process  walk  constantly  up 
and  down  with  a  thermometer  in  hand, 
and  should  they  find  the  temperature 
rising  in  one  of  the  jars,  or  that  red 
vapors  are  emitted,  they  stir  the  mix- 
ture with  a  glass  rod.  It  happens  some- 
times that  the  glycerine  runs  too  rap- 
idly, when  the  flow  must  be  diminished, 
and  in  case  the  engine  should  cease 
working  must  be  entirely  stopped  and 
the  mixture  stirred. 

When  the  conversion  of  glycerine  into 
nitro-glycerine  is  completed,  and  no 
more  red  vapors  escape,  the  jars  are 
emptied  into  a  vat  containing  cold 
water  (42.8°  F.).  The  quantitjr  pro- 
duced amounts  at  each  operation  to 


495  pounds.  In  this  vat  the  oil  sub^ 
sides  to  the  bottom,  being  covered  with 
water  about  6  feet  deep.  It  remains 
here  for  15  minutes,  when,  after  the 
water  has  been  run  off,  it  is  drawn  off 
into  another  vat  resembling  an  old- 
fashioned  chum,  but  much  larger. 
Here  it  is  washed  5  times — ^three  times 
with  pure  water  and  twice  with  a  solu- 
tion of  soda,  a  current  of  air  being 
?assed  through  it  at  the  same  time, 
'he  water  from  the  washing  apparatus 
is  allowed  to  run  into  a  vat,  and  from 
this  through  two  barrels  buried  in  the 
ground,  whence  it  finds  its  way  to  the 
outside.  If  any  of  the  oil  should  have 
been  carried  off  with  the  wash-water,  it 
is  regained  in  one  of  the  barrels.  The 
nitro-glycerine  is  then  transported  in 
copper  vessels  to  a  magazine  about  300 
feet  distant  from  the  work-room  and 
emptied  into  crocks  each  having  a  capa- 
city of  ^Q  pounds.  These  are  placed  on 
wooden  shelves,  each  holding  about  20 
crocks,  which  are  immersed  in  water  of 
about  70°  F.,  reaching  to  within  6 
inches  of  the  edge  of  the  crocks.  Here 
they  remain  for  72  hours,  during  which 
time  the  impurities  that  may  be  con- 
tained in  the  oil  rise  to  the  surface  in 
the  form  of  a  scum,  which  is  removed 
with  a  spoon.  The  nitro-glycerine  is 
then  chemically  pure,  transparent  as 
water,  and  strongly  reiracts  light.  In 
this  condition  it  is  ready  ibr  packing. 
The  tin  cans  used  for  this  purpose  are 
coated  inside  with  paraffine,  and  have 
a  capacity  of  61  i  pounds  each.  When 
they  are  to  be  fillM  they  are  placed  in 
a  shallow  wooden  vat;  the  oil  is  first 
poured  into  copper  cans  and  then 
through  a  rubber  funnel  into  the  tin 
cans.  To  render  any  oil  which  may  be 
spilled  harmless  the  precaution  is  used 
to  cover  the  bottom  of  the  vat  with  a 
thick  layer  of  plaster  of  Paris,  which 
quickly  absorbs  the  fluid.  When  the 
cans  have  been  filled  they  are  placed 
in  a  wooden  vat  filled  with  ice  water, 
or  ice  and  salt,  until  their  contents  are 
frozen,  and  30  to  40  of  them  are  stored 
away  together  in  smaller  magazines  at 
a  distance  of  about  325  feet  from  the 
factory.  For  transporting  the  nitro- 
glycerine the  tin  cans  are  packed  in 
open  wooden  boxes,  the  bottom  of 
which  is  covered  with  several  inches  of 
sponge.     Around  the  cans  themselves 
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are  fastened  two  gutta-percha  tubes 
crossing  each  other  on  the  bottom  of 
the  can.  To  thaw  the  nitro-glycerine 
each  can  is  provided  with  a  tube  about 
10  inches  long  and  li  inches  in  diame- 
ter, passing  through  the  centre  from  top 
to  bottom,  into  which  water  of  from  70  to 
90°  F.  is  poured.  The  cans  are  closed 
by  a  cork  covered  with  a  piece  of  blad- 
der. Sleighs  are  used  in  winter  for 
transporting  the  cans,  and  in  summer 
wagons  covered  with  a  layer  of  ice  and 
this  with  a  blanket. 

JR,  Bottger  recommends  the  following 
process  as  free  from  risk  for  preparing 
small  quantities  of  nitro-glycerine :  A 
few  grammes  of  anhydrous  and  entirely 
pure  glycerine  are  poured  into  a  test- 
glass  kept  cool  by  being  surrounded 
with  a  freezing  mixture,  and  containing 
1  part  by  volume  of  concentrated  sul- 

Ehuric  acid  of  1.62  gravity,  and  2  parts 
y  volume  of  stronger  sulphuric  acid 
of  1.83  gravity.  The  mixture  is  poured 
as  quickly  as  possible  into  a  larger  vol- 
ume of  water.  In  this  the  nitro-glycer- 
ine, resembling  drops  of  oil.  subsides  to 
the  bottom ;  it  is  then  wasned  and  re- 
washed,  first  with  water,  and  finally 
with  a  weak  solution  of  soda.  It  is 
freed  from  water  by  means  of  a  few 
small  pieces  of  chloride  of  calcium, 
when  a  product  will  be  obtained  of 
such  purity  that  it  may  be  kept  with- 
out risk  for  an  indefinite  time  and  with- 
out suffering  decomposition. 

Dynamnte  possesses  all  the  properties 
of  nitro-glycerine  for  blasting  purposes, 
and  is  less  dangerous.  Explosion  is 
accomplished  by  means  of  a  percussion 
cap  in  the  same  manner  as  with  nitro- 
glycerine. The  most  common  mode  of 
making  dynamite  is  by  mixing  75  per 
cent,  of  nitro-glvcerine  with  25  per 
cent,  of  powdered,  sand. 

Dynamite,  according  to  H.  Champion 
and  H.  Pellet,  may  be  divided  into,  a, 
dynamite  with  an  inert  absorbent  (in- 
fusorial earth,  ashes,  tripoli,  etc.),  and 
fe,  dynamite  with  an  active  absorbent. 
In  the  latter  variety  rosin,  finely-pow- 
dered coal,  or  saltpetre  are  used  as 
absorbents.  To  this  class  belong  dualin, 
lithofracteur,  etc. 

To  make  the  manufacture  of  dyna- 
mite less  dangerous,  yl .  iS'oferero  suggests 
to  stir  infusorial  earth  with  water  into 
a  dough,,  form  it  into  shapes  of  suitable 


size,  dry  them  at  212^  F.,  and  finally 
dip  them  into  nitro-glycerine.  Dyna- 
mite with  75  per  cent,  of  effective  ex- 
plosive can  be  prepared  in  this  manner. 

Cellulose  Dynamite.  i'Vawg^  has  suc- 
ceeded in  producing  a  nitro-glycerine 
powder  which,  while  it  possesses  all 
the  properties  of  dynamite  prepared 
with  infusorial  earth,  h£is  the  advan- 
tage of  being  unaffected  b^  water.  He 
found  that  certain  organic  absorbents 
possessed  the  property  of  retaining  ab- 
sorbed nitro-glycerine,even  when  placed 
under  water,  and  did  not  lose  their  ex- 
plosive power.  The  nitrogenized  ab- 
sorbents— ^wood  fibre  and  gun-cotton — 
were  found  to  be  too  dangerous  for 
manufacturing  large  quantities.  But 
Franzl  has  now  succeeded  in  preparing 
a  wood  fibre  which  absorbs  from  70  to 
75  per  cent,  of  nitro-glycerine,  which 
retains  these  proportions  unchanged 
when  in  contact  with  water,  and  which 
retains  also  its  explosive  power  after 
being  pressed  out  and  dried. 

Noriin  <&  Ohlsaon^s  Patent  Dynamite 
consists  of  a  mixture  of  ammonium 
nitrate,  with  8  to  10  per  cent,  of  pulver- 
ized charcoal  or  coal,  and  10  to  30  per 
cent,  of  nitro-glycerine.  The  compound, 
which,  on  account  of  the  hygroscopic 
property  of  the  ammonium  nitrate,  must 
be  kept  in  metallic  cases  or  glass 
vessels,  is  exploded  by  means  of  a  per- 
cussion cap. 

A.  Nobel* 8  Dj/namite  is  a  mixture  of 
69  parts  of  saltpetre,  7  of  paraffine  or 
napntlialine,  7  of  coal  dust,  and  20  of 
nitro-glycerine.  It  is  claimed  that  the 
addition  of  paraffine  or  naphthaline 
renders  the  mixture  less  hygroscopic. 

Lithofracteur^  as  manufactured  by 
Krehs  &  Co.  of  Deutz^  is  composed  of 
52  parts  of  nitro-glycerine,  30  of  infusor- 
ial earth,  12  of  coal,  4  of  saltpetre,  and 
2  of  sulphur. 

Dittmar's  Dualin  consists  of  60  parts 
of  nitro-glycerine,  50  of  nitrated  saw- 
dust, and  20  of  saltpetre. 

New  Dynamite  by  Anthoine  &  Gen- 
aud.  In  this  preparation  unsized  paper 
takes  the  place  of  silica.  The  paper  is 
not  only  saturated  with  nitro-glycerine, 
but  dipped  in  succession  into  solutions 
of  saltpetre,  potassium  chlorate,  and 
potassium  picrate. 

Carbodzotine.  This  explosive  mix- 
ture, patented  in  France  by  de  Soulayed 
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and  Cahuc,  is  composed  of  50  to  64 
parts  of  saltpetre,  13  to  IG  of  sulphur, 
14  to  16  of  spent  tan,  or  very  fine  saw- 
dust, 9  to  18  of  lampblack,  and  4  to  5 
of  ferrous  sulphate.  The  mixture  is 
heated  with  a  suitable  quantity  of  water 
to  230°  to  24S°  F.,  then  allqwed  to  cool, 
and  the  solid  mass  dried  and  shapea 
into  bricks. 

Jirise-rocSf  an  explosive  agent  patent- 
ed by  Robavdif  consists  of  40  parts  of 
saltpetre,  20  of  soda  saltpetre,  15  of 
sulphur,  1  of  rock  salt,  ana  15  of  woody 
substance,  spent  tan,  sawdust,  etc. 

Fudrolith,  Poch'a  blasting  powder, 
known  under  this  name,  consists  of  3 
parts  by  weight  of  spent  tan,  5  of  saw- 
dust, 3  of  soda  saltpetre,  3  of  barium 
nitrate,  6  of  wood  charcoal,  12  of 
sulphur,  and  68  of  saltpetre.  The 
barium  and  sodium  salts  are  dissolved 
in  hot  water,  the  tan  and  sawdust 
stirred  into  the  solution,  rjid  the  mix- 
ture is  evaporated  to  dryness.  The 
other  ingredients,  previously  pulver- 
ized, are  intimately  mixed  with  the 
Sowdered  residue  in  a  revolving  cylin- 
er. 

Pyrolith,  This  blasting  powder, 
patented  by  Wattlciiy  and  used  for 
blasting  hard  rocks,  such  as  granite,  etc., 
consists^of  12.0  parts  by  weight  of  saw- 
dust, 67.5  of  saltpetre,  and  20  of  flowers 
of  sulphur. 

For  blasting  softer  rocks,  such  as 
limestone,  coal,  etc.,  Waitlen  recom- 
mends the  following  composition:  11 
parts  by  weight  of  sawdust,  50.5  of  salt- 

Setre,  16  of  soda  saltpetre,  1.5  of  pow- 
ered charcoal,  and  20  of  flowers  of 
sulphur. 

Trete^  Blasting  PawdeVf  patented  in 
England,  consiste  of  52.5  per  cent,  of 
Chili  soda  saltpetre,  20  per  cent,  of 
sulphur,  and  27.5  per  cent,  of  spent 
tan. 

Frozen  Dynamite.  Dynamite,  when 
frozen  solid,  is  comparatively  valueless, 
as  in  thawing  for  use  it  becomes  injured 
and  sometimes  ignites ;  but  by  granulat- 
ing it,  as  freezing  takes  plae«,  and  keep- 
ing it  in  this  condition,  it  may  be  trans- 
ported, handled,  or  poured  and  rammed 
into  bore  holes  witn  entire  safety  and 
convenience.  Freezing  the  dynamite 
in  grains  may  be  readily  accomplished 
by  parsing  it  through  a  coarse  sieve 
liner  it  is  manufacturedj  but  just  before 


it  congeals,  and  allowing  it  to  fall 
I  loosely  and  lie  undisturb^  during  its 
exposure  to  a  freezing  temperature. 
The  particles  will  slightlv  adhere,  but 
may  oe  readily  separated  bv  stirring. 
Dynamite  so  frozen  will  readily  explode 
by  the  ordinary  means,  but  the  cap 
should  have  about  three  times  the  usufu. 
quantity  of  fulminate. 

Av^endre^s  White  Powder,  This 
powder  may  be  advantageously  used 
for  blasting  very  hard  rock,  although 
it  is  somewhat  expensive.  Considerable 
care  and  caution  are  required  in  ram- 
ming it  into  the  drill  holes,  and  for  this 
reason  the  work  should  be  only  in- 
trusted to  experienced  workmen.  By 
the  following  process  Augendre'8  gun- 
powder can  be  produced  as  a  very  ho- 
mogeneous mixture  and  of  great  explo- 
sive energy.  The  three  ingredients  of 
white  gunpowder,  potiftsium  ferrocy- 
anide,  sugar,  and  potassium  chlorate, 
are  pulverized,  each  bv  itself,  in  a  mor- 
tar, and  then  thoroughly  dried.  Each 
of  the  ingredients,  when  dry,  is  again 
pulverized  as  finely  as  possible,  and 
passed  through  a  fine  hair  sieve.  The 
respective  quantities  of  the  ingredients 
are  then  weighed  ofl^,  poured  upon  a 
sheet  of  paper,  and  intimately  mixed 
with  the  fingers  or  with  a  feather.  The 
powder  is  then  placed  in  a  capacious 
porcelain  mortar,  moistened  witn  abso- 
lute alcohol,  and  an  intimate  mixture 
is  produced  by  continued  rubbing  with 
a  pestle,  the  process  being  entirely  free 
from  danger  if  done  in  this  manner. 
The  powder,  which  is  now  in  the  form 
of  a  stiff*  dough,  is  spread  upon  a  smooth 
board  and  dried  in  a  warm  room.  The 
alcohol  evaporates  quickly,  when  the 
thin,  dry  cases  of  powder  are  crushed 
between  two  smooth  boards,  and  the 
powder  pa^ed  through  a  fine  sieve.  In 
this  manner  it  is  obtained  in  the  form 
of  very  fine,  intimately  mixed  dust, 
possessing  excellent  explosive  proper- 
ties. 

ITafenegger*8  Gun  and  Blasting  Pmo- 
der,  several  varieties  of  which  have 
been  patented  in  England,  resembles 
Augendre*8  white  powder.  Their  com* 
position  is  as  follows: 

I.  Nine  parts  of  potassium  chlor- 
ate, i  of  sulphur,  and  \  of  wood  char- 
coal. 

II.  Two  parts  of  potassium  chlorate^ 
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1  of  refined  sugar,  and  1  of  potassium 
ferrocyanide. 

III.  Four  parts  of  potassium  chlorate, 
1  of  sulphur  or  sugar,  i  of  wood  char- 
coal, and  1  of  pota^ium  ferrocyanide. 

IV.  Four  parts  of  potassium  chlorate, 
4  of  sugar,  i  of  wood  charcoal,  and  i  of 
sulphur. 

V.  One  part  of  potassium  chlorate 
and  1  of  sugar. 

VI.  Eleven  parts  of  potassium  chlor- 
ate, i  of  sulphur,  and  i  of  wood  char- 
coal. 

I>r,  JBorlinetto*8  Gunpowder.  Mix 
very  intimately  10  parts  of  Chili  salt- 
petre, 10  of  picric  acid,  and  8i  of  potas- 
sium bichromate. 

Sharp  <fe  Smithes  Patent  Gunpowder 
consists  of  2  parts  of  saltpetre,  2  of  po- 
taasium  chlorate,  1  of  potassium  ferro- 
cyanide, 1  of  potassium  tartrate,  and  2 
of  sulphur. 

Spence*8  Powder  for  Cannon  of  Large 
Calibre.  Two  parts  by  weight  of  finely- 
pulverized  charcoal  are  boiled  with  38 
parts  by  weight  of  water.  The  boiling 
IS  interrupted  after  a  short  time,  and, 
with  constant  stirring,  20  parts  by 
weight  of  potassium  chlorate,  2  of  pul- 
verized coal,  and  4  of  sodium  bicarbon- 
ate are  added  to  the  mixture  of  charcoal 
and  water.  The  mass  is  again  brought 
to  the  boiling  point,  7  parts  by  weight 
of  fine  sawdust  are  added,  and  the  boil- 
ing continued  until  the  woody  mass  has 
formed  a  magma  with  the  water.  When 
this  is  done  the  mass  is  eva}X)rated  in 
open  pans  until  it  is  of  a  consistency  to 
be  granulated  in  the  usual  manner  in 
the  powder-mill. 

Non-explosive  Poioder.  When  this 
powder  is  ignited  it  does  not  explode, 
but  bums  slowly  with  a  hissing  noise. 
It  loosens  and  raises  stones  without 
blasting  them.  It  is  cheaper  than  the 
ordinary  powder,  of  quite  a  coarse 
grain,  and  contains  3  parts  of  potassium 
nitrate  to  1  of  sodium  nitrate.  The 
'powder  is  mixed  in  the  following  pro- 
portions: 56.22  to  56.23  per  cent,  of 
potassium  nitrate,  18.33  to  18.39  per 
cent,  of  sodium  nitrate,  9.68  per  cent, 
of  sulphur,  and  14.14  to  16.01  per  cent, 
of  charcoal. 

Gre-en^s  Blasting  Powder  consists 
principally  of  barium  nitrate,  contains 
but  little  saltpetre  and  no  sulphur. 
There  is  less  danger  in  manufacturing  | 


it  than  gunpowder,  but  it  is  not  fit  for 
firearms.  It  possesses  the  great  advan- 
tage of  not  emitting  thick  smoke  or 
choking  gases,  and  therefore  does  not 
interrupt  the  work  in  mines ;  and  fur- 
ther, that  it  takes  up  less  room  than 
gunpowder  and  is  much  cheaper.  Its 
effect  as  compared  with  gunpowder  is 
as  18  to  11. 

Giani  Dvnamite  is  a  mixture  of  18 
to  28  parts  oy  weight  of  pyroxyline,  55 
to  44  of  nitro-glycerine,  6  to  10  of  pyro- 
paper,  20  to  16  of  nitro-starch,  1  to  1  of 
nitromannite,  and  I  to  2  of  water-glass. 
The  materials,  which  should  be  free 
from  acid,  are  carefiiUy  mixed  and 
brought  under  a  cartridge  press,  in  the 
stamp  of  which  is  fastened  a  needle 
which  makes  a  hole  in  the  cartridge  for 
the  reception  of  the  fuse.  The  cartridge 
thus  prepared  is  hermetically  closed 
with  collodion,  and  packed  in  the  same 
manner  as  lithofracteur.  Shortlv  be- 
fore the  cartridge  is  to  be  used  the 
coating  of  collodion  is  broken  on  those 
places  where  the  holes  are  for  the  re- 
ception of  the  fuse.  This  consists  of 
soft  gun-cotton  impremated  with  potas- 
sium chlorate  and  plumbic  ferrocyan- 
ide, and  is  prevented  from  dropping 
through  by  a  knot  on  one  end.  It  i» 
drawn  through  the  holes  and  a  Bick- 
ford'a  fuse  fiStened  to  the  other  end. 

Blasting  Compound  from  PoUtto- 
Starch.  The  process  is  similar  to  that 
of  manufactunng  nitro-glycerine.  The 
potato-starch  is  shaken  with  concen- 
trated nitric  aeid  until  it  is  dissolved, 
and  then,  with  vigorous  stirring,  poured 
into  sulphuric  acid,  whereby  the  prep- 
aration is  separated  in  a  finely-divided 
condition.  All  traces  of  acid  are  then 
removed  by  washing  and  rewashing, 
and  treating  the  preparation  with  so- 
dium carbonate.  The  explosive  starch 
flour,  when  dry,  forms  a  tender  white 
powder.  When  touched  wi  th  a  glow i ng 
piece  of  wood  it  is  quickly  consumed 
with  a  yellow  flame  without  leaving  a 
residue.  A  great  advantage  of  the  ex- 
plosive starch  flour  is  that  it  explodes 
only  after  having  been  repeatedly 
struck  with  a  hammer  upon  an  anvil. 
Its  ignition  temperature  is  between 
356°  and  374°  F.  In  external  appear- 
ance this  explosive  agent  does  not  diiTer 
from  ordinary  starch  flour.  It  remains 
entirely    unchanged   when   boiled   in 
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water,  but  loses  the  property  of  being 
colored  blue  by  iodine.  If  examinea 
with  the  microscope  the  well-known 
starch  globules  cannot  be  detected. 

A  New  Btastiiig  Fotadery  patented  in 
Germany  by  Th.  Martinatn^  consists  of: 

Parts. 


I.         II.        III. 

Saltpetre 70  C4  66 

Sulphur 12  12  22 

Lampblack 5  3  3 

Sawdust  or  tan 13  21  29 

Ferrous  sulphate 2  3  5 

The  ferrous  sulphate  is  completely 
dissolved  in  a  little  water,  and  the  other 
components  are  mixed  with  it  at  248° 
to  266°  F.  The  mixture  is  cooled  oflf 
by  constantly  stirring  it  and  then  dried. 
This  powder  can  be  stored,  transported, 
and  used  without  danger,  and  develops 
no  smoke  in  the  mine.  The  first  mix- 
ture is  intended  for  dense  rocks,  the 
second  for  anthracite,  and  the  thinl  for  i 
bituminous  coal. 

To  protect  bliisiing  agents  containing 
nitro-glycerine  and  ammonium  nitrate 
from  moisturCf  and  to  prevent  the  ex- 
tidation  of  the  nitro-glycerine^  Nobel 
adds  parafiine  to  them.  He  recom- 
mends the  following  proportions:  69 
per  cent,  of  sodium  nitrate,  7  per  cent, 
of  paraffine,  and  4  per  cent,  of  charcoal. 
These  ingredients  are  carefully  mixed, 
and  20  per  cent,  of  nitro-glycerine  is 
added  to  liie  mixture.  Or,  75  per  cent, 
of  ammonium  nitrate,  3  per  cent,  of 
charcoal,  4  per  cent,  of  paraflSne,  and 
18  per  cent,  of  nitro-glycerine. 

Giant  Powder.    Forty  parts  of  nitro- 

flycerine  are  mixed  with  60  parts  of  a 
ry  mixture,  consisting  of  40  parts  of 
sodium  nitrate,  6  of  rosin,  6  of  sulphur, 
and  8  of  in^sorial  earth  or  other  anal- 
ogous absorbent  substance.  This  forms 
a  Dowerful  blasting  compound,  which 
will  not  ignite  from  contact  with  flame 
nor  from  a  blow,  but  may^  be  readily 
exploded  by  the  shock  given  by  dis- 
charging a  cap  containing  fulminate. 

Faure  <fe  French's  Blasting  Comr- 
pound  is  a  mixture  of  1  part  of  char- 
coal, 16  of  barium  nitrate,  and  1  of 
nitro-cellulose  stirred  into  a  dough  with 
some  water  and  then  formed  into  disks 
and  dried. 

Gnn-Cottxm.  Gorton- wool  is  im- 
luersed  in  a  boiling  dilute  solution  of 


potassium  carbonate,  then  washed  with 
water  and  well  dried.  It  is  now  steeped 
for  a  few  minutes  in  a  cold  mixture  of 
1  part  of  concentrated  nitric  acid  and  3 
or  oil  of  vitriol,  then  squeezed,  and 
again  placed  in  a  fresh  acid  mixture 
and  len  there  for  48  hours.  It  is  then 
again  well  squeezed  and  washed  for  a 
long  time  with  running  water,  and  fin- 
al Iv  steeped  in  a  solution  of  potassium* 
carbonate. 

Gun-ootton  thus  manufactured  will 
keep  without  change  indefinitely,  and 
may  be  kept  under  water  for  safety's 
sake,  and  possesses,  after  drying,  all  its 
original  properties. 

It  is  insoluble  in  water,  alcohol,  and 
ether.  It  takes  fire  at  300°  F.,  burning 
away  rapidly  but  without  explosion; 
but  when  ignited  in  a  confined  space, 
or  by  percussion,  it  decomposes  with  a 
violent  detonation,  the  energy  of  which 
equals  that  of  five  times  its  weight  of 
gunpowder. 

New  BlasHng  Compounds. 

1.  Peralite  is  a  coarse-grained  pow- 
der consisting  of  64  per  cent,  of  salt- 
petre, 30  per  cent,  of  charcoal,  and  6 
per  cent,  of  sulphide  of  antimony. 

2.  J  aline  contains  65  to  75  per  cent, 
of  saltpetre,  10  per  cent,  of  sulphur,  10 
to  15  per  cent,  of  lignite,  3  to  8  per  cent, 
of  soaium  picrate,  and  2  per  cent,  of 
potassium  cnlorate. 

New  Blasting  Compound  from  a 
Combination  of  Honey  and  Glycerine. 
The  following  proportions  by  weight 
are  used : 

No.  I.  Fifljr  parts  of  combination  of 
honey  and  glycerine,  12  of  potassium 
chlorate,  16  of  potassium  nitrate,  17  of 
prepared  sawdust,  and  5  of  prepared 
chalk. 

No.  II.  Thirty-eight  parts  of  com- 
bination of  honey  and  glycerine,  19  of 
]X)tassium  chlorate,  24  of  potassium 
nitrate,  10  of  prepared  sawdust,  and  9 
of  prepared  chalk. 

The  combination  of  honey  and  gly- 
cerine is  prepared  as  follows:  Mix  1 
part  of  nitric  acid  of  1.60  specific  grav- 
ity and  2  parts  of  sulphuric  acid  of  1.84 
specific  gravity,  and  let  the  mixture 
cool  off  to  62°  F.  Eight  parts  of  this 
mixture  are  placed  in  a  wooden  vessel 
lined  with  lead,  and  to  this  is  added, 
with  slow  and  constant  stirring,  1  part 
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of  a  mixture  of  equal  parts  of  honey  and 
glycerine,  keeping  the  temperature  of 
the  compound  between  69^  and  68°  F. 
After  stirring  for  about  5  minutes  the 
combination  of  honey  and  glycerine 
settles  on  the  bottom  of  the  vessel.  It 
is  then  separated  from  the  supernatant 
acid  and  washed  first  with  water  and 
next  with  a  solution  of  soda  to  remove 
the  last  traces  of  acid.  It  is  now  ready 
for  mixin<?  with  the  other  ingredients, 
which  must  have  been  previously  pul- 
verized and  intimately  mixed.  The 
sawdust  iioiir  is  prepared  by  passing 
ordiuarv  sawdust  through  a  fine  sieve 
and  boiling  it  in  a  solution  of  soda  until 
all  resinous  and  coloring  substances 
have  been  extracted,  when  it  is  washed 
in  cold  water  and  dried. 

Preparatimi  of  Blasting  Compounds 
hjf  dirfdly  Nitrating  Crude  Tar  Oils. 
The  crude  tar  oils  are  gradually  com- 
pounded by  constant  stirring  with  nitric 
acid  of  a  high  grade.  The  clear  oil 
standing  over  the  precipitate  is  poured 
ofi*  into  another  vessel,  nitric  acid  added 
to  the  residue,  and  the  process  repeated. 

The  nitrogenized  substances  obtained 
in  this  manner  are  washed,  dried,  and 
mixed  with  substances  yielding  oxygen. 
The  nitrates  of  alkalies,  potassmm 
clilorate,  and  the  strongest  nitric  acid 
(1.5  specific  gravity)  are  principally 
used  for  the  purr)08e. 

(Jelntinoiis  Nitro-glycerine,  Cotton 
carefully  cleansed  and  conmiinuted  is 
boiled  in  a  closed  boiler  with  5  parts  by 
weight  of  dextrine  and  some  acetate  of 
ammonium ;  the  resulting  jelly,  of  which 
as  much  as  7  percent,  may  be  dissolved 
in  nitro-^lvcerine,  forms  with  it  a  mass 
from  which  no  nitro-glycerine  can  es- 
cape. 

To  prepare  the  blasting  compound 
"Forcite  "  76  parts  of  the  above  gelat- 
inous nitro-glycerine  are  mixed  with 
15  parts  of  saltpetre  and  9  of  sawdust. 

Cartridge  Shells  of  Easily  Combusti- 
ble Substances.  The  material  consists 
of  very  loosely  woven  cotton  or  silk 
tissue,  which  is  impregnated  with  nitro- 
glycerine, or  with  a  mixture  of  sulphur 
and  saltpetre.  When  the  tissue  is  dry, 
collodion,  to  w^hich  a  small  quantity  of 
castor  oil  has  been  added,  is  poured 
over  it  and  it  is  then  smoothed  between 
rollers. 

Fulminale  of  Mercury  is  used  for 
3 


filling  percussion  caps.  It  is  prepared 
on  a  large  scale  by  dissolving  t  part  of 
mercury  in  12  of  pure  nitric  acid  of  1.36 
specific  gravity,  and  adding  12  of  spirit 
of  wine,  when  a  violent  reaction  takes 
place,  which  is  kept  in  check  by  adding 
gradually  more  alcohol.  First,  the 
liquid  becomes  black  by  the  separation 
of  metallic  mercurv,  which,  however, 
soon  disappears.  When  the  liquid  be- 
comes cool  the  fulminate  of  mercury 
separates  as  a  crystalline  powder.  It 
is  nearly  insoluble  in  cold  water :  from 
a  boiliup^  solution  it  is  obtained  in  white 
prismatic  crysttils.  When  kindled  in 
the  open  air  it  bums  away  like  gun- 
powder, but  by  percussion  it  is  decom- 
posed with  a  violent  detonation.  The 
explosion  of  the  fulminate  is  so  violent 
and  rapid  that  it  is  necessary  to  moder- 
ate it  for  percussion  caps.  For  this 
purpose  it  is  mixed  with  potassium 
nitrate  or  chlorate.  For  gun  caps 
potassium  chlorate  is  generally  mixed 
with  the  fulminate,  and  powdered  glass 
is  sometimes  added  to  increase  the  sen- 
sibility  of  tlie  mixture  to  explosion  by 
percussion.  After  a  little  of  the  com- 
position has  been  introduced  into  the 
cap,  it  is  made  to  adhere  by  a  drop  of 
solution  of  shellac  in  spirit  of  wine, 
w^hich  renders  it  also  water-proof. 

Fulminate  of  Silver.  Ten  grains  of 
pure  silver  are  tiissolved,  at  a  gent lo 
neat,  in  70  drops  of  concentrated  nitrio 
acid  of  1.42  specific  gravity  and  50 
drops  of  w^ater.  As  soon  as  the  silver 
is  dissolved  the  heat  is  removed  and 
2,000  drojw  of  alcohol  are  added.  If 
the  action  docs  not  commence  after  a 
short  time,  a  very  gentle  heat  may  be 
applied  until  *iffervescence  begins,  when 
the  fulminate  of  silver  will  be  deposited 
in  minute  needles,  and  may  be  lurther 
treated  as  in  the  case  of  fulminate  of 
mercury.  When  dry  the  fulminate  of 
silver  must  be  handled  with  the  greatest 
caution,  since  it  is  exploded  far  more 
easily  than  the  fulminate  of  mercury. 
It  should  be  kept  in  small  quantities, 
wrapped  up  separatelv  in  paper,  ana 
placed  in  a  pasteboard,  box.  The  vio- 
lence of  its  explosion  renders  it  useless 
for  percussion  caps,  but  it  is  employed 
in  detonating  crackers. 

Fulminating  Platinum  is  obtained 
by  dissolving  binoxide  of  platinum  in 
diluted  sulphuric  acid  and  mixing  the 
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solution  with  an  excess  of  ammonia, 
when  a  black  precipitate  will  result 
which  detonates  violently  at  about 
400°  F. 

Fulminating  Gold  is  obtained  as  a 
bufF-colored  precipitate  when  ammonia 
is  added  to  a  solution  of  terchloride  of 
gold.  It  explodes  violently  when 
gently  heated. 


Bleaching. 

New  Method  of  Bleaching  CofOm 
YurnSf  Tissues^  etc.  This  new  method 
of  bleaehini,',  invented  by  Banes  and 
Grisilales,  is  based  uj)on  rendering  the 
p>ods  more  |)orous  and  receptive  of  the 
bleaching  agent  of  any  kind  by  treating 
them  in  a  vacuum  boiler  from  which 
the  air  is  removed  by  an  air-pump. 

Cleansing  of  Cotton  and  other  Vege- 
table Fibres,  Mix  8  parts  of  soda  with 
1  part  of  unslaked  lime,  and  stir  the 
mixture  with  a  quantity  of  water  suffi- 
cient to  dissolve  the  soaa.  Then  allow 
the  fluid  to  clear  by  standing,  and  pour 
it  off  from  the  residue.  The  clear  fluid, 
according  to  circumstances,  should  show 
1.5°  to  2.5°  of  Twaddle:  1.5°  is  sufii. 
cient  for  fine,  light  goods,  while  a 
stronger  fluid  is  required  for  coarse, 
heavy  materials.  The  yams  or  tissues 
are  dipped  for  30  to  50  minutes  in  the 
fluid,  and  then  bleached  in  the  usual 
manner. 

To  Bleach  Cotton  Goods  m'th  Woven 
Borders.  1.  Soak  in  alkaline  Ive.  2. 
Rinse  thoroughly,  using  a  centrifugal. 
3.  Boil  with  solution  of  soap  in  a  high- 
pressure  boiler.  4.  Place  them  for  6  to 
8  hours  in  Javelle*s  lye.  5.  Rinse 
thoroughly  with  water.  6.  Pass  them 
through  a  hydrochloric  acid  bath.  7. 
Rinse  in  animoniacal  water.  8.  Pass 
them  through  a  centrifugal,  and  dry. 

To  Bleach  Mnslin.  For  100  pounds. 
Boil  the  muslin  for  4  to  6  hours  in  a 
lye  consisting  of  4i  pounds  of  caustic 
8f»da,  then  rinse  it  out  and  winch.  Now 
place  the  muslin  in  a  bleaching  bath 
composed  of  5i  T>ounds  of  chloride  of 
lime  of  100°  ana  water ;  allow  it  to  re- 
main in  this  for  8  to  12  hours  and  then 
place  it  in  fresh  water  to  which  1  pound 
of  sulphuric  acid  has  been  added. 
Here  it  remains  for  1  hour,  when  it  is 
rinsed  and  dried. 


Frohnheiser's  Method  of  Bleaching 
Cotton.  Five  pounds  of  calcined  soda 
and  3  pounds  of  chloride  of  lime  are 
mixed,  each  by  itself,  with  water,  and 
then  poured  together.  The  mixture  is 
allowed  to  settle  and  the  clear  fluid 
poured  off.  In  it  200  pounds  of  cotton 
yam  are  boiled  for  8  hours  and  then 
rinsed  in  water.  Now  10  pounds  of 
chloride  of  lime  are  stirred  with  water 
and  \h  pounds  of  sulphuric  acid  added 
to  it.  In  this  the  yam  is  placed  for  6 
to  8  hours,  when  it  is  brought  into  a 
cold-water  bath  to  which  5  pounds  of 
sulphuric  acid  have  been  added.  It 
remains  here  for  6  hours,  when  it  is 
rinsed  in  warm  water  and  is  then 
brought  into  a  solution  of  3  pounds  of 
potash  or  4  ]>ound8  of  calcined  soda, 
where  it  remains  for  3  to  4  hours,  when 
it  is  thoroughly  washed,  pajBsed  through 
a  centrifugal,  and  then  completely 
dried. 

To  Bleach  Cotton  Piece  Goods.  1. 
Wash  the  pieces  thoroughly  in  a  wash- 
ing machine.  2.  Boil  for  6  hours  in  a 
high-pressure  boiler  with  an  addition 
of  milk  of  lime.  3.  Place  them  over 
night  in  a  hydrochloric  acid  bath  of  3° 
Beaum6.  4.  Rinse  them  thoroughly  to 
remove  all  traces  of  acid.  5.  Boil  for  4 
hours  in  a  solution  of  soda  of  5°  Beaum^. 
6.  Remove  all  traces  of  the  solution  of 
soda  by  rinsing.  7.  Place  them  for  6 
hours  in  a  j)erfectly  clear  bath  of  chlo- 
ride of  lime  of  4°  Beaum^.  8.  Place 
them  for  half  an  hour  in  the  hydro- 
chloric acid  bath.  9.  Remove  all  iraces 
of  acid  by  rinsing. 

In  place  of  the  hydrochloric  acid 
bath  a  sulphuric  acid  bath  may  be  used. 
The  lime  separated  by  this  has  the 
effect  of  loading  the  fibre. 

Cotton^  as  it  comes  from  the  spinning 
machine,  can  be  bleached  by  placing  it 
in  a  hermetically  closed  box  and  passing 
through  a  current  of  freshly  developed 
chloroform.  The  chloroform  is  devel- 
oped in  an  alembic  from  equal  parts  of 
cnloride  of  lime,  caustic  lime,  and  alco- 
hol, and  a  sufficient  quantity  of  water 
to  form  a  thin  paste,  and  enters  the  l)ox 
in  the  form  of  vapor.  Towards  the  end 
of  the  operation  sulphuric  acid  is  slowly 
added  to  the  chloroform  mixture,  where- 
by the  development  of  vapor  is  pro- 
moted. After  the  vapor  has  acted  upon 
the  cotton  for  1  hour  the  alembic  is  re- 
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moved  and  a  strong  current  of  a  mix- 
ture of  carbonic  acid,  vapor  of  ether, 
and  hydrogen  gas  is  passed  into  the  box 
for  10  to  12  hours,  when  the  cotton  will 
be  thoroughly  bleached  and  is  dried  in 
the  drying  room. 

BleaQhing  of  Woollen  Tissues,  The 
process  of  bleaching  woollen  tissues 
may  be  divided  into  Cleansing  and 
lileaching  the  goods. 

1.  Cleansing.  This  is  done  with  soap 
and  soda  in  a  special  apparatus.  Woven 
woollen  goods  should  not  be  brought 
into  the  apparatus  in  loose  folds  like 
cotton,  but  must  be  kept  stretched,  or 
else  they  lose  much  of  their  beauty. 
The  temperature  of  the  bath  must  not 
be  raised  too  high.  If  the  goods  are  to 
be  bleached  entirely  white  the  treat- 
ment with  soda  and  soap  must  be  re- 
peated several  times.  Clauzoti  cleanses 
the  wool  without  employing  heat,  and 
uses  for  this  purpose  a  weak  solution  of 
ordinary  soda,  brin^  it  then  into  very 
dilute  sulphuric  acid,  and  finally  into 
water.  For  very  fine  goods  he  uses 
ammonium  carbonate  instead  of  soda. 
lu  bleaching  he  first  dips  the  wool  in  a 
solution  of  soda,  then  exposes  it  to  the 
fumes  of  burning  sulphur,  and  finally 
■washes  it. 

The  use  of  caustic  soda  is  not  without 
danger,  as,  besides  the  fatty  substances, 
the  wool  itself  may  be  decomposed. 
The  operation  must  be  carefully  and 
constantly  watched  to  prevent  the  pres- 
ence of  an  excess  of  caustic  soda  in  the 
bath.  When  the  cloths  have  been 
thoroughly  cleansed  the  next  opera- 
tion is 

2.  Bleaching,  This  is  accomplished 
by  means  of  sulphurous  acid.  This 
gas  has  an  entirely  different  effect  from 
tliat  of  chlorine,  as,  instead  of  destroy- 
ing the  coloring  matter,  or  of  transform- 
ing it  so  that  it  can  be  removed  from 
the  goods  by  washing,  it  forms  a  per- 
manent combination  which  remains 
fastened  upon  the  fibre.  The  sulphur- 
ing is  done  either  with  gaseous  or  with 
fluid  sulphurous  acid.  In  the  first 
process,  which  is  generally  employed, 
large  cnambers  which  can  be  hermeti- 
cally closed  are  used.  These  are  pro- 
vided with  valves,  opening  inward,  for 
the  admittance  of  air  during  the  time 
the  gaseous  acid  is  absorbs!  by  the 
cloth.      After    the   goods   have    been 


stretched  over  frames  in  the  chamber, 
an  iron  pot  containing  sulphur  is  placed 
in  the  room,  which  is  then  hermetically 
closed.  The  developed  sulphurous  acid 
is  absorbed  by  the  wet  goods  and  comes 
in  contact  with  the  coloring  matter  and 
bleaches  it.  A  rarefied  space  is  formed 
by  the  absorption,  but  this  is  immedi- 
ately equalized  by  the  air  entering 
through  the  above-mentioned  valves, 
which  supplv  the  oxygen  necessary 
for  the  combustion  of  the  sulphur. 
The .  goods  remain  for  24  hours  ex- 
posed to  the  action  of  the  sulphur- 
ous acid,  although  sometimes  this  is 
not  sufficient.  If  this  should  be  the 
case,  a  fresh  quantity  of  sulphur  is 
placed  in  the  room  and  the  operation 
repeated. 

Forty  pieces  of  goods  from  20  to  30 
yards  long  are  arranged  together,  singed 
like  cotton  goods,  and  then  treated  as 
follows:  1.  Bring  them  3  times  into  a 
bath  composed  of  25  pounds  of  crystal- 
lized soda  and  12  pounds  of  soap  to  125 
to  150  gallons  of  water,  and  heated  to 
about  100°  F.  Add  i  to  I  of  a  pound 
of  soap  to  the  bath  every  time  after  the 

foods  nave  been  passed  through  it.  2. 
Linse  them  twice  in  clean  water  of  the 
same  temperature.  3.  Bring  them  3 
times  into  a  similar  bath  as  No,  1,  but 
containing  no  soap.  After  having  been 
passed  through  for  the  first  time  add  i 
pound  of  fresh  soda  to  fciie  bath.  4.  Sul- 
phuB  them  for  12  h^vrs  in  the  apparatus 
mentioned  above.  Twenty-five  pounds 
of  sulphur  are  bu»'ned  for  the  40  pieces. 
5.  Brmg  them  3  times  into  a  bath  con- 
taining 30  pounds  of  soda  to  126  to  150 
gallons  of  water,  and  heated  to  1 20°  F. 
Add  i  pound  of  soda  to  the  bath  each 
time  after  the  goods  have  been  passed 
through  it.  6.  Second  sulphuring  like 
No.  4.    7.  Repeat  the  bath  as  in  No.  5. 

8.  Wash  them  twice  in  water  of  85°  F. 

9.  Sulphur  them  for  1 2  hours.  10.  Wash 
them  twice  in  lukewaim  and  once  in 
cold  water.  11.  Blue  theii*  with  in- 
digo. 

These  operations  generally  suffice  for 
ordinary  woollen  goods,  but  not  if  they 
contain  much  coloring  matter,  or  if  they 
are  intended  for  fine  dyes.  All  traces 
of  fatty  matter  must  be  removed,  as 
they  exert  an  injurious  effect  upon  the 
dyestuffs.  In  these  cases  the  following 
process  is  employed :  After  singeing  and 
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washing  the  goods  in  water  paas  them, 
1.  Through  an  alkaline  soap  bath  con- 
sisting of  50  pounds  of  crystallized  soda 
and  10  pounds  of  soap  to  125  to  150  gal- 
lons of  water,  and  heated  to  140^  to  150° 
F.  2.  Rinse  them  in  warm  water.  3. 
Pass  them  twice  through  a  bath  consist- 
ing of  25  pounds  of  soda  to  the  same 
quantity  of  water  as  No.  1  and  of  the 
p. me  temperature.  4.  Wash  them  in 
warm  water.  5.  Sul{>hur  them  for  10 
hours  with  25  pounds  of  sulphur  for 
250  pieces.  6.  Wash  them.  7.  Pass 
them  twice  through  a  bath  of  16^ 
pounds  of  soda  to  me  same  quantity  of 
water  as  No.  1,  but  heated  to  140°  to 
150°  F.  8.  Pass  them  twice  through  a 
bath  of  13  pounds  of  soda  to  the  same 
quantity  of  water  as  No.  1,  but  heated 
to  140°  to  150°  F.  9.  Wash  them  in 
warm  water.  10.  Sulphur  with  17 
pounds  of  sulphur  to  the  same  number 
of  pieces.  11.  Wash,  and,  12.  Blue 
them. 

To  Keep  Woollen  Goods  White,  The 
goods,  after  bleaching  by  sulphuring, 
are  placed  in  a  bath  of  10  gallons  of 
water,  3  pounds  of  castile  soap,  and  1 
to  li  pounds  of  spirit  of  sal  ammoniac. 
The  addition  of  sal  ammoniac  prevents 
the  goods  from  turning  yellow  when 
stored,  and  that  of  soap  from  feeling 
rou^h  to  the  touch. 

lo  Bleach  Wool  without  Sulphur. 
Tlie  loose  wool,  or  yam,  is  thoroughljr 
washed  with  soda  and  soap  in  the  ordi- 
nary manner.  It  is  then  brought  into 
a  cold  bath  of  2  pounds  of  hyposulphite 
of  sodium  to  11  gallons  of  water,  where 
it  remains  for  1  hour,  when  it  is  taken 
out.  6i  pounds  of  hydrocliloric  acid 
are  then  added  to  the  same  bath,  the 
wool  is  replaced  in  it,  and  allowed  to 
remain  for  1  hour.  The  vessel  con- 
taining the  wool  must  be  well  covered 
during  the  last  treatment,  and  the  bath 
must  be  large  enough  to  conveniently 
handle  the  wool  in  it.  The  loose  wool, 
or  yarn,  acquires,  by  this  operation, 
a  much  better  appearance  tnan  that 
bleached  with  sulphur,  and  keeps  white 
for  a  longer  time. 

To  make  Wool  bleached  without  Sul- 
phur beautifully  White.  Take  to  1 
part  of  spun  wool  2  of  chalk,  scrape 
this  fine  and  stir  it  into  a  thin  paste 
IHrith  soft  water.  The  wool  is  thoroughly 
rubbed  with  this  paste,  as  if  it  were  to  , 


be  washed  with  soap,  and  is  thus  left 
for  24  hours.  It  is  then  rinsed  in  soft 
water  until  all  traces  of  the  chalk 
are  removed.  By  repeating  the  oper- 
ation the  white  becomes  more  bril- 
liant. 

jBleachinq  of  Silk.  Raw  silk,  accord- 
ing to  R.  V^agner,  can  be  bleachcMl  en- 
tirely white  without  previously  remov- 
ing the  gum  by  boiling,  and  with  but 
a  small  loss  of  weight.  This  is  done  by 
digesting  the  raw  silk  in  a  mixture  of  1 
part  of  hydrochloric  acid  and  23  of 
alcohol.  The  fluid  assumes  a  green 
color,  and  the  silk,  after  it  has  been 
washed  and  dried  will  be  perfectly 
white.  One  hundred  parts  by  weight 
of  raw  silk  give  by  this  process  97.19 
parts  by  weight  of  bleached  silk.  The 
loss  in  weight,  therefore,  amounts  to 
but  2.91  per  cent. 

Quick  Method  of  Bleaching  Flax 
Yam,  OAXording  to  C.  Ifartmann. 
The  yams  are  soaked  for  48  hours  in 
water  at  110  to  122°  F.,  to  dissolve  the 
dirt  accumulated  in  spinning.  The 
water  is  then  drawn  off  and  fresh  water 
poured  over  them  until  it  runs  off  quite 
clear.  The  yams  are  then  dried  and 
boiled  2  to  3  hours  in  a  soda  lye  of 
2i°  to  3°  Twaddle.  Fresh  water  is 
a^in  poured  over  them  until  it  runs 
off  clear.  The  yams  are  dried,  and 
again  boiled  in  equally  strong  lye,  and 
soaked  in  water.  They  are  tnen  dried 
and  winched  in  a  solution  of  sodium 
chloride  |°  to  1°  Twaddle  strong,  or  in 
a  solution  of  chlorine.  Thev  are  then 
thoroughly  washed  and  laidi  upon  the 
bleachmg  ground,  where  they  remain 
for  8  days,  are  then  turned  and  allowed 
to  remam  for  3  days  longer.  Thev  are 
then  again  boiled,  treated  as  above, 
dried,  brought  into  a  weak  chlorine 
bath,  dried,  and  placed  upon  the  bleach- 
ing ground.  If  the  yarns  are  to  be  only 
I  bleached,  they  are  placed  in  a  1° 
strong  solution  of  sulphuric  acid.  If 
they  are  to  be  bleached  entirely  white, 
they  are  boiled  a  fourth  time  in  the 
same  manner  as  above,  and^  after  hav- 
ing been  dried,  are  brought  mto  a  weak 
chlorine  bath,  and  finally  in  a  sulphuric 
acid  bath  as  above. 

For  a  better  comparative  view,  Hart' 
mann  recapitulates  the  process  for  en- 
tirely bleached  and  i  bleached  yarns 
as  follows : 
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J  Bleached, 

Soaking  48  hours. 

Binsing  with  water. 

Drying. 

Boiling  with  soda  4 
hours. 

Rinsing  with  water. 

Drying. 

Boiling  with  soda. 

Rinsing  with  water. 

Drying. 

Chlorine  bath  or 
winching. 

Washing. 

Eight  dHys  upon  the 
bleaching  ground. 

Turning  upon  the 
bleaching  ground. 

Boiling  with  soda. 

Rinsing  with  water. 

Drying. 

Chlorine  bath. 

Washing. 

Sulphuric  acid  bath. 

Drying. 


Entirely  Bleached. 

Soaking  48  hours. 

Rinsing  with  water. 

Drying. 

Boiling  with  soda  4 
hours. 
Rinsing  with  water. 

Drying. 

Boiling  with  soda. 

Rinsing  with  water. 

Drying, 

Chlorine     bath    or 
winching. 

Washing. 

Eight  days  upon  the 
bleaching  ground. 

Turning   upon    the 
bleaching  ground. 

Boiling  with  soda. 

Rinsing  with  water. 

Drying. 

Chlorine  bath. 

Washing. 

Four  to  6  days  upon 
the  bleaching  ground. 

Boiling  with  soda. 

Rinsing  in  water. 

Drying. 

Chlorine  bath. 

Washing. 

Sulphuric  acid  bath 
and  washing. 

Drying. 

Hartmann  remarks  that  the  yarns 
should  be  washed  as  little  as  possible, 
or  else  they  will  lose  too  much  weight, 
which  should  never  amount  to  more 
than  18  to  20  per  cent.  After  each  boil- 
ing, rinsing  toe  yarns  in  water  is  suf- 
ficient, but  washing  is  absolutely  neces- 
sary, after  treating  them  in  the  chlorine 
bath,  and  with  sulphuric  acid. 

To  Bleach  Sponges.  Beat  the  sponges 
carefully,  and  then  place  them  in  a 
mixture  of  1  part  of  hydrochloric  acid 
and  20  of  water.  They  are  then  boiled 
in  water  and  thoroughly  washed,  after 
which  they  are  j)laced  m  a  water  bath 
to  which  a  sufficient  quantity  of  sul- 
phuric acid  has  been  added  to  bring  it 
to  4°  Beaum^.  This  bath  is  com- 
pounded with  bleaching  liquor,  until 
it  is  entirely  saturated  with  gas.  The 
sponges  remain  in  this  for  half  an  hour, 
when  they  are  taken  out,  rinsed  off  in 
soft  water,  and  passed  through  an  acid 
bath.  They  are  placed  several  times 
in  succession  in  a  oath  acidulated  with 
sulphuric  acid  to  4°  Beaum^,  and  to 
which  a  sufficient  quantity  of  potassium 
hydrate  or  of  sodium  hydrate  has  been 
added  to  impregnate  it  with  gas.  The 
■ponges  remain  here  for  some  time. 


when  they  are  taken  out,  rinsed  in  soft 
water,  squeezed  out  cmd  dried. 

To  Bleach  and  Harden  Tallow, 
Place  100  pounds  of  the  brownish  tal- 
low in  a  copper  boiler,  and  add  i  gal- 
lon of  clean  water.  Then  melt  the  tal- 
low at  a  moderate  heat,  and  add,  with 
constant  stirring,  a  mixture  of  1  pound 
of  sulphuric  acid  in  H  gallons  of  water. 
Next  add  h  pound  of  finely  powdered 
potassium  bichromate,  and  nnally  1^ 
gallons  of  pure  water.  The  fire  is  now 
allowed  to  go  out,  and  the  tallow,  which 
will  be  as  clear  as  water,  and  of  slightly 
greenish  tint,  is  left  to  congeal,  when  it 
IS  skimmed  from  the  dark  green  fluid 
on  the  bottom  of  the  boiler. 

To  Bleach  Bristles,  Wash  the  bris- 
tles thoroughly  in  a  solution  of  soft  soap 
in  tepid  water ;  then  rinse  them  in  cold 
water.  Now  place  them  for  2  or  3  days 
in  a  saturated  aqueous  solution  of  sul- 
phurous acid,  wash  them  in  clean  water 
and  dry  them. 

To  Bleach  Copper  Plate  Engravings, 
WoodcutSf  etc.  Place  a  quantity  of 
phosphorus  in  glass  carboy  with  a  wide 
mouth,  such  as  is  used  for  storing  sul- 
phuric acid  will  answer  the  purpose. 
Pour  into  the  carboy  sufficient  water  at 
85°  F.  to  half  cover  the  phosphorus 
fragments.  Close  the  carboy  loosely 
with  a  cork,  and  let  it  stand  for  12  or 
18  hours  in  a  moderately  warm  place. 
The  paper,  print,  etc.,  to  be  bleached, 
is  moistenea  with  distilled  water,  then 
fastened  to  a  platinum  wire^  and  sus- 
pended in  the  carboy,  where  it  will  be- 
come entirely  white  in  a  short  time. 
But  as  there  will  be  some  acid  reaction 
after  the  paper  has  been  taken  froin  the 
carboy,  it  must  be  rinsed  with  water 
until  the  latter  does  not  turn  blue  lit- 
mus paper  red.  The  paper  is  then 
passed  through  a  weak  solution  of  soda, 
next  through  clean  water,  and  finally 
dried  upon  a  glass  plate. 

To  Bleach  Shellac,  Rub  2  pounds  of 
chloride  of  lime  to  a  paste  with  water, 
strain  this  through  linen,  and  wash  out 
the  residue  with  2  pounds  of  water. 
A  solution  of  1  part  of  potash  in  3  of 
water  is  added  to  the  nitrate  until  no 
more  precipitate  is  formed,  when  the 
precipitate  is  filtered  off.  Generally 
4  ounces  of  potash  or  1  pound  of  the 
solution  of  potash  is  allowed  fbr  eejch 
pound  of  chloride  of  lime. 
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Two  pounds  of  the  shellac  to  be 
bleached  are  digested  for  a  few  days  in  1 
gallon  of  highly-rectified  spirit  of  wine. 
To  this  is  added,  with  constant  stirring, 
the  above  fluid,  and^  in  the  course  oi 
half  an  hour,  a  sufficient  quantity  of 
hydrochloric  acid  is  added  to  produce 
an  acid  reaction. 

The  shellac  will  assume  the  app^ear- 
ance  of  a  white,  tough  mass.  This  is 
freed  from  the  acid  by  rinsing,  and 
washed  with  boiling  water  until  this 
has  no  longer  a  milky  apf)earance. 
The  shellac  is  then  placed  u]»on  a  moist 
board,  formed  into  strips,  and  dried  in 
the  air. 

The  fluid,  which  is  first  poured  ofi^,  is 
saturated  with  hydrate  of  lime,  and  the 
spirit  of  wine  contained  in  it  can  then 
be  recovered  by  distillation. 

To  Bleach  /Straw,  There  is  no  better 
process  than  treatment  with  sulphur  in 
connection  with  very  weak  chlorine,  as 
by  this  the  straw  will  lose  nothing  of 
its  lustre  and  durability.  Bleaching 
by  natural  means  does  not  suffice,  as 
the  coloring  matter  is  not  sufficiently 
destroyed,  and,  moreover,  the  straw  will 
lose  its  durability  by  having  to  remain 
for  a  long  time  upon  the  bleaching 
ground.  Bleaching  by  chlorine  alone 
cannot  be  recommended ;  for  although 
it  exerts  a  powerful  bleaching  effect 
upon  straw,  as  it  must  be  used  very 
strong,  it  makes  the  straw  brittle  and 
destroys  its  lustre.  In  using  sulphur 
in  combination  with  chlorine,  the  straw 
is  first  soaked  for  24  hours  in  hot  water, 
and  then  boiled  for  3  hours  in  water 
containing  1  pound  of  potash  to  9  gal- 
lons of  water.  The  straw  is  then  soaked 
in  cold  water,  this  being  repeated  until 
the  water  runs  ofi^  entirely  colorless. 
The  straw  is  now  boiled  in  a  lye  half  as 
strong  as  the  first  and  then  soaked  in 
cold  water  for  3  days.  This  finishes 
the  cleansing  operation.  The  straw  is 
now  subject^  to  the  actual  bleaching 
process.  For  this  purpose  it  is  brought 
into  a  hermetically  closed  chamber  and 
exposed,  while  still  moist,  for  12  to  16 
hours  to  the  action  of  sulphurous  vapors 

firoduced  by  the  combustion  of  sulphur, 
t  is  washed  in  water  and  soaked  for 
about  30  hours  in  a  very  dilute  solution 
of  chloride  of  lime,  which  should  be  as 
clear  as  water.  It  is  then  rinsed  off 
with  pure  water,  and  finally,  to  free  it 


from  the  odor  of  chlorine,  a  Yerv  weak 
solution  of  sodium  hyposulphite  is 
poured  over  it  and  allowed  to  act  upon 
it  for  several  hours.  When  the  odor 
of  chlorine  has  disappeared  the  straw 
is  washed  with  pure  water  and 
dried. 

David's  New  Process  of  Bleachivg. 
Gaseous  chlorine  is  generated  in  a  closed 
receptacle  by  one  of  the  ordinary  meth- 
ods (as  by  the  action  of  an  acid  on 
chloride  of  lime  diluted  with  water), 
and  is  conveyed  by  a  pipe  into  a  cham- 
ber containing  the  articles  to  be 
bleached.  The  sides  of  the  chamber 
are  constructed  of  a  transparent  mate- 
rial in  order  to  admit  the  entrance  of 
light,  which  assists  considerably  in  the 
process  of  decolorization.  After  some 
length  of  time,  varying  with  the  nature 
of  the  articles  to  be  bleached,  a  rapid 
current  of  carbonic  acid  gas,  obtained 
by  any  of  the  well-known  methods,  is 
sent  into  the  chamber.  The  apparatus  0 
in  which  the  carbonic  acid  is  generated 
communicates  with  a  vessel  containing 
liquid  ammonia,  the  iiimes  of  which 
combine  with  the  carbonic  acid  and  are 
conveyed  into  the  chamber,  where  the 
two  gases  neutralize  the  hydrochloric 
acid  and  accelerate  the  decolorization 
of  the  materials  contained  therein.  The 
ammonia  should  be  contained  in  a  ves- 
sel of  such  a  shape  that  the  evaporating 
surface  of  the  liquid  can  be  augmented 
or  diminished  according  to  the  quantity 
of  chlorine  employed. 

In  the  second  process,  permanganate 
of  lime  is  obtainea  by  the  action  of  per- 
oxide or  binoxide  of  manganese  on'  lime 
aided  by  heat  in  the  following  manner : 
One  part  by  weight  of  peroxide  of  man- 

f:aneBe  and  3  parts  by  weight  of  quick- 
ime  in  powder  are  mixed  together  and 
submitted  to  a  red  heat  for  about  3 
hours.  When  the  heat  has  been  con- 
tinued for  1  hour  a  rapid  current  of 
carbonic  acid  is  passed  through  the 
mixture  and  continued  until  the  pro- 
cess is  completed;  the  object  of  this 
being  to  peroxidize  the  compound.  The 
pennan^nate  of  lime  thus  prepared  is 
placed  in  a  closed  receptacle  which 
communicates  by  a  pipe  with  the 
bleaching  chamber,  ordinary  sulphuric 
acid  is  gradually  added,  ana  ''ozonized 
oxygen"'  is  evolved.  In  order  to  accel- 
erate the  evolution  of  this  gas  a  vegeta- 
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ble  acid  in  qnantity  equal  to  the  sul- 
phuric acid  is  added. 

In  the  third  process  pliosphorus  and 
acetic  acid  are  employed.  The  produc- 
tion of  ozone  by  means  of  phosphorus 
in  a  moist  atmosphere  is  well  known, 
but  the  quantitjr  thus  obtained  is  very 
small.  By  causing  air  which  has  been 
previously  forced  through  acetic  acid 
to  bubble  through  the  water  containing 
the  phosphorus,  the  quantity  of  ozone 
is  considerably  increased.  The  ozone 
is  conveyed  to  the  bleaching  chamber 
in  the  same  manner  as  before  de- 
scribed, the  air  beiug  forced  through 
the  liquids  by  means  of  a  fan. 

When  the  materials  are  removed 
from  the  bleaching  chamber  it  is  de- 
sirable to  expose  them  for  a  time  to  the 
action  of  the  atmosphere  in  order  to 
remove  the  odor  of  ozone.  This  pro- 
cess is  adapted  to  the  bleaching  of  raw 
or  worked  materials,  especially  those 
which  from  their  shape  or  nature  can- 
not be  immersed  in  a  liquid,  and  also 
to  books,  papers,  and  engravings. 

To  Bleach  Stained  marble.  Soap 
the  stained  marble  with  a  fine  piece  of 
linen.  Then  cover  it  with  a  cloth  and 
pour  upon  this  a  solution  of  1  ounce  of 
cream  of  tartar  in  21  gallons  of  water. 
Repeat  the  moistening  6  to  8  times  a 
day  for  6  weeks,  and  expose  the  marble 
to  the  action  of  the  sun,  when  the 
stains  will  be  removed  and  the  marble 
become  entirely  white.  Cracks  in 
white  marble  are  filled  with  a  paste  of 
powdered  alabaster  with  glue  water; 
for  gray  marble  a  paste  of  powdered 
slate  and  glue  water  is  used;  for  red 
marble,  ochre,  etc. 


Boiler  Incrustations. 

The  following  remedies  are  recom- 
mended to  remove  and  prevent  boiler 
incrustations : 

8aillard*8  Receipt. 

Catechu 100  parts. 

Potttsh 50      " 

Soda 50      " 

Common  roein 10     " 

Lime 20      " 

Water 200     " 

The  lime,  rosin,  soda,  and  water  are 
boileu  for  30  minutes  and  then  allowed 


to  settle.  A  decoction  of  the  catechu 
in  100  parts  of  water  is  prepared  in  an- 
other boiler,  strained,  and  mixed  with 
the  other  solution.  The  fluid  is  then 
stored  for  future  use.  Every  C  weeks  1 
pint  of  the  liquor  for  each  horse-power 
is  introduced  mto  a  boiler  by  means  of 
the  feed-pump. 

For  a  10  horse-power  boiler,  fed  with 
water  containing  calcic  sulphate,  take: 

Catechu 4  ponnda. 

Dextrine 2       ** 

Crystallized  soda 4       ** 

Putash    ....  1 1  pound. 

Cane  sugar 1       " 

Alum 1       «* 

Gum  Arabic 1       ** 


For  a  boiler  of  the  same  size,  fed  with 
water  containing  lime,  take : 

Turmeric 4  pounds. 

Dextrine 2       *' 

Sodium  bicarbonate 4       " 

Potash      I 

Molasses  > each  1  pound. 

Alum      ) 

For  a  boiler  of  the  same  size,  fed  with 
water  containing  iron,  take : 


Gamboge 4  pounds. 

Soda 4       " 

Dextrine 2       " 

Potash 
Sugar 
Alum 
Gum  Arabic 


} 


eacli    1  pound. 


For  a  boiler  of  the  same  size,  fed  with 
sea  water,  take ; 

Catechu 4  pounds. 

Glauber's  salt 4       " 

Dextrine 4       «' 

Alum I  pound. 

Gum  Arabic 1       " 

When  one  of  the  above  preparations 
is  to  be  used  i  gallon  of  water  is  added 
to  it,  and,  in  ordinary  incrustation,  the 
boiler  is  charged  with  it  every  month ; 
but,  if  the  incrustation  is  strong,  every 
2  weeks. 

For  boilers  of  30  horse-power,  fed 
with  river  water,  the  following  mixture 
is  used,  which  should  be  renewed  every 
time  the  boiler  is  emptied : 

CrTstallized  soda 6  ix>nnds. 

Dextrine 6       '* 

Alum 2       " 

Supar      .'..'. 2       " 

Potash .  1  pound. 
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For  the  same  sized  boiler,  fed  with  sea 
water: 

SiMia 8  pounds. 

Dexti-ine 8       " 

bugiir 4       " 

■Alum 1  pound. 

Potash 1       " 

Alfieri^s  Receipt.  A  mixture  of  250 
parts  of  carbonate  of  baryta,  325  of  am- 
monium nitrate,  225  of  sodium  chloride, 
and  200  of  animal  charcoal,  prevents  in- 
crustations, and  dissolves  tliose  already 
formed. 

BaudeVa  Preventive  consists  of  15 
parts  of  sodium  hyposulphite,  10  of  rain 
water,  and  10  of  glycerine.  It  aug- 
ments the  solubility  of  gypsum  (calcic 
sulnhate),  and  separates  the  carbonates 
and  phosphates  in  the  form  of  powder, 
and  the  other  salt  forms  a  jelly  with  the 
glycerine. 

Rogers^  Preventives.    Dr.  Joseph  G. 
Rogers  has  proposed  two  methods  for 
preventing  boiler  incrustation  :  one  con- 
sists in  introducing  into  the  boiler  a 
sufficient  quantitv  of  sodium  oxalate^ 
which  converts  the  scale-forming  im- 
purities of  the  feed  water  into  insoluble 
oxalates  as  soon  aa  they  enter  the  boiler. 
These  oxalates  are  precipitated  as  a 
mushy  sediment,  which  has  no  tendency 
to  form  scale,  and  which  may  be  blown 
out  from  the  mud  drum  from  time  to 
time:  another  consists  in  the  use  of 
sodium  tannatef  which   is  kept  con- 
stantly present  in  the  boiler  in  solution ; 
it  decomposes  the  calcium  and  mag- 
nesium carbonates  as  they  enter,  tan- 
nates    being  precipitated   in  a  light, 
flocculent,    amorphous    form,    which 
gradually   accumulate    in    the    mud 
drum,  from  which  they  may  be  readily 
blown  out  from  time  to  time.    The  so- 
dium carbonate  formed  in  the  reaction 
remains  in  solution,  becoming  bicar- 
bonate bjr  appropriation  of  the  free  car- 
bonic acid  in  the  water.    This  reacts 
upon  the  calcium   sulphate,  forming 
sodium  sulphate  and  calcium  carbon- 
ate, which  latter  in  turn  is  acted  on  as 
above  by  fresh  portions  of  the  sodium 
tannate.    The  constant  presence  of  the 
alkali  protects  the  iron  from  any  in- 
jurious action  of  the  tannic  acicf.    A 
similar  reaction  will   take  place  be- 
tween  the   tannate  and  the   already 
formed  scale,  though  the  action  will  be 
a  gradual  one.  1 


Roars'  processes  are  based  on  sound 
chemical  principles,  and  can  be  com- 
mended.    (W.) 


BONE,HORN,  AND  IVORY— TO  BLEACH 

AND  Dye  them,  and  Make  Imita- 
tions AND  Compositions. 

To  Bleach  Bone  and  Ivory.  Prepare 
a  solution  of  1  part  of  fresh  chloride  of 
lime  in  4  of  water.  Place  in  it  the  dis- 
colored articles  of  bone  or  ivory,  and 
allow  them  to  remain  for  a  few  aays. 
Then  take  them  out,  wash,  and  dry 
them  in  the  o))en  air.  Articles  of  ivory 
must  remain  somewhat  longer  in  the 
solution. 

To  Bleach  Bones.  Place  the  bones 
in  a  mixture  of  unslacked  lime,  bran 
and  water,  and  boil  them  until  they  are 
entirely  free  fi*om  fatty  substances,  and 
are  white. 

IJedingei''8  3Iethod  of  Bleaching 
Bmies  for  Turners'  Use.  Pour  oil  of 
turpentine  over  the  bones  in  tin  boxes 
which  can  be  hermetically  closed,  let 
them  remain  for  10  hours,  remove,  and 
boil  them  for  3  hours  in  water  contain- 
ing soft  soap.  Skim  off  the  impurities 
floating  on  the  surface,  cool  the  hot 
water  with  cold,  and  dry  the  bones  upon 
pine  boards  in  the  open  air  protected 
from  the  sun. 

Peinenian's  Process  of  Bleaching 
Ivory  turned  Yellow.  According  to  one 
receipt,  the  ivory  is  placed  in  a  satur- 
ated solution  of  alum,  and  allowed  to 
soak  in  it  for  1  hour.  It  is  then  rubbed 
with  a  woollen  cloth,  next  wrapped  in 
linen,  and  allowed  to  dry. 

The  other  process  which,  according 
to  experiments  we  have  made,  is  to  be 
preferred,  is  as  follows :  Prepare  a  thin 
lime  paste,  heat  it  over  a  fire,  })lace  the 
ivory  in  it,  and  allow  it  to  remain  until 
it  has  become  white.  Then  take  it  out, 
dry.  and  polish. 

To  Make  Ivory  Soft  arid  Flexible, 
Place  the  ivory  articles  in  a  solution  of 
phosphoric  acid  of  1 . 1 30  specific  gravity, 
and  allow  them  to  remain  in  it  until 
they  have  assumed  a  transparent  ap- 
pearance. Then  take  them  out  of  the 
acid,  wash  them  carefully  in  water,  and 
dry  them  between  soft  linen.  They  are 
now  as  soft  as  thick  leather,  become 
hard  on  exposure  to  the  air,  but  regaiit 
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their  plasticity  in  warm  water.  Weaker 
phosphoric  acid  than  the  above  has  no 
e£fect. 

New  Process  of  Bleaching  Ivory  and 
Bones.  The  following  is  a  very  effi- 
cacious means  of  removing  the  dis- 
agreeable odor  and  fatty  emanations  of 
bones  or  ivory,  while  it  leaves  them 
beautifully  bleached.  The  articles  are 
placed  in  a  glass  vessel  with  oil  of 
turpentine,  and  exposed  to  the  sun  for 
3  or  4  days ;  a  little  longer  in  the  shade. 
The  turpentine  acts  as  an  oxidizing 
agent,  and  forms  an  acid  liquor  which 
sinks  to  the  bottom  of  the  vessel,  and 
strongly  attacks  the  bones  if  they  are 
allowed  to  touch  it.  To  prevent  this 
they  should  rest  upon  strips  of  zinc,  so 
as  to  be  a  fraction  of  an  inch  above  the 
bottom  of  the  vessel .  The  action  of  the 
turpentine  is  not  confined  to  bones  and 
ivorv,  but  extends  to  wood  of  various 
kinds,  especially  beech,  maple,  elm, 
and  cork. 

Dyeing  of  Bone  and  Ivory,  Bone 
and  ivory  are  dyed  either  without  any 
preliminary  preparation,  or  are  first 
treated  for  3  to  4  days  with  a  mixture 
of  sulphuric  acid  and  water,  with  an 
addition  of  a  small  quantity  of  tartaric 
acid,  until  they  are  rough  and  can  be 
pressed  with  the  fingers. 

The  articles  may  also  be  placed  in 
boiling  vinegar  instead  of  the  diluted 
mineral  acid.  After  the  ivory  has  been 
soilened  in  this  manner  it  can  be  dyed 
by  placing  it  in  the  alcoholic  solution 
of  any  coloring  substance,  and  then 
worked  into  the  article  for  which  it  is 
intended.  The  original  hardness  is  re- 
stored by  wrapping  it  in  a  sheet  of 
white  paper  covered  with  dry,  decrep- 
itated common  salt,  and  allowed  to 
remain  for  24  hours. 

If  alcoholic  solutions  are  not  used, 
the  ivory  must  first  be  placed  in  a  mor- 
dant. This,  for  most  colors,  consists  of 
tin  salt  or  a  solution  of  stannous  sul- 
phide, obtained  from  4  parts  of  tin,  6  of 
nydrochloric  acid,  8  of  sulphuric  aoid, 
and  6  of  water. 

ReeeipU  for  Different  Colors, 

Yellow,  I.  Prepare  a  decoction  of 
rasped  fustic  in  water,  place  the  ivory 
in  a  solution  of  tin  in  aqua  regia^  and 
then  in  the  decoction  of  fustic,  which 
Bhould  be  previously  strained. 


II.  An  orange  color  is  obtained  by 
adding  shavings  of  Brazil  wood. 

III.  Or,  ])lace  the  ivor^  in  a  concen- 
trated solution  of  potassium  chromate 
and  then  in  a  boiling  hot  solution  of 
sugar  of  lead  in  water. 

IV.  Mordant  the  ivory  in  a  solution 
of  stannous  sulphide  or  of  alum  and 
then  place  it  in  a  hot  decoction  of  weld. 

V.  Place  the  ivory  in  a  solution  of 
yellow  orpiment  saturated  witJi  am- 
monia. 

Blue.  I.  Prepare  a  highly  diluted 
solution  of  sulphiudigotic  acid,  which 
must  be  partly  saturated  with  potash. 
Allow  the  ivory  to  remain  in  this  for  a 
longer  or  shorter  time,  according  to  the 
intensity  of  the  color  desired. 

II.  Dissolved  precipitated  indigo 
(blue  carmine)  may  also  be  used  for 
dyeins  ivory  blue.  Hydrochloric  acid 
should  be  used  as  a  mordant  instead  of 
nitric  acid,  as  the  latter  colors  the  car- 
tilage yellow  and  therefore  produces  a 
green  color  with  the  indigo. 

Green.  I.  Dip  the  articles  already 
dyed  blue  for  a  few  minutes  in  a  solu- 
tion of  tin  in  a^ua  regia^  and  finish 
dyeing  in  a  hot  decoction  of  fustic  in 
water. 

II.  Dip  the  ivory  in  a  solution  of 
verdigris  in  vinegar. 

III.  Place  the  ivory  for  a  few  hours 
in  a  partly  saturated  solution  of  potas- 
sium chromate,  and  expose  it  for  some 
time  to  the  direct  rays  of  the  sun.  It 
will  acquire  a  dark  blmsh'grfieiik  color. 

IV.  It  has  been  recommended  to 
treat  the  articles  to  be  dyed  green,  first 
with  nitric  acid,  then  with  a  solution 
of  yellow  prussi  ate  of  potash  (potassium 
ferrocyanide)  and  an  iron  salt,  and 
finally  with  a  solution  of  picric  acid. 

Bed.  I.  Place  the  articles  for  a  few 
minutes  in  a  solution  of  tin  in  aqua 
regia  and  then  in  a  hot  decoction  of 
Brazil  wood,  cochineal,  etc.,  which 
should  first  be  strained. 

II.  Boil  the  ivory  with  }  pound  of 
Brazil  wood  and  1  gallon  of  water,  then 
add  i  pound  of  alum,  and  boil  once 
more. 

III.  Dip  the  ivory  in  a  weak  solution 
of  aqua  rortis  and  then  place  it  in  a 
solution  of  carmine. 

IV.  A  more  beautiful  red  is  obtained 
by  finishing  the  dyeing  in  a  decoction 
of  cochineaJj  or  dissolving  the  carmine 
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in  ammonia.  When  cochineal  is  used 
add  alum  and  a  small  quantity  of  tar- 
taric acid  to  the  bath. 

Qri'mson,  a,  Prepar€Uian  of  the  MoT" 
dant.  Place  the  prepared  and  polished 
ivory  in  a  solution  or  i  pound  of  chlo- 
ride of  zinc  in  ^  pint  of  rain  or  distilled 
water ;  allow  it  to  remain  1  hour,  though 
a  longer  time  does  no  harm. 

b.  Iwparation  of  the  Dye.    Boil  for 

5  minutes  in  a  porcelain  saucer  1  ounce 
of  cochineal  and  2  pinches  of  purified 
tartar  in  1  pint  of  water.    Then, 

I.  Place  the  mordanted  ivory  in  the 
fluid  and  boil  until  it  has  acquired  a 
beautiful  crimson  color.  If  a  darker 
tint  is  desired,  rejieat  the  process,  rinse 
the  ivory  o(f  with  clean  water,  dry,  and 
lacouer  it  with  bookbinders'  lacquer. 

II.  A  carmine  color  is  also  produced 
by  rubbing  2  drachms  of  carmine  with 

6  drachms  of  crystallized  soda  and  com- 
pounding them  with  \\  pints  of  water. 
To  the  solution  add  acetic  acid  slightlv 
in  excess.  Boil  the  ivory  in  this  batn 
until  it  has  acquired  the  desired  color. 

III.  The  articles  are  first  dyed  in  a 
decoction  of  weld  and  then  in  a  solu- 
tion of  carmine.  To  )>repare  the  latter, 
dissolve  a  pinch  (as  much  as  will  lay 
upon  the  point  of  a  knife)  of  carmine 
in  4i  fluid  ounces  of  spirit  of  sal  am- 
moniac, dilute  the  solution  with  Ipint 
of  water  and  heat  the  bath.  Then 
place  the  articles  in  it  and  allow  them 
to  remain  until  they  are  sufliciently 
dyed.  A  still  more  brilliant  color  will 
be  produced  by  mordanting  the  articles 
witn  a  solution  of  phosphate  of  tin  in- 
stead of  with  stannous  sulphide. 

Cherry-Red.  This  is  obtained  by 
placing  the  articles  which  have  been 
ayed  crimson  in  an  aqueous  solution  of 
potash. 

Purple,  Boil  the  ivory  in  a  decoction 
of  logwood,  then  add  for  every  pint  of 
the  decoction  \  ounce  of  alum  and  boil 
the  articles  in  this. 

Violet.  I.  The  articles  are  mordanted 
with  the  solution  of  tin,  as  given  under 
carmine,  and  then  brought  into  a  de- 
coction of  logwood  in  water. 

II.  Dye  the  ivory  red  and  then  dip 
for  a  moment  in  a  solution  of  indigo. 

Lilac  is  obtained  by  placing  the  mor- 
danted ivory  in  a  nearly  exhausted  bath 
of  logwooti. 

Slack.    I.  Place  the  ivory  for  some 


time  in  a  diluted  solution  of  nitrate  of 
silver  and  then  expose  it  to  the  sun. 
But  as  the  color  has  frequently  a  green- 
ish shade  it  will  be  necessary  to  repeat 
the  operation  several  times  to  deepen 
the  black. 

II.  A  beautiful  black  color  is  ob- 
tained by  boiling  the  ivory  in  a  strained 
decoction  of  rasped  logwood,  then  tak- 
ing it  out  and  placing  it  in  a  solution 
of  sulphate  or  acetate  of  iron. 

III.  Boil  the  articles  first  in  a  de- 
coction of  gall-nuts  and  logwood  and 
then  in  a  solution  of  sulphate  or  acetate 
of  iron.  If,  as  for  instance  in  billiard 
balls,  white  stripes  are  desired  on  a 
black  ground,  lav  a  riblwn  saturated 
with  wax  around  the  ball  and  wrap 
some  cord  around  it.  The  places  thus 
covered  will  remain  white  in  dyeing. 
We  will  remark  here  that  all  colors 
adhere  better  to  uu}>olished  than  to 
polished  ivory,  and  it  is  therefore  bet- 
ter to  polish  the  articles  after  they  have 
been  ayed.  This  is  done  by  rubbing 
with  soap  and  Vienna  lime  with  the 
naked  hand.  In  dyeing  the  boiling 
should  not  be  continued  too  long  or  else 
the  ivory  will  become  full  of  cracks, 
and  the  pieces  should  be  cooled  ofi^ 
quickly  by  being  placed  in  cold  water 
when  taken  out  oi  the  dye. 

To  Produce  Black  and  Colored 
Drawings  upon  Ivory.  Rub  1  ounce 
of  tears  or  drops  of  mastic  to  a  fine 
powder  and  gradually  pour  into  it  the 
same  quantity  of  melted  wax,  to  which 
add  9  drachms  of  powdered  asphaltum, 
and  stir  them  into  a  homogeneous  mass 
which  should  be  placed  in  tepid  water, 
and,  after  cooling,  rolled  into  balls 
about  1  inch  in  diameter,  and  when 
entirely  cold  wrapped  in  taffeta.  White 
wax  is  cheaper  and  can  be  substituted 
for  mastic  by  using  the  following  pro- 
portions: 2i  ounces  of  asphaltum,  1 
ounce  of  rosin,  and  9  drachms  of  wax. 
The  warmed  and  polished  surface  of 
the  ivory  is  coverea  with  this  and  the 
drawing  scratehed  into  the  ivory  sur- 
face. Concentrated  sulphuric  acid  is 
poured  over  the  wax  enamel  and  forms 
a  black  deposit  upon  the  surface  of  the 
ivory  expo«ed  by  the  etching.  Warm- 
ing the  ivory  or  acid  facilitates  the 
operation.  Immersion  in  a  solution  of 
nitrate  of  silver,  and  subsequent  ex- 
posure, to  the  sun,  gives  also  a  very 
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dnrable  black  etching.  Solution  of 
^Id  gives  purple.  The  etching  ground 
is  removea  with  oil  of  turpentine. 

Artificial  Ivory.  I.  Comminute  the 
waste  of  ivory,  bones,  horn,  etc.,  by 
rasping,  and  immerse  the  shaving[s  in  a 
somewhat  diluted  solution  of  a  mineral 
or  vegetable  acid.  The  maceration  of 
the  material  m^y  be  accelerated  by 
heating  in  a  water  bath  to  95°  or  100° 
F.  Strain  and  compound  the  shavings 
with  I  of  their  vblume  of  ivory  glue, 
and  free  them  from  excessive  moisture 
by  means  of  an  air-pump.  The  mass  is 
then  mixed  with  a  solution  of  copal  in 
alcohol  and  poured  into  sulphur  moulds, 
where  it  soon  becomes  hara.  This  arti- 
ficial ivory  has  the  appearance  of  genu- 
ine ;  thin  plates  of  it  are  as  translucent 
and  can  be  dy^d  in  the  same  manner. 

Artificial  Ivory  for  P/wtographic 
Purposes.  Allow  glue  or  gelatine  to 
remain  in  a  bath  of  acetate  or  sulphate 
of  alumina  until  it  combines  with  the 
alumina.  The  mass  is  dried  until  it 
becomes  hard  and  is  polished  in  the 
same  manner  as  genuine  ivory.  A 
mixture  of  equal  parts  of  bone  dust, 
glue,  and  albumen,  brought  into  a 
suitable  form  by  rolling  and  pressing, 
is  also  used  as  a  substitute  for  ivory.* 

New  Artificial  Ivory.  Mix  10  parts 
by  weight  of  white  shellac,  8  of  ivory 
dust,  4^  of  acetate  of  lead,  and  5  of 
camphor.  Heat  the  mixture,  dry,  pow- 
der, and  press  it. 

To  Bleach  Ivory  Articles  fastened 
upon  Leather f  etc.  Add  hydrochloric 
acid  to  a  solution  of  chloride  of  lime, 
apply  the  mixture  to  the  ivory  by 
means  of  a  brush,  and  then  expose  it  to 
the  action  of  the  sun.  To  prevent  the 
leather,  etc.,  from  being  attacked  by  the 
bleaching  agent,  it  is  best  to  cut  the 
pattern  of  the  ivory  ornament  out  of 
strong  paper,  lay  this  over  the  leather, 
and  if  necessary  fill  up  the  joint  with 
wax.  When  the  ornament  is  bleached, 
wash  off  the  particles  of  lime  with  a 
brush  and  water  and  polish  with  chalk. 
For  ornaments  of  horn  the  bleaching 
agent  must  be  applied  several  times; 
the  acid  used  may  also  be  more  con- 
centrated, and  a  paste  consisting  of  1 
part  of  water  and  1  of  chloride  of  lime 


*For   this   imrpuflo    uuthing  equals   cellu- 
loW.     (W.) 


may  be  employed  instead  of  the  solu- 
tion of  chloride  of  lime. 

A rtijicial  Ivory.  Two  })ounds  of  pure 
India  rubber  are  dissolved  in  32  pounds 
of  chloroform  and  the  solution  saturated 
with  purified  ammoniacal  gas.  The 
chloroform  is  then  distilled  off.  The 
residue  is  mixed  with  pulverized  phos- 
phate of  lime  or  carbonate  of  zinc, 
pressed  into  moulds,  and  cooled.  When 
the  phosphate  of  lime  is  used  the  result- 
ing compound  partakes  in  a  great  de- 
gree of  the  nature  and  compositfon  of 
genuine  ivory. 

Compownd  for  ButtonSf  D^ice,  Dom- 
inos,  etc.  The  powder  or  other  filings 
of  soapstone  (steatite),  obtained  in  the 
manutacture  of  gas  burners,  is  saturated 
with  water-glass,  dried,  and  ground. 
Buttons  and  similar  articles  are  pressed 
from  this  powder,  burned  in  ovens, 
dipped  again  in  water-glass,  and  once 
more  burned.  They  are  then  placed  in 
a  tumbling  box  with  some  water  and 
polished  by  tumbling,  dried,  and  again 
polished  in  a  similar  box  with  soap- 
stone  powder.  Dominos  and  dice  are 
presseu  in  a  similar  manner  in  dies  of 
brass  or  steel  and  then  polished. 

A  New  Method  of  Treating  Horn. 
By  this  process  horn  is  converted  into 
a  substance  resembling  whalebone.  It 
consists  in  first  cutting  the  horn  into 
strips,  then  softening  and  pressing  flat, 
and  next  boiling  in  a  closed  boiler  in  a 
decoction  of  sage  leaves  to  which  has 
been  added  a  little  potash.  Horn  so 
treated  can  be  rolled  into  long  strips  by 
passing  through  rollers,  and  the  ends 
of  the  strips  can  be  joined  together  by 
the  pressure  of  the  rollers;  or  large 
sheets  may  be  made  by  joining  the 
strips  at  the  sides,  the  rolling  firmly  imit- 
ing  the  edges  so  as  to  form  one  piece. 

To  Dye  Horn  so  as  to  Besemole  Tor- 
toise Shell.  I.  Make  a  dough  of  2  parte 
of  unslacked  lime,  and  1  of  litharge,  by 
adding  a  sufficient  quantity  of'  soap 
boilers  lye.  Cover  with  this  all  parts 
of  the  horn  which  are  to  be  dyed.  My 
placing  a  brass  plate  under  the  horn  so 
treated,  the  imitation  will  be  still  more 
perfect. 

II.  To  produce  semi-transparent 
spaces  upon  horn,  mix  with  the  above 
dough  a  substance,  for  instance  chalk 
or  nne  sand,  whicn  will  decrease  the 
caustic  power  of  the  dough.    This  treat- 
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ment  produces  red  stains  npon  the  sur- 
face of  the  horn,  which  enhances  the 
b«»Eiuty  of  the  article,  and  its  resemblance 
to  genuine  tortoise-shell. 

III.  Mix  orpi ment  with  filtered  lime- 
water,  and  apply  the  solution  with  a 
brush.  Kepeat  the  application  if  neces- 
saiy. 

iV.  Mix  1  ounce  of  litharge  and  9 
drachms  of  unslacked  lime  to  a  paste 
with  a  sufficient  quantity  of  wine. 
This  composition  is  applied  to  the  horn, 
and  removed  in  3  or  4  hours. 

V.  By  using  a  solution  of  gold  for 
dyeing  the  horn,  red  stains  are  produced 
up<m  it. 

VI.  A  solution  of  silver  in  nitric  acid 
dyes  horn  black, 

VII.  A  brown  color  is  obtained  by 
brushing  the  horn  over  with  a  solution 
of  nitrate  of  mercury. 

JiuUatis  from  Waste  of  Horn.  The 
waste  is  pulverized  by  cylindrical 
graters,  and  the  powder  brought  into 
cylindrical  moulds,  and  subjected  to 
high  pressure,  the  tem])erature  being  in- 
creased at  the  same  time.  The  cylin- 
ders of  horn  thus  obtained,  as  soon  as 
they  come  from  the  moulds,  and  while 
still  hot^  are  cut  into  disks  of  the  de- 
sired thickness. 

Bronzing  and  Coloring  op 
Metals. 

Green  Bronze  for  Brass.  No.  1 .  Mix 
80  parts  of  strong  vinegar,  1  of  min- 
eral green,  1  of  red  umber,  1  of  sal-am- 
moniac, 1  of  gum  Arabic,  and  1  of  green 
vitriol,  and  add  4  of  Avignon  berries 
(fruit  of  Rhamnus  infectointis).  Boil 
the  mixture,  and  strain  when  cold. 
The  articles  to  be  bronzed  should  be 
cleansed  with  weak  aquafortis,  then 
rinsed,  and  the  fluid  applied  with  a 
brush.  Should  the  color  not  be  dark 
enough,  heat  the  article  until  it  cannot 
be  held  in  the  hand,  and  then  give  a 
coat  of  spirit  of  wine  mixed  with  a  little 
lamp-black.  Finally  apply  a  coat  of 
■pint  varnish. 

No.  2.  Add  to  a  solution  of  8J  drachms 
of  copper  in  1  ounce  of  strong  nitric 
acid  lOi  fluid  ounces  of  vinegar,  3i 
drachms  of  sal-ammoniac,  and  61 
drachms  of  aqua-ammonia.  Put  the 
liauid  in  a  loosely  corked  bottle,  and 
allow  it  to  stand  in  a  warm  place  for  a 


few  days,  when  it  may  be  used.  After 
applying  it  to  the  articles,  dry  them, 
by  exposure  to  heat,  and,  when  dry.  ap- 
ply a  coat  of  linseed  oil  varnish,  wnich 
18  also  dried  by  heat. 

Chinese  Bronze,  Small  articles  bron- 
zed by  this  process  possess  a  peculiar 
beauty,  and  lose  none  of  their  lustre, 
even  when  exposed  to  atmospheric  in- 
fluences and  rain. 

Powder  and  mix  thoroughly  2  parts 
of  crystallized  verdigris.  2  of  cinnabar, 

2  of  sal-ammoniac.  2  of  oills  and  livers 
of  ducks,  and  5  or  alum.  Moisten  the 
mixture  with  water  or  spirit  of  wine, 
and  rub  it  into  a  paste.  Cleanse  the 
article  to  be  bronzed  thoroughly,  and 
polish  it  with  ashes  and  vinegar.  Then 
apply  the  paste  with  a  brush.  Heat 
the  article  over  a  coal  'fire,  and  wash 
the  coating  off.  Repeat  this  operation 
until  the  desired  brown  color  is  ob- 
tained. By  adding  blue  vitriol  to  the 
mixture,  a  chestnut  brown  color  is  pro- 
duced, while  an  addition  of  borax  gives 
a  yellowish  shade. 

Bronzing  Process  used  in  the  Paris 
Mint.  Powder  and  mix  1  pound  each 
of  verdigris  and  sal-ammoniac. 

Take  a  quantity  of  this  mixture,  as 
large  as  a  hen's  egg,  and  mix  into  a 
dough  with  vinegar.  Place  this  in  a 
copper  pan  (not  tinned),  boil  in  about 
5  pints  of  water  for  20  minutes,  and  then 
pour  ofi*  the  water. 

For  bronzing,  pour  part  of  this  fluid 
into  a  copper  pan,  place  the  medals  sepa- 
rately in  it  upon  pieces  of  wood  or  glass, 
so  that  they  do  not  touch  each  other,  or 
come  in  contact  with  the  copper  pan, 
and  then  boil  them  in  the  liquid  for  a 
quarter  of  an  hour. 

Oxidized  Silver.  {Argent  oxydL) 
Place  the  silver,  or  plated,  articles  in  a 
solution  of  liver  of  sulphur  diluted  with 
spirit  of  sal-ammoniac.  Thev  are  then 
taken  out,  washed,  dried,  and  polished. 

The  above  process  produces  a  blue 
black  tint,  wnile  a  solution  of  equal 
quantities  of  sal-ammoniac  and  blue 
vitriol  in  vinegar  gives  a  brown  shade. 

Antique  Green.  This  can  be  imitated 
upon  new  uiicles  by  the  following  pro- 
cess :   Dissolve  1  part  of  sal-ammoniac, 

3  of  powdered  tartar,  and  3  of  common 
salt  in  12  of  boiling  water.  Then  add 
8  parts  of  a  solution  of  cupric  nitrate, 
and  ooat  the  articles  with  the  liquid. 
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Fire-proof  Bronze  upon  Copper  and 
Brass,  Dissolve  1  drachm  oi  crystal- 
lized verdiffris  and  a  like  (]^uantity  of 
finely-powdered  sal-ammoniac  in  14 
ounces  of  rain-water.  Cover  the  vessel 
containing  the  solution,  and  allow  it  to 
stand  quietly  for  3  to  4  hours,  and  then 
add  li  pints  of  water. 

In  bronzing,  hold  the  copper  or  brass 
article  over  a  coal  fire  ana  heat  to  a 
uniform  heat  and  color.  Then  brush 
it  over  with  the  above  mixture  and  dry 
carefully.  In  case  the  article  is  tinnea 
it  must  not  be  heated  enough  to  melt 
the  tin.  By  thus  heating  copper  5  or  6 
times  it  acquires  a  brassy  color,  and 
after  6  to  10  applications  a  beautiful 
yellow  tint.  If  it  is  desired  to  give  a 
copper  article  a  color  shading  from  yel- 
low into  brown,  it  must  be  very  hot 
when  the  mixture  is  applied ;  for  light 
brown  the  operation  must  be  repeated 
20  to  25  times.  When  the  copper  has 
acquired  the  desired  color  place  it  at 
once  into  clean  water,  but  do  not  cleanse 
or  dry  it  immediately  after  taking  it 
out.  In  fact  the  greatest  care  is  here 
required.  It  is  best  to  dry  the  article 
over  a  moderate  coal  fire,  when  the 
bronze  will  become  durable  and  fire- 
proof. 

Commercial  Bronzes,  The  colors  are 
prepared  by  beating  bronze  to  thin 
leaves  similar  to  those  of  gold.  They 
are  then  rubbed  upon  a  stone  with  a 
pestle,  an  inspissating  agent  being 
added  during  the  process. 

Samples  analyzed  by  Koenig  con- 
tained: 


Parts. 

Colors. 

?r; 

1 

i 

• 

8 

• 

6 

N 

u 

M 

H 

Palo  yellow    .     . 

82.33 

16.69 

0.16 

Bright  yellow     . 

84.60 

16.30 

0.07 

Oninge  .... 

98.93 

0.73 

0.08 

Green    .... 

84.32 

15.02 

0,03 

trace. 

Copper  red      .    . 

99.90 

•      •      ■ 

trace. 

Beddish  yvUow  *. 

90.00 

9.60 

0.20 

\lolet    .... 

8.22 

0.50 

0.3<» 

trace. 

White    .... 

•      •     • 

2.39 

0.56 

96.46 

The  permanent  tone  is  produced  by 
heating.  All  bronzes  contain  a  small 
percentage  of  fat,  the  English  more 
than  the  Gennan,    The  object  of  the 


fat  is  to  obtain  a  uniformhr  low  tem- 
perature during  the  superficial  oxida- 
tion of  the  bronzes.  One-half  per  cent, 
of  wax  or  paraifine  is,  for  this  reason, 
frequently  added  to  bronzes. 

Bronze  for  Plaster^of- Paris  Figures, 
The  mass  used  in  France  for  this  pur- 
pose is  prepared  as  follows :  Linseed  oil 
IS  boiled  to  a  soap  with  soda  lye,  com- 
mon salt  bein^  added  until  the  soap 
separates.  This  soap  is  then  dissolved 
in  rain-water  and  compounded  with  a 
solution  of  4  parts  of  blue  and  1  of  green 
vitriol  until  a  precipitate  is  no  longer 
formed.  The  soap  is  washed  out  and 
used  for  preparing  the  antioue  green  in 
connection  with  a  vamisn  prepared 
from  121  ounces  of  litharge  and  3i 
jjounds  of  linseed  oil  and  wax.  Now 
melt  together  1  pound  of  varnish,  8i 
ounces  of  bronze  soap,  and  5i  ounces 
of  white  wax.  Apply  this  to  the  fig- 
ure, previously  heated  to  190°  F.,  by 
means  of  a  brush.  If  necessary  place 
the  figure  in  a  heated  box  until  it  is 
thoroughly  permeated  with  the  color. 
The  raised  parts  are  rubbed  with  bronze 
powder. 

Bronze  Powders.  Melt  together  in  a 
crucible  over  a  bright  fire  e(jiuil  parts 
of  sulphur  and  the  white  oxide  of  tin. 
Stir  them  continually  with  a  glass  rod 
until  they  acquire  the  appearance  of  a 
yellow  flaky  powder.  An  iron  rod 
must  not  be  used  in  stirring  any  mix- 
ture of  sulphur  when  melted,  as  the 
sulphur  ana  iron  will  unite. 

Another  way  to  prepare  it  is  to  take 
equal  parts  or  mercury,  tin,  sulphur, 
and  sal-ammoniac.  First  melt  the  tin, 
then  pour  the  quicksilver  into  it.  When 
the  amal^m  thus  formed  has  become 
cold  rub  it  together  with  the  sulphur 
and  sal-ammoniac.  Place  the  mixture 
in  a  crucible  and  heat  until  the  powder 
in  the  crucible  becomes  gold  colored 
and  fumes  of  mercury  cease  to  arise. 

Copper-colored  Bronze  Powder.  This 
is  prepared  by  dissolving  copper  in 
aquafortis  until  it  is  saturated  and 
then  placing  in  the  solution  some 
small  pieces  of  iron^  when  the  copper 
will  be  precipitated  in  a  metallic  state. 
The  fluid  is  then  poured  off*  and  the 
impalpable  powder  carefully  washed, 
dried,  and  put  away  for  use. 

Moire  MetaUique,  Cleanse  sheet  i ri>i? 
with  diluted  sulphuric  acid,  rinse  In 
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water,  and  dip  it  several  times  in  melted 
tin,  covered  with  melted  tallow.  Now 
heat  the  iron  and  cool  it  off  quickly  in 
water,  and  ^ur  over  it  a  mixture  of  1 
part  of  nitric  acid,  2  of  hydrochloric 
acid,  and  3  of  water.  Then  cleanse  it 
with  water,  dry,  and  coat  it  with  lac- 
quer. The  tinned  sheet  iron  prepared 
in  this  manner  has  the  appearance  of 
mother  of  pearl.  [The  surface  of  com- 
mercial tin  plate  may  be  given  this 
spangled  appearance  by  the  use  of  the 
same  acid  liquor.  The  acid  may  be 
applied  with  the  end  of  a  sponge  or 
pad  of  tow,  and  followed  always  by  a 
thorough  rinsing  in  water.  The  span- 
gled appearance  is  produced  by  the 
solution  of  the  smooth  surface  of  the 
tin  and  the  exposure  of  the  crystalline 
structure  of  the  underlying  metal.  The 
beauty  of  the  moire  may  be  enhanced 
by  covering  the  surface  with  transparent 
colored  varnish.     W.] 

lilack  Bronze  f'}r  Brass  (R.  Wagner). 
Brush  the  brass  with  a  diluted  solution 
of  nitrate  of  mercury  and  then  several 
times  with  a  sol  ution  of  liver  of  sulphur. 

Walker^s  Chemical  Bronze.  Boil  1 
ounce  of  ammonium  carbonate  and  a 
like  quantity  of  blue  vitriol  in  1 J  pints 
of  vinegar  until  the  latter  is  nearly 
evaporated.  Then  add  li  pints  of  vin- 
egar in  which  has  been  dissolved  i 
drachm  of  oxalic  acid  and  a  like  quan- 
tity of  sal-ammoniac.  Place  the  mix- 
ture over  the  fire  until  it  commences  to 
boil,  then  allow  it  to  cr>ol,  filter,  and 
put  by  in  well -closed  bottles. 

If  a  medal,  etc.,  is  to  be  bronzed,  it 
is  first  thorouj^hly  cleansed,  then  heated, 
and  the  liquid  a}>plied  by  means  of  a 
badj^er's  hair  brush.  In  a  short  time 
boiling  water  is  poured  over  the  medal, 
and,  when  dry,  it  is  rubbed  with  a  cot- 
ton rag  dipped  in  oil  and  then  with  dry 
cotton. 

Blue  Bronze.  Prepare  a  sand  bath 
an  large  as  the  article  to  be  bronzed. 
Cleanse  the  metal  from  all  grease  by 
dipi>ing  in  boiling  potash  lye,  and  treat 
it  with  white  wine  vinegar.  Wipe  and 
dry  the  surface  thoroughly  and  rub  it 
with  a  linen  rag  moistened  with  hydro- 
chloric acid.  Allow  the  coating  to 
dry  for  a  quarter  of  an  hour  and  then 
heat  the  article  on  the  sand  bath  until 
it  has  assumed  the  desired  color,  when 
it  should  be  removed. 


Brown  Bronze.    Observe  the  same 

E recess  as  in  the  for^^ing.  The  blue 
ronze  is  finally  rubbed  over  with  a 
linen  rag  saturated  with  olive  oil,  which 
will  change  the  blue  color  into  brown. 
Gold  Bronze  of  Great  Lustre  on 
Iron,  Dissolve  3  ounces  of  finely- 
powdered  shellac  in  IJ  pints  of  spirit 
of  wine.  Filter  the  varnish  through 
linen  and  rub  a  sufficient  quantity  of 
Dutch  gold  with  the  filtrate  to  give  a 
lustrous  color  to  it.      * 

The  iron,  previously  polished  and 
heated,  is  brushed  over  with  vinegar 
and  the  color  applied  with  a  brush. 
When  dry  the  article  may  be  coated 
with  copal  lacquer  to  which  some  am- 
ber lacquer  has  been  added. 

meel-oltie  on  Brass.  Dissolve  1^ 
drachms  of  antimony  sulphide  and  2 
ounces  of  calcined  soda  m  ^  pint  of 
water.  Add  2|  drachms  of  kermes, 
filter,  and  mix  this  solution  with  an- 
other of  2|  drachms  of  tartar,  5^ 
drachms  of  sodium  hyposulphite,  and 
I  pint  of  water.    Polished  sheet  brass 

{daced  in  the  warm  mixture  assumes  a 
)eautiful  steel-blue. 

Black  on  Bra^,  Dissolve,  with  con- 
stant stirring,  1  ounce  of  copf)er  carbon- 
ate in  81  fluid  ounces  of  spirit  of  sal- 
ammoniac  and  add  1  pint  of  water  to 
the  solution.  Suspend  the  articles  by 
brass  or  copper  wires  in  the  solution  for 
a  short  time.  It  is  recommended  not 
to  polish  the  articles  with  very  fine 
emery  paj^er,  as  the  coating  adheres 
much  l>etter  if  coarser  paper  has  been 
used.  The  coating  is  very  durable  in 
the  open  air. 

Bed  Copper-bronze  on  Wit  He  Sheet 
Tin  and  Tinned  Articles.  Dissolve  9 
drachms  of  copper  sulphate  in  rain 
water  until  this  is  saturated ;  then  add 
40  to  80  drops  of  sulphuric  acid  and 
brush  the  tin,  previously  cliMused  with 
onion  juice,  with  the  fluid.  When  dry 
rub  the  article  with  chalk  and  rinse 
with  water. 

To  Give  Copper  a  Durable.  Lustre, 
Place  the  copper  articles*  in  a  boiling 
solution  of  tartar  and  water  for  15  min- 
utes. Remove,  rinse  off"  with  cold  water, 
and  dry. 

New  Metliod  of  Coloring  Metals, 
Metals  may  be  colored  quickly  and 
cheaply  by  fonning  on  their  surface  a 
coating  oi  a  thin  film  of  a  sulphide. 
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By  an  immersion  of  5  minutes  braas  ar- 
ticles may  be  coated  with  colors  varying 
from  gold  to  copper-red,  then  to  car- 
mine, dark  red,  and  from  light  blue 
to  a  blue-white,  and  at  last  a  red-, 
dish-white,  according  to  the  thick- 
ness of  the  coat,  which  depends  on  the 
length  of  time  the  metal  remains  in  the 
solution  used.  The  colors  possess  a 
very  good  lustre,  and  if  the  articles  to 
be  colored  have  been  previously  well 
cleansed  by  means  of  acids  and  alkalies, 
tliey  adhere  so  firmly  that  they  may  be 
operated  upon  by  the  burnisher.  To 
prepare  the  solutions  dissolve  li  ounces 
of  sodium  hyposulphite  in  1  pint  of 
water  and  li  ounces  of  acetate  of  lead 
previously  dissolved  in  1  pint  of  water. 
When  this  clear  solution  is  heated  to 
about  190°  to  200°  F.  it  decomj>oses 
slowly  and  precij)itates  sulphide  of  lead 
in  brown  Hakes.  If  metal  is  present,  a 
part  of  the  sulphide  of  lead  is  deposited 
thereon,  and,  according  to  the  thick- 
ness of  the  deposit,  the  above  colors  are 
produced.  To  produce  an  even  color- 
ing the  article  must  be  evenly  heated. 


Iron  treated  with  this  solution  takes  a 
steel-blue  color,  zinc  a  brown  color. 
In  the  case  of  copper  objects  the  first 
gold  color  does  not  appear. 

If,  instead  of  the  acetate  of  lead,  an 
equal  weight  of  sulphuric  acid  is  added 
to  the  sodium  hyposulphite,  and  the 
process  carried  on  as  before,  the  brass 
becomes  coated,  first,  with  a  very  beau- 
tiful red,  which  is  followed  by  a  green, 
and  changes  finally  to  a  splendid 
brown,  with  green  and  red  iridescence. 
This  last  is  a  very  durable  coating  and 
may  be  especially  recommended. 

[It  will  be  found  very  difficult  to  ob- 
tain by  this  process  the  precise  shade  of 
color  desired,  unless  the  operator  has 
had  much  experience  in  its  use.  The 
thorough  cleansing  of  the  articles  from 
grease  by  immersion  in  boiling  potash 
lye  and  rinsing  is  absolutely  necessary 
to  success.    W.] 

Graham* 8  Bronzing  Liquids.  These 
are  used  by  simple  immersions  and 
have  a  wide  range  of  application,  as 
will  appear  from  the  three  following 
tables : 
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Brown,  and  every  Bliadd 

to  black. 
Brown,  and  every  shade 

to  black. 
Brown,  and  every  rfiade 

to  red. 
Brown,  and  every  shade 

to  red. 
Brownish-red. 
Brow^nish-red. 
Dark  brown. 
Yellow  to  red. 
Orange. 
Olive-green. 
Slate. 
Blue. 

Steel-gray. 
Black. 

[*Uquid  No.  6  must  be  boiled  and  cooled.  No.  13  must  be  used  at  180°  F.  or  over.  No.  6  is 
slow  in  action,  sometimes  taking  an  hour  to  give  good  results.  The  action  of  the  others  is 
usually  immediate.    W.] 
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II.  For  Goppbb  (by  simple  iMMSReioN). 
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III.  For  Zinc  (as  above). 
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Black. 

Black. 

Dai  k  gray. 

Dark  gray. 

Dark  gray. 

Green-gmy. 

Red  (boil). 

Copper  color. 

C(>ri>er  colur  (with  agitation). 

I'uiplc  (boil). 

♦  Made  to  the  consistency  of  cream.     (W.) 


Dead-black  on  Brass  Instruments. 
Place  about  a  thimbleful  of  lampblack 
on  a  smooth  surface  of  glass  or  porce- 
lain, drop  4  or  5  drops  of  gold  size  on  it, 
and  thoroughly  incorporate  the  same 
with  a  spatula.  It  should  form  a  stiff 
paste.  Use  as  little  of  the  size  as  pos- 
sible, as  an  excess  will  give  the  coating 
a  glossy,  instead  of  the  desired  dead  fin- 
ish. Add  about  double  the  volume  of 
turpentine;  mix  with  a  camel's  hair 
brush,  and  apply  to  the  surface  to  be 
coated.    (W.) 

SubstittUe  for  Oum  Arabic  in  Manu- 
fad  wring  Bronze  Colors.  The  coarsely- 
powdered  metallic  dust  used  in  manu- 


facturing bronze  colors  was  formerly 
rnbbed  fine  with  a  concentrated  solu- 
tion of  gum  Arabic.  By  using  a  con- 
centrated aqueous  solution  of  5  parts  of 
dextrine  and  1  of  alum,  instead  of  solu- 
tion of  gum,  a  far  more  beautiful  and 
cheaper  article  is  obtained. 

Preservation  of  Bronze  Monuments. 
The  unsightly,  dark  coating  with  which 
most  new  monuments  of  bronze,  become 
covered,  giving  them  the  appearance 
of  cast  iron,  does  not  consist,  as  has  been 
frequently  assumed,  of  sulphide  of  cop- 
per, but  of  a  mixture  of  soot  and  at- 
mospheric dust  with  the  oxides  of  the 
bronze  metals.    It  is  im|)ossible  to  re- 
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move  this  coating  by  mechanical  means, 
or  by  diluted  su^huric  acid,  but  it  can 
be  done  very  quickly  and  emcaciously 
by  washing  the  surface  with  a  con- 
centrated solution  of  carbonate  of  am- 
monium. By  this  means  a  layer  of 
patina  is  formed,  which  protects  the  sur- 
face of  the  monument  against  a  renewal 
of  the  formation  of  the  black  coating. 
But  as  this  operation  requires  skilled 
and  experienced  workmen,  JIagnua  has 
devisea  the  following  treatment  for  at- 
taining the  same  object.  The  surface 
of  the  monument  is  brushed  over,  at 
intervals  of  a  few  weeks,  with  a  mixture 
of  20  parts  of  acetic  acid  in  100  of  neat's- 
foot  oil.  The  acetate  and  oleate  of  cop- 
per produced  thereby  form  a  thin  green 
layer,  which  prevents  an  accumulation 
of  dirt  and  dust^  and  also  causes  the  for- 
mation of  a  patina. 


BuiLDiNa  Materials,  Artificial 
Building  Stone,  Mortars,  etc. 

Variotu  FormuUB  for  Artificial  Stone, 

Artificial  Building  Stone.  No.  1. 
Mix  100  parts  of  hydraulic  lime,  which 
has  fallen  to  a  powder,  with  water  to 
form  a  paste.  To  this  add  250  parts 
of  gravel  and  50  of  coal  ashes,  or 
lixiviated  wood  ashes.  The  mass  is 
then  thoroughly  mixed,  and  a  sufficient 
quantity  of  water  added  to  make  the 
volume  of  the  mass  equal  to  500  parts. 
It  is  then  poured  into  moulds  made  of 
pine  boards,  where  it  is  allowed  to  re- 
main until  set. 

No.  2.  One  hundred  and  twenty-five 
parts  of  hydraulic  lime,  which  has  fall- 
en to  a  powder,  are  mixed  with  a  suf- 
ficient quantity  of  water  to  form  a  paste. 
To  this  are  aaded  250  parts  of  ground 
oyster  shells  and  150  of  ground  peat 
ashes,  and  a  sufficient  quantity  of  water 
to  make  the  bulk  of  the  mass  equal  to 
500  parts.  It  is  then  poured  into  moulds 
as  a[>ove  and  dried. 

Artificial  Building  Stone  Prepared 
with  Cork,  A  very  light  building  stone 
which  does  not  absorb  nioistare,  and 
does  not  rot,  is  prepared  according  to 
the  following  process : 

Comminuted  cork,  or  cork  waste,  is 
mixed  with  cement,  sand,  clay,  lime, 
and  solution  of  water-glass,  by  adding 


sufficient  water  to  form  a  plastic  mass, 
which  is  pressed  in  moulds  and  driea 
in  the  air. 

The  most  advantageous  plan  is  to 
combine  the  comminuted  cork  with  a 
mixture  of  clay,  lime,  solution  of  water- 
glass,  and  a  small  quantity  of  hair. 

The  addition  of  clay  is  necessary  to 
prevent  the  calcium  carbonate  which 
IS  formed  from  becoming  detached  from 
the  surface  of  the  comminuted  cork 
wood.  The  water  glass  is  added  in  or- 
der to  form  calcium  silicate,  which 
contributes  to  the  solidity  of  the  stone. 
The  hair  is  added  to  keep  the  formed 
stones  together  while  drying. 

Artificial  Stone  from  Qtiartz  Sand 
and  Plumbic  Oxide,  Ground  quartz 
sand  is  mixed  with  2  to  10  per  cent,  of 
finely-ground  plumbic  oxide.  The 
harder  the  stones  are  to  be  the  more 
plumbic  oxide  must  be  used.  The  mix- 
ture is  moistened  with  water-glass, 
again  thoroughly  mixed,  and  then 
pressed  firmlv  into  moulds.  The  re- 
sulting stone  is  dried  and  then  burned. 

JiJ.  Schaffer's  Artificial  Stone  {Eliza- 
bethy  N.  J.),  A  mixture  of  1  part  of 
cement  and  3  of  sand  is  made  into  a 
dough  with  diluted  sulphuric  acid  (100 
parts  of  water  to  2  of  the  acid)  and  sub- 
jected to  a  strong  pressure.  The  stones 
are  then  dried  in  the  air  for  2  days, 
when  they  are  again  placed  for  12 
hours  in  diluted  sulphuric  acid  (100 
parts  of  water  to  3  of  acid),  and  finally 
dried. 

E.  We8termeyer*8  Artificial  Stone 
(Chicago).  Two  parts  of  Portland  ce- 
ment, 1  of  sand,  and  1  of  cinders  are 
mixed  together  dry  and  then  moistened 
with  an  aqueous  solution  of  sulphate  of 
iron.  The  resulting  mortar  is  pressed 
in  moulds,  dried  for  2  weeks  in  a  warm 
place,  then  placed  for  24  hours  in 
water,  and  finally  dried  for  4  weeks. 

F.  Coignel*s  (Paris).  Ten  parts  of 
unslaked  lime  are  carefully  ground 
with  3  to  4  parts  of  water  and  then 
mixed  with  40  to  60  parts  of  dry  sand 
and  2^  to  10  parts  of  hy^draulic  cement. 
The  mixture  is  again  ground  and 
pressed  into  moulds. 

A,  QfiesnoVs  (BloomijigtoUy  III.). 
Dissolve  1  part  of  alum  in  15  parts 
of  water,  and  add  2  parts  of  hydraulic 
lime,  10  of  sand,  and  1  of  cement  to  the 
required  consistency ;  press  into  mould« 
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and  allow  to  remain  24  hours.  The 
blocks  are  fit  for  use  in  14  days,  but 
only  become  thoroughly  hard  after 
longer  drying. 

J,  SheUinyeTy  of  New  Yorky  mixes  4 
parts  of  coarse  sand,  1  of  cement,  with 
gravel,  pebbles,  etc.,  in  lime-water  to  a 
paste,  which  is  pressed  in  moulds  and 
tlie  surface  covered  with  a  composition 
of  2  parts  of  fine  sand,  1  of  cement,  and 
1  of  dry  metallic  coloring  matter.  If 
the  surface  of  the  stone  is  to  be  orna- 
mented the  design  is  laid  upon  the  bot- 
tom of  the  mould,  and  on  the  top  of 
this  is  placed  the  layer  of  the  last-men- 
tioned mixture.  VVhen  the  stone  is 
nearly  dry  its  surface  is  brushed  over 
with  a  thin  solution  of  water-glass. 
Sidewalks  of  such  flags  have  been  laid 
in  several  streets  of  New  York,  and 
found  to  do  excellent  service. 

J.  Ordway,  of  Jamaica  PlainSy  N.  Y, 
Thirty  parts  of  quartz  sand  and  1  of 
plumbic  oxide  are  mixed  to  a  dough 
with  10  of  water-glass.  Suitable  color- 
ing substances,  it  necessary,  are  added 
to  the  mass,  M'hich  is  then  pressed  into 
moulds  and  exposed  for  2  hours  to  a 
red  heat. 

S.  Sorely  of  Paris,  Natural  carbonate 
of  magnesia  is  heated  in  a  furnace  to  a 
red  heat  for  24  hours;  it  is  then 
powdered,  mixed  with  sand,  gravel, 
marble  waste,  etc.,  or  with  cotton, 
wool,  and  other  fibrous  substances,  in 
the  proportion  of  i  to  20  and  more  to  1, 
according  to  the  results  to  be  obtained. 
The  mass  is  moistened  with  solution 
of  chloride  of  magnesium,  pressed  into 
moulds,  or  worked  and  rolled  into 
slabs. 

Adolph  Otty  New  York.  A  mixture  of 
hydraulic  cement  with  lime,  soluble 
siliceous  earth,  or  water-glass  is  stirred 
into  a  stiff  dough  with  a  mixture  of 
hydraulic  cement  and  heated  dolomite. 
The  mass  is  pressed  into  moulds  and 
dried  without  the  use  of  heat.  The 
dolomite  should  only  be  heated  to 
about  750°  F.,  to  prevent  the  carbonate, 
of  lime  from  losing  its  carbonic  acid, 
and  then  powdered.  Stones  manufact- 
ured in  this  manner  resemble  the 
Portland  stones,  and,  it  is  claimed,  are 
harder. 

'*Vict4)riu"  SUine  (Highton's  Pro- 
cess). The  refuse  of  the  granite  quarries 
is  broken  up  into  pieces  of  suitable  size, 


and  4  parts  of  the  fragments  thus  ob- 
tained are  mixed  with  I  part  of  Portland 
cement,  with  the  addition  of  sufficient 
water  to  bring  the  mass  to  the  consist- 
ency of  dough.  The  mass  is  run  into 
moulds,  in  which  it  is  allowed  to  re- 
main for  several  days,  or  until  it  has 
set  solid.  The  blocks  are  then  im- 
mersed in  a  solution  of  silicate  of 
soda.    (W.) 

JRansome's  Artificial  Stone.  Clean 
and  dry  sand  and  other  suitable  sili- 
ceous and  earthy  ingredients  are  thor- 
oughly incorporated  in  a  mixing  mill 
with  silicate  of  soda.  The  resulting 
pasty  mass  is  then  pressed  into  moulds 
of  any  required  pattern  or  size,  and  when 
set  sufficiently,  immersed  in  a  solution 
of  chloride  of  calcium.  In  the  case  of 
large  pieces  the  saturation  with  chloride 
of  calcium  is  facilitated  by  the  use 
of  the  air-pump.  The  resulting  re- 
action is  the  formation,  by  double 
decomposition  of  the  ingredients,  of 
an  insoluble  calcium  silicate  and  of 
sodium  chloride.  The  first  named 
forms  a  solid  and  indurate  binding 
material  for  the  stone,  and  the  sodium 
chloride  is  removed  by  a  subsequent 
thorough  washing  witn  water.  This 
last  operation  is  important,  since  if 
not  completely  removed  from  the 
stone  it  will  make  its  appearance  sub- 
I  sequently  in  the  form  of  a  white  efflor- 
escence on  its  surface.    (W.) 

Apcenite  (Ransome's  Patent).  To 
avoid  the  difficulty  encountered  in 
washing  out  the  soluble  sodium  chloride 
in  the  process  just  described,  Mr.  Ban- 
some  devised  a  process  whereby  the 
insoluble  calcium  silicate  should  be 
formed  without  the  simultaneous  pro- 
duction of  a  soluble  salt — thus  dispens- 
ing with  the  washing  process.  This  he 
accomplishes  by  incorporating  with 
the  foregoing  mixture  a  material  capa- 
ble of  yielding  silica  in  form  suscef)ti- 
ble  of  dissolving  freely  in  the  presence 
of  free  alkali.  Such  a  material  is 
found  in  the  earth  known  variously  as 
infusorial  earth,  diatomaceous  earth, 
fossil  meal,  etc.,  and  which  is  made  up 
largely  of  the  siliceous  coverings  of 
microscopic  plants  which  are  readily 
soluble  in  caustic  soda  or  potassa. 

Mr.  Ransome  introduces  some  of  this 
earth  into  his  mixture  of  lime,  sand, 
and  silicate  of  soda  solution.     When 
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intimaielj  mixed,  the  mass  is  intro- 
duced into  moulds  and  allowed  to 
harden  gradual!;^.  Calcium  silicate  is 
formed  oy  the  interaction  of  the  in- 
gredients present,  and  the  mass  gradu- 
ally becomes  indurated,  forming  a 
compact  stone,  which  improves  in 
strength  and  hardness  as  it  ages.  The 
action  of  the  siliceous  earth  introduced 
is  as  follows:  The  free  lime  and 
alumina  of  the  mixture  seize  on  the 
silica  of  the  sodium  silicate,  forming 
calcium  and  aluminum  silicate  and  free 
soda.  This  last  reacts  promptly  on 
the  silica  of  the  infusorial  earth  to  form 
a  fresh  portion  of  sodium  silicate,  and 
so  on,  the  soda  acting  as  the  carrier  of 
silica  to  the  lime,  until  it  is  all  com- 
bined. A  portion  of  the  soda  appears 
also  to  combine  at  each  operation,  so 
that  this  is  gradually  unitCMl  with  the 
lime  as  a  double  silicate,  leaving  noth- 
ing to  be  removed  by  washing.    (W.) 

Frear^s  Artificial  Stone,  A  mixture 
of  Portland  cement  and  sand  is  moist- 
ened with  a  solution  of  shellac,  then 
reduced  to  the  consistence  of  dough  by 
the  addition  of  water,  and  formed  by 
pressure  into  moulds  of  any  desired 
shape.  After  a  short  time  the  mass 
acquires  considerable  tenacitv,  and 
may  be  removed  from  the  moulds  with- 
out injury.  The  "Frear"  stone  was 
at  one  time  quite  largely  used  in 
Chicago  and  other  cities  of  the  West 
and  Northwest.    (W.) 

Building  Stones,  Pipes,  eXc. 

Sand 4000  parts. 

Limestone 528     " 

Burood  clay  (brickdust) ....        60     " 
Water-glass 130  to  250      '* 

are  mixed  together. 

Artificial  Millstones. 

Coarsely-broken  quartz  or  flint    .  4000  parts. 

Chalk  or  limestone 500      " 

Galclum  phosphate 45      " 

Feldspar GO      " 

Flnorspar 10     •* 

Water-glass 250     '* 

Grindstones. 

Quartz  sand  or  emery      ....  235  parts. 

Limestone 75      " 

Calamine       dO     ** 

Calcium  phosphate 80     " 

Feldspar 4      " 

Fluorspar 1  part. 

Water-glass 75  {larts. 

are  mixed  and  the  mass  treated  in  the 


same  manner  as  indicated  for  artificial 
marble. 

New  Plastic  Water-proof  Grind' 
stones.  Melt  100  parts  of  caoutchouc 
and  add  to  this  25  parts  of  sulphur 
mixed  with  450  to  1050  parts  of  emery 
or  some  other  abradmg  substance. 
Knead  the  mass  thoroughly,  press  it 
into  moulds,  and  subject  it  nrst  in  the 
moulds,  and  then  after  it  has  been 
taken  out,  to  a  temperature  of  572^  F. 

To  Imitate  Variegated  Marble.  Mix 
hydraulic  lime  and  ground  marble,  and 
incorporate  with  the  mixture  a  solu- 
tion of  alum  and  suitable  coloring  sub- 
stances. Differently  colored  masses  are 
then  mixed  together  and  cut  into  slabs. 

A.  Garvey,  of  Memphis,  I'enn.,  pre- 
pares "  lithomarlUe  "  by  adding  to  3 
gallons  of  water,  ^  pint  of  glue  water, 
and  4.i  ounces  of  powdered  borax,  a  suf- 
ficient quantity  of  plaster  of  Paris  to 
form  a  douj^b.  An  imitation  of  marble 
is  produced  by  stirring  the  coloring 
substances  into  the  mass. 

Artificial  Marble.  The  following 
mixtures  have  been  recommended  for 
making  artificial  marble.  Grind  and 
thoroughly  mix : 

Parts. 

Comminuted  stone 280  280 

Limestone  or  chalk 14U  140 

Burned  calamine 5        6 

Calcined  feldspar 3        3 

Fluorspar 2        1 .6 

Calcium  phosphate 2 

Water-glass 40      4o 

On  the  addition  of  the  water-glass 
the  ingredients  are  quickly  mixed  and 
thereupon  pressed  into  moulds.  The 
finished  pieces  are  dried  at  a  tempera- 
ture gradually  rising  to  125°  F. 

Cement  from  Btast-furna>ce  SUig. 
Mr.  Ransome  has  lately  wrought  out 
an  important  invention  by  which  he  is 
enabled  to  convert  blast-furnace  slag 
into  a  hydraulic  cement  having  even 
greater  strength  than  Portland,  and  be- 
sides being  much  lighter  in  color. 

In  this  process  granulated  slag  is 
mixed  and  ground  with  chalk  or  lime, 
or,  in  his  latest  practice,  with  the 
spent  lime  of  the  gas  works.  The 
resulting  mixture  is  then  calcined  and 
again  ground.  The  resulting  cement  is 
found  to  possess  high  qualities  both  as 
regards  quick  setting  and  strength. 

When  spent  gas  lime  is  used,  Mr. 
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KcAflome  gets  rid  of  the  sulphar  with 
wl^ich  it  is  saturated  by  mixing  a  cer- 
tain proportion  of  powdered  coke  with 
the  slag  and  lime,  which,  in  the  furnace, 
reduces  the  sulpnate  of  lime  present  to 
sulphide,  and  passing  a  jet  of  steam 
through  the  mass,  by  which  the  sulphur 
is  carried  off  as  sulphuretted  hydrogen, 
leaving  pure  lime  behind.  He  has 
also  devised  a  revolving  retort  for  the 
calcination  of  his  materials,  by  which 
they  are  prevented  from  caking,  and  a 
subisequeut  grinding  rendered  unneces- 
sary. This  cement  exhibited  con- 
siderably greater  strength  than  Port- 
land.   (W.) 

Very  Hard  and  Durable  Cement, 
The  following  mixtures  give  three 
qualities  of  a  very  hard  and  durable 
cement  capable  of  resisting  the  action 
of  the  weather.  It  is  very  suitable  for 
cementing  fractures  in  marble  or  stone 
statues,  monuments,  or  ornamental 
work  which  are  exposed  to  atmospheric 
iniluences : 

Parts. 


I.  II.  III. 

Portland  cement 12  6  9 

Chalk  paste 6  12  6 

Fine  sand 6  6  6 

Siliceous  earth 1  1  1 

The  above  ingredients  are  made  into 
a  thick  paste  with  soda  water-glass. 
No.  II.  gives  the  hardest  cement. 

To  Manufacture  Cement  from  Blast- 
furnace Slag, 

Blast-fnmace  slag 2  parts. 

Lime 6      " 

Clay 2      •* 

are  mixed,  calcined,  and  ground. 

To  Prepare  White  Cement^  which 
hardens  under  water,  stir  25  parts  of 
fossil  meal  (infusorial  earth),  free  from 
iron,  and  75  of  chalk,  free  from  iron, 
into  a  solution  of  2.5  parts  of  potash 
or  soda,  and  form  the  mass  into  bricks, 
which  are  dried,  burned  in  a  white 
heat,  and  then  ground. 

To  Prepare  Artijieial  Cement.  Schott- 
ler's  artificial  cement  consists  of: 

Plaster  of  Paris  (best  freshly  ground) 

6  parts  by  weight. 

Brickdost 3        •*  •* 

Finery  cinders     ....   4       "  »* 

The    substances    are    ground     or 


pounded  fine,  then  sifted  through  a 
wire  sieve  (so  fine  as  not  to  allow  mus- 
tard seed  to  pass  through),  mixed  with 
water,  and,  shortly  before  the  cement 
is  to  be  used,  mixed  thoroughly  with  2 
parts  of  sifted  iron  filings.  The  mix- 
ture should  be  used  as  thin  and  soft  as 
possible — in  all  other  respects  like 
ordinary  mortar. 

To  Harden  Cement,  JWmc,  and  Sim- 
ilar MateriaU.  Solutions  of  sulphate 
of  zinc,  sulphate  of  iron,  or  sulphate  of 
copper  are  used  for  this  purpose.  The 
plastering  of  cement  or  lime  mortar 
may  be  brushed  over  with  these  solu- 
tions or  the  mortar  mixtures  may  be 
stirred  together  with  them.  In  the  lat- 
ter case  the  percentage  of  lime  or  cement 
in  the  mortar  can  be  considerably  de- 
creased. 

Oil  Cement  Paint  for  Felt  Roofing, 

Washed  graphite    ...      2  parts  by  weight. 

Red  ochre 2         "  " 

Cement 16         "  ** 

Barium  snlphate    ...  16         "  ** 

Plumbic  oxide    ....      6 


i« 


are  ground  in  an  oil  varnish  prepared 
in  the  following  manner :  One  nundred 
parts  by  weight  of  good  linseed  oil  are 
Doiled  for  8  hours  in  a  copper  boiler 
with  6  per  cent,  of  pyrolusite.  Ten 
parts  by  weight  of  flowers  of  sulphur 
and  20  parts  by  weight  of  French  pitch 
are  then  dissolved  in  the  mixture  and 
the  mass  filtered  before  it  becomes  cold. 
Twenty-five  pounds  of  oil  cement  color 
and  li  gallons  of  linseed-oil  varnish  or 
linseed  oil  for  reducing  the  paint  are 
sufficient  to  give  2  coats  to  1000  square 
feet  of  roof  surface.  The  first  coat, 
while  still  wet,  is  uniformly  covered 
with  fine  dry  sand  by  means  of  a  sieve. 
The  sanding  should  be  done  during  the 
progress  of  the  painting,  so  that  the 
workman  is  not  obliged  to  step  into  the 
wet  paint.  The  tree  sand  is  removed 
with  a  broom  before  the  second  coat  is 
given,  and  it  is  best  to  apply  this  8  days 
after  the  first.  The  second  coat  need 
not  be  sanded  *  its  purpose  being  to 
combine  with  the  first  to  an  insoluble 
mass  hard  as  stone  and  to  give  to  the 
roof  a  neat,  finished  appearance. 

^Requisites  for  Gooa  Mortar,  To  ob- 
tain a  good  mortar  as  much  depends  on 
the  character  of  the  ingredients  and  the 
manner  of  mixing  them  as  on  the  qual* 
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ity  of  the  lime.  It  does  not  necessarily 
follow  that  because  a  lime  is  good  the 
quality  of  the  mortar  will  be  good  also. 
The  best  lime  ever  burned  would  be 
spoiled  by  the  custom,  common  among 
some  builders,  of  mixing  with  it  earth 
and  rubbish  taken  from  the  foundations 
of  intended  buildings.  The  sand  should 
be  hard,  sharp,  gritty,  and,  for  purposes 
of  construction,  not  too  fine ;  it  should 
be  Aree  from  all  organic  matter.  Good 
sand  for  mortar  may  be  rubbed  between 
the  hands  without  soiling  them.  The 
water  should  also  be  free  from  organic 
matter,  and,  on  this  account,  should 
never  be  taken  from  stagnant  ponds. 
The  presence  of  salt  in  sand  and  water 
is  not  found  to  impair  the  ultimate 
strength  of  most  mortars ;  nevertheless 
it  causes  an  efflorescence  of  white,  frothy 
blotches  on  the  face  of  the  structure. 
It  also  renders  the  mortar  liable  to  re- 
tain moisture,  and  for  these  reasons 
should  never  be  present  in  mortar  in- 
tended for  architectural  purposes,  al- 
though for  dock  and  sea  walls  it  may 
generally  be  used  with  advantage  and 
economy. 

Sand  is  used  to  increase  the  resistance 
of  mortar  to  crushing,  to  lessen  the 
amount  of  shrinking,  and  to  reduce  the 
bulk  of  the  more  costly  material,  lime. 
Water  is  the  agent  by  which  a  combi- 
nation is  effected,  and,  as  sand  docs  not 
increase  in  volume  by  moisture,  it  neces- 
sarily follows  that  no  more  of  the  dilut- 
ing element  should  be  employed  than 
is  absolutely  necessary  to  fill  the  inter- 
stices between  the  sand  and  render  the 
whole  into  a  paste  convenient  for  use, 
and  the  greater  strictness  with  which 
this  is  adhered  to  the  more  compact 
and  durable  will  be  the  mortar. 

Hydraulic  Mortar  from  Lime  and 
Alum  Shale,  Alum  shale,  which  is 
very  abundant  and  cheap  in  some  local- 
ities, mixed  with  lime,  gives  to  the  latter 
all  the  properties  of  nydraulic  mortar. 
It  dries  quickly  Jjecomes  very  hard  and 
impermeable.  To  prepare  it  add  i  to  i 
part  of  alum  shale  to  the  lime. 

To  Prepare  Bitumen  Mortar,  One 
part  of  bitumen,  gained  as  a  by-prod- 
uct in  the  manufacture  of  paraffine 
oil  and  mineral  oil,  and  thoroughly 
cleansed  by  means  of  acids  and  alkalies, 
is  mixed  with  2  to  6  parts  of  lime  mor- 
tar.   The  latter   is  prepared   from  1 


part  of  good  slaked  lime  and  2  parts 
of  sharp  quartz  sand.  After  it  is 
mixed  and  has  become  hard  it  is 
brought  into  the  bitumen,  which  has 
been  previously  melted  and  heated  to 
140°  P. 

To  Prepare  Hydraulic  Mortar,  Burn- 
ed lime  is  changed  into  dry  calcium 
hydrate  as  fine  as  dust  by  moistening  it 
with  water  and  allowing  it  to  decompose. 
It  is  then  mixed  with  infusorial  earth, 
which  has  also  been  reduced  to  an  im- 
palpable powder  by  washing,  drying, 
gentle  heating,  and  pulverizing  the 
lumps  which  may  have  been  formed. 
For  mortar  to  be  used  for  work  under 
water,  equal  parts  by  weight  of  the 
two  powders  are  mixed  together ;  while 
for  work  not  so  much  exposed  to  the 
action  of  water,  1  part  by  weight  of 
infusorial  earth  to  2  parts  by  weight  of 
calcium  hydrate  is  sufficient. 

Water-proof  Mortar,  The  lime  is 
slaked  with  a  solution  of  green  vitriol 
instead  of  ordinary  water.  The  neces- 
sary quantity  of  green  vitriol  is  dis- 
solved in  warm  water,  the  lime  slaked 
in  the  usual  manner,  and  then  mixed 
with  fine  quartz  sand. 

To  Prepare  Clay  Plaster,  Stir 
gradually  1  part  of  rye  flour  into  26 
parts  of  water.  Boil  and  the  mixture 
will  give  24  parts  of  paste.  Take  1 
part  of  this  to  8  parts  or  dry  clay,  and 
mix  with  as  much  water  as  necessary 
to  apply  it. 

Plaster  for  Damp  Walls.  Two  coats 
of  ordinary  lime  mortar  are  applied  to 
the  wall.  The  last  coat  is  smoothed 
with  a  steel  float.  Upon  this  is  applied 
a  third  coat  of  very  fat  lime,  and  this  is 
glazed  with  pure  lime  compounded 
with  some  alumina  and  ^  part  of  alum. 

Treatment  of  AsphaUum  for  Paving 
Purposes.  The  asphaltum  should  not 
be  softened  by  heat,  but,  in  a  powdered 
state,  partly  dissolved  by  impregnating 
it  with  bisulphide  of  carbon,  naphtha, 
or  benzine. 

Marbleizing  Sandstone,  By  impreg- 
nating sandstone  with  a  solution  of 
sulphate  of  alumina  and  next  with  one 
of  water-glass,  it  acquires  a  marble-like 
appearance  and  can  be  polished.  It 
resists  the  action  of  fire  and  atmospheric 
influences  and  is  especially  adapted  for 
hydraulic  works.  By  treatine  the  im- 
pregnated sandstone  at  a  very  high  tern* 
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I>eratare  it  acquires  a  kind  of  vitrifica^ 
tion,  to  which  any  desired  color  can  be 
given. 

To  Make  Sandstone  and  other  Porous 
Stories  Tough  and  Impermeable.  The 
stones  are  dried  at  3oO^  F.  and  then 
immersed  for  8  hours  in  coal  tar  heated 
to  350°  F.  Stones  treated  in  this  man- 
ner become  so  tough  that  they  can 
scarcely  be  broken  with  a  hammer. 
Bricks  become  hard  and  impermeable 
by  allowing  them  to  lie  for  4  hours  in 
tar  heated  to  235°  F. 

To  Repair  Wom-^Uywn  Sandstone 
Steps,  This  can  be  very  well  accom- 
plished with  good  cement  mortar.  The 
steps  are  first  thoroughly  moistened 
with  water  before  applying  the  mortar, 
consisting  of  1  part  of  cement  and  1  of 
fine  quartz  sand.  The  cement  and 
sand  must  be  mixed  dry,  some  water 
is  then  gradually  added,  while  the  mass 
is  constantly  stirred,  so  that  the  result 
will  be  as  plastic  a  mortar  as  possible, 
in  which  every  grain  of  sand  is  en- 
veloped in  a  coatins;  of  cement. 

For  repairing  broken  sandstone  steps, 
the  fracture  should  first  be  cut  as  rag- 
ged as  possible  and  soaked  with  water. 
Finely-sifted  cement  and  sand  should 
be  used,  or,  instead  of  the  latter,  finely- 
powdered  and  washed  sandstone  as 
near  the  color  of  the  steps  as  possible. 
The  mortar  is  prepared  from  1  part  of 
cement  and  2  of  sand. 

Cmicrete  Marble.  Mix  milk  of  lime 
with  finely-powdered  marble  or  lime- 
stone, or,  what  is  still  better,  with 
chalk,  until  the  mixture  acquires  the 
consistency  of  paste.  A  certain  quan- 
tity of  coarselv-powdered  limestone  may 
be  added  to  tne  mixture  to  give  it  more 
cohesion.  The  mortar  should  be  ap- 
plied at  once,  as  it  dries  verj'  quickly 
and  becomes  hard. 

To  Make  Wood  A  Impost  Incombustible, 
Well-seasoned  wood  is  steeped  for  24 
hours  in  a  solution  of  water-glass  in 
three  times  its  volume  of  water.  It  is 
then  dried  in  the  air  for  a  few  days,  and 
the  soaking  for  24  hours  in  the  same 
solution  and  drying  repeated  several 
times.  It  is  finally  thoroughly  dried 
and  given  a  coat  of  a  mixture  of  1  part 
of  fresh  cement  and  4  parts  of  the  above 
solution  of  water-glass.  Not  too  much 
of  this  last  mixture  must  be  prepared 
at  one  time,  as  it  would  become  solid 


and  therefore  useless.  The  first  coat  is 
allowed  to  dry  for  24  hours.  The  wood 
receives  then  a  second  but  somewhat 
thicker  coat  of  cement  and  water-^lass, 
and,  when  dry,  a  final  coat  of  ordinary 
water-glass,  which  gives  a  smooth,  glassy 
appearance  to  it.  Wood  treated  m  the 
above  manner  will  not  ignite  even  in  a 
strong  fire,  as  has  been  yiroved  by  ex- 
periments on  a  large  scale.  This  treat- 
ment protects  it  also  against  the  attacks 
of  insects  and  rotting. 

To  Dry  Damp  Walls.  The  old  plas- 
ter is  first  removed  from  the  walls  and 
the  joints.    Slabs  consisting  of: 

Bosin 3  parts. 

Tar 2     *' 

Asphaltum 5      " 

Quartz  sand 6     *' 

are  then  prepared.  The  smooth  sur- 
faces of  these  slabs  are  coated  with  a 
lacquer  consisting  of: 

Oil  of  turpentine 2  parts. 

Shellac 1  part. 

Spirit  of  wine 4  parts. 

and  then  strewed  with  sharp  sand^  while 
the  rough  surface  of  the  plates  is  fast- 
ened to  the  w^all  with  a  mortar  consist- 
ing of: 

Sand 4  parts. 

Hydraulic  lime 2      " 

Portland  cement 1  part. 

The  joints  are  filled  in  with  a  putty 
consisting  of: 

Bosin 6  parts. 

Asphaltum 1  part. 

Poufdered  lime 2  parts. 

They  receive  then  a  coat  of  the  above- 
mentioned  varnish  and  are  also  strewn 
with  sharp  sand.  The  wall  is  then 
plastered. 

Lyons  Asphaltum. 

Bitumen 15  parts  by  weight. 

Coal  cinders 36         '• 

Powdered  coke  ....    10         **         ** 

Lime 130         " 

Fine  gravel 160         "         " 

The  bitumen  and  coal  cinders  are 
mixed  in  a  boiler,  heated,  and  skimmed 
until  the  formation  of  froth  has  ceased. 
The  powdered  coke  and  lime  are  then 
intimately  mixed  and  heated  to  575° 
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F.  in  order  to  dry  them,  when  they  are 
mixed  with  the  ingredients  in  the 
boiler,  and  finally  the  gravel  is  added. 

7b  Make  Glass  Roofs  Waiev'tight. 
It  is  very  difficult  to  keep  glass  roofe 
with  iron  frames  water-tight,  as  the 
iron  contracts  by  cold  and  expands  by 
heat  more  than  the  glass.  To  remedy 
this  it  is  necessary  to  use  an  elastic 
putty  which  will  follow  the  variations 
in  the  iron.  This  is  prepared  in  the 
following  manner :  Two  parts  of  rosin 
and  1  of  tallow  are  melted  together  and 
intimately  mixed  with  some  red  lead. 
This  putty,  while  hot,  is  spread  upon 
both  sides  of  strips  of  linen  or  cotton 
cloth,  and  these,  while  the  putty  is  still 
warm,  are  pasted,  one-half  upon  the 
iron  riles  and  the  other  upon  the  glass, 
The  strips  should  be  about  ^  inch  wide. 

To  Preserve  Wood,  The  following  is 
a  new  process  to  protect  wood  from 
rotting :  Boil  in  an  iron  boiler  4  to  8 
parts  of  linseed  oil  with  50  parts  of 
rosin,  40  parts  of  pulverized  chalk 
(whiting)^  and  2000  to  3000  parts  of 
sharp  wnite  sand.  When  the  paste  is 
thoroughly  boiled  add  1  part  of  cuprous 
oxide  ana  finally  1  part  of  sulphuric 
acid.  The  mass  is  then  thoroughly 
stirred  together  and  applied,  while  hot, 
to  the  wood  with  a  stiff  brush.  If  the 
mass  is  too  thick  it  should  be  thinned 
with  linseed  oil. 

Bi'icks  {Size  and  Weight).  Traut- 
wine  gives  the  usual  size  of  bricks  in 
Eastern  cities  as  Sk  by  4^  inches,  equiva- 
lent to  66  cubic  inches,  or  26.2  bricks 
to  the  cubic  foot,  or  707  to  the  cubic 
yard. 

The  weight  of  a  good  common  brick 
of  the  above  dimensions  will  average 
about  4i  pounds,  or  118  pounds  to  the 
cubic  foot,  or  3186  pounos  (nearly  1^ 
tons)  to  the  cubic  yard. 

A  good  pressed  brick  of  the  same  size 
will  average  about  5  pounds,  or  131 
pounds  to  the  cubic  foot,  or  3537  pounds 
(somewhat  over  li  tons)  to  the  cubic 
yard.    (W.) 

Making  Brick  Masonry  Impervious 
to  Water,  Sylvester's  process,  used 
with  success  on  the  Croton  Reservoir  in 
Central  Park,  consists  in  the  successive 
application  to  the  walls  of  two  washes, 
one  composed  of  Castile  soap  and  water 
and  the  other  of  alum  and  water.    The 


proportions  are  }  of  a  pound  of  soap  to 
1  gallon  of  water,  and  ^  pound  of  alum 
to  4  gallons  of  water.  The  walls  should 
be  quite  dry  and  clean  and  the  temper- 
ature of  the  air  should  not  be  below 
gQo  Y,  The  soap  wash  should  be  laid 
on  first :  it  should  be  laid  on  with  a  flat 
brush  and  at  a  boiling  heat.  After  24 
hours  the  wash  will  be  dry  and  hard, 
and  the  alum  wash  should  be  appliea 
at  a  temperature  of  60°  to  70°  F.  This 
is  allowed  to  remain  for  24  hours,  when 
the  whole  operation  is  repeated  until 
the  wall  has  become  impervious  to 
water.  The  number  of  applications 
required  will  depend  -on  tiie  water 
pressure  to  which  the  wall  will  be  sub- 
jected. In  the  case  of  the  Croton 
Reservoir  above  named  4  coatings  were 
found  to  render  the  reservoir  free  from 
leakage  under  40  feet  head.    (W.) 


Cocoa  and  Chocolate. 

Cocoa  and  chocolate  are  prepared 
from  the  cocoa  bean.  This  is  cnaracter- 
ized  by  the  presence  of  more  than  half 
of  its  weight  of  a  fatty  substance,  known 
as  cocoa  butter,  consisting  of  olcine  and 
stearine,  and  does  not  become  rancid 
like  the  natural  fats  cfenerally. 

The  beans,  carefully  cleansed  and 
selected^  partly  by  sifting,  and  partly 
by  pickmg  out  the  injured  and  unripe 
ones,  are  allowed  to  ferment  in  heaps 
for  a  short  time  (which  improves  their 
flavor),  and  then  roasted  like  coffee. 
The  drums  used  for  this  purpose  should 
be  of  such  a  size  that  about  450  pounds 
of  the  seeds  will  fill  them  about  J  full. 
Inside  of  the  drum  are  4  blades,  the 
object  of  wbich  is  to  stir  and  mix  the 
seeds  while  roasting.  The  beans  should 
be  roasted  not  quite  as  much  as  coffee ; 
they  must  not  have  an  empyreumatic 
odor,  but  a  peculiar,  agreeable  aroma., 
The  roasted  beans  having  been  cnished 
and  winnowed,  are  ground  in  warm 
mills,  in  which  the  fatty  matter  melts 
and  unites  with  the  ground  beans  to  a 
paste.  The  mill  for  grinding  (Fig.  4) 
consists  of  3  large  granite  rollers,  A,  B, 
C,  the  surfaces  of  which  must  be  smooth. 
The  centre  roller  B  runs  in  brasses, 
while  A  and  C  rest  upon  the  blocks  r, 
r,  and  r',  r'.    Each  of  these  can  be  uni- 
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screw  B,  r'.and  thiiB  are  brought  nearer 
lo,  or  reiQOTed  from,  the  centre  roller 
B.  The  rollers  are  geared  to  tarn  at 
different  speeds.  The  centre  roller  B 
generally  makes  2  revolutions,  while 
C  makes  6,  and  A  1.  The  eSecC  of  thia 
is  that  e very  roller  grinds  Qponthesur- 
&ce  lying  behind  i^  and  that  the 


ranaferred 


of  hardened  steel,  and  conveyed 
tin  mould  placed  under  the  machine, 
T»  keep  the  fatty  matter  in  a  melted 
stale,  a.  cop]>er  box,  into  which  stuam  ia 
introduced,  is  placed  under  the  rollera. 
When  the  machine  has  worked  for  some 
time,  sufficient  heat  is  generated  l)y  fric- 
tion to  allow  of  the  sicam  being  shut 
off. 

For  the  taaaafaclure  of  chocolott  3 
mocliinea  are  required;  The  mixing 
liailur,  roller,  and  moulding  tahiei. 
The  mixing  boiler  c«nsista  of  a  round 
trough  of  granite  provided  nitli  a  mix- 
ing apparatus.  The  uocoa  ia  intimately 
mixed  wiUi  a  corresponding  quantity 
of8agaraDdotheringi«dienta,thewa  " 
soft  mixture  divided  into  lumps  o 

determined  weight  and  placed  in 

moulds  upon  a  shaking  table.    The 
soft  mass,  by  thia  motion,  spreads     -' 
uniformly  in  the  moulds,  and  the 
'"""  -' — -■  ■-   -t  BHiape.    The 


chocolate  in  cooling  off  oontracta  and 
detacties  itself  from  the  sides  of.  the 
mould.  Good  chocolate  forms  a  brown 
homogeneous  mass  of  great  density. 
The  surface  uf  the  cake  should  have  a 
dull  lustre,  and,  when  broken,  the  firac- 
ture,  in  cool  weather,  must  be  sharp 
and  show  no  lustrous  or  white  gran- 
Starch,  either  2  to  3  per  cent,  of  arrow- 
root  or  other  starch,  or  4  to  6  per  cent.' 
of  kilUMlried  wheat  or  barler  flour  is 
added  to  almost  evetr  kind  of  chocolate. 
(This  adulterant  is  frequentlv  added  in 
much  larger  proportion,  W.)  Va- 
nilla, spices,  and  other  Uavoring  sub- 
stances are  also  added. 

We  give  in  the  following  a  number 
of  receipts  tor  tnanufocturing  dif- 
ferent varietieH  and  qnaliUes  of  chooo- 
late; 

Ordinary  Chocolate.  I,  Mix  2  pounds 
each  of  roaated  and  ground  cocoa 
and  pulverized  sngar,  and  i  ounce  of 
powdered  cinnamon. 

II.  Mix  61  pounds  of  roasted  and 
gronnd  cocoa,  a  like  quantity  of  sugar, 
1  ounce  of  powdered  cinnamon,  a  like 
quantity  of  rice  roasted  light  brown,  i 
ounce  of  cardamons,  and  i  ounce  of 

Spitxd  Chacolale.  Twelve  hundred 
and  fifty  parts  of  roasted  cocoa  and  a 
like  quantity  of  sugar. 

The  cocoa  is  grouiid  very  fine,  at  a 
moderate  h""'    ••""'   •'  ' "  "  *■■'" 


bubbles   enclosed  in  i 


It  is  then 


iiedw 


rhe  mass  is  then  pressed  in  moulds. 
Other  SeeeipU  f(yr  Spited  Chocolate. 


Rwuted  cocw    .    .    .  SOW       I 

H'lpT  ■ "60       ( 

OloveB ....'.'.       iw 
VbuILIil  gronnd  with 
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Fine  Spanish  Spiced  Chocolate, 

Cootia •    .  1600     parts. 

Fine  white  ragar 1600        " 

Ground  vaniUa 16^    " 

Cloves 16J6     " 

Cunlamon 83        " 

Cinnamon   ........      60        *' 

Mace 16        ** 

Cedratoil 90     drops. 

Vienna  Chocolate,    Mix : 

Parts. 

/■■-   ^ ^ 

I.        II. 

Cocoa  mass 6000       16<i0 

Powdered  sugar 6000         760 

Powdered  cinnamon    ....    200 

Powdered  cloves 100 

Powdered  cardamon    ....      25 
Peruvian  balaafai  ground  with 

sugar 26 

Tauilla 26 

Ambergris }^ 

Paris  Chocolate,      Milan  Chocolate. 


Cocoa  mass    .  1000  parts. 
Sugar   .     .     .  1000 


Yauilla  . 
Amber^s 
Peruvian  bal 

sam  . 
Fine     cinna 

mon  .    . 
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33 
1  part. 


1600     parts. 
1600        " 
16        " 


83        *• 


Hygienic  Chocolate.  This  consists 
either  of  cocoa  formed  into  cakes,  or 
equal  quantities  of  cocoa  and  wnite 
sugar,  or  1  part  cocoa  to  1^  parts  sugar, 
but  contains  no  spices  whatever. 

Iceland  Moss  Chocolate  consists  of: 

Cocoa 260  parts. 

Sugar 250      " 

Finely-powdered  Iceland  moss  .     .  125     " 
Finely-powdered  salep      ....      10     " 

Other  Receipts  for  Iceland  Moss  Choc- 
olate.  One  quart  of  hot  water  in  which 
i  ounce  of  potash  has  been  dissolved  is 
poured  over  5i  ounces  of  selected  Ice- 
land moss.  This  is  allowed  to  stand 
quietly  for  1  hour;  the  fluid  is  then 
strained  off  through  a  cloth,  the  moss 
squeezed  out  with  the  hands,  and  thor- 
oughly washed  3  or  4  times  with  fresh 
water.  It  is  again  squeezed,  dried  in  a 
warm  place,  powdered,  and  sifted. 
Four  and  three-auarter  ounces  of  this 

Sowder  are  mixea  with  i  ounce  of  pow- 
ered salep  root  and  1^  pounds  of  pow- 
dered sugar.  One  and  one-half  pounds 
of  cocoa  mass  are  added  and  the  who^e 
thoroughly  mixed. 


Doliar's  Moss  Chocolate. 

Roasted  and  finely-ground  cocoa  .  1  pound. 
Finely-powdered  white  sugar  .  .  18W  ounces. 
Dried  and  finely-powdered  mois  .  t^  ounce. 
Powdered  salep  root  .....       H     *' 

Chocoktte  with.  Meat  Extract.  .One- 
half  ounce  of  meat  extract  is  dissolved 
in  the  same  quantity  of  lukewarm  dis- 
tilled water  and  mixed,  while  still 
warm,  with  8J  ounces  or  cocoa.  The 
in^edients  must  be  very  intimately 
mixed.  The  mass  is  then  formed  into 
cakes  like  ordinary  chocolate. 

Iron  Chocolate,    Mix : 

Chocolate 1000     parts. 

Cloves 6         •* 

Cardapion ^14     ** 

Ethereal  oil  of  cinnamon  ...        1     part. 

PeruTian  balram 2     parts. 

Iron  in  an  impalpable  powder    .10 
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Cliocolate  with  Carbonate  of  Iron, 
Mix: 

Chocolate 1000  parts. 

Carbonate  of  iron 10     " 

Vanilla 4     " 

Chocolate  Lozenges  with  Carbonate 
of  Iron.  Five  ounces  of  pure  crystal- 
lized ferrous  sulphate,  or,  what  is  still 
better,  freshly  precipitated  with  alco- 
hol, are  driea  at  a  moderate  heat  until 
the  residue  weighs  4i  ounces.  Add  to 
this  4i  ounces  of  dried  and  powdered 
sodium  bicarbonate  a^d  4  ounces  of 
powdered  sugar.  Four  ounces  of  co- 
coa, melted  at  a  moderate  tempera- 
ture, are  then  gradually  incorporated 
with  the  mixture  and  60  lozenges 
formed  from  the  resulting  mass, 

Racaluwt  des  Arabes,    Mix : 

Pasts. 


I.         II. 

Fine  oatmeal 500 

Powdered  chocolate    ....  500         500 

Powdered  vanilla  sugar  .    .    .  126 

Powdered  starch 250 

Fine  wheat  flour 250 

Powdered  sugar 126 

Powdered  cinnamon  ....  -A  ^  A 

Dr,  Koeben's  Nourishing  and 

Healing  Powder. 

I.  n. 

Parts.  Parts. 

White  Sugar .    .    66  Ghocohite   .    .    60 

Prepared  cocoa  .    80  Sugar     ...    35 

Finest  flour   .     .    26  Finest  flour     .    26 

Blasted  acorns  .    10  Boasted  acorns    10 
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Vakaka  Ttidorum.    This  consists  of: 

Roasted  cocoa 117     parts. 

Sugar 320        '* 

Giunamon 14        '* 

Vauilla 3.6      " 

Gray  ambergris ^      part. 

Musk A        ** 

Palamaud  or  Palmgrhne,  or  A  Uaiaim 
du  Harem,    This  consists  of: 

Itoastod  ooooa 8  parts. 

Finest  Btiircli 32      " 

Rice 32     '• 

Powdered  red  sandal  wood      ...      1  part. 

According  to  other  formiilse  ground 
acorns  are  substituted  for  starch. 

White  Chocolate.  The  following 
mixture  is  kneaded  into  a  dough  by 
adding  a  sufficient  quantity  of  boiling 
water.  The  resulting  paste  is  then 
formed  into  small  cakes  or  lozenges : 

White  sugar Z\4  pounds. 

Powdered  rice 1V|       " 

Arrowroot       5^  ounces. 

Tincture  of  vanilla S^draclims. 

Gocoa  butter 6^  ounces. 

Gum  Arabic ^       " 


Celluloid,  Caoutchouc,  Gutta- 
percha, AND  Similar  Composi- 
tions. 

Preparation  of  Celluloid.  Any  sub- 
jitance  containing  cellulose,  or  vegetable 
fibre  free  from  incrusting  components, 
as  unsized  paper,  cotton,  wool,  linen, 
hemp,  white  rags  cut  fine  and  perfectly 
clean,  certain  varieties  of  white  wood, 
may  be  used  as  material  in  the  manu- 
facture of  celluloid.  They  are  dried  at 
212°  F.,  ground  up,  and  stored  in  a 
place  free  from  "moisture.  Three  ves- 
sels of  glass,  or  any  other  material  not 
liable  to  be  attacked  by  acids,  are  re- 
quired for  converting  the  cellulose  into 
py  roxy  line.  The  eel  I  u  lose  is  first  soaked 
m  one  of  the  vessels  for  10  to  15  minutes 
in  acid ;  it  is  then  pressed  out,  trans- 
ferred to  the  second  vessel  containing 
fresh  acid,  consisting  of  a  mixture  of  3 
parts  of  sulphuric  acid  of  1.834  specific 
gravity  and  2  of  concentrated  com- 
mercial nitric  acid.  The  acids  in  the 
first  and  second  vessels  may  be  used  in 
subsequent  operations  by  raising  the 
temperature  to  about  S6°  to  95°  F.,  and 
keeping  the  material  in  the  bath  for  a 


few  hours.  When  the  conversion  is 
complete,  the  p^proxyline  is  pressed  out 
and  freed  from  adhering  acid  by  wash- 
ing it  in  the  third  vessel.  It  is  again 
pressed  out  and  further  washed  in  tanks 
resting  on  an  inclined  plane  and  fed 
with  running  water.  To  convert  the 
pyroxyline  into  celluloid.  42  to  50  parts 
of  camphor  are  intimately  mixed  with 
100  of  pyroxyline,  wrapped  in  a  strong 
tissue  capable  of  great  resistance,  then 
enclosed  in  bags  made  of  horse-hair 
cloth,  and  placed  between  the  plates  of 
a  warm  press,  and  subjected  to  pressure 
for  1  hour  or  longer.  The  cakes  re- 
maining in  the  bags  can  then  be  brought 
into  a  heated  cylinder  press,  and  next 
into  an  apparatus  in  which  a  vacuum 
prevails,  wnile  the  cylinder  packet  con- 
tains such  substances  as  chloride  of 
calcium,  concentrated  sulphuric  acid, 
etc.,  for  the  absorption  of  moisture. 
Resinous  or  other  suDstances  and  color- 
ing matter  may  be  incorporated  with 
this  product,  to  obtain  uniformly  colored 
or  marbled  masses.  Celluloid  made 
by  this  and  similar  processes  becomes 
plastic  when  heated,  and  may  be  cast. 
The  celluloid  is  made  incombustible  by 
washing  the  pyroxyline  in  a  solution 
of  silicate  of  soda,  and  incorporating 
with  it  phosphate  of  ammonia  or  soda, 
borate  of  lead,  or  fluxes  used  in  porce- 
lain and  glass  painting. 

G.  Ma^nv^  &  Co.j  of  Berlin^  dissolve 
50  parts  of  gun-cotton  in  a  mixture  of 
100  parts  of  ether  and  25  of  camphor, 
and  evaporate  the  solvent  from  the  re- 
sulting transparent,  jelly-like  mass  un- 
til it  is  plastic.  It  IS  then  exposed  in 
thin  plates  to  the  air  until  it  is  hard  and 
capable  of  taking  a  polish.  Billiard 
balls,  etc.,  are  prepared  by  rolling 
several  plates  together,  and  rasping  the 
new-formed  plate  into  a  coarse  powder. 
This  is  dried  at  222.8°  F.,  pressed  in 
metallic  moulds,  and  heated  for  li  or, 
at  the  utmost,  If  hours  at  248°  F. 

TreatraerU  of  Pyroxyline  in  the  Manu- 
facture of  Plastic  Masses.  Pyroxyline 
is  prepared  by  saturating  some  form  of 
cellulose,  linen,  cotton,  starchy  dex- 
trine, etc.,  in  a  mixture  of  nitric  and 
sulphuric  acids. 

A^r  a  sufiicient  soaking  the  acid  is 
drawn  off,  the  material  thoroughly 
washed  and  allowed  to  dry  for  12  to  24 
hours.    The  resulting  product,  while 
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still  moist,  is  treated  with  a  solvent,  as 
methjl  alcohol,  ethyl  alcohol,  sul- 
phunc  ether,  etc.,  to  which  gum,  bal- 
sam, resins,  coloring  matter,  etc.,  have 
been  added.  The  solvent  may  be  used 
in  the  proportion  of  i  gallon  to  2^  pounds 
.of  pjrroxyline,  but  may  vary  according 
to  circumstances.  The  proportion  of 
gums  and  pigments  depends  on  the 
color,  tenacity,  and  degree  of  hardness 
desired.  The  mass  is  now  heated  in  a  suit- 
able vessel  from  150°  to  220°  F.,  whereby 
it  becomes  plastic ;  it  is  then  ground, 
thoroughly  mixed,  and  dried  at  a  tem- 
perature not  exceeding  150°  F.,  when 
it  is  brought,  while  still  plastic,  into 
the  desired  moulds. 

How  to  Work  and  IVecU  Celluloid. 
Celluloid  is  worked  and  treated  in  the 
same  manner  as  all  other  horn- like 
substances.  The  same  instruments 
may  be  used  for  turning,  boring,  and 
planing  it.  By  heating  it  to  165°  F.  it 
becomes  sufficiently  plastic  to  assume 
all  desired  forms  by  pressing.  It  is 
necessary  to  heat  the  mould,  which 
should  l)e  of  brass,  before  pressing,  and 
tKe  article  of  celluloid  should  be  cooled 
off  in  the  mould  by  means  of  cold  water. 
If  the  heat  is  raised  above  165°  F.  the 
material  should  remain  in  the  mould 
only  a  few  minutes.  For  polishing,  it 
is  best  to  use  very  fine  pumice  stone 
and  powdered  emery  mixed  in  equal 

Earts,  and  kneaded  into  a  dough  with 
ot  soap,  which  must  be  free  from  rosin. 
The  mixture  is  then  dried  and  spread 
upon  the  polishing  instrument.  To 
cement  celluloid  upon  wood,  leather, 
etc.,  a  solution  of  1  part  of  shellac  in 
1  part  of  spirit  of  camphor  and  3  to  4 
parts  of  alcohol  90  per  cent,  strong  is 
required.  The  best  cement  is  pure, 
very  finely-scraped  celluloid  dissolved 
in  spirit  of  wine  90  per  cent,  strong. 
When  the  material  is  cut  with  iron  in- 
struments, moving  quickly  to  and  fro, 
creating  considerable  heat,  it  is  recom- 
mended to  allow  water  to  trickle  upon 
the  cutting  or  sawing  tool.  When 
articles  are  to  be  punched  or  pressed 
from  the  material,  it  should  be  heated 
in  lukewarm  water  to  100°  F.,  as  this 
will  prevent  it  from  tearing  and  splinter- 
ing. In  case  it  has  become  brittle,  it  is 
dipped  into  spirit  of  camphor,  but  must 
not  remain  in  it  too  long.  Finished 
articles  should  not  be  kept  in  air-tight 


boxes,  since  these  will  prevent  the  evap- 
oration of  the  camphor. 

New  Celluloid.    Pared  potatoes  are 
treated  for  36  hours  with  a  mixture  of 
8  parts  of  sulphuric  acid  and  100  parts 
of  water.    The  mass  is  then  washed  and 
dried  between  sheets  of  blotting-paper 
and  pressed.     Tobacco  pipes,  closely 
resembling   meerschaum,    are   manu- 
factured from  this  mass  in  France,  and 
it  is  claimed  that  a  strong  pressure  im- 
parts sufficient  hardness  to  it  so  that  it 
can  be  used  as  a  substitute  for  ivory 
and  for  the  manufiictnre  of  billiard 
balls,  etc.     By  using  sodium  hydrate 
3  per  cent,  strong  instead  of  sulphuric 
acid,  the  mass  becomes  more  elastic, 
but  acquires  a  dirty  white  color.    By 
using  soda  lye  19  per  cent,  strong  a 
horn-like  mass  is  obtained  which  can 
be  worked  in  the  same  manner  as  horn. 
The  action  is  for  more  energetic  if  white 
turnips  are  treated  in  the  same  manner. 
To  obtain  a  mass  closely  resembling 
buck's  horn,  the  turnip  is  bored  through 
in  the  centre  of  the  conical  end,  but  tibe 
upper,  larger  end  is  left  uninjured.    It 
is  then  stuck  upon  a  stick,  dipped  in 
hot  tallow,  and  placed  near  a  warm 
stove,  when,  in  a  few  days,  it  will  as- 
sume a  form  closely  resembl  ing  a  buck's- 
horn  handle,  which  requires  only  to  be 
colored  by  coating  it  with  Paris  polish- 
ing lacquer.    A  variety  of  articles  can 
be  mailufactured  in  the  same  manner. 
The  mass  is  principally  used  for  veneer- 
ing.   It  can  be  colored  in  any  manner 
desired,  and  by  moistening  with  diluted 
glycerine  water  it  becomes  as  pliable 
as  leather  and  well  suited  for  coating 
various  articles.    By  using  yellow  tur- 
nips instead  of  white,  forms  resembling 
buck's  horn,  but  of  the  color  of  coral, 
are  obtained.    They  are  used  for  knife, 
umbrella,  and  whip-handles,  and  walk- 
ing-sticks.    This  substance  has  been 
called  coral  celluloid,  or  corallin. 

Marvafacture  of  Rubber  Stamps. 
For  this  a  vulcanizing  apparatus  with 
lamp  and  thermometer,  as  used  by 
dentists,  is  required,  and  an  iron 
chase,  in  which  the  types  are  firmly 
held.  The  types  are  oiled  in  the  usual 
manner,  and  tne  vulcanite  poured  over 
them.  The  matrix  is  not  allowed  to 
become  dry,  but  a  plate  of  vulcan- 
ized caoutchouc  is  laid  upon  it.  The 
caoutchouc  is  forced  into  the  matrix  by 
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pressing  between  two  iron  plates;  a 
few  sheets  of  paper  being  placed  be- 
tween them  to  prevent  the  caoutchouc 
from  sticking  to  the  matrix.  The  whole 
is  then  placed  in  the  water  of  the  vul- 
canizing apparatus,  and  heated  to  305° 
F.  After  it  has  become  cold  the  mould 
is  taken  out  and  the  caoutchouc  de- 
tached. 

To  Soften  Rubber  Hose  after  U  has 
become  Hard,  Dip  the  hose  in  petro- 
leum, and  hang  it  up  for  2  days  to  al- 
low the  oil  to  drip  off,  and  repeat  the 
operation  once  or  twice. 

Metallized  Ca>outchou€,  Mix  non- 
vulcanized  caoutchouc  with  powdered 
lead,  zinc,  or  antimony,  and  vulcanize 
theproduct  in  the  usual  manner. 

lo  Remove  all  Stickiness  from,  the 
Surface  of  Dried  CaoutchotLC,  Pour 
11  parts  of  oil  of  turpentine  over  1  part 
of  caoutchouc.  This  will  five  a  thin 
paste.  Stir  into  this  a  small  quantity, 
about  i  part,  of  hot,  concentrated  liver 
of  sulphur.  This  ^ives  a  yellow  emul- 
sion, which,  in  drying,  leaves  the  caout- 
chouc entirely  elastic  and  without  the 
slightest  stickiness. 

Cement  for  Vulcanized  Caautchouc : 

Stockholm  pitch 3  parts. 

American  rosin 3     " 

Crude  caoutchouc 6     " 

Oil  of  turpentine 12    " 

are  heated  and  stirred  together.  Should 
the  mass  be  too  thick  for  desired  pur? 
poses,  add  some  more  oil  of  turpentine. 
The  surfaces  to  be  cemented  should  be 
roughened  with  pumice-stone  or  emery 
before  the  cement  is  applied. 

Utilization  of  Vulcanized  Caovlchouc 
Waste.  The  waste  is  comminuted  as 
much  as  possible  and  exposed  to  a  tem- 
perature of  570°  F.  uijtil  a  plastic  mass 
IB  fonned.  The  heating  is  done  by 
passing  steam  through  a  cylinder  con- 
taining the  comminuted  waste.  Ten 
poui^ds  of  the  p^ass  are  thcQ  mixed  with 

Palm  oil 2     ounces. 

Sulphur 5%      •• 

White  lead   or   n^agnesia,   lime, 

zinc  oxide,  or  clay 3    pounds. 

If  necessary  the  articles  manufactured 
from  this  mass  are  exposed  to  heat. 

Gutta-percha  Composition,    The  fol- 
lowing composition^  ^^  suitable   for 


ornaments,  mouldings,  tea-trays,  pict< 
ure  frames,  etc. : 

I.  II. 

Parts.  Parts. 

Gutta-percha  .    .    4    Gutta-percha  .    .    4 
Bone-black  ...    2    Powdered  whale- 
White  arsenic .    .  ^       bone    or    horn 

shavings ...    2 

A  hard  composition  of  a  light  color 
consists  of: 

Gutta-percha 3   parts. 

Ivory  01-  bone  dust 1    part. 

Pipe-clay J^     ♦« 

To  Color  Caoutchouc  and  Gutta-- 
percha Bktck,  Boil  the  material  in  a 
solution  of  1  part  of  blue  vitriol  in  10 
parts  of  water,  and  compounded  wiUi 
1  part  of  caustic  ammonia,  or  in  a  solu- 
tion of  1  part  of  potassium  bisulphate 
and  i  part  of  blue  vitriol  in  10  parts 
of  water. 

Green.    Boil : 

Sal-ammoniac 1    part 

Blue  vitriol       }4     " 

Burned  lime 2   parts. 

Water 10      "' 

The  dark  or  light  shade  of  the  color 
can  be  regulated  by  adding  more  or  less 
of  the  substances. 

Solution  of  Gutta-percha  for  the  Use 
of  Shoemakers.  Waste  of  gutta-percha 
is  soaked  in  boiling  water  and  cut  into 
small  pieces.  The  pieces  are  placed  in 
a  tin  or  sheet-iron  vessel  with  a  close- 
fitting  cover,  and  covered  with  coal-tar 
oil,  and  allowed  to  stand  quietly  from 
12  to  18  hours.  They  are  then  neated 
in  hot  water  until  they  melt,  and  the 
mass  is  thoroughly  stirred  for  some 
time.  As  Hie  solution  congeals  on  be- 
coming cold,  it  must  be  placed  in  boil- 
ipig  water  until  it  is  to  be  used. 

Caoutchouc  Compositions  for  Sharp* 
ening  and  Polishing  Knives^  etc.    Mix : 


Paets  bt  weight. 


Caoutchouc  . 


I. 


TI.      III.     IV. 


280      280   .280      280      280 


Powdered  emery  1120 
Graphite  .  . 
Zinc  white  . 
Yellow  ochre 
Sulphur  .  . 
Lampblack  . 


512      488 


1120 
56 


1120 


84 


6K      ^      63^ 


Nos.  I.  and  V.,  containing  emery, 
a^   tlie   hardest  and  best  suited  for 
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grinding  compositions,  while  Nos.  II., 
III.,  and  IV.  are  used  for  polishing 
purposes. 

Caoutchfyac  Cements,    For  Glass, 

Parts. 


I. 

II. 

Caoutchouc  .    .    . 

.    .    .    .      1 

12 

Mastic 

.     ...    12 

120 

Dammar  .... 

.     .    .    .      4 

Chloroform   .    .    . 

.     ...    50 

600 

Benzine    .... 

...    10 

The  cement,  on  being  applied  to  the 
glass,  adheres  at  once,  and  when  dry 
possesses  a  high  degree  of  elasticity. 

IransparerU  Caoutchouc  Cement 
for  Glass, 

Caoutchouc 2  parts. 

Mnstic 6     '* 

Ctiiorofurm 100    «* 

The  solution  is  effected  by  allowing 
the  ingredients  to  stand  for  a  few  days 
in  a  cold  place.  The  cement,  which  is 
quite  transparent,  must  be  applied  at 
once,  as  it  becomes  viscid  in  a  very 
short  time. 

Cement  for  Rubber  Shoes  and  Boots. 
To  repair  noles  in  rubber  shoes  the  fol- 
lowing cement  is  used : 

A.  Caontchonc 10  parts. 

Chloroform 280    " 

B.  Caoutchouc 10    " 

RoBln 4 

Gum  turpentine 2 

Oil  of  turpentine 40 

The  solution  A  is  prepared  by  allow 
ipg  the  caoutchouc  to  dissolve  in  the 
chloroform.  For  the  solution  B  the 
caoutchouc  is  cut  into  small  pieces  and 
melted  with  the  rosin.  The  turpentine 
is  then  added,  and  the  mass  is  finally 
dissolved  in  the  oil  of  turpentine. 
Both  solutions  are  then  mixed  together. 

To  repair  a  hole /in  a  rubber  shoe  or 
water-proof  garment  a  piece  of  close 
linen  is  dipped  in  the  cement  and  laid 
upon  the  place  to  be  repaired,  which 
has  been  previously  brushed  over  with 
the  cement.  As  soon  a^  the  linen 
adheres  the  cement  is  applied  and 
smoothed.  With  some  skill  the  shoe 
can  be  repaired  so  that  it  cannot  be 
detected. 

Gutta-percha  Cements,    For  Glass. 

Gutta-percha 100  parts. 

Ytlack  pitch  or  asphaltum      ...    100    '' 
Oil  of  turpbutine 15    " 


(C 


({ 


This  cement,  which  should  be  used 
hot,  is  well  suited  for  every  purpose, 
but  adheres  particularly  well  to  leather. 

For  Leather.  A  solution  of  gutta- 
percha in  bisulphide  of  carbon  of  the 
consistency  of  syrup,  and  sufficiently 
diluted  with  petroleum,  does  excellent 
service.  A  thin  layer  of  the  cement  is 
applied  and  the  pieces  of  leather  are 
tightly  pressed  together. 

Cement  for  Ruooer  Combs,  A.  A  very 
thick  solution  of  ^tta-percha  in  bi- 
sulphide of  carbon  is  prepared. 

B.  Dissolve  sulphur  in  bisulphide  of 
carbon. 

The  parts  to  be  cemented  are  brushed 
over  with  the  solution  A  and  pressed 
together.  When  dry  the  solution  B  is 
applied. 

Elastic  Gutta-percha  and  lAnseed-oil 
Cement, 

Gutta-percha 10  parts. 

IJenzine 100    " 

Linseed-oil  varnish 100    *' 

Dissolve  the  gutta-percha  in  the  ben- 
zine, and  when  the  solution  is  clear 
mix  it  with  the  varnish.  This  cement 
is  very  elastic,  serviceable  for  making 
tissues  water-proof  and  for  cementing 
shoe  soles  to  uppers,  as  it  does  not 
break  when  bent. 

Gutta-percha  Cement  for  Horseff 
Hoofs.  To  fill  cracks  and  fissures  in 
the  hoofs  of  horses  a  cement  is  required 
which  resists  the  action  of  water  and 
possesses  great  elasticity  combined  with 
solidity.  The  following  compound  an- 
swers all  demands : 

Gum  ammoniac      ...    10  parts  by  weight. 
Purified  gutta-percha  .  20  to  26         "  " 

The  gutta-percha  is  heated  from  195°  to 
212°  F.,  and  the  powdered  gum  kneaded 
into  it  until  a  homogeneous  mass  is 
formed.  The  place  to  be  cemented 
should  be  thoroughly  cleansed.  The 
cement  is  heated  until  it  becomes  soft, 
and  the  crack  in  the  hoof  filled  with  it 
by  means,  of  a  heated  knife.  It  be- 
comes hard  when  cooled  off  to  the  ordi- 
nary temperature,  and  acquires  in  a 
short  time  such  a  degree  of  solidity 
that  nails  may  be  driven  into  it. 

Substitute  for  Caoutchouc.  Chloride 
of  sulphur  is  mixed  with  bisulphide  of 
carbon  and  naphtha,  or  any  suitable 
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volatile  solvent.  Some  fat  oil,  for  in- 
stance rape-seed  oil,  is  added  to  the 
mixture,  which  is  allowed  to  stand 
quietlv  until  the  greater  part  of  the 
volatile  materials  has  evaporated.  The 
vapors  are  condensed  for  future  use. 
The  color  of  this  substitute  for  caout- 
chouc is  yellowish-brown,  and  can  be 
colored  by  adding  suitable  pigments. 

Substitute  for  Gutta-percha.  This  is 
prepared  by  boiling  the  external  part 
of  the  bark  of  the  birch  tree  in  water 
over  an  open  fire.  A  black  fluid  sub- 
stance remains  in  the  evaporating  ves- 
sel, which,  when  exposed  to  the  air, 
becomes  hard  and  very  compact.  The 
mass  possesses  all  the  properties  of 
gutta-percha  and  may  be  used  for  the 
same  purposes. 

Composition  for  Ornaments,  Busts, 
Toys,  etc.  The  mass  consists  of  isin- 
glass or  any  other  animal  glue,  vegeta- 
ble or  beeswax  or  rosin,  and  glycerine. 
The  proportions  depend  on  the  degree 
of  hardness  the  comj^osition  is  to  have. 
Fifty  of  glue,  35  of  wax  or  rosin,  16  of 
glycerine,  and  the  necessarv  quantity 
of  a  metallic  oxide  as  a  coloring  sub- 
stance, give  a  composition  as  hard  as 
horn.  For  a  soft  composition  50  parts 
of  glue,  25  of  wax  or  rosin,  and  25  of 
glycerine  are  required.  The  glue  is 
dissolved  in  the  glycerine  by  means  of 
steam,  and  the  wax  or  rosin  added  to 
the  solution.  When  this  is  melted  and 
mixed  with  the  ingredients,  the  mineral 
color  is  added,  and  the  mass,  while  in 
a  liquid  state,  poured  into  moulds  of 
plaster  of  Paris,  wood,  or  metal.  By 
adding  30  to  35  per  cent,  of  zinc  white, 
or  another  mineral  pigment  according 
to  the  color  the  article  is  to  have,  the 
hardness  of  the  composition  can  be 
much  increased. 

Composition  for  Hollers  of  Wringers 
and  Wash  Machines.  This  consists  of 
a  mixture  of  sulphured  linseed  oil  or 
other  oil,  fibrous  materials  (comminuted 
linen  or  cotton  rags),  and  rosin  or  pitch. 
The  materials  are  kneaded  or  passed 
between  hot  rollers  until  all  parts  are 
intimately  mixed  together.  The  mass 
is  then  poured  around  the  spindle  of 
the  roller,  which  has  been  placed  in  a 
suitable  mould. 

A  sbestos  and  Rubber  Pa4^king.  Equal 
parts  by  weight  of  asbestos  and  caout- 
chouc are  mixed  together,  forming  an 


elastic  mass  capable  of  resisting  heat. 
As  it  contains  no  metallic  oxides  or 
foreign  substances,  it  does  not  attack 
the  piston-rods,  and  as  it  resists  even 
caustic  agents,  it  is  very  useful  in  chem- 
ical manufactories,  etc. 

Composition  for  Billiard  Balls, 
Allow  80  parts  of  Russian  glue  and  10 
of  ordinary  glue  to  swell  up  in  10  parts 
of  water.  Heat  the  mass  in  a  water 
bath  and  add  5  parts  of  heavy  spar,  4 
of  chalk,  and  1  of  boiled  linseed  oil. 
Take  out  part  of  the  mass  and  when 
sufiiciently  cool  form  it  into  small 
sticks.  Dip  these  sticks  into  the  re- 
maining mass,  allow  what  adheres  to 
them  to  dry,  and  repeat  the  dipping 
and  drying  until  a  crude  ball  has  been 
formed.  When  this  has  become  quite 
dry,  which  will  require  from  3  to  4 
months,  it  is  turned  in  the  usual  man- 
ner, then  placed  for  1  hour  in  a  bath  of 
acetate  of  alumina,  dried,  and  polished 
in  the  same  manner  as  an  ivory  ball. 

Picture-frame  Composition.    Mix: 

Glue  previously  soaked  and  melted 

in  water 13  parts. 

Pulverized  litharge 4    ** 

White  lead 8    " 

Plaster  of  Paris 1  |>art. 

Very  fine  sawdust 10  parts. 

The  mixture  is  poured  into  moulds 
consisting  of  2  parts,  which  should  be 
first  brushed  over  with  oil. 

A  Mass  for  Toys,  Vessels,  etc.,  con- 
sists of  a  mixture  of  clay  and  absorbent 
substances  such  as  infusorial  earthy  cel- 
lulose, fibrous  substances,  etc.,  stirred 
into  a  paste  with  water  and  cast  in 
plaster-of-Paris  moulds.  When  hard 
the  mass  is  taken  out  and  dipped  into 
a  solution  of  water-glass,  whicn  is  en- 
tirely absorbed  by  the  composition. 
The  articles  are  then  dried  at  212°  F. 
If  they  are  to  be  colored  outside  a  thin 
layer  of  colored  clay  is  first  placed  in 
the  mould  and  on  top  of  this  the  above- 
mentioned  mass ;  the  further  treatment 
being  the  same  as  above.  Bolls'  heads, 
boxes,  etc.,  are  manufactured  in  this 
manner.  By  using  metallic  moulds, 
instead  of  those  of  plaster  of  Paris,  the 
ingredients  may  be  mixed  with  solution 
of  water-glass  before  they  are  brought 
into  the  moulds. 

Mass  for  Dolls*  Heads.  Clay  slate 
is  ground  fine  and  50  per  cent,  of  it 
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stirred  into  a  fluid  paste  with  20  per 
cent,  of  paper  pulp  and  30  per  cent,  of 
plaster  of  Paris  and  a  sufficient  quantity 
of  water.  The  mass  is  then  cast  in  moulds. 

Marmorin.  Heat,  grind,  and  wash 
some  magnesite  and  mix  it  intimately 
with  an  equal  amount  of  solution  of  sul- 
phate of  magnesia,  1.190 specific  gravity. 
The  mass  is  cast  in  oiled  moulds.  When 
hard  it  can  be  washed  with  soapsuds. 

New  Mass  for  Hollow  ArtieUs,  These 
articles  are  manufactured  by  bringing 
a  frame  of  the  article,  made  of  fibrous 
substance  or  paper,  into  a  mould  with  a 
composition,  and  pressing  both  together. 

The  best  composition  consists  of  32 
parts  of  solid  (oxidized)  oil,  a  like 
quantity  of  finely-ground  cork^  2  parte 
each  of  minium  and  unslaked  lime,  and 
3  of  paraffine  wax. 

Papier  Machh  from  Flour.  The 
mass  is  prepared  by  stirring  either 
wheat,  oat,  rye,  barley,  or  b^n  flour 
into  a  thick  paste  with  linseed-oil  var- 
nish. It  is  then  pressed  in  moulds  or 
rolled  out  in  plates  and  dried  in  the 
usual  manner.  The  articles,  when  en- 
tirely dry,  are  saturated  with  linseed 
oil,  then  treated  with  colored  lacquers, 
and  finally  polished. 

Fine  Pasteboard  Mass  for  Moulding 
Large  Figures.  Boil  4  parte  of  waste 
pa]>er  in  water  and  mix  them  thor- 
oughly with  6  of  whiting.  The  mass 
is  then  kneaded^  rolled  out  upon  a 
board,  and  cut  in  pieces,  whicn  are 
pressed  into  the  separate  parte  of  the 
mould  and  then  taken  out  and  dried. 
The  pieces  are  then  joined  together 
with  the  same  mass  and  glue  water,  and 
when  they  are  dry  the  uneven  places 
are  smootned  by  means  of  a  knife^  file, 
and  shave-^rass,  and  finally  the  figure 
is  coated  with  a  composition  consisting 
of  French  chalk  and  decoction  of  Bra- 
zil wood,  and  when  dry  is  painted, 
gilded,  etc. 

Composition  for  Razor  Strops.  Mix 
18  parte  of  fine  paper  pulp  with  3  of 
powdered  emery  and  2  of  starch.  Fer- 
ric oxide  or  stannic  oxide  can  be  sub- 
stituted for  the  emery. 

Cements,  Pastes,  and  Putties. 

To  Cement  Iron  to  Iron.    Mix : 

Powdered  cast-iron  bore  chips  ...  60  parts. 

Sal-ammoniac 2     " 

Vlowci-ii  of  sulphur 1  liart.   1 


and  stir  the  mixture  into  astifi*  paste  by 
adding  water.  The  cement  must  be 
used  while  fresh. 

Mastic  Cement,    Powder: 

Slaked  lime 60  parts. 

Sand 35     " 

Litharge ^    .    3     ** 

and  knead  them  to  a  stiff*  mass  with  7 
to  10  parte  of  old  linseed  oil,  or  linseed- 
oil  varnish.  It  is  best  to  do  this  in  a 
mortar  with  a  pestle,  and  the  mass 
should  be  thoroughly  worked. 

Cement  for  Steam^pipes,    Eub  as  fine 
as  possible : 

Litharge 2  parts. 

Powdered  slaked  lime 1  puit. 

Sand 1      •' 

and  mix  the  mass  with  a  suflicient 
quantity  of  hot  linseed-oil  varnish  to 
form  a  stiff*  paste.  This  cement  must 
be  used  while  fresh  and  warm. 

Cement  for  Glass  Hetorts.    Mix: 

Iron  fllings 13l<(  pounds. 

Cement 2yi      " 

Plaster  of  Paris 1     pound. 

Sal-ammoniac 2V^  oiiuies. 

Powdered  sulphur 1%       " 

Vinegar 1^  pints. 

and  stir  the  mass  into  a  paste  with  water. 
The  cemented  articles  must  not  be  ex- 
posed to  moisture. 

English  Cement  for  Porcelain.  Soak 
1  drachm  of  isinglass  in  water;  pour 
upon  this  a  sufficient  quantity  of  alcohol 
to  cover  the  isinglass,  and  allow  it  to 
dissolve,  placing  it  in  a  warm  room. 
Next  dissolve  i  drachm  of  mastic  in  1 
fluid  drachm  of  rectified  spirit  of  wine ; 
mix  both  solutions  together,  add  i 
drachm  of  powdered  gum  ammoniac, 
and  evi^orate  the  mixture  in  a  water- 
bath  until  it  has  acquired  the  requisite 
consistencv.  Keep  the  cement  in  a 
glass  bottle,  and  when  it  is  to  be  used 
place  the  bottle  in  hot  water,  when  the 
cement  will  become  soft  so  that  it  can 
be  conveniently  applied  to  the  frag- 
mente  of  porcelain  to  be  cemented, 
which  should  be  previously  heated. 

Water  and  Fire-proof  Cem,enty  avail- 
able for  Metal f  Porcelain,  and  Earthen- 
ware, One  and  three-<]^uarter  pinte  of 
sweet  milk  are  curdled  with  the  addition 
of  some  wine  vinegar.  The  whey  is 
taken  and  the  whites  of  4  to  5  eggs 
stirred  into  it.  Finelv-pulverized  quicK- 
lime  is  added,  and  the  mass  thoroughly 
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mixed  toother  with  a  spatula.  This 
cement  will  stand  fire  ana  water  if  it  is 
first  dried  in  the  air -and  then  over  a 
fire. 

Cements  for  FaeUning  Metal  Letters 
upon  Glass,  Marble,  Wood,  etc.  No,  1. 
Mix: 

CoiMtl  vaiTiiflh    ..." 15  parts. 

Liuseed-oil  vamish 6     *' 

Oil  of  turpeotine 6     " 

Glue 6     " 

The  glue  is  dissolved  by  placing  the 
mixture  in  a  water-bath.  When  the 
solution  is  complete,  10  parts  of  slaked 
lime  are  added  to  it. 

No,  2.  Fifteen  parts  of  a  varnish  pre- 
pared from  sandarach  and  white  pine 
rosin  are  mixed  with  5  parts  of  linseed 
oil  boiled  with  litharge,  and  5  parts  of 
oil  of  turpentine.  To  ih\A  add  5  parts 
of  mariire  glue,  and,  after  this  mixture 
has  been  (ussolved  by  placing  it  in  a 
water-bath,  add  10  parts  of  flake  white 
and  white  lead. 

No.  3.  Mix  15  parts  of  copal  var- 
nish prepared  with  an  addition  of  rosin, 
and  5  {>arts  of  oil  of  turpentine,  with : 

Powdered  isinglass 2  paits. 

ISifted  ii-un  filings 5     *' 

Wuaked  clay  or  ochre 10     *' 

No.  4.  Mix  15  parts  of  copal  var- 
nish prepared  with  ^m-lac,  5  of  lin- 
seed oil  boiled  with  litharge,  8  of  solu- 
tion of  caoutchouc  in  tar  oil,  7  of  tar 
oil  with  10  of  Boman  cement  and  plas- 
ter of  Paris. 

Cement  for  FaMewmg  Iron  A  rticles  in 
StoTie,    Mix : 

Good  plaster  oi  Paris 7  parts. 

Iron  filings 1  part. 

and  stir  the  mixture  into  a  paste  with 
water.   This  cement  dries  very  quickly. 

Cement  for  Stone  Traiighsand  Wooden 
Vats,    Melt : 

Roflin 2  parts. 

Yellow  wax 2      " 

in  an  iron  ladle.  Then  add  2  parts  of 
very  finely-pulverized  and  Reined 
ochre,  and  keep  the  mass  for  a  short 
time  in  a  fluid  state.  By  pouring  the 
mass  into  the  joints  and  cracks  of  the 
stone  or  wood,  it  forms  a  cement  as  hard 
asstoiie. 


Cement  for  Repairing  Articles  of 
Sandstone.    Mix : 

Dry,  clean,  fine  sand 20  parts. 

Pulyerised  plumbic  oxide    ....     2     ** 
Pulveriied  lime 1  part. 

and  form  a  thick  paste  by  adding  lin- 
seed oil  or  linseed-oil  varnish. 

Davkfs  Universal  Cement,    Melt: 

Common  pitch 4  partK 

Gutta-peicha 4     '* 

in  an  iron  vessel,  mix  intimately  to- 
gether, and  keep  the  resulting  cement 
either  fluid  unaer  water,  or  in  a  dried 
and  hard  condition. 

This  cement  holds  equally  well  upon 
wood,  stone,  glass,  porcelain,  ivory, 
leather,  parchment,  paper,  reathers, 
wool,  cotton,  linen,  etc. 

Cem^ent  for  Joining  Leather  Driving 
Belts.  Mix  10  parts  of  bisuli>hide  of 
carbon  and  1  of  oil  of  turpentine,  and 
dissolve  in  it  a  sufficient  quantity  of 
gutta-percha  to  form  a  paste.  The 
pieces  of  leaUier  to  be  joined  are  cleansed 
from  oil  and  grease  by  laying  a  rag  up- 
on their  surfaces  and  placmg  a.hot  iron 
upon  it.  Both  pieces  are  men  spread 
with  the  cement  and  subjected  to  press- 
ure until  the  cement  has  become  dry. 

Cement  for  Fastening  Rubber  upon 
Metal,  This  cement  is  prepared  by 
soaking  pulverized  shellac  in  ten  times 
its  weight  of  strong  ammonia.  The  re- 
sult will  be  a  transparent  mass  which 
becomes  fluid  in  3  to  4  weeks  without 
the  use  of  water.  This  fluid  makes  the 
rubber  soft,  but  after  the  evaporation 
of  the  ammonia  it  becomes  hard  and 
impermeable  to  gases  and  fluids. 

Cement  for  Aquaria,  etc.  Two  and 
one-quarter  pounds  each  of  litharee, 
fine  white  sand,  plaster  of  Paris,  and  1 
pound  of  boiled  linseed  oil  are  mixed 
to  a  paste  and  drying  oil  added.  This 
cement  can  only  be  used  after  it  has 
stood  for  a  few  hours,  but  then  does  ex- 
cellent service  for  salt  and  fresh-water 
aquaria,  reservoirs,  etc.  It  becomes 
very  hard,  but  acquires  its  greatest  de- 
gree of  hardness  wnen  in  salt  water. 

Cement  for  Repairing  Defective 
Places  in  Castings,  One  part  or  black 
pitch  and  1  of  rosin  are  melted  in  a 
crucible  and  a  sufficient  quantity  of 
fine  iron  filing  added  to  form  a  stiff 
mass,  and  allowed  to  become  cold. 
The  defective  place  is  heated^  a  piece 
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of  the  cement  laid  upon  it  and  pressed 
into  the  defective  place  with  a  hot 
iron. 

Cement  for  Leather,  Ordinary  glne 
and  isinglass  are  soaked  for  10  hours  in 
sufficient  water  to  cover  them.  It  is 
then  brought  to  the  boiling  point  and 
pure  tannin  added  until  the  solution  be- 
comes  sticky  and  has  tlie  appearance 
of  white  of  egg. 

Glycerine  Cement.  This  cement  is 
prepared  by  moistening  litharge  with 
glycerine.  It  forms  a  cement  which  be- 
comes very  hard  in  10  minutes.  The 
cement  is  well  suited  for  vessels  con- 
taining benzole,  ether,  oils,  acids,  etc., 
and  also  for  iron  and  stone. 

Cement  for  Petroleum  Lampi. 

Boein 12  parts. 

Strong  lye 16    " 

Water 20    " 

Plaster  of  Paris 20    *' 

The  rosin  is  boiled  with  the  lye  until 
it  is  entirely  dissolved  and,  when  cold, 
forms  a  tenacious  solid  mass.  This  is 
sufficiently  diluted  by  adding  the  water, 
and  the  plaster  of  Paris  is  then  care- 
fiilly  worked  in.  This  cement  is  in- 
soluble in  petroleum,  and  can  be  recom- 
mended for  fastening  the  metal  parts 
upon  glass  lamps. 

Beit  Cement  for  Tortoise  Shell, 

Mastic 30  parts. 

Shellac 90    " 

Turpentine 6    " 

Spirit  of  wine  90  per  cent,  strong    .  350    " 

Cement  for  Ivory  and  Bone.  White 
wax,  rosin,  and  oil  of  turpentine  are 
melted  together  at  a  moderate  heat  so 
as  to  form  a  thick  fluid  mass.  If  the 
cement  is  to  be  colored,  finely -powdered 
coloring  substances,  as  red  lead,  ultra- 
marine, etc.,  are  added  to  the  mass. 

Caseine  Cements.  Caseine  can  be  used 
for  preparing  a  number  of  cements.  It 
is  best  to  prepare  an  entirely  pure 
caseine,  although  that  found  in  old 
cheese  may  be  used;  but  this  always 
contains  some  fat,  salt,  and  free  acids, 
which  exert  an  iniurious  effect  upon 
the  hardness  and  solidity  of  the  cement. 
Pure  caseine  is  prepared  in  the  follow- 
ing manner :  Milk,  carefully  skimmed 
so  that  not  a  trace  of  cream  remains,  is 
allowed  to  curdle  by  letting  it  stand  in 
5 


a  warm  place.  The  curdled  milk  is 
then  poured  through  a  paper  filter,  and 
the  caseine  remainmg  upon  the  filter  is 
washed  with  rain  water  until  the  latter 
shows  no  trace  of  free  acid.  To  remove 
the  last  traces  of  fat  the  caseine  is  tied 
in  a  cloth  and  boiled  in  water.  It  is 
then  spread  out  upon  blotting-paper 
and  allowed  to  dry  in  a  moderately 
warm  place,  when  it  will  shrivel  up  to 
a  horn-like  mass.  This  pure  caserne, 
when  properlv  dried,  can  oe  kept  for  a 
long  time  without  injury. 


Caseine  Cem>ent  for  Metals, 

Washed  quartz  sand 

Caseine 

Slaked  lime 


Mix: 

10  parts. 
8    " 
10    " 


Caseine  Cement  for  Me-erschaum.  Dis- 
solve caseine  in  water-glass,  stir  quickly 
finely-powdered  burned  magnesia  into 
the  solution  and  use  at  once,  as  the 
cement  rapidly  becomes  hard;  By 
mixing  genuine  meerschaum  poWdef 
with  the  magnesia,  a  mass  closely  re- 
sembling genuine  meerschaum  is  ob- 
tained. 

Ordinary  Caseine  Cements 

Caseine 12  parts. 

Slaked  lime 00    *< 

Fine  sand     ;*...-.«;.    90    " 

This  cheap  cement  is  well  adapted 
for  filling  large  holes  in  freestone  and 
joints  between  building  stones. 

Best  Ca>seine  Cement..  Fresh  cheese  is 
boiled  in  water  until  it  has  been  dis- 
solved  to  a  mass  which  will  draw  into 
threads  between  the  fingers.  Slaked 
lime  and  very  finely-sifted  wood  ashes 
are  then  stirred  into  the  solu  tion.  Take  i 

Cheese     .    .    .    .    « 100  parts. 

Water 200    ♦* 

Slaked  lime 26     <* 

Wood  ashes 20    " 

Chinese  Blood  Cement.  This  cement 
is  in  general  use  in  China  to  make 
wooden  and  pasteboard  vessels,  willow- 
ware,  ete.,  water-proof.    Mix : 

Slaked  lime 100  partsi 

Beaten  bullocks*  blood 76    " 

Alum 2 


«t 


Blood  and  Ash  Cement. 

Slaked  lime  .........  100  parts. 

Sifted  coal  ashes 60    '* 

Beaten  bullocks'  blood 16    ** 
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This  cement  is  nsed  for  filling  joints 
ttetween  bricks  and  building  stones. 

Jeweller^  CemerU, 

UingkbH 100  parts. 

Mastic  TamiBh 60    " 

The  isinglass  is  dissolved  in  as  small 
a  quantity  of  water  as  possible^  with 
the  addition  of  some  strong  spirit  of 
wine.  The  mastic  varnish  is  prepared 
by  pouring  highly-rectified  spirit  of 
wine  and  benzine  over  finely-powdered 
mastic  and  dissolving  this  in  as  small  a 
quantity  of  the  solvent  as  possible. 
The  two  solutions  are  then  poured  into 
a  porcelain  dish  and  intimately  worked 
together. 

Armenian  Glue.  This  preparation 
possesses  about  the  same  properties  as 
the  diamond  glue  and  is  used  for  the 
same  purposes : 

Isinglan 600  parts. 

Gum  ammoniac 6    ** 

Mastic 60    *' 

The  isinglass  is  allowed  to  swell  up 
in  water  to  which  some  spirit  of  wine 
has  been  added.  The  gum  ammoniac 
and  mastic  are  dissolved  in  as  little 
spirit  of  wine  as  })9ssible,  and  both  solu- 
tions are  then  intimately  mixed  to- 
gether. 

Qemcnt  for  Quickly  Closing  Leaky 

PUices  in  Barrels. 

Tallow 26  parts. 

Wax 20    " 

Liird 40    " 

Sifted  wckk]  ashes 26    '* 

arn  mixed  together  by  heating  and  ap- 
plied to  tlio  defective  place  by  means 
of  a  heated  knife  blade. 

Ceinent  for  Iron  Stoves, 

Woml  ashes 10  parts. 

Clay 10     " 

Burned  lime 4    " 

are  mixed  with  sufficient  water  to  form 
a  stifi'  paste. 

7'o  Prepare  Liquid  Glue,  Dissolve 
3i  ounces  of  ordinary  gelatine  in  a  mixt- 
ure of  1  pint  of  water  and  i  ounce  of 
crude  oxalic  acid,  and  keep  the  solu- 
tion 5  or  6  hours  in  a  fla.sk  on  a  water- 
halh.  It  is  then  poured  in  a  porcelain 
dish,  diluted,  neutralized  with  calcium 


carbonate,  filtered,  and  evaporated  at  a 
moderate  temperature.  The  quantity 
of  glue  obtained  by  this  process  will  be 
about  double  the  qnantitv  of  the  gela- 
tine used.  It  is  very  clear,  slightly 
colored,  and  very  tenacious. 

Liquid  Glue.  Soak  the  elue  in  water, 
then  melt  it  at  a  moderate  neat,  and  add 
strong  vineear  until  the  solution  re- 
mains a  thick  fluid  when  cool.  Add  a 
small  quantity  of  acetic  or  nitric  acid, 
which  will  keep  it  fluid  at  an  ordinary 
temperature  until  the  acid  evaporates. 

Glue  for  Labels,  etc.  Dissolve  at  a 
moderate  heat  2  parts  of  white  gelatine 
and  1  of  rock  candy  in  3  of  water.  Or. 
dissolve  at  a  moderate  heat  9  ounces  of 
ordinary  glue,  4i  ounces  of  rock  candy, 
and  H  ounces  of  gum  Arabic  in  1  part 
of  rain,  or  distill^,  water. 

Glue  for  Fancy  ArticleSy  Fine  Leather 
Goods,  etc  Compound  1  pint  of  rye 
whiskey  with  the  same  quantity  of 
water.  Add  to  this  4^  ounces  of  pow- 
dered starch,  and  stir  the  mass  into  a 
paste.  Then  dissolve  li  ounces  of  good 
glue  in  the  same  quantity  of  water,  add 
li  ounces  of  thick  turpentine,  mix 
thoroughly,  and  finally  combine  this 
mixture,  constantly  stirring,  with  the 
above  paste. 

Water-proof  Glue  for  Wooden  Uten- 
sils,   Boil  for  10  minutes  a  mixture  of: 

Thick  solution  of  glue 10  parts. 

Liiisecd-oil  varnish 6    ** 

Litharge 1  part. 

and  use  the  compound  while  hot. 

Glue  for  Ivory  and  Bone.  Colorless 
isinglass  is  boiled  with  water  until  a 
thick  solfition  has  been  formed.  Add 
to  this  a  sufiicient  qnantitv  of  washed 
zinc  white  to  form  a  liquid  of  the  con- 
sistency of  honey. 

Glue  for  Joining  Gla^s  to  Wood.  A 
solution  of  ordinary  j^lue  is  made  veiy 
fluid  by  bringing"  it  to  the  boiling 
point.  Add  to  it,  vrith  constant  stir- 
ring, a  sufficient  quantity  of  very  finely- 
sifted  wood  ashes  to  form  a  mass  of  the 
consistency  of  syrup.  It  should  be 
used  while  hot.  This  cement,  which 
resists  the  action  of  water,  adheres  re- 
markably well  and  can  also  be  used  for 
joining  stone  and  wood. 

Diamond  Glue  of  the  BeH  Quality. 
The  following  preparation  is  highly 
valued  by  jewellers  for  cementing  gems 
and  corals  and  can  also  be  advauta- 
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geonsly  used  for  fiistening  colored 
pastes  upon  white  glass.  It  can  be  ex- 
posed for  some  time  to  the  action  of 
water  without  becoming  soft.  It  ad- 
heres most  tenaciously  to  glass  or  gems : 

Isinglaas Sparta. 

Gum  ammoniac 1  part. 

Galbannin 1    ** 

Spirit  of  wine 4  parts. 

The  isinglass  is  allowed  to  swell  up 
in  water  to  which  some  of  the  spirit  of 
wine  has  been  added.  The  resins  are 
dissolved  in  the  remaining  spirit  of 
wine  and  added  to  the  isinglass.  The 
cement,  before  it  is  used,  should  be 
sufficiently  heated  to  make  it  soft. 

^  Chromium  Olite,  Glue,  when  com- 
bined with  chromates  and  exposed  to 
the  light,  loses  its  solubility  in  water, 
and  can  therefore  be  used  for  repairing 
valuable  glass  or  porcelain  articles.  It 
is  prepareid  in  the  following  manner: 
Pure  white  glue  is  dissolved  in  boiling 
water,  potassium  bichromate  is  added  to 
the  solution  and  intimately  mixed  with 
it  by  stirring,  and  immediatelv  poured 
into  tin  boxes,  where  it  is  allowed  to 
congeal.  The  following  proportions 
are  used: 

White  glue 5  to  10  parts. 

Water 90    " 

Potassium  bichromate .    ...  I  to   2    " 

Diaaolved  in  water 10    " 

When  the  glue  is  to  be  used  a  suffi- 
cient quantity  of  it  is  ^melted,  spread 
uniformly  upon  the  fractured  surfaces 
of  the  glass,  and  the  article  exposed  for 
a  few  hours  to  the  sun. 

Good  Mouth  Glue.  No.  I.  Pieces  of 
ordinary  glue  are  soaked  for  2  days.  The 
water  is  then  poured  off  and  the  glue 
melted  over  a  moderate  fire.  To  1 
pound  of  glue  add  i  pound  of  white 
sugar,  mix  thoroughly,  and  then  pour 
the  mass  into  suitable  moulds  and 
allow  it  to  stand  quietly  for  a  few  days. 
In  using  the  glue  it  is  moistened  with 
the  tongue. 

No.  II.  Soak  for  2  or  3  days  1  part 
of  isinglass,  |  of  parchment  shavings,  i 
of  rock  candy.  Then  boil  the  whole  in 
an  earthen  pot,  stirring  constantly  to 
prevent  the  mass  from  burning.  When 
it  is  boiled  down  to  about  one-half  the 
quantity,  strain  the  fluid  through  a 
coarse  cloth,  and  when  about  half  cold 


pour  a  thin  layer  of  it  upon  a  stone 
slab. 

Excellent  Mouth  Glue,  Isinglass,  to 
which  some  sugar  has  been  added,  is 
boiled  until  it  forms  a  yellow  trans- 
parent mass.  This  glue  may  also  be 
used  for  joining  torn  pieces  of  paper. 

Lime  Putty  for  Wood, 

Powdered  slaked  lime 1  part, 

Sye  flour 2  pHits, 

Linseed-oil  varnish 1  part, 

and  a  sufficient  quantity  of  umber  to 
color  it. 

French  Putty  for  Wood, 

Onm  Arabic   .....*....!  part. 

Water 2  paits. 

Potato  starch Sto6    " 

Powdered  Wood  and  Oil  Putty.  Very 
fine  sawdust  is  formed  into  a  dough  by 
moistening  it  with  linseed-oil  varnish 
and  continued  kneading.  This  very 
plastic  mass  forms  an  excellent  putty. 

Powdered  Wood  and  Glue  Putty. 

Wator 20  parts. 

Olue 1  imrt. 

Finest  sawdust  as  much  as  may  be  required. 

The  glue  is  first  entirely  dissolved  by 
boiling  it  in  the  water,  and  the  sawdust 
is  then  gradually  stirred  in. 

Putty  for  Floors  of  Soft  Wood, 

No.  I.    For  Floors  which  are  to  he 
Scrubbed. 

Caseine 1  part. 

Watur 7  ptvrts. 

Spirit  of  ammonia ^  paii;. 

Buriiod  lime Vi    '* 

No.  II. 

Olue 2  parts. 

Water 14     " 

Cement 7     •' 

Sawdust 3to4    '* 

Both  putties  should  be  prepared  im- 
mediately before  they  are  to  be  used. 

Putty  for  Floors  which  are  to  he 
Lacquered, 

Glue 2  parts. 

Water 14    •• 

Plaster  of  Paris 4    " 

Litharge    .........  2  to  4    ** 
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Paste  for  Wall  Paper, 

Flour  paste 100  parts. 

Alum  water 3    " 

Solution  of  dextrine 6    '* 

The  object  of  adding  solution  of  dex- 
trine is  to  give  more  adhesive  power  to 
the  paste ;  that  of  alum  water  to  pre- 
vent the  paste  from  spoiling  and  the 
wall  paper  from  becoming  mouldy  in 
ca^c  the  wall  is  not  entirely  dry. 

J'tisle  for  Microscopic  Objects.  A 
thick  fluid  paste  whicn  dries  quicklv, 
does  not  cracky  and  adheres  tenaciously 
to  the  glass,  is  required  for  fastening 
the  glasses  covering  microscopic  objects. 
A  paste  or  cement  prepared  from  solu- 
tions of  dammar  resin,  asphaltum,  or 
caoutchouc,  or  a  mixture  of  the  last  two 
in  very  volatile  solvents,  is  best  adapted 
for  the  purpose.  After  the  object  to  be 
preserved  has  been  placecl  in  the  right 
position  upon  the  glass,  a  ring  of  the 
paste  is  formed  around  it  and  the  cover 
pressed  down  and  held  there  until  the 
paste  has  become  hard. 

Benzine,  petroleum,  or  bisulphide  of 
carbon  may  oe  used  as  a  solvent  for  dam- 
mar resin,  caoutchouc,  or  asphaltum. 
If  the  enclosure  is  to  contain  a  fluid  be- 
sides the  microscopic  preparation  it  is 
best  to  prepare  the  paste  from  a  mix- 
ture of  caoutchouc  and  asphaltum,  as 
this  resists  fluids  far  better  than  a  solu- 
tion of  dammar  resin. 

The  paste  prepared  from  dammar 
resin  has  a  yellow  color;  that  from 
caoutchouc  and  asphaltum  is  black. 
A  white  paste  is  made  by  rubbing  Can- 
ada balsam  with  zinc  white,  and  adding 
a  sufficient  quantity  of  benzine  to  give 
a  syrupy  consistency  to  the  mass. 

Glycerine  Glue  for  Enclosing  Micro- 
acopic  Preparations,  One  part  by 
weight  of  wnite  glue  (gelatine)  is  placed 
in  a  porcelain  vessel,  6  parts  by  weight 
of  water  are  poured  over  it,  and  it  is 
allowed  to  swell  up  for  24  hours.  It  is 
then  heated  at  175°  to  200°  F.  until  it 
is  entirely  dissolved.  Seven  parts  of 
concentrated,  colorless  glycerine  are 
added  to  the  solution  and  intimately 
mixed  with  it  by  stirring.  The  mixt- 
ure is  then  heated  for  10  to  15  minutes  and 
filtered,  while  warm,  through  cotton. 

Paste  for  Postage  Stamps,  etc. 

Dextrine 2  parts. 

Acetic  acid 1  imrt. 

"Water 6  parts. 

Alcohol Ipart. 


The  foregoing  mixture  is  used  far 
United  States  postage  stamps. 

Sugar  and  Lime  Paste, 

White  cane  su^r 12  parts. 

Water 36    ** 

Slaked  lime 3    " 

The  sugar  is  dissolved  in  water,  the 
solution  heated  to  the  boiling  point,  tlie 
lime  poured  in,  and  the  fluid  allowed 
to  stand  for  several  days  in  a  covered 
vessel  and  stirred  once  in  a  while. 
When  it  has  settled  the  thick  fluid  is 
poured  off"  from  the  excess  of  lime. 

The  solution  obtained  in  this  manner 
has  all  the  properties  of  a  solution  of 
gum  Arabic,  possesses  great  adhesive 
power,  and  dries  to  a  lustrous  mass. 

Fluid  Paste.  I.  Ten  pounds  of  po- 
tato starch  are  placed  in  a  porcel^n 
vessel  and  5  quarts  of  water  and  i 
pound  of  nitric  acid  poured  over  it. 
The  mixture  is  allowed  to  stand  for  24 
hours  in  a  warm  place,  being  several 
times  stirred,  and  is  then  boUed  until  it 
becomes  thickly  fluid  and  very  trans- 
parent. If  necessary  it  is  diluted  with 
water  and  filtered  through  a  close  cloth. 

II.  Dissolve  10  pounds  of  gum  Arabic 
and  2  pounds  of  sugar  in  1  gallon  of 
water ;  add  1|  ounces  of  nitric  acid,  heat 
to  the  boiling  point  and  mix  both  fluids 
I.  and  II.  The  resulting  paste  is  liquid, 
does  not  mould,  and  ones  to  a  trans- 
parent layer  upon  paper.  It  is  esi)e- 
cially  well  adaj)ted  for  flaps  of  envel- 
opes, fine  bookbinders'  work,  etc. 

Dry  Pocket  Pa^te, 

Glue 6    parts* 

Sugar ^H   " 

The  glue  is  dissolved  by  boiling  in 
water,  tne  sugar  added  to  the  hot  so- 
lution, and  the  mass  evaporated  until  a 
test  ssuuple  congeals  on  becoming  cold. 
The  hard  mass  dissolves  auickly  in 
lukewarm  water,  and  fiimisnes  a  paste 
adapted  especially  for  paper. 

Good  Cement  for  Filling  Teeth,  The 
following  preparations  ftirnish  cements 
for  filling  teetn : 

I.  n. 

Parts.  Parts. 

Zinc  oxide  .    .     .  2U0    Zinc  oxide    .    .  500 
Silica      ....      8    Powdered  amber      1.5 
Borax     ....      4    Yellow  ochre    .      1.5 
Powdered  glass    .      5    Borax  ....    10 

Powdered  glass .  100 
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in.  IV. 

Farts.  Parts. 

Zinc  oxide    .     .  500  ISlnc  oxide    .    .  600 

Powdered  pyro-  Powdered  pyro- 

lusite    ...      1.6  lusite    ...      1.5 

Yellow  ochre           3.5  Yellow  ochre    .      4 

Powdered  glass .  100  Powdered  glass .  100 

Borax ....     10  Borax  ....    10 

The  ingredients  are  well  mixed,  sifted 
through  a  hair  sieve,  and  preserved  in 
well-corked  bottles. 

When  any  of  the  cement  is  to  be  used, 
it  is  mixed  with  concentrated  solution 
of  zinc  chloride  to  form  a  paste,  and 
the  hollow  tooth  filled  with  it.  In  ten 
minutes  the  paste  becomes  hard,  and 
remains  unchanged  for  jesLrs. 

Nos.  I.  and  II.  furnish  the  lightest 
colored  cement,  and  No.  IV.  the  dark- 
est. 

Cement  for  Injured  Trees,    Mix : 

Sifted  wood-ashes 5  parts, 

Yellowochre 10     '* 

Ordinary  white  lead 50 

Venetian  turpentine .10 


with  a  sufficient  (][uantit7  of  linseed  oil 
to  give  to  the  mixture  the  consistency 
of  an  electuary.  It  should  be  applied 
twice  to  the  injured  part  of  the  tree. 


German  Tree  Wax,    Mix : 


Finely  powdered  lime     . 
Finely  powdered  charcoal 


3  parts, 
1  part, 


with  a  sufficient  quantity  of  linseed  oil 
to  form  a  homogeneous  dough.  It  should 
be  kept  in  a  pot  hermetically  closed. 
It  is  applied  to  the  injured  parts  of  the 
tree  by  means  of  a  large  brush. 

Grafting  Wax, 

Pine  rosin 50  parts. 

Tallow 10     " 

Oil  of  turpentine 5     " 

Spirit  of  wine .      5      " 

The  resin  is  melted  in  an  iron  vessel, 
the  turpentine  added,  next  the  tallow, 
and  finally  the  spirit  of  wine,  and  the 
ingredients  are  tnoroughly  stirred  to- 
gether. 

Durable  Paste.  Four  parts  by  weight 
of  glue  are  allowed  to  soften  in  15  parts 
of  cold  water  for  some  hours,  and  then 
moderately  heated  until  the  solution 
becomes  quite  clear.  Sixty-five  parts 
of  water  are  now  added,  with  constant 
stirring.  In  another  vessel  30  parts  of 
starch  paste  are  stirred  in  20  of  cold 


water,  so  that  a  thin  milky  fluid  is  ob- 
tained without  lumps.  Into  this  the 
boiling  solution  of  glue  is  poured,  with 
constant  stirring,  and  the  whole  kept  at 
the  boiling  temperature.  After  cooling, 
10  drops  of  caroolic  acid  are  added  to 
the  paste.  This  paste  is  of  extraordi- 
nary adhesive  power,  and  may  be  used 
for  leather,  paper,  or  card-board  with 
great  success.  It  must  be  preserved  in 
closed  bottles  to  prevent  evaporation 
of  the  water,  and  will  in  this  way  keep 
good  for  years. 

Paste  for  Fixing  Printed  Labels  on 
Machines.  Labels  are  often  required 
to  be  affixed  to  parts  of  machines ;  but 
the  paste,  etc.,  used  for  this  purpose 
often  becomes  damp,  and  the  label  falls 
off.  A  paste  to  resist  damp  is  made  as 
follows :  Prepare  a  paste  of  good  rye 
flour  and  glue,  to  which  linseed  oil 
varnish  and  turpentine  have  been  added 
in  the  proportion  of  ^  ounce  of  each  to 
the  poundf. 

Safety  Paste  for  Post' Office  Packages, 
The  postal  wrappers  and  envelopes 
in  common  use  can  be  easily  opened 
by  loosening  the  gum  with  mois- 
ture. Post^e  stamps  can,  in  the 
same  way,  be  dishonestly  detached. 
The  following  compositions  will  meet 
this  evil :  Two  adhesive  compounds  are 
used — one  is  applied  to  the  flap  of  the 
envelope,  the  other  to  the  part  against 
which  it  is  pressed,  or  the  first  to  the 
stamp,  and  the  other  to  the  place  on  the 
envelope  where  it  is  to  be  affixed ; 

I.  Upon  the  Letter, 

Chromic  acid 2.5  parts. 

Caustic  ammonia 15        ** 

Water 15        " 

Sulphuric  acid ^part. 

Cupro-ammonium  solution  ...  30     parts. 

Fine  white  paper '4        *' 

II.  Upon  the  Flap  or  Stamp.  Dis- 
solve isinglass  or  glue  in  a  mix- 
ture of  7  parts  of  water  and  1  of  acetic 
acid. 

The  chromic  acid  forms  with  glue  a 
combination  insoluble  in  water.  When 
the  parts  of  the  wrapper,  envelope,  etc., 
are  fastened  together,  the  union  is  so 
firm  as  to  resist  all  loosening  influences, 
acids,  alkalies,  hot  or  cold  water,  or 
steam.  The  wrapper  can  only  be  opened 
by  tearing  or  cutting. 
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of  the  n 


They  are  connected  by  the  pipe  e,  which 
pasBBB  from  the  upper  part  of  the  retort 
a  to  the  lower  part  ofb.  The  mass  \a 
the  relorta  ia  heated  to  a  while  heat  to 
eipel  all  moisture;  ammooiacal  gas  is 
then  paaaeil  through  it.  Thia  is  pro- 
ducecl  hj  healing  equal  parte  of  am- 
monium  sulphate  and  boTued  lime  in 
the  cast-iron  retort  d.  As  leas  heat  is 
required  for  developina  the  gas,  the  re- 
tort d  is  provided  nitn  a  special  fire- 
Elace  a,  while  the  other  two  retorts  are 
eal«d  iWini  e.  The  retort  d  is  separated 
bv  a  brick  wall  from  a  and  b.  A  ia  the 
chiinne]'  for  both  fire-places.  The  am- 
maniacal  gaa  passes  from  the  retort  d 

wer  part 

u,  Huu  me  wart  not  filed 
through  m  into  the  chim- 
nej.  Wneo  the  mass  in  d  ceaaea  to 
^Derate  gas,  the  residue  is  removed 
through  a,  falls  into  the  wagon  p,  and 
ia  carted  away.  The  retort  d  is  then 
chared  anew.  The  retorts  a  and  b  are 
emptied  in  the  same  manner,  after  the 
»s  has  sufficiently  acted  upon  the  mass. 
This  falls  into  sheet-iron  boxes  standing 
upon  the  wagon  q,  which,  like  the  wagon 
p,  runs  upon  raits.  The  retorte  are 
opened  and  shut  by  the  valves  >  and  (. 
The  mass  taken  from  the  retorts  a  and 
6  is  treated  with  water  ia  the  usual 
maimer,  and  liiiviated,  and  the  potas- 
sium fenocranide  allowed  to  crystallize 
from  the  fluid.  The  grate  Xaaa  in  the 
retorts  a  and  b  must  be  so  arranged  that 
they  can  be  easily  removed.  By  omit- 
ting the  iron,  potassium  cyanide  can 
also  be  prepared  with  this  apparatus. 

PhosphoTeectiU  {lUuminatt-ng)  l'ov> 
der.  Mix  100  parts  each  of  calcium 
carbonate  and  phosphate  (obtained  by 
burning  shells,  espt-uially  those  of 
tridama  and  sepia),  add  unslaked  lime 
100  parts,  calcined  Halt  25  parts,  and  25 
to  50  per  cent  of  the  entire  mass  of 
sulphur.  This  powder  ill urai nates 
barometers,  compasses,  etc.,  and  be- 
comes especially  phosphorescent  when 
acted  upon  by  an  electric  current. 
[The  well-kuown  "  luminous  paint "  is  ' 
composed  of  substantially  the  same  ma- 
terials. It  remains  faintly  luminous 
fbr  some  time  atler  being  exposed  to  the 
light,  and  ia  used  for  match-safes,  etc. 

To  Thaw  Froiea  Oround,     If  there 
ia  snow  OD  the  ground,  place  alternate 
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iR^ers  of  Dualaked  lime  and  snow  over 
the  sjiot  to  be  thawed.  Slaking  of  the 
lime  gentrat^ai  heiit,  luid  in  a  few  lioura 
will  soften  the  ground  so  that  it  can 
easily  be  dug  up  even  at  a  temperature 
of  zero  F. 
ArHfidal  Sandttont  fi/r  FUttring. 


The  mixture  is  kneaded  with  water, 
shaped  into  the  desired  form  and 
Btnniglf  burned. 


mas,  which  is  nearly  insolable  jn  water 
free  from  alkali.  In  the  usual  manner 
of  |jrc|iariug  tiucture  uf  lituius,  the 
subsUncea  passing  into  the  filter  remain 
in  it,  and  this  frequentl]i  injures  the 
sliariinesa  of  the  reaelion. 

When  a  solution  is  to  be  prepared 
'  from  tbe  powder  obtained  in  the  above 
manner,  place  the  necessary  quantity 
of  it  upon  a  filter,  pour  hot  water  and  a 
few  drops  of  aiamonia  upon  it,  and 
wash  out  until  the  sand  is  exhauBtuI, 
which  can  be  accomplished  in  a  few 
minutes.  The  filtrate  is  then  acidulal«il 
with  a  few  drops  of  sulphuric  acid,  and 
again  neutralized. 

JVem  Method  of  Exlracting  Tannin. 
With  this  new  apparatus  the  lixiviatiou 


To  Prepare  Tinelvre  of  LitMMt.  A 
quantity  of  commercial  litmus  is  pow- 
dered as  fine  as  possible  and  extracted 
with  cold  water  until  exhaustion  just 
commences;  fine  sand  is  then  adiled 
and  the  solution  evaporated.  During 
evaporation  a  sufficient  quantity  of  hy- 
drochloric acid  is  added,  that  the  Quid, 
aflcr  the  evaporation  of  the  carhonic 
acid,  may  have  a  deep  red  color.  The 
brown-red  and  perfectly  dry  powder  ob- 
tained in  this  manner  is  rubbed  aa  fine 
as  possible,  washed  upon  large,  smooth 
fillers,  first  with  hot  and  then  with  cold 
water,  and  the  reeiduedried  on  the  water- 
bath.  This  contains,  precipitated  upon 
the  sand,  the  actual  coustitnent  of  lit- 


of  the  materials 

carried  OD  systematically.    .._ 

A  (Fig.  7)  of  a  battery  of  five  lixiviat- 
itu;  vessels  is  Sited  with  the  wood,  the 
alkaline  sulphite  (1  of  the  latter  t« 
250  of  the  former),  and  water.  This  is 
boiled  by  steam  and  the  fluid  allowed 
to  pass  throufrfi  the  pipe  a  into  the 
reservoir  M.  From  here  it  ifl  brought 
by  the  pump  P  into  the  vat  N,  and 
then  drawn  off  into  the  reservoirs  R 
and  R:  The  contents  of  the  vat  A  are 
once  more  lixiviated,  and  the  entire 

Sroceaa  is  repeated.  The  third  time  the 
uid  from  A  through  N  does  not  pass 
into  R,  but  into  the  vat  B,  which  has 
in  the  mcanwhUe  been  filled  with  fresh 
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fourth  lime.    The  samepj 


before  for  the 


.  __De  process  18  goi 

through  with  the  vats  C,  D,  and  £, . 
that  every  vat  participateB  m  tvoopera- 
tiaii:^  In  the  vats  R  and  K'  the  decoc- 
tion is  sliahtly  acidulated  with  sul- 
phuric acid.  From  here  it  is  brought 
lotutheclarilyiDg  vatH.  Thetempera- 
turc  of  the  ciiver  is  lowered  to  about 
1<KI°  F.  by  cold  water  psaainj:  through 
the  coil  pipe  8.  Albumen  (blood)  ia 
then  added,  which  ie  coagulated  by 
gleam  peaamg  through  Ibe  pipe  S'. 
The  precipitate  n-'ttliui  and  the  Quid 
DBsaes  through  the  perforated  float  F, 
and  the  filter  (  filled  with  liiiviated 
wood-shavingB,  into  the  cialem  X. 

The  solution  of  tannin  obtained  in 
thia  manner  shows  2"  B.  It  can  be 
used  for  tanning  without  further  prep- 
aration. For  transportation  the  ex- 
tract is  still  flirther  concentrated. 


netia  or  Carbonale  o/  JBapioia  and 
Sawduil.  The  puri^ing  IratCery  con- 
sists of  several  cylinders  containing 
boxes  <  (Fig.  8)  wito  perforated  bottoms. 


■Upon  thew  are  placed  an  intimate 
mixture  of  equal  parts  of  magaesia  and 
sawdust.  Thewaterlobepurifiedenters 
through  the  eock  v,  the  cataract  w,  and 
the  cock  4  from  below  Into  the  first 
cyliucier.  From  here  it  ia  conveyed 
through  the  pipe  r  into   the  second 


Catutic  Soda  (Soda  Lye).    Fill 
f  a  capaci        " 


ily  ot.% 
nd  brine 


cvlinder  and  so  on.  The  Gnely  piTW> 
dered  magnesia  alteorbe  the  carbbnio 
acid  of  the  water,  and,  in  conaequence, 
precipitates  the  calcium  carbonate  of  the 
water  iu  crystalline  form  upon  the  mass. 
From  the  last  cylinder  the  purified 
water  reaches  the  discharge  pipe.  The 
iqiparatus  works  continuously. 

CatuHe  Poi"th,  Take  1  part  of  po- 
tassium carbonate  and  4of  water,  add  1 
part  of  fresii-slaked  powdered  lime, 
uoil  forafewmiDuttflandaddgradiially 
"  parts  of 

■    ■■    ■     (Soda  Lye) 

if  h55  gallons  half-iiill 
....  „    his  to  the  boiling 

poinL  by  introducing  Hleam.     Dissolve 
in  thia  120  pounds  of  the  best  calcined 
aoda.       Have    ready    165    pounds    of 
freshly  burned  lime.    Add  thia  gradu- 
ally to  the  soda  lye,  and  as  soon  as  one 
portion  is  dissolved  add  another.    As  a 
strong  effervescence  takes  p! 
must   be   kept  read"  ^"   ~ 
fluid  tVom  running  o' 
soda  has  been  added  the  boiling  is  con- 
tinued until  everything  bas  been  dis- 
solved.   The  clear  liquor,  when  the  \j6 
baa  settled,   is  brought  into  an   iron 
boiler  at  least  half  aa  large  aa  the  vat, 
and   heated   over   a   fire.      Water   ia 
lured  upon  the  residue  (<f  aoda  and 
ne  Id  the  vat,  steam  introdoced  and 
is  boiled    once   more.     The   clear 
juor  is  added  (o  that  in  the  boiler, 
ater  ia  again  poured  upon  the  sedi- 
eat  iu  tlie  vat  in  order  to  lixiviate  it 
tirely,  and  tbia  liciuor  also  added  to 
.  at  in  Uie  boiler.     This  liquor  is  then 
evaporated   until  the  desired  degree, 
'""  '-  35°  B,,  has  been  obtained. 

Prepare    Pure    Chlorine    0<u. 
Pat  1  part  by  weight  of  powdered  potas- 

OOmpound  it  with  e  fiaita  by  weight  of 
hydrochloric  acid,  and  beat  gently  over 

)lace.     The  chlorine  gas  will 
levelop   itself  continually   and 


spirit  1, 
lakes     ' 


ssity  of  c< 


quickly  V 

"nuing  to  ^^^„  1..C  uL^.-it. 

Chloride  of  Zinj;.  Heat  in  a  glass 
issel  6  ouneea  of  hydrochloric  acid, 
._id  compoond  this  with  2^  ounces  of 
carbonate  of  rinc.  The  fluid,  when 
cold,  is  filtered  through  powderal  glass, 
and  finally  evaporated  to  dryness  over 
a  moderate  fire,  with  constant  stirring. 
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The  mass,  while  still  warm,  is  powdered, 
and  placed  iiamediately  in  heated  ves- 
sels, which  should  be  tightly  closed. 
By  this  process  a  white  powder  is  ob- 
tained which  deliquesces  easily  on  ex- 
posure  to  the  air. 

Chloride  of  Gold,  This  is  prepared 
by  dissolving  small  pieces  of  gold  free 
from  copper  in  aaua  regia  (formed  of  2 
parts  of  pure  hyarochioric  acid  and  1 
part  of  pure  nitric  acid)  until,  even 
when  the  acid  is  boiling,  no  more  gold 
is  dissolved.  As  some  gold  always  re- 
mains undissolved,  the  solution  is 
filtered  from  the  residue,  and  gradually 
evaporated  to  dryness,  in  order  to  ex- 
pel the  excess  of  acid.  The  residue  is 
dissolved  in  distilled  water,  and  the 
solution  of  gold  obtained  in  this  man- 
ner kept  for  future  use. 

To  Prepare  Pure  Oxalic  Add,  Pot- 
ash lye  of  36°  Baum6  is  brought  to  the 
boiling  point  in  a  strong  iron  boiler, 
and  sawdust  of  pine  wood  added  until 
the  mass  becomes  thick.  By  continu- 
ing tlie  heating,  and  after  the  water  has 
evaporated,  the  mass,  while  being  con- 
stantly stirred,  becomes  again  thinly 
fluid,  homogeneous,  and  assumes  a  tur- 
meric-yellow color.  The  heat  is  kept 
up  for  2  to  2i  hours ;  the  fire  is  then 
drawn,  and  the  mass  allowed  to  cool 
off.  Water  is  now  slowly  poured  into 
the  mass  while  still  hot,  until  the  so- 
lution shows  40°  Baum4  when,  after 
stirring  thoroughly,  it  is  allowed  to 
cool  off.  The  yield  of  oxalate  of  po- 
tassium, which  is  entirely  insoluble  in 
the  lye  of  40°  Baum6,  is  considerable. 
This  method  of  preparing  oxalate  of 
potassium  is  not  new,  though  consider- 
ably improved,  but  the  following  pro- 
cess of  preparing  pure  oxalic  add  from 
this  oxalate  of  potassium  is  entirely 
new: 

The  non-crystallized  oxalate  of  po- 
tassium is  washed  and  dissolved,  while 
hot,  in  a  large  <][uantity  of  water  and, 
alter  clarifying,  is  precipitated  with  a 
solution  of  chloride  of  magnesium  or  a 
solution  of  sulphate  of  magnesia.  The 
resulting  magnesium  oxalate  is  thor- 
oughly washed,  heated  in  a  wooden  vat 
by  introducing  steam,  and  concentrated 
hydrochloric  acid  added  until  it  is  com- 
pletely dissolved.  The  clarified  so- 
lution is  drawn  hot  into  a  clay  vessel, 
and.  when  cold^  the  oxalic  acid  separates 


in  fine  white  crystals.  These  should 
be  dried  by  placmg  between  the  folds 
of  absorbent  paper. 

lb  Prepare  Purified  Oleic  Add. 
Dissolve  60  parts  of  oil-soap  in  240 
parts  of  water,  compound  the  solution 
with  10  parts  of  sulphuric  acid,  let  it 
come  to  a  boil,  wash  the  oleic  acid  with 
60  parts  of  hot  water,  and  then  intro- 
duce 4  parts  of  plumbic  oxide.  The 
lead  soap,  while  still  hot,  is  mixed  with 
60  parts  of  spirit  of  wine  of  0.82  specific 
gravity,  heated  to  150°  F.,  and  the 
oleate  of  lead,  after  settling;,  is  decom- 
posed with  hydrochloric  acid,  when  the 
oleic  acid,  which  separates,  is  repeatedly 
wajshed  with  water. 

Cream  of  Tartar,  Digest  for  several 
hours  10  parts  of  purified  powdered 
tartar  with  10  of  water  and  1  of  crude 
hydrochloric  acid.  Stir  the  solution 
frequently,  and  allow  it  to  stand  for  one 
day.  Then  filter  through  linen,  and 
wash  first  with  ordinary  and  then  with 
distilled  water,  to  free  the  fluid  from 
the  hydrochloric  acid.  The  residue  is 
dried  and  forms  tbe  cream  of  tartar  of 
commerce. 

Lunar  Caustic,  Dissolve  6  parts  of 
pure  silver  in  14  of  nitric  acid,  evapor- 
ate the  fluid  to  dryness  at  a  moderate 
heat,  and  melt  the  residue  in  a  porce- 
lain vessel.  The  mass,  when  cooled  off, 
is  dissolved  in  water  and  evaporated  to 
dryness  with  the  addition  of  a  drop  of 
nitric  acid.  The  residue  is  melted  and 
run  into  moulds. 

Pure  Acetic  Acid.  Distil  5  parts  of 
anhydrous  fused  sodium  acetate  with 
6  of  pure  concentrated  sulphuric  acid. 
The  distillate  is  a  colorless  fluid,  boil- 
ing at  244.4°  F.,  and  solidifying,  on 
cooling,  into  lar^  transparent  plates 
(glacial  acetic  acid). 

Sulphocyanic  Add  is  prepared  for 
analytical  purposes  by  precipitating  2 
parts  of  sugar  of  lead  with  1  of  am- 
monium cyanide,  washing  the  precipi- 
tate with  water,  decomposing  with  sul- 
phide of  hydrogen  and  filtering.  The 
resulting  sulphocyanic  acid  is  freed 
from  the  sulphide  of  hydrogen  by  in- 
troducing a  current  of  air,  and  then  di- 
luted to  1.01  specific  gravity. 

Molyhdic  Add  from  Molybdenum  Di- 
sulphide.  Melt  in  a  Hessian  crucible 
4  parts  of  potassium  nitrate,  and  add 
gradually  1  of  molybdenum  disuIpliidQ 
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finely  powdered.  The  fused  mass  with 
the  residue  remaining  in  the  crucible  is 
dissolved  in  water,  the  solution  filtered, 
evaporated  to  one-tenth  of  its  volume 
and  allowed  to  crystallize.  Crystals 
of  potassium  nitrate  and  sulphate  form 
in  a  short  time,  which  are  removed  from 
the  fluid.  This  is  again  filtered  and 
compounded  with  pure  nitric  acid  as 
long  as  a  snow-white  precipitate  is  ob- 
tained, but  in  doing  this  any  excess  of 
nitric  acid  must  be  avoided.  This  pre- 
cipitate forms  the  moWbdic  acid,  which 
is  collected  upon  a  niter  and  dried  in 
the  open  air.  Eight  parts  of  molybde- 
num disulphide  give  about  5  parts  of 
molybdic  acid. 

Potaadum  Acetate.  Compound  7 
ounces  of  pure  potassium  carbonate 
with  1  pint  of  concentrated  vinegar,  or 
add  such  a  quantity  of  vinegar  as  is 
necessarr  for  com  plete  saturation.  The 
fluid  is  filtered,  brought  into  a  porcelain 
vessel  and  evaporated  to  dryness  over  a 
steam-bath.  The  salt,  while  still  warm, 
is  placed  in  a  glass  vessel,  and  this  is 
kept  closed  hermetically. 

To  Prepare  Sulphate  of  Copper,  The 
solution  much  used  in  electrotyping  is 
prepared  by  making  a  saturated  solu- 
tion of  blue  vitriol  in  water,  and  adding 
8  to  10  per  cent,  of  sulphuric  acid  to  the 
solution.    (W.) 

Liver  of  Sulphur,  Mix  1  pound  of 
purified  sulphur  with  2  pounds  of  pure 
potassium  carbonate.  Place  the  mixt- 
ure in  a  melting  pot,  cover  it  and  ap- 
ply a  moderate  neat  until  all  effer- 
vescence ceases,  and  the  mass  is  changed 
into  a  homogeneous  fluid.  Then  pour 
it  upon  a  sheet-iron  plate  qr  marble 
slab,  and,  when  cool,  pulverize  it. 
This  has  a  yellowish  green  color,  and 
can  be  completely  dissolved  in  2  parts 
of  water. 

SchieVs  Apnaratv^  for  Testing  the 
Percentage  of  Nicotine,  in  Tobacco,  The 
apparatus.  Fig.  9,  consists  of  two  ^lass 
flasks  with  narrow  necks  connected  by 
a  glass  tube  bent  at  right  angles. 

The  tobacco,  cut  in  pieces,  is  placed 
in  the  flask  A,  standmg  in  a  saucer 
containing  cold  water,  and  extracted 
with  ammoniacal  ether.  By  taking 
after  a  short  time  the  flask  A  out  of  the 
cold  water,^  placing  B  in  its  place,  and 
putting  A  in  a  saucer  with  warm  water, 
the  ether  vapor  which  is  formed  forces 


the  solution  of  nicotine  through  the 
tube  reaching  to  the  bottom  of  the  flask, 
and  over  the  end  of  which  is  tied  a 


Fig.  9. 

small,  fine  woollen  rag,  into  B.  By 
changing  the  position  of  the  flasks,  bo 
that  A  stands  again  in  the  cold  water 
and  B  in  the  warm,  the  ether  is  redis- 
tilled into  A,  the  nicotine  remaining  in 
B.  By  repeating  this  operation  — 
changing  the  position  of  tne  flasks — 
several  times  the  tobacco  will  be  ex- 
hausted, and  the  nicotine  can  be  deter- 
mined by  volumetric  analvsis.  Before 
connecting  the  tube  with  tne  flask  B  it 
is  advisable  to  put  some  ether  into  the 
flask  and  expel  the  air  by  the  vapor  of 
the  ether.  The  corks  are  tied  in  the 
same  manner  as  champagne  corks. 
Other  substances  may  be  also  extracted 
by  this  simple  apparatus. 

Wilaon^s  Process  of  Preparing  Olyc- 
erine.  Palm-oil  is  placed  in  a  distilline 
apparatus  and  high-pressure  steam  of 
500°  to  600°  F.  introduced.  The  palm- 
oil  is  decomposed  and  two  layers  are 
obtained  in  the  receiver;  one  watery, 
containing  the  glycerine,  and  one  upon 
which  float  the  fatty  acids.  Care  must 
be  exercised  during  this  operation  that 
tiiere  is  a  constant  supply  of  steam  and 
that  the  temperature  does  not  rise  too 
high,  as,  if  this  is  the  case,  acrolein  mav 
be  lormed.  By  concentrating,  and, 
should  the  product  not  be  entirelv  col- 
orless, repeated  distillation,  the  glycer- 
ine can  be  obtained  pure  of  1.26  specific 
gravity. 

To  Restore  Faded  Manuscripts,  I. 
Prepare  a  moderately  concentrated 
watery  solution  of  tannin  ^gallotannie 
acid) ;  apply  the  solution  with  a  brush, 
remove  the  excess  by  a  current  of  water, 
and  dry  the  document  at  a  temperature 
of  160*^  to  165°  F.  The  writing  devel- 
oped in  this  manner  is  clear  and  very 
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black,  remaining  so  after  the  lapse  of 
many  months. 

II.  Add  a  few  drops  of  ammonium 
sulphide  to  clear  water  and  apply  the 
solution  to  the  manuscript,  proceeding 
as  above.  Both  of  these  formulse  are 
based  on  the  supposition  that  the  ink 
used  on  the  faded  charactei-s  was  an 
iron  ink,  which  will  commonly  be  the 
case.    (W.) 


Cleansing,  Polishing,  and  Reno- 
vating Agents. 

To  Remove  Ink  Stains  from  Wood. 
Prepare  a  mixture  of  8  ounces  of  con- 
centrated sulphuric  acid  and  If  pints 
of  water.  Scour  the  stain  thoroughly 
with  water  and  sand,  then  pour  some 
of  the  mixture  upon  it  and  rut)  until  the 
stain  has  disappeared. 

To  Remove  Ink  and  Rv>st  Stains  from 
Clothes.  Instead  of  using  oxalic  acid, 
which  attacks  the  fibre  of  the  texture, 
prepare  a  mixture  of  2  parts  of  tartar 
and  1  of  powdered  alum.  This  does 
not  injure  the  clothes ;  it  may  also  be 
used  for  removing  other  stains. 

To  Remove  Mildew^  Wine,  or  Fruit 
Stadns  from  Silk  or  Linen.  Cut  1 
pound  of  ordinary  good  soap  into  shav- 
ing and  boil  them  into  a  stiff  paste 
with  rain  water.  Apply  this  to  the 
stain  and  scatter  upon  it  some  finely- 
powdered  potash.  Then  spread  the 
goods  upon  a  grass  plat  and  allow  them 
to  remain  there  for  24  hours.  When 
dry  sprinkle  some  rain  water  upon  the 
stain  and  wash,  when  the  stain  will 
have  disappeared. 

To  Remove  Tar,  Grease,  Oil,  and 
Varnish  from  Silk.  Rub  the  stain  with 
a  white  cloth  moistened  with  a  mixture 
of  equal  parts  of  oil  of  turpentine  and 
ether,  until  no  impure  matter  adheres 
to  it.  Cover  the  stain  about  the  thick- 
ness of  a  knife  blade  with  pulverized 
white  bole,  upon  which  place  blotting- 
paper  and  press  a  hot  iron.  Repeat 
until  the  stain  has  disappeared. 

To  Remove  Ink  Stains  from  Silk. 
Hoisten  the  stain  with  strong  white 
wine  vinegar  and  rub  some  warm  beech- 
wood  ashes  upon  it,  and  finally  wash 
with  soap  water.  Should  the  color 
suffer  from  the  vinegar,  mix  some  beef 
gall  and  water  and  wash  the  stain  with  it. 


To  Remove  Wax  from  Velvet.  Lay 
the  velvet  uj)on  a  table,  cover  the  stain 
with  a  linen  cloth  soaked  in  soft  water 
and  rub  several  times  with  a  medium 
hot  iron.    The  stain  will  disappear. 

Tu  Remove  Orea^e  Stains  from  Paper, 
Warm  the  stained  paper,  lay  blotting- 
paper  upon  the  grease  spot,  and  press 
it  gently  with  a  hot  iron.  Or,  neat 
rectified  oil  of  turpentine  to  the  boiling 
point  and  cover  both  sides  of  the  stain 
until  it  can  no  longer  be  seen.  Then 
dip  a  small  brush  in  strong  spirit  of 
wme  and  brush  the  spot  several  times 
where  the  stain  has  been.  This  restores 
the  original  whiteness  of  the  pai>er, 
and,  when  ironed,  gives  it  smoothness 
and  lustre. 

Scouring  Water  for  Removing  Grease 
Stains.  Put  4  parts  by  weight  of  recti- 
fied oil  of  turpentine,  1  part  by  weight 
of  anhydrous  spirit  of  wine,  and  1  part 
by  weight  of  ether,  free  from  acid,  into 
a  clean,  dry  bottle ;  shake  thoroughly 
and  close  the  bottle  hermetically. 
When  the  water  is  to  be  used,  place 
blotting-paper  under  the  stained  places, 
moisten  a  cotton  rag  with  the  fluid,  and 
rub  until  the  stains  have  disappeared. 
Dry  the  goods  in  the  shade,  but  exposed 
to  the  air. 

One  application  will  be  sufficient  for 
fresh  stains,  but  old  spots  require  sev- 
eral. 

Le  Frangois*  Scouring  Fluid,  This 
is  prepared  from  the  root  and  dried 
leaves  of  soap- wort,  of  each  64  parts,  clar- 
ified juice  of  lemons  45  parts,  spirit  of 
wine  185  parts,  soft  water  1700  parts. 
The  root  is  cearsely  powdered,  boiled  in 
the  water  for  i  of  an  hour,  the  leaves 
cut  fine  are  added,  and  the  boiling  is 
continued  for  24  hours.  It  is  then 
strained,  filtered,  and  allowed  to  be- 
come cold,  when  the  spirit  of  wine  is 
added. 

The  fluid  is  used  either  cold  or  luke- 
warm by  dipping  the  stained  place 
into  it,  rubbing  it  with  the  hand  to  a 
lather  when  silk  goods  are  to  be 
cleansed,  or  with  a  brush  for  Unen  or 
cotton  goods.  Rinse  in  clean  water  and 
iron  nearly  dry. 

**  Gantein**  for  Cleansing  Gloves, 
The  preparation  sold  under  this  name 
is  prepared  in  the  following  manner: 
Dissolve  6  parts  of  soap  in  2  of  water. 
Add  4  parts  of  bleaching  liquor  aikl  i 
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of  a<ma  ammonia.    Rub  the  gloves  with 
this  fluid  until  they  are  clean. 

To  Cleanse  Glasses  and  Saucers, 
Moisten  the  places  to  be  cleansed  with 
concentrated  sulphuric  acid,  scatter 
finely-powdered  potassium  bichromate 
upon  them,  and  let  the  vessel  stand  in 
a  warm  place  for  several  hours.  All 
vessels  to  which  organic  substances  ad- 
here can  be  cleansea  in  this  manner. 

Longet's  Polishing  Powder  for  Gold 
Workeics,    This  powder,  used  by  Bel- 
gian gold  and  silversmiths,  gives  an 
excellent  lustre  to  the  articles.    It  con- 
sists of: 


White  lead     . 

Chalk    .    .     . 

CSarbonate   of 

ma^eaia    . 


Parts. 


Alumina 
Silica      .    . 
Ferric  oxide 


Parts. 


To  Cleanse  Glass  Vessels,  Animal 
charcoal  is  the  best  agent  for  cleansing 
glass  vessels  from  rosins  and  ethereal 
oils.  Pour  a  small  quantity  of  alcohol 
into  the  vessel,  swing  it  to  and  fro  to 
moisten  the  inner  surfaces,  put  in  the 
animal  charcoal,  add  water,  and  shake 
thoroughly. 

To  Cleanse  Manilla  Indigo,  Pulver- 
ize the  indigo  and  make  it  into  a  paste 
with  water,  upon  which  gradually 
pour  hydrochloric  acid  until  the  effer- 
vescence ceases.  Allow  the  mass  to 
settle,  filter,  and  wash  the  precipitate 
several  times  with  pure  or  alKaline  hot 
water ;  then  press  and  dry. 

To  Cleanse  Files.  Pour  a  few  drops 
of  benzole  upon  a  scratch  brush,  or 
upon  the  file,  and  remove  the  accumu- 
lated impurities  by  brushing. 

To  dlea.7ise  Paint  Brushes  from 
Dried-in  Paint.  Suspend  the  brush  in 
a  tumbler  containing  a  solution  of  1 
part  of  crystallized  sodium  carbonate  in 
3  of  water,  in  such  a  manner  that  it 
hangs  several  inches  from  the  bottom 
of  the  tumbler.    Let  it  stand  from  12  to 

24  hours  in  a  moderately  warm  place 
(140°  to  150°  F.).  The  dried  paint  will 
be  softened  so  much  that  it  can  be 
easily  washed  out  with  soap  and  water. 
Brushes  which  have  become  as  hard  as 
stone  can  be  restored  by  this  process. 

To  Cleanse  Fine  Steel  and  Jron  Arti- 
cles from  Rust.  1.  Mix  10  parts  of  tin 
puttv,  8  of  prepared  buck's  horn,  and 

25  of  spirit  of  wine  to  a  paste.    Cleanse 


the  articles  with  this  and  finally  mb 
with  soft  blotting-paper. 

2.  If  the  iron  is  very  rusty  pour  a 
mixture  of  1  part  of  diluted  hydrochlo- 
ric acid  and  1  of  water  over  it,  rub  with 
it,  wash,  dry^  brush  it  with  oil,  and 
allow  it  to  lie  for  a  few  days.  It  is 
then  cleansed  in  the  manner  indicated 
in  No.  1. 

To  Cleanse  Barrels,  pring  a  few 
pounds  of  unslaked  lime  into  the  bar- 
rel, add  water  and  close  it.  After  a 
little  while  add  more  water  and  roll 
the  barrel.  Then  rinse  out  with  clean 
water. 

Polishing  Powder  for  Glass  and 
Metal.  Ferric  oxide  obtained  from  fer- 
rous oxalate  by  heating  can  be  recom- 
mended as  an  excellent  polishing  agent 
for  lenses  of  optical  instruments,  metals, 
etc. 

To  Cleanse  Straw  Hats,  Straw  hats, 
not  very  yellow,  are  first  rubbed  with 
flowers  of  sulphur  and  a  cloth  moist- 
ened with  whiskey.  When  dry  they 
are  brushed  and  coated  on  the  wrong 
side  with  gum  water. 

Very  yellow  straw  hats  are  cleansed 
by  making  a  lather  of  fine  French  soap 
upon  a  flannel  rag  moistened  with  luke- 
warm water.  This  is  applied  to  the  hat, 
and  the  latter  rubbed  with  it  until  all 
dirt  has  been  removed.  The  hat  is  then 
rinsed  off  with  clean  water,  Aviped  off 
with  a  clean  cloth,  and  sulphured, 
which  can  generally  be  done  in  a  quarter 
of  an  hour.  It  is  then  covered  with  a 
sheet  of  fine  paper  and  pressed. 

Excellent  Scouring  Soap.  Dissolve 
4|  ounces  of  Castile  soap  in  spirit  of 
wine,  add  the  volks  of  4  eggs  and  4 
fluid  drachms  of  oil  of  turpentine. 

Scouring  Soap  for  Wine  cmd  Vinegar 
Stains.  Mix  2i  ounces  of  white  soap, 
1  fluid  drachm  of  oil  of  turpentine,  and 
25  grains  of  sal-ammoniac. 

Scouring^  Soap  for  Cotton  and  Silk 
Goods.  Mix  1  pound  of  ordinary  soap, 
i  pound  of  beef-gall,  and  1}  ounces 
Venetian  turpentine. 

Bla^k  Scouring  Soap  for  Removing 
Stains  from  Silk,  Cloth,  and  Hats.  Cut 
i  ounce  of  Venetian  soap  into  fine 
shavings,  moisten  them  with  fresh  rain 
water,  and  add  10  to  12  drops  of  oil  of 
tartar.  The  mass  is  intimately  kneaded 
together  and  formed  into  balls. 

Green  Scouring  Soap,    Knead   21 
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ounces  of  Venetian  soap  into  a  dough 
with  the  hand,  add  20  grains  of  pow- 
dered verdigris,  the  same  quantity  of 
cream  of  tartar,  and  finally  15  drops  of 
filtered  lemon  juice.  Mix  the  ingredi- 
ents intimately  together,  form  balls 
from  the  mass,  and  allow  them  to  dry 
at  a  moderate  temperature. 

The  stains  are  moistened  with  water, 
nibbed  with  the  soap-ball,  and  when 
tlie  spots  are  again  dry  are  washed  with 
soft  water.  Tne  process  must  be  re- 
peated twice  or  three  times,  and  the 
goods  rubbed  with  the  nap  with  a  linen 
cloth. 

Brown  Scourinq  Soap,  Cut  2i  ounces 
of  Venetian  soap  into  shavings,  moisten 
them  with  a  little  water,  and  work  the 
mass  into  a  dough  with  the  hand.  Then 
add  20  grains  of  powdered  white  vitriol, 
the  same  quantity  of  powdered  red 
bole,  7  grains  of  lampblack,  and  10 
drops  of  spirit  of  sal-ammoniac.  Form 
the  mass  in  balls  of  the  desired  size, 
and  dry  them  at  a  moderate  heat. 

To  remove  stains  the  soap  is  used  in 
the  same  manner  as  the  foregoing. 

To  Purify  Bisulphide  of  Carbon. 
This  can  be  conveniently  and  quickly 
done  by  the  following  process :  Cover 
the  bisulphide  of  carbon  with  water 
and  add  gradually  small  quantities  of 
concentrated  solution  of  potassium  per- 
manganate. Shake  every  time  after 
adding  the  solution.  If  the  water 
standing  over  the  bisulphide  of  carbon 
retains  a  violet  color,  no  more  potassium 
permanganate  is  added.  Wash  now 
with  water  until  the  potassium  salt  has 
been  removed,  separate  the  bisulphide 
of  carbon  from  the  water  by  decanta- 
tlon  or  other  means,  and  filter  it. 

Polishing  Powder  for  Plate-glass^ 
MirrorSy  etc.  Calcined  magnesia  is 
moistened  with  pure  benzine,  so  as  to 
form  a  paste  sufficiently  wet,  that,  when 

Pressed,  a  drop  will  exude  from  it. 
ure  benzine  oeing  very  volatile  (it 
boils  at  177.8°  F.)  the  mixture  must  be 
kept  in  glass  bottles  with  ground  stop- 
pers. The  articles  are  cleansed  by  tak- 
ing some  of  the  mixture  upon  raw  cot- 
ton and  rubbing. 

Polishing  J^a^s  for  Metals  (called 
"Serviette  Ma^gique").  These  consist 
of  calico  prepared  with  Castile  soap  and 
rotten  stone  and  dyed  with  a  solution 
of  coralline  in  alcohol. 


English  Polishing  Paste  for  Metals. 
Take  finely-powdered  rotten  stone,  sift 
it  through  muslin  or  a  hair  sieve,  and 
knead  with  a  sufficient  quantity  of  soft 
soap  to  form  a  stiff  paste.  To  ^  pound 
of  this  mass  add  If  fluid  ounces  of  oil 
of  turpentine.  Put  in  boxes  or  form 
into  balls,  which  soon  become  hard. 

The  articles  to  be  polished  must  be 
entirely  free  from  grease  and  dirt. 
Moisten  some  of  the  paste  with  water, 
apply  it  to  the  metal^  and  rub  with  a 
dry  rag,  when  a  beautiful  lustre  will  be 
the  result.  This  is  well  adapted  for 
household  purposes. 

French  Polishing  for  Metals.  Mix  1 
part  of  washed  ferric  oxide  with  50 
parts  of  magnesium  carbonate.  Moisten 
a  rag  with  water  or  alcohol,  dip  it  into 
the  powder,  rub  the  articles  thoroughly, 
and  dry  them  with  soft  leather. 

Polishing  Paste  for  Metal,  Glass,  etc. 
Mix  1  part  of  olive  oil,  1  of  spirit  or  sal- 
ammoniac,  2  of  lime,  and  1  of  water  to 
a  thick  paste. 

Wabeck's  Polishing  Wax.  Melt  4 
parts  of  yellow  wax  and  1  of  rosin ; 
stir  the  mass  vigorously,  and  when 
taken  from  the  fire  stir  in  2  parts  of  the 
best  oil  of  turpentine.  Pour  the  mass 
into  moulds.  Apply  a  little  of  it  on  a 
woollen  rag  and  ruh  the  wood,  furni- 
ture, etc. 

Fine  Jewellers*  Rouge,  Saturate  a 
solution  of  sulphate  of  iron  (green 
vitriol)  with  a  solution  of  oxalic  acid. 
Filter  and  dry  the  resulting  precipitate 
of  pale-yellow  oxalate  of  iron;  place  it 
in  an  iron  dish  and  expose  it  to  a 
moderate  heat,  whereby  the  oxalic  acid 
will  be  decomposed  and  expelled,  and 
a  pure  sesquioxide  of  iron  will  be  left. 
This  is  very  fine  and  can  be  used  for 
producing  a  very  brilliant  polish  upon 
the  finest  jewellers'  work. 

To  Reinove  Stains  from  Books.  A 
solution  of  oxalic  acid,  citric  acid,  or 
tartaric  acid  may  be  used  without 
danger,  as  these  acids  do  not  attack 
printing  ink,  but  will  remove  marginal 
notes  in  writing  ink,  stains,  etc. 

To  Free  Paper  from  Fatty  Substances. 
Photographic  paper  can  be  cleansed 
from  all  impurities  by  the  following 
treatment:  Dissolve  1  part  of  nitric 
acid  in  20  of  distilled  water,  pour  the 
solution  into  an  earthen  dish,  and  soak 
the  sheets  of  paper  for  1  hour  in  the 
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flaid,  when  they  are  placed  in  water 
made  alkaliiid  with  5  per  cent,  of  am- 
monia, and  are  finally  washed  in  pure 
water  and  dried. 

2h  Cleanse  Gloves  without  Wetting 
Them.,  Put  the  gloves  upon  a  dean 
board,  make  a  mixture  of  aried  fuller's 
earth  and  pulverized  alum,  and  apply 
the  powder  to  both  sides  of  the  glove 
with  an  ordinary  stiflf  brush.  Then 
wipe  the  powder  off,  cover  the  glove 
with  dr^  bran  and  brush  this  off.  The 
gloves,  if  not  very  badly  soiled,  will, 
by  this  process,  become  entirely  clean. 

Should  there  be  grease  stains,  remove 
them  with  crumbs  of  toasted  bread  and 
powdered  animal  charcoal,  and  then 
rub  the  glove  with  a  clean  woollen  rag 
dipped  into  the  powder  of  fuller's  earth 
ana  alum. 

To  Cleanse  Tea  and  Coffee  Trays. 
Do  not  pour  hot  water  upon  them, 
especially  if  they  are  lacquered,  but 
wipe  them  with  a  sponge  aipped  into 
tepid  water,  and  then  rub  with  a  cloth. 
Should  they  have  a  smeary  appearance 
dust  a  little  flour  over  them,  and  then 
rub  them  with  a  dry  cloth. 

To  Cleanse  Marble  Btists.  First 
free  them  from  all  dust,  and  then 
wash  them  with  very  weak  hydro- 
chloric acid.  Soap  injures  the  color  of 
the  marble. 

To  Cleanse  Alabaster,  Rub  the  ala- 
baster carefully  with  shave-grass,  and 
then  with  Venetian  soap  and  chalk, 
stirred  into  a  past*  with  water. 

To  Cleanse  Precious  Stones.  Apj)lv 
precipitated  sulphur  moistened  with 
spirit  of  wine,  and  rub  with  a  very  soft 
brush. 

To  Cleanse  and  Beautify  Old  Oak 
Furniture,  I.  Wash  the  furniture,  in 
case  it  has  any  grease  stains,  with  warm 
beer. 

II.  Boil  wax  and  sugar  in  beer  and 
rub  the  furniture  with  this  by  means  of 
a  brush.  When  dry  rub  until  the 
article  shows  the  desired  lustre. 

Brass  is  cleansed  by  rubbing  it  with 
spirits  of  ammonia  and  vinegar,  and 
tnen  with  blotting-paper  soaked  in  spirit 
of  wine. 

Silver  is  cleansed  by  placing  the  arti- 
cles for  a  few  minutes  m  a  boiling  hot 
solution  of  tartar,  and  then  rubbing 
them  with  soft  leather. 

Polishing  Powder  for  Silver-ware^  etc. 


Mix  intimately  4  parts  of  washed  pipe^ 
clay,  and  1  of  purified  tartar. 

Gold  is  cleansed  with  Paris  red  and 
soft  leather. 

To  Polish  Slate  {Magntu*  Patent), 
Mix  intimately  7  parts  of  linseed  oil,  1 
of  sround  ochre,  3  of  tar  oil,  and  1  of 
aspnaitum.  Apply  the  mixture  to  the 
surface  of  tlie  slate  by  means  of  a  brush, 
then  submit  the  article  to  a  heat  of 
about  200°  F.,  when  it  is  cooled  off 
and  j^lished  with  pumice  stone  and 
tripoU. 


Colored  Chalks  (Crayons),  Pen- 
cils, AND  Inks  for  Marking 
Linen,  etc. 

Colored  chalks  (crayons),  besides 
beauty  of  color,  must  possess  a  certain 
decree  of  solidity,  i.  e.y  they  must  be 
neither  too  hard  nor  too  soft. 

In  choosing  the  white  or  ground  body 
the  chemical  nature  of  the  coloring  sub- 
'  stances  to  be  mixed  with  it  must  be 
taken  into  consideration.  For  instance, 
Paris  and  Berlin  blue,  lakes,  chrome 
yellow,  etc.,  must  not  be  mixed  with 
chalk,  as  this  would  injure  the  color. 

Plaster  of  Paris,  alabaster,  alumina, 
and  chalk  are  most  suitable  for  the 
white  ground  mass.  White  lead,  zinc 
white,  bones  burned  white,  and  pearl 
white  may  also  be  used,  but  as  a  general 
rule  are  too  expensive. 

Oil,  wax,  and  fats  serve  as  agglu- 
tinants.  Tne  finished  and  dried  chalks 
are  dipped  in  oil,  by  which  they  become 
softer  and  color  better. 

Gum  tragacanth  is  much  used  as  an 
agglutinant.  Soap  water  is  used  for 
many  colors,  as  also  yeast  fi-om  beer 
whicn  has  not  been  hopped.  Glue  and 
gum  are  best  for  cinnabar ;  and,  for  pig- 
ments which  become  hanl  in  drying, 
oatmeal  ^ruel. 

The  pigments  are  made  into  a  paste 
with  water  and  divided  into  three  e^ual 
portions.  The  first  portion  is  mixed 
with  agglutinants  for  finest  crayons. 
The  second  portion  is  mixed  with  white 
substances  for  lighter  colors,  and  the 
third  mixed  with  other  desired  pig- 
ments. 

Small  boards  covered  with  5  or  6 
sheets  of  waste  paper,  and  on  the  top 
of  this  a  sheet  of  white  printing  paper, 
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are  used  in  making  chalks  from  the 
first  portion  of  the  pigment.  The  pro- 
cess IS  as  follows:  The  ground  pigment 
is  spread  upon  the  board,  and,  as  the 
paper  with  which  this  is  covered  ab- 
sorbs much  of  the  moisture,  it  will 
acquire  considerable  consistency.  When 
it  has  become  sufficiently  dry  to  allow 
of  it  being  treated  with  the  hand  with* 
out  sticking,  a  piece  of  the  size  of  a 
hazel-nut  is  formed  into  a  ball  and 
rolled  out  between  the  hands  into  a 
cylinder  pointed  on  both  ends.  The 
cylinder  is  then  rolled  between  smooth 
boards  to  make  the  surface  smooth  and 
even.  It  is  then  laid  upon  another 
board,  covered  with  paper,  and  dried  in 
the  shade. 

The  second  portion  is  rubbed  with 
half  the  quantity  of  a  white  body  and 
formed  into  cylinders  of  a  lighter  color. 

The  last  part  of  the  pigment  is  used 
for  mixing  with  other  colors. 

Blue  Chalks.  Paris  blue  gives  the 
dark  shades.  To  prevent  the  chalks 
from  becoming  too  hard  the  following 
process  is  used :  Paris  blue,  finely  pul- 
verized, is  treated  with  concentrated 
sulphuric  acid,  which  decolorizes  it. 
Washing  it  in  water  restores  the  color 
and  deposits  a  fine  sediment,  which  is 
mixed  with  equal  parts  of  alumina  and 
calcareous  earth. 

Cobalt  Bltbe  and  Numberg  Ultra- 
marine give  excellent  crayons. 

Brown  Crayons,  Brown  ochre  with 
lampblack,  terra  japonica,  umber  with 
chalk,  liquid  gum  and  beer  yeast,  etc. 

Crimson  Crayons.  1.  These  are  pre- 
pared from  madder  lake,  round  lake, 
and  alumina,  with  beer  yeast,  oatmeal 
gruel,  milk,  or  gum  water  as  agglu- 
tinants.  2.  Mix  4  parts  of  chalk  with 
1  of  calcareous  eartn,  and  color  with  a 
decoction  of  cochineal  and  alum.  Very 
beautiful  crayons  are  manufactured 
from  2  parts  of  scarlet  ochre  and  1  of 
carmine  mixed  together  with  milk,  oat- 
meal gruel,  and  gum  tragacanth.  Car- 
mine and  pearl  white  also  furnish  very 
fine  crayons.  Ordinary  crayons  are 
prepared  from  red  chalK,  red  bole,  col- 
cothar,  etc. 

Yellow  Crayons.  Yellow  ochre, 
chrome  yellow,  or  turpeth  mineral  are 
used,  either  by  themselves  or  rubbed 
with  chalk  and  mixed  with  gum  water 
or  beer  yeast. 


Chreen  Crayons  are  prepared  from 
green  earth  (mountain  green)  with 
chalk  and  beer  yeast;  or  mixtures  of 
Berlin  blue  and  chrome  yellow,  or  yel- 
low, lake  and  Schweinmrt  green,  or 
green  ultramarine. 

Red  Cravo^is,  Red  crayons  are  made 
from  cinnabar,  red  lead,  and  beer  yeast. 
The  ingredients  are  boiled  until  a  vis- 
cous mass  has  been  formed;  then  add 
gum  tragacanth. 

Black  Crayons.  These  are  prepared 
from  willow-wood  charcoal,  finest  qual- 
ity of  lampblack  or  boneblack,  with  an 
aadition  of  a  small  quantity  of  Paris 
blue  and  an  agglutinant. 

White  Crayons.  Pure  white  chalk 
is  cut  into  crayons,  or  they  are  made 
from  white  lead,  zinc  white,  or  zino 
oxide  stirred  into  a  dough  witn  milk. 

Pencils  for  WrUdng  Upon  Glass, 
Melt  in  a  saucer : 

Spermaceti 4  parts. 

Tallow S    ••    ■ 

Wax 2    " 

Add  to  this,  with  constant  stirring*: 

Bed  lead 6  parts. 

Potash 1  part. 

Contihue  to  heat  the  mass  for  half  an 
hour  and  then  pour  i^  into  small  p^lass 
tubes  the  size  or  a  lead-pencil.  When 
the  compound  has  become  cold  it  is 
forced  into  small  wooden  tubes  and 
sharpened  with  a  knife. 

Pencils  for  Marking  Linen.  Ei^ht 
parts  of  alumina  are  thoroughly  dried 
and  mixed  with  2  parts  of  very  finely 
powdered  pyrolusite.  Add  to  these  a 
solution  of  3  parts  of  nitrate  of  silver  in 
5  of  distilled  water,  and  mix  the  mass 
intimately  by  rubbing  and  kneading. 
Pencils  are  rormed  from  this  mass  and 
dried,  and  used  for  marking  liueu. 
either  in  this  form  or  enclosed  in  wood 
like  a  pencil. 

The  alumina  is  prepared  by  precip- 
itating a  solution  of  alum  with  ammo- 
nia. But  pure  clay  may  also  be  used 
instead  of  alumina. 

Marking  Ink  for  Linen.  To  use  this 
ink  it  is  necessary  to  soak  the  linen 
with  a  finid  consisting  of  1  part  of 
sodium  hy  pophosphite,  2  of  gum  Arabic, 
and  16  of  distilled  water.  When  the 
linen  is  dry  it  is  smoothed  and  marked 
with  an  ink  consisting  of  1  part  of  silver 
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nitrate,  6  of  gum  mucilage,  and  6  of 
distilled  water. 

New  Marking  Ink,  An  excellent 
marking  ink  can  be  obtained  from  the 
anacardinm  not  {Anacardium  orient' 
ale).  The  juice  contains  an  oily  matter 
which  becomes  black  on  exposure  to 
the  air,  is  proof  a^inst  all  known  de- 
tergents; decolonles  acids,  alkalies, 
cyanide  of  potassium,  and  chlorine. 
If  linen  is  marked  with  this  natural 
ink  and  then  moistened  with  a  little 
ammonia,  the  black  becomes  very  in- 
tense and  is  perfectly  permanent. 

Red  Indelible  Marking  Ink.  Equal 
parts  of  green  vitriol  and  cinnabar  are 
powdered  as  fine  as  possible,  bolted, 
carefully  mixed  with  ^ood  linseed  oil, 
and  finally  strained  tnrough  a  cloth. 
The  resultmg  thickish  fluid  is  used  for 
marking.  It  is  best  to  do  this  with  a 
quill. 

Brown  Indelible  Ink.  Brush  the 
linen  with  a  solution  of  2  parts  of  yel- 
low prussiate  of  potash  and  3  of  gum 
Arabic  in  12  parts  of  water.  When  dry 
mark  it  with  a  mixture  of  equal  parts 
of  manganous  hydrate  and  water. 

Blue  Indelible  Ink.    Mix  together: 

Sesqnioxide  of  molyMennm      .     .  5  pArta. 

OxHlicacid 6    " 

Gam  Arabic 6    " 

Powdered  licorice 2    " 

Water 9oance8. 

Mark  the  linen  with  this  and  moisten 
the  writing  with  solution  of  tin  salt. 

Black  Indelible  Ink.  Mix  together 
2.5  parts  of  lunar  caustic  and  a  like 
quantity  of  tartar  with  10  parts  of 
spirits  of  sal-ammoniac,  and  aad  to  the 
mixtare  a  solution  of  0.6  part  of  sugar, 
1  of  gum  Arabic,  and  0.1  of  lampblack 
in  10  of  water. 

No.  2.  Dissolve  5  parts  of  lunar 
caustic  in  10  of  spirit  of  sal-ammoniac. 
Add  to  the  solution  7  parts  of  pure  soda, 
6  of  gum  Arabic,  ana  12  of  water. 

No.  3.  Dissolve  1.7  parts  of  chloride 
of  copper,  2.1  of  sodium  chlorate,  and 
1.1  of  sal-ammoniac  in  12  of  water. 
Next  dissolve  24  parts  of  aniline  hydro- 
chlorate  in  40  of  water,  and  add  to  this 
24  parts  of  vam.  mucilage  and  12  of 
glycerine.  When  the  ink  is  to  be  used 
1  part  of  the  first  solution  is  mixed 
with  4  of  the  second. 

Blue  Stamp  Color,    Bleu,  de  Lyons 


is  dissolved  with  the  aid  of  gentle  heat 
in  concentrated  glycerine,  some  of 
Thenard's  blue  added,  and  the  liquid 
thickened  with  finely-powdered  gum 
Arabic 

CONFECnONEKY. 

The  sugar  used  in  the  manufiicture 
of  all  kinds  of  confectionery  must  be 
boiled  until  it  "breaks;"  tnat  means 
until  a  sample,  when  taken  firom  the 
boiler  and  dropped  on  a  plate  of  glass, 
breaks  off  when  cold. 

To  Prepare  ElaeoeoAxharum^  or  OH 
Sugar.  This  is  generally  prepared  by 
thoroughly  mixing  in  a  porcelain  mor- 
tar i  ounce  of  sugar  with  12  drops  of 
any  ethereal  oil ;  for  instance,  the  oil 
of  anise  seed,  lemon,  fennel,  pepper* 
mint,  etc. 

Malt  Sugar.  Boil  for  half  an  hour 
over  a  moderate  fire,  2  pounds  of  brown 
sugar  and  2  pounds  of  sugar-house  mo- 
lasses ;  then  add  1|  ounces  of  extract  of 
malt  and  60  drops  of  tincture  of  vanilla. 
Allow  the  mixture  to  boil  up  once  more, 
and  then  pour  it.  while  in  a  liquid 
state,  upon  a  marole  slab,  mixed  with 
a  moderate  quantity  of  oil  of  almonds. 
When  half  cold  the  sugar  is  cut  into 
strips  and  these  twisted  into  spirals. 

Orange  Sugar.  Dissolve  2  ounces  of 
tartaric  acid  or  citric  acid  in  12|  ounces 
of  fresh  orange  iuice,  and  drop  the  so- 
lution upon  a  su^r-loaf  weighing  10 
Sounds  placed  with  the  pointed  end 
ownward.  The  sugar-loaf  is  left  in 
this  position  until  the  solution  has' 
soaked  through  to  the  jwinted  end, 
which  can  be  easily  recognized  by  the 
darker  color  of  the  moistened  places. 
This  simple  method  of  impregnation 
can  of  course  be  also  used  for  the  prep- 
aration of  many  varieties  of  nnefy 
flavored  sugars,  for  instance  vanilla, 
rose,  strawberry  sugar,  etc.,  by  employ- 
ing either  watery  or  sJcoholic  extracts 
of  spicy  substances  or  solutions  of 
ethereal  oils  in  spirit  of  wine. 

Pectoral  Trochee,  prepared  according 
to  the  following  receipt  can  be  highly 
recommended :  Mix  |  ounce  of  sal-am- 
moniac, 80  grammes  (2|  ounces)  of  pul- 
verized licorice,  1  ounce  of  sugar,  30 
grains  of  gum  tragacanth,  and  li  fluid 
drachms  of  glycerine,  with  a  sufficient 
quantity  of  water  to  form  a  paste.    Boll 
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this  upon  a  marble  slab  rubbed  with 
oil  into  tablets  i  to  ^  inch  thick,  cut 
these  into  rhombic  troches  from  i  to  ^ 
inch  square,  and  allow  them  to  dry. 
If  desired  the  troches  can  be  wrapped 
in  silver  foil.  Confections  are  now 
wrapped  in  a  glycerine  paper  or  paraf-  ^ 
fitiea  paper.  They  should  be  kept  in 
tin  boxes. 

Pectoral  Bon-bons.  Take  2  parts  of 
Iceland  moss,  2  of  common  red  poppy 
flowers,  2  of  endive,  and  1  of  marsh 
mallow,  and  boil  them  once  up  in  water. 
Let  the  decoction  stand  for  half  an  hour  ; 
then  press  it  out,  and  boil  it  to  a  cara- 
mel with  90  parts  of  sugar ;  then  it  is 
treated  in  the  same  manner  as  other 
bon-bons. 

Raapberry  Bon-hona.  Take  3  table- 
spooniuls  of  juice  of  preserved  rasp- 
berries, then  boil  about  2  pounds  of 
su^ar  until  it  "  breaks,"  pour  the  juice 
and  4  drops  of  esisence  of  raspberry  into 
it)  and  let  it  boil  up  once  more. 

Carrot  Bon-bons.  Scraj>e  4  large 
carrots,  grate  them,  and  strain  through 
a  cloth.  The  juice  pressed  out  is  added 
to  2  pounds  of  sugar  and  boiled  to  cara- 
mel. 

Cream  Bon-bons.  Boil  3  pounds  of 
sugar  until  it  "breaks,"  and  then  add  1 
cupful  of  good  cream.  Let  the  sugar 
boil  up  repeatedly,  and  add  2  drops  of 
fine  oil  of  cinnamon. 

Malt  Bon-bons.  Boil  1  pound  of 
roasted  barley  malt  with  li  pounds  of 
water  until  it  is  reduced  to  half  the 
quantity ;  strain  the  infusion,  and  clarify 
with  it  1  pound  of  sugar  boiled  until  it 
*'  breaks."  Then  pour  it  upon  a  mar- 
ble slab  rubbed  with  olive  oil  or  un- 
salted  butter,  and,  before  it  becomes 
cold,  cut  it  with  a  knife  into  square 
pieces. 

Creum  Walnuts.  Take  the  white  of 
1  eggf  stir  into  it  powdered  sugar  to 
niake  it  stiff  enough  to  handle,  and 
flavor  with  vanilla.  Dip  the  walnuts 
into  a  syrup  made  of  two  tablespoon - 
fuls  of  su^ar  and  1  of  water,  boiled  for 
3  or  4  minutes.  The  cream  must  be 
naoulded  between  the  fingers,  and  then 
placed  between  the  two  halves  of  a  wal- 
nut. To  make  chocolate  cream  walnuts^ 
stir  2  tablespoonfuls  of  dissolved  choco- 
late into  the  cream. 

To  Prepare  Bon-bons   of   Caramel 
Sugar  muh  Soft  Filling.     Pour  the 
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melted  caramel  sugar  upon  a  marble 
slab  and  place  the  filling  upon  it. 
Then  fold  the  sugar  over  the  filling  and 
join  the  two  sides  bv  pressing.  A  pack- 
age is  formed  whicn.  by  drawino:  out,  is 
made  into  a  roll .  Tnis  is  placed  at  once 
upon  the  board  A  (Fig.   10),  covered 


Fig.  10. 

with  steel  plates  e.  Then  the  board  B, 
covered  with  steel  plates  e'  analogous 
to  c,  is  vigorously  pressed  against  A,  by 
which  the  roll  is  divided  into  bon-bons, 
which,  shortly  after  the  pressing,  are 
broken  apart. 


Sweetmeats  (Conserves). 

Chocolate  Sweetm>eat.  Boil  2  pounds 
of  sugar.  Then  rub  4J  ounces  of  va- 
nilla chocolate,  put  it  into  a  small  ves- 
sel, sprinkle  some  of  the  boiled  sugar 
over  it,  stir  them  thoroughly  together, 
and  add  to  the  other  sugar,  mixing 
thoroughly  with  it.  The  mass  is  done 
as  soon  as  a  crust  is  formed  on  the  sur- 
fece  of  the  sugar,  or  when  no  bubbles 
arise ;  a  ladleful  of  sugar  is  then  taken 
from  the  boiler  and  allowed  to  flow 
back  into  the  mass.  It  is  then  poured 
into  capsules  about  i  of  an  inch  deep. 
The  mass  after  having  been  allowed 
to  cool  for  a  short  time  is  marked  off 
with  a  knife  into  sticks  about  ^  inch 
wide,  and  when  entirely  cold  the  cap- 
sules are  turned  over  and  moistened 
with  a  sponge,  when  the  paper  will  be 
easily  detached. 

Orange  Sweetmeat.  Two  pounds  of 
sugar  and  2  oranges.  Treat  in  the 
same  manner  as  above. . 

Another  Receipt.  Bring  2  pounds  of 
pulverized  loaf-sugar  into  a  scoop,  pour 
orange-blossom  water  over  it^  and  stir 
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to  a  thick  paste.  Place  this  over  a 
moderate  coal -fire  and,  with  constant 
stirring,  make  it  Quite  hot,  but  do  not 
allow  it  to  boil.  Then  pour  the  mass 
into  paper  capsules  and  mark  it  into 
square  or  oblong  pieces. 

Orange-Blossom  Sweetmeat,  Clear 
and  boil  3  pounds  of  loaf-sugar,  add  a 
good  handful  of  selected  orange  blos- 
soms somewhat  cut  up,  and  let  it  boil 
up  once.  When  the  sugar  has  settled, 
rub  it  with  the  ladle  on  the  edge  of  the 
boiler  until  it  becomes  white;  scrape 
this  white  sugar  from  the  edge,  stir  it 
up  with  the  rest  of  the  sugar,  and  con- 
tinue this  operation  until  all  the  sugar 
is  white  and  thickish,  but  not  more  so 
than  that  it  can  be  conveniently  poured 
out.  It  is  then  poured  into  capsules  of 
paper  and  treated  as  above. 

liose  ihveetTneat.  Convert  powdered 
sugar  into  a  thick  mass  by  adding  rose- 
water  ;  dilute  a  little  carmine  or  cochi- 
neal with  rose-water,  and  add  a  sufficient 
quantity  of  it  to  give  a  rose-color  to  the 
mass.  The  further  treatment  is  the 
same  as  above. 

Jasmine  Sweetmeat  is  prepared  in  the 
same  manner  as  rose  sweetmeat,  with 
the  exception  that  no  color  is  used,  and 
distilled  jasmine  water  instead  of  rose- 
water. 

Cama  tion  Sweetmeat.  Take  the  flow- 
ers of  dark  red  carnation,  which  gener- 
ally have  a  strong  odor,  and  place  them 
with  a  few  cloves  or  some  essence  of 
cloves  in  a  tin  box.  Pour  suflicient 
hot  water  over  them  to  cover  the  leaves, 
close  the  box  with  a  cover,  and  let  it 
stand  on  a  warm  stove  for  6  to  8  hours. 
Then  press  the  contents  through  a  nap- 
kin, and  proceed  in  the  same  manner 
as  given  for  orange-blossom  sweetmeat. 
If  essence  of  cloves  is  used  it  is  added 
after  the  carnations  have  been  pressed. 

Vanilla  Sweetmeat.  Pound  2  vanilla 
beans  into  small  pieces  and  place  them 
in  a  tin  box  or  earthen  pot.  Kow  pour 
J  pint  of  hot  water  over  them,  close 
the  box  as  ti^ht  as  possible^  and  let  it 
stand  over  night.  Then  strain  the  con- 
tents through  a  napkin,  add  2  pounds 
of  loaf-sugar,  and  proceed  as  above. 

Filbert  Sweetmeat.  Pound  4i  ounces 
of  peeled  filbert  kernels  with  sufficient 
water  to  prevent  them  from  becoming 
oily ;  boil  1  pound  of  sugar,  stir  the 
nuts  into  it  gradually,  so  as  to  prevent 


their  lumping  together,  and  pour  the 
mass  into  paper  capsules ;  after  cooling 
make  it  into  strips  and  remove  the 
paper. 

Ileliotrope  Sweetmeat,  Pour  a  cup 
of  boiling  water  over  a  handful  of 
rinsed  heliotrope  blossoms  placed  in  an 
earthen  pot.  Close  the  pot  tight,  and 
let  it  stand  for  2  hours  in  a  moderately 
warm  place.  Strain  the  liquor  of  the 
heliotrope  blossoms  over  pulverized 
sugar,  and  add  a  few  drops  of  lemon 
juice  and  enough  water  to  make  a 
medium  thick  paste,  and  proceed  as 
above. 

Angelica  Sweetmeat,  Cut  the  young 
stems  and  shoots  of  angelica  into  finger- 
lengths  and  powder  tliem  in  a  mortar, 
and  pass  through  a  fine  sieve.  Flavor 
pulverized  sugar  with  the  angelica  pow- 
der, and  add  water  to  make  a  medium 
thick  paste,  and  treat  as  above. 

Another  Receipt,  Put  pulverized 
loaf-sugar  in  a  pan,  add  a  few  table- 
spoonfuls  of  angelica  seeds  and  form  tlie 
mixture  into  a  thin  paste.  For  the  rest 
proceed  as  above. 

Lemon  Sweetmeat,  Mix  pulverized 
loaf-sugar  with  a  sufficient  quantity  of 
lemon  iuice  to  form  a  stiff  paste,  and 
proceed  as  above. 

Another  Receipt.  Rub  2  to  3  lemons 
with  2  pounds  of  sugar,  boil  this,  and 
treat  the  mass  as  above. 

Cinnamon  Sweetmeat.  Boil  2  pounds 
of  sugar,  add  powdered  cinnamon ;  stir 
in  the  sugar  uniformly  in  the  manner 
indicated  above,  until  it  forms  a  quite 
thick  mass,  and  then  pour  it  out. 

Cherry  Sweetmeat,  Pulverize  2 
pounds  of  sugar,  add  sufficient  fresh 
cherry  juice  to  form  a  thick  mass,  and 
make  it  hot  without  allowing  it  to  boil, 
stirring  constantly  in  the  meanwhile ; 
then  pour  the  mass  out,  and,  when 
cooled  off  somewhat^  mark  it  with  a 
pointed  knife  into  sticks  about  half  an 
inch  wide. 

Peppermint  Sweetmeat,  Pulverize  2 
pounds  of  loaf-sugar,  stir  it  with  water 
to  a  thick  paste,  and  heat  this  over  a 
gentle  coal  fire,  stirring  it  constantly. 
When  hot,  take  it  from  the  fire,  add  6 
drops  of  oil  of  peppermint,  stir  it  up 
several  times,  then  pour  it  out  and 
mark  it  into  oblong  sticks. 

Love  Sweetmeat.  Pulverize  3  pounds 
of  loaf-sugar,  2  ounces  of  ginger,  |  ounce 
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of  oriental  saffron,  4^  grains  of  musk. 
1^  grains  of  ambergris,  71  grains  or 
cloves,  and  a  like  quantity  of  cubebs. 
Then  put  1  ounce  or  apricots  in  a  glass, 
pour  boiline  water  over  them  and  let 
it  stand  for  Snours,  then  strain  it  through 
a  cloth,  and  add  to  the  liquor  3  grains 
of  tincture  of  mastic.  With  this  mix- 
ture stir  the  ingredients  given  above 
into  a  thick  paste. 
Sweet-Smelling   Sweetmeat,     Mix   2 

Sounds  of  pulverized  sugar  with  10 
rops  of  essence  of  mignonette,  10  drops 
of  essence  of  tuberose,  10  drops  of 
essence  of  jasmine,  4  drops  of  essence 
of  ambergris,  and  4  drops  of  essence  of 
musk.  Stir  this  mixture  into  a  paste 
with  orange-blossom  water  and  pour  it 
out. 

Violet  Sweetmeat,  Pour  1  pound  of 
boiling  water  over  a  handful  of  cleansed 
violet  leaves  in  a  porcelain  ^t,  which 
close  tight  and  let  it  stand  m  a  warm 
place  over  night.  Then  filter  and  pour 
the  filtrate  upon  2  pounds  of  pulverized 
sugar,  and  proceed  as  above. 

AH  these  sweetmeats  are  poured  into 
paf>er  capsules  and  marked  in  sticks 
with  a  pointed  knife^  as  indicated 
above,  or  are  dropped  in  round  drops 
upon  metal  plates. 


Medicinal  Sweetmeats. 

Spoonwort  {Scurvy  Grass)  SweetmrcU. 
Convert  1  part  of  fresh  spoonwort  into 
paste  by  rubbing  it  with  a  wooden 
pestle  in  a  marble  mortar,  and  then 
work  2  parts  of  sugar  into  it. 

Water  Cress  Sweetmeat.  1  part  of 
fresh  leaves  of  water  cress  and  2  parts 
of  white  sugar.  The  manner  of  prep- 
aration is  the  same  as  above. 

A  ntiscorbutic  Sweetmeat.  Take  equal 
parts  of  spoonwort,  water  cress,  leaves 
of  feverfew,  juice  of  Spanish  radish, 
juice  of  oranges,  add  the  necessary 
quantity  of  pulverized  sugar,  and  pro- 
ceed as  above. 

Orim,e  du  Cafi,  One  ounce  of 
roasted  Mocha  coffee  is  made  into  cof- 
fee in  the  ordinary  manner  with  ^  pint 
of  boiling  water,  and  poured  upon  3 
pounds  of  boiling  sugar.  Then  add  2 
cupfiils  of  rich  cream,  and  boil  the 
sugar  to  caramel.  Now  add  2  ounces 
of  fresh  butter,  let  the  mass  boil  up 


several  times,  and  then  treat  it  in  the 
same  manner  as  other  bon-bons. 

Crime  du  Chocolade.  BoU  3  pounds 
of  sugar  and  add  1  cupful  of  orainary 
boiled  chocolate.  Then  add  1  cup- 
ful of  rich  cream,  boil  the  sugar  to 
caramel,  and  add  2  ounces  of  fresh 
butter.  Let  the  mass  boil  up  several 
times,  and  then  treat  it  in  the  same 
manner  as  other  bon-bons. 

Coated  Filberts.  Remove  carefully 
the  kernels  of  large  filberts  from  the 
shells,  put  them  on  small  wooden  sticks, 
dip  them  into  caramel  sugar,  and  then 
treat  them  in  the  same  manner  as  other 
filled  bon-bons. 

Roasted  Almonds.  Boil  \\  pounds 
of  sugar  with  ^  pint  of  water  until  it 
draws  threads.  Then  add  1  pound  uf 
selected  almonds,  and  stir  the  mixture 
over  the^  fire  until  the  almonds  begin 
to  crack.*  Now  take  the  boiler  from 
the  fire,  and  stir  until  the  sug^ar  becomes 
white  and  mealy,  then  pour  it  out  uiion 
a  metal  plate  and  pick  out  the  almonds. 
The  remaining  sugar  is  put  back  into 
the  boiler,  stirred  with  water  into  a  thin 
paste,  and  a  trifle  of  cinnamon  and  a 
few  dro(>s  of  cochineal  are  added. 
Then  boil  the  sugar,  pour  the  almonds 
into  it  and  stir  them  quickly,  so  that  all 
become  coated  with  the  sugar,  when 
thev  are  poured  out  upon  a  metal  plate 
anci  allowed  to  cool. 

R(Mi8ted  Filberts.  The  kernels  of 
large  filberts  are  carefully  taken  from 
the  shell.  Two  pounds  of  sugar  are 
added  to  2  pounds  of  kernels,  and  they 
are  then  treated  in  the  same  manner  as 
given  for  roasted  almonds. 

Coated  Chestnuts.  Make  an  incision 
with  a  penknife  into  the  shell  of  the 
chestnuts,  and  roast  them  in  an  oven 
until  they  begin  to  crack  and  the  shell 
becomes  detached.  The  chestnuts  are 
then  taken  out,  shelled,  put  on  small 
wooden  sticks,  and  dip|)ed  into  hot 
sugar,  and  turned  around  in  the  hand 
for  a  few  minutes  until  they  are  entirely 
cold.  They  are  then  placed  upon  a 
clean  metal  plate,  the  sticks  are  taken 
out  and  the  chestnuts  wraj)ped  in 
paper. 

Candied  Cherries.  Drain  preserved 
cherries  through  a  strainer,  and  place 
them  for  2  days  in  a  drying  oven,  when 
two  of  them  are  placed  on  a  womien 
stick  and  dipped  in  hot  sugar  caramel, 
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and  worked  for  a  few  minutes  in  the 
hand  and  laid  upon  metal  plates.  The 
sticks  are  removed  and  the  candied  cher- 
ries wrapped  in  white  paper.  The  same 
directions  hold  good  for  all  other  fruits, 
such  as  apricots,  nuts,  peaches,  etc., 
with  the  exception  that  these  are  put 
singly  on  the  wooden  sticks. 

Glazed  Almonds.  Boil  1  pound  of 
sugar.  Then  p)ace  1  pound  of  small 
selected  almonds  in  the  sugar,  and  boil 
until  the  latter  is  mealy,  when  the 
boiler  is  taken  from  the  fire,  its  contents 
poured  u(x>n  a  metallic  sheet,  and  the 
almonds  are  picked  out.  The  remain- 
ing sugar  is  brought  back  into  the 
boiler,  stirred  into  a  thin  paste  with 
water,  and  boiled  until  it  draws  threads, 
when  the  boiler  is  taken  from  the  fire. 
Now  pour  the  almonds  into  the  sugar, 
stir  them  quickly,  and,  before  {he  sugar 
congeals,  pour  them  back  u|>on  the 
metal  i)late,  so  that  they  lie  flat  and  at 
some  distance  from  each  other.  Put 
the  plate  for  a  few  minutes  into  a  hot 
oven,  and  then  for  6  hours  in  the  dry- 
ing oven. 

Coated  Orange  Blossoms.  Place  S^ 
ounces  of  dried  orange  blossoms,  4 
pounds  of  sugar,  and  ^  pint  of  water  on 
the  fire,  and  for  the  rest  treat  in  the 
same  manner  as  given  for  roasted  al- 
monds. 

Candied  Oranges.  Peel  the  oranges 
down  to  the  fine  white  skin  and  then 
divide  them  carefully  in  8  or  more 
parts,  so  that  the  separate  parts  remain 
uninjured  and  the  juice  does  not  escape. 
Then  put  tiiem  on  small  wooden  sticks, 
dip  into  caramel  sugar,  place  them 
upon  a  metal  plate,  and  when  cold  re- 
move the  sticks. 

Peppermint  Drops.  Stir  2  pounds 
of  pulverized  sugar  into  a  stiff  paste, 
with  very  little  water,  and  then  dis- 
solve it  in  a  well-tinned  copper  nan  pro- 
vided with  a  spout  and  a  nandie.  Stir 
constantly,  and  let  it  become  hot  with- 
mit  boiling.  Then  add  a  few  drops  of 
oil  of  neppermint  and  pour  small  drops 
from  the  spout  of  the  pan  upon  a  well- 
oiled  metal  plate.  Should  the  mass  in 
pouring  out  prove  too  liauid,  place  it 
again  on  the  fire  and  ada  more  sugar. 
If  it  is  desired  to  have  the  drops  very 
strong,  they  are  placed  in  a  box,  sprink- 
led with  oil  of  peppermint,  and  the  box 
closed  as  tightly  as  jK>ssible. 


Punch  Drops,  The  sugar  is  stirred 
into  a  thin  paste  with  equal  parts  of 
rum  and  lemon  juice,  so  that  the  mass 
need  not  be  heated  as  much,  or  else 
the  rum  would  evaporate.  They  are 
dropped  in  the  same  manner  as  pepper- 
mint drops. 

Lozenges.  Spice  for  Lozenges, 
Comminute^  to  a  coarse  powder  1^ 
ounces  of  cinnamon,  1|  ounces  of  gin- 
ger root,  If  ounces  of  cloves,  and  i 
ounce  each  of  galanga,  mace,  and  nut- 
meg, and  sift  the  fine  powder  out. 
Keep  this  spice  in  well-closed  bottles. 

Chinese  Lozenges.  Make  a  syrup  of 
1  pound  of  white  sugar  with  i  pint  of 
water,  and  then  stir  quickly  mto  it, 
while  hot,  3i  ounces  of  powdered  China 
root,  1  ounce  of  comminuted  preserved 
orange  peel,  and  i  ounce  of  lozenge 
spice.    Pour  out  and  cut  into  lozenges. 

Lemon  Lozenges.  Boil  1  pound  of 
white  su^ar  with  4}  ounces  of  water; 
then  stir  mto  it  1  ounce  of  comminuted 
preserved  lemon  peek  1  ounce  of  the 
yellow  part  of  the  peel  of  fresh  lemons, 
20  drops  of  oil  of  lemon,  and  1  fluid 
ounce  of  lemon  juice.  Pour  the  mass 
out  and  cut  it  into  lozenges.  They 
have  a  very  agreeable  and  refreshing 
taste  and  quench  thirst. 

Peppermint  Lozenges.  Make  a  sjrrup 
of  1  pound  of  fine  white  sugar  with  i 
pint  of  peppermint  water ;  stir  into  it 
while  hot  if  ounces  of  finely  powdered 
peppermint,  i  ounce  of  lozenge  spice, 
1  ounce  of  peeled  sweet  almonds  cut  in 
thin  pieces,  and  1  fluid  drachm  of  oil 
of  pep])ermint,  and  form  the  mass  into 
lozenges. 

Ginger  Lozenges.  Make  a  svrup  of 
1  pound  of  fine  white  sugar  witK  1  gill 
of  water,  then  stir  into  it  i  ounce  of 
powdered  cinnamon,  1  drachm  of  pow- 
dered nutmeg,  f  drachm  of  powdered 
mace,  and  7  drachms  of  powdered  gin- 
ger root,  and  cut  lozenges  from  tlie 
mass. 

SUmachic  Lozenges.  Make  a  syrup 
of  1  pound  of  white  sugar  with  1  gill  of 
best  rose-water.  Then  stir  into  it  1 
ounce  of  preserved  orange  peel  cut  in 
pieces,  a  like  (quantity  eacn  of  lemon 
peel  and  candied  lemon  peel  cut  in 
small  pieces,  and  If-  ounces  each  of 
peeled  sweet  almonds  and  lozenge 
spice,  and  cut  the  mass  into  lozenges. 

Cherry  31armalade.    Boil,  with  fre- 
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qncnt  stirring,  for  8  hours  20  pounds  of 
white  cherries,  4  pounds  of  black  cher- 
ries, and  8  to  12  pounds  of  sugar  syrup. 
This  will  give  a  marmalade  of  excellent 
taste  and  preferable  to  the  best  jelly. 

Iceland  Mo68  JeUy,  Soak  and  wash 
2  ounces  of  Iceland  moss  and  dissolve 
it  in  a  like  quantity  of  water  in  order 
to  obtain  a  strong  solution.  Boil  this 
for  1  hour,  then  strain,  add  1  drachm 
of  isinglass,  and  boil  the  whole  until  it 
has  the  pro|>er  consistency,  and  flavor 
with  su^ar  and  lemon  juice.  This  jelly 
is  used  for  coughs  and  asthma. 

Isinglass  Jelly,  Soak  \  ounce  of 
isinglass  in  If  pints  of  cold  water  for  12 
hours;  then  add  a  like  quantity  of 
water  and  heat  the  mass  gently,  con- 
stantly stirring  it,  until  all  the  isinglass 
is  dissolved.  If  it  is  desired  to  obtain 
an  entirelv  clear  jelly,  add  the  white 
of  1  egg  befor^  removing  it  from  the 
fire. 

Gelatine  Jelly.  Soak  1  ounce  of  gel- 
atine in  i  pint  of  cold  water  for  12 
hours;  then  add  a  like  quantity  of 
water,  and  boil,  while  constantly  stir- 
ring, until  all  is  dissolved.  Flavor 
with  2  cut  lemons  and  sugar  and  wine. 

Buck'Iiom  Jelly.  Wasn  thoroughly 
81  ounces  of  rasped  buck's  horn^  then 
boil  it  in  2^  quarts  of  water  until  but 
li  quarts  remain,  and  strain  it.  Then 
add  2  ounces  of  sugar,  the  juice  of  1 
lemon,  and  the  white  of  1  egg  beaten 
previously  to  a  froth,  with  some  water. 
The  mixture  is  then  boiled  until  it  has 
the  proper  consistency,  when  the  yel- 
low part  of  the  peel  of  1  lemon  is  added. 

Sago  Jelly,  Soak  1  ounce  of  sa^o  for 
1  hour  in  water;  then  boil  it  m  1| 
pints  of  fresh  water  until  a  clear  solu- 
tion has  been  obtained.  Flavor  with 
wine,  sugar,  lemon  peel,  and  spices. 
The  sago  may  also  be  boiled  in  milk 
instead  of  water. 

Tapioca  Jelly,  Wash  thoroughly 
lOi  ounces  of  tapioca  and  then  soak  it 
for  5  to  6  hours  in  li  pints  of  fresh 
water;  add  the  peel  of  1  lemon  and 
place  the  whole  on  the  fire.  Boil 
slowly  until  a  clear  solution  is  obtained, 
and  then  flavor  it  with  lemon  juice, 
wine,  and  sugar. 

Irish  Moss  Jelly.  Wash  the  moss 
thoroughly  and  soak  it  in  a  suitable 
quantity  of  water.  Then  boil  and 
strain  it,  and  flavor  with  licorice,  rock 


candy,  and  lemon  juice.  It  is  used  as 
a  remedy  in  coughs  and  asthma. 

Ground  Mass  for  Crime  ( Crime  Fon- 
dant), To  a  solution  of  2  pounAs  of 
grape  sugar  add  |  drachm  of  tartaric 
acia  and  a  like  quantity  of  bicarbonate 
of  soda.  The  solubility  and  lightness 
of  the  mass  is  increased  by  an  addition 
of  some  cream  of  tartar,  but  this  is  not 
absolutelv  necessarjr.  The  resulting 
thickly-fluid  mass  is  worked  in  the 
usual  manner  for  confectionery  pur- 
poses. 

Hed  Color  for  Coloring  Sweetmeats, 
Jellies,  etc.  Syrup  of  cochineal  is  gen- 
erally used.  But  a  far  more  beautiful 
color,  which  is  not  aflected  by  acids 
and  alkalies,  is  obtained  b^  preparing 
a  syrup  from  kermes  berries  {Jt^hyto- 
lacca  decandra).  It  may  also  be  used 
for  coloring  table  vinegar,  wine,  liq- 
uors, etc. 

Innoxious  Green  Color  for  Candies, 
etc.  Digest  71  grains  of  saffron  for  24 
hours  in  i  ounce  of  distilled  water. 
Dissolve,  on  the  other  hand,  3|  grains 
of  indigo  carmine  in  i  ounce  of  dis- 
tilled water.  By  mixing  the  2  solu- 
tions together  an  intensely  green  color 
will  be  obtained.  By  boiling  the  col- 
oring matter,  compounded  with  sugar, 
to  a  syrup,  it  can  be  kept  for  mouths, 
or  it  may  be  evaporated  to  dryness  in  a 
porcelain  or  glass  vessel. 

Receipts  for  Preparing  Bandoline  or 
Fixateur,  I.  Boil  Iceland  or  Irish 
moss  in  water,  strain,  and  perfume  the 
fluid. 

II.  Boil  I  teaspoonfiil  of  auince 
seed,  1  tablespoonful  of  flaxseed,  and 
a  pinch  of  white  mustard  seed  in  1 
pound  of  water  until  it  is  reduced  to 
naif  the  quantity,  and  perfume  with  oil 
of  almonds. 

III.  Boil  for  5  minutes  1  tablespoon- 
ful of  flaxseed  in  1|  pints  of  water. 

IV.  Dissolve  by  heating  li  ounces  of 
isinglass  in  1  pound  of  water.  Then 
add  2  ounces  of  proof  spirit  of  wine  and 
perfume  with  oil  of  almonds. 

V.  Digest  1  part  of  powdered  gum 
tragacanth  for  3  days  in  30  parts  of 
rose-water,  then  strain,  and  perfume 
the  fluid  with  essential  oil  of  rose  or  oil 
of  almonds. 

The  above  mixtures,  if  necessary,  can 
be  dyed  with  cochineal. 
Baking  Powders.    I.  Mix  9  parts  of 
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bicarbonate  of  soda.  8  of  tartaric  acid, 
and  10  of  pulverizea  orris  root  or  rice 
iiour. 

Il^Mix  2|  parts  of  bicarbonate  of 
soda,  i  of  bicaroonate  of  ammonia,  5  of 
alum,  and  4  of  arrowroot. 

III.  Mix  56  parts  of  carbonate  of 
Boda,  28  of  tartaric  acid,  112  of  potato 
flour,  and  i  of  turmeric. 

A  New  Baking  Potoder  consists  of 
180  parts  of  crude  alum,  75  of  bicarb<m- 
ate  of  soda,  and  50  of  less  basic  phos- 
phate of  lime. 

By  less  basic  phosphate  of  lime  is 
meant  a  product  obtained  by  uouring 
an  equal  quantity  by  weight  oi  hydro- 
chloric acid  of  10  per  cent,  over  bones 
calcined  white  and  ground  to  flour. 
By  pouring  water  over  this  baking 
powder,  carbonic  acid  and  sulphate  of 
potash  and  of  soda  are  formed,  while 
alumina  is  separated.  As  the  alum  is 
entirely  decomposed  the  inventor  of  the 
powder  considers  it  innoxious.  Three- 
Quarters  of  an  ounce  of  powder  suffice 
for  1  pound  of  flour.  It  is  added  dry 
to  the  ready  dough. 


Copying  and  Printing. 

New  Method  of  Copying  Engravinqs, 
DrawingSy  and  Designs,  Place  the 
sheet  of  paper  on  which  the  drawing  is 
made  on  the  top  of  a  sheet  of  cardboard 
which  has  previouslj  been  exposed  to 
vapor  of  hydrochloric  acid,  ana  on  the 
top  of  the  drawing  spread  a  sheet  of 
paper  sensitized  with  an  oxygen  salt  of 
silver.  The  double  nitrate  of  iron  and 
silver  is  one  of  the  best  for  this  purpose. 
The  vapors  of  the  hydrochloric  acid 
rising  from  the  pasteboard  beneath  pass 
through  the  paper  at  all  points,  except 
those  at  which  the  lines  of  the  picture 
are  found.  The  oxy-salt  in  the  sensi 
tized  paper  quickly  becomes  converted 
into  chloride  of  silver ;  but  those  points 
at  which  the  hydrochloric  acid  has  not 
penetrated  remain  in  their  first  con- 
dition. When  the  paper,  treated  in  this 
manner,  is  laid  on  a  plate  of  copper,  or 
exposed  to  hydrogen,  or  vapor  or  phos- 
phorus, theunchloridized  parts  blacken, 
and  a  perfect  copy  of  the  design  is  ob- 
tained, which  may  be  afterwards  fixed 
in  the  regular  way. 

Gelatinography.     A  Cheap,  Quick^ 


and  Simple  Process  of  Duplicating 
Drawings  by  means  of  the  Printing- 
press.    Cleanse  the  surface  of  a  smooth 


a 
oating 

is  nearly  dry,  scratch  the  drawing  upon 
it  with  a  sharp-pointed  instrument,  cut- 
ting down  through  the  plaster  to  the 
metal,  so  that  all  the  lines  and  points 
shall  show  clear  and  sharp  on  the  zinc 
plate.  A  rim  of  ordinary  glazier's  putty 
IS  then  made  around  the  zmc  plate,  and 
a  gently  heated  mass  prepared  from 
bone  ^lue  and  glycerine,  such  as  is  used 
for  printers'  rollers,  is  poured  to  about  a 
thickness  of  i  to  ^  of  an  inch  upon  the 
matrix  of  gypsum.  When  entirely  cold 
it  is  removed  from  the  matrix,  which  is 
readily  accomplished. 

This  gelatine  plate  reproduces  the 
entire  drawine  in  relief,  like  a  wood- 
cut or  zinc  etching.  It  is  attached  to  a 
smooth  surface  of  glass  or  metal,  placed 
in  a  frame  with  raised  rim,  and  a  plas- 
ter cast  is  made  of  it,  from  which  a  stereo- 
type plate  or  an  electrotype  may  be  made 
in  the  usual  way,  and  made  ready  for 
the  press.    (W.) 

Autographic  Method  of  Printing. 
The  writing  in  autographic  ink  is  trans- 
ferred in  the  usual  manner  on  a  cop- 
per plate,  and  this  is  treated  with  a 
solution  of  salts  of  mercury,  and  then 
with  metallic  mercury.  By  this  all  the 
points  left  free  by  the  automatic  ink 
receive  an  amalgamated  surface  which 
does  not  take  printing  ink. 

To  Duplicate  Writings  and  Dravh 
ings.  A  mass  consisting  of  gelatine, 
glycerine,  and  water  is  spread  upon 
water-proof  paper.  The  ori^nal  writ- 
ing or  drawing  is  executed  with  a  solu- 
tion of  100  parts  of  water,  10  of  chrome 
alum,  5  of  sulphuric  acid,  and  10  of 
pum  Arabic,  and  transferred  by  placing 
it  upon  the  water-proof  paper.  Solu- 
tion of  aniline  color  is  then  poured  over 
this,  and  the  excess  removed  with  tissue 
paper.  By  placing  clean  pa])er  upon 
the  prepared  paper,  negative  impres- 
sions of  the  original  are  obtained. 

Solution  of  water-glass,  or  of  astrin- 
gent salts,  may  be  used  in  place  of  the 
above  ink. 

Printing  in  Colors.  In  ordinary 
color  printing  as  many  plates  or  stones 
have  to  be  used  as  there  are  varieties 
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of  color.    Mr,  Ooeth,  of  Zurich^  has 
recently  invented  a  process  in  which 
all  the  colors  are  printed  at  once  with 
one  stone.    The  colors  used  are  fusible 
by  heat.    The  most  prominent  color  is 
first  poured  on  a  perfectly  smooth  mar- 
ble slab,  and  the  parts  not  to  be  covered 
with  this  color  are  cut  out  with  a  knife 
down  to  the  surface  of  the  marble.    A 
second  color  is  now  poured  in,  and  the 
parts  not  to  be  covered  with  it  are  cut 
out,  and  so  on  until  the  colors  required 
are  complete.     The  thickness  of  the 
coloring  matter  is  determined  by  the 
number  of  impressions,  and  after  each 
impression  the  plate  is  very  sHghtlv 
raised.    The  paper  is  moistened  with 
tur))entine,  and  the  impressions  may  be 
made  with  nearly  the  same  rapidity  as 
those  with  one  color  only.    The  num- 
ber of  colors  has  a  <][uite  insignificant 
influence  on  the  price  of  the  prints, 
whereas  the  number  of  stones  m  the 
ordinary  method  raises  the  price  enor- 
mously. 

To  bopy  Dramngs  in  Black  Lines  on 
White  Ground,  The  following  pro- 
cess has  recently  been  patented  by  A. 
ColaSj  of  Neuillyy  France,  Paper  is 
prepared  with  the  following  solution: 
1  ounce  each  of  sulphate  of  iron,  sesqui- 
chloride  of  iron,  gelatine,  and  tartaric 
acid  in  10^  ounces  of  distilled  water. 
The  paper,  kept  flat,  is  stored  in  a  dark 
closet.  When  exposed  to  the  light 
beneath  a  transparent  drawing,  the 
parts  influenced  by  the  light  lose  their 
greenish-yellow  color.  It  is  afterward 
dipped  into  a  bath  made  of  7  ounces 
ofgallic  acid,  I  fluid  ounce  of  alcohol, 
and  1  quart  of  water.  The  greenish- 
yellow  lines  turn  black  at  once,  and 
the  sheet  requires  only  to  be  rinsed  in 
water. 

Cyanotype  {Blue  Prints),  In  a  man- 
ual distributed  by  the  Department  of 
Public  WorkSf  of  Prance,  among  the  oflii- 
cials  occupied  with  producing  and  copy- 
ing plans  and  drawings,  the  following 
cyanotype  processes  are  recommended : 

I.  Dissolve  in  100  parts  of  water,  10 
of  sesqui-chloride  of  iron,  and  5  of  citric 
or  tartaric  acid.  Paper  dipped  in  this 
bath  and  exposed,  after  drying,  under 
a  transparent  drawing  gives,  on  develop- 
ment with  yellow  prussiate  of  potash,  a 
blue  negative. 

II.  Dissolve  10  parts  of  ferric-am- 


monium citrate  in  100  of  water,  and  10 
])arts  of  red  prussiate  of  potash  in  60  of 
water,  and  mix  the  two  solutions.  Pa- 
per dipped  in  this  and,  after  drying, 
exjHMsed  to  the  light,  gives  a  blue  ne^ 
tive,  which  is  fixed  by  simply  washing 
it.  The  prepared  paper  should  be  ke|2 
in  a  dry  place. 

Almography,  Gamier  coats  a  pol- 
ished copper  plate  with  solution  of 
sugar  and  bicnromate  of  ammonium, 
and,  when  dry,  exposes  it  to  the  light 
under  a  diapositive  and  powders  the 
plate  with  the  finest  dust  of  albumen. 
The  plate  is  then  exposed  to  vapors  of 
fluoric  acid,  which  are  absorbed  by  the 
albumen,  adhering  only  to  the  points 
of  the  copper  plate  which  have  not 
been  exposed  to  the  li^ht.  The  plate 
treated  in  this  manner  is  then  quickly 
laid,  with  the  picture  side  down,  upon 
a  glass  plate  which  has  been  previously 
coated  with  solution  of  sugar  and  borax 
i n  water,  and  dried.  The  coati ng  on  the 
points  touched  by  the  absorbed  fluorio 
acid  becomes  fluid  and  is  dusted  over 
with  fusible  color.  The  action  ia  al- 
most instantaneous,  and  the  operation 
can  be  repeated  several  times  with  the 
same  cop})er  plate  without  subjecting  it 
a^in  to  vapors  of  fluoric  acid.  Mag- 
nificent burned-in  pictures  are  obtain^ 
in  this  manner. 

Polygraphic  3fethod,  A  solution  of 
i  ounce  of  aniline  color  and  8  drops  of 
glacial  acetic  acid  in  3^  fluid  ounces  of 
water  is  used  as  an  ink  in  this  process. 
Japanese  paper,  a  copying  press,  and 
a  smooth,  polished  zinc  plate  are  used 
for  producing  copies.  The  paper,  after 
the  corners  have  been  moistened,  is 
spread  out  upon  the  zinc  plate.  On  the 
top  of  the  paper  is  placed  a  linen  cloth 
first  soaked  in  water  and  then  wrung 
out,  and  on  the  top  of  this  a  sheet  of 
water-proof  paper.  A  cushion  formed 
of  ordinary  paper  by  folding  it  several 
times  together  is  pressed  upon  the  zinc 
plate  thus  prepared.  The  side  of  the 
sheet  written  on  is  placed  upon  the 
sheet  fastened  on  the  zinc  plate,  and  on 
the  top  of  this  a  sheet  of  paper  of  the 
same  size.  The  sheets  of  paper  which 
are  to  receive  the  copy  must  be  damp- 
ened. It  is  now  pressed ;  in  a  few  min- 
utes the  impression  will  be  ready,  which 
can  be  used  at  once  for  20  to  25  cojiies. 
After  the  impression  is  drawn  on  the 
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Japanese  paper  is  removed  and  the 
zinc  plate  washed  and  cleansed.  If  4 
pages  of  a  sheet  have  to  be  copied  the 
pages  must  be  enveloped  in  sheets  of 
paper,  which  will  prevent  the  ink  from 
one  page  depositing  itself  on  the  other. 
The  Callograph,  an  instrument  in- 
vented by  Jacobnenf  of  Berlin,  for  dupli- 
cating manuscripts,  supplies  a  greater 
numMr  of  copies  than  by  any  other 
prodbss,  and  in  printers'  ink,  which 
makes  them  accepted  by  the  Post  Office, 
as  printed  matter,  at  cheaper  postage 
than  when  written.  The  callograph 
printing  plates  are  composed  of  gela- 
tine, glycerine,  and  soap,  and  before 
usin^  are  washed  with  a  mixture  of 
tannin  and  glycerine,  leaving  a  kind  of 
tanning  on  the  surface. 

The  manuscript  is  written  with  a 
fluid  ink  prepared  from  salt  of  alumina, 
which  fonns  upon  the  plate  a  sebate  of 
aluminous  substance  similar  to  that  in 
lithography,  capable  of  taking  print- 
ers' ink.  The  plate  should  be  moist- 
ened like  a  lithograph  stone. 

The  Hekfrogruph.  A  composition  is 
made  as  follows :  Best  gelatine  or  glue, 
1  part,  is  soaked  over  night  in  cola 
water  and  the  excess  of  water  poured 
off.  The  glue  is  then  warmed  in  a 
water-bath  with  the  addition  of  from  10 
to  12  parts  of  glycerine,  to  which  may 
be  added  4  to  6  parts  of  finely-ground 
heavy  spar  and  1  Dart  dextrine,  thor- 
oughly mixed  with  constant  stirring. 
(In  summer  less  glycerine  should  be 
used.) 

This  melted  mixture  is  )X)ured  into  a 
shallow  metal  pan  or  box  of  tin  or 
zinc  and  allowed  to  cool,  when  it  Khould 
have  the  tough,  elastic  consistency  of  a 
printers'  roller. 

The  letter  or  sketch  to  be  duplicated 
is  then  written  or  traced  on  a  sheet  of 
heavy  pa|)er  with  an  aniline  ink  (which 
has  great  tinctorial  qualities).  When 
diy  this  is  laid,  inked  side  down,  on  the 
gelatine  plate  above  described  and  sub- 
jected to  moderate  and  uniform  press- 
ure for  a  few  minutes.  It  may  then  be 
removed,  when  a  copy  of  the  original 
will  be  found  on  the  gelatine  plate, 
which  has  absorbed  a  large  quantity  oi 
the  ink. 

The  blank  sheets  to  receive  the  copies 
are  now  laid  one  by  one  on  the  gelatine 
plate,  subjected  to  moderate  pressure 


over  the  whole  surface  vn^  a  wooden 
or  rubber  roller,  or  with  the  hand,  and 
lifted  off  by  taking  hold  of  the  corners 
and  stripping  it  gently  with  an  even 
movement.  If  this  is  done  too  quickly 
or  roughly  the  composition  may  he 
torn.  Each  succeeding  copy  thus  made 
will  be  a  little  fainter  than  its  prede- 
cessor. From  40  to  60  legible  copies 
may  be  made  in  this  manner.  When 
the  operation  is  finished  the  plate 
should  be  gone  over  gently  with  a  wet 
sponge  and  the  ink  remaining  on  its 
surface  soaked  out.  The  superfluous 
moisture  is  then  carefnlly  wiped  off, 
when  the  plate  will  be  ready  for  another 
o);>eration.  A  good  purple  hektograph 
ink  is  made  as  follows :  Dissolve  1  part 
methyl-violet  in  8  parts  water  and  add 
1  part  glycerine.  Gently  warm  the 
solution  for  an  hour,  ana  add,  when 
cool,  i  part  alcohol.  Or,  take  methyl- 
violet  1  part,  water  7  parts,  glycerine  2 
parts.    (W.) 

Edi807i?8  Electric  Pen.  This  ingen- 
ious method  of  duplicating  written 
copy  is  the  invention  of  Mr.  Thos.  A. 
Euison.  The  pen  is  a  slender  tube  of 
metal  within  which  is  a  steel  needle 
which  is  slightly  driven  forward  out  of 
the  tube  many  times  per  second  by 
means  of  a  small  electro-magnetic  en- 
gine carried  at  the  other  extremity, 
which  engine  is  actuated  by  a  voltaic 
battery.  The  operator  slowly  directs 
the  pen  by  hana  over  a  sheet  of  pre- 
parea  paper  laid  on  a  smooth  metal 
plate.  At  every  blow  of  the  armature 
the  needle  punctures  the  paper,  and 
the  result  is,  finally,  the  production  of 
a  stencil  of  the  letter,  design,  etc.,  in 
which  the  words  or  lines  are  made  up 
of  dots  so  close  together  that  at  a  little 
distance  they  appear  to  the  eye  as  con- 
tinuous lines.  The  sheets  to  be  printed 
are  overlaid  by  this  stencil  and  an 
inked  roller  passed  over  it — ^the  result 
being  an  impression  of  the  letter,  de- 
sign, etc.  A  great  number  of  copies 
may  thus  be  produced  from  a  single 
stencil.  The  apparatus  comprises  a 
compact  and  convenient  printing 
frame.    (W.) 

The  Cyclostyle.  This  new  duplicat- 
ing process  is  a  substitute  for  the  "  Edi- 
son Pen,"  and  does  away  with  the  use 
of  a  batteiy  and  other  electrical  appli- 
ances.  The  process  is  purely  a  mecnan- 
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ical  one.  The  essential  feature  of  this 
invention  is  the  pen.  This  consists  of 
a  suitable  holder,  carrying  at  one  ex- 
tremity a  very  small  disk  of  hardened 
steel  (or  other  suitable  metal),  with  ser- 
rated edge  and  so  mounted  as  to  revolve 
freely.  A  sheet  of  prepared  paper  is 
laid  on  a  smooth  metal  surface,  and  the 
letter,  design,  etc.,  to  be  duplicated  is 
traced  thereon  with  the  cyclostyle. 
The  fine  serrations  of  the  wheel,  pass- 
ing over  the  paper,  produce  an  innnite 
number  of  minute  punctures,  identical 
with  those  produced  with  the  "  Edison 
Electric  Pen."  A  stencil  is  thus  pro- 
duced from  which  any  desired  number 
of  copies  can  be  made  by  placing  sheet 
after  sheet  beneath  it  and  going  over 
the  steucil  with  an  inked  roller.  Sev- 
eral thousand  duplicates,  it  is  claimed, 
may  thus  be  obtained  from  a  single 
stencil.  This  apparatus  comprises  a 
convenient  printing  frame.    ( W.) 


Damaskeeninq  Steel. 

Oenmne  Damriak.  Cut  8  sheets  of 
steel  12  inches  long,  1  inch  wide,  and 
^  inch  thick.  Now  prepare  5  sheets 
of  soft  iron  and  4  of  brittle  iron,  of  equal 
dimensions  with  the  steel  sheets.  These 
are  then  joined  together  in  the  follow- 
ing manner:  A  sheet  of  steel  is  laid 
upon  one  of  soft  iron,  upon  this  one  of 
brittle  iron,  then  one  of  steel,  and  so  on 
to  the  seventh  sheet,  which  should  be 
one  of  soft  iron.  This  bundle  is  placed 
in  the  fire  and,  without  heating  it  over 
mach,  welded  together.  It  is  then 
squared  and  worked  smooth  under  the 
hammer  and  brought  to  a  white  heat. 
One  end  is  then  placed  in  a  vise,  the 
other  is  grasped  with  a  pair  of  tongs 
and  the  mass  strongly  twisted  into  the 
shape  of  a  screw.  It  is  then  smoothed 
and  wrought  into  a  bar  ^  to  i  inch 
wide  and  v  to  ^  inch  thick.  This  is  cut 
into  2  equal  parts.  A  sheet  of  steel  ^ 
inch  thick  and  as  long  and  as  wide  as 
1  of  the  2  parts  of  the  prepared  bar  is 
cut  and  placed  between  the  2  parts. 
The  mass  is  placed  in  the  fire  and  then 
beaten  under  the  hammer  to  the  thick- 
ness required  for  the  articles  to  be  man- 
ufactured. A  pickle  consisting  of  li 
pints  of  water,  1  ounce  of  aqua-fortis,  1 
ounce  of  sal-ammoniac,  and  4^  drachms 


of  blue  vitriol  is  now  prepared  in  a 
copper  vessel.  Paint  the  places  which 
are  not  to  be  damaskeened  with  some 
kind  of  varnish,  and  place  the  articles 
manufactured  from  the  prepared  bar 
into  the  bath.  When  the  pickle  has 
taken  effect  they  are  taken  out,  rinsed 
off  with  cold  water,  and  dried. 

Imitation  of  Dama»k.  Prepare  a 
mixture  of  equal  parts  of  good  linseed- 
oil  varnish,  wliite  rosin,  and  wax.  Coit 
with  this  the  iron,  which  should  have 
been  previously  cleansed  and  polished, 
and  draw  with  a  pen  the  pattern  usually 
used  in  damaskeening.  Make  a  rim  of 
wax  around  the  pattern  and  pour  nitric 
acid  mixed  with  an  equal  quantity  of 
lemon  juice  upon  the  pattern.  As  soon 
as  the  nitric  acid  assumes  a  brownish 
color  pour  it  off,  wash  the  iron  thor- 
oughly with  water,  and  remove  the  var- 
nish by  melting.  If  the  article  is  small , 
round,  or  has  an  uneven  surface,  place 
it  for  a  few  minutes  in  a  mixture  of  8 

f>arts  of  water,  1  of  nitric  acid,  and  1  of 
emou  juice,  and  allow  it  to  remain  un- 
til the  fluid  assumes  a  brownish  color, 
when  it  is  taken  out  and  cleansed. 

Damaskeening  with  Gold  or  Silver, 
There  are  two  methods  of  practising 
this  process.  By  one  methoa  the  sur- 
face of  the  metal  to  be  damaskeened  is 
roughened  with  a  file;  the  artist,  by  his 
skin,  causes  to  adhere  to  the  roughened 
surface  threads  of  gold  or  silver,  which 
are  applied  and  burnished  down.  Broad 
surfaces  are  produced  by  working  the 
threads  or  wires  side  by  side.  Heat  is 
applied,  but  the  necessary  degree  re- 
quires great  judgment.  In  the  other 
method  the  surface  to  be  damaskeened 
is  incised  or  cut  into;  the  incision  at  the 
bottom  being  expanded.  Into  this 
channel  gold  or  silver  is  introduced  and 
beaten  down. 


Decobation,  Ornamentation,  etc. 

To  Gild  Glass,  Make  a  paste  of  fine 
bole,  burned  ochre,  umber,  and  copal 
varnish,  and,  to  make  the  mass  as  niie 
as  possiole,  strain  it  through  a  cloth. 

Cleanse  the  glass  to  be  gilded  by  rub- 
bing it  with  pulverized  chalk  and  a 
rag,  and,  when  clean,  avoid  touching  it 
with  the  naked  hand.  Then  by  means 
of  a  brush  draw  or  paint  the  desired 
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deco/ation  upon  the  glass  with  the 
above  mass,  fill  it  with  water  to  prevent 
it  from  cracking,  and  expose  it  to  a 
moderate  heat.  Protect  the  glass  from 
dust  and  other  contaminations.  When 
it  is  sufficiently  dry  to  allow  of  the  gold 
leaf  being  applied,  cut  this  with  a  finely- 
polished  knife  into  the  necessary  shape 
and  press  it  gently  upon  the  ^lass.  Tne 
glass  is  then  protected  against  dust  in 
the  same  manner  as  before,  but  heated 
somewhat  stronger  to  burn  the  gold  in. 
This  gilding  will  adhere  as  well  as  fire 
gilding. 

Gold  for  Illuminating,  Procure  a 
book  of  leaf  gold ;  gently  take  out  some 
of  the  leaves  and  grind  them  in  a  mor- 
tar with  a  little  honey  until  it  is  thor- 
oughly intermixed  with  the  gold,  then 
add  a  little  water  and  work  it  again. 
Put  the  whole  into  a  vial  and  shake  it 
well.  Let  it  stand  quietly  for  an  hour 
or  two  and  the  gold  will  deposit  at  the 
bottom  of  the  vial.  Pour  oft'  the  liquid 
standing  over  the  gold  and  add  weak 
prepared  gum  in  its  stead,  sufticient  to 
make  it  now  freely  from  the  pen  or 
camel's-hair  pencil.  When  required 
for  use  shake  it  occasionally. 

To  Gild  Porcelain,  Dissolve  1  ounce 
of  gold  in  a  mixture  of  4^  ounces  each 
of  nitric  acid  and  hydrochloric  acid; 
then  add  18^  grains  each  of  tin  and 
butter  of  antimony,  and  when  the  whole 
is  dissolved  dilute  the  fluid  with  1  pint 
of  water. 

The  solution  of  gold  is  decomposed 
by  a  peculiar  balsam  prepared  in  the 
following  manner :  Dissolve  at  a  mod- 
erate heat  i  ounce  each  of  sulphur  and 
Venetian  turpentine  in  2|  fluid  ounces 
of  oil  of  turpentine,  until  the  solution 
has  acquired  a  thick  consistency  and  a 
dark-brown  color,  and,  when  cold,  add 
If  ounces  of  oil  of  lavender.  Pour  the 
solution  of  gold  upon  this  balsam^  heat 
it  moderately,  and  stir.  The  solution  of 
gold  will  be  decolorized,  and  the  gold, 
entirely  dissolved,  passes  into  the  oily 
fluid,  which,  when  cold,  resembles 
rosin.  The  liquid  standing  over  it, 
which  contains  the  acid,  is  poured  ofi^, 
the  oilv  fluid  washed  with  warm  water, 
and  when  the  last  traces  of  moisture 
have  been  removed,  2i  ounces  of  oil  of 
lavender  and  3i  ounces  of  oil  of  turpen- 
tine are  added,  and  the  mixture  is 
heated  until  the  whole   is  dissolved, 


when  it  is  poured  over  IJ  drachms  of 
subnitrate  of  bismuth  and  allowed  to 
settle.  The  clear  portion  is  poured  oft" 
and  concentrated.  An  auriferous  bal- 
sam consisting  of  a  thickish  fluid  with 
a  light  greenish  lustre  is  obtained  in 
this  manner. 

The  Venetian  turpentine  is  added  as 
a  drier.  The  auriferous  resins  remain- 
ing after  the  evaporation  of  the  volatile 
oils  become  decomposed  when  exposed 
to  heat,  and,  without  melting,  produce 
at  a  low  temperature  a  residue  of  car- 
bon and  ^old  having  the  appearance  of 
a  very  thm  leaf. 

To  Gild  an  Ornamental  Frame, 
Cleanse  the  frame  from  all  impurities. 
Then  boil  4i  ounces  of  fine  glue  with 
li  pints  of  water.  Saturate  the  cleansed 
frame  with  this  by  means  of  a  brush 
until  the  wood  is  thoroughly  permeated 
and  has  acquired  some  lustre. 

Applying  the  First  Coat.  Take  8} 
ounces  of  Spanish  chalk  and  4i  ounces 
of  French  chalk  and  triturate  both 
with  the  glue  water;  bring  the  mass 
into  a  pot,  neat  it  somewhat,  and  dilute 
it  to  the  consistency  of  syrup,  but  avoid 
making  it  too  thinly  fluid.  Now  spat- 
ter the  mass  upon  the  frame  witn  a 
brush  so  that  it  assumes  a  rough  ap- 
pearance, and  as  soon  as  the  coat  is  dry 
repeat  the  application  6  or  6  times; 
but  the  mass,  after  the  second  applica- 
tion, should  DC  spread  instead  or  being 
spattered.  When  the  frame  thus  pre- 
pared  is  dry,  the  surface  is  first  rubbed 
with  pumice  stone  and  then  finished 
with  snave-grass  (horse-tail),  when  it  is 
set  aside  in  a  clean,  dry  place  to  receive 
later  on  the  gilding  size. 

Preparation  of  Gilding  Size.  Melt  i 
ounce  of  beeswax  and  1  ounce  of  Vene- 
tian soap,  then  add  8|  ounces  of  Arme- 
nian bole,  and  roast  the  whole  thor- 
oughly. When  this  has  been  done  add 
the  whites  of  16  eggs,  rub  the  whole 
together  upon  a  rubbing  stone,  and 
from  the  resulting  mass  form  balls  of 
the  size  of  a  hazel-nut ;  dry  these  upon 
a  glass  plate  and  put  them  by  in  a  dry 
place. 

Applying  the  Gilding  Size.  Take  a 
piece  of  gilding  size,  triturate  it  with 
water,  place  it  in  a  clean  glass,  and 
dilute  with  water.  Brush  the  frame 
slightly  with  the  dissolved  gilding  size 
o  or  6  times,  allowing  one  application 
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to  dry  before  laying  on  the  next.  If 
the  frame  is  to  be  gilded  with  a  bright 
lustre  a  sti£f  brushing  is  required  to  re- 
move the  dust  which  may  have  settled 
upon  the  gilding  size;  but  if  a  dead 
lustre  is^  wanted,  the  gilding  size  is 
coated  with  a  very  thin  parchment  size ; 
and  if  the  dead  lustre  is  to  be  very 
characteristic  it  is  first  smoothed  with 
a  burnisher. 

Bright  Lustre,  A  palette  is  required 
for  this.  The  gold  sizing  is  moistened 
with  very  pure  white  fruit  brandy  by 
means  of  a  camel's-hair  pencil,  the  gold 
leaf  cut  with  a  knife  and  placed  upon 
the  moistened  spot  with  the  palette. 
It  is  then  allowed  to  dry,  ana  those 
places  intended  to  show  a  bright  lustre 
are  smoothed  with  the  burnisher.  By 
this  a  gilding  is  produced  which  closely 
resembles  nre>gilt  work.  All  dust 
should  be  avoided  during  the  work. 

Dead  Lustre,  After  the  gold  leaf  has 
been  applied  to  those  places  which  are 
to  show  a  dead  lustre,  apply  lukewarm 
fruit  brandy  and  parchment  size.  Then 
take  some  aragon^s  blood  and  orpiment, 
rub  them  very  fine,  and  make  a  simple 
gold  glazing  with  water  and  a  little 
]>archment  size,  and  apply  this  2  or  3 
times.  For  lemon-colored  gold  take 
saffron  instead  of  dragon's  blood. 

Silvermg,  Preparation  of  the  Silver 
Size.  Thoroughly  roast  in  a  pan  4^ 
ounces  of  finely-pulverized  fat  pipe- 
clay, 2i  ounces  of  Spanish  chalk,  i 
ounce  each  of  Venetian  soap  and  bees- 
wax. Rub  these  fine  with  the  whites 
of  20  eggs,  and  apply  in  the  same  man- 
ner as  the  gold  sizing. 

Silvering  with  a  Dead  Lustre,  Rub 
3}  ounces  of  white  lead  and  h  ounce  of 
white  litharge  with  linseed-oil  varnish ; 
mix  the  mass  with  an  oil  varnish  and 
apply  in  the  same  maimer  as  indicated 
aoove  under  gilding. 

To  Silver  Wooden  Figures  with 
Bismuth,  Paint  the  figure  over  with 
lig[ht  glue^  make  a  fine  white  chalk 
priming  of  glue  and  chalk,  and  apply 
this  two  or  three  times.  Melt  the  bis- 
muth in  a  crucible,  and  pour  it  out  care- 
fully so  that  the  impurities  remain  be- 
hind. Triturate  the  melted  bismuth 
upon  a  hard  stone,  and  stir  it  into  a 
paste  with  light-colored  glue.  Lay  this 
on  the  chalk  priming,  and,  when  dry, 
polish  with  a  burnisher. 


To  Gild  and  Silver  Visiting  Cards, 
Make  a  small  matrice  of  pasteboard, 
and  surround  this  with  a  low  edge  or 
the  same  material,  so  that  the  car£  can 
be  firmly  held  during  the  printing. 
Then  coat  the  plate  twice  with  thi(^ 
white  of  egg,  and  dry  the  coating  until 
it  shows  not  the  slightest  trace  of  moist- 
ure. Now  place  the  gold  or  silver  lesS 
upon  the  plate,  and  press.  The  plate 
should  not  be  too  hot ;  it  is  better  to  use 
it  almost  cold.  The  gold  or  silver  in 
excess  is  removed  with  cotton. 

To  Gild  or  Silver  Morocco  Paper, 
Wash  the  paper  with  urine,  and  paint 
it  over  but  once  with  white  of  egg.  A 
moderate  heat  only  should  be  used. 

To  Gild  Cotton.  Spread  the  cotton 
over  with  glue,  dry  it,  and  then  apply 
a  thick  solution  of  parchment  size  and 
dry  it  again  entirely.  The  gilding  will 
adhere  to  this  very  well. 

Gilding  and  Silvering  on  Parchment 
and  Paper,  Triturate  Venice  glass  up- 
on a  hard  stone  with  gum  water,  write 
or  paint  with  this  upon  the  parchment 
or  paper  and  allow  it  to  dry.  Then  rub 
the  places  written  over  or  painted  with 
a  gold  coin,  which  will  gild  them,  or 
if  they  are  to  be  silvered,  with  a  piece 
of  fine  silver,  and  burnish  them. 

Italian  Method  of  Gilding  Wood, 
Paint  the  wood  over  several  times  with 
hot,  but  not  too  strong,  glue  water,  so 
that  the  pores  of  the  wood  become  thor- 
oughly permeated.  If  the  surface  of 
the  wooa  is  flat,  apply  the  glue  water 
with  a  flat  brush.  When  the  glue  water 
is  dry,  a  priming  of  chalk  is  laid  on  the 
wood.  For  this  as  much  whiting  as 
necessary  is  rubbed  very  fine  upon  a 
stone  with  glue  water.  This  is  laid  on 
the  wood  twice  or  three  times,  allowing 
each  application  to  dry  before  applying 
the  next.  The  ground  is  then  smoothed 
with  shave-grass  (horse-tail)  until  the 
surface  is  entirely  even.  It  is  then 
polished  with  a  coarse  cloth  wrapped 
around  a  piece  of  soft  wood,  square  on 
one  end  and  pointed  on  the  other. 
During  the  polishing,  which  is  con- 
tinued until  the  ground  shows  some 
lustre,  the  work  must  be  frequently 
dampened  with  a  moist  brush. 

The  gilding  size  is  prepared  as  fol- 
lows :  ll  ounces  of  graphite,  1  pound  of 
French  white  bole,  and  Sh  pounds  of 
Armenian  bole  are  pulverized  as  finely 
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as  possible  in  a  mortar,  then  passed 
through  a  sieve,  intimately  mixed  to- 
gether, and  brought  into  a  well-lined 
crucible.  Eight  and  three-fourth  ounces 
of  shavings  of  white  beeswax  are  then 
added;  the  mixture  is  placed  over  a 
moderate  fire,  and  allowed  to  remain 
there  until  the  mass  has  become  en- 
tirely homogeneous.  It  is  then  poured 
upon  a  stone  slab,  and  allowed  to  cool, 
wnen  the  whites  of  24  to  28  eggs  are 
added,  and  the  whole  rubbed  to  an  im- 
palpaole  powder  upon  a  hard  stone. 
This  powder  is  placed  upon  paper  and 
dried,  when  it  is  stored  away  for  future 
use.  Every  time  it  is  to  be  used  it  is 
triturated  with  water. 

The  gilding  is  done  in  the  following 
manner :  Take  a  vessel  filled  with  ordi- 
nary whiskey,  and  a  few  brushes  of 
different  sizes;  also  a  cushion  stuffed 
with  cotton  and  edged  with  parchment, 
which  is  placed  upon  a  board  covered 
with  leather.  The  ^old  leaves  are 
placed  upon  the  cushion,  and  cut  into 
the  required  size  with  a  knife.  Abroad, 
flat  camePs-halr  pencil  is  used  for  ap- 
plying and  fastening  the  gold  leaf. 
The  parts  to  be  gilded  are  first  moistened 
with  whiskey  b^  means  of  the  brush, 
and  the  gold  leaf  is  then  laid  on.  When 
the  work  is  finished,  it  is  allowed  to 
dry  for  a  few  days,  and  the  parts  which 
are  to  be  polished  are  then  rubbed  with 
the  burnisher  until  the  required  lustre 
is  produced.  Those  parts  which  are  to 
have  a  dead  lustre  are  brushed  over 
with  a  solution  of  saffron  in  spirit  of 
wine. 

BuroVs  Process  of  Silvering  and  Gild- 
ing Silkf  Cotton f  and  Woollen  Yarns, 
Arrange  the  cords  to  be  silvered  in 

E roper  order,  and  immerse  them  for  2 
ours  in  a  solution  of  nitrate  of  silver 
mixed  with  caustic  ammonia  until  it  is 
clear.  Dry  the  cords  and  expose  them 
to  a  current  of  pure  hydrogen.  As  the 
threads,  by  this  process  of  silvering, 
have  become  good  conductors,  they  can 
be  easily  electroplated  with  gold. 

7b  Make  Glass  Opaqibe  or  Frosted, 
First  cleanse  the  glass.  If  only  por- 
tions of  it  are  to  be  frosted,  leave  those 
bare  and  protect  the  others  by  a  coat- 
ing of  wax  or  other  impermeable  sub- 
stance. Then  rub  some  fluorspar  to  a 
fine  powder,  and  mix  it  with  concen- 
trated sulphuric  acid,  so  as  to  make  a 


thin  paste.  Rub  this  by  means  of  a 
piece  of  lead  upon  those  parts  of  the 
glass  which  are  to  be  rendered  opaque. 
A  fine  frosted  outline  of  the  design  may 
thus  be  produced  upon  a  sheet  of  smooth, 
transparent  glass.  To  finish  the  oper- 
ation tne  glass  is  gently  heated  in  an 
iron  vessel  placed  oeneath  a  chimney 
flue,  to  cariy  off  the  noxious  fumes  that 
are  thrown  off.  The  plate,  when  cool, 
is  washed  with  a  diluted  solution  or 
soda  or  potash,  to  remove  the  last  traces 
of  acid,  and  is  then  rinsed  in  water. 
Focusing- glasses  for  the  photo-camera, 
and  development-glasses  for  pigment 
printing,  can  be  prepared  in  tnis  way 
at  very  little  expense. 

Ornamenting  Metal  8urfa.ces,  A 
new  process  for  ornamenting  metal 
surfaces  consists  in  plating,  electro- 
plating, or  othewise  coverinj^  a  plate, 
oar,  or  ingot  of  soft  metal  with  a  thin 
film  of  harder  metal,  and  then  rolling 
out  or  pressing  the  ingot  or  bar  into  a 
sheet;  wherebv  the  coating  is  broken 
into  irregular  forms,  and  a  marbleized 
appearance  produced  on  the  surface  of 
the  sheet. 

Atibridfa^  New  Process  of  Decorating 
Glass,  The  present  methods  employed 
to  render  glass  opaque  are  likely  to  fall 
into  disuse  when  tnis  new  process  be- 
comes better  known,  for  muslin  glass, 
as  it  is  termed,  can  be  produced  in  a 
variety  of  colors  and  in  a  number  of 
pleasing  designs  which  will  compare 
favorably  with  the  dull  monotony  of 
the  present  ground  glass,  and  even 
with  etched  or  embossed  glass.  A 
sheet  of  the  material  to  be  covered  is 
floated  with  a  vitrifiable  pigment  dis- 
solved in  gum  water,  and,  when  <lry, 
the  stencil  pattern  is  laid  on,  and  the 
exposed  parts  are  cleaned  with  a  stiff 
brush.  The  sheet  of  glass  is  then 
placed  in  a  furnace  and  the  remain- 
ing color  burned  in.  When  simple 
opaque  glass  is  desired,  a  plate  is  cov- 
ered with  ^nm  water  and  dried ;  it  is 
then  placed  in  a  frame,  and  a  piece  of 
tulle,  muslin,  or  other  suitable  mate- 
rial stretched  over  it  inclose  proximity 
to  the  gummed  surface.  The  frame  is 
then  placed  in  a  box  containing  a 
quantity  of  the  powdered  pigment, 
which  is  forced  against  the  muslin  by 
an  air-blast,  and,  passing  through  the 
interstices,   adheres   to    the   gummed 
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glass.  In  this  way  the  patterns  of  the 
lace  or  muslin  are  reproduced,  and  the 
powder  being  first  caused  to  adhere 
firmly  by  placing  the  plate  in  a  steam 
chamber  for  a  few  moments,  is  burned 
in,  as  before  described,  in  a  special  fur- 
nace. By  means  of  stencil  plates  of 
difterent  designs,  and  muslin  and  lace 
of  different  patterns,  together  with  pig- 
ments of  various  nues,  very  beauti- 
ful glass  screens  can  be  produced, 
which  for  many  purposes  will  be  pre- 
ferred to  the  plain  opaque  glass  at 
present  manufactured. 

Artificial  Wood  for  Ornamental  Pur- 
W)8e8.  Mix  very  nne  sawdust  with  bul- 
locks* blood  and  subject  the  paste  to 
hydraulic  pressure.  Great  varieties  of 
articles,  having  the  appearance  of  the 
most  beautiful  ebony  carvings,  can  be 
thus  pressed  in  strong,  suitable  moulds. 
This  process  may  also  be  used  in  the 
manufacture  of  brushes.  The  horse- 
hair is  set  into  the  paste  while  it  is  still 
soft.  This  is  then  covered  with  a"  per- 
forated plate  to  allow  the  passage  of  the 
hair.  ^Pressure  is  now  applied  whereby 
brushes  of  one  piece  are  produced 
which  are  more  ourable  and  cheaper 
than  those  manufactured  by  the  old 
process.  [A  composition  of  this  char- 
acter, called  by  its  inventor  "  hsemosite," 
is  largely  utilized  in  this  country  for 
the  production  of  door-knobs  and  other 
articles.    W.] 

Use  of  Wood  Tar  for  Architectural 
Decorations,  Prepare  a  mass  by  melt- 
ing together  80  parts  of  wood  tar,  20  of 
pine  rosin,  and  5  of  caoutchouc.  Add 
to  this  a  sufficient  quantity  of  chalk, 
marl,  burned  clay,  or  a  mixture  of  these 
earths,  to  give  it  the  necessary  consist- 
ency. The  moulds  employed  for  shap- 
ing the  mass  into  such  architectural 
ornaments  for  which  formerly  plaster 
of  Paris  and  stone  were  used,  must  be 
oiled  or  greased  before  the  mass,  which 
should  be  somewhat  heated,  is  pressed 
into  them.  Flags  for  sidewalks  or 
tiles  for  roofs  may  also  be  produced 
from  this  mass.  It  can  be  readily 
painted  with  any  desired  color. 

To  Produce  Ormimeiits  from  Wood 
Mass,  A  cheap  composition  for  mould- 
ing mirror  and  picture-frames,  rosettes, 
arabesques,  etc.,  is  made  of  sawdust 
and  glue  with  the  addition  of  other 
suitable    substances.      The    sawdust 


should  be  sifted  to  remove  coarse  parti- 
cles. Boil  6  parts  of  good  furniture 
glue  and  1  of  isinglass  in  such  a 
quantity  of  water  that  the  fluid  in  cool- 
ing does  not  form  an  actual  jelly. 
Strain  it  through  a  cloth  and,  while 
hot,  mix  it  with  a  sufiicient  quantity  of 
sawdust  to  form  a  quite  stiff  ])aste. 
Press  this  carefully  with  the  fingers 
into  the  moulds,  which  should  be 
greased  with  oil,  place  an  oiled  plate 
or  plunger  over  it,  load  this  down  with 
weights,  or  place  the  whole  under  a 
press.  When  the  mass  in  the  moulds 
IS  about  half  dry,  remove  the  moisture 
which  has  been  pressed  out,  take  the 
ornaments  out  by  inverting  the  moulds 
upon  a  board,  and  allow  them  to  be- 
come entirely  dry,  when  they  may  be 
gilded  or  bronzed.  If  the  ornaments 
are  to  be  fastened  upon  obliaue  surfaces 
they  must  be  bent  and  laia  on  before 
th^  are  entirely  dry. 

The  mass  may  be  made  of  various 
components.  Gum  tragacanth  may  be 
added  to  the  glue,  and  pulverized  chalk 
and  similar  substances  to  the  sawdust. 
Mixtures  containing  verv  little  or  no 
sawdust  are  also  used  for  the  same 
purpose.  We  give  in  the  following  a 
few  receipts  for  such  compositions : 

I.  Dissolve  13  parts  of  glue  in  the 
necessary  quantity  of  water ;  then  stir 
into  it  4  parts  of  pulverized  litharge,  8 
of  white  lead,  1  of  fine  sawdust,  and  10 
of  plaster  of  Paris. 

II.  Mix  plaster  of  Paris  and  sawdust 
and  form  a  paste  of  the  required  con- 
sistency by  adding  glue  water. 

III.  Liquefy  2  parts  of  glue  in  2  of 
linseed -oil ;  then  melt  1  part  of  black 
pitch  in  2  of  oil  of  turpentine ;  mix  the 
two  solutions  together  and  add  2  parts 
of  sawdust,  2  of  whiting,  and  2  of  colco- 
thar. 

IV.  Mix  8  parts  of  whiting,  4  of  fine 
sifled  sawdust  and  1  of  pulverized  lin- 
seed-oil cake,  and  knead  the  mixture 
into  a  paste  with  a  strong  solution  of 
glue. 

V.  Melt  together  4  parts  of  turpen- 
tine and  1  of  white  pitch,  and  mix  it, 
while  hot,  with  4  parts  of  glue  boiled 
thick.  To  this  mixture  add  gradually 
8  parts  of  whiting,  4  of  fine  shavings  of 
Sanders  wood,  and  1  of  copal  varnish, 
and  knead  the  whole  thoroughly.  A 
thick  solution  of  asphaltum  iu  turpcu- 
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tine  may  be  used  instead  of  the  copal 
varnish. 

The  two  masses  dven  under  III.  and 
V.  must  be  kneaded  before  they  are 
pressed. 

VI.  Knead  5  parts  of  chalk  with  1 
of  glue,  and  add  oil  of  turpentine  to  the 
mixture.  In  working  the  mass  a  suffi- 
cient quantity  of  linseed-oil  varnish  is 
added  to  prevent  it  from  sticking  to  the 
hands. 

'  VII.  The  potato  paste  consists  of 
potatoes  boiled  in  water  or  bv  steam 
until  done.  They  are  then  mashed  fine 
and  mixed  with  sawdust,  peat  dust,  or 
pulverized  tan,  and  worted  into  a 
pliant  dough. 

To  Fiisten  Leather  Ornaments,  etc.. 
upon  Metal,  Digest  1  part  of  crushea 
nut-galls  for  6  hours  with  8  of  distilled 
water  and  strain  the  mass.  Soak  glue 
in  its  own  weight  of  water  for  24  hours 
and  then  dissolve  it.  The  warm  infa- 
sion  of  galls  is  spread  upon  the  leather 
and  the  glue  solution  on  the  roughened 
surface  of  the  warm  metal ;  the  moist 
leather  is  pressed  upon  it  and  then 
dried,  when  it  adheres  so  that  it  cannot 
be  removed  without  tearing. 

To  Decorate  Tin  with  Copper  Plates 
and  Lithograplis.  Prepare  a  printing- 
ink  of  Unseed  oil  and  lampblack  and 
afiply  it  to  the  etched  parts  of  the 
plate  after  it  has  been  heated.  The 
superfluous  ink  is  wiped  oflf  and  the 
plate  cleaned  with  lye.  Dampened 
paper  is  laid  upon  the  plate  and  cov- 
ered with  a  cloth  folded  several  times 
and  pressed.  The  paper  is  carefully 
removed,  moistened,  and  laid  upon  the 
tin,  upon  which  the  picture  is  imprinted 
by  means  of  a  small  cloth-covered  roller, 
and  the  paper  removed.     The   same 

Srocess  is  used  for  lithographs.  The 
ecorated  plates  are  heated  m  an  oven 
to  188°  F.,  and  remain  from  12  to  18 
hours,  when  they  are  coated  with  a 
solution  of  copal  lacquer,  varnish,  oil 
of  turpentine,  and  alkanet  (coloring 
matter  obtained  from  the  roots  of  An- 
chusa  Tinctoria),  and  placed  in  an  oven 
(280.4°  F.)  and  kept  for  12  hours. 

By  properly  regulating  the  tempera- 
ture of  the  oven,  every  desired  color  of 
s'lver-white,  brass,  gold,  tombac,  etc., 
can  be  obtained  by  the  use  of  alkanet. 
Impressions  of  Flowers  on  Glass, 
Gum  the  articles  and  fasten  them  on 


the  glass.  The  glass  is  then  coated 
with  a  warm  mixture  of  oil,  tallow,  and 
wax,  and  when  this  is  dry  the  articles 
are  removed  and  the  ^lass  exposed  to 
the  action  of  hydrofluoric  gas.  Solution 
of  hydrofluoric  acid  in  water  may  also 
be  poured  over  the  glass,  or  the  plate 
may  be  covered  with  a  paste  of  fluor- 
spar and  sulphuric  acid.  The  designs 
may  then  be  colored  by  burning  the 
colors  in  in  a  furnace. 


Dentifrices  and  Mouth  Washes. 

American  Tooth  Powder,  Mix  the 
following  ingredients,  which  should  be 
finely  powdered : 

Coral 250  parts. 

Cuttle  bone  (oMa  9epia)     ....  250  *  * 

Dragon  blood 260  " 

Burnt  alum 120  '* 

Red  Sanders  wood 120  " 

Orris  root 250  " 

Cloves 15  " 

Cinnamon 15  ** 

Vanilla  rubbed  with  sugar    ...  4  '* 

Rosewood 15  •• 

Pinks 260  " 

Asiatic  Dentifrice,   Powder  and  mix : 


I. 

Parts. 
Prepnred  corals .  120 
Venetian  red  .  9 
Ochre  ....  15 
Pumice  stone  .  15 
Musk    ....  Tib 


n. 


Bole  .    .    . 
Chalk     .    . 
Ochre     .     . 
Pnniice  stone 
Musk      .    . 


Piirts. 

,3 

2 

I 

1 
trace. 


Cartwright^s  Tooth  Powder, 
and  mix : 

Prepared  chalk _ 

Orris  root ' 

Castile  soap 


Powder 


SOpartSL 
20    " 
2    " 


Deschnmp*s  Alkaline  Tooth  Powder, 
Powder  as  fine  as  possible  and  mix : 

Siif<ar !)0|mrta. 

Wood  charcoal .30    •* 

PerzAvittiv  l)ark 

O.'fam  of  tartar 

Cinnamon , 


it 


15 
5 
1.5" 


«t 


Deschamp's  Acid  Tooth  Powder.  Pow- 
der and  mix : 

Venetian  talc 120  parts. 

Sodium  bicarbonate 30    *' 

Carmine ^  part. 

And  add : 

Oil  of  mint l&diops 
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CharcoaZ 
and  mix : 

"Willow-wood  charcoal 
Peruvian  bark     .    . 
Gloves 


Tooth    Powder,     Powder 


.    Oircassiaai 
and  mix : 

Prepared  buck's  horn 
Potassium  sulphate  . 
White  cuttle  bone  . 
Orris  root  .... 
Yellow  Sanders  wood 
Florentine  lac     .    . 

And  add : 

Oil  of  rosewood    .    . 


Tooth  Powder. 


120  parts. 

120 

(( 

2 
Poi 

«rder 

60  parts. 

60 

250 

250 

30 

90 

1  part. 


JRed  Tooth  Powder.  Powder  and 
mix: 

Round  lake 6  pai-ts. 

Ordinary  alum 24    " 

Pumice  stone 33     " 

Prepared  cuttle  bone 33    " 

Magnesia  alba 16    '* 

Huf eland's  Tooth  Powder j  which  may 
be  eepecially  recommended  for  diseased 
gums,  is  prepared  by  mixing  and  pow- 
dering : 

Sanders  wood 200  parts. 

Peruvian  bark 25    ** 

Oil  of  cloves 1  part. 

Parts  Tooth  Powder.  Convert  the 
following  ingredients  into  an  impalpa- 
ble powder  and  mix : 

Dragon  blood 16.5  parts. 

Cuttle  bone 125       " 

Cream  of  tartar 6*^.5    " 

OiTisroot 125 

Prepared  buck's  horn     ....  66.5 

And  add : 


Oil  of  cloves 15  drops. 

Mouth  Wash  for  Strengthemng  the 
Teeth  and  Hardening  the  Gums.  Pow- 
der and  mix  myrrh,  camphor,  Peruvian 
bark,  each  1  ounce,  and  digest  them  for 
a  few  days  in  1  pound  of  spirit  of  wine. 
Then  strain  through  a  cloth  and  filter. 
Use  a  teas})oonful  daily  for  rinsing  the 
mouth. 

Mouth  Wash  against  Toothache,  Cut 
in  pieces  and  rub  fine  4i  drachms  of  the 
root  of  Spanish  camomile  {anihemis 
pyrethnirn)  and  21  drachms  of  sal- 
ammoniac.  Pour  2 J  ounces  each  of 
vinegar  and  lavender  water  over  the 
above  mixture,  in  a  glass  flask,  and  let 
it  digest  ibr  12  hours,  and  filter.    Hold 


a  teaspoonful  in  the  mouth  as  long  as 
possible. 

Antiseptic  Mouth  Paste.  Salicylic 
acid*  30  grains,  purified  honey  1  ounce. 

Kolbe's  Mouth  Wash, 

Salicylic  acid 12  parts. 

Alcohol  (96  per  cent.) 315    ** 

Distilled  water 60    •• 

Oil  of  wintergreen  {ol.  gauUha-iK)  10  to  15  drops. 
Essence  of  omnge  flowers     ...      15    " 

Color  with  tincture  of  cochineal. 

Jlager^s  Bed  Tooth  Powder.  Sodium 
salicylate  2|  drachms,  sugar  of  milk, 
sodium  bicarbonate,  orris  root,  red  San- 
ders wood,  each  Hi  drachms,  and  oil 
of  peppermint  15  drops. 

Hager's  Tooth  Paste.  Two  and  three- 
quarter  drachms  sodium  salicylate,  30 
grains  sodium  bicarbonate,  1^  ounces 
each  of  powdered  talc  ana  powdered 
Castile  soap,  carmine  4^  grains,  20  drops 
peppermint,  6i  drachms  glycerine,  and 
5i  drachms  diluted  spirit  of  wine  are 
made  into  a  paste. 

Quillaya  Dentifrice.  The  following 
is  one  of  the  best  of  modern  dentifrices, 
as  it  not  only  cleanses  the  teeth  thor- 
oughly, but  also  refreshes  the  mouth ; 


Quillaya  saponaria 

Glycerine 

Diluted  alcohol 

Oil  of  wintergreen  {ol.  gauIOieritt) 
Oil  of  peppermint 


4  ounces. 
3      '• 


It 


33 

20  drops. 
20 


i( 


The  quillaya  saponaria  is  macerated 
in  a  mixture  of  the  glycerine  and  alco- 
hol, and  then  filtered  over  a  small 
quantity  of  magnesia  which  has  been 
mixed  with  the  oils.  A  finer  prepara* 
tion  is  obtained  in  this  manner  than  by 
macerating  the  quillaya  in  alcohol  and 
then  adding  the  glycerine. 


Dyeing  Woollen  and  Cotton 
Goods  and  Yarns,  Silk,  Stkaw 
Hats,  Felt  Hats,  Kid  Gloves, 
Horsehair,  etc.,  etc.  Mordants. 

Silk.  Cleansing  of  Old  Silk  to  be 
Dyed.  Boil  2  pounds  of  the  silk  in  3^ 
ounces  of  crystallized  soda  dissolved  in 

*  Benzoic  or  boracic  acid,  being  more  soluble 
in  water  than  salicylic  acid,  is  preferred  by 
many  as  a  substitute  in  all  tooth  powders  and 
pastes  in  which  salicylic  acid  is  prescribed. 

W.  T.  B. 
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a  sufficient  quantity  of  water,  and  next 
in  soap  and  water. 

BUick»  Let  the  material  remain  in 
a  mordant  of  solution  of  nitrate  of 
iron  of  40°  Beaum6  for  i  hour;  then 
rinse  and  dye  it  in  a  decoction  of  3i 
pounds  of  logwood  and  1  pound  of  fus- 
tic. It  remains  in  the  dye-bath  for 
i  hour. 

Blue  {Raymond's),  Mordant  with 
solution  of  nitrate  of  iron  of  1°  to  2° 
Beaum4,  rinse  the  material,  place  it  in  a 
hot  soap  bath,  and  rinse  again ;  then  it 
is  dyed  with  prussiate  of  potash  and 
sulphuric  acid.  It  is  then  rinsed, 
brightened  in  cold  water  contahiiug 
some  spirit  of  sal-ammoniac,  and  finally 
rinsed. 

Bt'oton  {Fait  with  Madder),  Mor- 
dant in  a  mixture  of  3  parts  of  acetate 
of  alumina  and  2  of  acetate  of  iron, 
each  b°  Beaume.  Then  rinse  and  dry 
the  material  and  dye  with  madder. 

Crimson  {Darky  with  Cochineal  and 
Brazil  Wood),  Mordant  with  acetate 
of  alumina  of  6°  Beaum6,  to  which  1  to 
1|  ounces  of  blue  vitriol  dissolved  in 
water  have  been  added ;  then  winch 
and  dnr  the  material,  cleanse  it  in  a 
bath  of  bran  and  chalk,  and  dye  it  in  a 
hot,  but  not  boiling,  decoction  of  31 
pounds  of  Brazil  wood,  13  ounces  of 
cochineal,  and  1  pound  of  wheat  bran. 
It  remains  in  the  oath  for  1  hour,  when 
it  is  rinsed  in  a  bath  of  spirit  of  sal- 
ammoniac. 

Drab  {Fast),  Mordant  with  a  cold 
decoction  of  3i  pounds  of  sulphuric 
acid,  81  ounces  of  blue  vitriol,  a  like 
quantity  of  common  salt,  and  4}  ounces 
of  purified  tartar.  Squeeze  and  rinse 
and  then  dye  in  water  not  hotter  than 
the  hand  can  bear,  which  contains  a 
decoction  of  fustic  (for  yellowish  gray), 
or  decoction  of  gall-nuts  (for  dark  gray), 
or  of  bablah  (for  greenish  gray). 

Gray.  Place  the  silk  in  a  solution 
of  2  pounds  of  alum,  and  let  it  remain 
in  it  for  6  to  8  hours.  Then  rinse  it, 
and  dye  in  a  bath  containing  indigo  ex- 
tract and  decoction  of  logwo^Ml,  allowing 
it  to  remain  for  I  hour. 

Red  {Fast  with  Madder),  Mordant 
with  acetate  of  alumina  of  5°  Beaum^. 
Winch,  dry,  and  cleanse  the  silk  with 
bran  and  chalk.  Then  dye  in  a  bath 
of  6^  pounds  of  madder,  8J  ounces  of 
sumacn,  and  li  pounds  of  bran,  allow- 


ing it  to  remain  for  1^  hours,  when  it 
is  brightened  by  boiling  gently  for  i 
hour  with  3i  pounds  of  Castile  soap, 
1  pound  of  bran,  and  2  ounces  of  solu- 
tion of  nitro-muriate  of  tin. 

Rose-red  {wUh  Carthamive),  Tru- 
rate  i  drachm  of  carthamine  with  If 
ounces  of  alum  free  from  iron,  and  dye 
with  the  mixture  dissolved  in  water. 
The  silk  is  worked  for  15  minutes  in 
the  bath,  and  then  in  a  bath  acidulated 
with  wine  Vinegar. 

Rose-red  {vnth  Cochineal),  Prepare 
a  moi*dant  of  2  pounds  of  alum,  let  the 
silk  remain  in  this  for  6  to  8  hours,  then 
rinse  it  and  dye  (as  hot  as  the  hand  can 
bear)  with  1  ounce  of  cochineal,  and 
rinse. 

Scarlet  {with  Cochineal  and  Brazil 
Wood),  Mordant  with  acetate  of  alu- 
mina of  6°  Beaum^ ;  wiiich  and  dry. 
Then  work  the  silk  in  a  hot,  but  not 
boiling,  decoction  of  3i  pounds  of  bran 
and  8^  ounces  of  chalk ;  rinse,  and  dye 
with  3i  pounds  of  Brazil  wood  and  8J 
ounces  of  cochineal.    An  addition  of  1 

Sound  of  bran  makes  the  dye  more 
rilliant,  but  somewhat  lighter. 
Violet  {Fast),  Mordant  with  a  cold 
solution  of  3i  pounds  of  sulphuric  acid, 
81  ounces  of  blue  vitriol,  a  like  quantity 
of  common  salt,  and  4^  ounces  of  puri- 
fied tartar.  Winch,  dry,  and  cleanse 
with  bran  and  chalk.  Then  dye  in  a 
nearly  hot  bath  of  6i  pounds  of  madder 
and  1^  pounds  of  bran,  allowing  the 
silk  to  remain  for  1  hour. 


Woollen  Goods  and  Yarns. 

Blue  {Dark).  Boil  the  material  for 
1  hour  in  a  solution  of  2i  ounces  of 
alum  in  hot  water,  then  take  it  out  and 
throw  away  the  bath.  Now  boil  in  the 
same  boiler  51  ounces  of  logwood 
in  pure  water  for  i  hour;  then  lift 
the  bag  which  contained  the  logwood 
out,  and  place  the  material,  which  has 
been  previously  washed,  into  the  de- 
coction, work  it  for  i  hour,  and  then 
let  it  boil  for  i  hour  longer.  The 
bath  is  now  cooled  off  by  adding  cold 
water,  the  material  lifted  out,  and  2i 
ounces  of  potash  are  dissolved  in  the 
bath,  when  the  material  is  worked  in  it 
until  it  has  assumed  a  beautiful  blue 
color. 
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Blue  (Dark  Fugitive  Color).  The 
goods  are  mordanted  p«Je  blue  and 
washed.  Boil  clear  water,  aud  add  51 
ounces  of  blue  vitrioL  1|  ounces  of  green 
vitriol,  1  pound  of  alum,  13i  ounces  of 
crude  tartar,  2k  ounces  of  tin  salt,  and 
1  ounce  of  crude  nitric  acid.  Boil  the 
goods  in  the  mixture  for  1  hour.  They 
are  then  lifted  out,  allowed  to  stand  for 
1  day,  and  washed.  Clean  water  is 
then  heated  in  a  boiler,  2^  pints  of  ex- 
tract of  logwood  added,  and  the  goods 
worked  in  this  for  i  hour,  during  which 
the  heat  is  raised  to  the  boiling  point. 
From  27^  to  33  pounds  of  woollen 
goods  can  be  dyed  by  the  above  pro- 
cess. 

Geiha  (TArmes  Blue  on  loose  Wool, 
Yarns f  and  Piece  Goods,  Boil  for  1^ 
hours  440  pounds  of  wool  with  88 
pounds  of  alum,  S^t  pounds  of  chromate 
of  potash,  8^  pounds  of  tin  salt,  and  6^ 
pounds  of  sulphurio  acid.  The  next 
day  dye  with  65  pounds  of  indigo-car- 
mine, 22  to  26  pounds  of  logwocM,  and 
13  pounds  of  common  salt.  Let  the 
wool  boil  for  1^  hours  in  the  bath. 

Brovm  (Cheetnut).  Boil  in  pure 
water  for  5  minutes  i  ounce  of  madder, 
a  lilse  quantity  of  sumach  or  i  ounce  of 
gall-nuts,  i  ounce  of  tartar,  and  1|  to 
2k  ounces  of  sanders  wood.  Place  the 
goods  in  the  bath,  and  let  them  boil  for 
Ik  hours.  Then  lift  them  out,  cool  the 
bath  by  adding  cold  water;  then  dis- 
solve i  ounce  of  green  vitriol  in  it, 
and  work  the  wool  in  this  for  ^  hour 
longer. 

Broum  ( Coffee),  Boil  in  pure  water 
for  5  minutes  4^  ounces  of  sanders  wood 
2k  ounces  of  sumach  or  gal] -nuts,  and  1 
ounce  of  green  vitriol.  The  bath  is 
cooled  off  by  adding  cold  water,  when 
the  goods  are  placed  in  it  and  boiled 
slowly  for  half  an  hour,  when  they  are 
taken  out  and  the  fire  is  extinguished ; 
2k  ounces  of  green  vitriol  are  then 
dissolved  in  the  bath,  in  which  the 
goods  are  worked  for  $  of  an  hour, 
when  they  are  cooled  off  and  rinsed. 

Brown  {Dark),  Boil  in  water  4i 
ounces  of  sanders  wood  and  2k  ounces 
of  logwood,  add  2k  ounces  of  sumach  or 
gall-nuts,  and  1  ounce  of  green  vitriol. 
Cool  the  mixture  by  adding  cold  water, 
then  place  the  goods  in  it  and  let  them 
boil  slowly  for  \  hour,  when  they 
are  taken  out.  Should  the  dye  not 
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be  dark  enough,  add  1  ounce  more  of 
green  vitriol,  and  repeat  the  opera- 
tion. 

Brown  {Grayish),  Boil  1  ounce  of 
sanders  wood,  a  like  quantity  of  mad- 
der, and  li  ounces  of  gall-nuts,  or  3 
ounces  of  sumach.  Place  the  goods  in 
the  decoction  and  boil  them  for  1  hour. 
Then  lift  them  out,  dissolve  1  ounce  of 
green  vitriol  in  the  bath,  replace  the 
goods  in  it,  and  work  them,  without 
allowing  them  to  boil,  until  they  are 
dyed  sufficiently  dark. 

Brovm  {Nut),  Fill  a  small  bag  with 
41  ounces  of  fustic  and  Ik  ounces  of  log- 
wood, and  boil  them.  When  the  color- 
ing matter  has  been  extracted  lift  the 
bag  out  and  add  1^  ounces  of  madder 
and  a  like  Quantity  of  sanders  wood; 
then  place  tne  goods  in  the  bath  and 
let  them  boil  for  li  hours,  when  they 
are  lifted  out.  The  bath  is  now  cooled 
off  with  cold  water  and  k  ounce  of  green 
vitriol  is  added.  The  wool  is  worked 
in  it  until  it  is  sufficiently  dyed. 

Brown.  {Olive).  Treat  the  following 
ingredients  in  the  same  manner  as  for 
nut  brown :  Seven  ounces  of  ftistic,  2k 
ounces  of  logwood,  1  ounce  of  gall-nuts, 
2k  ounces  of  madder,  and  3^  ounces  of 
tartar.  As  soon  as  the  tartar  is  dis- 
solved place  the  goods  in  the  bath,  and, 
later  on,  when  it  is  somewhat  cooled 
off,  add  If  ounces  of  green  vitriol  and 
work  the  wool  in  the  vat  until  it  has 
assumed  the  desired  shade. 

Brown  {Sanders  Wood,  Fast),  Thor- 
oughly extract  4^  pounds  of  rasped 
sanders  wood  in  water.  Place  the  wood, 
together  with  the  extract,  in  a  boiler, 
add  2k  pounds  of  sumach  and  2k  pounds 
of  fustic  liquor,  and  let  the  bath  boil 
for  k  hour.  Then  place  the  wool  in 
the  bath,  work  it  thoroughly,  and  let 
it  boil  for  1^  hours.  The  wool  is  then 
lifted  out,  the  bath  cooled  off  by  adding 
cold  water,  and  1  pound  of  green  vitriol 
added,  when  the  wool  is  placed  back 
into  the  batii,  thoroughly  worked  in 
it,  and  boiled -for  inour  more.  It 
is  then  lifted  out,  4i  ounces  more  of 
green  vitriol  and  a  bucketful  of  urine 
are  added,  and  the  wool  worked  in  this 
without  allowing  it  to  boil. 

Chamois,  Triturate  ^  ounce  of  an- 
notto  with  water  and  add  to  this  fluid 
k  ounce  of  potash.  Let  the  bath  boil 
for  5  minutes  and  then  work  the  wool 
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in  it.  Now  dissolve  in  warm  water  1} 
ounces  of  alam,  and  work  the  wool  for 
a  few  minutes  in  this  solution. 

Gray  {Ash).  Boil  I  ounce  of  gall- 
nuts  in  a  suitable  quantity  of  water  for 
I  of  an  hour.  Then  dissolve  in  it  I 
ounce  of  tartar^  place  the  wool  in  the 
bath  and  let  it  boil  for  1  hour,  fre- 
quently stirrinff  it  in  the  meanwhile, 
when  it  is  lifted  out.  The  bath  is  then 
thoroughly  cooled,  1^  ounces  of  green 
vitriol  are  added,  and  the  wool  worked 
in  it  until  it  has  assumed  the  desired 
shade  of  color. 

Gray  {Bluish),  Boil  1}  ounces  of 
gall-nuts,  4^  ounces  of  tartar,  and  i 
fluid  drachm  of  indigo  tincture.  Place 
the  cloth,  previously  moistened,  in  this 
mixture  and  let  it  boil  for  li  hours, 
with  frequent  working.  It  is  then  lifted 
out  and  the  bath  compounded  with  4\ 
ounces  of  green  vitriol  and  the  cloth 
worked  in  it  for  ^  hour  longer. 

Gray  {Dark).  Put  1  jpound  of  log- 
wood and  ISi  ounces  of  sumac  in  a 
small  bag  and  boil  them  for  i  hour  in 
a  boiler  full  of  water.  Then  take  the 
bag  out,  place  13  pounds  of  cloth,  pre- 
viously moistened  with  hot  water,  in 
the  bath,  and  let  it  boil  for  1  hour, 
when  it  is  lifted  out.  The  bath  is  then 
cooled  by  adding  cold  water;  8f  ounces 
of  green  vitriol  are  added,  and    the 

foods  worked  in  it  for  i  hour,  and  then 
oiled  until  they  have  acquired  the  de- 
sired shade. 

Gray  {Fa^  Dark),  The  cloth  is  first 
grounded  blue  with  indigo  and  then 
boiled  in  a  solution  of  81  ounces  of  blue 
vitriol,  4^  ounces  of  taxtar,  and  some 
indigo  tincture. 

CrToy  {Light).  Rub  1  ounce  of  ver- 
digris as  fine  as  possible  with  3i  pounds 
of  good  vinegar;  let  the  fluid  stand 
over  night  and  boil  it  the  next  day  with 
water.  Add  to  the  solution  1  ounce  of 
gum  Arabic  and  work  the  goods  in  it  un- 
til they  have  acquired  the  desired  shade. 

Gray  {Silver),  Boil  for  10  minutes 
i  ounce  of  tartar,  i  ounce  of  sail-nuts, 
and  1  drachm  of  blue  vitriol.  Work 
the  wool  in  this  bath  and  then  let  it 
boU  until  the  desired  color  has  been 
obtained. 

Green  {Olive).  The  goods  are  first 
grounded  light  blue.  One  pound  of 
fustic  is  then  tied  in  a  small  bag,  placed 
in  a  boiler,  and  boiled  for  1  hour,  when 


it  IS  taken  out  and  Si  ounces  of  blu» 
vitriol,  2k  ounces  of  tartar,  3i  ounces  of 
madder,  and  1|  ounces  of  logwood 
liquor  are  dissolved  in  the  bath.  The 
goods  are  then  placed  in  the  bath  and 
boiled  for  1  hour,  when  they  are.  lifted 
out.  Four  and  one-half  ounces  of 
crushed  gall-nuts  are  now  added  to  the 
liquor  and  the  goods  boiled  in  this  for 
i  hour  more,  when  they  are  taken  out. 
The  bath  is  now  compounded  with  1} 
ounces  of  green  vitriol  and  some  urine, 
and  the  goods  are  worked  in  this  until 
they  are  sufficiently  dyed. 

Green  {Brownish-olive).  Boil  2i 
ounces  of  ^stic  and  1  ounce  of  madder, 
then  add  to  the  fluid  2i  ounces  of  tar- 
tar and  I  drachm  of  gall-nuts.  Place 
the  goods  in  the  bath,  let  them  boil  for 
li  hours,  take  them  out  and  cool  them 
off  in  the  open  air.  The  bath  is  cooled 
by  adding  cold  water,  and  compounded 
with  i  ounce  of  green  vitriol,  when  the 

foods  are  placed  back  in  it,  worked  for 
hour,  cooled  off,  and  rinsed. 
Lilac.    Dissolve  f  ounce  of  crystaJ- 
lized  tartar  and  2i  ounces  of  alum  in 
hot  water,  add  i  ounce  of  pulverized 
cochineal  to  the   solution,  work   the 

goods  in  the  bath  for  i  hour,  and  then 
oil  them  for  i  hour. 

Orange.  Put  1  pound  of  quercitron 
bark  in  a  small  oag  and  b^il  it  for 
i  hour  in  a  boilerful  of  water.  Then 
add  to  the  fluid  1  pound  of  alum,  ^ 
ounce  of  tartar,  ana  21  ounces  of  tin 
salt.  Boil  the  cloth  in  the  bath  for  i 
hour ;  cool  the  bath  off,  work  the  cloth 
once  more,  let  it  again  boil  for  half  an 
hour,  and  then  wash  it  out.  Now  boil 
81  ounces  of  madder  with  water,  and 
work  the  cloth  in  the  bath  with  con- 
stantly increasing  temperature. 

Yellow  {Bark).  Place  3i  pounds  of 
<]^uercitron  bark  in  a  bag,  boil  it  in  a 
tm  boilerful  of  water  for  i  hour.  Then 
add  2  pounds  of  alum,  1  ounce  of  tartar, 
and  81  ounces  of  tin  salt.  Now  boil 
the  goods  in  the  bath  for  8  to  10  min- 
utes, when  thev  are  taken  out.  Cool 
the  bath  by  adding  cold  water,  work 
the  wool  once  more  in  it,  and  then  let 
it  boil  for  ^  hour. 

Yellow  {Sulphur).  Go  through  the 
same  process  as  for  dark  yellow,  but 
add,  when  that  is  finished,  quercitron 
bark  and  solution  of  tin  to  the  bath  and 
let  the  wool  boil  in  it  for  ^  hour. 
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Yell<yu>  {with  Wdd),  Dissolve  6i 
pounds  of  alum  in  a  corresponding 
quantity  of  water  and  boil  the  woollen 
goods  in  this  for  2  hours,  when  they  are 
put  in  a  cool  place,  where  they  remain 
for  1  day  and  are  then  washed.  Now 
sew  3i  pounds  of  good  French  weld  in 
a  bag,  Doil  it  in  a  boilerful  of  water, 
cool  the  ]i<][uor,  and  work  the  wool 
thoroughly  in  this,  without  allowing  it 
to  boil. 

Cotton  Goods  and  Yarns. 

Black.  For  10  pounds  of  yam.  Pre- 
pare a  lukewarm  bath  of  1  pound  of 
dry  extract  of  logwood  and  1|  quarts  of 
water.  Dissolve  further  2  pounds  of 
dry  extract  of  logwood  in  2  gallons  of 
water.  Now  dve  2  pounds  of  the  yarn 
in  this  dye-bath,  take  it  out,  wrin^  it, 
and  let  it  dry  in  the  open  air.  One- 
quarter  of  the  first  solution  is  then 
added  to  the  bath,  and  the  second  \  of 
the  yam  treated  therein.  The  same 
process  is  repeated  with  the  remaining 
yam  until  all  &e  aolatioii  has  been 
used. 

No.  II.  Prepare  a  bath  by  dissolving 
81  ounces  of  bichromate  of  potash  and  2^ 
ounces  of  crystallized  soda  in  2  gallons 
of  water.  After  the  first  i  part  of  the 
yam  has  been  taken  from  the  dye-bath, 
i  of  the  solution  is  added  to  it ;  the  next 
portion  of  the  yam  is  dyed,  and  so  on. 

Brtmm  (Chocolate),  For  10  pounds. 
Boil  the  material  for  1  hour  with  1^ 
pounds  of  Sanders  wood,  8|  ounces  of 
gall-nuts.  If  ounces  of  extract  of  log- 
wood, 6i  ounces  of  prepared  catechu, 
and  3}  ounces  of  tartar.  After  boiling 
let  it  remain  in  the  bath  for  1  hour, 
then  add  a  solution  of  8f  ounces  oi 
green  vitriol  and  1}  ounces  of  blue  vit- 
riol; mix  them  intimately  with  the 
bath  and  place  the  material  in  it  for  1 
hour  longer,  when  it  is  taken  out  and 
rinsed. 

Chamois,  For  10  pounds.  Treat  the 
materials,  after  they  have  been  pre- 
pared for  dyeing,  in  a  warm  decoction 
of  4}  ounces  of  annotto  and  li  ounces  of 
potash ;  lift  them  out,  rinse,  and  then 
work  them  in  fresh  water  mixed  with 
sulphuric  acid,  and  rinse. 

Urimson,  For  10  pounds.  Red  yams 
are  boiled  in  clean  water.  Place  them 
in  a  bath  of  2  pounds  of  sumac.    Let 


them  remain  for  12  hours^  then  place 
them  in  a  bath  of  tin  salt  or  3^  Beaum4. 
Allow  them  to  remain  for  1  hour,  when 
they  are  winched  and  brought  into  a 
bath  of  Zi  ^unds  of  Brazil  wood.  Here 
they  remam  for  several  hours,  when 
they  are  winched  and  dried. 

Uold  Color  {Cotton  for  Fringes,  etc,). 
Boil,  with  constant  stirring,  81  ounces 
of  sugar  of  lead  and  1  pound  of  lithar^ 
in  3  gallons  of  water.  After  the  fluid 
has  boiled  for  5  to  10  minutes  allow  it 
to  stand  quietly  until  a  precipitate  is 
deposited,  then  pour  the  fluid  off  and 
mordant  the  yarn  in  this.  When  thor- 
oughly permeated  it  is  dried  at  a  uni- 
form heat,  and  then,  without  being 
washed,  dyed  in  a  bath  of  bichromate 
of  potash.  For  the  above-mentioned 
quantities  a  bath  is  used  of  81  ounces 
of  bichromate  of  potash,  to  which  4i 
ounces  of  nitric  acid  have'been  added. 
To  produce  a  perfectly  pure  chrome 
yellow  the  bath  must  be  entirely  clear. 
If  it  has  been  used  the  clear  liquor  must 
be  drawn  off  from  the  sediment.  Aa 
soon  as  the  yam  is  taken  from  the  bath 
it  is  washed  for  |  hour  in  a  stream  of 
running  water  to  remove  all  traces  of 
chrome  yellow  adhering  mechanically 
to  it.  To  produce  a  beautiful  golden 
lustre  dissolve  i  ounce  of  saffron  in  2 
pounds  of  spirit  of  wine  of  20°  Beaumd, 
and  add  to  the  solution  a  sufficient 
Quantity  of  fruit  brandy  to  produce  the 
aesired  shade.  As  a  general  rule  2 
minutes  are  sufficient  for  the  yam  to 
remain  in  this  solution.  The  excessive 
moisture  is  wrung  out  and  the  yam 
dried  in  the  shade  at  a  moderate  heat. 
The  yarn,  as  it  comes  from  the  saffron 
bath,  must  not  be  washed,  as  the  color 
becomes  dull  in  hard  water  containing 
lime  and  the  yam  rough. 

Gray  {Silver),  Boil  the  yam  in 
clean  water  and  bring  it  into  a  wooden 
vat  containing  hot  water  and  8|  ounces 
of  catechu  boiled  in  3^  quarts  of  clean 
water.  Work  the  yam  in  this  bath 
for  i  hour  and  wring  it.  Now  fill 
a  vat  with  clean  cola  water;  add  to 
this  2  ounces  of  green  vitriol  dissolved 
in  hot  water.  Work  the  yam  in  this 
until  it  has  acquired  the  desired  color, 
then  rinse  and  dry  it. 

Green  {Dark).  Boil  6i  pounds  of 
ftistic  in  pure  water  for  |  of  an  hour,  and 
add  5k  ounces  of  verdigris  dissolved  in 
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water.  Treat  the  material  in  a  bath 
of  11  pounds  of  sumac,  and  place  it 
for  h  nour  in  the  liquor  heated  to 
190°  F.  and  boil  for  a  few  minutes; 
then  lift  out  and  wring.  The  dyed 
material  is  brought  into  a  vat  contain- 
ing hot  water  and  extract  of  logwood 
and  worked  for  ^  hour  at  190°  F.  and 
rinsed. 

Mineral  Green,  Prepare  a  lye  of 
caustic  potash  by  dissolving  in  a 
wooden  vat  1^  parts  of  potash  in  water 
and  gradually  adding  2^  parts  of 
Ibumed  lime  to  the  solution.  The 
liauor  is  then  thoroughly  stirred,  and 
allowed  to  stand  quietly  for  12  hours, 
when  the  clear  fluid  is  arawn  off  into  a 
vat  filled  with  cold  water.  Twenty-five 
parts  of  the  material  to  be  dyea  are 
worked  in  the  liquor  for  i  hour,  when 
it  is  winched,  and  dyed  in  a  hot  bath  to 
which  have  been  added  1^  parts  of  sul- 
phate of  copper  dissolved  in  hot  water; 
nere  it  remains  for  ^  hour,  when  it 
is  winched  and  dried. 

Yellow,  Dissolve  1  ounce  of  sugar 
of  lead  and  ^  ounce  of  alum  in  warm 
water;  place  1  pound  of  material  in 
this  batn,  work  it  for  some  time,  and 
finish  the  dyeing  process  in  a  solution 
of  chromate  of  potash. 

Yellow  ( Chrome),  For  15  pounds  of 
yam  or  cloth.  I.  Slack  6  pounds  of 
freshly  burned  lime  in  50  gallons  of 
water,  and  then  dissolve  3  pounds  of 
sugar  of  lead  in  the  liquor. 

II.  Stir  3  pounds  of  acetate  of  lead 
into  2  gallons  of  water  and  slake  6 
pounds  of  freshly  burned  lime  in  the 
liquor.  The  plumbiferouslime  formed 
in  this  manner  is  brought  into  50  gal- 
lons of  water  and  tiie  fluid  allowed  to 
become  clear  by  standing,  when  it  is 
ready  for  use. 

The  cotton  material  is  then  moistened 
twice  in  succession  with  one  of  the 
above  fluids,  and,  while  still  moist, 
brought  into  a  bath  of  chromate  of 
potash.  This  gives  a  beautiful  chrome 
yellow  color. 

A  beautiful  green  is  obtained  by  dve- 
ing  indigo-blue  cotton  goods  in  the 
above  manner. 

To  Dye  Wool,  Silk,  and  Cotton 
WITH  Aniline  Colors. 

*>  MLchHne  on  Wool,    In  using  aniline 


colon  it  IS  of  the  greatest  advantage  to 
transform  them  by  dissolution  into  a 
verv  much  diluted  fluid.  For  instance 
fucnsine,  soluble  in  water,  is  dissolved 
with  grskdual  stirring  in  boiling  water 
in  the  proportion  of  2  pounds  of  crys- 
tallissed  fuchsine  in  60  gallons  of  water. 
The  resulting  solution  is  filtered  and 
used  for  dyeing.  The  wool,  uniformly 
moistened,  is  dyed  without  any  further 
preparation  in  a  verv  clean,  tepid 
oath  of  85°  F.  to  which  some  solution 
of  fuchsine  is  added  from  time  to  time, 
and  the  temperature  raised  to  120°  F. 
Two  j)Ounds  of  fuchsine,  soluble  in  alco- 
hol, IS  gradually  dissolved  in  4  to  4^  gal- 
lons of  good  spirit  of  wine  of  90  per  cent., 
previously  heated  to  100°  to  120°  F.. 
and  the  solution  used  for  printing  ana 
dyeing.  For  printing  on  silk  and  wool 
the  ordinary  inspissations  are  used, 
such  as  gum,  etc.,  but  on  cotton  it  is 
necessary  to  use  albumen,  which  should 
always  be  preferred  to  its  substitutes. 

Fuchsine  on  Silkf  Bluish  Shade, 
One  of  the  above-mentioned  solutions 
of  fuchsine  is  added  to  a  cold  bath 
acidulated  with  acetic  or  tartaric  acid, 
and  the  silk  dyed  in  this,  with  slow 
addition  of  color,  until  the  desired 
shade  has  been  obtained.  If  less  bluish 
shades  are  desired,  no  acid  is  added  to 
the  bath. 

Fuchsine  on  Cotton,  Only  thorough- 
ly mordanted  cotton  can  to  well  and 
uniformly  dyed  with  fuchsine.  An  oil 
mordant,  as  for  Turkish  red,  is  excel- 
lent, but,  instead  of  this,  an  acid  mor- 
dant consisting  of  1  part  of  sulphuric 
acid  and  about  3  parts  of  olive  oil  may 
be  advantageously  used.  A  tannic 
acid  mordant  can  also  be  recommended. 
The  yarn  is  then  brought  into  a  solu- 
tion of  sumac  of  120°  F.,  then  into  a 
bath  of  stannate  of  soda,  and  finally 
into  a  bath  containing  sulphuric  acid, 
when  it  is  washed  and  dyed  as  given 
above. 

Eosine  on  Wool.  Eosine,  soluble  in 
water,  is  dissolved  in  hot  water,  and 
that,  soluble  in  alcohol,  in  spirit  of 
wine,  in  the  same  manner  as  fuchsine. 

Prepare  a  water  bath  of  ^°  F.,  add 
a  sufficient  quantity  of  the  eosine  dis- 
solved in  water,  place  the  thoroughly 
moistened  wool  in  it  and  heat  to 
105°  F.  Then  add  alum  in  the  pro- 
portion of  11  to  2|  ounces  to  2  pounds 
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»f  wool,  bring  the  bath  slowly  to  the 
boiling  point  and  let  it  boil  for  aboat 
i  hour.  The  wool  is  then  finished  by 
thorough  washing. 

The  following  receipt  has  been 
thoroughly  tried  and  found  to  be  excel- 
lent: For  80  pounds  of  wool  take  3 
Sounds  of  tartar  and  2  pounds  of  eosine 
issolved  and  filtered  through  a  cloth. 
Enter  the  moist  wool  and  let  it  boil 
slowly  for  }  hour.  The  wool  is  then 
lifted  out,  2  pounds  of  chloride  of 
tin  is  dissolvea  in  the  same  bath  and 
thoroughly  stirred.  The  wool  is  a^in 
placed  in  the  bath,  and  slowly  boiled 
for  i  hour  longer.  It  is  best  to  allow 
the  wool  to  cool  in  the  boiler. 

Eosine  on  Silk,  Dje  in  a  boiling  soap 
bath  with  an  addition  of  an  organic 
acid. 

JCosine  on  Cot(<m,  Foir  bluish  shades, 
the  cotton  is  placed  in  a  bath  of  cas- 
tile  soapsuds  of  120®  F.  and  allowed 
to  remain  in  it  for  i  hour.  It  is 
then  mordanted  for  i  hour  with  ni- 
trate of  lead  of  3°  Beaum6.  then  thor- 
oughly washed,  and  finally  dyed  in 
a  bath  of  eosine  of  120<>  F.  For  a 
yelUywish  shade  more  or  less  alum, 
according  to  the  tint  desired,  is  addea 
to  the  bath  of  nitrate  of  lead.  Very  pure, 
soil  water  should  be  used  for  all  baths. 

Scarlet  and  Erythrosine  on  Wool, 
Dissolve  the  color  in  hot  water.  Then 
prepare  a  batii  of  120°  F.,  which  con- 
tains 10  pounds  of  alum  to  100  pounds 
of  wool,  and  place  the  wool  in  it.  After 
the  lapse  or  i  hour  add  the  color- 
ing matter,  bring  the  bath  slowly  to 
the  boiling  point,  and  let  the  wool  boil 
for  \  hour,  when  it  is  taken  out  and 
thoroughly  washed. 

Violet  on  Wool,  Two  pounds  of  ani- 
line violet  is  dissolved  with  slow  stir- 
ring in  6  to  8  gallons  of  spirit  of  wine. 
90  per  cent,  strong,  the  solution  heated 
to  106°  F.,  and  then  filtered.  The  wool 
is  dyed  in  a  weak  sulphuric  acid  bath 
of  105°  to  125°  F.,  to  which  the  dye- 
stuff  is  added.  The  bath  is  slowly 
brought  to  the  boiling  point.  A  more 
or  less  reddish  tint  can  be  given  by  an 
addition  of  sulphuric  acid. 

Violet  on  Silk,  The  silk  is  placed  in 
a  bath  of  105°  to  125°  F.,  slightly  acid- 
ulated  with  sulphuric  acia,  and  the 
desired  shade  is  obtained  by  slowly 
adding  the  dye-stuff. 


Aniline  Blue  {Blue,  Light  Blue,  and 
Soluble  Blue),  The  color  is  dissolved 
in  the  same  manner  as  violet,  but  it  is 
advisable  to  take  more  spirit  of  wine. 
The  soluble  blue  is  dissolved  in  boiling 
water. 

On  Wool  aivd  Silk,  The  same  direc- 
tions hold  good  as  for  violet,  but  more 
alum  is  added  and  generally  more  sul- 
phuric acid.  A  clearer  and  more  beauti- 
ful color  on  wool  is  obtained  bv  boiling 
the  wool  first  with  chloride  of  tin  and 
alum.  Of  all  the  colors  mentioned 
here,  blue  is  the  most  difficult  to  dis- 
solve in  water,  and  as  the  fibres  do  not 
absorb  it  uniformly  it  is  requisite  that 
the  coloring  matter  shoula  be  added 
very  gradually. 

Cotton  is  dyed  in  a  bath  to  which 
acetate  of  alumina  has  been  added  as  a 
mordant.  The  acetate  of  alumina  is 
obtained  by  boiling  15  parts  of  su^r 
of  lead  and  20  of  sulphate  of  alumina 
with  100  of  water.  The  resulting  clear 
solution  is  used  as  a  mordant. 

Alkali  Blue,  Two  pounds  of  this  is 
dissolved  in  at  least4  gallons  of  boiling 
water,  and  when  the  solution  is  com- 
plete 15  gallons  more  of  hot  water  are 
added  to  it. 

For  100  pounds  of  Wool.  Prepare 
a  bath  with  8^  pounds  of  borax,  heat  it 
to  105°  F.,  then  add  the  solution  of 
coloring  matter,  and  gradually  heat  to 
the  boiling  point.  The  wool  is  then 
washed  in  cold  water,  placed  in  a  luke- 
warm bath  acidulated  with  sulphuric 
acid,  and  heated  to  the  boiling  point. 
To  dye  according  to  sample,  dissolved 
coloring  matter  is  addea  to  the  first 
bath  until  a  sample  of  the  wool,  taken 
from  this  bath  and  worked  in  a  boiling 
hot  acid  bath,  has  assumed  the  desired 
color. 

A  bath  of  waterglass  is  now  generally 
preferred  to  that  of  borax,  15  pounds 
of  it  being  required  for  100  pounds  of 
wool.  The  further  treatment  is  the 
same  as  with  borax. 

Light  Blue  on  Cotton,  For  100 
pounds.  The  cotton  is  soaped  and 
dried.  A  solution  of  2  pounds  of  alum, 
2  pounds  of  tartar  emetic,  and  6  pounds 
01  dissolved  calcined  soda  is  used  as  a 
mordant.  After  mordanting  the  cotton 
it  is  dyed  in  a  fresh  bath,  to  which 
diluted  sulphuric  acid  has  been  added 
the  temperature  being  gradually  raised 


102 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


from  750  P.  to  140°  F.  The  cotton 
should  be  cooled  off  in  the  bath. 

China-blue  on  Cotton,  The  color  ib 
dissolved  in  the  same  manner  as  the 
blue  soluble  in  water.  Some  alum  is 
added  to  the  tepid  water-bath,  and  the 
cottf>n  dyed  by  heating  the  bath  to  the 
boiling  point  and  allowing  it  to  cool 
in  it. 

Dahlia  and  Primula,  These  colors 
are  soluble  in  water  and  in  alcohol. 
Those  soluble  in  water  are  dissolved  in 
the  same  manner  as  fuchsine,  bat  those 
soluble  in  alcohol^  like  the  aniline 
violet.  The  wool  is  dyed  with  these 
solutions,  without  any  Airther  prepa- 
ration, at  ^°  to  105°  F.,  and,  when 
finished,  worked  several  times  in  the 
boiling  bath.  Silk  is  dyed  with  the 
dissolved  and  filtered  coloring  matter 
in  a  bath  heated  to  85°  to  105°  F.,  to 
which  a  very  small  quantity  of  tartaric 
acid  or  some  sulphuric  acid  has  been 
added,  until  it  has  acquired  the  desired 
shade^  and  is  then  frequently  turned 
over  m  the  boiling  bath.  For  dyeing 
cotton,  acetate  of  alumina  is  added,  and 
the  goods  treated  in  the  same  manner  as 
given  for  blue. 

Methyl-violet,  This  is  soluble  in 
water.  The  dyeing  is  accomplished  by 
adding  acetic  acid,  or  some  other  or- 
ganic acid. 

Methyl  and  Emerald-green,  Dis- 
solve 2  pounds  of  green  powder  in  7  to 
8  gallons  of  lukewarm  water ;  add.  with 
constant  stirring,  some  acetic  acid,  and 
heat  the  solution  to  140°  F.  Boiling 
must  be  strictly  avoided.  Then  dis- 
solve 2  pounds  of  concentrated  green 
paste  in  3  gallons  of  alcohol  of  90  per 
cent.,  and,  with  constant  stirring,  add 
water  and  some  acetic  acid,  noting  that 
the  temperature  must  not  be  allowed  to 
rise  above  95°  F.  This  solution,  as 
well  as  that  of  green  {)0wder,  is  filtered 
and  then  used  tot  dyeing.  / 

For  20  pounds  of  Wool  {Dyed  in  the 
Wooden  Pat).  Dissolve  6  ponnds  of 
hyposulphite  of  sodium,  and  add  3 
pounds  of  hydrochloric  acid.  Heat  the 
liquor  to  105°  F.,  place  the  wool  in  the 
bath,  and,  with  vigorous  stirring,  heat 
it  to  the  boiling  point.  The  wool  is 
then  lifted  out  and  washed  in  a  fresh, 
cold  bath.  Now  prepare  a  fresh,  luke- 
warm bath,  and  add  to  it  10  ounces  of 
acetic  aoid  and  2  pounds  of  oil  soap 


dissolved  mt  85°  F.  The  wool  is  placed 
in  this  bath,  dyed  with  the  above  solu- 
tions at  120°  to  140°  F.,  and  then  thor- 
oughly washed. 

For  dyeing  nlk,  a  little  acetic  acid  is 
added  to  the  bath,  and  the  dyeing  ac- 
complished at  a  temperature  of  110°  F. 

Cotton  is  first  brought  into  a  sumach 
bath,  wrung  out,  and  then  into  a  bath 
of  stannate  of  sooium.  It  is  then  placed 
in  the  dye-bath  heated  to  105°  F.  and 
weakly  acidulated  with  acetic  acid. 
To  obtain  yellowish  tints  on  cotton,  add 
picric  acid  to  the  bath,  or,  what  is  still 
better,  it  is  dyed  with  picric  acid  in  a 
special  bath,  which  can  be  used  again. 

The  following  receipt  for  35  to  45 
pounds  of  woollen  yam  has  been  thor- 
oughly tried  and  found  to  be  exceUent : 
Add  10  pounds  of  hyposulphite  of  so- 
dium and  5  pounds  of  hydrochloric  acid 
to  a  lukewarm  bath,  enter  the  wool  at 
120°  F.,  and  raise  the  heat  to  160°  F. ; 
then  let  the  yam  stand  in  the  bath  for  1 
hour,  when  it  is  thoroughly  rinsed. 
In  the  wooden  vat,  the  feed  pipe  of 
which  should  be  if  possible  of  rubber 
or  glass,  as  metal  must  be  avoided 
wherever  possible,  9|  ounces  of  methyl- 
green  dissolved  and  filtered  are  added, 
and  according  to  loquirement  from  3i 
to  7  ounces  of  picric  acid,  and  the  dye- 
ing is  finished  at  105°  to  120°  F. 

MaUtchite-green,  Dissolve  2  pounds 
of  malachite-green  (la.)  in  about  35  gal- 
lons of  water ;  heat,  with  constant  stir- 
ring^ to  the  boiling  ]>oint,  and,  after 
boiling,  filter  for  15  minutes. 

Malachite-green  on  wool  is  treated  in 
the  same  manner  as  given  for  methyl- 
green,  namely,  with  hyposulphite  of 
sodium  and  hydrochloric  or  sulphuric 
acid. 

Silk  is  also  dyed  in  the  same  manner 
as  ^ven  for  methyl-green ;  but  as  mala- 
chite-green is  of  a  more  yellowish  tint, 
considerable  picric  acid  may  be  saved. 
If  that  shade  is  desired,  but  a  very 
small  quantity  of  the  acid  need  be  ad- 
ded. 

Cotton  is  mordanted  with  sumach, 
then  placed  in  the  dye-bath  containing 
tartaric  or  acetic  acid,  and  dyed  at  a 
lukewarm  temperature. 

Malachite-green  may  be  highly  rec- 
ommended for  printing  on  cottons ^  the 
more  so  as  this  color  can  stand  any  de- 
gree of  heat  and  the  hottest  steam  with- 
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out  changing  or  losing  its  shade.  To 
10  pounds  of  solution  of  coloring  mat- 
ter add  3^  ounces  of  tannin,  and  heat 
to  140°  F. 

The  same  remarks  hold  good  for 
printing  on  woollens.  Two  pounds  of 
malachite-^en  (la.)  dissolved  in  7  gal- 
lons of  boiling  water  are  generally  used. 
The  solution  is  filtered,  and  7  gallons 
of  gum-water  and  about  6^  pounds  of 
glycerine  are  added  to  it. 

Naphthaline  Colors.  Ponceau, 
Orange,  and  Bordeaux,  These  colors 
are  dissolved  in  boiling  water. 

For  100  pounds  of  Woollen  Yam. 
Prepare  a  bath  containing  2|  pounds  of 
tartar,  heat  to  105°  F.,  ulace  the  yarn 
in  it,  turn  it  5  times,  ana  then  add  the 
quantity  of  coloring  matter  required. 
After  turning  it  several  times  add  very 
slowly  bh  pounds  of  the  composition  of 
tin  given  oelow,  bring  the  yam  to  a 
boil,  and  let  it  boil  for  ^  hour,  when 
it  is  taken  out,  cooled  gS,  and  thorough- 
ly washed.  The  color  takes  quickly 
after  the  composition  of  zinc  is  added 
and  becomes  very  brilliant. 

For  100  pounds  of  Piece  Goods, 
The  goods  are  placed  in  the  vat  at  105° 
F.  The  bath  should  contain  from  2  to 
3  per  cent,  of  tannin.  The  coloring 
matter  and  2i  per  cent,  of  composition 
of  tin  are  then  added ;  then  the  goods 
are  strongly  boiled  for  h  nour, 
allowed  to  cool,  and  thoroughly  washed. 
Even  the  thickest  goods  are  thor- 
oughly dyed  in  this  manner. 

Composition  of  tin  is  prepared  in  the 
following  manner :  Mix  3  parts  of  hy- 
drochloric acid,  1  of  nitric  acid,  and  1 
of  water.  The  mixture  is  moderately 
heated  and  1  pound  of  English  granu- 
lated tin  is  then  added  ror  every  6i 
pounds  of  the  mixture. 

Silk  is  dyed  with  these  magnificent 
colors  in  the  soap  bath,  with  an  addi- 
tion of  some  acetic  acid  and  the 
quantity  of  coloring  matter  required. 

Cotton  is  first  soaped  and  then  dried. 
It  is  then  strongly  mordanted  for  1 
hour  in  acetate  of  alumina  which  must 
be  **free  from  lead"  wrung  out,  and 
directly  dyed  in  a  fresh  water-bath  to 
which  the  dissolved  coloring  matter  has 
been  added.  The  temperature  is  raised 
to  the  boiling  point,  and  the  cotton 
allowed  tocoolin  the  bath.  The  baths, 
once  preparocl,  can  be  used  again. 


Acetate  of  alvm^inafree  from  lead  is 
prepared  as  follows:  Dissolve  4  parts 
of  sulphate  of  alumina  and3i  of  crystal- 
lized soda  in  7  parts  of  water.  Then 
dissolve  5  parts  of  sugar  of  lead  in  3i 
of  water.  Boil  each  solution  by  itself, 
mix  them  slowly  while  lukewarm,  ana 
filter  this  mixture ;  then  the  alumina  is 
readv  for  use. 

The  naphthaline  colors,  ponceau, 
Bordeaux,  and  orange,  should  be  used  in 
a  wooden  vat  or  in  a  well-tinned  boiler, 
and  this  especially  for  wool  and  woollen 
goods,  as  unsatisfactory  results  are 
obtained  by  using  a  copper  boiler,  as  is 
evident  to  every  practical  dyer.  The 
colors  will  wash  and  are  not  changed 
by  atmospheric  influences  or  light. 

Qo  Dye  FeU  Hois  with  Aniline 
Colors,  For  the  dyeing  of  felt  hats 
aniline  colors  can  be  useoin  every  case. 
The  coloring  matter  is  used  repeatedly 
to  make  the  shade  satisfaotorv.  If  the 
dyeing  follows  the  fulling,  the  felt  is 
not  penetrated  so  easily.  But  the  hair 
can  t>e  directlv  dyed,  and  the  dyed  hair 
fulled.  For  this  purpose  a  solution  of 
the  dye  is  made  in  boiling  water,  then 
allowed  to  cool,  and  filtered.  A  pan 
with  water  heated  to  85°  F.  is  prepared, 
the  necessary  quantity  of  coloring  mat- 
ter added;  the  mixture  thoroughly 
stirred  up^  and  the  hair,  moistened  and 
enclosed  in  a  basket,  is  placed  in  the 
bath.  The  bath  is  heated  to  140°  F. 
and  the  basket  agitated  continually. 
Fresh  coloring  matter  is  introduced 
when  the  hair  has  absorbed  a  certain 
amount,  the  basket  being  for  the  time 
removed. 

When  the  hair  is  fully  dyed,  the 
basket  is  lifted  out  and  the  hair 
allowed  to  cool  and  well  rinsed.  Mixt- 
ures of  aniline  colors  may  be  used  for 
particular  tints.  For  Jyrown^  cerise, 
merron,  etc.,  are  used.  These  g^ve  with 
indigo-carmine  and  picric  acid,  with 
addition  of  a  little  sulphuric  acid,  beau- 
tiful brown  shades.  For  the  prepara- 
tion of  the  fiivorite  ''^iwnarcA^'  a  solu- 
tion of  Manchester  brown  can  be  used, 
which  is  toned  down  by  addition  of 
indigo-carmine,  picric  acid,  and  fiich- 
sine. 

To  Dye  Felted  Fabrics  with  Ani' 
line  Colors,  In  making  felted  fabrics 
of  a  mixture  of  animal  and  vegetable 
fibres,  it  is  found  difficult  to  dye  them 
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eyenly,  as  the  vegetable  fibre  does  not 
take  the  dye  equally  with  the  animal. 
To  overcome  this  difficulty  the  vege- 
table mattM*  is  neutralized  bv  subiect- 
ing  the  felted  fabric  to  an  acia  batn  of 
from  6®  to  12°  Beaum4,  and  then  wash- 
ing to  remove  the  acid,  after  which  the 
fabric  will  dye  an  even  tint. 

lb  Dye  Mother-of-Pearl  with  Arviline 
Colors,  Wash  the  thin  plates  with 
lukewarm  solution  of  potash,  then 
place  them  in  a  concentrated  aqueous 
solution  of  the  coloring  matter,  and  let 
them  stand  in  a  warm  place,  frequently 
stirring  them.  If  the  dye  is  to  pene- 
trate to  some  depth  the  plates  must  re- 
main in  the  coloring  matter  for  two 
weeks,  then  be  rinsed  and  dried. 

7b  Dye  Straw  and  Stra/ic  Hois, 
Black,  For  25  Straw  HcUa,  Prepare 
a  boiling  bath,  and  add  to  it  4^  pounds 
of  logwood,  1  pound  of  gall-nuts  or 
sumach,  and  4|  ounces  of  turmeric,  or 
fustic.  Let  the  hats  boil  in  this  bath 
for  2  hours.  Then  place  them  in  a 
bath  of  ferric  nitrate  of  4°  Beaum6  and 
rinse  them  carefully  in  water,  and  dry 
and  brush  them. 

CheatniU'hrotmi.  For  25  Straw 
Hats.  One  and  one-half  pounds  of 
ground  red  sanders  wood,  2  pounds  of 
ground  turmeric,  6i  ounces  of  gall-nuts 
or  sumach,  and  |  ounce  of  rasped  log- 
wood are  boiled  for  at  least  2  hours  in  a 
boiler  of  sufficient  capacitv  to  hold  the 
hats  without  being  pressed  against  each 
other.  The  hats,  luier  being  boiled  for 
2  hours  in  this  bath,  are  rin^  out  and 
allowed  to  remain  over  night  in  a  bath 
of  ferric  nitrate  of  40°  Beaum^,  when 
they  are  carefully  rinsed  out  several 
times  to  remove  the  acid.  For  a  darker 
chestnut-brown  the  quantity  of  sanders 
wood  is  increased.  When  the  straw  is 
dry  the  hats  are  brushed  with  a  bmi^ 
of  dog's  (or  couch)  grass  to  give  them 
lustre. 

Silver-gray,  For  26  Straw  Hats, 
The  whitest  straw  should  be  selected 
for  this  color.  The  hats  are  first 
soaked  in  a  bath  of  crystallized  soda  to 
which  a  little  of  a  clear  solution  of  lime 
and  4i  pounds  of  alum  and  3i  ounces 
of  tartaric  acid  have  been  added.  The 
hats  are  then  allowed  to  boil  in  this 
bath  for  2  hours,  when  they  are 
rinsed  with  slightly  acidulated  water. 

VioUt,    F<yr  25  Straw  Hats.    Two 


pounds  of  alum,  1  pound  of  tartario 
acid,  and  a  like  quantity  of  chloride  of 
tin.  Let  the  hats  boil  in  this  bath  for 
2  hours  and  then  add,  according  to  the 
shade  to  be  produced,  decoction  of  log- 
wood and  indigo-carmine,  and  rinse 
them  with  water  with  a  slight  addition 
of  alum. 

To  Dye  Kid  Gloves.  The  dye  solu- 
tions are  brushed  over  a  glove  drawn 
smoothly  over  a  wooden  hand.  In 
order  to  dye  black,  the  glove  is  first 
washed  with  alcohol  and  dried,  and 
then  brushed  with  a  decoction  of  log- 
wood, left  for  10  minutes,  and  then 
brushed  over  once  more  with  logwood. 
Ailer  10  minutes,  the  glove  is  dipjied 
into  a  solution  of  sulphate  of  iron,  and 
brushed  afterward  with  warm  water. 
If  the  color  is  not  dark  enough,  add  a 
little  fustic  or  decoction  of  quercitron 
in  the  logwood  bath.  In  place  of  the 
sulphate  of  iron,  the  nitrate  may  be  ad- 
vantageously emplo^^ed.  When  the 
glove  begins  to  dry,  it  is  rubbed  with 
a  little  Provence  oil  and  talc,  laid  be- 
tween  flannel,  and  pressed.  It  is  again 
rubbed  with  oil  ana  talc,  and  drawn  oh 
a  wooden  hand.  The  glove  must  not  get 
black  on  the  inside,  consequently  none 
of  the  coloring  matter  should  reach  the 
inside^  of  the  glove.  Broton  is  dyed  by 
brushing  the  glove  with  a  decoction  of 
fustic  red  and  logwood  with  a  little 
alum.  The  quantities  of  the  dyestuff 
to  be  used  are  regulated  accoraing  to 
the  shades  desired.  For  darkening  the 
color  a  small  quantity  of  solution  of 
sulphate  of  iron  is  used. 

MoToceo^ed  is  produced  by  brushing 
the  elove  with  a  aecoction  of  cochineaL 
to  which  a  little  tin  salt  and  oxalic  acia 
are  added.  The  shade  is  easily  made 
darker  by  adding  a  little  logwood. 
Gray  is  produced  by  brushing  the  glove 
with  a  aecoction  of  sumach,  and  then 
treating  it  with  a  weak  solution  of  sul- 
phate of  iron ;  a  greenish-gray  shade  is 
obtained  by  the  addition  of  nistic  and 
logwood,  or  fustic  and  indigo-carmine, 
to  the  decoction  of  sumach. 

The  aniline  colors  all  fix  themselves 
without  any  further  addition  by  brush- 
ing their  solutions  on  the  gloves.  In 
place  of  the  bru^  a  sponge  may  be 
used  where  it  seems  suitable.  In  order 
to  give  black  a  pleasing  bluish  appear- 
ance, after  the  dyeing,  it  may  be  washed 
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with  a  little  sal-ammoniac.  Should 
the  seams  in  the  gloves  remain  white 
after  dyeing,  they  are  coated  with  a 
paste  to  which  a  little  fat  is  added. 

To  Dye  Kid  Gloves  Orange-yellow. 
Take  a  good  pinch  of  saffron,  1  drachm 
of  annotto,  and  a  like  quantity  of  isin- 
glass; pour  li  pints  of  hoiliug  water 
over  these  ingredients,  and  let  them 
stand  over  night.  Cleanse  the  gloves 
with  alcohol,  draw  them  over  wooden 
hands,  and  apply  the  solution  with  a 
brush.  The  isinglass  gives  durability 
and  a  beautiful  lustre  to  the  color. 

To  Dye  Horsehair,  The  hair  is  kept 
in  a  soap  bath  of  120°  F.  for  24  hours, 
and  frequently  stirred,  taken  out  and 
washed,  and  is  then  ready  for  the  dye. 

DlacK.  Boil  the  hair  with  milk  of 
lime,  then  place  it  for  several  hours  in 
a  decoction  of  logwood,  and  finally  treat 
it  with  acetate  of  iron. 

lilue.  Mordant  the  hair  in  a  warm 
solution  of  alum  and  tartar,  and  then 
dye  it  in  a  bath  of  indigo-carmine  com- 
pounded with  alum,  or  in  a  solution  of 
indigo  in  sulphuric  acid. 

Brown,  rlace  the  hair  in  a  decoc- 
tion of  logwood  prepared  with  lime- 
water,  raise  the  temperature  of  the  bath 
to  120°  F.,  allow  the  hair  to  remain  in 
it  for  12  hourS)  and  then  wash  it  in 
water. 

Red,  Place  the  hair  for  \  hour  in 
a  solution  of  tin  salt  to  which  some 
warm  water  has  been  added.  Then 
wring  it  out  and  bring  it  into  a  decoc- 
tion of  logwood  compounded  with  alum. 
Allow  it  to  remain  m  this  for  24  hours, 
and  then  rinse  and  diy  it. 

To  Dye  Imitation  (forals.  Alabaster 
is  generally  used  for  making  imitation 
corals.  For  the  purpose  of  dyeing  them, 
prepare  a  bath  of  1  part  of  tartar,  i  part 
of  composition  of  tin,  and  70  of  water. 
The  composition  of  tin  is  prepared  from 
8  parts  of  nitric  acid,  1  of  sal-ammoniac, 
1  of  tin,  and  25  of  water. 

Saturate  this  bath  with  cochineal  and 
bring  it  to  the  boiling  point.  Then 
allow  it  to  cool  and  decant  it.  The 
alabaster  is  placed  in  this  clear  fluid, 
boiled  for  1  hour  in  it,  then  dried  in  the 
open  air,  and  finally  put  for  2  or  3 
hours  in  a  bath  composed  of  equal 
parts  of  stearic  acid  and  wax.  When 
the  articles  are  taken  from  this  bath 
tliey  are  wiped  off  with  paper  and  pol- 


ished with  a  substance  which  should 
not  be  too  hard. 

Animalizing  of  Hemp.  Jute,  etc. 
Every  dyer  who  handles  these  articles 
knows  now  difficult  it  is  to  mordant 
and  dye  hemp  and  jute.  To  overcome 
this  difficulty  place  these  fibrous  sub- 
stances in  a  steam  boiler,  and  let  them 
boil  for  1  hour  in  a  sufficient  quantity 
of  soda;  then  rinse  and  subject  them  in 
a  well-closed  vessel  to  the  action  of 
chloride  of  lime.  The  substances  ani- 
malized  in  this  manner  can  be  easily 
bleached  or  dyed. 

Mordants.  Olivier's  Mixtures  as 
Substitutes  for  Tartar  in  Dyeing  Wool. 
I.  Dissolve  100  parts  of  common  salt  in 
300  parts  of  water ;  add  to  the  solution 

1  part  of  white  arsenic,  10  of  sulphuric 
acid,  and  3  of  nitric  acid. 

II.  Mix  100  parts  of  Glauber's  salt 
with  1  of  sulpnuric  acid,  3  of  nitric 
acid,  and  6  of  vinegar. 

III.  Mix  100  parts  of  Glauber's  salt 
with  6  of  sulphuric  acid  and  2  of  nitric 
acid. 

IV.  Mix  100  parts  of  Glauber's  salt 
and  3  of  powdered  tartar  with  6  of  sul- 
phuric acid. 

Huilard^s  Substitute  for  Tartar  in 
Dyeing  Wool  Blacky  wiuiout  an  addi- 
tion of  alum,  is  composed  of  16.5  gal- 
lons of  water,  55  pounds  of  common 
salt,  and  11  pounds  of  nitric  acid  of  36° 
6eanm4.  The  common  salt  is  dissolved 
in  the  water,  the  nitric  acid  is  then 
added,  and  the  solution  filtered.  If 
tartar  and  alum  have  been  used  as  a 
mordant,  33  pounds  of  sulphate  of  alu- 
mina are  gradually  added  m  small  por- 
tions to  tne  solution  of  common  salt 
with  nitric  acid.  It  is  necessary  to  add 
some  tartar  and  alum  to  the  bath  to  be 
used  for  the  first  piece  of  goods,  or 
a  little  tartar  is  added  to  the  dye- 
bath. 

Mordant  for  Dark  Med  on  Cottons. 
One  and  three-quarter  gallons  of  soft 
water.  2  pounds  of  cream  of  tartar,  11 
pounds  of  good  alum,  1  pound  of  sal- 
ammoniac,  81  ounces  of  solution  of  tin, 
3i  pounds  of  crystallized  soda,  and  2 
pounds  of  spirit  of  wine. 

Mordant  for  Light  Red  on  Cottons. 
One  and  one-half  gallons  of  water,  2i 
ounces  of  cream  of  tartar,  71  pounds  of 
good  alum,  13i  ounces  of  sal -ammoniac, 

2  pounds  of  crystallized  soda,  8|  ounces 
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of  solution  of  tin,  and  2  pounds  of  spirit 
of  wine. 

Mordant  for  Scarlet  on  Cottons.  One 
and  three-quarter  gallons  of  soft  water, 
11  pounds  of  alum,  1^  pounds  of  sal- 
ammoniac,  3i  pounds  of  crystallized 
soda,  81  ounces  of  solution  of  tin,  1 
quart  of  spirit  of  wine,  and  1  pound  of 
sugar  of  tin. 

Mordant  for  Light  Scarlet  on  Cottons. 
One  and  one-half  gallons  of  soft  water, 
6h  pounds  of  alum,  8}  ouilces  of  sal- 
ammoniac,  1  pound  of  crystallized  soda. 
13i  ounces  of  solution  of  tin,  1  quart  or 
spirit  of  wine,  and  1  pound  of  sugar  of 
tin. 

Mordant  for  Crimson  on  Cottons. 
One  and  one-half  gallons  of  soft  water, 
2  pounds  of  lime,  5i  pounds  of  alum,  1 
pound  of  sal-ammoniac,  4^  ounces  of 
potash,  8|  ounces  of  liver  of  sulphur,  1 
quart  of  spirit  of  wine,  1  pound  of  sugar 
of  tin,  and  1  pound  or  spirit  of  sal- 
ammoniac. 

Mordant  for  RosC'red  on  Cottons. 
One  and  one-half  gallons  of  soft  water, 
li  ounces  of  cream  of  tartar,  3i  pounds 
of  alum,  81  ounces  of  sal-ammoniac,  8| 
ounces  of  solution  of  tin,  4^  ounces  of 
liver  of  sulphur,  81  ounces  of  sugar  of 
tin,  and  2  pounds  of  spirit  of  sal-am- 
moniac. 

Mordant  for  Fiery  Red  on  Cottons. 
One  and  one-half  gallons  of  soft  water, 
li  pounds  of  verdigris,  4^  pounds  of 
alum,  3i  pounds  of  blue  vitriol,  and  1 
quart  of  spirit  of  wine. 
"  Mordant  for  Purple  on  Cottons.  One 
and  one-half  gallons  of  soft  water,  81 
ounces  of  cream  of  tartar,  8$  pounds  of 
alum,  4^  pounds  of  lime,  8|  ounces  of 
potash,  li  pounds  of  solution  of  tin,  4i 
pounds  of  sugar  of  tin,  and  2  pounds  of 
iron  liauor. 

Mordant  for  Violet  on  Cottons.  One 
and  one-half  gallons  of  soft  water,  81 
ounc-es  of  cream  of  tartar,  2i  pounds  of 
alum,  41  pounds  of  crystallized  soda, 
6h  pounds  of  sugar  of  tin,  and  3k  pounds 
of  spirit  of  sal-ammoniac. 

Manner  of  Preparing  the  Mordants. 
First  dissolve  the  alum  in  hot  water, 
then  add  the  coloring  matter,  for  in- 
stance cochineal  and  solution  of  tin, 
etc.;  next  the  sal-ammoniac  and  the 
alkalies,  as  soda,  potash,  liver  of  sul- 
phur, and  finally  the  spirit  of  wine  and 
gum  Arabic. 


Use  of  Metallic  Sulphides  as  Mor* 
datits  in  Dyeing  Cottons  with  Aniline 
Colors.  For  the  purpose  of  mordanting 
with  sulphide  or  zinc  the  cottons  are 
dipped  far  a  short  time  into  a  solution 
of  15  parts  of  sulphate  of  zinc  in  10 
parts  of  water.  They  are  then  dried 
and  placed  for  2  minutes  in  a  solution 
of  sulphite  of  soda  of  15*^  Beaum^.  To 
mordant  with  sulphide  of  tin  the  cot- 
tons are  immersed  for  a  short  time  in  a 
bath  containing  i  pint  of  stannate  of 
soda,  of  20°  Beaum§,  and  h  pint  of 
sulpnide  of  ammonium.  They  are  then 
placed,  while  still  moist,  in  sulphuric 
acid  or  2°  Beaua6.  In  both  cases  the 
mordanted  cottons  are  dyed  hot  in  a 
watery  solution  of  aniline  colors.  The 
coloring  matter  forms  a  combination 
with  the  metallic  sulphide  which  can- 
not be  washed  out  witn  hot  water. 

Pra4Mcal  Directions  for  Dyeing  Cotton 
Yam  Turkey-red  with  Alizarine.  Six 
hundred  and  fifty  pounds  of  yam  are 
boiled  with  18i  pounds  of  calcined  borax, 
in  a  high-pressure  boiler,  for  10  to  12 
hours,  at  a  pressure  of  1.5  atmospheres. 
It  is  tnen  passed  through  a  mixture  of  45 
pounds  or  sheep  or  cow  dung  and  10 
gallons  of  solution  of  potash  of  1.1598 
specific  gravity  and  the  necessary  quan- 
tity of  water.  After  it  has  been  dried 
at  130*'  to  145°  F.  it  receives  the  first 
oil  mordant.  This  is  composed  of  55 
pounds  of  oil,  71  gallons  of  the  above 
solution  of  potash,  and  the  residue  of  a 
former  lot.  It  is  first  dried  in  the  air 
and  then  thoroughly  in  the  drying 
room  at  146°  F.  It  now  receives  the 
second  oil  mordant,  composed  as  the 
first.  This  is  succeeded  by  a  clear 
mordant  containing  4|  gallons  of  solu- 
tion of  potash,  40  gallons  of  the  rinsing 
water,  and  the  residue  of  both  oil  mor- 
dants. The  yam  is  then  immediately 
dried  in  the  drying  room  at  130°  F. 
When  dry  the  second  clear  mordant, 
composed  like  the  first,  is  applied  ana 
the  yam  again  dried.  It  is  tnen  placed 
over  night  in  a  solution  of  2  to  3  pounds 
of  tannin,  and  galled.  After  it  has 
been  wrung  out  it  is  placed  in  the  alum 
mordant,  which  contains  either  165 
pounds  of  sulphate  of  magnesia  dulled 
with  22  pounas  of  calcined  soda,  or  165 
pounds  of  alum  dulled  with  23  pounds 
of  chalk .  The  yam  is  then  again  dried, 
mordanted  with  soda,  and  washed.    In 
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dyeing,  8|  pounds  of  alizarine,  4^  gal- 
lons of  blood,  and,  according  to  the 
quality  of  the  water,  1|  ounces  of  tannin 
and  chalk  are  used  for  88  pounds  of 
Tarn.  After  the  yarn  is  dyed  it  is 
orightened  for  10  hours  in  the  high> 
pressure  boiler  with  25  pounds  of  cal- 
cined soda;  then  acidulated  with  3i 
pounds  of  tin  salt,  1  pound  of  nitric 
acid,  and  81  ounces  of  alum;  next 
soaped  with  22  pounds  of  soap,  5^ 
pounds  of  soda^  2  pounds  of  tin  salt,  11| 
ounces  of  nitric  acid,  and  1  pound  of 
annotto,  and  finally  washed,  oiled, 
loaded,  and  soaked. 

To  Prepare  the  so-called  Tarkey-red 
Oil.  The  following  process  furnishes 
a  Turkey-red  oil  whicn,  when  dissolved 
in  water,  gives  a  clear  fluid  well  ada{)ted 
for  dyeing  and  printing  with  alizarine. 
Add  in  a  thin  stream  and  with  constant 
stirring  1^  pounds  of  sulphuric  acid  of 
e&*  Beaume  to  6|  pounds  of  castor-oil. 
Heating  during  the  process  should  be 
carefully  avoided,  but  should  it  occur, 
tiie  addmg  of  sulphuric  acid  must  be 
interrupted  until  the  mass  has  entirely 
cooled  off.  The  greater  the  quantity 
worked  at  one  time  the  greater  is  the 
danger  of  heating  and  the  consequent 
spoiling  of  the  product  If  the  work  is 
carried  on  on  a  large  scale  it  is  best  to 
use  vats  lined  with  lead.  The  mixing 
of  the  sulphuric  acid  with  the  oil  re- 
auires  from  2  to  4  hours;  3  hours  suffice 
for  the  above-mentioned  quantity.  The 
mass  is  now  allowed  to  stand  quietly  for 
12  hours,  when  it  is  diluted  with  1  gal- 
lon of  water.  Calcined  soda  in  small 
portions  is  now  added  until  litmus 
paper  is  no  longer  colored  red.  About 
\h  pounds  of  pure  soda  will  be  required. 
This  operation  must  be  carried  on  very 
slowly,  as,  on  account  of  the  escape  of 
carbonic  acid,  a  strong  foaming  will 
take  place.  The  mass  gives  now  a 
white  emulsion  with  water.  To  obtain 
a  clear  solution  ammonia  is  added  until 
a  sample  ^ves  a  clear  solution  with 
water.  It  is  then  allowed  to  settle  for 
about  12  hours,  when  the  now  finished 
Turkey-red  oil  is  drawn  off  by  means 
of  a  siphon.  The  sodium  sulphate 
which  has  been  formed  by  the  re-neu- 
tralization will  be  found  as  a  crystallized 
residue  on  the  bottom  of  the  vessel. 

English  AlizaHnoil  {Patent  Oil)  is 
composed  of  48.69  per  cent,  of  water. 


4.67  per  cent,  of  castor-oil,  43.90  per 
cent,  of  ricinoleic  acid^  and  3.685  per 
cent,  of  ash.  Such  oil  is  prepared  by  a 
complete  saponification  of  castor-oil 
with  caustic  soda.  The  resulting  soap 
is  decomposed  with  diluted  acid.  The 
separatea  fatty  acids  are  removed  by 
water  and  then  compounded  with  a  like 
quantity  of  water  and  a  sufficient 
amount  of  caustic  soda,  that  about  ifc  of 
the  castor-oil  used  is  again  saponified. 
After  boiling  the  mixture  it  is  allowed 
to  cool  and  is  then  converted  into  an 
emulsion  by  stirring. 

A  New  bye.  The  young  shoots  of 
the  poplar  tree  yield  a  dye  which  can 
be  extracted  as  follows:  The  young 
twigs  and  branches  are  bruised  and 
boiled  for  20  minutes  with  a  solution  of 
alum — 10  pounds  of  wood  requiring  1 
pound  of  alum — in  3^  gallons  of  water. 
The  solution  is  filtered  hot  and  allowed 
to  cool,  and  after  standing  some  time  is 
again  filtered  from  a  resinous  deposit. 
On  exposure  to  air  and  light  it  develops 
a  rich  gold  color  and  may  be  used 
directly  for  dyeing  orange  and  yellow 
shades  upon  all  classes  of  goods. 

Electro-Plating,  Galvanoplasty, 
Gilding,  Nic^elling,  Silvering, 
Tinning,  etc. 

Nickel  Plating.  The  double  sul- 
phate of  nickel  and  ammonium,  which 
IS  the  salt  that  is  generally  used,  may 
now  be  had  in  commerce  almost  pure. 
The  anodes  should  considerably  exceed 
in  size  the  articles  to  be  covered  with 
nickel.  Any  common  form  of  battery 
may  be  used.  Three  DanieWs  cells^  or 
two  Bunsen*Sf  connected  for  intensity, 
will  be  found  to  be  sufficient.  The  bat- 
tery power  must  not  be  too  strong,  or 
the  deposited  nickel  will  be  black.  A 
strong  solution  of  the  sulphate  is  made, 
and  placed  in  any  suitable  vessel;  a 
glazed  stoneware  pot  answers  very  well 
if  the  articles  to  be  covered  are  small. 
Across  the  top  of  this  are  placed  two 
heavy  copper  wires,  to  one  of  which  the 
articles  to  be  covered  are  suspended,  to 
the  other  the  anode.  The  wire  leading 
from  the  zinc  of  the  battery  must  then 
be  connected  with  the  wire  from  which 
the  articles  are  suspended,  the  other 
battery-wire  being  connected  with  the 
anode. 
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To  prepare  the  articles  for  coating, 
they  must  be  well  cleansed  by  scrub- 
bing them,  immersing  in  boiling  {)ot- 
ash,  to  remove  any  grease,  then  dipping 
them  for  an  instant  in  muriatic  acid, 
and  afterwards  washing  thoroughly  in 
water,  taking  care  that  the  hand  aoes 
not  come  in  contact  with  anv  part  of 
them.  This  is  accomplished  by  fasten- 
ing a  flexible  copper  wire  around  them 
and  handling  tnem  by  means  of  it. 
The  wire  serves  afterwards  to  suspend 
them  in  the  bath. 

If  the  articles  are  made  of  iron  or 
eteel,  they  may  be  first  covered  with  a 
thin  coat  of  copp6r.  This  is  best  done 
by  the  cyanide  bath,  which  is  prepared 
by  dissolving  precipitated  oxide  of  cop- 
per in  cyanide  of  potassium.  A  copper 
plate  is  used  as  an  anode.  After  they 
are  removed  from  the  copper  bath,  they 
must  be  washed  quicklv  with  water 
and  placed  in  the  nickef  bath.  If  al- 
lowed to  become  drv,  or  to  tarnish,  the 
nickel  will  not  adhere.  Great  care 
must  be  observed  during  the  whole  pro- 
cess to  keep  all  grease,  dust,  or  other 
dirt  from  tha  articles  to  be  coated,  or 
else  the  result  will  be  unsatisfactory. 
The  whole  process  is  one  of  the  most 
difficult  that  is  used  in  the  arts,  it  being 
fiir  easier  to  gild,  plate,  or  copper  an 
article  than  to  nickel  it ;  but  if  due  care 
is  taken  the  results  will  amply  pay  for 
the  trouble. 

Improvement  in  Nickel  Plating.  E. 
Weston,  of  Newark.  N,  J.,  has  found 
that  an  addition  of  boracic  acid  adapts 
the  different  salts  of  nickel  better  for 
electrolytic  separation  than  any  other 
substance,  and  especially  prevents  the 
formation  of  sub-salts  or  nickel  on 
the  cathode.  The  following  mixtures 
can  be  especially  recommended :  Five 
parts  of  mckel  chloride  and  2  of  boracic 
acid;  or  2  of  nickel  sulphate  and  1  of 
boracic  acid.  The  nickel  precipitated 
from  these  solutions  adheres  very  tena- 
ciously. 

Sheet  metal  plated  by  this  process 
can  be  polished,  stamped,  and  fosnioned 
into  various  shapes  wilJiout  injury  to 
the  coating. 

Martin  and  Delamott^8  Process  of 
Nickel  Plating,    Prepare  a  bath  of: 

WHter 3.8  gallons. 

Citric  acid    .    ; ^ponuda. 


Ammoniam  chloride  or  ammo- 
nium sulphate  1     ponnd. 

Ammoniam  nitrate 1 

The  bath  is  heated  to  175°  F.,  and 
gradually  saturated  with  freshly  pre- 
cipitated nickel  hydrate.  It  is  then 
removed  from  the  fire,  saturated  with 
i  gallon  of  ammonia,  and  diluted  with 
water  to  a  bulk  of  6i  eal Ions.  It  is  now 
allowed  to  become  cold.  One  pound  of 
ammonium  carbonate  is  then  added, 
the  fluid  is  allowed  to  settle,  and  is 
finally  filtered. 

It  is  blackish-blue,  and  shows  11°  B. 
A  white  layer  of  nickel  of  great  densitv 
and  brilliancy  is  deposited  by  electrol- 
ysis. The  temperature  of  the  bath, 
when  used,  should  be  about  120°  F. 
A  thicker  coating  can  be  obtained  by 
adding  hydmte  of  potassium  or  of  so- 
dium. 

Latest  Improvem,enis  in  Nickel  Plat' 
ing.  The  cfouble  salts  of  nickel  and 
ammonia,  generally  used  in  nickel 
plating,  have  not  eiven  entirely  satis- 
factory results.  After  manv  experi- 
ments Powell,  of  Cincinnati,  has  found 
that  an  addition  of  benzoic  acid  to  1 
of  the  nickel  salts  (especially  when  a 
decidedly  alkaline  solution  is  used) 
suffices  to  produce  a  beautiful  silver- 
white  coating,  which  is  very  hard,  uni- 
form, and  adhesive.  The  solution  is  at 
the  same  time  more  durable,  the  anodes 
dissolve  freely,  and  the  specific  gravity 
of  the  fluid  remains  unchanged.  The 
addition  of  benzoic  acid  may  vary  from 
i  ounce  to  li  ounces  to  the  gallon,  ac- 
cord inj?  to  the  nature  of  the  solution. 
Instead  of  benzoic  acid  one  of  its  salts, 
for  instance  benzoate  of  nickel,  may 
be  used,  and  such  addition  may  also  be 
advantageously  employed  for  solutions 
of  cobalt  and  other  metals.  The  in- 
ventor recommends  the  following  pro- 
portions for  a  bath  of  1  gallon : 

I. 

Nickel  sulphate 4l^onnoe8, 

Nickel  citrate 3»^      " 

Benzoic  acid 1     ounce. 


n. 

Nickel  chloride 2  ounces. 

Nickel  citi-ate 8         " 

Nickel  acetate 8         " 

Nickel  phosphate 2         " 

Benzoic  acid 1  ounce. 
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m. 

Nickel  snlphate 3^  ounces. 

Nickel  citrate 3)4      " 

Nickel  benzoate 1     ounce. 

Benzoic  acid %     ** 

IV. 

Nickel  acetate 3^  ounces. 

Nickel  phosphate 1     ounce. 

Nickel  citrate 3^^  ounces. 

Sodium  pyrophosphate  ....  2         " 

Sodium  bisulphide 1     ounce. 

Ammonia 6}^  ounces. 

Afi  benzoic  acid  is  difficult  to  dissolve 
in  tv^ater  it  is  best  to  heat  the  nickel 
salts  in  a  sufficient  quantity  of  water, 
and  to  add  the  benzoic  acid  during  the 
boiling.  It  will  thus  dissolve  much 
easier  with  the  nickel  salts  than  in 
pure  water 

The  great  advantage  of  these  solu- 
tions is  that  the  manufacturer  is  no 
longer  restricted  to  the  use  of  certain 
chemically  pure  salts.  For  preparing 
the  acetate,  citrate,  and  sulphate  of 
nickel,  respectively,  the  ordinary  acids 
of  commerce  can  be  used,  as  the  inju- 
rious influences  of  the  impurities, 
always  present  in  these  salts  or  acids, 
are  entirely  neutralized  by  the  benzoic 
acid.  These  solutions  are  also  adapted 
for  electrotyping  purposes,  where  the 
metal  is  depositea  upon  surfaces  ren- 
dered conductive  by  a  thin  coating  of 
graphite,  bronze  powder,  etc.  The  de- 
posit, as  soon  as  the  desired  thickness 
nas  been  obtained,  can  also  be  de- 
tached in  the  same  manner  from  the 
surface  or  the  metal.  In  case  the  solu- 
tions to  be  used  contain  alkaline  salts, 
it  is  best  to  prevent  a  possible  incom- 
plete decomposition  of  the  fluid  by  an 
addition  of  sodium  pyrophosphate. 
Finally  salicylic,  ^llic,  or  pyrogallic 
acid  mav  be  substituted  for  a  part  or 
the  whoie  of  benzoic  acid. 

Receipts  for  Ordinary  Nickel  Baths, 
I.  Boil,  with  constant  stirring,  for 
i  hour,  1  pound  of  the  double  sul- 
phate of  nickel  and  ammonium  and  i 
pound  of  hydrochlorate  of  ammonia  in 
11  ^lons  of  water,  and  let  the  fluid 
cool  over  night. 

II.  Boil  for  i  hour  1  pound  of  the 
double  sulphate  of  nickel  and  am- 
monium and  If  ounces  of  citric  acid 
in  2  gallons  of  water.  Then  allow  it 
to  cool  and  add  from  i  to  I  ounces  of 


carbonate  ot  ammonia  in  small  pieces 
until  the  fluid  is  neutralized. 

III.  Boil  for  i  hour  lOi  ounces  of 
the  double  sulphate  of  nickel  and  am- 
monium, a  like  quantity  of  sulphate 
of  ammonia,  and  li  gallons  of  water, 
and  let  the  fluid  cool. 

IV.  Dissolve  lOi  ounces  of  the  double 
sulphate  of  nickel  and  ammonium  by 
boiling  in  3^  quarts  of  water,  and  allow 
the  fluid  to  cool.  The  solution  is  neu- 
tralized with  spirit  of  sal-ammoniac, 
and  diluted  with  water,  until  it  is  con- 
centrated to  20°  to  25°  B. 

V.  Dissolve  2i  pounds  of  the  double 
sulphate  of  nickel  and  ammonium,  H 
pounds  of  hydrochlorate  of  ammonia 
by  boiling  in  8|  ^Uons  of  water,  and 
make  the  fluid  slightly  alkaline  so  that 
it  shows  3°  to  4°  by  the  hydrometer,  by 
adding  3i  pounds  of  caustic  ammonia. 

YI.  Dissolve  1  pound  of  the  double 
snlphate  of  nickel  and  ammonium^  10^ 
ounces  of  hydrochlorate  of  ammonium, 
and  7  ounces  of  sulphate  of  ammonium 
by  boiling  in  If  gallons  of  water,  and 
allow  the  fluid  to  cool. 

American  NicJselling,  The  following 
baths  are  in  use  in  a  number  of  large 
American  manufactories : 

I.  Bath  for  Iron,  Cast-iron,  and 
Steel,  Dissolve  2  pounds  of  the  double 
sulphate  of  nickel  and  ammonium  and 
5i  ounces  of  sulphate  of  ammonia  by 
boiling  in  5i  gallons  of  water. 

II.  ^ath  for  Brass,  Copper,  Tin, 
Britannia  Metal,  Lead,  Zinc,  and 
Tinned  Sh  eet  Meta  I,  Dissolve  2  pounds 
of  the  double  sulphate  of  nickel  and 
ammonium  and  7  ounces  of  sulphate 
of  ammonium  by  boiling  in  6^  gallons 
of  water,  and  let  the  fluid  cool.  In 
case  any  acid  should  still  be  present  a 
little  hydrochlorate  of  ammonia  must 
be  added,  so  that  red  or  blue  litmus 
paper  remains  unchanged. 

Latest  Anglo-American  Kickelling, 
The  best  nickel-plating,  for  the  ex- 
cellence of  which  we  can  vouch,  is  ac- 
complished by  using  the  following 
bath  :  Two  pounds  of  the  double  sul- 
phate of  nickel  and  ammonium  and  1 
pound  of  reflned  boracic  acid  are  boiled 
for  i  hour,  when  the  fluid  is  allowed 
to  cool.  This  bath  gives  a  silver- 
white  plating,  and  all  parts  of  the 
article  receive  a  uniform  nickelling 
and  remain  unchanged  e^en  if  con- 
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tinuonslf  ased,  which  is  not  the  case 
with  other  nickel  baths.  In  nickelling 
large  articles,  several  nickel  anodes 
Uiust  be  sas()ended  on  each  of  the  foar 
sides.  In  nickelling  plates,  cups,  etc., 
a  plate  of  nickel  most  be  sospenaed  in 
the  centre  of  the  hollow,  bnt  shonld  be, 
if  possible,  kept  at  a  distance  of  2  to  4 
inclies  from  the  article  to  be  nickelled. 
A  strong  Bnnsen  battery^  of  4  to  8 
elements,  or,  what  is  still  better,  a 
dynamo-electric  machine,  is  nsed. 

PreparciHon  of  the  MelaU  to  be  Nick' 
elled.  The  treatment  of  iron  and  steel 
requires  no  further  explanation.  We 
advise  to  first  immerse  the  articles  for 
some  time  in  a  boiling  hot  solution  of 
caustic  soda  or  potash,  next  to  rub  them 
thoroughly  witn  a  brush,  then  to  rinse 
with  cold  water,  and  finally  to  dip 
them  into  an  acid  pickle  consisting  of 
1  part  of  sulphuric  acid  and  2  of  hydro- 
chloric acid  to  10  of  water,  after  which 
thev  are  again  rin8ed,thoroughly  rubbed 
witn  fine,  washed  pumice-stone  or  Vi- 
enna lime,  rinsed  off,  and  at  once  brought 
into  the  oath.  Fine  polished  instru- 
ments of  iron  and  steel  for  surgical, 
dental,  and  other  purposes,  scissors, 
knives,  and  telegraphic  instruments  are 
treatea  in  the  same  manner,  but  in 
place  of  the  washed  pumice-stone  they 
should  be  brushed  with  whiting  or  trip- 
oil,  or,  what  is  still  better,  with  infu- 
sorial earth.  Brass,  bronze,  Britannia 
metal,  etc.,  are  also  treated  with  a  hot 
solution  of  caustic  soda  or  potash,  then 
rubbed  and  brushed^  rinsed  with  water, 
and  at  once  placed  in  a  solution  of  cy- 
anide of  potassium.  They  are  then 
cleansed  with  a  bristle  brush  kept  for 
that  purpose,  carefully  rinsed  in  water, 
and  at  once  brought  into  the  bath .  The 
variegated  colors  produced  upon  brass 
by  the  action  of  the  solution  of  caustic 
soda  disappear  almost  instantaneously 
in  the  solution  of  cyanide,  and  a  bright 
surface  of  the  metal  is  sure  to  be  ob- 
tained. Special  attention  must  be  paid 
to  the  careful  rinsing  of  the  articles, 
especially  if  they  have  hollow  places 
and  depressions,  after  thev  have  been 
treated  in  the  solution  of  cyanide  of 

Eotassium,  to  prevent  the  nickelling 
ath  from  being  contaminated  by  the 
cyanide.  For  many  articles  of  brass 
having  more  or  less  matt  and  polished 
places,  it  is  Sufficient  to  dip  them  (after 


having  been  freed  from  all  fiitfy  sub- 
stances by  boUing  potash  and  sabse- 
quently  rinsing  in  water)  into  the  mixt- 
ure of  acids,  then  to  rinse  them  again,  and 
to  bring  tnem  at  once  into  we  bath. 
For  iron  articles  the  use  of  finely  sifted 
pumice-stone  or  chalk  is  absolutely 
necessary.  Copper  wire  should  be 
tightly  wound  around  all  articles  of 
metal,  and  two  or  more  wires  around 
large  articles.  In  articles  consisting  of 
two  metals,  for  instance  iron  with  steel 
or  with  brass,  the  wire  must  be  wound 
around  both  metals.  Smaller  articles 
are  suspended  from  copper  hooks.  The 
articles  should  not  be  immersed  in  the 
nickelling  bath  until  the  battery  or 
machine  is  in  action.  The  suspended 
articles  remain  in  the  bath  until  they 
have  acquired  a  white  color,  which, 
according  to  the  strength  of  the  electric 
current  and  the  number  and  size  of  the 
articles  suspended,  will  rehire  from  5 
to  30  minutes.  Lsurge  articles  of  steel 
or  iron  require  longer  than  brass,  cop- 
per, etc.,  and,  if  they  fill  the  entire  Dath, 
must  remain  in  it,  according  to  circum- 
stances,  for  several  hours  or  an  entire 
night.  In  case  the  article  to  be  nick- 
elled assumes  a  grav  or  black  color,  or 
feels  gritty  or  ron^n,  the  current  is  too 
strong.  The  article,  after  its  removal 
from  the  bath,  should  immediately  be 
dipped  for  a  few  seconds  in  boiling  hot 
water,  then  allowed  to  drain  off.  dried 
in  warm  sawdust  free  ftom  rosin,  and, 
if  necessary,  polished.  Fine  articles  are 
rubbed  with  a  polishing  brush  or  with 
soft  leather  and  whiting.  Polishing 
the  articles  with  a  burnishing  steel  after 
they  have  been  nickelled  is  not  admis- 
sible, as  the  coating  is  too  hard  and 
brittle  for  such  usage.  The  better  they 
have  been  polished  before  plating,  the 
more  beautiftil  will  be  the  nickelling. 

To  Nickel  Iron  without  the  Use  of 
Electricity,  To  a  solution  of  chloride 
of  zinc  5  to  10  per  cent  strong  add 
enough  nickel  salt  to  give  the  usual 
color  of  nickel  baths.  Cleanse  the  arti- 
cles and  put  them  in  the  solution  for  ^ 
to  1  hour. 

DoumesniPe  Process  of  Plaiinizing 
Metal,  The  precipitate  obtained  bvtrea^> 
inff  a  solution  of  platinum  chloride  with 
sal-ammoniac  is  intimately  mixed  with 
finely  pulverized  borate  of  lead  bv  add- 
ing water.    The  articles,  which  snould 
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first  be  thoroughly  cleansed,  are  coated 
with  this  mixture  and  then  subjected  to 
a  strong  heat  in  a  sheet-iron  muffle. 

Platinizing  of  Metals,  Optical  in- 
struments, etc.,  are  platinized  by  boil- 
ing them  in  a  solution  of  I  ounce  of 
ammonio-chloride  of  platinum  and  3 
ounces  of  sal-ammoniac  in  14  ounces  of 
water.  This  solution  may  also  be  used 
for  copper  and  brass  articles.  Platinum 
plating  is  a  subject  about  which  very 
little  has  been  said  or  written,  as  elec- 
tro-platers who  have  actually  obtained 
good  results  have  kept  the  process  a 
profound  secret.  We  give  below  re- 
ceipts received  from  acknowledged  au- 
thorities and  from  private  sources. 
There  are  two  methods  of  platinum 
plating :  bv  dipping  without  the  use  of 
a  battery  (boiling),  and  by  electrolysis. 
Copper  and  its  alloys  are  best  adapted 
for  platinizing,  as  the  platinum  adheres 
well  to  them,  but  not  very  well  to  iron, 
zinc,  tin^  and  lead.  The  following 
solution  IS  recommended  for  platinizing 
by  boiling :  One  part  of  pure  chloride 
01  platinum  in  solid  form  and  as  neu- 
tral as  possible  and  10  of  entirely  pure 
sodium  nydrate  are  separately  dissolved, 
each  in  50  parts  of  water,  and  the  pla- 
tinum solution  is  then  carefully  poured 
into  the  sodium  lye.  When  the  two 
solutions  have  been  thoroughly  mixed 
add  ammonia  until  the  mixture  shows 
a  perceptible  odor  of  it.  The  bath  is 
heated  to  the  boiling  point,  the  arti- 
cles, which  should  first  be  tnoroughly 
cleansed,  are  dipped  into  it,  and,  as 
soon*  as  they  have  acquired  a  white, 
brilliant  coating,  rinsed  in  hot  water, 
dried  in  sawdust,  and,  if  necessary, 
again  dipped.  This  coating,  no  matter 
how  well  it  may  look,  will  necessarily 
be  very  thin  and  not  capable  of  resist- 
ing acids,  scouring,  etc.  Electroplating 
is  necessaiT  for  most  purposes.  A 
skilled  ana  experienced  operator,  by 
accurately  observing  the  following  di- 
re9tions,  can  obtain  a  deposit  of  any 
desired  thickness  and  showing  the  same 
lustre  as  pure  platinum:  Dissolve  10 
drachms  of  pure  chloride  of  platinum 
in  7  ounces  of  water.  Then  dissolve  1| 
ounces  of  ammonium  phosphate  in  7 
ounces  of  water.  Mix  this  with  the 
solution  of  platinum,  disregarding  the 
precipitate  which  is  formed.  In  the 
meanwhile  bring  lOi  ounces  of  water 


and  3^  ounces  of  sodium  pho(n>hate  to 
the  boiling  point,  and  add.  while  this 
is  boiling,  the  thoroughly  snaken  solu- 
tion above  described.  Continue  to  boil 
the  mixture  until  the  fluid  has  become 
entirely  clear  and  the  odor  of  ammonia 
entirely  disappears,  and  the  solution,  at 
first  alkaline,  ceases  to  impart  a  blue 
color  to  reddened  litmus  paper.  When 
this  bath  is  cold  and  has  been  filtered 
it  is  ready  for  use.  It  requires  a  strong, 
constant  current  and  a  large  anode. 

According  to  Jewreinoff^  copper  and 
brass  can  be  electroplated  with  platinum 
to  any  desired  thickn^s  by  taking  the 
articles  from  time  to  time  from  the  solu- 
tion of  platinum  and  scouring  them 
with  whiting.  The  salt  of  platinum 
used  is  prepared  in  the  following  man- 
ner :  One  nundred  parts  of  potassium 
hydrate  dissolved  in  water  are  added  to 
a  solution  in  water  of  the  chloride  of 
platinum  obtained  A*om  100  parts  of 
metallic  platinum.  The  minute  yellow 
crystals  of  platino-chloride  of  potas- 
sium which  are  formed  are  heated  with 
20  parts  of  oxalic  acid  in  a  porcelain 
vessel  until  they  disappear,  and,  when 
the  solution  is  complete,  300  parts  more 
of  potassium  hydrate,  dissolved  in 
water,  are  added. 

To  Electroplate  MetaU  with  Cobalt, 
The  same  formulse  as  have  been  de- 
scribed under  nickel  plating  will  be 
found  to  answer  also  for  cobalt  by  sim- 
ply substituting  cobalt  salts  for  those 
of  nickel  where  these  are  named.  The 
deposit  is  even  more  brilliant  than  that 
of  nickel.    (W.) 

Plating  with  Aluminium,  Dissolve 
any  desired  quantity  of  salt  of  alumin- 
ium, such  as  the  sulphate,  muriate, 
nitrate,  acetate,  cyanide,  etc.,  in  distilled 
water,  and  concentrate  the  solution  to 
20°  Beaum^  in  a  suitable  vessel  to  hold 
the  articles  to  be  plated.  The  battery 
to  be  used  should  be  3  pairs  of  Bunsen^s 
zinco-carbon,  with  the  elements  con- 
nected for  intensity,  and  an  anode  of 
aluminium  attached  to  the  negative 
wire.  The  solution  should  be  sligh^y 
acidulated  with  its  appropriate  acid, 
heated  to  140°  F.  and  kept  at  that  tem- 
perature during  the  operation. 

Gilding  Copper  by  Boiling,  Take  a 
liquid  amalgam  consisting  of  4  parts  of 
mercury,  2  of  zinc,  and  1  of  gola.  Mix 
this  amalgam  with  8  parts  of  hydro- 
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chloric  acid  and  add  1  of  salt  of  tartar. 
Cleanse  the  copper  thoroughljr  with 
aqua-fortiSf  ana  then  boil  it  in  the 
fluid  until  it  has  assumed  a  bright  gold 
color. 

To  Impart  a  more  Brilliant  Gold 
Color  to  Gilded  or  Gold-plated  Articles. 
Reduce  the  following  ingredients  into 
an  impalpable  powder : 

Sulphur 6  parts. 

Alum 2    «' 

Areeitic 2    ** 

Turmeric 1  part. 

Native  antimony 1    " 

Boil  and  skim  urine,  put  the  powder 
in  this,  and  boil  for  i  hour.  Then 
place  tne  articles  in  the  fluid  and  boil 
until  the  color  is  sufficiently  brilliant. 

Instead  of  urine  the  following  fluid 
may  be  used : 

Sal-ammoniac 3  parts. 

Common  salt 1  part. 

Vinegar 6  parts. 

Water 23    '* 

To  Silver  Articles  of  Bessemer  Steel. 
Bessemer  sheet  steel  is  now  much  used, 
instead  of  brass  or  German  silyer^  for 
manufacturing  all  kinds  of  utensils — 
soup  tureens,  t«a  and  coffee-pots,  spoons, 
knives  and  forks,  etc.  (f.  Satoriy  of 
Vienna^  has  obtained  a  patent  for  coat- 
ing these  articles  with  silver  by  the 
following  process :  The  articles  are  first 
cleansed  irom  all  adhering  grease  by 
washing  them  in  hot  lye.  They  are 
then  pickled  with  diluted  hydrocnloric 
acid  and  scoured  with  sand.  Solution 
of  mercury  in  nitric  acid  is  dropped 
into  water  slightly  acidulated  with  ny- 
drochloi'ic  acid  until  8  cleansed  strip 
of  copper  dipped  into  the  fluid  becomes 
covered  with  a  white  coating.  But  as 
iron  does  not  amalgamate,  like  other 
metals,  by  dipping  it  simply  into  the 
fluid,  it  is  connected  with  the  zinc  pole 
of  a  Bunsen  cell  and  submerged  in  the 
solution  of  mercury.  The  Bessemer 
steel  will  thus  accept  a  coating  of  mer- 
cury, when  it  is  taken  out,  thoroughly 
wtushed,  and  silvered  in  the  usual  suver 
bath.  The  articles  are  taken  from  the 
silver  b?th,  thoroughly  washed,  and 
heated  upon  a  coal  fire  until  thev  hiss 
when  touched  with  the  wet  nnger. 
They  are  then  allowed  to  cool  off", 
scratch-brushed,  and,  if  necessary,  pol- 
ished. 


Adriell^s  Process  of  Silvering  Metals. 
Dissolve  3J  ounces  of  silver  in  double 
that  quantity  of  nitric  acid.  Next  dis- 
solve 2  pounds  of  cyanide  of  potassium 
in  2i  gallons  of  water.  Filter  and  mix 
the  2  solutions.  Then  add  6|  ounces 
of  whiting,  and  put  the  fluid  in  green 
bottles.  When  articles  are  to  be  sil- 
vered, prepare  a  bath  of  1  part  of  the 
fluid  and  3  of  water.  Shake  the  bottle 
and  pour  the  fluid  into  the  bath.  The 
article,  after  it  has  been  silvered,  is 
polished  with  chalk. 

Piffard^s  Galvano-plaMic  Silvering. 
The  cleansed  surfaces  of  the  articles  to 
be  silvered  are  first  washed  with  a  so- 
lution of  nitrate  of  silver,  so  that  a  thin 
film  is  formed.  When  dry,  the  article 
is  exposed  to  a  current  of  sulphide  of 
hydrogen.  The  coating  thus  produced 
is  very  conductive,  and  a  deposit  of 
silver  adheres  very  firmly  to  it  when 
the  article  is  brought  into  the  electro- 
plating bath. 

Silvering  Tiiicture.  Experiments 
have  shown  the  following  receipt  for  a 
silvering  tincture  to  be  excellent.  Pre- 
pare the  following  solutions : 

A.  2  parts  of  burned  lime,  5  of  grape 
sugar,  2  of  tartaric  acid,  650  of  water. 

The  solution  is  filtered  and  put  in 
bottles  which  should  be  filled  entirely 
full  and  well  corked. 

B.  Dissolve  20  parts  of  nitrate  of 
silver  in  20  of  aqua-ammonia,  and  then 
add  650  of  water. 

Just  before  the  tincture  is  to  be  used 
mix  solutions  A  and  B  together,  shake 
well  and  filter.  Metals  and  dry  vege- 
table substances,  such  as  wood  tissues, 
horn-buttons,  ivorj,  etc.,  can  be  sil- 
vered with  this  fluid. 

Cold  Silvering  of  Copper.  The  amal- 
gam consists  of  1  part  of  the  finest  tin 
filings  and  2  of  mercury,  which  are  in- 
timately rubbed  together  in  a  porcelain 
mortar.  When  a  semi-liquid  amaJsam 
has  been  obtained,  add  1  part  of  silver 
precipitated  from  a  nitnc  acid  solu- 
tion by  metallic  zinc  and  thoroughly 
washed.  When  tne  mixture  has  been 
made  homogeneous  by  rubbing,  mix  it 
thoroughly  with  about  8  parts  ot  bone- 
dust.  The  process  of  silvering  is  car- 
ried on  by  means  of  a  m  oist  clom.  The 
silvering  is  accomplished  at  once^  and 
is  both  beautiful  and  durable.  The 
article  should  finally  be  rubbed  with  a 
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dry  cloth.  If  many  and  large  pieces 
are  to  be  silvered,  it  is  better  to  amal> 
gamate  the  surfaces  first  by  an  instan- 
taneous dip  into  a  saturated  solution  of 
mercurjr  in  nitric  acid.  This  process 
is  technically  called  "  quicking.*' 

New  Process  for  making  Silvered 
Telescopic  Mirrors,  Telescopic  reflect- 
ing mirrors  can  be  cheaply  and  easily 
produced  by  the  electroplating  process. 
Take  a  mould  of  a  convex  surface 
made  of  a  mixture  which  is  either  an 
electrical  conductor  itself  or  else  a  non- 
conductor metiiUized  by  the  aid  of  ni- 
trate of  silver  and  phosphorus  dissolved 
in  sulphide  of  carbon.  In  either  case  the 
moula  is  plunged  in  an  electroplating 
bath  of  silver,  where  the  current  con- 
ducted very  slowly  to  the  mould  de- 
termines a  deposit  of  excellent  quality. 
When  the  silver  has  the  thickness  of 
an  ordinary  sheet  of  paper,  the  bath  of 
that  metal  is  replaced  by  one  of  copper 
to  obtain  a  solid  backing.  The  mould 
is  then  dissolved  or  melted,  and  the 
mirror  removed,  nothing  further  being 
necessary  than  a  light  polishing.  Per- 
fect mirrors  4  inches  in  diameter  have 
been  produced  in  this  manner. 

New  Process  for  Silvering  Iron  and 
Steel,  Pierre  deVillierSf  of  St,  Leonards, 
in  Migland^  has  devised  the  following 
process  of  silvering :   he  uses  an  alloy 
of  80  parts  of  tin,  1$  of  lead,  and  2  of 
silver ;  or  90  parts  of  tin,  9  of  lead,  and 
1  of  silver.    The  tin  is  first  melted,  and 
when  the  bath  has  acquired  a  white 
lustre  the  granular  lead  is  added,  and 
the  mixture  thoroughly  stirred  with  a 
pine  stick.    The  partly  melted  silver  is 
then  added,  and  again  stirred.    The 
fire  is  now  urged  until  the  surface  of 
the  bath  assumes  a  light  yellow  color, 
when  it  is  vigorously  stirred^  and  tke 
a  11  oy  poured  out  in  ingots.    The  process 
of  silvering  steel  is  carried  on  in  the 
following  manner:  The  article,  for  in- 
stance a  Knife-blade,  is  dipped  in  a  so- 
lution of  hydrochloric  or  sulphuric  acid 
eonsisting  of  1  to  10  parts  of  acid  in  100 
parts  of  distilled  or  rain  water.    When 
taken  from  this  acid  bath  it  is  at  once 
rinsed  off  in  clean  water,  then  dried  and 
rubbed  with  a  piece  of  soft  leather  or  a 
dry  sponge.    It  is  then  placed  In  a  muf- 
fle and  exposed  for  five  minutes  to  a 
temperature  of  150°  to  176°  F.    The 
object  of  this  operation  is  to  prepare 
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the  steel  fcfr  the  reception  of  the  alloy, 
making  it,  so  to  speak,  porous.  The 
article,  while  still  retaining  a  heat  of 
120°  to  140°  F.,  is  dipijed  in  the  above- 
mentioned  alloy,  whicn  has  been  melted 
in  a  crucible  of  graphite  or  refi'actorv 
clay  over  a  moderate  fire.  The  bath 
must  be  entirely  liquid,  and  stirred  with 
a  stick  of  pine  or  poplar  wood.  The 
surface  of  the  bath  should  have  a  beautl- 
fiil  white  silver-color.  To  coat  a  knife- 
blade  2  minutes  sufiice  for  dipping. 
Larger  articles  must  be  immersed  up  to 
5  mmutes. 

After  the  article  has  been  taken  from 
the  bath  it  is  dipped  in  cold  water,  or 
treated  otherwise  as  may  be  necessary 
for  hardening  it,  if  required,  but  it  must 
not  be  left  too  long  in  the  water  as  this 
frequently  renders  it  brittle.  Nothing 
further  is  now  necessary  than  drying 
the  article,  without  the  aid  of  heat,  by 
rubbing,  and  subsequently  polishing. 

The  articles  thus  treated  have  an 
appearance  resembling  silver  and  a 
similar  ring,  and  resist  oxidation  when 
exposed  to  the  air.  To  protect  them 
against  acids  they  are  dipped  into  a  bath 
of  60  parts  of  mercury,  39  of  tin,  and  1 
of  silver.  While  warm  they  are  then 
dipped  in  melted  silver,  or  plated  by 
the  electrolytic  process. 

The  silvering  is  extraordinarily  du- 
rable. It  is  claimed  that  this  process 
is  comparativeljr  cheap.  Should  this 
be  the  case,  this  process  of  silvering 
miffht  frequently  be  preferable  to 
nicKelliug,  as  a  coating  of  nickel  is  apt 
to  flake  and  nickel  led  articles  soon  lose 
their  lustre  by  handling. 

TinnirM  of  Cast-iron.  Dissolve  I 
part  of  cnloride  of  tin  in  10  of  wate^ 
and  2  parts  of  caustic  soda  in  20  of 
water,  and  mix  flie  two  solutions.  The 
fluid  will  become  turbid,  but  this  exerts 
no  influence  whatever  upon  the  process 
of  tinning.  The  articles  to  be  tinned 
are  heated  before  they  are  dipped  into 
the  fluid.  A  fra^ent  of  metallic  tin 
should  be  placed  in  the  bath  during  the 
process,  and  the  liquid  must  be  fre- 
quently stirred. 

Another  Receipt,  Boil  three  parts 
by  weight  of  rye  flour  in  100  of  water 
for  30  minutes,  and  strain.  Add  to  the 
resulting  fluid,  which  should  be  clear 
but  thickly  fluid,  106  parts  of  sodium 
phosphate^  17  of  crystallized  stannous 
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chloride,  67  of  solution  of  stannous 
chloride,  and  25  of  sulphuric  acid. 
The  articles  are  first  thoroughly 
cleansed  and  then  dipped  into  the  bath, 
where  they  remain  for  a  short  time. 

To  Tin  Cooking  Utensils,  The 
articles  are  placed  in  a  bath  of  8  parts 
of  stannous  chloride,  16  of  tartar,  and  2 
of  stannic  cliloride,  the  presence  of  the 
latter  accelerating  the  process.  The 
articles  are  connected  by  a  wire  with 
the  positive  pole  of  a  Bunsen's  battery, 
w^hile  the  negative  poJe  communicates 
with  a  piece  of  tin  dipping  into  the 
fluid. 

Cold  Tinning.  Thp  articles  are 
freed  from  adhering  grease  by  im- 
mersion in  boiling  potash  lye,  then 
pickled  jn  an  acid  bath  (15  to  20  per 
cent,  of  sulphuric  acid),  carefully 
scoured  with  sand,  and  broughtinto  the 
tinui)ig  batii.  This  consists  of  7  to  10^ 
ounces  of  tip  salt,  10^  ounces  of  alum, 
7  ounces  of  tartar,  in  22  gallons  of 
water.  A  strip  of  tin  is  wrapped 
around  the  different  articles  before  dip- 
ping them  into  the  bath,  where  they 
remain  for  8  or  10  hours  or  longer, 
according  to  the  thickness  of  the  coating 
they  are  to  receive.  The  articles  are 
taken  from  the  bath,  rinsed  off,  and 
})laced  in  water  in  which  from  i  to  i 
ounce  of  carbonate  of  magnesia  per 
quart  has  been  dissolved. 

New  Process  of  Galvanizing  Iron, 
The  article  to  be  galvanized  is  first 
cleansed  with  diluted  acid,  next  rinsed 
off,  then  placed  in  a  solution  of  zinc 
salt,  and  connected  with  the  positive 
pole  of  a  dynamo-machine.  Zinc  plates 
connected  with  the  negative  pole  are 
suspended  in  the  fluid,  and  the  machine 
is  set  to  work.  The  surface  of  zinc  pro- 
duced in  this  manner  is  provided  with 
a  metallic  lustre  by  quickly  moving 
the  articles  over  a  fire,  or  placing  them 
in  a  chamber  sufiiciently  hot  to  melt 
the  zinc.  If  at  the  instant  that  this 
takes  place  a  shock  is  given  to  the  ar- 
ticles, the  coating  will  assume  the  span- 
gled appearance  so  much  sought  after. 

Gourlier's  Salt  Mixtures  for  Gal- 
vanic Coppering^  Bronzing ,  etc.  The 
following  bath  is  used  for  coppering  : 
One  thousand  parts  of  distilled  water, 
40  of  yellow  prussiate  of  potash^  20  of 
subsuiphide  of  copper,  and  20  of  potas- 
sium carbonate. 


For  a  Coating  of  Brass  add  25  parts 
of  sulphate  of  zinc  to  the  coppering 
fluid,  and  filter  the  soJution. 

The  bath  for  Bronzing  Wrought  and 
Cast-iron  consists  of  1000  parts  of 
distilled  water,  58  of  yellow  prussiate 
of  potash,  15  of  chloride  of  copper,  40 
of  tin  salt,  and  40  of  sodium  hyposul- 
phite. Pour  the  above-mentionea  bath 
in  a  cast-iron  boiler  and  heat  over  a 
moderate  fire.  The  metal  to  be  coated 
with  copper,  brass,  or  bronze  is  con- 
nected with  the  cathode  of  theralvanic 
battery  and  submerged  in  the  bath, 
using  as  an  anode  a  piece  of  the  metal 
that  is  to  be  depositea.  The  metals  to 
be  coated  must  first  be  thoroughly 
cleansed  or  polished. 

To  Coai  Wire  with  Brass.  A  warm 
bath  contained  in  an  oval  iron  boiler 
lined  with  sheet  brass  is  used  for  deposit- 
ing a  coat  of  brass  upon  wire  by  galvanic 
means.  The  sheets  of  brass  are  con- 
nected with  the  copper  pole  of  the 
battery  and  dipped  into  the  fluid.  The 
bundles  of  iron  wire  are  first  opened, 
dipped  into  sulphuric  acid,  then  sus- 
pended to  a  strong  wooden  peg,  and 
scoured  with  a  brush  and  sharp  sand. 
They  are  next  placed  over  a  strong 
copper  or  brass  rod  resting  upon  the  edge 
of  the  boiler  and  insulatea  therefrom 
by  means  of  rubber  tubes,  and  con- 
nected with  the  zinc  pole  of  the  battery. 
The  wires  now  receive  a  coating  of  cop- 
per, and  then  the  deposit  of  brass.  As 
thev  are  only  partly  submerged  in  the 
batn,  they  must  be  turned  from  time 
to  time.  Thej  are  finished  by  washing, 
and  drying  m  sawdust.  For  other 
articles  a  cold  bath  is  ])repared  in  a  box 
lined  with  gutta-percha. 
'  The  baths  are  prepared  in  the  follow- 
ing manner : 

iVarmBath.  Four  and  three-quarter 
ounces  of  blue  vitriol,  4i  to  5i  ounces 
of  sulphate  of  zinc  are  dissolved  in  1 
gallon  of  water.  The  solution  is  pre- 
cipitated with  2  pounds  of  crvstallized 
soda,  decanted  and  washed.  A  sol ution 
of  1  pound  of  soda  and  8i  ounces  of 
sodium  bisulphate  in  1  gallon  of  water 
is  poured  over  the  precipitate.  The 
mixture  is  stirred  and  commercial  po- 
tassium cyanide  added  until  the  fluid 
becomes  clear.  The  fluid  is  then 
filtered  ofi'  from  the  suspended  ferric 
oxide. 


ENAMELS  AND  ENAMELLING. 


For  the  eold  bath  mix : 


m  hydiogoD  anlphlto  , 


Coppgrin^  Bath  for  Wraitg^  and 
Oaat-iron  or  SUel  Artiela.  Melt  in  a 
crucible  I  part  of  dry  chtorid?  of  cop- 
per and  5  or  fl  parts  of  cryolite,  com- 
bined vitli  clilonde  of  barium  to  tnalce 
it  more  hisible.  This  mixture  will 
give  a  permanent  coatingof  any  desired 
thiclineBB  to  tlie  articles,  acnjording  to 
duration  of  their  ininietaion. 

Simple  Fire-plating  fnr  Iron.  A  me- 
tallic surface  washed  with  qodinin  anial- 
^m  will  Calce  tip  a  concentrated  nnlution 
of  gold  poured  upon  it,  and  afler  driv- 
ing off  the  mercury  by  the  heat  of  a 
lamp  will  present  a  gilded  gurface 
capable  of  being  polished,  and  will  also 
show  any  design  drawn  upon  the  first 


The  separate  layers  of  the  

jjasled  together  wi^  a  paste  of  starch, 
glue,  glycerine,  turpentine^  ami  water. 
The  matrix,  while  still  moist,  is  taken 
fW>m  the  types,  and  d  ried  in  a  wire  frame 

The  wire  frame  6  (Fi^.  11)  is  ptac«d 
in  the  muffle  c,  which  is  urovided  on 


the  top  with  holes  d  for  the  escape  of 
the  moisture,  and  hented  by  tlie  furnace 
Knxee  cfinvoved  to  it  through  the  fine  g. 
lu  the  Diulne  is  another  heating  pipe 


mx  provided  with  apenlnss   t}irough 

which  the  air  heated  in  the  flue  g  is 
conveyed  into  the  interior  of  the  muSle. 

Composition  for  Moufdtfvr  Ga.lvano- 
plastic  Deposiii.  Melt  t*^ther  6parts 
of  white  wai,  3  of  asphaltum,  aofstea- 
rine,  and  1  of  lanl,  and  add  suOicient 
lampblack  tfl  color  the  massdeep  hlaek. 
To  give  more  body  to  the  mixture,  and 
to  prevent  it  from  sUckingto  the  model, 
add  some  plaster  of  Paris.  The  model 
is  tiien  oiled,  and  the  melted  composi- 
tion ponred  over  it  at  as  low  a  temper- 
ature as  pnasible.  When  cold  it  will 
form  a  durable  mould. 

Elaitic  ifoutda  for  Galvanoplatlic 
Copiet  in  very  high  relief  can  be  pre- 
pared from  20  parts  of  ^lue  and  2  of 
brown  rock-candy.  Both  Bubslanoes 
are  dissolved  in  sufficient  hot  water  (o 
form,  on  cooling,  a  stiff  jelly.  After 
the  elastic  moulds  have  been  preparedj 


.._, used  as  a  matrix  for  the  stiff 

toulds  by  pouring  into  them  a  tepid 
miiture  of  12  parts  of  yellow  wax,  12 
of  mutton  suet,  and  i  of  rosin.  This 
mass,  on  cooling,  becomes  very  solid. 

Enamels  and  Enamellino. 

To  Enamel  Cait-iron  Utentil$.  This 
is  done  t»  Lotcer  Silesia  by  means  of 
two  niaBfles,  one  for  a  ground,  and  the 
other  for  a  surface  coat.  For  the  grou  iid 
mass  110  pounds  of  qnartz,  50  pounds 
of  borax,  and  16)  pounds  of  fluors|>ar 
arc  ground  as  fine  as  poesible,  and  fused 
together  in  clay  cnicibtes.  Thirty-live 
pounds  of  the  resulting  mass  are  then 
mixed  with  14  to  27}  pounds  of  quartz, 
9  to  14  pounds  of  ^raycla^  and  I  |>ound 
of  borax.  This  mixture  is  ground,  and 
during  the  grinding  there  should  be 
added  5\  pounds  of  clay  Hod  11  pounds 
of  horax.  The  conifiosition  is  then 
formed  into  a  paste  with  water,  applied 
to  the  vessels  and  burned  In, 

For  the  surfece  ooat  llie  following 
ingredients  are  mixed  logetlier: 
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Sodium  carbonate 7      pounds 

Nitre 594to3>C      " 

and  the  mixture  fused  in  refractory 
crucibles  with  a  hole  in  the  bottom 
through  which  the  liquid  mass  escapes 
into  a  vessel  placed  oeneath  the  fur- 
nace. The  mass,  when  cold,  is  pounded 
and  ground,  and  4  ounces  of  washed 
white  clay  and  i  pound  of  zinc  oxide 
added,  during  the  grinding  process,  to 
every  66  pounds  of  the  mass.  The  com- 
position IS  then  applied  like  the  first, 
and  burned  in. 

J^namel  for  Sheet4ron  Vessels, 
Cleanse  the  vessels  by  "pickling"  in 
diluted  sulphuric  acid,  rmse  off  with 
water,  and  scour  with  mie  sand.  Then 
apply  a  solution  of  gum  Arabic  in 
water ;  dust  upon  this,  while  still  moist, 
the  enamelling  powder,  and  dry  at  212° 
F.  When  the  vessel  is  dry,  knock  the 
excess  of  powder  gently  off  with  the 
hand,  and  observe  wliether  there  are 
any  places  which  have  not  been  dusted. 
Should  this  be  the  case,  they  must  be 
agaii;  treated  in  the  same  manner. 
The  enamel  is  prepared  in  the  follow- 
ing manner :  Sixty-five  parts  of  pow- 
dered crystal  ^lass^  10  of  calcined  soda, 
and  6  of  boracic  acid  are  mixed,  ground 
and  sifted  several  times  to  make  them 
homogeneous.  This  powder,  after  be- 
ing liquefied  upon  the  sheet-iron  vessel 
in  a  ned  hot  muffle,  forms  the  ground 
for  the  actual  enamelling,  which  is  not 
quite  so  refractory.  This  consists  of  65 
parts  of  crystal  glass,  10  of  calcined 
soda,  2  of  boracic  acid,  and  4  of  litharge. 

To  Enamel  Iron,  Powder  and  mix 
3i  ounces  of  crystal  glass,  1  ounce  of 
purified  potash,  1  ounce  of  saltpetre,  i 
ounce  of  borax,  and  5i  ounces  of  minium. 
Heat  the  ingredients  in  a  clean  covered 
crucible,  whereby  a  strong  efiervescence 
will  at  first  take  place,  and  the  mass 
will  finally  fuse  to  clear  li(][uid  glass. 
This  is  poured  upon  an  iron  plate 
previously  moistened,  cooled  off  with 
water,  and  rubbed  to  a  thin  paste  upon 
a  glass  plate.  Pour  this  paste  over  the 
article  to  be  enamelled,  allow  it  to  dry 
very  slowly,  and  then  place  the  article 
in  a  hot  muffle  furnace.  The  enamel 
will  in  a  few  minutes  fiise  venr  uni- 
formly without  bubbles  and  form  a 
lustrous,  transparent  surface. 

To  impart  an  agreeable  tint  to  this 


enamel,  mix  with  the  above  li  drachms 
of  a  preparation  of  cobalt  obtained  by 
saturating  nitric  acid  with  cobalt,  de- 
composing this  with  common  salt  and 
evaporating  the  mixture  to  dryness. 
This  eives  a  pale  blue  color  to  the 
enamel. 

To  Enamel  Copper  Cooking  Utensils, 
Powder  and  mix  12  parts  of  white  fluor- 
spar, 12  of  unbumed  gjrpsum,  and  1  of 
borax,  and  fuse  the  mixture  in  a  cru- 
cible. Pour  the  mass  out  and  when 
cold  rub  it  into  a  paste  with  water. 
Apply  this  with  a  brush  to  the  inside 
01^  the  vessel,  and  place  this  in  a 
moderately  warm  place,  so  that  the 
paste  will  dry  uniformly.  When  dry, 
heat  the  vessel  to  such  a  degree  in  a 
muffle  fiirnace  that  the  paste,  which 
has  been  applied,  liquefies.  When  cold, 
the  result  will  be  a  white,  opaque 
enamel. 

Another  Process  of  Enamelling  Cas^ 
iron.  Keep  the  articles  at  a  red  heat 
in  sand  for  i  hour,  cool  off  slowly,  and 
cleanse  them  with  hot  dilutea  sul- 
phuric or  hydrochloric  acid;  then 
rinse  with  water,  and  dry.  Coat  them 
with  a  mixture  composed  of  6  parts  of 
flint  ^lass,  3  of  borax,  1  of  minium,  1 
of  oxide  of  zinc,  finely  powdered  and 
roasted  for  4  hours  at  a  red  heat,  then 
rendered  semi-fluid  by  increased  tem- 
perature, then  cooled  in  cold  water,  and 
1  part  of  it  mixed  with  2  parts  of  Done 
meal  and  made  into  a  paste  with  water. 
When  the  coating  on  the  article  is  dry, 
apply  a  mixture  composed  of  32  parts 
of  calcined  bones,  16  of  kaolin,  14  of 
feldspar,  4  of  potash,  mixed  with  water, 
dried,  cooled,  and,  when  powdered, 
made  into  a  paste  with  16  parts  of  flint 
glass,  5^  parts  of  calcined  bones,  and  3 
of  calcined  quartz  with  sufficient  water. 
When  this  second  coat  is  dry,  apply  a 
mixture  composed  of  4  parts  of  feldspar, 
4  of  pure  sand,  4  of  potash,  6  of  borax, 
1  of  oxide  of  zinc,  1  of  saltpetre,  1  of 
white  arsenic,  and  1  of  pure  chalk, 
mixed,  calcined  and  cooled,  and  rubbed 
to  a  fine  powder  with  3i  parts  of  cal- 
cined bones  and  3  of  quartz.  The 
coated  articles  are  heated  in  a  muffle  in 
a  furnace,  which  fuses  the  last  two  coat> 
ings,  and  forms  an  adhesive  and  bril- 
liant white  enamel. 

To  Ena/mel  and  G&m&nA  MeAals  a/nd 
Other  Substances,    Cleanse  the  surface 
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of  the  metal  and  coat  it  with  water- 
glass.  Then  treat  it  with  a  mixture  of 
waterglass  and  pulverized  asbestos,  to 
which  lime  or  gypsum  can  be  added, 
and  heat  it  strongly. 

This  mixture  may  also  be  used  to 
join  metallic  and  other  substances. 

Enamel  for  Watch  Dials.  The  dials 
are  prepared  with  a  backing  of  sheet- 
iron  having  raised  edges  to  receive  the 
enamel  in  powder,  which  is  fused.  After 
cooling,  the  lettering  and  figuring  are 
printed  on  the  plate  with  soft  black 
enamel  by  transferring.  The  dial  is 
again  placed  in  a  muffle  to  fuse  the 
enamel  of  the  lettering  or  figuring. 
The  enamel  used  is  composed  of  white 
lead,  arsenic,  flint  glass,  saltpetre, 
borax,  and  ground  flint,  reduced  to 
powder,  fused,  and  formed  into  cakes. 

Colored  Enamels.  The  ingredients  are 
pounded  to  a  fine  powder  in  a  stone  mor- 
tar and  then  placed  in  a  heated  crucible. 

To  prepare  the  fluxes  a  suitable  fur- 
nace is  used,  which  must  be  entirely  free 
from  rust  and  lined  up  to  the  cover 
with  fire-bricks  set  in  clay  so  that  only 
the  opening  for  the  door  remains  free. 
Through  a  hole  in  the  centre  of  the 
cover,  which  is  also  provided  with  a 
cover,  the  ingredients  in  the  crucible 
are  stirred  with  an  iron  rod. 

To  secure  the  crucible  a  niece  of 
brick  is  laid  upon  the  grate.  The  firing 
is  done  either  with  charcoal  alone  or 
with  charcoal  mixed  with  coke. 

Preparation  of  Fluxes,  I.  Fuse: 
Eight  parts  of  minium,  IJ  of  borax, 

2  of  ground    flint,    and    6    of  flint 
glass. 

II.  Fuse :  Ten  parts  of  flint  glass,  1 
of  white  arsenic,  and  1  of  saltpetre. 

III.  Fuse :  One  part  of  minium  and 

3  of  flint  glass. 

IV.  Fuse :  Nine  and  one-half  parts 
of  minium,  5^  of  borax,  and  8  of  flint 
glass. 

V.  Fuse :  Six  parts  of  flint  glass,  7 
of  the  flux  prepared  according  to  No. 
II.,  and  8  oi  minium. 

VI.  Fuse :  Six  parts  of  the  flux  pre- 
pared according  to  No.  IV.,  with  1  of 
oolcothar. 

VII.  Fuse :  Six  parts  of  minium,  4 
of  borax,  and  2  of  powdered  flint. 

The  fluxes  prepared  as  above  are 
cooled  off"  in  water,  then  dried  and  finiJly 
powdered  in  a  stone  mortar. 


Bltbe  Enamel,  Powder  and  mix  4 
parts  of  black  oxide  of  cobalt,  9  of  flint, 
and  13  of  saltpetre.  Fuse  tiiem  thor- 
oughly over  a  charcoal  or  coke  fire, 
pulverize,  wash  in  cold  water,  and 
triturate  1  part  of  this  powder  with  1  of 
flux  No.  V. 

Another  Receipt.  Fuse  together  1 
part  of  black  oxide  of  cobalt  and  1  of 
oorax.  Then  mix  hj  melting  over  a 
good  fire  2  parts  ot  this,  10  of  blue 
pot  metal  glass,  and  ^  of  minium. 

Brown  Enamel.  Fuse  together  2i 
parts  of  pyrolusite,  8^  of  minium,  and 
4  of  pulverized  flint.  Take  li  parts  of 
this  mixture  and  triturate  it  with  1 
part  of  flux  No.  IV.,  and  li  of  iron 
filings. 

Reddish'Brovm  Enamel.  Triturate 
in  water  1  part  of  brown  sulphate  of 
iron  and  3  of  flux  No.  I. 

Vandyke-Brown  Enamel.  Fuse  to- 
gether in  a  crucible  3  parts  of  flux 
No.  IV.,  and  1  of  iron  filings,  and  lift 
it  out  by  the  tongs.  Take  5  parts  of 
this  and  1  of  black  oxide  of  cobalt, 
and  rub  to  a  paste  with  water. 

Yellow  Enamel,  Mix  in  a  stone 
mortar  8  parts  of  minium,  1  of  anti- 
mony oxide,  and  1  of  white  oxide  of 
tin.  Place  the  mixture  in  a  crucible, 
bring  it  to  a  red  heat,  then  cool  it  ofl, 
and  rub  1  part  of  this  and  4^  of  flux 
No.  IV.  to  a  paste  with  water. 

Orange  Enamel,  Mix  and  heat 
without  fusing  12  parts  of  minium,  1 
of  red  sulphate  of  iron,  4  of  antimony 
oxide,  and  3  of  pulverized  flint.  Tritu- 
rate with  water  1  part  of  this  and  2^ 
of  flux  No.  VII. 

Green  Enamel,  Triturate  with  water 
6  parts  of  green  frit,  i  of  flux  No.  II., 
and  2i  of  flux  No.  VI.  The  areen 
frit  is  prepared  by  fusing  togetner  3 

?art8  of  pulverized  flint,  3  of  flux  No. 
.,  li  of  green  pot  metal  glass,  7i  of 
minium,  7^  of  borax,  and  11  of  green 
oxide  of  copper.  Pound  the  mixture 
to  a  fine  powder  in  a  stone  mortar. 

Dark  Bed  Enamel,  Triturate  with 
water  1  part  of  brown  sulphate  of  iron 
and  2i  of  flux  No.  VII. 

Bale  Bed  Enamel.  Triturate  with 
water  1  part  of  red  sulphate  of  iron,  3 
of  flux  No.  I.,  and  1^  of  white  lead. 

Bla^ck  Enamel,  Triturate  with  water 
1  part  of  black  calcined  umber,  1^  of 
black  oxide  of  cobalt,  1^  of  black  oxide 
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of  copper,  and  3  of  flux  No.  IV.  Allow 
it  to  ury  thoroughly,  then  heat  it  in 
a  iire  upon  a  brick  covered  with  pul- 
verized fliut,  and  add  i  part  of  flux 
No.  III. 

Very  Beautiful  Black  Enamel  for 
Inlaying  and  Ground,  Mix  and  tritu- 
rate with  sufficient  water  1  part  of 
blaclc  oxide  of  copper  and  2  of  flux 

N ).  rv. 

Black  Enamel  for  Painting  and 
Mixing  with  Other  Colors.  Heat  small 
pieces  of  umber  in  a  crucible  until 
they  become  black ;  then  wash  in  boil- 
ing water  and  dry. 

Fuse  together  10  parts  of  this  pre- 
pared umber,  10  or  black  oxide  of 
cobalt,  10^  of  blue  flint  glass,  7h  of 
borax,  and  12  of  minium.  For  use, 
triturate  2  parts  of  this  mixture  and  1 
offluxNo.  IV. 

Opaque  White  Enamel.  Calcine  in 
a  cruciole  1  part  of  buck's-horu  shav- 
ings until  they  are  entirely  white,  and 
rub  them  to  a  paste  with  I  part  or  flux 
No.  I.  Then  triturate  with  water  1 
part  of  Venetian  white  enamel  in 
cakes,  and  1  of  flux  No.  VIII.,  and 
fuse  the  two  mixtures  together. 

Glass  Enamel  for  Iron,  The  articles, 
kitchen  utensils,  signs,  etc.,  coated 
with  this  enamel,  are  not  affected  by 
atmospheric  influences,  nor  destroyed 
by  an  ordinary  fire,  and  do  not  rust. 

Intimately  mix  4  parts  of  powdered 
glass,  2  of  spar,  1  of  saltpetre,  i  of  a 
part  of  zinc  oxide.  Fuse  them  in  a 
crucible,  and  pour  into  moulds  to  be- 
come cool.  For  use,  the  necessary 
quantity  is  triturated  with  water.  Heat 
the  iron  utensil  to  a  red  iieat  in  a 
mufile  furnace  and  apply  the  enamel, 
which  will  present  a  brilliant  ^lass 
appearance.  To  color  the  en  amel  olue^ 
add  cobalticoxide ;  for  red.,  ammonium ; 
for  black f  manganic  oxide  ;  for  yellow, 
uranic  oxide;  for  hronm,  ferric  oxide; 
for  green,  a  mixture  of  2  parts  of  stan- 
nic oxide  and  1  of  manganic  oxide; 
for  pure  white,  stannic  oxide. 

Niello.  This  metallic  enamel  is 
composed  of  4  parts  of  fine  silver,  9  of 
pure  copper,  9  of  pure  lead,  2  of  borax, 
and  48  of  flowers  of  sulphur.  The 
silver  is  first  melted,  the  copper  is  then 
added  and,  when  both  are  liquid,  the 
lead.  The  melted  metals  are  stirred 
with  stick  charcoal  to  insure  homo- 


geneity. The  mixture  is  then  poured 
into  a  large  crucible  containing  the 
sulphur.  The  crucible  is  placed  again 
upon  the  fire  for  a  few  minutes  to  keep 
tne  mass  liquid.  It  is  then  poured 
over  brushwood  into  water  so  that 
granules  are  formed.  These  granules  are 
collected,  dried  by  exposure  to  the  air, 
and  then  pulverized  in  a  mortar.  This 
powder  is  mixed  with  spirit  of  sal-am- 
moniac to  a  paste,  applied  bv  heating 
the  object  to  be  decorated  and  rubbing 
the  paste  into  the  lines.  The  desigu  is 
engraved  on  the  metal  object  to  be 
ornamented,  the  lines  being  more  pro- 
nounced and  stronger  than  on  an  or- 
dinary copper  plate  for  printing.  When 
skilfully  applied  the  paste  adheres 
firmly.  An  excess  of  it  is  removed  by 
files,  the  surface  is  then  stoned  and 
polished.  Niello  is  undoubtedly  the 
best  means  for  decorating,  in  a  quiet, 
rich  manner,  surfaces  exposed  to  fric- 
tion or  wear ;  it  is  tougher  than  enameh 


Feathers,  Ostrich,  Marabouts, 
ETC.  How  to  Wash,  Restore,  and 
Dye. 

Ostrich  feathers,  as  is  well  known, 
are  used  most  for  ornamental  purposes. 
The  most  beautiful  ostrich  feathers 
come  into  the  market  from  Algiers^ 
Barbary,  and  the  Cape  of  Good  JEfope; 
inferior  qualities  from  Senegal,  Mado' 
gascar,  and  by  way  of  Alexandria, 
The  next  prominent  are  the  cock 
feathers. 

Heron  plumes  from  different  va- 
rieties of  herons  are  dearer  and  scarcer. 
The  black  feathers,  which  come  mostly 
from  Crete,  are  very  highly  valued,  the 
white  less  so.  The  latter  come  from 
Crete,  Canada,  and  the  East  Indies; 
the  gray  mostly  from  East  Prussia, 

Falcon  plum^  are  the  feathers  of  the 
gerfalcon. 

Bird  of  Paradise  plumes  are  the 
tail  and  wing  feathers  of  a  species  of 
bird  inhabiting  New  Guinea  and  New 
Holland, 

Marabouts,  These  come  mostly  from 
South  America,  especially  from  the 
American  ostricn.  According  to  others 
from  a  species  of  stork  inhabiting  the 
East  Indies,  Java,  etc.,  where  it  is 
frequently  raised  for  the  sake  of  its 
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feathers.  Imitations  of  marabouts  are 
produced  from  the  white  dowu  of  the 
turkey. 

To  Wash  FeaZhera-  and  Marabouts. 
Take  a  piece  of  white  soap  of  the  size 
of  a  walnut  and  dissolve  it  in  a  pint  of 
water  by  heating  over  a  fire.  When 
the  soap  water  has  become  tepid  pour 
it  into  a  wash  bowl  and  dip  the  feather 
into  it.  Then  take  the  feather  into  the 
left  hand  and,  with  the  thumb  and  in- 
dex finger  of  the  right  hand,  squeeze 
carefullv  from  the  top  down  to  the  bot- 
tom of  the  vane.  After  having  cleansed 
the  feathers  in  this  manner  dip  them  in 
fresh,  clean  water,  rinse  them  off  care- 
fully, and  starch  them  by  dipping  in 
water  in  which  a  tablespoonful  of  raw 
starch  has  been  dissolved^  and  colored 
with  a  few  drops  of  liquid  wash-blue. 
Feathers  which  have  been  frequently 
washed  especially  require  this  starch- 
ing. After  the  featners  have  been 
starched  lay  them  upon  a  clean  linen 
cloth  and  allow  them  to  dry — in  sum- 
mer in  the  sun,  in  winter  near  a  fire. 
Before  they  are  entirely  dry  rub  them 
between  the  hands  until  they  have  re- 
gained their  former  appearance.  As 
the  paper  wrapped  around  the  wire 
softens  during  the  washing  it  must  be 
renewed.  For  this  purpose  cut  long 
and  narrow  strips  of  paper.  Fasten  the 
strip  where  the  wire  joins  the  feather, 
and  wrap  the  paper  obliquely  around 
the  wire  by  turning  the  latter  between 
the  fingers. 

To  Bleach  Feathers.  Feathers  turned 
yellow  are  bleached,  according  to  one 
T>rocess,  by  soaking  them  for  a  few 
nours  in  a  warm  soap  bath  (175°  to  185° 
F.),  which  should  not  be  too  strong, 
rinsing,  and  exposing  them,  strung 
upon  a  thread,  for  some  time  to  the  sun, 
frequentlv  moistening  them  in  liie 
meanwhile. 

According  to  another  process^  the 
feathers,  after  having  been  treated  in 
the  warm  soap  bath,  are  rinsed  off  and 
brought  into  a  bath  of  water  acidulated 
with  sulphurous  acid.  Here  they  re- 
main for  20  to  30  hours,  are  then  washed, 
drawn  through  a  weak,  lukewarm  soap 
bath,  and  dried  in  the  sun,  or  left  in  the 
sun  for  1  or  2  days,  being  frequently 
moistened. 

According  to  Dobereiner  a  solution 
of  carbonate  of  ammonia  is  the  best 


means  of  bleaching  feathers,  as  it  effects 
the  same  purpose  in  a  much  shorter 
time  than  sulpnurous  acid. 

To  Restore  Crushed  and  Bent  Feath- 
ers.  Expose  the  feathers  for  a  few 
moments  to  steaming,  or  dip  them  for 
one  minute  into  boiling  water.  Then 
take  them  out  and  let  them  lie  for  some 
time  in  water  of  medium  temperature. 
To  be  convinced  of  the  extraordinary 
effect  of  this  simple  process  it  is  only 
necessary  to  crush  an  ordinal^  goose- 
quill  lengthwise  and  to  treat  it  in  this 
manner,  when  it  will  come  from  the 
water-bath  in  a  condition  which  will 
not  show  in  the  slightest  degree  that  it 
ever  had  been  bent  or  crush^. 

To  Dye  Feathers.  The  dyeing  of 
feathers  is  not  very  difficult ;  it  can  be 
done  either  warm  or  cold.  All  colors, 
except  black,  take  the  more  brilliantly 
the  whiter  the  feathers  were  before 
dyeing. 

The  quill  is  first  made  as  porous  as 

Possible  without  injuring  its  lustre* 
his  is  done  by  rubbing  it  with  a  piece 
of  carbonate  of  ammonia  without  allow- 
ing the  thumb  of  the  hand  to  touch  the 
quill.  B^  this  the  horn-like  skin  upon 
tne  quill  is  softened  and  the  oil  removed 
from  the  surface.  The  feather  is  next 
placed  in  a  warm  soap  bath  and  then 
rinsed  in  cold  water  until  all  traces  of 
soap  have  been  removed.  The  feathers 
are  then  prepared  for  dyeing. 

To  remove  the  oil,  Meimann  recom- 
mends baths  of  carbonate  of  ammonia 
or  a  weak  solution  of  soda,  in  which  the 
feathers  are  careftilly  placed  so  that 
they  cannot  bend  or  break.  After  they 
have  been  dyed  they  must  be  kept  in 
constant  motion  while  drying,  so  that 
the  down  will  raise  up  and  the  feather 
assume  its  natural  shape  and  form. 

To  Dye  Feathers  Black.  This  is  the 
most  important  and  at  the  same  time 
most  difficult  color.  A  warm  bath  (85° 
F.)  of  10  gallons  of  water  in  which  1 
pound  of  soda  has  been  dissolved  is 
used  for  8  ounces  of  feathers.  The 
quills  are  rubbed  with  a  piece  of  car- 
bonate of  ammonia,  and  the  feathers 
placed  in  the  bath  and  allowed  to  re- 
main for  24  hours.  Instead  of  soda, 
twice  the  quantity  of  carbonate  of  am- 
monia may  be  used  and  the  feathers 
allowed  to  remain  in  the  bath  over 
night.    They  are  then  taken  out,  rinsed 
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off  with  wann  water,  and  placed  for  5 
to  6  hours  in  a  bath  of  feme  nitrate  7° 
Beaum4  strong,  when  they  are  taken 
out  and  rinsed  in  cold  water.  Now 
make  an  infusion  of  2  pounds  of  log- 
wood and  2  pounds  of  quercitron ;  place 
the  feathers  in  the  tepid  bath,  work 
them  while  in  it,  and  heat  the  latter 
gradually  until  it  is  hot,  but  not  to  the 
boiling  point.  Finally  dissolve  3i 
ounces  of  potash  in  1^  gallons  of  water, 
and  stir  8  ounces  of  oil  into  the  solu- 
tion until  it  is  uniformly  distributed  in 
it.  Draw  the  feathers  separately  through 
this  bath,  allow  them  to  drain  off,  and 
swing  them.  For  this  purpose  the 
quills  of  all  the  feathers  are  fastened  to 
a  long  cord  and  this  is  put  up  in  a  dry- 
ing chamber.  Several  such  cords  are 
connected  in  the  centre  by  a  cord  drawn 
across  them,  the  end  of  which  is  moved 
to  and  fro  for  some  time.  By  this  means 
a  constant  swinging  motion  is  imparted 
to  the  feathers  suspended  to  the  cords 
while  they  are  drying,  and  they  thus 
regain  their  natural  lustre.  If  but  few 
feathers  are  to  be  dyed,  take  each  feather 
by  the  quill  and  swing  it  before  the 
open  door  of  a  stove  until  it  is  dry. 
Many  dyers,  after  the  feathers  have 
been  dyed  and  rinsed,  place  them  in 
layers  in  a  box,  dusting  each  layer  with 
gypsum.  They  are  taken  out,  while 
stilJ  moist,  and  dried  by  swinging,  when 
the  last  traces  of  gypsum  are  removed 
with  a  soft  brush.  In  this  case  no  oil 
bath  is  used.  The  quills  are  then 
rubbed  smooth  and  the  feathers  curled 
with  a  suitable  iron. 

Other  Receipts  for  Dyeing  Feathers 
Black.  I.  A  mordant  is  prepared  by 
dissolving : 

Green  vitriol 1     pound. 

Blue  vitriol 4     ounces 

Alum 4         '♦ 

In  water l*^  gallons. 

The  feathers  to  be  dyed  are  kept  in 
til  is  solution  for  3  days,  being  frequently 
turned  during  the  time,  when  tney  are 
taken  out  and  rinsed  in  clean,  cold 
water.    Now  prepare  an  infusion  of: 

Ground  logwood 1     pound. 

Ground  fustic 1  *' 

In  water .^to^gallon. 

When  it  has  been  thoroughly  boiled, 
filter  the  decoction,  place  the  mordanted 


feathers  in  it,  and  allow  them  to  re- 
main until  they  are  entirely  black. 
Take  them  out  and  rinse  them  in  cold 
water  until  this  runs  off  entirely  clear. 
They  are  then  dried  and  rubbed  be- 
tween the  hands  with  a  very  small 
quantity  of  oil,  and  finally  curled. 

II.  Mix  2  pounds  of  a  solution  of 
ferric  nitrate  of  60°  Beaum6  with  If 
gallons  of  cold  water.  Keep  the  feath- 
ers in  this  mixture  for  12  hours.  Then 
take  them  out,  rinse  in  cold  water,  and 
finish  the  dyeing  in  a  mixture  of  6^ 
pounds  of  an  infusion  of  logwood  and  a 
like  quantity  of  an  infusion  of  fustic, 
not  hotter  than  the  hand  can  bear. 
Place  the  cold  feathers  in  this  bath  and 
heat  gradually  in  a  water-bath.  When 
the  feathers  have  absorbed  the  coloring 
matter  take  them  out  and  add  to  the 
bath  i  ounce  of  turmeric.  Place  the 
feathers  in  this  for  i  hour.  After  they 
are  dyed  black  bring  them  successively 
into  3  lukewarm  baths  of  soap  and 
water  and  then  dry  them.  When  dry 
rub  them  between  the  hands  with  a  lit- 
tle oil  and  curl  them. 

To  Dye  Feathers  Brown-.  Prepare 
the  feathers  in  the  same  manner  as  for 
dyeing  black,  and  treat  them  in  an  in- 
fusion of  2  pounds  of  catechu  in  the 
same  manner  as  given  under  black. 
After  they  have  been  taken  from  this 
bath  place  them  in  a  warm  bath  120° 
to  140°  F.  of  4  ounces  of  potassium 
chroraate  in  W  gallons  of  water,  and 
work  them  until  they  are  dyed.    If  a 

Dark  Brown  Color  is  desired,  put  the 
feathers,  after  they  have  been  taken 
from  the  catechu  bath,  into  a  cold  bath 
of  acetate  of  iron  of  2°  Beaum^,  and 
then  into  the  potassium  chromate  bath. 

Puce-colored.  Dissolve  4i  ounces  of 
alum  in  3i  quarts  of  water.  Soak  the 
feathers  in  this  for  12  hours,  take  them 
out,  rinse  with  cold  water,  and  place 
them  in  a  lukewarm  bath  of  4i  pounds 
of  infusion  of  logwood,  and  a  like 
quantity  of  infusion  of  Brazil  wood 
until  they  have  acquired  the  desired 
color.  Then  take  them  out,  wash,  and 
place  them  repeatedly  in  a  quite  hot 
bath  of  logwood  and  Brazil  wood, 
when  the  puce-color  will  be  obtained. 
The  color  may  also  be  produced  by 
placing  the  feathers  in  a  bath  of  | 
gidlon  of  cold  water  and  a  like  quantity 
of  decoction  of  logwood,  and  neating 
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this.  The  feathers  are  then  taken  oat, 
3^  ounces  of  hydrochlorate  of  tin  are 
added  to  the  oath,  the  feathers  re- 
placed in  it,  and  allowed  (o  remain 
until  the  bath  is  cold.  They  are  then 
taken  out  and  rinsed  ofif  with  cold 
water. 

To  Dye  leathers  Blue.  Prepare  a 
solution  of  1  pound  of  finely  ground 
ipdigo  in  4i  pounds  of  sulphuric  acid. 
Of  this  solution  stir  10  drops  into 
I  pint  of  boiling  water,  and  fix  the 
color  contained  in  this  fluid  on  a  close 
white  woollen  cloth  of  about  2  square 
inches.  Then  remove  every  trace  of 
acid  by  washing  with  clean  cold  water. 
After  the  cloth  has  been  wrung  out 
place  it  in  a  solution  of  1  ounce  of 
crystallized  soda  in  3^  pints  of  boiling 
water,  draw  off  the  fluid,  and  dissolve 
in  it  2k  ounces  of  tartaric  acid.  If  the 
feathers  are  to  be  dyed  pearl  blue,  dis- 
solve 1  ounce  of  alum  in  2  gallons  of 
water,  add  to  this  55  gallons  of  indigo 
solution,  place  the  feathers  in  the  bath, 
and  heat  by  placing  the  tub  in  boiling 
water.  As  soon  as  the  feathers  have 
acquired  the  desired  color  they  are 
dried  without  washing.  For  darker 
colors  take  more  indigo  solution. 

To  Dye  with  Indigo  Red.  A  light 
blue  color  is  produced  by  placing  the 
feathers  in  a  solution  of  \  ounce  of 
tartaric  acid,  and  1  ounce  of  indigo 
red  in  If  pints  of  water.  By  adding  a 
little  alum  to  the  solution  the  color  be- 
comes more  durable. 

Blevb  de  France.  Dissolve  4i  ounces 
of  tin  salt  in  2  gallons  of  water,  then 
add  3  pounds  of  ferric  nitrate  of  50° 
Beaura^,  and  stir  1  pound  of  sulphuric 
acid  into  the  fluid.  Then  prepare  a 
mordanting  bath  by  taking  1  pound  of 
the  above  fluid  and  1  gallon  of  cold 
water.  Mordant  the  feathers  in  this, 
rinse  them  thoroughly,  and  dye  by 
placing  them  in  a  solution  of  2  ounces 
of  red  phosphate  of  iron  in  water,  and 
heating  the  bath.  The  feathers  must 
be  dipped  alternatelv  into  the  mor- 
danting and  the  dyeing  bath.  After 
they  have  passed  through  the  last 
bath,  which  should  be  that  of  phos- 
phate of  iron,  they  are  drawn  through 
a  bath  acidulated  with  tartaric  acid. 

Crimson  and  Ruhy-Red.  Dissolve 
1  pound  of  alum  in  1|  gallons  of  water, 
soak  the  feathers  in  this  solution  for  a 


few  days,  take  them  out  and  rinse  in 
cold  water.  To  dye  the  feathers  crirn^ 
son,  place  them  in  13  pounds  of  a  de- 
coction of  Brazil  wood  and  heat  the 
bath.  For  t^by  red,  add  to  the  above 
bath  1  pound  of  blue  archil  liquor, 
place  the  feathers  in  it  and,  when  dyed, 
rinse  them  in  cold  water.  By  adding 
4i  ounces  of  ground  turmeric  to  this 
bath  the  feathers  can  be  dyed  chestnut 
brown.  The  decoction  of  Brazil  wood 
used  is  prepared  by  boiling  1  pound  of 
ground  Brazil  wood  in  l|  gallons  of 
water,  and  straining  the  liquor. 

Rose-color.  A  fine  rose- color  is  pro- 
duced by  dyeing  the  feathers  with 
carthamine.  Put  the  carthamine  in 
warm  water,  place  the  feathers  in  the 
fluid  until  they  have  absorbed  the  dye- 
stuff,  and  then  take  them  out.  Now 
compound  the  bath  with  some  tartaric 
acid,  place  the  feathers  repeatedly  in 
this,  rinse  them  out  in  cold  water 
acidulated  with  tartaric  acid,  dry,  and 
curl  them. 

For  Dark  Rose-color  use  the  same 
baths  of  carthamine  and  of  tartaric 
acid,  but  each  by  itself.  It  is  best  to 
dip  the  feathers  alternately  into  the 
acid  bath  and  the  carthamine  bath, 
but  they  must  be  finished  in  the  acid 
bath. 

Yellow.  Mordant  the  feathers  with 
alum  or  a  solution  of  acetate  of  alumina, 
and  then  rinse  them  with  water.  Now 
prepare  a  decoction  of  quercitron  bark 
freed  from  tannin,  by  precipitating  it 
with  a  solution  of  animal  glue,  or  an 
infusion  of  fustic,  and  finish  dyeing  the 
feathers  in  this. 

A  yellow  color  can  also  be  produced 
by  pouring  boiling  water  over  powdered 
turmeric,  placing  the  feathers  in  the 
warm  fluid  for  5  minutes,  when  they 
are  taken  out.  Some  tartaric  acid  is 
now  added  to  the  bath,  the  feathers  are 
again  placed  into  it  and  allowed  to  re- 
main for  5  minutes  longer,  then  rinsed 
with  cold  water,  and  dried. 

Garnet-Brown,  The  dye  is  obtained 
by  adding  to  the  bath  for  ruby  red  (see 
above)  4^  ounces  of  finely  ground  tur- 
meric, heating  the  bath  and  dyeing  the 
feathers  in  it. 

Gray  is  produced  by  dyeing  the  feath- 
ers in  a  sumac  bath  ana  passing  them 
afterwards  through  a  solution  of  sul- 
phate of  iron. 
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Green,  Boil  2  ponnds  of  fiistic  twice/ they  hare  assumed  the  desired  color, 
each  time  in  \\  gallons  of  water,  and  The  further  treatment  in  rinang  and 
dissolve  2i  ounces  of  alum  and  1  onnce  drying  is  the  same  as  moitioiied  under 
of  tartaric  acid  in  the  decoctions.  Place   hUick. 

the  leathers  for  a  short  time  in  this  Jioft-colar.  Use  a  weak  solntioa  of 
8olnti<Hi,  theo  take  them  out,  add  luchsine,  and  a  strong  aolotion  for  smi- 
solntion  of  indigo,  or  indigo-red,  to  the   getUa. 

bath ;  and  dip  the  feathers  repeatedly       JReddtgk-biue^    Use  Bieu  de  LyomM^ 
in  it.    When  the  feathers  hare  assumed    which  will  diasolTe  in  water, 
a  light  green  color  rinse  them  with  |      Grtemskrblue^  Use  BU^  de  htmUhre^ 
aeidulat^  water.    For  a  dark  green   soluble  in  water, 
eolor  add  more  Une.  |      Gemmine   AltaH-blme     (Nieioiaom't 

ChestatU4^r9WH,  The  feathers  are  biuet  can  also  be  nsed  for  dyeing  fi»th- 
first  dyed  ruby-red  and  then  garnet-  ers  by  dissolving  1  ounce  of  soda  in  the 
brown,  next  washed,  and  placed  for  5  dyeing  bath,  and  adding  the  solutioii 
minutes  in  a  solution  of  i\  ounces  of  of  alkali-blue.  The  featheis  are  then 
sulphate  of  iron  in  3|  pints  of  water,  placed  in  the  bath  and  dyed  a  light 
They  are  then  rinsed,  replaced  in  the  blue ;  then  they  are  brooght  into  a  bath 
dye  bath,  and  heated.  of  1  ounce  of  sulphuric  acid. 

Liktc.    This  color  is  ]woduced  with        Green  is  iNrodnced   by  dyei^   the 
archil,  and  the  different  shades  by  means    feathers  in  a  solution  o£  aniline  green ; 
of  indigo-red  and  alum.    A  weak  solu-        Ora*^^  in  a  sointian  of  yellow  eocai- 
tion  oi  logwood  and  bydrochlorate  of    line ; 
tin  may  aJso  be  used.  |      Ihtee  in  a  solution  of  red  cocaDiBe. 

Orange.  Boil  1  pound  of  the  best  By  adding  ammonia  to  a  solvticm  oi 
annotto  with  4^  ounces  of  potash  in  1  j  yellow  coralline  it  changes  from  orange 
quarts  of  water  until  they  are  dissolved,  to  reef,  and  the  red  solution  is  chained 
Then  let  the  fluid  cool  off  to  a  hand  back  into  orai^e  by  an  addition  of 
heat,  when  the  feathers  are  placed  in  acetic  ackL  Therefore,  br  adding  aqnar 
the  bath  and  allowed  to  remain  in  it  [  anunonia  to  a  solution  ot  yellow  eoral- 
untQ  they  have  acquired  the  desired  line,  everr  riiade  of  color  can  be  06- 
shade  of  eolor,  then  they  are  rinsed  taincd  and  nsed  for  dyeing, 
with  lukewarm  soap  water  and  passed  '  A  bronae-Iustre  can  be  given  to  the 
through  a  weakly  acidulated  batn.         '  tips  of  the  down  by  uang  me  following 

Riwy^red.  Distribute  1  pound  of  .  process:  Blue  or  red  patent-violet  is 
endbe^  in  1|  gallons  of  water,  place  dissolved  in  alcohol  90  per  cent,  strong 
the  feathers  in  the  bath  and  heat  it  to  a  by  placing  it  in  the  water  bath.  The 
hand  heat.  When  the  feathers  have  places  which  are  to  be  Ivonaed  are 
acquired  a  mby-red  eolor  thev  are  brushed  over  with  this  solution  after 
washed  in  clean  water,  dried,  and  then  the  feathers  have  been  dyed  and  oiled. 
curled.  I  The  alcohol  evaporates  qnicklv  and  a 

Violet  is  produced  by  soaking  the,  beautiful  bronze  remains  beimuL  Only 
feathers  in  a  solution  of  alum,  dyeing  '  the  violet  dissolvable  in  alcohol  should 
in  a  simple  decoction  of  logwood,  rins-  be  nsed  for  the  purpose,  as  that  soluble 
ing,  drying,  and  finishing.  in  water  rubs  off  on  the  fingerSb 

To  Dye  Feathers  mith  A  niline  Colors. 
Feathers  may  be  dyed  without  prelimi- 
nary preparation  in  a  lukewarm  bath 
of  aniline  colors.  For  lighter  i^iades 
of  color  thev  are  placed,  after  having 
been  freed  nrom  oil,  in  the  sulphuring 
chamber  and  sulphured.  The  dyeing  I  Such  substances  as  ammonium  sul- 
bath  is  prepared  oy  adding  the  filtere<i  phate,  borax,  sodium  phosphate  and 
solution  of  the  aniline  color  to  Inke-  tungstate,  and,  last  but  not  least,  water- 
warm  water.  The  feathers,  after  hav- '  glass,  which  were  reconmiended  years 
log  been  prepared  in  the  manner  as  ago  by  Gay-Lussac,  Fuchs,  and  others, 
mentioned  in  the  conuneucement  of  this  form  essentially  the  staple  of  most  of 
article,  are  worked  in  the  bath   until    the  means  recommended  at  the  preacsit 
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time,  although  other  substances  have 
also  been  used  with  more  or  less  suc- 
cess. In  the  following  we  give  the 
rcsuks  of  analyses  and  experiments 
made  in  the  laboratory  of  the  *'  Chemi- 
ker  Zeitung."  - 

Munich  Fire-extinguishing  Pow- 
der is  composed  of :  Common  salt  43  per 
cent.,  alum  19.5,  Glauber's  salt  5.1,  soda 
3.6,  water-glass  6.6,  water  22.3  percent. 

A  mixture  composed  of  4i  pounds  of 
alum,  10  pounds  of  commoA  salt,  1 
pound  each  of  g!au!)er's  salt  and  soda, 
and  1 J  pounds  of  water-glass  was  given 
to  the  Cmthen  fire-brigade  and  tried  in 
extinguishing  a  fire  in  a  distillery.  It 
did  excellent  service.  The  following 
mixture  can  also  be  recommended: 
Four  parts  of  common  salt,  3  of  sodium 
bicarbonate,  and  1  each  of  Glauber's 
salt,  water-glass,  and  calcium  chloride. 
This  mixture  cannot  be  used  for  im- 
pregnating tissues,  as  from  the  chloride 
of  calcium  are  formed  sulphates,  car- 
bonates, and  silicates  which  are  insol- 
uble in  water.  Such  a  mixture  might 
be  used  for  painting  the  backs  of  scenes 
for  theatres,  etc.  If  the  calcium  chlo- 
ride is  omitted — as  for  instance  in  the 
following  mixture:  10  pounds  of  com- 
mon salt,  6  pounds  of  sodium  bicar- 
bonate, and  2  pounds  each  of  water- 
glass  and  sodium  sulphate — ^it  would  be 
possible  to  dissolve  it  completely  in 
water,  but  its  effect  in  making  the 
tissues  incombustible  would  not  be 
sufficient  to  recommend  it. 

Experiments  indicate  that  a  mixture 
of  water-glass  and  ammonium  sulphate 
acts  very  well.  While  water-glass  forms 
a  protecting  coat  which  excludes  the 
air,  the  high  value  of  ammonium  sul- 

Shate  lies  in  the  fact  that  it  becomes 
ecomposed  at  a  high  heat,  developing 
vapors,  which,  like  the  water-glass, 
prevent  the  access  of  air.  But  it  is 
found  impossible  to  combine  the  two 
agents  in  a  permanent  mixture,  as  the 
water-glass,  which  is  always  alkaline, 
expels  ammonia  from  the  dry  am- 
monium sulphate. 

Sal-ammoniac  in  the  following  mixt- 
ures gives  partially  satis£u3tory  re- 
sults: 

I.  II 

Per  cent.  Per  cent. 

Common  salt  .  .  30  Sodium  snlphate  30 
Sodium  bicarbonate  40  Sodium  bicarbonate20 
Sal-ammoniac     .    .  30    Sal-ammoniac      .  50 


Although  the  impregnated  substances 
do  not  ignite  in  an  ordinary  fiame,  they 
cannot  resist  the  more  intense  heat  of  a 
Bun^en  burner. 

If  tissues  are  to  be  djed  and  impreg- 
nated it  can  be  done  in  one  bath,  pro- 
vided aniline  colors  are  used.  Some 
aniline  color  is  dissolved  in  the  solution 
of  an  impregnating  agent,  and  the  tis- 
sue, previously  mordanted,  is  drawn 
through  it.  The  sizing  can  also  be 
combined  with  the  impregnating  agent. 
The  starch  is  boiled  to  a  paste  in  the 
mixture,  and  the  goods  are  drawn 
through  it  in  the  usual  manner.  Muslin 
curtains,  filtering  paper,  and  other  loose 
tissues  can  be  made  fire-proof  without 
much  trouble,  but  it  is  more  difficult  to 
so  impregnate  heavier  and  closer  goods, 
as  linen  and  flannel,  so  that  absolutely 
no  flame  is  formed. 

Vienna  Fire-extinguishing  Powder 
consists  of  a  solution  of  4  parts  of  green 
vitriol  and  16  of  ammonium  sulphate 
in  100  of  water.  It  is  sold  at  the  rate 
of  about  6  cents  per  pound,  while  its 
actual  value  is  about  li  cents.  A 
brown  precipitate  of  ferrous  hydrate  is 
formed  when  the  fluid  which  is  at  first 
clear  is  exposed  to  the  air,  and  for  this 
reason  the  mixture  is  not  adapted  for 
impregnating  fine  colored  tissues.  For 
all  other  purposes  it  does  excellent 
service. 

Fluids  for  Making  Tissv^s  Tnconv' 
bustible.  I.  A  solution  of  sodium 
tungstate  of  28°  Twaddle  compounded 
with  3  per  cent,  of  sodium  phosphate. 

II.  Six  parts  of  alum,  2  of  borax,  1 
of  sodium  tungstate,  1  of  dextrine,  dis- 
solved in  soap  water. 

III.  Five  parts  of  alum,  5  of  ammo- 
nium phosphate,  100  of  water. 

IV.  Three  parts  of  borax,  2i  of 
Ef)som  salt,  20  of  water. 

V.  Eight  parts  of  ammonium  sul- 
phate, 2i  of  ammonium  carbonate,  3  of 
Doracic  acid,  2  of  borax,  2  of  starch, 
and  100  of  water. 

To  Make  Tissues  Incombustible,  The 
Society  d* Encouragement  of  Paris  has 
recently  awarded  a  prize  of  2000  francs 
to  J.  A.  Martin  of  Paris  for  the  fol- 
lowing preparations  for  making  tissues 
fire-proof.  The  condi tions  under  which 
the  award  was  offered  were  as  follows : 
The  ingredients  constituting  the  prepa- 
rations must  be  cheap  and  easily  ap- 
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plied,  must  neither  injure  the  tissues 
themselves  nor  their  colors,  must  be 
neither  of  a  poisonous  nor  caustic  nature. 


from  the  4  parts  of  the  salt  bj  a  disk  of 

Earchment  n&per.      The   cartrid^    is 
roken    and    its    entire    contents   are 


must  not  change  in  a  very  moist  nor  verf  ;  }x>ured  into  the  water  to  be  used  fw  ex- 
dr>'  atmosphere,  and  finally  the  impreg-    tinguishing  the  fire. 


nated  tissues  and  wood  must  remain 
incombustible  after  they  have  been 
exposed  for  «»ne  month  to  a  temperature 
of  100°  to  120"*  F.  It  was  found  that 
3fariin*s  fluids  made  the  tissues  and 
the  surface  of  wood  iuoombustible,  that 
they  do  not  attack  the  tissues  and  their 
colors,  and  that  they  remained  incom- 
bustible after  liaving  been  exposed  for 
several  months  in  a  drying  chamber  to 


To  Make  Paper  IrusombuUible.  The 
paper,  as  it  comes  from  the  machine 
and  before  it  is  brought  upon  the  dry- 
iug  rollers,  is  drawn  Uirou^  a  solution 
of  8  parts  of  ammonium  sulphate,  3  of 
boracic  acid,  2  of  borax,  and  100  of 
water.  The  fluid  should  be  heated  to 
120OF. 

To  Make.  Theatre  Scenes,  Wood,  etc.. 
Incombustible.    A  mixture  recently  re- 


a  temperature  of  97°  F.    The  experi-  ,  commended  for  this  purpose  consists  of 
ments  were  made  by  the  society  and  at ,  the  following  ingredients :  Boracic  acid 
..-•___  i_  ^L_  j.-ir       i  T.    :_   5  parts,  sal-ammoniac  15  parts,  potash 


the  same  time  in  the  different  Paris 


theatres. 

I.  For  all  Light  Tissuea.     Ammo- 
nium sulphate  8  parts,  pure  ammonium 


feldspar  5  parts,  gelatine  1.5  parts, 
paste  50  parts,  water  100  parts.  It  is 
applied  with  a  brush.    Other  mixtures 


carbonate  2h  parts,  boracic  acid  3  parts, !  of  the  same  ingredients,  with  a  slight 
starch  2  parts,  water  100  parts ;  {  part  change  in  their  proportions,  serve  tor 
of  dextrine  (or  the  same  quantity  of  gel- 1  impregnating  sul-cloth,  straw,  ropes, 
atine  may  be  substituted  for  the  2  parts  j  and  wood. 

of  starch).  Bueher't  Fire-extinguishittg  Povfder, 

^  The  fluid  is  heated  to  85°  F.  and  the  the  value  of  which  has  been  shown  at 
tissues  immersed  in  it  until  they  are  I  several  fires,  consists  of  30  parts  of  |X)w- 
thoroughly  permeated.  They  are  then  dered  sulphur,  60  of  purified  aedtpetre, 
slightly  wrung  and  dried  sufficiently  and  a  small  quantity  of  coke  and  bole, 
for  ironing.  The  quantity  of  the  starch  Handrgrenades.  These  consist  of 
or  dextrine  or  gelatine  may  be  changed  glass  vessels  of  various  shapes — usually 
according  as  the  tissues  are  to  be  more  |  spherical — containing  various  fire-ex- 
or  less  stiff.  tinguishing  liquids.    They  are  hermet- 

II.  For  Painted  Decorations  and  j  ically  sealed  to  prevent  the  evaporation 
Wood^  Sal-ammoniac  15  parts,  boracic  '  of  their  contents.  They  are  designed, 
acid  5  parts,  glue  50  parts,  gelatine  1^  I  as  their  name  indicates,  to  be  thrown 
parts,  water  100  parts,  and  sufficient  into  the  fire,  and  bv  the  breaking  of  the 
powdered  talc  to  give  the  mass  the  glass  to  liberate  the  fire-extinguishing 
necesMurv  oonststencv.  For  use  it  is  "  " 
heated  to  120°  or  140°  F.  and  applied 
with  a  brush.  For  decorations  already 
painted  it  suffices  to  apply  it  to  the 
imek  and  wooden  frames. 

III.  For  Coarse  Linen,  Hopes,  Straw, 
and  Wood.  Sal-ammoniac  15  parts, 
boracic  acid  6  parts,  borax  3  parts, 
wnter  100  parts.  The  fluid  is  heated  to 
220°  F.  and  the  articles  are  submerged 
in  it  for  15  to  20  minutes,  wrung  out 
slightly,  and  dried. 


solution  on  the  burning  object.    (W.) 


FntEWOBKS. 

Bengal  Lights.  Beddes  the  combus- 
tible and  coloring  oomiiom  iits,  the  fire- 
works known  under  this  name  contain 
substances  which,  by  yieldiji<;  oxygen, 
aid  combustion,  l^e  pnnci|)al  ingre- 
dients used  for  this  purpose  are  char- 
coal, lampblack,  sulfur,  stearine,  lin- 
Oiriridges  for  Extinguishing  Fire.  \  seed  oil,  colophony,  sugar,  etc  F<»r 
Make  the  sheUs  of  parchment  paper  or  coloring  the  ui^ts  the  following  sub- 
sheet  lead,  and  fill  tnem  with  4  parts  of  stances  are  made  use  of:  Sulphide  of 
a  salt  obtained  by  mixing  313  parts  of  '  antimony,  arsenical  sulphides,  nitrate 
sulphate  of  alumina  and  142  parts  of  '  of  barium,  nitrate  of  strontium,  sul- 
sodium  sulphate  with  432  of  water ;  and  phate  of  potassium,  carbonate  of  sodium, 
1  part  of  sodium  sulphide,  separated .  cnpric  oxide,  borarac  acid,  chlorate  of 
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potassium,  saltpetre,  etc.  In  preparing 
colored  lights  the  greatest  attention 
should  be  paid  to  the  absolute  purity 
of  the  ingredients  used,  and  that  they 
are  powdered  as  finely  as  possible  and 
very  intimately  mixed  witn  a  spatula 
after  pulverization.  Every  mixture 
containing  chlorate  of  potassium  must 
be  treated  and  handled  with  the  utmost 
care  and  caution,  as  such  mixtures  are 
liable  to  spontaneous  ignition  and  even 
to  explosion.  For  preparing  a  very 
fine  powder  of  it,  it  is  best  to  allow  a 
supersaturated  hot  solution  of  chlorate 
of  potassium  to  become  cold,  with  con- 
stant stirring,  when  the  salt  will  be 
separated  in  the  form  of  a  verv  fine 
crystallized  flour,  which  should  be 
dried  without  exposing  it  to  direct  heat. 
To  secure  uniformity  the  ready  mixt- 
ures should  be  sifted.  It  istidvisable 
to  use  dry  materials  only  in  manufact- 
uring them,  not  to  prepare  large  quan- 
tities at  one  time,  and  to  store  the 
mixtures  in  a  dry  place  in  hermetically 
closed  vessels. 

Colored  lights  are  best  used  by  press- 
ing the  mixture  into  cases  (cartridges) 
of  paper  twice  as  long  as  wide  and  ig- 
niting it  by  means  of  a  quick  match. 

Quick  Matches  are  made  of  4  parts  of 
saltpetre,  2  of  gunpowder,  2  of  charcoal, 
and  I  of  sulphur.  Quick  matches  made 
of  this  composition  never  miss  fire  and 
are  not  extinguished  by  rain  or  wind. 

White  Fire.  This  excellent  light, 
on  account  of  its  brilliant  whiteness,  is 
especially  adapted  for  night  signalling 
and  also  for  festive  occasions.  It  is 
produced  bv  mixing  24  parts  of  salt- 
petre, 7  of  nowers  of  sulpnur,  and  2  of 
realgar. 

In  mixin?  the  saltpetre  with  the  flow- 
ers of  sulphur  sulphurous  vapors  are 
developed  which  form  moist  lumps  in 
the  mass.  To  secure  a  good  ignition 
and  quick  combustion  of  the  mass  it  is 
necessary  to  dry  it  thoroughly  in  an  iron 
pan  with  gentle  heat,  as,  if  this  precau- 
tion is  neglected,  it  frequently  misses 
fire  or  i^ites  and  then  goes  out.  Th^ 
mixture  is  cheaper  than  gunpowder,  as 
less  labor  is  required  in  preparing  it 
and  very  little  danger  incurred. 

Mohf^8  White  Fire,  which  is  very 
eflective  and  scarcely  ever  misses  fire, 
is  composed  of  24  parts  of  saltpetre,  7 
of  sulpnur,  and  1  of  fine  charcoal.   The 


charcoal  increases  the  inflammability 
of  the  mixture  and  shortens  the  length 
of  time  during  which  the  light  burns, 
but  adds  to  its  intensity.  It  is  not  per- 
missible to  use  a  larger  amount  of  char- 
coal tiian  that  given,  as  the  composition 
would  then  approach  that  of  gunpowder. 
White  Fire  for  I'heat.re^,  etc.  I. 
Forty-eight  parts  of  saltpetre,  13.25  of 
sulphur,  7.25  of  sulphide  of  antimony. 

II.  Twelve  parts  of  saltpetre,  4  of 
sulphur,  1  of  sulphide  of  sodium. 

III.  Sixteen  parts  of  saltpetre,  12  of 
mealed  powder,  12  of  cast-iron  filings, 
8  of  powdered  charcoal. 

IV.  One  part  of  charcoal,  3  of  sul- 
phur, 7  of  saltpetre,  1  of  cnlorate  of 
potassium,  4  of  sulphide  of  antimony. 

V.  Thirty-two  parts  of  saltpetre,  12 
of  sulphur,  8  of  sulphide  of  sodium,  1 
of  gunpowder. 

VI.  One  hundred  to  133  parts  of 
pulverized  antimony,  48  to  206  of  pul- 
verized sulphur,  375  to  600  of  salt})etre. 

VII.  Sixty-four  parts  of  pulverized 
saltpetre,  21  of  pulverized  sulphur,  15 
of  gunpowder. 

VIII.  One  hundred  parts  of  potas- 
sium carbonate,  10  of  sulphide  of  anti- 
mony, 15  of  boiled  linseed  oil. 

IX.  Eleven  parts  of  chlorate  of  potas- 
sium, 4  of  nitrate  of  potassium,  1  of 
stearipe,  1  of  carbonate  of  barium,  5  of 
milk  sugar. 

X.  Forty-five  parts  of  sulphide  of 
antimony,  15  of  washed  flowers  of  sul- 
phur, 96  of  saltpetre,  15  of  stearine. 

The  stearine  is  either  grated  or  cut  in 
shaving  and  then  rubbed  with  some 

Sulvenzed  saltpetre  into  as  fine  a  pow- 
er as  possible.  The  other  powdered 
ingredients  are  then  mixed  with  it  and 
the  mixture,  passed  through  a  fine 
sieve. 

XI.  Eighteen  parts  of  saltpetre,  3  of 
sulphide  of  antimony,  10  of  sulphur,  4 
of  burned  lime  (unslaked). 

Greenish-white  Fire,  I.  Two  parts 
of  sulphur,  1  of  oxide  of  zinc,  2  or  sul- 
phide of  antimony,  1  of  powdered  char- 
coal. 

II.  Fifty  parts  of  saltpetre,  25  of  sul- 
phur, 5  of  sulphide  of  antimony,  and 
0.5  of  alum. 

Bluish-white  Fire.  Uhden  has  made 
experiments  in  regard  to  the  availabil- 
ity of  sulphide  of  cadmium  for  pyro- 
technic purposes.     In   the   following 
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mixture  the  sulphide  of  cadmium  bums 
with  a  brilliant  white  flame  surrounded 
with  a  magnificent  blue  border:  Mix 
20  parts  of  saltpetre,  4  of  sulphide  of 
cadmium,  5  of  sulphur,  and  1  of  pulver- 
ized charcoal.  This  mixture  may  be 
used  for  fire-balls. 

Red  Fire.  I.  Forty  parts  of  nitrate 
of  strontium,  15  of  sulphur,  5  of  chlo- 
rate ofpotassium,  and  2  of  charcoal. 

II.  JFifty  parts  of  chlorate  of  potas- 
sium, 50  of  nitrate  of  strontium,  5  of 
charcoal,  and  a  sufficient  quantity  of 
linseed  oil  to  knead  the  mass  together. 

Red  Fire  CLCcording  to  Braunschweig- 
er.  Nine  parts  of  nitrate  of  strontium, 
3  of  shellac,  1.5  of  chlorate  of  potas- 
sium. The  shellac  need  only  be  coarsely 
powdered.  The  above  3  mixtures  for 
red  fire  possess  the  advantage  of  not 
emitting  injurious  vapors,  and  can 
therefore  be  used  in  rooms,  etc. 

Holtz^s  Red  Fire,  which  was  so  much 
used  in  Berlin  during  the  festivities  in 
celebration  of  the  victories  in  the 
French  war,  contains  no  chlorate  of 
potassium,  but  is  simply  composed  of 
1  part  of  shellac  ana  4  of  nitrate  of 
strontium.  The  absence  of  chlorate  of 
potassium  makes  it  possible  to  store 
such  mixtures  without  any  danger, 
though  the  light  produced  is  less  in- 
tense and  brilliant  in  color.  The  mixt- 
ure is  not  very  inflammable,  burns 
better  if  slightly  moistened,  develops 
but  little  smoke,  and,  as  it  bums  very 
slowly,  is  without  doubt  the  cheapest 
material  for  red  lights.  A  very  small 
addition  of  chlorate  of  potassium  im- 
proves the  color  of  the  flame  very  much. 

Receipts  for  other  Red-fire  Mixtures. 
I.  Fifty-six  parts  of  nitrate  of  strontium, 
24  of  sulphur,  20  of  chlorate  of  potas- 
sium. 

II.  Twenty-three  parts  of  carbonate 
of  strontium,  16  of  sulphur,  61  of  chlo- 
rate of  potassium. 

III.  Mix  40  parts  of  pulverized  ni- 
trate of  strontium,  6  of  pulverized  chlo- 
rate ofpotassium,  13  of  washed  flowers 
of  sulphur,  and  2  of  pulverized  char- 
coal. 

Instead  of  the  rather  expensive  pre- 
cipitated chalk,  salts  of  strontia,  car- 
bonate of  calcium,  and  the  native 
sulphate  of  strontium  (coeTestine),  may 
be  used  for  preparing  red  fire  according 
to  the  following  receipts : 


I.  Mix  carefully  3  parts  of  powdered 
coelestiue,  2  of  sulphur,  and  5  of  chlo- 
rate of  potassium. 

II.  Three  parts  of  precipitated  chalk, 

2  of  sulphur,  6  to  8  of  chlorate  of  po- 
tassium. 

III.  Twelve  hundred  and  fifty  parts 
of  sulphate  of  strontium,  375  of  purified 
sulphur,  166  of  chlorate  of  potassium, 
ana  133  of  antimony. 

IV.  Seven  hundred  and  fifty  parts  of 
carbonate  of  strontium,  500  of  purified 
sulphur,  1750  of  chlorate  of  potassium. 

V.  Rub  fine  and  mix  195  parts  of 
nitrate  of  strontium,  45  of  chlorate  of 
potassium,  45  of  washed  flowers  of  sul- 
phur, 7.5  of  powdered  charcoal,  and 
22.5  of  stearine. 

VI.  Eleven  parts  of  chlorate  of  potas- 
sium, 4  of  nitrate  of  potassium,  5  of 
milk  sugar,  1  of  earth-moss  seed,  1  of 
oxalate  of  strontium. 

Purple  Fire,  Powder  and  mix  61 
parts  of  chlorate  of  potassium,  16  of 
sulphur,  23  of  chalk. 

Rose-red  Light.  I.  Bub  fine  and  mix 
61  parts  of  chlorate  of  potassium,  16  of 
sulphur,  23  of  chloride  of  potassium. 

II.  Pulverize  and  mix  20  parts  of 
sulphur,  32  of  saltpetre,  27  of  chlorate 
of  potassium,  20  of  chalk,  1  of  charcoal. 

Red-orange  Fire.  Pulverize  and  mix 
52  parts  of  chlorate  of  potassium,  14  of 
sulphur,  34  of  chalk. 

l)ark-violet  Fire.  Rub  fine  and  mix 
60  parts  of  chlorate  of  potassium,  16  of 
sulphur,  12  of  carbonate  of  potassium, 
ana  12  of  alum. 

Pale-violet  Fire.  Rub  fine  and  mix 
64  parts  of  chlorate  ofpotassium,  14  of 
sulphur,  16  of  carbonate  of  potassium, 
ana  16  of  alum. 

Blue  Fire.  I.  Eighteen  parts  of 
chlorate  of  potassium,  24  of  saltpetre, 

14  of  sulphur,  6  of  cupric  oxide. 

II.  Four  parts  of  mealed  gunpowder, 

3  of  sulphur,  3  of  powdered  zinc,  2  of 
saltpetre.  - 

III.  The  following  mixture  gives  a 
loudly    detonating    compound:    Two 

Earts  of  saltpetre,  1  of  sulphur,  2  of  car- 
omite  ofpotassium,  6  of  common  salt. 

IV.  Mix  27  parts  of  pulverized  salt- 
petre, 28  of  triturated  chlorate  of  potas- 
sium, 15  of  pulverized  sulphur,  15  of 
pulverized  sulphate  of  potassium,  and 

15  of  powdered  cupro-ammonkim  sul- 
phate. 
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The  dark-blue  color  will  gain  inten- 
sity  b^  adding  potassium  sulphate  to 
the  mixture. 

V.  Seventeen  hundred  and  fifty  parts 
of  chlorate  of  potassium,  500  of  sulphur. 
575  of  carbonate  of  copper,  and  375  or 
burned  alum. 

VI.  Twenty-one  parts  of  chlorate  of 
potassium,  23  of  copjier  preci}>itated 
with  chlorate  of  potassium,  12  of  sul- 
phate of  copper,  12  of  calomel,  4  of 
milk  susar,  and  3  of  steariue. 

Dark-blue  Fire.  Mix  GO  parts  of 
chlorate  of  [X)tassium,  16  of  sulphur,  12 
of  carbonate  of  copper,  and  12  of  alum. 

Pale-hlne  Fire.  I.  Mix  61  parts  of 
powdered  chlorate  of  potassium,  16  of 
pulverized  sulphur,  and  25  of  strongly 
heated  and  pulverized  alum. 

II.  Mix  61  parts  of  powdereil  salt- 
petre, 17i  of  pulverized  sulphur,  20  of 
powdered  annydrous  soda,  and  li  of 
pulverized  charcoal. 

Blue  Fire  vrith  a  Bluish-green  Flame. 
Rub  fine  and  mix  12  parts  of  nitrate  of 
barium,  5  of  chlorate  of  potassium,  and 
4  of  sulphur. 

Green  F^re.  I.  Rub  fine  and  mix 
433  parts  of  purified  sulphur,  2250  of 
nitrate  of  barium,  166  of  chlorate  of 
]iotassium,  0%  of  arsenic,  and  100  of 
charcoal. 

II.  Fifty  parts  of  chlorate  of  potas- 
sium, 50  of  nitrate  of  barium,  5  of  char- 
coal, and  a  sufficient  quantity  of  linseed 
oil  to  knead  the  mass. 

Green  Fire  according  to  Braun- 
schtoeiger.  Three  parts  of  shellac,  9  of 
nitrate  of  barium,  1^  of  chlorate  of 
potassium. 

Other  Receipts  for  Green  Fire.  I. 
Sixteen  parts  of  nitrate  of  barium,  4  of 
sulphur,  and  16  of  chlorate  of  potas- 
sium. 

II.  Forty-five  parts  of  nitrate  of 
barium,  10  of  sulphur,  20  of  chlorate  of 
potassium,  2  of  calomel,  1  of  lampblack. 

III.  Mix  very  carefully  12  parts  of 
nitrate  of  barium  dry  as  dust,  4  of  sul- 
phur, and  6  of  chlorate  of  potassium. 

IV.  Powder  and  mix  6  parts  of  nitrate 
of  barium,  1  of  sulphur.  2  of  chlorate 
of  potassium,  and  i  of  charcoal. 

Pale-green  Fire.  I.  Rub  fine  and 
mix  60  parts  of  chlorate  of  potassium, 
16  of  sulphur,  and  24  of  carbonate  of 
barium. 

II.  Sixty  parts  of  nitrate  of  barium, 


14  of  washed  flowers  of  sulphur,  and  40 
of  chlorate  of  potassium. 

III.  Thirty -eight  parts  of  nitrate  of 
barium,  10  of  chlorate  of  potassium,  and 
8  of  charcoal. 

IV.  Six  parts  of  nitrate  of  barium,  1 
of  sulphur,  2  of  chlorate  of  potassium, 
and  i  of  charcoal. 

Dark-green  Fire.  One  hundred  and 
twenty  parts  of  nitrate  of  i>otassium,  60 
of  washed  flowers  of  sulphur,  45  of 
chlorate  of  potassium,  37^  of  anhydrous 
carbonate  of  sodium,  2  of  pulverized 
charcoal,  and  22.5  of  stearine. 

Yellow  Fire.  I.  Mix  carefully  48 
parts  of  sodium  nitrate,  16  of  sulphur, 
4  of  sulphide  of  antimony,  and  1  of 
charcoal. 

II.  Rub  as  fine  as  possible  and  mix 
20  parts  of  sodium  nitrate,  3  of  sulphur, 
and  1  of  sodium  sulphide. 

III.  Two  thousand  parts  of  chlorate 
of  potassium,  500  of  ])urified  sulphur, 
ana  750  of  sodium  carbonate. 

IV.  Fifteen  hundred  and  sixty-six 
parts  of  saltpetre,  625  of  sodium  car- 
bonate, and  400  of  gunpowder. 

V.  Six  parts  of  chlorate  of  potassium, 
6  of  potassium  nitrate,  5  of  sodium  ox- 
alate, and  3  of  shellac. 

VI.  Sixty-one  parts  of  chlorate  of 
potassium,  16  of  sulphur,  and  23  of 
anhydrous  soda. 

VII.  One  hundred  and  twenty  parts 
of  potassium  nitrate,  30  of  flowers  of 
sulphur,  45  of  chlorate  of  potassium, 
374  of  anhydrous  sodium  carbonate,  2 
of  charcoal  powder,  22 i  of  stearine. 

VIII.  Sixty-one  parts  of  saltpetre. 
\7\  of  sulphur,  20  of  soda,  and  \h  of 
charcoal. 


Other  Colored  Fireworks. 

White  Stars.  Mix  32  parts  of  pul- 
verized saltj^etre,  12  of  pulverized  sul- 
phur, 8  of  powdered  sodium  sulphide, 
and  1  of  gunpowder. 

Red  Stars.  Rub  fine  and  mix  40 
parts  of  nitrate  of  strontium,  10  <f 
chlorate  of  potassium,  13  of  sulphur,  2 
of  charcoal,  5  of  sodium  sulphide. 

Green  Stars.  Thirty  parts  of  chlo- 
rate of  barium,  10  of  flowers  of  sulphur, 
and  1  of  mastic. 

Bltte  Stars.  Rub  fine  and  mix  20 
parts  of  chlorate  of  potassium,  11  of 
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Biilphnr,  14  of  cnpric  oxide,  and  1  of 
mastic. 

Bluish-green  Stars.  I.  Rub  fine  and 
mix  24  parts  of  nitrate  of  barium,  66  of 
chlorate  of  potassium,  30  of  sulphur, 
and  1  of  mastic. 

II.  Twenty  parts  of  nitrate  of  barium, 
18  of  chlorate  of  potassium,  10  of  sul- 
phur, 1  of  mastic,  and  3  of  sodium  sul- 
phide. 

YelUntnsh-green  Sfnrs,  I.  Rub  fine 
and  mix  60  parts  of  chloride  of  barium, 
30  of  nitrate  of  barium,  20  of  sulphur, 
and  1  of  mastic. 

II.  Twenty  parts  of  chlorate  of  potas- 
sium, 5  of  sulphur,  1  of  mastic,  and  1 
of  carbonate  of  barium. 

Yellow  Stars.  Rub  fine  and  mix  16 
parts  of  sodium  nitrate,  5  of  sulphur,  2 
of  sodium  sulphide,  and  1  of  charcoal. 

White  CanaUs.  Powder  and  mix  4 
parts  of  saltpetre.  1  of  sulphur,  and  1 
of  sodium  sulphide. 

lied  Candles.  Rub  fine  and  mix  26 
parts  of  nitrate  of  strontium,  15  of  chlo- 
rate of  potassium,  12  of  flowers  of  sul- 
phur, 2  of  charcoal,  2  of  sodium  sul- 
phide, and  1  of  mastic. 

Green  Candles.  Mix  20  parts  of 
chlorate  of  barium,  30  of  nitrate  of 
barium,  and  10  of  sulphur. 

Blue  Candles.  Rub  fine  and  mix  18 
parts  of  chlorate  of  potassium,  6  of  salt- 
petre, 10  of  sulphur,  and  6  of  cupric 
oxide. 

Bluish-green  Candles.  Rub  fine  and 
mix  20  parts  of  chloride  of  barium,  30 
to  42  of  nitrate  of  barium,  40  of  chlorate 
of  potassium.  10  to  22  of  sulphur  and 
of  sodium  sulphide. 

Yellow  Candles.  Rub  fine  and  mix 
80  parts  of  sodium  nitrate,  7  of  sulphur, 
3  of  sodium  sulphide,  and  2  of  mastic. 

Japanese  Matches.  One  part  of  pow- 
derea  charcoal,  1^  of  sulpnur,  and  3i 
of  saltpetre. 

According  to  another  receipt  they 
consist  of  5  parts  of  lampblack,  11  of 
sulphur,  and  26  to  30  parts  of  gunpow- 
der. The  mixture  is  made  into  a  paste 
with  alcohol,  formed  into  small  dice, 
and  dried.  When  dry  one  of  the  little 
squares  is  fixed  into  the  cleft  of  a  laven- 
der stalk,  lighted  on  a  candle,  and  held 
stem  downward .  After  the  fi  rst  blazing 
off,  a  ball  of  molten  lava  will  form  from 
which  the  curious  and  very  beautiful 
oorruscatioufi  will  soon  appear. 


Prof,  Botlger  says  abont  Japanese 
matches:  The  mixture  consists  eithe. 
of  3  parts  by  weight  of  lampblack,  8  of 
flowers  of  sulphur,  and  16  of  saltpetre 
(dry  as  dust) ;  or  2  parts  by  weight  of 
finely  sifted  lime-wood  charcoal,  4  of 
flowers  of  sulphur,  and  7  of  saltpetre 
(dry  as  dust).  The  mode  of  preparing 
the  matches  is  as  follows :  Cut  the  finest 
commercial  tissue  paper  into  strij^s 
about  6i  inches  long,  1  inch  wide  ou 
one  end,  and  running  into  a  ]>oint  at 
the  other.  By  rolling  these  small  strijffi 
of  paper  tightly  together,  commencing 
at  the  pointed  end,  and  filling  the  lower 
part  with  from  30  to  46  grains  pf  one  of 
the  above  mixtures,  a  close  imitation  of 
the  genuine  Japanese  matches  will  be 
the  result. 

Fireworks  for  V»e  in  RoomSy  accord- 
ing to  Perron.  Mix  12  parts  of  salt- 
petre, 16  of  flowers  of  sulphur,  and  30 
of  gunpowder.  I'hen  dissolve  2  parts 
of  camphor  in  8  of  spirit  of  wine,  and 
4  of  gum  Arabic  in  water.  Knead  the 
whole  into  a  doughy  and  form  small 
cornered  pieces  from  it  which  are  dried. 
When  ignited  they  give  a  beautiful 
light. 

Pharaoh^s  Serpents.  This  curious 
chemical  toy  is  prepared  as  follows: 
Dissolve  mercury,  with  the  aid  of  heat, 
in  dilute  nitric  acid,  being  carefiil  that 
there  shall  always  be  an  excess  of  mer- 
cury present.  When  the  action  of  the 
acid  nas  ceased,  decant  the  solution, 
and  pour  into  it  a  solution  of  sulpho- 
cyanide  of  potassium  or  ammonium, 
which  may  be  procured  at  any  drug- 
gist's. Use  about  equal  quantities  of 
the  two  solutions.  A  precipitate  of 
sulpho-cyanide  of  mercury  mils  out, 
which  should  be  filtered  off",  washed, 
and  dried.  Then  take  for  every  pound 
of  this  substance  1  ounce  of  gum  traga- 
canth,  which  should  be  soaked  in  water. 
When  the  gum  is  completely  softened 
it  is  transferred  to  a  mortar,  and  the 
dried  precipitate  is  gradually  rubbed 
up  witn  it  into  a  homogeneous  paste, 
with  the  addition  of  a  little  water. 
This  mass  is  filled  into  moulds  of  coni- 
cal or  other  shape,  made  of  silvered 
paper,  and  dried.  When  these  are 
Ignited  by  the  application  of  a  mateh 
at  the  conical  end  they  form  an  enor- 
mous volume  of  ash,  which  proceeds  in 
great  coils  from  the  body  of  the  mass, 
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and  which  by  its  serpentine  movements, 
as  it  is  formed,  has  suggested  the  name. 
(W.) 

Harmless  SubsHhUe  for  Pharaoh*s 
Serpents.  The  above-named  experi- 
ment, though  curious  and  interesting, 
is  not  altogether  free  from  danger  be- 
cause poisonous  mercurial  fumes  are 
evolved  during  the  combustion  of  the 
mass.  On  this  account  several  substi- 
tutes have  been  suggested.  One  of  these, 
which  is  almost  as  good  as  the  original, 
and  is  not  poisonous,  is  prepared  in  the 
following  manner : 

Take 

Bichromate  of  potassium      ....    2  parts. 

Sxltpetre 1  part. 

White  sugar 3  parts. 

Pulverize  each  of  the  ingredients  sepa- 
rately, and  then  mix  them  thoroughly. 
Make  small  paper  cones  of  the  desired 
size,  and  press  the  mixture  into  them. 
When  quite  dry  they  are  ready  for  use. 
They  should  be  kept  away  from  mois- 
ture and  light.    ( W.) 

Food  and  Food  Preparations. 

Soup  Extract.  Vegetables  are  gently 
boiled  in  a  steam  apparatus  for  6  hours, 
and  then  pressed.  In  the  resulting 
liquor  beef  and  bones  are  boiled  for  Q 
hours  longer.  The  fluid  is  then  pressed 
out,  and,  after  it  has  become  cold,  the 
fat  is  skimmed  o£f,  a  part  of  which  is 
afterward  added  again,  with  30  per 
cent,  of  common  salt.  The  whole  is 
then  evaporated  to  the  consistency  of 
syrup. 

Meat  Flour.  Meat  free  from  fat  is 
covered  with  2  to  3  per  cent,  of  salt, 
dried  first  at  120°  to  140°  F.,  then  com- 
pletely at  212°  F.,  and  ground. 

Pressed  Feed  for  Horses.  One  hun- 
dred and  fifty  parts  of  cut  hay,  400  of 
crushed  oats  or  corn,  50  of  crushed 
horse  beans  or  pease,  and  20  of  wheat 
bran  or  flour,  are  mixed  with  1  of  rock- 
salt.  The  mixture  is  then  moistened 
with  water,  wrapped  in  press-cloths, 
and  subjected  to  a  high  pressure  in  a 
heated  hydraulic  press  for  i  hour. 
The  mixture  is  converted  into  a  solid 
cake  of  gluten  which  is  dried  at  85°  F., 
and  divided  into  suitable  pieces. 

Strengthening  Food  Knovm  as  "  Dic- 
tamia."  Mix  14  parts  of  sugar,  8  of 
9 


arrowroot  flour,  6  of  wheat  flour,  2 
of  Trinidad  chocolate,  2  of  Granada 
chocolate,  and  i  of  vanilla. 

Strengthening  Food  Knotni  as  "  Pala^ 
moud."  Mix  2  parts  of  chocolate,  8  of 
rice  flour,  8  of  arrowroot  flour,  ^  of 
finely  powdered  red  sauders  wood,  and 
add  some  Indian  arrowroot. 

Soup  Tablets.  Mince  9  pounds  of 
perfectly  lean  beef,  make  it  into  a  ])aste 
with  water,  then  press  it  out  and  evai>or- 
ate  the  resulting  fluid  to  ^  pint.  Now 
put  in  a  pot  6h  pounds  of  calves'  feet, 
and  a  like  quantity,  each,  of  roasted 
onions,  carrots,  celery,  and  water,  with 
the  addition  of  a  small  quantity  of 
cloves.  Boil  the  whole  thoroughly, 
strain  the  fluid,  and  evaporate  it  to  two- 
thirds  of  the  quantity.  Now  add  the 
strained  fluid  to  the  meat  liquor,  mix 
all  with  a  solution  of  2  ounces  of  gum 
arable,  and  evaporate  the  whole  to  a 
thick  mass,  which  is  formed  into  small 
tablets. 

Stilton  Cheese  as  Prepared  in  Eng* 
land.  A  tin  cylinder  open  at  both 
ends  is  required,  6  inches  long  and  12 
inches  in  diameter,  with  perforated 
sides  to  allow  the  escape  of  the  whey. 
Lamb's  maw  is  used  as  a  rennet,  and  a 
lemon  filled  with  cloves  is  placed  in 
the  curd.  Nine  gallons  of  fresh  milk 
and  the  cream  from  2  to  3  ^llons  of 
milk  are  used  for  1  cheese.  The  milk 
is  heated  to  its  natural  temperature  be- 
fore adding  the  rennet.  When  the  mass 
is  curdled,  it  is  strained  through  a  cloth, 
broken  short  and  allowed  to  remain 

Suiet,  wrapped  in  the  cloth,  until  it  is 
t  to  be  cut.  The  tin  cylinder  is  then 
placed  upon  a  board  and  filled  with 
alternate  layers  of  curd  and  salt  and 
covered  with  another  board. 

The  cylinder  with  the  cheese  is 
turned  over  every  2  or  3  hours  for  the 
first  day,  and  2  or  3  times  a  day  for 
the  succeeding  3  or  4  days,  after  which 
the  cheese  is  taken  out,  wrapped  in 
a  cloth  wet  with  boiling  water,  and 
pressed  until  it  is  dry.  It  is  turned 
twice  a  day,  and  protected  from  flies 
and  insects.  Considerable  time  is  re- 
quired to  make  it  fit  for  the  table. 

Honey  from  jBeet^  and  Carrots.  This 
is  generally  prepared  from  2  parts  of 
sugar  beets  and  1  of  carrots.  The 
roots  are  washed  clean  and  scraped. 
They  are  then    placed    about  a  foot 
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»  boiler,  covered  with  « 
:il  soft,  beiiiK  Trequ 

ivetit   scorching.      

boiled  mass'  is  pressed  out,  and  the 
Juice  boiled  down  to  the  oonniBlency 
of  a  syrup,  and  filled  in  weil-cliwed 
enrthenware  vessels.  Its  flavor  im-. 
proves  with  &ge. 

To  Prepare  Pntato  Flour  for  Simpi, 
elc.  Cleanse  good  potatoes,  boil,  peel, 
— '  — t  Ihem  in  slices.    Now  add  U 


100  parta  of  pntatoex  4  of  salt;  then 
dry  thoroui;lilj,  and  grind  them  to 
flour,  vhiuli  snouid  be  kept  in  well- 


Mrm  BiiKUit.  Fresh  meat  ia  thor- 
oughly boiled,  and  the  liquor  concen- 
trated by  evaporation  until 

II  is  Ihen  mixed    

flour  and  and  mitde  into  u  dongh.  Thi 
is  rolled  out,  cut  into  biscuits,  and 
baked  in  an  oven  at  a  moderate  heat. 
Perlcclly  drv  biscuits,  easily  broken 
and  rCBeiiihliiig  the  finest  ship  biscuit, 
are  obtained  by  Ihis  proceaa.  Tbey 
contain  no  fat,  and  can  be  used  for  the 
preparaliou  of  soups  and  puddings. 
Tliey  contain  5  times  as  much  nutri- 
ment aa  an  equal  volume  of  eood 
fresh  meat,  and  will  keep  for  a  long 
time. 

Apparatus  and  Sfethoii  for  Prepar- 
iiig  a  Svhsl.itnte  for  Coffee.  A  substi- 
tute for  coRee  Is  prepared  in  England, 
vibich  has  been  patented  bv  IJolajinchi, 
of  West  Dulwioh.  The  fruit  of  the 
oarob  tree  ( Geraionin.  titigua)  is  roasted 
and  ground,  and  miied  with  roasted 
and  :^rouud  vetches  and  coflee.  Some 
chicory,  or  gentian  root,  and  a  lit- 
tle carbonate  of  potassium   are  also 

The  roastintr  apparatus  (Fig.  12)  con- 
sists of  the  tylindrieal  drum  A,  the  in- 
terior of  which  is  provided  with  spiral 
flues  a  a.  The  outer  cylinder  of  the 
drum  forms  with  the  inner  uarrowercyl- 
inder  B,  and  the  spiral  flues,  a  series  of 
di  via  ions  which  communicate  with  the 
iuterior  of  the  cylinder  E  through 
openin;.-a  in  llie  wall  of  E.  Upon  the 
face  of  E  is  placed  the  ventilating  pipe 


er  pipea  ai 
I  ted  from  . 


openings  '.n  the  back  o: 


crlindrical  wall  of  A,  through  v 

thel „  ._  ... 

down  upon  d.      The   roasting   gases 


agl 

roasted  mass,  pressed  backward 
the  turning  of  the  spin  '  " 


tward  by 
a  a,  falls 


cape  through  the  ventilating  pipe  e. 
aching  this  from  the  divisions  a'  a.' 


introduced  through  b'  ii , 

they  remain  uniu  pushed  forward  by 
the  turning  of  the  spiral  flues,  and 
finally  full  througli  c'  c'  upon  d. 


Fig.  13. 

Bread  for  Horse  Feed.  Cruslied 
wheat,  rye.  oats,  barley,  and  com,  are 
mixed  with  cut  straw  and  a  little  ycaat, 
(be  mixture  is  formed  into  loaves  of 
about  6  pounds  each,  and  baked, 

Faddtng  Powderi  (  Vani/la).  Five 
hundred  parts  of  com  starch,  25  of 
vanilline,  and  SO  of  egg  conserve. 

Almond  Pudding.      Five   hundred 

Saris  of  corn  staich,  50  of  almond 
our  (with  some  bitter  almonds),  50  of 
egg  conserve,  and  12  of  vanilline. 

Ohocolate  Pudding,  Five  hundred 
parts  of  corn  atareb",  260  of  powdered 
cocoa  free  from  oil,  36  of  vanilline, 
and  160  of  egg  conserve. 

Mam^actare  of  Arti/dal  Biilter. 
Fresh  beef  suet  ia  one  of  the  principui 
materiala  required  in  the  maiiufiiclure 
of  artificial  butler.  It  should  lie  en- 
tirely free  from  blood  and  partieles  of 
meat,  and  is  es|>eciiit1y  prepared  for 
the  mannroctnre  of  margariue  and 
oleomargarine  by  cutting  it  up  and 
rendering,  with  an  addition  of  water 
and  crystallized  soda.  To  300  i>arts  of 
EUet  lake  100  of  water  and  I  of  crys- 
tal I  i  zed  soda.      The  moss   is   heated 
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over  a  moderate  fire  and  frequently- 
stirred,  until  the  suet  separates  as  a 
clear  golden-yellow  fluid  on  the  top  of 
the  water.  It  is  then  skimmed  o^ 
poured  through  a  sieve,  and  preservea 
lor  use. 

Margarine  is  an  imitation  of  hutter 
made  from  beef  suet  after  it  has  been 
treated  as  just  described.  The  suet  is 
melted  and  allowed  to  cool,  then  put  in 
tin  moulds  lined  with  linen  cloths  and 
su  bmitted  to  powerful  pressure.  From  50 
to  60  per  cent,  of  margarine  is  obtained, 
the  residue  being  used  in  the  manu- 
facture of  candles.  The  lumps  of  raar- 
garine'should  not  exceed  2  or  3  pounds 
each. 

Mhg^s  Process  for  Oleamargan'ne. 
The  process^  as  carried  on  in  American 
manufactories  working  under  the  Mege 
patents,  is  substantially  as  follows :  The 
selected  beef  fat,  which  is  received  a 
few  hoitfs  after  killing,  is  first  carefully 
worked  free  from  adhering  blood  and 
other  impurities  by  first  soaking  in 
warm  water  and  afterwards  thoroughly 
washing  in  cold  water.  Only  the  pieces 
appearing  richest  in  oil  are  reserved  for 
butter  making,  these  being  cut  ofl^  by  an 
experienced  workman;  the  other  parts 
being  thrown  into  tubs  that  find  their 
way  to  the  tallow  factory. 

The  selected  fat,  after  another  wash- 
ing, is  next  introduced  into  a  hashing 
machine,  which  is  an  iron  cylinder 
provided  with  a  number  of  revolving 
knife-blades,  which  cut  up  and  com- 
pletely disintegrate  the  fat  as  it  is  fed 
m  at  one  end  and  forced  out  through  a 
perforated  plate  at  the  other.  This  proc- 
ess is  important,  as  thereby  the  cel- 
lular tissue  is  thoroughly  broken  up, 
and  the  oil  separates  from  the  material 
in  this  condition  at  a  low  tempera- 
ture, and  the  prolonged  application 
of  heat  to  effect  this,  as  is  necessary  in 
the  melting  of  tallow,  and  which  will 
develop  a  rank  and  tallowy  flavor,  is 
avoided. 

The  disintegrated  fat  is  then  melted 
in  caldrons,  which  are  provided  with  a 
water  jacket  and  heatea  by  steam.  By 
this  means  the  melting  of  the  fat  takes 
place  at  a  temf)erature  of  122°  to  124°  F. 
When  the  fat  is  com})letely  melted  the 
contents  of  the  caldrons  are  permitted 
to  stand  until  they  deposit  the  floating 
fragments  of  membrane,  which  collect 


on  the  bottom,  forming  "  scrap."  On 
top  there  is  formed  a  layer  of  a  white 
emulsion  of  oil  and  water  which  is  re- 
moved,  and  the  clear,  yellow  oil  is 
drawn  ofi*  into  suitable  vessels  and  re« 
moved  to  the  "  press  "  room.  Here  the 
melted  fat  is  allowed  to  remain  quietly 
for  about  24  hours,  at  a  temperature  of 
about  85°  F.,  to  allow  the  oil  to  granu- 
late by  the  crystallization  of  the  stearine. 

The  granulated  mass  is  next  filled 
into  bags,  set  in  moulds,  and  placed  on 
galvanized  plates  in  a  series  of  presses. 
When  these  are  filled  with  the  bags  they 
are  subjected  to  a  gradually  increasing 
pressure,  under  which  the  fluid  oil  is 
separated,  leaving  the  hard  cakes  of 
stearine  in  the  cloths. 

The  resulting  oily  product  is  a  clear, 
sweet,  yellow  oil,  substantially  similar 
in  composition  to  the  oil  of  butter,  and 
in  this  condition  it  forms  an  excellent 
oil  for  cooking,  and  is  largely  consumed 
for  this  purpose. 

The  next  step  is  the  conversion  of 
this  oil  into  butter  substitute,  or  "  oleo- 
margarine "  butter.  For  this  purpose 
it  is  churned  with  fresh  milk  for  about 
20  minutes,  in  which  operation  it  is 
thoroughly  emulsionized  or  broken  up 
into  minute  globules.  A  small  quan- 
tity of  annotto  is  added  at  this  stage,  to 
impart  a  richer  color  to  the  product. 
The  emulsionized  oil  is  then  drawn  off 
into  tubs  containing  pounded  ice,  in 
which  it  co(»ls  suddenly  without  granu- 
lation. Here  it  remains  for  several  hours, 
when  it  is  thoroughly  "  worked "  by 
hand  and  the  fragments  of  ice  removed. 

To  impart  the  peculiar  butter  flavor 
the  solidified  product  must  be  provided 
with  more  of  the  butyric  elements 
which  impart  to  natural  butter  its  rich 
odor  and  flavor,  and,  for  this  purpose, 
it  is  again  churned  with  fresn  milk. 
After  this  second  churning  the  product 
goes  through  the  same  series  of  opera- 
tions, of  working  by  hand,  salting,  and 
packing,  as  ordinary  butter.  The  fin- 
ished product,  known  as  "oleomar- 
garine," made  in  this  way,  while  not 
equal  in  flavor  to  the  best  grades  of 
dairy  butter,  is  really  preferable,  in 
taste,  smell,  and  wholesomeness,  to 
much  of  the  butter  sold  in  the  shops, 
and  is  substantially  identical  in  com- 
position to  butter  made  from  cream, 
(W.) 
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RECEIPT  BOOK. 
Milk  Foods  for  Children, 


A.     Ck>NDKN8KD  MiLK. 


1.  American    (Condensed    Milk    Co., 

N.  Y 

2.  Augiu-8wi88  Co.,  Switzerland      .    . 

3.  Austria  Condensed  Milk  Co.,  near 

Vienna 

4.  Gerber  k  Co.,  of  Thun,  Switzerland 
6.  Hooker's  Cream  Milk  Co.,  London  . 

6.  Itiilian  Condensed  Milk  Co.,  Milan  . 

7.  Keppol  Bros.,  Kempten      .... 

8.  H.  Nestle,  Yevey,  Switzerland    .    . 

9.  Now    York  Condensed   Milk   Co., 

N.  Y 

10.  Norwegian   Condensed    Milk   Co., 

Norway 

11.  West  of  England  Condensed  Milk 

(3o 

12.  Waterloo  Dairy  Co.,  Waterloo,  Bel- 

gium     
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216 

9.63 

11.82 

20  10 

2.12 

9.46 

11.73 

25.66 

1.87 

9.90 

12.39 

25.21 

2.03 

9  21 

14.66 

31.3 

2.56 

10.19 

12.63 

24.75 

2.17 

11.63 

12.67 

26.43 

1.89 

7.01 

11.34 

32.80 

3.01 

9.8 

13.13 

24.89 

2.61 

10.64 

13.06 

21.67 

2.61 

9.15 
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43. 
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10.11 

41. 

13.31 

13.48 
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40.10 
35.48 
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37.69 
42.22 
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35.47 
36.23 
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Carbo- Hydrates. 

B.    Infants*  Food. 

1 

i 

1.  Anglo-Swiss  Co 

2.  Faust  k  Schuster,  QSttingen  .    . 

3.  Dr.  Gerber 

6to6 
6.29 
6.43 

6to6 
6.52 

4.22 

9.47 

7.72 

6.07 

6.1 

6.78 

6.36 

2  to  2.6 

1.76 

1.85 

2to3 

1.36 

1.78 

1.63 

1.86 

1.65 

2.2 

1.62 

1.85 

6  to  6 
6.03 
4.75 

6to6 
4.42 

4.34 

6.81 

4.93 

6.39 

6.4 

4.49 

4.70 

14  to  15 
10.71 
10.96 

17  to  18 
12.36 

12.86 
11.29 

9.21 
11.0 
11.8 

9.96 
10.96 

64  to  55 
48.62 
39.12 

46  to  50 
44.32 

47.68 
35.81 
42.60 
42.0 
47.0 
45.0 
76. 

16  to  16 
27.59 
34.7 

15  to  20 

4.  Gerber  A  Co. ,  Thun 

6.  Gieffey,   Schiele  &  Co.,  Rohrbach, 
Baden  

31.56 
29.94 

6.  Labb,  liOndon 

7.  Oettli  Montreuz  Tablet  Powder  .    < 

8.  H.  Nestle,  Vevey | 

34.59 
33.39 

28.5 
32  75 
32.76 
08 

Ordinary  artificial  butter  is  made 
from  cotton-seed  oil;  better  qualities 
from  peanut  oil  and  olive  oil. 

I.  Ordinary  Oleomargarine,  Two 
hundred  and  fifty  parts  of  suet  and  350 
of  good  cotton-seea  oil  are  melted  and 
compounded  with  5  of  palm  oil  in 
order  to  color  the  mixture.  The  fat, 
whilestill  warm,  is  poured  through  afine 
sieve  or  cloth  into  a  wooden  vat  and,  with 
cr>iistant  stirring,  allowed  to  congeal. 

II.  Better  Quality  of  Oleomargarine. 
Two  hundred  and  fifty  parts  of  ordinary 
■uet,  350  of  good  cotion-seed  oil,  50  to 


100  of  lard,  and  6  of  palm  oil ;  or,  250 
of  ordinary  suet,  350  of  good  cotton- 
seed oil,  50  to  100  of  margarine,  and  6 
of  palm  oil. 

III.  Very  Pine  Quality  of  Oleomar- 
garine, Two  hundred  and  fifty  parts 
of  ordinary  suet  and  350  of  good  cotton- 
seed oil  are  melted  together.  Into  this 
are  stirred  1  part  of  coarsely  powdered 
cloves,  1  of  coarsely  powdered  orris 
root,  and  12  anchovies  cut  very  fine. 
The  mass  is  then  again  gentlv  neated 
for  2  to  3  hours,  and  colored  with  5 
parts  of  palm  oil. 
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Other  Varieties  of  Oleomargarine, 
I.  Two  hundred  and  fifty  parts  of 
suet,  350  of  oil  of  sesame  seea,  or  pea- 
nut oil,  6  of  palm  oil,  or  butter  color, 
and  200  of  genuine  butter. 

II.  Two  nundred  and  fifty  parts  of 
suet,  350  of  oil  of  sesame  seed,  or 
peanut  oil,  200  of  margarine,  7  of  palm 
oil,  or  butter  color,  300  of  genuine 
butter. 

III.  Two  hundred  and  fiftv  parts  of 
suet,  350  of  oil  of  sesame  seeds,  or  pea- 
nut oil,  and  200  of  margarine  are  treated 
with  cloves,  orris  root,  and  anchovies  as 
given  under  the  first  No.  III.,  and  then 
compounded  with  7  parts  of  butter 
color  and  200  of  genuine  butter. 

IV.  Four  hundred  parts  of  marga- 
rine, 100  of  genuine  butter,  and  4  of 
butter  color. 

Vienna  Economical  Butter.  Mar- 
garine is  melted  at  a  very  moderate 
heat,  20  percent,  of  sour  whev  is  added, 
and  the  mixture  thoroughly  worked 
together  until  the  whole  is  formed  into 
a  white  froth.  This  is  then  beaten  in  a 
large  vat  until  it  congeals,  by  which 
the  whey  is  separated  and  drawn  ofiTby 
a  cock.  The  butter  is  then  salted,  if 
necessary,  and  pressed  into  prints. 

Another  Receipt,  Two  hundred  parts 
of  perfectly  fresh  beef  suet,  100  of  lard, 
100  of  water^  and  1  of  crystallized  soda 
are  treated  m  the  same  manner  as  the 
suet  for  oleomargarine,  and  to  50  to  60 
parts  of  the  mixture  is  added  a  like 
quantity  of  oil  of  sesame  seed,  or  pea- 
nut oil. 

Ambrosia,  a  new  nourishing  flour 
food,  is  composed  of  the  followmg  in- 
gredients :  Four  hundred  and  fifty-five 
parts  of  pulverized  chestnuts,  305  of 
potato  flour,  125  of  lentil  flour,  a  like 
quantity  of  bean  flour,  and  91  parts  of 
powdered  vanilla.  It  is  claimed  that 
this  flour  is  very  strengthening  and  can 
be  used  as  a  substitute  for  cofiee  and 
chocolate. 

Hydroleine^  which  is  much  adver- 
tised in  American  and  English  papers, 
and  claimed  to  be  very  strengthening, 
contains,  according  to  the  statements  oi 
the  manufiicturer,  in  2  teaspoonftils 
(120  drops)  30  drops  of  the  purest  cod- 
liver  oil,  35  drops  of  distilled  water,  6 
grains  of  soluble  pancreatine,  i  grain 
of  soda,  I  grain  of  boracic  acid,  and  A 
grain  of  glycocholic  acid. 


Freezing  Mixtubes^ 

Freezing  Salt,  The  mixture  intro- 
duced under  this  name  can  be  espe- 
cially recommended  to  confectioners, 
beer  brewers^  and  consumers  of  ice  in 
general.  It  is  inexpensive,  and  a  tem- 
perature of  6°  to  — 22°  F.  can  be  pro- 
duced with  it.  It  is  composed  of  20  per 
cent,  of  calcium  chloride,  a  like  quantity 
of  magnesium  chloride,  6  per  cent,  of 
sodium  chloride,  13  per  cent,  of  potas- 
sium chloride,  and  41  per  cent,  of  water. 
Bv  mixing  this  salt  with  equal  volumes 
of  snow  of  32°  F.  a  freezing  mixture  of 
5°  to  —4°  F.  is  obtained.  By  using  equal 
volumes  of  snow  or  pounded  ice  of  23° 
F.  the  temperature  of  the  mixture  falls 
to  below  —22°  F. 

Other  Mixtures,  In  the  following 
we  give  a  number  of  other  mixtures, 
with  the  degree  of  temperature  ob- 
tained with  them : 

1.  Mix  1  part  of  ammonium  nitrate 
with  1  of  water.    —5°  F. 

2.  Mix  4  parts  of  ammonium  nitrate 
with  3  of  water.    — 13°  F. 

3.  Mix  3  parts  of  pounded  sal-ammo- 
niac, 1  of  saltpetre,  6  of  potassium  chlo- 
rate with  10  of  water.    —21.2°  F. 

4.  Mix  5  parts  of  pounded  sal-ammo- 
niac, 5  of  powdered  saltpetre,  8  of 
crystallized  Glauber's  salt  with  16  of 
water.    — 5°F.* 

5.  Mix  10  parts  of  water,  6  of  salt- 
petre, 6  of  sal-ammoniac,  4i  of  crystal- 
lized Glauber's  salt.    —23°  F. 

6.  Mix  16  parts  of  crystallized  Glau- 
ber's salt  with  5  of  crude  hydrochloric 
acid  and  5  of  cold  water.    — 3.2°  F. 

7.  Mix  8  parts  of  crystallized  Glau- 
ber's salt  with  5  of  hydrochloric  acid. 
—1.4°  F. 

8.  Mix  1  part  of  crude  hydrochloric 
acid  with  1  of  water,  and  add  3  of  crys- 
tallized Glauber's  salt.    — 5°F. 

9.  Mix  4  parts  of  crvstallized  Glau- 
ber's salt  and  3  of  sulphuric  acid  of  41 
per  cent.    23°  to  —17.6°  F. 

10.  Mix  2  parts  of  pounded  ice  or 
snow  with  1  of  common  salt.    — ^5°  F. 

11.  Mix  1  part  of  pounded  ice 
or  snow  with  1  of  common  salt. 
—1.4°  F. 

12.  Mix  3  parts  of  pounded  ice  or 
snow  with  4  of  crystallized  calcium 
chloride.    — 13°  F. 

13.  Mix  2  parts  of  pounded  ice  or 
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snow  with  3  of  crystallized  calcium 
chloride.    — 13^  F. 

14.  Mix  3  parts  of  snow  and  2  of  di- 
luted sulphuric  acid.    32°  to  —22°  F. 

Fruit  and  Otheb  Syrups. 

American  Syrups  for  Mineral   Waters 
and  Lemonades, 

Lemon  Syrup,  Peel  fresh  lemons 
and  ^rate  the  peel  with  a  sufficient 
quantity  of  granulated  sugar.  Press 
tne  peeled  lemons,  and  compound  each 
pint  of  juice  with  1  pint  of  water  and 
31  pounds  of  granulated  sugar,  in- 
clusive of  that  treated  with  the  peel. 
Heat  until  the  sugar  is  dissolved  and 
strain. 

Another  Receipt,  One  gallon  of 
white  syrup,  25  arops  of  oil  of  lemon, 
and  10  drachms  of  citric  acid.  * 

Compound  the  oil  with  the  acid,  add 
the  syrup  gradually,  and  mix. 

Another  Receipt.  Dissolve  6  drachms 
of  tartaric  acid  and  1  ounce  of  gura 
Arabic  in  a  gallon  of  white  svrup,  and 
give  it  the  necessary  flavor  by  adding 
H  drachms  of  the  nest  oil  of  lemon, 
or,  instead  of  this,  a  sufficient  quantity 
of  tincture  of  lemon  peel  prepared 
with  eau  de  Cologne. 

Mulberry  Syrup,  Six  parts  of  not 
entirely  ripe  mulberries  and  6  of 
granulated  sugar.  Boil  them  with  con- 
8t)int  stirring  until  the  juice  shows  30° 
Beaum^ ;  then  strain. 

Vanilla  Syrup,  One  ounce  of  fluid 
extract  of  vanilla,  i  ounce  of  citric 
acid.  1  gallon  of  white  syrup. 

Dissolve  the  acid  by  rubbmg  it  with 
a  small  quantity  of  the  syrup,  add  the 
extract,  and  mix. 

Vanilla  Cream  Syrup.  One  ounce 
of  fluid  extract  of  vanilla,  3  pints  of 
white  syrun,  1  pint  of  cream  or  con- 
densed milk.  May  be  colored,  if  de- 
sired, with  carmine. 

Cream  Syrup,  Half  pint  of  fresh 
cream,  ^  pint  of  fresh  milk,  and  1 
pound  of  powdered  sugar.  Mix  by 
shaking,  and  keep  in  a  cold  place.  By 
adding  a  few  grains  of  sodium  bicar- 
bonate it  will  keep  longer. 

Ginger  Syrup.  Tincture  of  ginger 
2  ounces,  white  syrup  4  pints.    Mix. 

Pineapple  Syrup.  Cut  up  pine- 
apples of  good  quality,  let  them  stand 


for  24  to  36  hours,  and  then  press  out 
the  juice.  This  is  allowed  to  stand 
over  night;  then  add  for  each  pound 

1  ounce  of  eau  de  Cologne  or  alcohol 
free  from  fusel  oil,  mix,  let  it  again 
stand  over  night,  and  filter.  For  each 
pound  of  filtered  juice  take  1^  pounds 
of  sugar,  let  it  boil  up  once,  skim,  and 
put  the  syrup  in  bottles,  which  must 
be  perfectly  clean  and  previously 
rinsed  out  with  a  little  eau  de  Cologne. 
This  syrup,  as  well  as  all  others  pre- 
pared in  the  same  manner,  is  strong 
enough  to  allow  of  being  mixed  with 

2  to  3  parts  of  white  syrup,  especially 
for  effervescing  waters. 

Strawberry  Syrup,  Use  only  very 
fine  and  aromatic  berries,  as  otherwise 
the  syrup  will  not  be  of  excellent 
quality.  Especially  avoid  rotten  fruit. 
Mash  the  strawberries,  and  let  the 
paste  stand  for  12  to  24  hours,  at  a  tem- 
perature of  70°  to  80°  F.  Then  stir  it 
once  more  and  press.  The  further 
treatment  is  the  same  as  for  pineapple 
syrup. 

Peachy  Raspberry^  and  Currant  syr- 
ups are  prepared  in  the  same  manner 
as  strawberry  syrun. 

Cherry  Syrup.  A  sufficient  quantity 
of  cherries  are  pounded  in  a  porcelain 
or  stone  mortar  in  order  to  comminute 
the  stones  also.  Press  out  the  juice, 
let  it  stand  for  3  days,  to  allow  it  to 
ferment,  filter,  and  then  treat  in  the 
same  manner  as  strawberry  syrup. 

Orange  Syrup.  Oil  of  orange  30 
drops,  tartaric  acid  4  drachms,  M'hite 
syrup  1  gallon.  Rub  the  oil  with  the 
acid,  dissolve  and  mix. 

Sherbet  Syrup.  Vanilla  syrup  3 
pints,  pineapple  syrup  1  pint,  lemou 
syrup  1  pint.     Mix. 

Nectar  Syrup,  Five  pints  of  vanilla 
syrup,  1  of  pine-apple  syrup,  2  of  straw- 
berry, raspberry,  or  lemon  syrup. 

Coffee  Syrup.  Ground  roasted  coffee 
^  pound  and  sufficient  boiling  water 
to  filter  off  i  gallon  of  infusion.  Dis- 
solve in  it  7  pounds  of  granulated 
sugar  without  using  heat. 

Another  Receipt.  Two  ounces  of 
roasted  coffee,  2  of  white  syrup.  Mix. 
and  bring  the  mixture  into  a  niter  ana 
add  a  boiling  solution  of  12  ounces  of 
sugar  and  8  of  distilled  water. 

Wintergreen  Syrup,  Twenty-five 
drops  of  oil  of  wintergreen,  5  pints  of 
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white  syinip,  and  as  mach  sugar  color 
as  is  required  for  coloring. 

Maple  tiyrup.  Four  pounds  of 
map]e  sugar  and  2  pints  of  water. 
Dissolve  like  white  syrup. 

ChocolcUe  Syrup,  Eight  ounces  of 
the  finest  chocolate,  2  pints  of  water,  4 
pounds  of  sugar.  Mix  the  chocolate 
with  the  water  at  a  moderate  heat, 
strain,  and  dissolve  the  sugar  in  it. 

Another  Receipt,  Pound  2  ounces 
of  roasted  cocoa  shells  to  a  coarse 
powder,  mix  this  with  2  ounces  of 
white  syrup,  bring  the  mixture  into 
a  strainer  and  exhaust  it  with  a  boil- 
ing  solution  of  12  ounces  of  sugar  and 
8  of  water.  Then  add  2  drachms  of 
vanilla  extract. 

White  or  Red  Wine  Syrup,  Mix  1 
pint  of  red  or  white  wine  with  2  pints 
of  white  syrup. 

Cojfee  Cream  Syrup.  Mix  2  pints 
of  coffee  syrup  with  1  of  cream. 

Solferino  Syrup.  Mix  1  pint  of 
cognac  and  2  pints  of  white  syrup. 

Ambrosia  Syrup.  Mix  2  pints  of 
raspberry  syrup  with  2  of  vanilla 
syrup  and  4  ounces  of  white  wine. 

Orgeat  Syrup.  Eight  ounces  of 
sweet  almonds,  2i  of  bitter  almonds,  3 
pounds  of  sugar,  26  ounces  of  water, 
and  4  ounces  of  orange-flower  water. 
Peel  the  almonds  and  pound  them  to  a 
smooth  paste  wi^h  2  ounces  of  water 
and  12  of  sugar.  Mix  the  paste  gradu- 
ally with  the  remaining  water,  subject 
it  to  a  strong  pressure,  and  dissolve 
the  remaining  sugar  at  a  moderate 
heat.  When  cold,  add  the  orange- 
flower  water. 

Mi^k  Punch  Syrvp.  Mix  1  pint 
of  white  syrup,  8  ounces  of  cognac,  8 
ounces  of  Jamaica  mm,  and  1  pint  of 
cream  syrup. 

Champagne  Syrup.  Two  pints  of 
Rhine  wine,  2  ounces  of  cognac,  1 
ounce  of  sherry,  3  pounds  of  granulated 
sugar.  Dissolve  tne  sugar  by  macer- 
ating it  without  the  use  of  heat. 

Sherry  Cobbler  Syrup.  One  pint  of 
sherry  and  li  pints  of  white  syrup.  Cut 
OTIC  lemon  into  thin  slices,  macerate  for 
12  hours,  and  strain. 

Orange-flower  Syrup.  One  pint  of 
orange-flower  water,  28  ounces  of  gran- 
ulated sugar.  Dissolve  without  the  use 
of  heat. 

Cinnamon  Syrup.    Thirty  drops  of 


oil  of  cinnamon,  60  grains  of  carbonate 
of  magnesia,  2  pints  of  water,  56  ounces 
of  granulated  sugar.  Rub  the  oil  to- 
gether with  the  magnesia,  next  with  the 
water,  and  filter.  Dissolve  the  sugar 
in  the  cold  filtrate. 

Ginger  Beer  Syrup.  Two  pints  of 
gin^r  syrup,  1  of  lemon  syrup,  3  grains 
of  tincture  of  Spanish  cress.    Mix. 

To  make  the  syrups  sparkle  add  2  to 
4  ounces  of  gum  Arabic,  dissolved  in 
equal  parts  of  water  to  each  gallon. 

How  to  Clarify  Sugar  Syrups.  It 
happens  sometimes  that  the  syrup  does 
not  turn  out  sufficiently  clear  notwith- 
standing the  use  of  a  clear  infusion  and 
the  best  sugar.  This  is  sometimes 
caused  by  a  small  percentage  of  lime  in 
the  sugar,  or  by  the  coloring  substance 
which  has  been  added  to  increase  the 
whiteness  of  the  sugar.  To  clarify  the 
syrup  with  white  of  egg  increases  the 
cost  of  preparing  it  and  contributes 
nothing  to  its  keeping  (quality.  The 
best  means  of  clarifying  is  by  the  use 
of  a  pulp  of  good  filtering  paper.  The 
pulp  of  li  draclims  of  paper  will,  in 
roost  cases,  suflSce  for  1  pint  of  syrup.  It 
is  added  to  the  fluid  which  is  to  be  made 
into  syrup  with  the  sugar.  The  paper 
puli>  is  prepared  by  picking  the  paper 
to  pieces,  placing  it  in  a  capacious  flask, 
pouring  distilled  water  over  it,  shaking 
it  vigorously  several  times,  and  collect- 
ing it  upon  a  strainer.  The  moist  pulj* , 
which  should  not  be  squeezed  out,is  used. 

Other  Fruit  Syrups.  Marsh-mallow 
Syrup.  Peel  and  cut  in  pieces  2 
ounces  of  marsh-mallow  root  and  pour 
li  pints  of  hot  water  over  it.  Strain 
when  cold,  and  dissolve  in  it  4A  pounds 
of  white  sugar.  Beat  the  white  of  two 
eggs,  pour  this  into  the  mass,  boil, 
skim,  and  strain  it. 

Balsam  Syrup.  Digest  in  a  gla5>s 
vessel  1  ounce  of  black  Peruvian  bal- 
sam with  1  pound  of  water.  Let  it 
stand  for  a  few  hours.  Filter  the  fluid, 
and  dissolve  in  this  by  boiling  li 
pounds  of  loaf  sugar,  and  strain  through 
a  woollen  cloth. 

Barberry  Syrup.  Pound  and  press 
ripe  barberries,  and  allow  the  ob- 
tained juice  to  stand  until  it  is  clear. 
Add  to  li  pounds  of  this  juice  3i 
pounds  of  white  sugar,  and  boil  the 
mass  to  a  thin  syrup,  which  must 
be  strained  through  a  woollen  cloth. 
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Blackberry  Syrup.  Pound  ripe  b1  ack- 
berries,  press  the  juice  out,  and  allow  it 
to  clear.  To  1  pound  of  this  juice  add 
3  pounds  of  white  sugar^  boil  the  mass 
to  syrup,  and  strain  it,  while  hot, 
through  a  cloth. 

Lemon  Syrup,  Press  the  juice  from 
fresh  lemons  and  let  it  stand  until  it 
has  become  clear.  Then  add  to  1 
pound  of  this  I'uice  3  pounds  of  white 
sugar  and  boil  the  mass  to  a  thin 
syrup. 

Camomile  Syrup.  Pour  hot  water 
over  4  ounces  oi  camomile  flowers, 
strain,  and  in  1  pound  of  this  decoction 
dissolve  at  a  moderate  heat  3  pounds 
of  white  sugar.  Strain,  while  hot, 
through  a  woollen  cloth. 

Manna  Syruv.  Dissolve  in  boiling 
water  ^  part  oi  picked  manna,  add  to 
the  solution  2  parts  of  white  sugar,  and 
allow  the  mass  to  boil  up  once. 

Rhubarb  Syrup.  Pour  2  pounds  of 
boiling  water  over  3  ounces  of  rhubarb 
root  cut  in  pieces,  6  drachms  of  cassia 
.bark,  and  4  dracnms  of  carbonate  of 
potassium.  Let  it  stand  for  24  hours, 
then  strain  the  fluid.  To  1  pound  of 
the  strained  fluid  add  3  pounds  of  white 
sugar  and  boil  the  mass  to  a  thin 
syrup. 

Saffron  Syrup.  Digest  for  several 
hours  1  part  of  saffron  with  30  of 
French  white  wine.  Strain  the  fluid 
and  dissolve  in  20  parts  of  it  45  of 
white  sugar.  Then  filter  through  a 
cloth. 

Senna  Syrup.  Place  8  parts  of  senna 
leaves  and  1  of  pounded  anise  seed  in 
a  porcelain  vessel,  and  pour  60  of  boil- 
ing water  over  them.  Let  the  mass 
stand  for  a  few  hours,  squeeze  it  out, 
and  strain  the  fluid.  Then  dissolve 
in  45  parts  of  it  90  of  sugar,  boil 
it  up  once,  and  strain  through  a 
cloth. 

Seneca  Hoot  Syrup.  Boil  2  parts  of 
Seneca  root,  cut  in  pieces,  in  45  of  water. 
To  20  parts  of  this  add  45  of  white  sugar, 
and  boil  it  to  a  thin  syrup. 

Licorice  Syrup.  Boil  for  i  hour  at  a 
moderate  fire  16  parts  of  licorice  root, 
cut  in  pieces,  in  90  of  water,  pour  the 
liquid  off",  and  evaporate  it  to  56  parts. 
Add  to  this  60  parts  of  white  sugar  and 
60  of  purified  honey,  and  allow  it  to. 
boil  up  once. 

Violet  Syrup.    Place  15  parts  of  fresh 


violets  from  which  the  calix  has  been 
removed  and  60  parts  of  water  in  a 
vessel,  and  close  it  hermetically.  Let 
it  stand  for  12  hours,  strain  the  fluid, 
add  90  parts  of  white  sugar,  and  boil  to 
a  thin  syrup. 

Cinnamon  Syrup.  Digest  in  a  closed 
vessel  for  2  days  4  parts  of  cassia  bark, 
with  30  of  vinous  cinnamon  water,  and 
4  of  rose-water.  Strain  it,  and  in  24 
parts  of  the  strained  fluid  dissolve  at  a 
moderate  heat  45  of  white  sugar.  Then 
strain  through  a  cloth. 

Egg  Syrup,  This,  according  to  Payen. 
is  prepared  by  beating  the  yolks  and 
whites  of  1  pound  of  eggs  (about  10 
egga)  with  the  same  volume  of  water, 
until  the  mass  is  sufficiently  fluid  to 
allow  of  it  being  strained  through  a 
cloth.  What  has  passed  through  is 
then  beaten  to  a  froth,  and  1|  pounds 
of  pulverized  sugar  are  added  to  it,  and 
then  20  drops  of  orange-blossom  water. 
In  order  to  make  it  keep  better,  it  is  ad- 
visable to  add  i  ounce  of  common  salt. 
The  mixture  is  thoroughlj^  stirred  for 
i  hour,  and  when  it  is  quite  fluid  the 
scum  is  removed  and  the  syrup  filled 
into  4  ounce  bottles.  When  used  it  is 
mixed  with  10  times  its  volume  of 
water. 

Cochineal  Syrup.  One  and  a  half 
drachms  of  powdered  cochineal,  IJ 
pounds  of  boiling  distilled  water,  3i 
pounds  of  suffar,  and  2i  ounces  of  recti- 
fied spirit  or  wine.  The  cochineal  is 
boiled  in  water  in  a  closed  vessel  for 
15  minutes,  and  then  strained.  To  th is 
fluid  is  added  double  its  weight  of  sugar, 
and  when  this  is  dissolved,  and  after 
the  fluid  has  become  cool,  ^  fluid 
drachm  of  spirit  of  wine  is  added  to  1 
ounce  of  it.  This  syrup  is  used  for 
coloring  medicines. 

Syrup  of  Ferrous  Nitrate,  Take  2 
parts  of  iron  wire  in  small  pieces,  3  of 
nitric  acid  of  1.42  specific  gravity,  13 
of  water,  and  25  of  sugar.  Pour  3  parts 
of  the  water  upon  the  iron,  mix  the  rest 
of  the  water  with  the  acid,  and  pour 
this  gradually  upon  the  iron  until  the 
acid  IS  saturated,  which  may  be  recog- 
nized with  the  aid  of  litmus  paper. 
The  fluid  is  then  filtered  over  the  sugar, 
and  the  syrup,  if  necessary,  is  increased 
to  30  parts  by  pouring  water  upon  the 
filtrate.  The  syrup  should  be  Kept  in 
well-closed  bottles. 
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Fuel  and  Heating.   Heat  Insula- 
tion   (Non-conducting    Coveb- 

INGS). 

Keeker's  Kindling  Compound.  Knead 
melted  rosin  with  sawduHt  until  the 
mass  does  not  draw  threads  between 
the  fingers,  and  then  form  long  pieces 
of  it. 

Eixmomical  Fuel,  I.  Take  §  of  soft, 
moist  clay  containing  no  stones,  knead 
it  thoroughly  with  i  coal  dust,  form 
small  balls  of  the  mass,  and  dry  them. 

II.  Take  equal  parts  of  pulverized 
charcoal  or  coal,  pulverized  coke,  and 
moist  clay,  and  form  the  mass  into  balls 
the  size  or  a  hen's  eg^.  Some  sawdust, 
finely  cut  straw,  etc.,  may  be  added  to 
the  mass. 

III.  Instead  of  the  clay  and  coal,  cow 
or  horse  dung,  sawdust,  peat,  spent 
tan,  or  straw,  can  be  used,  and  mixed 
with  pulverized  glass^  pitch,  tar,  oil- 
cake, etc.  The  quantity  of  coal  to  be 
added  depends  on  the  size  of  the  stove 
in  which  the  fiiel  is  to  be  burned ;  the 
larger  the  stove  the  more  coal. 

Fuel  from  Coal  and  Rosin.  The  coal 
and  rosin  are  comminuted,  heated,  and 
mixed  with  pitch,  coal-tar,  and  fat,  by 
means  of  a  mixing  machine,  when  the 
mass  is  pressed  into  cakes.  Coke  is 
used  in  a  similar  manner. 

King's  Patent  Fuel.  Peat  is  mixed 
with  coal-tar,  pitch,  asphaltum,  lime- 
stone, common  salt,  and  borax,  in  vary- 
ing proportions  according  to  the  pur- 
)>oses  for  which  the  fuel  is  to  be  used. 

Coal-dust  Fuel  {Loiseau^s  Patent), 
Dust  of  bituminous  coal,  or  anthracite, 
is  mixed  with  about  7  per  cent,  of  plastic 
clay,  and  made  up  into  bricks,  which 
are  dipped  into  ordinary  benzole  con 
taining  rosin  in  solution.  Thev  are 
then  exposed  to  a  current  of  air, 
whereby  the  benzole  is  evaporated,  and 
a  coating  of  rosin  is  left  on  the  surface 
which  renders  the  coal  bricks  water- 
tight. 

Blair's  Patent  Fuel.  Slate  and  coal 
waste  are  pulverized  and  mixed  with 
coal-tar^  scnist  oil,  petroleum,  or  par- 
afiine  oil  and  intimately  impregnated 
with  them  by  using  steam.  The  entire 
mass  is  then  formed  into  bricks  by  sub- 
jecting it  to  strong  pressure. 

Jnfusorial  Earth  for  Insulating 
Steanirpipes^  though  one  of  the  best 


non-conductors,  is  too  expensive  to  be 
used  by  itself  as  an  insulating  material. 
But  by  enveloping  the  pipes  first  with 
a  layer  of  about  1  inch  in  thickness  of 
ordinary  insulating  material,  such  as 
straw  and  clay,  ete.,  and  coating  this 
with  a  thin  layer  of  a  mixture  of  in- 
fusorial earth  with  soda  water-glass, 
good  results  will  be  obtained.  In  ap- 
plying the  mixture  care  must  be  had 
to  li^  on  a  fresh  quantity  only  when 
the  nret  layer  is  entirely  dry,  which 
.may  be  readily  recognized  by  the  white 
appearance  of  the  coat.  To  make  the 
1  yer  more  durable  a  light  coat  of  oil 
should  finally  be  given. 

Ueat'inMilating  Coverings  for  Steam," 
pipes,  etc.  Felt,  cork  waste,  mineral 
wool,  or  asbestos  pulp,  either  made  into 
suitable  forms  and  attached  to  the  pif)e, 
or  filled  into  a  casing  surrounding  the 
pipe,  and  with  or  without  an  air-space 
about  the  pipe,  are  much  used  for  the 
above  purpose.    (W.) 


Fusible  Colors  used  in  Pobce- 
LAiN  Painting. 

Brianch<m*s  Peculiar  Process  of 
Painting  Glass,  Porcelain,  etc.  Pre- 
paring  the  Flux.  Melt  in  a  saucer  30 
parts  of  rosin,  and  add,  during  the 
melting,  10  parts  of  baric  nitrate  of  bis- 
muth in  small  portions  with  constant 
stirring.  When  the  mixture  begins  to 
assume  a  brown  color  pour  40  parts  of 
oil  of  lavender  into  the  saucer  and  stir 
until  the  in^edients  are  intimately 
combined.  Now  take  the  saucer  from 
the  sand-bath,  allow  the  contents  to 
cool,  and  then  add  35  parts  of  oil  of 
lavender,  when  the  flux  is  ready  for 
use.  The  salts  and  oxides  of  antimony, 
chromium,  cobalt,  copper,  iron,  iridium, 
palladium,  platinum,  rhodium,  silver, 
uranium,  zinc,  etc.,  are  used  as  color- 
ing substances ;  and  gold,  if  the  colors 
of  mother-of-pearl  or  a  prismatic  play 
of  colors  is  to  be  produced. 

Ador  and  Ahhadie's  Zinciferous 
Metallic  Colors.  Solution  of  Zinc  Salt. 
A  solution  of  zinc  salt  is  prepared  by 
mixing  100  parts  of  zinc  salt  with  a 
solution  of  another  metallic  salt  of 
known  specific  gravity.  The  mixture 
is  evaporated  to  the  consistency  of 
dough  and  heated  in  a  refractory  clay 
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retort  As  soon  as  the  residue  aasnmes 
the  desired  color  it  is  time  to  withdraw 
the  heated  product  from  the  furnace. 

This  solution  of  zinc  is  requisite  for 
producing  the  zinciferous  metallic 
colors. 

Bronze  Color,  Add  to  the  zinc  solu- 
tion 3  parts  of  solution  of  nitrate  of 
cobalt  of  15°  to  16°  Beaum^.  3  of  solu- 
tion of  nitrate  of  nickel,  and  1  to  1^  of 
solution  of  nitrate  of  copper. 

Chamois  Color  {LeMher  Yellow).  Add 
to  solution  of  zinc  salt  li  to  2>  parts  of 
solution  of  ferrous  sulphate  of  28°  to  30° 
Beaume. 

Gray  Color.  Add  2i  parts  of  solu- 
tion of  blue  Yitriol  to  solution  of  zinc 
salt. 

Green  Color.  Add  2\  parts  of  solu- 
tion of  nitrate  of  cobalt  o\  20°  Beaume 
to  solution  of  zinc  salt. 

Rose-red  Color.  Add  2  to  3  parts  of 
solution  of  ferric  nitrate  of  20°  to  25° 
Beaum4  to  solution  of  zinc  salt. 

Yellow  Color  (Golden).  Add  2^ 
parts  of  solution  of  nitrate  of  manganese 
of  12°  to  14°  Beaum6  and  a  few  drops 
of  saturated  solution  of  silver  to  solu- 
tion of  zinc  salt. 

Yellow  Color  {Roman).  This  is  ob- 
tained by  heating  sulphate  of  zinc  in 
clav  retorts. 

Yellowish-green  Color.  Add  2\  parts 
of  solution  of  nitrate  of  nickel  of  15°  to 
16°  Beaum6  to  solution  of  zinc  salt. 


Otheb  Colors. 

B1ri4ik  ( Cobalt  and  Manganese) .  Mix 
2  parts  of  anhydrous  sulphate  of  cobalt, 
2  of  anhydrous  manganous  sulphate, 
and  5  of  saltpetre.  Heat  the  mixture 
to  complete  decomposition.  By  boiling 
the  msAs  a  residue  of  a  deep  black  color 
is  obtained,  consisting  or  cobalt  and 
manganese.  One  part  of  this  black, 
dry  residue  is  then  triturated  with  2^ 
of  lead  glass  (for  the  preparation  of 
this  see  Iridium,  Black). 

Black  (Iridium).  Mix  1  part  of  me- 
tallic iridium  with  1  of  decrepitated 
salt,  place  the  mixture  in  a  porcelain 
tube,  introduce  a  current  of  chlorine 
gas,  and  bring  it  to  a  gentle  red  heat. 
The  resulting  product  is  extracted  from 
the  non-decomposed  iridium  with  water. 
9y  evaporating  this  watery  solution  of 


the  double  salt  to  dryness  with  sodinn 
carbonate  and  extracting  it  with  water, 
a  black  sesquioxide  of  iridium  is  ol>- 
tained.  One  part  of  this,  mixed  with  2 
of  lead  glass  and  rubbed  fine  upon  a 
glass  plate,  gives  a  very  beautiful  olack 
color. 

The  lead  glass  is  obtained  by  fiising 
together  12  parts  of  minium,  3  of  fine 
white  sand,  and  1  of  calcined  borax. 

Bl€U^k  (Refractory).  Triturate  upon 
a  ^lass  plate  5  parts  of  violet-blue  (ob- 
tamed  from  gold-purple),  1$  of  sesqui- 
oxide of  cobalt,  and  1§  of  stannic  oxide. 

Blue  (Azure).  Triturate  ujion  a 
glass  plate  2  parts  of  dark  bine  (which 
see),  1  of  stannic  oxide,  and  4  of  lead 
glass  (consisting  of  4  parts  of  minium 
and  1  of  sand). 

Blue  (Dark).  Mix  1  part  of  chemi- 
cally pure  sesquioxide  of  cobalt,  1  of 
stannic  oxide,  1  of  lead  glass  (composed 
of  2  parts  of  minium.  1  of  sand,  and  1 
of  calcined  borax),  and  4  of  lead  glass 
(consisting  of  2  parts  of  minium  and  1 
of  sand).  Fuse  these  substances  for  3 
hours  at  a  white  heat,  when  the  mass  is 

goured  out,  comminuted,  and  rubbed 
ne  upon  a  glass  plate. 
Blue  (IShading).  Mix  and  fiise  in 
the  manner  given  under  dark  blue  10 
parts  of  sesquioxide  of  cobalt,  9  of  stan- 
nic oxide,  25  of  lead  glass  (consisting 
of  2  parts  of  minium  and  1  of  sand),  and 
5  parts  of  lead  glass  (composed  of  2 
parts  of  minium,  1  of  sand,  and  1  of 
Dorax). 

Blue  ( Turkish).  Dissolve  3  parts  of 
chemically  pure  sesquioxide  of  cobalt 
and  1  of  stannic  oxide  in  sulphuric  acid ; 
dilute  the  solution  with  water  and  add 
40  parts  of  ammonia  alum.  The  mixed 
solutions  are  now  evaporated  to  dry- 
ness, then  powdered  and  exposed  in  a 
crucible  to  a  red  heat  for  several  hours. 
The  Turkish-blue  color  is  obtained  by 
mixing  1  part  of  the  residue  with  2  of 
bismuth  glass,  which  is  produced  by 
fusing  together  6  parts  oi  teroxide  of 
bismuth  and  1  of  crystallized  boracic 
acid. 

Blvnsh-green.  Mix  10  parts  of  pro- 
tochloride  of  mercury  and  1  part  of 
chemically  pure  sesquioxide  of  cobalt. 
Triturate  the  mixture  upon  a  glass 
plate  and  then  heat  it  in  small  portions 
in  a  glass  tube  open  on  both  ends  until 
all   mercury  has   been  expelled.     A 
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beautiful  bluish-green  color  is  obtained 
in  this  manner.  This  is  then  placed  in 
a  porcelain  crucible  with  a  luted  cover 
and  subjected  to  the  strongest  heat  of  a 
porcelain  furnace  as  lon^  as  the  burn- 
ing of  the  porcelain  continues.  When 
cold  the  crucible  is  broken  up,  the  c<>n- 
tents  taken  out  and  washed  with  w^ater 
to  remove  the  last  traces  of  the  adher- 
ing potash.  A  combination  of  chrome 
green  with  sesquioxide  of  cobalt,  having 
the  color  of  verdigris,  is  obtained. 

Bluish-red,  Heat  sulphate  of  iron 
until  it  has  acquired  a  loose  structure 
and  a  bluish-red  color.  The  fusible 
color  is  then  prepared  by  mixing  and 
rubbing  fine,  upon  a  glass  plate,  2  parts 
of  purple-colored  ferric  oxide  and  5  of 
lead  glass  (prejpared  by  fusing  together 
5  parts  of  minium,  2  of  sand,  and  1  of 
calcined  borax). 

Brown  {Bistre) .  No.  I.  Mix  1  part 
of  anhydrous  manganous  sulphate,  8  of 
anhydrous  sulphate  of  zinc,  12  of  anhy- 
drous ferrous  sulphate,  and  26  of  salt- 
petre. Heat  the  mixture  in  a  Hessian 
crucible  until  the  saltpetre  is  completelv 
decomposed.  The  crucible,  when  cold, 
is  broken  un.  the  residue  taken  out, 
and  the  soluoie  parts  extracted  by  boil- 
ing in  water.  The  brown  powder  ob- 
tained is  then  mixed  with  2i  times  its 
weight  of  lead  glass,  prepared  as  above 
indicated. 

No.  II.  Mix  1  part  of  anhydrous 
manganous  sulphate,  4  of  anhydrous 
ferrous  sulphate,  4  of  anhydrous  sul- 
phate of  zinc,  and  12  of  saltpetre. 

This  color  is  prepared  in  the  same 
manner  as  No.  I. 

Brown  {Dark).  Mix  1  part  of  anhy- 
drous sulphate  of  cobalt,  4  of  anhydrous 
sulphate  of  zinc,  4  of  anhydrous  ferrous 
sulphate,  and  10  of  saltpetre,  and  treat 
in  the  same  manner  as  bistre  brown 
No.  L 

Brown  {Pale),  No.  I.  Mix  6  parts 
of  anhydrous  ferrous  sulphate,  4  of  an- 
hydrous sulphate  of  zinc,  and  13  of 
saltpetre,  ana  treat  in  the  same  manner 
as  bistre  brown  No.  I. 

No.  II.  Mix  2  parts  of  anhydrous 
ferrous  sulphate,  2  of  anhydrous  sul- 
phate of  zinc,  and  6  of  saltpetre.  Fuse 
and  treat  the  mixture  in  the  same  man- 
ner as  given  for  bistre  brown  No.  I. 
Then  mix  2  parts  of  the  residue  with  6 
of  lead  glafis,  prepared  as  above. 


Brown  {Sepia).  Mix  1  part  of  anhy- 
drous ferrous  sulphate,  1  of  anhydrous 
manganous  sulphate,  1  of  anhydrous 
sulphate  of  zinc,  and  5  of  saltpetre,  and 
fuse  and  treat  the  mixture  in  the  same 
manner  as  bistre  brown  No.  I. 

Brownish-red.  Heat  sulphate  of 
iron  until  the  sulphuric  acid  has  been 
entirely  expelled  and  a  sample  taken 
from  the  crucible  shows  a  dark  red 
color.  The  ferric  oxide  is  freed  from 
undecomposed  salt  by  washing  with 
water  and  then  dried.  To  produce  the 
fusible  color  2  parts  of  this  ferric  oxide 
are  mixed  with  24  of  lead  glass,  prepared 
as  above,  and  rubbed  fine  upon  a  glass 
plate. 

Chamois.  Mix  and  rub  fine  1  part 
of  ferric  hydrate,  produced  by  precip- 
itating it  with  aqua  ammonia  from  solu- 
tion of  ferric  oxide,  and  4  parts  of  lead 
glass,  prepared  as  above.  This  color  is 
laid  on  very  thin  and  produces  a  yel* 
lowish-brown  ground. 

Flesh  Color.  Mix  and  rub  fine  1 
part  of  red  ferric  oxide,  1  of  dark  yellow 
color.  No.  II.  (which  see),  and  10  of 
lead  glass,  prepared  as  above. 

Gray  {Chrome),  Mix  1  part  of  ferric 
hydrate  with  2  of  protochromate  of 
mercury.  Triturate  the  mixture  upon 
a  glass  plate  and  heat  it,  by  placing  the 
saucer  cotitaining  it  into  an  open  muffle, 
until  all  the  mercury  is  expel]e<l.  The 
dark  red  combination  of  sesquioxide  of 
chromium  and  ferric  hydrate  is  mixed 
with  3  times  its  weight  of  above-de- 
scribed lead  glass.  The  mixture  is  then 
rubbed  fine  upon  a  glass  plate. 

Gray  {Iridium),  Mix  1  part  of  ses- 
quioxide of  iridium,  4  parts  of  oxide  of 
zinc,  and  22  of  aoove-described  lead 
glass,  and  rub  the  mixture  fine  upon  a 
glass  plate. 

Green  {Dark),  Heat  protochromate 
of  mercury  in  a  porcelain  tube,  open  on 
both  ends,  until  all  the  mercury  has 
been  expelled,  and  mix  1  part  of  the 
resulting  sesquioxide  of  chromium  with 
3  parts  of  above-described  lead  glass. 

Green  {Grass)  is  obtained  by  mixing 
1  part  of  bluish-green  with  6  of  lemon 
color  (which  see). 

Green  {Shading) ,  Mi  x  8  parts  of  pro- 
tochromate of  mercury  with  1  of  sesqui- 
oxide of  cobalt.  Place  the  mixture  in 
a  fiat  saucer  and  subject  it  to  the  full 
heat  of  a  porcelain  furnace.    Mix  the 
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residue  with  double  its  weight  of  lead 
glass,  prepared  as  above  deseri  bed.  The 
result  will  be  a  beautiful  black-green 
color. 

Liustre  Colors.  Gold,  Melt  in  a  sau- 
cer in  a  sand-bath  30  parts  of  colophony, 
and  add  10  parts  of  uranic  nitrate  and; 
with  constant  stirring,  35  to  40  parts  oi 
oil  of  lavender.  When  the  mixture  is 
entirely  homogeneous  take  it  from  the 
sand -bath  and  add  36  to  40  parts  more 
of  oil  of  lavender, 

By  intimately  mixing  the  mass  thus 
obtained  with  a  like  quantity  of  bis- 
muth glass,  prepared  by  fusing  together 
4  parts  of  oxide  of  bismuth  and  4  of 
crystallized  boracic  acid,  a  brilliant 
yellow  color  will  be  the  result. 

Orange-red,  Melt  in  a  saucer  15 
parts  of  colophony,  and  mix  with  it 
gradually  ana  with  constant  stirring  15 
parts  of  ferric  nitrate  and  18  of  oil  of 
lavender.  When  the  mixture  is  homo- 
geneous take  it  from  the  fire,  and,  when 
cool,  add  20  parts  more  of  oil  of  laven- 
der. By  mixing  i  part  of  this  mass 
with  §  of  bismuth  glass  (see  Gold), 
orange,  red,  and  all  intermediate  colors 
can  be  obtained  according  to  the  quan- 
tity of  bismuth  glass  used. 

Orange.  Mix  and  rub  fine  upon  a 
marble  slab  2  parts  of  uranic  oxide,  1 
of  chloride  of  silver,  and  3  of  bismuth 
glass  (see  Gold). 

Prismatic  Colors.  Rub  upon  a  plate 
cyanide  of  gold  with  mercuric  cjanide, 
so  that  a  paste  is  formed.  This,  after 
drying,  is  triturated  with  oil  of  laven- 
der. The  auriferous  combination  is 
mixed  with  1,  2,  3  to  10  times  its  quan- 
tity of  bismuth  glass  (see  Gold).  Laid 
on  biscuit  and  coating  it  with  solution 
of  uranium,  light  and  dark  iridescent 
colors  are  obtained.  The  colors  may 
all  be  mixed  together  or  applied  one  on 
top  of  the  other.  Mother-of-pearl  colors 
can  be  easier  produced  upon  glass  than 
upon  porcelain.  For  these  it  is  neces- 
sary to  mix  the  bismuth  glass  with  lead 
glass,  and  frequently  chloride  of  anti- 
mony mixed  with  rosin  must  be  added. 

Purple  (Dark).  Dilute  a  clear  solu- 
tion of  li  drachms  of  gold  in  aqria  regia 
with  20  pounds  of  distilled  water,  and 
add,  with  constant  stirring,  li  drachms 
of  solution  of  protochloride  of  tin.  The 
fluid  will  assume  a  deep  brown-red 
color,  and  precipitation  will  take  place 


by  adding  a  few  drops  of  sulphuric 
acid.  The  fluid  is  now  poured  off,  the 
precipitate  washed  5  or  6  times  with 
water,  and  is  then  collected  upon  a 
filter,  where  it  is  allowed  to  drain  off. 
and  then,  while  still  moist,  is  placed 
with  a  silver  spatula  upon  a  glass  plate, 
where  it  is  intimately  mixed  with  3 
drachms  of  very  fine  lead  glass,  obtained 
as  above.  The  mixture  is  dried,  then 
mixed  with  1^  drachms  of  carbonate  of 
silver,  and  rubbed  fine.  About  i  ounce 
of  dark  purple  will  be  obtained  in  this 
manner. 

Purple  {Pale),  Dissolve  li  drachms 
of  shavings  of  tin  in  boiling  aqua  regia, 
and  concentrate  the  solution  in  a  water- 
bath  until  it  becomes  solid.  In  this 
manner  chloride  of  tin  is  obtained  con- 
taining hydrochloric  acid  in  excess, 
which  is  dissolved  with  a  little  distilled 
water  and  mixed  with  i  drachm  of  pro- 
tochloride of  tin  of  1.7  specific  gravity. 
The  solution  of  tin  is  then  gradually 
mixed  in  a  large  beaker  glass  with  2j 
gallons  of  water,  but  the  solution  should 
contain  a  sufficient  quantity  of  acid  to 
prevent  a  separation  of  stannic  oxide. 
A  solution  of  8  grains  of  gold  in  a^ua 
regia,  which  has  been  previously  evap- 
orated nearly  to  dryness  in  a  water- 
bath,  then  diluted  with  water,  and 
filtered  in  a  dark  room,  is  now  added 
to  the  solution  of  tin,  which  has  also 
been  diluted  with  water. 

The  fluid  will  assume  a  deep  red 
color  without  a  precipitate  being  formed. 
The  precipitate  is  immediately  formed 
by  adding  If  ounces  of  aqua  ammonia. 
Sometimes  it  happens  that  the  precip- 
itate does  not  entirely  settle  after  add  ing 
the  aqua  ammonia ;  in  this  case  the  ad- 
dition of  a  few  drops  of  concentrated 
sulphuric  acid  will  suffice  to  bring  about 
the  desired  result.  The  fluid  must  then 
be  poured  off  as  quickly  as  possible  and 
the  precipitate  washed  5  or  6  times  with 
fresh  water.  It  is  then  collected  upon 
a  filter,  allowed  to  drain  off  thoroughly; 
and  then,  while  still  moist,  placed  with 
a  silver  spatula  upon  an  opaque  glass 
plate  with  6  drachms  of  lead  glass,  pre- 
viously rubbed  fine.  The  mixture  is 
dried  upon  the  glass  plate,  upon  which 
the  gold-purple  has  oeen  rubbed  with 
the  lead  glass,  by  placing  it  in  a  room 
free  from  dust,  and,  when  dry,  is  mixed 
with  50  grains  of  carbonate  of  silver. 
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By  this  process  a  little  over  1  ounce  of 
pale  purpie  should  be  obtained  with 
the  use  of  8  grains  of  gold. 

Purple  {Jiose-red),  Dissolve  16  grains 
of  gold  in  aqua  regia  and  compound 
the  solution  with  a  solution  of  1|  ounces 
of  alum  in  5  gallons  of  water.  Add  to 
this,  with  constant  stirring,  ^  fluid 
drachm  of  solution  of  protochloride  of 
tin  of  1.7  specific  gravity,  and  then 
pour  aqua  ammonia  into  the  fluid  as 
long  as  a  precipitate  of  alumina  is 
formed.  When  the  precipitate  has  set- 
tled pour  the  fluid  off^  replace  it  with 
10  times  the  (quantity  oi  water,  wash  the 
precipitate  with  this,  and  then  dry  it  at 
a  moderate  heat.  About  i  ounce  of 
d  ry  precipitate  will  be  obtained,  which 
is  mixed  with  40  grains  of  carbonate  of 
silver  and  2i  ounces  of  lead  glass,  pre- 
pared in  the  same  manner  as  given  under 
pale  purple,  and  the  mixture  triturated 
upon  a  glass  plate. 

The  gold  colors  here  mentioned  can 
only  be  fused  upon  porcelain  glaze,  as, 
when  subjected  to  a  higher  tempera- 
ture, the  gold  and  silver  are  separated 
in  metallic  form  and  assume  a  dirty 
brown  and  leather-like  appearance. 

Yellow  {Dark).  I.  Mix  intimately 
48  parts  of  minium,  16  of  sand,  18  of 
anh^^drous  borax,  16  of  potassium  anti- 
moniate,  4  of  oxide  of  zinc,  and  5  of 
ferric  oxide.  Fuse  the  mixture  in  a 
Hessian  crucible  until  the  mass  is  en- 
tirely homogeneous,  when  itmust  imme- 
diately be  removed  or  the  color  will 
become  dirty  yellow. 

No.  II.  consists  of  20  parts  of  min- 
ium, 2^  of  white  sand,  4^  of  potassium 
antimoniate,  1  of  ferric  oxide,  and  1  of 
oxide  of  zinc.  The  ingredients  are 
fused  in  a  Hessian  crucible  until  the 
mass  is  entirely  homogeneous. 

Yellow  {Lemon  Color),  Mix  inti- 
mately 8  parts  of  potassium  antimoniate, 
2^  of  oxide  of  zinc,  and  36  of  lead  glass. 
Heat  the  mixture  in  a  porcelain  cruci- 
ble until  it  forms  a  nux.  It  is  then 
taken  out  and,  when  cold,  rubbed  fine 
upon  a  glass  plate.  The  mass  must  not 
be  fused  longer  than  stated  or  the  color 
will  become  decomposed. 

Yellow  {Pale),  First  prepare  a  lead 
^lass  by  fusing  together  8  parts  of  min- 
ium and  1  of  white  sand.  Pulverize 
and  dry  this.  The  color  is  then  pre- 
pared by  intimately  mixing  together  4 


parts  of  potassium  antimoniate,  1  of 
stannic  oxide,  and  36  of  the  above  lead 
glass.  The  mixture  is  fused  in  a  Hes- 
sian crucible  and  allowed  to  cool,  when 
it  is  comminuted  and  rubbed  fine. 

Yellow  {Uranium).  Mix  1  part  of 
uranic  oxide  and  4  parts  of  lead  glaps, 
prepared  by  fusing  together  8  parts  of 
minium  and  1  of  white  sand.  This  color  is 
onlv  mixed  and  triturated  upon  a  stone. 

Yello^vish-red.  Heat  anhydrous  sul- 
phate of  iron  by  placing  the  saucer  con- 
taining it  in  an  open  muffle  furnace. 
Stir  it  constantly  until  the  greatestpart 
of  the  sulphuric  acid  has  escaped.  Then 
take  it  out  and,  when  cool,  wash  the 
ferric  oxide  with  water  to  remove  all 
traces  of  undecdmposed  salt,  and  then 
dry  it.  To  produce  a  fusible  color  mix 
7  parts  of  the  yellowish-red  ferric  oxide 
and  24  of  lead  glass,  produced  by  fusing 
together  12  parts  of  minium  and  1  of 
calcined  borax,  and  triturate  the  mixt- 
ure upon  a  glass  plate. 

Yellow  for  Figures  and  Landicapes, 
Add  to  the  dark  yellow  colors  I.  and 
II.  some  Naples  yellow,  which  is  pre- 
pared by  placing  1  part  of  tartar  emetic, 
2  of  nitrate  of  lead,  and  4  of  decrep- 
itated common  salt  in  a  Hessian  cruci- 
ble and  subjecting  the  mixture  to  a  con- 
tinued strong  heat.  The  residue  is  com- 
minuted, washed,  dried,  and  rubbed  fine. 

Yellow  for  Landscapes.  Mix  8  parts 
of  Naples  yellow  and  6  of  lead  glass^ 
prepared  by  fusing  together  2  parts  of 
minium,  1  of  white  sand,  1  of  calcined 
borax. 

White  {Covering).  Mix  and  fuse  in 
a  porcelain  crucible  1  part  of  minium, 
1  of  white  sand,  and  1  of  crystallized 
boracic  acid.  This  color  is  used  for 
marking  the  lightest  places  of  the  de- 
sign which  cannot  be  produced  bv  leav- 
ing bare  the  porcelain,  and  also  for 
mixing — but  only  in  small  quantities — 
with  yellow  and  green  colors  to  make 
them  cover  better. 

Glass.  Composition  of  the  Vari- 
ous KINDS  OF,  Colors  for,  and 
Processes  for  Enamelling,  En- 
graving, Gilding,  Silvering, 
Pulverizing,  Filing,  Bending, 
etc. 

Dark  Green  Bottle  Glass  is  prepared 
from  20  parts  of  Glauber's  salt,  18  of 
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tioap  ashes,  90  parts  of  lixiviated 
wood  ashes,  39  parts  of  glass  flown  into 
the  hearth,  179  of  broken  glass,  and  45 
of  basalt. 

Jdhkel*8  0las8  for  ChampcMne  Bot- 
tles consists  of  100  parts  of  feldspar,  10 
of  lime,  7i  of  common  salt,  and  63  of 
iron  slag. 

MWs  OryoUte  GIom,  A  composition 
of  1  part  of  cryolite  and  2  to  4  parts  of 
pure  quartz  furnishes  a  beautiful  glass, 
which  can  be  easily  shaped  and 
ground. 

Bohemian  Crystal  Glass  {free  from 
lead)  is  oomfiosed  of  100  parts  of  sand, 
30  of  potash,  and  18  of  lime. 

Plate  Glass  of  the  Mirror  Manufac- 
tory at  Aix  la  Chapelle  consists  of  100 
parts  of  sand,  38  of  sulphate,  38  of  car- 
Donate  of  lime,  2.5  of  cnarcoal,  and  0.5 
of  arsenious  acid. 

French  Mirror  Glass,  One  hundred 
parts  of  sand,  24  of  chalk,  33  of  soda 
or  38  of  sulphate,  2.5  t«  2.75  of  pul- 
veriased  coke,  and  1  to  2  of  arsenious 
acid. 

Belgian  Windaw  Glass,  One  hun- 
dred parts  of  sand,  41  of  calcareous 
spar,  34  of  sulphate,  1.5  of  pulverized 
coke,  and  0.5  of  arsenious  acid. 

Bohemian  Window  Glass.  One  hun- 
dred parts  of  sand,  30  of  chalk,  24  of 
soda,  and  1  of  arsenious  acid. 

English  Window  Glass.  One  hun- 
dred parts  of  sand,  38  of  limestone,  28 
of  sulphate,  1.3  of  pulverized  coke,  and 
1  of  arsenious  acid. 

French  Window  Glass.  One  hun- 
dred >)arts  of  sand,  36  of  sulphate,  35 
of  chalk,  1.75  of  pulverized  coke  or  5 
of  charcoal,  and  1.25  of  arsenious  acid. 

Prussian  Window  Glass,  One  hun- 
dred parts  of  sand,  37  of  calcareous 
spar,  34  of  sulphate,  5  of  soda,  2.25  of 
pulverized  coke,  and  1  of  arsenious 
acid. 

Stein* s  Receipts  for  Compositions  of 
Glass  as  actiially  used  in  Various  Glass 
Works.  Potash  Crystal  Glass,  I.  One 
hundred  and  ten  pounds  of  quartz  or 
very  fine  and  pure  white  sand,  5d  pounds 
of  potash,  4f^  ounces  of  arHcnious  acid, 
ana  16^  pounds  of  slaked  lime. 

II.  One  hundred  and  ten  pounds  of 
quartz,  66  pounds  of  potash,  22  pounds 
of  slaked  lime,  8|  ounces  of  arsenious 
acid,  and  1  pound  of  saltpetre. 

III.  One  hundred  and  ten  pounds  of 


(Quartz,  55  pounds  of  potash,  22  pounds 
of  chalk,  1^  ]iouuds  of  saltpetre,  1^ 
pounds  of  arsenious  acid,  and  |  ounce 
of  pyrolusite. 

IV.  One  hundred  and  ten  pounds  of 
quartz,  37^  pounds  of  purified  potash, 
16^  pounds  of  slaked  lime,  and  52 
ounces  of  pyrolusite. 

Bohemian  Mirror  Glass.  I.  One  hun- 
dred and  ten  ))ounds  of  quartz,  73^ 
pounds  of  purified  potash,  36^  pounds 
of  marble,  7^  pounds  of  saltpetre.  If 
pounds  of  arsenious  acid,  3^  ounces  of 
pyrolusite,  and  I  ounce  of  smalt 

II.  One  hundred  and  ten  pounds  of 
quartz,  77  pounds  of  purified  |)otash,  22 
pounds  of  slaked  lime,  7^  pounds  of 
saltpetre,  1^  pounds  of  arsenious  acid, 
3i  ounces  of  potash,  and  |  ounce  of 
smalt. 

Bohemian  Chalk  Glass  (Ground 
Glass f  White  Concave  Glass),  I.  One 
hundred  and  ten  pounds  of  white  sand, 
71^  pounds  of  potash,  6^  pounds  of 
burned  lime,  1  pound  of  arsenious  acid, 
and  51  ounces  of  pyrolusite. 

II.  One  hundred  and  ten  pounds  of 
white  sand,  55  pounds  of  potash,  24| 
pounds  of  chalk,  If  pounos  each  of 
saltpetre  and  pyrolusite,  and  4^  ounces 
of  arsenious  acid. 

To  make  the  glass  produced  by  these 
compositions  easily  fusible,  add  to  each 
composition  2|  pounds  of  minium  and 
5i^  pounds  of  borax. 

Bohemian  Window  Glass,  One  hun- 
dred and  ten  pounds  of  white  sand,  46} 
pounds  of  potash,  and  19i  pounds  uf 
limestone. 

French  Mirror  Glass,  One  hundred 
and  ten  pounds  of  white  sand.  36^ 
pounds  of  soda,  15|  pounds  of  slaked 
lime,  and  2f  ounces  of  pyrolusite. 

French  Soda  Glass.  I.  One  hundrrd 
and  ten  pounds  of  white  sand,  6<sf 
pounds  of  soda,  8i  pounds  '>f  carbonate 
of  lime,  4i  ounces  of  pyrolusite,  3i 
ounces  of  arsenious  acid.- 

II.  One  hundred  and  ten  pounds  of 
white  sand,  37^  pounds  of  soda,  16 
pounds  of  carbonate  of  lime,  and  4^ 
ounces  of  pyrolusite. 

III.  One  nundred  and  ten  pounds  of 
white  sand,  33  pounds  of  soda,  38^ 
pounds  of  chalk,  4^  ounces  of  pyrolusite, 
and  3^  ounces  of  arsenious  acid. 

IV.  One  hundred  and  ten  pounds  of 
white  sand,  38^  pounds  of  soda,  44 
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ponnds  of  chalk,  4^  ounces  of  pyrolu- 
site.  and  3i  ounces  of  arsenious  acid. 

Cfomposition  No.  I.  gives  a  soft  glass, 
No.  II.  a  hard,  and  No.  III.  a  very 
hard  glass. 

White  Soda  Window  Glass.  I.  One 
hundred  and  ten  pounds  of  sand,  48i 
pounds  of  Glauber's  salt,  3i  pounds  of 
I)ulverized  wood  charcoal,  4i  pounds 
of  burned  lime. 

II.  One  hundred  and  ten  pounds  of 
sand,  55  pounds  of  Glauber^s  salt,  3i 
pounds  of  j^ulverized  charcoal,  and  22 
pounds  of  limestone. 

III.  One  hundred  and  ten  pounds  of 
sand,  49i  pounds  of  Glaubers  salt,  3i 
pounds  of  pulverized  coke,  and  20 
pounds  of  limestone. 

IV.  One  hundred  and  ten  pounds  of 
sand,  35i  pounds  of  Glaubers  salt,  2i 
pouuds  of  coal,  and  49i^  pounds  of  lime- 
stone. 

V.  One  hundred  and  ten  pounds  of 
sand,  33  pounds  each  of  Glauber's  salt 
and  limestone,  and  3i  pounds  of  char- 
coal. 

VI.  One  hundred  and  ten  pounds  of 
sand,  38i  jwunds  of  Glaubers  salt,  6i 
pounds  of  soda,  33  pounds  of  limestone, 
and  3h  pounds  of  charcoal. 

Compositions  Nos.  V.  and  VI.  fhmish 
window  glass  of  established  excellence. 

Semi-^vhite  Pot-ash  Window  Glass, 
I.  One  hundred  and  ten  pounds  of  sand, 
126i  pounds  of  lixiviated  wood  ashes, 
36i  pounds  of  potash,  and  24i  pounds 
of  limestone. 

II.  One  hundred  and  ten  pounds  of 
sand,  132  pounds  of  lixiviated  wood 
ashes,  38i  pounds  of  potash,  19i  pounds 
of  limestone,  and  4|  ounces  or  pyro- 
lusite. 

III.  One  hundred  and  ten  pounds  of 
soda,  33  pounds  of  potash,  24i  pounds 
of  lime9lone,  and  16^  pounds  of  com- 
mon salt. 

All  the  compositions  for  window 
glass  given  above  may  also  be  used  for 
nollow  glassware. 

Bottle  Glass.  I.  One  hundred  and  ten 
pounds  of  sand,  22  pounds  of  Glauber's 
salt,  2i  pounds  of  coal,  49 J  pounds  of 
basalt,  and  22  pounds  of  carbonate  of 
soda. 

II.  One  hundred  and  ten  pounds  of 
sand,  176  pounds  of  wood  ashes,  and  55 
pounds  of  oasalt. 

III.  One  hundred  and  ten  pounds  of  ! 


sand,  27 h  pounds  of  Glauber's  salt,  3^ 
pounds  of  coal,  37  A  pounds  of  limestone, 
and  4^  pounds  of  basalt. 

The  last  two  compositions  furnish  a 
good  glass  for  champagne  bottles. 

Lead  Crystal  Glass.  I.  One  hun- 
dred and  ten  pounds  of  quartz,  73i 
pounds  of  minium,  and  36^  ]>ounas  of 
purified  potash. 

II.  One  hundred  and  ten  pounds  of 
sand,  66  pounds  of  minium,  and  22 
pounds  of  potash. 

III.  One  hundred  and  ten  pounds  of 
sand,  49^  pounds  of  minium,  39i  pounds 
of  purified  potash,  and  1  pound  of 
arsenious  acid. 

IV.  One  hundred  and  ten  pounds  of 
sand,  77  pounds  of  minium,  28i  pounds 
of  purified  potash,  51  pounds  of  salt- 
petre, and  4h  pounds  of  borax. 

V.  One  hundred  and  ten  pounds  of 
sand,  46i  pouuds  of  minium,  36^ 
pounds  of  purified  potash,  18i  pounds 
of  saltpetre,  and  i  pound  of  pyrolusite. 

It  is  advisable  to  add  broken  glass  to 
all  the  above  compositions. 

Crown  Glass  {according  to  Bontemps), 
I.  One  hundred  and  ten  pounds  of 
white  sand,  45|  pounds  of  purified  soda, 
241  pounds  of  carbonate  ot  lime,  and  It 
pounds  of  arsenious  acid. 

II.  One  hundred  and  ten  pounds  of 
white  sand,  33  pounds  of  potash,  18i 
pounds  of  soda,  131  pounds  of  chalk, 
and  13^  ounces  of  arsenious  acid. 

Crovm  Glass  ( according  to  Gni- 
naud).  One  hundred  and  ten  pounds 
of  white  sand,  44  pounds  of  American 
potash,  5^  pounds  of  minium,  5^  pounds 
of  borax,  and  4i  ounces  of  pyrolusite. 

Flint  Glass.  One  hundred  and  ten 
pounds  each  of  quartz. and  minium 
and  33  pounds  of  purified  soda. 

Flint  Glass  {according  to  Bontemp). 
I.  Two  hundred  and  eightynseven  and 
one-quarter  pounds  of  sand,  a  like  quan- 
tity of  minium,  66  pounas  of  potash, 
and  2()pounds  of  borax. 

II.  Forty-seven  and  three-quarter 
pounds  of  sand,  a  like  quantity  of  oxide 
of  lead,  11  pounds  of  carbonate  of 
potash,  and  3i  pounds  of  saltpetre. 

Compositions  for  Strass  {acccording 
to  Donault'Wieland).  I.  Three  hun- 
dred parts  of  rock  crystal,  470  of  min- 
ium, 163  of  potash  purified  with  alco- 
hol, 22  of  borax,  and  1  of  arsenious 
acid. 
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II.  Three  hundred  parts  of  rock 
crystal,  462  of  minium,  163  of  potash 
purified  with  alcohol,  18  of  borax,  and 
i  of  arsenious  acid. 

III.  Three  hundred  parts  of  the 
whitest  sand,  614  of  pure  white  lead, 
96  of  potash  purified  with  alcohol,  27 
of  borax,  and  1  of  arsenious  acid. 

IV.  One  hundred  parts  of  rock  crys- 
tal, a  like  quantity  of  minium,  66  of 
borax,  22  of  saltpetre,  and  5  of  arseni- 
ous acid. 

Compos  itions  for  Opaque  Olass. 
Tin  Enamel.  The  percentage  of  tin  in 
this  enamel  varies  very  much.  To 
obtain  the  oxide  of  tin,  either  equal 
parts  of  lead  and  tin  as  a  maximum 
are  fused  together,  or  a  smaller  quan- 
tity of  tin,  as  low  as  15  parts,  to  100  of 
lead.  Two  hundred  parts  of  this  mixt- 
ure of  oxides  are  combined  with  100 
parts  of  sand  and  80  of  pure  potash  to 
form  the  enamel. 

Arsenical  Enamel.  I.  One  hundred 
parts  of  sand,  16  of  potash,  6  of  lime, 
130  of  minium,  i  of  saltpetre,  and  10  of 
white  arsenic. 

II.  One  hundred  and  ten  pounds  of 
sand,  73i  pounds  of  minium,  36i  pounds 
of  potash,  5 i  to  10  pounds  of  saltpetre, 
li  to  4}  ounces  of  pyrolusite,  4i  pounds 
of  white  arsenic,  and  1^  pounds  of 
teroxide  of  antimonv. 

III.  One  hundred  parts  of  sand,  200 
of  minium,  60  of  potash,  and  30  of 
white  arsenic. 

JBone  Glass.  Take  an  ordinary  com- 
position for  potash,  soda,  or  lead  glass, 
and  add,  according  to  the  degree  of 
transparency  desired,  from  10  to  20  per 
cent,  of  bone-ash.  Besides  bone-ash, 
oxide  of  tin  or  arsenious  acid  is  added 
in  some  glass  works.  We  give  a  few 
receipts : 

I.  One  hundred  parts  of  sand,  40  of 
potash,  25  to  30  of  oxide  of  tin,  12  of 
air-slaked  lime,  10  of  minium,  and  2  of 
arsenious  acid. 

II.  One  hundred  j)arts  of  sand,  45  of 
calcined  soda.  16  of  air-slaked  lime,  6  of 
bone-ash,  and  3  of  arsenious  acid. 

III.  One  hundred  parts  of  sand, 
23  of  potash,  15  of  soda,  12  of  borax, 
30  of  Done-ash,  and  1^  of  arsenious 
acid. 

Opal  GUiss,  This  differs  from  bone- 
glass  only  in  containing  a  smaller  per 
oentage  of  bone-ash,  of  which  2  to  4  per 


cent,  only  are  added  to  a  suitable  white- 
glass  composition. 

Alabaster  Glass,  One  hundred  parts 
of  sand,  43  of  potash,  4^  of  salti)etre,  6 
of  bone-ash.  This  glass  must  be  fused 
at  as  low  a  temperature  as  possible. 

Compositions  for  Colored  Glass, 
The  basis  of  these  compositions  is  gen- 
erally lead  crystal,  or  potash  crystal- 
glass,  to  which  a  small  quantity  of 
oxide  of  lead  is  sometimes  added ;  al- 
though soda-glass  is  also  frequently 
.colored.  But  the  composition  denenas 
always  on  the  purpose  for  whicn  the 
colored  glass  is  to  be  used.  As  colored 
glass  is  mostlv  worked  in  combination 
with  plain  glass,  its  basis  of  crystal  or 
soda-glass  must  be  constituted  in  accord- 
ance with  the  quality  of  the  glass  to  be 
combined  with  it.  In  other  words  it 
must  be  as  hard,  or  as  soft,  in  fact  must 
possess  the  same  expansion  coefiicient 
as  the  glass  with  which  it  is  to  be  com- 
bined, or  else  changes  of  temperature 
will  produce  cracks  and  separation  of 
the  layers. 

Aventurine  Glass  (according  to  Clt- 
mandot).  Three  hundred  parts  of  pul- 
verized glass,  40  of  cuprous  oxide,  80  of 
iron  scales.  The  following  composition 
seems  tons  more  suitable :  One  hundred 
parts  of  sand,  13  of  lime,  18  of  soda,  2 
of  minium,  3  of  oxide  of  tin,  6  of  iron 
scales,  and  6  of  copper  scales. 

Blue  Glass,  No.  I.  Fifty  parts  of 
sand,  16i  of  soda,  10  of  chalk,  and  5  of 
zaffre. 

No.  II.  One  hundred  parts  of  sand, 
150  of  minium,  35  of  potash,  10  of  borax, 
and  4  of  cobaltic  oxide. 

No.  III.  One  hundred  parts  of  sand, 
50  of  potash,  6  of  air-slaked  lime,  and 

1  of  cobaltic  oxide. 

Sapphire  Blue  is  obtained  by  adding 
from  I  to  3  per  cent,  of  cobaltic  oxide. 

Azure  Blue  is  produced  with  an  ad- 
dition of  1  per  cent,  of  cupric  oxide. 

Golden  Topaz  Glass  is  produced  by 
adding  ^  per  cent,  of  uranic  oxide  to  a 
crystal-glass  composition. 

Green  Glass ^  No.  I.  Fifty  parts  of 
sand,  15  of  soda,  5  of  chalk,  1  of  salt- 
petre, 5  to  10  of  ferric  oxide,  and  3  to 
10  of  cupric  oxide. 

No.  II.  Thirty-seven  and  a  half  parts 
of  sand,  12.5  parts  of  soda^  6  of  chalk,  2 
of  saltpetre,  2  to  5  of  feme  oxide,  and 

2  to  5  of  cupric  oxide. 
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No.  III.  Sixty  parts  of  sand,  20  of 
soda,  6  of  chalk,  1  of  saltpetre,  0.d  to  1 
part  of  chrome  ^reen. 

No.  IV.  One  hundred  parts  of  sand. 
50  of  potash,  8  of  air-slaked  lime,  and 
2  of  chrome  green. 

No.  V.  One  hundred  parts  of  sand, 
85  of  miniuiu,  38  of  potash,  4  of  oxide 
of  antimony,  and  2  of  cobaltic  oxide. 

Hyalite  Glass,  No.  I.  One  hundred 
parts  of  sand,  66  of  potash,  8  of  air-slaked 
lime,  6  of  arsenious  acid,  5  of  cobaltic 
oxide,  5  of  pyrolusite,  and  5  of  ferric 
oxide. 

No.  II.  One  hundred  parts  of  sand, 
82  of  minium,  38  of  potash,  8  of  salt- 
petre, 4  of  cobaltic  oxide.  4  of  pyrolu- 
site, 6  of  iron  scales,  and  6  of  copper 
scales. 

Orange  Glass  is  obtained  by  adding 
2  per  cent,  of  ferric  oxide  and  §  per 
i?ent.  of  pyrolusite  to  the  composition 
v^r  yellow  glass,  which  see. 

Red  GloM.  The  following  color  serves 
for  flashing  the  glass :  One  hundred 
parts  of  sand,  200  of  minium,  6  of  cop- 
per ashes,  and  6  of  tin  ashes. 

Med  with  Copper  is  produced  by  add- 
ing 1  per  cent,  of  cupric  oxide  and  1 
to  1\  per  cent,  of  iron  scales  to  a  com- 
position of  white  or  crystal  glass.  We 
give  two  receipts : 

No.  I.  One  hundred  parts  of  sand. 
160  of  minium,  7  of  copper  scales,  and 
7  of  tin  ash. 

No.  II.  One  hundred  parts  of  sand, 
200  of  minium,  6  of  copper  ashes,  and 
6  of  tin  ashes. 

Red  with  Gold.  One  hundred  parts 
of  silica,  10  of  best  potash,  80  of  minium, 
and  12^  of  saltpetre.  Fuse  this  com- 
position, and  add  for  every  10  pounds 
of  the  composition  a  dollar  gold  piece 
dissolved  in  amia  regia. 

Turquoise  Glass,  One  hundred  parts 
of  pulverized  quartz,  or  sand  free  from 
iron,  40  of  best  potash^  11  of  saltpetre, 
and  i  to  )  of  cupric  oxide. 

Violet  Glass.  I.  Fifty-five  parts  of 
sand.  15  of  soda,  2  of  saltpetre,  5  of 
chalK,  10  of  pyrolusite,  and  2  of  ferric 
oxide. 

II.  Fifty-eight  parts  of  sand,  16^  of 
soda,  2  of  saltpetre,  10  of  chalk,  and  2 
to  10  of  pyrolusite. 

Yellow  Glass.    I.  Sixtv-five  partsof 
sand.  25  of  soda,  3  of  chalk,  1  of  alder- 
wood  charcoal. 
10 


II.  Fifhr-five  parts  of  sand,  15  of 
soda,  5  of  chalk,  2  of  saltpetre,  16  of 
pyrolusite,  and  13  of  ferric  oxide. 

III.  One  hundred  parts  of  sand,  50 
of  potash,  8  of  air-slaked  lime,  6  to  10 
of  lead  antimoniate.  This  composition 
ftimishes  the  yellow  used  for  Rhine 
wine  bottles. 

New  ComMnaMon  of  Materials  for 
the  Production  of  GIom.  Seventeen 
parts  of  sand  or  silica,  4  of  sodium 
carbonate,  and  2  of  borax.  It  is  claimed 
that  the  glass  produced  from  this  com- 
position equals  flint  or  crystal  glass  in 
transparency,  clearness,  and  lustre,  and 
can  be  produced  at  half  the  cost. 

Iridescent  Glass,  The  moment 
when  the  glass  which  is  to  be  made 
iridescent  has  been  eiven  the  highest 
degree  of  heat  the  following  mixture  is 
introduced  into  the  annealing  chamber 
through  an  aperture :  One  part  of  car- 
bonate of  baryta,  i  part  of  strontium, 
and  2  of  tin  salt.  The  vapors  which 
are  developed  produce  the  lustre. 
Strontium  gives  red,  baryta  blue,  and 
tin  salt  various  colors. 

Engraving  on  Glass.  Grind  the  glass 
until  it  is  opaque  and  draw  the  design 
upon  it  witn  a  mixture  of  anhydrous 
boracic  acid,  gum,  and  water.  When 
the  drawing  is  dry,  heat  the  glass  suffi- 
cient to  melt  the  boracic  acid.  The 
acid  gives  the  glass  its  original  trans- 
parency, and  the  desi^  is  fixed.  Col- 
ored designs  are  produced  by  adding 
diflerent  metallic  oxides  to  the  boracic 
acid. 

Colored  Designs  upon  Glass,  Coat 
the  glass  with  shellac  varnish,  oil  of 
turpentine,  or  mucilage.  Cover  with 
the  pattern  and  dust  the  pulverized 
colors  over  the  cut  places  in  the  pat- 
tern. When  dry,  place  the  glass  in  a 
closed  muffle  to  burn  in  the  colors. 

Glass  Engraving.  Coat  the  glass 
with  wax  and  engrave  the  design  so 
that  it  shows  through.  Pour  2  parts  of 
sulphuric  acid  over  1  part  of  pulverized 
fluorspar  in  a  leaden  oasin,  and  over  it 
place  the  prepared  gflass,  drawing  down. 
The  design  will  be  etched  into  the  glass 
in  about  an  hour  or  two.  The  wax  is 
removed  with  oil  of  turpentine. 

A  simpler  process  is  to  apply  an 
aqueous  solution  of  hydrofluoric  acid 
to  the  design  with  a  soft  brush.  By  re- 
peating this  oijcratiou  several    tunes 
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the  design  or  scale  will  be  found  en- 
graved upon  the  ^lass.  [Etching  with 
the  aqueous  solution  is  much  inferior 
in  sharpness  and  opacity  to  that  done 
with  the  vapor.     Wj. 

To  Pulverize  Glass,  Heat  the  glass 
to  a  red  heat,  and  while  in  this  condi- 
tion plunge  it  into  cold  water;  then 
dry  and  pulverize  it.  It  becomes  more 
friable  by  the  sudden  cooling. 

To  Bend  Glass  Tubes.  If  a  sharp 
bend  is  required,  heat  onlv  a  small 
portion  of  tne  tube  to  a  dull  red  heat, 
at  the  same  time  turning  it  in  the  flame, 
so  that  it  shall  be  softened  uniformlv  all 
around,  and  bend  with  the  hand  neld 
at  the  opposite  ends,  applying  pressure 
gradually.  If  the  bend  is  to  be  gradual , 
heat  an  inch  or  two  of  the  tub«  before 
bending  it.  If  a  gradual  bend  on  the 
one  side  is  wanted  and  a  sharp  one  on 
the  other,  as  in  retorts,  a  little  manage- 
ment of  the  tube  in  the  flame,  moving 
it  to  the  right  and  left  alternately,  at 
the  same  time  turning  it  around,  will 
easily  form  it  into  the  desired  shape. 
In  bending  glass,  the  part  which  is  to 
be  concave,  must  be  heated  mostf 

All  ordinary  gas  flame  can  be  used 
for  bending  glass,  but  that  of  a  Bunsen 
burner  is  to  be  preferred. 

[If  the  tube  is  of  large  diameter  it 
will  be  impossible  to  get  sufficient  heat 
to  soften  it  enough  for  the  purpose, 
except  with  the  glass  blowers  lamp. 
To  avoid  the  "  kinking"  of  the  bend  op 
the  inside,  which  will  contract  the 
area  of  the  tube  at  the  bend,  it  is  neces- 
sary with  large  tubes  to  fill  them  first 
with  sand,  closing  the  ends  with  corks. 
The  sand  will  give  the  necessary  sup- 
port .to  the  wails  of  the  tube  in  bend- 
ing. 

The  secret  of  success  in  all  these 
manipulations  )ies  chiefly  in  the  art  of 
heating  the  portion  of  the  tube  to  be 
bent  uniformly^  and  this  is  only  ac- 
complished by  keeping  the  tube,  while 
in  the  flame,  constantly  and  evenly 
turning.    W.j 


Glazes  for  Earthen-ware. 

Glazing  for  Common  Earthen-ware. 
Water-glass  (potassium  or  sodium  sili- 
cate) of  35°  heaum^,  either  alone  or 
with  the  addition  of  20  per  cent,  of  red 


lead  and  5  per  cent,  of  silicic  acid,  iti 
used.  The  thick  solution  is  laid  upon 
the  half-burned  ware  by  means  of  a 
brush,  it  is  also  used  for  glazing  crock- 
ery, being  quite  indestructible  when 
well  burned. 

English  Glaze  for  Earthenyware,  The 
glaze  is  fixed  on  light  yellow  ware  of 
great  uniformity  and  porosity  and  of  a 
fire-proof  clay.  It  is  of  a  dark  violet- 
brown  color  and  somewhat  translucent, 
of  extraordinary  lustre  and  free  from 
flaws.  It  consists  of  28  parts  of  quartz 
sand,  40  of  silver  litharge,  18  of  pipe- 
clay, 9  of  best  manganese  oxide,  and  5 
of  chalk. 

In  order  to  produce  uniformity  and 
beauty  of  color  the  materials  are  fused 
into  a  frit  and  then  ground  finely.  The 
burning  of  the  frit  can  be  easily  accom- 
plished in  a  potter's  oven  furnished 
with  a  cover. 

Glazes  free  from  Lead  for  Earthen- 
ware.  Pulverize  a  mixture  of  4  parts 
of  calcined  soda  and  5  of  white  sand 
free  from  iron,  and  place  the  powder  in  a 
crucible  whicn  has  been  chalked  in  the 
inside  and  expose  it  to  the  full  heat  of  a 
potter's  oven,  where  it  is  melted  into  a 
spongy  glass,  which,  in  a  pulverized 
state,  is  used  for  glazing. 

The  following  mixtures  are  treated  in 
the  same  manner : 

I.  Thirtv-two  parts  of  pulverized 
glass,  16  of  borax,  and  3  of  tartar.  * 

II.  Fifty  parts  of  soda  and  90  of  flint. 

III.  Eighty  parts  of  soda,  70  of  sand, 
and  10  of  clay. 

IV.  Three  parts  of  calcined  soda  and 
4  of  quartz  sand. 

New  Glazing  free  from  Lead  for 
Kitchen  Utensils.  Melt  together  100 
parts  of  borax,  50  of  feldspar,  and  50 
of  clay.  The  hot,  fluid  mass  is  diluted 
with  water  until  it  has  a  temperature 
of  120°  F.,  when  the  previously  heated 
utensils  are  dipped  into  it  and  then 
burned  in  a  good  oven. 

Another  ^aze,  which  is  very  solid 
and  resists  acids  almost  as  well  as  glass, 
consists  of  100  parts  of  powdered  quartz, 
80  of  purified  potash,  10  of  saltpetre, 
and  20  of  air-slaked  lime.  The  ingre- 
dients are  melted,  powdered,  mixed,  and 
heated. 

Very  Fine  Composition  for  White 
Glaj^y  which  is  used  in  Feilmer*s  man- 
ufactory in  Berlin,  is  obtained  by  mix- 
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ing  36  parts  of  ash,  27  of  sand,  and  15 
of  salt,  and  ashing  over  with  20  parts 
of  lead  and  10  of  tin. 

WfiUe  Glazes,  I.  Mix  intimately  100 
parts  by  weight  of  white  glass,  60  of 
white  sand,  40  of  dry,  common  salt,  120 
of  plumbic  oxide,  and  60  of  tin  ashes. 

II.  One  hundred  parts  of  plumbic 
oxide,  50  of  tin  ashes,  100  of  white  sand. 
50  of  glass,  10  of  common  salt,  10  oi 
heavy  spar,  and  5  to  10  of  dry  soda. 
This  is  more  fusible  than  No.  I.  Both 
mixtures  furnish  a  whiter  coating  the 
freer  the  clay  is  from  iron  with  which 
the  articles  are  manufactured. 

III.  Melt  together  24  to  25  parts  of 
red  lead,  15  to  16  of  tin  ashes,  36  to  38 
of  quartz  sand,  12  to  14  of  potters'  clay 
free  from  iron,  7  of  carbonate  of  lime,  3 
of  carbonate  of  magnesia,  and  18  to  20 
of  calcined  soda.  The  mass,  when  cold, 
is  comminuted,  ground,  and  sifted. 

To  Give  Earthen-ware  or  Pmxelain  a 
Marbled  or  Granite  Appearance.  Dis- 
solve gum  tragacanth  in  water  to  the 
consistency  of  a  thick  syrup,  which  will 
require  3  to  4  days,  and  add  about  10 
times  its  bulk  in  water  to  reduce  its 
specific  ^avity  to  1.003.  Now  prepare 
a  decoction  of  |  ounce  of  seeds  of  flea- 
bane  {Psyllium  pulicaria)  in  1  gallon 
of  water  and  mix  1  part  of  this  decoc- 
tion with  5  of  solution  of  ^um  traga- 
canth. On  account  of  the  high  specific 
gravity  of  the  coloring  substances  used 
m  the  process  it  becomes  necessary  to 
add  1  pound  of  very  thin  solution  of 
clay  in  water  to  each  pound  of  the 
mixture,  as  without  this  precaution  the 
pigments  would  not  float  on  the  surface 
of  the  preparation.  The  pigments — 
colors  used  under  glaze  are  mostly  em- 
ployed— are  triturated  with  water  and 
Kept  in  special  pots  until  used,  when 
they  are  mixed  with  beef  gall.  To  pre- 
vent the  beef  gall  from  spoiling  some 
carbolic  acid  is  added.  Now  spatter  by 
means  of  a  brush  the  diflerent  colors 
mixed  with  beef  gall  u}K)n  the  surface 
of  the  mixture  of  the  gum  tragacanth, 
decoction  of  fleabane  seed,  and  solution 
of  clay.  Marbled  veins  will  immedi- 
ately be  formed,  which  can  be  worked 
into  imitation  or  any  desired  variety  of 
marble  by  stirring  the  mass  with  a 
horse  como  or  similar  instrument.  The 
articles,  which  should  be  rather  porous,  | 
are  dipped   into   this   solution,    then ' 


washed  to  remove  the  shinv  prepara- 
tion, heated  in  a  muffle,  glazed,  and 
treated  like  common  ware.  Any  vari- 
etjr  of  decoration  can  be  prepared  by 
painting  parts  on  the  surface  of  the  arti- 
cles with  round  lake  or  white  lead 
mixed  with  gum  Arabic,  marbling  the 
unpainted  spots,  and  washing  of  the  re- 
served places ;  or  by  impressing  copuer 
prints,  covering  them  with  round  laKC, 
and  marbling.  If  glazed  articles  are  to 
be  marbled  pigments  rubbed  with  oil 
are  used.  The  article  must  first  be 
coated  with  dammar  resin  dissolved  in 
oil  of  turpentine  ( 1 J  ounces  of  resin  dis- 
solved in  1  pound  of  oil  of  turpentine). 
After  the  coating  is  perfectly  dry  the 
article  is  treated  in  the  same  manner  as 
the  unglazed.  With  skill  in  the  man- 
ipulation very  beautiful  articles  can  be 
prepared  by  this  process. 


Glass  and  otheb  Signs. 

The  following  directions  for  making 
glass  signs  are  by  W,  Arrenbrecht: 

I.  7'o  JEtch  Glass  {Fine-grained). 
Paint  the  entire  glass,  except  the  parts 
to  be  etched,  with  asphaltum  or,  best, 
with  ordinarv  iron  lacquer  which  covers 
well,  and  aflow  it  to  dry,  but  not  en- 
tirely hard,  as  otherwise  the  acid  is  apt 
to  find  its  way  under  the  iron  lacquer. 
Place  a  rim  of  putty,  prepared  with 
wax  and  starch,  arouna  tne  design,  care 
being  had  that  it  laps  over  upon  the 
iron  lacquer.  Then  pour  hydrofluoric 
acid  upon  the  surface,  let  it  stand  for 
5  minutes,  pour  it  back  into  the  flask, 
and  wash  the  entire  surface  with  water. 
Then  remove  the  asphaltum  with  oil 
of  turpentine  and  wash  again  with  white 
soap  and  water. 

II.  To  Etch  Glass  {Coarse-grained). 
Proceed  in  the  same  manner  as  above, 
but  throw  emery  into  the  acid  immedi- 
atelv  after  it  has  been  poured  upon  the 
surface;  let  it  remain  for  5  minutes, 
then  pour  it  back  into  t^e  flask  and 
wash  and  cleanse  as  above. 

III.  Gilding  Gla^s.  Polish  the  glass 
thoroughly  with  whiting  and  then  with 
a  linen  rag  dipped  in  alcohol.  Prepare 
a  size  by  Doiling  2  ounces  of  isinglass 
in  sufficient  water  to  cover  it,  and,  when 
dissolved,  add  1  quart  of  alcohol,  and 
then  dilute  to  2  quarts  with  water,  and 
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filter.  Flood  the  surface  to  be  dlded 
with  the  size,  lav  the  gold  leaf  flat  on 
it,  and  scatter  elutriated  chalk  (whit- 
ing) previously  warmed  over  the  whole. 
Should  the  chalk  form  lumps  in  heat- 
ing, rub  it  fine,  but  the  dusting  over 
with  chalk  must  be  delayed  until  the 
^old  leaf  is  dry.  When  the  gold  leaf 
IS  entirely  dry  dust  it  off  with  a  fine 
brush  and  then  polish  it  with  a  piece 
of  silk  vel  vet.  Re}ieat  the  gilding  once 
more,  and  then  back  all  the  gold  which 
is  to  remain  with  copal  or  dammar  lac- 
quer. When  this  is  drv  remove  the 
superfluous  gold  by  rubbing  with  the 
moistened  finger. 

IV.  Silvering  on  Glass  is  done  in  the 
same  manner  as  gilding,  but  somewhat 
more  isinglass  is  used,  as  the  silver  leaf 
being  sof^r  than  gold  leaf  requires  a 
stronger  a^glutinant. 

V.  Gilding  on  Show  Windows,  The 
same  solution  of  isinglass  given  under 
III.  is  used.  Cover  the  surface  to  be 
giltled  with  the  mixture  and  lay  on  the 
gold  obliquely.  When  dry,  polish  the 
g«>id  with  a  rag  of  silk  velvet  and  re- 
peat the  operation. 

VI.  Correcting  the  Isifiglass  Mixtwre. 
If,  after  the  second  polishing,  stains 
should  make  their  appearance  in  the 
^old,  the  solution  contains  too  much 
isinglass  and  must  be  diluted  by  adding 
distilled  water  and  rectified  alcohol. 
But  if  the  gold  cannot  be  polished  the 
mixture  contains  too  little  isinglass.  It 
is  therefore  advisable  to  first  test  the 
solution  upon  a  piece  of  glass. 

VII.  Backing  the  Inscription  on  Show 
Witidows,  After  rubbing  off  the  super- 
fluous gold  with  the  finger  apply  to  the 
entire  inscription  a  coat  of  good  oil 

i>aint  mixed  with  some  hemp  oil  and 
•English  carriage  lacquer,  wnich  will 
preserve  the  inscription  even  upon 
panes  covered  with  sweat,  and  its  dura- 
Dility  can  be  guaranteed  for  years. 

VIII.  BojCkiTig  Gla>8S  Signs  withotU 
Shades.  Afl«r  rubbing  off  carefully 
the  superfluous  gold  with  the  finger 
apply  2  coats  of  Frankfort  black  rubbed 
up  in  oil  to  the  entire  back  of  the  glass 
and  inscription. 

IX.  Backing  Gla^  Signs  with  Shades, 
Apply  2  coats  of  the  same  black,  but 
leave  the  shades  free.  When  the  black 
is  dry,  paint  tite  places  left  for  the  shades 
with  red,  green,  blue,  etc.,  oil  paint. 


X.  With  Mother-of-pearl  Insertions. 
Gild  in  the  manner  given  above.  When 
the  gold  is  dry,  coat  only  the  outlines 
of  the  inscription  with  copal  or  dammar 
lacquer.  After  carefully  removing  the 
superfluous  gold  apply  2  coats  of  the 
mentioned  black  oil  paint,  leaving  free 
the  inner  part  of  the  inscription,  etc., 
for  the  mother-of-pearl.  If  tne  inscrip- 
tion is  to  be  shaded  proceed  in  the  same 
manner  as  given  under  IX. 

XI.  Mother-of-pearl  Insertions.  Very 
thin  laminae  of  mother-of-pearl  of  differ- 
ent colors  are  used.  Select  suitable 
pieces,  and,  if  too  large,  break  them  in 
two.  Then  coat  first  the  places  left 
free  in  the  inscription  with  dammar 
lacquer,  and  then  one  side  of  each  of  the 
pieces  of  mother-of-pearl ;  lay  them  on 
the  inscription  and  press  them  gently 
down  with  the  handle  of  the  brush, 
continuing  thus  until  the  entire  surface 
is  covered.  Do  not  place  the  pieces 
close  together,  but  leave  small  inter- 
stices between  them,  which  are  after- 
ward filled  up  with  lacquer  and  pul- 
verized oyster  shells  or  other  shells 
dusted  in. 

XII.  Backing  with  Tinfoil  is  done 
in  the  same  manner  as  with  mother-of- 
pearl,  except  that  the  oil  paint  is  not 
allowed  to  dry  entirely,  but  to  remain 
just  sticky  enough  to  fasten  the  tin- 
foil by  a  gentle  pressure,  care  being 
had  to  place  the  glossy  side  of  the  tin- 
foil upon  the  glass. 

Transparent  Glass  Sign  {Child's 
American  Patent).  Coat  a  glass  plate 
with  paint  so  that  the  places  to  be 
transparent  remain  free.  Back  this 
glass  plate  with  a  second,  and  fill  the 
space  between  them  with  pieces  of  col- 
ored glass  of  irregular  sizes.  By  illu- 
minating the  sign  from  the  back  a 
wonderful  effect  is  produced.  Further, 
the  filling  of  such  a  sign  could  be  set  in 
motion  by  a  suitable  apparatus,  thus 
producing  a  kaleidoscopic  effect. 

Sign  Painting.  It  may  be  laid  down 
as  a  general  rule  for  all  Roman  capitals, 
except  I,  J,  M,  and  W,  that  the  extreme 
breadth  should  equal  the  height ;  the 
breadth  of  I  and  J  is  equal  to  half  the 
height,  and  that  of  M  and  W  to  U 
times  the  height.  Gilt  letters  are  writ- 
ten with  Japan  size,  a  substance  which 
soon  acquires  such  a  state,  between 
dryness  and  wetness,  that  leaf  gold  laid 
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on  it  adheres  perfectly.  The  gold  leaf 
should  be  gently  dabbed  over  with  a 
pad  of  cotton  wool,  which  will  smooth 
the  surfaces  of  the  gilding  and  remove 
all  superfluous  pieces  of  gold  leaf. 

Japan  Gold  Size.  Boil  2^  gallons 
of  linseed  oil  for  2  hours,  then  add 
gradually  and  in  small  portions  at  a 
time  li  pounds  each  of  litharge  and  min- 
ium ana  9i  of  sulphate  of  iron,  keeping 
the  oil  boiling  all  the  time  and  stirring 
from  the  bottom  of  the  pot.  It  is  ad- 
visable to  have  a  large  iron  ladle  ready 
to  cool  the  mass  down,  if  it  should  ap- 
pear to  rise  too  high,  by  ladling  a  part 
of  it  into  an  empty  pot.  After  boiling 
the  oil  for  about  3  hours  melt  2^  poun£ 
of  gum  anime  and  heat  ^  gallon  of  raw 
linseed  oil.  When  the  gum  is  melted 
pour  in  the  oil ;  let  it  boil  until  clear, 
then  cool  for  a  few  minutes  and  add  it 
to  the  first  oil.  Wash  out  the  pot  in 
which  the  gum  has  been  melted  and 
melt  2i  pounds  more  of  gum  anime  and 
heat  i  gallon  more  of  oil  in  the  same 
manner  as  before  and  add  that  also  to 
first  oil.  Now  urge  the  fire  in  the  fur- 
nace, but  keep  it  well  in  front,  so  that 
it  can  be  drawn  at  a  moment's  warning. 
The  gold  size  will  soon  throw  up  a 
frothy  scum  on  the  surface,  which  must 
be  constantly  kept  down  by  stirring 
with  the  laale,  and  never  be  allowed 
to  rise  higher  than  4  inches  below  the 
edffe  of  the  pot.  After  boiling  for  about 
5  hours  it  will  commence  to  become 
stringy,  but  boiling  must  be  continued 
until  it  hangs  to  the  ladie  and  drops  in 
lumps.  Now  take  the  size  from  the  fire 
and  cool  it  as  quickly  as  i)ossible,  and 
when  cool  enough  mix  it  with  8  gallons 
of  turpentine,  but  do  not  stir  until  all 
the  tur})entine  is  in  and  the  froth  on  the 
surface  has  disappeared,  and  then  strain 
as  quickly  as  possible. 

Glue,  Manufacture  of. 

Glue,  as  is  well  known,  is  manu- 
factured from  the  parings  oi  skins  and 
hides  steeped  in  lime-water.  The  waste 
of  calf  and  sheepskins  gives  the  best 
glue ;  that  from  horse-hides  is  dark  and 
of  a  poor  quality.  In  buying  the  waste, 
it  frequently  occurs  that  particles  or 
flesh  are  mixed  with  them.  This  is  not 
actually  injurious,  as  in  manufacturing 
the  glue  they  are  regained  as  fat. 


The  materials  from  which  glue  is 
boiled  are  called  "  glue  stock,"  and  con- 
sist of:* 

a.  Waste  of  tanneries,  yielding  as 
much  as  44  to  46  per  cent,  of  glue ; 

b.  Waste  obtained  in  preparing  the 
skins  of  sheep,  goats,  and  kids; 

c.  The  scarf-skin  of  bullocks'  hides 
and  waste  in  fleshing  the  hide,  giving 
about  30  per  cent,  of  glue ; 

•  d.  Waste  of  Buenos  Ayres  skins, 
yielding  50  to  60  per  cent,  of  ^lue ; 

e.  The  tendons,  buttock  pieces,  and 
generative  organs  of  cattle  with  35  per 
cent,  of  glue ; 

/.  Horse  sinews  with  15  to  18  per 
cent,  of  glue: 

g.  Old  ffloves,  rabbit  skins  from 
which  the  nair  has  been  removed  by 
hatters,  also  dog  and  cat  skins; 

h.  Bullocks'  feet  and  parchment 
shavings  with  62  per  cent,  or  glue; 

i.  Waste  of  tanneries,  as  foot,  head, 
and  buttock  })ieces,  which  tanners  cut 
off  before  tanning,  ear-laps  of  sheep  and 
co^s.  sheeps'  feet  with  the  tendons, 
small  bones  and  waste  of  skins.  Good 
material  of  this  kind  yields  38  to  42  per 
cent,  of  ^lue; 

k,  Skms  unfit  for  tanning,  or  such 
as  have  been  used  for  packing  purposes; 
for  instance  those  in  which  indigo  is 
brought  from  South  America.  This 
stock  yields  from  50  to  55  per  cent,  of 
glue; 

I.  Cartilages  and  other  waste  of  fish. 

The  yield  of  glue  from  waste,  as  will 
be  seen  from  the  above,  varies  very 
much.  From  500  pounds  of  good  ma- 
terial, 250  pounds  of  glue  may  be  ob- 
tained, while  650  to  12(X)  pounds  of  poor 
stock  may  be  required  for  the  same 
quantity. 

Steeping  the  Stock  in  Lime,  The  glue 
stock  IS  generally  steeped  in  lime-water 
in  order  to  preserve  it,  but  before  boil- 
ing it  into  glue  it  must  be  again  steeped, 
and  this  becomes  especially  necessary 
when,  after  being  washed  in  pure  water, 
the  waste  assumes  a  bluish  color  and 
becomes  very  soft.  This  is  a  sure  sign 
that  it  contains  too  little  lime,  and  it 
must  then  remain  for  a  few  days  in  thin 
lime-water,  when  it  is  dried.  The  best 
manner  or  doin^  this  is  as  follows: 
Steep  the  waste  in  clear  water  for  24 
hours,  then  place  it  in  a  basket  to  drain 
off  the  water ;  after  draining  steep  it  for 
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•everal  days  in  thin  lime  and  replace  i 

in  the  boHKet  to  drain,  and  wash  off  with 
cleui  water  and  dry.  Thia  steeping  in 
lime-water  is  of  tlie  atmost  importance, 
as  the  quality  of  the  glue  is  mainly  de- 
)>endeDt  upon  it.  Too  much  steepine 
yields  a  tmali  quantity  of  glue,  but  of 
an  excellent  quality,  while  that 
tained  from  ^lue  stock  steeped  only  for 
%  nhort  time  is  dark. 

It  is  best  to  store  fresh  or  uiidried 
glue  slock  during  the  winter  in  wooden 
or  brick  yals  containing  dilute  lime- 
water,  well  stirred  when  putting  in  the 

The  glu«  boiling,  wiiich  is  best  done 
intheo|>en  air,  is  commenced  iu  spring, 
as  soon  as  the  weather  permits.  Thiscan 
be  done  with  viet  and  with  dry  waste. 

Baiting  vrilk  wet  wa^e  is  done  by 
covering  ^Ine  stock  in  a  vat  with  water 
and  allowjng  it  to  soak  for  12  hours,  then 
drained,  and  all  signs  of  lime  washed  off. 
It  is  then  piled  in  heaps  and  exposed 
to  the  air  for  12  to  24  hours  to  evaporate 
the  acrid  conetituenls.  Itisnowboiled, 
the  work  being  connnenced  as  early  in 
the  moruiug  as  possible. 


be  Bufflcienll  J  steeped  in  lime,  washed, 

The  actaai  boiiing  is  done  in  a'copper 
or  iron  boiler  (Fig.  13),  which,  if  250 
pounds  of  glue  are  to  be  manufactured, 
should  be  Wge  enough  to  hold  at  least 
276  gallons  of  water.  It  should  be 
somewhat  shallower  than  its  width,  and 
ahouid  have  a  double  bottom  bent  in- 
wards in  order  to  offer  greater  resistance 
to  the  fire.  It  should  be  fiirther  ])ro- 
vided  with  a  discharge  pipe  and  cock, 
tlirough  which  the  fluid  glne  ia  drawn 
off.  llpou  the  bottom  of  the  boiler 
is  a  perforated  bottom  of  sheet  iron 
or  copper,  to  prevent  the  waste  from 
lying  immediately  upon  the  botto^i, 
and  burning. 

It  is  an  easy  matter  to  procnre  all 
the  warm  water  which  may  De  required 
by  utilizing  the  waste  heat  for  heating 
water  in  arcservoir  erected  in  the  direc- 
tion in  which  the  gases  of  combustion 
escape.  It  is  placed  higher  than  the 
boiler  so  that  the  warm  water  can  l>e 
readily  drawn  from  it  into  the  latter 
(sec  rig.  13). 

When  everjrthing  is  in  proper  shape, 


For  hailing  with  diy  teai 
fUrlher  is  required  than  that  it  should  1 1 


;  I  the  hones,  sinews,  and  other  conatit- 
E  placed  in  the  boiler,  and  on 
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the  top  of  this  a  sufficient  quantity  of 
waste  to  fill  the  boiler.  If  this  holds 
275  gallons,  about  125  gallons  of  clean 
water  are  added,  if  wet  material  is  used, 
and  about  225  gallons  to  dry  stock. 
The  mass  is  now  ooiled  until  a  sample 
taken  from  the  boiler  cools  to  a  jelly. 
This,  for  wet  material,  requires  gener- 
ally 1  hour;  for  dry  stock,  2  hours.  The 
glue  will  be  ready  for  cutting  when  a 
sample,  poured  into  a  cup,  can  be  con- 
veniently taken  out  when  cold.  The 
fluid  is  then  drawn  off  into  the  cooling 
vat  (clarifying  vat).  This  is  also  pro- 
vided with  a  discharge  pipe  and  cock 
and  placed  high  enough  to  allow  of  a 
bucket  being  conveniently  put  under 
it.  When  the  glue  has  become  clear 
it  is  drawn  off  and  poured  into  boxes 
(moulds). 

A  fresh  quantity  of  waste  is  added  to 
the  material  remaining  in  the  boiler, 
and  boiled.  This  is  called  the  second 
boilingy  and  is  treated  in  the  same  man- 
ner as  the  first. 

The  residue  remaining  in  the  boiler 
after  the  second  boiling  is  boiled  until 
the  fluid  forms  glue.  This  is  called  the 
third  boiling.  The  product  is  treated  in 
the  same  manner  as  the  foregoing. 

The  residue  from  the  third  boiling  is 
used  for  preparing  the  so-called  glue- 
water.  This  is  made  by  pouring  in 
enough  waterto  cover  the  residue  in  the 
boiler  from  2^  to  Sh  inches  deep^  and 
boiling  about  2  hours,  until  all  glutmous 
substances  have  been  dissolved.  This 
fluid  is  too  weak  to  form  glue.  It  is 
added  to  the  next  boiling  of  glue  stock, 
to  accelerate  the  process. 

Clarifying  the  Glue,  This  is  done 
either  with  alum  or  white  of  tg^. 
Pulverize  2i  to  4i  pounds  of  alum  for 
every  200  pounds  of  glue,  and  dissolve 
it  in  50  pounds  of  boiling  glue  taken 
from  the  boiler.  Add  this  solution  to 
the  mass  in  the  boiler^  and  let  the 
whole  boil  for  10  minutes  longer, 
when  the  clarified  glue  is  drawn  off  into 
the  cooling  vat.  The  glue  may  also  be 
clarified  by  dissolving  for  every  100 

Sounds  of  glue  I  pound  of  purified 
orax  finely  powdered  and  3  ounces  of 
purified  potash  in  boiling  glue,  and 
pouring  this  into  the  fluid  in  the  boiler. 
To  Color  the  Glue  Yellow,  For  every 
100  pounds  of  glue  to  be  colored  dis- 
solve 1  to  2  pounds  of  finely-powdered 


cr^tallized  soda  in  boiling  glue,  and 
stir  this  into  the  boiler  untn  a  uniform 
yellow  color  is  obtained. 

To  Whiten  the  Glue,  For  every  100 
pounds  of  glue  add  2  pounds  of  sugar 
of  lead  completely  dissolved  in  a  hot 
solution  of  glue.  Mix  it  thoroughly 
with  the  glue  in  the  boiler,  and  then 
add  2  pounds  of  pulverized  white 
vitriol  (sulphate  of  zinc)  also  dissolved 
in  boiling  glue. 

Pouring  into  the  Boxes  {Moulds), 
This  is  done  as  soon  as  the  gltte  has 


Fig.  14. 

been   boiled,  suffioientiy  cooled,  and 
clarified.    Tne  boxes  (Figs.  14, 15)  are 


Fig.  15. 

made  of  pine,  and  are  generally  4  feet 
long,  81  inches  wide,  and  6  inches  high. 
They  should  be  very  smooth  inside  and 
water-tight.  Before  the  glue  is  poured 
into  them  thev  should  be  kept  filled 
for  1  day  with  fresh  milk  of  lime.  This 
is  called  freshening  the  boxes.  In  the 
spring  the  boxes  should  be  given  a  coat 
of  pure  linseed  oil,  which  will  facili- 
tate the  removal  of  the  congealed  glue. 
The  operation  of  pouring  the  glue 
into  the  moulds  is  a  very  simple  one :  A 
funnel  (Fig.  16)  with  a  flat  bottom 
reaching  over  the  edges  of  the  mould 
sits  so  firmly  upon  them  as  to  need  no 
support  from  the  workman.  In  the 
funnel  is  a  small  sieve  (Fig.  17)  of 
horsehair,  which  keeps  back  any  im- 
purities in  the  glue.    When  the  first 
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moald  u  filled, 
place  the  ruDDel 
npun  the  next,  and 
■o  oa  until  (he  Tst 
iiemptr. 

TaJcina  tht  Glite 
fron  the  Moutdt. 
Twelve  houiB  are 
generally  reqnired 
for  the  gli 


gieal,  bnt  in  warm  weather  24  honr» 
may  be  lu  .... 

from   the 

the  blade  of  a  larse 
knife  (Fig.  18)  Id  cold 
water,  and  with  it 
liKMen  the  glue  from 
the  aidei  ot  tbe  box, 
which  mmt  tie  done 
■kilfnlljandquickW. 
The  W  ia  titia 
emptied  on   a   table 

and  the  glne  quickly  i ^ 

denired   ihape  and  thieknen  with  a 
copper  knife  dipped  in   wat«r. 
I    a    few  cuts   have  been 
I   mode  the  knife  ig   again  dipped 


Fig.  17. 

It  into  pieces  of 


)raer  W 


0  the 


I   asmoothflur^ceand  pre- 

them  from  becoming   full 

I  of  cracks.     The  hand  is   now 

j  dipped  into  water,  and  tbe  pieces 

[  of  glue  laid  U]>dd  hurdles  strung 

with  cord  aimilar  lo  anet  (Figs. 

19,  \9a)  which  are  then  carr^ 

into  the  drying-room  and  placed 

]  upon  frames  providedwith  strips 

«.«  9»   (^  a  inches  apart  (Fig, 

c  course  of   a  few 

e  glue  apnt 

8  then  alio 

gradually,  and   when    nearly   dry  is 


itrungnpoo  cord  bymeana  of 
and  dried  completely  in  the 
li  then  ready  for  the  market. 


Fig.  20. 


ng  water.    Two  and  a 

rrls  of  sulphuric  acid  of  1.035 
gravity  to  every  11.3  parte  of 
while  it  is  still  moist,  are 
■X  it,  and  it  is  allowed 
;red  vessel  for  24  honre. 
The  acid  is  Chen  poured  oS^  the  waste 
washed  in  clean  water,  and  the  same 


then  poared  o 


qua, 


it  of  sulphur 


0  the  Bi 


t  IS  thoronj;hly  washed  to 
laces  of  acid,  pressed  out, 
and  placed  in  a  vat  of  such  capacity 
that  it  will  be  filled  about  i  by  it,  The 
vat  is  then  filled  with  water  of  110°  P., 
covered,  and  the  mass  allowed  to  stand 


geals  \a  a  colorless  gelatine.    Water  of 
"  higher  temperature  is  poured  upon 

e  residue  in  the  vnt.  After  24  hours 
this  fluid  ia  drawn  ofi"  and  allowed  (o 
congeal  to  gelatine,  and  tbe  process  is 
repeated  until  everything  has  been  dis- 
solved.   This  f^atinc  can  be  kept  for 

'     J  time  in  well-closed  jora. 

tefrom  Watte  of  Tanned  Ltalher. 
Place  the  waste  in  soda  lye  of  1.025 
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specific  gravity  for  6  to  12  hours,  and 
tnen  press  out.  To  extract  all  the  tan- 
nin, which  is  absolutely  necessary  for 
the  gaining  of  ^lue,  the  waste  must  be 
again  treated  with  soda  lye.  It  is  then 
thoroughly  washed,  placed  in  dilute 
acid  for  24  hours ;  then,  to  neutralize 
tlie  acid,  in  a  weak  solution  of  soda, 
and  finally  thoroughly  washed  with 
water,  when  it  is  ready  to  be  worked 
into  glue  in  the  ordinary  manner. 

Maclagan*8  Apparatus  and  Process 
for  Manufa^sturinq  Glue  and  Gelatine. 
The  apparatus  is  intended  for  the  ex- 
traction of  gelatine  from  bones  by  the 
aid  of  steam.    Fig.  21  represents  a  side 


and  in  the  evaporating  pan  e  to  the 
boiling  point;  m  cocks  for  the  escape 
of  condensed  steam;  and  n  a  crank 
which  moves  a  driving  eear  catching 
into  a  wheel,  by  which  the  extracting 
pan  is  revolved. 

Extracting  the  Gelatine.  First 
Operation.  The  bones  are  brought  in 
contact  with  lime  in  order  to  free  them 
from  all  fleshy  parts.  They  are  then 
thrown  into  the  box  <i,  to  extract  the  fat, 
which  is  done  by  boiling  them  by  the 
introduction  of  steam  through  the  pipes 
h  and  c  into  the  serpentine  pipe  I.  The 
fat  swimming  on  the  top  is  skimmed  otf. 
The  bones  are  then  taken  from  d  and 


Fig.  21. 


view  of  the  apparatus,  and  Fig.  22  the 
ground -plan;  a  is  the  steam-boiler;  h  a 
pipe  conducting  the  steam  to  all  parts 


placed  in  the  extracting  vessel  /,  which 
IS  careftilly  luted,  and  steam  at  a  press- 
ure of  §  atmosphere  then  introduced. 


* 


QL®23 


D 


Fig.  22. 


of  the  apparatus;  c  pipes  conducting 
the  steam  to  the  box  d,  serving  for  ex- 
tracting the  fat  from  the  bones,  then  to 
the  evaporating  pan  e,  and  finally  to  the 
extracting  pan ;  /,  g  are  cocks  for  regu- 
lating the  introduction  of  steam ;  K  a 
pedestal  upon  which  the  extracting  pan 
can  be  revolved ;  i  are  valves  for  the 
escape  of  steam ;  k  cocks  through  which 
the  steam  leaves  the  extracting  vessel ; 
another  cock  is  placed  beneath  the  ex- 
tracting vessel,  through  which  the 
liquid  gelatine  is  drawn  off;  /  are 
serpentine  pipes  through  which  steam 
passes  to  bring  the  fluids  in  the  box  d 


After  exposing  the  bones  to  the  action 
of  the  steam  for  2  hours  the  gelatine  is 
drawn  off  through  the  cock  on  the  bottom 
of  the  extracting  pan,  and  after  filtering 
is  brought  into  the  evaporating  pan  e. 

Second  Operation.  Some  of  the  fluid 
in  the  box  d  is  brought  into  the  extract- 
ing pan  /,  steam  is  again  Introduced, 
and  after  3  hours  the  gelatine  is  drawn 
off,  filtered,  and  added  to  the  first. 

Third  Operation.  All  the  gelatine 
obtained  having  been  brought  into  the 
evaporating  pan  e,  it  is  evaporated  to 
the  proper  consistency  and  then  treated 
in  the  same  manner  as  glue. 


154 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


To  Make  Gelatine  from  Glue.  Soak 
b  pounds  of  good  glue  for  2  days  in  1^ 
gsulons  of  strong  vinegar,  with  1  ounce 
of  which  saturate  40  to  45  grains  of  po- 
tassium carbonate.  Then  pour  oif  the 
vinegar  and  place  the  glue  in  a  sieve 
suspended  in  a  vat  of  cold  water,  and 
allow  it  to  remain  12  hours  to  remove 
the  acetates  adhering  to  the  glue,  which 
is  now  clear  as  glass,  with  a  vellow  tint. 
Glue  thus  prepared  gives,  when  poured 
upon  glass  plates,  white  sheets  of  gela- 
tine. They  are  somewhat  more  brittle 
than  those  obtained  from  bone  glue,  but 
this  diflSculty  is  overcome  b^  adding 
more  or  less  glycerine,  according  to  the 
season  of  the  year.    In  this  manner 

felatine  can  be  produced  which  binds 
ettcr  than  that  obtained  from  bones, 
and  at  less  cost 

Liquid  Steam  Glue,  The  Russian 
steam  glue  is  prepared  in  the  following 
manner:  Soak  100  pounds  of  good  glue 
in  12  to  14  gallons  of  water,  and  add  5 
to  6  rK)unds  of  aqua-fortis.  The  peculiar 
white  color  of  Russian  glue  is  produced 
by  mixing  6  pounds  of  nnely-powdered 
sulphate  of  lead  with  the  solution. 

Hellei^B  Steam  Glue  consists  of  100 
parts  of  ^ood  glue,  200  of  water,  and  12 
of  aqua-iortis. 

Cold  Liquid  Glue,  Dilute  2  to  2i 
parts  of  crude  nitric  acid  with  40  to  50 
of  water.  Soak  in  this  25  parts  ot  glue 
for  24  hours  and  then  heat  the  mixture 
until  it  is  homogeneous.  The  quantity 
of  acid  used  depends  on  the  quality  of 
the  glue.  All  other  receipts  have  given 
unsatisfactory  results. 

To  Prepare  Excellent  Glue  which  will 
hold  in  Water,  Powder  and  dissolve  1 
part  of  glue  in  1  of  thick  linseed-oil 
varnish  boiling  hot,  and  mix  thor- 
oughly. In  using  it  heat  the  2  planed 
sides  of  the  wood,  apply  the  glue  warm, 
and  press  the  pieces  together. 

Good  Furniture  Glv^,  Boil  the  de- 
sired quantity  of  glue  with  water.  When 
sufficiently  boilea  pour  it  into  a  porce- 
lain dish  and  rub  with  a  pestle  mto  a 
thick  paste  free  from  lumps.  Then 
pour  it  into  an  earthen-ware  dish,  let  it 
cool,  and  cut  it  into  pieces  of  desired 
sisse.  When  it  is  to  be  used  dissolve  2 
parts  of  the  prepared  glue  in  1  of  ordi- 
nary whiskey  diluted  with  2  of  water, 
and  let  it  boil  up  once.  The  glue  is 
now  ready  for  use  and  can  be  kept  for 


some  time.  It  possesses  extraordinary 
adhesive  power. 

Glue  for  Books.  Dissolve  over  a 
moderate  fire  12  parts  of  glue  in  8  of 
water,  add  8  parts  of  shavings  of  white 
soap,  and,  when  all  are  dissolved,  6  of 
powdered  alum,  stirring  the  mass  con- 
stantly. The  sheets  of  paper  may  be 
either  dipped  into  this  fluid  or  it  is  ap- 
plied with  a  sponge. 

Glue  ReHsting  Wet  and  Moisture, 
Soak  any  desirea  quantity  of  glue  in 
clean  water  for  11  hours,  ttien  pour  the 
water  off  and  stir  the  glue  into  a  paste. 
On  the  other  hand,  t^Q  ^  part  of  the 
glue  used  of  isinglass,  cut  it  in  small 
pieces,  soak  for  12  hours  in  ordinary 
whiskey,  and  then  rub  it  into  a  paste. 
Place  an  earthen  pot  on  the  fire  and 
put  in  gradually  portions  of  the  glue 
and  of  the  isinglass ;  stir  constantly,  add 
a  few  drops  of  linseed-oil  varnish,  strain 
through  a  clean  cloth,  and  put  the  glue 
in  boUles  for  future  use. 

New  Liquid  Glue,  This  glue,  which 
can  be  used  for  joining  together  all 
imaginable  articles,  even  porcelain, 
glass,  mother-of-pearl,  etc.,  is  prepared 
as  follows :  Pour  8  parts  of  water  over 
3  of  glue  cut  in  small  pieces,  and  let  it 
stand  for  a  few  hours.  Then  add  h  part 
of  hydrochloric  acid  gas  and  |  part  of 
sulphate  of  zinc,  and  expose  the  mixt- 
ure to  a  temperature  of  175°  to  190®  F. 
for  10  to  12  hours.  The  glue  does  not 
again  congeal,  and  if  necessary  can  be 
still  further  clarified  by  allowing  it  to 
settle  and  then  filtering. 

Bone  Glue  is  manufactured  from 
bones  comminuted  to  the  size  of  peas, 
or  from  waste  in  the  manufacture  oi 
bone  flour.  The  material  is  first  moist- 
ened with  a  solution  of  oxalic  acid  in 
water,  then  piled  in  heaps  and  left  to 
itself,  whereby  spontaneous  heating 
takes  place.  It  is  then  steamed  in  a 
glue  boiler,  tb«  manhole  being  left 
open  during  the  process.  When  the 
ammoniacaf  combinations  have  been 
expelled  the  material  is  subjected  to  a 
pressure  of  2  to  3  atmospheres,  and  boil- 
ing water  pumped  in  from  time  to  time 
in  order  to  completely  dissolve  the  gel- 
atine. The  concentrated  solution  of 
glue,  containing  from  25  to  30  per  cent, 
of  dry  substance,  is  finally  pressed  into 
a  wooden  vat,  where  it  can  be  further 
concentrated,  if  necessary,  by  heating  a 
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■team-pipe.     The   whole   process   re- 
quires from  5  to  6  hours. 

J>upa«juier'*  Procta  nf  Preparing 
Bone  &lae  as  a  SubMUuie  for  laingiaai. 
Seieelinq  and  Bleaeking  the  Bonet.  Re- 
more  all  decered  and  spongy  parts  of 
the  bones  and  boil  the  sound  portions 
for  I  hour  to  remove  the  fleshy  and  Ibr- 
eign  Bubstaoces.  Potash  lye  is  added 
near  the  end  of  the  boiling  to  effectually 
clean  the  bonen  of  fkt.  This  lye  con- 
sists of  1  pouud  each  of  potash  and 
lime  to  every  100  pounds  of  bonss. 
After  remainiDK  in  the  lye  for  2  hours 
the  bones  are  placed  in  btiahctt<  and  set 
in  running  vater  to  wash  off  the  poliish 
and  foreign  substances. 

Comin%nitting  the  Bona.  EemoTe 
the  bonea  from  the  baskets,  dry,  and 
grind  them  in  a  power  mill.  The  mill 
used  by  the  inventor  is  6i  feet  in  diam- 
eter and  driven  by  horse-power,  a  strong 
horse  being  able  to  crush  150  pounds  of 
bon^  (o  the  size  of  beajis  in  an  hour. 
But  it  is  better  \a  grind  the  bones  in  an 
ordinary  flour-niill,  as  the  Bmaller  the 
particles  are  the  better  the  acid  acts 
upon  them. 

Immersing  the  Comrninuied  Bones  in 
BffdToehloric  Acid.  The  bone-dust  is 
divided  into  2  parts  by  siting  in  a  cyl- 
inder sieve.  One  part  will  De  impal- 
pable powder,  while  the  other  will  be 
about  as  coarse  as  snuff.  The  reason 
for  this  division  of  the  bone  flour  is  that 
experience  has  taught  that  less  acid  is 
required  for  the  fine  powder  than  for 
the  ooorae.  The  following  are  the  pro- 
portions :  For  every  100  parts  of  fine 
jKiwder  take  25  of  hydrochloric  acid 
and  75  of  water;  for  100  parts  of  coarae 
powder  50  of  hydrochloric  acid  and  75 
of  water.  The  proceaa  is  as  follows; 
Pourthe  mentioned  proportion  of  water 
over  the  bone  flour  in  a  large  vat  of 
white  wood,  and  stir  with  a  wooden 
shovel  until  every  particle  of  flour  is 
thoroughly  moistened.  Let  it  stand  for 
1  hour,  then  add  J  of  the  mentioned 
pro|>ortion  of  acid,  and,  in  intervals  of 
1  hour,  the  other  j.  Let  the  acid  act 
for  12  houra,  stirring  the  mixture  every 
hour  with  wooden  shovels.  Then  draw 
offthe  liquor  which  cootaina  hydrochlo- 
rate  of  lime,  free  phosphoric  acid,  and 
a  certain  quantity  of  free  hydrochloric 
acid.  The  residue  ia  filled  into  bags  of 
a  loncie  material  and  placed  iu  running 


.T  tor  84  hours.    The  bags  are  then 

shaken  in  running  water  until,  on 
taking  a  sample  from  the  bag  and  plac- 
ing it  upon  toe  tongue,  no  acid  or  any 
other  taste  is  perceived.  The  bone-dust 
is  now  brought  into  a  bailer  with  a  her- 
metically fitting  cover  and  200  paria  of 
water  added  to  every  150  parts  of  bone 
flour  weighed  before  L  ---     ""  - 


Pig.  33. 

whole  ia  now  boiled  until  all  gelatine 
is  entirely  dissolved,  which  may  be 
rccoguiied  by  the  sediment  on  the  bot- 
tom becoming  pasty  and  containing  no 
particles  offering  resistance  to  pressure 
with  the  finger.    Fig.  23  represeuta  the 


fhrm  of  boiler  used  for  the  operatinn. 
The  lit^uor  is  then  drawn  off  and  Altered 
througn  a  bag,  the  residue  pressed  out, 


i^ 
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mad  <jbe  li^iwor  oiMiJ3je4  titierdi^^  «4da4 

Nycid  Wie  dnifk  e^U>r  of  tit/a  iU^w^r  is  eon- 
yartM  WiU>  »  hliiUih-whU4i  rtdsembiiag 
tkiHi  Q^'  A  tioiniiott.  iA'  good  j^iuK^^u^'  l>^t 
the  iiquor  i^Ule  Alia  Um;o  dmw  U  otf' 
tJirougn  A  fAuc^t  plAcad  3  )^^4«  Abov« 
iiui  hoiU>m  of  i\m  b»freU 

Poiirmg  ike  QeluUm  imto  Moulds, 
Th£  lixjiuor  i«  cArried  In  wooden  bux^k- 
etfl  to  Anot))ier  room  wX^tw  tbie  oiotUd« 
Are  Arranged.  Tlw^y  Are  mAdie  of  white 
piwe,  are  Bi  feet  lo»g  a»4  X%  feet  wide, 
And  »tAiMi  in  a  lioriisootAl  position  along- 
fiide  eaiib  other  upon  a  wooden  ftwem» 
Aronn4  tlie  edge  thav  are  provided 
with  ft  rim  U  incites  nigh,  They  are 
paJntiid  with  a  coat  of  drying  oil  and 
white  lead.  The  liquor  is  poure4  \  inch 
deep  in  them.  K  gelatine  of  firm  c«n- 
Biutency  is  soon  formed,  whieh  is  lifted 
out  with  wuoden  knives  and  laid  upon 
lousely-woven  oloths  stretohed  out  in  a 
room  through  which  a  strong  current 
of  AJr  passes.  It  remains  here  for  6  to 
10  days,  when  it  is  suifioiently  dry  to  be 
packed. 

Jsinghm  (^V«A  Qlne),  Genuine  isin- 
glass is  yellowish-white  or  grayish-yel- 
low to  brown,  transparent,  very  tough 
and  ile«ible,  can  be  eaaily  torn  only  in 
the  direction  of  the  grain,  has  no  taste 
or  odor,  and  when  chewed  it  becomes 
sticky.  A  solution  of  1  part  of  isin- 
glass in  50  of  warm  water  Is  colorless 
Hud  cools  to  a  jelly «    It  consists  of; 

Auim^l  glu«t  ..,,...    TO    per  Q««t 

OtMuuiiQia^ ,    ,    ,    W        ** 

WuUa t  ft      ♦« 

mkU  Umu 4        *^ 

I 


\^ 


« 


\%  \»  jurmcipAllY  {n»n\tl^ctured  in 
KussjU  froxn  tb^  Uaikltira  {>£  the  st\u^ 
goon  aw^  otbw  &ib<«  beI<>^gt^g  to  the 
same  tUmily.  The  Wt^vklers,  jUter  bei«g 
l>Jla.ee<l  itt  bc4  wHter»  are  e^t  e^ik» 
wuiiheil,  sdk^  e-'^poseil  to  the  sar  wUb  the 
tutier^  silvery  skie^  uuwar4.  This  is 
tb(.'tt  remove<.l  by  rubbiii^  |>ljwje^  in 


tsjke»  from  tibe  !elo&  «Ad  bod  eailker  is 
seri^'fttiue  wjjQtdii^  betir^ee  3  sDaaJl 
bloeke  or  placed  io^eti»er  i&  sfaeelE  likie 
A  book  AoddiritedL 

i^riiiUrif  BMcnfrom  Qlwt€md  Gifc- 
0riti^,  Let  good  eAbioet-iBflkien'  j^Iik 
stood  witli  w«ter  viilil  *  jelly  hjw  been 
ionuted,  b«Ki  tbk  In  &  WAter-baHi,  and, 
when  m^eltody  add  a«  mueb  glreerine  am 
glii«y  stir,  and  tii«n  b^ai  eaj%nillj  until 
tb«  wai«r  Is  evaporated.  The  product 
Is  an  elastie  snbi^nce  well  adapted  for 
printeri*  rollers,  moulds  for  galvano- 
pla«tie  purposes,  etc. 

AnotMr  proceu  is  a«  follows :  Clean 
waste  oi  skins  by  soaking  in  water  for 
several  days,  then  cut  them  in  small 

Bieees  and*^  cover  them  with  glycerine, 
oil  the  whole  for  some  time  at  212^  to 
235''  F.  When  all  the  waste  is  dissolved 
pour  the  solution  into  another  vessel, 
and,  when  cold,  pour  into  moulds. 

JiirdUme  is  a  thick^  soft,  tough,  and 
sticky  mass  of  a  greenish  color,  has  an 
unpleasant  smell  and  bitter  taste,  melts 
easily  on  heating,  and  hardens  when 
exposed  in  thin  layers  to  the  air.  It  is 
dinieult  to  dissolve  in  spirit  of  wine,  but 
easily  in  hot  alcohol,  oil  of  turpentine, 
and  fat  oils,  and  also  somewhat  in  vin- 
egar. The  best  Quality  is  prepared  from 
the  inner  green  bark  of  tne  nolly  {Ilex 
a^ui/olium)f  which  is  boiled,  then  put 
in  barrels,  and  submitted  for  14  days  to 
slight  fl^rmentation  until  it  becomes 
stlckv.  Another  process  of  preparing 
it  is  to  mix  the  boiled  bark  with  juice 
of  mistletoe  berries  and  burying  it  in 
the  ground  until  fermented.  The  bark 
Is  then  pulverised,  boiled,  and  washed. 
Artificial  birdlime  is  prepared  by  boil- 
ing and  then  igniting  linseed  oil,  or 
boiling  printing  varnish  until  it  is  very 
tough  and  sticky*  It  is  ftirther  pre- 
pared by  dissolving  cabinet-makers' 
glue  in  water  and  adding  a  coneentrated 
solution  d'  eblooride  of  sine.  The  mixt- 
ure is  very  sticky,  does  not  dry  on  ex- 
posure to  the  air,  and  has  the  advantage 
that  it  can  be  easily  washed  off  the 
leathers  of  the  birds. 

The  loDowing  nuxtmres  give  a  good 

\  Mehtoeeirlier^  parts  of  eoloplMmj, 
^  of  rapeseed  oil,  ana  3  oi  rosin. 

II,  £%bt  parts  ol'  rosin^  4  ea^  of 
tiNrpetttiae  and  rapeseed  ou,  antd  i  of 
hiOfliey. 
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III.  Boil  to  a  thick  paste  1  pound  of 
rosin  and  3^  ounces  each  of  molasses 
and  linseed  oil.  Apply  either  of  the 
above  mixtures  to  a  thick  stick  and 
plant  it  in  a  pot  filled  with  sand. 


Household  and  Rubal  Economy. 

How  to  Construct  a  Table  Fountain, 
To  a  glass  tube  about  2  feet  long  is  fused 
a  glass  funnel  capable  of  holding  about 
i  cubic  inch  of  fluid.  The  lower  end 
of  the  tube  passes  through  a  perforated 
cork  into  a  wide-necked  bottle  about  4 
inches  high.  A  glass  tube  a  few  inches 
long  and  running  somewhat  to  a  point 
(Fig.  25)  is  inserted  in  a  perforated  cork 
in  another  neck  of  the  same  bottle. 


Fig.  26. 

Sufficient  water  to  entirely  fill  the  bot- 
tle is  now  ^ured  through  the  funnel 
tube,  this  being  also  filled  up  to  the  rim 
of  the  funnel,  while  the  aperture  of  the 
short  tube  is  closed  by  placing  a  finger 
over  it.  As  soon  as  the  finger  is  re- 
moved a  jet  of  water  will  spurt  from  the 
small  tube,  a  constant  supply  being 
kept  up  from  an  urn  or  basin  provided 
with  a  cock  and  standing  over  the  fun- 
nel. By  a  suitable  arrangement  of 
flowers  upon  the  table  it  is  easy  to  con- 
ceal the  bottle  as  well  as  the  funnel 
tube  and  water  urn. 
jpt?t€  Leaves  or  "Needles"  may  be 


made  a  very  suitable  substitute  for  hair, 
feathers,  etc.,  for  upholstery  purposes, 
by  boiling  them  with  lime,  soda,  pot- 
ash, or  similar  chemicals  until  reduced 
to  a  fibrous  state.  One  of  the  advan- 
tages claimed  for  this  material  is  that  it 
is  ad  effectual  repellant  of  moths,  bed- 
bugs, fleas,  and  other  insect  pests. 

To  Keep  Milk  from  Souring ,  and  to 
retard  the  separation  of  cream,  add  a 
small  quantity  of  boracic  acid  to  it.  By 
this  means  it  can  be  kept  for  several 
days. 

ma^s  for  Artificial  Flowers  and 
Fruits  is  prepared  from  bread  crumbs, 
magnesia,  and  finely-powdered  starch, 
which,  as  soon  as  it  is  fermented,  can 
be  formed  and  colored  to  any  desired 
pattern. 

Indigo-carmine,  saffron,  or  the  various 
lakes  are  used  as  coloring  substances, 
and  as  a  varnish  a  solution  of  gamboge 
in  alcohol. 

Simple  Process  for  Preparing  Potato 
Flour,  Boil  the  potatoes  and  then 
allow  them  to  freeze,  which  will  facil- 
itate the  pressing  out  of  the  water  and 
drying  of  the  substance  of  the  potato. 

Roasted  Malt  as  a  Substitute  for 
Coffee,  Mix  2  parts  of  ground  malt,  1  of 
ground  cofiee,  and  1  of  chicory ;  or  use 
equal  parts  of  coffee  and  chicory  or 
malt.  When  boiled  in  water,  or  steeped 
in  boiling  water,  these  mixtures  fiirnish 
a  nourishing  beverage  of  agreeable  taste 
and  flavor. 

Lemonade  Powder,  Rub  together  1 
drachm  of  tartaric  acid  and  if  ounces 
of  sugar  with  3  drops  of  oil  of  lemon. 
Lemonade  prepared  with  this  powder  is 
refreshing,  cooling,  and  wholesome. 

II.  Mix  1\  pounds  of  sugar,  5  ounces 
of  oil  of  lemon,  and  \  ounce  of  crystal- 
lized tartaric  acid.  Preserve  the  pow- 
der in  glass  bottles  hermetically  closed. 
.  Champagne  Potoder,  To  convert  any 
wine,  at  a  moment's  notice,  into  cham- 

Eagne,  take  30  grains  of  dry,  pulverized 
icurbonate  of  sodium.  23  grams  of  dry, 
powdered  tartaric  acia,  and  2  ounces  of 
pulverized  sugar.  Put  the  powder  into 
a  strong  champagne  bottle  containing 
the  wine  and  cork  immediately.  Then 
turn  the  bottle  up  and  the  champagne 
will  be  ready  in  one  minute. 

Champa^e  Mixture.  A dd  to  5  quarts 
of  must  wme  1  pound  of  white  su^ar 
and  a  little  alcohol.    One  gloss  of  this 
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mixture  will  convert  any  young  wine 
into  champagne. 

Currant  Ckamjyagne,  Boil  pure  cur- 
rant juice  to  the  consistency  of  syrup 
and  preserve  in  well-corked  bottles. 
When  to  be  used  add  a  cupful  of  this 
syrup  to  i  gallon  of  French  wine  and 
stir  the  mixture  thoroughly. 

English  Clmmpagne.  To  10  pounds 
of  gooseberry  juice  add  6  quarts  of  water 
and  allow  it  to  stand  for  3  days ;  then 
press  out  and  add  3  pounds  of  su^ar 
and  let  it  stand  for  5  or  6  weeks,  with 
occasional  skimming,  and  add  a  small 

SLiautity  of  brandy  and  fill  into  bot- 
es. 

Fruit  Champagne,  Peel  and  grate 
juicy  pears  and  press  out  the  juice, 
which  pour  into  a  cask  and  cover  the 
bung-hole  with  a  linen  cloth,  and  let 
the  cask  stand  in  a  moderately  warm 
room.  Fermentation  will  begin  in  a 
few  days,  when  the  scum  must  be  care- 
fully removed.  When  the  scum  ceases, 
fill  the  cask  with  clear  fermented  pear 
juice  (which  has  been  fermented  in  a 
closely-corked  bottle)  and  allow  the 
cask  to  rest  for  5  or  6  weeks  in  a  cellar. 
Put  a  faucet  in  the  cask  about  4  inches 
above  the  chime,  and  draw  the  wine  off 
into  bottles  and  secure  their  corks  with 
wire  covered  with  pitch  or  wax.  In 
about  2  weeks  the  wine  will  be  fit  for 
use,  closely  resembling  champagne.  It 
improves  with  age. 

Fruit  Wines.  Apple  Wine  {Cider). 
English  Process.  Store  the  apples  for 
10  to  14  days  in  an  open  shed  and  care- 
fully reject  the  rotten  ones.  Then  macer- 
atethe  sound  apples,  enclose  the  pulp 
in  a  hair  cloth,  and  place  under  a  press, 
from  which  the  juice  is  conveyea  into 
barrels.  If  the  apples  are  pressed  with- 
out the  hair  cloth  the  bung-holes  of  the 
barrels  must  be  covered  with  a  brick 
until  spring.  The  juice  is  then  racked 
off  into  other  barrels  and  i  pound  of 
hops  and  some  burnt  sugar  are  added 
and  the  bung-holes  closed.  The  wine 
will  not  be  fit  to  drink  before  a  year. 

Apj)le  Wine  {Normandy  Process). 
The  apples  are  crushed  and  pressed  in 
the  usual  manner  and  the  mice  con- 
veyed into  barrels ;  but  instead  of  allow- 
ing fermentation  to  take  its  course  the 
juice,  as  soon  as  fermentation  has  com- 
inonced,  is  poured  into  other  barrels, 
and  again  into  others  as  soon  as  fer- 


mentation recommences.  This  is  gcn« 
erally  done  3  times. 

The  scum  and  precipitation  of  the  3 
fermentations  are  then  placed  in  wool- 
len bags  and  suspended  over  a  vat. 
The  very  clear  apple  wine  draining 
from  them  is  added  to  the  rest.  This 
wine  has  a  very  agreeable  taste  and  can 
be  kept  for  a  long  time. 

Apple  Champagne  {Champagne  Ci- 
der).  To  a  champagne  bottle  full  of 
apple  wine  take  2  to  3  ounces  of  sugar, 
dissolve  it  in  the  wine,  add  as  quiche ly 
as  possible  |  ounce  of  finely-powdered 
tartaric  acid  and  1  drachm  of  finely- 
powdered  bicarbonate  of  sodium,  cork 
the  bottle,  secure  the  cork  with  wire, 
and  let  it  lie  for  8  days,  when  the  cham- 
pagne cider  is  ready  for  use. 

Birch  Wine.  Bore  holes  in  birch 
trees  in  the  spring  before  the  leaves  ap- 
pear and  insert  tubes  to  drain  off  the 
sap  or  juice.  Branches  of  elder  bush 
are  often  used  for  tubes.  Large  trees 
can  be  tapped  in  several  places  without 
injury.  If  a  sufiicient  quantity  of  juice 
is  not  obtained  in  1  day,  it  should  be 
kept  in  bottles  hermetically  closed  by 
covering  the  cork  with  wax  or  pitch. 

Boil  tne  juice,  after  a  suflficient  quan- 
tity has  been  collected,  and  carefully 
remove  the  scum  as  it  arises.  Then  add 
4  pounds  of  sugar  and  the  rind  of  1 
lemon  to  every  gallon  of  juice,  and  boil 
for  i  hour  longer,  carefully  removing 
the  scum.  When  cold  the  juice  is  fer- 
mented by  adding  yeast  spread  upon 
toasted  bread,  ana  is  then  allowed  to 
stand  for  5  to  6  days,  being  stirred  oc- 
casionally. Now  take  a  clean  barrel 
holding  exactly  the  quantity  of  wine 
prepared,  suspend  in  it  a  piece  of  ignited 
sulphur,  close  the  bung  until  the  sul- 
phur is  extinguished,  and  then  bring 
the  wine  into  the  barrel.  As  long  as 
fermentation  continues  the  bung  is 
placed  loosely  in  the  buuc-hole.  When 
fermentation  ceases  the  bung  is  driven 
in  tight  and  the  barrel  allowed  to  lie 
for  3  months,  when  the  wine  is  drawn 
into  bottles. 

Blackberry  Wine.  Cover  ripe  black- 
berries with  boiling  water  in  an  earthen 
or  wooden  vessel  and,  when  cool  enough 
to  admit  the  hand,  crush  the  blackber- 
ries; cover  the  vessel  and  allow  it  to 
stand  until  the  berries  are  forced  to  the 
top,  requiring  generally  2  or  3  days. 
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The  clear  juice  is  then  drawn  off  into  a 
similar  vessel  and  1  pound  of  sugar 
added  to  every  3  gallons  of  fluid,  when 
the  whole  is  thoroughly  stirred  together 
-  and  allowed  to  stand  for  8  to  10  days. 
The  wine  is  then  filtered  through  a  bag 
into  a  capacious  vessel.  The  next  morn- 
ing 4  ounces  of  isinglass,  previously 
soaked  for  12  hours,  are  slowly  boiled 
in  1  pint  of  white  wine.  When  all  is 
dissolved  the  above  quantity  is  added 
to  every  gallon  of  the  wine,  the  whole 
allowed  to  boil  up  once,  and  then 
poured  into  a  cask. 

Cherry  Wine,  Free  perfectly  ripe 
cherries  from  the  stems,  crush,  and 
press  them  through  a  hair  sieve.  Then 
add  to  every  gallon  of  juice  2  pounds 
of  sugar  and  place  it  in  a  vessel  just 
large  enough  to  be  entirely  filled  with 
it.  When  fermentation  has  run  its 
course  and  no  noise  can  be  detected  in 
the  barrel,  drive  in  the  bung  and  allow 
the  barrel  to  lay  for  3  months,  and  then 
fill  the  wine  into  bottles. 

Currant  Wine,  To  everv  gallon  of 
currant  juice  add  1  pound  of  sugar. 
When  the  sugar  is  dissolved  put  the 
juice  in  a  cask,  which  should  be  en- 
tirely filled  with  it.  Put  this  in  a  cellar 
until  fermentation  has  run  its  course, 
then  fill  it  up  with  juice  previously 
fermented  and  close  the  bunghole. 
The  wine  remains  in  this  barrel  for  6 
months,  when  it  is  drawn  off  into  an- 
other barrel  or  into  bottles. 

Another  Beceij^t.  A  beverage  re- 
sembling Madeira  wine  is  obtained  by 
using  equal  parts  of  gooseberry  and 
currant  juice,  dissolving  in  it  1  pound 
of  sugar  for  every  gallon  of  juice,  and 
allowing  the  whole  to  ferment.  The 
clear  wme  is  then  drawn  off  into  an- 
other barrel  and  1  pint  of  French  brandy 
added  to  every  gallon  of  it,  when  the 
bunghole  is  closed  as  tight  as  possible 
and  the  barrel  allowed  to  lie  in  a  cellar 
for  5  to  6  months,  when  the  wine  is 
drawn  off  into  bottles. 

Damson  Wine,  Ten  pounds  of  dam- 
sons, when  quite  ripe,  are  crushed  and 
boiled  in  if  gallons  of  water.  Then 
press  out  the  juice,  add  3  pounds  of 
sugar,  let  it  ferment  in  a  barrel,  and 
add,  after  a  fortnight,  a  little  good 
brandy  to  it,  when  it  will  be  fit  to  fill 
in  bottles. 

Elderberry  Wine,    Remove  the  stems 


from  100  pounds  of  elderberries,  crush 
and  boil  them ;  then  add  50  pounds  of 
sugar,  2  pounds  of  cream  of  tartar,  and 
35  gallons  of  water,  and  let  tlie  mixture 
ferment.  By  adding  a  little  ginger, 
cloves,  raisins,  and  yeast,  it  will  yield 
at  the  termination  of  the  fermentation  a 
wine  similar  to  Cyprus  wine. 

Ginger  Wine,  Add  20  pounds  of 
sugar  to  12  gallons  of  water  and  boil  to 
a  syrup.  Then  boil  in  a  separate  vessel 
1  pound  of  white  Jamaica  ginger  in  2^ 
gallons  of  water  and  add,  while  boiling, 
a  few  lemon  peels.  Then  mix  both 
liquids,  add  a  little  yeast  and  4  pounds 
of  seeded  raisins.  Let  it  ferment  for 
several  weeks,  and  then  add  1  pound  of 
tartaric  acid  and  2  gallons  of  elderberry 
juice. 

Honey  Win^,  To  2  pounds  of  honey 
add  1  gallon  of  water.  Boil  the  mixt- 
ure for  1  hour,  continually  skimming 
it;  then  add  some  yeast  and  let  the 
liauid  ferment^  hanging  into  the  barrel 
a  bag  containing  bruised  spices,  such 
as  coriander  seeds,  cloves,  ginger,  and 
calamus,  of  each  1  ounce.  The  fer- 
mented liquor  will  be  clear  after  1 
month,  when  it  can  be  drawn  into  bot- 
tles. 

Orange  Wine,  Boil  40  pounds  of 
sugar  for  i  hour  with  13i  gallons  of 
water.  At  the  same  time  press  out  and 
filter  the  juice  of  75  oranges  and  mix  it, 
together  with  the  rinds,  with  the  sugary 
fluid  after  the  latter  has  been  cooled  off 
to  about  85°  F.  The  mixture  is  then 
poured  into  a  cask  and  frequently  stirred 
during  3  or  4  days,  when  the  cask  is 
bunged  and  placed  in  a  cellar  for  6 
months,  when  the  wine  is  drawn  off. 

Orange  Wine  with  Lemon,  Dissolve 
6i  pounds  of  sugar  in  li  gallons  of 
water  at  a  temperature  about  105°  F. 
Add  to  this  the  juice  of  5  good  lemons 
and  3  table-spoonfuls  of  beer  yeast,  and 
let  the*  mixture  ferment  for  48  hours. 
In  the  meanwhile  grate  the  rinds  of  the 
lemons  and  those  of  25  oranges  upon 
1  pound  of  loaf  sugar,  add  this  to  the 
fermenting  liquid  and  immediately 
afterwards  the  juice  of  the  25  oranges, 
and  then  let  the  whole  ferment  for  48 
hours  longer.  Then  ))our  the  fluid  into 
a  cask,  add  1  pint  of  wine,  bung  the 
cask,  and  let  it  lie  for  6  months,  when 
the  wine  can  be  drawn  off  into  bottles. 

EaiHn    Wine,     To    6i    pounds  of 
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rainiDS  add  20  pounds  of  water,  2  pounds 
of  sugar,  8|  ounces  of  cream  of  tartar, 
and  sufficient  jeast  to  brin^  the  mass 
into  fermentation.  If  the  wine  is  to  be 
consumed  at  once  it  is  not  necessary  to 
addjreast 

A  nother  Receipt,  Pour  30  gallons  of 
ordinary  wine  over  20  pounds  of  raisins 
previously  picked  over,  freed  from  stems 
and  stoned,  and  stir  the  mass  thoroughly. 
Next  prepare  a  solution  of  8|  pounds  of 
fine  loaf  susar  in  1  gallon  of  water  hj 
boiling,  and  when  this  is  cold  add  it 
to  the  raisins  and  wine;  then  add  a 
saturated  solution  of  k  ounce  of  bicar- 
bonate of  potassium  and  immediately 
afterwards  a  solution  of  \  ounce  of  tar- 
taric acid  in  a  little  water.  Bung  the 
cask  loosely,  shake  it  thoroughly,  place 
it  in  a  moderately  warm  place,  and  then 
remove  the  bung.  After  4  weeks  add 
4t\  pounds  of  loaf  sugar  and  a  like 
quantity  after  6  weeks.  Fermentation 
will  cease  in  8  to  10  weeks.  The  wine 
can  then  be  fined  with  gelatine,  isin- 
glass, or  white  of  egg,  and  drawn  off 
into  bottles.  It  has  an  agreeable  taste 
resembling  very  much  that  of  Spanish 
wine. 

Ratpherry  Wine.  Crush  the  berries 
with  a  spoon  and  filter  the  juice  through 
flannel  into  an  earthen  pot.  To  each 
quart  of  the  juice  add  1  pound  of  fine 
su;^ar,  stir  the  mass  thoroughly,  and  let 
it  stand  for  3  days.  Then  pour  off  the 
clear  fluid,  add  to  ever^  quart  of  iuice 
2\  gallons  of  white  wine,  and  fill  the 
liquor  in  bottles.  The  wine  can  be  used 
in  (5  to  8  days. 

Remedy  for  Warts,  Mix  1  part  of 
carbonate  of  potassium,  1  of  burned  lime, 
and  2  of  soap.  Stir  the  mixture  into  a 
thick  paste  with  a  sufficient  quantity 
of  spirit  of  wine,  and  apply  this  to  the 
warts.  This  should  be  done  very  care- 
fully, so  that  the  caustic  mass  does  not 
touch  the  healthy  skin  of  the  hand. 

Remedy  for  Chilblains.  Apply  tan- 
nin, which  will  adhere  to  the  respective 
l>art8  of  the  body  by  gently  breathing 
Uf)on  the  skin.  This  is  an  excellent 
remedy,  frequently  preventing  the  ap- 
pearance of  chilblains  if  used  in  time, 
and  does  not  disturb  the  transpiration 
of  the  hand. 

Remedy  for  Corns.  Mix  }  drachm 
of  salicylic  acid,  8  grains  of  extract  of 
Xiidiau  hemp,  and  |  ounce  of  collodion. 


Apply  once  a  day  to  the  hard  skin  by 
means  of  a  small  brush.  The  skin  con* 
tracts  to  a  horn-like  crust  and  becomes 
detached  from  the  parts  undemeaUi  it, 
so  that  it  can  be  easily  removed  wiUi- 
out  the  slightest  pain. 

Ginger  Beer,  To  3  gallons  of  water 
add  4^  ounces  of  bruised  ginger  root,  2 
ounces  of  cream  of  tartar,  and  A\ 
pounds  of  sugar.  Boil  for  a  few  min- 
utes, and  a&r  cooling  add  about  1 
table-spoonful  of  fresh  yeast.  Cover 
up  the  vessel  with  a  thick  flannel  cloth 
and  let  it  stand  over  night.  Then  add 
a  little  essence  of  lemon,  strain  it,  put 
the  fluid  in  clean  bottles,  and  secure  the 
corks  with  twine  or  wire.  The  beer 
will  be  fit  to  drink  after  standing  4  days. 

Enalish  Ginger  Beer,  Boil  3  ounces 
of  pulverized  ginger,  2  ounces  of  cream 
of  tartar,  and  2  pounds  of  sugar  with 
1\  eallons  of  water.  Wheu  cmd  add  a 
table-spoonful  of  yeast  to  the  fluid,  let 
it  stand  over  night,  then  filter,  and 
draw  into  bottles  which  should  be  well 
corked. 

Spruce  Beer.  Put  into  a  common 
soda  bottle  about  30  grains  of  bicar- 
bonate of  sodium,  10  drops  of  essence 
of  sj)ruce,  and  about  30  grains  of  crys- 
tallized tartaric  acid.  Fill  the  bottle 
quickly  with  spring  water,  cork,  and 
secure  the  cork  with  twine  or  wire. 

Another   Receipt.     Comminute   the 
oung  sprouts  of  the  spruce  tree,  then 

11  them  with  water  until  they  turn 
yellow  and  the  bark  peels  off  easily. 
Add  some  toasted  bread  and  malt,  let 
the  fluid  ferment  in  the  ordinary  man- 
ner, and  bottle.  The  proportions  of  the 
materials  used  are  as  follows:  Ten 
gallons  of  water,  1|  quarts  of  young 
spruce  sprouts,  t  pint  of  syrup  (or, 
instead  of  the  syrup,  1  pint  of  malt 
or  I  pint  of  carrots),  and  some  toasted 
bread  and  yeast. 

English  Spruce  Beer,  Comminute 
the  young  spruce  sprouts,  j>res8  out  the 
juice,  and  boil  it  down  to  the  consist- 
ency of  syrup.  Put  the  syrup  in  well- 
closed  bottles,  where  in  the  coui-se  of 
time  it  will  lose  all  taste  of  resin. 
When  it  is  to  be  used  dilute  the  neces- 
sary quantity  with  water  and  ferment 
witn  yeast. 

Root  Beer  is  prepared  by  boiling 
various  roots,  such  as  sarsaparilla, 
comfrey,  licorice  root,   and   sussafraa 
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blossoms  and  bark,  in  the  same  manner 
as  given  for  ginger  beer.    Then  add  1 

S'jund  of  sugar  to  every  gallon  of  the 
ecoetion,  and  when  the  sugar  is  dis- 
solved add  1  tabte-spoonful  of  yeast 
to  the  same  quantity  of  liquid,  let  it 
ferment  over  night,  and  the  following 
day  the  beer  will  be  fit  for  drinking. 

To  Prepare  Fly  Paper,  Thoroughly 
saturate  stout  unsized  paper  with  a 
solution  of  1  part  of  arseniate  of  (>otas- 
sium  or  arseniate  of  sodium  and  2  of 
white  sugar  in  20  parts  of  water,  and 
then  dry  it.  When  the  paper  is  to  be 
used  moisten  it  with  some  water   and 

Elace  it  in  saucers.    It  is  advisable  to 
e  very  careAil  with  this  paper  as  it  is 
poisonous. 

Fli/  Paper  Free  frortt  Poison.  Pour 
i  gallon  of  water  over  1  pound  of  quas- 
sia wood  and  let  it  stand  over  mght, 
then  boil  the  strained  fluid  down  to  1 
quart.    The  wood  is  again  boiled  with 

1  quart  of  water  until  1  pint  remains, 
when  the  2  infusions  are  mixed  to- 
gether and  ^  to  I  pound  of  su<;ar  dis- 
solved in  it.  Pass  the  paper  thrpugh 
this  fluid,  let  it  drain  on,  and  hang  it 
up  to  dry.  Red  blotting-paper  is  gen- 
erally used. 

Persian  Insect  Po^vder  is  prepared 
from  the  leaves  and  blossoms  of  Pyre- 
thrum  caucasicum.  An  alcoholic  ex- 
tract can  also  be  prepared  by  digesting 

2  parts  of  the  powder  with  12  of  spirit 
oi  wine  for  8  days  and  then  pressing 
and  filtering. 

To  Destroy  Insects  and  Worms  In- 
festing  Wall  Paper ^  etc.  Mix  2  pounds 
of  starch  paste  with  1  ounce  of  finely- 
pulverized  colocynth. 

To  Preserve  Animal  Skins.  Wicke 
recommends  to  pulverize  sulphate  of 
copper  as  finely  as  possible  and  to  stir 
the  powder  into  a  paste  with  water. 
The  flesh  side  of  the  skin  is  brushed 
with  this  as  quickly  as  ]K)S8ible,  in 
order  to  prevent  evaporation  of  the 
water.  Tne  paste  permeates  the  skins 
in  a  short  time,  securing  them  against 
all  attacks  by  insects. 

According  to  another  receipt  1  part 
of  sulphate  of  copper  is  mixed  with  2 
of  alum.  This  mixture  forms  insoluble 
combinations  with  the  organic  tissues. 

To  Preserve  Stuffed  Animals.  Mix 
2  partsof  air-slaked  lime,  sifted  through 
a  fine  sieve,  and  1  part  of  sifted  tobacco 
11 


ashes,  with  ^  part  of  alum.  Rnb  the 
mixture  thoroughly  into  the  flesh  side 
of  the  skins  to  be  stufied. 

Another  Receipt.  Pulverize  and  mix 
1  ounce  of  sal-ammoniac,  ^  ounce  of 
burned  alum,  3^  ounces  of  tobacco 
ashes,  and  25  ounces  of  aloes,  and  pro* 
ceed  as  above. 

Another  Receipt.  Pulverize  and  mix 
thoroughly  1  part  of  cobalt  and  2  of 
alum,  and  rub  the  mixture  thoroughly 
into  the  flesh  side  of  the  skin  previously 
brushed  with  pine  oil. 

The  following  receipts  are  principally 
used  for  skins  of  mammalia : 

I.  Boil  i  part  of  alum  and  \  part  of 
pulverized  cobalt  in  4  parts  of  water; 
strain  the  fluid  and  brush  it  over  both 
sides  of  the  skin. 

II.  Dissolve  i  part  of  tar  formed  from  . 
the  grease  on  the  iron  axle  of  a  wagon 
in  1  part  of  strong  soap-boilers  Ije,  and 
coat  the  flesh  side  of  the  skin  uniformly 
with  the  resulting  thick  paste. 

7b  Destroy  Insects  Infesting  Her^ 
baria,  and  Collections  of  Itisects,  Weiss 
recommends  a  solution  of  corrosive 
sublimate  in  sulphuric  ether. 

To  Protect  Woollen  Goods  and  Furs. 
Fumigation  with  sal-ammoniac  and 
also  laying  stems  of  wormwood  and 
blooming  hearts  clover  between  the 
articles  have  been  proposed  as  excellent 
remedies  for  destroying  moths.  Dust- 
ing the  articles  with  pulverized  sulphate 
of  iron  is  said  to  be  good  for  keeping 
away  moths. 

Formerly  a  mixture  was  used  consist- 
ing of  4  parts  of  oil  of  lavender,  4  of 
ethereal  oil  of  wormwood,  and  1  of  oil 
of  turpentine,  well  shaken  toeether. 
Strips  of  blotting-paper  were  soaked  in 
the  mixture  and  placed  in  the  pockets 
or  seams  of  the  clothes. 

Ha>ger  recommends  the  following 
mixtures : 

I.  For  Cloth.  One  and  a  half  fluid 
ounces  of  pure  carbolic  acid,  2  fluid 
drachms  each  of  oil  of  cloves,  lemon 
peel,  and  nitro-benzole,  dissolved  in  ^ 
gallon  of  spirit  of  wine. 

II.  For  Furs.  Six  fluid  drachms  of 
pure  carbolic  acid,  3  fluid  drachms  each 
of  oil  of  cloves,  lemon  peel,  and  nitro- 
benzole,  dissolved  in  1  quart  of  spirit 
of  wine. 

The  articles  are  moderately  sprinkled 
Mdth  the  fluid.     One  sprinkling  will 
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suffice  for  the  summer,  provided  they 
are  stored  in  closed  boxes  or  closets,  but 
cloth  in  storerooms  will  require  to  be 
sprinkled  twice. 

Other  Receipts  for  Destroy^ing  Moths, 
I.  Soak  b]otting-])aper  in  a  mixture  of 
equal  parts  of  oil  of  camphor  and  spirits 
of  turpentine,  and  lay  the  paper  among 
the  clothing  or  furs. 

II.  Use  a  mixture  of  alum,  cayenne 
pepper,  oil  of  camphor,  and  calcined 
plaster  of  Paris. 

For  the  Destruction  of  Bedbugs  and 
other  Insects.  According  to  Hirzelj 
watery  sulphurous  acid  is  an  excellent 
agent  for  destroying  bedbugs  and  their 
egg^,  as  well  as  other  noxious  insects. 
It  is  sufficient  to  sprinkle  a  few  drops 
of  the  acid  upon  the  places  or  into  the 
joints  and  holes  infested  by  the  insects, 
and  to  repeat  this  several  times. 

Wild  thvme  is  also  an  infallible 
means  of  destroying  bedbugs.  Lay  it 
in  the  beds  and  comers  of  the  room,  and 
then  close  the  doors  and  windows.  It 
is  advisable  to  heat  the  room  in  winter. 
In  48  hours  all  traces  of  bedbugs  will 
have  disappeared. 

For  the  Vestntction  of  Fleas  on  Dogs, 
Horses  J  and  Cattle.  Take  equal  parts 
of  beef  gall,  oil  of  camphor,  oil  of  penny- 
royal, extract  of  gentian,  and  spirits  of 
wme. 

To  Destroy  Cockroaches.  Mix  equal 
parts  of  Peraian  insect  powder  and 
)>owdered  Levantic  wormseed,  and  scat- 
ter the  mixture  about  the  places  which 
the  cockroaches  frequent. 

To  Destroy  Mosquitoes  and  Gnats. 
A  solution  of  beefs  gall  in  spirits  of 
camphor  and  spirits  of  turpentine  does 
excellent  service. 

To  Drive  away  Ants  from  Closets ^ 
PcnUrieSj  etc.  Chalk  the  shelves  upon 
which  the  provisions  are  put ;  or  apply 
moistened  fly  paper,  and  lay  about  the 
pantry ;  or  soaK  oread  crumbs  in  tinct- 
ure of  iquassia,  and  lay  them  about  the 
closet. 

Hats  will  be  completely  driven  away 
from  any  building  by  smearing  the  rat 
holes  which  are  found  near  the  walls, 
in  the  cellar,  with  tar.  In  24  hours 
there  will  not  be  found  a  rat  about  the 
house ;  nor  will  they  return  while  fresh 
supplies  of  tar  are  kept  about  the  holes. 

PJiosphorus  PaMe  for  Destroying 
Mats  and  Mice.    Melt  b  ounces  of  phos- 


phorus in  1  gallon  of  hot  water  and 
add  10  pounds  of  com  meal ;  then  rub 
up  gradually  and  add  10  pounds  of 
butter  and  5  pounds  of  sugar. 

7(0  Destroy  Field  Rats  and  Mice, 
Take  equal  parts  of  burnt  lime,  pow- 
dered cicuta,  calcined  plaster  of  Paris, 
powdered  hellebore,  and  oil  of  anise- 
seed.  Mix  and  form  into  small  pills, 
and  scatter  them  about  the  places  the 
mice  and  rats  frequent. 

London  Purple  for  the  Destruction 
of  Insects.  London  purple^  which  is  a 
waste  product  of  the  fabrication  of  rosan- 
iline,  comes  into  commerce  as  a  fine 
powder  of  a  violet  color.  It  is  soluble 
m  water,  and  is  composed  of: 

Rosaniline 12  46  per  cent. 

Arseniuns  acid 43. (i6  *' 

Calcium  oxiUe 21.82  " 

Impurities 14.57  " 

Ferric  oxide 1.10  " 

Wnter 2.27  " 

Loss 4.07  " 

Prof.  C.  V.  Riley y  of  Washington, 
recommends  this  substance  as  a  means 
of  destroying  insects,  especially  the  po- 
tato bug,  army  worm,  cotton  worm, 
locusts,  and  caterpillar.  It  has  the  ad- 
vantage of  being  cheaper  than  Paris 
green,  which  has  been  almost  exclu- 
sively used  thus  far,  and  of  being  easily 
detected  by  its  peculiar  color,  while 
Paris  green  cannot  be  detected  upon 
plants,  this  having  frequently  caused 
poisoning.  It  is  claimed  that,  if  suffi- 
ciently diluted,  it  is  entirely  harmless 
if  applied  to  vegetables.*  Eight  ounces 
of  uie  London  purple  are  sufficient  for 
about  60  gallons  of  water.  The  retail 
price  per  pound  may  be  given  as  from 
8  to  12  cents. 

Hager's  Universal  Composition  for 
the  Destruction  of  Vermin  is  prepared 
as  follows:  Pulverize  and  mix  100 
parts  of  Sumatra  benzoin,  50  of  aloes, 
and  25  of  an  inferior  quality  of  salicylic 
acid;  then  pour  over  the  powder  50 
parts  of  inferior  oil  of  lavender  (from 
Lavandula  spica),  10  of  badian-seed 
oil,  and  1000  of  spirit  of  wine,  and  let 
the  whole  stand  for  1  day,  stirring  it 
frequently.  Then  add  100  parts  of 
oleic  acid  and  a  solution  of  60  parts  of 

*  Wo  are  inclined  to  doubt  this  claim  for  a 
substance  containing  43.C5  per  cunt,  of  arson- 
ious  acid.    W.  T.  B. 
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orude  caustic  soda  and  25  of  borax  in 
500  of  water.  Allow  the  whole  to  stand 
again  for  1  day,  stirring  frequently,  and 
then  add  3000  parts  of  crude  carbolic 
acid  of  90  to  95  per  cent. ;  place  the 
composition  in  a  cool  place  for  1  week 
and  then  pour  off  the  clear,  supernatant 
fluid.  It  should  be  carefully  handled, 
and  its  spurting  into  the  eyes  or  upon 
the  lips  must  be  especially  avoided. 
This  direction.,  when  prepared  for  aale^ 
should  he  printed  upon  the  label. 
This  composition,  strongly  diluted  with 
water,  is  principally  used  for  cattle. 
For  young  animals  dilute  it  with  120 
times  its  volume  of  water,  and  for  older 
with  100  times.*  This  is  best  done  by 
pouring  some  of  the  composition  into  a 
capacious  flask,  then  adding  twice  the 
volume  of  water,  and  shaking  vigor- 
ously. Then  pour  the  strongly  foaming 
liquid  into  a  barrel  or  boiler  and  then 
add  water  sufficient  to  dilute  100  times, 
stirring  constantly.  In  using,  stir  it 
frequently  and  apply  it  with  a  brush  to 
the  skin  and  other  infected  parts  of  the 
animal ,  rubbing  it  thoroughly  in.  Avoid 
as  much  as  possible  spurting  the  fluid 
into  the  eyes,  anus,  and  sexual  parts. 
To  destroy  the  eggs  of  the  insects  re- 
peat the  operation  the  third  day.  Ani- 
mals with  white  hair  must  the  next  dav 
be  washed  with  warm  water.  The  fol- 
lowing are  the  principal  advantages  of 
this  composition :  1.  It  is  the  best  and 
safest  means  of  destroying  the  eggs  of 
vermin  infesting  animals,  while  it  is 
entirely  innoxious.  2.  It  is  the  best 
and  simplest  remedy  for  mange  in  dogs 
and  scab  in  sheep  and  cattle.  For 
horses  and  cattle  dilute  the  composi- 
tion with  30  times  its  volume  of  water, 
for  sheep  with  40  times,  and  for  dogs  50 
times  .its  volume.  Apply  twice  daily, 
forenoon  and  afternoon,  to  the  places 
infected  with  scab  or  mange,  and  rub 
in  with  a  brush.  If  the  odor  of  the 
composition  does  not  occasion  any  in- 
convenience it  is  also,  diluted  with  30 
times  its  volume  of  water,  an  excellent 
remedy  for  itch  in  the  human  being. 
Apply  it  once  daily  to  the  infected 
parts.  3.  For  wounds,  especiallY  for 
those  emitting  a  bad  smell,  dip  linen, 
cotton,  or  lint  into  the  composition  di- 
luted with  100  times  its  quantity  of 
water.  For  daep  wounds  inject  the 
fluid.    4.  To  protect  animals  from  flies 


and  other  annoying  insects,  moisten  the 
skin  moderately  with  the  composition, 
strongly  diluted^  repeating  the  opera- 
tion once  or  twice  daily,  if  necessarv. 
6.  The  universal  composition  may  m 
used  everywhere  where  the  vitality  of 
insects  or  cryptogamous  plants  Is  to  bo 
destroyed.  Seed  corn  is  kept  sound 
and  protected  from  birds,  mice,  snails, 
etc.,  oy  soaking  it,  half  an  hour  before 
sowing,  in  the  composition  diluted  with 
40  times  its  volume  of  water,  taking  it 
out  of  the  fluid  with  a  sieve,  and  allow- 
ingit  to  dry  in  the  air. 

For  the  Destruction  of  Phylloxera 
(Vine  Grub,  Vine  Freiter),  Arvnand 
Boyreau,  of  La  Rochelle,  France^  rec- 
ommends the  following  composition, 
for  which  he  has  obtained  a  patent  in 
France  2>,n&  Germany:  Mix  30  pounds 
of  sodium  phosphate,  10  pounds  of  am- 
monium pnospnate,  40  pounds  of  sal- 
ammoniac,  30  pounds  of  potassium  sul- 
Shate,  60  pounds  of  soda,  60  pounds  of 
owers  of  sulphur,  and  1900  pounds  of 
sulphate  of  iron.  The  composition  is 
mixed  with  the  soil. 

Papasogli  applies  a  mixture  of  30 
parts  of  nitrobenzole,  50  of  sulphuric 
acid,  and  900  of  water  to  the  roots  of 
the  vine.  To  kill  the  eggs  on  the  trunk 
he  uses  a  paste  pre|>ared  from  i  ounce 
of  nitrobenzole,  2  pounds  of  lime,  and  89 
pounds  of  earth.  This  mixture  adheres 
tightly  to  the  trunk  and  is  not  washed 
off  by  long-continued  rain,  the  odor  of 
the  nitrobenzole  remaining  for  a  long 
time. 
Simple   Disinfectant,     Pulverize    1 

f»ound  of  fresh  sulphate  of  iron  of  a  yel- 
owish-green  color  and  mix  it  with  1 
pound  of  plaster  of  Paris;  bring  the 
mixture  into  a  vessel  and  pour  over  it, 
constantly  stirring,  1  gallon  of  rain 
water  heated  to  the  boiling  point.  After 
stirring  the  mixture  for  2  minutes  pour 
it  down  the  privy  well  or  over  the  place 
to  be  disiniected.  In  the  meanwhile 
place  in  another  vessel  ^  gallon  of  rain 
water,  |  pint  of  petroleum,  and  i  pint 
of  soda  water-^lass,  and  bring  the  mixt- 
ure to  the  boiling  point.  Then  stir  it 
for  2  minutes  and  pour  it  after  the  first 
mixture. 

Disinfecting  Powder  of  Max  Fried- 
rich  consists,  according  to  an  analysis 
made  in  the  laboratory  of  the  Ckennr 
isker  Zeitung,  of: 
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Sand  and  silica 4.30  per  cent. 

Ferric  oxide  and  alumina  .    .  1.60  " 

Plaster  of  Paris 48.13  ** 

Calcium  liydiute 32.65  *' 

Chluriiie 0.82  " 

Magnesia traces. 

Alknlios  and  carbonic  acid      .  0.62  " 

Extract  of  ether 3.16  " 

Naphthaline,    carbolic    acid, 

and  moiature 7.72  " 

100.00      " 

Efficacious  Disinfectants.  Sulphate 
of  alaminiam  and  hydrochlorate  of 
alumiaiuiu  are  very  powerful  disinfect- 
ants and  antiseptics.  Their  solubility 
and  harmlessne&s  render  their  use  ad- 
missible under  all  circumstances.  The 
chloride  and  sulphate  of  iron  have  the 
same  action  as  tne  above,  and,  further, 
they  absorb  the  sulphuretted  products 
of  aecomposi  tion.  For  th  is  reason  these 
salts  are  the  most  efficacious  of  disin- 
fectiints.  But  there  is  one  objection  to 
their  use,  namely,  that  the  iron  would 
injure  any  vegetation  with  which  the 
disinfected  matter  mi^ht  come  in  con- 
tact. The  best  disinfectant  for  general 
use  is  a  solution  containing  hvdrochlo- 
rateof  aluminiunl  with  a  small  quantity 
of  chloride  of  iron.  The  hydrochlorate 
will  do  all  the  work  of  a  disinfectant 
and  antiseptic,  while  the  chloride  will 
absorb  the  sulphuretted  compounds. 

To  Cleanse  Lacqriered  and  Stained 
Articles  of  Wood  use  a  lye  prepared 
from  3  parts  of  potash  and  1  of  calcined 
tartar  d  issol ved  i  n  24  of  soft  water.  The 
surface  of  the  article  to  be  cleansed  is 
moistened  with  the  lye  diluted  with 
water.  In  the  course  of  3  or  4  minutes 
the  adhering  dirt  will  be  loosened,  when 
the  article  should  be  thoroughly  washed 
with  soft  water. 

It  has  also  been  recommended  to 
cleanse  lacquered  articles  by  applying 
olive  oil  to  the  surface,  dusting  flour, 
prepared  buck's  horn,  or  infants'  ]iow- 
der  upon  this,  and  rubbin,^  off  with  a 
soft  cloth.  By  this  not  only  all  stains 
and  dust  are  removed,  but  the  lustre  of 
the  article  is  also  restored  without  in- 
jury to  the  colors  and  gilding. 
.  To  Cut  and  Pierce  Rubber  Corks, 
This  can  be  easily  accomplished  by 
dipping  the  instrument  used  in  potasn 
or  soda  lye. 

To  Protect.  Stone  and  Brick  Walls 
from  Moisture.    Brush  the  wall  over 


with  a  hot  solution  of  |  pound  of  Cas- 
tile soap  in  1  gallon  of  water;  let  it  dry 
for  24  hours  and  then  apply  a  solution 
of  i  pound  of  alum  in  4  gallons  of  water. 

Rosin  as  a  Protection  against  Moist- 
ure in  Walls.  Heat  6  parts  of  turpen- 
tine and  stir  in  10  parts  of  pulverized 
common  glue  and  1  part  of  finely-sifted 
sawdust.  Cleanse  the  wall  and  heat  it 
by  means  of  a  soldering  lamp  or  other 
flame,  and  apply  the  rosin  composition, 
which  can  be  run  into  every  crack  ana 
ioint  by  keeping  the  wall  warm.  Smooth 
By  use  of  a  hot  iron.  An  addition  of 
boneblack  to  the  composition  will  give 
a  dark  color,  or  if  tne  wall  is  to  be 
painted  a  light  coloi^can  be  had  by 
using  light-colored  rosin  and  woody 
fibre.  This  composition  is  also  good 
for  wood  buried  in  the  ground  or  ex- 
posed to  moisture. 

To  Prevent  Rust  on  Iron.  Rub  1 
ounce  of  graphite  to  a  fine  powder,  add 
4i  ounces  of  sulphate  of  lead,  1  ounce 
of  sulphate  of  zinc,  and  1  pound  of 
linseed-oil  varnish  ;  heat  the  whole  to 
the  boiling  point  and  stir  thorou^hl^. 
This  paint  can  be  used  for  all  metallic 
articles  exposed  to  the  action  of  the 
weather. 

To  Prevent  Wooden  Posts  from  Rot- 
tinq.  I.  Melt  together  in  an  iron 
boiler  50  parts  of  rosin,  40  of  >x)wdered 
chalk,  and  4  of  linseed  oil ;  then  add  1 
part  of  natural  cupric  oxide  and  stir 
very  carefully  into  the  mixture  I  part 
of  sulphuric  acid.  Apply  with  a  stiff 
brush.  When  dry  the  mass  forms  a 
coating  as  hard  as  stone. 

II.  Melt  If  parts  of  rosin,  then  mix 
with  it  48  parts  of  fish  oil  and  1}  of 
sulphur.  When  the  mixture  is  thor- 
oughly combined  and  li(]^uid  add  suffi- 
cient ochre,  rubbed  up  with  linseed  oil, 
to  give  the  desired  shade  of  color.  Then 
apply  the  mass,  while  still  warm,  in  as 
thm  a  coat  as  possible,  and  in  a  few 
days,  when  the  first  coat  is  dry,  repeat 
the  operation. 

Excellent  Wa^h  for  Wood  and  Stone. 
The  following  receipt  has  been  thor- 
oughly tested  and  found  to  do  excellent 
service :  Slake  30  pounds  of  burnt  lime 
in  a  suitable  vessel  by  covering  it  with 
water.  Dilute  the  resulting  milk  of 
lime  and  add  first  2  pounds  of  sulphate 
of  zinc  and  then  1  p^nd  of  common 
i  salt     A    beautiful    cream    color    is 
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obtained  by  adding  3  pounds  of  yellow 
ochre,  pearl  color  by  the  addition  of 
some  lampblack,  and  stone  color  by 
adding  4  pounds  of  umber  and  2  pounds 
of  lampblack.  The  whitewash  is  ap- 
plied in  the  usual  manner  with  a  brush. 

Brilliant  Whitewash  Closely  Re* 
Bemblin^  Paint.  Slake  i  busnel  of 
lime  with  boiling  water,  covering  it 
during  the  {)rocess  to  keep  in  the  steam. 
Strain  the  Jiquid  through  a  fine  sieve  or 
strainer,  and  add  to  it  8  quarts  of  salt 
previously  dissolved  in  warm  water,  2i 
pounds  of  ground  rice  boiled  to  a  thin 
))aste  and  stirred  in  boiling  hot,  i 
pound  of  powc^ered  Spanish  whiting, 
and  1  pound  of  clean  glue  which  has 
been  previously  dissolveil  by  soaking 
it  well,  and  then-  hang  the  whole  over 
a  slow  fire  in  a  small  kettle  within  a 
large  one  filled  with  water.  Add  5  gal- 
lons of  hot  water  to  the  mixture,  stir  it 
^ell,and  let  it  stand  a  few  days  covered 
from  the  dust.  It  should  be  put  on 
quite  hot;  for  this  purpose  it  can  be 
kept  in  a  boiler  on  a  portable  furnace. 
It  answers  as  well  as  oil  paint  for 
wood,  brick,  or  stone,  and  is  cheaper. 
It  retains  its  brilliancy  for  many  years. 
Colored  matter,  with  the  exception  of 
green,  may  be  put  in  it  and  made  of 
any  desired  shade. 

Utilization  of  Chicken  Feathers, 
Cut  the  plume  portions  of  the 
feathers  from  the  .«stem.  The  former 
are  then  placed  in  quantities  in  a 
coarse  bag,  which,  when  quite  full,  is 
closed  and  subjected  to  a  thorough 
kneading  with  the  hands.  At  the  end 
of  five  minutes  the  feathers  become  dis- 
aggregated and  felted  together,  forming 
a  down  perfectly  homogeneous  and  of 
great  lightness.  It  is  even  lighter  than 
natural  eider  down,  because  the  latter 
contains  the  ribs  of  the  feathers,  which 
give  extra  weight.  The  material  thus 
prepared  is  worth  and  readily  sells  in 
Paris  for  about  20  francs  ($4.00)  a 
kilogramme  (2.2  pounds).  About  li 
ounbes  of  this  down  can  be  obtained 
from  an  ordinary-sized  chicken. 
Through  the  winter  children  can  col- 
lect all  the  feathers  about  a  farm  and 
cut  the  ribs  out  as  has  been  stated.  By 
spring  time  a  large  quantity  of  down 
could  be  prepared,  which  could  be 
sold  to  upholsterers  or  employed  for 
domestic    uses.     Goose    and    turkey 


feathers  may  be  treated  and  utilized  in 
the  same  manner. 

The  chicken  down  forms  a  beautiful 
cloth  when  woven.  For  about  a  square 
yard  of  the  material  about  li  pounds  of 
down  are  required.  The  fabric  is  said  to 
be  almost  indestructible,  as,  in  place  of 
fraying  or  wearing  out  at  folds,  it  seems 
to  felt  the  tighter.  It  takes  dye  readily 
and  is  thoroughly  water-proof. 

Preservation  of  Wooden  Labels. 
Wooden  labels  that  are  to  be  used  on 
trees  or  in  exposed  places  may  be  pre- 
served by  the  following  process :  Thor- 
oughly soak  the  pieces  of  wood  in  a 
strong  solution  of  sulphate  of  iron ;  then 
lay  tnem,  aft^r  they  are  dry,  in  lime- 
water.  This  causes  the  formation  of 
sulphate  of  lime,  a  very  insoluble  salt, 
in  the  wood.  The  rapia  destruction  of 
the  labels  by  the  weather  is  thus  )»re- 
vented.  Bast,  mats,  twine,  and  other 
substances  used  in  tying  or  covering  up 
trees  and  plants  can  be  treated  and 
preserved  in  the  same  manner. 

Collodion  for  Plant  Slins.  Dip  the 
end  of  the  plant  slips  in  collodion  before 
setting  them  out.  The  collodion  should 
contain  twice  as  much  of  cotton  as 
the  ordinary  article  used  in  photog- 
raphy. Let  the  first  coat  dry  and  then 
dip  again.  After  planting  the  slips  the 
roots  will  develop  very  rapidly.  This 
method  is  especially  efficacious  with 
woody  slips,  as  geraniums,  fuchsias,  and 
similar  plants. 

2o  Destroy  Stumps  of  Trees,  In  tho 
autumn  bore  in  the  centre  of  the  stump 
a  vertical  hole  of  1  to  1^  inches  in  di- 
ameter and  about  18  inches  deep;  put 
in  1  to  1^  ounces  of  saltpetre  and  fill 
with  water  and  then  plug  the  hole  tight. 
In  the  ensuing  spring  take  out  the  plug 
and  pour  in  about  10  ounces  of  petro- 
leum and  ignite  it.  The  stump  will 
smoulder  away  without  blazing  to  the 
very  extremities  of  the  roots,  leaving 
nothing  but  ashes.  [In  the  United 
States  clearing  of  lands  of  stumps  on 
an  extensive  scale  is  done  rapidly  and 
effectively  by  the  employment  of  dyna- 
mite cartridges.    W.] 

To  Prepare  Beef  Tea.  Take  a  thin 
rump  steak  of  beef,  lay  it  upon  a  boanl 
and  with  a  case-knife  8cra])e  it.  In  this 
way  a  red  pulp  will  be  obtained  M-hich 
contains  all  the  nutritious  portion  of 
the  steak.    Mix  this  pulp  uioroughly 
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uith  3  times  its  bulk  of  cold  water, 
stirring  uutil  the  pulp  is  completely 
dilTuiied.  Put  the  whole  upon  a  moder- 
ate fire  and  tillow  it  to  come  slowly  to 
a  boil,  stirring  all  the  time  to  prevent 
the  pulp  from  caking.  In  using  this 
do  not  strain  it,  but  stir  tiie  settlings 
thoroughly  into  the  fluid.  One  to  3 
ounces  of  this  may  be  given  at  a  time. 

To  DiagvbUe  the  Tast^  of  Cod-liver 
OH.  Mix  with  each  table-spoonful  of 
oil  12  drops  of  the  following  compound : 
Two  ounces  of  essence  of  lemon,  1  ounce 
of  sulphuric  ether,  and  i  ounce  each  of 
oils  or  caraway,  pepi>ermint,  ana  cloves. 

Remedy  for  Hoarseness,  Borax  is 
an  excellent  remedy  for  hoarseness  or 
loss  of  vuice  common  among  public 
speakers  and  singers.  A  few  minutes 
before  any  continu-)us  exercise  of  the 
vocal  origans  di.<solve  a  small  lump  of 
borax  in  the  mouth  and  gradually  swal- 
low the  solution.  This  acts  upon  the 
orifice  of  the  glottis  and  the  Vi>cal  cords 
precisely  as  "  wettin*"  acts  upon  the 
notes  of  the  flute.  Five  grains  of  nitre 
tiiken  in  a  glass  of  water,  the  body  be- 
ing wrapped  in  extra  clothing,  will  ex- 
cite a  gentle  perspiration  for  an  entire 
night;  and  this  treatment  will  break 
up  a  cold,  if  employed  at  its  first  onset. 

Extract  of  Mder  Blossoms,  Take  1 
ounce  of  tincture  of  benzoin  and  add 
gradually  1^  quarts  of  elder-blossom 
water. 

BelladomM  Ointment  is  used  to  al- 
lay pain  in  cases  of  rheumatism,  boils, 
etc.  It  is  prepared  by  mixing  k  part  of 
extract  of  belladonna  with  1  of  lard. 

Cantlutrides  Ointment  is  used  to  keep 
blisters  open.  Boil  1  part  of  cantha- 
rides  in  12  of  distillea  water  to  h  its 
bulk.  Then  strain  and  add  15  parts  of 
rosin  cerate  to  it.  Evaporate  the  mixt- 
ure to  the  desired  consistency.       • 

Compound  Chloride  of  Sulphur  Oint- 
ment, Mix  8  parts  of  chloride  of  sul- 
phur, i  of  carbonate  of  potash,  30  of 
purified  lard,  and  i  of  essential  oil  of 
almonds. 

Compound  Lead  Ointment  is  used  for 
dressing  inflamed  ulcers.  Take  6  parts 
of  prepared  chalk,  6  of  diluted  acetic 
acia,  36  of  lead  plaster,  and  18  of  olive 
oil.  Melt  the  plaster  in  the  oil  at  a 
moderate  heat,  add  the  chalk  and  then 
the  acid,  and  stir  the  mixture  until  it 
!•  cold.  I 


Creosote  Ointment,  is  used  in  skin  af- 
fections.   Mix  1  part  of  creosote  with  8 

01  lard. 

Elderberry  Ointment  is  used  as  a 
sooth ing  ana  heal ing  application.  It  is 
prepar^  by  boiling  1  part  of  elder  blos- 
soms with  1  of  lard  until  the  blossoms  be- 
come pulpy,  and  then  pressing  through 
a  linen  clotn. 

Elemi  Ointment  is  stimulating,  and  is 
used  for  ulcers  and  to  promote  sup- 
puration. Take  3  parts  of  elemi,  3^  of 
oil  of  turpentine,  b  of  lurd,  and  ^  of 
olive  oil.  Melt  tne  elemi  and  lartl  to- 
gether ;  take  the  mixture  from  the  fire, 
stir  in  immediately  the  turpentine  and 
the  oil,  and  strain  through  linen. 

Gall'ntU  Ointment  is  used  for  hsem- 
orrhoids ;  it  is  astringent  and  soothing. 
Mix  6  parts  of  pulverized  gall-nuts,  bO 
of  lard,  and  i  of  powdered  opium. 

Hemlock  Ointment,  Boil  1  part  of 
fresh  hemlock  leaves  and  1  of  lard  un- 
til the  leaves  are  soft,  and  then  strain 
through  linen. 

Iodide  of  Lead  Ointment  is  applied 
in  cases  of  swollen  joints  and  scrofulous 
glands.  It  is  prepared  by  mixing  1 
part  of  iodide  of  lead  with  8  of  lard. 

Iodide  of  3Iercury  Ointment  is  used 
for  dressing  scrofulous  ulcers.  Melt  2 
parts  of  white  wax  and  6  parts  of  lard 
together,  and  mix  with  it  1  part  of  iodide 
of  mercury. 

Iodide  of  Pdtassiiim  Ointment  is  used 
for  scrofulous  glands  and  ulcers.  Dis- 
solve 2  parts  of  iodide  of  potassium  in 

2  of  boiling  distilled  water,  and  mix  in 
15  of  lard. 

Iodide  of  Sulphur  Ointment  is  used 
for  the  cure  of  itch  and  other  cutaneous 
diseases.  It  is  prepared  by  mixing  4 
part  of  pulverized  iodide  of  sulphur  and 
8  of  lard. 

Lead  Ointments  are  applied  to  ex- 
ternal inflammsitions  wherever  a  remedy 
containing  lead  in  the  form  of  an  oint- 
ment is  admissible. 

a,  Litharge  Ointment.  One  part  of 
litharge,  1  of  strong  vinegar,  and  3  of 
olive  oil. 

b,  Prussian  Lead  Ointment.  Six 
parts  of  wax,  24  of  olive  oil,  3  of  lead 
vinegar,  and  6  of  distilled  water. 

c,  Saxon  Lead  Ointment,  Twelve 
parts  of  lead  vinegar  and  2  of  olive 
oil;  or  J  four  parte  of  lard  and  1  of 
lead  vinegar. 
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d.  White  Lead  OintmetU  consists  of 
lard,  mutton  suet^  white  lead,  and 
camphor. 

e.  Lead  Cerate,  Mix  6  parts  of  wax 
with  24  of  olive  oil  to  which  have  been 
added  3  parts  of  lead  vinegar  and  6  of 
distilled  water.    - 

Mercury  Ointment,  Take  12  parts 
of  mercury,  Hi  of  lard,  aud  i  of  suet. 
Rub  the  mercury  with  the  suet  and  a 
little  lard  until  no  more  globules  of 
mercury  can  be  detected ;  tlien  add  and 
mix  with  it  the  remaining  lard.  The 
ointment  is  used  in  all  cases  where  an 
application  of  mercury  is  admissible. 

Opium  OintmetU  is  used  as  a  sooth- 
ing dressing.  It  is  prepared  by  mix- 
in&r  1  part  of  pulverized  opium  and  24 
ol  lard. 

Filch  Ointment  is  used  as  a  stimu- 
lating application,  promoting  suppura- 
tion. Melt  togetner  equal  parts  of 
black  pitchy  wax,  aud  rosin,  and  press 
througn  a  imeu  cloth. 

Savin  OtntmetU  is  used  for  keeping 
open  blisters  aud  issues  (fontanels). 

Spermaceti  Ointment  is  applied  as  a 
cooling  dressing.  It  is  prepare<l  bv 
meliing  together  5  parts  of  spermaceti, 
15  of  white  wax,  and  14  of  olive  oil, 
constantly  stirred  until  it  is  cold. 

Sulphur  Ointment  is  used  for  the 
cure  of  itch.  Rub  the  affected  jwirts 
with  it  in  the  morning  and  evening. 
It  is  prepared  by  mixing  i  part  of  sul- 
phur with  1  of  lard. 

Sulphur  Ointment  {(Compound)  is 
also  used  for  itch  and  other  cutaneous 
diseases.  Apply  twice  a  day,  morning 
and  evening,  by  rubbing  thoroughly 
into  the  affected  parts.  It  is  prepared 
by  mixing  together  4  parts  of  sulphur, 
1  of  pulverized  white  hellebore,  h  of 
saltpetre.  4  of  soft  soap,  and  12  of  lard. 

Tar  Ointment  is  also  used  for  the 
cure  of  iteh,  scab,  etc.  Melt  1  part  of 
tar  and  1  of  lard,  and  press  through  a 
linen  cloth. 

Tartar  Emetic  Ointment  is  used  for 
producing  eruptions  on  the  skin  and  as 
a  counter-irritant.  It  is  prepared  by 
mixing  1  part  of  pulverized  tartar 
emetic  with  4  of  lard. 

Zinc  Ointment  is  used  for  inflamed 
eyelids,  sore  nipples,  and  also  for  ring- 
worm, etc.  It  18  prepared  by  intimately 
mixing  1  ]>art  of  oxide  of  zinc  with  6 
of  lard. 


Ammxmia  LinimefU  is  used  as  a 
stimulating  application  on  ulcers  and 
contusions,  and  can  be  made  painless 
by  adding  a  little  extract  of  belladonna. 
It  is  prepared  by  shaking  1  part  of 
aqua  ammonia  with  2  of  olive  oil  until 
they  are  emulsionized. 

Camphor  Liniment^  used  as  a  stimu- 
lating  application  in  sprains,  contusions, 
or  rheumatism,  is  prepared  by  rubbing 
1  part  of  camphor  in  4  ol  olive  (.il  until 
the  first  is  aiss^jlved,  then  adding  3 
parts  of  aqua  ammonia,  and  thoroughly 
shaking  the  mixture. 

Compound  Camphor  Liniment  is 
more  active  than  the  sim}>le  liniment. 
Dissolve  2\  parts  of  cjimphor  in  17 
parts  of  rectified  spirit  <»t  wine,  add  \ 
part  of  oil  of  lavender  f.nd  3  of  aqua 
ammonia,  and  shake  until  they  are  in- 
timately mixed.  In  case  the  pain  is 
very  severe,  i  part  of  its  volume  of 
tincture  of  opium  may  be  added. 

Lime  Liniment  is  oiten  used  for  alle- 
viating pain  caused  by  bums  and 
scalds.  Mix  10  parts  of  lime-water 
with  10  of  olive  oil. 

Opium  Liniment  is  used  as  an  ex- 
ternal means  of  soothing  when  opium 
cannot  be  administered  internally.  It 
is  frequontlj  mixed  with  the  compound 
camphor  liniment.  Mix  2  parts  of 
tincture  of  opium  with  6  of  soap  lini-  • 
meut. 

Soap  Liniment  is  used  for  the  same 
purposes  as  compound  camphor  lini- 
ment but  is  not  as  active.  Take  2i 
parts  of  soap,  1  of  camphor,  18  of  spirit 
of  rosemary,  and  2  of  distilled  water. 
Mix  the  water  and  the  spirit,  then  add 
the  soap  and  camphor,  and  macerate 
until  the  solution  is  complete. 

Turpentine  Liniment^  a  stimulating 
application  used  for  bums.  Mix  2 
parts  of  soft  soap,  1  of  camj)hor,  and  6 
of  oil  of  turpentine. 

Verdigris  Liniment  acts  as  a  stimu- 
lant on  indolent  venereal  and  other 
ulcers.  Dissolve  1  part  of  pulverized 
verdigris  in  7  ]  arts  of  vinegar,  and 
strain  through  linen  ;  add  14  parts  of 
honey,  and  evaporate  the  mixture  to 
the  requisite  consistency. 

Bcfton's  Celebrated  Cattle  Liniment 
(Critical. Oil).  Mix  1  part  of  oil  of 
rosemary,  8  of  tar,  and  16  of  oil  of  tur- 
pentine. 

I'urkiah  Balsam  for  Fresh  Wounds, 
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Pulverize  and  mix  2f  ounces  of  ben- 
soin,  1^  ounces  of  tolu  balsam,  1  ounce 
of  storaxy  a  like  quantity  of  frankin- 
cense and  myrrh,  and  1^  ounces  of  aloes. 
Pour  1  pint  of  rectified  spirit  of  wine 
over  the  mixture  and  let  it  digest  for  3 
days  at  a  moderate  heat,  and  then 
quietly  settle  for  6  days,  when  the  fluid 
is  filtered  off  and  kept  in  well-closed 
glass  bottles. 

7'o  Soften  Hard  Water.  Pulverize  2 
parts  of  calcined  soda,  1  of  bicarbonate 
of  soda,  and  mix  them  with  2  parts  of  a 
solution  of  silicate  of  soda.  Let  the 
mixture  stand  for  24  hours,  during 
which  time  it  becomes  generally  so 
hard  that  it  can  be  rubbed  into  a  pow- 
der. One  to  li  pounds  of  the  mixture 
will,  as  a  general  rule,  suffice  for  25 
gtillons  of  hot  water,  which  can  then  at 
once  be  used  for  washing,  etc. 

7o  Keep  Tallow  and  Lard  from  be- 
coming Rancid.  The  tallow  or  lard  is 
first  treated  with  carbonate  of  soda  in 
the  proportion  of  2  pounds  of  soda  to 
every  1000  pounds  of  lard,  and  is  then 
subjected  to  a  digestion  with  alum  in 
the  following  manner :  Ten  pounds  of 
alum  are  dissolved  in  500  pounds  of 
water  and  1  pound  of  slaked  lime  added 
to  the  solution,  which  is  then  boiled. 
This  solution  is  stirred  well  with  1000 
pounds  of  lard,  at  a  temperature  of  150° 
to  195°  F.,  for  about  i  hour.  The  liquor 
is  then  separated  from  the  lard  and  the 
lard  treated  with  the  same  amount  of 
pure  water.  This  lard  will  keep  for  an 
exceedingly  long  time.  This  treatment 
ha.s  also  the  advantage  of  restoring  the 
original  flavor  and  oif  producing  a  lard 
of  greater  whiteness. 

Rancid  Butter  may  be  purified  by 
melting  it  and  removing  any  dej^osit; 
then  boiling  it  with  lime-water  and 
allowing  it  to  settle ;  and  finally,  treat- 
ing the  liquor  thus  clarified  by  suddenly 
cooling. 

Another  Process  of  Purifying  Rancid 
Butter  is  as  follows:  Melt  the  butter 
over  a  moderate  fire  and  add  to  every 
10  pounds  of  butter  5J  ounces  of  fresh, 
pulverized  wood  charcoal,  i  ounce  of 
pulverized  chalk,  1  table-spoonful  of 
noney,  and  a  few  carrots  cut  up  in 
pieces.  Keep  this  mixture  in  a  melted 
state  for  \  hour,  constantly  stirring  it 
and  removing  the  scum.  Then  pour 
the  liquid  butter  through  a  fine  strainer. 


Butter  thus  treated  is,  when  cold,  ino* 
dorous  and  has  an  agreeable  taste.  The 
charcoal  absorbs  the  badly-smelling 
gases,  the  chalk  neutralizes  the  acid 
whicn  may  be  present,  the  honey  im- 
proves the  taste,  and  the  carrots  impart 
a  yellow  color  to  the  butter.  When  the 
butter  is  cold  take  it  from  the  vessel 
and  cut  off  the  sediment  on  the  bottom, 
sprinkle  with  fresh  water  and  keep  it  in 
a  cool  place.  It  is  recommended  to 
place  the  vessel  containing  the  butter  in 
another  filled  with  fresh  water,  or,  what 
is  still  better,  in  a  trough  through  which 
runs  a  current  of  fresh  water. 

Jb  Purift/  Rancid  Fat.  Heat  to  the 
boiling  point  10  pounds  of  the  fat  to  be 
purifi^,  1  gallon  of  water,  and  1  ounce 
of  sulphuric  acid ;  let  the  mixture  boil 
for  i  hour  and  then  remove  it  from  the 
fire.  Now  add  4^  ounces  of  pulverized 
chalk  aud  let  the  mixture  co«)l.  The 
purified  fat  separates  from  the  gypsum 
water  and  the  sulphate  of  lime  (gyp- 
sum) which  has  been  formed,  and  can 
be  again  used. 

JDougaPa  Poivder  for  Purififing  the 
Air  in  Stables  is  much  used  in  Eng- 
land. It  keeps  the  stables  wholesome 
by  preventing  the  putrefaction  of  ex- 
crement and  urine.  It  is  prepared  by 
treating  magnesian  lime  with  sulphuric 
acid  aud  adding  5  per  cent,  of  carbolic 
acid.  The  )>owder  obtained  in  this  way 
is  scattered  upon  the  manure  and  in  the 
stalls. 

The  Removal  of  Fotil  Air  from  Wells  is 
easily  accomplished  by  fastening  a  line 
to  the  handle  of  an  umbrella  and  low- 
ering it  open,  handle  upwards,  into  the 
well  and  quickly  drawmg  it  up  again. 
By  re|)eating  this  several  times  the  foul 
air  will  be  removed. 

How  to  Keep  Ice  without  an  Icehouse. 
Select  a  dry,  shadv  spot.  Dig  a  ditch 
for  carrying  off  the  waste  water  and 
over  it  place  a  lath- work.  Upon  this 
lay  a  thick  layer  of  moss,  pine  leaves, 
or  sawdust.  Now  pile  upon  this  the 
cakes  of  ice,  the  larger  the  better  and 
cut  or  sawed  square,  in  such  a  manner 
as  to  leave  as  few  spaces  as  possible, 
filling  up  those  which  may  occur  with 
fine  sawdust,  in  order  to  i»revent  the  air 
from  penetrating  into  the  interior  of  the 
pile.  It  is  best  to  build  the  stack  in 
the  form  of  a  pyramid.  When  com- 
pleted it  is  covered  with  straw,  moss, 
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leaves,  etc.,  as  thick  and  close  as  possi- 
ble, a  layer  of  earth  being  thrown  upon 
it  to  secure  the  covering  and  as  fiirtner 
protection  of  the  ice. 

How  to  Keep  Fruits  in  Icehouses. 
Lay  the  fruits  upon  cotton  in  tin  boxes 
without  any  packing  about  them,  shut 
down  tlie  lid  and  set  them  upon  the  ice, 
not  burietl  in  it.  After  the  fruits  have 
l>een  long  on  the  ice  they  should  not  be 
brought  out  long  before  they  are  used, 
a^  they  do  not  keep  long  afterward 
without  showing  B}>ecKS.  This  process 
is  of  course  only  intended  for  tender 
fruits,  as  peaches,  nectarines,  etc. 
Peaches  have  been  kept  in  this  way 
more  than  a  month  after  they  were 
dead  ripe,  and  nectarines  nearly  2 
months.  Tender-fleshed  melons,  which 
will  not  keep  a  week  in  the  fruit  room 
in  summer,  will  keep  a  month  in  an 
icehouse. 

i^hstitute  for  Coffee,  A  substance 
resembling  coffee  in  appearance  and 
taste  can  be  made  by  separating  the 
seeds  from  the  pulp  of  persimmonSy 
cleansing  them,  and  afterward  roasting 
and  grinding  them  in  the  same  manner 
as  coffee. 

To  Preserve  Canvas^  Cordage,  etc. 
Dissolve  1  pound  of  sulphate  of  zinc  in 
40  gallons  of  water  and  then  add  1 
pound  of  sal-soda.  After  these  ingre- 
dients are  dissolved  add  2  ounces  of 
t4irtaric  acid.  The  canvas,  etc.,  should 
be  soaked  in  this  solution  for  24  hours 
and  then  dried  without  wringing. 

Stove-polishing  Compound,  Mix  2 
parts  of  copperas,  1  of  boneblack,  1  of 
black  lead  with  suflicient  water  to  form 
a  creamy  paste.  This  will  produce  a 
very  enduring  polish  on  a  stove  or  other 
iron  article,  and  after  2  applications  it 
will  not  require  polishing  again  for  a 
lontf  time,  as  the  copperas  will  produce 
a  jet-black  enamel  and  cause  the  blaek 
lead  to  permanently  adhere  to  the  iron. 

Wiggings  Process  of  Jhtrifying  Lurd 
and  Tallow.  ^  Heat  the  melted  fat  with 
some  sulphuric  acid  of  1.3  to  1.45  speci- 
fic gravity,  when  the  fat  will  separate 
'  itself  in  a  pure  condition  from  tne  im- 
purities and  membranous  substances. 

Manure  Salt  from  Urine.  By  com- 
pounding urine  with  hydrochlonite  of 
magnesia  a  precipitate  of  phosphate  of 
ammonia  and  magnesia  is  formed  in  a 
few  days,  which  increases  considerably 


in  4  weeks,  when  it  is  separated  from 
the  fluid  and  dried.  In  this  way  7  per 
cent,  of  manure  salt  is  obtained. 

Solution  of  Guano  for  Flowers.  Dis- 
solve 1  pound  of  Peruvian  guano  in  5 
gallons  of  rain  water  and  wet  the  plants 
with  it  twice  a  week. 

Substitute  for  Guano.  Mix  350  parts 
of  bone-dust,  97  of  sulphate  of  ammo- 
nia, 19  of  pearl  ash  (or  78  of  wood  ash), 
78  of  rock  or  common  salt.  19  of  drv 
sulphate  of  soda^  and  40  oi  crude  sul- 
phate of  magnesia. 

Manu7'e  from  Coal  Ashes.  Place  1 
part  of  fresh  unslaked  lime  in  the  c€>n- 
tre  of  a  heap  of  100  ])arts  of  coal  ashes 
and  let  it  remain  until  it  is  entirely 
slaked.  After  12  hours  work  the  heap 
through  thoroughly  and  then  store  it  in 
a  dry  place  for  future  use. 

Manure  for  TurnipHy  HutobngftSy  etc. 
Mix  100  parts  of  common  salt  with  300 
of  lime  and  let  the  mixture  lie  for  a 
few  months.  When  sowing  the  seed 
strew  the  mixture  into  the  furrows. 

Stockh(ird*s  Manure  Mixture ftr  Vcg^ 
etable  Gardens.  Mix  300  parts  of  peat 
waste,  30  of  burned  lime,  30  of  pulver- 
ized brick,  30  of  wood  ashes.  2  of  com- 
mon salt,  36  of  horn  shavings,  and  45 
of  leaves.  The  above  mixture  suflices 
for  250  square  yards  and  produces  ex- 
cellent results. 

Manure  Powder  from  Blood.  Pul- 
verize 20  parts  of  plaster  of  Paris  and 
12  of  calcined  sulphate  of  soda  and  mix 
them  in  100  ))arts  of  blood  in  a  large 
boiler,  and  add  5  parts  of  sulphuric 
acid  at  60°  Beaum4  in  small  portions. 
The  product  will  be  a  spongy  mass 
which  is  dried  and  ground  to  powder. 

Manure  from  Waste  Animal  Svb* 
stances.  Chop  100  parts  of  solid  animal 
snbstance  ana  treat  with  18  parts  of  a 
solution  made  of  1  part  sulphuric  acid 
at  66**  Beaum6  and  2  of  water,  and 
grind  the  mixture  for  an  hour,  and  after 
standing  6  hours  treat  it  with  8  per 
cent,  or  pulverized  quicklime.  Sul- 
phate of  lime  is  thus  formed  in  which 
the  animal  matter  remains  inclosed. 
After  standing  for  6  hours  the  whole 
is  moulded  into  brick-shaped  masses, 
which  are  drained  in  the  perforated 
moulds  in  which  they  are  prepared  and 
then  dried  and  pulverized. 

Liquid  and  semi-liquid  masses  like 
brains  or  blood  are  treated  with  9  |H}r 
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fcnt  of  sulphuric  acid  at  66°  Beaum^ 
and  12  per  cent,  of  quicklime,  the  rest 
of  the  process  being  the  same. 


Illuminating  Materials. 

IncomJtnUihle  Wicks,  Alumina,  kao- 
lin, quartz,  or  combinations  of  calcium, 
magneMiura^  or  aluminiuni  are  ground 
fine  and  intimately  mixed  with  dragon's 
blood  and  colophony  or  other  resins  in 
connection  witn  saltpetre,  permanga- 
nate of  potash,  or  other  combinations 
rich  in  oxygen.  The  mixture  is  then 
compounded  with  water  until  tlic  mass 
is  ))lastic  and  capable  of  being  kneaded. 
From  this  composition,  which  should 
be  as  homogeneous  as  possible,  the 
wicks  are  formed,  then  dried  in  the  air, 
and  gradually  exposed  to  a  moderate 
red  heat  for  1  or  2  hours. 

Tlie  wicks  may  also  be  intermingled 
with  fibres  of  asbestos,  or  surrounded 
with  a  tissue  of  the  same  material.  In 
tlie  latter  case  it  is  not  necessarj'  to  ex- 

Sose  the  wicks  to  a  red  heat,  as  this  is 
one  in  using  them. 

Metallic  Wicks  are  prepared  by  add- 
ing 1  or  more  threads  of  zinc  wire  to 
the  ordinary  wick  of  silk,  cotton,  linen, 
or  asbestos.  The  purpose  of  this  is  to 
increase  the  vigor  and  intensity  of  the 
flame  without  a  larger  consumption  of 
fuel,  or  to  obtain  equal  light  with  a 
considerable  saving  of  fuel.  It  has  been 
known  for  many  years  that  zinc,  when 
heated,  is  consumed  with  a  brilliant 
wliite  flame,  but  this  is  the  first  time, 
to  our  knowledge,  that  this  pro|>erty  of 
zinc  has  been  used  for  this  purpose- 
Suppose  a  wick  has  an  illuminating 
power  of  1,  and  one  or  more  threads  of 
zinc  wire,  which  are  brought  to  a  red 
heat,  have  been  added,  they  are  con- 
sumed at  the  same  time  with  the  wick, 
increasing  the  illuminating  power  by  2, 
3,  etc. ;  it  is  therefore  self-evident  that 
with  the  same  expense  of  wick  and  fuel 
an  increase  in  illuminating  power  must 
l)e  the  result.  In  fact,  experiments  we 
have  made  have  shown  that  with  7  cot- 
ton and  1  zinc  thread  an  illumination 
6qual  to  that  from  20  cotton  threads 
was  obtained.  Wicks  for  all  kinds  of 
candles  and  lamps  may  be  prepared  in 
this  manner. 
•  MaiericU  for  Preparing  Incombustible  \ 


Torches,  Mix  3  parts  of  alumina,  1  of 
bauxite,  4  of  sawdnst,  and  4  of  wheat 
chafi*  with  water  into  a  stifi'  dough,  and 
mould  into  any  desired  shape.  Sur- 
round this  core  with  a  jacket  made  of 
3  parts  of  alumina.  1  of  bauxite,  2  of 
sawdust,  and  2  of  wneat  chaff,  and  pro- 
vided with  draught  holes.  A  small 
saucer  of  fat  clay  impervious  to  petro- 
leum is  placed  aroun<l  the  foot  of  the 
torch  to  catch  an^  falling  drops  of  pe- 
tndeum,  with  which  the  torch  is  satu- 
rated before  being  ignited.  A  small 
cylinder  of  the  same  Kind  of  clay  and 
lined  with  sheet  iron  is  inserted  in  the 
centre  of  the  torch  for  the  reception  of 
the  handle.  When  entirely  dry,  the 
torch  is  subjected  to  a  red  heat  for  16 
hours,  whereby  the  sawdust  and  wheat 
chaff  are  completely  consumed,  leaving 
the  mass  full  of  pores  and  adapted  for 
a  greedy  absorption  of  oil.  When  the 
torch  is  entirely  dry.  and  is  to  be  used, 
it  is  soaked,  as  stateu,  in  petroleum  ana 
i,^nited.  It  will  last  for  an  indefinite 
time. 

Gnsfrom  Cork,  Illumination  by  gas 
prepared  from  waste  of  cork  has  been 
successfully  tried  in  the  Tkeatre 
National  ae  I*  Opera  in  Paris.  The 
waste  is  heated  in  retorts,  and  the  pro- 
duct of  distillation  purified  by  being 
conducted  through  a  water  reservoir. 
The  gas  po&sesses  great  illuminating 
power,  and  is  free  from  sulphurettt^d 
hydrogen  and  other  objectionable  ad- 
mixtures. 

N  iphtha  Ether,  A  neia  Ulnminat' 
ing  Materiitl,  By  mixing  benzole  With 
alcohol  or  wood  spirit,  a  body  is  formed 
which  burns  without  forming  soot. 

Air-tight  and  Flexible  Tissue  for  Dry 
Gas  Meters.  Any  kind  of  tissue  is 
brushed  over  with  a  fluid  prepared  in  the 
following  manner :  A  solution  obtained 
bv  boiling  500  parts  of  gelatine,  750  of 
glycerine,  and  1500  of  water  is  com- 
pounded with  40  parts  of  bichromate 
of  potash  and  4  of  an  alcoholic  solution 
of  salicylic  acid,  and  the  whole  stored 
in  a  dark  room  until  it  is  to  be  used. 
After  the  tissue  has  been  painted  with 
the  fluid  so  that  all  pores  are  closed,  it 
is  ex)X)6ed  to  the  light  until  it  has  be- 
come entirely  white.  Samples  of  such 
material  have  been  entirely  indifferent 
to  the  action  of  sulphide  of  hydrogen, 
bisulphide  of  carbon,  glycerine,  alcohol. 


ILLUMINATING  MATERIALS. 


ammonia,  creosote,  etc.,  for  more  Uiana 
Tear.anilliavelusCtiuthmg  in  elasticity. 

Ta  U,tecl  a  Leak  in  a  Oa«  iH,pt  it  a 
recommended  to  brioR  a  little  soap 
water  upon  the  snspccted  place  "■"" 
formaUon  of  sonp  bubbles  w"' 
wliere  aiid  how  Ibi^  the  leak 

ImpiimemvrU  la  I^'3  il'l(r'.  Tlie 
diapbragms  nscl  iu  dry  gaa  meters  are 
usually  made  of  leather,  bnt  these  are 
act«d  upon  by  the  gas  in  course  of  time 
and  do  not  register  correctly.  To 
remedy  this,  diapbr^ms  made  from 
iiarcbiueiit  paper  are  substituted  for  the 
lealher.  The  parchment  papr  ia.  ob- 
tained by  treating  cotton  or  linen  paper 
with  equal  parts  of  sulphuric  acid  and 
water  for  a  lew  minut«a,  washing  thor- 
ou.i;hly  with  water,  and  then  saturating 
with  equoj  parts  of  glycerine,  acetate 
of  futaesium,  and  water. 

Apparuttu  far  Mumifaetitriitg  Hht- 
minating  Go*  from  Ligroin  and  Ai' 
by  the  Cold  Helhud.  The  ligroin  is  ii 
trodue«d  through  the  tube  Z  (Fig,  26„ 
and  gets  under  the  sieve  e  through  the 
valve  o  provided  with  tlie  float  r,  ' 
pMsfling  the  plates/,  which  are  cove 
with  tiorous  Eul>staiiGes.  When  the 
liuroin  has  reached  a  corresponding 
high  level  it  lifts  the  floatr,  whereby 
the  valve  o  is  closed  and  the  supply 
stoiiped.  The  air  enters  throngh  the 
tulie  m  provided  with  the  valve  x,  geta 
under  the  bell  C,  and  lift'  the  latter  up 
until  it  has  reached  the  higheat  admis- 
sible point.  When  this  is  the  case  the 
valve  X  is  closeil  by  the  self-acting 
liinee-jnint  arrancemcnt  S,  and  the  si— 
piv  ofair  shut  off.  Aa  both  the  vali 
o  and  X  are  automatic,  the  apparatus 
works  with  great  regularity.  The  air 
introduced  reaches  the  ligroin  through 
the  tube  16,  passes  over  the  plates  /, 
where  it  ia  earburetted  and  passes  out 
through  the  tube  g. 

The  machine  may,  if  necessary,  be 
connected  with  a  heating  apparatus^ 

Purification  of  Illumrn«Ur,g    G. 
The  process  of  freeing  gas  frem  a 
monia  by  the  dry  melhoa  consists 
conducting  the  gas  through  a  _port._, 
mixture  of  sulphate  of  Urns  and  phos- 
phate of  lime  with  or  without  a  per- 
cenlAge  of  phosphate  of  iron.    The  sub- 
Btnnee  is  produced  by  treating  anper- 
->hnsphate    with   aqua  amraonie   and 
Vying  the  mixture. 


Fig.  26. 

always  pven  satisftctorj;  results.  Th« 
wick  is  laid  lor  4  hours  in  warm  water 
acidulated  with  sulphuric  acid,  when 
it  is  wrung  out  and  drieil  by  means  of 
hot  air  for  24  hours.  It  is  then  placed 
in  a  bath  consisting  of  1000  parts  i.f 
rain  water.  41  of  boraoie  acid,  and  ISS 
of  crystallized  sulphate  of  ammonia, 
andshouldbefrefiueiitlytumcl.  Alier 
it  has  been  taken  from  the  bath  it  is 
dried  for  73  hours. 


of  the  ateariue  and  para&ne  candle 
without  the  disagreeable  features  of  tlio 

To  Coat  Tallow  Candlet  irilh  a  ITnrd 
Svbslance  which  vtHI  not  eroric.  The 
candles  are  coated  by  successive  dip- 
pings into  the  following  3  mixt.nrea: 

I.  Melt  1  part  of  dammar  resin,  2  of 
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wliite  rosin,  10  of  stearic  acid,  44  of 
good  tallow,  and  3  of  camphor. 

II.  Melt  5  parts  of  dammar  resin,  2 
of  white  pitch,  10  of  stearic  acid,  24  of 
tallow,  and  3  of  camphor. 

III.  Melt  2  parts  of  white  wax,  10  of 
stearic  acid,  5  of  tallow,  and  3  of  cam- 
phor. 

To  Color  Paraffine,  WaXy  Stearic 
Acidy  etc.,  Black,  The  materials  are 
melted  and  digested  for  some  minutes 
with  coarsely  powdered  or  bruised 
anucardium  nuts  (the  fruit  of  Aiiacar- 
d'um  orUiUale).  This  uut  contains  a 
black,  fluid,  vegetable  fat,  which  com- 
bines intimately  with  the  fused  caudle 
material  and  does  not  injure  the  illu- 
minating: power  of  the  candles. 

Coloring  Tallow,  Qrohdaus  rejects 
aa  a  general  rule  the  coloring  of  tallow 
to  be  used  for  candles,  with  the  excep- 
tion of  giving  the  candles  a  bluisn- 
white  tint.  He  claims  that  the  color- 
ing of  candles  is  only  advisable  if  they 
lire  to  be  used  shortlv  after  being  manu- 
factured. For  this  he  gives  the  follow- 
ing receipts :  To  color  tallow  blue^  rub 
it  up  with  the  finest  ultramarine  at  a 
temperature  of  from  120°  to  145°  F. 
The  most  common  method  of  coloring 
it  qreen  is  with  sulphate  of  copper  dis- 
solved in  water  and  stirred  through  the 
tallow ;  this  serves  also  for  clarifying. 
If  the  tallow  will  not  take  the  color, 
some  older  tallow  must  be  added.  For 
100  pounds  of  tallow  41  ounces  of  sul- 

i>hate  of  copper  are  generally  taken, 
t  may  also  be  colored  green  with  ver- 
digris treated  in  the  same  manner  as 
ultramarine.  To  color  red^  the  boiling 
hot  tallow  is  poured  over  heuna  (al- 
(cjinna  root,  whereby  it  assumes  a  dark 
red  color.  All  possible  tints  can  then 
be  produced  by  adding  white  tallow. 
The  tallow  is  colored  yellow  by  adding 
unbleached  palm  oil  having  a  reddish 
tint,  and  also  with  annotto. 

Junemann*8  Process  of  Prod^tcing 
White  and  Hard  Tallow  Candles  Burn- 
ing loith  a  Large  Flame  and  Consuming 
the  Wick,  Add  an  equal  quantity  hj 
weight  of  water  to  the  tallow  and  melt  it 
in  a  vat  by  introducing  steam.  Then  add 
gradually  and  in  very  small  portions  at 
a  time,  the  milk  of  lime  prepared  from 
14  to  20  per  cent,  of  quicklime  and  the 
requisite  quantity  of  water,  and  keep 
the  mass  iu  coastaut  motion  by  stirring. 


After  4  hoars'  saponification  will  have 
progressed  so  far  that  the  stirring  im- 
plement can  no  longer  be  moved,  but 
the  introduction  of  steam  is  continued 
for  1  or  2  hours  longer  until  the  ma^ 
has  the  appearance  of  grits.    The  steam 
is  then  snut  off,  and  the   yellowish, 
sweetish  water,  which  remains  on  the 
bottom  of  the  vat  and  contains  the 
glvcerine,    is    drawn   off.    The   soap, 
when  cold,  is  pulverized  between  2  iron 
fluted  rollers,  and  the  powder  brought 
into  another  vatalso  heated  by  steam  and 
containing  28  to  30  percent,  of  concen- 
trated sulphuric  acid  of  6G°  B.,  reduced 
with  water  to  25°  B.    In  this  the  soap 
powder  is  boiled  for  4  hours,  whereby 
the  lime  contained  in  the  soa^  combines 
with  the  sulphuric  acid  and  is  precipi- 
tated as  gypsum.    The  sebacic  acids 
are  then  brought  into  one  or  several 
smaller  vats  and,  when  nearly  cool,  3 
per  cent,  of  nitrous  acid  is  added,  and 
the  compound  constantly  stirred  until 
the  sebacic  acids  are  entirelv  congealed. 
The  nitrous  acid  is  obtained  as  follows : 
Add  water  to  concentrated  nitric  acid 
until  it  shows  22°  B.,  and  then  bring  it 
into  Woulff's  bottles  connected  by  a  gas 
tube  with  a  cast-iron  retort.    Place  in 
the  retort  5  per  cent,  of  finely-pulver- 
ized su^ar  and  20  per  cent,  of  dilute 
sulphuric  acid,  and  heat  until  no  more 
red  vapors  pass  over,  wherebv  the  acid 
in  the  bottles,  which  should  be  kept 
cool,  by  absorbing  nitrous  acid  gradu- 
ally assumes  a  blue^  then  a  green  to 
dark  green  color,  this  being  the  ri;^ht 
moment  of  interrupting  the  operation 
and  adding  the  acid  to  the  fat.    After 
thoroughly  mixing  and  adding  a  few 
strips  of  zinc,  the"  fat  is  bi*ougnt  into 
another  vat  and  boiled  for  1  to  2  hours 
by  introducing  steam,  the  process  being 
interrupted  3  or  4  times  during  the 
operation  by  shutting  off  the  steam  for 
5  to  6  minutes  each  time.    Finally, 
when    a  sample   taken  from  the  vat 
indicates  that  the  fat  has  assumed  a 
dark  yellow  color  an<l  a  considerable 
degree  of  hardness,  add  a  few  bucket- 
ful s  of  water,  let  it  boil  for  4  hour 
longer,  and   then    allow   it  to   stand 
quietly  to  settle. 

The  sebacic  acids  are  finally  brought 
into  a  distilling  apparatus  and  distilled 
by  the  action  of  an  abundant  current  of 
superheated  steam,  and  are  then  washed 
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several  times  in  water  acidulated  with 
i  of  1  per  cent,  of  oxalic  acid  in  a  vat 
heated  by  steam,  when  they  are  left 
standing  quietly  and  finally  filtered 
through  a  thick  woollen  cloth  or  felt. 

The  sebacic  acids  treated  in  this  way 
have  lost  their  original  appearance  and 
present  now  a  wnite  and  very  hard 
mass,  feeling  but  slightly  greasy. 

To  prepare  candies  of  the  finest 
quality,  the  distilled  sebacic  acids  must 
first  be  pressed  cold  and  then  hot. 
The  press-cakes  contain  70  per  cent,  of 
the  tallow  used,  and  as  regards  external 
qualities  are  equal  to  stearic  acid,  dif- 
fering from  the  latter  only  in  their 
melting  point  being  a  few  degrees 
lower. 

Themoulds  should  be  slightly  heated 
and  the  tallow  stirred  until  it  has  as- 
sumed a  milky  appearance  before  be- 
ing poured  into  the  moulds.  No  wax 
is  added.  The  three-cord  plaited  wicks 
used  are  first  boiled  for  10  minutes  in  a 
solution  of  11}  ounces  of  glassy  phos- 
phoric acid  and  If  ounces  of  boracic 
acid  to  every  100  pounds  of  water,  and 
then  slowly  dried. 

^dbHcation  ofStean'ne  Candles  vnth- 
xmt  the  Use  of  Presses  and  other  Expen- 
sive Ma^hinerj/.  Heat  10  to  20  per  cent, 
of  good  candle  tallow  in  a  thoroughly 
cleansed  boiler.  When  melted  ex- 
tinguish the  fire  and  allow  the  tallow 
to  stand  until  a  thin  film  is  formed  up- 
on the  surface.  Then  add  2  per  cent, 
of  soda  lye  of  30°  B.,  and  stir  until  the 
mass  has  acquired  the  consistency  of 
soap  prepared  in  the  cold  way.  The 
fire  IS  now  rekindled  and  the  compound 
brought  to  the  boiling  point.  The  soap 
by  boiling  is  again  decomposed  and  a 
flaky  precipitate,  containmg  the  im- 
purities which  must  be  removed  from 
the  tallow,  is  formed.  By  allowing  the 
tallow  to  settle  for  some  time  it  becomes 
clear  and  nearly  colorless.  In  this 
state  it  can  b«  advantageously  used  for 
liibricating  machinery.  But  for  the 
manufacture  of  candles  it  requires 
further  treatment,  as  it  still  contains 
traces  of  soap,  which  are  as  injurious 
as  impure  tallow.  For  this  purpose  it 
is  brought  into  a  copper  Iwiler  and 
clarified  with  acidulated  water  of  1°  to 
2°  B.  As  long  as  it  contains  traces  of 
soap,  a  iroth,  which  does  not  dissolve, 
appears  on  the  surfiice.    The  addition 


of  acidulated  water  is  continued  until 
the  froth  has  entirely  disappeared,  when 
it  may  be  assumed  that  the  soap  is  de- 
composed. But  it  is  best  to  make  sure 
of  it  by  a  test.  For  this  purpose  draw 
off  some  of  the  fluid  from  the  oottom  of 
the  boiler  and  test  it  with  litmus  pa- 
per; if  this  is  not  reddened  the  boiling 
must  be  continued  yjrith  a  further  ad- 
dition of  acidulated  water.  When  lit- 
mus paper  is  reddened  by  a  sam))le  the 
tallow  is  allowed  to  settle;  the  aeid 
water  is  then  drawn  off  and  the  fat 
boiled  again  with  fresh  water. 

The  oleine  and  stcarine  are  then 
separated  in  the  following  manner :  A 
vat  is  required,  which  is  provided  with 
a  false  bottom  having  holes  ^  inch  in 
diameter,  and  placed  about  4  inches 
above  the  bottom  of  the  vat,  and  with 
a  faucet  between  the  two  bottoms. 
Place  in  it  equal  quantities  of  the  tal- 
low and  boiling  water,  and  cover  the 
vat  to  pre ven  t  rapi  d  cool  ing.  The  mass 
is  allowed  to  stand  for  2  or  3  days  ac- 
cording to  quantity,  until  a  thermome- 
ter dipped  mto  the  upper  layer  of  the 
tallow  shows  a  temperature  of  70°  to 
76°  F.  When  this  is  the  case  the  faucet 
is  oi)ened,  the  water  in  the  lower  part 
of  the  vat  running  off  first,  then  tlie 
oleine,  while  the  crystallized  stearine 
remains  upon  the  fadse  bottom  and  is 
ready  for  moulding.  This  is  done  in 
the  same  manner  as  tallow  candles,  but 
at  a  higher  temperature.  The  mass, 
which  should  have  a  milky  appearance, 
must  be  constantly  stirrea.  Three- 
corded  plaited  wicks  are  used. 

New  AiUomatic  Gas-lighter.  This 
consists  of  a  film  of  collodion  incor- 

§  orated  with  platinum  black  (finely- 
ivided  metallic  platinum).  It  is  pre- 
pared as  follows:  Pour  a  somewhat 
concentrated  solution  of  gun-cotton  up- 
on a  glass  plate  and,  as  soon  as  the  col- 
lodion film  has  acquired  some  con- 
sistency, scatter  upon  it  not  too  thin  a 
layer  of  platinum  black,  and  to  prevent 
the  latter  from  becoming  heated  in  con- 
sequence of  the  evaporation  of  the  sol- 
vent, quickly  cover  the  whole  with 
another  glass  plat-e.  By  inserting  a 
small  piece  oi  the  film,  when  thor- 
oughly dried  out,  in  the  upper  part  of 
an  ordinary  gas  burner,  and  turning  on 
the  gas,  the  latter  will  be  immediately 
ignited. 
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Imitations,  Substitutes,  etc. 

ArtificialZeather  for  Lithographers* 
Bolters,  The  following  mass,  pre- 
viously melted  in  a  water-bath,  is  poured 
around  a  core  about  i  inch  less  in  diam- 
eter than  the  mould : 

Syrup 20  parts. 

Glue 20    " 

Saltpetre 3    " 

Sugar 3    " 

Water 6    '* 

Oil  of  almonds 1  part* 

Ghroiue  yellow 1    " 

The  mass,  when  cold,  is  taken  from 
the  mould,  placed  for  10  hours  in  a 
solution  of  1  part  of  sulphate  of  alum- 
ina and  1  of  potash  in  10  of  water,  when 
it  is  dried  in  the  air  for  4  to  6  days. 

Vegetable  Ivory  is  obtained  in  large 
quantities  from  the  kernel  of  a  nut  of  a 
variety  of  palm  {Phytelephus  makro- 
carpa)  indigenous  to  Central  and  South 
America  and  Africa.  The  green  hull 
of  the  unripe  nut  encloses  a  watery  fluid 
having  a  bitter  taste,  which,  gradually 
thickening,  forms  the  kernel.  The 
8emi-li<]^uid  fluid,  mixed  with  water  and 
sugar,  IS  used  in  South  America  as  a 
favorite,  refreshing,  and  wholesome 
beverage. 

Substitute  for  HorUj  Hard  Rv^ber^ 
Ivory,  etc.  By  stirring  starch  into  a 
thick  paste  with  a  little  water,  and 
heating  this  from  212°  to  265°  F..  it  is 
converted  into  a  transparent,  elastic 
mass,  which  is  then  dried  and  worked 
into  combs^  buttons,  etc.  For  certain 
purposes  pigments,  glue,  sugar,  wool, 
silk,  fish  scales,  asbestos,  and  similar 
substances  are  mixed  with  the  starch 
paste. 

Vegetaline,  This  new  substance, 
claimed  by  its  Inventor  to  be  incom- 
bustible, impervious,  and  unchangea- 
ble, serves  as  a  substitute  for  ivory, 
coral,  caoutchouCj  leather,  etc.  It  is 
prepared  by  treating  cellulose  derived 
from  any  source  with  sulphuric  acid  of 
68°  Beaum6,  at  a  temperature  of  60° 
F.,  and  then  washed  with  cold  water  to 
remove  any  excess  of  sulphuric  acid, 
dried,  and  pulverized.  The  powder  is 
mixed  wit^  resinous  soap,  as  sodium 
resinate,  and  the  soda  separated  by  sul- 
phate of  alumina.  The  mass  is  again 
dried  and  pressed  into  cakes  in  a  hy- 


draulic press.  The  cakes  are  cat  into 
thin  slices  and  moulded  into  desired 
shapes  by  strong  pressure.  To  make 
the  substance  entirely  incombustible, 
the  cellulose,  after  having  been  treated 
with  sulphuric  acid,  is  washed  with 
chloride  of  ammonia,  silicate  of  lime,  or 
the  borates  of  soda  and  potash.  To 
make  it  transparent,  castor-oil  or  glyc- 
erine is  added  to  the  dry  powder,  veg- 
etable coloring  matter  being  used  for 
coloring  it.  Its  opaqueness  is  increased 
by  adding  linseed  ou  converted  into  a 
siccative  with  litharge;  mineral  colors 
being  in  this  case  used  for  coloring. 

SubstittUe  for  Linseed  Oil  and  Oil  of 
Turpentine  in  Preparing  Paints.  Mix 
100  parts  of  colopnony  and  20  of  crys- 
tallized soda  witn  50  of  water,  and  di- 
lute the  mixture  with  250  parts  of 
water  and  24  of  caustic  ammonia.  The 
product  tiius  obtained  is  of  a  syrupy 
consistency  and  can  be  mixed  with  Uie 
pigments  in  the  usual  manner.  It 
dries  and  quickly  becomes  hard,  covers 
well,  can  be  coated  with  Tarnish,  and 
is  not  affected  by  moisture  and  changes 
of  temperature. 

Substitute  for  Bristles,  The  fibrous 
bark  of  the  sugar  palm  {Arenga  saccha^ 
ria)  is  a  good  substitute  for  bristles  and 
animal  and  human  hair.  The  bark  is 
first  immersed  in  water  and  boiled  for 
some  time  in  an  alkaline  solution.  The 
fibres  are  then  soaked  in  an  emulsion 
of  fat,  alkali,  and  water  for  about  12 
hours,  after  which  time  they  are  suffi- 
ciently hard  and  elastic  to  be  used. 

A  rtijic ial  Chalk.  In  preparing  isoda 
water,  gypsum  results  from  the  action 
of  the  oil  of  vitriol  on  the  limestone 
used.  This  is  mixed  with  lime-mud 
obtained  in  making  soda-ash  caustic. 
The  whole  is  then  elutriated,  and  the 
liquid  containing  the  finer  portions  in 
suspension  is  run  off  and  all  » wed  to  set- 
tle; the  powder  is  then  pressed  into 
moulds  and  dried. 

Artificial  Leather.  The  following 
new  article  of  vegetable  leather  has 
been  invented  and  patented  bv  X,  Kar- 
chesky,  of  Belleville,  N.  J.    It  is  com- 

Eosed  of  a  web  of  paper  having  one  or 
oth  of  its  surfaces  converted  into  veg- 
etable parchment.  This  is  dyed  by  a 
process  which  produces  an  even  and 
perfect  diffusion  of  color  throughout 
the  material,  and  then  embossed  to  imi- 
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tate  leather.  The  process  is  as  follows : 
Paper  of  any  desired  thickness  is  im- 
mersed in  a  weak  solution  of  sulphuric 
acid,  the  thickness  of  the  paper  or  the 
sizing  upon  the  paper  determining  the 
strength  of  the  acid  solution.  The 
object  of  this  is  to  reduce  only  the  sur- 
face of  the  paper  to  jJulp  without  dis- 
solving the  entire  fabric,  so  that  the 
result  will  be  a  paper  web  retaining  its 
fibrous  quality,  but  enclosed  within  2 
films  of  vegetable  parchment.  After 
the  surface  of  the  paper  has  been  re- 
duced by  the  action  of  the  acid  to  a 
pulpy  state  it  is  taken  from  the  acid 
Dath  and  lightly  scraped  by  being  drawn 
over  stationary  scrapers,  care  being 
taken  not  to  scrape  hard  enough  to  re- 
move the  pulp  or  tear  the  sheet.  The 
sheet  is  then  passed  over  a  series  of 
hard,  smooth  rollers,  which  compress 
and  spread  the  pulp  evenly  over  the 
surfaces  of  the  sneet,  thus  producing  a 
fabric  smooth  and  glossy  on  both  sides. 
It  is  then  placed  in  a  water-bath  for  the 
purpose  of  diluting  and  partially  wash- 
ing out  the  sulphuric  acid  in  it,  a  small 
quantity  of  the  acid  being  allowed  to 
remain.  After  being  removed  from  the 
water-bath  the  fabric  is  submitted  to  a 
series  of  dye-baths,  more  or  less  in  num- 
ber, according  to  the  depth  of  color  re- 
quired. The  dyes  are  either  alkaline 
or  an  alkali  is  added  if  necessary.  The 
sulphuric  acid  left  in  the  fabric  acts  as 
a  mordant,  and  the  energy  and  avidity 
with  which  the  alkaline  dyes  seek  the 
acid  cause  a  uniform  and  complete 
diffusion  of  color  throughout  the  fabric. 
It  is  then  washed  with  water  to  remove 
any  sulphates  or  excess  of  coloring  mat- 
ter lying  upon  its  surfaces,  and  again 
drawn  over  the  scrapers  to  remove  the 
excess  of  water.  It  is  then  passed 
through  a  warm  bath  of  glycerine, 
which,  as  the  water  remains  in  the 
fabric,  penetrates  it  throughout.  It  is 
then  carried  to  hot  drying  cylinders, 
over  which  it  is  kept  passing  until  the 
water  has  been  completely  expelled, 
care  being  had  not  to  subject  it  to  a 
high  enough  heat  to  evaporate  the  soft- 
ening material.  It  is  then  passed 
through  cold  calender  rollers  until 
it  is  thoroughly  cooled  off,  when 
it  is  wound  upon  a  reel  and  is  ready 
for  embossing.  This  is  done  in 
the  usual   manner  by  subjecting  the 


fabric  to  hot  pressure  from  engraved 
rollers. 

When  it  is  desired  to  convert  only  one 
surface  of  the  paper  into  vegetable 
parchment,  the  process  is  modified  by 
substituting  in  place  of  the  acid  bath  a 
roller  or  rollers  of  smooth  lead  or  rub- 
ber revolving  in  acid,  over  which  the 
paper  is  carried  and  upon  which  it  is 
pressed  by  another  roller  or  rollers. 
By  this  means  only  one  side  of  the 
paper  absorbs  the  acid,  the  remainder 
of  the  process  being  the  same  as  when 
both  sides  of  the  paper  are  converted 
into  vegetable  parcnment. 

AHimAal  Leather  {Stierlin*s  German 
and  French  Patent),  A  looselv-coher- 
ing  fleece  of  flax,  cotton,  or  hemp  is 
prepared  on  the  carding  engine  and 
immersed  in  a  solution  prepared  as  fol- 
lows :  Dissolve  25  parts  of  animal  or 
vegetable  ^lue,  which  has  been  exposed 
to  the  action  of  tannin,  in  75  parts  of 
water,  and  compound  the  solution  with 
20  parts  of  pipe-clay  and  5  to  10  of  any 
kind  of  tannin.  The  fleece  is  then 
passed  through  rollers  heated  by  steam, 
which  press  out  the  excess  of  material, 
and  is  next  brought  into  a  bath  con- 
taining a  decoction  of  oak  bark  with  5 
per  cent,  of  glycerine.  By  this  solution 
color,  softness,  and  density  are  imparted 
to  the  fabric.  After  remaining  here  for 
12  to  24  hours  the  fabric  is  taken  from 
the  bath  and  dried  bv  means  of  hot  or 
cold  air,  after  which  the  leather  is 
ready  for  use. 

Artificial  Wool  is  prepared  by  mixing 
vegetaole  fibrous  substances,  as  jute,, 
hemp,  nettle,  flax,  etc.,  with  wool.  The 
fibrous  substances  are  boiled  with  caus- 
tic lye,  at  350°  F.,  for  i  hour,  then 
washed,  and  repeatedly  boiled  in  an- 
other boiler,  2  ounces  of  amraonio-sul- 
phate  of  copper  and  2  pounds  of  soda 
being  addea  to  every  100  pounds  of 
material  during  the  boiling.  The  ma- 
terial is  then  washed,  dried,  and  mixed 
with  the  wool. 

Substitute  for  Meerschaum^  Ivory ^  etc, 
A  material  which  can  be  carved  is  pre- 

Eared  by  treating  peeled  potatoes  for  36 
ours  with  a  solution  of  8  parts  of  sul- 
phuric acid  in  100  of  water.  The  mass 
is  then  dried  between  blotting-paper 
and  pressed.  Pipes  closely  resemhlmg 
meerschaum  and  other  articles  can  be 
manufactured  from  it.    By  the  use  of  a 
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very  strong  pressure  a  close  imitation 
of  ivory  billiard  balls  has  been  made 
of  this  material. 

Porous  tSubstance'as  a  SubstUate  for 
Felt  for  Trays  for  Beer  Glasses.  The 
felt  generally  used  in  trays  for  beer 
glasses  is  replaced  by  a  porous  mass  of 
clay  consisting  of  54  parts  of  Meissen 
clay,  27  of  porcelain  earth,  13  of  feld- 
spar, and  6  of  chalk.  The  materials 
are  moistened  with  water  and  finely 
ground,  when  they  are  dried  until  suffi- 
ciently plastic  to  be  moulded.  The 
moulded  pieces  are  then  moderately 
burned  in  a  potter's  oven. 

Substitute  for  Cast  Irorty  Stone^  Clay, 
and  Cement.,  Sixty  to  80  parts  of  blast- 
furnace slag,  10  to  20  of  soda  waste  or 
alkalies,  and  1  to  20  each  of  lime,  pyro- 
lusite,  and  greenstone  (diabase)  are 
melted  together  in  a  small  blast  fur- 
nace or  cupola,  so  that  the  mass  has 
about  the  following  composition : 

Silica 60  per  cent. 

Lime 10      •* 

Alumina 10      " 

Ff  rric  and  manganic  oxido    .    .  8      '* 

Alkalioa 12      " 

100      '« 

The  mass  is  so  hard  and  tough  that  it 
can  be  turned  like  steel,  and  resists  the 
action  of  the  atmosphere,  water,  and 
acids  to  such  a  degree  that  it  can  be 
used  for  gas  and  water  pipes,  building 
purposes,  steps,  etc. 

Ileels  of  Boots  and  Shoes,  Buttons, 
etc.,  can  be  prepared  from  pulverisscd 
leather  without  the  use  of  an  aggluti- 
nant.  Place  thoroughly  cleansed 
leather  waste  in  a  water-bath  of  about 
150°  F.  for  1  hour,  then  carefully  dry 
it  in  a  revolving  drum  at  about  150°  F., 
and  grind  it  to  a  fineness  according  to 
use  intended.  The  ground  material  is 
pressed  into  moulds  heated  to  about 
240°  to  250°  F.,  and  subjected  for  about 
10  minutes  to  a  pressure  of  not  less  than 
800  pounds  to  the  square  yard.  For 
boot  heels  the  powder  is  left  in  the 
moulds  until  the  exterior  parts  become 
hard,  but  the  interior  remains  com- 
paratively elastic.  If  substances  are 
added  which  do  not  combine  with  the 
leather  waste  at  the  above  heat,  the 
moulds  must  be  heated  from  290°  to 
MX)°  F.  to  make  the  leather  semi-fluid. 


HaWs  Substitute  for  Leather.  Mix 
in  a  suitable  \essel  4  parts  of  wax,  2 
of  caoutchouc,  1  of  resin.  2  of  bone- 
black,  and  1  of  lampblack,  and  apply 
the  mixture  while  warm  to  cloth  or 
other  fabrics  by  means  of  a  brush.  Let 
it  dry  tlioroughly  and  repeat  the  coat- 
ing several  times,  allowing  the  previous 
coating  to  become  entirely  dry  before 
applyine  the  next.  This  material,  after 
having  oeen  lacquered,  is  principally 
used  for  shields  for  caps. 

Preparation  of  Leather  Cloth,  Heat 
for  1  hour  oyer  a  moderate  fire  15 
parts  of  powdered  litharge,  15  of  pulver- 
ized brcwn  umber,  and  2  of  manganic 
hydrate  with  some  linseed  oil;  then  add 
500  parts  of  linseed  oil  to  the  mixture 
and  let  the  whole  stand  for  a  few  days 
to  settle.  It  is  then  thoroughly  mixed 
with  an  equal  volume  of  water,  and 
applied  to  linen,  cotton,  or  woollen  tis- 
sues, and  allowed  to  become  dry.  Now 
mix  clear  linseed  oil  with  lampblack 
to  a  stiff  paste  and  spread  it  on  the 
tissue.  If  the  latter  is  very  thin,  or  the 
coating  required  to  dry  quickly,  the 
linseed  oil  must  be  boiled  with  the 
above-named  substances  for  2  or  3  hours 
to  acquire  the  proper  consistency.  A 
paste  made  of  15  parts  of  plumbic  salt 
and  some  turpentine  ana  lampblack 
to  1000  parts  of  linseed  oil  is  spread 
over  the  first  coating  and  allowed  to 
dry.  Successive  applications  of  raw 
linseed  oil  follow  until  the  surface  is 
suitable,  when  it  is  smoothed  with 
pumice.  Mix  linseed  oil  with  lamp- 
black or  other  coloring  matter,  and 
paint  the  surface,  allow  it  to  dry,  and 
pumice.  Coat  with  a  varnish  of  1000 
parts  of  linseed  oil,  57  of  umber,  5  of 
litharge,  and  5  of  Berlin  blue,  boiled 
for  24  nours,  and  when  cold  mixed  with 
turpentine.  After  the  coat  of  varnish 
is  dry  the  appearance  of  Morocco  ^  is 
given  to  the  fabric  by  subjecting  it* to 
pressure  from  engraved  rollers.  The 
material,  which  is  already  manufact- 
ured in  large  quantities,  is  soft,  pliable, 
perfectly  water-proof,  and  particularly 
well  adapted  for  saddler  and  trunk- 
maker's  work,  fancy  articles,  etc. 

Micoud^s  Artificial  Leather,  Knead 
boiled  rye  flour,  pulverized  Spanish 
chalk,  some  kind  of  coloring  matter, 
and  linseed  oil  into  a  uniform  dough, 
and  apply  this  to  woollen  or  cotton  tie- 
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some  length  of  time  with  a  solution  of 
caustic  soda  in  water.  The  stones  are 
tlien  dried  for  about  8  days  on  the  ton 
of  a  stove,  and  finally  burned  in  a  closed 
earthen  pot,  when  the  coloring  will  make 
its  appearance. 

Substitute  for  Opaque  Window  Glass, 
Chardon  recommends  for  this  a  layer 
of  gelatine  mixed  with  very  finely  pow- 
dered su  Iphate  of  baryta.  For  tli  is  pur- 
pose he  mixes  the  two  following  solu- 
tions: a.  1.5  parts  of  hydrochlorate 
of  baryta  and  5  of  gelatine  in  100  of 
water;  b.  2.15  parts  of  sulphate  of 
baryta  and  5  of  gelatine  in  100  of 
water.  The  chloride  of  sodium  formed 
is  removed  by  washing  the  gelatinous 
mass. 

Porous  Substance  as  a  Substitute  for 
Blotters.  Mix  7  parts  by  weight  of 
gypsum  with  1  part  by  weight  of  potato- 
iiour  and  pour  the  mass  into  a  mould. 
After  becoming  hard  the  blotter  is  ready 
and  may  be  used  for  years. 

Flexible  3firrors  capable  of  being 
bent  into  any  desirable  shape  can  be 
made  by  the  following  process:  Coat 
paper  or  tissue  with  white  of  egg  and 
apply  several  lavers  of  transparent 
varnish  to  the  thickness  of  mirror  glass. 
Coat  a  sheet  of  tinfoil  with  several 
layers  of  varnish  impervious  to  water, 
and,  when  dry,  glue  the  tinfoil  upon 
paper,  tissue,  wood,  or  any  other  sub- 
stance. Spread  mercury  on  the  other 
side  of  the  tinfoil,  which  forms  an 
amalgam  with  the  tin,  upon  which  lay 
the  varnished  surface  of  the  paper  and 
subject  them  to  a  strong  pressure  as  long 
as  is  necessary,  and  remove  the  paper 
by  moistening  the  back  with  water,  as 
this  dissolves  the  white  of  egg  and  de- 
taches the  paper.  The  result  of  the 
operation  will  be  an  actual  mirror,  the 
beauty  of  which  will  of  course  largely 
depend  upon  the  clearness  and  trans- 
parency of  the  varnish  used.  The  mir- 
ror may  be  made  in  such  a  form  as  to 
fit  the  place  it  is  to  occupy,  but  this  is 
not  absolutely  necessary,  since  the 
finished  mirrors  can  be  bent  into  anj 
desired  shape,  the  inventor,  for  this 
reason,  having  given  them  the  name 
oi  flexible  mirrors, 

IJeautiful  effects  can  be  produced  by 
usinv:  colored  mirrors,  which  can  l>e 
readily  produced  in  the  same  man- 
ner. 


Artificial  Whalebone  for  Umhrelia 
and  Parasol  HibSf  Busks  for  Corsets, 
etc.  Knead  and  soften  2  (K>und8  or 
caoutchouc,  then  mix  with  it  8|  ounces 
of  flowers  of  sulphur,  7  ounces  of  shel- 
lac, a  like  quantity  of  magnesia,  and 
81  ounces  of  roll  sulphur.  The  pieces 
formed  from  the  mixture  are  heated  in 
a  furnace  at  260°  to  300°  F. 

Buffalo  Skin  as  a  Substitute  for 
Horn,  According  to  Mohn,  bufi&lo 
skins  can  be  softened  bv  steam  and 
pressed  into  any  desired  shape,  and 
when  dry  resemble  transparent  horn, 
capable  of  being  turned,  grc.uud^  and 
polished.  This  prepared  material  is 
well  adapted  for  pump  pistons. 

Substitute  for  Tinfoil,  Make  a  thin 
paste  with  zinc  dust  and  albumen,  and 
spread  it  with  a  brush  or  roller  upon 
cotton  or  linen  tissue.  When  dry  the 
albumen  is  coagulated  by  steam  and 
the  fabric  immersed  in  a  solution  of 
chloride  of  tin.  The  tin  is  deposiied  in 
a  fine  powder  on  the  zinc.  Beautiful 
efiects  can  be  had  by  burnishing  tiie 
whole  or  parts.  Tissues  thus  prepared 
are  a  ^ood  water-proof  substitute  for 
tinfoil  m  many  cases. 

Zeiodelite,  The  material  known  by 
this  name  is  prepared  as  follows: 
Melt  19  parts  of  sulphur,  and  stir  in  42 
parts  of  pulverized  fragments  of  stone- 
ware or  glaBS,  and  when  thoioughly 
mixed  pour  into  moulds.  Sheets  of 
this  prepared  niaterial  can  be  substi- 
tuted for  lead  in  the  construction  of 
sulphuric  acid  chambers,  as  they  resist 
the  action  of  the  highest  concentrated 
acids  and,  though  the  plates  are  \  inch 
thick  and  lead  plates  only  t^  inch  thick, 
their  cost  is  but  \  of  the  latter,  and  the 
sulphuric  acid  is  entirely  free  from 
lead.  They  retain  their  solidity  in 
boiling  water,  and  do  not  melt  under 
250°  F.,  making  them  a  good  substitute 
for  aspnaltum  m  many  cases,  and  also 
for  hydraulic  cement  lor  stone  work. 

To  join  the  plates  in  constructing  sul- 
phuric acid  chambers,  they  are  set 
about  1  inch  apart,  and  the  joints  filled 
in  with  melted  zeiodelite  heated  to 
390°  F. 

Imitations  of  Mother-of-pearl  and 
Marble  with  Glue,  The  following  proc- 
ess, which  is  to  a  large  extent  based 
upon  laboratory  experiments,  may  be 
divided  into  5  principal  operations :  1. 
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Preparation  of  the  plates ;  2.  Prepara- 
tion of  the  glue  solutions ;  3,  Pouring 
the  colored  ^lue  solutions  upon  plates ; 
4.  Transferring  the  layer  of  glue  to  a 
layer  of  gelatine ;  5.  Drying  the  ven- 
eers and  detaching  them  from  the 
plates. 

1.  Preparalion  of  the  Plates.  Both 
marble  and  glass  plates  are  used  for 
imitations  of  marole,  but  ovAj  glass 
plates  are  employed  for  imitations 
of  mother-of-pearl.  The  glass  plates 
must  be  ground,  but  need  not  exceed 
A  to  f  inch  in  thickness,  and  only  re- 
<]uire  carefal  washing  and  dmng  for 
imitations  of  mother-of-pearl.  For  imi- 
tations of  marble  they  should  be  rubbed 
with  an  oiled  linen  rag.  Other  glass 
plates,  after  being  washed,  are  polished 
with  pure  colcothar  aiid  water,  and 
willed  with  a  soft  ra^  to  remove  any 
particles  of  the  polishing  powder.  The 
polished  surface  is  then  gently  rubbed 
.with  a  rag  dipped  in  pure  Spanish  chalk 
(soapstone),  and  the  excess  of  chalk 
carefully  dusted  off. 

2.  Preparation  of  the  Gfue  Solution, 
For  1  dossen  plates,  each  1  square  yard, 
soak  2  pounds  of  gooil,  colorless  glue  for 
24  hours  in  water,  pour  off  the  water, 
and  melt  the  glue  in  a  water-bath,  and 
stir  in3i  ounces  of  glycerine.  For  imi- 
tating marble  with  2  colors,  compound 

I  to  li  pints  of  this  glue  solution  with 
the  quantities  of  thoroughly  ground 
mineral  colors  given  below;  the  cest 
of  the  glue  solution  is  mixed  wHh 
6\  ounces  of  zinc  white  ground  very 
fine.  For  imitating  marble  with  3 
colors,  mix  I  pint  of  the  glue  solu- 
tion with  one  coloring  matter,  and 
f  pint  with  the  other  coloring  matter, 
and  the  remainder  with  zinc  white. 
For  imitating:  marble  with  4  colors, 
take  i  pint  of  the  glue  solution  to  each 
of  the  3  coloring  matters,  and  mix  the 
rest  with  4i  ounces  of  zinc  white. 

The  proportions  by  weight  of  the 
mixtures  for  10  different  varieties  of 
imitations  of  marble  and  enamel,  are  as 
follows : 

a.  Mix  1  pint  of  glue  solution  with 

II  ounces  of  colcothar  and  2h  ounces 
of  zinc  white,  and  the  rest  of  the  glue 
solution  with  6i  ounces  of  zinc  white. 

6.  Mix  1  pint  of  glue  solution  with 
If  ounces  of  colcothar,  and  the  rest 
with  5i  ounces  of  zinc  white. 


c.  Mix  }  pint  of  glue  solution  with 
li  ounces  of  zinc  white  and  1  ounce 
of  colcothar, }  pint  of  the  glue  solu- 
tion  with  1  ounce  of  yellow  ochre, 
and  the  rest  with  5k  ounces  of  zino 
white. 

d.  Mix  i  pint  of  the  glue  solution 
with  1  ounce  of  colcothar,  }  pint  of 
the  glue  solution  with  J  ounce  of  se];)ia, 
and  the  rest  with  5k  ounces  of  zino 
white. 

e.  Compound  1  pint  of  the  glue 
solution  with  1  ounce  of  quite  concen- 
trated and  filtered  solution  of  aniline 
black,  and  the  rest  with  6^  ounces  of 
zinc  white. 

/.  Mix  i  pint  of  the  glue  solution 
with  J  ounce  of  colcothar,  i  pint  of 
the  glue  solution  with  J  ounce  of  yellow 
ochre,  i  pint  of  the  glue  solution  with 
I  ounce  of  sepia,  and  the  rest  with  4^ 
ounces  of  zinc  white. 

g.  Mix  1  pint  of  the  glue  solution 
with  H  ounces  of  lampblack.  For 
gray  add  sufficient  zinc  white  to  pro- 
duce the  desired  shade.  The  rest  of 
the  glue  solution  is  mixed  with  6^ 
ounces  of  zinc  white. 

h.  Mix  i  pint  of  the  glue  solution 
with  I  ounce  of  umber,  I  pint  of  the 
glue  solution  with  |  ounce  of  bole,  i 
pint  of  the  glue  solution  with  |  ounce 
of  ochre^  and  the  rest  with  4i  ounces  of 
zinc  white. 

t.  li'or  Enamels  mix  1  pint  of  the 
glue  solution  with  1  ounce  of  ultra- 
marine, and  the  rest  with  6  ounces  of 
zinc  white. 

k.  Mix  1  pint  of  the  glue  solution 
with  14  ounces  of  chrome  green,  and  the 
rest  with  6i  ounces  of  zinc  white. 

For  imitating  mother-of-pearl  veneers 
J  ounce  of  silver  bronze,  which  need 
not  be  genuine,  is  ground  with  a  little 
glue  or  water  and  intimately  mixed 
with  the  above  solution  of  glue.  The 
bronze  powder  must  not  be  in  a  dry 
state  when  stirred  into  the  glue,  as 
lumps  would  be  formed  and  the  veneers 
become  spotted.  In  place  of  bronze, 
essence  offish  scales,  which  is  of  course 
a  great  deal  more  costly,  can  be  used. 
The  solution  of  glue  thus  prepared  is 
then  compounded  with  different  aniline 
colors,  according  to  the  coloring  de- 
sired. 

a.  For  ])reparing  yellowish  veneers 
the  glue  solution  is  used  without  on 
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addition  of  some  coloring  matter,  or 
with  an  addition  of  some  solution  of 
picric  acid. 

b.  For  colorless  veneers,  or  those  of 
slightly  rectdish  tints,  a  smaller  or 
greater  number  of  drops  of  a  concen- 
trated solution  of  fuchsine  are  added, 
which  counteracts  the  yellowish  tint  of 
the  glue.  For  these  imitations  of 
niother-of-nearl  veneers  a  conceutrated 
solution  of  gelatine  compounded  with 
15  per  cent,  of  glycerine  can  be  em- 
ployed, especially  when  essence  of  fish 
scales  is  used. 

c.  For  Bliie  the  glue  solution  is  com- 
pounded with  "  bleu  de  Lyotis"  but  the 
greatest  care  must  be  exercised  not  to 
use  too  much,  as  otherwise  the  imitation 
becomes  indistinct.  The  right  degree 
of  coloring  can  be  tested  by  allowing  a 
few  drops  of  the  colored  glue  solution 
to  fall  upon  a  glass  plate. 

d.  For  Bedf  solution  of  fuchsine  or 
carmine  is  used.  The  latter  is  obtained 
by  dissolving  commercial  carmine  pow- 
der in  alcohol. 

e.  Oranae  colors  are  produced  by  an 
addition  of  a  solution  of  vesuvine ;  violet 
by  adding  dahlia  violet.  For  these,  as 
well  as  for  the  solution  colored  with 
fuchsine,  the  plates  must  not  be  rubbed 
with  oil,  as  even  the  smallest  trace  of 
oil  discolors  these  colors  in  drying,  or 
at  least  the  veneers  will  show  colorless 
spots.  The  different  shades  of  gray  are 
obtained  by  adding  more  or  less  of  solu- 
tion of  aniline  black  which  has  been 
previously  filtered. 

3.  Pouring  the  Colored  Glue  Solutions 
upon  the  Plates.  For  imitations  of 
marble  and  enamel  the  glass  plates, 
rubbed  with  oil,  are  placed  in  a  hori- 
zontal position  with  tne  rubbed  surface 
up.  Tne  proper  portion  of  the  white 
ground  mass,  after  it  has  become  some- 
what thickish,  is  then  poured  upon  the 
Elates,  and  the  gaps  left  free  in  fwuring 
lied  in  and  smoothed  with  an  instru- 
ment resembling  a  knife  made  of  horn 
or  bone.  Upon  this  white  ground  the 
respective  colored  solutions  of  glue  are 
then  poured  in  zigzag  form,  parallel 
veins,  or  spots,  and,  according  to  the 
desired  design,  drawn  through  the 
ground  with  a  glass  rod.  If  several 
differently  colored  glue  solutions  are  to 
be  applied,  as  given,  for  instance,  under 
2/,  they  should  be  poured  out  in  quick 


succession,  so  that  the  succeeding  color 
runs  into  the  preceding,  or  that  a  white 
strip  or  spot  remains  between  each 
color.  The  whole  is  then  intermingled 
with  the  glass  rod  according  to  the  de« 
sign.  If  the  latter  is  to  have  sharply 
defined  lines  ami  spots,  the  respective 

glue  solution  is  used  somewhat  thicker ; 
ut  if,  on  the  other  hand,  the  design  is 
to  be  somewhat  blended,  the  glue  solu- 
tions are  used  somewhat  warmer.  The 
plates,  when  the  glue  has  become  solid, 
are  placed,  until  further  treatment,  in 
a  cool  place  for  2  or  3  hours. 

Imitations  of  malachite  are  prepared 
in  a  similar  manner.  Four  glue  solu- 
tionSj  with  different  shades  of  green  to 
the  lightest  tint,  are  prepared,  and  these 
solutions  poured  upon  a  slightly  green- 
ish-colorea  ground  in  imitation  of  the 
curves  and  veins  peculiar  to  malachite, 
and  these  curves  and  veins  are  then 
traced  with  a  comb  with  teeth  which 
stand  at  unequal  distances  from  each 
other. 

The  ^lass  plates  set  aside  to  be  used 
for  imitations  of  mother-of-pearl  are 
now  taken  in  hand.  The  glue  solu- 
tions must  be  kept  warm  in  a  water- 
bath  and  thoroughly  stirred  every  time 
before  pouring  fliem  upon  the  plates, 
and  the  formation  of  a  sKin  on  the  sur- 
face of  the  glue  must  be  strictly  avoided. 
For  pouring  out  the  solutions  it  is  best 
to  use  a  porcelain  dish  with  a  spout 
and  a  handle,  and  having  a  capacity  of 
about  12  cubic  inches.  The  portion  of 
glue  solution  required  for  each  j>late  (IJ 
fluid  ounces)  is  now  measured  into  the 
porcelain  dish  and,  after  allowing  it  to 
stand  a  little  while,  is  poured  upon  the 
plate  and  uniformly  distributed.  The 
production  of  the  mother-of-pearl  de- 
sign requires  some  skill  and  practice. 
A  comb  with  teeth  set  i  inch  apart  is 
used  for  the  purpose.  It  is  held  in  a 
somewhat  oblique  position,  the  teeth 
are  gently  pressed  upon  the  grlass  plate, 
and  with  frequent  turnings  of  the  comb 
at  a  right  angle  cycloidal  motion  exe- 
cuted. The  treatment  is  commenced 
from  the  front  to  the  back  edge  >of  the 
])late,  and  when  the  glue  begins  to 
thicken  on  the  edges,  continued  at  the 
sifter  places  until  the  desired  design  is 
produced.  The  places,  after  the  glue 
nas  acquired  the  necessary  degree  of 
solidity,  must  not  be  retouched  with  the 
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comb.  When  ifll  the  plates  have  been 
treutod  in  this  manner  tiiey  are  then 
set  aside  in  a  coui  place  for  2  or  3 
hours. 

4.  Transferring  the  Layer  of  Glue  to 
a  Layer  of  Gelatine.  For  each  dozen 
of  veneers  soak  2h  ounces  of  gelatine, 
and  then  melt  them  in  a  water-bath 
and  add  glycerine  equal  to  10  percent, 
of  the  gelatine  and  let  the  mixture 
settle. 

The  glass  plates  treated  with  coloo- 

thar  and  Spanish  chalk  (soapstone)  are 

now  placed  in  a  horizontal  position  ;  1 

gill  of  the  gelatine  solution  is  poured 

upon   them    and   the    gaps    filled  in 

by    means    of  the    glass    rod.       The 

front  edge  of  the  plate  covered  with 

the   colored    layers   of  glue    is   now, 

glue  side  down,  laid  exactly  upon  the 

tront  edge  of  the  gelatine  plate,  while 

the  back  edge  of  the  former  is  gradually 

lowered  until  the  glue  plate  lies  firmly 

upon  the  gelatine  plate.    We  will  here 

remark  that  the  gelatine  solution  must 

only  be  cooled  off  so  far  that  the  glue 

will  not  melt  on  touching  it;  if  it  is 

cooler  the  veneers  will  be  blistered.    It 

must  further  be  looked  to  that,  before 

placing  the  first  plate  upon  the  gelatine 

plate,  no  gelatine  escapes,  but  that  any 

excess  of  the  latter  only  runs  off  after 

the  back  edge  of  the  first  plate  touches 

that  of  the  latter. 

The  ])lates  are  now  allowed  to  rest 
quietly  until  the  gelatine  is  congealed, 
when  they  are  removed  to  a  cool  place, 
where  they  remain  5  or  6  hours. 

The  imitations  of  mother-of-pearl  are 
treated  in  the  same  manner  with  the 
exception  that  the  gelatine  solution  is 
colored  with  the  same  coloring  matter 
as  the  glue  solution.  For  the  colorless 
or  yellowish  veneers  the  gelatine  solu- 
tion is  not  colored. 

After  6  hours  the  first  gla.s8  plate  is 
detached  from  the  layer  of  glue  by 
loosening  the  latter  around  the  edge 
with  a  knife  blade,  and  the  plate  grad- 
ually lifted  off,  commencing  at  one  cor- 
ner. With  some  care  this  is  easily 
accomplished  without  detaching  the 
gelatine  layer. 

5.  Drying  and  Detaching  the  Veneers. 
The  veneers,  with  the  gelatine  layers 
still  adhering  to  the  glass  plates,  are 
now  dried.  This  is  effected  in  a  heated 
voom,  in  which   the  veneers  are  ar- 


ranged upon  frames,  so  that  they  stand 
almost  perpendicularly.  The  hot  air 
enters  near  the  ceiling  of  the  room, 
while  the  moist  air  is  sucked  away  near 
the  floor.  The  temperature  of  the  low- 
est zone,  where  the  fresh  plates  are 
placed,  should  not  exceed  68°  F.  The 
})lates  are  moved  higher  up  every  day 
until,  on  the  third  or  fourth  day,  they 
have  become  entirely  dry.  The  veneers, 
before  removing  them  from  the  room, 
must  be  tested  in  regard  to  their  dry- 
ness. They  are  sufticiently  dry  when, 
on  pressing  the  finger  nail  upon  the* 
ghie,  no  impression  is  made. 

The  plates,  after  removal  from  the 
room,  are  allowed  to  cool  off  for  at  least 
2  hours  before  the  veneers  are  detached 
from  the  glass  plates.  The  operation 
begins  by  detaching  the  gelatine  layer 
on  the  edges  with  a  very  thin  knife 
blade.  The  operator  then  takes  hold 
of  one  comer  of  the  veneer  and  draws 
it  gradually  and  carefully  from  the 
glass  plate.  The  edges  of  the  veneers 
are  then  trimmed  and  they  are  ready 
for  use. 

If  the  veneers  are  to  resist  the  action 
of  water,  mix  with  the  solution  of  gel- 
atine, compounded  with  glycerine,  i 
fiuid  ounce  of  a  solution  of  5  parts  of 
chrome  alum  in  100  parts  of  water  to 
every  plate,  and  immerse  the  veneers 
for  a  short  time  after  they  have  been 
detached  from  the  first  plate  in  a  sim- 
ilar solution  of  chrome  alum. 

The  veneers  prepared  by  these  meth- 
ods can  be  used  for  various  purposes  in 
architecture  and  in  the  manufacture  of 
furniture,  also  for  coating  columns,  for 
inlaid  work,  etc.  It  is  recommended 
to  add  some  glycerine  to  the  glue  with 
which  they  are  to  be  fastened  to  the 
articles,  as  this  will  prevent  them  from 
blistering  and  coming  off. 

Gelatine  Fails  are  variously  colored 
leaves  of  gelatine  about  as  tnick  as  a 
sheet  of  paper.  Th  eir  production  forms 
a  special  branch  of  industry  in  France 
and  England,  where  large  quantities  of 
them  are  produced,  either  simply  col- 
ored or  painted  with  neat  designs  in  gold 
or  silver.  If  but  one  side  of  the  foil  is 
to  be  glossy,  the  solutions  are  poured 
upon  a  glass  plate  and  dried,  but  if  both 
sides  are  to  be  glossy  they  are  dried  be- 
tween two  glass  plates. 

The  manufacture  is  quite  simple.  AI- 
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low  pure  gelatine  to  swell  up  in  water, 
then  pour  off  the  water  and  dissolve 
the  remaining  jelly  over  the  water-bath. 
Allow  the  solution  to  cool  somewhat, 
and  then  add  the  coloring  matter  pre* 
yiously  dissolved  in  water. 

In  place  of  pure  eelatine  a  solution 
of  ordinary  bone  glue  may  be  used. 
Add  to  every  6  pounds  of  glue  i  ounce 
of  oxalic  acid  dissolved  in  water,  which 
will  clarify  the  solution.  To  make  the 
foil  more  pliable  add  also  ^  pint  of  spirit 
of  wine  and  i  ounce  of  rock  candy,  or  a 
■mall  quantity  of  glycerine. 

For  coloring  the  solutions  it  is  best  to 
use  the  aniline  colors  soluble  in  water; 
for  redj  fuchsiue;  for  bluCf  Bleu  de 
Parme;  for  violet.  Hof mannas  violet; 
for  greeity  aldehyde  green ;  for  yellow, 
picric  acid,  and  for  the  various  shades 
mixtures  of  the  above  colors. 

The  gelatine  solutions  are  poured  up- 
on ground-glass  plates  which  have  been 
previously  cleansed  with  elutriated  col- 
cothar  and  rubbed  with  Spanish  chalk. 
The  f!)ils  become  so  smooth  upon  the 
glass  side  that  they  can  be  drawn  off 
without  much  difficulty.  In  many  re- 
spects their  manufacture  resembles  that 
of  "  Imitation  of  Veneers,"  to  which  we 
refer  the  reader. 

Qelatine  foils  are  used  for  printing 
sacred  i  mages,  visiting  cards,  and  labels, 
for  fancy  articles,  ana  in  the  manufact- 
ure of  artificial  flowers. 

SoreVs  ISubstitutes  for  Gutta-percha 
ami  OtotUchouc.  I.  Mix  colopnony  2 
parts,  pitch  or  asphaltum  2,  rosin  oil  8, 
calcium  hydrate  6,  water  3,  alumina  10, 
and  gutta-percha  12.  Heat  the  colo- 
phony, j)itcli,  and  ro3in  oil  in  a  boiler 
and  stir  until  the  resin  and  pitch  are 
dissolved.  Then  stir  the  calcium  hy- 
drate into  a  thin  paste  with  water,  add 
it  to  the  above  mixture  and  beat  the 
mass  ag:ain,  stirring  constantly.  When 
all  are  intimatjiy  mixed  add  the  gutta- 
percha cut  in  small  pieces.  Then  con- 
tinue heating  and  stirring  until  the 
gutta-percha  is  licjuefied,  and  then  add 
the  alumina  previously  pulverized  and 
mixed  with  water.  As  soon  as  this  is 
equallv  distributed  in  the  mixture,  re- 
move ihe  excess  of  water  and  bring  the 
whole  to  the  boiling  point.  If  any  more 
water  separates  remove  it,  then  knead 
the  composition  with  fresh  water,  and 
finally  pass    it  through  rollers.      To 


make  the  com{>o8ition  entirely  water- 
proof, add  5  per  cent,  of  stearic  acid. 

II.  Pitch  8  parts,  rosin  oil  4,  cal- 
cium hydrate  6.  and  gutta-percha  16, 

III.  Pitch  Iz  parts,  calcium  hy- 
drate 6,  gutta-percha  16. 

IV.  Coal-tar  12  parts,  calcium  hy- 
drate 6,  gutta-percha  16. 

The  above  compositions  are  used 
for  manufacturing  water-proof  articles, 
tubes,  machine  belts,  water-proof  boots 
and  shoes,  etc.  If  greater  tenacity  is  to 
be  imparted  to  the  compositions  add 
fibrous  substances,  as  cotton,  wool, 
hemp,  etc. 

To  dive  to  Various  Articles  the  Lus- 
tre of  Mother-of-pearl,  Take  solution 
of  copal  2  parts,  sandarac  2,  solution 
of  dammar  4^  rosin  1,  and  absolute 
alcohol  1.  Mix  the  ingredients  with 
i  their  volume  of  oils  of  bergamot  or 
rosemary,  and  reduce  it  by  distillation 
to  the  consistency  of  castor-oil.  By  ap- 
plying this  varnish  with  a  feather  or 
brush  to  the  surface  of  water,  a  beauti- 
ful iridescent  film  will  be  formed,  which 
is  laid  on  the  articles  to  be  made  iri- 
descent. The  vessel  filled  with  water, 
upon  which  the  film  is  produced,  must 
be  as  large  or  larger  than  the  article  to 
be  coated.  Add  to  the  water  about  5 
per  cent,  of  pure  glue  solution,  and  keep 
it  at  a  temperature  of  about  70°  F. 

Substitute  for  Slate.  Convert  black 
slate  into  a  fine  powder,  sift  the  powder 
and  rub  it  with  water  upon  a  stone. 
When  dry  rub  it  again  witn  the  muller 
BXkA  then  add  to  8  parts  of  the  slate- 
powder  1  part  of  lampblack,  mix  thor- 
oughly with  glue  water,  and  boil  the 
whole  over  a  moderate  fire.  Then  ap- 
ply a  thin  and  uniform  layer  of  the 
composition  to  bristol-board  or  thick 
paper,  let  it  dry,  and  repeat  the  process 
until  the  coat  Has  the  proper  thickness ; 
then  pumice  it  and  finally  apply  a  coat 
of  infusion  of  gall-nuts. 

Bertolio*s  SubstUutefor  Meerschaum. 
Cut  carbonate  of  magnesia  in  small 

Eieces,  place  them  for  a  few  days  in  a 
ot  solution  of  silicate  of  potash,  and 
then  dry  them.  Repeat  this  operation 
several  times,  using  in  place  of  silicAte 
of  potash,  fresh,  hot  solution  of  water- 
glasSj  and  finally  expose  the  pieces  to 
the  air  for  a  fe  w  months.  Pi  eces  treated 
in  this  way  will  become  hard  enough 
in  6  to  7  months  to  be  worked,  and  are 
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a  close  imitatioa  of  the  geuuine  meer- 
schaum. 

To  J^epare  Hatan  to  be  iLsed  in  the 
Manufctcture  of  Corsets.  Ratan  is 
much  used  as  a  substitute  for  wliale- 
bone  in  the  manufacture  of  corsets. 
To  prevent  the  material  from  staining 
the  corset  when  washed,  boil  the  ribs  be- 
fore inserting  them  in  a  solution  of  1 
part  of  calcium  chloride  in  30  of  water 
for  i  hour,  stirring  constantly.  Then 
add  1  part  of  alum,  boil  again  with 
constant  stirring  for  ^  hour,  and  then 
wash  and  rewash  them  in  water,  and 
finally  bleach  them  in  the  sun. 

Composition  for  Cane  Heads,  Gun 
and  Pistil  IStocks,  etc.  To  2  pounds  of 
caoutchouc,  previously  soaked  and 
kneaded,  add  1  pound  each  of  mag- 
ne8ia,~coal-tar,  and  roll  sulphur,  and 
%i  ounces  of  flowers  of  sulphur.  Press 
the  mixture  in  moulds  and  heat  to2oO° 
to  285°  F. 

Soren-Sorensen^s  Imitations  of 
Leather  are  prepared  from  waste  of 
caoutchouc  and  leather.  The  leather 
waste  is  freed  from  all  foreign  substances 
and  then  converted  by  machinery  into 
a  homogeneous  fibrous  material.  By 
treating  this  with  ammoniacal  liquor  a 
gelatinous  compound  is  formed  which, 
after  pressing  m  moulds  or  rolled  out 
in  plates,  gives  a  verv  hard  and  stiff 
product  of  considerable  cohesiveness 
but  without  elasticity,  and  soluble  in 
water.  To  make  the  material  elastic 
and  capable  of  resisting  the  action  of 
water  it  is  mixed  with  caoutchouc. 
The  latter  is  washed,  dried,  then  cut  up 
in  small  pieces  and  dissolved  in  oil  of 
tur|)entine  or  other  suitable  solvent. 
The  leaUier  treated  with  ammoniacal 
liquor  and  the  solution  of  caoutchouc 
are  mixed,  the  mixture  made  homo- 
geneous by  kneading,  and  the  prod  act 
pressed  in  moulds  or  rolled  into  plates. 
The  proportions  depend  on  the  kind  of 
material  to  be  produced.    Thus : 

For  Soles.  Twenty-five  parts  of  solid 
caoutchouc,  67  of  leather  waste,  and  67' 
of  ammoniacid  liquor. 

For  Heels.  Twenty-five  parts  of 
solid  caoutchouc,  80  of  leather  waste, 
and  80  of  ammoniacal  liquor. 

For  Insoles.  Twentv-five  parts  of 
solid  caoutchouc^  90  of  leather  waste, 
and  75  of  ammoniacal  liquor. 

Imitation  of  Marble  for  Pkistic  Ot' 


naments  and  Picture  Fram^.  Boil  U 
pounds  of  good  glue  into  a  thiols  sol  ution, 
stir  into  it  10  ounces  of  rosin  or, 
still  better,  Venetian  turpentine.  Mix 
finely-^ound  mineral  color  in  a  dry 
state  with  powdered  French  chalk  to  the 
color  of  tne  marble  to  be  imitated,  and 
stir  enough  of  it  into  the  above  glue  so- 
lution to  make  a  stiff  paste,  and  then 
add  a  few  drops  of  pure  olive  oil.  Press 
the  mass  in  stone  or  gypsum  moulds,  or 
roll  into  thin  plates.  Cut  the  plates  to 
the  desired  patterns,  glue  them  on,  and 
allow  them  to  dry.  The  mass  becomes 
hard  as  stone.  Any  porous  places 
which  may  be  found  are  filled  in  with 
the  same  composition  diluted,  and  the 
whole  is  finally  coated  with  natural 
or  whi  te  polish .  By  wrapping  the  com- 
position m  a  damp  linen  cloth,  it  can 
be  kept  for  a  long  time.  When  it  is  to 
be  used,  place  it  in  a  pot  heated  by 
steam,  when  it  will  become  again  plas- 
tic. Imitations  of  marbles  of  2  or  more 
colors  can  be  produced  by  mixing  dif- 
ferently colored  compositions  together. 

To  Dye  HardrntU  Shell  BvUons. 
Sort  the  buttons,  selecting  the  whitest 
for  light  fancy  colors  and  the  more 
yellowish  and  yellow  ones  for  brown 
and  black.  Then  cleanse  the  buttons 
thoroughly  by  washing  with  hot  water, 
and  mordant  them  wim  acetate  of  iron, 
copper,  or  lead,  or  aluminium.  They 
are  then  dyed. 

Coal  Black.  Dissolve  by  boiling  10 
pounds  of  extract  of  logwood  in  25  gal- 
lons of  water,  place  the  buttons  in  the 
bath,  and  work  them  in  it  for  ^  hour  at 
190°  F.  Then  take  them  out,  place 
them  in  a  bath  of  iron  liquor,  work 
them  i  hour,  expose  to  the  air  for  2  to 
3  hours,  then  bring  them  in  a  bath  con- 
sisting of  2  ounces  of  potassium  chro- 
mate  and  6  gallons  of  water,  and  finally 
rinse  them  thoroughly  with  water. 

Brown.  Dissolve  oh  pounds  of  pre- 
pared catechu  in  2  gallons  of  water,  and 
when  the  solution  is  clear,  add  to  every 
gallon  of  it  6  gallons  of  water,  heat  the 
mixture  in  a  Doiler  to  100°  F.,  throw 
the  buttons  in,  and  heat  the  bath  for  \ 
hour  to  190°  F.,  stirring  constantly. 
Then  allow  them  to  cool,  work  them 
for  i  hour  in  a  bath  of  8f  ounces  of 
potassium  chromate  dissolved  in  6  gal- 
lons of  water,  and  finally  rinse  them 
thoroughly  with  water. 
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Dark  Brown.    Add  more  or  leas  of 
logwood  liquor  of  4°  B. 

Gray  and  Fancy  Colora,  Boil  10 
pounds  of  gall-nuts  converted  into  a 
coarse  powder  or  sumach,  with  8  gallons 
of  water,  and  pour  3  quarts  of  this  in- 
fusion into  the  dye  boiler  and  add  li 
gallons  of  water.  Heat  the  bath  to 
120°  to  145''  F.,  stir  the  buttons  in  it  for 
i  hour,  and  then  place  them  in  a  bath 
of  iron  liquor  of  4°  B.  for  20  to  30  min- 
ntes.  After  taking  them  from  the  bath 
spread  them  out  in  the  air.  By  treating 
tne  buttons  with  the  different  mordants 
mentioned  above,  and  adding  a  little 
liquor  of  logwood,  Brazil  wood,  fustic, 
or  other  liquors,  all  possible  fancy 
colors  can  be  proonced. 

Olive  Colors  are  produced  by  dyeing 
with  a  strong  infosion  of  quercitron 
with  a  mordant  of  alum^  then  passing 
them  through  a  strong  iron  mordant, 
and  finally  agaip  through  the  dye  bath. 
For  producing  shell  eolorSj  place  5  to  6 
downs  of  buttons  flat  upon  a  board  and 
sprinkle  them  with  spirit  lacquer  by 
means  of  a  watering-pot.  Wnen  the 
lacquer  is  dry,  dye  the  buttons  in  the 
manner  indicated  above,  but  the  tem- 
perature of  the  bath  must  not  exceed 
»5°  to  110°  F.,  since  at  a  higher  tem- 
perature the  lacquer  would  dissolve. 
When  dyed,  bring  the  buttons  in  a 
warm  soda  bath,  which  dissolves  the 
lacquer,  and  the  places  formerly  cov- 
ered bv  it  will  appear  white  upon  a 
colored  ground.  In  this  manner  any 
design  can  be  executed  in  all  colors. 

For  Coloring  with  Aniline  Colors, 
place  the  buttons  first  in  a  mordant  con- 
sisting of  a  solution  of  1  ounce  of  tan- 
nin in  6h  gallons  of  hot  water,  allow 
them  to  remain  for  ^  hour,  and  then 
bring  them  into  the  aniline  dye-bath, 
heated  to  120°  to  145°  F. 

Blue.  Use  aniline  blue  soluble  in 
water. 

Bed.    Fuchsine. 

Scarlet.  Fuchsine  or,  better,  saffron- 
ine  after  the  buttons  have  been  dyed 

Sale  yellow  with  fustic  and  tin  mor- 
ant. 

Green.  Use  methyl  or  malachite  green, 
with  an  addition  of  fustic  liquor  or  pic- 
ric acid  if  more  or  less  yellowish-green 
colors  are  to  be  produced.  The  buttons 
djed  with  aniline  colors  need  not  be 
nnsed  with  water.    They  are  then  thor- 


oughly dried  in  a  warm  place,  and  fin- 
ally polished  in  a  drum  with  chalk  and 
bore  chips. 


Indigo,  Indigotine,  and  Axiza- 

BINE. 

Crystallized  Indigo.  In  preparing 
this  the  oxidation  ofmg&r  is  made  nse 
of  in  the  following  manner:  Place  in  a 
suitable  small  flask,  with  a  well-ground 
stopper,,  i  ounce  of  finely-pulverized 
indigo,  1^  ounces  of  a  strongly  concen- 
trated solution  of  caustic  soda  in  spirit 
of  wine :  then  fill  the  flask  with  boiling 
spirit  of  wine  0.880  specific  gravity,  pre- 
viously saturated  witn  glucose  or  honey. 
Shake  the  mixture  thoroughly  and  let 
it  rest  Then  draw  off  the  supernatant 
clear  fluid  with  a  siphon  into  an  open 
glass  vessel  and  expose  it  to  the  action 
of  atmospheric  air.  The  change  of 
color  which  takes  place  is  remarkable 
and  interesting.  A  precipitate  of  pure 
indigo  is  formed  which  is  at  first  red, 
then  becomes  violet,  and  finally  is 
transformed  into  blue.  This,  after  fil- 
tering and  washing  with  spirit  of  wine 
and  hot  water,  is  dried,  and  3rields 
about  i  of  1  per  cent,  of  crystallized 
indigo  blue.  By  this  process  the  for- 
eign substanc^  remain  either  undis- 
solved, or,  if  dissolved,  remain  in  solu- 
tion while  the  indigo  is  precipitated. 

Indigo-carmine.  Place  in  a  porce- 
lain or  earthen  pot  1  part  of  best  indigo, 
finely  pulverized,  and  1  part  each  of 
fuming  and  ordinary  sulphuric  acid, 
and  stir  constantly  to  avoid  too  strong 
heating.  Then  cover  the  vessel  and  let 
it  stand  far  24  hours.  When  all  the 
indigo  has  been  dissolved,  which  may 
be  recognized  by  a  drop  taken  from  the 
pot  and  thrown  into  a  glassful  of 
water,  coloring  the  latter  blue  without 
forming  a  precipitate,  pour  the  solution 
into  water,  dilute  it  to  18°  B.,  filter 
and  precipitate  the  indigo-carmine  with 
carbonate  of  potash  or  soda ;  collect  the 
precipitate  upon  a  filter  of  wool  or  felt 
and  let  it  drain  off.  Pure  blue-carmine 
is  soluble  in  pure  water,  but  not  in 
water  containing  salt. 

Acetate  of  Indigo.  Dissolve  1  pound 
of  indigo  in  sulphuric  acid,  mix  the 
solution  with  i  gallon  of  water,  then 
add  a  solution  of  7i  pounds  of  sugar  of 
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lend,  stir  th(irriu|;h1]',  add  J  ponnd  of 

Suicklime  slaked  iti  1  quart  of  water, 
Iter  when  culd,  and  \raiih.  The  addi- 
tion of  litnc  removes  the  free  Bulphnrio 
acid  t><)iQ  the  mixture,  which  is  too 
strong  for  man;  fiLbrica,  especially  fine 
cotton  goods. 

Indigo-violet.  Indigo  givea  a  l)eaiiti- 
fill  pare  violet  color  by  mixing  1  part 
of  pure  indigo  with  6  of  sulphuric  acid 
and  lieating  the  mixture  from  6^°  to 
1U0°  F.  Dilute  the  resulting  fluid  with 
10  parts  of  water,  and  by  fiJtering  it  the 
viol^indigo  will  remain  upon  the  filter. 
By  washing  this  with  a  conceptral«d 
solution  of  carbonate  of  soda  a  durable 
and  beautiful  violet  color  is  obtained, 
while  a  dirty,  greenish  fluid  runs  oflT. 


-e  Bubjected  tt 


tould  n 


n  eqnal  tt. 


if  steam  was  only  conducted  into  the 
cylinder  containing  the  garauciae. 

The  steam  passes  from  the  boiler 
through  a  cast-iron  pipe  placed  in  a 
furnace,  and  before  coining  in  coiitaet 
witli  the  garancine  is  conducted  tlirough 
a  globular  reservoir  divided  into  2piirla 
by  H  perforated  division  and  proviiliii 
with  a 'thermometer.  On  the  steani' 
pipe  are  placed  cockB,  by  means  ol 
which  the  progress  of  tlie  operation  ir 
regulated  and,  what  sometimes  maybe. 
come  necessary,  the  steam  conducted 
directly  to  the  (iroduct.  Some  alixari tie 
is  carried  away  with  the  condensu'd 
water,  which  can  be  used  in  dyeing. 


iTtdigo-earmine  in  the  Form  of  Ex- 
tract. Pour  4  parts  of  concentrated 
Bulphnric  acid  over  1  of  the  best  dry 
indigo  finely  pnlvericed,  stirring  con- 
BlBdtly ;  let  the  mixture  slacd  for  24 
hours,  dilate  with  water,  and  filler 
through  a  flannel  cloth.  Precipitate 
tlie  blue  fluid  with  4  parts  of  common 
Mtlt  and  collect  the  precipitate. 

Kopp't  Proca-  "'  ""'■"•""  ''- 
eiid  Alitarine, 
'ith  nulphuric  acid  garancine 
_  __  .._  _ .'.  for  the  pro 
of  alizarine.  It  need  not  be  as  care- 
fully washed  as  when  used  for  dyeinj;. 
The  garancine  is  placed  in  a  metal  cvi- 
inder  surrounded  by  another  cylinder 
into  which  superheated  steam  is  con- 
ducted, while  ordinary  steam  is  passed 
through  the  garancine.   By  these  means 


Ity  this  process  the  alizarine  is  not 

gained  in  prisms  but  in  grains.  Indigo, 
when  heated,  volatiliies  in  purple  sa- 
pors condensing  in  prisms  having  a  deep 
blue  color  with  a  purple  lustre.  This 
is  the  indigoHnt.  Indigotine  can  also 
be  obtained  synthetically  by  heating 
the  syrupy  modification  of  metliyl 
Ditro-phenyl  ketone  until  it  is  converted 
into  a  solid  mass,  which,  when  carefully 
heated  with  soda  lime  and  lino  dust, 
yields  a  small  quantity  of  indigotine. 

The  Apparalvi.  Fig.  27  represents 
Kopp's  apparatus  for  preparing  indigo- 
tine and  alizarine,  a  is  the  steam- 
boiler,  6  the  steam-pipe,  c  the  furnace 
for  superheating  the  steam,  which  passes 
into  the  liirnace  tVom  the  pipe  b  through 
the  pipe  d,  and  passes  out  througii  tne 
pipe  e.    g  h  are  cocks  for  regulating  the 


186 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


current  of  steam.    When  the  cock  g  is 
closed  and  the  cock  h  open,  the  steam 
passes  from  the  boiler  into  the  super- 
neating  apparatus  and  acquires  there  a 
temperature  of  STO*'  to  660°  F.,  but, 
when  the  cock  g  is  open  and  h  closed, 
passes  directly  to  the  chambers  m,  and 
finally,  when  both  cocks  are  half  open, 
half  of  the  steam  is  superheated  while 
the  other  half  remains  in  the  ordinary 
condition,  and  both  enter  the  chamber 
ttt,  where  they  mix.    The  globular  cast- 
iron  chamber  m  is  dividea  into  2  parts 
by  a  perforated  division  indicated  in  the 
illustration.     The  object  of  this  is  to 
mix  the  superheated  and  ordinary  steam. 
In  one  of  the  partitions  of  the  chamber 
is  placed  a  thermometer,  i,  which  indi- 
cates the  temperature  of   the    mixed 
steam.    The  pipes  must  be  all  covered 
with  non-conductors.    The  copper  cyl- 
inder /  contains  the  dry  garancine  in 
Siece.«i  as  large  as  a  nut,  and  is  placed 
etween  2  partitions.    It  communicates 
with  the  chamber  m  b^  a  pipe  provided 
with  the  cock  k.    n  is  a  cylinder  sur- 
rounding the  cylinder/  and  connected 
with  the  chamber  w  by  a  pipe  provided 
with  the  cock  /,  througn  which  the 
steam  is  introduced  into  the  cylinder  /. 
The  excess  of  steam  is  conveyed  into 
the  open  air  through  a  pipe  provided 
with  the  cock  n,    R  is  the  cooling  ap- 
paratus into  which  pass  the  products 
of  distillation  througn  the  pipe}?,  which 
communicates  with  the  cylinder  /. 

The  Operation.  After  the  furnace 
for  superheating  the  steam  has  acquired 
a  temperature  of  660°  F.,  and  the  cylin- 
der /  has  been  filled  with  garancine. 
superheated  steam,  the  temperature  or 
which  is  gradually  raised  to  356°  F.,  is 
allowed  to  circulate  in  the  cylinder  n. 
The  cylinder  /  and  the  garancine  soon 
acquire  both  a  uniform  temperature, 
when  by  opening  the  cock  k  the  super- 
heated steam  is  admitted  to  this  cylin- 
der. The  temperature  of  the  steam  is 
then  raised  to  392°  F.,  next  to  445°  F., 
and  finally  to  465°  F.  The  sublima- 
tion and  distillation  of  the  alizarine 
commences  at  390°  F.  It  volatilizes  in 
orange-yellow  vapors  condensing  to  a 
powder  of  the  same  color.  The  cool- 
ing apparatus  may  be  divided  in  2 
parts,  1  of  which  is  kept  at  a  tempera- 
ture of  nearly  212°  F.,  while  the  other 
is  entirely  cooled  off.    The  greatest  part 


of  the  alizarine  condenses  in  the  first. 
When  distillation  is  finished  the  ali- 
zarine is  collected  upon  a  filter. 

The  proj>erty  of  alizarine  to  form  in- 
soluble colored  metallic  compounds  is 
made  use  of  in  dyeing  and  printing. 
To  produce  madder  colors  on  calico  the 
desired  pattern  is  printed  on  the  cloth 
as  mordant.  For  pinks  and  reds  a  solu- 
tion of  aluminium  acetate  which  is 
thickened  with  gum  or  starch  is  used, 
and  for  purples  and  blacks,  ferrous  ace- 
tate (iron  liquor)  is  employed,  while  a 
mixture  of  the  2  salts  produces  bf own 
or  chocolate  colors.  The  mordanted 
cloth  is  next  hung  up  in  a  warm,  airy 
room,  whereby  the  acetic  acid  is  ex- 
pelled and  the  oxides  are  fixed  in  the 
fibre.  The  cloth  is  now  brought  into 
the  dye-bath,  consisting  of  boiling  water 
and  old  ground  madder  root ;  the  ali- 
zarine  is  gradually  dissolved  and  ab- 
sorbed by  the  oxides. 

Artificial  Alizarine  is  chiefly  used  for 
"topical"  printing;  for  this  purpose  it 
is  printed  together  with  the  mor(lant  on 
the  cloth,  which  is  then  steamed  or 
heated  to  212°  F. ;  the  alizarine  dissolves 
in  the  free  acetic  acid,  which  soon  vola- 
tilizes, while  the  alizarine  combines  with 
the  oxides.  The  colors  thus  produced 
are  more  brilliant  than  those  obtained 
by  dyeing  with  madder. 

As  artificial  alizarine  is  now  brought 
into  commerce  in  a  pure  state,  and  in  a 
paste  of  10  per  cent,  concentration,  we 
give  in  the  following  a  few  receipts  for 
printing  colors  based  u|>on  a  10  per  cent, 
paste  of  alizarine,  which  have  been 
tested  and  given  excellent  results : 

Dark  Red.  Alizarine  6h  pounds,  in- 
spissatlon  (see  below)  17i  pounds,  alu- 
minium acetate  of  10°  B.  1  pcmnd,  cal- 
cium acetate  of  16^  B.  81  ounces. 

Rose  Color  is  obtained  by  brightening 
the  above  with  the  inspissation  for  red. 
Articles,  the  first  print  on  which  is  dark 
red,  must,  before  smoothing,  be  steamed 
for  1  hour.  After  over. printing  they 
are  again  steamed  for  1  hour,  hung  up 
for  24  hours,-  and  then  drawn  for  1  to 
li  minutes  through  one  of  the  following 
baths:  Water  220  gallons,  chalk  m 
pounds,  tin  salt  3i  pounds.  Or,  water 
264  gallons,  chalk  44  pounds,  and 
sodium  arseniate  11  pounds.  The  bath 
should  have  a  temperature  of  120°  to 
145°  F.    The  pieces  are  then  washed 
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and  brightened.  For  10  pieces  of  60 
yards:  1.  Soap:  3  pounds  of  soap,  4 
ounces  of  tin  salt  at  122°  F.  for  i  hour. 
2.  Soap :  3  pounds  of  soap  without  tin 
salt  at  167°  F.  for  i  hour.  3.  Soap : 
3  pounds  of  soap  without  tin  salt  at  167° 
to  176°  F.  for  i  hour.  The  fabrics, 
after  passing  through  1  soap  bath, 
must  be  washed  before  placing  them  in 
the  next. 

Inspissation  for  Red,  Boil  thor- 
oughly 13  pounds  of  wheat  starch,  5 
gallons  of  water,  3  quarts  of  acetic  acid 
of  6°  B.,  2i  gallons  of  gum  tragacanth 
mucilage,  and  3  pounds  of  olive  oil. 

The  gum  tragacanth  mucilage  is  pre- 
pared by  dissolving  10  ounces  of  the 
gum  to  every  gallon  of  water. 

Aluminium  Acetate,  Mix  3  pounds 
of  aluminium  hydrate  with  1^  gallons 
of  acetic  acid,  heat  the  mixture  and 
filter,  and  dilute  it  afterwards  to  any 
desired  degree. 

Aluminium  Hyd/rate.  Dissolve  80 
pounds  of  alum  in  100  gallons  of  water 
and  precipitate  it  with  a  solution  of  68 
pounds  of  soda  in  100  gallons  of  water. 
Wash  the  precipitate  8  times  by  decan- 
tation,  then  collect  it  upon  a  filter  and 
finally  press  it  out.  A  10  per  cent, 
paste  generally  requires  an  addition  of 
20  per  cent,  of  its  weight  of  aluminium 
acetate  of  12°  B. 

Solution  of  Calcium  Acetate  of  16° 
B.  contains  25  per  cent,  of  calcium  ace- 
tate. For  alizarine  paste  thoroughly 
washed  out,  10  per  cent,  of  its  weight 
of  the  solution  will  be  reauired,  but  it 
IS  advisable  to  ascertain  oy  a  test  the 
necessary  addition  of  calcium  acetate 
to  every  portion  of  alizarine. 

Printing  Colors  for  Red  and  Violet 
Articles  by  using  a  PaMe  containing  10 
per  cent,  of  dry  Dyestuff,  Eight  and 
three-fourth  pounds  of  alizarine,  2  gal- 
lons of  inspissation  (see  above),  10 
ounces  of  aluminium  nitrate  of  15°  B., 
li  pounds  of  aluminium  acetate  of  10° 
B.,  and  14  ounces  of  calcium  acetate  of 
10°  B. 

Very  Dark  Red,  Ten  pounds  of  ali- 
zarine, 2  gallons  of  inspissation  (see 
above),  14  ounces  of  aluminium  nitrate 
of  15°  B.,  li  pounds  of  aluminium  ace- 
tate of  10°  B.,  and  1  pound  of  calcium 
acetate  of  16°  B. 

Aluminium  Nitrate,  Three  and  a 
half  ounces  of  lead  nitrate,  2  pounds  of 


alnm^  and  i  gallon  of  water.  By  using 
alummium  nitrate  the  red  becomes 
more  yellow  than  when  aluminium  ace- 
tate is  employed,  the  former  requiring 
also  more  calcium  acetate  than  the 
latter. 

Another  Red  without  Oil,  Boil  thor- 
oughly alizarine  9^  pounds,  acetic 
acid  of  8°  B.  lOi  pounds,  flour  4 
pounds,  water  i  gallon;  stir  until  cold 
and  then  add  calcium  acetate  of  16° 
B.  17  ounces,  aluminium  nitrate  2 
pounds,  and  calcium  hyposulphite  of 
9°  B.  3  pounds. 

Violet  Printing  Color,  Alizarine  3 
pounds,  inspissation  (see  below)  2^ 
gallons,  metnyl  acetate  of  iron  of  12° 
a.  7  ounces,  and  calcium  acetate  of 
16°  B.  13  ounces. 

Violet  Inspissation,  Boil  thoroughly 
10  pounds  of  starch,  4  gallons  of  water, 
2  gallons  of  mucilage  of  gum  tragacanth, 
2i  ounces  of  gum  to  every  quart  of 
water,  2i  quarts  of  acetic  acid  of  6°  B., 
and  2  pounds  of  olive  oil,  and  stir  until 
cold. 

The  printed  fabric  is  steamed  for  1 
to  2  hours  at  a  pressure  of  half  an 
atmosphere  and  hung  up  for  24  to  36 
hours.  It  is  then  passed  for  li  to  2 
hours  through  the  following  bath  at  a 
temperature  of  120°  to  145°  F. :  Water 
220  gallons,  chalk  44  pounds,  sodium 
arseniate  11  pounds.  It  is  then  washed 
and  soaped  at  145°  to  167°  F.  for  1  hour, 
with  3h  pounds  of  soap  for  every  10 
pieces,  each  50  yards  long.  It  is  then 
washed,  dried,  and  finally,  if  necessary, 
slightly  chloridated. 

ueitner^s  Alizarine  Liquor,  Pour 
over  i  part  of  madder  root  cut  up  in  a 
matrass,  6  parts  of  alcohol  of  94  per 
cent.,  and  let  it  digest  for  24  hours  at  an 
ordinary  temperature,  shaking  it  fre- 
quently. By  nltering  through  blotting- 
paper  a  clear  brownish-yellow  tincture 
IS  obtained  which  is  known  as  **-4/a«- 
arine  Liquor," 


Inks.     Lithographic,    Printing 
AND  Writing. 

Good  printing-ink  possesses  the  fol- 
lowing properties:  A  homogeneous 
mass  of  a  glossy  black  color,  uncnanged 
by  exposure  for  a  considerable  time  to 
the  air,  and  quickly  drying  after  print- 
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ine ;  nf  a  conBistency  sufficient  to  pre- 
viiiJi  iu  miietniting  tixi  clcep  into  the 
paper  t«  blur  tUe  a|>peu'aiic(:  of  prints 
i[i^  on  the  utiier  side.  LiDseed  oil  in 
the  prinr.itnl  ingredient  in  the  manu- 
factiire  <if  priating-int.  Theoilshould 
be  orgoodquullty.as  an  inferior  article 
eivea  a  bad  nnell  unil  rusty  shade  □!' 
Cilor,  Tlie  oil  is  refined  by  being 
mixed  with  a  small  percentage  of  oon- 
(^entrated  sulphuric  acid  and  healed 
fir  a  tew  hours  at  a  temperature  not 
excee<liug3l3''F.,  and  allowed  to  settle, 
after  which  it  is  drawn  off  from  the 
■ulphuric  acid  and  repeatedly  washed 
with  warm  water  nntil  every  trace  of 
the  acid  is  removed.  The  oil,  if  treated 
in  the  right  manner,  should  havea  light 
yellow  color  and  be  entirely  free  from 
smell.  It  must  be  protected  from  the 
air,  ajiia  this  condition  it  will  dry  very 

The  refined  oil  iathen  heated  to  such 
a  degree  that  a  part  nf  it  becomes  de- 
composed. Specially  constructed  ves- 
sels must  be  used  for  tliis  purpose,  as 
the  volume  of  the  oil  inereaflea  in  an 
extraordinary  degree  incoinequence  of 
the  many  bubbles  which  are  formed. 
The  most  suitable  apparatus  used  for 
this  purpose  is  repre.«eDled  in  Fig.  28. 
It  consists  of  a  cylinder  of  sheet  iron. 
A  rim  bent  upwards  like  a  shell  is 
placed  about  half  way  up  on  the  sides 
of  the  cylinder,  Thetopof  thecylindei 
is  surrounded  by  a  strong  iron  ring  oi 
whiuh  are  fiiateaed  the  chains  of  { 
tackle  which  enables  the  attendants  ti 
lift  the  cylinder  quickly  from  the  fire^ 

glac«.  A  helmet  or  cover  of  sheet  iron 
tting  as  air-tight  aa  possible,  com 
pleles  the  apparatus,  which  should  bi 
erected  in  a  fire-proof  room,  A  flue 
connected  with  a  well-drawingohimney 
is  placed  in  the  roof  of  the  bnildiuK  to 
carry  off  the  injurious  vapors  arising 
from  the  boiling  linseed  oil.  Tl" 
fforkman  should  be  provided  with 
stool  high  enough  to  enable  him  en 
veniently  to  take  samplsa  out  of  the 
cylinder.  The  chains  of  the  tackle  are 
fastened  to  a  movable  crane  so  that  at 
the  word  of  command  an  a^wistant  cai 
lift  the  cylinder  immediately  from  thi 
fire  and  move  it  aside.  The  cylinde 
is  filled  only  half  fall  with  nil.aatronj 
fire  being  kept  under  it  at  the_  com 
flieucement  of  the  work.    The  oil  wil 


Fig.  28. 

escape  of  water  vapors  which  are  de- 
velofied  from  the  oil,  and  originate 
from  water  mixed  mechanically  with 
it.  It  ceases  in  a  short  time,  and  as  tlie 
temperature  rises,  the  oil,  having  now 
become  entirely  black,  swims  quietly 
and  uniformly  in  the  cylinder. 

Prom  this  moment  on  the  oil  rial's 
constantly  in  the  cylinder,  and  tiirows 
out  small  bubbles  where  it  comes  in 
contact  with  the  walls  of  the  cylinder. 
As  soon  as  vapors  of  a  punj^ent  odoi 


Them 


it  the  ei 


IS  of 


the  oil  c -  .. 

vajHira  are  also  evolved  from  the  in' 
terior,  the  fire  must  be  quickly  moder 
ated  or  the  fluid  will  surely  boil  over, 
bethevesselncversocapaciona.    If  the 
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Ated,  the  cylinder  must  at  once  be  lifted 
from  the  hearth,  and  only  replaced 
when  the  oil  has  subsided. 

The  best  plan  is  to  keep  the  oil  at 
iuch  a  temperature  that  the  develo{>ed 
vapors  ignite  on  coming  in  contact  with 
a  lighted  candle,  but  will  go  out  when 
the  flame  is  removed,  or  can  be  at  least 
easily  extinguished  by  placing  the 
cover  upon  the  cylinder.  The  firing  is 
then  regulated  in  such  a  manner  that 
the  vapors  will  be  developed  quietly 
and  uniformly  without  a  further  rising 
of  the  contents,  and  the  condition  of  the 
oil  is  tested  bv  the  "  thread-test." 

To  make  tnis  test,  a  small  quantity 
of  the  oil  is  taken  from  the  cylinder 
with  a  wooden  spatula.  This  is  cooled 
off  by  swinging  it  to  and  fro,  and  a  drop 
of  it  is  then  squeezed  between  the  fin- 
gers and  drawn  out.  In  doing  this  a 
viscid  thread  1^  to  2  inches  long  before 
breaking  should  be  formed  from  one 
finger  to  the  other.  If  the  thread 
breaks  before  reaching  that  length,  the 
boiling  must  be  continued.  If  the 
sample  is  of  the  requisite  quality,  the 
cylinder  is  at  once  lifted  from  the  fire 
and  the  varnish  allowed  to  cool  off;  or 
it  is  subjected  to  what  is  technically 
called  *'buniing."  This  consists  in 
igniting  the  vapors  and  allowing  the 
varnish  to  burn  for  about  five  minutes, 
when  the  fire  is  extinguished  by  plac- 
ing the  cover  upon  the  cylinder. 

Burning  the  varnish  makes  it  very 
dark.  This,  of  course,  is  of  no  conse- 
quence when  it  is  to  be  used  for  black 
printing-ink,  but  it  is  best  to  omit  the 
Durning  if  the  varnish  is  to  be  used  for 
colored  inks ;  in  fact,  for  delicate  shades 
of  color,  burned  varnish  cannot  be  at 
all  used. 

Hemp  oil  being  much  cheaper  than 
linseed  oil  is  sometimes  used  in  place 
of  the  latter.  It  produces  a  tolerably 
good  ink,  but  the  disagreeable  odor  of 
the  oil  adheres  to  it,  and  for  this  reason 
varnish  prepared  with  this  oil  should 
never  be  used  for  fine  colors. 

The  consistency  of  a  printing-ink  de- 
pends upon  the  purpose  for  which  it  is 
to  be  used  ;  the  more  elegant  the  print- 
ing is  to  be,  the  more  the  varnish  must 
be  boiled  down,  and  the  greater  will  be 
the  expense  of  producing  the  ink.  For 
newspapers  and,  generally  speaking, 
for   matter    which    must   be   print^ 


quickly,  a  more  fluid  varnish  is  used 
than  for  printing  books.  The  thickest 
varnish  is  used  for  copper  plate  and 
lithographic  printing. 

Sometimes  rosin  is  added  to  the  var- 
nish so  that  it  will  not  be  required  to  be 
boiled  down  so  much.  It  is  best  to  use 
the  ordinary^  pure,  brown  pine  rosin 
for  black  printing-ink,  but  the  light- 
colored  American  rosin  is  more  suitable 
for  printing  colors.  The  rosin  should 
be  refined  by  melting  and  filtering  to 
prevent  pebbles  or  p]ant-f)art8,  fre- 
quently mixed  with  the  rosin,  from 
getting  into  the  varnish.  The  rosin  is 
added  to  the  oil  when  the  latter  has 
been  heated  so  far  that  its  boiling  is 
plainly  noticeable  on  the  edge  of  the 
cylinder.  For  120  parts  of  linseed  oil, 
40  to  60  of  rosin,  and  also  12  to  14  of 
soap,  are  used.  The  purpose  in  adding 
soap  is  to  facilitate  tlie  cleansing  of  the 
forms,  which  then  can  be  accomplished 
by  washing  them  with  a  brush.  The 
soap  to  be  used  must  be  entirelv  dry. 
Yellow  rosin  soap  answers  for  ondinary 
printing-ink,  but  white  tallow  soap 
must  be  used  for  fine  colors. 

For  black  printing-ink,  lampblack 
prepared  in  a  special  apparatus  is  gen- 
erally used;  for  printing  colors  the 
various  mineral  and  lac  colors.  All 
substances  used  for  coloring  must  he 
rubbed  very  fine  and  the  coloring  mat- 
ter mixed  with  the  varnish  in  the  most 
careful  manner,  so  as  to  obtain  an  ab- 
solutely uniform  color. 

We  give  a  number  of  receipts  for  pre- 
paring printing-inks. 

I.  Mix  between  rollers  16  pounds  of 
prepared  linseed  oil,  3  ounces  of  pul- 
verized indigo,  or  a  like  quantitv  of 
Berlin  blue,  and  8  pounds  of  ^nest 
lampblack.  The  linseed  oil  is  used 
hot. 

II.  Dissolve  a  small  quantity  of  black 
rosin  or  melted  amber  in  30  parts  of  old 
linseed  oil ;  boil  it  to  a  thick  lacquer 
and  let  it  cool.  Allow  the  mixture  to 
stand  for  a  few  months  for  the  im- 
purities to  settle,  and  then  mix  it  with 
at  least  15  parts  of  fined  lampblack, 
and  grind  the  whole  fine  in  a  suitable 
mill. 

III.  Boil  down  100  parts  of  old  lin- 
seed oil  or  nut  oil  to  the  consistency  of 
syrup ;  then,  in  order  to  clean  it  from 
impurities,  add  2  parts  of  bread  and  a 
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few  onions,  and  ignite  the  compound 
several  times,  so  that  it  is  reduced  to  i 
of  its  weight.  Now  boil  30  to  35  parts 
of  turpentiue  until  a  sample  taken  from 
the  boiler  and  placed  upon  paper  ap- 
pears, when  cold,  clear,  and  breaks  off 
without  crumbling.  Then  mix  both 
the  fluids,  which  should  be  cold  and  of 
the  consistency  of  syrup,  boil  up  once 
more,  add  the  necessary  quantity  of 
lampblack,  and  grind  the  whole. 

IV.  Rub  fine  upon  a  marble  slab  10 
ounces  of  rosin,  3  ounces  of  lamp- 
black, i  ounce  of  Berlin  blue,  a  like 
quantity  of  indigo,  i  ounce  of  indigo- 
red,  and  a  like  quantity  of  dry,  yellow 
rosin  soap. 

V.  Melt  together,  with  constant  stir- 
ring, 1  pound  of  rosin  oil,  13  ounces  of 
rosin,  and  3  ounces  of  soft  yellow  soap, 
until  a  homogeneous  mixture  is  formed. 
The  consistency  is-  regulated  by  an  ad- 
dition of  rosin  oil.  Lampblack  and 
other  coloring  substances  are  added 
after  the  varnish  is  cold. 

VI.  The  heavy  tar  oil  remaining  in 
the  manufacture  of  anthracene  is  boiled 
with  about  10  per  cent,  of  chloride  of 
copper.  The  on  assumes  a  black-brown 
color,  and  requires  then  but  a  small 
quantity  (about  2  per  cent.)  of  aniline- 
violet  sebate. 

Prinfing-ink  from  Coal-tar.  Heat 
coal-tar  with  6  to  15  jwr  cent,  of  co- 
lophony and  10  per  cent,  of  parafline 
oil.  Treat  the  varnish  with  chloride 
of  soda  or  chloride  of  lime  and 
hydrochloric  acid,  to  remove  the  odor 
of  the  tar  and  paraffine  oil.  Heat  the 
purified  varnish  and  compound  it  with 
20  to  25  per  cent,  of  glycerine  and  18 
per  cent,  of  lampblack,  and  then 
grind. 

By  another  process  the  coal-tar  is 
heated  with  sulphuric  acid,  the  mass 
neutralized  with  soda,  and  then  treated 
with  chlorine.  The  varnish  is  boiled 
with  2i  to  3  per  cent,  of  lard  and  4  to  5 
per  cent,  of  glycerine,  or  in  place  of  the 
latter,  with  8  to  10  per  cent,  of  soap, 
when  it  is  filtered  and  rubbed  up  With 
A  to  A  pound  of  lampblack.  For 
finer  colors  a  dark  aniline  color  is  dis- 
solved in  the  glycerine,  or  2  to  5  per 
cent,  of  extract  of  logwood,  besides  chro- 
mate  of  potash,  alum,  or  tartar  is  added 
to  the  varnish. 

Thick  Printer's  Varnish  with  Coal- 


tar  Varnish  Oil.  Boil  55  ponnds  of 
linseed  oil  with  6^  pouiids  of  fine 
litharge  until  the  ou,  on  cooling, 
thickens ;  then  allow  it  to  settle  qnietly. 
Now  melt  22  pounds  of  light  American 
rosin,  add  it  to  the  thick  linseed-oil 
varnish,  and  continue  boiling  for  some 
time,  and  finally  add  11  pcmnus  of  coal- 
tar  varnish  oil,  continue  heating  for 
some  time  and  then  stir  until  cold.  The 
varnish  should  be  thickly  fluid  and  of 
the  consistency  of  honey. 

Mne  Printer' s-dnk  with  Coal-tar 
Varnish  Oil.  Rub  22  pounds  of  semi«- 
calcined  lampblack  very  fine  upon  a 
stone  slab,  and  add  gradually  some 
rectified  spirit  of  turpentine  until  a 
thick  paste  is  formed ;  continue  rubbing 
until  the  compound  acquires  a  gloss. 
Now  rub  22  pounds  more  of  semi- 
calcined  lampblack  to  the  same  con- 
sistency but  with  an  addition  of  coal- 
tar  varnish  oil,  and  intimately  mix 
both  compounds.  Then  rub  upon  a 
stone  slab  4^  pounds  of  Parisian  blue, 
add  81  ounces  of  dryer,  then  the  above 
mixture  of  lampblack,  and  mix  uU 
together. 

This  printing-ink  is  specially  adapted 
for  fine  lithographic  work,  cardjd,  and 
artistic  printing. 

Black  Printing  Colors  patented  in 
Germany  are  prepared  from  45  parts  of 
anthracene  oil  (green  oil)  previously 
boiled  with  5  per  cent,  of  chloride  iii 
copper,  40  parts  of  pitch  or  asphaltum, 
12  parts  of  soft  soap,  5  to  8  parts  of  train 
oil,  and  3  to  15  parts  of  aniline  colors 
soluble  in  alcohol.  To  remove  the  un- 
pleasant smell  of  the  anthracene  oil 
treat  it  at  a  temperature  of  above  212° 
F.  with  nitric  acid. 

New  Process  of  Preparing  Printing- 
inks,  In  place  of  linseed-oil  varnish 
solutions  of  40  to  50  parts  of  roidn 
or  other  resins  in  25  of  parafSne  oil  are 
used. 

Printing  and  Stamping  Ink  con- 
taining Iron.  Add  to  inks  prepared 
from  linseed-oil  varnish,  combinations 
of  ferric  or  ferrous  oxides  or  metallic 
iron.  These  form  an  intimate  combi- 
nation with  the  cellulose  and  sizing  of 
the  paper,  in  which,  even  if  the  black 
of  the  ink  is  entirely  destr«>yed  for 
fraudulent  purposes,  the  ironoan  be 
accurately  pointeil  out. 

Bronze  Color  for  Direct  Printing 
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upon  Paper,  Oil'Olothy  etc.  The  gold 
and  silver  designs  on  wall  papers,  oil- 
cloth, etc.,  were  formerly  produced  by 
applying  ^old  leaf  or  silver  leaf  to  the 
design,  printed  with  thick  linseed-oil 
varnish,  or  some  other  agglutinant,  or 
dusting  it  with  bronze  powder.  In  the 
new  process  the  bronze  powder  is  mixed 
with  the  agglutinant  and  printed  di- 
rectly upon  the  paper.  Water-^lass  is 
an  excellent  agglutinant  for  this  pur- 
pose. By  rubbing  up  1  part  by  weight 
of  bronze  powder  with  2  parts  by  weight 
of  water-^lass,  a  printing  color  is  ob- 
tained, which,  on  being  applied  to  the 
blocks  or  rollers,  can  be  at  once  trans- 
ferred to  paper,  oil-cloth,  or  tissue,  and 
wood  or  metal  surfaces.  The  bronze 
print  prepared  in  this  manner  dries 
very  -quick,  cannot  be  removed  by 
water  or  oil  (if  not  boiJing),  and  is  in- 
sensible to  heat  and  light.  If,  in  print- 
ing, the  bronze  color  dries  too  quickly, 
dilute  it  with  10  to  12  per  cent,  of  water, 
or  5  to  10  per  cent,  of  sugar  syrup,  the 
latter  giving,  besides,  more  body  to  the 
color. 

Black  Printing-ink  which  may  also 
be  used  <w  Etching  Ground,  Heat  and 
mix  intimately  40  parts  of  pitch  or  as- 

f»haltum,  28  of  rectified  tar  oil,  8  of  ani- 
ine-violet  sebate,  24  of  residue  of  the 
distillation  of  black  rosin  oil. 

Preparation  of  Tannin  Black  and  its 
Use  for  Printing-ink  and  other  Pur- 
poses. Chips  and  all  kinds  of  waste 
of  leather,  animal  waste  containing 
glue  and  gelatine,  and  substances  con- 
taining tannic  acid  serve  as  raw  ma- 
terial m  manufacturing  tannin  black. 

I.  One  thousand  pounds  of  the  mate- 
ri«l  are  heated  with  about  350  gallons  of 
water.  After  the  liquid  is  drawn  off, 
water  is  again  poured  upon  the  mass. 
About  50  pounds  of  caustic  soda  are 
then  added,  the  whole  is  boiled  for  a 
few  hours,  and  the  liquid  then  drawn 
off  and  added  to  the  firstliquid,  to  which 
90  pounds  of  sulphate  of  iron  have  been 
added.  After  the  second  liquid  has 
been  added,  30  pounds  more  of  sulphate 
of  iron  with  some  alum  are  added  to 
complete  precipitation.  The  mass,  after 
being  suflSciently  stirred,  is  then  filtered. 
To  prevent  subsequent  moulding  3  gal- 
lons of  heavy  tar  oil  are  added  to  each 
of  the  liquids  drawn  off. 

II.  According  to  another  process,  the 


same  proportions  of  material  and  water 
are  brought  into  a  steam  boiler,  and 
30  pounds  of  caustic  soda  and  3  gallons 
of  heavy  tar  oil  added.  The  whole  is 
evaporated  for  a  few  hours  and  then 
drawn  off  into  a  pan.    Here  the  same 

Juantity  of  sulphate  of  iron  as  given  in 
.  is  added,  with  360  gallons  of  water, 
40  pounds  of  caustic  soda,  and  3  gallons 
of  tar  oil.  The  whole  is  then  ooiled, 
the  fluid  drawn  off,  30  pounds  of  sul- 
phate of  iron  are  added,  and  the  pre- 
cipitate treated  as  above.  For  printing- 
ink,  the  black,  to  which  some  prussiate 
of  potash,  or  some  decoction  of  logwood 
has  been  previously  added,  is  evaporated 
to  i  its  weight,  and  then  mixed  with 
linseed-oil  varnish.  For  shoe-blacking 
the  black  is  mixed  with  rosin  soap  and 
decomposed  with  hydrochloric  acid, 
and  then  syrup,  su^ar  waste,  chloride 
of  potash,  non-drymg  oil,  and  crude 
glycerine  are  added  in  suitable  propor- 
tions. 

Lithographic  Inks,  I.  Melt  10  ounces 
of  wax,  8  ounces  of  shellac,  5  ounces  of 
mastic,  4  ounces  each  of  pure  tallow 
and  hard  tallow  soap,  and  ^  ounce  of 
Venetian  turpentine,  and  mix  with  this 
2i  ounces  of  lampblack.  This  ink  is 
rubbed  up  with  water  like  water-colors 
and  forms  an  emulsion. 

II.  consists  of  a  mixture  of  2  ounces 
of  suet,  3i  ounces  each  of  white  wax  and 
of  soap,  i  ounce  of  shellac,  li  ounces 
of  mastic,  i  ounce  of  butter,  and  i  ounce 
of  caoutchouc  dissolved  in  oil  of  laven- 
der, and  li  ounces  of  lampblack. 

The  solid  ingredients  are  triturated 
and  melted,  the  solution  of  caoutchouc 
is  then  carefully  added,  the  mass  being 
constantly  stirred.  It  is  then  ignited 
and  allowed  to  burn  for  2  minutes,  when 
it  is  extinguished  by  placing  the  lid 
upon  the  vessel  containing  it.  It  is 
then  mixed  with  the  lampblack  by  rub- 
bing on  a  stone,  again  melted  and  poured 
out,  and  allowed  to  become  cold. 

III.  Heat  40  parts  of  yellow  wax  un- 
til the  vapors  emitted*  become  ipnited. 
Then  take  it  from  the  fire  and  add  grad- 
ually 10  parts  of  mastic,  28  of  gum  lac, 
and  22  of  Castile  soap,  and  mix  it  with 
9  parts  of  lampblack ;  then  igTiite  the 
compound,  remove  it  from  the  fire,  ex- 
tinguish the  flame,  pour  the  mass  upon 
a  stone,  and,  when  cold,  divide  it  into 
disks. 
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IV.  Another  kind  consists  of  3  parts 
of  shellac,  4  of  soap,  6  of  white  wax,  2 
of  talluw,  and  6  of  a  strong  solution  of 
saridarac,  and  sufficient  lampblack  to 
color  the  mixture  black. 

Autographic  Ink  consists  of  10  parts 
of  dry  soap,  10  of  wax,  5  each  of  shellac 
and  mastic,  and  3  each  of  mutton  tallow 
and  fine  lampblack. 

Lithographic  Printing-ink  is  pre- 
pared by  melting  together  8  parts  each 
of  tallow,  soap,  and  wax,  6  of  shellac, 
and  4  of  mastic,  and  add.ing  the  neces- 
sary lampblack.  It  is  used  to  make 
imprints  upon  paper  from  engraved 
plates,  which  are  then  transferred  to 
the  lithographic  stones. 

English  Lithographic  Ink,  Pulverize 
and  mix  together  12  parts  of  shellac,  8 
of  mastic,  and  melt  in  1  of  Venetian 
turpentine.  Remove  the  vessel  from 
the  fire,  add  16  parts  of  wax  and  6  of 
tallow,  and  when  they  are  melted  add 
6  parta  of  hard  tallow  soap  cut  into 
shavings,  and  11  parts  of  lampblack. 

The  mass,  after  having  been  inti- 
mately mixed  by  boiling^  la  allowed  to 
cool  off  somewhat,  and  is  then,  while 
still  in  a  liquid  state,  poured  upon  a 
marble  slab,  and,  when  cold,  cut  into 
square  pieces. 

The  principal  property  of  a  good 
lithographic  ink  is  that  it  does  not 
penetrate  into  the  stone,  so  that  the  most 
delicate  lines  of  a  drawing  will  stand  a 
great  number  of  impressions.  It  must 
therefore  be  capable  of  resisting  the 
acid,  with  which  the  stone  is  prepared, 
to  such  a  degree  that  not  even  the 
smallest  particle  of  the  fatty  substances 
is  attacked  by  it. 

Writing-ink.  Although  there  is  per- 
haps no  other  chemical  preparation  in 
such  general  use  as  writing-ink,  but  few 
inks  answer  all  requirements.  This 
may  be  explained  by  the  circumstance 
that  receipts  for  ink  cannot  be  calcu- 
lated according  to  a  chemical  formula, 
but  largely  depend  on  experiments,  and 
that  we  are  forced  to  use  the  collected 
results  of  such  experiments.  A  good 
black  writing-ink  must  readily  flow 
from  the  pen,  show  either  at  once  or  in 
a  short  time  a  deep  black  color,  and 
must  not  attack  the  pen  or  the  paper. 
When  kept  in  a  hermetically  closed 
vessel  no  sediment  of  any  account 
should  be  formed,  although  such  will ! 


always  be  fonnd  in  ordinary  inkstands, 
and  this  the  quicker  the  more  the  ink 
comes  in  contact  with  atmospheric  air. 
An  ink  available  for  documents  must 
not  be  so  much  obliterated  by  water  or 
absolute  alcohol  as  to  render  the  writ- 
ing indiscernible. 

Ink  may  be  either  a  clear  solution  of 
any  coloring  matter,  or,  as  is  generally 
the  case  with  ordinary  writing-ink,  con- 
sist of  a  finely-divided  insoluble  pre- 
cipitate, held  in  suspension  in  water. 
The  principal  materials  used  in  prepar- 
ing this  kind  of  ink  are  gall-nuts,  sul- 
phate of  iron,  and  gum,  used  in  various 
proportions.  The  gall-nuts  are  con- 
verted into  a  coarse  powder  and  boiled 
with  water,  or,  what  is  better,  digested 
for  several  hours  in  water  of  a  temper- 
ature near  the  boiling  point ;  the  decoc- 
tion is  then  filtered  and  the  dissolved 
sulphate  of  iron  and  gum  are  added. 
In  the  following  we  give  a  few  receipts : 

I.  12  parts  of  gall-nuts,  5  of  sulphate 
of  iron,  5  of  gum-Senegal,  and  120  of 
water  furnishes  a  very  useful  ink  for 
ordinary  purposes. 

II.  The  following  gives  a  beautiful 
writing-ink :  11  parts  of  gall-nuts,  2  of 
sulphate  of  iron,  }  part  of  solution 
of  indigo,  and  33  of  water. 

The  quantities  in  the  above  receipt 
being  proportionally  larger,  allow  of 
the  omission  of  the  gum,  while  the 
solution  of  indigo  imparts  a  deeper, 
brilliant  black.  Although  the  writing 
executed  with  this  ink  can  be  removed 
from  the  paper  by  diluted  acid,  it  can 
be  restored  by  chemical  means. 

III.  Boil  2  pounds  of  pulverized 
gall-nuts  in  3  gallons  of  water,  strain 
the  decoction  through  a  linen  cloth  and 
filter  it,  and  add  1  pound  each  of  sul- 
phate of  iron  and  gum-Arabic dissolved 
in  3  quarts  of  water 

The  mixture  is  stirred  from  time  to 
time  and  exposed  to  the  air  until  it  ha^ 
assumed  a  bluish-black  color.  It  is 
then  allowed  to  settle,  when  the  clear 
ink  is  drawn  off  and  bottled.  This  ink 
is  sold  under  the  name  of  "l>0KJ)le 
Ink;"  the  "Simple  Ink"  is  obtained 
by  adding  an  equal  volume  of  water. 

To  prevent  the  ink  from  moulding  an 
addition  of  creosote  or  carbolic  acid  is 
highly  recommended.  Oa^  drop  of 
creosote  thoroughly  stirred  in  suffices 
for  1  quart  of  ink.    A  slight  addition  of 
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'salicylic  acid  will  prevent  the  formation 
of  mould  even  iu  open  inkstands. 

Tiie  sediment  remaining  in  the  stor- 
ing barrels  is  used  for  marking  boxes, 
barrels,  etc. 

As  ink  prepared  from  gall-nuts  and 
sulphate  of  iron  has  but  a  dull  color,  a 
smull  quantity  of  sugar  or  sulphate  of 
copper  is  added  to  give  it  lustre,  though 
the  latter  attacks  steel  pens. 

It  frequently  happens  that  an  ink 
which  is  olack  at  nrst  assumes,  iu  the 
course  of  time,  a  yellowish  tint.  This 
is  prevented  by  adding  2  ounces  of 
caustic  aqua  ammonia  to  every  pound 
of  sulphate  of  iron  used. 

Other  substances  containing  tannin, 
as  sumach,  log^^ood,  the  bark  of  oak  or 
alder,  are  frequently  substituted  in  j)art 
or  entirely  for  gall-nuts ;  but  the  ink 
prepared  in  this  way  is  not  as  fine,  it 
flows  badly  from  the  pen  and  soon 
changes.  In  the  following  we  give  a 
few  of  these  modified  receipts  : 


Oall  nuts  .... 
Logwood  .... 
Sulphate  of  iron.  . 
Sulphate  of  copper . 
Gain-Arabic    .     .     . 

Suj^ar 

Water 


a 

•M         to 

§  ^3 

< 


Parts. 


100 
25 
30 
30 
30 


2000 


•Si     o 


S 


Parts. 


86 
30 
30 
10 
30 
10 
2000 


.2  i 


S 


Parts. 


100 
30 
30 

GO 

2000 


An  ordinary  writing-ink  can  be  pre- 
pared by  boiling  li  pounds  of  logwood 
with  sufecient  water  to  leave  a  residue 
of  2i  quarts.  When  cold,  add  IJ 
drachms  of  yellow  bichromate  of  pot- 
ash arid  stir  thoroughly,  and  the  ins  is 
ready  for  use  without  the  addition  of 
gum.  This  ink  is  cheap  and  suitable 
for  steel  pens,  but  becomes  thick,  which 
defect,  according  to  Stein^csin  be  avoided 
by  adding  a  few  drops  of  solution  of 
mercury  salt.  It  flows  then  freely  from 
the  pen,  and  its  color,  first  of  a  dark 
indigo-blue  tint,  changes  soon  into 
blacK. 

The  majority  of  the  so-called  inde- 
structible inks  contain  a  certain  quantity 
of  finely-divided  carbon.  The  writing 
executed  with  these  inks^-esists  ordinary 
13 


;  reagents ;  but  they  are  much  thicker 
I  than  ordinarv  ink,  soon  form  a  thick 
;  sediment,  ana  do  not  penetrate  the  fibre 
:  of  the  paper,  so  they  can  be  readily 
washed  off  or  effaced  by  scratehing 

Traille  prepares  an  indestructi  ble  ink 
,  by  dissolving  gluten  in  pyroligneous 
acid.  A  soap-like  fluid  is  obtained 
which  is  diluted  to  the  strength  of  or- 
dinary vinegar.  To  every  pint  of  this 
fluid  there  should  .be  added  \  ounce 
of  lampblack  and  20  grains  of  indigo. 
This  ink  possesses  a  oeautiful  color, 
flows  readily  from  the  pen,  and  dries 
quickly.  It  cannot  be  effaced  by  water 
or  scratehing,  and  reagents  which  de- 
stroy ordinirnr  ink  have  no  effect  on  it 
whatever.  The  fibre  of  the  paper  must 
be  destroyed  before  the  ink  can  be  re* 
moved. 

P.  A.  Gaffardy  of  Paris,  prepares  an 
indestructible  ink  from  1  part  of  lamp- 
black, 12  of  potash  water-glass  of  the 
consistency  of  syrup,  1  oi  aqua  am- 
monia, ana  38  of  distilled  wat^r. 

Starky  who  has  devoted  a  great  deal 
of  time  and  labor  to  experimenting  with 
ink,  prefers  for  his  own  use  the  follow- 
ing composition :  |  pound  of  ^all-nuts, 
^  pound  of  sulphindi^otic  acid,  a  like 
quantity  of  sulphate  of  iron,  a  few  cloves, 
and  \  pound  of  gum-Arabic  to  every 
gallon  of  ink. 

Sta.r]<^s  Patent  Copying-ink  is  made 
as  follows :  Dissolve  250  parts  of  extract 
of  logwood,  17  each  of  sulphate  of  iron 
and  sulphate  of  copper,  and  50  of  sugar 
in  1000  of  boiling  water;  strain  the  so- 
lution, and  add  a  solution  of  16  parts 
of  neutral  chromate  of  potash,  100  of 
glycerine,  and  finally  200  of  sulphin- 
digotic  acid,  obtained  by  dissolving  2.5 
parts  of  indigo  in  50  of  fuming  sulphuric 
acid,  and  diluting  with  200  of  water. 

B'6ttger*s  Copying-ink  is  prepared  by 
dissolving  1  ounce  of  extract  of  log- 
wood and  i  ounce  of  crystallized  car- 
bonate of  soda  in  1  pint  of  water  and 
adding  to  the  solution  1  ounce  of  glyc- 
erine of  1.25  specific  gravity,  15  grains 
of  yellow  chromate  oi  potash  dissolved 
in  a  little  water,  and  \  ounce  of  pulver- 
ized gum-Arabic  converted  into  a  mucil- 
age with  a  little  water.  This  ink  does 
not  attack  the  pen,  does  not  mould,  and 
acquires  a  deep  black  color.  If  it  is  tp 
be  used  as  a  writing-ink  use  1  ounce  of 
extract  of  logwood  dissolved  in  1  pint 
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of  water,  but  leave  out  the  gum  and 
glycerine.  It  is  well  to  add  15  grains 
of  sulphate  of  copper  to  the  above 
quantities,  as  this  will  considerably  en- 
nance  the  blackness  of  the  ink. 

Solid  Inks  {Ink  Powders  and  Ink 
Stones).  Various  qualities  of  ink  in  the 
solid  state  are  prepared  as  a  con- 
jVenience  for  travellers,  so  as  to  avoid 
the  necessity  of  carrying  bottles  and  the 
risk  of  breaking  them.  They  are  mostly 
composed  of  finely-pulverized  constit- 
uents of  gall-nut  ink,  over  which  cold 
water  is  poured,  but  such  ink  is  as  a 
general  rule  pale  and  poor.  The  best 
substance  for  prepanng  a  good  ink 
powder  is  aniline  black,  which  can  be 
readily  dissolved  in  80  parts  of  water, 
and  furnislies  at  once  an  excellent  writ- 
ing-fluid. 

We  add  a  few  of  the  innumerable 
receipts  for  ink.  Many  of  them  have 
been  tried  and  found  to  be  excellent. 

Kannarack^s  Black  Ink.  Eighteen 
parts  of  pulverized  gall-nuts,  7  each  of 
gum- Arabic  and  sulphate  of  iron,  and 
150  of  water. 

Reid^s  Black  Ink  consists  of  1  pound 
of  pulverized  gall-nuts,  \  pound  of  sul- 
phate of  iron,  and  3  quarts  of  water. 

Lipowitz^s  Process  of  Preparing 
Black  Ink.  Pulverize  6i  pounds  of  the 
best  black  gall-nuts,  pour  as  much  wa- 
ter over  them  as  they  will  absorb,  and 
place  them  upon  a  perforated  bottom  in 
a  barrel  provided  with  several  layers 
of  cut  straw.  A  sufficient  quantity  of 
soft  water  is  now  gradually  poured  over 
the  moistened  gall-nuts  to  give  6  gal- 
lons of  a  clear  decoction  of  a  dark- 
brown  color.  A  correspond  in^  Quantity 
of  dissolved  sulphate  of  iron  is  Drought 
at  the  same  time  to  the  boiling  point  in 
a  suitable  earthen  vessel,  and  oxidized 
with  nitric  acid  during  the  boiling. 
The  oxidized  solution  of  iron  is  then 
precipitated  with  crystallized  carbonate 
of  soda  dissolved  in  the  necessary  Quan- 
tity of  water.  The  precipitate  is  placed 
in  a  linen  bag,  washed  out,  and  pressed 
with  a  gradually  increasing  pressure 
until  it  is  of  such  a  consistency  that  the 
cake,  after  the  press-cloth  has  been  re- 
moved, will  cling  together  and  not 
moisten  blotting-paper.  Three  pounds 
of  this  pressed  ferric  oxide  is  then 
stirred  together  with  4i  pounds  of  good 
crude  wood  spirit,  and  aaded,  with  con- 


stant stirrinff,  to  the  6  gallons  of  decoc- 
tion of  gaii-nuts.  The  mixture  is 
allowed  to  stand  for  a  few  days,  being 
frequently  stirred,  and  then  2'i  pounds 
of  gum  Senegal  is  added,  and  the  mixt- 
ure stirred  until  the  gum  is  dissolved. 

Brandos  Black  Injc  consists  of  20 
parts  of  pulverized  Aleppo  gall-nuts, 
250  parts  of  water,  10  parts  of  crystal- 
lizea  sulphate  of  iron,  and  12^  parts  of 
gum-Araoic. 

Booth's  Excellent  Black  Ink.  Take 
6  parts  of  Aleppo  gall-nuts,  2  parts  of 
sulphate  of  iron.  If  parts  of  gum,  and  90 
parts  of  water.  Pulverize  the  gall-nuts 
and  boil  them  3  times,  and  after  each 
boiling  add  sufficient  water  to  replace 
the  loss  by  evaporation.  Then  strain 
the  decoction  and  add  to  it  the  sulphate 
of  iron  and  gum  previously  dissolved  in 
the  required  quantity  of  water.  The 
mixture  is  allowed  to  stand  quietly  for 
a  few  weeks,  the  supernatant  liquid  is 
then  poured  off,  and  a  few  drops  of 
creosote  added  to  prevent  moulding. 

Van  Moos*  Good  Black  Ink.  I.  To  150 
parts  gall-nuts  converted  into  a  coarse 
powder  add  S5  partsof  sulphate  of  iron. 
Pour  4000  parts  of  cold  water  over  the 
two  ingredients  and  let  them  digest  for 
24  to  48  hours ;  then  strain  through  a 
cloth  and  dissolve  in  the  filtrate  48 
parts  of  gum-Arabic. 

II.  Take  150  parts  of  coarsely-pow- 
dered gall-nuts,  60  parts  of  sulphate  of 
iron,  and  16i  parts  of  gum- Arabic. 
Pour  650  parts  of  rain  water  over  these 
ingredients,  let  them  stand  for  24  hours 
in  a  place  not  too  warm,  stir  frequently, 
and  finally  filter  through  a  cloin. 

III.  Boil  for  i  hour  100  parts  of  gall- 
nuts  converted  into  a  coarse  powder 
and  30  parts  of  sulphate  of  iron  in  4000 
parts  01  ordinary  wine  or  fruit  vinegar, 
and  when  cold  filter  off  the  fluid. 

Geissler^s  Black  Ink.  Convert  into 
a  coarse  powder  1  pound  of  gall-nuts, 
I  pound  of  sulphate  of  iron,  and  3i 
ounces  of  gum-Arabic.  Pour  over  these 
ingrediente  1  quart  of  vinegar  and  If 
gallons  of  water.  Let  the  mixture 
stand  for  8  to  14  days,  stirring  it  fre- 
quently, and  then  pour  off"  the  ink. 

Jahn's  Black  Ink.  Boil  down  to  ^ 
its  volume  25  parts  of  ground  logwood, 
and  150  purts  of  bablah  with  1500 
parts  of  water.  Strain  the  decoctioii 
through  linen  and  then  add  12i  parts 
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each  of  pulverized  gum-Arabic  and 
p»l  verizea  ati^ar,  and  374  parts  of  finely- 
pulverized  suluhate  of  iron.  Moulding 
IS  prevented  oy  adding  a  very  small 
quantity  of  a  solution  of  chloride  of 
mercury  in  water. 

Lewi^  Black  Ink  consists  of  1  ounce 
each  of  pulverized  sulphate  of  iron  and 
logwood,  34  ounces  of  pulverized  gall- 
nuts,  1  ounce  of  gum-Arabic,  and  1 
quart  of  white  wine  or  acetic  acid. 

Ure%BUickInk,  I.  Place  600  parts  of 
bruised  gall-nuts  in  a  cylindrical  cop- 
per vessel  and  boil  them  for  3  hours  m 
4500  parts  of  water,  replacing  al  wayslhe 
water  lost  by  evaporation.  Then  pour 
the  decoction  into  a  vat,  and  after  a 
short  time  strain  it  through  a  linen 
cloth.  Now  dissolve  250  parts  of  gum 
Senegal  in  a  small  quantity  of  water, 
and  £uld  the  mucilage  thus  formed,  after 
it  has  been  filtered,  to  the  clear  decoc- 
tion. Finally,  dissolve  260  parts  of  sul- 
phate of  iron,  add  this  to  tne  ink,  anti 
expose  the  latter  to  the  air.  As  soon  as 
it  lias  assumed  a  medium  black  color 
bottle  and  cork  it  tightly. 

II.  This  ink  consists  of  100  parts  of 
pulverized  gall-nuts,  250  parts  of  sul- 
phate of  iron,  200  parts  of  gum-Arabic, 
6000  parts  of  water,  and  a  few  drops 
of  creosote. 

The  following  receipts  for  the  prepa- 
ration of  black  inks  are  especially 
recommended : 

I.  Crush  600  parts  of  small  gall-nuts 
into  a  coarse  powder  and  boil  in  a  copper 
boiler  with  4500  parts  of  water  for  3 
hours,  the  loss  by  evaporation  being  re- 
placed by  fresh  water.  The  decoction 
IS  placed  in  a  vat  and  drawn  ofif  when 
clear,  and  the  sediment  strnincd 
through  a  cloth.  Dissolve  250  parts  of 
gum  Senegal  in  1500  parts  of  hot  water 
and  add  it  to  the  decoction  of  gall-nuts, 
and  dissolve  250  parts  of  suli)hate  of 
iron  in  1500  parts  of  hot  water  and  add 
this  to  the  same  decoction.  The  ink 
obtained  in  this  way  is  exposed  to  the 
air  until  dark  enough  to  be  used. 

II.  Digest  for  8  days  16  i)arts  of 
bruised  ^/^7)/)o  gall-nuts,  16  of  sulphate 
of  iron,  6  of  ^um  Senegal,  and  1  of 
alum  in  216of  vmegar;  then  add  to  the 
whole  36  parts  more  of  vinegar  and  200 
of  water. 

III.  Boil  repeatedly  160  parts  of 
logwood  with  water.    Pour  the  difi'erent 


decoctions  together  and  reduce  them  by 
evaporation  to  1000  parts  by  weight. 
Dissolve  in  this  liquid  1  part  of  neutral 
vellow  chromate  of  potash,  let  it  clear 
by  standing,  and  draw  the  clear  ink 
into  bottles,  which  should  be  hermeti- 
cally closed.  This  is  a  cheap  and  good 
ink,  which  flows  freelv  from  the  pen, 
but  spoils  quickly  if  allowed  to  stand 
in  open  vessels. 

Schmidt* 8  Ink  for  Steel  Pens,  I  One 
ounce  of  calcined  sulphate  of  iron,  1^ 
ounces  of  gall-nuts,  ana  ^  ounce  of  vege- 
table gum  are  digested  in  1  pint  of  dis- 
tilled water. 

II.  Boil  down  2  pounds  of  pulverized 
|:all-nnt8  with  3  quarts  of  water  to  ^ 
its  bulk,  and  compound  this  with  7 
ounces  of  sulphate  of  iron  previously 
dissolved  in  hot  water.  The  whole  is 
then  boiled  for  a  few  minutes  and  fil- 
tered through  linen.  A  part  of  the  de- 
coction is  poured  over  4  ounce  of  Chi- 
nese ink,  rubbed  very  fine,  and  to  this 
is  added  ^  ounce  of  solution  of  pro- 
tochlorlde  of  manganese  of  60°  Beaum4. 
The  Chinese  ink,  which  will  swell  up 
in  about  24  hours,  is  then  rubbed  very 
fine  upon  a  stone,  the  clear  fluid  of 
the  decoction  of  gall-nuts  is  poured  off" 
from  the  sediment  and  mixed  with  the 
Chinese  ink.  A  few  drops  of  oil  of 
cloves  dissolved  in  acetic  acid  are  then 
added,  the  mixture  thorou&;hly  shaken 
in  a  closed  bottle,  and  is  tlien  allowed 
to  stand  for  a  few  days,  and  the  ink  is 
finally  poured  ofi*  from  the  sediment 
into  another  bottle. 

Runge^a  Ink  for  Steel  Pens  consists  of 
600  parts  of  decoction  of  logwood  and  4 
part  of  yellow  chromate  of  potash. 

The  decoction  of  logwood  is  prepared 
by  boiling  674  parts  of  logwood  with 
the  quantity  of  water  named  above. 

The  liquid  is  filtered  and  then  com- 
pounded, with  constant  stirring,  with  4 
part  of  yel  low  chromate  of  potash.  The 
ink  is  then  ready ;  it  is  of  a  bluish- 
black  color,  and  gives  no  sediment.  To 
prevent  the  ink  from  becoming  too 
thick  add  a  few  drops  of  solution  of 
chloride  of  mercury. 

Haenlt^s  Ink,  which  does  not  Corrode 
Steel  Pens.  Boil  250  parts  of  pulverized 
gall-nuts,  125  parts  of  gum,  and  a  like 
quantity  of  sul  phuric  acid  in  4000  parts 
of  distilled  or  rain  water,  and  add  a  few 
grains  of  chloride  of  mercury. 
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English  Inks,  The  following  is  a 
receipt  recoramended  by  Penny y  of  An- 
derson University :  Macerate  12  ounces 
of  bruised  gall-nuts  in  1  sallon  of  cold 
water  for  one  week,  add  6  ounces  of 
dissolved  sulphate  of  iron,  6  ounces  of 
gum  mucilage,  and  5  or  6  drops  of 
creosote.  In  this  receipt  Pewny  makes 
use  of  the  fact  well  known  to  chemists 
t'l  tt  tannin  is  more  soluble  in  cold  than 
in  warm  water,  and  for  this  reason  rec- 
ommends cold  maceration,  which,  in 
fact,  is  used  in  the  principal  ink  fac- 
tories. 

Duncan,  Clockhart  &  Co,*8,  of  Edin- 
burgh, CelebrcLted  Bluish-hUick  Ink  is 
prepared  by  cold  maceration  according 
to  the  following  receipt:  4>  ounces 
bruised  Aleppo  gall-nuts,  not  gnawed 
by  insects,  1  drachm  of  pulverized 
cloves,  40  ounces  of  cold  water,  li 
ounces  of  purified  sulphate  of  iron,  35 
grains  of  purified  sulphuric  acid,  and  k 
ounce  01  sulphindigotic  acid  in  the 
formof  a  thin  paste,  and  either  entirely 
neutral,  or  nearly  so. 

The  gall-nuts  are  placed  tofjether 
with  the  cloves  into  /i  nask  capable  of 
holding  about  4  gallons,  water  is  poured 
over  them  and  they  are  allowed  to  di- 
gest, being  frequently  shaken.  The 
fluid  is  then  filtered  into  another  flask 
of  the  same  size.  The  iron  is  now 
adiled,  and,  when  entirely  dissolved,  the 
acid  is  poured  into  the  mixture  and  the 
whole  quickly  shaken ;  finally,  the  in- 
digo is  added  and  mixed  with  the  com- 
pound by  shaking,  and  the  whole  fil- 
tered. 

For  Copying  Ink  5}  ounces  of  gall- 
nuts  are  used. 

This  ink  has  several  peculiarities:  1. 
The  use  of  the  cold  process.  2.  Entire 
absence  of  gum.  3.  The  use  of  sulphin- 
digotic acid.  4.  The  small  quantity  of 
iron,  which  may  be  explained  by  the 
fact  that  pure  protosulphate  contain- 
ing no  sesquioxide  is  used,  so  that  all 
the  iron  can  combine  with  the  tannin. 
5.  The  use  of  free  sulphuric  acid,  which 
has  generally  been  considered  as  in- 
jurious to  inks. 

Ink  for  Steel  Pens.  The  ink  obtained 
by  the  following  process  becomes  black 
at  once,  does  not  corrode  the  pen,  and, 
when  thick,  can  be  diluted  with  water : 
Convert  into  a  coarse  powder  i  ounce 
of  gall-nuts,  add  i  ounce  of  gum- Arabic, 


and  I  pint  of  rain  water.  Let  the  whole 
stand  in  a  flask  for  24  hours,  shakius 
it  several  times.  Then  add  7  grains  of 
ferric  oxide  prepared  in  the  Allowing 
manner:  Place  4  ounces  of  sulphate  or 
iron  in  an  earthen-ware  pot,  and  heat  it 
over  a  strong  fire  until  it  forms  a  red 
mass,  when  it  is  allowed  to  cool  and 
stored  away  for  future  use.  To  prevent 
moulding  of  the  ink,  add  a  few  drops 
of  creosote  or  a  few  grains  of  corrosive 
sublimate. 

Vanadium  Ink.  Berzeliua'  receipt 
for  this  ink  calls  for  350  parts  of  a  de- 
coction obtained  from  250  parts  of  gall- 
nutSj  to  which  are  added  1  tiart  of  am- 
monium meta- vanadate  ana  25  of  gum 
Senegal. 

A  good  black  ink  flowing  readily 
from  the  pen  is  also  obtained  in  a  short 
time  by  rubbing  together  1  part  of  pyro- 
gallic  acid  with  3  of  finely-pulverized 
and  sifted  gum- Arabic,  and  3  of  neutral 
ammonium  meta-vanadate. 

A  lizarine  Ink.  Sulphate  of  i  ron  per- 
fectly free  of  oxide  is  the  first  requisite 
in  preparing  this  ink.  A  decoction  of 
gall-nuts  5  to  6  per  cent,  strong  is  first 
prepared,  and  then  a  solution  of  indigo 
in  luming  sulphuric  acid.  To  the  lat- 
ter, carerully  diluted  with  water,  are 
added  iron  filings.  The  acid  remain- 
insj  free  after  the  formation  of  sulphate 
of  iron  is  dulled  by  means  of  chalk  or 
marble,  so  that  only  a  small  quantity 
of  free  acid  remains  in  the  fluid.  The 
clear  solution  of  indigo  and  sulphate  of 
iron  ia  poured  from  the  ^psum  which 
has  been  formed  and  acmed  to  the  de- 
coction of  gall-nuts.  Qum-Arabic  ia 
used  to  render  the  liquid  viscous. 

Eisner* s  Alizarine  Ink.  Extract  \\ 
pounds  of  bruised  gall-nuts  with  3 
quarts  of  water.  On  the  other  hand 
pour  8  ounces  of  sulphuric  acid  over  4 
ounces  of  powdered  indigo,  and  let  it 
stand  for  24  hours.  Then  dilute  the 
blue  fluid  with  3  quarts  of  water,  and 
add  to  it  71  ounces  of  iron  filings  free 
from  rust  and  6  ounces  of  pulverized 
chalk.  After  the  fluid  has  stood  for 
some  time  it  is  filtered  and  the  filtrate 
added  to  the  decoction  of  gall-nuts,  also 
previously  filtered.  The  writing  exe- 
cuted with  this  ink  is  first  greenish, 
but  soon  assumes  a  blue-black  color. 

DuhelVs  Alizarine  Ink  has  a  pleasant 
green  color,  flows  freely  from  the  pen. 
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End  becomes  black  in  a  short  time.  It 
is  prepared  as  follows :  Convert  into  a 
coarse  powder  i  ounce  of  Turkish  gall- 
nuts,  pour  U  pints  of  tepid  water  over 
them,  and  allow  them  to  digest  for  24 
hours  at  a  moderate  heat.  Then  strain 
the  fluid  and  add  2  ounces  of  wood 
spirit,  next  li  drachms  of  gum-Arabic, 
and  2  ounces  of  neutralized  solution  oi 
sulphindigotic  acid,  and  shake  the 
mixture  thoroughly. 

Winternitz's  Alizarine  Ink.  One 
hundred  parts  by  weight  of  pulverized 
nut-galls  are  digested  in  1200  parts  of 
crude  wood  spirit,  allowed  to  stand  for 
ji  few  days  in  a  moderately  warm  place, 
filtered,  and  the  residue  in  the  filter 
washed  with  crude  wood  spirit  until 
the  filtrate  amounts  again  to  1200  parts. 
In  this  clear  brown  extract  dissolve  12 
parts  of  sulphate  of  iron  and  30  of  gum- 
Arabic  ;  let  the  mixture  again  stand  for 
a  few  days,  stirring  it  fre(iuentljr.  and 
finally  add  sufiicient  solution  of  indigo 
so  that  the  whole  makes  1500  parts  hy 
weight.  The  solution  of  indigo  used  is 
prepared  by  dissolving  1  part  of  indigo 
m  4  of  fuming  sulphuric  acid,  diluting 
the  fluid  with  water,  precipitating  it 
with  carbonate  of  potash,  collecting  the 
blue  precipitate  upon  a  filter,  and  wash- 
ing with  water. 

Another  Receipt,  Five  hundred  and 
twenty-five  parts  of  the  best  bruised 
l^all-nuts  are  digested  for  2  days 
m  7000  parts  of  water.  Then  add 
700  parts  of  solution  of  indigo  and 
dissolve  in  the  liquid  190  parts  of  sul- 
phate of  iron,  175  of  sugar,  and  a  like 
quantity  of  gum  Senegal,  and  finally  20 
drops  of  creosote  dissolved  in  14  parts 
of  alcohol. 

Receipt  mith  Oxalic  Acid.  Three 
hundred  and  fifty  parts  of  the  best  gall- 
nuts  are  bruised  and  digested  for  2  days 
in  3500  parts  of  water,  and  the  fluid 
strained.  In  this  dissolve  115  parts  of 
sulphate  of  iron  and  25  of  crystallized 
oxalic  acid ;  then  add  225  parts  of  solu- 
tion of  indigo,  and  finally  dissolve  100 
parts  of  sugar,  a  like  quantity  of  gum 
Senegal,  and  10  drops  of  creosote  in  the 
fluid. 

Copying  Inks.  Beauts  Fre^ich 
Copying  Ink  consists  of  1650  parts  by 
weight  of  beer,  95  of  gall-nuts.  30  of 
^um-Arabic,  40  of  calcined  sulpnate  of 
iron,  20  of  tormentil  root  (PotenHlla 


tormentUla),  10  of  lampblack,  10  of 
rock  candy,  60  of  white  sugar,  and  5  of 
honey. 

Black  Copyina  Inks.  I.  Boil  33  parts 
each  of  coarsely -powdered  gall-nuts, 
extract  of  logwood,  and  bruised  tor- 
mentil root  in  500  parts  of  vinegar  and 
a  like  quantity  of  water,  and  strain  the 
fluid.  Next  dissolve  180  parts  of  sul- 
phate of  iron  and  33  parts  of  alum  in 
250  parts  of  water;  add  this  solution  to 
the  above  fluid,  and  dissolve  in  it  by 
boiling  1  drachm  of  indigo-carmine, 

1  ounce  of  gum-Arabic,  and  2i  ounces 
of  white  sugar. 

II.  Boil  1  ounce  of  extract  of  log- 
wood with  1  quart  each  of  vinegar  and 
water,  I  ounce  of  sulphate  of  iron,  ^ 
ounce  of  alum,  a  like  quantity  of  gum- 
Arabic,  and  1  ounce  of  sugar. 

III.  Boil  for  2  hours  4|  ounces  of 
rasped  logwood  in  3  gallons  of  water, 
replenishing  from  time  to  time  the 
evaporated  water.  To  the  liquid ,  whi le 
still  warm,  add  1  pound  of  best  gall- 
nuts  converted  to  a  coarse  powder,  4| 
ounces  of  sulphate  of  iron,  i  ounce  of 
sulphate  of  copper,  and  3i  ounces  each 
of  white  sugar  and  gum-Arabic.  It  is 
best  to  place  the  mixture  in  an  earthen- 
ware pot  of  a  capacity  of  7  gallons,  and 
allow  it  to  stand  in  this  for  14  days- 
stirring  it  at  least  twice  a  day ;  the  ink 
is  finally  filtered  through  a  coarse 
woollen  cloth. 

Excellent  Black  Copying  Ink.  Boil 
9  ounces  of  coarsely-powdered  gall-nuts 
and  41  ounces  of  ground  logwood  with 
If  gallons  of  water  until  J  gallon  of 
fluid  remain,  and  filter  through  a 
cloth.  Then  dissolve  4|  ounces  of 
ordinary  sulphate  of  iron,  3  ounces  of 
sulphate  of  copper,  3J  ounces  of  gum- 
Arabic,  and  1  ounce  of  rock  candy  in 
If  quarts  of  water ;  add  this  solution  to 
the  above  decoction,  stir  it  thoroughly, 
let  it  stand  for  24  hours,  and  filter  the 
ink  from  the  sediment  through  a  felt 
bag. 

Excellent  Black  Copying  Ink,  Con- 
vert into  a  coarse  powder  8  parts  of 
Turkish  gall-nuts,  4  of  sulphate  of  iron. 

2  of  gum-Arabic,  1  of  alum,  and  1  of 
indigo.  Place  the  ingredients  in  a 
flask,  pour  12  parts  of  vinegar  over 
them,  and  let  them  digest  in  a  moder- 
ately warm  place  for  24  hours.  Then 
add  60  parts  of  beer,  let  it  again  stand 
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in  a  warm  place  for  a  few  days,  when 
tne  ink  is  ready  ft)r  use. 

Afiol/ier  Receipt,  By  dissolving  1 
part  of  rock  candy  in  3  of  ordinary  good 
ink,  a  fluid  is  obtained  which  permits 
the  transfer  of  writing  to  another 
paper. 

Alkaline   Copying    Tnk  which   pre- 
serves  the  steel  pen  from  oxidation  is 
>  reduced  from  6  parts  of  decoction  of 
ogwood,  of  8°  Beaume,  3  of  sugar,  2  of 

§um  Senegal,  and  5  of  glyceriue.  The 
uid  is  colored  violet  by  adding  a  solu- 
tion of  20  parts  of  potash  and  3  of 
flowers  of  sulphur  in  100  of  water.  The 
substances  are  mixed  in  an  iron  boiler, 
10  parts  of  leather  waste  added,  and, 
witn  constant  stirring,  boiled  down  to 
dryness.  Two  hundred  parts  of  water 
are  then  poured  over  the  residue,  the 
fluid  is  pressed  out,  and  then  filtered. 

Aniline  Inks  are  true  solutions; 
the  coloring  matter  does  not  precipitate ; 
they  are  very  fluid,  flow  readily  from 
the  pen,  and  dry  quickly.  They  must 
not  be  made  too  concentrated.  If  the 
writing,  when  dry,  has  a  metallic  lustre 
the  ink  should  be  diluted.  The  inks 
do  not  mould,  and,  when  thick,  can  be 
restored  by  adding  water.  They  do 
not  require  an  addition  of  gum,  but  if 
desired,  1  part  of  dextrine  may  be  added 
to  100  parts  of  ink ;  gum- Araoic  should 
not  be  used.  Some  of  the  inks,  espe- 
cially the  violet  parlor  ink,  are  very 
easily  affected  by  other  inks,  so  that  a 
pfMi  used  for  the  latter  must  not-  be 
dipped  into  the  former. 

Blue  Aniline  Ink.  Dissolve  1  part 
of  bleu  de  nuit  {bleu  de  Paris)  soluble 
in  water  in  200  to  250  of  hot  water. 

Black  Aniline  Ink.  Dissolve  1  part 
of  aniline  black  soluble  in  water  in  80 
of  water. 

Green  Aniline  Ink  is  very  beautiful, 
but  costly.  Dissolve  1  part  of  iodi^recn 
in  100  to  110  of  hot  water.  Writing 
executed  with  this  ink  has  a  brilliant 
bluish-green  color;  for  a  more  yellow- 
ish-green tint  add  some  picric  acid. 

Bed  Aniline  Ink.  Dissolve  1  part  of 
fuchsine  soluble  in  water  in  150  to  200 
of  hot  water. 

Violet  Aniline  Ink  (Parlor  Ink). 
Dissolve  1  part  of  aniline  violet  soluble 
in  water  in  200  of  water. 

Yellow  Aniline  Ink  cannot  be  recom- 
mended.   It  is  prepared  by  dissolving 


1  part  of  picric  acid  in  120  to  140  of 
water. 

Indestructible  or  Permanent 
Inks.  Bosses  indestructible  ink  is  pre- 
pared by  boiling  33  parts  of  logwood 
with  400  of  water  for  i  hour,  then  adding 
16.5  parts  of  alum,  filterinof  the  fluid 
down  to  266.5  parts,  and  adding  a  mixt- 
ure of  33  parts  of  very  fine  elutriated 
pyrolusite  and  16.5  of  pulverized  gum- 
Arabic. 

Kindt's  Indestructible  Ink  for  Docu- 
ments j  etc.  Mix  1  part  of  honey,  14 
of  water,  2  of  sulphuric  acid,  and 
enough  indigo,  dissolved  in  fuming  sul- 
phuric acid,  that  the  fluid  seems  to  be 
sufficiently  colored  to  furnish  legible 
writing  on  paper.  The  writing  executed 
with  wis  iuK,  which,  of  course,  must 
not  be  done  with  a  steel  pen,  becomes 
perfectly  black  by  heating  the  paper. 
To  prevent  the  writing  from  being  de- 
stroyed by  free  acids,  it  is,  after  the  paper 
has  been  heated,  moistened  with  spirit 
of  sal-ammoniac,  or  the  document  is 
placeil  in  a  box  and  there  subjected  to 
vapors  of  carbonate  of  ammonia.  It  is 
claimed  that  this  ink  answers  all  de- 
mands. 

Bossin's  Indestructible  Ink.  Mix  i 
ounce  of  pulverized  verdigris,  1  ounce 
of  sal-ammoniac,  \  ounce  of  lam})black 
with  5i  ounces  of  water.  Keep  the 
mixture  in  a  well-closed  flask,  and 
shake  thoroughly  before  using  it. 

BraconnoVs  Indestructible  Ink.  Ten 
parts  of  good  potash  dissolved  in  boiling 
water,  4  parts  of  comminuted  leather- 
waste,  and  2  parts  of  flowers  of  sulphur 
are  boiled  to  dryness  in  a  cast  iron 
vessel.  The  dry  substance  is  then 
heated,  with  constant  stirring,  until  it 
becomes  soft,  care  being  had  to  prevent 
it  from  igniting.  Sufficient  water  is 
gradually  and  carefully  added  until  the 
liquid  assumes  a  very  dark  color,  which 
is  strained  through  a  cloth  and  kept  in 
well-closed  bottles.  Writing  on  paper 
executed  with  this  ink  is  not  affected 
by  concentrated  caustic  lye  nor  by  con- 
centrated nitric  acid. 

Kxcellent  Blue  Ink^  of  a  beautiful  and 
deep,  pure  blue  color,  is  prepared  as  fol- 
lows; Dissolve  16i  parts  of  yellow 
prussiate  of  potash  in  500  parts  of  water. 
Filter  the  solution  and  mix  it  with  a 
filtered  solution  of  16^  parts  of  pure 
sulphate  of  iron  in  500  parts  of  distilled 
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water,  and  then  add  1000  parts  of  dis- 
tilled water.  The  waterstanding  over  the 
nearly  wliite  precipitate  is  then  care- 
fully removed  with  a  siphon,  and  the 
precipitate  filtered  to  remove  the  water, 
when  it  is  placed  by  means  of  a  horn 
spatula  in  a  porcelain  dish,  which  is 
put  into  a  water-bath,  and  the  precipi- 
tate oxidised  by  stirring  into  it  a  mixt- 
ure of  8  parts  of  nitric  acid  of  1.225  spe- 
cific gravity,  and  6^  ounces  of  sulphuric 
acid,  care  being  had  to  avoid  inhaling 
the  vapors  evolved.  After  the  acids 
have  acted  upon  the  precipitate  for  24 
hours  It  assumes  a  dark-blue  color;  it 
is  then  placer!  in  a  wide-mouthed  flask 
and  thorough Iv  washed  with  water  un- 
til a  sample  taken  from  the  flask  shows 
no  reaction  upon  sulphuric  acid ;  that 
means,  until  a  few  drops  of  a  solution  of 
chloride  of  barium  no  longer  give  a 
white  precipitate.  The  preci|»itate  is 
then  rinsed  from  the  flask  upon  a  paper 
filter  and  allowed  to  drain  off,  when 
the  filter  is  carefully  taken  from  the 
tunnel  and  spread  out  uiK)n  several 
sheets  of  filtering  paj)er  which  have 
been  placed  upon  porous  l>ricka.  The 
jelly-like  precipitate  is  then  rubbe<l  up 
in  a  mortar  with  3  parts  of  oxalic  acid, 
and  diluted  with  an  equal  volume  of 
water.  An  addition  of  gum  is  not  re- 
quired, but,  if  desired,  150  parts  of  best 
white  gum  may  be  added  to  the  ink. 

Red  Inks.  Carmine  Ink  consists 
of  6  parts  of  carmine,  15  of  spirit  of 
sal-ammoniac,  and  2  of  tartaric  acid. 
Dissolve  the  carmine  in  the  spirit  of 
sal-ammoniac  previously  diluted  with 
15  parts  of  water,  and  then  add  the  tar- 
taric acid.  Let  the  mixture  stand  for 
2  or  3  days,  then  pour  off  the  superna- 
tant red  fluid,  filter  the  sediment,  and 
drain  off  the  ink  adhering  to  it. 

Winckler's  Durable  Red  Ink.  Four 
parte  of  red  carmine  are  rubbed  very 
fine  with  50  parts  of  ordinary  liquid 
water-gljiss.  The  resulting  compound 
is  diluted  with  450  parts  of  rain  water 
and  allowed  to  stand  quietly  for  a  few 
days,  when  the  fluid  forming  the  red 
ink  is  poured  off. 

The  water-glass  in  which  the  carmine 
is  dissolved  is  at  the  same  time  an  ex- 
cellent means  of  detecting  an  adultera- 
tion of  carmine  with  cinnabar.  In  d  ilut- 
ing  the  solution  of  carmine  with  water, 
the  cinnabar  is  at  once  precipitated. 


Violet  Inks.  Violet  Copying  Ink, 
Thirty-eight  parts  of  extract  of  log- 
wood, 550  of  water,  20  of  alum,  li  of 
cream  of  ttirtar,  15  of  gum-Arabic,  and 
^  of  crystallized  verdigris.  Dis.solve 
the  extract  of  logwood  in  the  boiling 
water.  Then  in  4  different  vessels  d'xa- 
solve  the  alum,  cream  of  tartar,  gum, 
and  verdigris  in  some  of  the  solution 
of  extract  of  logwood,  and  add  the  so- 
lutions to  the  liquor  of  logwood  in  the 
order  as  given.  The  ink  is  then  ready 
and  is  kept  from  moulding  by  an  ad- 
dition of  creosote. 

•  Violet  Writing  Ink.  Eight  parts  of 
logwood  and  64  of  water  are  boiled 
down  to  30  parts.  In  this  fluid  dissolve, 
with  constant  stirring,  2^  parts  of  alum 
and  li  of  gum  Senegal. 

Encre  Violette  de  Rouen  is  obtained 
by  boiling  750  parts  of  logwood,  32 
parts  of  alum,  a  like  quantity  of  gum- 
Arabic,  and  16  parts  of  sugar  in  6000 
parts  of  water  for  1  hour.  The  mix- 
ture is  allowed  to  stand  for  2  or  3  days 
and  is  then  strained  through  linen. 
This  ink,  it  is  claimed,  is  much  imi)rovcd 
by  age. 

Solid  Inks.  (Cakes  and  Pow- 
ders.) P/atzer*s  Ink  2*owder.  Pulver- 
ize and  mix  intimately  100  parts  of  ex- 
tract of  logwood  and  1  of  bichromate 
of  potash,  and  A  of  the  weight  of  the 
whole  of  indigo  blue. 

Ink  Powder  in  Capsules.  To  avoid 
soiling  the  fingers  and  spilling  some  of 
the  powder  in  taking  it  from  the  boxes 
in  which  it  formerly  was  brought  into 
the  market,  G.  J.  Collins^  of  Brooklyn  ^ 
N.  Y.y  encloses  a  small  quantity  of  pow- 
der in  a  capsule  of  gelatine,  which, 
when  dissolved  in  water,  serves  also  to 
give  the  necessary  consistency  to  the 
ink.  The  basis  ot  the  powders  is  gen- 
erally an  aniline  color.  For  Carmine 
40  parts  of  cosine,  3  of  lunar  caustic, 
ana  7  of  gelatine.  For  Green  44  parts 
of  aniline  green,  4  of  gelatine,  and  2  of 
lunar  caustic.  For  Purple  40  parte  of 
aniline  violet,  4  of  gelatine,  and  2  of 
lun  ar  caustic.  The  su  bst  ances  are  separ- 
ately converted  into  fine  powder,  mixed, 
and  the  mixture  placed  m  the  capsules. 
Each  capsule  contains  about  15  grains 
of  i>owder.  It  is  dissolved  in  a  corre- 
sponding quantity  of  pure  water,  re- 
quiring about  1  hour  for  solution. 

Ink  Cake,  Extract  42  parts  of  -4  lejypo 
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gall-nats  and  3  of  madder  with  effi- 
cient water;  then  filter  the  fluid  and 
dissolve  iu  it  52  parts  of  sulphate  of 
iron,  and  compound  it  with  2  parts  of 
solution  of  methyl  acetate  of  iron  and 
IV  of  solution  of  indigo.  Evaporate 
this  mixture  to  dryness  at  a  moderate 
heat  and  form  into  cakes  of  desireil 
size.  One  part  of  this  ink  dissolved  In 
6  of  hot  water  i^ves  an  excellent  writ- 
ing and  copying  ink,  while  a  beautiful 
ordinary  writing  ink  is  obtained  by  dis- 
solving 1  part  in  10  to  15  of  water. 

Murkiug  Ink,  esjnicially  adapted  for 
laboratory  use,  as  it  resists  the  action  of 
all  acids  and  caustic  fluids,  and  which 
is  highly  recommended  for  marking 
articles  exposed  to  any  degree  of  moist- 
ure, is  prepared  as  follows :  Dissolve, 
witti  the  assistance  of  heat,  20  parts  of 
brown  shellac  in  a  solution  of  30  parts 
of  borax  in  300  to  400  j>arts  of  water, 
and  filter  the  solution  while  hot.  Then 
add  to  the  filtrate  a  solution  of  7i  to  10 
parts  of  aniline  black  (nigrosine)  solu- 
ble in  water,  A  part  of  tannin,  A  part 
of  picric  acid,  15  parts  of  spirit  of  sal- 
ammoniac,  and  \  ounce  of  water.  More 
aniline  black  may  be  used,  but  the 
(Quantity  given  suffices  for  the  produc- 
tion of  a  beautiful  black  ink,  flowing 
freely  from  the  ]^n. 

Ink  for  Writiii'i  on  GhiM.  By  rub- 
bing up  equal  parts  of  lampblack  and 
iron  scales  (hammer  scale)  with  strong 
gum  mucilage,  an  ink  is  obtained  which 
can  be  user!  for  writing  on  glass. 

Itidestntctihle  Ink  for  Writing  on 
Glass.  An  ink  has  recently  been 
brought  into  the  market  in  the  United 
States  with  which  writing  can  be 
etched  on  bottl&s,  etc.  With  the  ex- 
ception that  it  corrodes  the  pen,  it  an- 
swers the  purpose  verv  well.  The  ink, 
according  to  an  analysis  bv  Prof.  Maisch, 
consists  of  ammonium  fluoride,  heavv 
spar,  and  sulphuric  acid.  The  sul- 
phate of  baryta  seems  to  act  as  an  ab- 
sorbent and  to  prevent  the  running  of 
the  ink. 

Reil  and  Black  Ink,  not  acted  upon 
by  AcidSffor  3Ia)'kin<7  Glass  and  Metal 
Labels.  Dissolve  with  the  aid  of  heat 
15  parts  of  finely-sifted  copal  in  120 
parts  of  oil  of  lavender;  then  rub  up 
with  this  solution  2  ))arts  of  thoroughly 
calcined  lampblack  and  keep  the  mixt- 
ure in  a  well-closed   bottle.      Before 


using  the  ink  shake  it  thoroughly  and 
if  too  thick,  reduce  it  with  some  oil  of 
lavender  or  rectified  oil  of  turfjentine. 

For  R^  Ink  use  cinnabar  instead  of 
lampblack  and  prepare  the  ink  accord- 
ing to  the  following  proportions:  One 
part  of  copal,  8  of  oil  of  layender,  and 
3i  of  cinnabar. 

Stumping  Ink,  which  does  not  dry 
quickly  u])on  the  cushion,  but  is  uever- 
tneless  ra])idly  absorbed  by  the  pai>er 
without  blurring,  is  prepared  according 
to  the  following  receipt:  Sixteen  parts 
of  fast  aniline  colors  (blue,  red,  etc.), 
80  of  boiling  distilled  water,  7  of  glyc- 
erine, and  3  of  symp.  The  aniline 
color  is  dissolved  in  hot  water  and  the 
other  ingredients  then  added,  witli  con- 
stant stirring. 

Sympathetic  Ink.  Boil  some  gall- 
nuts  in  aqua-fortis,  and  add  to  the  in- 
fusion some  gum- Arabic  and  a  little 
sulj>huric  acid.  However  plain  the 
writing  executed  with  this  ink  may  be 
at  first,  it  will  entirely  disai)pear  from 
the  paper  in  a  few  days. 

Incombustible  Ink  and  Paper.  This 
ink,  which  can  be  used  either  in  writing 
or  painting,  is  an  English  invention,  and 
is  made  according  to  the  following  re- 
ceipt: Twenty -two  drachms  of  finely- 
ground  graphite,  12  grains  of  copal  or 
other  resinous  gum,  2  drachms  of  sul- 
1  hate  of  iron,  a  like  quantity  of  tinct- 
ure of  gall-nuts,  and  8  drachms  of  sul- 
phate of  indigo  are  thoroughly  mixed 
and  boiled  in  water.  Thegraj^hite  can 
be  replaced  by  an  earthy  mineral  pig- 
ment of  any  desired  color. 

The  pulp  for  the  paper  is  composed 
of  1  part  of  vegetable  fibre,  2  of  asbes- 
tos, A  of  borax,  and  A  of  alum. 

Indestructible  Ink  for  Stamping  Cot- 
ton and  Woollen  Goods  which  are  to  be 
Bleached  with  Chlorine.  I.  Dilute  1 
part  of  coal-tar  with  1  of  benzine,  and 
stir  into  it  t\j  part  of  lampblack.  Mix 
into  a  homogeneous  paste  which  is 
used  for  stamping.  By  adding  more  or 
less  benzine  it  can  be  given  any  consis- 
tency desired. 

changing  Writing  executed  tcith  Pale 
Ink  immediately  into  Black.  Rub  fine 
4  parts  of  dry  sulphate  of  iron  and  then 
mix  it  with  8  parts  of  fine  white  sand. 
Strew  the  mixture  on  the  ink  while 
still  wet,  and  allow  it  to  remain  for 
some  time. 
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Colorrd  Sand.  Sift  fine  viatc  snnd 
from  the  coarser  partiflef  and  color  it. 

I.  Blue.  Boil  106  parts  o!  sand  uud 
4  of  Berlio  bine  with  a  small  quantitj' 
of  tt&tut,  stirring  coDstuntlj,  anil  dry 


I   the   Baud    a   tburaughl; 
colored. 

II.  Riinf-colored  Sand  is  obtained  by 
mixing  100  parts  of  white  saud  with  4 

HI.  DiU-k  Brown  Sniui.  Boil  white 
snnd  iu  a  decoction  of  Brazil  wood  and 

IV.  Bl'ick    S'tnd.     Heat    very   fine 

Siiiirtz  Erand,  jireviously  treeil  I'rora  dust 
y  sifting,  and  add  to  every  i  (lound  of 
it  (i  to  8  B|-oonfuls  of  ^t.  Continue  the 
heating  aa  long  as  smoke  or  a  flame  is 
nl>«!rvcd  on  stirring.  Tiie  sand  is 
GniillT  washed  in  water  and  dried. 
This  blacli  sand  will  not  rub  off. 

Brush  for  MarHng  Boxa,  etc.  (Fig. 
29).  Jfisasheet-braaareservoirclosed 
on  the  top  by  the  cover  iV.  This  reaer. 
voir  forms  the  handle  of  the  brush;  the 
lower  part  ia  open  and  firovided  with 
the  box  O,  enclosing  the  hollow  screw 
P,  and  at  tlie  same  lime  strengthening 
ST.  Through  P  run9  a  channel  p,  the 
upper  part  of  which  \n  protected  by  the 
cross-piece  n,  this  l>eiug  provided  with 
a  projection  o  by  which  the  Sow  of  the 
coliir  is  regulated.  On  P  is  fiwlened  a 
tiilre  Q,  and  a  bunch  of  bristles  forming 
the  brush  is  fastoned  outside  around  a 
flinati  tube  at  the  end.  By  pre^in" 
down,  the  bristles  are  compre^ed  and 
the  color  flows  out. 

ClttiaicaiTeit  of  Written  Dacamenls. 
Win.  Thompion,  in  a  discourse  befbre 
the  Manchetler  lAterary  and  Philo- 
topbical  Socifty,  recominenda  the  fol- 
lowing reagents:  1.  Dilute  snlphuric 
acid.  2.  Strong  hydrochloricacid.  3. 
Ordinary  dilute  nitric  acid.  4.  Sul- 
phnrons  acid  in  anlutiiin.  6.  Solutiou 
nf  caustic  Boda.  S.  Solution  of  oialio 
acid  saturated  with  lime.  7.  Solution 
of  calcium  chloride.  8.  Solution  of 
stBn  nous  chloride,  9.  Solution  of  stan- 
nic chloride.  The  process  is  as  follows : 
Moisten  diSTereDt  written  characters, 
successively,  with  each  of  the  mentioned 
reageiita.  allow  them  to  act  a  few 
seconds,  and  then  carefiilly  remove  the 
excess  of  fluid  with  blotting-paper.  Ac- 
cording lo  Mr.  Tkompton'i  statement, 
the  pheuomeua  appearing   in  the  dif- 


Fig.29. 

tinguiah  characters  writlen  with  ink 
prepared  in  the  same  maiinfaet'iry  at 
dillcrent  times,  while  characters  exe- 
cuted with  the  same  ink  show  such  n 
corresponding  action  that  nodifferenee 
can  be  observed  even  if  the  ink,  in  cn<« 
of  drying  in,  had  been  diluted  with 
water,  beer,  tea,  coffee,  or  whatever 
may  have  bcffli  handy  to  the  writer, 

Printerg'  Rollers  are  made  of  molasses 
and  glue.  Rreak  t  part  of  glue  In 
pieces  and  cover  with  rain  water  and 
allow  it  to  stand  until  all  the  water  is 
absorbed,  and  then  dlE«olve  the  i:1ue  in 
a  waler-batb.     Whuu  frutli  be;jiu3  to 
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rise,  remove  from  the  fire  and  add  U 
j>art8  c)f  ht'ated  molasses.  Mix  thecora- 
nouiid  well  by  stirring  on  the  water- 
bath  over  the  fire  without  allowing  it 
to  boil.  After  heating  it  for  ^  hour 
ttike  it  from  the  fire  and  allow  it  to 
cool  somewhat  previous  to  pouring  it 
into  a  cylindrical  mould,  made  of  tin,  , 
tinned  sheet  iron,  or  copper,  having  an  \ 
inking  roller  previouslv  supported  in 
its  centre  by  means  of  its  end  pivots 
or  gudgeons.  After  remaining  in  the 
mould  at  least  8  to  10  hours  in  winter, 
and  a  longer  time  in  summer,  the  roller 
is  taken  out  of  the  mould  by  means  of 
a  cord  fastened  to  one  of  the  pivt)ts  and 
passed  over  a  strong  pulley  fixed  to  the 
ceiling ;  but  care  must  be  had  to  draw 
the  cylinder  slowly  from  the  mould. 

Old  rollers  are  recast  in  the  same 
nuuiner.  They  are  first  washed  with 
strong  lye,  and  a  small  quantity  of 
water  and  molasses  is  then  added.  But 
the  best  plan  of  making  use  of  old  roll 
ers  is  to  mix  them  with  some  new  ma- 
terial consisting  of  1  part  of  glue  and 
2  of  molasses. 

Jewellers'  Foils. 

Foils  are  very  thin  sheets  of  metal, 
analogous  in  substance  to  a  sheet  of 

Iiaper.  Tinfoil  is  used  on  the  back  of 
ookini::-g1a<:sos  to  form  an  amalgam 
with  the  quicksilver,  for  packing  pur- 
poses, and  as  a  useful  aid  in  electrical 
machines.  Jewellers'  foils,  made  of 
copper,  tin,  silver,  or  combinations  of 
two  of  them  and  colored,  are  used  at 
the  back  of  transparent  gems,  espe- 
ciallv  artificial  stones,  to  heighten  the 
brilliancy  and  lustre.  Some  kinds  of 
foil  are  made  by  rolling  sheet  metal  to 
the  requisite  thickness,  others  by  form- 
ing a  solid  cylinder  of  the  metal  and  i 
then  slicing  off  afilni  while  the  cylinder  ' 
rotates.  Jewellers'  foils  are  further 
prepared  by  coloring,  varnishing,  and 
]>o1i8hing.  If  the  color  of  the  stone  re- 
quires modifying,  a  foil  of  lighter  or 
darker  color  is  used.  The  white  foil  is 
colored  in  the  following  manner : 

Blue,     TiimbnlVs  blue  is  rubbed  up 
with  very  pale,  quick-drying  oil,  until 
the    desired  shade  is  obtained.    This , 
blue  is  used  to  impart  a  darker  color  to 
saphires. 

Green.    Dissolve  shellac  in  alcohol| 


and  add  sufiicient  verdigris  to  the  roIu' 
tion  to  produce  the  desired  tint. 

J^ed.  A  solution  of  carmine  in  am- 
monia or  lacquer,  or  carmine  rubbed 
up  with  isinglass,  may  be  used.  The 
tint,  in  either  case,  can  be  modified  by 
mixing,  and  the  lustre  augmented  after 
the  color  has  been  applied  by  lacquer- 
ing. 

YellwJD.  Solution  of  mastic  and  tur- 
meric in  alcohol,  or  a  solution  of  saffron 
and  isinglass  may  be  used. 

To  prepare  a  Crimson  Fluid  for 
Dutch  Gold  or  Paper.  Boil  seed  lac 
in  solution  of  soda,  let  it  stand  for  24 
hours,  pouroff  the  clear  fluid  smd  mix  it 
with  glue  or  isinglass  and  a  little  sugar. 
Apply  with  a  brush. 

Yellow  Fluid  for  Foils.  Heat 
saffron  in  five  times  its  weight  of  dis- 
tilled water.  As  soon  as  it  has  assumed 
the  desired  color  pouroff  the  clear  fluid 
and  mix  it  with  gum  or  isinirlass.  The 
fluid,  after  it  has  been  applied  and  is 
dry,  must  be  lacquered. 

Green  Fluid  fw^  Dutch  Gold.  Con- 
vert into  an  impalpable  powder  16 
parts  each  of  cyanide  of  iron  and  bi- 
chromate of  potassium  and  60  parts  of 
mastic,  mix  them  with  the  requisite 
quantity  of  wood  spirit,  and  apply  the 
solution  with  a  brush. 

Process  of  producing  Cameos.  Stir 
marble  cement  into  at)iin  paste  with  a 
mixture  of  yolk  of  q^q  and  water.  The 
paste  can  be  colored  as  desired,  and  is 
then  brought  into  moulds  by  means  of 
a  brush.  The  moulds  should  be  sil- 
vered, and  before  using  them,  oiled. 
The  figure  of  the  mould  is  first  filled  in 
with  the  paste,  and  when  this  is  cold  the 
mould  is  filled  up  with  a  paste  of  a 
different  color.  When  all  is  hard  the 
cameo  is  dried,  figure  side  up,  then 
dusted  with  soapstone,  and  brti8h(>d 
with  a  soft  brush.  It  may  also  be  im- 
pregnated with  stearine. 

Lacquers  and  Varnishes. 

ManufoAiture  of  Fat  Copal  Varnish, 
VioleUe,  who  has  thoroughly  studied 
the  action  of  copal  subjected  to  high 
temperatures,  and  its  solubility,  recom- 
mends the  following  process  for  the 
manufacture  of  copal  varnish  :  The 
copal  is  first  heated  at  680°  F.  until  it 
has  lost  20  to  25  per  cent,  of  its  weight, 
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Fig.  30. 

lemperaturetouBt  be  kept  up,  is  very 
diflicult  to  execute  on  a  large  scale. 
Tlie  fbllowing  apparatuses  have  been 
tvHted  and  approved  by  VMlfUe.  Thr 
arrangetiK^nts  represented  by  Fig  .tO 
coii.'jist  of  a  clay  crucil>le  /  about  S 
inuheB  in  diameter  auit  12  inches  dcv;). 


}  pound  of  cn)>al  >ind  is  snspcnilcd 
fyom  a  baliLiice,  the  ri^ht  svali:  imn  of 
which  uoutuiua  the  tare  ot  the  balloon 
aud  Che  00^,  while  upon  thi>  left  scale 
pan  is  placed  a(]u:irter  ol'tlie  weight  of 
ihe  oopol.    The  vapors  from  the  copal 


Fig.  81. 

copal  has  been  distilled  off,  the  beam 
of  tlie  balance  asaumes  a  horizontiil 
IKisition,  and  the  balloon  ia  lifted  from 
the  crucible,  the  distillation  beini;  Gn- 
isheil  The  melted  copal  is  distributed 
on  the  sides  of  the  balloon  by  Bninsing 
the  latter,  when  it  is  allowed  to  coot  off 
somewhat,  and  then  1  pint  of  oil  of  tur- 
pentine and  5  ounces  of  litiseed  oilara 

t'lt^  31  and  S2  are  respectively  cross 


resfine  in  a  flimace.  The  cniciWe  is[  and  longitudinal  seoliona  of  another 
healed  to  sucli  a  degree  that  zinc  trill  I  distillini;  a)iparatus.  X  is  a  caat-iron 
just  melt  in  it.  The  balloon  J  is  then  block  weighineaboutSOOpounds,  which 
brought  iuto  the  crucible.    It  coDlaius  I  can  be  easily  kept  at  a  defiaile  temper- 
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Man.  n  is  healed  t 
theniilitlleboij/  cent 
of  copal,  a  placed  in  tl 


750°  F.,  and  i  having  a  dial 


Biautl  Hhalt 


vapors  evolved  from  the  copal  e8Ca]«  I  gaa  conductor  which  is  connected  with 


fVnm  the  space  closed  vith  the  cov 
tiiroiigh  a  pipe,  are  condensed  by  the 
Coiiling  apparatus  O,  and  collected  i 
yollnw,  clear  fluid  in  the  vessel  /'.     ' 


,  -t  of  the  copal,  has  been  collected, 
when  the  box  ia  tnlcea  from  the  cavity 
in  the  block   and    the  copal  ponred 

Another  modification  of  the  distilling 
apjiaratuB  ia  repreaeriled  hj;  Fig.  33. 
Q  la  a  cupper  sjiljcre  silvered  ioBideoud 


JE  the  hollow  axle  of  the  globe.  After 
lOpounds  of  copal  have  been  placed  in 
the  globe  and  the  opening  closeil.  a 
moderate  fire  ia  atarted  and  the  globe 
slowly  turned. 

In  the  apparatna  represented  by  Fig. 
34,  the  globe  in  Fig.  33,  is  replaced  by 
a  Gxea  still  in  which  the  melled 
copal  ia  moved  about  by  means  of  a 
stirring  apparatus.  The  still,  silvered 
inxide,  ia  40  inches  in  diameter,  and  2ft 
inches  high.  It  ia  bricked  in  up  to  the 
cover,   and    capable   of  holding   200 
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poniiilH  of  copal;  b  ie  the  opening  for 
chui^ng  the  siill  with  copal,  c  the 
Mirring  apparatus,  d  Che  pipe  for  draw- 
ing ofT  the  melted  oopal,  e  the  pipe  for 
carrjiingoff  the  oil  of  cnpal.  A  ther- 
mometer reaching  into  Ihe  etiU  ii 
rtaining  Oii 
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Fig,  36. 

cylindrical  vessel  of  tinned  sheet  iron 
40  inches  in  diameter  and  41}  inches 
high.  It  is  closed  l>y  a  lid  to  prevent 
tlie  evaporation  of  the  oil  of  turpentine, 
and  Hurrounded  with  a  woodeo  jacket 


above  the  bottom.    Upon  this  are  placeil 


tnrpenCine,  previouslvinlroduced.  This 
will  give  1000  pounds  of  varnish.  By 
opening  the  coct  i  on  the  serpentine 
pipe  A,  lying  on  the  bottom  of  the  ves- 
eel  /,  sleam  can  be  introiiuced  to  heat 
the  solvent.  The  varnish  is  drawn  off 
through  the  pipej. 

Varnish  preiMired  in  this  manner  is 
soluble  in  ether.     Ytoleue  teconimends 

>  following  proporHons  for   copal 


One  iwniid  of  copal  and  2  pounds  of 
aiilphuriu  ether.  The  resin  is  powdered, 
placed  in  a  flask,  and  the  ether  gradu- 


ally added  with  vigorous  shakinff,  and 
the  f1n.ik  hermetically  closed.  SoluMon 
takes  place  readily.  The  varnish  thus 
prepared  is  cleared  by  allowing  it  to 
stand,  and  before  using  it,  filtered 
through  paper  or  linen. 
Spirit  LacoHtrs  a 
adapted  for  polishing  t 
coaling  maps,  book-covers,  etc.  The 
only  objectionable  point  in  using  them 
for  metal  is  that  they  do  not  adhere 
tightly.  This  can  be  remedied  by 
asiug  crystallized  boracic  acid,  )  put 


of  the  respective  lacquer.    When  this  is 
applied   to   a  bright  metal   sarbce  it 


Iron  Lacquert  are  all  prepared  in  a 
verv  simple  manner  by  melting  pilch 
wilh  variousproducts  of  the  distillation 
of  Car.  The  piteh  is  melted,  with  an 
addition  of  tihe  oil,  in  an  open  iron 
boiler  heated  from  the  outside.  The 
oil  accelerates  the  melting  of  Che  pitch 
and  prevents  it  from  congealing  too 
rapidly. 

After  the  pitch  has  become  liquid  it 
is  advisable  lo  allow  ii  to  cool  some- 
what before  adding  the  oil,  to  prevent 
the  latter  from  boiling.  Add  the  oil 
gradually,  and  sCir  each  portion  thnr- 
oughly  into  the  pitch  beforeadding  the 
next.  To  see  whether  the  Tamish  has 
the  right  consistency  lake  nccasionally 
a  sample  from  the  boiler,  allowing  it  to 
cool.  An  exact  statement  as  to  the 
quantity  of  oil  to  be  used  cannot  be 
given,  since  the  consistency  of  the  var- 
nish depends  on  the  purpose  for  which 
it  is  to  be  used  and  the  demands  of 
the  consamer. 

Clarifying  Vamiah.  A  method  of 
clarifying  varnishes  and  other  liquids 
and  removiug  imiinrities  in  48  hours  is 
asfbllows:  Uii  with  every  10  gallonsof 
vamisli  8  ounces  each  of  powdered 
marble  dust  and   burnt  oyster-shells. 

>  the 


..  .  ^veryfloatingpartioletolhebottora 
of  the  vessel  containing  the  varnish. 
This  proceiis  may  also  be  applied  to  the 
clarification  of  turpentine,  oils,  and 
molasses. 

FiUerinq  Vnmishei.  The  apparatus 
represented  by  Fig.  36  prevents  a  lossof 
solvent,  Bs  spirit  of  wine,  benzole,  etc-, 
by  evaporation.  It  consists  of  a  lai^ 
flask,  F,  either  of  glass  or  tin,  closed  by 
a  doubly  iierforated  stopper  In  one  of 
Ihe  holes  is  placed  the  neck  of  the  glass 
funnel  T,  the  upper  rim  of  which  is 
ground  smooth,  and  the  other  is  fitted 
with  aBlass  tube,  r,  bent  at  arightangle. 
A  thick  wooden  cover,  with  a  ring  of 
rubber  on  the  lower  side,  is  placed  upon 
the  funnel,  closing  it  air-tigbt.  In  the 
centre  of  the  lid  is  fitted  a  glass  tube, 
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also  bent  at  a  right  angle,  and  connected 
with  the  tube  r'  by  a  rubber  hose  k» 


Fig.  36. 

Either  filtering  pap^r  or  fine  cotton  is 
used  as  a  filtering  substance,  of  which 
a  plug  is  formed  in  the  lower  nnrt  of 
the  cone  of  the  funnel  and  lightly 
pressed  into  the  tube  of  the  fUnnel. 
The  air  in  the  bottle,  F^  is  displaced  by 
the  fluid  dropping  into  it,  and  escapes 
through  r  k  and  r'  dropping  into  the 
funnel,  where  it  absorbs  the  vapor  of 
the  fluid,  hvi  absorbs  nothing  after  U  is 
once  saturated.  While  evaporation 
goes  on  constantly  when  an  open  funnel 
18  used,  it  is  entirely  checked  bv  using 
this  apparatus.  When  it  is  observed 
that  the  pores  of  the  filter  become 
very  much  choked  up,  the  contents  of 
thefilt^r  are  allowed  to  run  ofi*  and  the 
filtering  material  is  changed. 

Spirit  Gold-Lnc  Varnishes.  I.  Pul- 
verize 66  parts  of  shellac  and  133 
pnrts  of  gamboere.  Rub  up  the  powder 
with  8  parts  of  dried  saflron  and  dis- 
solve the  whole  in  266  parts  of  alcohol 
in  a  flask  tied  up  with  a  piece  of  per- 
forated bladder,  by  placing  it  in  a  water- 
bath. 

II.  Treat  the  following  ingredients 
in  the  same  manner  as  above :  Thirty- 
three  parts  of  shellac,  16  parts  of  drag- 
on's blood,  a  like  quantity  of  turmeric. 


and  8  parts  of  gamboge  dissolved  in  200 
to  266  pai^s  of  alcohol.- 

III.  Thirty-three  parts  of  shellac,  4 
parts  of  dragon's  blood,  and  2  parts  of 
saflron  are  digested  in  800  to  1200  parts 
of  alcohol  for  8  days  in  the  sun,  and 
then  filtered. 

Oold^Lac  Varnish  with  Shellac  and 
other  Resins*  I.  Mix  133  parts  of  seed 
lac,  a  like  (]^uantity  of  sandarac,06  parts 
of  turpentine,  16  parts  of  dragon's 
blood,  and  2  parts  each  of  gamboge  and 
turmeric  witn  133  to  166  parts  of  pul- 
verized  glass,  and  digest  the  whole  in 
1600  parts  of  alcohol. 

II.  Pour  600  to  600  parts  of  alcohol 
over  30  parts  of  seed  lac,  60  parts  of 
sandarac,  a  like  quantity  of  elemi,  30 
parts  of  dragon's  blood,  20  parts  each  of 
turmeric  ana  gamboge,  1  part  of  safiTron, 
and  60  to  100  parts  of  pulverized  glass. 

III.  Take  133  parts  of  shellac,  50 
parts  of  sandarac,  33  parts  of  mastic 
m  grains,  100  parts  of  yellow  rosin, 
33  parts  each  of  yellow  amber  and 
dragon's  blood,  24  parts  each  of  gam- 
boge  and  turmeric,  and  if  a  deeper  color 
is  desired,  30  parts  of  aloes,  and  pour 
2000  parts  of  alcohol  over  the  whole. 

Gold  Varnish  tuithout  Lac.  Dissolve  33 
parts  of  copal,  16  parts  of  white  boiled 
turpentine,  and  4  of  camphor  in  alcohol. 
Then  prepare  a  solution  of  33  parts  of 
sandarac,  16  parts  of  mastic,  8  parts  of 
dragon's  blood,  16  parts  of  gamboge,  8 
partis  of  annotto,  and  4  parts  of  aloes  in 
spirit  of  wine,  and  mix  the  two  solu- 
tions together. 

Gold-Laxi  Varnishes  vrifh  Oil  of  Tur- 
pentine and  Oil  of  Lavender  {from 
lAJvandula  spica).  I.  Without  Linseed- 
oil  Varnish,  Boil  66  parts  of  mastic, 
a  like  quantity  of  sandarac,  and  4  ))nrts 
of  turpentine  with  100  parts  of  oi  I  of 
lavender  over  a  coal  fire ;  then  add  33 
parts  of  aloes  and  some  rosin,  and 
neat  the  whole  until  a  small  feather 
dipped  into  the  mixture  ignites. 

II.  With  an  Addition  of  LAnseed-oil 
Varnish,  1.  Dissolve  with  the  aid  of 
a  water-bath  16  parts  of  amber,  33 
parts  of  shellac,  16  parts  of  sandarac,  33 
parts  of  aloes,  4  parts  of  gamboge,  and 
2  parts  of  dragon's  blood  in  266  parts 
of  oil  of  turpentine,  and  then  add  a  few 
drops  of  strong  linseed-oil  varnish. 

2.  Pulverize  266  parts  of  amber  and 
QQ  parts  of  stick  lac.    Dissolve  the  pow- 
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dor  in  2S6  parts  of  hot  linseed-oil 
nish  and  400  Co  533  parts  of  hot  oil  of 
turiieatine,  previoiulj  colored  vith  60 
IHLFta  each  of  gambc^e,  dragon's  blood, 
and  annotM,  and  16  parts  of  saffron. 

3.  Mix  133  i>arW  of  stick  lae,  a  lite 
quantity  of  saadarBO,  16  parta  of  drag- 
on's bicwd,  2  jiarts  otganAioge,  and  l<i6 
parts  of  pnlverized  gtass,  aad  digest  the 
mixture  in  500  paru  each  of  oil  of 
pentine  and  linseed-oil  varnish. 

All  the  for^oin^  receipla  have  been 
tested  and  can  De  highly  recomni ended. 

tViilton'i  Proctsa  of  Preparing  iin- 
sred-oii  l^araish  nonsists  mainly  In  ex- 
posing (he  linseed  oil  to  the  action  of 
air,  wtierebf  itisconvert«d  inl^iaresiD- 
ouH  mass  which,  dissolved  in  vood 
ijiirit  or  alcohol,  furnishes  a  quickly 
dryinti:  varnisli.  The  apparatus  repre- 
■ciiCed  bvFig.STisused.  Clear  linseed 
oil  is  mixi'd  with  a  aiccative,  5  to  10 
per  oenL  of  aoelale  of  lead  tieing  the 
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m.iBt  suitable.  The  mixlui 
passed  througli  the  apparat 
tube  through  which  th<;  oil  is  conveyed 
by  means  of  a  force-pump  into  the 
reservoir  6  provided  with  a  perforated 
bottom  e.  The  oil  passes  down  through 
this  bottom,  and  falls  in  jets  or  drops 
through  the  column  ti,  whereby  it  comes 
in  contact  with  air  forced  in  at  «  by 
meauH  of  a  blowei-.   Two  sides  of  the 


column  are  constructed  of  cIhsn  to 
allow  the  entrance  of  liuht,  wnicli  ex- 
erti  also  a  bleaching  at1'e«t  upon  the 
oil ;  /  and  /'  ore  perforated  zinc  platak 
The  object  of  /  is  to  distribute  the  air 
in  the  apparatus  over  the  hollow  col- 
umn, while  thai  of/'  is  to  allow  the  air 
to  pass  out  and  to  retain  ruirtiules  of  oil. 
The  current  ol  air  need  not  be  very 
strong,  but  a  constant  renewal  of  the 
air  in  the  a|>]>4ratuB  is  absotately  re- 
quired. The  r,il  fallsinto  the  rrservnir 
S,  benealli  which  it  a  cpace  A,  which  is 
ealed  from  212°  to  800"  F.  by  the 
introduction  of  steam;  the  higher  the 
temperature  the  quickernil  I  be  the  con- 
version of  the  oil  J  i  is  a  pijie  throuifh 
which  the  oil  is  re-conveyed  to  the 
pump,  by  which  it  is  again  forced  into 
the  reservoir  6,  drops  down  through  d, 
and  so  on  nnlil  it  has  become  siiflicienlly 
changed.  On  the  upjier  end  nf  b  is  a 
small  cylinder,  J,  containing  a  valve  k, 
which  is  connected  witli  a  lever,  /, 
loaded  in  proportiuu  to  the  pressure 
which  is  to  be  exerted  in  b.  The  r<Hl  m 
is  connected  in  such  a  manner  with  a 
cock  on  the  pipe  >',  that,  when  the  valve 
I.  -;„„„  ((^   j„g|,^  jj,   consequeiic-   -' 


betw 


ronff 


le  pump  and  the 


■aiahes.  I.  Dissolve  240  parts  of  san- 
darac,  60  parts  of  seed  lac,  and  120iiarta 
of  rosin  in  leoO  purta  of  spirit  of 
wine,  and  compound  the  solution  with 
180  parts  of  Venetian  turjientine. 
II.  Compound  180  luirts  of  naphtha 
■       '    *    ■  Ara.1/ 


solution  of  7oO  parts  of  polasli  in  wnnn 
water  for  i  hnur^and,  when  the  lye  has 
become  cold,  skim  off  the  wax  which 
fliwtson  theaurfiice.  Apply  the  wan  to 
the  furniture,  and  by  rubbingitan  honr 
afterwards  with  a  woollen  cloth,  a 
beautiliil  lustre  will  bo  the  result. 

rv.  Melt  120  parts  of  yellow  wai 
and  a  little  pulverized  rosin,  and 
oomponnd  this  with  60  parts  of  warm 
I"!  of  turpentine  or  ipints  of  turpeti- 

ne.    Rub  the  fitmiture  with  this  by 

cans  of  a  woollen  rag,  which  will  give 

a  beautiful  lustre. 

BaUoon  Vamisk,    Cut  up  50#  parts 
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of  caoutchouc,  and  let  it  digest  in  3000 
parts  of  oil  of  tur|)entine  for  7  days, 
putting  the  vessel  in  a  warm  place; 
then  heat  the  mixture  in  a  water-bath 
until  it  is  entirely  homogeneous,  add 
2000  parts  of  warm  drymg  oil  pre- 
viously boiled,  mix  intimately,  and 
strain  the  compound  as  soon  as  it  is 
cold.  The  above  receipts  have  been 
tested  and  can  be  highly  recommended. 

Copal  Varnish  with-  SSmrit  of  JSal-am,' 
moniac.  Convert  copal  into  a  coarse 
powder  and  gradually  pour  spirit  of 
sal-ammoniac  over  it  until  the  whole 
is  swelled  up  to  a  thick,  transparent 
mass.  Heat  this  to  100°  F.,  then  mix 
it  gradually  with  alcohol  75  to  80  per 
cent,  strong,  shake  it  thoroughly,  and 
finally  add  more  alcohol  to  give  the 
mixture  the  requisite  consistency. 

Chinese  Varnish.  Dissolve  60  parts 
of  shellac  and  a  piece  of  camphor  the 
size  of  a  hazel-nut  in  1000  parts  of  spirit 
of  wine,  by  placing  the  vessel  contain- 
ing it  in  the  sun  or  in  hot  ashes  for  24 
hours,  shaking  the  bottle  from  time  to 
time ;  then  strain  the  fluid.  Let  the 
varnish  stand  quietly  for  24  hours,  and 
then  pour  it  off  carefully  from  the  sedi- 
ment ;  the  latter  may  be  used  for  the 
first  coat. 

Incombustible  Varnish  for  Wood, 
An  application  of  a  solution  of  equal 
parts  of  alum  and  isinglass  to  the  place 
exposed  to  the  flame  prevents  ignition, 
but  not  the  transmission  of  heat.  By 
coating  wooden  vessels  with  this  var- 
nish fluids  may  be  boiled  in  them  over 
an  ordinary  fire. 

Varnish  for  Wood  not  acted  upon  by 
Boiling  Water.  Boil  in  an  untinned 
copper  boiler  750  parts  of  linseed  oil. 
Suspend  in  this,  in  a  bag  which  must 
not  touch  the  bottom,  150  parts  of 
litharge  and  90  parts  of  pulverized 
minium.  Let  the  oil  boil  until  it  has 
assumed  a  dark-brown  color;  then  re- 
move the  bag  and  replace  it  by  one 
containing  7  to  8  bulbs  of  garlic.  Now 
melt  500  parts  of  pulverized  amber  in 
60  parts  of  linseed  oil  over  a  strong  fire, 
add  it  while  boiling  to  the  prepared 
linseed  oil  and  let  it  boil  for  2  to  3 
minutes  longer,  stirring  it  vigorously. 
Then  take  it  from  the  fire,  allow  it  to 
settle,  pour  off  the  clear  liquid,  and 
when  cold  put  it  in  bottles,  which 
should  be  hermetically  closed. 


To  use  this  varnish,  polish  the  wood 
first  and  give  it  the  desired  color,  for 
instance,  nut  brown,  by  laying  on  a  thin 
coat  of  a  mixture  of  lampblack  and  oil 
of  turpentine.  When  the  stain  is  dry 
apply  four  coats  of  the  varnish  with  a 
fine  spong:e,  allowing  one  coat  to  dry 
before  laying  on  the  next. 

Varnish  for  Earthen-ware  Vessels, 
Mix  equal  parts  of  pulverized  glass  and 
soda,  dry  the  mixture  over  a  strong  firo 
and  spread  it  upon  the  surface  of  the 
burnt  vessels  while  they  are  still  hot. 

Japaiuse  Transparent  Lac  Varnish, 
Dissolve  30  parts  of  copal  and  2  part5 
of  camphor  m  120  parts  of  oil  of  turpeu' 
tine  and  30  parts  of  oil  of  lavender. 

Japanese  JBlack  Lac  Varnish.  I.  Take 
120  ^arts  of  burnt  umber,  60  parts  of 

genuine  asphaltum,  and  3000  parts  of 
oiled  oil.  Dissolve  the  a8{)haltum  in 
a  small  portion  of  the  oil  with  the  nid 
of  heat,  then  add  the  umber,  previously 
rubbed  up  with  oil,  and  finally  the  re- 
maining oil  ;  mix  the  whole  thoroughly, 
allow  it  to  cool,  and  thin  with  oil  of^ 
turpentine.  This  varnish  is  very  elas- 
tic. 

II.  Dissolve  1  part  of  shellac  in  4  of 
wood  spirit,  and  color  with  lampblack. 

Varnish  for  FanSy  Fancy  BoxeSy  etc. 
Dissolve  60  parts  of  mastic  and  240 
parts  of  sandarac  in  1503  parts  of  spirit 
of  wine,  and  compound  the  solution 
with  120  parts  of  Venetian  turpentine. 

Varnish  for  Umbrellas.  Boil  2  parts 
of  turpentine  and  1  of  pulverized  lith- 
arge in  2  to  3  of  linseed  oil.  This 
varnish  is  applied  with  a  brush  and 
dried  in  the  sun. 

Black  Varnish  for  Tinsmiths,  Mix 
fine  lampblack  or  Frankford  black 
with  a  solution  of  shellac,  or  with  a 
solution  of  1  part  of  asphaltum  in  3  of 
oil  of  turpentine,  and  then  add  some 
linseed  oil  and  minium. 

Gold  Varnish  on  Iron,  Boil  in  an 
earthen-ware  pot  90  parts  or  more  of 
linseed  oil,  60  parts  of  tartar,  60  parts 
of  hard-boiled  yelk  of  egg,  15  parts 
of  aloes,  i  part  of  siaffron,  and  ^  part 
of  turmeric,  and  apply  the  fluid  to  the 
iron. 

Pitch  Varnish  for  Buildings.  One 
pound  of  linseed  oil,  150  parts  of  pitch, 
and  120  parts  of  litharge  are  boilea  over 
a  coal  nre  and  stirred  until  they  are 
intimately  mixed.    Apply  one  or,  if 
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necessary,  several  coats  of  this  varnish 
to  the  weather  side  of  the  buildings, 
which  will  render  them  impervious  to 
moisture.  The  above  quantity  suffices 
to  give  4  coats  to  18  square  feet  of  sur- 
face. Shingle  roofs  coated  with  this 
varnish  last  at  least  twice  as  long  as 
ordinary. 

iSpirit  Varnish  for  Violins  and  other 
Musical  Instruments.  Dissolve  over  a 
moderate  fire  120  parts  of  sandarac,  60 
parts  of  shellac,  a  like  quantity  of 
mastic,  and  30  parts  of  elemi  in  1500 
parts  of  highly  rectified  spirit  of  wine, 
and  after  the  solution  has  boiled  up 
several  times,  add  60  parts  of  Venetian 
turpentine.  . 

Mack  Varnish  for  Zin4i,  Equal  parts 
of  chlorate  of  potassium  and  blue  vit- 
riol are  dissolved  in  36  times  as  much 
warm  water,  and  the  solution  allowed 
to  cool.  If  the  sulphate  of  copper  used 
contains  iron,  it  is  precipitated  as  a 
hydrated  oxiae  and  can  be  removed  by 
decantation  or  filtration.  The  zinc 
casting  are  then  immersed  for  a  few 
seconds  in  the  solution  until  quite 
black,  rinsed  off  with  water,  and  dried. 
Even  before  it  is  drv  the  black  coating 
adheres  to  the  article  so  that  it  may  be 
wiped  dry  with  a  cloth.  If  copper-col- 
ored spots  a{>pear  during  the  operation, 
the  solution  is  applied  to  them  a  second 
time,  and  after  awhile  they  turn  black, 
when  the  article  is  washed  and  dried. 
On  rubbing,  the  coating  acquires  a 
glittering  appearance  like  indigo,  which 
disappears  on  applying  a  few  drops  of 
linseed-oil  varnish  or  "  wax-milk,"  and 
the  zinc  then  has  a  deep-black  color 
and  gloss.  The  "wax-milk"  is  pre- 
pared hj  boiling  1  part  of  yellow  soap 
and  5  or  Japanese  wax  in  21  of  wat^ 
until  the  soap  dissolves.  When  cold 
it  has  the  consistency  of  a  salve,  and 
will  keep  in  closed  vessels  for  an  in- 
definite time.  It  can  be  used  for  pol- 
ishing carved  wood  and  for  waxing 
ball-room  floors,  as  it  is  cheaper  than 
the  solution  of  wax  in  turpentine,  and 
does  not  stick  or  smell  disagreeably 
like  the  latter. 

Parisian  Wood  Varnish,  This  cele- 
brated varnish  ia  prepared  by  dissolv- 
ing 1  part  of  shellac  in  3  or  4  of  alcohol 
of  92  per  cent,  on  the  water-bath,  and 
cautiously  abiding  distilled  water  until 
a  curdy  mass  separates,  which  is  col- 
14 


lected  and  wrapped  in  linen.  The 
liquid  is  filtered  through  paper,  all  the 
alcohol  removed  by  distillation  from 
the  water-bath,  and  the  resin  removed 
and  dried  at  212°  F.  until  it  ceases  to 
lose  weight.  It  is  then  dissolved  in 
double  its  weight  of  alcohol  of  at  least 
96  to  98  per  cent.,  and  ttie  solution  per- 
fumed with  lavender  oil. 

Furniture  Varnish,  Heat  gently, 
with  constant  stirring,  8  parts  of  white 
wax,  2  of  rosin,  and  i  of  Venetian 
turpentine;  pour  the  mixture  into  a 
glazed  stone  pot  and  add,  while  it  is 
yet  warm,  3500  parts  of  rectified  oil  of 
turpentine.  After  standing  for  24  hours 
the  mass  forms  a  soft,  buttery  substance, 
and  is  ready  for  use.  The  articles  to 
be  varnished  must  be  carefuUv  cleansed 
with  soap  and  water  and  tnen  dried 
•before  applying  the  varnish.  The  pol- 
ish obtained  is  not  quite  as  brilliant  as 
that  obtained  by  snellac  varnish,  but 
has  a  peculiar,  chaste  appearance. 

To  iMcquer  Flowers.  Pulverize  40 
parts  of  sandarac,  15  parts  of  mastic, 
and  2  parts  of  cam})hor,  and  put  the 
powder  into  a  long-necked  flask ;  then 
pour  1000  pai*ts  of  rectified  spirit  of 
wine  over  it,  and  place  the  flask  in  a 
moderately  warm  place,  shaking  it  at 
first  frequently,  and  then  sdlowing  it 
to  stand  quietly  so  that  the  fluid  may 
settle.  Flowers,  plants,  and  herbs  may 
be  coated  with  tnis  varnish.  Flowers 
retain  not  only  their  beautifiil  colors, 
but  are  also  protected  against  the  rav- 
ages of  insects.  This  varnish  is  also 
adapted  for  coating  ma]is,  playing- 
caras,  copper  prints,  and  pictures. 

WhUe  Unchangeable  Lacquer  for 
Leather.  Artificially  prepared  carbon- 
ate of  baryta  is  rubbed  up  with  very 
light  linseed-oil  varnish  and  the  com- 
pound applied  to  the  leather.  On  this 
IS  laid  a  coat  prepared  from  carbonate  of 
baryta  and  white  copal  varnish.  When 
dry  the  lacquer  is  pumiced  with  elutri- 
ated pumice-stone  and  a  piece  of  felt, 
and  then  polished  with  elutriated  bone- 
ash.  The  white  color  of  this  lacauer  is 
not  changed  in  the  least  by  sulphur- 
etted or  other  exhalations,  which,  as  is 
well  known,  darken  whit<?  lead. 

To  Polish  Carved  Work.  Dissolve 
1  part  of  seed  lac  and  1  of  transparent 
resin  in  9  of  spirit  of  wine.  This  polish 
must  be  applied  warm,  and  the  article 
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to  be  polished  most  also  be  heated  if 
possible. 

A  beaatiful  French  polish  is  obtained 
by  using  the  following  ingredients: 
700  parts  oi  spirit  of  wine,  15  parts  of 
oopal,  7  parts  of  gum- Arabic  and  30 
parts  of  shellac.  The  resins  are  first 
pnlyerized  and  bolted  throash  a  piece 
of  moslin.  The  powder  is  placed  in  a 
flask,  the  spirit  oi  wine  poured  over  it, 
and  the  flask  corked.  By  putting  the 
flask  in  a  moderately  warm  place,  the 
solution  will  be  accomplished  in  2  or  3 
days.  It  is  then  strained  through  a 
piece  of  muslin  and  kept  in  hermeti- 
cally closed  bottles.  This  polish  ^ves 
a  beautiful  appearance  to  the  carvings, 
and  a  gloss  and  richness  of  color  which 
cannot  be  obtained  by  any  other  means. 
It  is  especially  adapted  for  polishing 
fine  furniture,  and  for  this  purpose  is  to 
be  preferred  to  all  other  polishes.  To 
give  to  articles  polished  with  this  lac- 

?[uer  the  finest  nnish  p>ssible,  the  fol- 
owing  peparation  is  ased :  Put  8  parts 
of  shellac  and  a  like  quantity  of  ben- 
zoin, and  350  parts  of  rectified  spirit  of 
wine  into  a  flask,  keep  this  in  a  warm 
place  until  all  the  gum  is  dissolved, 
and  shake  it  vigoroc^y.  To  the  cold 
solution  add  a  small  portion  of  the  best 
poppy-seed  oil,  which  should  be  as 
clear  as  water;  mix  all  intimately  to- 
gether and  keep  jit  for  use. 

Parisian  Bronze  La^qtier.  Dissolve 
1  part  of  shellac  in  8  to  10  of  alcohol 
and  add  to  the  solution  \  part  of 
camphor  rubbed  up  with  a  few  drops  of 
lavender  oil. 

Black  Polish  on  Iron  and  Steel.  A 
beautiful  black  polish  is  obtained  hj 
boiling  1  part  of  sulphur  with  10  of  oil 
of  turpentine,  but  it  has  a  disagreeable 
odor.  A  coat  as  thin  as  possible  is  laid 
on  the  article  to  be  polished,  which  is 
then  held  over  the  flame  of  an  alcohol 
1  imp  until  tlie  black  polish  makes  its 
appearance. 

A  New  Varnish  (patented  in  Ger- 
many), which  serves  as  substitute  for 
liiLsee(l  oil  or  oil  of  turpentine,  is  pre- 
pared in  the  following  manner:  100 
parts  of  rosin  free  from  oil  of  tur- 
pentine, 20  of  crystallized  soda,  and  50 
of  water  are  heated  together  and  then 
intimately  mixed  with  250  parts  of 
w;iti;r  containing  24  of  aqua  ammonia. 
The  coloring    substances  are   rubbed 


up  with  this  preparation  without  ao 
addition  of  linseed  oil,  or  oil  of  turpen- 
tine; they  dry  easily  without  a  sicca- 
tive, and  can  be  coated  with  lacquer. 
This  varnish  becomes  very  hard,  resists 
the  action  of  water  and  atmospheric 
influences,  and  is  about  i  cheaper  than 
ordinary  varnish. 

Parisian  Bookbinder^  Lacquer.  Dis- 
solve on  Ihe  water-bath  360  parts  of  shel- 
lac and  2  parts  each  of  camphor  and  loaf 
sugar  in  3000  parts  of  alcohol  ai  66  per 
cent.  Filter  the  solution  through  blot- 
ting-paper, distil  ofi*  i  of  the  alcohol, 
and  add  to  the  residue,  while  yet  warm, 
a  trace  of  oil  of  cinnamon. 

Hkccellent  Glass-like  Varnish.  Dis- 
solve at  a  moderate  heat  4  parts  of 
camphon  60  parts  of  sandarac,  15  parts 
each  of  Venetian  turpentine  and  oil  of 
turpentine,  and  4  parts  of  white  sugar 
in  400  parte  of  spirit  of  wine  of  96  ])er 
cent.,  and  clarify  the  solution  bv  allow- 
ing it  to  stand  for  some  time.  In  using 
the  varnish  expose  the  article  to  be 
coated  to  a  gentle  heat,  and  then  apply 
the  solution,  which,  when  it  becomes 
dry,  will  form  a  beautiful,  glass-like 
coat. 

Varnish  for  Wood  NrauraZly  Colored 
or  Stained,  Pulverize  and  dissolve 
3  parts  of  light-colored  shellac.  2  of 
sandarac,  2  of  white  rosin,  and  i  of 
camphor  in  24  of  alcohol  of  80  per 
cent.  Put,  first,  the  shellac,  sandarac, 
and  camphor  in  the  alcohol,  tie  up  the 
vessel  with  a  piece  of  wet  bladder  and 
shake  it  for  half  an  hour ;  then  add  the 
rosin,  and  let  the  mixture  boil  up  sev- 
eral times  in  a  suitable  vessel.  Filter 
the  ready  varnish,  while  yet  warm, 
through  cotton  or  felt,  and  to  clari^ 
it  let  it  stand  for  12  hours  in  a  well- 
closed  bottle.  No  more  varnish  than 
is  to  be  used  in  2  or  3  days  should  be 
prepared  at  one  time,  since  age  impairs 
its  oeauty  and  hardness. 

Colorless  Varnish.  Boil  500  parts 
of  linseed  oil  with  1000  of  water  for  2 
hours;  then  add  60  parts  of  silver 
litharge,  45  of  sugar  of  lead,  one  onion, 
and  a  small  piece  of  pn mice-stone,  and 
then  heat  the  mixture  for  some  time 
longer. 

French  Leather  Lacqner.  Boil  15 
parts  of  loprwood  shaving  in  120  of  or- 
dinary water  until  but  half  the  quan- 
tity reiuuins;  dissolve  in  this  2  )>urts 
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of  sugar  and  12  of  gum- Arabic  and  | 
compound  the  mixture  with  solution  of  j 
ferric  sulphate  until    the    previously 
brown-red  color  of  the  decoction  has  I 
changed  into  a  violet-blue    tint,  and 
finally  add  some  spirit  of  wine. 

Cheap  Lacquer  for  Harnesses  and 
Carriage  Tops,  Soak  2  parts  of  glue 
and  then  liquefy  it  over  a  moderate  fire. 
Then  dissolve  3  parts  of  ordinary  soap 
over  a  moderate  ore  and  add  this  to  the 
solution  of  glue.  About  120  parts  of 
water  are  used  for  dissolving  Doth  in- 

fredieuts.  After  the  two  solutions  have 
een  intimately  mixed  add  3  to  4  parts 
of  spirit  varnish,  and  finally  stir  into 
the  mixture  2  parts  of  good  wheat  starch 
previously  triturated  with  some  water. 
Now  place  the  pot  containing  the  mixt- 
ure over  a  moderate  coal  fire,  and  let 
it  evaporate,  although  it  may  also  be 
used  before  evaporation.  The  evapor- 
ated mass,  when  to  be  used,  is  liauefied 
by  adding  beer  or  water.  The  tninner 
the  coat  £e  more  beautiful  will  be  the 
gloss. 

Lacquer  for  Drawings,  Dissolve  30 
to  40  parts  of  dammar  m  180  parts  of 
acetone  and  then  mix  40  parts  of  this 
solution  with  30  parts  of  thickly-fluid 
collodion. 

Transparent  Lacqtter  for  Closing 
Bottles.  A  process  of  closing  b(»ttles, 
which  is  more  elegant  and  eff*ectuaj 
than  with  tinfoil,  has  recently  been 
introduced  in  France.  The  neck  of  the 
bottle  is  di])i)ed  into  a  tenacious  mass 
and  quickly  withdrawn  with  a  rotwy 
motion.  It  is  in  this  manner  covered 
with  a  transparent  mass,  which  can  be 
given  a  still  more  beautiful  appearance 
by  placing  the  monogram  of  the  firm 
or  other  label, on  the  neck  of  the  bottle 
or  on  the  cork.  The  preparation  con- 
sists of  20  parts  of  rosin,  40  of  ether, 
60  of  collodion,  and  any  desired  color- 
ing matter. 

Tar  Vamuh,  Tar  is  intimately 
mixed  with  equal  parts  of  hydraulic 
lime  and  Roman  or  Portland  cement, 
by  heating  the  ingredients  to  158°  F. 
The  mixture  remains  thinly  fluid  and, 
when  dry,  soft  and  flexible.  This 
varnish  is  not  acted  upon  by  acids  and 
protects  wood  from  rotting.  It  is 
especially  adapted  for  wood  under 
water,  shingles,  and  water-pipes. 

Ftilisking   of    Wood^     The   former 


practice  of  pumi<!ing  furniture  with  oil 
IS  now  suppuanted  by  Hossbach'x  ])atent 
(now  expired)  of  pumicing  dry  and 
coating  with  a  mixture  of  286  parts  of 
copal,  67  of  oil  of  turpentine,  628  of  in- 
fusorial earth,  and  28  of  umber,  prin- 
cipally used  for  walnut  and  chestnut; 
for  rose- wood,  carmine  is  used  in  ])]ace 
of  umber,  for  oak,  ochre,  etc.  A  solu- 
tion of  3  parts  of  shellac,  2  of  copal,  and 
i  of  oil  of  rosemary  in  10  of  alcohol  is 
used  as  a  ground  lacquer. 

Eiastic  Lacquer,    Slake  16  parts  of  / 
lime  with  20  parts  of  water,  and  add,     ^ 
while  the  lime  is  yet  warm,  50  parts  of 
melted  crude  caoutchouc.    "When  cold    ) 
the  lacquer  is  in  the  form  of  a  paste.    ) 
It  is  best  applied  warm. 

Black  liumess  Lacquer,  Dissolve 
40  parts  of  best  shellac,  10  parts  of 
sandarac,  and  5  parts  of  mastic  in  500 
parts  of  spirit  of  wine.  To  prevent 
the  lacquer  from  becoming  brittle  add 
to  the  solution  20  to  30  parts  of  pure 
Venetian  turpentine,  and  finallv  suf- 
ficient aniline-black  (nigrosine)  dis- 
solved in  water  or  spirit  of  wine. 

Parchment  Fluid  is  prepared  from 
gutta-percha  soaked  and  swelled  up  in 
ether.  It  is  used  for  coating  pictures, 
maps,  etc.  The  coat^  if  stained,  or  soiled, 
can  be  washed  with  a  moist  sponge. 
Crayon  and  charcoal  drawings  can  be 
fixed  by  coating  them  with  this 
lacquer. 

To  provide  Bars  of  Spring  Steel  with 
a  Coating  not  acted  upon  by  Acidsy 
Alkalies^  Chlorine^  ana  Steam.  The 
bars  are  first  coated  with  copal  or  as- 
phaltum  lacquer  and  dried  at  a  high 
temperature.  They  are  then  wra]>i»ed  in 
several  layers  of  strongly -pressed  paper 
impregnated  with  chromium  glue,  and 
subjected  to  a  very  strong  pressure,  and 
finally  receive  a  coat  of  tne  following 
compound  :  Fifty  parts  of  China  clajr, 
10  of  shellac,  8  of  sandarac,  3  of  elemi, 
2  of  gun-cotton,  0.5  of  camphor,  and  5 
of  oil  of  lavender  (from  Lave^tdula 
spica)  dissolved  in  100  parts  of  alcohol. 
When  half  dry  the  bars  are  again  sub- 
jected to  pressure,  and  when  entirely 
dry,  ground. 

Aluminium  Palmitate  and  its  Uses   , 
in    different    Branches    of    Jvdvttti'y. 
Aluminium  palmitate,  a  combination     - 
of  alnminaand  palmitic  acid,  is  a  resin- 
ous substance  of  remarkable  properties. 
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making  it  useful  for  many  purposes. 
It  melts  at  a  higher  temperature  than 
dammar  and  co])al  resin,  and  is  easily 
soluble  in  oil  of  turpentine  and  benzine. 
A  solution  of  1  part  of  it  in  5  of  a  sol- 
vent retains  a  lacquer-like,  thickly- 
fluid  consistency.  The  lacquer  obtained 
in  this  manner  does  not  soak  through 
paper,  never  becomes  brittle,  but  re- 
mains flexible  and  dries  quickly.  It 
has  a  beautiful  silky  gloss,  bears  an 
addition  of  any  amount  of  dammar  and 
copal,  obtaining  thereby  greater  gloss 
and  aepriving  the  latter  two  resins  of 
their  brittleness.  Aluminium  palmi- 
tate  Mrill  without  doubt  be  of  great  im- 
portance in  the  manufacture  of  wall 
paf)er,  lacquers,  artificial  leather,  water- 
proof substances,  etc.  Lacquer  pre- 
pared from  it  will  be  of  great  value  in 
manufacturing  gold  wall  papers  and  for 
coating  genuine  and  imitation  leather 
hauginjsfs,  giving  to  the  latter  the  char- 
acteristic gloss  of  stain])ed  leather  and 
preserving  it  in  the  first.  It  furnishes 
also  an  excellent  vegetable  glue  which 
does  not  spoil,  is,  and  remains,  entirely 
neutral,  and  consequentlv  exerts  no 
injurious  influence  upon  tne  shades  of 
the  colors.  This  makes  it  especially 
useful  in  the  manufacture  or  velvet 
wall  papers.  If  used  as  a  sizing  on 
cotton  fabrics,  it  imparts  to  them  a 
silky  gloss  which  does  not  entirely  dis- 
api>ear  even  after  frequent  washing. 
This  sizing,  on  account  of  its  neutrality 
and  entire  indifference,  can  be  used  for 
fabrics  printed  with  the  most  critical 
colors  without  injuring  them  in  the 
least.  Palmitate  lacquer  is  not  acted 
upon  by  water  and  can  therefore,  as  it 
remains  perfectly  flexible,  be  advan- 
tageously used  in  the  manufacture  of 
artificial  leather,  rubber  tissues,  and 
water- proof  fabrics,  its  property  of  being 
entirely  inodorous  when  dry  deserving 
special  commendation. 

New  Method  of  Preparing  Fat  LaA> 
quer  and  Varnish^  Patented  in  Ger- 
many by  Zimmermann  and  Holtzwich. 
The  resins  are  melted  by  a  current  of 
air  heated  above  the  melting  point  of 
the  resins  and  circulating  in  tne  melt- 
ing api>aratus.  The  products  escaping 
in  melting  are  collected  in  a  cooled  and 
closed  receiver.  The  warm  current  of 
air,  after  it  leaves  the  melting  appa- 
ratus, serves  to  convert  the  liuseeJ  oil 


into  varnish.  The  addition  of  litharge 
is  saved  by  the  use  of  lead  vessels  or 
lining  them  with  sheet  lead.  The  lin- 
seed oil  flows  slowly  down  in  an  appa- 
ratus through  several  boxes  placed 
above  each  other,  from  whence  it 
reaches  a  reservoir  (a  kind  of  montejus), 
is  pumped  up  by  compressed  air  into 
another  vessel,  and  flows  from  this 
again  through  the  boxes,  the  operation 
being  re{>eated  until  it  is  converted 
into  varnish.  With  this  apparatus  a 
lightKJolored  fine  varnish  of  excellent 
consistency,  equal  to  the  best  English 
varnish,  is  prepared  in  about  one 
quarter  of  the  time  used  in  the  ordi- 
nary process. 

Light  Copal  Varnish  with  Coal-tar 
Varnish  Oil,  Light  copal  2  parts, 
light  rosin  1,  sandarac  and  Venetian 
turpentine  each  i,  varnish  oil  10. 
Pulverize  and  melt  together  the  copal 
and  rosin,  then  add  the  sandarac,  and 
finally  the  turpentine ;  stir  until  all  are 
dissolved,  let  it  cool  somewhat  and 
then  add  the  varnish  oil,  first  in  small 
portions  and  finally  the  remainder. 
Filter  the  varnish  through  cotton. 

Lig/it  Parisian  Varnish  with  Coal" 
tar  Varnish  Oil,  Light  sandarac  8 
parts,  light  rosin  and  mastic  each  1, 
Venetian  turpentine  \  camphor  and 
oil  of  lavender  each  i^,  varnish  oil  12, 
absolute  alcohol  2.  Melt  the  sandarac, 
rosin,  and  mastic  together  and  then 
add  the  turpentine.  Dissolve  the  cam- 
phor and  oil  of  lavender  in  the  abso- 
lute alcohol,  and  add  finally  to  the 
varnish. 

Light  Varnish  for  Lacquering  Photo- 
graphic  Negatives,  Dammar  1  part, 
mastic  i,  sandarac  i,  chloroform  ana 
varnish  oil  each  10.  Pulverize  the 
resin,  pour  the  chloroform  over  them, 
then  add  the  varnish  oil,  and  digest  the 
whole  in  a  sand-bath  until  all  are  dis- 
solved. Filter  the  varnish  through 
clean  cotton  and  keep  it  in  well-closed 
bottles.    It  dries  very  easily. 

English  Method  of  Vamishinp 
Coaches,  The  superiority  of  English 
work  is  largely  aue  to  the  fact  that 
though  the  same  materials  are  used, 
more  care  is  exercised  in  preparing  the 
varnishes,  and  greater  attention  paid  to 
f>reparing  the  wood- work  for  the  recep- 
tion of  the  varnish. 

Pumicing,    Grind  a  smooth  face  on  a 
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piece  of  pnmioe-stone,  then  sift  some 
pulverized  pumice-stone  through  a  hair 
sieve,  and  dipping  the  ground  face  of 
the  stone  into  this  powder,  pumice  the 
panels  of  the  coach ;  then  cleanse  thor- 
oughly with  a  brush,  and  finish  them 
with  a  cloth. 

Puttying,     Before   laying   on    the 

§  round  color,  all  holes,  cracks,  and  in- 
entations  must  be  puttied  up.  The 
putty  used  is  prepared  by  mixing 
white  lead,  red  lead,  umber,  and  a  lit- 
tle silver  litharge  with  thick  boiled 
linseed-oil  varnish  and  adding  a  little 
amber  varnish.  Press  the  putty  into 
*the  holes  and  cracks  by  means  of  a 
wooden  spatula.  V/hen  the  putty  is 
dry  dip  a  piece  of  pumice-stone  m  water 
•and  grind  the  puttied  places  down 
so  that  they  become  even  with  the 
panels. 

SatunUing  the  Panels  with  Oil,  For 
this  purpose  a  mixture  of  equal  parts 
of  linseea  oil  and  linseed-oil  varnish  is 
used.  Pour  both  into  a  pot,  mix 
thoroughly,  make  the  mixture  boiling 
hot,  and  then  saturate  the  panels. 
When  the  first  coat  is  thoroughly 
soaked  in,  repeat  the  operation,  and 
then  allow  it  to  diy  thoroughly. 

Laying  on  the  Ground,  The  ground 
color  is  prepared  by  rubbing  1500  parts 
of  white  lead,  66  parts  of  red  lead,  16 
parts  of  lithar^,  and  33  parts  of  burnt 
umber  with  ou  of  turpentine,  and  di- 
luting it  with  amber  lac  varnish.  Do 
not  lay  on  the  ground  color  too  thick 
at  one  time,  but  apply  several  thin 
coats.  Care  should  also  be  had  that 
the  color  shows  no  lustre ;  should  this 
be  the  case  add  some  oil  of  turpentine. 
Pumicing  the  Ground,  Moisten  two 
pieces  of  pumice-stone  with  water,  and 
rub  them  against  each  other  until  they 
have  a  smooth  surface ;  use  one  of  them 
for  pumicing,  dipping  it  frequently  in 
water.  The  pumicing  must  be  done  in 
a  circular  direction,  so  that  no  place 
remains  untouched.  The  color  adhering 
to  the  pumice-stone  is  removed  bv 
rubbing  with  the  other  piece  after  both 
have  been  dipped  in  water.  While 
pumicing  wash  the  panels  frequently 
with  a  large,  wet  sponge,  and  finally 
dry  them  witn  a  white  linen  cloth. 

Laying  on  the  Paint,  Proceed  in 
the  same  manner  as  for  ground,  with 
the  exception   that,   if  the   color   is 


light,  pale  amber  lac  varnish  must 
be  used. 

First  Pwrnddn^  of  the  Paint,  Pul- 
verize some  pumice-stone  and  pass  the 
powder  through  a  hair  sieve.  Roll  a 
piece  of  well-fulled  felt  and  tie  it  to 
prevent  its  unrolling  during  pumicing. 
Then,  with  the  felt  moistened  witn 
water  and  dipped  into  the  sifted  pumice- 
stone  powder,  pumice  the  paint  as 
smooth  as  possible,  rubbing  always 
with  a  circular  motion. 

Second  PumiciTig  of  the  Paint,  Cal- 
cine pumice-stone  by  placing  it  on  a 
coal  nre,  then  rub  it  to  a  fine  powder 
with  water  upon  a  stone,  and  allow  it 
to  dry.  Then  rub  it  ve^  fine  once 
more,  and  with  a  piece  of  felt,  but  not 
rolled  together  as  before,  moistened 
and  dipped  into  the  powder,  rub  in 
everv  direction  until  a  glossy  surface 
results. 

7%ird  Pwmdcinp  of  the  Paint,  For 
this  purpose  white  prepared  buck's 
horn  IS  used.  The  work  is  done  with  a 
piece  of  felt  moistened  and  dipped  in  in 
the  same  manner  as  for  tne  second 
pumicing.  The  paint  is  then  cleansed 
by  washing  with  a  sponge  and  water, 
dried  with  a  soft  linen  cloth,  and  finally 
rubbed  with  a  piece  of  chamois,  until 
the  paint  has  a  mirror-like  lustre. 

Laving  on  the  Lac  Varnish,  In  do- 
ing this  the  following  rules  must  be  ob- 
served: 

1.  Use  only  the  best  brushes^  and 
apply  the  lac^quer  in  lone,  perpendicular 
strokes,  taking  care  that  the  coat  ia 
everywhere  of  equal  thickness. 

2.  The  lacquer  must  be  applied  cold, 
and  the  second  coat  only  laid  on  after 
the  first  is  thoroughly  dry. 

3.  Lacquering  should  only  be  done 
in  a  room  protected  from  dust  and  ver- 
min; when  the  lacquer  is  no  longer 
sticky  the  carriage  may  be  brought  into 
the  air. 

4.  When  the  carria^  has  been 
placed  in  the  sun,  it  must  oe  frequently 
turned,  so  that  the  sun  does  not  beat 
too  steadilv  against  one  place. 

5.  The  lacquer  should  be  contained 
in  a  wide-mouthed  vessel  so  that  the 
brush  can  be  dipped  into  it  without 
hindrance.  Do  not  take  too  much  of  it 
on  the  brush ;  after  dipping  in,  turn  the 
brush  several  times,  and  strike  ii 
against  the  side  of  the  vessel. 
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6.  Prepare  yonr  own  lacquer,  for 
which  several  tested  receipts  will  be 
found  below,  or  buy  it  only  from  a  well- 
known  firm. 

Polishiiig  the  La>cquer,  Use  a  piece 
of  very  soft,  clean  felt  Dip  it  first  in  a 
little  olive  oil  and  then  in  prepared 
white  buck's  horn,  and  rub  the  lacquer 
until  it  has  a  lustre  equal  to  a  ground 
mirror  plate ;  and  finally  rub  it  with  a 
soft  linen  or  silk  cloth  dipped  in  fine 
starch  flour. 

Ordinary  Body  Carriage  Lacquer, 
Boil  for  4  hours  2  parts  of  the  best 
African  copal,  7  parts  of  clarified  lin- 
seed oil,  and  8  parts  of  turoentine.  Mix 
therouchly  and  strain.  On  the  other 
hand,  boil  as  usual,  2  parts  of  the  best 
gum  anime,  5  parts  of  clarified  linseed 
oil,  and  7  parts  of  turpentine.  Strain 
while  hot,  and  put  it  into  the  pot  used 
for  preparing  the  copal  vamisn.  Mix 
2  parts  of  the  anime  varnish  with  one 
01^  copal  varnish ;  it  will  dry  quicker 
and  narder  than  the  best  body  copal 
varnish,  and  will  polish  very  soon. 

Quick-drying  Body  Copal  Varnish, 
Boil  200  parts  of  best  copal,  500  parts 
of  clarified  linseed  oil,  6  parts  of  dry 
sugar  of  lead,  and  800  parts  of  turpen- 
tine nntil  viscid,  and  then  strain.  Boil 
in  another  pot  200  parts  of  gum  anime, 
500  parts  or  clarified  linseed  oil,  6  parts 
of  sulphate  of  zinc ;  strain  while  hot, 
and  mix  ec^ual  parts  of  the  two  var- 
nishes. This  varnish  will  dry  in  6  to 
7  hours  in  winter,  and  in  3  to  4  in  sum- 
mer. 

NeiVs  Carriage  Lacquers,  I.  Melt  2 
parts  of  best  copal,  add  gradually  10 
parts  of  clarified  linseed  oil,  boil  until 
viscid,  then  reduce  it  with  6  parts  of 
oil  of  turpentine,  and  filter. 

II.  Melt  2  parts  of  gum  anime,  add 
5  parts  of  clarified  linscKsd  oil,  boil  until 
viscid,  reduce  with  7  parts  of  oil  of  tur- 
pentine, and  filter.  The  two  lacquers 
can  be  used  either  bv  themselves  or,  in 
case  a  quick-drying  lacquer  is  required, 
mixed  m  equal  parts. 


Leather:  Tanning,  and  Dyking, 
including  fuks,  etc. 

New  Tanning  Process.  According 
to  the  process  patented  by  J,  &  C.  Bal- 
kUschanOf  and  /T.  Trenck,  oi  Berlin,  the 


hides  are  treated  with  the  following 
fluids:  For  solution  No.  1,  20  to  30 
parts  of  chromate  of  alumina  are  dis- 
solved in  20  to  30  of  wood  vinegar,  and 
diluted  with  water  to  1000  parts.  For 
solution  No.  2,  a  concentrated  solution 
of  tartar  is  compounded  with  some  am- 
monio-nickel  chloride  dissolved  in  am- 
monia. The  skins,  carefully  freed  from 
lime,  are  then  placed  in  a  mixture  of  2 
parts  of  the  nrst  and  1  of  the  second 
solution,  18  to  21  days  being  sufficient 
for  thick  bullock  hides. 

Quick  Tanning  Process,  The  hides 
are  subjected  to  the  ordinary  treatment 
in  running  water,  and  then  placed  in  a 
fulling  trough  hermetically  closed. 
The  water  in  the  trough  contains  to 
every  100  pounds  of  hiaes  weighed  as 
taken  from  the  water,  a  solution  of  30 
pounds  of  divi-divi,  20  pounds  of  bark 
of  oak  root,  30  pounds  of  alum,  65 
pounds  of  acidulated  barley  meal,  and 
1  pound  of  sulphate  of  copper.  The 
hides  in  the  fulling  trough  are  fre- 
quently turned  for  24  hours,  and  then 
brought  together  with  the  tanning  fluid 
into  an  ordinary  vat,  where  for  15  to  20 
days  they  are  taken  out  daily  and  then 
put  back  again.  After  the  expiration 
of  this  time  they  are  put  in  tan  in  an 
ordinary  pit,  where  they  remain  15  to 
30  days,  when  they  are  finished.  In 
place  of  divi-divi  and  bark  of  oak  root 
other  materials  containing  tannin  may 
be  used,  and  sulphate  of  alumina  may 
be  substituted  for  alum,  and  sulphate 
of  zinc,  sulphate  of  ammonia,  or  other 
sulphates  for  sulphate  of  copper,  the 
characteristic  feature  of  this  process  be- 
ing the  use  of  the  tannin  and  alum  at 
the  same  time  and  in  presence  of  the 
sulphate  of  copper. 

Manufacture  of  Calf  Kid  in  Phila- 
delphia.  Choice  skins  only  can  be 
used.  From  6  to  10  pounds  is  the  most 
suitable  weight,  although  some  manu- 
facturers turning  out  a  neavier  article, 
use  skins  weighing  as  much  as  18 
pounds.  The  skins,  whether  green  or 
salted,  are  soaked,  according  to  the 
season  of  the  year^  for  12  or  14  hours,  a 
few  hours  more  in  winter  and  less  in 
summer,  this  depending  entirely  on 
the  conaition  of  the  skins  and  the  tem- 
perature of  the  water.  They  are  then 
'stretched,''  when  they  are  again 
soaked  for  1  to  2  hours,  and  are  uien 
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ready  for  liming.  The  skins,  as  a 
eeneral  rule,  are  first  placed  in  old 
lime  for  at  least  1  to  2  aays,  and  then 
in  fresh  lime  for  about  6  days.  For 
preparing  the  fresh  lime-bath  3  bushels 
of  lime  are  taken  to  12  dozen  of  skins. 
The  skins,  when  coming  frorii  the  lime- 
bath,  are  depilated  and  thrown  into 
fresh  water  in  order  to  wash  out  the 
lime.  They  are  then  fleshed.  The 
well-known  ooze,  consisting  of  dog  dung  ' 
mixed  with  pigeon  dung,  is  then  pre- 
pared. Opinions  differ  as  regards  the 
auantity  of  ooze  to  be  used,  every  manu- 
racturer  being  guided  by  his  own  ex- 
perience and  judgment.  The  skins 
remain  in  the  ooze  from  30  minutes  to 
2  hours,  when  they  are  smoothed  and 
then  thrown  into  a  mixture  of  bran  and 
water,  where  they  remain  for  24  hours. 
They  are  then  taken  out,  washed  and 
cleansed  from  all  adhering  particles  of 
bran,  and  scraped.  The  skins  are  now 
ready  for  the  alumi  ng.  For  a  dozen 
skins  take  2^  pounds  of  alum,  about  13 
to  14  ounces  of  salt,  the  yelks  of  24 
eggs,  and  2^  pounds  of  flour;  mix  all 
thoroughly  together,  throw  the  skins 
into  the  mixture,  and  let  them  lie  in  it 
over  night.  They  are  then  hung  up  to 
dry  in  the  air,  after  which  they  are 
stretched  and  pared  down  to  the  desired 
thickness.  They  are  again  dried  in  the 
air  to  prepare  them  for  the  second  bath, 
consisting  of  eggs  and  salt,  and  again 
stretched^  when  they  are  ready  for  dye- 
ing. This  is  done  with  a  preparation 
of  a  bichromate  salt,  urine,  logwood, 
and  sulphuric  acid.  They  are  again 
hung  up  and  dried,  smoothed,  and 
finally  ironed,  after  which  they  are 
oiled  with  prepared  neats-foot  oil  and 
rubbed  witn  caoutchouc  to  remove  the 
oil,  which  finishes  the  work,  4  to  6 
weeks  being  required  to  prepare  such  a 
skin. 

To  Depilate  Hide^.  The  sulphide 
of  sodium  sometimes  fails  to  entirely 
remove  the  epidermis,  causing  ugly 
stains  on  the  leather.  In  such  case 
treat  the  skin,  imperfectly  depilated, 
with  milk  of  lime,  which  quickly  re- 
moves all  traces  of  the  epidermis. 

Currier' 8  Black  Gloss,  Eitner  gives 
the  following  receipt  for  preparing  a 
gloss  for  oiled  leatner,  especially  for 
corned  and  smooth  calf-skins :  Pour  1 
quart  of  alcohol  of  95  per  cent,  over  i 


pound  of  ruby  shellac,  close  the  flask 
hermetically,  let  it  stand  in  a  warm 
place  for  2  or  3  days,  shaking  it  every 
day,  until  the  shellac  is  dissolved.  Then 
dissolve  1  ounce  of  dry  Castile  soap  in 
i  pint  of  warm  alcohol  of  95  per  cent., 
add  to  it  1^  ounces  of  glycerine,  shake 
thoroughly^  and  then  add  this  mixture 
to  the  solution  of  shellac.  To  give  to  it 
a  beautiful  black  color,  dissolve  \\ 
drachms  of  aniline  black  soluble  in 
1  ^i\\  of  alcohol,  add  this  to  the  other 
mixture,  close  the  flask  hermetically, 
shake  thoroughly,  and  let  the  mixture 
stand  in  a  warm  place  for  14  days  be- 
fore using  it. 

Heaiing  the  Liquor  in  Tanning, 
Hot  liquor  should  never  be  used  in  tan- 
ning. Liquors  of  70®  to  80°  F.  may  be 
used  without  harm  in  the  last  stages, 
when  the  leather  is  completely  tanned. 
There  has  always  been  a  doubl  whether 
warm  liquors  improve  the  quality  of 
the  leather,  it  bein)^  possible  that  the 
process  of  tanning  is  somewhat  facili- 
tated thereby.  Tne  strength  of  the 
liquors  and  their  frequent  use  facilitate 
tanning  and  increase  the  weight. 

Heinzerling^s  Quick  Method  of  Tan- 
ning.  The  cost  of  production  with  this 
process  is  claimed  to  be  20  to  25  per 
cent,  cheaper  than  with  the  use  of  ta,n, 
and  only  3  days  are  required  for  tan- 
ning light  hides  and  5  for  heavier  ones. 
The  process  (patented  in  Germany)  is 
as  follows :  Tne  green  hides  are  depi- 
lated and  swelled  in  the  usual  manner. 
They  are  then  brought  into  a  solution  of 
bichromate  of  potassium,  or  bichromate 
of  sodium,  or  bichromate  of  magnesium 
and  alum,  or  sulphate  of  aluminium  and 
chloride  of  soda,  and  allowed  to  remain 
in  it  for  a  shorter  or  longer  time,  accord- 
ing to  the  kind  of  hides.  Instead  of 
placing  the  skins  directly  in  this  solu- 
tion, they  may  first  be  brought  into  a 
5  to  10  per  cent,  solution  of  alum  to 
which  some  zinc  dust  or  sheet  zinc  cut 
up  in  shavings  has  been  added.  The 
action  of  the  zinc  upon  the  alum  pro- 
duces amorphous  alumina  which  is  pre- 
cipitated upon  the  fibres.  Aft^r  the 
skins  have  remained  in  the  alum  solu- 
tion for  a  shorter  or  longer  time,  accord- 
ing to  their  condition,  they  are  brought 
into  one  of  the  first-mentioned  solutions, 
its  degree  of  concentration  depending 
on  the  nature  of  the  skins  to  be  tanneo. 
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After  remaining  in  it  for  a  few  days  a 
few  percent,  of ferrocvanide  of  potMHSium 
is  aaded,  although  this  may  be  done  in 
the  commencement  of  the  operation. 
For  many  varieties  of  leather  the  addi- 
tion of  ferrocyanide  of  potassiam  is  omit- 
ted, but  for  upper  leather,  to  be  black- 
ened, this  treatment  is  veiy  suitable. 

To  fix  the  tannin  on  the  skins  thus 
treated,  they  are  soaked  for  a  short 
time  in  a  solution  either  of  chloride  of 
barium  or  acetate  of  lead,  or  of  soap, 
and  are  then  dried  in  the  ordinary 
manner. 

The  smoothed  skins,  while  yet  moist, 
can  be  oiled  in  the  same  manner  as 
tanned  leather.  The  oil  may  be  worked 
in,  or  the  skins  can  be  submerged  for 
some  time  in  stearine,  naraffine,  chry- 
sene,  naphtha,  or  similar  substances, 
previously  dissolved  in  benzine,  photo- 
gene,  etc.  It  is  well  to  add  some  car- 
bolic acid  or  thymol  to  the  solution. 

BoegePa  Process  of  Quick  Tanning, 
The  green  hides  are  depilated  and 
soaked  in  the  usual  manner.  They  are 
then  placed  in  a  solution  of  any  vege- 
table tannin  or  a  solution  containing  a 
mixture  of  several  vegetable  kinds  of 
tannin.  To  this  are  added  acetate  of 
alumina,  chloride  of  soda,  and  picric 
acid,  in  alternate  smaller  or  larger 
quantities,  according  to  the  nature  of 
the  skins.  As  an  average,  50  pounds 
of  acetate  of  alumina,  10  poundsof  chlo- 
ride of  soda,  and  a  like  quantitv  of 
picric  acid  are  used  to  200  pounds  of 
vegetable  tannin.    This  tanning  fluid 

f produces  calf  leather  in  14  days,  kip 
eather  in  3  to  4  weeks,  bullock  leather 
in  5  to  6  weeks,  sole  leather  in  6  to  8 
weeks;  the  quality  of  the  different 
kinds  of  leather  being  such  that  they 
cannot  be  distinguished  from  leather 
tanned  in  the  onSnary  manner. 

Jungsch  lager's  Quick  Process  of  Tan- 
ning.  The  green  hides  are  plaiced  in 
a  solution  of  water-glass  of  4°  to  6° 
Beaum^,  and  worked  in  it  from  time 
to  time  until  the  hair  can  be  removed. 
They  are  then  placed  in  a  solution  of 
2  parts  of  alum,  0.6  of  common  salt,  a 
like  quantity  of  sulphate  of  copper^ 
and  0.2  of  sulphate  of  zinc  in  100  of 
water.  During  the  5  days  the  skins 
are  allowed  to  remain  in  this  solution 
it  is  concentrated  more  and  more,  and 
finally  brought  into  the  most  concen- 


trated form,  consisting  of  10  parts  of 
alum,  3  each  of  common  salt  and  sul« 
phate  of  copper,  and  1  of  sulphate  of 
zinc.  The  skins  remain  for  8  days  in 
this  last  solution,  are  then  dried  at  70° 
to  85°  F.,  and  saturated  with  tallow^ 
stearine,  etc.,  at  96°  to  110°  F.  The 
oiled  skins  are  now  brought  into  a  so- 
lution of  soap  compound^  with  soda, 
in  order  to  fix  the  metallic  salts  and  to 

Sartly  saponify  the  fat.  They  are  finally 
nished  in  the  same  manner  as  tanned 
leather. 

Neio  Process  of  Depilating  Sides. 
The  hides  are  placed  in  a  solution  pre- 
pared by  mixing  together  dilute  solu- 
tions of  ammonia  and  sulphurous  acid. 

Woolly  hides  are  coated  on  the  flesh 
side  with  a  dough  made  of  potter's  clay 
and  the  above  mixture.  In  place  of 
ammonia  the  salts  of  ammonia  may 
be  used. 

To  Prepare  Transparent  Leather, 
The  cleansed  skin  is  repeatedlv  coated 
with  a  mixture  of  100  parts  of  glycer- 
ine, 0.2  of  salicylic  acid,  0.2  of  picric 
acid,  and  2.5  of  borax;  then  nearly 
dried  and  impregnated  in  a  dark  room 
with  a  solution  of  bichromate  of  potas- 
sium ;  then  completely  dried  and  coated 
on  both  sides  with  shellac  varnish. 

To  Preserve  and  Water-proof  Skins. 
Two  baths  are  used :  A.  Compound  10 
pounds  of  drying  oil  (linseed  oil)  with 
2  pounds  of  concentrated  sulphuric  acid ; 
neutralize  with  soda  and  wash  with 
water.  To  the  heated  mass  add  a  thick 
solution  of  12  ounces  of  glue  to  which 
has  been  added,  to  make  the  ^lue  in- 
soluble, i  ounce  of  oxalic  acid  or  If 
ounces  of  salicylic  acid. 

Reduce  the  compound  before  using  it 
with  fat  or  oil,  or  where  the  odor  is 
not  annoying,  with  turpentine  or  tar 
oU ;  and,  when  the  leatner  requires  to 
be  less  aense,  with  ethereal  oils,  alco- 
hol, or  water. 

B.  Dissolve  10  pounds  of  glue  or  gela- 
tine in  250  gallons  of  water,  compound 
the  solution  with  6i  pounds  of  oxalic 
acid  or  20  pounds  of  salicylic  acid,  and 
finally  mix  it  with  100  pounds  of  solu- 
tion of  acetate  of  aluminium.  The  grain 
side  of  the  leather  is  coated  with  the 
mixture  A,  dried,  and  then  immersed 
in  B ;  again  dried,  then  tanned  in  Bal' 
latschano*s  and  TVenck's  tanning  bath 
(see  above),  and  dried.    This  process 
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may  be  repeated.  When  dry,  the  leather 
is  placed  in  cold  water,  whereby  sub- 
stances not  absorbed  are  brought  to  the 
surface  of  the  leather,  from  which  they 
must  be  removed. 

TextUe  substances,  wood,  paper,  etc., 
can  in  a  similar  manner  be  made  water- 
proof, durable,  and  flexible. 

To  Prepare  Caif  Leather  with  a  White 
Flesh-side  Smooth  as  a  Mirror,  The 
skins  are  tanned  with  sumach,  dried, 
and  pared.  They  are  then  fulled  very 
soft,  dyed  on  the  grain  side,  racked, 
stretched  over  a  frame,  and  dried. 
When  the  grained  side  is  finished  the 
flesh  side  is  pumiced,  coated  with  the 
white  color,  and  glass-papered.  For 
the  white  color  for  a  dozen  skins  2 
pounds  of  Spanish  white  and  12  ounces 
of  white  tallow  soap  are  stirred  together 
with  the  white  of  12  eggs  and  2|  gal- 
lons of  water. 

,  To  Preserve  the  Yelks  of  Eggs  used  in 
Tavnng  Glove  Leather,  Rub  fine  in  a 
mortar  or  upon  a  stone  1  pound  of  yelks 
of  eggs,  i  ounce  of  common  salt,  and 
I  ounce  of  starch.  The  mixture,  on 
thickening,  is  poured  into  moulds  and 
dried  in  the  air.  Yelks  of  eggs  thus  pre- 
pared answer  the  same  purpose  as  fresh. 

To  Preserve  Hair  in  a  Tannery,  Pour 
salt  waterj  or  brine  already  usedf,  over  it 
and  store  it  in  pits  set  out  v/ith  stones. 

To  Improve  Hides  and  Skins,  The 
depilated  and  cleansed  skins  are  placed 
in  a  fluid  compounded  with  glycerine, 
and  allowed  to  remain  until  thoroughly 
saturated.  This  will  require  from  1  to 
4  days,  according  to  the  thickness  of 
the  skins.  They  are  then  taken  out, 
freed  from  the  excess  of  glycerine, 
dried,  and  stored  away  for  future  use. 
Skins  moderately  tanned  can  also  be 
subjected  to  the  same  operation.  Skins 
thus  prepared  can  be  advantageously 
used  for  machine  belts,  straps,  etc. 

Dyeing  Leather.  Azure  on  Tawed 
White  Leather,  Rub  Berlin  blue  with 
some  sour  milk,  and  let  it  stand  on  a 

Slate  for  several  hours ;  then  add  some 
ilute  sulphuric  acid  and  sugar  water, 
stir  the  whole  thoroughly,  and  then 
apply  the  color  repeatedly,  by  means 
of  a  sponge,  to  the  leather  stretched 
over  a  frame.  The  leather  should  be 
drawn  over  the  stretcher  every  time 
before  a  new  coat  is  laid  on. 
Bkbck  on  Leather,    Sixty-six  parts  of 


iron  filings  and  33  parts  of  bruised  gall- 
nuts  are  boiled  in  2000  parts  of  sharp 
wine  vinegar  until  reduced  to  half  the 
(quantity.  Strain  the  liquor  and  apply 
it  to  the  skin3. 

Blue  on  Leather,  Moisten  the  leather 
with  alum  dissolved  in  urine  and  dye 
with  strained  juice  of  corn-flowers.* 

JRed  on  Morocco.  Pulveriase  the 
woody  parts  of  laCj  add  gall-nuts, 
alum,  and  some  cochmeal;  l^il  these 
ingreaients  in  water  until  a  red  liquor 
is  obtained.  Apply  this  liquor  to  the 
leather  and  finish  by  giving  it  a  coat 
of  a  strained  decoction  of  bruised  white 
gall-nuts  in  water. 

Saffron-yellow  on  Leather,  Boil  250 
parts  of  fine  shavings  of  sour  barberry 
root  and  15  parts  of  pulverized  turmeric 
in  water,  in  an  earthen  pot.  Strain  the 
liquor  tnrough  linen  and  add  a  few 
drops  of  aqua-fortis. 

DyeiTiq  of  Chamois  Skins,  The  colors 
are  applied  with  a  brush. 

Black,  Apply,  first,  a  strong  decoc- 
tion of  logwood,  next  dilute  solution  of 
sulphate  of  iron,  and,  finally,  a  decoc- 
tion of  logwood.  Soap  water  and  pot- 
ash lye  are  used  to  give  gloss  to  the  color. 

Green,  Use  buckthorn  berries  and 
as  much  alum  as  is  required  to  pro- 
duce the  desired  tint. 

Gray.  Apply  lampblack  and  whis- 
key, dry  the  skin,  and  brush  ofi*  the 
excess  of  dry  color. 

Tan,  Use  decoction  of  oak-bark, 
and,  according  to  the  lighter  or  darker 
shade  desired,  add  more  or  less  pulver- 
ized brown-red. 

Yellow,  Mix  light  or  dark  ochre 
with  water. 

Yellowish-hrovm,     Mix   brown-red 
and  umber  with  water. 

Dyes  for  Ordinary  Tawed  Leather, 
Blue,  Dissolve  40  parts  of  Berlin  blue 
and  8  parts  of  gum- Arabic  in  a  little 
water,  strain  the  fluid  through  a  cloth, 
and  tnen  add  siifiicient  water  to  pro- 
duce the  desired  tint. 

Camel-broum.  Boil  2  pounds  of  oak 
tan,  2  ounces  of  sumach,  and  1  ounce  of 
Brazil  wood,  and  some  onion  peels  in 
water.    Apply  the  color  warm. 

Chestnut-brown,    Boil   1    pound  of 

f  round  logwood,  2  pounds  of  ground 
trazil  wood,  1  pound  of  ground  fustic, 
and  4  ounces  of  gall-nuts  in  water. 
♦Germ,,  Koru-blumen. 
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Coffee-broton,  Boil  2  pounds  of 
ground  oak  tan  and  1  pound  of  ground 
fustic  and  some  lye  in  water.  Then 
boil  If  ounces  of  Brazil  wood  and  1 
ounce  of  ground  logwood  in  water. 
Add  gradually  of  this  to  the  first  decoc- 
tion until  the  fluid  has  assumed  a 
brown  color,  and  then  add  more  or  less 
sulphate  of  iron  dissolved  in  warm 
water,  according  as  the  tint  is  more  or 
less  dark. 

Flesh  Color,  Boil  4  ounces  of  bruised 
Avignon  berries  and  2$  grains  of  pot- 
ash, and  add  gradually  decoction  of 
Brazil  wood  until  the  desired  tint  is 
obtained. 

Garnet.  Boil  i  ounce  of  Brazil  wood 
and  some  turmeric  in  water. 

Green,  Boil  10  pounds  of  ground 
fiistet,  2  pounds  of  logwood,  and  a  like 
quantity  of  fustic  in  water,  add  to  the 
infusion  ^  pound  of  decoction  of  gall- 
nuts,  and  dissolve  3  ounces  of  sulphate 
of  copper  in  the  mixture. 

Another  Receipt,  Use  decoction  of 
buckthorn  berries. 

Another  Receipt,  Boil  1  pound  of 
ground  logwood,  1  ounce  each  of  onion 
peels  cut  up  and  ground  fustic,  and  2 
ounces  of  alum,  for  2  hours  in  the 
requisite  quantity  of  water. 

lAlac.  Boil  for  2  hours  12  ounces  of 
logwood,  a  little  lime  and  some  alum 
in  sufficient  water,  and  add  2  to  3 
ounces  of  decoction  of  Brazil  wood. 

Olive-green,  Boil  fustic  and  some 
bruised  gall-nuts  in  water,  and  add 
solution  of  sulphate  of  iron  until  the 
desired  tint  is  ootained. 

Orange.  Boil  sumach,  double  the  quan- 
tity of  fustic,  and  onion  peels  in  water. 

Rose-color.  Boil  for  1  hour,  15 
grains  of  cochineal,  cut  fine,  in  1  pound 
of  water,  and  add  2  ounces  of  decoction 
of  logwood  and  6  drops  of  hydrochloric 
acid. 

Scarlet.  Boil  1  pound  of  logwood,  8 
ounces  of  Brazil  wood,  2  ounces  of  onion 
peels,  some  common  salt,  and  alum  in 
4  gallons  of  water. 

Violet,  Mix  8  ounces  of  decoction  of 
logwood  with  2  ounces  of  decoction  of 
Brazil  wood,  and  dissolve  li  ounces  of 
alum  in  the  fluid. 

Yellow  {Dark).  Boil  8  ounces  of 
Avignon  berries  finely  pulverized,  i 
ounce  of  potash,  and  some  fustic  with 
water. 


Yellow  (Pale),  Decoction  of  quer- 
citron or  fustic. 

Dyes  for  Kid  Zeather.  Azure.  Dis- 
solve 2  ounces  of  prussiate  of  potash  in 
li  gallons  of  tepia  water,  brush  the  so- 
lution over  the  skin  until  it  is  perme- 
ated, and  then  give  a  light  coat  of  weak 
solution  of  nitrate  of  iron. 

Black.  Boil  3  pounds  of  logwood, 
and  8  ounces  to  1  pound  of  fustic  shav- 
ings in  H  gallons  of  water,  filter,  apply 
the  liquor  to  the  leather,  and  give  a 
coat  of^solution  of  sul phate  of  iron.  The 
black  skins  then  receive  a  coat  of  fat  on 
the  grain  side. 

jBrowii.  I.  Mix  25  pounds  of  decoc- 
tion of  willow  bark,  8  pounds  of  decoc- 
tion of  elder  bark,  1  pound  of  decoction 
of  logwood;  and  some  indigo-<»rmine. 

II.  Mix  35  pounds  of  decoction  of 
willow  bark,  81  pounds  of  decoction  of 
fustet,  and  8|  ounces  of  logwood. 

Brown  {Dark).  I.  Mix  8  pounds  of 
decoction  of  ^stic,  2  pounds  of  infusion 
of  huckleberries,  4  ounces  of  decoc- 
tion of  logwood,  and  some  indigo-car- 
mine. 

II.  Mix  17i  pounds  of  decoction  of 
fustet,  4i  pouncis  of  decoction  of  fustic, 
13i  pounds  of  decoction  of  Brazil  wood, 
and  5^  pounds  of  decoction  of  logwood. 

III.  Mix  8|  pounds  of  decoction  of 
birch  bark,  4^  pounds  of  decoction  of 
willow  bark,  4^  ounces  of  inftision  of 
elderberries,  and  8  grains  of  indigo- 
carmine. 

Brown  {Light).  I.  Mix  13  pounds 
of  decoction  of  fustic,  a  like  quantity  of 
decoction  of  fustet,  2  pounds  of  decoc- 
tion of  Brazil  wood,  and  1  pound  of 
decoction  of  logwood. 

II.  Mix  8}  pounds  of  decoction  of 
ground  willow  bark,  4i  pounds  of  de- 
coction of  fustet,  2  pounds  of  decoction 
of  fustic,  and  ^  pound  of  decoction  of 
logwood. 

III.  Mix  17i  pounds  of  decoction  of 
fustic,  81  pounds  of  decoction  of  Brazil 
wood,  and  4^  pounds  of  decoction  of 
logwood. 

English  Gray.  Boil  willow  bark 
with  strong  solution  of  copperas. 

French  Green.  Dissolve  1  ounce  of 
alum  in  1  gallon  of  water,  which  fur- 
nishes the  mordant  required  for  dyeing. 
The  dye  consists  of  a  solution  of  1 
pound  of  indigo-carmine  in  3i  gallons 
of  boiling  water,  and  10  pounds  of  strong 
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decoction  of  fustic,  and  2  pounds  of  de- 
coction of  logwood. 

Gray,  Mix  17i  pounds  of  decoction 
of  willow  bark  aud  i  pound  of  decoc- 
tion of  logwood. 

Oray-broum.  Mix  35  pounds  of  de- 
coction of  willow  bark,  2  pounds  of  in- 
fusion of  elderberries,  and  ^  pound  of 
decoction  of  Brazil  wood. 

Gray-green,  Mix  13  pounds  of  de- 
coction of  willow  bark,  4  pounds  of 
decoction  of  fustic,  aud  ^  pound  of  de- 
coction of  logwood. 

Gray  Stone  Color.  Mix  17}  pounds 
of  decoction  of  willow  bark  and  2 
pounds  of  decoction  of  logwood. 

Green  Stone  Color,  Mix  8J  pounds 
of  decoction  of  willow  bark  with  a  like 
quantity  of  decoction  of  fustic  and  1 
pound  of  decoction  of  logwood. 

Green  {Light).  Mix  17i  pounds  of 
decoction  of  fustic  and  2  pounds  of  de- 
coction of  logwood. 

Green  {Dark),  Mix  25  pounds  of 
decoction  of  fustic  with  a  like  quantity 
of  decoction  of  logwood. 

Olive-brown,  Mix  10  pounds  of  de- 
coction of  fiistet,  6  pounds  of  decoction 
of  fustic,  2  pounds  of  decoction  of  Brazil 
wood,  and  4  pounds  of  decoction  of  log- 
wood. 

Orange-brotffn,  Boil  8  ounces  of 
ground  fustic  and  i  ounce  of  ground 
Brazil  wood  in  1}  quarts  of  water. 

Orange-red,  Mix  4  pounds  of  de- 
coction of  willow  bark  with  a  like 
quantity  of  decoction  of  fustet. 

Pensie  or  Violet-blue,  The  usual 
mordant  is  used  with  1  pound  of  decoc- 
tion of  logwood  and  i  pound  of  decoc- 
tion of  Brazil  wood. 

SUver-aray.  Mix  a  decoction  of 
weld  with  some  infusion  of  bilberries. 

Straw  Color.  Use  a  more  or  less  con- 
centrated decoction  of  weld,  according 
to  the  tint  desired. 

Apparatus  and  ProcfM  for  Dyeing 
and  Patterning  A  nimal  Skins,  Wool  ly 
skins  to  be  dyed  are  hooked  with  the 
flesh  side  down  upon  stretching  boards 
a^  Fig.  38,  provided  on  the  ed^es  with 
pins,  and  stretch  by  tightemng  the 
screws  s  acting  upon  tne  levers  c.  Cop- 
per pans  with  a  double  bottom,  between 
which  steam  is  introduced,  receive  the 
dye-bath,  which  must  be  somewhat 
heated  and  as  concentrated  as  possible. 
On  Uie  inner  sides  of  the  pans  are  ar- 


ranged  movable   copper  knees,  upon 
which  the  stretching  cx)ards  are  placed 
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Fig.  38. 

in  such  a  manner  that  only  the  wool  of 

the  sk i ns  is  i mmersed  in  the  bath.    The 

dyed  skins  are  rinsed,  dried,  moistened 

with  saii  water,  and  stretched.     For 

patterning   the    skins 

models  as  represented 

bv  Fig.  39  are  used. 

They     are     provided 

with    a    high    ledge 

through  which  runs  a 

strap  with  which  they 

are    fastened    to    the 

stretching  board  aud 

pressed  against  the  wool.    The  models 

protect  the  wool  enclosed  in  them  in 

the  dyeing  and  rinsing  process. 

To  Dye  Habbit  Skins  Black.  {For 
100  skins.)  First  Bath:  Carbonate  of 
soda  10  pounds.  Second  Baih:  Pure 
extract  of  logwood  17  pounds,  catechu 
10  pounds,  blue  vitriol  2  pounds.  Place 
the  skins  nrst  in  the  carbonate  of  soda 
solution,  rinse  them,  and  then  place 
them  for  2  hours  in  the  second  bath 
before  the  blue  vitriol  is  added.  Dur- 
ing this  operation  the  temperature  of 
the  bath  should  be  kept  exactly  at  85° 
F.  The  skins  are  then  taken  out,  cooled 
off,  and  replaced  in  the  bath,  now  heated 
to  95°  F.,  and  this  operation,  after  the 
blue  vitriol  has  been  added,  is  repeated, 
increasing  the  temperature  every  time 
10°  F.  up  to  120°  F.  The  skins  are 
then  thoroughly  rinsed,  and  will  have 
a  beautiful  and  durable  color. 

To  Dye  Sheepskins  Brown.  (For  10 
pounds  of  skins.)  Place  the  skins  over 
night  in  water  heated  from  115°  to  140° 
F.  and  containing  sufficient  ammonia  to 
make  them  smell  of  it.  Take  them  out 
the  next  day  and  wash  them.  Now  ex- 
haust 2  pounds  of  logwood  by  boiling 
it  several  times  and  dilute  the  liquor 
to  5  gallons.    Place  the  skins  in  the 
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bath  for  3  honra,  then  take  tiiem  oat 
and  let  tbem  drain  oC  Then  place 
them  in  a  bath  of  wood  yin^iar  of  5^  B. 
for  1  boor,  and  move  tbem  occasionaUy. 
Then  take  tbem  out,  rin«e,  and  dje  tbem 
in  a  fresh  bath  heated  to  140^  F.  and 
containing  1 1  ounces  of  Bismarck  brown; 
take  them  out,  let  the  liquor  drain  off, 
rin«e,  and  then  dry  the  skins  at  a  moder- 
ate heat  and  rather  slowly.  It  is  best 
Ui  lay  the  skins  flesh  side  upon  a  board, 
a-i  tnis  will  prevent  shrinking.  The 
RkinSy  when  dry,  mnst  undergo  further 
treatment  to  render  them  soft  and  plia- 
ble. For  this  purpose  mix  bran  to  a 
homogeneous  paste  with  tepid  water, 
and  to  every  2i  gallons  ada  3h  ounces 
of  glycerine  of  28**  B.  This  mixture  is 
applied  to  the  skins,  and  when  dry 
brushed  off  again.  The  yelks  of  10 
eggs  mixed  with  li  gallons  of  water  and 
3^  ounces  of  Epsom  salts  can  be  substi- 
tuted for  the  bran. 

Process  of  Dyeing  naturally  White 
Skins,  or  Skins  with  naturally  White 
Points,  various  Shades  of  Brown,  leav- 
ing the  Points  White.  To  protect  the 
points  from  the  dye  cover  them  with  a 
resist-paste  made  by  mixing  with  water 
10  parts  of  gum-Arabic,  5  of  sugar  of 
leaa,  10  each  of  fat  white  elvr  and 
acetate  of  copper,  and  carefully  dry  the 
skins. 

The  fur  is  now  freed  from  oil  and  at 
the  same  time  dved  brown  by  ap]>lying 
silver  litharge^  boiled  in  a  solution  of 
caustic  lime,  diluted  to  4°  B.  and  cooled 
to  75°  F.,  to  the  skins.  The  plumbic 
oxide  dissolved  in  the  milk  of  lime 
forms  with  the  sulphur  contained  in 
the  fur  an  insoluble  Drown  sulphide  of 
lead,  whilst  the  excess  of  milk  of  lime 
frees  the  far  at  the  same  time  from  oil. 

To  com)>letely  convert  the  excess  of 
plumbic  oxide  in  the  mixture  and  on 
the  fur  into  sulphide  of  lead  the  skins 
are  placed  in  a  revolving  drum  hermeti- 
cally closed  and  treated  with  very  dilute 
ammonium  sulphvdrate.  Thev  are  then 
brought  into  a  gallic  acid  bath,  and,  on 
neutraliziiij^  this  with  lime,  brown  color- 
ing matter  is  precipitated  upon  the  fiir. 

The  paste  is  now  removea  by  careful 
washing,  and  the  points,  having  been 
neither  freed  from  oil  nor  dyed,  will  be 
found  perfectly  white.  By  adding  to 
the  gallic  acid  bath  small  Quantities  of 
byiKwulphite  of  silver  aua  nitrate  of 


bismuth  darker  tints  can  be  readily 
obtained. 

Imitation  of  Sable  Skins.  Hamster 
skins  closely  resembling  sable  have  re- 
cently been  brought  into  commerce 
from  England.  The  process  of  prepar- 
ing them  is  as  follows :  A  mordant  pre- 
pued  from  1  port  of  quicklime  ana  10 
of  water  is  applied  with  a  brush  to  the 
fur  side  of  the  namster  skins  and  allowed 
to  remain  for  12  hours.  The  skin  is  then 
dyed  with  the  following  preparation? 
Pulverize  and  mix  roastea  gall-nuts  3 
pounds,  sal-ammoniac  4  ounces,  sumach 
15  ounces,  sulphide  of  antimony  13 
ounces,  verdigris  2  ounces,  iron  cinders 
10  ounces,  copper  ash  4  ounces,  and  clay 
10  ounces.  Compound  the  mixture  with 
12  gallons  of  water,  stirring  constantly. 
Apply  a  layer  of  this  to  the  hamster 
skins,  and  after  24  hours  place  every 
2  skins  with  the  fur  side  together,  let 
them  again  lie  for  24  hours,  and  then 
heat  them.  Bepeat  the  whole  process 
until  the  desired  color  is  obtained.  The 
skins  are  finally  cleansed  by  revolving 
them  in  a  closed  cylinder  filled  with 
sand  and  mahogany  Kiwdust. 

To  Protect  Fur  against  the  Attacks 
of  Moths.  Mix  with  the  liquor  used  for 
tanning  a  mixture  of  i  part  rectified  oil 
of  turpentine,  \  of  weak  solution  of 
carbonate  of  soda,  and  1  of  somewhat 
concentrated  decoction  of  wormwood, 
and  proceed  as  usual.  These  pro- 
portions are  calculated  for  100  small 
skins. 

For  100  calf  or  lamb-skins,  they  being 
larger,  take  oil  of  turpentine  2  pounds, 
soda-lye  4  pounds,  and  8  pounds  or 
wormwood  decoction. 

To  Ta/n  Linen,  Hempen,  and  Cotton 
Fabrics.  Boil  8  ounces  of  tan  in  li 
gallons  of  water  down  to  li  gallons,  and 
pour  the  liquor  while  hot  upon  the 
labric  to  be  tanned,  and  let  it  remain 
48  hours.  Then  take  out  the  fabric, 
rinse  it  in  cold  water,  and  dry.  This 
quantity  sufiSces  for  1  yard.  Fabrics 
tnus  prepared  were  kept  in  a  damp 
cellar  for  8  months  without  injury, 
while  the  same  kind  of  fabrics,  but  not 
prepared,  were  totally  ruined.  The 
process  is  especially  suitable  for  nets, 
ropes,  cordage,  sails,  wagon-covers, 
tents,  bags,  etc. 

To  Give  Leather  the  Smell  of  Russia 
Leather,    Extract  dry  birch  bark  with 
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alcohol.  Distil  off  the  alcohol,  pul- 
verize the  remaining  resin,  mix  it  with 
3  parts  of  calcium  hydrate,  aqd  distil. 
The  oil  passing  over  soon  cnan^es  into 
a  resin  possessing  an  aromatic  odor  like 
that  of  Russia  leather,  and  dissolves 
easily  in  oils  and  alcohol. 


LiQUOBS  AND  Bbveraoes:   Beeb, 
Brandy,  Gin,  Whiskey,  Wines, 

ETC. 

Beer  Breimng,  The  fabrication  of 
beer  is  divided  into  three  principal 
operations:  1.  Fabrication  of  malt. 
2.  Preparation  of  the  liquor  containing 
the  dextrine  and  sugar ;  and  3,  the  fer- 
menting of  this  liquor.  " 

1.  Fabrication  of  Malt  requires  3 
operations :  a,  Steeping ;  6,  Germinat- 
ing (Couching) ;  c.  Kiln-drying. 

a.  Steeping,  Tne  barley  is  first  uni- 
formly moistened  in  the  steeping-vat, 
and  then  covered  with  water  4  to  6 
inches  deep.  The  light  grains  floating 
on  top  are  removed.  During  this  oper- 
ation carbonic  acid  is  evolved,  the  water 
acquiring  a  vellowish  color,  while  the 
barley  absoros  water  equal  to  about  \ 
of  its  volume,  the  increase  in  weight 
being  more  than  ^.  After  24  hours  the 
water  is  drawn  off  and  replaced  by 
fresh,  this  being  repeated  3  or  4  times 
according  to  the  temperature  of  the 
air.  The  operation  is  finished  if  the 
grains  can  be  crushed  between  the 
fingers  without  exuding  in  the  form 
of  a  milky  juice.  In  steeping,  strict 
attention  must  be  paid  to  avoid  acid 
fermentation. 

b.  Germinating  {Couching),  The 
water  being  drawn  off  the  barley  is 
allowed  to  drain  off  and  laid  upon  the 
couch  floor  of  stone  flags  in  heaps  5  to 
8  inches  high,  and  turned  every  5  or  6 
hours  to  insure  an  even  temperature 
and  uniform  germination.  The  tem- 
perature of  the  heap  should  never  be 
allowed  to  rise  above  60°  F.  When 
germination  begins  the  heap  is  piled 
up  from  7  to  14  inches  high.  The  tem- 
perature rises  from  77°  to  80°  F.,  and  the 
barley  commences  to  sweat,  which  may 
be  recognized,  if,  on  thrusting  the  hand 
into  tke  heap,  it  not  only  reels  warm 
but  ijets  bedewed  with  moisture.  The 
r&diules  and  acrospire  begin  to  develop. 


The  latter  issues  from  the  same  end  of 
the  grain  as  the  radicle,  but  turns  over 
and  proceeds  within  the  husk  towards 
the  other  end,  and  would  there  come 
forth  as  a  green  leaf  were  its  progress 
not  arrested.  The  malting,  however, 
is  complete  before  the  acrospire  becomes 
a  leaf.  As  soon  as  the  radicles  and 
acrospire  begin  to  grow,  the  barley,  to 
admit  air  and  check  too  rapid  develop- 
ment, is  spread  thinner  upon  the  floor, 
and  turned  over  several  times  in  the 
course  of  the  day.  As  soon  as  the  radi- 
cles have  become  li  longer  than  the 
barley,  and  are  contorted  so  that  the 
grains  hook  into  one  another,  and  the 
acrospire  is  just  beginning  to  push 
through,  the  barley  is  spreaa  very  thin 
on  the  floor,  and  when  it  feels  no  lon- 
ger moist,  brought  into  the  kiln. 

Kiln-drying  expels  the  moisture 
from  the  germinated  grains  and  con- 
verts the  starch  into  dextrine  and 
glucose,  and  stops  the  progress  of  germi- 
nation and  renders  the  mass  fit  for 
storage.  The  kiln  is  a  chamber  with  a 
perforated  iron  or  copper  bottom  to 
allow  the  heated  air  to  permeate 
through  the  malt,  which  is  spread  upon 
the  bottom  about  3  to  4  inches  deep. 
The  temperature  must  not  be  too  high 
at  first,  and  is  gradual  iy  increased  to,  but 
must  never  rise  above,  158°  F.  During 
the  kiln-drying  the  roots  and  acrospire 
of  the  barley  become  brittle  and  fall 
off,  and  are  se]>arated  by  a  wire  sieve. 
The  barley,  by  germinating  and  kiln- 
drying,  loses  8  per  cent,  of  vts  weight. 

2.  Preparation  of  the  lAquor  con- 
taining th^  Dextrine  and  Sugar  {Mash-' 
ing).  The  object  of  this  operation  is 
to  extract  from  the  malt  the  sugar  and 
dextrine  by  means  of  water,  and  to 
convert  the  starch  into  the  same  sub- 
stances bv  the  diastase.  The  beer,  be- 
sides alcohol ,  must  contain  dextrine,  and 
the  action  of  the  diastase  must  therefore 
be  arrested  before  the  dextrine  is  entirely 
converted  into  sugar,  this  being  ac- 
complished by  boilmgl^the  watery  solu- 
tion. The  operations  necessary  for 
gaining  beer  fVom  the  malt  are :  a.  the 
actual  mashing,  or  preparation  or  the 
wort;  by  boiling  the  wort  with  hops; 
and  c,  cooling  the  boiled  wort. 

a.  Moshing.  The  malt  is  coarselv 
ground  in  a  grain-mill  and  mixed  with 
water  iu  a  vat,  and  after  4  to  6  hount' 
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immersion,  hot  water  is  added  to  raise 
the  temperataie  to  168°  F.,  the  vat 
covered,  and  the  mash  allowed  to 
stand  for  1  to  2  hours,  when  the  clear 
wort  {wort-black)  is  drawn  off  into  a 
covered  vessel  and  the  residue  washed 
several  times  with  water. 

b.  Boiling  the  Wort  with  Hops.  The 
clear  wort  is  hoi  led  in  the  copper  to- 
gether with  the  hops.  The  alhumen 
and  unchanged  starch  are  precipi- 
tated by  the  tannin  of  the  hons,  ana  a 
bitter  taste  imparted  to  the  Deer  and 
itB  durability  augmented.  After  boil- 
ing for  several  hours  the  wort,  to  pre- 
vent acid  fermentation,  must  be  im- 
mediately cooled. 

c.  Cooling.  In  small  breweries  the 
beer  is  run  into  coolers,  but  in  larger 
establishments  refrigerators  of  various 
constructions  are  employed.  The  cooler 
is  a  large  shallow  vessel  constructed 
of  planks.  It  must  be  so  placed  that 
the  wort  can  be  cooled  as  quickly  as 
possible  to  60°  to  68°  F.  In  bring- 
ing the  wort  in  the  cooler  the  ex- 
hausted hops  are  retained  by  the  hop- 
strainer. 

d.  Fermentation.  When  the  wort  is 
sufficiently  cooled  it  is  conveyed  into 
the  fermenting  vat  Six  or  8  hours 
after  the  yeast  has  been  added  fermen- 
tHtion  becomes  active.  The  tempera- 
ture of  the  fermenting  cellar  should 
not  rise  above  59°  F.  A  thin  white 
froth  appears  first  on  the  middle,  and 
spreads  gradually  over  the  whole  sur- 
face, whose  color  gradually  changes 
into  a  yellowish-brown  by  the  action 
of  the  air.  Fermentation  is  finished 
in  5  to  8  days,  according  to  the  temper- 
ature of  the  cellar.  After  the  beer  is 
clear  it  is  drawn  off  into  barrels  in  the 
store-cellar  for  after-fermentation. 

Improved  Process  of  Brevnng.  The 
malt  is  mashed  with  water  at  140  to 
168°  F.  in  a  vat  hermetically  closed 
and  provided  with  a  stirring  apparatus, 
double  bottom,  man-hole,  etc.,  whereby 
the  mash  acquires  a  temperature  of  120° 
F.,  which  is  raised  to  167°  F.  by  intro- 
ducing steam  at  257°  F.  between  the 
2  bottoms  of  the  mash  tun.  The  clear 
mash  is  then  forced  by  steam  from  the 
grains  into  the  clear  mash-back  stand- 
ing higher  than  the  mash  tun.  To  dis- 
solve the  peptones,  etc.,  the  grains  .are 
steamed  and  then  cooled  off  to  167°  to 


178**  F.  by  squirting  cold  water  over 
them,  and  the  clear  mash  is  th^m 
brought  back  into  the  mash  ton  iu 
order  to  undergo  a  second  complete 
saocharization.  The  mash  is  then 
heated  to  212°  F.,  and,  after  resting, 
forced  into  the  hop-back. 

New  Brewing  Process.  The  mash  is 
thoroughly  worked  for  5  minutes  in 
water  at  120°  F.,  and  allowed  to  stand 
for  10  minutes.  The  supei  natant  liquor 
is  then  brought  into  the  clarifying  tun, 
and  to  every  25  sal  Ions  are  added  1 
pound  of  scalded  hops  and  4  ounce  of 
carbonate  of  lime.  The  thick  mash  re- 
maining in  the  copper  is  first  heated  to 
145°  F.,  and  then  to  170°  F.,  and  after 
saocharization  is  comi)lete,  boiled  for  1 
hour  with  an  addition  of  2|  ounces  of 
carbonate  of  lime  to  every  2000  gallons 
of  mash ;  the  liquor  first  drawn  off  from 
the  thick  mash  is  then  added.  After 
standing  for  \  hour  the  wort  is  pumped 
into  the  pan  and  boiled  for  2  hours. 
The  hops,  previously  boiled  alone  for  2 
hours  and  cooled  off  to  190°  F.,  are 
then  added  to  the  mash,  cooled  to  the 
same  temperature.  The  wort  is  then 
pumped  into  the  cooler,  where  2  to  2| 
ounces  of  carbonate  of  lime  are  added 
to  every  2000  gallons. 

To  prevent  fermentation  and  putre- 
faction of  the  albumen,  h  ounce  of  ma^- 
nesia  are  added  to  every  quart  of  the 
setting  yeast. 

Clarifying  Beer.  A  very  concen- 
trated solution  of  phosphate  of  soda  is 
first  put  into  the  wort,  and  then  gyp- 
sum or  chloride  of  calcium  and  slaked 
lime  are  added.  Instead  of  the  soda 
salt,  phosphoric  acid  or  some  soluble 
phosphate  of  lime  may  be  employed. 
This  clarifier  can  be  used  at  any  stage 
of  the  process,  either  before  or  after 
fermentation.  The  same  process  is 
also  recommended  for  other  fermented 
liquors. 

Flaxseed  Pulp  for  Clarifying  Beer. 
For  every  60  gallons  of  beer  boil  }  pint 
of  washed  flaxseed  in  1  gallon  of  water, 
replacing  the  water  lost  by  evaporation 
by  fresh.  Separate  the  pulj>y  liquid 
from  the  seeds  by  straining  and  add  it 
to  the  brewing  }  hour  before  mixing 
the  hops  with  it.  When  the  latter  is 
added  the  flaxseed  pulp  coagulates, 
enclosing  the  substances  which  make 
the  beer  turbid  and  settling  with  them 
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on  the  bottom  of  the  boiler.  Beer  pre- 
pared in  this  way  becomes  clear  in  a 
very  short  time,  its  taste  being  not  in- 
jured in  any  respect. 

Brewer' 8  Pitch.  Light  Yellow  Pitch. 
Melt  in  an  open  iron  boiler  100  pounds 
of  pine  piccn,  and  then  add,  with  con- 
stant stirring,  5  to  6  pounds  of  caustic 
soda-lye  of  10°  B.  When  the  mass  in 
the  boiler  no  longer  rises,  and  the  for- 
mation of  bubbles  has  ceased,  the  fatty 
pitch  is  poured  into  iron  moulds  and 
allowed  to  cool. 

Brown  Pitch.  I.  Melt  in  an  open 
iron  boiler  150  pounds  of  pine  pitch 
and  50  pounds  of  red,  transparent  Amer- 
ican rosin ;  then  add  10  pounds  of  recti- 
fied heavy  rosin  oil,  stir  thoroughly, 
and  pour  into  moulds. 

II.  Composed  of  pine  pitch  100 
pounds,  red,  transparent  rosin  85 
pounds,  and  rectified  heavy  rosin  oil 
10  pounds. 

III.  Seventy-five  pounds  of  pine  pitch, 
140  pounds  of  red,  transparent  rosin, 
and  12  pounds  of  rectified  heavy  rosin 
oil. 

IV.  Pine  pitch  50  pounds,  red,  trans- 

Earent  rosin  150  pounds,  and  rectified 
eavy  rosin  oil  10  pounds. 

V.  Pine  pitch  40  pounds,  brown  rosin 
160  pounds,  and  rectified  heavy  rosin 
oil  10  pounds. 

Ordinary  Brown  Brewer's  Pitch. 
Melt  in  an  open  iron  boiler  pine  pitch 
30  pounds,  brown  rosin  175  pounds,  and 
rectified  heavy  rosin  oil  10  pounds. 

ffop  Pitch.  Melt  good  brewer's  pitch 
for  i  hour  with  5  per  cent,  of  hops, 
pass  the  mixture  through  a  fine  wire 
cloth,  and  finall]^  add  O.Ol  per  cent,  of 
oil  of  hops.  This  pitch,  it  is  claimed, 
contributes  to  make  the  beer  durable 
and  aromatic. 

Glaze  for  Beer  Barrels.  Glazing 
beer  barrels,  being  cheaper  and  better 
than  pitching,  is  adopted  in  many  large 
breweries.  For  this  purpose  dissolve 
i  pound  of  rosin,  i  pound  of  shellac,  A 
pound  of  turpentine,  and  ^  pound  of 
yellow  wax  in  1  quart  of  strong  spirit 
of  wine,  and  apply  the  solution  twice  to 
the  inside  of  the  barrel  by  means  of  a 
brush.  As  soon  as  the  second  coat  is 
dry,  apply  one  prepared  by  dissolving 
1  pouua  of  shellac  in  1  quart  of  strong 
spirit  of  wine.  This  varnish  closes  the 
p'>res,  does  not  break  off  nor  injure  the 
taste  of  the  beer. 


Prof,  Artemus  recommends  to  coat 
the  inside  of  the  barrel  with  a  solution 
of  soda  water-glass  of  1 .25  specific  gravity 
rubbed  up  with  i  of  1  per  cent,  or 
magnesia.  This  glaze  is  very  cheap 
and,  as  it  can  only  be  dissolved  by  long 
continued  boiling  in  water,  allows  of  a 
thorough  cleansing  of  the  barrels. 

Testing  Beer  for  Foreign  Bitter  Sub- 
stances. Heat  about  2  quarts  of  the 
beer,  to  be  examined  over  a  water-bath 
until  the  largest  part  of  the  carbonic 
acid  and  about  i  of  the  water  are  evapo- 
rated. To  precipitate  the  bitter  sub- 
stances derived  from  the  hops,  com- 
pound the  fluid,  while  still  Iwt,  with 
basic  acetate  of  lead  as  long  as  a  pre- 
cipitate is  formed.  The  richer  the  lead 
salt  is  in  plumbic  oxide  the  more  readily 
will  the  hop  constituents  be  removed. 
Filter  off  the  precipitate  of  lead  as 
quickly  as  possible,  protecting  it  at  the 
same  time  from  tne  action  of  atmos- 
pheric carbonic  acid,  which  would  de- 
compose it.  Washing  out  the  precipi- 
tate is  not  advisable.  The  excess  of 
lead  added  in  the  filtered  fluid  is  pre- 
cipitated with  the  necessary  quantity 
of  sulphuric  acid;  a  quick  settling  of 
the  sulphate  of  lead  is  accomplished  by 
an  addition  of  about  40  drops  of  a  solu- 
tion of  1  part  of  gelatine  in  20  of  wat«r 
before  adding  the  sulphuric  acid.  The 
fluid,  after  it  is  again  filtered,  must,  if 
the  beer  was  unadulterated,  have  no 
bitter  taste  if  a  few  drops  of  it  are 
placed  upon  the  tongue. 

Now  compound  the  fluid  with  suffi- 
cient ammoniacal  liouor  to  neutralize 
all  the  sulphuric  acid  and  a  part  of  the 
acetic  acid.  Then  evaporate  it  in  the 
water-bath  to  i  pint.  To  precipitate 
the  dextrine,  etc.,  mix  the  residue  with 
4  parts  by  volume  of  absolute  alcohol, 
shake  the  mixture  thoroughly,  then 
place  it  in  the  cellar  for  24  hours,  and 
finally  filter  it.  After  distilling  off  the 
largest  part  of  the  alcohol,  mix  the 
aqueous  residue  of  distillation,  now  re- 
acting acid,  successively  with  petroleum' 
ether,  benzole,  and  chlorofoim^.  Then 
add  ammonia  to  the  aqueous  fluid  until 
it  shows  a  perceptible  alkaline  reaction, 
and  then  repeat  the  shaking  with  the 
three  fluids  in  the  order  given. 

Pare  Beer  prepared  from  malt  and 
hops  shows,  it  treated  in  this  manner, 
the  following  action : 
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Acid  Mi.xiures»  Petroleum-ether* 
The  solid  part  obtained  by  evaporating 
the  residue  of  the  mixture  with  petro- 
leum-ether has  scarcely  any  bitter  tuste, 
and  when  dissolved  in  concentrated 
sulphuric  acidf,  in  sulphuric  acid  and 
fiugar,  or  in  nitric  acid,  gives  a  very 
slightly  yellowish-colored  solution,  and 
in  concentrated  hydrochloric  acid  al- 
most a  colorless  one. 

Benzole  |  withdraws  only  very  small 
quantities  of  a  resinous  substance^  which 
acts  towards  the  mentioned  acids  in  a 
similar  manner  as  that  isolated  by  the 
petroleum-ether.  This  substance  has 
also  only  a  slightly  bitter  taste. 

Chloroform  acts  similar  to  benzole. 

Amm>07iia4xU  Shakings.  ^  Petroleum' 
ether  absorbs  next  to  nothing. 

Benzole  withdraws  only  traces  of  a 
substance  giving  no  characteristic  re- 
action of  color. 

JBeer  Wort  acts  in  the  same  manner 
as  fermented  beer. 

By  the  same  method  the  addition  to 
the  oeer  of  the  following  13  substitutes 
for  b<>i)8  can  be  shown. 

1.  IVormtPood,  On  shaking  the  acid 
fluid  with  petroleum -ether,  ethereal  oil 
is  found,  which  is  recognized  by  its 
odor  and  a  part  of  the  bitter  substance. 
The  residue  of  evaporation  gives  a 
brown  solution  in  concentrated  sul- 
phuric acid,  which,  on  being  allowed 
to  stand  in  the  moist  air  of  a  room, 
assumes  a  violet  color.  Com|:>ounded 
with  sulphuric  acid  and  a  little  sugar 
it  acquires  gradually  a  red-violet  color. 
By  dissolving  a  part  of  the  evaporated 
residue  in  a  little  water  the  filtered 
solution  reduces  ammoniacal  solution 
of  silver,  while  precipitates  are  obtained 
with  chloride  of  gold  and  potassium 
mercuric  iodide,  but  only  slight  tur- 
bidity with  tannin,  potassium  bromide, 
potassium  iodide,  and  mercurious  ni- 
trate. 

Benzole  and  Chloroform  absorb  also 
the  bitter  substance  which  reacts  as  de- 
scribed above. 


♦Should  boll  between  91  4°  and  140®  F. 

flhe  sulphuric  acid  sliuuld  be  as  tree  as 
possible  from  nitric  acid. 

t  Benzole  boiling  at  VJfP  to  177.8°  F.,  and 
previously  rectified,  must  be  used. 

g  Before  makiiii;  the  fluid  alkaline  it  must  be 
once  more  iiiix«Ml  with  petroleum -ether,  iu 
(/Ttler  to  remove  all  traces  of  cbloioform. 


2.  Marsh  EosemaryiSedti/mpalustrf), 
In  the  extract  with  petroleum-ether 
some  ethereal  oil  having  the  character- 
istic odor  of  marsh  rosemary  is  found. 
The  small  residue  treated  with  concen- 
trated sulphuric  acid  acquires  a  more 
brownish  color  than  ordinary  beer,  but 
for  the  rest  does  not  remarkably  difier 
from  it. 

Benzole  and  Chloroform  absorb  amor- 
phous substances  of  a  bitter  taste,  which 
give  dark  red-violet  solutions  with  sul- 
phuric acid  and  sugar,  and,  on  being 
boiled  in  dilute  sulphuric  acid  (1.10  , 
develops  an  odor  of  ericinol.  The  solu- 
tion reduces  chloride  of  gold  and  alka- 
line solution  of  copper,  while  a  precipi- 
tate is  obtained  with  potassium  iodide 
and  tannin,  but  not  with  basic  lead 
acetate.  Benzole  also  absorbs  small 
quantities  of  a  substance  which  reduces 
ammoniacal  solution  of  silver.  Chloro- 
form absorbs  a  substance  which  is  pre- 
cipitated with  potassium -mercuric 
iodide. 

3.  Bog  Bean,  Marsh  Trefoil  (Meny- 
anthes  trifoliata).  In  the  extract  with 
petroleum-ether  only  traces  of  the  bit- 
ter substance  are  found.  Beiizole  and 
chloroform  absorb  more  of  the  bitter 
substance  (menyanthin)^  the  taste  of 
which  can  be  detected  in  the  evaporated 
residue.  The  latter^  on  being  heated 
with  dilute  sulphuric  acid  (1.10),  de- 
velops also  the  characteristic  odor  of 
menyuntholf  reduces  ammoniacal  solu- 
tion of  silver,  and  is  precipitated  or,  at 
least,  made  turbid  with  potassium-mer- 
curic iodide,  potassium  iodide,  tannin, 
and  chloride  of  gold.  ^ 

Nothing  characteristic  is  found  on 
shaking  with  ammoniacal  liquor. 

4.  Quassia.  Petroleum-ether  absorbs 
but  very  small  traces  of  the  exceedingly 
bitter  quassiin,  which  does  not  differ  by 
any  other  reaction  from  substances  ob- 
tained from  pure  beer.  Larger  quan- 
tities of  quassiin  are  isolated  by  benzene 
and  especially  by  chloroform.  When 
treated  with  sulphuric  acid  and  sugar 
it  acquires  a  pale  reddish  color,  reduces 
slightly  ammoniacal  solution  of  silver 
and  chloride  of  gold^  and  precipitates 
potassium-mercuric  iodide,  potassium 
iodide,  tannin,  and  basic  lead  acetate. 

6.  ColclUcum  Seed.s.  Petroleum-ether 

? fields  substances  similar  to  those  iso- 
ated  from  unadulterated  beer.    Beit^ 
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toU  absorbs  small  quantities  cf  colchu 
dn  and  eoUhicein^  which  taste  bitter 
and  ffive  a  yellow  solution  with  concen- 
trated sulphuric  acid,  which,  on  salt* 
Eetre  being  added,  acquires  a  yiolet, 
lue,  and  later  on  a  green  color.  The 
last  reaction  of  color  TOing  also  obtained 
with  nitric  acid  of  1.30  specific  gravity. 
By  adding  to  the  solution  in  nitric  acid, 
when  it  has  ceased  to  throw  up  bubbles, 
caustic  potash,  until  a  strong  alkaline 
reaction  takes  place,  a  very  durable 
cherry  to  dark-red  coloring  is  obtained. 
The  chloroform  residue  yields  larger 
quantities  of  the  above  constituents  of 
toe  meadow  saffron,  so  that,  besides  the 
above-mentioned  color  reactions,  precip- 
itates are  obtained  with  the  alkaloid 
reagents  commonly  used. 

6.  Inddan  Berries  {Cocculi  Indiei), 
Petroleum-etlier,  and  Benzole  absorb 
from  the  beer  adulterated  with  Persian 
berries  only  such  constituents  as  from 
pure  beer.  With  chloroform  and, 
still  easier,  with  amyl  alcohol  the  picro 
toxin  is  withdrawn  from  the  fluid,  but, 
on  evaporating,  it  remains  ))ehiud  gen- 
erally in  such  an  impure  state  that  it 
cannot  be  directly  used  for  color  re- 
actions. It  is  therefore  best  to  test 
whether  a  part  of  the  residue  reduces 
an  alkaline  solution  of  copper,  and 
another  part,  dissolved  in  water,  has  a 
poisonous  effect  upon  fishes.  In  this 
case,  re-dissolve  the  remainder  of  the 
residue  in  warm  water,  shake  again 
with  chloroform,  and  repeat  this  until 
the  residue  of  the  chloroform  shakings 
appears  crystalline^  after  having  been 
allowed  to  evaporate  spontaneously  in 
the  ordinary  temperature  of  a  room.  On 
re-dissolving  the  residue  in  alcohol,  and 
allowing  it  to  evaporate  slowly,  large 
needle-like  crystals  should  remain  l^- 
hind,  which  give  a  yellow  solution  in 
concentrated  sulphuric  acid.  By  mix- 
ing this  solution  intimately  with  5  to  6 
parts  by  weight  of  pulverized  saltpetre, 
then  moistening  it  with  sufficient  pure, 
concentrated  sulphuric  acid  to  form  a 
plastic  mass,  and  finally  adding  soda- 
lye  of  1.3  specific  gravity  until  a  strong 
alkaline  reaction  takes  place,  a  brick- 
red  fluid  is  obtained. 

7.  ColocyrUhs.  The  colocynthin  does 
not  pass  into  petroleum- ether  and  heri- 
tole^  but  is  shaken  out  with  chloroform. 
It  is  extremely  hitter,  is  precipitated 
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from  an  aqueous  solution  with  tannin, 
reduces  alkaline  solution  of  copper,  and 
dissolved  in  sulphuric  acid  gives  a  red 
solution,  and  in  Frohde*e  reagent*  a 
violet  one;  But  the  latter  reactions 
succeed  only  after  the  colocynthin  has 
been  purified  by  repeated  dissolutions 
in  water  and  shaking  with  chloroform. 

8.  Willow  Bark,  The  salicin  found 
in  the  young  bark  of  several  species  of 
willow  and  poplar  cannot  'be  well  ob- 
tained from  acid  extracts  with  petro- 
leum-etherj  benzole^  and  chloroform^ 
but  easily  so  with  amyl  alcohol.  On 
heating  the  salicin  with  potassium  bi- 
chromate and  dilute  sulphuric  acid 
(1.4),  it  emits  the  odor  of  salicvlie  acid. 
In  concentrated  sulphuric  acid  it  gives 
a  red  solution,  and  m  Frbhde^e  reagent 
a  violet-red  one;  but  both  reactions 
succeed  only  when  the  salicin  is  very 
pure,  which  is  difficult  to  obtain  even 
by  repeated  dissolutions  in  water  and 
shakine  the  filtered  solutions  with 
amyl  alcohol. 

9.  Strychnine  cannot  be  gained  from 
the  acid  solution,  but  only  from  the 
ammoniacal  fluid,  and  then  only  in 
small  quantities  with  petroleum-etfier, 
and  somewhat  less  difficult  with  ben' 
zole  and  chloroform.  To  establish  the 
alkaloid  it  is  best  to  use  its  well-known 
reaction  Uf)on  sulphuric  acid  and  po- 
tassium bichromate. 

10.  Atropin  and 

11.  JTyoscyantin  are  also  obtained  by 
shaking  the  ammoniacal  solution  with 
benzole  and  chloroform.  They  are  pre- 
cipitated with  most  reagents  upon  alka- 
loids, but,  as  good  color  reactions  are 
wanting,  must  be  confirmed  by  physio- 
logical tests. 

The  process  is  modified  for  proving. 

12.  Aloes.  By  treating  the  beer,  in 
preparing  it  for  the  test,  only  with  neti- 
trot  lead  acetate,  and  shaking  it  later 
on  with  amyl  alcohol.  After  evapo- 
ration a  residue  with  the  characteristic 
taste  of  aloes  must  remain,  and  which 
yields  precipitates  with  potassium  bro* 
mide,  basic  lead  acetate,  and  mercurious 
nitrate,  and,  being  heated,  reduces  alka- 
line solution  of  copper  and  solutipn  of 
gold.    Tannin  must  also  precipitate  it^ 

*  0.16  grains  of  aodiam  moljbdate  dissolved 
in  40  drops  of  pure  concentrated  sulphuiio 
acid. 
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bttif  on  beine  added  in  exoeai,  partly 
reduHK^lves  the  precipitate.  By  filing 
a  |>art  of  the  residue  with  concentrated 
nitric  acid,  and  expelling  the  latter 
over  a  water-bath,  a  mass  remains 
which,  on  being  heated  with  caustic 
potash  and  potassium  cyanide,  acquires 
s  blood-red  color. 

13.  Gentian  Root,  The  beer  is  also 
prepared  for  this  test  by  treating  it  with 
neutral  lead  acetate,  filtering  and  re- 
moving the  excess  of  lead,  with  Just  the 
necessary  quantity  of  sulphunc  acid. 
The  fluid  is  then  evaporated  to  the  con- 
sistency of  s)rrup,  and  this  acidulated 
with  mtric  acid,  and  then  subjected  to 
the  process  of  dialysis.  The  neutral- 
ized dialvsate  is  again  precipitated  with 
neutral  lead  acetate,  tnen  filtered,  and 
the  filtrate  compounded  with  basic  lead 
acetate,  whereby  the  bitter  principle  of 
^ntian  root  (gentianin)  is  precipi- 
tated. The  precipitate,  after  nltering 
and  washing,  is  decomposed  with  sul- 
phide of  hydrogen,  and  the  filtered  fluid 
shaken  with  benzole  or  chloto/orm.  By 
adding  ferric  chloride  to  an  aqueous 
solution  of  gentianin  it  will  be  colored 
brown,  but  is  not  precipitated  by  it 
Gentianin  reduces  ammoniacal  solu- 
tion of  silver  and  alkaline  solution  of 
copper.  It  is  precipitated  with  potas- 
sium bromide  and  mercurious  nitrate, 
chloride  of  gold,  and  phosnhomolybdic 
aci«l,  while  corrosive  suolimate  and 
potassium-mercuric  iodide  cause  tur- 
bidity. 

Detertmnaiion  ofGlycerine  in  Beer, 
For  Dark  Beers,  Evaporate  carefully 
in  a  water-bath,  at  about  165°  F.,  6 
fluid  ounces  of  Deer  and  1^  drachms 
of  magnesium  hydrate.  Rub  the  resi- 
due before  it  is  entirely  dry  with  3 
fluid  ounces  of  absolute  alcohol,  then 
filter  ofi*  the  alcohol  and  wash  the 
residue  with  3  fluid  ounces  of  alcohol. 
Then  compound  the  filtrate  with  3i 
times  its  volume  of  absolute  ether  in 
order  to  separate  the  maltose  and  para- 
pepton.  and  then  allow  the  filtrate  to 
stand  for;  12  hours  for  the  volatilization 
of  the  ether.  Place  the  remaining  al- 
coholic solution  in  a  flask  previously 
weighed,  evaporate  it  to  a  syrup  on  the 
water-bath,  and  dry  it  in  a  rarefied 
space  for  12  to  24  hours.  Extract  the 
residue  with  about  1  fluid  ounce  of 

^olute  alcohol,  free  th^  fluid  by^- 


tering  from  the  separated  cholesterin, 
malt  fat, etc.,  wash  it  with  h  fluid  oonoe 
of  absolute  alcohol,  and  evaporate  the 
filtrate  over  the  water-bath,  then  dry  it 
under  the  air-pump  and  weigh  it  as 
glycerine. 

For  Light  BeerSf  poor  in  peptones, 
take  up  the  mass  thickened  with  mag- 
nesium hydrate  with  absolute  alcohol, 
filter,  evaporate  the  filtrate  to  a  syrup, 
dry  it  under  the  air-pump,  add  a  mixt- 
ure of  1  part  of  absolute  alcohol  and  1 
part  of  ether,  stir  vigorously  with  a 

flasB  rod,  filter  through  a  very  small 
Iter,  wash  with  the  same  mixture, 
evaporate  carefully,  and  finish  the  proc- 
ess under  the  air-pump. 

Alcohol  and  Compressed  Yecut  from 
uncrushed  Cereals  withoiU  the  Use  of 
Steam  Pressure.  Acidulate  50  gallons 
of  water  with  2  ounces  of  pure  sul- 
phuric acid  of  Q^  per  cent.,  and  in  it 
soak  20  pounds  of  the  cereals  without 
being  crushed,  at  a  temperature  of  about 
104°  F.  After  soaking  for  48  to  60 
hours  the  material  is  brought  together 
with  the  water  into  the  preparatory 
mashing  tun,  which  is  provided  with  a 
mashing  machine,  and  saccharization 
takes  place  at  140°  F. 

To  Convert  Alcohol  of  70  per  cent, 
into  90  per  cent,  in  the  Cold  Way,  Mix 
calcinea  potash  with  alcohol  of  70  per 
cent,  until  the  phlegm,  when  shaken, 
shows  80  per  cent. ;  then  pour  the  al- 
cohol carefully  into  another  vessel,  and 
add  potash  until  it  shows  90  per  cent. 
Then  pour  it  into  a  third  vessel,  and  to 
cleanse  it,  which  will  require  about  1 
hour,  ada  some  more  potash,  and  some 
burnt  alum.  The  potash  before  using 
it,  must  be  pulverized,  sifted,  and  cal- 
cined in  an  iron  vessel. 

To  Purify  Alcohol  obtained  from 
Beets  and  dfolasses.  The  alcohol  is 
brought  into  a  vessel  of  ^Ivanized 
iron  or  enamelled  wrought  iron.  For 
every  20  gallons  of  alcohol  of  about  90 
per  cent.,  2  to  2^  ounces  of  caustic 
potash  are  added.  The  mixture  is 
allowed  to  stand  quietly  for  about  1 
hour,  when  it  is  thoroughly  stirred  and 
the  agitation  repented  every  12  hours 
during  the  first  24  hours.  After  stand- 
ing quietly  for  12  hours,  10  per  cent, 
of  water  is  added,  and  the  agitation 
repeated  every  12  hours  during  the 
next  36  hours.    It  is  then  allowed  to 
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rest  for  24  hours,  and  filtered  through 
a  layer  of  asbestos.  The  potash  is  next 
neutralized  with  tartaric  acid.  After 
stirring  it  and  then  resting  for  12  hours 
about  2  gallons  of  water  are  added  to 
every  20  gallons  of  alcohol.  The  liquid 
is  again  allowed  to  rest  for  12  hours, 
and  filtered  before  rectifying. 

To  Purify  Alcohol,  The  process, 
consists  in  adding  a  small  quantity  of 
nitrate  of  silver  to  the  crude  alcohol, 
}  to  li  ounces  being  required  for  2000 
gallons  of  crude  alcohol,  according  to 
quality  and  strength.  For  practical 
use  it  is  best  to  prepare  a  solution  of  10 
parts  of  nitrate  of  silver  in  100  of  water. 
Atter  the  alcohol  has  been  mixed  with 
the  solution  it  is  converted  into  high- 
proof  spirits.  Rectified  spirit  produced 
by  this  process  is  destitute  of  all  bad  odors 
to  a  degree  not  otherwise  attainable. 
The  invention  is  available  with  e^ual 
success  for  any  kind  of  spirit  of  wine ; 
an  addition  of  but  7  grains  of  nitrate 
of  silver  to  100  gallons  of  spirit  of  wine 
being  sufficient  to  remove  tne  bad  odors 
from  the  poorest  quality  coming  into 
commerce.  For  practical  use  it  is  best 
in  these  cases  also  to  prepare  solutions 
of  nitrate  of  silver  in  water,  namely, 
for  the  first,  1  part  of  nitrate  of  silver  to 
100  of  water,  and  for  the  last,  1  part  of 
nitrate  of  silver  to  1000  of  water. 

To  Prepare  Absolute  Alcohol,  The 
easiest  way  of  accomplishing  this  is  to 
pour  strong  alcohol  over  anhydrous  sul- 
phate of  copper,  and  agitate  as  lon^  as 
the  salt  is  colored  blue,  and  then  distil 
the  fluid. 

Manufacture  of  Cogn-ac,  The  pro- 
cess in  the  Cognac  district  is  as  follows : 
The  wine  to  be  distilled  is  first  brought 
into,  a  stone  trough,  and  is  then  pum]>ed 
into  a  bronze  boiler  called  the  '^  chauife- 
vin,"  whence  it  can  flow  into  a  still. 
In  the  chaufie-vin  and  in  the  retort  the 
wine  is  heated  by  a  coal  fire,  at  first 
strongly  and  then  gradually  weak. 
After  a  short  time  a  white,  generallv 
transparent,  liquor  called  "  orouUUj 
whicn  should  amount  to  about  i  of  the 
quantity  of  wine  brought  into  the 
chauffe-vin,  begins  to  run  from  the 
mouth  of  the  cooling-pipe.  The  brown 
fluid,  containing  but  very  little  alcohol, 
which  remains  m  the  retoi-t  is  emptied 
and  thrown  away.  Fresh  wine  is  then 
conveyed  into  the  chauffe-vin,  and  the 


distillation  commences  anew,  and  is 
continued  day  and  night  until  all  the 
wine  has  been  converted  into  spirits, 
which  is  finally  rectified. 

Artificial  Cognac.  The  following 
compound,  after  storing  for  some  time, 
will  closely  resemble  the  genuine  arti- 
cle in  taste  and  aroma :  I.  Mix  10  ounces 
of  acetic  acid,  7  ounces  of  spiritus 
niirieoasthereuSf  If  gallons  of  white 
French  wine,  f  pint  of  tincture  of  oak 
bark  (extracted  from  4  ounces  of  oak 
bark),  and  30  gallons  of  spirit  of  wine 
of  66  to  60  per  cent.,  and  the  requisite 
quantity  of  sugar  color. 

II.  Artificial  Cognac  of  a  very  fine 
flavor  is  obtained  by  mixing  2400  parts 
of  alcohol  of  90  per  cent.,  1600  of  water, 
8  of  epiritus  nUricocUhereus,  6  of  aro- 
matic tincture,  1  of  acetic  etner,  and  2 
of  tannin.  The  mixture,  after  standing 
for  some  time,  is  filtered,  and  should 
have  a  specific  gravity  of  0.917  to 
0.920. 

Dutch  Method  of  Distilling  and 
Manufacture  of  Compressed  {Dry) 
Yeast.  At  Schiedam ^  Jiotterdam.  and 
Delfshaten  are  300  to  400  distilleries 
and  manufacturers  of  compressed  yeast. 
The  arrangement  of  all  the  distilleries 
is  nearly  the  same.  The  stills  and  re- 
frigerator stand  on  1  side,  and  on  the 
other  2  rows  of  vats,  6  in  each  row. 
Some  of  the  vats  are  covered ;  on  lift- 
ing the  cover  of  one  in  which  the  mash 
has  ceased  fermenting,  a  thin,  mouldy 
coat  will  be  found  on  the  surface ;  by 
tasting  the  mash  and  dipping  the  finger 
a  few  inches  into  it,  no  particles  of 
crushed  malt  will  be  detected. 

The  ca|)acity  of  the  vats  is  nearly  the 
same  in  all  distilleries,  and  3  to  4  men 
are  employed  in  each.  Work  in  all  dis- 
tilleries commences  at  4  o'clock  in  the 
morning  and  ceases  at  6  o'clock  in  the 
afternoon.  The  Dutch  method  of  dis- 
tilling requires  comparatively  little 
labor,  which  is  generally  done  by  hand, 
steam-engines  being  seldom  used,  and 
then  only  for  pumping  water.  The 
greatest  cleanliness  prevails  in  the  dis- 
tillerv ;  the  walls,  brickwork  of  the  stills, 
etc.,  being  frequently  painted,  so  as  to 
give  them  always  a  new  appearance. 

1.  The  mash  is  brought  into  fermen- 
tation with  comprcissed  yeast. 

2.  Considerable  of  the  mash  of  former 
distilling  is  utilized. 
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3.  No  sulphuric  acid  is  used.  The 
mash  is  distilled,  a,  into  low  wine,  and, 
b,  by  repeated  distilling  of  the  low 
wine  into  gin  (the  receipt  for  which 
will  be  given  later  on). 

In  Scniedam,  i  vats,  each  having  a 
capacity  of  about  500  gallons,  are 
usually  mashed  every  day  with  250 
pounds  of  crushed  rye  and  150  pounds 
(>r  crushed  malt;  a  total  of  400  pounds 
of  groats. 

Majshing.  At  4  o'clock  in  the  morn- 
ing water  is  boiled  in  1  of  the  stills. 
The  groats  having  been  poured  into  the 
mashing  vat,  the  mashing  water,  con- 
sisfitig  of  7  kannen*  of  cold  and  21 
kannen  of  warm  water,  is  carried  into 
the  vat  by  3  workmen,  while  the  fore- 
man manipulates  with  a  kind  of  mash- 
ing scoop.  When  the  mashing  is 
finished,  each  vat  contains  about  175 
ealloris.  A  thermometer  is  seldom  used 
ifor  determining  the  tem|>erature  of  the 
mash.  The  mash  is  allowed  to  stand 
quietly  for  saccharization  for  li  to  2 
nours. 

/Setting  (Arustellen),  About  7  o'clock 
A.  M.  230  gallons  of  wash  are  put  into 
the  fermenting  vat,  next  yeast,  and 
finally  40  gallons  of  cooling  water,  its 
temi)erature  depending  on  that  of  the 
wash,  leaving  4  inches  (37  gallons)  for 
rising  space.  Recapitulation  of  quan- 
tity of  mash :  One  hundred  and  seventy- 
five  gal  Ions  of  mash,  230  gallons  of  wash, 
40  gallons  of  water,  37  gallons  of  rising 
space ;  482  gallons. 

It  will  be  seen  from  the  foregoing 
how  little  labor  is  actually  required,  as 
only  one  man  mashes  lightly  oy  hand, 
and  cooling  apparatuses  beipg  super- 
fluous, as  sufficient  cold  water  and  wash 
are  added  to  the  mash. 

The  mash,  after  having*  been  set  at  9 
o'clock  A.  M.  at  81.5®  F.,  is  allowed  to 
ferment  until  12  o'clock,  during  which 
time  a  thin  white  coating  of  froth  is 
formed  on  the  surface. 

The  wort  from  the  mash  in  the  4  tuns 
is  then  pumped  into  a  wort-back  re- 
sembling a  square  wooden  cooler,  and 
standing  on  an  elevation  in  the  fer- 
menting room.  In  place  of  a  perforated 
bottom  to  separate  the  grains  from  the 

♦  Onekanne  =  4.4  gallons  ;  28  kannen  boing 
nsed.  The  total  quantity  of  water  in  each  tun 
!■  about  125  galluue.  (W.  T.  fi.) 


wort,  the  Dutoh  distillers  use  asilghtly 
serpentine  copper  siphon  about  30  inches 
long,  4  inches  wide  on  the  top.  In  one 
of  the  staves  of  the  vat,  about  10  inches 
above  the  bottom,  which  has  a  fall 
forward  of  about  1  inch,  is  a  hole  closed 
with  a  cork.  This  latter  is  removed  by 
pushing  the  lower  pointed  end  of  the 
copper  siphon  through  the  hole  from 
the  inside  of  the  vat,  allowing  it  to  pro- 
ject about  I  inch.  To  the  upper  end* 
of  the  siphon  is  fastened  a  strap,  which 
is  drawn  over  the  edge  of  the  vat  by  a 
stone.  The  stone  is  as  heavy  as  the 
copper  tube  full  of  thin  mash.  By 
raising  the  stone  somewhat,  the  upper 
end  of  the  copj^r  siphon  sinks  down, 
sucks  in  the  tnin  mash,  and  carries  it 
through  the  lower  end  projecting 
through  the  hole  in  the  vat,  into  a  col- 
lecting back.  When  all  the  thin  mash 
down  to  the  exhaust  has  run  off,  the 
stone  is  raised  up  a  little  more  and  the 
operation  repeated.  All  the  wort  is 
drawn  off  from  the  mash  in  this  man- 
ner, that  of  the  four  vats  running  at  the 
same  time  through  a  gutter  into  a  col- 
lecting back,  and  is  from  here  pumped 
into  the  above-mentioned  wort-back. 
The  froth  (scum)  formed  from  the  time  of 
setting  (anstellen)  to  drawing  off  of  the 
wort  (9  to  12  o'clock)  is  prevented  from 
enterinfj  the  siphon  with  the  thin  wort, 
by  placing  a  lath  across  the  surface  or 
the  wort.  When  the  principal  part  of 
the  wort  has  been  drawn  off,  water  is 
poured  upon  the  mash  remaining  in  the 
vat  and  tnoroughly  mixed  with  it.  It 
is  allowed  to  stand  quietly  for  2  or  3 
hours,  when  the  heavier  particles  of  the 
grains  will  have  settled  on  the  bottom, 
and  the  operation  of  drawing  off  the 
wort  is  repeated.  About  160  gallons 
of  sediment,  i  e.  thick  mash,  remain  in 
the  vat  after  all  the  wort  has  been 
drawn  off.  The  wort  stands  about  4 
inches  deep  in  the  wort-back,  which 
has  a  total  height  of  about  12  inches ; 
it  remains  here  until  the  next  morning, 
when  the  yeast  is  ripe. 

The  formation  of  yeast  is  as  follows : 
The  yeast  separates  not  as  a  high  froth, 
but  as  a  brownish  mass  resembling  the 
formation  of  cream  upon  milk.  Dark 
places  are  frequently  observed  upon  the 
surface  of  the  wort,  but  generally  it  is 
of  a  light-brown  color;  the  lighter  the 
color   the  better  is  the  fermentation. 
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and  also  the  yeast.  When  the  yeast  is 
ripe  the  wort  is  brought  back  into  the 
respective  fermenting  tuns.  As  there 
is  also  a  sediment  of  yeast  on  the  bot- 
tom, in  order  to  retain  this  a  ring  is 
placed  around  the  tap-hole,  the  top 
yeast  being  held  back  oy  a  lath  placed 
across  the  surface  of  the  wort.  When 
all  the  wort  has  run  ofi'a  hoise  is  tied  to 
the  tap-hole  and  a  workman  sweeps  the 
ripe  yeast  into  the  precipitating  vessels. 
These  are  circular  in  form  and  about 
151  inches  high.  The  yeast,  after  re- 
maining here  for  3  to  4  hours,  can  be 
pressed  without  much  difficulty,  al- 
though only  very  little  water,  and  that 
but  once,  and  no  starch  has  been  added 
to  precipitate  it. 

For  pressing  the  yeast  a  canvas  bag 
IS  put  inside  a  stout  press  bag,  and  this 
into  another  press  bag.    The  yeast  is 

tK)ured  into  this  triple  bag,  the  canvas 
>agoontaining  the  grains  bet ng  finally 
lifted  out.  How  much  easier  the  Dutcn 
distiller  removes  by  this  process  the 

E articles  of  groats  from  the  yeast,  than 
y  washlns  and  sifting  it,  as  is  cus- 
tomary in  the  distilleries  of  other  coun- 
tries. To  press  the  yeast  uniformly 
dry  the  press  bag  is  not  tied,  but  the 
bags,  which  are  square,  are  placed  one 
on  the  top  of  the  other,  the  open  end 
of  the  bag  beine  bent  upwards  and 
secured  between  the  bag  itself  and  that 
lying  on  the  top  of  it,  a  piece  of  linen 
being,  for  further  security,  laid  around 
the  open  end  of  the  bag.  As  6  press 
bags  are  laid  on  (op  of  each  other,  con- 
siderable yeast  can  be  quickly  pressed 
dry  with  one  press. 

The  setting  (stell)  yeast,  preserved 
in  a  fluid  state,  is  compounded  with  hop 
water.  One  gallon  of  hops  is  distilled 
off,  and  the  extract  used  lor  preserving 
the  veast  required  for  16  wasnings. 

clarifying  the  Wash.  The  wash 
runs  directly  from  the  still  into  a  brick 
pit,  and  clarifies  here  while  still  warm, 
there  beins  but  a  small  opening  in  the 
cover  of  the  pit  for  carrying  off  the 
vapors.  About  i  of  the  clarifial  wash  is 
pumped  the  next  morning  into  a  cooler 
lined  with  copper,  and  used  the  third 
day  for  cooling  on  the  mash.  As  soon 
as  the  wash  has  been  drawn  off  into  the 
respective  fermenting  tuns  the  cooler  is 
at  once  cleansed  and  the  wash  to  be 
used  the  next  day  pumped  up. 


Receipt  for  Holland  Gin,  For  a  dis- 
tillate of  12  mashings  about  20  gallons 
of  juniper  berries  are  used;  for  the 
finest  qualities  of  gin  some  licorice  root 
and  sugar  are  added  in  rectifying. 

The  fine  flavor  is  imparted  to  the  gin 
by  the  proportion  of  malt  to  tlie  crushed 
rye,  and  the  finished  liquor  being  recti- 
fied three  times.  In  a  few  distilleries 
20  eallous  of  barley  are  used  in  place 
of  the  same  quantity  of  rye. 

Hum  (Fagon  Ram),  Frepore  first  a 
so-called  rum  body  by  pulverizing  10 
pounds  of  catechu,  placing  the  powder 
in  a  wide-necked  bottle,  pouring  1|  gaU 
Ions  of  alcohol  of  96  per  cent,  over  it, 
and  letting  the  mixture  stand  for  8  days, 
stirring  it  freauently  until  the  super- 
natant alcohol  has  acquired  a  dark- 
brown  color,  while  the  sediment  lias 
become  light  brown.  Then  pour  the 
clear  fluid  into  a  demijohn.  On  the 
other  hand,  boil  45  pounds  of  St.  John's 
bread,  as  fresh  as  possible,  and  10  pounds 
of  large  raisins  with  4-^  ^llons  of  water 
for  about  25  minutes  and  press  out  the 
liquor.  Mix  this  with  1^  gallons  of 
alcohol,  pour  it  into  the  demijohn,  stir 
thoroughly  and  allow  the  whole  to  set- 
tle. Take  If  to  3  quarts  of  this  rum 
body  to  every  130  gallons  of  alcohol, 
and  flavor  the  mixture  with  1^  to  1| 
pounds  of  Kingston  rum  essence  to 
every  20  gallons. 

To  Destroy  Fusel  Oil  (Amyl  Alcohol), 
Every  distillate,  be  it  from  grain  or 
potato  mash,  contains  more  or  less  fusel 
oil,  which,  by  its  disagreeable  odor  and 
taste,  injures  the  flavor  of  the  liquor, 
and,  in  preparing  cordials,  liqueurs, 
etc.,  destroys  the  effect  of  the  aromatic 
admixtures.  The  best  means  hitherto 
discovered  of  depriving  liquors  of  fusel 
oil  is  to  pass  them  through  coarsely- 
pulverized  charcoal,  distributed  as  fol- 
lows in  a  series  of  casks.  Each  vessel 
must  have  a  double  bottom,  the  fake 
one  being  perforated  and  placed  a  few 
inches  above  the  true.  Upon  this  per- 
forated board  a  layer  of  chopped,  lixivi- 
ated straw  I  to  1  inch  thick  is  laid, 
and  over  the  straw  a  stratum  of  fhie 
gravel  the  size  of  large  peas.  This  is 
covered  with  a  pretty  thick  stratum  of 
the  charcoal,  previously  freed  from  dirt 
and  dust  b^  washing;  upon  this  is 
spread  a  piece  of  close  canvas,  and 
pressed  down  by  a  thin  bed  of  rivor 
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sand.  The  cylinder  or  cask  should  be 
jdiied  with  these  successive  layers  to 
withisi  2  inches  of  its  top,  and  is  then 
closed  air-tight.  Immediately  below 
the  head  a  hole  is  bored  iu  the  side  for 
receiving  an  overflow  ti^be,  which  is 
either  screwed  rectangularly  to  another 
elbow  pipe  or  is  bent  so  as  to  enter  tight 
into  a  hole  beneath  the  false  bottom 
of  the  second  cylinder  or  cask.  In  this 
way  the  series  mav  be  continued  to  any 
desired  number  of  vessels ;  the  last  dis- 
ciiarging  the  purified  spirit  into  the 
store-barrel.  The  foul  alcohol  must  be 
made  to  flow  into  the  bottom  space  of 
the  first  cylinder  down  through  a  pipe 
in  communication  with  a  charging  ves- 
sel, placed  upon  such  an  elevation  as 
to  give  sufiicient  pressure  to  force  the 
spirits  up  through  the  series  of  filters, 
tne  suj)ply  pipe  being  provided  with  a 
regulating  stop  cock. 

To  Purify  Alcohol  and  lAquori, 
Cover  10  pounds  of  animal  charcoal 
with  a  few  inches -of  water,  add  1| 
ounces  of  concentrated  sulphuric  acid, 
agitate  the  mixture  thoroughly,  and 
let  it  stand  over  night.  Draw  off  the 
water  the  next  day,  and  wash  the  mixt- 
ure with  Iresh  water  until  the  latter 
has  no  longer  an  acid  taste  and  does 
not  redden  litmus  paper.  The  drained- 
off  charcoal  is  then  placed  upon  the 
perforated  bottom  of  the  filtering  ap- 
paratus, covered  with  a  layer  of  lixivi- 
ated straw  J  to  1  inch  thick.  Upon 
this  is  placed  another  perforated  bot- 
tom, and  upon  this  a  mixture  of  1 
pound  of  magnesia,  20  pounds  of  wood 
charcoal,  and  5^  pounds  of  pyrolusite. 
This  is  also  covered  with  a  layer  of 
lixiviated  straw  and  a  finely -perforated 
plate  upon  which  comes  a  tnick  layer 
of  river  sand  previously  washed  and 
dried.  The  liquor  to  be  purified  is 
then  compounded  with  |  ounce  of  spirit 
of  ammonia  to  every  20  gallons.  The 
liquor  is  allowed  to  remain  ouietly  for 
a  few  days  and  is  then  gradually  passed 
into  the  filter,  where  it  remains  for  3 
days,  when  the  purified  li<j[uor  is  drawn 
off  and  the  filter  replenished.  This 
apparatus  may  be  used  for  an  entire 
year  without  renewing  the  filtering 
material. 

To  Remove  the  Taste  of  the  Barrel 
from  Whiskey^  add  a  little  good  olive 
oil  to  it. 


Wines.  S«rdeaux,  It  is  best  to 
use  a  light  Hungarian  Ted  wine.  Mix 
with  50  gallons  1  pint  of  kino,  2 
to  3  ounces  of  sulphate  of  iron  dissolved 
in  1  quart  of  boiling  water,  and  1  wine- 
glassful  of  extract  of  orris  root  and  a 
like  quantity  of  raspberry  extract. 

Burgundy.  Mix  in  a  barrel  100 
parts  of  white  wine,  10  of  the  juice  of 
black  cherries,  6  of  crushed  large  rai- 
sins, 6  of  pulverized  cinnamon,  i  of 
pulverized  crude  tartar,  and  50  of  must 
concentrated  by  evaporation;  allow 
the  mixture  to  ferment  in  a  cool  place, 
and  then  rack  the  wine  into  another 
barrel. 

Champagne,  The  following  process 
of  manufacture  is  observed  in  cham- 

Sagne:  Late  in  the  fall  the  must  of 
inerent  grapes  is  brought  and  poured 
in  large  vats.  In  December,  before 
fermentation  is  entirely  completed,  the 
wine  is  clarified  with  isinglass  and 
racked  into  well-stoppered  bottles.  The 
bottles  are  then  laid  on  their  sides  with 
their  mouths  sloping  downwards  at  an 
angle  of  about  20  degrees,  in  order  that 
any  sediment  may  fall  in  the  neck. 
At  the  end  of  a  few  days  the  inclination 
of  the  bottles  is  increased,  and  the 
slimy  substances  collected  over  the  cork 
are  from  time  to  time  dexterously 
discharged  bv  a  skilled  workman  open- 
ing the  bottles.  Every  time  the  Dot- 
tles are  opened,  1  teaspooiiful  of  rock- 
candy  is  added  to  each  bottle.  When 
no  more  sediment  is  collected  in 
the  neck,  the  bottles  are  corked  with 
long  corks  by  special  machines,  and 
wired. 

Artificial  Champagnes,  Cliampag^ie 
Liqueur,  Boil  8|  pounds  of  the  finest 
loaf  sugar  with  1  gallon  of  water^  add 
gradually  while  the  water  is  boiling  1 
gallon  of  alcohol  of  90  per  cent.,  and 
then  filter  the  mixture. 

The  above  liqueur  is  added  to  all  the 
following  compounds. 

Chanaon  et  Moet  ( Green  Seal),  Mix 
the  above  liqueur  with  7i  gallons  of 
white  wine  and  1  quart  of  cognac. 

Louis  RMerer  {Green  and  Bronze 
Seal),  Mix  thechampa^eliqUeur  with 
7h  gallons  of  white  wme,  1  bottle  of 
cognac,  and  4  drops  of  sulphuric  ether 
dissolved  in  cognac. 

Heideaick  et  Cie.  (Sealed  with  Tin- 
foil).      Mix  the  champagne   liqueur 
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with  7J  gallons  of  white  wine  and  } 
pint  of  cognac.' 

Lembertj  Geldermann  el  DeiUz 
{Sealed  with  Tinfoil).  Mix  double  the 
quantity  of  champagne  liqueur  with  7i 
gallons  of  white  wine  and  i  pint  of 
cognac,  in  which  2  roots  of  celerjr, 
carefully  cleansed,  have  been  previ- 
ously digested  for  4  hours. 

Schneider  {Yellowish -green  Seai). 
Mix  the  champagne  liqueur  with  7i 
gallons  of  wine,  1  bottle  of  cognac,  and 
3  drops  of  strawberry  essence. 

Fleaer  de  Sillery  {Sealed  with  THn- 
foil).  Mix  the  champagne  liqueur 
with  7h  gallons  of  white  wine  and  1 
bottle  of  cognac,  in  which  4  roots  of 
celery  have  oeen  -  previously  digested 
for  S  hours. 

Jacquesson  et  Fits  {Sealed  with  Tin- 
foil). Mix  the  champagne  liqueur 
with  71  gallons  of  white  wine  and  1} 
pints  of  cognac. 

The  bottles  are  corked  with  cham- 
pagne corks  and  laid  on  their  sides 
with  their  mouths  sloping  downward. 
They  are  recorked  the  next  day 
with  the  corking  machine.  The  corks, 
before  using  them,  must  be  laid  in 
hot  water,  and  before  placing  them 
in  the  machine,  moistened  with  sugar 
svrup,  and  as  soon  as  driven  into 
the  bottles  tied  with  cord,  and  finally 
wired. 

Madeira,  Digest  at  a  moderate  heat 
10  ounces  of  purified  honey,  13  ounces 
of  the  strongest  spirit  of  wine,  h  ounce 
of  hop  tops,  and  3  quarts  or  French 
wine,  then  add  k  ounce  of  tincture  of 
burned  sugar,  and  filter  the  wine  into 
bottles. 

Malaga.  Put  16  gallons  of  white 
ealiibre  (white-wine  must  boiled  down 
to  i  of  its  volume),  7  gallons  of  red 
ealtibre  (red- wine  must  ^iled  down  to 
i  of  its  volume),  2  gallons  of  spirit  of 
wine,  and  1  wineglassful  of  essence 
de  Govdron  dissolved  in  spirit  of  wine 
in  a  barrel ;  fill  the  barrel  full  with 
light  white  wine  and  let  it  remain  in 
a  warm  room  about  4  to  6  weeks. 
Then  color  the  wine  with  sugar  color, 
but  not  too  brown,  and  finally  clear  it 
with  isinglass. 

The  essence  de  Chudron  is  prepared 
by  allowing  1  pound  of  Swedish  wood 
tar  to  stand  for  a  few  weeks  with  If 
piats  of  spirit  of  wine,  shaking  it  fre- 


quently, and  finally  drawing  off  the 
supernatant  liquor. 

Port  iVine.  Comi)ound  100  gallons 
of  old  red  wiue  with  10  to  15  per  cent, 
of  pure  honey,  and  let  the  mixture 
ferment  slowly  in  a  warm  room.  When 
the  sweet  taste  has  almost  disappeared, 
add  4}t  gallons  of  spirit  of  wine  pre- 
viously mixed  with  2  quarts  of  kino. 
Should  the  wine  not  be  dark  enough, 
add  some  heavy  red  wine,  or  color  with 
mallow  blossoms. 

To  Improve  Wine  3fust.  Pulverize 
pure  common  salt,  calcine  it  in  a  pan, 
and  distribute  it  in  the  barrels  in  the 
proportion  of  i  ounce  of  salt  to  15 
gallons  of  must. 

A  Remedy  for  Ropiness  or  Viscidity 
of  Wines  is  the  bruised  berries  of  the 
mountain  ash  in  a  somewhat  unri^)e 
state,  of  which  1  pound,  well  stin>ed  m, 
is  sufficient  for  a  barrel.  After  agita- 
tion the  wine  is  left  at  rest  for  a  day  or 
two,  and  the^  racked  off  into  another 
barrel,  and  finally  cleared  and  bottled. 

To  Remove  the  Taste  of  the  Barrel 
from  Wine  is  best  accomplished  by 
agitating  the  wine  for  some  time  with  a 
spoonful  of  olive  oil.  An  essential  oil, 
the  chief  cause  of  the  bad  taste,  com- 
bines with  the  fixed  oil  and  rises  with 
it  to  the  surface. 


'LUBBICANTS   FOR   MACHINES,    WAG- 
ONS, ETC. 

Adhe»ive  Grease  for  Machine  Belts, 
Lubricate  the  belts  with  castor-oil  to 
which  10  per  cent,  of  tallow  has  been 
added.  Tnis  will  make  them  flexible 
and  augment  their  friction  on  the  pul- 
leys. 

Grease  for  Water-proofing  Leather. 
Twenty-four  parts  of  oleic  acid,  6  of 
crude  stearic  acid,  18  of  ammoniacal 
soap,  3  of  extract  of  tannin^  and  24  of 
water.  Melt  the  oleic  acid  together 
with  the  stearic  acid,  then  add  gradu- 
ally the  ammoniacal  soap,  the  extract 
of  tannin,  and  finally  the  water.  The 
ammoniacal  soap  is  obtained  by  adding 
to  heated  oleic  acid,  caustic  ammonia 
until,  after  continuedf  stirring,  the  odor 
of  ammonia  remains  apparent  and  the 
whole  congeals  to  a  jelly-like  mass. 
By  adding  a  solution  of  2  parts  of  sul- 
phate of  iron  in  6  of  water  the  grease 
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will  assume  a  deep-black  color,  and  is 
then  very  sui table  for  treating  boots 
and  shoes. 

To  Make  Kid  Leather  Soft  the  fol- 
lowing ointment  has  been  recom- 
laended :  Wax  30  parts,  asphaltum  10, 
linseed  oil  100,  oh  of  turpentine  50, 
and  olive  oil  100.  The  wax  and  as- 
phaltum are  dissolved  in  the  oil  of 
turpentine  with  the  aid  of  heat;  the 
linseed  oil  and  oli\e  oil  are  mixed, 
heated,  and  added  to  the  solution,  and 
the  mixture  made  homogeneous  by 
stirring. 

LvJiricant  for  Industrial  Purposes, 
Melt  together  130  pounds  of  castor-oil, 
20  pounds  of  animal  fat,  and  40  pounds 
of  vegetable  oil,  as  cotton  oil,  rape-seed 
oil,  etc.,  then  add  40  pounds  of  Indian 
meal,  and  let  the  whole  boil  for  30 
minutes. 

A  Pulverulent  Lubricant  for  axles, 
shafts,  etc.,  is  prepared  by  intimatelv 
mixing  graphite  with  th^  white  or  yelk 
of  eggs,  rubbing  the  mixture  fine  after 
drying,  and  dusting  the  powder  upon 
the  parts  of  the  machine  while  slowly 
revolving. 

Doulon's  Caoutckou^e  Lubricant, 
Two  hundred  parts  of  train  oil  are 
melted  in  a  boiler  until  it  commences 
to  bubble  and  emits  a  peculiarly  dis- 
agreeable odor;  20  parts  of  caout- 
chouc cut  up  in  small  pieces  are  then 
gradual Iv  added,  stirring  the  mixture 
vigorously  after  every  addition  of 
caoutchouc. 

Patent  Wagon  Grease  from  Rosin-oil 
Soap,  Stir  90  pounds  of  powdered 
slaked  lime  into  100  pounds  of  rosin 
oil.  Heat  the  mixture,  constantly  stir- 
ring it  until  a  uniform  paste  of  the  con- 
sistency of  syrup  is  obtained.  This 
rosin-oil  compound  is  a  component  of 
all  the  patent  wagon  grease. 

Blue  Patent  Grease,  Five  hundred 
and  fift^  pounds  of  crude  rosin  oil  are 
heated  ror  1  hour  with  2  pounds  of  cal- 
cium hydrate  and  allowed  to  cool.  The 
oil  is  skimmed  off,  and  10  to  12  pounds 
of  losin-oil  soap  are  stirred  in  until  all 
is  of  a  buttery  consistency  and  of  blue 
color. 

Yellow  Patent  Grease  is  prepared  by 
adding  6  per  cent;  of  solution  of  tur- 
meric to  the  blue  grease.  The  solution 
is  obtained  by  boiling  1  part  of  tur- 
meric with  20  of  caustic  lye. 


Black  Patent  Grease  is  produced  by 
adding  lampblack  rubbed  with  rosin 
oil  in  the  proportion  of  2  pounds  to  100 
pounds  of  the  blue  grease. 

Pateni  Palm  (HI  Wagon  Grease. 
Ten  pounds  of  rodn-oil  soap  are  melted 
with  a  like  quantity  of  palm  oil ; 
550  pounds  of  rosin-oil  are  then  added, 
and  as  much  rosin-oil  soap  to  give 
the  whole  the  consistency  of  butter, 
and  finally  7^  to  10  pounds  of  caustic 
8oda-lye. 

Lubricant  from  Paraffine  Residues, 
The  thick  s^iment  deposited  in  the 
manufacture  of  paraffine  is  used  as  a 
lubricant  on  account  of  its  cheapness 
i^d  longer  retention  of  its  fluidity  in 
the  cold.  It  is  thickened  by  beine 
mixed  with  lead  soap.  Mixtures  of 
rosin-oil  or  rosin-oil  soap  and  petroleum, 
with  glycerine  also,  are  often  used  as 
lubricants. 

Consistent  Mcuihine  OU,  The  boiler 
used  for  manufacturing  consistent  ma- 
chine oil  should  Have  a  capacity  of 
twice  the  quantity  of  ingredients  to  be 
boiled  in  it.  Ten  pounds  of  tallow  are 
melted  in  20  pounds  of  rape-seed  oil  in 
a  capacious  boiler  over  a  moderate  fire, 
and  10  pounds  of  lime  after  bein^  slaked 
in  5  gallons  of  water  poured  in.  In- 
crease the  fire  sufficient  to  boil  liie  mass 
until  a  scum  arises  to  the  surface,  con- 
stantly stirring  to  prevent  burning, 
then  add  70  pounds  of  rape-seed  oil,,  in 
10  pound  portions  at  a  time,  and  con- 
tinue the  boiling  over  a  moaerate  fire 
until  a  homogeneous  mass  is  produced, 
samples  of  which  should  be  constantly 
taken  and  tested. 

When  the  sample  is  cool  enough 
touch  it  with  the  nnger,  and  if  a  long 
thread  can  be  drawn  it  has  acquired 
the  proper  consistency.  Too  much  con- 
densation by  boiling  renders  the  mass 
insoluble  in  paraffine  oil  and  worthless. 
When  at  a  proper  consistency,  stir  in 
gradually  100  pounds  of  heavy  yellow 
paraffine  oil,  and,  when  the  heat  has 
sufficiently  subsided,  which  is  tested  by 
dropping  a  few  drops  of  water  into  the 
boiler,  iuld  25  to  30  per  cent,  of  water. 
Increase  the  heat  and  boil  gently.  The 
fire  should  be  so  arranged  that  it  can  be 
reduced  on  the  instant,  and  a  ready  sup- 
ply of  cold  water  kept  on  hand  to  check 
excess  of  ebullition.  Five  hundred 
pounds  of  paraffine  oil  are  added  in 
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portions  small  enough  not  to  interrnpt 
the  boiling,  and  after  the  prior  portion 
has  been  amalgamated.  The  quantity 
of  paraffine  oil  may  be  increased  to  8(i0 
or  900  pounds.  After  amalgamation 
of  all  the  paraffine  oil  allow  the  boiler 
to  cool,  and  remove  the  grease,  while 
still  warm,  into  an  agitator,  and  stir 
until  it  congeals.  Should  it  be  too 
stifif,  reduce  by  stirring  in  sufficient  oil 
to  attain  the  proper  consistency.  The 
odor  of  the  paraffine  oil  can  be  de- 
stroyed by  an  addition  of  mirbane  oil. 

A  LubricarU  for  BeltSj  which  has 
stood  a  practical  test,  is  prepared  by 
heating  50  parts  of  linseed  oil  and  24 
of  ordinary  turpentine  on  a  water-bath, 
and  adding  gradually  and  with  con- 
stant stirring  23  parte  of  rosin  finely 
pulverized,  and  nnally  1.5  parts  of 
medium  fine  colcothar.  The  mixture 
is  then  allowed  to  cool. 

J^ench*8  Machine  Grease.  Mix  to- 
gether at  a  boiling  heat  1000  parts  of 
petroleum,  88  parte  of  graphite,  3  parte 
of  beeswax,  9  parte  of  tallow,  and  3 
parte  of  caustic  soda. 

Lubricant  for  Car  Axles,    Melt  to- 

§  ether  at  a  moderate  heat  10  parte  of 
ark  ozocerite  and  2  to  4  oi  heavy- 
petroleum.  This  is  also  very  suitable 
for  heavy  wagons. 

Belgian  Wagon  Grease.  Melt  in  a 
large  open  boiler  30  parte  of  palm  oil 
and  12  of  tallow,  and  add  gradually  9 
parte  of  soda-lye.  When  the  mass  com- 
mences to  thicken  add,  with  constant 
stirring,  8  to  10  parte  of  boiling  rain 
water,  let  the  mixture  stand  for  1  hour 
in  the  air,  then  pour  it  into  a  cooling 
vessel  and,  after  having  worked  it  thor- 
oughly for  2  hours,  add  120  parte  of  cold 
rain  water. 

Excellent  Carriage  Grease.  Melt  in 
an  open,  capacious  iron  boiler  over  a 
moderate  fire  1  part  of  red,  transparent 
rosin  and  1  of  rendered  tallow.  When 
the  melting  is  complete  add  gradually 
tind  with  constant  stirring  1  part  of 
caustic  soda-lye.  When  the  mixture 
ceases  to  rise  add  1  part  of  linseed  oil ; 
let  the  whole  boil  for  i  hour,  strain 
while  boiling  hot  through  a  cotton 
cloth  into  a  clean  vessel,  and  let  it 
cool.  This  will  give  a  beautiful  lemon- 
colored,  buttery  grease  which  does  not 
gum. 

Lubricant  from  Oil  Residues,    Place 


in  a  boiler  of  the  right  capacity  500  parte 
of  oil  residue  and  100  parte  of  water, 
and  bring  them  slowly  to  the  boiling 
point.  When  all  the  oil  is  dissolved 
add  in  small  portions  40  to  50_parts  of 
hydrochloric  acid  of  8**  to  10°  B.  Then 
let  the  mixture  boil  and  stir  for  i  hour. 
After  this  time,  if  the  decomposition  is 
complete,  the  acid  forms  a  combination 
with  the  oil  residues  and  the  grease  is 
liberated  in  the  form  of  a  thick  oil. 
After  resting  for  24  hours  the  water  con- 
taining the  salte  and  excess  of  acid  is 
drawn  off,  and  the  oil  several  times 
washed  with  a  large  quantity  of  water 
to  free  it  from  the  last  traces  of  acid. 
It  is  finally  mixed  with  10,  20,  or  30 
per  cent,  of  tellow,  the  quantity  depend- 
ing on  the  thickness  of  the  oil. 

Pyroleine  [Lubricant,  for  Ma^-Mnery). 
Sixtv  parte  of  crude  rape-seed  oil  are 
slowly  boiled  with  3.5  parte  of  red  lead 
until  the  latter,  which  floate  on  the  sur- 
face, has  become  entirely  brown.  After 
ascertaining  tMat  no  red  lead  remains  in 
the  mixture  it  is  allowed  to  cool  slowly 
and  decanted.  The  rape-seed  oil  thus 
purified  is  well  adapted  for  lubricating 
steam-engines  and  heavy  ^ears.  For  lu- 
bricating spindles  it  is  diluted  with  30 
to  50  per  cent,  of  mineral  oil  or  shale  oil. 

Thinly-fluid  Pyroleine,  Ten  gallons 
of  rape-seed  oil  are  gradually  heated  in 
a  copper  boiler  of  20  gallons,  capacity. 
The  boiling  is  continued  till  carbonic 
acid,  acroleine,  and  other  decomposed 
gaseous  producte  are  noticed.  Aft-er  i 
hour  finely-pulverized  minium  is  sifted 
upon  the  surface  of  the  oil,  the  oxidiz- 
ing efiect  of  which  upon  the  albuminates 
of  the  oil  will  be  accompanied  by  the 
formation  of  a  white  froth.  The  heat- 
ing is  discontinued  as  soon  as  black 
lumps  show  themselves  upon  the  surface; 
the  oil  is  then  allowed  to  cool,  the  clear 
portion  poured  oflf  into  a  metal  vessel 
and  allowed  to  stand  quietly  until  en- 
tirelv  clear. 

Thickly-fluid  Pyroleine.  Twenty  gal- 
lons of  rape-seed  oil  are  heated  with 
2^  pounds  of  minium  and,  while  yet 
hot,  poured  into  a  metal  vessel  and 
mixea  with  mineral  oil,  shale  oil,  or 
any  other  very  thinly-fluid  oil  until 
the  pyroleine  has  the  desired  consist- 
ency ;  for  instance,  that  of  a  fat  oil.  The 
oil  is  cleared  by  allowing  it  to  stand 
in  a  room  heated  in  winter  to  65°  F. 
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Hetnllinr.  In  mn^  fhin  labricant  for 
Joamals  do  f^retme  of  unj  kind  »  re- 
quired. Metalline,  aeeorrlm;^  Ui  the  de- 
ifcriptiooii  of  the  American  |yatenty  is 
trery  doetile.  The  first  receipt  con- 
sists in  grinding  together  80  jjarts  of 
fineljr-groond  pock-wood  with  20  of  sper- 
maceti.   There  are  13  more  receipts: 

I.  Eighty  parts  of  ivoiy  dust  and  20 
«f  cpermaeeti. 

It.  Ninety  •nine  parts  of  tin  and  1  of 
residne  of  petroleum. 

III.  Ninety-five  parts  of  2dnc  and  5 
of  melted  caoutchone. 

IV.  Ninety  parts  of  anthracite  and  10 
of  tallow  free  from  oil. 

V.  Ninety-eight  parts  of  bronze  (best 
of  93  percent,  of  copper,  6  per  cent,  of 
tin,  and  1  per  cent,  oi  lead  or  zinc)  and 
2  of  melted  caoutchone. 

VI.  Ninety -six  parts  of  type-metal 
and  4  of  melted  eaontchonc. 

VII.  Ninely-fiye  fMarts  of  oxide  of 
tin  and  5  of  beeswax, 

VIII.  Fifty  parts  of  iron,  ^  of  par- 
afiine,  and  50  of  tin. 

IX.  Eighty  parts  of  lead  and  20  of 
cannel  coal. 

X.  Ninety-two  parts  of  fresh  bones 
and  8  of  be<^ax, 

XI.  Ninety  parts  of  prepared  alaraina 
and  10  of  spermaceti, 

XII.  Ninety-five  parts  of  copper 
glance,  as  free  from  quartz  as  possible, 
and  5  of  melted  caoutchone. 

XIII.  Eighty-six  parts  of  lead,  12  of 
lampblack,  and  2  of  beeswax. 

New  Lubricant  far  JfachineSy  from 
Sea^weed.  I.  Solid  LubrtcarU,  Boil 
carrageen  {Fueus  crispus)  to  a  thick 
jelly  and  mix  with  it  flour  in  the  pro- 
portion of  1  part  flour  to  30  of  jell^.  To 
15  parts  of  this  compound  add  m  the 
order  as  given  1  part  of  ordinary  soap, 
li  of  tallow,  both  in  a  fluid  state,  I  or 
palm  oil,  and  ^  of  graphite.  In  place 
of  the  fatty  ingredients  the  following 
may  be  used :  h  part  of  tallow.  I  of 
fifiely-pulverized  soapstone,  ana  1  of 
ordinary  soda.  When  all  have  been 
melted  over  a  fire  and  thoroughly 
mixed  together  the  compound  is  poured 
through  a  fine  sieve  and  vigorously 
stirred  until  it  congeals. 

II.  Liquid  Lubricant,  The  above 
Jelly  of  carrageen  is  also  the  basis  of 
this.  With  10  parts  of  it  are  mixed  8 
parts  of  lard  oil,  or  4  of  lard  oil  and  4  of 


tape-seed  oil,  |  of  pnlverixed  soapstone^ 
and  ^  of  solution  of  canstic  potash  of  10^ 
B.  Tlie  mixture  is,  with  constant  stir- 
ring, brought  to  the  boiling  point,  then 
passed  through  a  fine  sieve  and  stirred 
until  cold. 

Lubriealing  Oil  far  Astronomical 
Instrwmrats.  A  solution  of  1  part  of 
rosin  in  20  of  finest  olive  oil  is  espe- 
cially well  adapted  for  the  purpose.  It 
dues  not  become  rancid  and  forms  no 
verdigris. 

VuiXJAK  Oil.  For  Spindles.  Ninety 
parts  of  distilled  oleine  free  from  min- 
eral add,  and  10  of  purified  petroleum. 

Far  Carding  Engines.  Ninety-five 
parts  of  distilled  oleine  free  from*  min- 
eral acid  and  5  of  purified  petroleum. 

For  Hydraulic  Motors.  Ninety  parts 
of  distilled  oleine  free  frmn  mineral  acid, 
5  of  lard,  2  each  of  purified  petroleum 
and  graphite. 

Machin&^nl  frmn  Coal-tar  Varnish 
Oil.  Mix  intimately  25  parts  each  of 
purified  heavy  rosin  oil,  ordinary  olive 
oil,  and  varnish  oil,  and  keep  M  in  well- 
clflKsed  tin  cans. 

Tuis  composition  is  a  very  fine  lubri- 
cant for  steam-engines,  valves,  etc.  It 
does  not  congeal  nor  gum,  but  the 
reverse,  disserves  resinous  substances, 
and  leaves  no  unpleasant  odor.  It 
evolves  no  inflammable  vapors,  and 
does  not  attack  metals. 

Lubricant  for  Carriages  from  Coal- 
tar  Varnish  Oil,  Melt  in  a  shallow 
iron  boiler  5  parts  each  of  stearine  and 
tallow  and  1  part  of  paraffine,  all  of  an 
inferior  qualitr,  then  add  20  parts  of 
heavy  rosin  oil  and  stir  the  compound 
until  it  begins  to  cool,  then  add  4  parts 
of  caustic  soda-lye  or  lO^B. ;  continue 
stirring  until  all  are  intimately  mixed, 
and  then  add  gradually  10  parts  of 
coal-tar  varnish  oil.  The  compound, 
when  it  has  assumed  the  csnsistency  of 
wagon-grease,  is  packed  in  boxes.  In 
summer  it  may  be  necessary  to  increase 
the  quantity  of  stearine  and  tallow 
somewhat,  to  prevent  the  fat  from  pen- 
etrating through  the  boxes. 

Persos^s  Patent  Wagon-grease. 
Heavy  )>araffine  oil,  rosin  oil,  tallow, 
of  each  60  parts,  and  oleic  acid  30  parts. 
Melt  the  tallow  by  heating  it  in  the  oils, 
and  saponify  the  mixture  by  adding  15 
parts  of  finely-pulverized  burned  iime 
and  6  parts  of  soda-lye  of  40°  B. 
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Oil  for  Watch-makers,  It  is  best  to 
use  the  purost  olive  oil,  after  it  has 
been  stored  for  some  time,  and  expose  it 
to  a  temperature  a  few  degrees  below 
the  freezing  point,  which  will  cause  all 
foreign  substances  to  separate.  The 
su)>ernatant  clear  oil  is  then  carefully 
poured  off  and  filtered  through  a  cup 
of  linden  wood  or  uit  of  elder  wood. 
By  this  process  an  oil  is  obtained  which 
will  remain  liquid  for  several  years, 
and  does  not  attack  the  delicate 
machinery. 

Neat's-foot  oil  treated  in  the  above 
manner  furnishes  a  less  useful  oil,  since 
it  loses  much  fatty  matter  by  exposure 
to  cold. 

A  very  useful  oil  is  obtained  by  dis- 
solving 1  part  of  pure  neat*s-foot  oil  in 
3  of  pure  benzine.  Allow  the  com- 
pound to  remain  for  several  days  in  a 
closed  vessel,  then  filter  and  expose  the 
solution  to  a  temperature  of  40°  F.,  at 
which  it  is  again  filtered  and  the  ben- 
zine distilled  off.  The  oil  should  be 
kept  in  small,  dark  vials  protected  from 
the  air. 

A  very  fine  lubricant  for  clocks  and 
wat4;hes  is,  according  to  Artemus,  ob- 
tained by  mixing  2  parts  of  solar  oil 
and  1  of  rape-seed  oil. 

To  Test  the  Fitness  of  Oils  for  Lubri- 
cating Watches  and  Clocks,  pour  a  drop 
of  the  oil  to  be  tested  upon  different 
metal  plates,  as  iron,  brass,  tin,  lead, 
etc.,  keep  them  in  a  place  free  from 
dust,  and  examine  the  drops  during  8 
to  14  days  in  regard  to  their  liquidity. 
Oil  remaining  liquid  after  the  lapse  of 
this  time  can  be  safely  used. 


Mabinb  Glue. 

This  glue  is  water-proof  and  can  be 
used  to  cement  metal,  wood,  glass, 
stone,  pasteboard,  etc.,  and  is  especially 
adapted  for  calking  vessels. 

Hard  Marine  Glue,  Suspend  10 
parts  of  caoutehouc  enclosed  in  a  linen 
bag  in  a  vesseJ  containing  120  parts  of 
refined  petroleum,  so  that  only  i  of  the 
bag  is  immersed,  and  allow  it  to  remain 
10  to  14  days  in  a  warm  place.  Then 
melt  20  parts  of  asphaltum  in  an  iron 
boiler,  and  add  the  caoutchouc  solution 
in  a  thin  jet,  and  heat  the  mixture, 
while   constantly  stirring,  untU  it  is 


perfectly  homogcneons.  Ponr  It  into 
greased  metallic  moulds,  where  it  forms 
into  dark-brown  or  black  plates  diffi- 
cult to  break.  When  it  is  to  be  used  it 
should  be  melted  in  a  kettle  placed  in 
boiling  water  to  prevent  its  our ning, 
which  it  is  very  apt  to  do,  as  it  is  a  bad 
conductor  of  neat.  After  it  has  been 
liquefied,  remove  the  kettle  from  the 
water  and  place  it  over  a  fire,  where  it 
can  be  heated,  if  necessary  to  make  it 
more  fluid,  to  300°  F.,  carefully  stirring 
it  to  prevent  burning. 

If  possible,  the  surfaces  to  be  glued 
together  should  be  heated  to  212°  F., 
as  the  glue  can  then  be  slowly  applied. 
The  thinner  the  layer  of  glue  m  ce- 
menting together  smooth  surfaces,  the 
better  it  will  adhere.  But  a  somewhat 
thicker  layer  is  required  for  rough 
surfaces  (for  instance,  boards  not 
planed),  the  excess  of  glue  being  forced 
out  by  strong  pressure.  Generally 
speaking  it  is  best  to  subject  all  articles 
cemented  together  by  marine  glue  to  as 
strong  a  pressure  as  possible  until  the 
glue  IS  congealed. 

We  are  fully  convinced  by  experi. 
ments  that,  "with  the  aid  of  this  glue, 
square  vats,  perfectly  water-tight,  can 
be  constructed  from  boards.  Wooden 
pins  dipped  in  the  marine  glue  should 
be  used  for  putting  the  vats  together. 

Elastic  Marine  Glue,  This  is  a  solu- 
tion of  caoutchouc  in  a  suitable  solvent, 
as  benzole,  bisulphide  of  carbon,  naph- 
tha, or  chloroform,  principally  used 
for  coating  ropes  and  other  materials 
exposed  to  the  alternate  action  of 
air  and  water.  It  can  be  cheapened 
by  adding  very  fine  sand  or  whit- 
ing. 

Marine  Glue  for  Damp  Walls,  Dis- 
solve 10  parts  of  caoutchouc,  10  of 
whiting.  20  of  oil  of  turpentine,  10  of 
bisulphide  of  carbon,  5  of  rosin,  and  5 
of  asphaltum  in  a  suitable  vessel  situ- 
ated in  a  warm  place  and  frequently 
shaken.  Scrape  the  wall  smooth  and 
clean,  and  apply  the  glue  with  a  broad 
brush  to  the  wall  on  the  damp  place, 
and  about  8  inches  higher  than  the  line 
of  dampness,  and  before  the  glue  is  dry 
lay  on  plain  paper,  which  will  adhere 
tightly.  On  this  plain  paper. the  wall- 
paper can  be  pasted  in  the  usual  man- 
ner. If  carefully  done  the  wall-paper 
will  always  remain  dry. 


238 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


heating  a  little  amorphous  phosphorus 
in  a  test-tube,  when  drops  of  onlinary 
pboflphorus  condense  on  the  cool  part 
of  the  tube.  Ordinary  phosphorus  is 
Tcry  poisonous,  while  amorphous 
phosphorus  apjiears  to  be  harmless. 
The  vapor  oi  phosphorus  produces  a 
Terf  iniurious  effect  upon  the  persons 
engaged  in  the  manu&cture  of  matches, 
resulting  in  the  decay  of  the  lower  jaw. 
This  evil  maj  be  sreatiy  mitigated  by 
good  ventilation  or  oy  diffusing  turpen- 
tine vapor  through  the  air  of  the  work- 
room, or  may  be  entirely  obviated  by 
substituting  amorfihous  phosphorus  for 
the  ordinary  variety. 


Metal  Industbt. 

To  Harden  Ccut  Iron,  Mix  2  pounds 
of  concentrated  sulphuric  acid  and  2 
ounces  of  nitric  acid  with  2h  gallons  of 
water.  Immerse  the  article  at  a  cherry- 
red  heat  in  this  mixture.  The  surface 
becomes  very  hard. 

To  Give  Iron  Articles  a  Brilliant 
lAutre  and  Silvery  Appearance.  Pour 
1  pint  of  alcohol  of  90  per  cent,  over  J 
ounce  of  antimony  trichloride  (butter 
of  antimony),  li  drachms  of  pulverized 
arsenious  acid,  and  \\  ounces  of  elutri- 
ated bloodstone,  and  digest  the  whole 
at  a  moderate  heat,  frequently  shaking 
it.  In  polishing  ttie  articles  with  this 
fluid  a  thin  film  of  antimony  and  arsenic 
is  precipitated  upon  them,  which  ^ves 
a  beautiful  appearance  to  the  surface 
and  protects  it  against  oxidation. 

To  Restore  Burnt  Cast  Steel,  Heat 
the  article  to  a  red  heat  and  dnst  it 
with  a  mixture  of  8  parts.of  red  chromate 
of  potassium,  4  of  saltpetre,  i  each  of 
aloes  and  ^urn-Arabic,  and  i  of  rosin. 
Then  heat  it  several  times  and  cool  it. 
If  the  article  is  to  be  especially  hard 
take  8  parts  of  saltpetre  and  3  of 
rosin. 

To  Make  Steel  so  Soft  that  it  can  be 
Worked  like  Copper.  Pulverize  beef 
bones,  mix  them  with  equal  parts  of 
loam  and  calves'  hair,  and  stir  the  mixt- 
ure into  a  thick  paste  with  water.  Ap- 
ply a  coat  of  this  to  the  steel  and  place 
It  in  a  crucible,  cover  this  with  another, 
fasten  fhe  two  together  with  wire,  and 
close  the  joint  hermetically  with  clay. 
Then  place  the  crucibles  in  the  fire  said 


I  heat  them  slowly.  When  taken  from 
'  the  fire  let  them  cool  by  placing  them 
I  in  ashes.  On  opening  the  crucibles  the 
■  steel  will  be  found  so  soft  that  it  can  be 
engraved  like  copper. 

Weldina  Steel  to  Oast  Iron  may  be 
accomplished  by  first  shaping  the  steel 
so  that  it  will  correspond  to  tne  sarSaee 
of  the  cast  iron  to  which  it  is  to  be 
welded  without  forming  a  lap,  then 
heating  to  a  cherry-red,  next  applying 
borax  to  the  suriaces  to  be  united,  and 
immediately  heatinir  the  parts  to  a 
welding  heat,  after  which  a  strong  press- 
ure applied  without  hammering  will 
securely  join  the  steel  to  the  iron. 

Hardening  and  Welding  Compounds, 
I.  Hardening  Compound,  Pulverize 
and  mix  intimately  1  part  of  prussiate 
of  potash,  1  of  purified  saltpetre,  1  of 
calcined  cows'  hoofs,  it  of  gum-Aiabic, 
it  of  aloes,  and  h  of  common  salt.  Scat- 
ter the  compound  upon  the  steel  while 
at  a  red  heat  and  upon  the  wrought 
iron  while  at  a  white  neat,  and  bum  it 
thoroughly  in.  After  cooling  the  hard- 
ened parts  will  be  as  hard  as  steel. 

II.  Welding  Compound  for  welding 
wrought  iron  to  wrought  iron  at  a  red 
heat :  1  part  by  weight  of  borax,  ^  of  sal- 
ammoniac,  and  \  of  water.  Boil  these 
ingredients,  with  constant  stirring,  until 
the  mixture  is  stiff,  and  then  allow  it  to 
harden  over  the  fire.  When  cool  the 
compound  is  pulverized  and  intimatel  v 
mixed  with  J  part  of  wrought-iron  fil- 
ings free  from  rust.  The  pieces  to  be 
welded  together  are  first  dovetailed  or 
tied  together,  and  the  place  to  be  welded 
is  made  red  hot;  the  powder  is  then 
scattered  upon  it  and  lignefied  over  the 
fire.  A  few  light  taps  with  the  hammer 
suffice  to  ioin  the  two  pieces  together. 

III.  Welding  Compound  to  Weld 
Steel  to  Wrought  Iron  at  a  Bed  Heat, 
Pulverize  and  mix  with  wnter  6  parts 
by  weight  of  borax,  2  of  sal-ammoniac, 
1  of  prussiate  of  potash,  and  ^  of  rosin. 
Boil  the  compound,  stirring  it  con* 
stantly,  until  it  forms  a  stiff  paste, 
which  is  allowed  to  harden  over  the 
fire.  When  cold  pulverize  it  and  mix 
it  with  1  part  of  wrought-iron  filings 
free  from  rust.  In  using  it  scatter  the 
powder  upon  the  red-hot  pieces  and 
liquefy  it  over  the  fire. 

IV.  Welding  Compound  to  Weld 
Wrought  Iron  to  WrougJU  Iron  at  a 
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White  Heat,  Puiverize  and  mix  1 
part  by  weight  of  sal-ammoniac,  2  of 
oorax,  2  of  prussiate  of  potash,  and  4 
of  wrought-iron  filings  free  from  rust. 
Heat  the  pieces  to  be  welded  together 
to  a  white  heat,  then  scatter  the  powder 
2  or  3  times  upon  the  proper  place, 
and  liqueff  it.  Two  or  3  vigorous  taps 
with  the  hammer  will  then  suffice  to 
join  the  pieces. 

V.  Hardening  Compound  to  Make 
Wroughtlron  Very  Hard.  Cut  into  small 
pieces  1  part  by  weight  of  cow  or  horse's 
hoof  ana  2  of  old  leather,  and  add  i  of 
common  salt.  These  ingredients  are 
placed  in  a  heating-box  together  with 
the  pieces  to  be  hardened.  The  box  is 
hermetically  closed  with  clay  and  heated 
for  1  hour  at  a  red  heat,  when  the  pieces 
are  taken  out  and  cooled  in  cold  water. 

Welding  Oast  Steel,  Take  64  parts 
of  borax,  20  of  sal-ammoniac,  10  of 
ferrocyanide  of  potassium,  and  5  of 
rosin.  The  whole  is  boiled  with  the 
addition  of  some  water,  under  constant 
stirring,  until  a  homogeneous  compound 
is  formed,  which  is  allowed  to  dry  out 
slowly  in  the  same  iron  vessel  in  which 
it  has  been  boiled.  An  analysis  of  a 
sample  of  this  welding  compound 
formed  the  basis  for  the  composition 
of  the  following  compound,  which  is 
highly  recommended.  The  welding  is 
accomplished  at  a  light-yellow  heat,  or 
between  that  and  a  white  heat,  and,  as 
the  quality  of  the  steel  is  not  in  the  least 
affected,  it  needs  no  further  treatment. 
The  compound  is  composed  of  61  parts 
of  borax,  17i  of  sal-ammoniac,  16|  of 
ferrocyanide  of  potassium,  and  5  of 
rosin.  For  weldmg  steel  to  steel  less 
of  the  ferrocyanide  may  be  used.  The 
borax  and  sal-ammoniac  are  pulverized, 
mixed,  and  gradually  heated  in  a 
porcelain  or  iron  vessjBl,  until  both  melt 
in  the  water  of  crystallization  of  the 
first.  A  strong  odor  of  ammonia  is  de- 
veloped. The  heating  is  continued, 
under  constant  stirring,  until  the  odor 
of  ammonia  is  scarcely  perceptible, 
water  being  added  from  time  to  time  to 
replace  that  lost  by  evaporation.  The 
pulverized  ferrocyanide  and  the  rosin 
are  then  added,  and  the  heating  con- 
tinued, under  constant  stirring,  until  a 
thick  paste  has  been  formed. 

As  soon  as  a  weak  odor  of  cyanide  is 
perceptible  the  heating  is  interrupted, 


as  otherwise  the  boric  acid  would  ei^ert 
a  decomposing  effect  upon  the  ferro^. 
cyanide  of  potassium.  The  thick  paste 
is  spread  upon  a  sheet-iron  plate  in  a 
la;fer  at  the  utmost  ^  inch  thick,  and 
dried  at  a  very  moderate  heat.  To 
facilitate  the  drying,  the  paste  is  loos- 
ened and  turned  wim  a  spatula,  so  that 
lumps  are  formed,  which  are  stored 
away.  When  it  is  to  be  used  a  suffi- 
cient quantity  of  one  of  the  lumps  is 
pulverized  and  scattered  upon  the 
article  to  be  welded,  which  has  been 
heated  to  a  light-red  heat.  It  is  then 
heated  to  a  strong  yellow  heat  and  the 
welding  accomplished  in  the  usual 
manner. 

In  the  above  compound,  and  manner 
of  preparing  it,  boracic  acid  and  com- 
mon salt  are  formed  from  the  borax 
and  sal-ammoniac,  while  ammonia  es- 
capes. The  welding  compound  can 
therefore  be  directly  prepared  by  mix- 
ing the  following  ingredients :  41.5  parts 
of  boracic  acid,  35  of  pure,  dry,  common 
salt,  15.5  to  26.7  of  ferrocyanide  of 
potassium,  7.6  of  rosin,  and  perhaps  S 
to  5  of  dry  carbonate  of  sodium. 

This  mixture  does  excellent  service, 
is,  in  fact,  as  good  as  the  above  com- 
pound and  far  easier  prepared.  It  has 
only  the  disadvantage  of^not  remaining 
entirely  unaltered  if  kept  for  any  length 
of  time,  but  gradually  decomposes  and. 
assumes  a  blue  color.  But  this,  as  the 
compound  is  so  easily  prepared,  is  a 
minor  evil. 

To  Harden  Files  and  other  Steel 
Instruments.  The  files,  etc.,  are  first 
coated  with  a  paste  prepared  by  boil- 
ing glue  and  salt  in  yeast,  and  thickened 
by  an  addition  of  wood  charcoal  and 
^aphite  (black  lead).  Upon  this  coat 
is  scattered  a  coarse  powder  consisting 
of  a  mixture  of  horn,  wood  charcoal, 
and  common  salt.  A  solid  crust  is 
formed  upon  the  files  which  protects 
them  from  a  displacement  of  the  cuts 
by  the  metal  and  conveys  to  them  oxy- 
gen while  being  heated.  For  tempering, 
the  files  are  brought  into  a  lead  bath. 
To  prevent  the  oxidatioii  of  the  lead  on 
the  surface  a  mixture  of  potash,  soda, 
and  tartar  is  scattered  upon  it.  The 
files  remain  in  the  bath  from  5  to  3 
minutes,  according  to  their  thickness, 
and  are  then  immersed  in  water. 

To  Re-sharpen    Files,     Well-worn 
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files  are  firrt  carefully  cleamed  wiili 
hot  water  and  soda;  they  are  then 
bronght  into  connection  with  the  pool- 
tive  pole  of  a  battery,  in  a  bath  coori- 
poaed  of  40  parts  of  snlphnric  acid  and 
lOUO  of  water.  The  negative  is  formed 
of  a  copper  spiral  surrounding  the  files 
but  not  touching  them;  the  coil  ter- 
minating in  a  wire  which  rises  to  the 
surface.  This  arrangement  is  the  result 
<»f  practical  experience.  When  the 
files  have  been  m  the  bath  for  10  min- 
Qtes  th^  are  taken  out,  washed,  and 
dried,  when  the  whole  of  the  hollows 
will  be  found  to  have  been  attacked  in 
a  sensible  manner;  but  should  the  effect 
not  be  sufficient,  they  are  replaced  in 
the  bath  for  the  same  period  as  before. 
Sometimes  two  operations  are  necessary, 
but  seldom  more.  The  files  thus 
treated  are  to  all  appearance  like  new 
ones  and  good  for  60  nours'  work. 

Hardening  Compound  forThin  Steel. 
Dr.  Hartmann  recommends  to  add 
about  1  pound  of  rosin  to  the  usual 
mixture,  composed  of  1  gallon  of  train 
oil,  2  pounds  of  beef  suet,  and  4^  ounces 
ol  wax.  He  also  recommends  another 
compound^  consisting  of  95  parts  of 
spermaceti  oil,  10  of  melted  tallow,  4i 
of  neatVfoot  oil,  ^  oi  pitch,  and  li  of 
rosin. 

New  Process  of  Hardening  Gun- 
barrels.  The  barrel  to  be  hardened  is 
placed  in  a  gas-pipe  of  suitable  size,  the 
lower  end  of  which  is  made  narrow  to 
prevent  the  barrel  from  slipping  out 
while  in  a  vertical  position.  Several 
of  such  pipes  containing  gun-barrels 
are  then  heated  to  a  red  heat  in  a  re- 
verberatory  furnace,  when  some  harden- 
ing compound  is  thrown  into  every  bar- 
rel. The  pipes  are  now  taken  from  the 
furnace,  placed  in  a  vertical  position 
under  a  nose,  and  hardening  water  is 
passed  through  each  barrel  under  a 
pressure  of  i  to  J  atmosphere.  It  is 
very  suitable  to  add  a  small  quantity  of 
sulphuric  and  nitric  acids  to  the  hard- 
ening water. 

To  Harden  Steel  in  Sealing-ivax. 
Watch  and  clo^ -makers  and  engravers 
harden  their  steel  in  sealing  wax.  The 
article  is  heated  to  a  white  heat  and 
thrust  into  sealing-wax,  allowed  to  re- 
main for  a  second,  then  withdrawn,  and 
Af^nm  inserted  in  another  part.  This 
treatment  is  continued  till  the  steel  is 


cold  and  will  no  more  enterthe  sealiiig- 
wax.  The  extreme  hardness  of  steel 
thus  prepared  enables  it  to  engrave  or 
bore  steel  hardened  by  other  processes, 
the  boring  or  engraving  tool  being  first 
dipped  in  oil  of  turpentine. 

Hardening  Water.  Two  quarts  of 
water,  1  quart  of  urine,  li  ounces  of 
saltpetre,  2  ounces  of  common  salt,  and 
i  ounce  of  sal-ammoniac. 

Fbncelet's  Fluids  for  Hardening  Steel 
Articles,  I.  Ten  pounds  of  rosin,  5 
pounds  of  train  oil,  2  pounds  of  lard, 
and  4i  ounces  of  assafcetida.  By  using 
this  bath  the  steel,  even  if  frequently 
heated,  retains  its  formor  pecnbarities. 

II.  This  is  emeciaily  used  for  harden- 
ing cutlery.  Two  pounds  of  refined 
borax,  4  pounds  of  sal-ammoniac,  3 
quarts  of  water,  and  4  ounces  of  French 
red  wine. 

III.  Three  pounds  of  sal-ammoniac, 
1  pound  of  potash,  4  gallons  of  water, 
H  pints  of  red  wine  or  wine  vinegar, 
ana  1  pound  of  tartaric  acid. 

New  Case-hardening  Compound. 
This  compound  is  very  efficacious  for 
case-hardening  iron.  It  consists,  of  16 
parts  of  lampblack,  18  of  sal-soda,  4  of 
muriate  of  soda,  and  1  of  black  oxide 
of  manganese. 

To  Obtain  Smooth  Castings  it  is 
highly  recommended  to  mix  with  the 
green  sand  forming  the  mould  about 
■^  part  of  tar.  The  mixture  is  em- 
ployed without  the  addition  of  any 
other  substance. 

To  Harden  Saws  and  Springs,  The 
following  composition  is  highly  recom- 
mended :  Four  and  a  half  pounds  of 
snet  and  8i  ounces  of  beeswax  are 
boiled  with  2i  gallons  of  whale  oil. 
This  will  serve  for  thin  articles  and 
most  kinds  of  steel.  For  thicker  pieces 
about  2i  pounds  of  black  rosin  is  added 
to  the  above  compound,  but  it  should 
be  judiciously  added,  or  the  articles 
will  become  too  hard  and  brittle.  The 
usual  way  of  proceeding  is  to  heat  the 
saws  in  long  furnaces  and  then  to  im- 
merse them  horizontally  and  edgewise 
in  a  long  trough  containing  the  com- 
position. Two  troughs  are  generally 
used  alternately.  Part  of  the  com- 
pound is  wiped  off  with  a  piece  of 
leather  when  the  articles  are  removed 
from  the  trough.  They  are  then  heated 
one  by  one  over  a  dear  coke  fire  until 
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4ho  grease  inflames;  this  is  called 
"  blazing  off.''  When  the  saws  are 
wanted  to  be  rather  hard,  but  little  of 
ihe  grease  is  burned  off;  when  less,  a 
large  portion ;  and  for  a  spring  temper 
the  wnole  is  allowed  to  bum  awav. 
When  the  work  is  thick  or  irregularly 
thick  and  thin,  as  in  some  springs,  a 
second  and  third  application  is  burned 
off  to  insure  equsdity  of  temper  at  all 
places. 

To  Convert  Iron  into  Steel.  J,  If, 
WiUony  of  Liverpool,  uses  the  follow- 
ing process  which  he  has  patented  in 
England :  Forty-six  pounds  of  wrought- 
iron  waste,  2  pounds  of  spiegel  iron,  \ 
of  ferro-mansanese,  and  6  ounces  of 
wood  charcoal  are  melted  together ;  to 
this  may  be  added  ^  ounce  of  borax 
and  i  ounce  of  chlorate  of  potassium. 

Hard  Silver,  By  melting  together 
100  parts  of  silver,  3.5  parts  of  iron,  2 
parts  of  cobalt,  and  ^  part  of  nickel,  a 
compound  is  obtained  which,  by  cool- 
ing in  cold  water,  becomes  hard  as 
glass,  and  in  hot  water  as  hard  as  spring 
steel. 

Malledble  Brass,  Thirty- three  parts 
of  copper  are  liquefied  in  a  loosely- 
covered  crucible,  and  25  parts  of  puri- 
fied zinc  added  under  constant  stirring. 
The  zinQ  must  be  as  free  from  iron  as 
possible,  and  the  copper  from  lead. 
Tlie  alloy  is  cast  in  moulding  sand  into 
bars.  It  is  easily  wrought  at  a  red 
heat ;  in  a  cold  state  it  can  be  stretched 
under  the  hammer;  at  a  white  heat  it 
spits  (scatters)  under  the  hammer. 

Very  Tenacious  Brass  is  prepared 
from  54  parts  of  copper  and  46  of  zinc, 
but  both  metals  must  be  absolutely  free 
from  tin  and  lead. 

Steel  Wire  for  Mv^'cal  Instruments. 
It  is  of  the  greatest  importance  that 
tliese  wires  should  possess  great  solidity 
combined  with  a  certain  degree  of 
elasticity.  It  becomes^  therefore,  neces- 
sary to  anneal  the  wires  to  a  certain 
degree  after  th^  have  been  hardened, 
the  accomplishment  of  which  presents 
manv  difficulties. 

W^ebster  and  Horsfall  first  harden 
the  wire  by  heatins  it  to  a  red  heat 
and  then  cooling  suddenly.  To  obtain 
a  constant  temperature  for  annealing 
they  use  a  metallic  mixture  of  40  parts 
of  lead,  26  of  antimony,  22  of  tin,  21  of 
zinc,  and  1  of  bismuth.  These  ingredi- 
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ents  are  melted  together  in  a  wronght- 
iron  vessel,  carefully  stirred,  and  heated 
to  just  above  the  melting  point.  The 
hardened  wire  to  be  annealed  is  tiien 
brought  into  this  bath  and  kept  there, 
acconiing  to  its  thickness,  sufficiently 
long  to  acquire  a  uniform  temperature. 
It  is  then  cooled  by  immersing  in  water, 
which  will  give  it  all  the  qualities  de- 
manded for  piano  strings. 

To  Weld  Copper*  A  mixture  is  em- 
ployed composed  of  358  parts  of  phos- 
phate of  sodium  and  124  of  boracic 
acid.  The  powder  is  applied  when  the 
metal  is  at  a  dull-red  heat ;  it  is  then 
brought  to  a  cherry-red,  and  at  once 
hammered.  As  the  metal  is  very  apt 
to  soften  when  exposed  to  a  hi^h  degree 
of  heat,  a  wooden  hammer  is  recom- 
mend ea.  All  carbonaceous  matters 
must  be  carefully  removed  from  the 
surfaces  to  be  ioined,  as  the  success  of 
the  operation  depends  on  the  formation 
j  of  a  very  ^sible  phosphate  of  copper, 
'  which  would  be  reduced  by  the  caroon 
to  the  state  of  a  phosphide.  The  phos- 
phate of  copper  dissolves  a  thin  film  of 
oxide  on  the  surfaces  of  the  metal, 
keeping  these  clean  and  in  a  condition 
to  weld. 

Another  Process  is  as  follows :  The 
two  pieces  of  copper  to  be  united  hav- 
ing oeen  previously  shaped  so  that  the 
surfaces  form  a  lap  or  other  suitable 
joint,  borax  is  applied  on  and  between 
the  surfaces  of  the  joint,  which  are  then 
heated  and  hammered.  The  borax  is 
prepared  by  being  heated  until  all  the 
water  of  crystallization  has  evaporated, 
when  the  residue  is  pulverized  for  use. 
After  being  hammered  while  hot,  the 
joint  is  furmer  heated  to  a  white  heat, 
and  sprinkled  over  with  common  salt 
or  other  equivalent  compound  suitable 
for  the  exclusion  of  oxygen,  and  then 
welded ;  or  durine  the  welding  opera- 
tion a  current  of  (^lorine  gas  m.ay 
be  directed  upon  the  heated  copper 
joint. 

New  Process  of  preparing  Mallexible 
Nickel,  Nickel  in  a  melted  state  ab- 
sorbs considerable  quantities  of  oxygen 
becoming  thereby  brittle  and  unsuited 
for  working.  The  evil  ca»i  be  remedied 
by  adding  to  the  melted  nickel  a  sub- 
stance which  not  only  absorbs  oxygen, 
with  avidity,  but  possesses  also  great 
affinity  for  nickel.  The  object  is  partly 
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attained  by  an  addition  of  metallic 
manganese,  as  is  done  in  the  fabrication 
of  steel ;  but  this,  like  all  other  easily 
combustible  metals,  disappears  in  re- 
melting,  and  leaves  the  nickel  as  brittle 
as  ever.  The  best  means  is  an  addition 
of  phosphorus  in  the  form  of  a  salt, 
which  is  obtained  by  melting  together 
a  mixture  of  phosphate  of  lime,  silica, 
coal,  and  nickel,  enclosing  about  6  ]^r 
cent,  of  phosphorus.  Nickel  contain- 
ing about  0.025  per  cent  of  phosphorus 
has  been  rollea  out  cold  to  a  sheet 
0.019  inch  thick.  In  alloying  with 
copper,  phosphorus-nickel  acts  more 
favorablv  than  the  pure  metal,  the 
casting  being  cleaner  and  more  uni- 
form. Phosphorus  makes  it  also  pos- 
sible to  alloy  nickel  with  iron  in  all 
proportions,  and  to  always  obtain  soft 
and  malleaole  products. 

Dense  and  Flexible  Copper  Castings 
are  obtained  by  adding  cryolite  and 
sugar  of  lead  to  the  copper  after  it  is 
melted.  The  proportions  are  as  fol- 
lows :  Two  pounds  of  pulverized  cryo- 
lite and  8}  ounces  of  sugar  of  lead  to 
200  pounds  of  copper ;  a  further  addition 
of  2  pounds  of  borax  being  also  advisa- 
ble. The  quantities  of  the  additions 
may  be  varied  according  to  circum- 
stances. The  mixture  of  cryolite  and 
sugar  of  lead,  with  or  without  borax, 
is  added  after  the  copper  is  melted. 
When  the  compound  is  entirely  melted, 
which  will  be  the  case  in  10  to  15  min- 
utes, the  melted  copper  is  poured  into 
the  mould. 

Copper  Steel  is  obtained  by  meltiqg 
together  3  parts  of  fluo-siiicate  of  potas- 
sium and  1  each  of  soda  and  copper  at 
such  a  tem)>erature  that  the  metal  is 
covered  with  a  very  liquid  dag,  and 
the  copper  beneath  it  forms  silicide 
of  copper,  containing  12  per  cent,  of 
silicium,  and  is  as  white  as  bismuth, 
and  hard.  An  alloy  containing  4.8 
per  cent,  of  silicium  has  a  beautiAil 
vellow-bronze  color,  is  haid.  and  can 
De  worked  with  the  same  tools  as  iron. 
It  may  also  be  drawn  into  wire.  Al- 
loys with  a  larger  percentage  of  silicium 
are  harder. 

Silicitini,  By  melting  together  in  a 
cmcible  1  part  of  granuTatea  zinc,  1  of 
sodium,  and  ,3  of  nuo-silicate  of  potas- 
sium, a  zinc  button  traversed  by  long 
needles  of  silicium   is  obtained.     On 


dissolving  the  zinc  in  hydrochloilo 
acid,  the  silicium  remains  behind.  By 
heating  the  zinc  containing  silicium 
above  the  evaporating  point,  the  sili- 
cium remains  behind  in  a  melted  state, 
and  becomes  entirely  free  from  zinc  by 
heating  it  sufficiently.  Pure  silicium 
can  be  melted  and  cast. 

To  Protect  Lead  Pipes  it  is  recom- 
mended to  provide  them  with  a  coat 
of  sulphide  of  lead.  Dissolve  ^  ounce 
of  caustic  soda  in  1^  quarts  of  water,  mix 
the  solution  with  one  of  ^  ounce  of 
lead  nitrate  (or  an  equivalent  of  other 
lead  salt  soluble  in  water)  in  i  pint 
of  water,  and  heat  the  mixture  to  195*^ 
F.  As  soon  as  a  sufficient  quantitv  of 
lead  salt  has  been  added  the  fluid  be- 
comes turbid  and  must  be  very  quickly 
filtered  through  asbestos  or  a  similar 
material.  To  the  clear  fluid  is  added 
2^  ounces  of  hot  water  containing  1 
drachm  of  sulphocarbamide  in  solu- 
tion. In  using  the  fluid  it  is  best  to 
heat  it  to  loO''  F.,  and  to  hold  the 
thoroughly  cleansed  lead  pipe  in  it  for 
a  few  moments,  when  it  will  be  quickly 
coated  with  a  nne  layer  of  sulphide  of 
lead.  If  the  lead  has  been  thoroughly 
cleansed  the  sulphide  of  lead  adheres 
very  tenaciously  and  can  be  easily 
polished  with  a  piece  of  leather. 

To  Protect  Iron  from  Bust.  The  fol- 
lowing fluid  is  claimed  to  prevent  the 
rusting  of  iron:  1|  pints  each  of  lin- 
seed oil  and  brown  varnish,  1  quart  of 
turpentine,  and  1^  ounces  of  camohor. 
Heat  the  mixture  over  the  water-oath, 
stirring  constantly,  then  immerse  the 
articles  for  a  few  moments,  rinse  them 
ofl*  with  warm  water,  and  dry. 

To  Protect  Lightning  Rods,  Metal 
RoofSf  etc.,  from  Bust.  Convert  2  parts 
of  graphite  mixed  with  8  parts  oi  sul- 
phide of  lead  and  2  of  sulpnide  of  zinc 
into  an  impalpable  powaer,  and  add 
gradually  30  parts  of  linseed-oil  varnish 
previously  heated  to  the  boiling  point. 
This  varnish  dries  very  quickly  and 
protects  the  metals  coated  with  it  from 
oxidation. 

To  Protect  Wire  from  Bust.  Melt 
mineral  pitch  and  add  to  it  A  part  by 
weight  of  coal-tar  and  ^  part  by  weigltt 
of  very  fine  quartz  sand,  and  immerse 
the  wire  in  the  mixture.  The  coating 
becomes  hard  in  24  hours. 

To  Protect  Iron  and  titeelfrov^  BhsL 
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The  following  method  ib  but  little 
known,  although  it  deserves  preference 
to  all  others :  Add  1|  pints  of  cold 
water  to  7  ounces  of  quicklime.  Let 
the  mixture  stand  until  the  supernatant 
fluid  is  entirely  clear.  Then  pour  this 
off  and  mix  it  with  enough  olive  oil  to 
form  a  thick  cream,  or  rather  to  the 
consistency  of  melted  and  recongealed 
butter.  Grease  the  articles  of  iron  or 
steel  with  this  compound,  and  then 
wrap  them  up  iii  paper,  or  if  this  can- 
not be  done  apply  the  mixture  some- 
what thicker. 

Cleaning  Guns  with  Petroleum, 
Cleansing  a  weapon  with  fats  and  oils 
does  not  entirely  protect  it  from  rust; 
the  so-called  dry^ing  oils  get  j^ummy 
and  resinous^  while  the  non-drymg  oils 
become  rancid,  and  by  exposure  to  the 
air  acids  are  formed,  and  these  attack 
the  iron.  For  these  reasons  petroleum 
is  to  be  preferred  for  this  purpose. 
Petroleum  is  as  ^reat  an  enemy  to 
water  as  are  the  fatty  oils,  and  hence, 
when  a  gun-barrel  is  covered  with  a 
film  of  petroleum,  it  keeps  the  water 
«way  from  the  metal.  The  water  rest- 
•ing  upon  this  film  evaporates,  but  the 
oil  does  not,  and  hence  no  rust  can  be 
formed.  It  is  very  essential,  however, 
that  the  petroleum  employed  be  per- 
fectly pure,  for  impure  oil,  such  as  is 
often  met  with  in  commerce,  attacks 
the  metal.  Care  must  also  ue  taken 
not  to  allow  it  to  come  in  contact  with 
the  polished  stock.  AVhen  about  to 
clean  a  gun  some  tow  is  wrapped 
around  the  ramrod  and  enough  }»etro- 
leum  poured  upon  it  to  thoroughly 
moisten  it ;  it  is  then  pushed  in  a  rotary 
manner  through  the  oarrel  and  back  a 
dozen  times,  and  the  tow  taken  out  and 
unrolled,  and  the  up})er  and  lower  ends 
of  the  barrel  rubbed  with  the  clean 
part,  after  which  it  is  thrown  away. 
This  removes  the  coarser  portion  of  the 
dirt.  A  round  brush  of  stiff  bristles 
and  fitting  the  barrel  is  now  screwed  to 
the  ramr(3,  then  moistened  thoroughly 
with  petroleum  and  twisted  into  the 
barrel,  running  it  back  and  forth  at 
least  a  dozen  times,  thus  loosening  the 
dirt  that  is  more  nrmly  attached  to  it.  | 
The  first  operation  is  now  repeated,  ex- ' 
cept  tliat  the  tow  on  the  ramr<)d  is  left 
dry,  and  the  rubbing  with  this  must  be 
veutinued  in  ail  directions  as  long  as  it 


comes  out  soiled.  The  use  of  wire 
brushes  is  objectionable  for  cleaning 
guns,  as  the  numerous  steel  points  cut 
into  the  tube.  Only  soft  tow,  hemp, 
woollen  rags,  or  the  like  should  be 
used,  as  the  petroleum  dissolves  the 
dirt  sufficiently. 

To  Protect  WrottghtrHron  Bridges 
from  Rust,  The  following  process  was 
observed  in  painting  the  Britannia 
bridge  across  the  JUenai  Strait  in  JNortk 
Woks,  All  of  the  iron  work  was 
scraped  and  rubb^  with  wire  and 
stift  bristle  brushes  until  the  surface 
acquired  a  metallic  lustre.  The  hoJis, 
joints,  and  cracks  were  carefully 
cleaned  and  filled  with  red  or  white 
lead  putty,  and  when  dry  the  whole 
was  Drusned  again  and  the  bridge 
painted  with  4  coats  of  the  following 
paint  at  intervals  of  8  to  14  days :  Pure 
white  lead  560  parts,  crude  linseed  oil 
133  parts,  boilea  linseed  oil  (without  an 
addition  of  litharge)  18  to  36  parts,  and 
spirit  of  turpentine  18  parts. 

After  the  fourth  coat  had  been  ap« 
plied  the  whole  was  sanded  with  fine 
white  sand.  To  the  paint  for  the  last 
coat  enough  Berlin  blue  had  been  added 
to  give  it  a  light  grayish  tint. 

The  parts  of  the  bridge  not  exposed 
to  view  received,  after  thorough  scrap- 
ing and  puttying  up,  3  to  4  coats  of  a 
varnish  obtained  by  mixing  8  parts  of 
gas-tar,  1  of  sririt  of  turpentine,  and  2 
of  pulverized  lime. 

/Staining  Metals,  The  following  re- 
ceipts have  all  been  tested  in  the  labora- 
tory of  Dr,  Winckler  by  a  practical 
armorer  and  given  excellent  results: 

Blue  IStain  on  Iron  and  JSt-eel,  Polish 
and  cleanse  the  steel  thoroughly  with 
lime,  and  then  brush  it  over  with  the 
following  mixture :  Butter  of  antimony 
8  parts,  mming  nitric  acid  8  parts,  and 
muriatic  acid  16  parts.  Add  the  spirit 
of  salt  very  slowly  and  drop  by  drop, 
to  avoid  too  strong  heating.  Apply  the 
mixture  to  the  steel  with  a  rae,  and  mb 
it  with  ^reen,  young  oak  wood  until  the 
desired  blue  color  is  produced. 

Gray  on  Steel  and  Jron,  Polish  the 
steel  and  coat  it  with  a  mixture  of  but- 
ter of  antimony  8  parts  and  8Ul]>hurio 
acid  2  parts.  If  the  color  does  not 
turn  out  handsome  enough,  add  a  few 
drops  of  empyrcumatie  pyroligaeous 
ackl  or  gallic  ucid. 
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Black.  MiK  8  parts  of  bntter  of  anti- 
niony,  4  parts  of  solphoric  acid,  and  2 
parts  of  empyreamatic  p^roligneoos 
acid,  or  gallic  acid.  Apply  several 
coats  of  uie  mixtare  to  the  polished 
steel  until  it  is  black  enough. 

To  Stain  Iron,  Gun-oarreUj  ete^ 
Brown.  Mix  16  parts  of  sweet  spirit  of 
nitre,  12  parts  of  a  solution  of  sulphate 
of  iron,  a  like  quantity  of  butter  of  anti- 
mony, and  16  parts  ot  sulphate  of  cop- 
per. Let  the  mixture  stand  in  a  well- 
corked  bottle  in  a  moderately  warm 
place  for  24  hours,  then  add  500  parts 
of  rain  water,  and  put  it  away  for  use. 

After  the  barrel  has  been  rubbed  with 
emery  paper  and  p)]ished,  wash  it  with 
fresh  lime-water,  ary  it  thoroughly,  and 
then  coat  it  over  uniformly  ¥rith  the 
above  mixture ;  it  is  best  t')  use  a  tuft 
of  cotton ;  let  it  dry  for  24  hours,  and 
then  brush  it  with  a  scratch  brush. 
Repeat  the  coating  and  drying  twice, 
but  in  rubbing  off  for  the  last  time  use 
leather  moistened  with  olive  oil  in  place 
of  the  scratch  brush,  and  rub  until  a 
beautiful  lustre  is  produced;  then  let 
it  dry  for  12  hours  and  repeat  the  polish- 
ing with  olive  oil. 

EngLUh  Process  of  Staining  Gun-bar- 
rels Brown.  Mix  33  parts  of  pulverized 
sulphate  of  copper,  25  parts  of  subli- 
mate, 28  parts  each  of  sweet  spirit  of 
nitre  and  tincture  of  steel,  and  500  parts 
of  rain  water. 

Rub  up  first  the  spirit  of  nitre  with 
the  sublimate,  then  add  the  other  in- 

fredients,  let  it  stand  in  a  well-closed 
ottle  in  a  warm  place  for  12  hours, 
then  add  the  water  and  treat  the  barrel 
in  the  same  manner  as  above,  but  wash 
it  off  every  time  after  brushing  with  the 
scratch  brush.  After  repeating  this  3 
times,  polish  the  barrel  with  leather 
moistened  with  olive  oil  mixed  with 
some  oil  of  turpentine,  then  dry  it  for 
12  hours,  and  finally  polish  with  oil. 

Light  Brecon.  Mix  4  parts  each  of 
butter  of  antimony  and  ordinary  butter 
and  10  to  12  drops  of  olive  oil ;  heat  the 
mixture  in  a  nask  and  then  brush  it 
uniformly  over  the  barrel,  previously 
cleansed  and  polished ;  hold  the  barrel 
over  a  moderate  coal  fire,  when  a  beauti- 
ful brown  will  soon  make  its  appear- 
ance; then  polish  with  olive  oil,  and 
finally  give  it  a  light  coat  of  good  amber 
lacquer  com|)ouuded  with  some  shellac. 


Light  Yellowish -brown.  Mix  3S 
parts  of  spirit  of  wine  and  16  parts  eaeh 
of  sulphate  of  copper,  tincture  of  steely 
and  nitric  acid,  and,  when  all  are  dis- 
solved, add  375  parts  of  rain  water. 
After  polishing  the  barrel  and  cleans- 
ing it  with  fresh  lime-water,  brush  it 
over  uniformly  with  the  mixture,  let 
it  dry  in  an  airy  room,  and  then  wash 
it  off  with  a  brush  dipped  in  boiling 
water.  Repeat  this  twice,  and  then 
coat  the  barrel  with  a  lacquer  prepared 
by  mixing  1  part  of  amber  Tarnish,  2 
of  copal  varnish,  4  of  shellac  varnish, 
and  1  of  linseed-oil  varnish.  Should 
the  lacquer  be  too  viscid,  dilute  it  with 
some  oil  of  turpentine.  As  soon  as  the 
lacquer  is  dry  polish  the  barrel  first 
with  beech  charcoal  and  then  with  a 
piece  of  hat  felt. 

Lacmuring  o(f  Sheet  Metal.  A  good 
copal  lacquer  is  required  for  the  work. 
It  is  prepared  as  follows :  Coat  a  glazed 
pot  outside  ¥rith  a  layer  of  potters'  clay 
5  incbesthick,  and  the  bottom  with  one  1 
inch  thick.  Let  it  dry,  and  then  place 
in  the  pot  500  parts  of  copal  in  small 
pieces,  and  100  parts  of  Venetian  tur- 
pentine, and  melt  the  mixture  over  a 
moderate  coal  fire  for  |  hour,  stirring 
it  frequently.  Then  add  in  small  {>or- 
tions  at  a  time,  and  stirring  constantly, 
166  parts  of  hot  linseed-oil  varnish,  and 
finally  pour  into  the  mixture,  stirring; 
constantly,  1000  parts  of  oil  of  turpen- 
tine. Then  filter  the  lacquer  and  keep 
it  in  well-closed  flasks. 

Sheet  metal  to  be  lacquered  must  first 
be  provided  with  a  ground  of  oil  paint. 
For  the  first  ground  take  some  good 
linseed-oil  varnish,  some  oil  of  turpen- 
tine, and  a  little  copal  lacquer,  and  any 
desired  pigment.  If  the  sheet  is,  for 
instance,  to  be  crimson,  grind  cinnabar 
in  the  above  mixture,  lay  a  coat  of  the 
paint  on  the  metal,  and  bake  it  in  the 
lacquering  oven  until  it  is  hard  and 
dry ;  then  apply  3  or  4  more  coats,  and 
dry  them  in  the  same  manner.  Then 
rub  the  paint  with  shave-grass,  next 
with  finely-pulverized  pumice-stone, 
and  finally  with  a  moist  piece  of  felt, 
and  then  glaze  the  article. 

For  Glazing  rub  up  fine  Florentine 
or  Vienna  lake  in  ^ood  linseed-oil  var- 
nish and  a  little  oil  of  turpentine;  di- 
lute it  with  copal  lacquer,  and  apply  5 
to  6  coats  of  it,  allowing  each  coat  to 
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dry  ihoronghly  before  laying  on  the 
next.  When  the  last  coat  is  dry,  rub 
it  smooth,  first  with  a  moist  linen  cloth 
dipped  in  pulverized  pumice-stone,  and 
finish  with  a  piece  of  chamois  and  pre- 
pared buck's  nom,  and  finally  put  the 
article  in  the  lacquering  oven  heated  to 
97°  F. 

This  mode  of  treatment  is  the  same 
for  all  color  mixtures. 

Oreen.  Schweinfurt-green.  This  re- 
quires no  glaze. 

Yellow.     Use  chrome  yellow. 

Bliu  is  obtained  by  mixing  Parisian 
blue  with  some  Venetian  white. 

CkamaiSt  by  mixing  cinnabar,  red 
lead,  chrome  yellow,  and  some  Venetian 
white. 

Bed-brown,  Take  calcined  lamp- 
black and  cinnabar. 

White  Lac  Color.  Rub  up  very  fine 
Kremnitz  white  in  oil  of  turpentine, 
dilute  it  with  good  white  copal  lacquer, 
and  dry  it  in  the  sun  or  in  the  air,  as 
the  color  turns  yellow  if  dried  by  the 
heat  of  a  stove. 

Lilac  or  Violet.  Mix  fine  Vienna 
lake,  Venetian  white,  and  a  little  Paris- 
ian blue. 

BUu^  Lacquer.  Boil  on  a  moderate 
fire  for  4  hours  250  parts  of  asphal- 
tum  in  125  parts  of  linseed-oil  varnish; 
mix  the  compound  with  66  parts  of  cal- 
cined lampblack,  rubbed  up  in  oil  of 
turpentine,  and  dilute  the  mixture  with 
oil  of  turpentine. 

BliLe  or  Steel  Glaze.  Rub  fine  Paris- 
ian blue  in  good  linseed-oil  varnish, 
and  dilute  witn  copal  lacquer.  Applv 
3  to  4  coats  of  this  to  a  tin  plate,  wnicn 
will  thereby  acquire  a  blue-steel  color. 

Red  Olaze.  Rub  fine  Vienna  or 
Florentine  lake  in  linseed-oil  varnish 
and  dilute  with  copal  lacquer.  Apply 
3  to  4  coats  of  it  to  a  tin  plate  or  bright 
sheet  iron,  which  acquires  thereby  a 
beautiful  transparent  color. 

•    MUSTABDS. 

To  Prepare  Ordinary  Mustard.  I. 
Stir  gradually  1  pint  of  good  white 
wine  into  8  ounces  of  ground  mustard 
seed,  add  a  pinch  of  pulverized  cloves, 
and  let  the  whole  boil  over  a  moderate 
coal  fire.  Then  add  a  small  lump  of 
white  sugar  and  let  the  mixture  boil 
up  once  more. 


II.  Pour  \  pint  of  boiling  wine  vine- 
gar over  8  ounces  of  ground  mustard 
seed  in  an  earthen  pot,  stir  the  mixture 
thoroughly,  then  add  some  cold  vine- 
gar, and  let  the  pot  stand  over  night  in 
a  warm  place.  The  next  morning  add 
i  pound  of  sugar,  |  drachm  of  pulver- 
ized cinnamon,  ^  drachm  of  pulverized 
cloves,  \\  drachms  of  Jamaica  pepper, 
some  cardamon,  nutmeg,  half  the  rind 
of  a  lemon,  and  the  necessary  quantity 
of  vinegar.  The  mustard  is  now  rea  ly 
and  is  kept  in  pots  tied  up  with  bladder. 

III.  Pound  in  a  mortar  the  flesh  of 
a  salt  herring  and  2  ounces  of  capers 
to  a  paste,  and  mix  this  with  2  ounces 
of  pulverized  white  su^ar  and  13 
ounces  of  ground  mustard  seed ;  then 
pour  11  pints  of  boiling  wine  vinegar 
over  it,  stir,  and  let  the  whole  stand 
near  a  fire  for  several  hours.  Finally, 
add  I  pint  of  boiling  vinegar,  stir  thor- 
oughlv,  and  pour  the  mustard  into 
glass  bottles. 

IV.  Mix  8  ounces  of  ground  mustard 
seed  with  IJ  pints  of  goml,  cold  vinegar^ 
heat  the  mixture  over  a  moderate  fire 
for  1  hour,  add  1  drachm  of  ground 
Jamaica  pepper,  and  when  cold  keep 
it  in  well-closed  jars. 

V.  Cut^  up  a  medium-sized  onion, 
pour  U  pints  of  good  wine  vinegar  over 
it^  let  it  stand  for  a  few  days,  strain  the 
vinegar  off*  and  pour  it  over  8  ounces 
of  mustard  seed,  and  let  this  stand  for 
12  hours.  The  mustard  seed,  is  then 
ground  and  mixed  with  the  following 
ingredients:  One-half  drachmof finely- 
powdered  cloves,  i  drachm  of  pulver- 
ized cardamons,  a  like  quantity  of 
grated  nutmeg,  and  1  ounce  of  pulver- 
ized white  sugar. 

Frankfort  Must-ard.  Mix  1  pound 
of  white  mustard  seed,  ground,  a  like 
quantity  of  brown  mustard  seed,  .8 
ounces  of  pulverized  loaf  sugar,  1  ounce 
of  pulverized  cloves,  2  ounces  of 
allspice,^  and^  compound  the  mixture 
with  white  wine  or  wine  vinegar. 

Wine  Mustard,  Compound  very  fine 
black  mustard'  in  powder  with  h  of  its 
quantity    of   must,  which    has    been 

Sreviously  boiled  down  to  a  thickly- 
uid  paste  in  a  tin  boiler. 
Lenormaud^s  Method  of  Preparing 
Mustard.    Mix  with  2  pounds  of  ground 
mustard  seed,  i  ounce  each  of  fresh 
parsley  and  tarragon,  both  cut  up  fine. 
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1  t^&we  df  garlie  abo  cat  iip  werj  fiae, 
•nd  ISaaltedfladMma;  grind  themixi- 
me  TCTj  fiiKy  add  the  required  onut 
•nd  1  oonee  or  pnlTerised  nit,  and  fur 
fyrther  grinding  dilate  witli  water.  To 
eraporate  the  water,  after  grinding  the 
nnstaidy  heat  an  iron  rod  red  hot  and 
eooi  it  oB  in  the  mixtnie,  and  then  add 
wine  rinegur  of  the  best  qnalitj. 

Mouiardc  de  Maille,  Cnt  no  8 
oaneei  of  ficdi  tarragon  leares  witnoot 
the  sterns^  2^  oonees  i]i  basil,  2  oonees 
of  baj  Icarei,  and  4  ounces  of  rocam- 
bole. Place  the  ingredients  in  a  glass 
alembiCy  poor  2|  qnarts  of  strong  wine 
rinegar  orer  them,  and,  to  allow  the 
Ta|MMv  to  escape,  tie  op  the  month  of 
the  alembic  with  a  piece  of  perlbiated 
moist  bladder.  Place  the  alembic  npon 
hot  sand  for  4  di^s,  then  filter  theflnid 
first  throngh  linen  and  then  throngfa 
blotting-paper.  Add  to  this  aromatic 
rinegar  I  oonee  €!^  common  salt^  then 
stir  It  into  a  thick  paste  with  groond 
bbM^k  mostardseed,  and  keep  the  moa- 
tard  in  earthen  Jan. 

Moni4ird€  d  la  BaviffoUe,  Cot  op  12 
narts  of  fresh  tarragon  leaves^  6  of  fresh 
hay  leayes,  4  of  fresh  angelica  root^  8 
of  capers.  8  of  anchovies,  6  of  rocam- 
bole, and  4  of  eschalots,  and  diciest 
them  in  200  parts  of  strong  wine  Tine- 
gar  ;  then  strain  the  floid,  press  oot  the 
residoe,  filter  the  floid  again,  and  stir 
In  groond  black  mustard  seed  to  the 
eonsistencY  of  a  thin  paste. 

Sour  ZfusBeldorf  Bfustard.  Fill  2 
barrels  with  rio^^r;  steep  in  one  of 
ihe  barrels  2  pounds  of  origan  leaves 
and  in  the  other  an  ordinary  boeketfbl 
of  onions  cot  op,  and  let  them  digest 
for  2  days.  Then  hroise  44  poonds  of 
white  mostard  seed  and  06  poonds  of 
black  mostard  seed ;  pot  this  in  a  vat 
and  add  1  poond  polverized  cloves, 
\\  pounds  of  polverized  coriander  seeds, 
and  4\  gallons  of  each  of  the  prepared 
vinegars.  Stir  the  whole  thorooghly 
and  grind  it  twice  in  a  mill.  To  every 
gallon  of  this  add  and  mix  thorooghly 
with  it  1  poond  of  salt  dissolved  m  1 
quart  of  the  onion  vinegar. 

Smf^8  Method  of  Preparina  Mustard. 
I.  Steep  4  qoarts  of  mustard  seed  for  8 
days  in  a  mixtore  of  1  gallon  of  wood 
vinegar  and  a  like  quantity  of  water ; 
•tir  it  several  times  daily  and  then 
grind  it 
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pkjfiimm  aaUvmm),  and 
than  fiir  2  wedu  in  wood  vinisar, 
then  grind  the  mixtnie,  and  add  10 
quarts  of  ground  mualard  seed  and  8 
ounces  of  nulveriaed  sea  salt.  On  the 
other  hand,  pulverize  and  mix  1  ponnd 
each  of  cinnamon,  doves,  nntmegs,  and 
alls|nee,  sift  the  |«owdcr  and  mix  it  with 
the  mustard,  together  with  40  drops  of 
essence  o€  thyme  and  30  drops  each  of 
of  cinnamon  and  essence  of 


tarragoiL  diluted  with 
poured  from  the  first  mixture. 

IlL  EmgliA  Mustard  consists  of  9 
pounds  of  ground  mustard  seed,  9 
ounces  of  wheat  flour.  If  pounds  of 
common  salt,  2}  ounces  of  Cayenne 
pepper,  and  as  mnch  water  and  vine- 
gar as  required. 

Biack  Mustard  Powder.  Mix  10 
parts  of  ground  black  mustard  and  ^ 
of  rocambole  rubbed  very  fine,  and  add 
A  of  salt. 

Compound  Mustard  Powder.  Mix 
10  parts  of  ground  white  mustud  and 
k  <n  rocambole  rubbed  very  fine. 

Compound  English  Mustard  Powder. 
Pulverise  and  mix  2  pounds  of  mustard 
seed,  \\  ounces  of  dried  rocambole,  \ 
ounce  each  of  marjoram,  thyme,  and 
garden  sage,  i  ounce  each  or  tarragon 
and  cinnamon,  }  drachm  each  of 
ginger,  cloves,  and  fennel  seed,  and  8 
ounces  of  dried  common  salt,  and  keep 
the  powder  in  well-closed  bottles. 

Vompound  Black  Mustard  Powder. 
Polverize  and  mix  20  parts  of  groond 
black  mostard  seed,  3  of  common  ailty 
1  each  of  tarragon,  thyme,  and  rocam- 
bole, and  4  of  pulverized  sugar. 

Very  Fine  Table  Mustard.  Digest 
If  oonees  of  fresh  tarragon  leaves,  2 
bav  leaves,  1  lemon  ( joice  and  rind), 
\  drachm  each  of  cloves  and  cinnamon, 
I  drachm  of  black  pepper,  |  oonee  of 
dill,  and  1  onion  in  h  gallon  of  good 
vinegar.  It  is  best  to  use  a  steam  ap 
paratos  for  the  porpoee.  Then  strain 
the  floid  into  a  porcelain  vessel,  and, 
while  it  is  yet  warm,  mix  with  it  1 
ponnd  of  groond  black  mustard  seed 
and  a  like  quantity  of  white  mustard, 
uid  1  pouna  of  sugar  and  3^  ounces  of 
common  salt.  Let  the  whole  digest, 
stirring  it  frequently,  until  the  mustard 
has  lost  some  of  its  sharpness  by  the 
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evaporation  of  the  ethereal  oil.  and  then 
dilute^  according  to  taste,  with  more  or 
less  vinegar. 


Oils  and  Fats— Animal,  YsaBTA- 
BLB,  AND  Mineral 

Parification  of  Mineral  Oils.  To  re- 
move the  disagreeable  odor  of  mineral 
oils,  the  following  process  may  be 
used :  Prepare  a  saturated  solution 
of  potassium  hyposulphite  and  caustic 
soda  in  alcohol,  ana  pour  this,  with 
constant  stirring,  into  the  mineral  oil  to 
be  cleansed.  The  Quantity  of  solution 
varies  between  5  and  9  per  cent.,  accord- 
ing to  the  condition  or  the  oil.  After 
the  mixture  has  been  allowed  to  settle 
by  standing,  the  oil  is  drawn  off  the 
sediment,  which  is  mostly  of  a  dark 
color,  into  another  mixing;  vessel,  and 
again  compounded  with  lye. 

Residues  in  the  Manufacture  of  Shale 
Oil  serve  for  the  manufacture  of  alum 
and  contain  considerable  quantities  of 
lithium.  The  acid,  tarry  matters  con- 
tain sulphates  of  the  pyridine  series, 
especiallv  coridine,  rubidine,  and  viri- 
dine.  Aniline  does  not  seem  to  be 
present.  The  insoluble  parts  and  alka- 
line tars  contain  principally  phenols 
and  thymols,  but  no  ordinary  pneuylic 
acid. 

French  Process  of  Cleansing  Vegeta- 
ble Fat  Oils.  A  boiler  with  a  larger 
diameter  at  the  top  than  on  the  bottom 
and  provided  with  a  cover  is  filled  half 
full  with  oil,  which  is  brought  to  a 
gentle  boil.  To  each  30  gallons  of  oil 
are  added  2  ounces  of  minium,  pre- 
viously stirred,  for  better  distribution, 
into  a  thin  paste  with  some  of  the  oil. 
As  soon  as  a  strong  froth  is  formed  and 
^reen  flakes  are  separated  the  boiler 
IS  taken  from  the  fire  and  placed  in  the 
open  air  to  cool  off.  Special  care  must 
be  had  not  to  neglect  this  moment, 
as  otherwise  a  decomposition  of  the  oil 
into  sebacic  acids  and  glycerine  might 
easily  occur. 

Manufacture  of  Castor-oiL  The  fol- 
lowing process  is  in  use  in  the  Belle- 
ville Oil  Works  of  Brosius  &  Co.  The 
seeds,  after,  they  have  been  cleansed 
from  adhering  dust  and  other  impuri- 
ties, are  brought  into  iron  tanks  and 
gently  heated,  care  being  had  to  pre- 


vent roasting,  since  the  only  object  of 
this  operation  is  to  make  the  oil  more 
fluid  ror  pressing.  The  pressing  itself 
is  accomplished  bjr  means  of  hyaraulio 
presses,  each  provided  with  a  number 
of  movable  plates  and  a  cylinder.  As 
soon  as  the  cylinder  is  filled  and  the 
plates  have  been  put  in  position  the 
pressing  commences.  The  oil  first 
pressed  out  runs  into  a  large  reservoir. 
The  pressed  seeds  are  thrown  together 
in  a  pile,  and  remain  there  for  one  day, 
when  they  are  aj^ain  heated  in  an  iron 
tank,  brought  into  the  cylinder  and 
pressed.  This  gives,  a  second  quality 
of  oil  J  which  is  used  as  a  lubricant  for 
machinery.  Part  of  the  press  cakes 
is  used  as  fuel  in  the  manufactory, 
the  other  part  is  sent  East,  where, 
in  connection  with  other  materials, 
it  is  used  in  the  manufacture  of  man- 
ures. 

BaMer,  Adamson  &  Co,,  of  Phila- 
delphia, employ  bisulphide  of  car- 
bon for  extracting  the  press-cakes, 
fining  thereb)r  a  dark,  thick  fluid. 
The  process  is  similar  to  that  used  in 
Fratice  with  alcohol,  but  the  product 
is  a  very  ordinary  burning  oil  smelling 
of  bisulphide  of  carbon.  The  oil  pre- 
pared by  the  Belleville  process  is  called 
cold-pressed,  and  is  without  doubt 
much  better  than  that  gained  by  other 
methods  where  more  heat  is  employed. 
The  product  of  the  two  pressings  is 
about  16  pounds,  or  2  gallons  per  1^ 
bushels  of  Deans.  A  third  pressing  has 
been  tried,  but  it  did  not  pay,  as  the 
gain  was  but  1  to  3  pounds  from  1^ 
bushels  of  beans,  and  the  oil  more 
colored.  The  process  of  purifying  and 
clarifying  the  oil  varies  in  different 
manufactories,  the  principal  point  being 
not  to  expose  the  oil  to  the  air  for  too 
long  a  time,  as  it  is  apt  to  become 
rancid.  The  oil  first  pressed  out  is 
clear  white,  or  rather  colorless,  resem- 
bling water;  while  the  second  is  yel- 
lowish, resembling  syrup  of  squiUi^. 
Castor-oil  can  be  mixed  with  radical 
vinegar  and  absolute  alcohol  in  all 
propoi'tions  without  the  aid  of  any 
other  agent.  It  is  soluble  in  4  parts 
of  alcohol  of  0.835  or  0.850  specific 
gravity  at  60°  F.,  and  mixes  without 
Becoming  turbid  with  equal  parts  of 
the  same  solvent  at  77°  F.  It  has  a 
specific  gravity  of  0.97  to  0.98,  congeal^ 
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At  8.6^  to  10.4''  F.,  and  becomes  solid 
at— 40°F. 

Manufacture  of  Nea£%  -  foot  Oil. 
The  feet  of  about  100  wethen  are  placed 
in  a  tank  and  heated  by  steam  for  a  few 
hours  to  165*»  or  175*^  F.  When  the 
vr<y.i\\j  hair  can  be  removed  the  tank 
is  emptied,  the  feet  scraped  off,  and  the 
daws  removed.  The  feet  thus  cleansed 
are  tied  together  in  bundles  of  18  each, 
and  boiled  until  the  oil  contained  in 
them  is  gained,  while  the  half-boiled 
feet  themselves  are  brought  into  com- 
merce ;  100  to  125  of  these  bundles  are 
boiled  at  a  time.  The  yield  of  fat 
varies  very  much,  amountii^  to  If  to 
3^  pints  from  100  wethers.  The  feet  of 
animals,  having  travelled  long  dis- 
tances before  Ming  killed,  give  only 
traces  of  oil.  After  having  been  boilea 
the  feet  are  at  once  thrown  into  a  cur- 
rent of  cold  water  and,  when  cold,  are 
ready  for  the  market  The  oil  has  a 
specific  weight  of  0.915;  it  is  of  a 
transparent  gray  color,  becomes  clear 
by  standing  or  filtration,  and  is  then 
very  pale  yellow.  More  than  75  per 
cent,  of  commercial  neat's  foot  oil  con- 
tain other  fats. 

To  Prepare  Chinese  Drying  Oil,  A 
funnel  very  narrow  on  the  lower  end 
is  filled  with  animal  charcoal  purified 
with  hydrochloric  acid,  and  converted 
into  a  coarse  and  uniform  powder,  and 
old  linseed  oil  filtered  through  this. 
The  filtered  oil  is  brought  into  large 
leaden  pans,  upon  the  bottom  of  each 
18  placed  crystallized  basic  acetate  of 
lead,  minium,  and  borate  of  protoxide 
of  manganese.  The  mixture  is  exposed 
to  the  light  of  the  8un,  the  pan  being 
covered  with  a  glass  plate.  The  pan 
is  then  heated  to  248°  F.,  and  a  current 
of  air,  heated  to  250°  F.  and  containing 
16  per  cent,  of  steam,  is  passed  through- 
it  tor  6  hours.  The  linseed  oil  thus 
prepared  is  put  in  flat  tin  cans,  which 
are  placed  in  a  closed  cylinder  of  sheet 
iron  in  rows  one  above  the  other  in 
such  a  manner  as  to  allow  space  for 
the  circulation  of  air.  In  the  upper 
part  of  the  cylinder  is  placed  a  wide- 
necked  flask  filled  I  full  with  chloro- 
form, 1  pound  of  chloroform  being  re- 
q^nired  for  27.5  pounds  of  prepared 
linseed  oil.  A  current  of  air  heated  to 
212°  F.  is  introduced  beneath  the  cover 
of  the  cylinder,  and  passes  out  through 


a  clack  valve,  which  can  be  i«gn1ated 
near  the  foot  of  the  cylinder.  In  about 
8  to  10  hours  the  oil  is  converted  into 
a  thick,  tenacious  mass,  which  passes 
then  through  the  following  process: 
American  oil  of  turpentine  is  heated 
in  a  dosed  boiler  to  572°  F.,  10  per 
cent  of  absolute  alcohol  is  added,  and 
a  like  <|nantity  of  the  prepared  oil  dis- 
solved m  this  mixture  at  212°  F.  The 
solution^  which  is  at  first  yellowish  and 
tnrbidj  is  put  in  a  cylindrical  vessel  of 
Fheet  iron  and  allowed  to  clarify  at  a 
lower  temperature.  By  mi xing  a  buiall 
quantity  of  this  drying  oil  with  linseed 
oil  or  oil  paints,  it  imparts  to  them  the 
best  drying  qualities,  and,  after  stand- 
ing for  some  time,  expels  from  the  dry- 
ing oils  all  vegetable  gum.  Mixed 
with  linseed  oil,  a  varnish  of  a  straw 
color  is  obtained  which  dries  in  18  to 
24  hours,  and  leaves  behind  a  tenacious 
elastic  coatine. 

To  Solidify  Petroleum  and  other 
Mineral  OiU.  Mosses  containing  lich- 
enine  and  other  pectine  substonces, 
for  instance  Japanese  moss,  are  lixivi- 
ated with  hot  water,  and  the  lye  ob- 
tained is  intimately  mixed  with  the 
petroleum  or  other  oil.  The  com- 
}K)nnd,  which  becomes  thick  and  even 
solid,  can  be  easily  transported.  By 
adding  alkali  and  filtering,  or  pref«ing, 
the  petroleum  is  regained  in  a  fluid 
state. 

Ronn  Oil  and  it*  Uses.  Rosin  oil, 
recently  brought  into  commerce,  is  a 
product  of  the  dry  distillation  of  rosin. 
It  has  a  disagreeable  odor  resembling 
that  of  wood  tar,  and  a  blueish  mother- 
of-pearl  lustre.  The  apparatus  used  in 
gaining  it  consists  of  an  iron  pot,  a 
head  piece,  a  condenser,  and  a  receiver. 
In  the  distillation  a  light  oil  passes 
over  first,  together  with  water.  As 
soon  as  the  flow  of  the  distillate  ceases, 
the  receiver  is  changed,  and  the  heat 
raised,  when  a  red-colored  and  heavy 
rosin  oil  passes  over.  The  black  resi- 
due remaining  in  the  pot  is  used  as  a 
pitch.  The  light  oil,  called  pinoline, 
18  rectified,  and  the  acetic  acid  water 
passing  over  with  it  is  saturated  with 
calcium  hydrate,  filtered  and  evapo- 
rated to  dryness ;  the  calcium  acetate 
obtained  being  employed  in  the  manu- 
facture of  acetic  acid.  The  rosin  oil 
obtained  after  the  light  oil  has  passed 
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over,  is  called  blue  rosin  oil,  on  account 
of  its  dark  violet -blue  color.  The 
red  oil  is  boiled  for  a  day  with  water, 
the  water  lost  by  evaporation  being 
replaced  hy  fresh;  the  next  day  the 
water  is  drawn  off  and  the  remaining 
rosin  oil  sajMnified  with  eaustic  Ive  of 
36°  Beaum^.  and  the  resulting  almost 
solid  mass  aistilled  so  long  as  oil  passes 
over.  The  product  obtained  is  recti- 
fied rosin  oil,  which  is  allowed  to  stand 
in  iron  vessels,  protected  bv  a  thin 
layer  of  gyjisam,  whereby,  after  a  few 
weeks,  a  perfectly  clear  oil  is  obtained 
free  from  water.  Oil  of  the  first  qual- 
ity is  obtained  by  a  repetition  oi  the 
foregoing  operation  upon  the  once  rec- 
tified oil.  The  residues  of  both  often,- 
tions  are  melted  up  with  the  pitch. 
(See  also  Ltibricants.) 

To  Prepare  Pure  Naphthaline,  White 
naphthaline,  on  exposure  to  the  air, 
changes  its  color.  This  can  be  rem- 
edied bv  repeated  recrvstallizing,  wash- 
ing, and  distilling,  and  hence  a  perma- 
nent white  color  may  serve  as  a  cri- 
terion of  its  purity.  As  naphthaline  is 
gained  from  coal-tar  compounded  with 
alkali  to  produce  phenole,  it  is  first 
treated  with  5  to  10  per  cent,  of  sul- 
phuric acid  of  1.85  specific  gravity.  As 
soon  as  the  mixture  is  complete,  5  per 
cent,  of  the  weight  of  the  naphthaline 
of  manganese  dioxide  is  ludded,  or 
natural  pyrolusite  may  also  be  used. 
The  mixture  is  heated  on  a  water-bath 
for  15  to  20  minutes  until  no  further  re- 
action takes  place,  and,  to  remove  the 
acid,  is  then  washed  with  hot  water, 
next  with  weak  solution  of  sodium 
hydrate,  and  a^in  with  water.  The 
mass  is  then  distilled  and  all  passes  over 
at  1  to  2  degrees  below  the  boiling  point 
of  pure  naphthaline.  A  sample  of 
napnthaline  prepared  in  this  simple 
and  cheap  manner  remained  clear  for  8 
to  9  months,  while  the  ordinary  com- 
mercial samples  obtained  from  reliable 
finiis  lost  their  color  long  before  that 
time. 

Vaseline  or  Cosmoline.  The  prin- 
cipal point  in  the  manufacture  of  vase- 
line or  cosmoline  is  to  free  the  raw 
materials,  consisting  either  of  natural 
mineral  tar  (soft  native  bitumen)  or 
the  residues  of  petroleum,  from  all 
adhering  impurities  and  easily  decom- 
posable substances,  and  to   decolorize 


them  at  the  same  time  as  much  as  pos- 
sible. The  mineral  tar  from  Alsace 
and  Galicia,  and  petroleum  residues  in 
the  United  States,  are  the  principal'raw 
materials  used.  Tney  are  of  a  semi-fluid 
to  pasty  consistency,  and  according  to 
their  condition  the  resulting  vaseline 
will  be  more  or  less  consistent. 

The  raw  material  is  cleansed  and  de- 
colorized bv  treating  it  with  sulphuric 
acid  and  cnromate  of  j)otassium,  and 
subsequent  digesting  with  animal  char- 
coal. We  give  in  the  following  a  de- 
scriiition  of  the  processes  used : 

Tne  raw  materials  are  converted  into 
a  fluid  state  and  passed,  after  all  the 
soluble  substances  nave  been  separated, 
through  a  series  of  carbon  filters,  such 
as  are  used  in  sugar  refineries. 

After  passing  through  12  to  15  filters, 
the  originally  black-Drown  fluid  as- 
sumes a  wine-yellow  color,  and  by 
passing  through  double  the  number  of 
filters  becomes  clear  as  water.  The 
clear  fluid,  the  specific  gravity  of  which 
decreases  as  it  becomes  lighter  in  color, 
containing  now  no  trace  of  bituminous 
substances,  is  brought  into  the  dupli- 
cator, into  which  superheated  steam  is 
passed,  the  temperature  being  raised  to 
480°  F.  Samples  taken  occasionally 
from  the  boiler  must  show  no  changes 
in  the  oil  after  this  temperature  has 
been  kept  up  for  several  hours.  The 
steam  is  then  shut  off  and  the  finished 
vaseline  (about  25  to  30  per  cent,  of  the 
raw  material)  is  filtered  through  tissue 
paper  and  packed  in  boxes  for* trans- 
port. 

The  ^atest  disadvantage  of  this 
process  is,  that  the  animal  charcoal  is 
very  rapidly  exhausted  and  is  only 
able  to  decolorize  a  small  percentage 
of  its  own  weight  of  vaseline;  expensive 
arrangements  bein^  therefore  required 
to  extract  the  solution  adhering  to  the 
charcofid  and  revivifying  the  latter  by 
means  of  superheated  steam  of  750°  to 
930°  F.  But  the  quality  of  this  vase- 
line is  very  good,  its  color  being  a  pure 
white  like  the  best  white  tallow.  It  is 
entirely  tasteless,  odorless,  not  only 
when  rubbed  upon  the  hand,  but  also 
^hen  melted  in  water ;  the  latter  prop- 
erty distinguishing  it  from  all  other 
varieties  of  vaseline,  which,  on  melting 
in  water,  develop  a  faint  odor  of  petro- 
leum.    Vaseline  when  melted  gives  an 
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catirel  J  dear  and  eolorlen  lloid,  reeon- 
geaiing  inlo  a  hoau^neoaay  ouB-crjs- 
taUine  nuM. 

Cold  d8  per  eeni.  aleohol  disolTes 
2.2  per  oenL  of  Fawline.  The  erapor- 
•tea  retidiie  from  ao  aleoludie  solatioo 
if  liqiiid  at  aa  ordliuuy  temperature. 
It  eannot  be  aapooiiied;  U  k  therefore 
neither  a  ISU  nor  a  resin. 

Hot  aleohol  dimolrei  it  oompletelj 
and  i^Tes  a  elear  flolotkOy  the  vaaeiine, 
on  cooliflj^,  leparatinff'in  flakeiL 

To  potMh'l/e  rawline  ia  entirelj  in- 
differenL  It,  after  boiling  for  some 
time,  the  Ijre  ic  poored  off  from  the 
vafleline  and  aeiaalated,  it  remains 
entirehr  clear,  no  opalixing  nor  fepara* 
tioa  or  flakes  takioe  plaee. 

Sulphoricaeid  oflJdO  apectfic  gravitj 
and  nitric  acid  of  1.185  specific  gravitF 
di>  not  chatt|:e  yaaeline  if  boiled  with 
them.  Faminff  nitric  acid  colors  it 
jellow-red,  snlphoric  acid  of  1.82 
specific  grarity  blackish-gray,  the  acid 
itielf  becoming  yellow-brown. 

When  heatea  in  a  platinnm  dish, 
raseiine  is  completely  consamed  ana 
leares  no  residoe.  Its  specific  gravitr 
is  0.848. 

New  Proeeu  of  Purifying  JParafflne, 
The  parafline,  which  was  formerly 
pressed,  is  brought  into  an  ordinary 
still,  and  the  oily  substances  expelled 
by  means  of  superheated  steam.  They 
are  drawn  off  through  a  cock  near  the 
bottom  of  the  apparatus.  The  paraf- 
fine  is  then  clarified  in  the  orcunaij 
manner.  By  this  process  pressing  is 
avoided,  and  paraffine  melting  onfy  at 
\6S^  F.  18  obtained.  The  oils  obtained 
as  by-products  are  yery  uniform  and 
good. 

To  Purifp  and  Bleach  Fat  of  Bones 
extracted  with  Benzine,  and  make  it 
available  for  the  Manufacture  of  Soap, 
The  principal  difficulties  preyenting 
the  utilization  of  fat  of  bones  in  the 
manufacture  of  soap  are : 

1.  That  the  odor  of  benzine  does  not 
entirely  disappear  even  during  saponi- 
fication. 

2.  The  fat  assumes  a  dark  and  fre- 
quently brown  color. 

3.  Soap  manufactured  from  it  is  dif- 
ficult to  free  from  salt. 

In  most  cases  these  evils  are  removed 
by  passing  steam  through  the  hot  fat 
for  6  to  8  hours,  or  where  no  steam  can 


be  hadL  bofling  it  with  eqfaal  parts  of 
water  mr  the  flame  length  of  time. 


But  this  stinple  manipulation  does 
not  always  snifioe,  as  it  frequently  re< 


the  odtH*  oi  benzine  only  partly, 
and  does  not  free  the  iat  from  uie  du»- 
solyed  gine  and  the  dark  oolor.  To  do 
this  satisfoctorily  boil  100  pounds  of  £u 
for  6  to  8  hours  with  aneoual  quantity 
of  water  in  which  2|  ponnos  ai  chloridie 
of  zinc  have  been  dusolved.  The  chlo- 
ride of  zinc  dissolves  the  mucous  parts 
of  the  fiU  without  attacking  it,  and 
separates  them  from  the  coloring  mat- 
ter, whereby  the  fot  not  only  becomes 
clear,  bat  acquires  also  a  lighter  color. 
Shoold  the  fiU,  after  being  treated  in 
this  manner,  require  further  bleaching, 
it  is  subjected  to  the  following  process : 
Heat  the  fiit  to  Ifi?""  F.,  and  add,  with 
constant  stirring,  to  every  100  pounds 
of  fat  2  pounds  of  caustic  soda-lye  of 
34^  to  35*^  Beaum^,  and  1  pound  of  salt 
previously  dissolved  in  some  water,  and 
then  let  it  stand  quietly.  The  traces  of 
impurities  and  glntinoos  matter  still 
adhering  to  the  mt  are  absorbed  by  the 
lye  and  precipitated.  The  clear  mt  is 
then  poured  mto  a  vat  of  soft  wood  and 
cooled  to  105<»F.  The  bleaching  liquors, 
having  been  prepared  in  the  meanwhile 
by  dissolving  for  every  100  pounds  of 
fiit  h  pound  of  bichromate  of  potassium  in 
11  pounds  of  boiling  water  and  mixing 
this  with  2  pounds  of  fuminz  hydro- 
chloric acid,  are  then  poured  slowly 
and  with  constant  stirring  into  the  oil 
at  the  above  temperature.  The  oil,  in 
about  15  minntes,  will  assume  a  dark- 
green  color,  which,  with  uninterrupted 
stirring,  becomes  lighter  and  lighter 
until  it  disappears  entirely,  and  the  fat 
acquires  a  yellowish  tint.  When  a 
sample  taken  occasionally  from  the  vat 
shows  no  essential  changes  the  bleach- 
ing process  may  be  considered  finished, 
and  it  only  remains  to  wash  the  fot  by 
means  of  a  watering-pot,  using  about 
10  to  12  pounds  of  water  for  every  100 
pounds  of  fat. 

Process  of  Gaining  Glycerine,  The 
following  process  is  used  for  extracting 
gly^cerine  from  soap-boiler's  lye  con- 
taining salts :  The  lyes  are  neutralized 
and  evaporated  as  much  as  possible. 
A  larae  part  of  the  salts  is  separated  in 
solid  form ;  this  is  removed  and  washed 
with  neutralized  lye.    The  fluid  con* 
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laining  the  glycerine  is  tigain  evapo- 
nited  and  compounded  with  such  a  quau- 
tUy  of  oJeic  acid  or  of  trioleins,  as  oil, 
tallow,  lard,  etc.,  that  the  mixture  con< 
tains  to  every  molecule  of  glycerine 
somewhat  more  than  1  molecule  of 
oJeic  or  sebacic  acid.  The  compound 
is  first  heated  in  a  still  to  338°  F.  by 
steam,  and  then  gradually  to  392°  F., 
whereby  the  air  may  be  excluded  by 
introducing  carbonic  acid.  A  still  pro- 
vided with  a  stirring  apparatus  is  used. 
Water  escapes,  which  may  be  partly 
present  as  such  and  is  partly  liberated 
as  a  deoompositiou  product.  The  mon- 
oiein  thus  formed  is  saponified  with 
lime.  A  solution  of  glycerine  in  water 
is  obtained  from  which  commercial 
elycerine  is  gained  bv  evaporation.  A 
lime  soap  is  also  produced  which,  after 
having  been  freed  from  acki,  may  be 
again  used. 

Corn  Oil  from  Com  Mash,  The  day 
before  the  mash  is  to  be  distilled,  the 
oil  is  skimmed  from  the  surface  with  a 
sheet-iron  skimmer  and  poured  through 
a  fine  sieve  into  a  wooden  vat  having  a 
capacity  of  44  gallons.  When  the  vat 
is  i  full  of  oil  it  is  filled  up  with  hot 
water,  and  the  mixture,  after  being 
thoroughly  stirred,  is  filtered  through 
linen  into  another  vat  provided  with 
2  cocks,  1  near  the  bottom  for  draw- 
ing off  the  water,  and  the  other  about 
5  inches  higher  up  for  the  oil.  After 
the  filtrate  has  stood  for  a  few  hours, 
and  the  water  has  separated  from  the 
oii,^  the  latter  is  carefiilly  drawn  off. 
If  it  is  to  be  quite  clear  and  transpar- 
ent, it  is  poured  into  a  glass  balloon  and 
exposed  to  the  rays  of  the  sun,  when, 
after  the  slimy  precipitate  which  is 
formed  has  settled,  the  clear  oil  is 
poured  off.  The  oil  may  be  used  for 
illuminating  and  lubricating  purposes. 

Oil  from  Acid  Tar^  Good  oil 
suitable  for  lubricating  purposes  and 
as  a  substitute  for  linseea  oil  in  the 
manufacture  of  printing-inks  may  be 
obtained  from  the  acid  tar  of  oil  re- 
fineries by  diluting  it  with  benzine, 
then  separating  the  acid  by  repeated 
washings,  distilling,  and  next  treating 
with  milk  of  chloride  of  lime  at  a 
temperature  not  exceeding  140®  F. 
After  the  oil  has  been  thus  treated  the 
limy  sediment  is  drawn  off  and  a 
caustic  or  carbonated  alkali  introduced 


to  neutralize  any  of  the  remaining 
chlorides  or  chlorine.  The  alkaline 
sediment  is  next  drawn  off,  and,  after 
the  oil  has  been  again  washed  with 
water,  the  process  is  finished. 

2b  Refine  Cotton-seed  Oil,  One  hun- 
dred gallons  of  the  crude  oil  are  placed 
in  a  tank  and  3  gallons  of  caustic 
lye  of  45°  Beaum^  gradually  added 
and  well  stirred  for  several  hours; 
or  the  same  quantity  of  oil  is  treated 
with  about  6  gallons  of  soda-lye  of  25° 
to  30°  Beaumfe,  and  heated  for  an  hour 
or  more  to  about  200°  to  240°  F.,  nnder 
constant  stirring,  and  left  to  settle.  The 
clear  yellow  oil  is  then  separated  from 
the  brown-soap  sediment,  which  is 
placed  into  bags  to  allow  the  remain- 
der of  the  oil  to  drain  off.  The  soap 
sediment  is  sold  to  soap-makers.  The 
potash-lye  must  be  made  in  iron  pots, 
out  the  oil  and  lye  may  be  mix^  in 
wooden  tanks. 

To  PuHfy  Train  OH.  Add  to  1  gal- 
lon of  train  oil  1^  ounces  each  of  chalk 
and  slaked  lime  and  |  pint  of  water ; 
stir  the  mixture  thoroughly,  let  it  stand 
ibr  several  days,  and  then  add  |  pint 
more  of  water  and  3  ounces  of  potash ; 
heat  the  fiuid  without  letting  it  come  to 
a  boil,  and  take  it  from  the  fire  w^hen 
the  oil  has  acquired  a  light  amber 
color.  Finally  add  a  solution  of  1 
ounce  of  salt  in  |  pint  of  water,  let  the 
mixture  boil  for  i  hour  and  pour  it 
into  a  reservoir. 

To  Purify  Illuminating  Oil,  Mix 
200  gallons  of  oil  with  60  pounds  of 
sulphuric  acid,  and  stir  for  3  hours. 
Add  a  mixture  of  6  pounds  of  clay,  15 
pounds  of  slaked  lime,  and  200  gallons 
of  water,  and  boil  the  whole  for  3  honnL 
with  constant  stirring.  When  cold 
draw  off  the  oil,  which  will  be  entirely 
pure. 

To  Purify  Turbid  or  Imjmre  Poppf^ 
seed  Oil.  To  5  parts  of  oil  add  2  of 
cows'  milk,  and  let  the  mixture  boil 
for  i  hour.  Then  remove  it  from  the 
fire,  and  when  lukewarm  filter  it  into 
bottles.  This  oil  will  in  a  few  days  be 
as  clear  as  good  olive  oil  and  resemble 
it  very  much  in  taste. 

To  Purify  Animal  Oils,  Animal 
oils  in  their  natural  state  contain  sticky 
and  albuminous  substances,  making 
them  unfit  for  lubricating  machinery. 
The  following  process  is  recommended 
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by  Spencer  to  remove  these  evils.  The 
process  proposed  by  him  is  as  follows: 
Twentv-five  gallons  of  boiline  water  are 

I>oured  over  3  quarts  of  gall-nuts,  al- 
owed  to  stand  for  3  hours,  being  fre- 
quentlv  stirred,  and  the  supernatant 
clear  fluid  is  then  poured  off.  This 
is  mixed  with  125  pounds  of  bone  oil 
and  the  mixture  boiled  for  4  to  6  hours. 
By  adding  8  ounces  of  sulphuric  acid 
to  the  mixture,  and  thoroughly  stir- 
ring, the  sticky  and  albuminous  mat- 
ters will  be  separated  in  an  insoluble 
state. 

Bottger*s  Simple  Process  of  Making 
Commercial  Petroleum  Clear  a>8  Water 
without  Distilling  it.  Place  1  quart 
of  ordinary  petroleum  in  a  glass  flask 
and  compound  it  with  4  to  6  ounces  of 
fuming  sulphuric  acid;  close  the  flask 
with  a  glass  stopper,  shake  the  mixture 
several  times  every  dav  for  several 
days.  The  oil  will  in  the  course  of  8 
days  become  clear  as  water,  all  the  for- 
eign organic  substances  mixed  with  the 
oil  having  been  carbonized.  The  bottle 
is  then  opened,  care  being  had  not  to 
inhale  the  acid  vapor ;  the  clear  oil  is 
drawn  off  into  another  flask  by  means 
of  a  siphon,  several  times  shaken  with 
water  frequently  renewed,  allowed  to 
stand  quietly  for  some  time,  and  then 
poured  into  a  third  flask  containing  3 
ounces  of  caustic  lime  in  pieces  as  large 
as  a  pea,  when  it  is  shaken  several 
times  and  then  allowed  to  stand  quietly. 
The  oil  thus  purified  is  clear  as  water 
and  well  adapted  for  swelling  and  dis- 
solving caoutchouc  in  small  pieces. 

Oil  from,  Sunflower  Seed.  The  seeds 
of  sunflowers  yield  16  per  cent,  of  oil. 
It  is  used  as  a  table  oil,  for  illuminat- 
ing purposes,  and  in  the  manufacture 
of  soap.  Macassar  oil  may  also  be  pre- 
pared from  it.  This  is  done  by  dissolv- 
ing i  ounce  of  cocoa  butter  and  stirring 
into  it  3  ounces  of  oil  of  sunflower  seed, 
entirely  odorless,  and  ^  ounce  each  of 
goose  grease  and  melted  horse  grease. 
This  oil  is  poured  into  a  flaisk  and 
mixed  with  tne  following  ingredients : 
One-q^uarter  ounce  each  of  liquid  storax 
and  oil  of  eggs,  |  drachm  eacn  of  neroli 
and  rose  oil,  ^  drachm  of  oil  of  thyme, 
and  20  drops  of  Peruvian  balsam.  The 
mixture  is  allowed  to  stand  for  a  few 
hours,  and  the  supernatant  pure  oil 
then  poured  off. 


To  Prepare  Oil  Used  in  Pumicing 
Wood.  Mix  2  pounds  of  old  linseed 
oil  with  2i  ounces  of  finely-rubbed 
silver  litharge  in  a  glazed  pot  holding 
at  least  one- third  more  than  the  quan- 
tity required,  place  this  over  a  coal  fire 
and  boil  the  oil  for  1  to  2  hours,  stir- 
ring constantly.  The  oil  is  now  allowed 
to  stand  quietly  for  a  few  days,  and  is 
then  carefully  }X)ured  off  the  sediment 
into  a  dry  vessel  or  flask,  and  the  oil 
yet  remaining  in  the  residue  gained  bj 
straining  through  close  linen.  The  oil 
is  then  mixed  with  half  its  quantity  of 
oil  of  turpentine,  the  whole  thoroughly 
mixed,  and  the  oil  is  ready  for  use. 

Cowper's  Process  of  Deodorizing  Coal- 
tar  ^  Rosin  Oil,  etc.  Heat  1400  pounds 
of  rosin  oil  to  260"  F.,  then  add  100 
pounds  of  heavy  coal-tar  oil,  and  in- 
troduce superheated  steam  of  about 
400°  F.  through  a  perforated  tube  in 
the  bottom  of  the  boiler  for  about  10 
hours.  Oil  thus  prepared  is  especially 
adapted  for  the  nianuiiacture  of  varnish. 
For  preparing  white  varnish  the  oil  is 
intimately  mixed  with  some  dilute  sul- 
phuric acid,  which  is  afterwards  re- 
moved bv  treating  with  steam,  which 
is  best  done  in  a  still,  whereby  the 
escaping  volatile  oil  can  be  condensed 
and  regained. 

To  Detect  Rape- seed  Oil  and  all  Oils 
derived  from  CruciferoR.  Dissolve  i 
drachm  of  caustic  potash  in  6  fluid 
drachms  of  water,  and  add  |  to  1  ounce 
of  the  oil  to  be  tested,  and  heat  for  a 
few  minutes  to  the  boiling  point.  Strain 
the  entire  soapy  gum  through  a  moist- 
ened filter.  By  compounding  the 
filtrate  with  solution  of  acetate  of  lead, 
it  will,  if  rape-seed  oil  is  present,  as- 
sume a  brownish  color.  Small  quan- 
tities of  the  filtrate  and  solution  of 
sodium  nitro-prusside,  placed  sepa- 
rately upon  a  watch  crystal  and  mixed 
together  with  a  glass  rod,  will  emit  a 
beauti^l  but  evanescent  violet  to  pur- 
ple color  if  rape-seed  oil  is  present. 

To  Detect  Rape-seed  Oil  %n  other  Fat 
Oils.  One  part  of  the  oil  to  be  tested 
is  dissolved  in  about  2  parts  by  volume 
of  ether ;  then  add  20  to  30  drops  of  a 
saturated  solution  of  nitrate  of  silver  in 
alcohol,  mix  the  whole  thoroughly  by 
shaking  and  let  it  then  stand  quietly 
in  a  shady  place.  Should  a  consider- 
able  {)ercentage   of   rajHi-seed  oil   be 
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present,  the  lowest  layer  of  the  fluid 
will  at  once  assume  a  brownish  tint 
and  finally  become  entireljr  black.  If 
but  little  of  rape-seed  oil  is  present,  a 
black-brown  coloring  will  be  percepti- 
ble only  after  about  12  hours.  The 
reaction  becomes  still  more  decided 
by  evaporating  the  ether.  Olive  oil, 
oil  of  almonds,  poppy-seed  oil,  and  fat 
mustard-seed  oil  do  not  show  this  re- 
action. 

Preparation  and  Uses  of  Paraffine, 
The  tar  is  washed  out  with  lime-water 
forced  into  the  still  by  means  of  a 
montejus,  distilled  with  steam,  and  the 
distillate  separated  into  2  partis :  crude 
light  oil  and  paraffine.  The  latter  is 
crvstallized  in  reservoirs.  The  light 
oil  is  treated  with  sulphuric  acid  and 
lye,  and  freed  from  acid.  The  acid 
and  lye  containing  rosin  and  creosote 
are  worked  up  into  by-products.  The 
oil,  on  being  distilled  in  a  vacuum,  gives 
essence,  photogen,  solar  oil,  and  pure 
paraffine.  The  latter  is  put  into  a  press. 
The  oil  is  again  treated  with  acid  and 
lye,  and  is  then  ready  for  the  market. 

The  paraffine  taken  from  the  press 
is  freed  from  the  oil  by  a  centrlmgal. 
The  crystallized  mass  remaining  in 
the  centrifujral  is  further  treated  in  the 
machine  with  a  saturated  solution  of 
pure  paraffine,  and  then  formed  in 
wooden  moulds  into  bricks,  which  are 
pressed  as  cold  as  possible  by  means  of 
cold  hydraulic,  presses. 

Another  process  of  cleansing  paraffine 
is  as  follows :  The  paraffine  is  melted 
and  digested  with  about  h  of  its  weight 
of  animal  charcoal,  for  a  few  hours,  so 
that  the  paraffine  shall  remain  in  a 
liquid  state.  When  the  purification 
is  complete,  the  paraffine  is  strained 
through  linen  and  crystallized. 

The  paraffine  of  commerce  is  a  color- 
less, translucent  substance,  perfectly  in- 
odorous and  tast^ess.  It  floats  on  water, 
has  a  density  of  about  0.87,  and  melts 
at  about  113°  to  140°  F.,  forming  a 
colorless  oil,  which,  on  cooling,  again 
solidifies  into  a  crystalline  mass.  It 
boils  at  about  698°  F.,  and  volatilizes 
without  decomposition.  It  does  not  ab- 
sorb oxygen  from  the  air,  and  is  but 
slowly  attacked  by  sulphuric  acid, 
even  at  the  boiling  jwint  of  water.  It 
is  not  at  all  attacked  by  dilute  nitric 
acid,  and  only  by  the  strong  acid  after 


prolonged  boiling.  Lately  it  has  been 
discovered  that  if  paraffine  be  heated 
for  a  considerable  time  in  a  sealed  tube, 
the  result  is  a  more  fusible  paraffine, 
exactly  similar  in  its  apparent  chemi- 
cal composition,  but  much  softier  and 
more  fusible,  so  that,  in  fact,  if  the  heat 
be  continued  for  a  considerable  time, 
the  paraffine  being  still  under  pressure, 
a  perfectly  transparent  liquid  para&ue 
is  ultimately  obtained. 

In  addition  to  the  properties  which 
have  brought  it  into  such  extensive  use 
for  illuminating  i)urposes,  paraffine  has 
qualities  which  give  it  an  exceedingly 
wide  range  of  useful  applications.  It 
can  be  advantageously  used  in  oil  baths 
in  place  of  oil.  Independent  of  greater 
cleanliness,  it  can  be  heated  several 
times  and  continuously  to  572°  F. 
without  decomposition,  and  at  that 
temperature  remains  thinly-fluid  and 
clear  as  water,  so  that  the  drying  ap- 
paratuses in  the  paraffine  bath  are 
plainly  visible,  while  oil,  after  having 
been  frequently  heated,  becomes  black 
and  thickly-fluid.  As  paraffine  melts 
at  a  low  temperature,  vessels  of  glass 
containing  the  substances  to  be  dried 
can  be  jHaced  in  it  without  fear  of 
bursting.  The  vessels  used  in  the 
paraffide  bath  are  cleansed  in  the  same 
manner  as  those  in  the  oil  bath,  with 
benzole,  which  dissolves  paraffine. 

Filtering  paper  drawn  through 
melted  paraffine  will  bear  contact  with 
sulphuric  acid  for  weeks  without  being 
in  the  least  attacked  by  it.  Paraffine 
may  also  be  used  for  coating  labels  on 
vessels  containing  acids  and  alkalies. 
To  prevent  it  from  permeating  the 
paper,  rendering  the  latter  transparent, 
it  IS  recommended  to  coat  the  paper,  be- 
fore pasting  it  on  the  vessels,  with  thin 
solution  of  gum- Arabic. 

Sponges  and  papers  saturated  with 
paraffine  furnish  products  preferable 
as  regards  stability  to  those  treated 
with  wax.  It  seems  also  to  be  availa- 
ble for  preserving  fruits:  apples  and 
pears,  being  dipped  into  melted  paraf- 
fine, nave  been  kept  unchanged  under 
the  most  unfavorable  circumstances. 

For  water-proofing  wearing  apparel, 
military  equipments,  and  the  like  it  is 
much  better  tnan  rubber,  as  it  is  odor- 
less, and  does  not  become  sticky  with 
heat.    For  the  water-proofing  of  tent- 
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cloths,  groaftd-sheets  for  soldiers,  etc, 
it  has  been  found  of  great  value. 

Paraffine  is  largely  used  for  the  lin- 
ing of  casks  and  other  wooden  vessels, 
to  keep  them  sweet  and  to  prevent 
either  the  absorption  of  their  contents 
by  the  wood,  or  their  escape  through 
the  pores.  If  applied  to  beer  barrels  it 
keenp  ^em  from  becoming  musty  and 
foui;  and  by  filling  the  pores  and 
Joints  of  the  staves  it  prevents  the 
escai^e  of  carbonic  acid  gas.  Water- 
bucKets,  butter  •  firkins,  and  other 
wood&n  articles  of  domestic  use  can  be 
similarly  treated,  and,  as  the  material 
is  cheap,  easilv  obtained,  and  easily  ap- 
plied. It  may  be  tried  on  a  small  scale 
Dy  any  one. 

In  the  laundry,  paraffine  rubbed  on 
the  hot  flat-iron  imparts  a  beautiful 
gloss  to  starched  goods,  greatly  lightens 
the  labor  of  ironing,  and  leaves  no 
greasy  stain,  being  much  superior  to  the 
spermaceti  used  for  this  pur|)ose.  Dis- 
solved in  naphtha,  paranine  has  been 
applied  with  excellent  effect  to  decay- 
ing brick  and  stonework,  filling  the* 
pores  of  these  materials  and  puttine  a 
stop  to  the  destructive  action  of  uie 
weather.  Fine  wood-work  exposed  to 
the  weather  can  be  protected  in  the 
same  manner.  Instead  of  using  seal  ing- 
wax  for  the  tops  of  iMfttles,  as  good  a 
sealing  or  better,  and  with  much  less 
trouble,  is  obtained  by  dipping  the  bot- 
tles into  melted  para^ne. 

Belntontine  and  Sherwood  Oil,  For 
several  years  past  considerable  quan- 
tities of  naphtha  have  been  brought  to 
England  from  the  East  Indies  and  the 
Indian  Archipelago.  This  is  worked 
up  in  a  large  Ix)ndon  establishment  by 
distilling  it  with  superheated  steam  into 
a  light  oil  called  **  Sherwood  Oil"  and 
into  h^avy  parafiine  oils.  The  Sher- 
wood oil  resembles  benzine,  and  is  used 
as  a  solvent  of  caoutchouc  etc.  The 
heavy  oils,  purified  and  rectified,  furnish 
a  very  fine  paraffine  called  "Belmont' 
ine"  which  melts  at  140°  F.,  and  is 
therefore  especially  adapted  for  the 
manufacture  of  candles.  The  purified 
parafiine  oils  may  also  be  used  for  burn- 
ing in  lamps.  This,  like  all  other  nat- 
ural naphtha  recently  examined,  con- 
tains neither  creosote  nbr  carbolic  acid, 
which  is  a  special  a<1  vantage  the  natural 
pfodaoii  possess  over  tiie^-artifioial  tar  4 


oils  gained  fhsn  coal,  brown  coal,  and 
peat. 

A  New  Oil  from  California,  Hep- 
tane, as  this  product  is  called,  is  a  vol- 
atile oil  resembling  paraffine  oil^and  is 
gained  by  making  incisions  in  the 
trunk  of  tne  Digger  or  nut  pine  {Pinu9 
aalnnianu8)f  Rowing  on  the  lower 
ranges  of  the  Sierra  Nevada.  The  prod- 
uct IS  an  oiljf  resinous  subetonce  whieh 
by  simple  distillation  is  converted  into 
an  oil  which  is  sold  in  San  Francisco  and 
neighborhood  under  various  names,  for 
instance,  Abietine,  I7ieoline,  EraHnef 
etc.  It  is  used  for  the  same  purposes  as 
benzine  and  is  especially  well  adapted 
and  preferable  for  removing  stains  and 
cleansing  gloves,  as  it  has  an  agree-' 
able  o(K)r  resembling  that  of  the 
orange.  The  boiling  point  of  the  crude 
oil  is  only  a  few  dej^rees  above  that  of 
water,  and,  when  distilled  at  this  tem- 
iierature,  deposits  a  resinous  residue 
naving  a  strong,  penetrating  odor  of 
oranges.  The  inhaling  of  the  vapors 
of  the  oil  produces  an  effect  like  that  of 
chloroform,  allaying  pain.  This  new 
product  deserves  the  attention  of  the 
commercial  world,  as  it  can  without 
doubt  be  used  in  the  manufacture  of 
perfumeries,  and  as  a  harmless  and  suit- 
able remedy  for  certain  ailmants. 

To  Diitinguiah  Light  Oils  from. 
Crude  Petroleum  from  Light  Tar  OilsJ 


Light  Petroleum  OU 
("&ii«m«"  or  '*Beu' 
xoUne.'*) 

1.  Consists  of  hep- 
tane {Cf  IIj,)  and  its 
lioniologiies. 

2.  Heptane  contains 
84  per  cent,  of  carbon. 

3  Commences  to  boil 
at  129.2°  to  140®  F. 

4.  Specific  weight  at 
60°  F.  about  0.69  to 
0.72. 

6.  Smells  of  petro- 
lenm. 

6.  Dissolves  Iodine, 
the  solution-  being 
raq;>ben7-red. 


7.  If  brought  In  con- 
tact with  coal-tar 
pitch,  even  for  a  long 
time,  it  dissoWes  yery 
little  of  the  latter  and 
boconitts  scarcely  col- 
opad.- 


Ooal'Tar  Naphtha  or  " 
''Benzole/' 

1.  Consists   of  ben- 
zoic (Cell  e)  audita  ho-- 
niologiies. 

2.  Benzole  coBtaios 
92.3  per  cent,  of  car- . 
bpn. 

3.  Commences  to  boll ' 
at  17GO  F. 

4.  Specific  weight  at 
600  p  |ii,out  U.88. 

5.  Smellsof  coal-tar. 

6.  Dissolves  iodine, 
the  solution  being  pur- 
ple, resembling  an 
aqueous  solution  of 
permanganate  of  po- 
tassium. 

7.  DtssoWes  coal-tar 
pitch  very  eafdly,  the 
8'  i^ution  .  assuming    a  . 
deep- bro  wa.color. 
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9.  When  sbaken  in 
the  cold  with  yi  of  ito 
volume  of  melted  crys- 
tals of  pure  carbolic 
acid,  the  latter  is  not 
dissolved,  bat  forms  a 
lajflr  by  itself  separate 
irom  the  oil. 

d.  Requires  for  a 
complete  solution  at 
an  ordinary  tompera- 
tnre  '2  volinnes  of  abso- 
lute alcohol,  or  4  to  5 
volumes  of  methyl  al- 
cohol of  0.828  specific 
gravity. 

10.  Heated  with  4 
volumes  of  nitric  acid 
of  1.45  specific  gravity, 
the  latter  bcooniee 
brown,  while  the  oil  is 
but  little  attacked  and 
forms  an  upper  layer. 


8.  Can  be  mixed 
with  pure  carbolic  acid 
in  all  proportions. 


9.  Misclble  with  ab- 
solute alcohol  in  all 
proportions.  It  forms 
a  homogeneous  fluid 
with  an  equal  volume 
of  methyl  alcohol  of 
0.828  specific  gravity. 

10.  Is  entirely  mis* 
ciblewith  4  volumes  of 
nitric  acid  of  1.45  spe- 
cific gravity,  becoming 
at  the  same  time  uni- 
formly heated  and  as- 
suming a  dark-brown 
color.  A  part  of  the 
nitrobenzole  formed 
may,  on  cooling  the 
fluid,  separate  as  a  dis- 
tinct layer. 


Many  analyses  ha^e  shown  that  the 
light  petroleum  oils,  sold  under  the 
jiame  of  benzoline  or  benzine,  contain 
about  50  per  cent,  of  heptane. 

Pnictical  Purification  of  Cnide, 
Heavy  Wood'tar  Oil  and  Preparation 
of  Crude  Wood-tar  Creosote.  The 
heavy  wood-tar  oils  obtained  in  the 
distillation  of  wood  tar,  having  aspecific 
^vity  of  0.993  to  1.025,  are  collected 
in  special  vessels,  then  brought  into 
sheet-iron  tanks  and  thoroughly  mixed, 
when  they  will  show  at  an  avera^  a 
specific  gravity  of  1.015.  This  oil  is 
then  brought  into  large  vats  open  on 
the  top,  and  a  strong  smution  of  carbon- 
ate of  sodium  is  gnuiually  added,  caus- 
ing a  strong  effervescence  and  the  acetic 
acid  to  combine  with  the  soda  to  acetate 
of  sodium.  This  is  continued  until 
all  reaction  ceases,  when  the  mixture  is 
allowed  to  settle.  The  supernatant  oil 
is  then  drawn  off"  and  treated  with  cold, 
caustic  soda-lye  of  1.20  specific  gravity. 
This  is  best  accomplished  by  providing 
the  vat  with  a  stirring  apparatus  and 
agitating  the  oil  thoroughly  for  1  hour. 
It  is  then  allowed  to  stand  quietly,  and 
the  stirring  apparatus  is  removed  from 
the  vat.  To  promote  a  better  settling 
of  the  lye  it  is  advisable  to  heat  the 
fluid  towards  the  end  of  the  stirring 
e))eration  by  introducing  steam. 

The  separated  oily  parts  are  then 


drawn  off  into  another  vat,  and  again 
treated  with  cold,  caustic  soda-lye  of 
1.25,  thoroughly  agitated  by  means  of 
the  stirring  apparatus  and  allowed  to 
stand  quieUy,  using  the  above  precaa* 
tions.  The  separated  oil  is  stored  in 
special  vessels  and  finally  rectified  in  a 
clean  still  of  wrought  or  cast  iron, 
whereby  a  consideiuble  quantity  of 
light  wood-tar  oU  will  pass  over,  which 
is  added  to  the  other  light  oils.  The 
heavy  oil  is  then  treated  several  times 
with  concentrated,  caustic  soda-lye  as 
above,  to  remove  the  last  particle  of 
creosote. 

The  heavy .  wood-tar  oil,  previously 
washed  with  hot  water,  is  now  treated 
with  5  per  cent  of  concentrated  sul- 
phuric acid,  thoroughly  stirred,  and 
allowed  to  settle.  This  operation  ia 
carried  on  in  a  wooden  vat  lined  with 
lead,  stirring  for  I  to  1  hour.  The  acid 
which  has  settled  is  then  drawn  off, 
the  oil  fVeed  from  all  traces  of  acid  by 
adding  2  per  cent,  of  caustic  soda-lye 
and  washing  with  steam.  It  is  then 
distill^  in  a  copper  still,  whereby  again 
some  light  oil  passes  over,  whicn  must 
be  collected  in  a  sjpecial  receiver ;  tire 
heavy  oil  containing  paraffine,  which 
passes  over  later  on,  is  brought  into 
special  reservoirs,  where  the  paraffin* 
separates  bv  crystallizing  into  small 
laminse.  The  oil  must  for  this  purpose 
stand  at  least  for  4  weeks  in  a  cool 

glace.  The  liquid  oil  is  drawn  off  by 
meets  arranged  on  the  reservoir  at 
different  heights,,  while  the  crystals  of 
paraffine  remain  behind.  This  fluid 
oil  is  largely  composed  of  xylol,  but  is 
also  contaminated  with  eupione  and 
Kapnomor. 

The  crystals  of  paraffine  are  brought 
into  a  straw  filter,  pressed,  and  kept  to 
be  used  in  the  purification  of  paramne. 
while  the  fat  oil  which  drains  off  ana 
is  free  from  creosote  may  be  used  as  a 
lubricator  for  machines. 

The  lyes  containing  the  creosote  are 
neutralized  with  sulphuric  acid,  where- 
by the  crude  creosote  is  separated,  wh  ioh 
is  stored  away  for  preparing  creosote^ 
while  the  acid  fluids  are  evaporated  to 
dryness)  and  calcined  to  regain  the  soda 
contained  in  them. 

SeparrUing  and  Purifving  FaU.  Tho 
method  of  separating  ^e  constituents 
qf  4Uumai.#At]iaed  byihe  OkomiyigariiM 
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Manufacturing  Co.,  of  New  York,  con- 
fiists  in  mincing  the  fkt  and  introducing 
it,  together  with  its  own  weight  in  water, 
into  a  wooden  tank,  which  is  heated  by 
a  steam  coil  to  from  104°  to  122°  F., 
and  constantly  stirred.  After  2  hours 
the  oleomargarine  and  stearine  sepa- 
rate from  the  scraps  and  are  then  al- 
Ibwed  to  cool  to  separate  from  the 
water.  They  are  then  thoroughly 
worked  with  2  i>er  cent,  of  salt,  put  in 
bags,  and  subjected  to  pressure  or 
centrifugal  action  in  a  temperature  of 
59°  F.,  which  separates  the  oleomarga- 
rine from  the  stearioe,  as  the  latter  is 
not  affected  by  this  heat,  although  the 
former  is  melted  b^  it.  Afler  the  oleo- 
margarine has  again  congealed,  it  may 
be  worked  a  second  time  with  salt  to 
separate  the  last  traces  of  water. 

2b  Remove  Sulphuric  Add  and  Snl" 
phur  Adhering  to  Mineral  Oils  after 
xlejiningy  Ferutz  uses  finely-pulvenzed 
dry  calcium  hydrate  and  40  per  cent, 
of  soda-lye.  The  quantities  bv  weight 
to  be  used  can  be  determined  after  a 
few  distillations,  but  can  also  be  ascer- 
tained by  an  experiment  on  a  small 
scale.  Tlie  process  is  as  follows :  As 
soon  as  the  lK>iler  is  filled  the  powdered 
lime,  about  ^  to  1  per  cent.,  is  added 
and  the  fire  started,  while  a  work- 
man mixes  the  powder  with  the  oil  by 
means  of  a  wooden  implement.  As 
soon  as  the  oil  has  been  mixed  for  i 
hour,  40  per  cent,  of  soda-lye  is  added, 
mixed  for  \  hour,  and  the  l>oiler  closed. 
Petroleum,  containing  many  oils  with 
a  low  boiling  point,  must  be  mixed 
while  cold,  or  treated  with  the  alkalies 
in  a  mixing  apparatus  hermetically 
closed,  and  then  pumped  or  forced  into 
the  boiler.  The  sulphur  combinations 
in  the  mineral  oils  are  decomposed  by 
the  added  alkaline  hydrates  during  the 
high  temperature  prevailing  in  the  last 
stage  of  the  distillation,  and  remain 
mostly  sodium  sulphide  or  calcium  sul- 
phide. If  the  asphaltum  can  be  util- 
ized it  is  advisable  to  distil  onl  v  to  the 
formation  of  asphaltum,  but  if  not,  to 
finish  distilling  in  horizontal  retorts. 
This  method  will,  it  is  claimed,  give  5 
to  10  per  cent,  more  of  pure  white 
illuminating  oil  than  any  other.  The 
oil  has  an  agreeable  ethereal  odor ;  the 
heavy  paraffine  oils  have  a  light  yel- 
lowish color  shading  finally  slightly 


into  green,  and  are  entirely  free  from 
chrysene  and  pyrene. 

Coal-tar  Varnish  Oil,  The  second 
distillate  pissing  over  in  purifying 
crude,  light  coal-tar  oil,  having  a 
specific  gravity  of  0.850  to  0.890,  and 
also  the  first  distillate  gained  in  purify- 
ing crude,  heavy  coal-tar  oil^  are  used 
for  manufacturing  varnish  oil.  The  2 
distillates  combined  show  a  specific 
gravity  of  0.900.  Place  about  200 
pounds  of  this  in  a  holder  lined  with 
lead,  add  1  pound  of  chromate  of 
potassium,  8i  ounces  of  pyrolusite, 
and  about  4  pounds  of  sulphuric  acid, 
stir  constantly  for  1  hour,  then  let 
the  mixture  stand  quietly  for  a  few 
hours,  and  draw  off  the  oil,  w^hich  has 
assumed  a  dark  color,  while  many 
resinous  substances  remain  with  the 
acid  upon  the  bottom  of  the  holder. 
First  wash  the  oil  with  warm  water, 
then  add  2  per  cent,  of  caustic  soda-lye 
of  5°  Beaum6,  stir  thoroughly  and 
allow  to  stand  quietly  for  a  few  nours, 
during  which  many  impurities  and 
resinous  substances  are  removed  by  the 
lye.  Repeat  this  operation  once  more, 
using  only  8i  ounces  of  chromate  of 
potassium,  4  ounces  of  pyrolusite,  and 
2  pounds  of  sulphuric  acid.  The  oil  is 
again  washed  and  freed  from  acid  with 
2  per  cent,  of  caustic  soda-lye  of  5°  B. 
After  allowing  it  to  stand  for  some  time 
the  clear  oil  is  brought  into  a  copper 
still,  and  distilled  at  first  with  a  moaer- 
ate  fire.  Some  benzole  passes  over 
first,  which  is  removed,  and  then  the 
varnish  oil  having  aspecafic  gravity  of 
0.880.  It  is  clear  as  water,  has  a 
slightly  aromatic  but  not  disagreeable 
smell,  and  does  not  turn  yellow  on  ex- 
posure to  the  air.  It  is  an  excellent 
solvent  for  resins  and  fatty  substances, 
especially  when  it  is  once  more  rectified 
with  double-rectified  oil  of  turpentine. 

(For  Varnishes,  Printing-ink,  and 
Lubricants  prepared  with  this  oil  see 
under  the  respective  headings.) 

Process  of  Producing  Heavy  Coal-tar 
Oil  in  England,  Place  the  crude, 
heavy  oil  in  large  cast-iron  stills  ana 
introduce  superheated  steam  until  the 
oil  passing  over  has  a  specific  gravity 
of  0.91.  Then  shut  off  the  steam  and 
distil  with  fire  under  the  apparatus, 
wherebjr  water  and  heavv  coal-tar  oil 
are  obtained^  continuing  the  distillation 
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until  the  oil  has  a  specific  gravity  of 
0.99.  The  residue  in  the  still^,  consist^ 
ing  priocipally  of  asphaltum  pitch,  is 
run  off  and  sold  as  asphaltum.  The 
crude,  heavy  coal-tar  oil  is  now  further 
refined  by  mixing  it  intimately  with 
sulphuric  acid  in  the  proportion  of  100 
gallons  of  oil  to  15  gallons  of  acid,  in  a 
vat  lined  with  lead.  The  mixture  is 
allowed  t«)  cool  and  settle ;  the  clear 
fluid  is  then  drawn  off  into  another 
vessel,  and  to  every  100  gallons  of  oil 
are  added  10  gallons  of  caustic  soda-lye 
of  1.35  specific  gravity.  Stir  the  whole 
thoroughly  for  1  hour,  then  allow  it  to 
settle,  draw  off  the  clear  fluid,  and 
rectify  this  until  the  oil  passing  over 
has  a  specific  gravity  of  0.94.  The  oil 
is  then  conveyed  into  a  smaller  still 
and  distillation  continued  until  the 
contents  of  the  still  are  exhausted. 
The  oil  obtained  is  treated  with  dry 
ammoniacal  gas,  whereby  naphthaline 
is  deposited,  then  filtered  through  a 
bag,  tne  filtrate  forming  the  purified, 
heavy  coal-tar  oil.  The  lighter  coal- 
tar  oil,  having  a  specific  gravity  of  0.91, 
is  compounded  in  another  distilling  ap- 
paratus with  2  pounds  of  burned  lime 
to  1  gallon  of  oil,  then  allowed  to 
stand  for  some  time,  and  finally  dis- 
tilled. The  product  will  be  a  more 
volatile  oil,  which  can  be  rectified  by 
means  of  superheated  steam,  and  used 
together  with  varnish  oil. 

Manufacture  of  Yellow  Shoemaker's 
Wax  from  Purified  Coal-tar  Oils, 
Melt  400  pounds  of  rosin  in  a  cast-iron 
boiler  over  a  moderate  fire,  add  grad- 
ually 40  pounds  of  purified,  heavy  rosin 
oil  and  a  like  quantity  of  purified,  heavy 
coal-tar  oil  free  from  creosote,  and  con- 
tinue boiling  over  a  moderate  fire  until 
a  sample  taken  from  the  boiler,  on  cool- 
ing, can  be  kneaded  and  drawn  between 
the  fingers.  Now  let  the  mixture  cool, 
and,  while  it  is  in  a  liquid  state,  add  a 
.  mixture  of  20  pounds  each  of  cnrome- 
yellow  and  chalk,  mix  thoroughly  and 
pack  the  pitch,  which  is  now  com- 
mercial shoemaker's  pitch,  in  boxes. 

Manufacture  of  Blacksmith^s  Pitch 
from  Coal-tar.  The  coal-tar  from  gas- 
works, where  the  tar,  for  the  purpose  of 
freeing  it  as  much  as  possible  from  vola- 
tile oils,  is  allowed  to  run  back  once 
more  into  the  retorts,  is  used,  or  if  this 
cannot  be  had,  the  volatile  oils  must 
17 


first  be  expelled  from  more  thinly-fluid 
tar.  The  tar  is  brought  into  a  large 
distilling  apparatus  with  outlets  in  tne 
bottom,  and  the  light  as  well  as  the 
heavy  oils  are  distilled  off  so  that  finally 
naphthaline  vapors  p^  over.  The 
cooling  water  is  then  drawn  off  from  the 
condensing  tubes,  as  otherwise  the  naph- 
thaline vapors  would  condense  and 
choke  them  up.  Frpm  100  parts  of 
coal-tar  are  drawd  off  4  per  cent,  of 
aqua-ammonia,  3  per  cent,  of  light 
crude  oil,  and  15  per  cent,  of  oil  con- 
taining naphthaline,  the  residue  con- 
taining 48  per  cent,  of  pitch,  there  being 
a  loss  by  distillation  of  5  per  cent  The 
pitch  is  very  solid,  of  a  conohoidal 
fracture^  and  black-grayish  color.  It 
is  principally  used  to  provide  hot  iron 
with  a  glossy  layer  to  protect  it  gainst 
rusting. 

Testing  Oils,  MaumeiU  has  invest!* 
gated  all  the  different  methods  of  t6st* 
mg  oils  in  regard  to  their  purity,  and 
found  that  accurate  results  can  only  be 
obtained  with  sulphuric  acid..  He  pro- 
ceeds as  follows :  Fifty  grammes  oi  oil 
are  placed  in  a  graduated  cylinder 
capable  of  holding  150  cubic  centi- 
meters. The  temperature  of  the  oil  is 
then  ascertained,  and  10  cubic  centi- 
meters of  concentrated  sulphuric  acid 
are  gradually^  added  from  a  pipette  and 
intimately  mixed  with  the  oil  by  stir- 
ring for  a  few  minutes,  and  with  a  ther- 
mometer the  maximum  degree  of  heat 
is  noted. 

The  temperature  of  60  grammes      will  rise 

ofpure  olive  oil  .    .     .  420  C.     (lor.eoF.) 

ofpino-eeedoil    .    .    .  43°  C.     (109.40  F. 

of  castor-oil     ....  47®  C.     (llG.f)®  F.J 

ofhorse-footoU  .     .    .  61.6°  C.  (124. 7°  F.) 

of  oil  of  bitter  almonds  52^  C.     (126.6°  F.) 

of  oil  of  sweet  almonds  52.6°  C.  (Ud.fP  F.) 

of  rape-seed  oil    .    .    .  67°  C.     (134.60  F.) 

ofbeech-nat  oil  .    .    .  es®  0.     (149°    F.) 

of  peanut  oil  ....  67°  C.     (162.60F.) 

of  sesame  oil   .    .     .    .  68©  C.     (154.40  F.) 

of  hemp  oil      ....  98©  0.     (208.4°  F.) 

of  nut  oil 101°  C.   (213.8°  F.) 

ofood-llveroil     .     .     .  102°  C.   (215.6°  F.) 

of  linseed  oil  ....  103°  G.  (217.4°  F.) 


Oil-paintings.  IIow  to  Cleansb, 
Pack,  and  Varnish  them,  and 
TO  Restore  Gilt  Work. 

To  Cleanse  Oil-paintings,    The  very 
important  knowledges  how  to  properly 
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clean  oi1>paititings  is  unfortunately  lit- 
tle understood  by  those  who  follow  it 
professionally,  their  manipulations  do- 
iiig  often  more  injury  than  benefit. 
The  various  substances  with  which  the 
colors  may  be  contaminated,  and  the 
variety  of  ingredients  composing  the 
varnish  coated  upon  paintings,  demand 
correspondingly  suitaole  treatment.  We 
can  only  give  a  few  hints  as  to  the  best 
means  of  removing  stains,impurities,etc. 
A  simple  spirit  varnish  is  easily  re- 
moved, but  in  other  cases  it  can  never 
be  done  without  serious  dauber  to  the 
]>ainting,  and  for  this  reason  it  is  of  the 
utmost  importance  to  know  whether 
the  varnish  is  such  as  can  be  removed 
without  injury. 

1.  Water  removes  many  slimy  and 
sticky  substances,  and  contaminations 
originating  therefrom,  when^  for  in- 
stance, sugar,  honey,  glue,  isinglass, 
eum-Arabic,  white  of  egg,  etc.,  have 
been  applied  to  the  painting. 

2.  Olive  Oil  or  Butter  removes  many 
stains  and  impurities  which  resist  soap; 
it  dissolves  pitch,  rosin,  and  similar 
bodies  which  would  recjuire  spirit  of 
wine  or  oil  of  turpentine.  It  can  be 
freely  used^  as  it  has  no  effect  whatever 
upon  the  oil  of  the  painting. 

3.  Wood-ash  or,  what  is  still  more 
effective.  Potash  dissolved  in  water  is 
an  excellent  solvent  for  many  im- 
purities; but  it  must  be  used  with  the 
greatest  care,  as  it  easily  attacks  the  oil 
of  the  painting  when  not  coated  with 
varnish.  But  the  use  of  it  and  of  soap 
is  frequently  unavoidable,  as  they  are 
the  only  substances  which  can  be  used 
for  certain  purposes. 

4.  Soap  possesses  the  same  qualities 
as  the  above,  but  as  it  easily  forms  a 
combination  with  the  oil,  its  use  is  still 
more  risky.  It  must  therefore  only  be 
used  in  cases  where  nothing  else  will 
dissolve  the  stains,  and  then  only  with 
the  greatest  care. 

5.  Spirit  of  wine  dissolves  all  resins, 
therefore  it  must  be  used  to  remove 
resinous  varnishes ;  but  it  attacks  also 
the  oils  and  softens  them  that  they^  easily 
rub  off.  Oil  of  turpentine  dissolves 
some  resinous  varnishes,  and  many 
stains  can  only  be  removed  by  its  use, 
which  must  be  done  with  great  care,  as 
it  acts  very  quickly  upon  the  dry  oil 
of  tibie  painting. 


6.  Oil  of  Lemon  is  still  more  power- 
ful than  oil  of  turpentine,  and  should 
only  be  used  if  the  stains  resist  all 
other  means. 

Oils  of  Lavender  and  Itosemary,  as 
well  as  other  ethereal  oils,  are  as  pow- 
erful solvents  as  oil  of  lemon,  but, 
being  rather  expensive,  are  seldom 
used. 

If  a  painting  coated  with  a  vami^ 
consisting  of  gum-Arabic.  albumen,  or 
isinglass  is  to  be  deansea,  the  varnish 
must  always  be  removed.  This  can  be 
easily  recognized  if,  on  moistening  a 
part  of  the  paintin]^,  the  surface  feels 
slimy.  The  painting,  if  such  is  the 
case,  frequently  becomes  clean  by  re- 
moving the  varnish,  which  is  done 
with  hot  water  and  a  sponge,  placing 
the  painting  in  a  horizontal  position. 
The  water  can  be  nearly  boiling  hot 
and  freely  used  until  the  varnish  begins 
to  soften,  but  then  cooler  water  and  in 
smaller  quantities  must  be  taken.  In 
case  the  varnish  should  adhere  too 
tenaciously  to  be  removed  with  a 
sponge,  it  may  be  rubbed  with  a  woollen 
cloth,  which  should  be  frequently 
wrung  out  and  dipped  in  fresh,  warm 
water. 

If  it  is  found  by  the  above  test  that  the 
varnish  consists  of  gum  resins,  or  other 
substances  not  soluble  in  water,  it  is 
best  to  use  spirit  of  wine  or  oil  of 
turpentine.  But  if  anj^  stains  remain 
behind,  the  painting  is  rubbed  with 
warm  olive  oil  or  butter.  The  rubbing 
is  continued  when  it  is  found  that  some 
parts  begin  to  feel  smeary,  or  the  im- 
purities combine  with  the  oil.  The 
oil,  on  becoming  dirty,  is  removed,  and 
fresh  applied  until  the  stains  have  dis< 
appearea,  the  excess  of  oil  being  then 
wiped  off  with  a  woollen  cloth.  Should 
the  painting  require  further  cleansing^ 
recourse  must  be  had  to  a  solution  of 
wood-ash  or  potash  prepared  as  fol- 
lows :  Dissolve  2  parts  of  potash  in  ^ 
of  water,  or  pour  4i  parts  of  water 
over  2  of  wood-ash ;  let  the  mixture 
stand  for  i  day,  stirring  frequently. 
When  the  eartHy  part  of  the  ash  has 
settled,  pour  off  the  clear  fluid  and 
evaporate  it  to  h  of  its  volume.  Heat  the 
lye  somewhat  and,  with  a  cloth  dipped 
in,  rub  the  stains  until  they  disappear. 
Should  the  effect  of  the  lye  be  only  to 
attack  the  stain  without  entirely  re- 
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moving  it,  Roap-boiler's  lye  may  be 
tried,  but  with  the  utmost  caution,  and 
immediately  using  water  when  the 
stain  disappears.  There  is  less  danger 
if  there  is  a  thick  coat  of  varnish  upon 
the  painting,  and  in  such  a  case  it  is 
frequently  possible  to  clean  the  paint- 
ing entirely  and  without  injuring  it, 
by  washing  freelv  with  wood-ash  lye  or 
weak  soap-boilers  lye. 

Should  the  stains  resist  all  the  means 
mentioned  above^  spirit  of  wine  must 
be  tried,  or,  if  this  fails,  oil  of  turpen- 
tine, and,  as  a  last  resource,  oil  of 
lemon.  The  stains  only,  and  no  other 
part  of  the  painting,  must  be  gently 
rubbed  with  a  linen  cloth  moistened 
with  the  solvent,  and  rubbing  must 
cease  at  once  in  case  it  is  noticed  that 
the  solvent  attacks  the  colors. 

After  rubbing  a  short  time,  immedi- 
ately apply  olive  oil  to  the  stain,  in 
case  oil  of  turpentine  or  oil  of  lemon 
is  used  as  a  solvent,  and  water 
if  spirit  of  wine,  mopping  it  up  with 
a  woollen  cloth ;  frequently  the  oper- 
ation will  have  to  be  repeated. 

If  the  painting  is  coated  with  a  var- 
nish composed  of  substances  not  solu- 
ble in  water,  and  remains  dirty  after 
a  careful  application  of  the  mentioned 
means,  or,  as  happens  frequently,  be- 
comes clouded,  it  will  be  necessary  to 
remove  the  varnish.  This  is  done  in 
the  following  manner :  Lav  the  paint- 
ing upon  a  table  and  thoroughly 
moisten  the  surface  with  a  sponge 
dipped  in  spirit  of  wine,  rubbing  very 
gently.  After  thus  treating  the  entire 
surface  for  a  few  minutes,  pour  cold 
water  over  it,  which  will  remove  the 
spirit  of  wine  and  also  the  varnish  dis- 
solved by  it.  All  rubbing  or  force 
must  be  strictly  avoided,  as  this  would 
inevitably  iniure  the  painting.  This 
operation,  wnen  the  painting  is  drv. 
may,  if  necessary,  be  repeated.  Ir 
paintings  with  an  old  coat  of  varnish, 
consisting  generallv  of  gum  resins  ana 
)inseedoil.  cannot  be  sufficiently  cleaned 
in  this  manner,  no  other  means  are 
available.  Sued  varnish,  to  be  sure. 
can  be  somewhat  reduced  by  rubbing 
the  surface  with  oil  of  lemon  and  then 
gently  with  olive  oil,  but  this  requires 
the  greatest  care,  and,  as  the  colors  of 
the  painting  generally  suffer  injury, 
is  always  risky. 


To  Remove  a  Painting  from  the  Old 
Canvas  and  Transfer  it  to  a  New, 
Paste  several  sheets  of  paper  over  the 
painting;  then  take  it  out  of  the  frame 
and  place  it,  paper  side  down,  upon  a 
level  table.  Now  moisten  the  canvas, 
but  not  too  much,  with  a  sponge  dip|iea 
in  water,  till  it  can  be  detached.  Com- 
mence on  one  corner,  rolling  the  can- 
vas up  and  continuing  to  moisten  it, 
until  it  is  entirely  removed.  Apply 
strong  glue  or  paste  to  the  back  oi  the 
painting  and  tne  new  canvas,  lay  the 
latter  upon  the  back  of  the  painting 
and  rub  with  a  roller  until  both  are 
joined.  When  thoroughly  dry,  eare- 
niUy  remove  the  paper  by  moistening 
it,  cleanse  the  painting  from  the  glue, 
and  coat  it  with  Dutch  varnish  pre- 
pared as  follows:  Take  a  flask  large 
enough  to  be  filled  about  §  by  the  foP 
lowing  ingredients:  Eight  parts  of  se- 
lectea  white  mastic  in  grains,  2  of 
Venetian  turpentine  boiled  hara,  i  of 
elemi  and  30  of  pure  oil  of  turpentine. 
Cover  the  flask  with  a  piece  of  perfor- 
ated bladder  and  place  it  in  a  water- 
bath  until  all  are  dissolved,  shaking 
it  frequently.  When  cold  strain  the 
varnisn  through  a  clean  linen  cloth. 

How  to  Pack  Oil-paintings  for 
Transportation,  Take  the  painting 
from  the  frame  and  carefully  place 
upon  the  painted  side,  raw  cotton,  silk 
wadding,  thin  flannel,  or  similar  ma- 
terials, and  roll  it  into  a  cylinder,  tak- 
ing care  not  to  make  the  diameter  too 
small. 

To  Paste  an  Oil- painting  upon 
Wood^  use  cabinet-raaKers'  glue,  or  a 
compound  of  Greek  pitch  and  wax  ;  or 
prepare  a  paste  from  flour  and  a  little 
garlic  crushed  in  water. 

To  Cleanse  Beef^s  Gall  to  he  Used 
as  a  Varnish  on  Paintings,  etc.  Boil 
in  a  porcelain  dish  45  parts  of  beet 's 
gall  with  water,  and  then  add  2  parts 
of  powdered  alum.  Stir  the  mixture 
for  i  hour,  and.  when  cold,  filter. 
Then  add  to  the  gall,  which  is  now 
entirely  decolorized,  i  part  of  anhy- 
drous spirit  of  wine,  let  the  mixture 
stand  for  2  davs,  and  then  pour  ofl*  the 
supernatant  clear  fluid,  while  the  alum 
in  the  form  of  small  crystals  remains 
on  the  bott4)m  of  the  vessel. 

Cleansing  and  Lacquering  of  Oil- 
paifUings.    Mix  1  part  of  spirit  of  aal- 


200 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


aramoniac  and  12  of  water,  and  rab 
the  uaiiitiug  with  a  soft  8}K)nge  moist- 
ened with  the  mixture.  For  lacquering 
dissolve  1  part  of  choice  mastic  in  2 
of  pure  beuxiue,  and  filter  the  solu-. 
tion. 

7b  Cleanse  and  Renovate  the  Gold 
and  Framework  of  Old  A  Itars.  Cleanse 
first  the  lustre  gold  by  rubbing  it 
gtMitlv  first  with  a  fine  sponge  slightly 
moistened  with  oil  of  tartar,  and  then 
with  a  sponge  dipped  in  alcohol,  which 
will  remove  all  the  dirt.  Dead  gilding 
is  carefully  wiped  with  a  white  flannel 
cloth  dipped  in  soap-boiler's  lye,  and 
then  quickly  dried  with  a  fine  linen 
rag,  vmich  will  make  the  gilding  ap- 
])ear  like  new. 

For  Cleansing  the  Framework  from 
dirt,  prepare  a  lye  bv  dissolving  1 
ounce  of  calcined  potash  in  l^  pints  of 
water  and  wash  the  parts  to  be  cleansed 
withaspongedippeainthesolution.and 
immediately  afterward  wipedrv  with 
another  spou<^e,  which  will  make  the 
work  appear  like  new.  Then  varnish 
the  work  with  an  amber  varnish  pre- 
pared as  follows:  Introduce  8^  ounces 
of  amber  in  pieces  into  an  iron  pot 
about  5  inches  high  and  coated  outside 
•  1  inch  thick  with  potter's  clay.  Pour 
2  fluid  ounces  of  turpentine  over  the 
amber  and  melt  the  whole  over  a 
moderate  coal  fire.  Then  add  grad- 
ually and  with  constant  stirring  4}  fluid 
ounces  of  hot  linseed-oil  varnish  and  1 
pint  of  oil  of  turpentine,-  and  the 
varnish  is  ready  for  use. 

To  Repair  Lustre  Gilding  on  Altai's. 
In  cleansing  altars  the  gold  work  is 
frequently  rubbed  ofl*  on  the  raised 
parts,  while  that  in  the  depressions  re- 
mains uninjured.  The  injured  parts 
are  repaired  in  the  following  manner: 
Melt  white  wax,  Venetian  turpentine, 
and  a  little  soap  over  a  moderate  coal 
fire  and  apply  the  compound  to  the  in- 
jured places  with  a  brush.  After  one 
hour  lay  on  the  gilding,  which  will  be 
far  more  beautiml  than  when  laid  on 
size. 

To  Restore  Silver  on  Altars  and 
Tabernacles,  Prepare  a  solution  of  1 
ounce  of  Peruvian  balsam  in  1  pound 
of  alcohol,  and  with  a  sponge  dipped  in 
the  mixture  rub  quickly  over  the  sur- 
face, and  wash  immediately  afterwards 
with  a  sponge  moistened  with  fresh 


well  water,  and  then  dry  with  a  clean 
linen  dotn.  If  the  silver  is  rubbed 
off  anywhere  proceed  in  the  same  man- 
ner as  given  for  repairing  gilding. 


Paints  and  Piombntb.  Grinding 
AND  Mixing  Colojeus.  Graining. 
Imitation  of  Marbles.  Paints 
AND  Washes  fob  Various  Pur- 
poses, ETC. 

Grindinig  Colors,  Although  this 
work  has  in  great  measure  been  super- 
seded by  the  iron  paint-mill  and  the 
introduction  of  ground  colors  put  up 
in  tin  boxes,  many  painters,  either 
from  prejudice  or  other  causes,  grind 
their  own  colors.  This  process  is  per- 
formed on  a  stone  by  the  aid  of  a  mul- 
ler.  The  stone  is  generally  a  slab  of 
white  or  black  marble  or  porphyry 
with  a  perfectly  smooth  surface,  and 
the  muller  a  stone  or  glass  pestle  with 
a  smooth,  flat  bottom.  A  small  quan- 
tity of  the  dry  color,  previously 
pounded  and  sifted,  is  placed  on  the 
stone  and  moistened  with  a  little  oil 
and  the  muller  worked  over  it  in  a  cir- 
cular direction.  The  materials  are 
gradually  worked  out  towards  the  edge 
of  the  stone,  from  whence  they  must 
be  removed,  and  also  from  the  sides  of 
the  muller,  with  a  spatula  or  palette 
knife.  All  colors  containing  arsenic 
ai-e  injured  by  contact  with  steel,  so 
that  the  painter  should  have  an  ivory 
or  horn  Knife,  called  a  "  voider,"  to  re- 
move the  ground  paint  from  the  stone. 
The  paint,  before  it  is  removed,  should 
be  perfectly  smooth  and  free  from  grit. 

Brushes,  Either  round  or  flat  brushes 
are  used.  The  latter  are  used  princi- 
pally in  varnishing  and  in  graining. 
Smaller  surfaces,  such  as  mouldings, 
are  painted  with  " sash-tools^**  which 
are  an  intermediate  size  between  the 
large  brushes  and  "  fitches,**  The  lat- 
ter are  very  small  brushes,  bound  with 
tinned  iron  instead  of  string. 

The  first  process  in  painting  wood- 
work is  that  of  "knotting.**  As  the 
knots  in  a  piece  of  wood  generally 
present  the  ends  instead  of  the  side  of 
the  grain  to  the  eye,  it  is  necessary  to 
give  the  knots  an  additional  coat  of 
paint,  which,  by  filling  up  the  pores, 
shall  leave  the  surface,  fit  to  present  a 
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solid  and  nniform  appearance  when 
painted.  The  knotting  is  made  of  red 
lead,  litharge,  and  boiled  oil,  or  spirits 
of  turpentine.  When  the  knotting  is 
dry  the  first  coat,  called  "priming" 
is  laid  on.  This  is  in  almost  all  cases 
white  lead.  The  priming  is  made 
thinner  than  any  of  the  subsequent 
coats.  When  the  priming  is  dry 
the  nail-holes  and  other  depressions  are 
filled  with  putty,  and  the  whole  is  well 
dusted.  The  second  color  is  then  given, 
which  has  the  usual  consistency  of  oil 
paint.  As  a  general  rule  the  prepara> 
tory  coats  of  paint  are  white,  whatever 
the'  finishing  color  is  to  be.  When  old 
work,  or  that  which  has  been  previ- 
ously painted,  is  to  be  repainted,  care 
must  be  taken  that  all  grease  ana  dirt 
are  removed  from  the  paint  before  the 
new  is  applied.  For  this  purpose  it 
should  be  washed,  if  necessary,  with 
water  containing  soda  or  pearl-ash,  or 
the  greasy  parts  should  be  cleansed 
with  turpentine.  If  roughness  exists 
on  the  surface  of  the  old  paint  it  is 
necessary  to  rub  it  down  with  pumice- 
stone  or,  in  extreme  cases,  to  burn  off 
the  paint.  The  manner  of  using  the 
brush  is  an  art  which  practice  alone 
will  give.  Sometimes  long  strokes  of 
the  brush  are  desirable;  at  others 
shorter  strokes,  or  a  kind  of  dabbing, 
are  necessary,  especially  for  ornamental 
work. 

Graining,  Almost  all  wood  whose 
grain  is  of  a  fanciful  or  elegant  pat- 
&rn,such  as  oak,  mahogany,  bird's-eye 
maple,  satin-wood,  black  walnut,  rose* 
wood,  etc.,  may  be  imitated.  The  princi- 
ple of  imitation  is,  that  a  ground  shall 
be  laid  on  nearly  the  same  tint  as  the 
lightest  parts  of  the  wood  to  be  imi- 
tated, and  which  color  is  ground  in  oil. 
On  this,  when  dry,  is  laid  a  thin  coat- 
ing of  a  transparent  color,  which  is 
mixed,  not  with  oil,  but  with  t>eer;  and 
which  is  so  treated  with  a  comb  or 
other  implement  as  to  yield  a  resem- 
blance to  the  grain  of  the  wood  to  be 
imitated.  After  this  is  dry  the  darker 
parts  are  put  m  with  a  small  brush  or 
pencil,  in  such  places  and  in  such 
quantities  as  may  oe  deemed  advisable. 
The  whole,  when  dry,  is  then  varnished 
once  or  twice. 

Oak,  This  is  frequently  used  for  ex- 
terior work,  such  as  street  doors,  etc.. 


and  is  done  in  oil  as  follows :  For  the 
ground  or  last  coat  of  paint  previous  to 
the  graining  color,  rotten  stone  and 
white  lead,  mixed  with  oil  to  a  tint 
similar  to  the  lightest  parts  of  oak  is 
used.  On  this  is  laid  a  thin  coat  of  the 
"  megilp  '  or  graining  color,  which  is  a 
mixture  of  rotten  stoue,  sugar  of  lead, 
and  wax.  In  a  few  minutes  the  grain- 
ing comb  is  drawn  along  the  wet  sur- 
face in  a  waving  line,  by  which  an 
effect  is  produced  similar  to  the  grain 
of  the  wood.  A  piece  of  leather  is  now 
wrapped  round  the  end  of  the  fin^r,  or 
of  a  stick,  and  with  it  the  paint  id 
wi()ed  off  in  little  patches,  8))ots  or  lines, 
in  imitation  of  the  light  spots  seen  in 
oak.  To  remove  the  appearance  of 
hardness,  a  dry  brush  is  dabbed  over  it, 
by  which  a  softening  effect  is  produced. 
When  the  graining  color  is  dry,  the 
dark  veins  are  imitated  by  putting  on  a 
little  Vandyke  brown,  ground  in  ale. 

To  imitate  oak  in  distemper,  use  the 
same  ground  as  for  oil  and  apply  with 
a  brush,  the  graining  color  composed 
of  raw  and  burned  umber,  and  Van- 
dyke brown  ground  in  beer.  The  grain- 
ing is  effected  with  tools  made  on  pur- 
pose called  "veining  brushes.''  The 
light  and  dark  patches,  veins,  etc.,  are 
produced  in  much  the  same  way  as  in 
the  former  instance.  When  the  whole 
is  dry,  it  is  varnished,  both  for  the  sake 
of  producing  a  ^loss,  and  for  durability, 
since  the  graining  color,  being  mixed 
with  beer,  is  not  of  a  permanent  nature, 
and  requires  varnish  to  preserve  it. 

Mahogany,  Use  a  mixture  of  Vene- 
tian red,  white  lead,  and  a  little  crim- 
son lake  as  a  ground,  and  apply  a  thin 
coat   of  Vandyke   brown,  or   sienna, 

§  round  in  beer  as  a  graining  color,  and 
ab  it  with  a  sponge  to  produce  the 
light  parts.  A  badger  hair  brush  is 
then  drawn  lightly  across  the  light  and 
dark  parts,  by  which  the  edges  of  di  vis- 
ion  between  them  are  softened.  When 
this  is  dry,  the  deeper  tints  of  the  veins, 
knots,  etc.,  are  put  in  with  a  darker 
shade  of  Vandyke  brown,  and  the 
whole  again  softened  with  the  badger 
hair  brush. 

Rosewood,  This  requires  a  brilliant 
ground.  A  mixture  of  vermilion,  take, 
and  flake  white  is  used  tor  the  purpose. 
The  graining  material  is  a  more  opaque 
and  solid  Vandyke  brown  than  is  used 
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for  mahogany.  This  must  be  laid  on  in 
a  peculiar  way.  so  as  to  imitate  the  re- 
mat  kable  contortioud  of  veins  so  fre- 
(^^uently  observed  in  rosewood.  The 
light  and  dark  patches,  veins,  knots, 
etc.j  are  produced  in  the  same  manner 
as  in  mahogany,  but  with  a  careful 
attention  to  the  distinctive  character  of 
the  two  kinds  of  wood. 

Satin  Wood.  The  ground  is  the  same 
as  for  oak.  The  graining  color  is  Ox- 
ford ochre  ground  in  ale,  and  is  laid  on 
in  a  thin  coat.  This  is  dappled  by  let- 
ting a  sponge  fall  on  various  parts  of 
it,  by  which  }>ortions  of  the  color  are 
taken  off.    The  edges  of  these  dappled 

})atches  are  then  softened  with  a  badger 
lair  brush.  When  this  coat  is  dry  a 
flat  graining  brush  is  dipped  in  umber 
and  sienna  ground  in  ale,  and  is  drawn 
over  the  work  in  a  waving  direction, 
by  which  a  softened  grain  is  produced. 

Maple  requires  the  same  ground  and 
nearly  the  same  graining  colors  as 
satin  wood ;  the  principal  point  of  differ- 
ence being  in  the  course  and  nature  of 
the  grain,  veins,  etc. 

Walnut,  Yellow  ochre,  umber,  and 
white  are  used  for  the  ground,  and  the 
graining  color  for  dark  veins,  etc.,  is 
raw  umber. 

Imitation  of  Marble.  This  is  accom- 
plished in  a  very  similar  manner  to 
that  of  woods,  a  study  of  the  natural 
appearance  of  marbles  being  the  only 
way  to  acquire  a  knowledge  of  the  best 
modes  of  imitating  them. 

Green  Marble.  The  ground  is  white 
lead,  some  yellow  and  blue.  When 
dry  it  is  pumiced  and  lightlv  glazed 
with  oil  varnish  a  shade  darker  than 
the  ground.  The  patches  are  then 
dabbed  in  with  some  black  and  Paris 
yellow;  the  veins  are  painted  white, 
and  the  whole  softened  bv  a  peculiar 
mode  of  handling  the  badger  hair 
brush,  called  by  the  painters  "scum- 
bling." 

Dove-colored  Marble  has  a  ground 
of  light  lead  color.  Florentine  marble 
has  a  ground  of  white,  Indian  red,  and 
black  mixed  together ;  Sienna  marble 
a  ground  of  yellow  ochre.  In  all  these 
cases  the  veins  must  be  put  in  with 
such  colors  as  will  most  successfully 
imitate  the  patterns  of  the  original 
marbles. 

Beceiptsfor  Colors,  American  Green, 


Grind  and  mix:  White  1  part,  yellow 
ochre  i,  lampblack  it,  Berlin  blue  A. 

Apple-green,  Grind  and  mix :  Min- 
eral green  1  part,  chrome-vellow  \. 

Apple-green  {Lighter  Snade),  Min- 
eral green  and  white  each  1  part,  chrome- 
yellow  A. 

Apple-green  ( Very  Light  Shade), 
Chrome-yellow  1  part  and  Berlin 
blue  sV 

Aurora,  Mix  chrome- yellow  1  part 
with  vermilion  ^. 

Azure-blue,  White  1  part  and  Berlin 
blue  liff. 

Blue  {CornjUyiJDer).  White  1  part, 
Berlin  blue  ^,  and  some  lac  varnish. 

Bluish-white.  Grind  very  fine  1 
part  ot  white  lead  or  zinc  white,  and 
add  xh  ot  Indigo. 

Bremen  Green.  Mix :  White  1  part, 
chrome-yellow  ^,  Berlin  blue  and  lamp- 
black each  iV. 

Chamois.  White  1  part,  chrome- 
yellow  lAf,  vermilion  ^. 

Cherry-red.  Grind  and  mix :  Cinna- 
bar 1  part  and  lac  varnish  |. 

Chestnut-brown.  Prussian  red  1 
part,  lampblack  ^,  and  cinnabar  tV(. 

Crimson.  Mix  vermilion  and  car- 
mine lake. 

Enamel-white.  Add  a  trace  of  Berlin 
blue  to  1  pound  of  white  lead  or  zinc 
white. 

Flax-gray,  Grind  1  part  of  white 
lead  or  zinc  white,  and  add  is  of  lamp- 
black and  a  lik6  quantity  ot*  lake. 

Golden-yellow,  Grind  1  part  of 
white  and  add  h  of  chrome-yellow. 

A  Beautiful  Golden-yellow  Color  is 
obtained  by  brightening  Naples  or 
Montpellier  yellow  with  Spanish  white 
or  white  of  Morat,  mixed  with  ochre  de 
Berry  and  realgar.  The  last  substance, 
even  in  a  small  quautitjr,  gives  to  the 
mixture  a  color  imitating  gold,  and 
which  may  be  employed  in  distemper, 
varnish,  or  oil. 

Grass-green.  Grind  and  mix: 
Chrome-yellow  1  part,  Berlin  blue  i. 

Grass-Gree7i(  Lighter  Shade).  Chrome- 
vellow  and  white  each  1  part,  Berlin 
blue  4^. 

Hazel-yellow.  White  1  part,  yellow 
ochre  ^,  red  ochre  and  black  paint 
each  ife. 

Jonquil,  White  1  part,  chrome- 
yellow  i. 

Lemon  Color,  White  1  part,  chrome- 
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yellow  It  Berlin  Bine  zhv;  or,  white 
1  part,  mineral  yellow  i. 

Light  Gray,  Mix  xho  part  of  lamp- 
black with  1  of  white  lead  or  ziuc 
white. 

Lilac,  I.  Grind  and  mix :  White  1 
part,  lake  ^,  Berlin  blue  A. 

II.  White  I  part,  red  madder  lake 
and  ultramarine  each  ^. 

Mahogany,  Grind  and  mix :  White 
1  part,  sienna  A,  and  Paris  red  A. 

Oak,  Grind  and  mix :  White  1  part, 
saffron-colored  ochre  A,  and  black 
paint  A. 

Olive^een,  Grind  and  mix:  Yel- 
low ochre  1  part  and  lampblack  ^. 

Seorgreen.  White  1  part,  chrome- 
yellow  A,  and  Berlin  blue  tIv. 

Silver-gray,  Grind  1  part  of  white 
lead  or  zinc  white,  and  add  enough 
indigo  to  obtain  the  desired  shade. 

Straw  Color,  Grind  fine  1  part  of 
white  lead  or  zinc  white,  and  add  A  of 
chrome-yellow. 

Sulphur  Color,  Grind  and  mix: 
White  and  mineral  yellow  each  1  part, 
and  the  necessary  quantity  of  Berlin 
blue  to  obtain  the  desired  snade. 

Violet  (Dark),  Grind  and  mix  eaual 
parts  of  carmine  lake  and  Berlin  blue. 

Violet  {Medium),  Carmine  lake  1 
part,  Berlin  blue  is, 

Violet  {Light),  Carmine  lake  ^  part, 
white  1,  and  Berlin  blue  A. 

Violet  ( Very  Light),  Mix :  Carmine 
lake  and  white  each  1  part,  and  Berlin 
blue  ia. 

Violet  (Bluish),  Carmine  lake  and 
white  each  1  part  and  Berlin  blue  is. 

Walnut  (Dark).  Grind  and  mix: 
White  1  part,  umber  i,  and  red  ochre  is. 

Walnut  (Lighter  Shade),  White  1 
part,  saffron-colored  ochre  and  sienna 
each  is. 

Walnut  { Very  Light),  White  1  part, 
saffron-colored  ochre  and  sienna  each  is. 

Paints  fob  Various  Purposes. 
Flexible  Paint,  Slice  2J  pounds  of 
good  yellow  soap  and  dissolve  it  in  1^ 
gallons  of  boiling  water,  and  grind  the 
solution  while  hot  with  3^  gallons  of 
good  oil  paint  It  is  used  to  paint  on 
canvas. 

I^eiD  Paint  for  Floors^  Stone,  Wood, 
and  Brickwork.  This  new  paint  has 
the  advantage  of  saving  oil  and  lacquer, 
being  simply  a  combination  of  glue,  oil 
painty  ana  lime«  and  for  wooden  floors 


an  addition  of  shellac  and  borax.  To 
prepare  the  ground  mixture,  soak  2 
ounces  of  go<Hl  light-colored  glue  for 
12  hours  in  culd  water,  and  dissolve  it, 
with  constant  stirring,  in  thick  milk 
of  lime  (prepared  from  1  pound  of 
caustic  lime)  heated  to  the  boiling 
point.  To  the  boiling  glue  stir  in  lin* 
seed  oil  until  it  ceases  to  mix.  About 
81  fluid  ounces  of  oil  is  sufficient  for  the 
above  proportions.  Too  much  oil  is 
corrected  ov  addition  of  lime  paste. 
Mix  the  aoove  with  any  color  not 
affected  by  lime,  and  diluted  with  water 
if  needed.  For  yellow-brown  or  brown- 
red  colors,  boil  in  the  ground  color  \  of 
its  volume  of  a  solution  of  shellac  and 
borax,  making  an  excellent  paint  for 
woo<ien  floors. 

The  mixture  is  easily  applied,  covers 
well,  and  forms  a  durable  combination 
with  any  covering,  and,  as  any  desired 
shade  can  be  pr^uced  by  an  addition 
of  proper  colors,  it  may  often  be  sub- 
stituted for  more  expensive  paints.  A 
simple  coat  of  varnish  or  lacquer  gives 
a  beautiful  lustre. 

Water-proof  Paint.  Boil  2  gallons 
of  linseed  oil  with  11  ounces  each  of 
rosin  and  litharge,  1^  ounces  each  of 
minium  and  umber,  add  gradually  8. 
ounces  of  sulphate,  of  zinc  and  a  solu- 
tion of  12  ounces  oi^  potassium  hydrate 
and  a  like  quantity  of  alum  in  4  gal- 
lons of  water.  For  preparing  Hie 
ground  color  compound  10  pounds  of 
chalk  and  2  pounos  of  zinc  white  with 
I  gallon  of  water,  in  which  li  ounces 
of  alum  have  been  previously  dissolved, 
and  mix  with  this  a  solution  of  1| 
pounds  of  glue  in  ^  gallon  of  water. 
This  ground  paint  is  mixed  with  4 
to  5  pounds  of  the  above  composition, 
and  the  mixture  diluted  with  petro- 
leum. 

Paint  Suitable  for  Vessels,  Sub- 
marine Works,  etc,  A  solution  of  400 
pounds  of  sulphate  of  copper  is  com- 
pounded with  100  pounds  of  grape 
sugar  and  a  concentrated  solution  of 
200  pounds  of  potash.  The  precipitate 
of  hydrated  oxide  of  copper  formed  by 
heating  is  filtered,  carefully  dried,  and 
mixed  with  8  pounds  of  75  per  ccnL 
carbolic  acid.  The  mass  is  then  mod- 
erately heated  and  about  12  gallons  of 
crude  linseed  oil  added.  When  the 
paint  is  to  be  used,  it  is  reduced  with 
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linseed  oil,  and  then  applied.  It  is 
elaimed  that  it  has  a  poisonous  effect 
upon  animal  and  vegetable  bodies  de- 
}K>siting  themselves  on  vessels  or  sub- 
marine works. 

Cheap  and  Durable  Paint  for  Brick- 
work.  Slake  fresh-burnt  lime  to  a 
powder  by  sprinkling  water  upon  it 
and  pass  the  powder  through  a  -sieve. 
To  100  parts  of  this  powder  add  suffi- 
cient water  to  form  a  thin  milk  of  lime 
and  boil  it  in  a  copper  boiler,  and  add 
1  part  of  bichromate  of  potassium. 
Make  a  thin  paste  of  sulphate  of  lead 
with  water  and  stir  it  in  the  boiling 
mixture.  Sugar  of  lead  or  the  nitrate 
of  hydrochlorate  of  lead  can  be  sub- 
stituted for  the  sulphate  of  lead.  Add 
cold  water  to  the  mass  and  pass  it 
through  a  fine  wire  sieve,  drain  it  off 
til  rough  linen  or  cloth  bags,  and  press 
the  residue  remaining  in  the  nags. 
After  sufficisnt  pressing  break  into 
jiiecec  and  dry  in  the  air. 

To  Prepare  a  Zinc  Wash  for  Pooms. 
Mix  oxide  of  zinc  with  ordinary  milk 
of  lime  and  apply  the  mixture  in  the 
same  manner  as  whitewash.  When 
dry  lay  on  a  coat  of  solution  of  chloride 
of  zinc.  This  combines  with  the  oxide 
and  forms  a  solid  coat  with  a  lustrous 
surface. 

Durable  PaiiU  for  Tin  Roofs.  Thirty 
parts  of  linseed  oil,  10  of  oil  of  tur- 
))entine,  14  of  colcothar,  and  46  of  red 
chalk.      The  coloring  substances  are 

gulverized  and  the  mixture  ground, 
hould  the  paint  be  too  thick  reduce 
it  with  equal  parts  of  oil  of  turpentine 
and  linseed  oil.  To  protect  the  tin 
thoroughly  against  atmospheric  influ- 
ences it  18  iMvi sable  to  give  it  two 
coats,  allowing  the  first  to  dry  before 
applying  the  second.  The  coats  must 
be  neither  too  thin  nor  too  thick;  a 
principal  condition  being  that  the  tin 
18  free  from  rust. 

White  Paint  for  Metallic  Surfaces. 
Pure,  finely-powdered  zinc  white  (ox- 
ide of  zinc)  IS  mixed  with  a  solution 
of  soda  water-^lass  of  40°  to  60° 
Beaum6,  to  the  right  consistency  for  an 
oil  paint.  The  metallic  surface  to  be 
painted  is  thoroughly  cleansed  and 
washed  with  hydrochloric  acid,  and 
aflterwards  with  water,  and  the  paint 
is  laid  on  in  successive  coatings.  Not 
too  much  paint  must  be  mixed  at  a 


time,  as  it  will  become  thick  and  dry 
on  standing,  on  account  of  chemical 
combinations  setting  in.  A  surface 
thus  painted  preserves  a  dazzling  white 
appearance.  By  adding  mineral  colors 
various  tints  may  be  obtained. 

Green  Padnt  for  Articles  Exposed  to 
the  Action  of  the  Weather y  such  as 
DoorSf  ShutterSj  etc.  Rub  2  parts  of 
white  lead  and  1  of  verdigris  with  nut 
oil  or  linseed  oil  varnish,  mixed  with 
oil  of  turpentine,  and  dilute  both  colors 
with  ordinary  drying  oil. 

Universal  Paint.  A  decoction  of 
Brazil  wood  and  flaxseed  is  mixed 
with  a  solution  of  caoutchouc  in  lin- 
seed oil  and  compounded  with  coloring 
substances  until  a  thick  paste  is  formed. 
It  can  be  applied  reduced  with  water 
as  well  as  yrnn.  oil  or  lacquer. 

Paint  for  Outside  Walls.  Boil  1  pint 
of  clear  linseed  oil,  4|  ounces  of  rosin, 
and  3  ounces  of  litharge  until  the 
wooden  spatula  used  for  stirring  be- 
comes brown.  Give  the  walls  two  or 
three  coats  of  this.  It  is  best  to  do  the 
work  on  n  hot  summer's  day. 

Paint  for  Wood  or  Stone  which  resists 
all  moisture.  Melt  12  ounces  of  rosin, 
add  and  thoroughly  mix  with  it  6  gal- 
lons of  fish  oil  and  1  pound  of  melted 
sulphur,  and  some  ochre  or  any 
other  coloring  substance  rubbed  up 
with  linseed  oil.  Apply  several  coats 
of  the  hot  composition  with  a  brush. 
The  first  coat  should  be  very  thin. 

Cheap  White  Paint  for  Outside 
Work.  Slake  li  pounds  of  bui-nt  lime 
with  the  necessary  quantity  of  water ; 
then  add  6^  pounds  of  skimmed  milk. 
Dissolye  4i  ounces  of  white  Burgundy 
pitch  in  12  ounces  of  linseed  oil ;  add 
this  to  the  lime  and  milk,  and  finally 
add  6^  pounds  of  Spanish  white  to  the 
mixture. 

Ped  Wash  for  Brick  Floors  and  Pave- 
ments. Wash  the  bricks  with  soap 
water  containing  9^  pait  of  carbonate 
of  sot'a.  This  cleanses  the  floor  and 
prepares  it  for  the  reception  of  the 
wash.  Then  dissolve  1  part  of  glue  in 
16  of  boiling  water,  add  4  parts  of  red 
ochre,  and  stir  the  mass  thoroughly  to- 
gether. Apply  two  coats  of  this  to  the 
bricks,  and  then  giye  a  coat  of  linseed 
oil  varnish. 

To  Prevent  Disintegration  in  Stone- 
work.     Apply  the  following  solutions 
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fo  the  stonework  by  means  of  a  water- 1 
ing-pot  provided  with  a  rose.  They 
should  be  applied  in  such  a  manner 
that  they  are  uniformly  distributed 
and  cannot  run  off.  The  solutions  con- 
sist of 

1.  Fw  Marble.  One  part  of  white  shel- 
lac and  8  of  wood  spirit. 

2.  For  Sandstone.  One-half  part  of 
shellac  and.  8  of  wood  spirit. 

The  shellac  is  broken  into  small 
pieces  and  added  to  the  wood  spirit, 
and  the  mixture  allowed  to  stand  for  a 
few  days,  being  frequently  stirred. 

To  Make  Sail-cloth  Pliable,  Durable, 
and  Waler>-proof.  I.  Moisten  the  sail- 
cloth first  with  linseed  oil ;  ground  it 
with  Spanish  brown  rubbed  up  with 
linseed  oil  or  rosin  oil,  and  when  this 
is  dry  give  it  a  coat  with  a  paint  pre- 
pared trom  Spanish  brown,  lampblack, 
linseed  oil,  and  a  sufficient  quantity  of 
purified  rosin  oil. 

II.  Mix  96  parts  of  ochre  with  boil- 
ing oil,  add  first  16  parts  of  lampblack, 
and  later  on  a  solution  of  I  part  of  yel- 
low soap  in  6  of  water.  Give  the  sail- 
cloth a  good  coat  of  this  mixture,  and 
repeat  the  operation  2  days  later. 

Swedish  Paint  for  Wood-work.  Melt 
3  parts  of  rosin,  add  20  parts  of  fish  oil, 
and  heat  until  the  mass  is  uniform. 
Then  stir  10  parts  of  rye  flour  into  a 
paste  with  20  parts  of  water.  Next  dis- 
solve 4  parts  of  sulphate  of  zinc  in  9  of 
boiling  water.  The  3  mixtures  are 
combined  by  stirring  the  flour  paste 
into  the  solution  of  sulphate  of  zinc, 
and  into  this  mixture  the  fish  oil  con- 
taining the  rosin.  To  obtain  the  desired 
tint  a  suitable  mineral  color  finely 
ground  is  then  added,  when  the  paint 
IS  ready  for  use. 

Paint  for  Constructions  of  Inm. 
BoUing-mill  and  hammer  scale  are 
finely  ground  and  washed,  and  then 
stirred  together  with  oil  varnish.  By 
painting  tne  iron  work  of  bridges,  etc., 
with  this  composition,  they  will  be  thor- 
oughly protected  against  rust. 

Paramne  Paint.  A  solution  of  paraf- 
fine  in  heavy  coal-tar  oil  is  excellent  for 
painting  hotlses,  and  especially  walls 
exposed  to  the  action  of  the  weather. 
Several  experiments  in  painting  damp 
walls  with  this  solution  have  given 
verv  satisfactory  results.  Wall  paper, 
which  formerly  became  moist  and  de- 


tached from  the  walls  during  rainy 
weather,  remained  perfectly  dry  after 
the  wall  had  been  painted  with  paraf- 
fine.  The  solution  of  paraffine  in  heavy 
coal-tar  oil  is  prepared  by  dissolving  1 
part  of  paraffine  in  2  to  3  parts  of  coal- 
tar  oil  at  a  moderate  heat.  A  sufficient 
quantity  of  oil  must  be  used  so  that  the 
solution  does  not  entirely  congeal  on 
cooling.  To  heat  the  paint  while  ap- 
plying it,  place  the  vessel  containing 
it  in  hot  water.  It  is  best  to  apply  the 
solution  on  a  warm  day  when  the  bricks 
are  dry.  Generally  1  coat  is  sufficient, 
but  even  if  2  coats  are  given  the  co^t  is 
considerablv  less  than  oil  paint. 

Quickly-arying  Oil  Paint,  Boil  for 
15  minutes  in  an  earthen-ware  pot  1  part 
of  soft  curd  in  3  parts  of  water.  Pour 
the  mass  through  a  colander,  wash  it 
with  cold  water,  and  press  out  the  water 
in  a  linen  cloth.  To  1  part  of  the  curd 
add  i  part  of  unslaked  lime  and  I  part 
of  water.  The  fat  slime  thus  formed 
is  triturated  in  oil  or  water  with  the 
various  pigments.  Walls,  ceilings, 
stairs,  in  short  anything  of  stone,  plaster 
of  Paris,  or  zinc,  can  oe  painted  with 
this.  Ifthe  paint  is  to  be  used  on  wood, 
add  i^r  part  of  linseed  oil.  Ochre, 
chrome  yellow,  Berlin  blue,  indigo, 
lead,  ana  zinc,  are  best  adapted  tor 
coloring  substances.  The  mixture  dries 
so  quick  that  3  coats  can  be  applied  in 
1  day.  It  is  entirely  without  odor  and 
costs  about  i  of  ordinary  oil  paint. 

Paint  for  Roofs.  This  paint  consists 
of  a  mixture  of  35  percent,  of  pulverized 
slate  (argillaceous  schist),,  30  per  cent, 
of  pulverized  mica  slate  (mica  schist), 
ana  35  per  cent,  of  pulverized  rosin. 
Compound  this  mixture  with  ^  its 
volume  of  pure  coal-tar  and  boil  to  a 
fluid  mass.  This  paint  gives  a  very 
durable  and  pliant  coating,  which  does 
not  melt  in  the  greatest  heat  of  sum- 
mer nor  crack  nor  break  in  the  great- 
est cold.  It  resists  moisture,  retains  its 
lustre  and  smooth  surface.  It  is  not 
necessary  to  repaint  the  roof  for  4  or  5 
years. 

Paint  on  Wood  exposed  to  the  Action 
of  the  Weather.  Mix  6  parts  of  un- 
slaked lime  and  1  part  of  coal  dust, 
both  in  a  dry  state,  and  then  add  suffi- 
cient sour  milk  to  form  a  mixture 
which  can  be  applied  with  a  brush. 
The  color  of  the  mixture  is  a  light 
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gray,  but  any  desired  tint  can  be  ob* 
tained  by  adding  a  mineral  color. 
This  paint  has  been  tested  and  can  be 
highly  recommended  for  wood  and 
frame  work. 

Water-proof  Paint  for  Metal,  Dis- 
solve 3  pounds  of  Venetian  turpentine 
and  1  pound  of  mastic  in  heated  tur- 
pentine. Then  add  to  this  solution  QQ 
pounds  of  linseed-oil  varnish,  and  heat 
the  whole  in  a  water-bath  until  the 
odor  of  oil  of  turpentine  has  disap- 
peared. With  115  pounds  of  this  var- 
nish triturate  20  pounds  of  strongly- 
burned  clay,  80  pounds  of  best  Portland 
cemX^nt,  10  pounds  of  zinc  white,  and 
5  pounds  of  red  lead.  When  the  whole 
bds  been  rubbed  fine  and  intimately 
mixed  together  add  25  pounds  more  of 
oil  of  turpentine. 

Coating  for  Bkuikboards.  Dissolve 
8  ounces  of  copal  in  1  pound  of  ether, 
and  compound  this  witn  a  solution  of 
2  pounds  of  shellac  and  1  pound  of 
sandarac  in  3^  quarts  of  90  per  cent, 
alcohol,  and  ftirther  with  5  ounces  of 
lampblack,  1|  ounces  of  ultramarine, 

1  ounce  of  Venetian  turpentine,  and 

2  pounds  of  fine  Naxoa  emery.  This 
mixture  is  applied  with  a  brush  to  the 
blackboard,  and  the  coating,  while 
moist,  ignited.  As  soon  as  tne  flame 
is  extinguished,  a  second  coat  is  laid 
on,  which  is  not  ignited  but  allowed  to 
dry.  The  board  is  then  rubbed  with 
fine  sand-paper,  and,  when  cold, 
washed.  The  board  has  a  smooth  sur- 
face and  can  be  written  on  with  a  slate- 
pencil,  and  the  writing  washed  off  with 
a  sponge. 

To  Protect  the  Bottom*  of  Ships  and 
other  Articles  under  Water  the  follow- 
ing mixture  has  been  patented  in  Eng- 
land: Sixty  parts  or  alcohol,  9  of 
shellac,  4  or  rosin,  3  of  Burgundy 
pitch,  2  of  soft  galipot,  4  of  arseniate 
of  copper,  3  of  arseniate  of  mercury,  9 
of  chromate  of  mercury,  and  6  of  color- 
ing substance. 

Dryer  for  Oil  Colors  and  Varnish. 
Heat  in  a  copper  vessel  12  parts  of 
shellac  and  4  of  borax  with  80  to  100 

Earts  of  water,  when,  after  the  mass 
as  become  homogeneous,  the  vessel  is 
closed,  and  its  contents,  when  cold,  are 
poured  into  flasks,  which  are  kept 
closely  corked.  This  solution  may  be 
used  as  a  quick-drying  varnish,  and 


when  mixed  in  equal  weights  with  oil 
colors  it  causes  them  to  dry  quickly. 

To  Prepare  Dryers.  Take  2  parts 
of  white  lead,  1  of  sulphuric  acid,  and 
1  of  sugar  of  lead,  and  ru}>  them  to  a 
paste  in  boiled  linseed  oil.  This  is  used 
as  an  addition  to  all  mixed  oil  paints 
except  white,  to  dry  them.  White 
lead,  when  mixed  with  this  siccative, 
assumes  a  dirty  color. 

Patent  Dryer.  Mix  15  parts  of  dried 
sulphate  of  zinc,  4  of  sugar  of  lead,  and 
7  of  litharge  with  boil^  oil,  and  pass 
the  mixture  3  or  4  times  thiougn  a 
color  mill.  Then  mix  100  parts  of 
Paris  white  to  a  dough  with  50  part^i  of 
white  lead  and  boiled  oil,  pass  this 
through  a  color  mill,  mix  it  with  the 
above,  and  rub  the  whole  up  once  more. 
The  result  will  be  2000  parts.  This  is 
mixed  with  the  paint  to  make  it  dry 
quickly. 

Dryer  for  Zinc  Paint.  6.66  parts 
each  of  anhydrous  sulphate  of  manga- 
nese, anhydrous  acetate  of  protoxide  of 
manganese,  and  anhydrous  sulphate  of 
zinc,  and  980  parts  of  zinc  white.  An 
addition  of  2  or  3  per  cent,  to  zinc  paint 
suffices  to  dry  it  quickly. 

Drying  Oil.  Boil  together  for  2 
hours  on  a  slow  fire:  i  ounce  each 
of  litharge,  calcined  cerussite^  um- 
ber, and  talc  with  1^  pints  of  linseed 
oil,  carefully  stirring  tne  whole  time. 
Skim  and  clarifv  the  mixture.  The 
older  it  grows  the  better  it  is.  One 
gill  is  required  to  every  1  pound  of 
color. 

3b  Paint  Tiles  Bed.     Cleanse  the 

Savement  thoroughly  with  a  brush 
ipped  in  soap  water,  or  water  charged 
witn  fA;  part  of  carbonate  of  potassium. 
When  dry  dissolve  1  pound  of  glue  in 
1  gallon  of  water.  Boil  the  mixture, 
and  while  boiling  add  2  pounds  of  red 
ochre  and  mix  the  whole.  Then  apply 
a  layer  of  this  mixture  to  the  pave- 
ment, and  when  dry  apply  a  second 
layer  with  drying  linseed  oil,  and  a 
third  with  the  same  red  mixed  up  with 
size.  When  the  whole  is  dry  rub  it 
with  WAX. 

Pigments.  Black.  Lampblack,  the 
most  important  of  all  blacks  used  in 
painting,  is  produced  from  common 
rosin  or  other  bituminous  substances. 
A  very  superior  black  may  be  obtained 
in  the  following  manner ;  Ignite  a  Jump 
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of  camphor  and  hold  a  saucer  over  the 
flame  to  collect  the  soot,  which,  mixed 
with  gum- Arabic,  makes  a  black  supe- 
rior to  mauy  India  inks.  Miniature 
painters  who  use  colors  in  small  quanti- 
ties sometimes  obtam  a  most  beautiful 
and  perfect  black  by  using  the  buttons 
whicii  form  on  the  snuff  of  u  caudle, 
when  allowed  to  bum  undisturbed. 
They  are  allowed  to  fall  into  a  thimble 
which  is  immediately  covered  with  the 
thumb  to  exclude  the  air.  This  is 
found  to  be  perfectly  free  from  grease, 
and  to  possess  every  desirable  quality. 
Frankfort  Black  is  produced  on  a 
large  scale  in  some  districts  of  Ger- 
many by  calcining  wine  lees  and  tartar. 
The  operation  is  performed  in  large 
cylindrical  vessels  having  a  vent  in  the 
cover  for  escape  of  the  smoke  and 
vapors  which  are  evolved  during  the 
process.  When  no  more  smoke  is  ob- 
served the  operation  is  finished.  The 
residuum  in  the  vessels  is  then  washed 
several  times  in  boiling  water  to  ex- 
tract the  salts  contained  therein,  and 
finally  reduced  to  the  proper  degree  of 
fineness  by  grinding  it  on  porphyry. 

Peack'StoneSy  burned  in  a  close  vessel, 
produce  a  carbon  which,  when  ground 
on  |K)rphyrv,  is  employed  in  painting 
to  eive  an  old  gray. 

Ivory  Black  can  be  produced  on  a 
small  scale  by  calcining  ivory  chips  in 
a  covered  crucible,  ha  vine  a  small 
aiierture  in  the  cover,  until  no  smoke 
is  seen  to  escape.  It  is  the  most  beau- 
tiful black  for  painting  in  oil.  The 
commercial  ivory  black  is  generally 
nothing  but  bone-biack. 

Brunswick  Black.  Melt  2  pounds  of 
asphaltum,  then  add  U  pints  of  hot- 
boiled  oil,  and  finally  1}  quarts  of  tur- 
pentine. It  is  used  tor  painting  iron 
railings  and  other  iron  work. 

Black  from  Coal  Ashes  and  Blood. 
Pass  ooal  ashes  through  a  fine  sieve  and 
mix  the  sifted  ashes  with  blood  to  a 
thick  paste,  and  dry  it  in  the  air  or  over 
a  fire  to  expel  the  water.  When  en- 
tirely dry  the  mixture  is  brought  into 
a  drum  resembling  a  coffee  roaster,  and 
calcined  until  all  organic  parts  in  the 
blood  are  thoroughly  carbonized  and 
no  more  gas  escapes  through  the  joints 
of  the  drum.  It  is  then  cooled,  and 
the  lumpy  substance  remaining  in  the 
dram  taken  out  and  ground  to  a  fine 


powder.  This  black  is  nsed  in  painting 
outside  walls,  and  may  also  be  used  in 
the  manufacture  of  lacquers  and  shoe- 
blacking. 

Berlin  Blue.  Mix  2  parts  of  alum 
with  1  of  sulphate  of  iron,  and  add 
sufficient  water  to  dissolve  them.  Then 
prepare  a  solution  of  yellow  prussiate 
of  potassium,  add  a  little  sulphuric 
acid,  and  pour  the  mixture  drop  by 
drop  into  the  first  solution  until  a  pre- 
cipitate is  formed,  which  is  washed 
upon  a  filter  and  then  dried. 

Mountain  Blue.  First  prepare  a 
genuine  Brunswick  green  by  dissolving 
equal  parts  of  sulphate  of  copper  ana 
common  salt  in  6  to  8  parts  of  boiling 
water,  and  dilute  the  solution  with  30 
parts  more^  of  cold  watery  filter  the 
turbid  liquid  and  precipitate  the  oxide 
of  copper  with  milk  of  lime.  After  24 
hours  remove  the  precipitate  from  the 
fluid,  wash  it  repeatedly  in  cold  water, 
and,  after  cutting  it  up  in  small  cakes, 
dry  them.  These  small  cakes,  when 
dry,  are  placed  in  fresh-prepared  lime 
paste,  where  they  remain  for  3  weeks, 
being  frequently  carefully  turned.  The 
lime  is  then  diluted  with  water;  the 
cakes,  which  have  assumed  a  beautiful 
dark-blue  color,  are  taken  out,  washed, 
dried,  and  finally  ground. 

Ultramarine  {Artificial),  Mix  2 
parts  of  pulverized  verdigris,  1  of  pow- 
aered  sal-ammoniac,  and  1  of  finest 
white  lead ;  moisten  the  mixture  with 
some  oil  of  tartar  {Oleum  tartari  per 
deliquum),  put  the  whole  in  a  strong 
glass,  close  it  tight,  and  place  it  for  1 
hour  in  a  bake-oven.  Then  take  it  ou^ 
rub  the  powder  very  fine,  and  preserve 
it  in  a  well-closed  jar. 

RohiqueVs  Artificial  Ultramarine  is 
prepared  by  calcining  3  parts  of  porce- 
lain clay  in  a  covered  crucible  for  1 
hour,  together  with  4i  parts  of  sulphur 
and  4  parts  of  carbonate  of  sodium  per- 
fectlv  dry  and  thoroughly  calcined, 
until  no  more  vapors  escape,  and  a 
sample  taken  from  the  crucible  has  a 
greenish  appearance.  The  caked  com- 
pound is  then  exposed  to  the  air  for  24 
nours,  when  the  color  will  change  to 
blue.  It  is  then  lixiviated  and  the 
residue  dried,  and  the  latter  again  ex- 

fosed  in  a  crucible  to  a  strong  heat, 
n  this  manner  3  ^  parts  of  pure  ultra* 
marine  are  obtained. 
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Carmine.  Pulverize  6i  pounds  of 
cochineal  and  ^  ounce  of  alum,  and 
boil  them  in  a  tinned  copfier  boiler 
with  distilled  or  rain  water  for  i  hour; 
then  filter  the  color  through  a  clean 
cloth,  and  add  solution  of  tin,  drop  by 
drop,  as  long  as  a  precipitate  is  formed 
in  the  warm  iiquia.  After  the  carmine 
has  been  entirely  precipitated  wash  it 
with  clean  water  and  drj^  it  between 

2  porcelain  plates  in  an  airy  room  but 
not  too  warm.  The  residue  can  be  used 
for  Florentine  lake. 

Carmine  Lake,  Digest  at  a  moderate 
heat  2  ounces  of  ground  cochineal  with 

3  pints  of  distilled  water,  and  then  add, 
with  constant  stirring,  1  drachm  oi 
alum,  1^  fluid  drachms  of  solution  of 
tin,  and  1  drachm  of  pure  soda  dis- 
solved in  water.  Let  the  whole  stand 
for  2  days,  then  separate  the  sediment, 
wash,  and  dry  it. 

Florentine  Lake,  Boil  4  parts  of  cochi- 
neal and  12  of  alum  with  a  sufficient 
quantity  of  water,  then  strain  and  add 
to  the  hot  decoction  a  solution  of  pot- 
ash as  long  as  a  precipitate  is  formed. 
The  latter  is  wasned,  filtered,  formed 
into  balls,  and  dried. 

Green  Borate  of  Copper  for  Oil  and 
Porcelain  Painting.  Dissolve  sepa- 
rately 16  parts  of  sulphate  of  copper 
and  24  of  borax  in  the  requisite  quan- 
tity of  water,  mix  both  solutions  bv 
stirring  them  thoroughly  together,  col- 
lect the  pale-^reen  precipitate  upon  a 
filter,  wash  with  cold  water,  and  dry. 
first  at  an  ordinary  temperature  ana 
then  with  the  aid  of  heat,  and  finally 
rub  the  powder  fine. 

Chrome-green.  I.  Pulverize  1  part 
of  bichromate  of  potassium,  1^  of  sal- 
ammoniac,  and  1  of  carbonate  of  potas- 
sium. Mix  the  powders  intimately, 
calcine  them  in  a  Hessian  crucible, 
and  wash  the  residue. 

II.  Pulverize  240  parts  of  bichromate 
of  potassium  and  5  of  sal-ammoniac. 
Mix  the  powders  intimately  with  48 
parts  of  gunpowder  and  form  a  cone 
of  the  mixture.  Ignite  the  point  of  the 
cone,  let  it  gradually  burn  down,  and 
put  the  hot  residue  in  water,  where  the 
green  oxide  will  settle  on  the  bottom 
of  the  vessel. 

Chrome-green  for  Painting.  Pulver- 
ize and  mix  19  parts  of  bichromate  of 
potafislum  and  4  of  sulphur.    Calcine 


the  mixture  for  \  hour,  and,  when  cold, 
pnlverize  the  compound  und  treat  it 
with  water.  In  this  way  9^  parts  of  a 
beautiful  chrome-green  are  obtained. 

Innoxiaus  Green  Color.  Digest  for 
a  few  days  25  grains  of  best  safiron 
with  3i  fluid  ounces  of  distilled  water, 
and,  when  the  safl'ron  is  thorouehl]^  ex- 
tracted, filter  the  solution  and  mix  it 
intimately  with  one  of  25  grains  of 
indigo  carmine  in  1  pint  of  distilled 
water.  This  ^ives  a  beautiful  green 
color  of  great  intensity. 

Mineral  Greeii.  Put  whiting  or  lime 
into  a  vat  and  pour  solution  of  nitrate 
of  copper  upon  it ;  stir  thoroughly  and 
allow  the  whole  to  settle.  Then  pour 
ofi"  the  supernatant  liquid  and  add  more 
solution.  Repeat  this  operation  until 
the  desired  tint  is  attained. 

Neuwied  Green.  Dissolve  16  parts 
of  sul])hate  oi  copper  in  hot  water,  and 
add  a  solution  of  3  parts  of  pulverized 
white  arsenic  in  the  necessary  quantity 
of  hot  water.  Allow  it  to  stand  for  24 
hours,  then  pour  ofi*  the  clear  liquid, 
and  add,  with  constant  stirring,  milk 
of  lime  prepared  from  3  parts  of  quick- 
lime. The  green  precipitate  which  is 
formed  is  washed  and  dried. 

Paris  Green  or  Scheele's  Green.  An 
arsenlte  of  sodium  is  formed  by  adding 
arsenic  to  carbonate  of  sodium  dissolved 
in  boiling  water ;  next  sulphate  of  cop- 
per is  dissolved  in  water;  both  solu- 
tions are  filtered  and  the  first  is  poured 
gradually  into  the  second  as  long  as  it 
produces  a  rich  grass-^reen  precipitate. 
This  is  thrown  upon  a  niter  and  cleansed 
by  washing  away  all  particles  soluble 
in  water,  and  is  then  dried  and  pulver- 
ized. 

This  pigment  is  highly  poisonous. 
It  is  very  transparent,  works  badly 
under  the  brush,  and  covers  badly ;  but 
its  color  is  so  brilliant  that  all  other 
greens  become  dingy  brown  in  contrast 
with  it,  and  for  this  reason  it  is  fre- 
quently used. 

Schweinfurth  Green  as  made  in 
Schweinfurth.  Dissolve  100  parts  of 
white  arsenic  in  1500  of  hot  water ;  next 
dissolve  70  parts  of  verdigris,  coarsely 
powdered,  in  300  of  boiling  water.  As 
soon  as  the  arsenious  solution  is  thori 
oughly  boiled,  and  the  verdigris  paste 
has  acquired  a  temperature  of  190°  F., 
f  of  the  arsenious  solution  is  intimate!/ 
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mixed  with  the  verdigris  solution  and 
the  whole  allowed  to  stand  for  S  houra. 
The  mixture  is  then  thoroughly  stirred 
and  the  rest  of  the  arsenious  solution 
added.  In  the  course  of  2  or  3  hours 
tiie  precipitate  begins  to  form,  and 
thin  films  of  a  beautiful  green  color 
are  seen  upon  the  surface  of  the  com- 
pound, the  precipitate  finally  settling 
on  the  bottom.  The  liquid  portion 
is  then  drawn  off,  the  precipitate  col- 
lected, washed  with  water,  dried,  and 
sifled. 

Verdigris  J  a  union  of  oxide  of  copper 
and  acetic  acid,  is  produced  by  exposing 
small  sheets  of  copper  to  the  action  of 
vinegar  in  the  following  manner :  The 
refuse  of  grai>es,  after  the  extraction  of 
the  juice,  is  placed  in  earthen  vessels, 
which  are  covered  with  lids  and  sur- 
rounded with  straw  mats.  The  mate- 
rials soon  become  heated,  and  fermen- 
tation^  beginning  on  the  bottom,  rises 
until  It  permeates  the  whole  mass.  At 
the  end  of  2  or  3  days  the  fermenting 
materials  are  removed  to  other  ves- 
sels in  order  to  check  the  process,  to 
.  prevent  putrefaction.  The  copper  plates 
are  prepared  by  rubbing  them  with  a 
cloth  dipped  in  a  solution  of  verdigris, 
and  then  allowed  to  dry.  When  the 
materials  are  all  found  to  be  in  proper 
condition,  the  plates  are  laid  on  a  hor- 
izontal wooden  grating  in  the  middle 
of  a  vat,  on  the  bottom  of  which  is 
placed  a  pan  of  burning  charcoal, 
which  heats  them  to  a  certain  degree. 
In  this  state  they  are  put  into  earthen 
vessels,  with  alternate  layers  of  the  fer- 
menting grape  lees ;  the  vessels  are  cov- 
ered with  straw  mats  and  left  at  rest. 
At  the  end  of  10  or  15  days  t\iQj  are 
opened  to  ascertain  if  the  operation  is 
completed.  If  detached  glossy  crystals 
are  perceived  on  the  surface  the  lees 
are  thrown  away  and  the  plates  are 
placed  upright  in  a  cellar,  one  against 
the  other.  At  the  end  or  2  or  3  days 
they  are  moistened  by  being  dipped  m 
water,  which  is  continued  at  intervals 
from  time  to  time.  This  treatment 
causes  the  plates  to  swell,  to  become 
green,  and  be  covered  with  a  layer  of 
verdigris.  This  is  scraped  off",  pressed 
in  paper  sacks,  dried  oy  exposure  to 
sun  and  air,  and  becomes  the  verdigris 
of  commerce. 
Indigo  Carmine^    Dissolve  2S  pounds 


of  indigo  ground  as  finely  as  possible  in 
131  pounds  of  sulphuric  acid.  Then 
add  4  gallons  of  water  and  next  a  solu- 
tion of  potash  of  15°  Beaum6  until  eficr- 
vescence  ceases.  It  is  then  washed  with 
water  and  allowed  to  settle,  this  being 
repeated  until  every  trace  of  acid  is  re- 
moved. The  paste  is  kept  in  glazed 
pots  well  covered. 

Chromc'red,  Ten  pounds  of  yellow 
chromate  of  potassium  and  20  pounds 
of  pure  white  lead.  The  white  lead  is 
first  ground  as  fine  as  possible  in  water. 
The  chromate  of  potassium  is  then  care- 
fully dissolved  in  25  gallons  of  boiling 
hot  water  and  the  white  lead  stirred 
into  the  boiling  solution.  The  whole 
is  then  boiled,  tine  water  lost  by  evapo- 
ration being  constantly  replaced  until 
no  more  white  spots  appear  upon  the 
surface.    The  liquid    portion  is  then 

auickly  poured  ofi^  and  the  residue 
irown  upon  a  filter.  The  manipula- 
tion must  be  carried  on  as  quick  ly  as 
possible  lest  the  color  should  become 
too  light. 

Cosset  Yellow.  Heat  a  mixture  of 
10  parts  of  litharge  finely  prepared  and 
1  of  sal-ammoniac  in  a  Hessian  crucible 
until  it  melts ;  then  pour  the  mass  into 
a  mould,  powder  the  pieces  when  cold, 
and  grind  fine  in  a  color  mill. 

American  Chrome-yellow. 

PARTg. 

/  •^  -~\ 

I.  II.  III. 

CiystalliKed  sugar  of  lead    .    .    21  21  21 

Bichromate  of  potaaaium     ..44  4 

Alum 20  20  20 

IleHvygpar 10  15  20 

GypKuni 20 

Dissolve  the  alum  in  hot  water  and 
pour  the  hot  solution  into  a  tub  con- 
taining the  heavy  spar  and  gypsum, 
previously  passed  through  a  fine  sieve  ; 
then  wash  the  whole  gradually  and 
carefully  five  times.  In  the  niean while 
dissolve  the  sugar  of  lead  and  bichro- 
mate of  potassium  in  separate  vessels, 
and  then  stir  the  chromate  solution  very 
slowly  into  the  solution  of  sugar  of 
lead.  When  all  is  settled,  wash  with 
fresh  water,  repeating  this  3  or  ^  times. 
Finally  mix  and  mingle  the  two  pre- 
cipitates carefully  and  very  intimately, 
wash  twice,  and  throw  the  finished  pro- 
duct upon  a  filter.  It  is  customar^  to 
spread  the   residue  wiHiout   pressing 
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upon  drying  boards,  to  cut  it.  when  half 
dry,  into  square  pieces,  wnich,  when 
entirely  dry.  fall  off  of  their  own  ac- 
cord. The  boards  should  be  placed  in 
a  room  secured  from  dust  and  dirt. 
But  the  pigment  dried  in  this  manner 
requires  polishing.  This  is  accom- 
plished by  filling  a  bag  made  of  strong 
ticking  about  k  with  cakes,  tying  it, 
and  two  persons,  catching  hold  on 
opposite  ends,  shaking  the  bag  vigor- 
ously, whereby  the  cakes,  rubbing 
aorainst  each  other,  acquire  a  gloss. 
The  yellow  dust  falling  through  is  col- 
lected and  added  to  inferior  qualities. 

Baltimore  Chrome^ellow.  Sugar  of 
lead  40  pounds,  vinegar  ^  gallon,  bichro- 
mate or  potassium  8  pounds,  Roman 
alum  40  pouods,  KlagenAirt  chalk  20 
poun<ls.  First  elutriate  the  chalk 
through  a  fine  sieve  with  about  25  gal- 
lons of  water.  Then  mix  with  it  the 
alum  dissolved  in  about  30  gallons  of 
hot  water,  stir  consta-ntly,  and  finally 
wash  carefully  with  water  4  or  5  times. 
Now  dissolve  the  sugar  of  lead  in  25 
^llons  of  hot  water,  stir  the  solution 
into  the  above  compound,  and  at  the 
same  time  the  ^  gallon  of  vinegar. 
Somewhat  later  dissolve  the  chromate 
of  potassium  in  25  gallons  of  hot  water, 
and  add  this  solution  to  the  rest.  The 
further  treatment  is  as  given  for  Ameri- 
can chrome-yellow. 

French  Chrome-yellow  (Spooner^s). 
Bologne  chalk  17i  pounds,  alum  35^ 
pounds,  sugar  of  lead  48i  pounds,  red 
chloride  of  potassium  8i  pounds.  This 
is  prepared  in  the  same  manner  as 
Baltimore  chrome-yellow;  the  cakes 
are  stamped  "  Spooner**  with  a  wooden 
stamp. 

Paris  Chrome-yellow, 


pounded  with  as  much  fresh  water*  as 
possible,  which,  when  all  is  settled,  is 
drawn  off".  The  product  is  then  thrown 
upon  a  filter,  and  as  soon  as  it  is  prac- 
ticable formed  into  small  cones. 

Naples  Yellow  ( Various  Shades). 


I. 

II. 

III. 

IV. 

V. 

VI. 

Farts. 

Antimonio 
acid  .    .     . 

Plumbic 
oxide     .    . 

Zinc  oxide     . 

4 

2 

1 

1 

2 

I 

8 

3 

1 

1 

1 
1 

1 
1 

2 
1 

V. 

ITF. 

Sugar  of  lead    .    .    . 
Bichromate  of 

potassium  .... 
Heavy  spar  .... 
Sulphate  of  lead    .    . 
Bologne  chalk      .     . 

10  parts. 

3    " 
10    " 
20    " 

10  parts. 

3    " 
10    " 
26    " 
10    " 

Elutriate  the  sulphate  of  lead,  heavy 
spar,  and  chalk  through  a  fine  sieve  into 
a  vat,  draw  off"  the  lye  and  w^sh  twice. 
The  sugar  of  lead  and  bichromate  are 
dissolved  in  the  same  manner  as  given 
above,  and  then  poured  in  succession 
into  the  vat.     The  mixture  is  com- 


Patent  Yellow,  Grind  1  part  of  salt 
and  4  of  lithaive  in  water,  wash  out 
the  carbonate  of  sodium  and  heat  the 
residue  until  it  has  acquired  a  beauti- 
ful yellow  color. 

Vandyke  Red,  Prussiate  of  potash 
25  parts,  spirit  of  sal-ammoniac  2.5 
part«,  and  sulphate  of  copper  15.5. 
The  prussiate  of  potash  is  dissolved  in 
hot  water  and  carefully  compounded 
with  the  spirit  of  sal-ammoniac,  and 
the  whole  allowed  to  stand  for  some 
time.  The  sulphate  of  copper  is  in  the 
meanwhile  dissolved  in  another  vessel 
and  then  slowly  and  with  constant  stir- 
ring added  to  the  prussiate  of  potash. 
The  pigment  is  then  allowed  to  settle, 
and  the  liquid  portion  drawn  ofi"  and 
the  residue  washed  and  rewa^hed  with 
clean  water,  and  then  thrown  upon  a 
filter,  where  itshould  be  dried  as  quickly 
ajB  possible. 

Innoxious  Colors  for  Painting  Toys, 
a.  White,  Calcined  magnesia  is  used 
by  itself  as  well  as  in  connection  with 
other  colors.  It  should  be  thoroughly 
calcined^  as  otherwise  it  becomes  gray 
when  mixed  with  hot  glue  water,  or  in 
.varnishing. 

h.  Mix  thoroughly  fine  chalk  4  parte 
calcined  magnesia  2,  with  a  few  drops 
of  solution  of  indigo. 

c.  The  solution  of  indigo  is  prepared 
by  mixing  }  part  of  indigo  finely  pul- 
verized with  1  part  of  concentrated 
fuming  sulphuric  acid. 

d.  A  cheaper  white  is  prepared  by 
using  Berlin  blue  in  place  of  indigo  so< 
lution. 

e.  Chrome-yellmc.  Take  any  desired 
quantity  of  d  and  a  few  drops  of  et 
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tract  of  saffron^  and  add  concentrated 
aqueous  decoction  of  Avignon  berries 
uiitil  the  desired  shade  is  ootained. 

The  decoction  of  Avignon  berries  is 
obtained  by  pouring  hot  water  over 
the  berries  and  adding  some  aJum  or 
common  salt. 

/,  Ydlofoish-green.  Take  equal  quan- 
tities of  Dutch  pink  and  white  given 
under  b, 

g.  Golden-yellow,  Take  any  desired 
quantity  of  white  given  under  d,  and 
compound  it  with  aqueous  extract  of 
saffron  until  the  desired  shade  is  ob- 
tained. 

h,  YeUowhh-red.  Mix  1  part  of  red 
chalk  and  4  of  Dutch  pink  with  some 
liquid  glue. 

i.  Brtnonish-red,  Mix  equal  parts 
of  red  chalk  and  round  lake  with  some 
hot  glue  water. 

le.  Blach-hrown.  Mix  6  parts  of  red 
chalk  with  1  of  calcined  lampblack. 

/.  Vermilion,  Take  any  desired 
Quantity  of  carmine  and  mix  it  with  a 
iew  drops  of  concentrated  extract  of 
saffron  and  some  hot  glue  water. 

m.  Roue-red,  Mix  1  part  of  round 
lake  and  2  of  white  given  under  d. 

n.  Flesh-color,  Mix  4  parts  of  cal- 
cined magnesia  with  1  of  extract  of 
rhubarb,  prepared  by  boiling  \  part  of 
rhubarb  in  3  of  hot  water. 

o,  Violet.  Mix4partsof  round  lake 
and  1  of  indigo  with  some  hot  glue 
water. 

p,  Violet-red,  Mix  8  parts  of  rovnd 
lake  and  1  of  indigo. 

q.  Blue.  Use  indigo  and  Berlin 
blue  mixed  with  white  given  under  d, 

r.  Gray,  Take  12  parts  of  white 
given  under  dy  ^  of  indigo,  and  i  of 
calcined  lampblack. 

8,  Imperial  Green.  Take  6  parts  of 
decoction  of  Avignon  berries,  i  of  in- 
digo, and  1  of  white  given  under  d, 

t.  Light  Green,  Mix  1  part  of  so- 
lution of  si^ron  with  3  of  white  given 
under  d, 

u.  Dark  Green,  Mix  6  parts  of 
Dutch  pink  and  ^  of  indigo. 

All  the  above  colors  are  calculated 
as  water  colors,  and,  when  dry,  are 
coated  with  a  light  mastic  varnish. 

Colors  which,  on  a4X0unt  of  the 
Poisonous  QvMlities,  should  not  be  used 
for  Painting  Toys  or  in  Coloring  Ar- 
ticles of  Food,    Blue:  Mountain  blue. 


minerai  mountain  blue,  imperial  blue, 
protoxide  of  cobalt,  Berlin  blue  con- 
taining zinc  or  copper,  Bremen  blue, 
ash-blue  {zaffer),  silver-blue,  Vienna 
blue, 

Broton:  Terra  di  sienna,  and  the 
colors  mentioned  under  red  mixed  with 
black. 

Green:  Verdigris;  Brunswick  green ; 
m^mntain  green;  Swedish  green; 
Scheele's  green  ;  Vienna,  Sehweinfurth, 
Paris,  and  Berlin  green  ;  green  bronze; 
imperial  green;  English  and  Cassel 
green;  chrome-green,  cobalt  green,  min- 
eral green,  Naples  green,  Neuwied 
gjreen  ;  and  every  mixture  of  the  colors 
mentioned  under  blue  and  yellow. 

Metallic  Colors:  Metallic  aold,  m^ 
tallic  silver,  Dutch  gold,  silver  leaf, 
gold  bronze,  silver  bronze,  copper  bronze, 
and  red  antimony. 

Orange :  Mixtures  of  the  colors  given 
under  red  and  yellow. 

Red:  Cinnabar,  minium,  protoxide 
of  copper,  chrome-red,  Fhigtish  red; 
mineral  red. 

Violet:  Mixtures  of  the  above  blue 
and  red  colors. 

White :  White  lead,  Kremnitz  white, 
flake-white,  heavy  spar,  zinc  white. 

Yellow  :  Orpiment,  imperial  yellow, 
Cassel  pHlow,  Naples  yellow,  m>assi4X>t, 
EngliA  yellow,  mineral  yellow,  chrome* 
yellow,  gamboge,  yellow  bronze,  Paris 
yellow, 

Artisti^  Colors  and  for  Restoring 
Pictures,  The  following  13  colors  are 
the  most  important  for  artists:  Vene- 
tian or  Kremnitz  white;  light  ochre, 
dark  ochre,  burnt  light  ochre,  burnt 
dark  ochre,  sienna,  burnt  sienna,  umber, 
burnt  umoer,  Cologne  earth;  ivory 
black,  fine  Parisian  blue,  red  cinna- 
bar. These  pigments  suffice  for  almost 
all  modem  painting,  but  some  of  the 
old  masters  used  special  colors,  and  to 
imitate  them  closely  the  following  pig- 
ments will  have  to  be  used:  Naples 
yellow,  Florentine  or  Vienna  lake, 
minium,  ultramarine,  green  Verona 
earth,  cobalt  blue,  brown  Munich  lake. 

Kremnitz  or  Venetian  White  is  a 
chemical  compound  prepared  from  lead 
and  vinegar,  requires  no  oil  varnish, 
and  dries  easily  m  poppy  or  nut  oil. 

Light  Ochre,  a  native  pigment,  re- 
ouires  oil  varnish  for  drying,  as  also 
tkirk  Ochre, 
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LigliA  Burnt  Ochre  has  lost  its  pecul- 
iar fatty  constituents  by  calcining,  and 
requires  only  to  be  ground  in  poppy- 
seea  or  nut  oil. 

Dark  Burnt  Ochre  requires  some  oil 
varnish  for  drying. 

Sienna  also  requires  an  addition  of 
oil  varnish. 

Burnt  Sienna  reauires  only  to  be 
ground  in  poppy-seea  or  nut  oil. 

Umber  is  to  be  ground  in  poppy-seed 
oil,  as  also  Burnt  Umber. 

Cologne  Eitrth  is  ground  in  oil  var- 
nish, it  bein^  very  difficult  to  dry.  By 
calcining  this  earth  it  becomes  darker 
and  loses  its  fatty  constituents. 

Ivory  Black  dries  very  easily  in  nut 
or  poppy-seed  oil. 

Parisian  Blue  is  ground  in  poppy- 
seed  or  nut  oil. 

CinTuibar  requires  some  oil  varnish. 
as  it  does  not  dry  well  in  poppy-seea 
oil  alone. 

Naples  Yellow  does  not  dry  without 
oil  varnish. 

Fine  Vienna  LaJce  is  ground  in  oil 
varnish,  as  also  Florentitie  lake. 

Minium  is  ground  in  poppy-seed  oil. 

Ultramarine  is  ground  m  oil  var- 
nish. 

Verona  Earth  is  ground  in  oil  var- 
nish, as  also  cobaU  blue  and  brown 
Munich  lake. 

Water  Colors  :  Deep  Black.  I.  Boil 
2i  ounces  of  calcined  lampblack  in  1 
pint  of  water ;  take  the  liquid  from  the 
nre,  skim  it  and  add  i  ounce  of  finely 
pulverized  indigo.  Let  the  mixture 
Doil  until  the  greater  part  of  the  water 
is  evaporated,  stirring  constantly,  and 
finally  mix  it  with  %  ounce  of  gum- 
Arabic,  i  drachm  of  glue,  and  \ 
drachm  of  extract  of  cichory.  Boil  the 
whole  to  a  thick  paste  and  shape  this 
into  cakes  in  moulds  oiled  with  nut  oil 
or  oil  of  almonds. 

II.  Dissolve  horn  shavings  in  caustic 
potash  lye  to  saturation,  evaporate  the 
dark-brown  fluid  and  boil  it  in  an  iron 
boiler  to  a  pasty  mass.  Now  dissolve 
it  in  double  its  weight  of  water,  and 
compound  it  with  solution  of  alum. 
A  black  precipitate  is  formed,  which 
is  washed,  dried,  and  ground  with  gum 
water. 

Blue.  Boil  up,  several  ti  mes,  33  parts 
of  Berlin  blue,  ground  fine  in  rain- 
water, to  which  a  few  drops  of  hydro- 


chloric acid  have  been  added.  When 
the  color  has  settled,  pour  off  the  super- 
natant fluid,  and  mix  the  sediment  ^wlth 
16.5  parts  of  ^m>Arabic  and  8.2  of 
glue  with  a  little  water,  and  let  the 
whole  evaporate  at  a  moderate  heat  to 
a  plastic  paste,  which  is  moulded  into 
cakes. 

JncUpo  Blue.  Add  some  white  lead 
to  indigo,  grind  both  very  fine,  and 
then  proceed  in  the  same  manner  as 
given  for  blue. 

Green,  Grind  8  ounces  of  verdigris 
in  milk,  and  let  it  digest  24  hours  in 
strong  wine  vinegar,  together  with  4 
ounces  of  pulverized  tartar,  and  then 
boil  the  compound  down  to  one-half 
its  volume.  After  standing  for  24 
hours,  fK>ur  the  fluid  into  a  bottle. 
This  is  used  for  mixing,  any  desired 
tints  being  produced  by  combining  it 
with  indigo,  sap-green,  and  saffron. 

Red.  Grind  either  Vienna  lake,  car- 
mine, cinnabar,  or  minium,  in  some 
gum- Arabic  and  water,  and  dry  the 
color. 

Violet.  Blue.  Crush  ripe  bilberries 
and  press  the  juice  into  a  new  pot,  let 
it  boil,  add  a  small  wineglassful  of 
vinegar  and  |  ounce  of  alum,  strain  the 
color  and  evaporate  it  to  the  proper 
consistency  in  a  porcelain  dish. 

Yellow.  Boil  thoroughly  a  hand- 
ful of  yellow  buckthorn  berries  in  1 
pint  of  water,  add  some  alum  and  8 
grains  of  rock  salt.  Evaporate  the 
whole  to  i  of  its  volume,  then  strain 
through  a  cloth,  compound  the  filtrate 
with  some  gum- Arabic,  and  let  it  dry 
in  moulds. 

White.  Grind  Eremnitz  white  to  a 
fine  paste  in  a  strong  solution  of  gum- 
Arabic,  then  grind  it  once  more  in 
mucilage,  and  put  the  paste  in  moulds 
to  dry. 

Sap  Red.    Boil  Brazil  wood  4  times 
with  soft  water,  collecting  each  decoc- 
tion in  a  wooden  tub,  and  let  them  stand 
in  it  for  4  days.    Then  draw  ofi"  the 
supernatant  fluid,  put  this  also  in  a  tub. 
and  add  tin-solution  free  from  iron  until 
all  the  coloring  matter  is  precipitated. 
Collect  the   precipitate  upon  a  cloth 
and,  without  washing,  let  it  drain  off  to 
a  stiff  paste.     Put  3  pounds  of  this 
paste  in  a  porcelain  dish  and,  with  con* 
stant  stirring,  add  A\  fluid  ounces  of 
caustic  ammonia  until  the  mass  is  dis- 
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solved.  Compound  the  intensely  dark- 
red  fluid  with  Li  pounds  of  gum- Arabic 
and  81  ounces'of  white  su^r,  and  suffi- 
cient wheat  flour  to  give  it  the  proper 
consistency. 

Fainting  with  Sympathetic  Colors  dif- 
fers from  other  painting  only  as  regards 
the  colors  used,  which  are  simply  me- 
tallic solutions  possessing  the  property 
to  appear  only  when  the  picture  is  sub- 
jectea  to  a  moderate  heat,  and  disap- 
pearing  again  on  cooling. 

It  is  best  to  choose  for  this  kind  of 
pamting  a  winter  landscape,  executed 
in  water  colors.  Buildings,  if  such  are 
represented  in  the  landscape,  are  col- 
ored with  ordinary  water  colors  with 
the  exception  of  the  roofs,  which  are 
painted  with  a  sympathetic  color  mixed 
from  purple-red,  vellow,  and  some  blue. 
All  the  rest  of  tne  scenery  is  painted 
with  svmpi\thetic  colors.  The  sky  is 
colored  blue;  mountains,  meadows, 
leaves,  etc.,  with  the  desired  tints  of 
green,  etc.  To  liven  up  the  picture  a 
Few  flowers  may  be  painted  in  the  fore- 
ground. The  painting  as  mentioned 
must  be  executed  in  a  warm  room.  On 
carrying  the  colored  picture  into  a  cold 
room  the  metallic  colors  disappear 
gradually;  the  sky  loses  its  summer 
blue,  the  cold  wintery  sky  again  tak- 
ing its  place,  the  mountains,  meadows, 
trees,  etc.,  seem  to  be  covered  with 
snow,  and  so  on.  On  exposing  the 
picture  again  to  a  moderate  heat  the 
scene  is  changed  in  a  moment  to  a 
beautiful  summer  landscape. 

Preparation  of  the  Colors  used. 
Purple  Red.  Dissolve  1  part  of  co- 
baltic  oxide  in  3  of  nitric  acid.  It  is 
best,  in  order  to  promote  the  reaction 
of  the  acid,  to  do  this  in  a  matrass  ex- 
posed to  heat.  When  the  solution  is 
complete,  add  basic  carbonate  of  potas- 
sium as  long  as  a  dirty-gray  precipitate 
is  formed,  and  cease  immediately  on  the 
precipitate  assuming  a  purple-red  color. 
Then  dilute  the  solution  with  6  parts  of 
water,  filter  it,  and  add  some  gum. 

Ease  Red,  Dissolve  1  part  of  cobaltic 
oxide  in  3  of  nitric  acid,  and  when  the 
•olution  is  complete  evaporate  to  dry- 
ness to  expel  the  acid ;  then  add  1  part 
of  nitrate  of  potassium  and  dilute  the 
whole  with  8  parts  of  water.  The  re- 
sulting rose-red  color  is  filtered  and 
mixed  with  some  gum. 
18 


Yellow,  Dissolve  brown  cupric  oxide 
in  hydrochloric  acid,  assisting  the  ac- 
tion of  the  acid  with  heat.  The  solu- 
tion is  olive-green,  and  by  evaporation 
furnishes  grass-green  crystals.  Dis- 
solve 1  part  of  these  crystals  in  8  of 
water,  and  add  a  little  gum. 

Green,  Pulverize  1  part  of  cobalt, 
place  the  powder  in  a  matrass  and  add 
4  parts  of  aqua  regia.  Digest  the  mixt- 
ure at  a  moderate  heat;  then  add  1 
part  of  common  salt  and  dilute  with  16 
parts  of  water.  Filter  the  fluid,  and 
when  it  is  to  be  used  mix  it  with  a 
little  gum. 

Blue,  Pulverize  1  part  of  cobalt, 
and  heat  in  a  matrass  with  2  of  nitric 
acid.  When  the  cobalt  is  dissolved 
pour  the  solution  into  a  vessel  and 
gradually  add  solution  of  potash  until 
precipitation  ceases.  Let  the  mixture 
stand  quietly  for  some  time,  then  pour 
ofl"  the  clear  fluid  and  wash  the  residue 
entirely  free  from  acid  with  water.  Let 
the  precipitate  drain  off^,  and  then  dis- 
solve it  at  a  moderate  heat  in  acetic  acid, 
adding  the  latter  in  small  portions  until 
a  saturated  fluid  is  obtained.  This  solu- 
tion, mixed  with  a  little  gum,  is  used 
as  a  blue  color. 

Painter^s  Cream,  Painters,  who  have 
long  intervals  between  their  periods  of 
labor,  are  accustomed  to  cover  the  parts 
they  have  painted  with  a  preparation 
which  preserves  the  freshness  of  the 
colors,  and  which  the^  can  remove  on 
resuming  work.  This  preparation  is 
as  follows :  Clear  nut  oil  1  gill,  pulver- 
ized mastic  in  tears  i  ounce,  and  pulver- 
ized acetate  of  lead  i  ounce.  Dissolve 
the  mastic  in  oil  over  a  gentle  fire,  and 
pour  the  mixture  into  a  marble  mortar 
over  the  pulverized  acetate  of  lead ; 
stir  it  witn  a  wooden  pestle,  and  add 
water  in  small  quantities  until  the  com- 
pound assumes  the  appearance  and  con- 
sistency of  cream,  and  refuses  to  admit 
more  water. 


Papeb  and  Paper  Materials,  Man- 
ufacture, Staining,  etc.  Glass, 
Sand,  and  Emery  Paper. 

Preparation  of  the  different  kinds 
of  Straw  used  in  the  Manufacture  of 
Paper.  The  straw  must  be  cleansed 
from  all  weeds;  it  is  then  cut  up  in 
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pieces  from  I  to  i  inch  long,  and  freed 
irom  the  hard  parts,  especially  the  knots. 
It  is  then  sonened  by  boiling  in  water 
and  converted  by  a  machine  into  half- 
stuff,  which  is  boiled  in  lye  prepared 
from  potash  and  lime,  and  then  worked 
into  pulp  and  finished  paper. 

The  most  tender  straw  used  in  the 
manufacture  of  paper  is  that  of  oats, 
next  that  of  barley,  wheat,  and  finally 
rye.  Maize  straw  is  prepared  from  the 
leaves  and  is  even  more  tender  than  oats 
straw.  The  time  for  boiling  depends 
on  the  hardness  of  the  material,  as  also 
the  strength  of  the  lye,  and  the  pre- 
liminary labor  which  may  have  been 
bestowed  on  the  material. 

Com  Leaves  and  Stalks  are  placed  in 
Ije  containing,  for  100  pounds  of  mate- 
rial, 40  pounds  of  lime  and  1  pound  of 
jpotash;  the  straw  remains  in  the  lye 
tor  3  hoars. 

(kUs  JStraw.  For  100  (x^unds  of 
straw  a  lye  is  reauired  containing  50 
pounds  of  lime  ana  2  pounds  of  potosh. 
Time ;  3  hours. 

Barley  Straw  is  first  boiled  for  3 
hours  in  water  and  then  brought  into 
a  lye  containing,  for  every  100  pounds 
of  straw,  50  pounds  <^  lime  and  2 
pounds  of  potash.  It  is  then  brought 
into  a  second  lye  consisting  of  30  to  40 
pounds  of  lime  and  1  pound  of  potash. 
Time  in  each  lye  3  hours. 

WheM  Straw  is  first  boiled  for  3 
hours  in  water  and  then  placed  con- 
secutively in  3  lyes,  remaining  in  each 
for  3  hours.  The  first  lye  consists  of  50 
pounds  of  lime  and  2  pounds  of  potash, 
and  the  last  two  of  ^  pounds  of  lime 
and  1  pound  of  potash. 

Bye  Straw,  being  very  hard,  must 
first  be  boiled  in  water  for  3  hours,  and 
then  successively  for  the  same  time  in 
four  different  lyes  of  the  same  strength 
as  those  for  wheat  straw. 

Process  of  Gaining  FHhroHS  Sub- 
st-avce  from  different  Plants,  The 
plants  are  cleaned  and  cut  in  small 
pieces  and  impregnated  with  caustic 
8oda-lye  of  1°  Beaum6,  then  subjected 
to  hydrostatic  pressure.  The  lye  dis- 
solves the  silica,  coloring  matter,  pec- 
tine,  etc.,  contained  in  the  raw  mate- 
rial, and,  in  consequence  of  the  press- 
ure, penetrates  energetically  into  the 
pores  of  the  fibres,  swelling  and  burst- 
ing the  latter.  The  effect  is  still  further 


increased  by  abating,  after  the  operation 
is  finished,  the  pressure  in  the  boiler 
while  the  lye  is  drawn  off.  The  mate- 
rial is  then  worked  into  half-stuff  or 
converted  into  a  fibre  which  can  be 
spun. 

Transformation  of  Woolly  Fibre.  By 
submitting  substances  containing  wool 
to  a  current  of  steam  of  300®  F.  with 
a  pressure  of  5  atmospheres  the  woolly 
fibre  is  so  changed  that  it  melts,  and  in 
this  state  collects  in  the  lower  part  of 
the  boiler,  while  cotton,  linen,  and  all 
other  vegetable  fibres  remain  unaltered. 
The  latter  are  now  suitable  for  the 
manufacture  of  paper,  while  the  soluble 
matter,  called  "  oeotine"  by  the  in- 
ventor of  the  process,  furnishes  a  very 
valuable  substance  rich  in  oxygen, 
which  will  without  doubt  be  useful  for 
many  technical  purposes. 

Paper  for  Documents,  Checks,  etc.  To 
make  an  alteration  in  the  writing  or 
printing  by  the  use  of  acid,  chloride  of 
lime,  or  alkali  easily  perceptible  the 
following  ingredients  are  added  to  the 
pulp:  0.75  per  cent,  of  iodide  of  potas- 
sium. 1  per  cent,  of  starch,  2  per  cent, 
of  sulphate  or  carbonate  of  manganese, 
and  2  per  cent,  of  sulphate  or  carbonate 
of  lead.  The  compound  can  be  applied 
to  the  finished  paper  with  a  brush. 

Improved  Cigarette  Paper,  Tobacco 
leaves  are  ground  to  an  impalpable 
powder  which  is  sifted  in  a  box  upon  a 
moistened  sheet  of  cigarette  paper.  The 
sheet  thus  prepared  is  covered  witli 
another  sheet,  and  brought  under  a 
press.  Other  sheets  treated  in  the  same 
manner  are  placed  upon  these  and  the 
whole  finally  subjected  to  strong  press- 
ure, whereby  the  tobacco-powder  is 
intimately  united  with  the  moist  paper. 
After  remaining  in  the  press  for  12  to 
24  hours  the  paper  is  removed  and  is 
ready  for  use.  By  a  suitable  mixture 
the  color^  flavor,  and  smell  of  the 
various  kinds  of  tobacco  can  be  success- 
fully imitated.  Paper  thus  prepared 
bums  uniformly,  never  on  one  side 
only,  and  does  not  char. 

Safety  Paper,  To  prevent  erasures 
and  alterations  it  has  for  some  time 
been  customary  in  France  to  color 
paper  }mlp  with  green  ultramarine, 
and  to  execute  the  writing  with  dilutea 
hydrochloric  acid  or  solution  of  alum, 
producing  white  characters  upon  the 
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green  ground.  Some  Enelish  bankers 
nse  paper  colored  with  litmuS,  upon 
which  are  printed  ornamental  lines 
with  oxalic  acid.  These  lines  of  course 
are  red,  but  as  soon  as  an  attenmt  is 
made  to  remove  the  ink  with  acia  the 
entire  ground  becomes  red.  If  it  is 
sought  to  revivify  the  blue  by  means  of 
alkalies,  the  ornamental  lines  also  as- 
sume a  blue  color. 

Cork  Paper,  patented  in  America  by 
H.  Felt  &  Co.,  is  prepared  bv  coating 
one  side  of  a  thick,  soft,  ana  flexible 
paper  with  a  preparation  of  20  parts  of 
glue,  1  of  gelatine,  and  3  of  molasses, 
and  covering  it  with  fine  particles  of 
cork  lightly  rolled  on.  Tne  material 
is  used  for  packing  glass,  bottles,  etc. 

Wrappiiig  Paper  for  Silver  Ware. 
The  appearance  of  silver  ware  is  fre- 
quently injured  by  beine  exposed  to  air 
containing  sulphuretted  hydrogen  or 
sulphurous  and  other  acids.  The  small 
quantity  of  sulphuretted  hydrogen  con- 
tained in  illuminating  gas  ana  which 
in  burning  yields  sulphurous  acid  is  fre- 
quently sumcient  to  s|>oil  the  appear- 
ance of  all  the  articles  in  a  store.  To 
prevent  this  a  prepared  paper  is  rec- 
ommended. Prepare  a  solution  of  6 
parts  of  caustic  soda  in  water  of  20® 
^eaum^,  then  add  4  of  zinc  oxide  and 
let  the  mixture  boil  for  2  hours,  if  pos- 
sible under  a  pressure  of  5  atmospheres. 
Dilute  the  solution,  when  clear,  to  10° 
Beaum^.  and  it  is  ready  for  impreg- 
nating tne  paper. 

Preparation  of  Parchment  Paper, 
Dilute  strong  sulphuric  acid  with  i  its 
volume  of  water,  and  allow  it  to  cool  to 
about  65°  F.  Then  immerse  unsized 
paper  in  the  cold  acid  for  10  to  50 
seconds  according  to  its  thickness. 
When  the  acid  has  acted  a  sufficient 
length  of  time,  the  paper  is  first  well 
wasned  in  cold  running  water,  then 
dipped  in  dilute  ammonia,  again 
washed  in  water,  and  finally  dried. 
When  it  is  left  to  itself  to  dry  it  be- 
comes shrivelled  and  has  a  bad  appear- 
ance. To  guard  a^inst  this  the  fol- 
lowing process  is'adopted :  An  endless 
strip  of  paper  is  passed  by  machinery 
first  through  a  vat  of  the  acid  and  then 
through  water,  ammonia,  and  water 
again;  next  a  cloth-covered  roller  de- 
prives it  of  a  portion  of  the  water,  and 
finally  it  is  pressed  and  smoothed  out 


by  means  of  polished  heated  cylinders. 
When  properly  manufactured,  parch- 
ment paper  has  the  same  color  and 
transluoency  as  animal  parchment.  As 
compared  with  ordinary  parchment 
this  paper  possesses  the  advantage  thai 
it  is  very  little  liable  to  be  attacked  by 
insects.  And  again,  the  characters  in- 
scribed on  it  cannot  be  efiiaxied  without 
difficultv.  and  when  effaced  cannot  be 
replaced  ov  others,  a  perfect  giiarantee 
against  all  kinds  of  falsification.  B^ 
reason  of  its  firmness  and  durability  it 
is  well  suited  for  plans  and  drawings, 
especially  such  as  are  much  exposed  to 
moisture.  Further  it  can  be  used  for 
covering  books ;  or  books,  maps,  etc., 
for  use  in  schools,  could  be  printed  on 
it  and  would  be  very  durable.  In 
place  of  animal  memorane  it  is  well 
suited  for  covering  jars  of  fruit,  ex- 
tracts, etc.,  as  also  for  connecting  the 
farts  of  distilling  and  other  apparatus, 
t  furnishes  an  excellent  substitute  for 
aiiimal  bladder  for  the  casings  of  sau»- 
aees.  In  surgery  it  is  employed  instead 
of  linen,  oiled  cloth,  and  gutta  percha, 
for  dressing  wounds. 

Water-proof  Paper  transparent  and 
impervious  to  grease  is  ootained  by 
soaking  good  paper  in  an  aqueous  solu- 
tion of  shel lac  and  borax.  It  resembles 
parchment  paper  in  some  respects.  If 
the  aqueous  solution  be  colored  with 
aniline  colors  verv  handsome  paper,  of 
use  for  artificial  lowers,  is  prepared. 

Peter8on*s  WcUer-proof  Paper.  Dis- 
solve 3^  ounces  of  tallow  soap  in  water, 
add  sufficient  solution  of  alum  that  the 
soap  is  entirely  decomposed,  and  mix 
this  fluid  with  a  gallon  of  paper-pulp. 
The  paper  is  in  all  other  respects  pre- 
pared in  the  ordinary  manner  and  need 
not  to  be  sized .  It  is  especially  suitable 
for  cartridge-shells. 

Carbolic  Add  Paper  is  prepared  with 
3^  ounces  of  carbolic  acia  to  the  square 
foot.  It  is  used  for  disinfecting  pur- 
poses, and  also  for  packing  fresh  meat. 
The  process  of  preparing  it  i^  as  fol- 
lows :  Melt  at  a  moderate  heat  5  parts 
of  stearine,  6  of  paraffine,  and  2  of  car- 
bolic acid.  Apply  the  melted  mixture 
to  the  paper  witn  a  brush. 

A  still  more  effective  paper,  and  which 
can  be  used  for  a  great  many  purposes,  is 
obtained  by  the  use  of  a  smaller  quan- 
tity of  nitric  acid  in  place  of  carbolic 
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acid,  the  rest  of  the  process  being  the 
same. 

Two  New  Varieties  of  Preserving  Par 
per  have  been  recently  brought  into 
the  market.  The  one  is  obtained  by 
immersing  soft  paper  in  a  bath  of  sali- 
cylic acid,  and  tnen  drying  in  the  air. 
The  bath  is  preparea  by  diluting  a 
strong  solution  of  the  acid  in  alcohol 
with  a  large  volume  of  water.  This 
paper  may  then  be  used  for  wrapping 
up  apples,  etc. 

The  other  paper  used  as  protection 
against  moths  and  mildew  is  best  pre- 
pared from  strong  manilla  paper  by 
immersing  it  in  the  following  bath: 
Seventy  parts  of  tar  oil,  5  of  crude  car- 
bolic acid  containing  about  \  phenole, 
20  of  coal-tar  at  a  temperature  of  160° 
F.,  and  5  of  refined  petroleum.  The 
paper  is  then  squeezed  out,  and  dried 
by  passing  it  over  hot  rollers. 

Plastic  Pasteboard  for  Surgical  Band- 
ages is  prepared  by  softening  the  raw 
pasteboard  by  beating,  or,  if  very  stiff, 
lixiviating  with  alkalies,  then  drying 
thoroughly,  and  saturating  with  a  solu- 
tion of  snellac,  rosin,  and  turpen- 
tine, or  pine  rosin,  elemi,  etc.,  ana,  if 
necessary,  coating  with  gutta-percha  or 
varnish. 

Preparation  of  Tra^ng  Paper ^  Trac- 
ing Linen^  and  Transparent  Packing 
Paper,  The  paper  is  first  treated  with 
boiled  linseed  oil,  and  the  excess  of 
oily  particles  removed  with  benzine. 
The  paper  is  then  washed  in  a  chlorine 
bath.  When  dry  it  is  again  washed 
with  oxygenated  water. 

Linen  is  first  provided  with  a  coating 
of  starch  and  then  with  an  application 
of  linseed  oil  and  benzine.  It  is  finished 
by  being  smoothed  between  polished 
rollers. 

Photo-lithographic  Transfer  Paper, 
and  Transfer-color  belonging  to  it.  Pa- 
per is  treated  with  a  solution  of  100 
parts  of  gelatine  and  1  of  chrome-alum 
m  2400  of  water,  and,  afler  drying,  with 
white  of  egg.  It  is  sensitized  in  a  bath 
consisting  of  1  part  of  chrome-alum,  14 
of  water,  and  4  of  alcohol.  The  ad- 
dition of  the  latter  prevents  the  solution 
of  the  white  of  egg.  On  the  places  not 
exposed  to  the  light  the  white  of  eeg 
becomes  detached,  together  with  the 
color  with  which  the  exposed  paper 
hits  been  coated.    The  transfer  color 


consists  of  20  parts  of  printing  ink,  50 
of  wax,  40  of  tallow,  36  of  rosin^  210  of 
oil  of  turpentine,  and  30  of  Berlin  blue. 

WritinOf  Copying,  and  Dratoing  Pa- 
per which  can  be  washed.  The  paper 
IS  made  transparent  by  immersion  in 
benzine  and  then,  before  the  benzine 
volatilizes,  plunged  into  a  solution  of 
siccative  prepared  in  the  following 
manner :  One  pound  each  of  lead  shav- 
ings and  oxide  of  zinc  are  boiled  for 
8  nours,  together  with  8|  ounces  of 
hardened  Venetian  turpentine  in  2i 
gallons  of  purified  linseed-oil  varnish, 
and  then  allowed  to  stand  for  a  few 
days  to  cool  and  settle.  The  clear  layer 
is  then  poured  off  and  to  this  are  added 
5  pounds  of  white  West  Indian  copal 
and  8f  to  10  ounces  of  sandarac  dis- 
solved in  spirit  of  wine  or  ether.  This 
paper  can  be  written  or  drawn  upon 
with  pen  and  ink  or  water  colors ;  or,  by 
using  good  copying  ink,  good  copies 
can  be  taken  from  it  without  a  press. 

Tra^nng  Paper,  By  the  following 
very  simple  process  ordinary  drawing 
paper  can  be  rendered  transparent,  for 
the  purpose  of  making  tracings,  and  its 
transparency  removea  so  as  to  restore 
its  former  appearance  when  the  draw- 
ing is  completed.  Dissolve  any  quan- 
tity of  castor  oil  in  one,  two,  or  three  vol- 
umes of  absolute  alcohol,  according  to 
the  thickness  of  the  paper,  and  apply  it 
by  means  of  a  sponge.  The  alcohol 
evaporates  in  a  lew  minutes,  and  the 
tracing  paper  is  dry  and  ready  for  im- 
mediate use.  The  drawing  or  tracing 
can  be  made  either  with  lead-pencil  or 
India  ink,  and  the  oil  removed  from 
the  paper  by  immersing  it  in  absolute 
alcohol,  thus  restoring  its  original 
opacity.  The  alcohol  employed  in  re- 
moving the  oil  is,  of  course,  preserved 
for  diluting  the  oil  used  in  preparing 
the  next  sheet. 

Transfer  Paper,  Mix  lard  to  a  paste 
with  lampblack,  rub  this  upon  the 
paper,  remove  the  excess  with  a  rag, 
and  dry  the  paper.  A  copy  of  the  writ- 
ing can  be  transferred  on  a  clean  sheet 
of  paper  by  placing  It  underneath  the 
prepared  paper  and  writing  upon  the 
latter  with  a  lead-pencil  or  sharp 
point. 

Tar  Paper,  Boil  100  pounds  of  tar 
for  3  hours,  then  dissolve  in  it  a  Quan- 
tity of  a  glue  prepared  from  rosin  and 
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soap,  poor  8  gallons  of  boiline  water 
upon  the  mixture,  stir  carefully,  and 
let  the  mixture  boil.  Then  stir  care- 
fully 100  i>ounds  of  potato  flour  into  60 
gallons  01  water  in  a  vat,  mix  the  dis- 
solved tar  with  15  gallons  of  boiling 
water,  and  add  this  to  the  potato  flour 
in  the  vat,  stirring  constantly.  Twenty- 
four  parts  of  this  homogeneous  fluid  are 
taken  to  20  parts  of  paper-pulp.  From 
the  pulp  the  tar-paper  is  manufactured, 
which  can  be  piEiinted  black  and  var- 
nished to  make  it  water-proof.  The 
prepared  tar-solution  may  also  be  used 
to  impregnate  wood,  sail-cloth,  etc.    ' 

To  Prepare  Leather  Waste  for  use  in 
tJie  Manufacture  of  Paper.  To  extract 
the  tannin  place  the  waste  for  a  few 
hours  in  a  solution  of  5  parts  of  lime,  5 
of  crystallized  soda,  ana  1^  of  sal-am- 
moniac in  100  of  water ;  then  wash  first 
with  acidulated  and  next  with  pure 
water.  The  prepared  waste  is  worked 
into  paper  m  the  ordinarv  manner, 
either  by  itself  or  mixed  witn  rags. 

Iridescent  Paper,  Boil  4^  ounces 
of  coarsely  powdered  gall-nuts,  2| 
ounces  of  sulphate  of  iron,  ^  ounce  of 
sulphate  of  indigo,  and  12  grains  of 

fum- Arabic;  strain  through  a  cloth, 
rush  the  paper  with  the  lio^uor,  ana 
expose  it  quickly  to  ammoniacal  va- 
pors. 

Colored  Paper  for  Tying  up  Bottles, 
etc.  The  dry  aniline  colors  of  all 
shades  are  used.  Dissolve  15  grains  of 
aniline  color  in  1  ounce  of  highly  recti- 
fied alcohol,  dilute  the  solution  with 
10  ounces  of  distilled  water,  and  add 
23  grains  of  tannin  dissolved  iu  ^  fluid 
ounce  of  alcohol.  The  object  of  the 
addition  of  tannin  is  to  fix  the  color 
permanently  upon  the  fibres  of  the 
pa|)er,  as  without  it  the  color  on  drying 
could  be  easily  rubbed  off.  Now  take 
thin  white  writing-paper,  spread  it 
upon  a  marble  or  copper  plate,  and 
apply  the  fluid  by  means  of  a  sponge, 
liang  the  paper  over  cord  to  dry,  and 
in  a  few  days  varnish  it  with  a  concen- 
trated solution  of  sodium  water-glass  to 
100  parts  of  which  have  been  added  10 
parts  of  glvcerine. 

Pouget'Maisonneuv^s  EUctro^hemi- 
col     Telegraph    Paper,       Sufficiently^ 
sized  paper  is  treated  with  a  solution 
of  5  parts  of  ferro-cyanide  of  potassium 
and  150  of  sal-ammoniac   in  100  of 


water.  Telegrams  transmitted  by  means 
of  this  paper  and  Morse's  apparatUit 
have  given  very  satisfactory  results. 

Amianthus  Paper  consists  of  2  parts 
of  paper  pulp  and  1  of  amianthus.  It 
is  especiailv  distinguished  from  ordi- 
nary paper  oy  its  color,  having  a  vellow- 
ish  tint.  When  burned  in  a  name  it 
leaves  a  white  residue,  which,  when 
not  violently  shaken,  retains  the  form 
of  the  paf>er,  and  upon  which  the  writ- 
ing^ provided  ink  containing  sulphate 
of  iron  has  been  used,  can  be  traced 
and  decif>hered  with  some  trouble  hj 
the  yellow  marks  left  behind.  Experi- 
ments in  the  manufacture  of  amianthus 
paper  have  been  made  in  America, 
where  large  beds  of  amianthus  of  fine 
fibre  have  been  discovered  and  the 
price  of  the  material  is  low. 

To  Water-proof  Cylinders  of  Paste' 
board.  The  so-^led  Chinese  lacquer 
is  best  adapted  for  this  purpose.  It 
consists  of  a  mixture  of  4  parts  of  slaked 
lime  and  3  of  fresh  blood,  to  which 
some  alum  has  been  previously  added. 
As  soon  as  the  mixture  is  complete  it 
is  applied  to  the  pasteboard  with  a 
large  soft  brush.  When  the  first  coat- 
ing is  dry  a  second  is  laid  on,  which 
suffices  to  make  the  pasteboard  im- 
permeable to  water. 

To  Produce  Enamelled  Writing  Sur^ 
faeces  on  Pasteboard  and  Paper.  A 
mixture  of  bleached  shellac  and  borax 
dissolved  in  10  per  cent,  of  water  and 
glue  and  vine-black  rubbed  to  an  im- 
palpable powder  is  used  for  the  first 
coloring  material.  It  is  transferred  to 
the  paper  to  be  coated  by  means  of  a 
felt  roller,  and  distributed  with  a  brush. 
The  paper  is  then  dried  and  rolled  up. 
After  tnis  operation  a  second  color  con- 
sisting of  vine-black,  pergamentine 
(water-glass  and  glycerine)  is  used,  the 
paper  receiving  three  coats  of  this.  It  is 
then  cut  into  suitable  sizes,  steamed  at 
a  temperature  of  248°  F.,  and  finally 
smoothed  by  calendering.  For  white 
tablets  Kremnitz  white  is  used  in  place 
of  vine-black ;  for  colored,  ultramarine, 
ete. 

Imitation  of  Mother-of- Pearl  on  Pa' 
^er.  Stout  paper  with  a  glossy  coating 
is  allowed  to  float  upon  a  solution  or 
salts  of  silver,  lead,  or  bismuth.  As 
soon  as  the  paper  lies  smooth  upon  the 
surface   of  the  solution  it   is  slowly 
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lifted  and  allowed  t 
paper  is  then  placed  i 
nated  with  sulpliide  __ 
remains  here  unUl  the 
BUmeda  metallic  lostre.  Diluted  col- 
lodion ia  now  poured  over  the  paper 
thus  prepared,  or  it  i^  drawn  throuvli 
ft  bath  of  it,  vhen,  after  drying,  the 
beautifdl  iridescent  colon  will  appear 
upon  the  paper.  The  moet  varying 
euectB  can  be  produced  by  sprinkling 
reducing  Bubatances  or  eails  upon  the 
iorfgoe  of  the  paper  before  submitting 
it  to  the  action  of  the  sulphide  of  bj- 

ThU  procesa  ia  not  only  adapted  for 
paper  but  can  also  be  employed  for 
finished  articles,  M  boxes,  bonbonniares, 

TaMait  Paper  Trantparenl.  Apply 


The  boiler  containing  the  glneiscon- 

Etmcted  of  copper  or  iron,  and  sur- 
loundedwithasteam-jacket.  Thesmall 
rollers  t  and  n  act  as  diatributers,  both 
being  turned  by  friction  with  b.  Aa 
Boanasthe  paperreacbeatheeven  plane 
from  b  to  e  the  ^lue  upon  it  is  heated 
by  steam  emanatmg  from  the  apparatna 
a.  and  a  fine  jet  of  the  materiBj,  emery, 
gloss,  sand,  etc.,  falls  from  e  upon  the 
Hurikce  thus  heated.  The  powder  pene- 
trates deeply  into  the  soil,  sticky  moss, 
and  adheres  quickly.     The  excess  falU 

coUected  in  a  box.  The  powder  in  e  is 
beatedbyasleam-j>ipe.  Thefan/sets 
the  paper  in  motion,  whereby  all  the 
powder  not  adhering  tightly  i^  shaken 
off.  &.  jet  of  steam  striking  the  sur^ 
face  of  the  paper  throngh  g  helps  to 


a  thin  coating  of  a  solution  of  Cantfa 
balsam  in  turpentine  to  the  paper,  ihea 
give  it  a  good  coadng  of  mnch  thicker 
varnish  on  both  sides.  Perform  the 
work  before  a  hot  fire,  to  keep  the 
paper  warm,  and  a  third  or  even  feurth 
coaljng  until  the  paper  becomes  evenly 
translucent.  Pa|>er  prepared  in  this 
manner  oomes  nearer  to  periectiou 
than  any  other. 

Emery  Paper.  The  accompanying 
Illustration  (Fig.  Wa)  represents  Ed- 
wards' patented  apparatus  used  in  the 
maunfiicture  of  emer^,  sand,  glass,  and 
similar  papers,  a  is  the  beam  on 
which  the  endless  paper  is  rolled.  In 
unrolling  it  passes  over  the  brush- 
roller  i,  which  takes  up  the  g^lue  from 
the  boiler  h  and  applies  it  to  the  paper. 


Kt  the  powder  more  securely  in  the 
glue. 

Waler-proof  Emery  Paper.  Tbo 
paf>er  is  coated  on  both  sides  with  pul- 
verized emery  which  is  made  to  adhere 
to  it  by  means  of  a  water-proof  cement, 
9(1  that  moisture  can  have  no  injurioua 
effect  upon  the  paper.  This  flexible 
waler-proof  cement  ia  jjrepared  bv  melt- 
ing 2  parts  of  hard,  African  copal,  pour- 
ing over  this,  while  yet  hot,  3  of  Imlled 
linseed  oil  and  adding  1  part  of  oil-lac- 
qner.  1  of  Venetian  turpentine,  1  of 
of  Berlin  blue,  I  of 
dissolved  cooutciiouc. 
-  .  „  -Jients  Intimotely,  and 
ihould  the  compound  be  too  thick 
dilute  with  some  linseed-oil  varnish. 
Then  spread  it  uniformly  upon  paper, 
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or  a  suitable  cheap  fabric,  stretched  in 
a  frame,  and  sift  finel^r  pulverized 
emery,  or  glass,  quartz  sand,  etc.,  over 
it;  and,  when  dry,  remove  the  excess 
of  powder.  Usuallv  both  sides  of  the 
palter  are  covered,  one  side  with 
coarser  and  the  other  with  finer  pow- 
der. 

/Stains  Used  in  Coloring  Paper  for 
Artificial  Flowers,  Sap-colors  are 
only  used  and  principally  those  con- 
taining much  coloring  matter.  The 
following  colArs  are  calculated  for  09i« 
ream  of  paper. 

The  sum- Arabic  given  in  the  receipt 
is  dissolved  in  the  sap-liquor. 

Crimson.  Mix  1  gallon  of  liquor  of 
Brazil  wood  compounded  with  ooras, 
2  ounces  of  wax-soap,  and  8|  ounces  of 
gum-Arabic 

Dark  Blue,  I.  Mix  1  gallon  of  tinc- 
ture of  Berlin  blue  and  2  ounces  each  of 
wax-soap  and  gum  tragacanth. 

II.  Mix  I  i^allons  of  tincture  of 
Berlin  blue  with  2  ounces  of  wax-soap 
and  4^  ounces  of  gum  tragacanth. 

Bark  Oreen.  I.  Take  i  gallon  of 
liquor  of  sap-green  (boiled  down  juice 
of  the  berries  of  JRhamuLS  eaihartMtis)^ 
A\  ounces  of  indigo  rubbed  fine,  1 
ounce  of  wax-soap,  and  4^  ounces  of 
gum-Arabic. 

II.  One-half  gallon  of  liquor  of  sap- 
green,  4i  ounces  of  distillcKi  verdigris^ 
1  ounce  of  wax-soap,  and  4i  ounces  or 
gum-Arabic. 

Dark  Red.  Compound  1  gallon  of 
liquor  of  Brazil  wood  with  2  ounces 
or  wax-soap  and  81  ounces  of  gum- 
Arabic. 

Golden  Yellow.  Mix  6^  pounds  of 
gamboge  with  2  ounces  of  wax-soap. 

Lemon  Color.  I.  Compound  1  gallon 
of  juice  of  Persian  berries  with  2  ounces 
of  wax-soap  and  8i  ounces  of  gum- 
Arabic. 

II.  Add  to  1  gallon  of  liquor  of  quer- 
citron compounded  with  solution  of 
tin  2  ounces  of  wax-soap  and  83  ounces 
of  gum-Arabic. 

Pale  Yellow.  Mix  1  gallon  of  liauor 
of  fustic,  2  ounces  of  wax-soap,  ana  81 
ounces  of  gum-Arabic. 

Hose  Color.  Mix  1  gallon  of  liquor 
of  cochineal  with  2  ounces  of  wax-soap 
and  8|  ounces  of  gum-Arabic. 

iScarlet.  I.  Mix  1  gallon  of  liquor 
of  Brazil  wood  compounded  with  alum, 


and  a  solution  of  copper  with  2  ounces 
of  wax-soap  and  81  ounces  of  gum- 
Arabic. 

II.  Mix  1  gallon  of  liquor  of  cochi- 
neal compounded  with  citrate  of  tin 
with  2  ounces  of  wax-soap  and  81 
ounces  of  gum-Arabic. 

Yellouhgreen.  I.  Compound  1  gal- 
lon of  liquor  of  sap-green  with  2  ounces 
each  of  distilled  verdigris  and  wax- 
soap  and  81  ounces  of  gum-Arabic. 
.  II.  Take  1  gallon  of  liquor  of  sap- 
green,  2  ounces  each  of  dissolved  indigo 
and  wax-soap,  and  81  ounces  of  gum- 
Arabic. 

Stain  for  Glazed  Papers.  On  ac- 
count of  the  cheapness  of  these  papers 
a  solution  of  elue  is  used  as  an  agglu- 
tinant.  The  following  proportions  are 
generally  used  for  one  reami  of  paper : 
One  pound  of  glue  and  li  gallons  of 
water. 

Black.  I.  Dissolve  1  pound  of  glue 
in  li  gallons  of  water;  triturate  with 
this  1  pound  of  lampblack  previously 
rubbed  up  in  rye  wniskey,  21  pounds 
of  Frankford  black,  2  ounces  of  Paris 
blue,  1  ounce  of  wax-soap,  and  add  H 
pounds  of  liquor  of  logwood. 

II.  Take  i  gallon  of  liquor  of  log- 
wood compounded  with  sulphate  of 
iron,  1  ounce  of  wax-soap,  and  4^  ounces 
of  eum-Arabic. 

Sltie  (Azure).  Dissolve  1  pound  of 
glue  in  li  gallons  of  water,  and  com- 
pound the  solution  with  1^  pounds  of 
Berlin  blue,  2f  jwunds  of  pulverized 
chalk,  2i  ounces  of  light  mineral  blue, 
and  2  ounces  of  wax-soap. 

BltLe  (Dark).  I.  Dissolve  1  pound 
of  fflue  in  U  gallons  of  water,  and  mix 
with  it  4i  pounds  of  pulverized  chalk, 
4i;  ounces  of  Paris  blue,  and  2  ounces 
of  wax-soap. 

II.  Mix  )  gallon  of  tincture  of  Berlin 
blue  and  1  ounce  of  wax-soap  with  2i 
ounces  of  dissolved  gum  traeacanth. 

Blue  (Pale).  1.  Mix  ^  gallon  of  ti nct- 
ure  of  Berlin  blue  and  1  ounce  of  wax- 
soap  with  Sh  ounces  of  dissolved  gum 
tragacanth. 

II.  Dissolve  1  pound  of  glue  in  li 
gallons  of  water,  and  mix  with  it  4 
pounds  of  pulverized  chalk  and  2 
ounces  each  of  Parisian  blue  and  wax- 
soap. 

Brown  {Dark).  I.  Dissolve  1  pound 
of  glue  in  li  gallons  of  water,  and  mix 
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with  it  1  pound  of  colcothar,  a  like 
quantity  of  English  pink,  li  pounds  of 
pulverized  chalk,  and  2  ounces  of  wax- 
soap. 

II.  Dissolve  1  ounce  of  wax-soap  and 
4}  ounces  of  gum- Arabic  in  ^  gallon  of 
gQod  liquor  of  Brazil  wood  and  a  like 
quantity  of  tincture  of  gall-nuts. 

Cherry  Red,  Dissolve  1  pound  of 
glue  in  li  gallons  of  water,  and  mix 
with  it  8^  pounds  of  Turkish  minium 
previously  rubbed  up  with  i  gallon  of 
liquor  of  Brazil  wood  and  2  ounces  of 
wax-soap. 

Qreen  {Copper).  Dissolve  1  pound 
of  glue  in  l|  gallons  of  water,  and 
triturate  with  it  4  pounds  of  English 
green,  li  pounds  or  pulverized  chalk, 
and  4  ounces  of  wax -soap. 

Oreen  {Pale).  Dissolve  1  pound  of 
glue  in  li  gallons  of  water,  and  mix 
with  it  1  pound  of  Bremen  blue^  8i 
ounces  of  whiting,  1  ounce  of  light 
chrome-yellow,  and  2  ounces  of  wax- 
soap. 

Lemon  Color,  Dissolve  1  pound  of 
glue  in  l\  gallons  of  water,  and  mix 
with  it  13  ounces  of  light  chrome-yel- 
loWi  2  pounds  of  pulverized  chalk,  and 
2  ounces  of  wax-soap. 

Orange-yellow.  Dissolve  1  pound  of 
glue  in  li  gallons  of  water,  and  mix 
with  it  2  pounds  of  light  chrome-yellow, 
1  pound  of  Turkish  minium,  2  pounds 
of  white  lead,  and  2  ounces  of  wax- 
soap. 

Red  ( Dark),  Mix  f  gallons  of  liquor 
of  Brazil  wood  with  1  ounce  of  wax- 
soap  and  4^  ounces  of  ^m- Arabic. 

Red  {Pale),  Dissolve  1  pound  of 
glue  in  U  gallons  of  water,  and  mix 
with  it  81  pounds  of  Turkish  minium 
previously  rubbed  up  with  2  ounces  of 
wax-soap. 

Rose  Color,  Dissolve  1  pound  of  glue 
in  li  ^Uons  of  liquor  of  Brazil  wood 
and  mix  with  it  50  pounds  of  rose  mad- 
der previously  rubbed  up  with  2  ounces 
of  wax-soap. 

Violet,  Mix  4i  ounces  of  gum- Arabic 
and  1  ounce  of  wax-soap  with  h  gallon 
of  good  liquor  of  logwood.  After  the 
gum  has  dissolved  in  the  liquor  com- 
pound it  with  some  potash. 

Stains  for  Morocco  Papers,  Black. 
Dissolve  81  ounces  of  good  parchment 
shavings  in  li  gallons  of  water  and  stir 
in  1  pound  of  lampblack,  30  pounds  of 


Frankfort  black,  and  If  ounces  of  fine 
Paris  blue. 

Blue  {Dark),  Dissolve  8|  ounces  of 
good  parchment  shavings  in  1^  gallons 
of  water,  and  mix  with  the  solution  8i 
pounds  of  white  lead  and  4j^  ounces  of 
fine  Paris  blue. 

Blue  {Light.),  Dissolve  81  ounces  of 
parchment  shaving  in  1^  gallons  of 
water,  and  mix  with  it  81  pounds  of 
white  lead  and  2i  ounces  of  fine  Paris 
blue. 

Green  {Dark),  Dissdfve  13  ounces 
of  parchment  shavings  in  2^  gallons  of 
water,  and  mix  with  10  pounds  of 
Schweinfurth  green. 

Green  {Pale).  Dissolve  13  ounces  of 
parchment  shavings  in  2^  gallons  of 
water,  and  mix  with  81  pounds  of 
Schweinfurth  green  and  1  pound  of 
fine  Paris  blue. 

Orange-yellow,  Dissolve  8|  ounces 
of  parchment  shavings  in  1^  gallons  of 
water,  and  mix  with  1^  pounds  of  light 
chrome-yellow,  8|  ounces  of  orange 
chrome-yellow,  and  1  pound  of  white 
lead. 

Pale  Yellow.  Dissolve  81  ounces  of 
parchment  shavinss  in  1^  gallons  of 
water,  and  mix  witn  2  pounds  of  light 
chrome-yellow  and  8i  ounces  of  white 
lead. 

Red  {Dark),  Dissolve  8|  ounces  of 
parchment  shavings  in  1^  gallons  of 
water,  and  compound  this  with  7| 
pounds  of  fine  cinnabar  and  1  pound 
of  Turkish  minium. 

Red  {Pale),  Dissolve  8|  ounces  of 
parchment  shavings  in  1^  gallons  of 
water^  and  mix  it  with  8|  pounds  of 
Turkish  minium. 

Violet  {Dark),  Dissolve  8$  ounces 
of  parchment  shavings  in  1^  gallons  of 
water,  and  mix  with  3|  pounds  of  white 
lead,  1  pound  of  pale  mineral  blue,  and 
81  ounces  of  scarlet  lake. 

Violet  {Light),  Dissolve  81  ounces 
of  parchment  shavings  in  1^  gallons  of 
water,  and  mix  with  4i  pouncb  of  white 
lead,  13  ounces  of  light  mineral  blue, 
and  81  ounces  of  scarlet  lake. 

Stains  for  Satin  Papers,  Azure 
Blue,  Dissolve  13  ounces  of  parchment 
shavings  in  2^  gallons  of  water,  and 
mix  with  3  pounds  of  Bremen  blue.  If 
pounds  of  English  mineral  blue,  and  4^ 
ounces  of  wax-soap. 

Bliie  {Light),    Dissolve  8|  ounces  of 
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parchment  shayinj^  in  11  gallons  of 
water,  and  mix  with  1  pound  of  light 
mineiul  blue  and  3^  ounces  of  wax- 
soap. 

Brovon  {Light),  Dissolve  8i  ounces 
of  parchment  shavings  in  H  gallons  of 
water,  and  mix  with  13  ounces  of  light 
chrome-yellow,  6i  ounces  of  colcothar, 
2  ounces  of  Frankfort  black,  3  pounds 
of  pulverized  chalk,  and  3^  ounces  of 
wax-soap. 

Brown  {Rfddish),  Dissolve  8} 
ounces  of  parchment  shavings  In  1^ 
gallons  of  water,  and  ndx  with  1  pound 
of  yellow  ochre,  4i  ounces  of  light 
chrome-yellow,  1  pound  of  white  lead. 
1  ounce  of  red  ochre,  and  3^  ounces  or 
wax-soap. 

Gray  {Light).  Dissolve  8}  ounces  of 
parchment  shavings  in  li  gallons  of 
water,  and  mix  witn  4i  pounds  of  pul- 
verized chalk,  81  ounces  of  Frankfort 
black,  1  ounce  of  Paris  blue,  and  3^ 
ounces  of  wax-soap. 

Gray  {Bluish).  Dissolve  81  ounces 
of  parchment  shavings  in  1^  gallons  of 
water,  and  mix  with  4k  pounds  of  pul- 
verized chalk,  1  pound  of  light  mineral 
blue,  4i  ounces  of  English  green,  1| 
ounces  of  Frankfort  olack,  and  31 
ounces  of  wax-soap. 

Green  {Light).  Dissolve  8}  ounces 
of  parchment  shavings  in  1^  gallons  of 
water,  and  mix  with  2|  pounds  of  Eng- 
lish green  a  like  quantity  of  pulver- 
ized chalk  and  31  ounces  of  wax- 
soap. 

Green  {Brownish).  Dissolve  81  ounces 
of  parchment  shavings  in  11  gallons  of 
water,  and  mix  with  1  pound  of  Schwein- 
furth  green,  8|  ounces  of  mineral  green. 
4i  ounces  each  of  burnt  umber  ana 
English  pink,  1  pound  of  whiting,  and 
3^  ounces  of  wax-soap. 

Lemon  Color.  Dissolve  81  ounces  of 
parchment  shavings  in  11  gallons  of 
water,  and  mix  with  1^  pounds  of  light 
ohrome-yellow,  1  pound  of  white  lead, 
and  31  ounces  of  wax-soap. 

Orange-yellow.  Dissolve  81  ounces 
of  parchment  shavings  in  11  gallons  of 
water,  and  mix  with  11  pounds  of  light 
chrome-yellow,  8}  ounces  of  orange 
chrome-yellow,  1  pound  of  white  lead, 
and  3V  ounces  of  wax-soap. 

Pale  Yellow.  Dissolve  8|  ounces  of 
parchment  shavings  in  11  gallons  of 
water,  and  mix  with  4i  pounds  of  light 


chrome-yellow,  1  pound  of  pulverized 
chalk,  and  3^  ounces  of  wax -soap. 

Orange-yellow.  Dissolve  81  ounces 
of  parchment  shavings  in  11  gallons  of 
water,  and  mix  with  4i  pounds  of  li^ht 
chrome-yellow,  81  ounces  of  Turkish 
minium,  1  pound  of  white  lead,  and  31 
ounces  of  wax-soap. 
-  Rose  Color,  Dissolve  8}  ounces  of 
parchment  shaviu|^  in  11  gallons  of 
water,  and  mix  with  |  gallon  of  rose 
color  prepared  from  liquor  of  Brazil 
wood  andchalk,  and  61  }>ounds  of  wax- 
soap. 

violet  {Light).  Dissolve  8}  ounces 
of  parchment  shavings  in  11  gallons  of 
water,  and  mix  with  1^  pounds  of  light 
mineral  blue,  a  like  quantity  of  scarlet 
lake,  1  pound  of  white  lead,  and  31 
ounces  of  wax -soap. 

White.  Dissolve  8f  ounces  of  parch- 
ment shavings  in  11  gallons  of  water, 
and  mix  %7lth  8$  pounas  of  fine  Krem- 
nitz  white,  41  ounces  of  fine  Bremen 
blue,  and  31  ounces  of  wax-soap. 

Silver  White.  Dissolve  8i  ounces  of 
parchment  shavings  in  11  gallons  of 
water,  and  mix  with  8|  pounds  of  Krem- 
nitz  white,  8|  ounces  of  Frankfort 
black,  and  31  ounces  of  wax -soap. 

Ifow  to  S^lit  a  Sheet  of  Paper.  To 
split  paper  into  two  or  three  even  parts 
proceed  as  follows :  Paste  a  piece  of  cloth 
or  strong  paper  to  each  side  of  the  sheet 
to  be  split.  When  dry  quickly  pull 
the  two  pieces  asunder,  when  one  part 
of  the  sheet  will  be  found  to  have  ad- 
hered to  one  and  part  to  the  other. 
Soften  the  paste  in  water,  and  the 
pieces  can  be  easily  removed  from  the 
cloth.  The  process  can  be  utilized  in 
various  ways.  If  it  be  desired  to  paste  in 
a  scrap-book  a  newspaper  article  printed 
on  both  sides  of  the  paper  and  we  possess 
only  one  copy  it  is  very  convenient  to 
know  how  to  detach  the  one  side  from 
the  other.  The  paper  when  split,  as 
may  be  imagined,  is  more  transparent 
than  before  being  subjected  to  the 
operation,  and  the  printing-ink  is  some- 
what duller;  otherwise  the  two  pieces 
present  the  appearance  of  the  original 
if  again  brought  together. 

To  separate  the  paper  sheet  into  two 
films  as  above  described  will  reauire 
some  little  practice^  but  with  a  little 
patience  the  ex})erimenter  will  soon 
acquire  the  necessaiy  dexterity. 
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Pkrfumeby.  Aromatic  Vinegars, 
Cosmetics,  Extracts,  Hair  Oii^, 
Pomades,  Powders,  Washes, 
Fumigating  Articles,  etc. 

Extraction  of  Perfume  from  Flowers. 
Bemove  the  unpleasant  odor  from 
methyl  chloride  uj  treating  it  in  a 
gaseous  state  with  sulphuric  acid.  The 
apparatus  for  extracting  the  flowers 
consists  of  a  digesting  vessel^  a  holder 
for  the  purified  methyl  chloride,  a  her- 
metically dosed  receiver,  and  an  air- 
pump.  Place  the  flowers  in  the  digest- 
ing vessel  and  submit  them  for  2  min- 
utes to  the  action  of  the  liquid  methyl 
chloride  which  is  then  run  into  the  re- 
ceiver. Repeat  this  operation  fre- 
quentlv,  each  time  with  fresh  methyl 
chloride.  Finally  the  methyl  chloride 
absorbed  hj  the  blossoms  in  the  digest- 
ing vessel  IS  removed  by  rarefying  the 
air,  and  conveyed  to  me  condensing 
apparatus.  The  last  traces  of  it  may 
be  gained  by  the  introduction  of  a  jet 
of  steam.  The  methyl  chloride  col- 
lected in  the  receiver,  which  is  placed 
on  a  water-bath  heated  to  about  86°  F., 
is  volatilized  by  rarefying  the  air  to  i 
atmosphere,  the  perfuming  substances 
mixed  with  iatty  and  wax-like  matters 
remaining  behind.  By  treating  them 
with  cold  alcohol  the  perfume  is  ob- 
tained in  a  perfect!  V  pure  state. 

Manufactivre  of  Perfumery,  Pure 
alcohol  free  from  fusel  oil  and  other 
substances  of  a  disagreeable  odor  is  one 
of  the  principal  requisites  for  the  manu- 
fiicture  of  good  perfumery.  It  is  also 
of  the  utmost  importance  that  the 
ethereal  oils  used  snould  be  perfectly 
pure  and  of  the  best  quality. 

Eau  des  Alpes.  Two  thousand  parts 
of  alcohol,  38  parts  each  of  oil  of  orange 
blossoms,  cedrat  oil,  and  oil  of  berga- 
niot,  15  parts  each  of  oil  of  lemon  and 
Portugal  oil,  8  parts  of  oil  of  wormwood, 
and  4  parts  of  oil  of  cloves. 

Eau  de  Cologne.  Six  hundred  and 
fifty  parts  of  96  per  cent,  alcohol,  60 
parts  each  of  orange  water  and  rose 
water,  200  parts  of  neroli,  400  parts  of 
oil  of  lavender,  200  parts  of  oil  of  berga- 
mot,  900  parts  of  "  petit-grain  "  oil,  250 
parts  of  oil  of  rosemary,  and  50  parts 
of  myrtle  oil. 

Otto*8  Eani  de  Cologne.  Mix  the  fol- 
lowing ingredients  with  400  parts  of 


alcohol  of  86  per  cent.  Tralles:  Fomr 
parts  of  oil  of  lemon,  3  of  oil  of  berga- 
mot,  $  of  neroli,  ^  of  lavender  oil,  i  of 
rosemary  oil,  1  of  spirit  of  sal-am- 
moniac. 

Thillaye^8  Eau  de  Cologne,  Dissolve 
the  following  oils  in  2000  parts  of  strone 
alcohol :  60  part  each  of  oergamot  ana 
lemon,  12  parts  of  cedrat,  and  3  parts 
of  rosemarv. 

Wagners  Eau  de.  Cologne,  Place 
the  following  ingredients  in  a  glass  mat- 
rass :'  Four  parts  each  of  chopped  leaves 
of  common  balm,  peppermint,  and  basil, 
6  of  bruised  angelica  root,  1  of  bruised 
coriander  seed,  and  1^  of  bruised  cloves. 
Pour  300  parts  of  alcohol  and  100  of 
water  over  them,  let  the  whole  digest 
for  48  hours,  and  then  distil  off  300 
parts.  Then  pour  100  parts  of  40  per 
cent,  alcohol  over  2^  of  neroli,  4  of 
orange  oil,  2  of  oil  of  bersamot,  i  of  oil 
of  peppermint,  2  of  tolu  balsam,  and  | 
of  essence  of  ambergris,  and  allow  the 
mixture  to  stand  quietly  for  24  hours. 
Then  pour  the  supernatant  liquid  offl 
mix  it  with  the  first,  let  the  whole  stand 
again  for  a  few  hours,  filter  through 
animal  charcoal,  and  finally  distil  it. 

Eau  de  Lavande  Amhra^  Four  bun* 
dred  parts  of  alcohol,  100  parts  of  oil  of 
cloves,  200  parts  of  oil  of  oergamot,  600 
parts  of  oil  of  lavender,  100  parts  of  Port- 
ugal oil,  300  parts  of  tincture  of  violets. 
25  parts  each  of  tincture  of  benzoine  ana 
tincture  of  storax,  50  parts  of  tincture  of 
musk,  25  parts  of  tincture  of  ambergris. 
100  parts  of  water,  and  100  parts  or 
suear-color. 

Eau  de  Paris,  Eight  thousand  parts 
of  85  per  cent,  alcohm,  62  parts  each  of 
oil  of  lemons,  oil  of  bergamot,  and  Portu- 
gal oil,  15  parts  of  neroli,  and  8  parte  of 
oil  of  rosema^. 

Empress  Eugenics  Noseaay.  One 
part  each  of  extracts  of  musk,  vanilla, 
tonka  beans,  and  neroli,  ana  2  parte 
each  of  extracte  of  rose  geranium  and 
sandal  wood  and  triple  essence  of 
roses. 

Esprit  de  Patchouli,  Mix  1  part  of 
elixir  of  musk  and  1  part  of  patchouli 
oil  with  300  parte  of  cologne  water,  and 
distil  in  a  steam-bath. 

Esprit  de  Rose  triple.  Mix  100  parte 
of  rose  oil  with  4000  parte  of  rectified 
spirit  of  wine,  and  distil. 

Esprit  de  2'oilette  Fra/ngaise.    Dis- 
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solve  in  a  suitable  flask  11  parts  each 
of  the  following  oils :  lemon,  thyme, 
lavender,  and  bergamot,  and  1  part  of 
oil  of  cinnamon  in  500  parts  of  rectifled 
spirit  of  wine. 

Eas^Bauguet.  Four  ounces  of  extract 
of  mask,  2  ounces  of  extract  of  tube- 
roses, 1  drachm  of  rose  oil,  U  drachms 
of  oil  of  bergamot,  i  drachm  of  neroli, 
S  minims  of  oil  oi  verbena,  10  minims 
of  oil  of.  allspice,  3  minims  of  oil  of 

r,tchouU,  10  minims  of  oil  of  lavender, 
drachm  of  oil  of  cedar,  and  3  to  4 
pints  of  alcohol. 

Kxtrait  Violet, 
Extract  of  cassia SOO  parts. 


« 


ro«e 


200 


"Jasmine 60  ** 

"  tuberose 66  ** 

Tincture  of  iris 100  *' 

*•       "  musk 200  " 

Oil  of  bergamot 6  " 

Extract  of  Iris,  Seven  pounds  of 
iris  root  of  good  quality  and  ground 
fine  are  treated  by  percolation  with 
pure  alcohol  until  1  gallon  of  extract 
is  obtained. 

Jockey  Club  Extract, 

Bxtract  of  Jasmine 6  ounces. 

**       "violet 20     " 

"       "musk 7      " 

"       "vanilla lU     " 

Boseoil IVj      " 

Sandal  oil \\^  drachms. 

Orange  blossom  oil 40  minims. 

Benzoic  acid 2  drachms. 

Alcohol 2  to  4  pints. 

ffeliotrope  Extract. 

Vanilla 1^^  drachms. 

Orange  blussom  oil 10  dr»pe. 

Ciien-y-lanrel  oil    ....    .  6     ** 

Musk ^  grain. 

Benzoine 6  drachms. 

Bectified  alcohol 1  pint. 

MilUfleur  Extract, 


Oil  of  rose 1  drachm. 

"   "  cedar 1 

"   "  oranges 1 

**   "  allspice 20  minims. 

Extract  of  iris 6  ounces. 

"       "Jasmine      .....  2      " 

"        "  Btyrax 1  ounce. 

"       "tonka 4  ounce'. 

Alcohol 2to4  pints. 


Moss-Rose  JBktrojBt, 

Rose  oil 2  drachma 

Sandal  oil 2 

Extract  of  musk 12  ounces. 

"       "vanilla 4      " 

"       "iris .  2      " 

"       "Jasmine 4      " 

Benzoic  acid 1  drachm. 

Alcohol lto4  pints. 

Mush  Extract.  Two  drachms  of  the 
finest  musk  in  grains  are  rubbed  up 
with  a  solution  of  i  ounce  of  carbonate 
of  potassium  in  4  ounces  of  alcohol,  until 
the  musk  is  thoroughly  soaked  and  has 
the  consistency  of  cream.  A  sufficient 
ouantity  of  alcohol,  is  added  so  that 
tne  whole  will  amount,  to  a  pint,  and 
this  allowed  to  settle.  The  liquid  is 
then  poured  off,  and  the  coarser  parti- 
cles of  the  settled  musk  are  again 
rubbed  up  in  the  same  manner.  This 
process  is  rei>eated  until  all  the  musk 
IS  finely  divided,  when  the  whole  is 
allowed,  to  stand  for  14  da^s,  and  3 
pints  of  extract  are  drawn  ofi^ 

New  Garden  Nosegay.  Mix  60  parts 
of  neroli  extract,  25  parts  each  of  the 
extracts  of  acacia,  tuberose,  jasmine, 
and  rose  geranium  with  10  parts  each 
of  essence  of  musk  and  essence  of  am- 
bergris. 


Neio-movm  Hay, 


Extract  of  tonka  bean 

"       "  musk    .    . 

"       "iris  .    .    . 

"       "  vanilla  .    . 
I*       it 


styrax  . 
Oil  of  bergamot     . 

NeroU 

Oil  of  rose     .    .    . 

"  "  patchouli     . 

**   "  cloves.    .    . 

"  "  sandal  wood 

Benzoic  acid     .    . 

Alcohol    .    .    .    . 


26  ounces, 

6      " 

8      " 

1  ounce. 

1      " 

1      " 
15  minims. 
10      " 
10      " 

6       " 

1  drachm. 
\%      " 
1  to  4  pints. 


Styrax  Extract,  Dissolve  8  drachms 
of  styrax  in  1  pint  of  alcohol. 

Tonka  Bean  Extract.  Convert  1 
pound  of  tonka  beans  into  a  coarse 
powder,  and  pour  sufficient  alcohol 
over  it  to  give  1  gallon  of  extract. 

Va/nUla  Extract.  Rub  4  ounces  of 
finest  vanilla  beans  to  a  powder  to- 
gether with  4  to  6  ounces  of  loaf  sug^ar, 
and  extract  with  alcohol  by  percolation 
until  7  gallons  of  extract  have  been 
obtained. 
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Victoria  Extract, 

Oil  of  rose 2  drachma. 

"   *•  neroli 2        " 

"   "  bergamot 4        ** 

*'   "  coriander 16  miuims. 

"   "  lavender 16       '* 

*'    "  Rltapice 24       " 

Extract  of  Jasmine 2  oances. 

"       "musk 8      *' 

"       "iris 16      ** 

Benzoic  acid 2      " 

Alcohol lto4  pints. 

West  End  Bouquet,  Mix  in  a  glass 
flask:  Fifty  parts  each  of  extracts  of 
acacia,  violet,  and  tuberose,  25  parts  of 
extract  of  jasmine,  150  parts  of  triple 
essence  of  rose,  25  parts  of  essence  of 
musk,  a  like  quantity  of  essence  of 
ambergris,  and  6^  parts  of  oil  of  berga- 
mot. 

White  Rose  Bouqxut.  Oil  of  rose  2 
drachms^  cedar  oil  6  minims,  patchouli 
oil  4  minims,  orange  oil  \  drachm, 
extracts  of  tuberose,  iris,  jasmine,  and 
musk  each  2  ounces,  benzoic  acid  1 
drachm,  and  alcohol  1  to  4  pints  diluted 
with  4  ounces  of  rose  water. 

Ylang  Ylang. 

Oil  of  ylang-yUng 2  drachms. 

"   "  rose 1  drachm. 

"   "  neroU U       " 

Extract  of  TaniUa bounces. 

Tincture  of  tola 8      " 

Alcohol  . 1  gallon. 

Boee  water 1  pint. 

Allow  the  mixture  to  stand  for  sev- 
eral days^  and  then  filter  through  car- 
bonate 01  magnesium. 

Ambergris  Vinegar,  White  vinegar 
800  parts,  ambergris  ^  part,  and  musk 
^  part.  Rub  the  ingreaients  fine  in  a 
mortar  before  adding  them  to  the  vine- 
gar. Then  moisten  the  powder  with 
some  of  the  vinegar,  and  with  the  re- 
mainder rinse  out  tne  mortar,  put  all 
^nto  a  flask,  allow  it  to  digest  lor  5  or  6 
days,  and  then  draw  off  500  parts,  or, 
at  the  utmost,  600  parts. 

AronuUic  Vinegar.  Pour  300  parts 
of  vinegar  over  6  parts  each  of  chopped- 
up  leaves  of  rosemary,  garden  sage, 
peppermint,  bruised  cloves,  bruised 
zeaoary  root,  and  pulverized  angelica 
root.  Macerate  for  4  days  in  a  closed 
vessel,  then  press  and  filter. 

Clove  Vinegar,  DioBst  inSOOpartsof 
vinegar  for  3  days :  Eighteen  parts  of 


bruised  cloves,  6  parts  each  of  grated 
nutmegs  and  cinnamon,  9  parts  of  oar- 
nation  pink  blossoms,  3  parts  each  of 
mace,  cmnamon  blossoms,  and  orange 
blossoms;  then  press  out  and  filter. 

Jasmine  Vinegar,  Pour  800  parts 
of  white-wine  vinegar  over  50  parts  of 
iasmine  blossoms,  and  9  parts  each  of 
bergamot  and  oranee  rind  cut  up.  Let 
the  mixture  digest  ror  3  days,  then  draw 
off  and  filter  t£e  vinegar. 

Lavender  Vinegar,  Pour  800  parts 
of  white-vdne  vinegar  over  100  parts 
of  lavender  blossoms^  9  parts  each  of 
chopped  leaves  of  rosenuury,  gentian, 
ana  marjoram,  4^  parts  of  thyme  leaves 
cut  up,  and  3  parts  each  of  bruised 
angelica  root  and  violet  root.  Let  the 
mixture  digest  for  3  days,  draw  off  the 
liquid,  stram  the  residue,  add  the  liquid 
obtained  to  the  first,  and  filter  the 
whole  through  blotting  paper. 

Musk  Vinegar,  Digest  for  3  days 
in  800  parts  of  white- wine  vinegar: 
Twenty  parts  of  blossoms  of  the  velTow. 
sweet  sultan  flower,  3  parts  of  choppeo 
rosemary  leaves,  and  6  parts  eacii  of 
bruised  anise  seed,  bruised  caraway 
seed,  chopped  angelica  root,  and 
bruised  caraamons;  press  out,  strain, 
and  add  3  parts  of  musk.  Let  the 
whole  stana  for  36  hours  and  filter 
through  blotting  paper.  The  musk 
remaining  upon  the  tilter  can  be  used 
several  times  in  preparing  this  vine- 
gar. 

Orange  Blossom  Vinegar,  Pour  500 
parts  of  white- wine  vinegar  over  16 
parts  of  orange  blossoms,  6  of  jasmine 
DlossomSj  6  of  jonauil,  6  of  mignonette, 
3  of  heliotrope  blossoms,  3  of  cassia 
blossoms,  ana  2  of  ground  caliatour- 
wood.     Digest  for  3  days,  strain  and 

fil^. 

'^ose  Vinegar.  Digest  in  3  parts  of 
pure  white  vinegar  1  part  of  red  roses 
and  1  of  white.  Let  the  whole  stand 
for  6  days,  tiien  press  out,  strain  and 
filter. 

Toilette  Vinegar.  This  toilette  arti- 
cle, much  in  demand  in  Paris,  is  com- 
posed as  follows :  Three  hundred  parts 
of  acetic  acid  of  6°,  1000  parts  of  80 
per  cent,  alcohol,  20  parts  each  of 
tincture  of  tolu  and  tincture  of  ben- 
zoin, 4  parts  each  of  the  oils  of  lemon* 
ber^amot^  Portugal  and  cedar,  2  parts 
of  oil  of  limes,  1  part  of  neroli|.  5i  parts 
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of  lavender  oil,  S  part  of  oil  of  rose- 
mary, and  v^  part  of  musk. 

To  give  tne  preparation  an  agreeable 
oolor  add  from  1^  to  3  parts  of  tincture 
of  ratanhy. 

Vanilla  Vinegar,  Digest  for  4  days 
in  500  parts  of  red  Burgundy  vinegar : 
Four  parts  of  ^ated  vanilla  beans,  8 
of  pulverized  cmnamon,  and  2  of  pul- 
verized cloves;  then  press  out,  strain 
and  filter. 

Vinaigre  de  BeauU.  Digest  in  a 
flask  for  3  days  in  500  parts  of  red 
Burgundy  vinegar :  Thirty  parts  of  rose 
leaves,  16  of  daffodil  blossoms,  8  of  jas- 
mine blossoms,  3  of  jonquils,  and  2  each 
of  marjoram  and  common  balm  leaves 
cut  up ;  press  out  and  strain  the  fluid. 

Vinaigre  des  Dames.  Digest  for  3 
days  with  frequent  shaking:  Three 
hundred  parts  of  red  wine  vinegar,  50 
parts  of  rose  leaves,  18  parts  each  of 
olossoms  of  jasmine  and  carnation 
pinks,  9  parts  each  of  ground  rosewood 
and  sandal  wood,  and  3  parts  each  of 
quassia  wood  aud  sassafras  wood  cut  up 
in  pieces;  then  press  out  th&  liauid, 
strain  through  a  cloth  and  finally  niter 
through  blotting  paper. 

Vinaigre  AronuUiqtie  de  J.  V,  BuUy» 
This  toilet  article  is  much  in  demand. 
It  is  composed  of  30  parts  each  of  oil 
of  bergamot  and  oil  of  lemon  rind,  12 
parts  of  Portugal  oil,  25  parts  of  oil  of 
rosemary,  4  parts  each  or  lavender  oil 
and  neroli,  50  parts  of  spirit  of  balm, 
and  1000  parts  of  alcohol.  Let  the 
mixture  stand  for  24  hours,  shaking  it 
fre<|uently,  aud  then  add  60  parts  each 
of  tinctures  of  benzoin,  tolu,  and  storax, 
and  100  parts  of  spirit  of  carnation 
pinks.  Snake  again,  and  after  24  iiours 
add  2000  parts  of  distilled  vinegar,  and 
finally  after  letting  it  stand  for  12  hours 
cora))ound  the  mixture  with  90  parti  of 
radical  vinegar. 

Vinaigre  d^Hebi  {to  Remove  Freckles), 
Six  thousand  five  hundred  parts  of  vine- 
gar, 1350  of  lemons  cut  up  in  small 
pieces,  850  of  alcohol  of  85°  Tralles,  225 
of  oil  of  lavender,  5  of  rose  oil,  60  of 
cedar  oil,  and  850  of  water.  Let  the 
mixture  stand  for  3  days  exposed  to  the 
sun,  and  then  filter. 

Apply  the  fluid  to  the  skin  b^  means 
of  a  sponge  before  retiring  at  night  and 
let  it  dry.  Wash  the  next  morning  with 
cold  water. 


Oucumher  Essence  is  much  used  in 
cosmetics  intended  for  beautifying  the 
complexion.  To  prevent  the  iuice  from 
6pK>iling  or  becoming  rancid  when  mixed 
with  fat,  mix  the  fresh  juice  with  an 
equal  volume  of  90  per  cent,  alcohol, 
and  distil  ofi*  the  latter.  If  not  sulii- 
ciently  perfumed  add  fresh  juice  and 
distil. 

Cucumber  Milk  is  prepared  by  mak- 
ing an  emulsion  from  8  parts  of  sweet 
almonds,  20  parts  of  fresh  cucumber 
juice  previously  boiled,  and  i  of  Castile 
soap  dissolved  in  6  of  cucumber  essence, 
and  finally  adding  ^  of  tincture  uf 
benzoin. 

Lily  Essence,  Mix  250  parts  of  ex- 
tract of  tuberoses,  33  parts  of  extract 
of  jasmine,  QQ^  parts  of  extract  of  orange 
blossoms,  100  parts  of  vanilla  extract, 
125  parts  each  of  the  extracts  of  acacia 
and  rose,  and  a  trace  of  ethereal  oil  of 
bitter  almonds.  The  mixture  must  at 
least  stand  for  1  month  before  it  is  fit 
for  sale. 

Narval  Bouquet,  Two  hundred  and 
fifty  parts  each  of  rose  essence,  extract 
of  sandal  wood,  patchouH  essence,  and 
verbena  essence. 

Moss-rose  Essence,  One  thousand 
parts  of  alcoholic  extract  of  French 
rose-pomade,  500  parts  of  triple  spirit 
of  rose,  500  parts  of  alcoholic  extract 
of  orange  blossom  pomade,  250  parts 
of  extract  of  ambergris,  and  125  parts 
of  extract  of  musk. 

The  extract  from  pomades  is  obtained 
in  the  following  manner :  Five  hundred 
parts  of  pomade  are  cut  up  in  small 
pieces  ana  placed  in  a  capacious  flask, 
together  with  575  parts  of  alcohol.  The 
flask  is  then  hermetically  closed  and 
placed  in  a  water-bath  until  the  pomade 
IS  melted,  when  it  is  convertea  into  a 
fine-grained  mass  by  shaking.  The 
mixture  is  allowed  to  stand  for  a  few 
days,  being  occasionally  shaken,  and 
the  supernatant  fluid  is  then  drawn  off. 
By  repeating  this  operation  2  or  3  times 
a  weaker  extract  is  obtained  suitable 
for  cheap  perfumeries. 

Odeur  jFHii,  National,  Put  1  grain 
of  musk  into  a  flask,  pour  6  fluid  ounces 
of  85  to  90  per  cent,  alcohol  over  it, 
close  the  flask,  shake  it  several  times, 
and  let  it  stand  for  24  hours ;  then  add 
6  drops  of  rose  oil,  60  grains  each  of  the 
'  oils  of  bergamot  and  cloves,  1  fluid 
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drachm  of  oedar  oil,  and  i  fluid  drachm  I 
of  oil  of  lavender.    Shake  the  mixture  | 
thoroughly  and  let  it  stand  for  3  days, 
frequenti)r  agitating  it.    Pour  off  the 
clear  liquid  or  filter  it  through  unsized 
paper. 

A  few  drops  of  this  mixture  imparts 
an  agreeable  and  lasting  perfume  to  a 
handkerchief. 

Tea-rose  Essence.  Alcoholic  extract 
of  French  rose  pomade,  triple  spirit  of 
rose,  and  extract  of  rose  geranium  of 
each  60  parts,  extract  of  sandal  wood 
25  parts,  extract  of  neroli  and  extract 
of  orris  root  of  each  12^  ports. 

Violette  de  Bois,  Essence  of  violets 
500  parts,  essence  of  acacia,  essence  of 
rose  pomade,  and  extract  of  iris  root  of 
each  100  parts,  and  oil  of  bitter  almonds 
a  trace. 

WMU  Rose  Essence.  Alcoholic  ex- 
tract of  French  rose  pomade,  triple 
spirit  of  roses,  and  spirit  of  violets  of 
each  100  parts,  extract  of  jasmine  50 
parts,  extract  of  patchouli  25  parts. 

Hair  Oils.  Flower  Oil.  Sesame 
oil  400  parts,  geranium  oil  400  parts, 
oils  of  lavender  and  bergamotof^each 
100  parts,  '^petit-grain  oil"  50  parts, 
and  aneelica  oil  a  trace. 

Good  and  Cheap  Hair  Oil.  By  reason 
of  competition  in  trade  the  price  of  hair 
oil  has  been  so  much  reduced  that  in 
place  of  eood  olive  oil  cheaper  oils,  as 
sesame  oil,  refined  cntton-seed  oil,  etc., 
belonging  to  the  half-drying  oils,  are 

Eerfumed,  colored,  and  sold  as  good 
air  oil. 

Rape-seed  oil  is  a  good  fat  oil  and, 
when  freshly  pressed  and  chemicallv 
pure,  gives  a  much  better  and  much 
cheaper  oil  to  the  manufacturer  than 
the  above  oils,  and  may  be  still  further 
improved  by  compounding  it  with  10 
per  cent,  of  castor  oil. 

Rape-seed  oil  is  refined  as  follows: 
Pour  10,000  parts  of  crude  rape-seed  oil, 
freshlv  pressed,  into  a  capacious  flask, 
and  add  4  parts  of  camphor  and  40  parts 
of  oil  of  cloves  previouslv  dissolved  in 
200  parts  of  strong  alcohol.  Mix  by 
shaking  the  flask  vigorously,  and  then 
add  90S  parts  of  solution  of  perman- 
ganate or  potassium  obtained  by  dis- 
solving 50  parts  of  the  permanganate 
ill  10(K)  of  water.  The  whole  is  then 
thoroughly  mixed  and  placed  aside  for 
a  few  days  until  the  brown  color  of  the 


mixture  hajs  disappeared.  Now  add 
600  parts  of  diluted  hydrochloric  acid 
containing  12.5  per  cent,  of  the  acid. 
The  mixture  is  allowed  to  stand,  being 
frequentlv  shaken,  until  the  oil  floats 
nearly  ciear  ufK)n  the  aqueous  fluid, 
when  it  is  poured  ofi'and  filtered  through 
paper.  During  all  the  operation  tne 
flask  must  be  kept  closed. 

A  good  hair  oil  is  now  prepared  as 
follows :  Color  500  parts  of  refined  rape- 
seed  oil  red  with  silkanet,  add  50  pui» 
of  castor  oil,  and  perfume  with  4  parts 
of  oil  of  bergamot,  2  parts  of  oil  of 
balm,  and  1  part  of  essence  of  mirbane 
(nitro-benxole). 

II.  Mix  90  Iparts  of  fresh  olive  oil 
with  3  of  sweet-scented  oil,  and,  if  de^ 
sired,  color  red  with  alkanet. 

Another  Receipt.  Bruise  250  parts 
of  fresh  southernwood  {Artemisia  ahro- 
tawwm)y  pour  750  parts  of  olive  oil  and 
250  parts  of  white  wine  over  it,  boil  the 
whole,  and  press  out  the  liquid  through 
a  linen  cloth.  Repeat  this  3  times,  but 
every  time  with  fresh  southernwood, 
and  add,  during  the  last  operation,  60 
parts  of  bear's  grease.  This  oil  is 
claimed  to  be  excellent  for  producing 
new  hair  upon  bald  heads. 

Hamilton's  Hair  Oil.  Pour  500  parts 
of  fine  olive  oil  into  a  glass,  and  aad  8^ 
parts  of  alkanet.  When  the  fluid  has 
assumed  a  fine  dark  red  color,  pour  off 
the  clear  oil  or  filter  through  filtering 
paper,  and  add  any  ethereal  oil,  as  the 
oil  of  jasmine,  cloves,  cinnamon,  etc. 

Huile  antique  d  la  Bergamotte.  Mix 
500  parts  of  pure  oil  of  almonds  or  fil- 
berts with  60  parts  of  oil  of  berj^amot, 
and  let  the  mixture  digest  in  the 
sun  for  14  days,  and  put  up  in  bottles. 

Huile  antique  d  PHHiotrope.  Put  4 
parti  of  the  finest  oil  of  almonds  and 
a  IMif  miflntity  of  heliairDpe  blossoms 
ints  •  jglass  retort,  place  it  in  a  sand- 
bath  and  distil  at  a  moderate  heat. 
Place  the  distillate  in  a  cool  place  for  8 
days,  and  then  bottle  the  oil. 

Huile  d  VHUiotrone.  The  helio- 
trope blossoms  shoula  be  picked  very 
carefiiUy  and  full-blown  <mes  selected. 
The  perfume  is  extracted  by  absorption 
with  fat. 

The  following  may  be  used  as  a  sub- 
stitute for  the  natural  oil :  Fifteen  parts 
of  Peruvian  balsam  are  digested  for  14 
days  in  500  parts  of  good  "oil,  shaking 
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the  vessel  freqaendy.  When  the  mizt- 
ure  is  clear  add  60  parts  of  jasmine  oi] 
and  30  parts  each  of  the  oils  of  roses 
and  bitter  almonds.  This  oil  keeps  a 
long  time  and  resembles  very  much  the 
heliotrope  oil  in  odor.  More  strength 
and  a  more  agreeable  aroma  can  be 
given  it  by  adding  60  parts  of  vanilla 
oil  and  30  parts  each  or  the  oils  of  am- 
bergris and  musk. 

Uuile  cL  V  Oeillet.  Two  kinds  of  pinks 
are  used :  the  dark  red  carnation  and 
the  red  with  white  stripes.  The  flowers 
are  freed  from  the  calyx  and  placed  in 
quite  thick  layers  upon  cotton  cloths. 
After  the  oil  nas  been  pressed  out  a 
stronger  aroma  can  be  imparted  to  it  by 
adding  to  and  mixing  it  with  ethereal 
oil  of  carnation  pinks. 

Should  it  be  impossible  to  procure 
fresh  flowers  the  following  mixture  may 
be  used  in  place  of  the  oil :  Oil  free 
from  all  odor  24  parts,  orange  blossom 
oil  and  iasmine  oil  of  each  12  parts,  and 
ethereal  oil  of  carnation  pinks  1  k»  Mix 
the  whole  together  by  shaking,  and  let 
the  mixture  become  clear. 

Huile  antique  d  la  Vanille.  Take 
pure  oil  of  almonds  50  parts  and  1.5  of 
oil  of  vanilla  and  follow  the  directions 
given  under  huile  antique  d  la  ber- 
gamotte. 

Huile  de  mUlefleurs  et  de  Pot-pourri, 
Mix  intimately  the  following  oils :  Six- 
teen parts  each  of  jasmine  and  rose,  8 
each  of  orange  blossoms  and  tuberose, 
6  of  cassia,  4  each  of  hyacinthe,  vanilla, 
and  jonquil,  and  ^  of  carnation  pink. 
When  the  mixture  is  clear  add  60  parts 
of  flower  oil.  If  a  stronger  perfume  is 
desired,  add  4  parts  each  of  the  oils  of 
ambergris  and  musk. 

Pot-pourri  OU  is  prepared  from  the 
same  ingredients  with  an  addition  of  4 
parts  of  oil  of  bergamot  and  a  trace  of 
oil  of  thyme. 

Macassar  Oil.  Mix  fine  inodorous 
oil  of  sunflower  seed  60  parts,  liquid 
cpose-grease  and  horse  oil  each  4  parts^ 
uquid  storax  and  egg  oil  each  2,  neroli 
Ij  thyme-oil  2,  Peruvian  balsam  i^,  rose 
oil  i,  cacao  butter  2.  Let  the  mixture 
stand  for  a  few  hours  in  a  moderately 
warm  place,  then  put  in  bottles  and 
keep  them  in  a  cool  place. 

Sweet  Scented  OU,  Mix  intimately 
the  following  oils :  Of  cinnamon  blos- 
soms i  part,  carnation  pinks  ^,  of  berga- 


mot and  cedar  each  3,  and  vanilla 
essence  2. 

Lime  Juice  and  Glycerine  is  much 
used  in  America  as  a  substitute  for 
hair  oil.  The  m  i  xture  does  not  become 
rancid  and,  by  reason  of  the  citric  acid 
contained  in  it,  exerts  a  stimulating 
effect  upon  the  roots  of  the  hair.  The 
following  mixture  gives  an  excellent 
preparation :  White  wax  1  part,  oil  of 
sweet  almonds  20,  lime  water  22, 
glycerine  2,  and  oil  of  lemons  i. 

Pomades.  An  addition  of  soap  im- 
proves pomades.  Before  perfuming 
add  about  250  parts  of  soap  dissolved  in 
hot  water  and  about  1|  parts  of  borax 
to  12,500  parts  of  pomaae  stock.  This 
renders  the  pomade  as  white  as  snow, 
and  very  emollient,  which  is  very  diffi- 
cult to  attain  by  an  addition  of  stearine. 
This  pomade  will  bear  an  admixture 
of  i  water. 

Aurora  Pomade  is  prepared  from 
orris  root  and  cacao  butter.  It  is  a 
patented  article,  and  sold  at  50  cents 
per  pot  containing  \  ounce. 

Beef-marrow  Pomade,  Melt  together 
4000  parts  of  lard  and  2000  parts  of 
beef-marrow,  strain  through  fine  linen, 
and  then  stir  with  a  wooden  or 
porcelain  pestle  until  the  pomade  is 
cold.  Then  work  in  60  parts  of  oil  of 
bergamot  and  1  part  of  rose  oil,  or  any 
other  perfume  desired.  If  the  pomade 
is  to  be  colored  yellow,  add  to  the  fal^ 
while  yet  hot,  some  crude  palm  oil  or 
saffiron ;  red  is  obtained  by  an  addition 
of  a  few  drops  of  alkanet. 

Crime  CiUste,  Melt  2h  parts  of  white 
wax,  50  parts  each  of  spermaceti  and 
oU  of  almonds,  and  add  33  parts  of 
rose  water. 

Crtme  OristallisSe,  Dissolve  1  part 
of  spermaceti  in  1  of  hu4le  antique  de 
roscj  a  like  quantity  of  oil  of  tuberose, 
i  of  huile  antique  of  orange  blossoms, 
and  2i  of  oil  of  almonds.  Fill  the  clear 
mixture  into  small  glass  jars  and  let  it 
cool  slowly. 

Glycerine  Balsam,  Melt  white  wax 
and  spermaceti  each  33  parts,  and  add 
fat  oil  of  almonds  250  parts,  glycerine 
66  parts,  and  rose  oil  f  part. 

Ice  Pomade.  Finest  olive  oil  2000 
parts,  spermaceti  500,  oil  of  bergamot 
50,  d^roii  10^  oil  of  carnation  pink  30, 
good  olive  oil  50. 

Heroli  Pomade.    Mix  \  part  of  rose* 
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pomade  and  a  like  quantity  of  jasmine- 
pomade  with  I  part  of  fat  oil  of  almonds, 
and  1  of  neroli. 

Pomade  according  to  Wagner,  Fif- 
teen parts  of  salicylic  acid,  30  parts  of 
spirit  of  wine  of  91  per  cent.,  and  150 
parts  of  lard. 

Pomade  according  to  Winterherg. 
One  hundred  and  fifty  parts  of  lard, 
120  parts  of  beefs  marrow,  a  like  quan- 
tity of  white  wax,  60  parts  of  Peruvian 
balsam,  40  parts  of  oil  of  jasmine,  and 
5  parts  of  salicylic  acid. 

Pomade  d  la  Duchesse,  One  hun- 
dred and  twenty^  parts  of  soft  lard,  3 
each  of  neroli,  oil  of  bergamot,  and  oil 
of  lemon,  1  of  tincture  of  ambergris, 
and  ^  of  tincture  of  musk. 

Pom/ide  au  Bouquet.  Two  hundred 
parts  of  soft  pomade  fat,  5  of  **  petit 
grain**  oil,  1  each  of  neroli,  rose  oil. 
and  oil  of  geranium,  \  each  of  oil  or 
cinnamon  and  Peruvian  balsam,  and  is 
of  tincture  of  musk. 

Pomade  Divine.  Soak  400  parts  of 
crude  beefs  marrow  for  10  days  in  pure 
cold  water,  changing  the  water  twice 
every  day.  Then  melt  the  400  parts  of 
beef's  marrow,  and  while  it  is  yet  liquid 
add  500  parts  of  rose  water ;  pour  the 
whole  into  a  jar  which  contains  16  parts 
each  of  flowers  of  benzoin,  storax,  and 
orris  root,  and  8  parts  each  of  cinnamon, 
nutmeg,  and  cloves ;  cork  the  jar  tightly, 
and  place  it  on  the  fire  in  a  vessel  filled 
with  cold  water.  Then  heat  over  a 
moderate  fire  until  all  is  melted,  pour 
it  out  and  stir  it  until  it  congeals.  This 
pomade,  it  is  claimed,  promotes  the 
growth  of  hair.  Kub  the  scalp  with  it 
Before  retiring. 

Eed  Pomade.  Melt  together  in  a 
porcelain  dish  90  parts  of  olive  oil  of 
the  best  quality,  30  parts  each  of  white 
wax  and  spermaceti,  and  3  to  4  parts 
of  alkinet  finely  pulverized ;  then  add 
4  parts  of  an  essential  oil  and  a  few  of 
rose  oil  and  pour  the  mixture  into  small 
porcelain  jars. 

RosePom^ide.  One  thousand  two  hun- 
dred parts  of  French  fat  rose  oil,  100  of 
white  wax,  200  of  spermaceti,  1  of 
Turkish  rose  oil,  2  of  geranium  oil  of 
best  quality,  1  of  oil  of  bergamot,  and 
1  of  alkanet. 

Sticks  and  Beard  Pomatum.    Jfirmon 

*  Barbent*  pomatum  geaeniUy  comos  in  sticks. 


Beard  Pomatum.  Melt  together  760 
parts  of  olive  oil,  250  parts  of  lard,  and 
375  parts  of  wax.  Let  the  mixture 
stand  for  some  time,  then  press  out  the 
clear  fluid,  and  perfume  it  with  7i  parts 
of  oil  of  bergamot,  12  parts  of  oil  of 
cloves,  and  7i  parts  of  Peruvian  bal- 
sam, and  color  it  with  brown  umber  or 
alkanet  which  has  been  mixed  with 
some  bone  black. 

Meld*8  Beard  Pomatums.  I.  Take 
3i  parts  each  of  pulverized  Venetian 
soap  and  gum-Araoic,  16^  parts  each  of 
rose  water  and  white  wax,  and  a  few 
drops  of  rose  oil.  Rub  the  soap  and 
the  gum-Arabic  together  with  the  rose 
water,  adding  the  latter  all  at  one  time 
to  prevent  the  formation  of  lumps. 
Then  melt  the  wax  in  a  spoon  or  other 
suitable  vessel,  and  mix  it  with  the 
above  paste,  first  heating  the  rubbing- 
dish  or  mortar  containing  it,  so  that  the 
wax  shall  not  congeal  too  rapidly,  and 
a  homogeneous,  smooth  compound  is 
obtained. 

II.  Take  16i  parts  each  of  finely- 
pulyerized  gum-Arabic  and  Venetian 
soap.  100  parts  of  rose  water,  33  part« 
of  wnite  wax,  and  a  few  drops  of  rose 
oil.  Proceed  as  aboye.  Then  mix  16^ 
parts  of  good  ordinary  soap  and  5  parts 
of  gum-Arabic,  both  pulverized,  with 
about  133  parts  of  water,  and  put  the 
mixture  in  a  new,  glazed  earthenware 
pot.  Then  add  5  parts  of  white  wax 
and  boil  the  whole  over  a  moderate 
coal  fire  until  it  bits  the  desired  con- 
sistency. Perfume  the  compound  when 
cold  with  any  kind  of  ethereal  oil. 

Hungarian  Moustache  Pomatum. 
Take  500  parts  of  lead-plaster,  6i  parts 
of  acacia  oil,  3  parts  of  rose  oil,  and  1^ 
parts  each  of  oils  of  doves  and  bitter 
almonds.  Give  the  desired  shade  of 
color  with  sienna  rubbed  up  in  oil,  and 
then  mix  the  ingredients  by  first  melt- 
ing the  lead-plaster  in  water. 

Stick  Pomades.  I.  Consists  of  purified 
lard  and  white  wax  each  500  parts, 
jasmine  pomade  and  tuberose  pomade 
each  250  parts^  and  rose  oil  1^  parts. 

II.  Mix  purified  lard  500  parts,  white 
wax  250  parts,  oil  of  bergamot  33  parts, 
and  oil  of  cassia  li  parts.  The  poma- 
tum is  colored  black  with  lampblack, 
or  brown  with  umber  rubbed  up  in 
oil. 

Haib  Bbstosebs,  T0NIC6,  Washes, 
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IPTC.  American  Shampooing  Liquid  to 
Promote  the  Growth  of  Hair ^  Mix :  Rum 
1000  parts,  aloohol  120,  tincture  of 
cantharides  5,  carbonate  of  ammouium 
5,  and  salt  of  tartar  10.  Rub  the  head 
thoroughly  with  the  mixture  and  then 
wash  with  cold  water. 

Bandolines.  I.  Mix  in  a  wide-necked 
flask  30  parts  of  gum-tragacanth  con- 
verted into  a  coarse  powder  with  500 
of  rose  water;  let  the  mixture  stand 
for  2  or  3  days,  shaking  it  several  times 
every  day.  and  then  strain  through  a 
linen  clotn,  using  gentle  pressure. 

JI.  Boil  1  tablespoonfal  of  whole  flax- 
seed for  5  minutes  in  1  pint  of  water 
and  strain. 

BaV'Tum  Hair  Tonic,  Mix  inti- 
mately 160  parts  of  tincture  of  bay 
leaves,  4  parts  of  ethereal  bay  oil,  30 
parts  of  bicarbonate  of  ammonium,  30 
parts  of  borax,  and  1000  parts  of  rose 
water ;  and  filter  after  the  mixture  has 
been  allowed  to  stand  for  a  short  time. 

Biihlmgen^s  Hair  Tonic,  Tincture 
of  arnica  blossoms  10  parts,  glycerine 
6  parts,  spirit  of  wine  10  parts,  and 
water  60  parts. 

Cheap  and  Bfflcacioiis  Hair  Tonic. 
Mix :  Lau  de  Cologne  60  parts,  tinct- 
ure of  cantharides  8  parts,  rosemary 
oil  and  lavender  oil  of  each  a  few 
drops. 

Cheap  Hair  Wash.  Pulverize  30 
parts  01  borax  and  15  parts  of  cam- 
phor, and  dissolve  the  powder  in  1500 
parts  of  boiling  water.  The  solution 
when  coldKs  ready  for  use.  The  cam- 
phor will  form  small  lumps,  but  this 
does  not  destroy  the  efficacy  of  the 
solution,  as  the  water  is  thoroughlv 
impregnated.  This  wash,  with  wnicn 
the  hair  should  be  frequenuy  moistened, 
not  only  cleanses  and  improves  it, 
but  strengthens  the  growth,  preserves 
the  color,  and  prevente  premature  bald- 
ness. 

Eau  de  Lustre  {For  Dressing  the 
Hair),  I.  Dissolve  120  parts  of  gum- 
Arabic  in  500  parts  of  tepid  water,  and 
add  to  the  solution  4  parts  of  sandurac. 
Before  the  water  becomes  entirely  cold 
add  to  it  the  white  of  2  eggs  beaten  to  a 
froth,  and  then  compound  the  whole 
with  some  rose  water.  In  place  of  the 
gum- Arabic  15  parts  of  pulverized 
sugar  may  be  used.  In  usin^  this 
preparation  pour  a  little  of  it  into  a 
19 


small  saucer  and  apply  it  to  the  hair 
with  an  old  tooth-brush. 

II.  Boil  7  parts  of  isinglass  in  600 
parts  of  water,  add  7  parts  of  pulver- 
ized sugar  and  250  parts  of  spirit  of 
wine  or  rose  water,  and  shake  vigor-' 
ously  until  a  homogeneous  mixture  is 
formed. 

Glycerine  Wash,  Dissolve  33  parts 
of  borax  in  4000  parts  of  orange  hi os- 
som  water,  and  add  250  parts  of  glyc- 
erine. 

Rosemary  Hair  Wash,  Dissolve  33 
parts  of  pearlash  in  2000  parts  of  rose- 
mary water,  and  add  250  parts  of  recti- 
fied spirit  of  wine.  This  preparation 
can  be  colored  brown  with  kino. 

Wash  to  Remove  Dandruff,  Glycerine, 
chlorate  of  potassium,  borax,  and  spirit 
of  camphor  each  1  part,  and  water  25 
parts.  Rub  the  scalp  thoroughly  with 
this  preparation  before  retiring,  and 
wash  the  head  with  the  yelk  of  e^g  once 
or  twice  a  week. 

Hair  Dyes.  The  basis  of  nearly  all 
hair  dyes  is  either  lead  or  silver,  and 
the  constant  application  of  these  metals 
to  the  skin  is  dangerous.  "We  here  give 
several  such  dyes  with  a  silver  basis, 
quite  as  much  for  the  purpose  of  in- 
structing those  who  would  use  these 
preparations  of  the  risk  they  run  as  of 
furnishing  formulae  for  compounding 
them.  To  these  we  have  added  some 
which  are  innoxious,  although  these 
latter  are  not  so  effective  as  those  pre- 
pared from  silver  and  lead.  Let  the  use 
of  all  hair  dyes  be  practised  with  the 
utmost  care. 

Brotvn  Hair  Dye,  Dissolve  33  parts 
of  nitrate  of  silver  in  250  parts  of  rose 
water  and  filter  the  solution.  The  mor- 
dant used  with  this  preparation  con- 
sists of  a  solution  of  33  parts  of  sulphide 
of  potassium  in  250  parts  of  water.  The 
mordant  is  first  applied  and,  when  dry, 
the  solution  of  nitrate  of  silver. 

Eau  de  Chine  pour  Noicir  les  Che- 
vaux.  This  hair  dye,  sold  in  Paris,  is 
prepared  in  the  following  manher :  Put 
8  parts  of  pure  silver  in  H  flask  and 
pour  gradually  30  parts  of  aqua-fortis 
over  it.  Place  an  earthen  vessel  filled 
with  sand  over  a  moderate  fire  and  put 
the  flask  into  the  sand.  As  soon  as 
the  silver  is  dissolved  add  1  ounce  of 
mercury  and  3  fluid  ounces  of  aqua- 
fortis.    When*  the  solution  is  complete 
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add  gradually  1  pint  of  distilled  water, 
tben  take  the  retort  from  the  sand  ana 
let  it  stand  in  a  moderately  warm  place 
nntil  the  liauid  is  clear,  and  then  fill  it 
in  bottles  which  must  be  well  closed. 

Eitu  Lajtune  is  a  hair-dye  manu- 
factured by  M.  Lajeune,  perfumer  in 
Paris.  An  elegant  box  contains  3 
bottles  of  fluids  and  2  small  hai  r  brush  es. 
Bottle  No.  1  contains  a  clear  fluid  con- 
sisting of  25  grains  of  pyrogallic  acid, 
41  grains  of  alkanet.  6  fluid  drachms 
of  spirit  of  wine,  ana  1  fluid  ounce  of 
water.  Bottle  No.  2  contains  a  thick- 
ifh,  brown,  opaque  fluid,  composed  of 
^  ounce  of  nitrate  of  silver,  1  fluid 
drachm  of  spirit  of  sal-ammoniac,  | 
fluid  drachm  of  gum-Arabic,  and  7  fluid 
drachms  of  distilled  water.  Bottle  No. 
3,  labelled  **Fix<Ueur"  contains  a  fluid 
consisting  of  7|  grains  of  Hodium  sul- 
phide and  2  fluid  drachms  of  water. 

Hrtger*8  Jnnoxioua  Hair  Dye  as  a 
Substitute  for  Lead  Preparations, 
Place  10  parts  of  basic  nitrate  of  bis- 
muth and  150  parts  of  glycerine  in  a 
ghiss  matrass,  heat  it  gently  and  add 
caustic  potash  lye  until  by  shaking, 
gentle  heating,  and  digesting  on  a  water- 
bath  a  solution  as  clear  as  water  is 
obtained.  Then  add  citric  acid  dis- 
solved in  an  equal  quantity  of  water 
nntil  the  alkaline  reaction  only  slightly 

t>re vails.  Then  add  sufficient  orange 
dossom  water  until  the  whole  amounts 
to  300  parts.  The  fluid  may  now  be 
compounded  with  some  aniline  color. 
This  preparation  gives  good  results, 
but  its  effect  is  somewhat  slow. 

Innoxioua  Hair  Dye.  Prepare  a 
pomade  of  5  parts  of  lard  and  2  of  white 
wax  by  melting  these  two  ingredients 
together,  and  mixing  with  them  2  parts 
of  bone-black.  The  dye  is  not  a  very 
durable  one,  but  it  is  entirely  harmless, 
and  if  carefully  applied  does  not  rub 
off  as  easily  as  might  be  supposed. 

Turkish  Hair  Dye.  Pu  1  verized  gall- 
nuts  are  rubbed  to  a  paste  with  sufli- 
cient  fat  oil,  and  the  paste  is  then  roasted 
in  an  iron  vessel  until  no  more  oily 
vapors  escape.  The  residue  is  rubbed 
to  a  paste  with  water  and,  while  yet 
moist,  mixed  as  intimately  as  possible 
with  sufficient  metallic  powder,  consist- 
ing of  the  finest  iron  afid  copper  dust, 
so  as  to  retain  the  consistency  of  an 
ointment,  and  perfumed  with  powdered 


ambergris.  The  preparation  must  be 
kept  in  a  moist  place,  as  thereby  only  it 
acquires  tJie  property  of  dyeing  the 
hair  black.  One  application  is  suffi- 
cient to  impart  a  beautiful  black  to  the 
hair  J  which  it  retains  fur  a  long  time, 
leaving  it  soft  and  glossv. 

Depilatory  Compounds.  Triturate  in 
a  saucer  20  parts  of  quicklime,  1  of 
pure  potash,  aud  1  of  {)otassium  sul- 
})hide,  and  stir  the  whole  into  a  paste 
with  warm  water.  Soak  the  hair  in 
warm  water  of  128°  F.  for  10  minutes, 
and  apply  the  above  paste  while  yet 
warm.  The  effect  is  instantaneous; 
but  the  skin  should  be  washed  with  vin- 
egar  to  remedy  any  injurious  effect  the 
preparation  may  have  on  it. 

SulphhydraAe  of  Sodium  is  recom- 
mended b^  R.  Bdttgm'  as  a  very  effec- 
tive and  inodorous  agent  destructive 
of  hair.  It  is  readily  obtained  by  rub- 
bing together  intimately  1  part  by 
weight  of  crystallized  sulphhydrate  of 
sodium  with  3  parts  by  weight  of  fine 
purified  chalk  to  a  fine  powder.  By 
moistening  this  mixture^  which  keejis 
for  an  unlimite<l  time  m  well-closed 
glass  vessels  without  suffering  decom- 
position, with  a  few  drops  of  water  to 
a  thick  paste,  and  placing  it  in  a  layer 
of  the  thickness  of  a  knife  blade  upon 
a  hide  covered  with  hair,  it  will  be 
seen  that  the  thickest  hair  is  changed 
within  a  few  minutes  into  a  soft  mass 
easily  removed  from  the  skin  with 
water.  Great  care  should  be  used  in 
applying  it  to  the  human  body. 

COBMETIC  AND  MEDICATED  WA- 
TERS. **  Anlmlt"  Waters  Pulverize 
h  ounce  each  of  galanga  and  rosemary 
blossoms,  the  same  quantity  each  of 
fennel  seed,  bay  leaves,  and  frankin- 
cense, and  the  same  each  of  cloves, 
cubebs,  nutmegs,  cinnamon,  and  mastic. 
Place  the  powders  in  glass  flasks,  pour 
}  pint  of  Venetian  turpentine  and  1 
gallop  of  rectified  spirit  of  wine  over 
them,  and  let  the  whole  digest  for  6 
days;  then  add  1  pint  of  water  and 
distil  over  i  gallon  of  **  Anhalt" 
water.  It  is  iMed  for  strengthening 
weak  and  lame  limbs. 

Bar'hge  Waters.  I.  Napoleon* s  Bath. 
Boil  If  grains  each  of  alum,  chalk,  and 
hard  soap,  3|  grains  of  salt,  20  grains 
of  carbonate  of  sodium,and  15-!^  grains 
of  potassium  sulphide  in  1^  quarts  of 
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water  tintil  gas  commences  to  be  de- 
veloped, and  then  add  sufficient  water 
for  tne  whole  to  make  1  gallon  of  fluid. 

This  water  is  used  as  a  bath  for  erup- 
tions of  the  skin. 

II.  Dissolve  2  ounces  each  of  sulph- 
hydrate  of  sodium,  carbonate  of  sodium, 
and  common  salt  in  a  little  water,  ana 
then  add  the  quantity  of  water  required 
for  a  bath. 

'*£retfeld**  Water  is  used  for  wash- 
ing the  skin  and  sprinkling  clothing. 
It  is  prepared  by  mixinjg  2  fluid 
drachms  each  of  neroli,  oil  ofbergamot, 
and  oil  of  lemon,  1  fluid  drachm  each 
of  the  oils  of  lavender  and  rosemarv, 
30  grains  of  mace,  4^  grains  of  musk, 
and  71  grains  of  ambergris  with  some 
spirit  of  wine,  allowing  the  mixture 
to  stand  for  1  month,  frequently  shak- 
ing it,  and  finally  pouring  off  the  clear 
liquid. 

Vancarflla  Water,  Distil  1  pound 
of  cascarilla  bark  with  sufiicient  water 
to  produce  10  pounds  of  liquid. 

Creole  Water,  Pour  1  pint  of  French 
brandy  of  36°  over  4i  ounces  of  orris 
root  cut  up  in  small  pieces.  Let  the 
whole  stand,  with  Ireauent  stirring, 
for  14  days,  and  then  niter.  Add  to 
the  filtrate  i  fluid  ounce  of  oil  of 
orange  blossoms,  i  fluid  ounce  of  oil  of 
geranium,  and  1  quart  of  French 
brandy.  Distil  the  mixture  and  add 
simple  cumarin  essence  to  the  distillate. 

Hiu  Atkenienne,  Hoflmann's  life 
balsam,  eau  de  Cologne,  essence  of 
orris  root,  each  200  parts,  essence  of 
musk  and  essence  of  ambergris  each  1, 
and  glycerine  150. 

Eau  de  V Impiratrice. .  Dissolve  15 
drops  each  of  cedar  oil  and  oil  of  ber- 
gamot  in  1  fluid  ounce  of  rectified  spirit 
of  wine,  add  J  ounce  of  hydrochlorate 
of  ammonia,  1  ounce  of  basic  carbonate 
of  potassium,  and  13  fluid  ounces  of 
eau  de  Cologne.  Mix  the  whole  with 
^  pint  of  orange  blossom  water  and 
distil  over  1  quart  of  liquid. 

Kav.  det  Odaliitqiiea.  Take  1  gallon 
of  alcohol  of  32°,  1  quart  of  rose  water, 
4  ounces  of  cream  of  tartar,  1 V  ounces 
of  storax,  |  drachm  each  of  bartram 
root,  cypress  root,  galanga,  angelica 
root,  essence  of  mint,  and  dill  seed,  | 
ounce  each  of  liquid  Peruvian  balsam 
and  dnr  Peruvian  balsam,  |  drachm 
of  the  nnest  cinnamon,  and  30  grains  of 


cochineal.  Pulverize  the  roots,  place 
all  the  ingredients  in  a  glass  matrass, 
pour  the  alcohol  and  rose  water  over 
them,  and  let  them  digest  for  8  days; 
then  strain  and  filter. 
^  £au  des  Princesses,  Mix  together 
tincture  of  benzoin  4  parts,  carbonate 
of  potassium  1,  spirit  of  camphor  1, 
tincture  of  musk  i,  eau  de  Cologne 
260,  and  water  60.  The  preparation, 
after  having  stood  for  4  weeks,  is  ready 
for  use. 

English  Honey  Water »  Pour  48 
parts  of  rectified  spirit  over  3  parts  of 
rentifalious  rose  leaves  cut  up,  i  of 
orange  blossoms,  and  a  few  rinds  of 
lemons  cut  up.  Then  pound  fine  in  a 
mortar  lio  j)art  of  ambergris,  iJv  part 
of  musk,  with  an  addition  of  a  little 
sugar.  To  this  mixture  add  ^  ])Brt  of 
pulverized  cloves,  i  part  of  coriander 
seed  pulverized,  and  h  part  of  vanilla 
bean  cut  up  in  small  pieces.  After 
adding  these  to  the  ambergris  and  the 
musk  the  whole  is  pounded  again,  and 
li  parts  of  fine  honey  are  at  the  same 
time  incorporated  with  them  by  rub- 
bing. The  whole  is  then  mixed  with 
the  sjiirit  of  wine,  the  mortar  and  pes- 
tle washed  off"  witn  6  parts  of  good  rose 
water,  and  this  added  to  the  rest.  The 
mixture  is  digested  for  3  days,  and 
then  distilled  in  the  water-bath. 

Florida  Water.  This  cosmetic,  much 
in  demand  in  America,  is  prepared  ac- 
cording to  the  following  receipts:  I. 
Oil  ofbergamot  4  ounces,  oil  or  lemon 
6  ounces,  oil  of  lavender  1  ounce,  oil  of 
cloves  6  drachms,  alcohol  31  gallons, 
water  6  pints.  The  oils  are  first  dis- 
solved in  the  alcohol  and  the  solution 
allowed  to  stand  for  some  time,  and 
finally  the  water  is  added,  and  the 
whole  filtered. 

II.  Oil  of  bergamot  8  ounces,  neroli 
4  ounces,  oil  of  lavender  3  ounces,  oil 
of  cloves  li  ounces,  oil  of  cinnamon  i 
ounce,  tincture  of  iris  ^  pint,  tincture 
of  Peruvian  balsam  \  pint,  alcohol  4 
gallons,  water  6  pints.  It  is  prepared 
in  the  same  manner  as  No.  I. 

Held^s  Cosmetic  Washes.  I.  Dis- 
solve 15  grains  of  Venetian  borax  in  ^ 
fluid  ounce  each  of  rose  water  and 
orange  blossom  water.  This  preparation 
is  used  to  remove  pimples  and  other  im- 
p  u  rities  of  the  sk  i  n.  Moisten  the  places 
4  or  5  times  daily. 
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II.  Mix  7  fluid  ounces  of  orange  bloB* 
Bom  water,  3^  fluid  ounces  of  eau  de 
Cologne,  and  i  fluid  ounce  of  tincture 
of  benzoine.  Pour  1  or  2  8iNX)nfuls  of 
it  upon  a  moist  spon^  or  flannel  cloth 
and  wash  the  skin  with  it. 

Kummerfeldt  W<Uer»  Rub  together 
in  a  porcelain  mortar  ^  ounce  of  flowers 
ofsniphur,  1  fluid  ounc&  of  spirit  of  cam- 
)>h  )r,  and  1|  fluid  ounces  of  spirit  of  lav- 
eu  Jor,  and  add  If  fluid  ounces  of  glycer- 
ine, rour  the  mixture  into  a  glass  flask 
and  mix  it  with  2^  fluid  ounces  of  eau  de 
Cologne  and  I  quart  of  distilled  water. 
Shake  the  liquid  thoroughly  before 
using  it. 

Cosmetic  Powdbrs,  Rouqbs,  etc. 
JBran  of  Almonds.  Cot) vert  8  parts 
of  sweet  almonds  pealed  into  an  emuN 
sion  with  4>  parts  of  water  press  out 
thorouj^hly,  and  dry  the  resiaue.  When 
entirely  dry  rub  it  to  a  fine  powder,  and 
mix  it  witn  |  part  of  pulverized  orris 
root. 

Cosmetic   Wash   Poivder,    Mix   400 

Sarts  of  pulverised  Castile  soap^  3S  of 
ry  carbonate  of  sodium,  133  of  oms  root, 
200  of  bran  of  almonds,  3  of  oil  of  ber- 
gamot,  1  of  oil  of  lemon,  and  J  of  oil  of 
cloves.  A  small  quantity  of  this  pow- 
der added  to  water  gives  to  it  a  lather 
of  an  agreeable  odor  which  cleanses 
and  softens  the  skin. 

Flour  of  Almonds,  Mix  500  parts 
of  crushea  almonds,  a  like  quantity  of 
wheat  flour,  125  of  pulverized  orris 
root,  16.5  of  oil  of  limes,  and  1  of  oil  of 
bitter  almonds. 

Held^s  Washing  Powder  for  the 
Hands,  Mix  intimately  flne  wheat 
fit)ur  500  parts,  ordinary  pulverized 
soap  125,  finely  pulverized  orris  root  33, 
oil  of  bergamot  2^,  and  keep  this  mixt- 
ure in  a  well-closed  jar. 

In  usin^  it  take  1  or  2  spoonAils  of 
the  powder,  mix  it  to  a  thin  paste  with 
water,  and  rub  the  hands  with  this  for 
some  time,  then  wash  them  in  clean 
water  and  dry  them  thoroughly. 

Oriental  Rouge,  Stir  finely  pulver- 
ized orris  root  into  water  and  strain  it 
several  times  through  fine  linen.  The 
powder  remaining  in  the  linen  is  dried 
and  preserved  in  a  glass  jar.  In  iising 
the  powder  apply  a  little  of  it  to  the 
part  to  be  rouged  and  rub  it  in  with 
the  hand  for  a  few  minutes.  The  skin 
will  become  red  during  the   process 


accompanied  with  a  burning  scnsatioiif 
but  this  ceases  in  a  short  time.  The 
color  lasts  for  several  days. 

Paris  Poioder  for  Beautifying  the 
Complexion,  Steep  a  quantity  of  rice 
in  pure  clean  water.  Change  tne  water 
every  day  for  14  days  until  the  rice  is 
so  soft  tiiat  it  can  be  easily  crushed. 
Then  pour  ofl'all  the  water  and  stir  the 
rice  into  a  white,  milky  fluid.  Strain 
this  through  a  hair  sieve  or  a  coarse 
cloth,  let  tne  fluid  settle  and  dry  the 
fine  flour  gained  in  this  manner,  and 
finally  mix  it  with  some  pulverized 
soda. 

jRoiige,  Sixteen  grains  of  carmine 
and  1  draohm  of  carbonate  of  mag- 
nesium. 

Vinaigre  Botige,  Digest  for  14  days 
3  drachms  of  cochineal,  a  like  quantity 
of  carmine  lake,  6  fluid  drachms  of 
alcohol,  and  1  pint  of  vinegar  perfumed 
by  oil  of  lavender. 

White  or  Pearl  PoiVder,  One  ounce 
of  oxide  of  zinc,  8f  ounces  of  rice  flour 
or  starch,  and  3  drops  of  rose  oil. 

Augustin*s  Cosm^ic  Wa^h,  Mix  9 
fluid  ounces  of  rose  water,  i  ounce  of 
salt  of  tartar,  and  i  fluid  ounce  of  tinct- 
ure of  benzoin.  The  mixture  is  used 
as  a  hair  wash. 

Copland* s  Aqua  Cosmetica.  Mix  3^ 
fluid  ounces  of  emulsion  of  bitter  al- 
monds, i  pint  each  of  rose  water  and 
orange  flower  water,  1  drachm  of  borax, 
and  2  fluid  drachms  of  tincture  of  ben- 
zoine.  The  preparation  is  used  as  a 
wash  for  the  skin. 

Flagon  Genera teur  Universel  des 
Cheveux  de  Madame  8.  A,  Allen  con- 
sists of  precipitate  of  sulphur  1.69  i)er 
cent.,  pulverized  cinnamon  0.20  per 
cent.,  glycerine  32  per  cent.,  acetate  of 
lead  crystallized  2.65  per  cent.,  water 
63.46  per  cent,  perfumed  with  nitro- 
benzol.    The  acetate  of  lead  and  sul- 

Shur  are  first  rubbed  together,  the  pow- 
ered cinnamon  is  then  aaded,  and 
finally  the  glycerine  and  water,  and 
the  whole  filtered  through  gauze. 

Fumigating  Articles.  Black 
Fumigating  Pastils.  Two  and  three- 
quarter  pounds  of  willow  charcoal  finely 
pulverized,  3i  ounces  of  pulverized 
benzoin.  If  ounces  each  of  powdered 
storax  and  liquid  storax,  ^  ounce  each 
of  pulverized  cloves,  cinnamon,  and 
Peruvian  balsam,  U  grains  of  musk,  1 
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fluid  drachm  of  oil  of  lemon,  ^  fluid 
drachm  each  of  oil  of  bergamot  and  oil 
of  cloves  are  mixed  with  sufficient 
starch  paste  to  form  a  half-dry,  plastic 
mass,  which  is  shaped  into  little  cones 
and  dried. 

Fumigation  with  Chlorine,  Mix  125 
parts  of  sulphuric  acid  in  a  flask  with 
375  parts  of  water.  Then  mix  166.5 
parts  of  dry  common  salt  with  66.5 
parts  of  pyrolusite  finely  pulverized. 
Brin^  this  mixture  into  the  dilute  sul- 
phuric acid,  and  place  the  open  bottle 
in  the  room  to  be  fumigated. 

FumigcUiiig  Essence,  Alcohol  600 
parts,  benzoin  125  parts,  infusion  of 
storax  400  parts,  tolu  balsam  100  parts, 
Peruvian  balsam  4  parts,  acetic  acid  2 
parts,  oils  of  bergamot,  lavender,  and 
cloves  each  5  parts,  and  infusion  or  nut- 
mezs  3  parts. 

FumigiUinfr  Pastils,  The  solution 
of  gum^-tragacanth  used  as  an  aggluti- 
nant  is  prepared  by  pouring  60  parts 
of  warm  water  over  10  of  gum-traga- 
canth,  letting  it  stand  for  a  few  days, 
and  then  pressing  or  squeezing  through 
a  coarse  cloth.  The  pulverized  char- 
coal used  in  preparing  the  pastils  must 
be  thoroughly  calcined  ana  contain  no 
ill-smelling  constituents. 

I.  Convert  the  following  ingredients 
into  a  fine  powder :  Charcoal  60  parts, 
benzoin  2,  storax  2,  frankincense  and 
mastic  each  4,  anime  resin  1.  Mix  the 
powders  intimately  with  the  charcoal 
and  then  stir  them  into  a  paste  with 
the  necessary  quantity  of  ^solution  of 
gu  m-tragacanth. 

II.  Pulverize  and  mix:  Charcoal  2, 
cascarilla  bark  and  sandarac  each  4, 
anime  resin  and  liquid  storax  each  1, 
cinnamon  and  cloves  each  2,  musk  and 
ambergris  each  A  part,  with  sufiicient 
solution  of  gum-tragacanth,  and  form 
the  paste  into  cones. 

III.  Verv  cheap  fumigating  pastils 
are  obtained  by  pulverizing  and  mix- 
ing :  Charcoal  6  parts,  frankincense  i, 
juniper  wood  i,  and  liquid  storax  \. 
The  mixture  is  formed  into  a  paste  with 
starch  paste  and  cones  made  of  this. 

Fumigating  Spirit.  I.  Mix  500  parts 
of  eau  de  Cologne,  ^^\  parts  of  tincture 
of  benzoin,  33^  parts  of  tincture  of 
vanilla,  and  |  part  each  of  oils  of 
thyme,  mint,  ana  nutmeg. 

II.  Mix  500  parts  of  rectified  spirit 


of  wine,  16.5  parts  of  benzoic  acid,  1 .5 
parts  each  of  oils  of  thyme  and  cumin, 
and  Q^.b  parts  of  oil  of  bergamot. 

Imperial  Fumigating  Powder,  Five 
hundred  parts  of  orris  root  coarsely  pow- 
dered, 250  parts  of  rose  wood,  a  like 
quantity  of  cascarilla  bark,  66.5  parts  of 
cassia,  750  parts  of  blue  cornflowers,  1500 
parts  of  rose  leaves,  2000  parts  of  laven- 
der flowers,  12  parts  of  oil  of  thyme,  90 
parts  each  of  oils  of  bergamotand  lemon, 
60  parts  of  oil  of  lavender,  and  5  parts 
of  liquid  storax. 

Indian  or  Yellow  Fumigating  Pastils, 
Fivehundred  parts  of  pulverized  sanders 
wood,  750  parts  of  benzoin,  125  parts 
of  tolu  balsam,  5  parts  each  of  oil  of 
sandal  wood,  cinnamon,  and  cloves, 
and  5  parts  of  nitrate  of  potassium. 
The  ingredients  are  converted  with 
solution  of  gum-tragacanth  into  a  paste, 
which  is  tormed  into  cones. 

Medicated  Fumigating  Pastils.  Iodine 
Pastils,  Iodine  77  parts,  pulverized 
althea  600,  saltpetre  525.  Rub  the 
iodine  to  a  fine  powder  with  alcohol, 
add  the  althea  and  saltpetre,  and  make 
ttie  compound  with  water  into  paste 
from  which  conical  pastils  are  formed  ^ 
each  containing  about  4^  grains  ot 
iodine.  Sulphur  pastils  are  made  in 
the  same  manner. 

Stramonium  Pastils,  Pulverized 
stramonium  leaves  and  saltpetre  each 
600  parts,  and  pulverized  althea  750. 
The  same  proportions  are  used  for 
digitalis  and  belladonna  pastils. 

Tar  Pastils.  Tar  450  parts,  salt- 
petre and  pulverized  althea  each  525 
parts.  The  powder  is  mixed  and  formed 
into  paste  without  the  use  of  water. 

Opium  Pastils,  Pulverized  althea 
and  saltpetre  each  600  parts,  pulverized 
opium  39.  Mix  the  powders  into  a 
paste  with  water  and  form  into  pastils. 

Oriental  Fumigating  Balsam.  Cloves, 
cascarilla  bark,  amomum  seeds,  olib- 
anum  each  h  ounce,  orris  root,  benzoin, 
and  cinnamon  eacn  2i  ounces,  nutmeg 
and  Peruvian  balsam  each  I  ounce, 
musk,  oils  Of  bergamot  and  lavender 
each  12  grains,  oils  of  fennel  and  rose- 
mary each  10  drops,  oil  of  oransfe 
flowers  20  drops,  and  1  pint  of  rectified 
spirit  of  wine  free  from  fusel  oil  and  of 
30°  Beaum^.  Powder  and  mix  the  in- 
gredients, let  them  digest  for  8  days  in 
a  warm  place,  shaking  the  vessel  sev* 
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eral  times  each  day.  Then  separate 
the  fluid  from  the  sediment,  pour  ^  ])int 
.of  spirit  of  wine  upon  the  latter,  let  it 
again  stand  for  a  few  days,  then  pour 
off  the  clear  fluid  and  add  it  to  the 
first.   Comminute  the  solid  residue  and 

Elace  it  in  a  glass,  weigh  and  pour  the 
uid  into  the  glass  and  let  it  stand  in 
the  sun,  or  in  winter  near  a  warm 
stove,  shaking  it  frequeutljr.  Filter 
the  resulting  product  immediately  after 
it  has  been  drawn  off. 

Paris  Pastils.  Mix  125  parts  each 
of  benzoin  and  cascarilla  Dark,  41.5 
parts  of  myrfh,  750  i>artsof  wood  char- 
coal, 25  parts  each  of  oils  of  nutmeg 
and  cloves,  and  66.5  parts  of  saltpetre, 
and  the  necessarv  quantity  of  solution 
of  gum-tragacanth. 

Perfumed  Pastils.  Mix  500  parts  of 
Wood  charcoal  powder,  375  parts  of 
benzoin,  125  parts  each  of  tolu  balsam, 
vanilla  beans,  and  cloves,  3  parts  each 
of  oil  of  sandal  wood  and  neroli,  50 
parts  of  saltpetre,  and  the  necessary 
quantity  of  solution  of  gum-tragacanth. 
White  Fumigating  Pastils.  Pulver- 
ized lime  wood  8  parts,  benzoin  and 
mastic  each  1,  and  white  Peruvian 
balsam  i.  Mix  with  as  much  solution 
of  gum-tragacanth  as  required. 


Phabmaceutical  Preparations. 

Artificial  Carlsbad  Water.  Take  6 
grains  of  calcium  chloride,  1  drop  of 
tincture  of  sesqui-chloride  of  iron,  li 
drachms  of  sodium  sulphate,  1  drachm 
of  sodium  carbonate,  7^  grains  of  sodium 
chloride,  and  1  pint  of  water  charged 
with  carbonic  acid. 

Artificial  Koumiss,  Mix  100  parts 
of  condensed  milk  with  1000  of  water; 
add  1  f  lart  of  lactic  acid,  i  of  citric  acid, 
and  15  of  best  Jamaica  rum.  Saturate 
the  mixture  with  carbonic  acid,  fill  it 
in  bottles,  and  let  th^tn  stand  first  for  a 
few  days  in  a  moderately  warm  room 
and  then  keep  them  in  the  cellar. 

Balm  of  Gilead,  Forty  parts  of  com- 
pound tincture  of  cardamons  and  10 
parts  of  tincture  of  cantharides. 

Balsam  of  Horehound  for  Colds  and 
Astkma.  Make  an  infusion  of  equal 
quantities  of  licorice  root  and  horehound 
leaves,  1|  pints  of  hot  water,  and  add 
i  ounce  each  of  laudanum,  camphor, 


flowers  of  benzoine,  squills,  and  anise- 
seed  oil,  and  1^  pounds  of  honev. 

Bitter  Elixir,  Chop  up:  Zedoary 
root  \\  drachms,  rhubarb  root  \  ounce, 
gentian  root  h  ounce,  oriental  saffron 
30  grains,  Barbadoes  aloes  1  ounce, 
myrrh  ^  ounce,  larch-agaric  \\  drachms, 
and  common  valerian  i  ounce.  Place 
the  ingredients  in  a  suitable  glass  flask 
and  pour  3  pints  of  spirit  of  wine  over 
them.  Let  them  digest  for  8  days  in  a 
moderate  heat,  then  stnun  through  a 
cloth  and  filter.  This  elixir  can  be 
highly  recommended. 

Bland* s  Female  Pills,  Sulphate  of 
iron  10  parts,  salt  of  tartar,  powdered 
licorice,  and  guin-tragacanth  of  each  20 
parts.  Make  into  pills  with  extract  of 
gentian. 

Blistering  Ointment^  a  cure  for 
spavin,  old  swellings  of  the  hough, 
bony  excrescences,  etc.,  in  horses,  con- 
sists of  li  drachms  of  pulverized  can- 
tharides, 40  grains  of  euphorbium,  | 
ounce  of  elemi  salve,  20  drops  each  of 
oils  of  juniper,  rosemary,  and  turpen- 
tine. 

Blum^s  Remedy  for  Spavin^  etc.,  con- 
sists of  arsenic  12  percent.,  bromide  of 
potassium  10  per  cent.,  opium  5  per 
cent.,  animal  cnarcoal  1  per  cent.,  bay- 
oil  20  per  cent.,  and  cantharides  salve 
53  per  cent. 

Camphor  Ice.  Melt  together  4  parts 
of  spermaceti  and  30  parts  of  oil  of 
almonds  and  add  4  parts  of  pulverized 
camphor. 

Cheltenham  Salts.  Take  30  parts  of 
Glauber's  salt,  24  parts  each  of  Epsom 
salt  and  common  salt,  and  i  part  of  sul- 
phate of  iron.  Dr^  each  powder  sepa- 
rately, and  then  mix  them.  A  solution 
of  this  mixture  gives  a  good  artificial 
Cheltenham  water.  It  is  a  tonic  and 
mild  purgative. 

Coo-liver  CHI  and  Iodide  of  Iron, 
Dissolve  by  frequent  stirring  or  shak- 
ing for  a  few  days  1.25  parts  of  iodine 
in  98.5  of  cod-liver  oil.  The  oil  is  then 
poured  in  a  vessel  hermetically  closed, 
and  shaken  with  2.5  parts  of  pulverized 
iron  for  about  4  hours  until  it  has  as- 
sumed a  purple-violet  color,  and  a  test 
with  solution  of  ioiiide  of  potash  and 
starch  shows  no  more  free  iodine. 
The  preparation,  afler  having  stood  for 
24  hours,  is  allowed  to  settle  and  filled 
in  well-closed  bottles  of  vellow  glass 


PHARMACEUTICAL  PREPARATIONS. 


295 


large  enoujrh  to  hold  the  doses  required 
for  5  days,  since  the  air  exerts  no  per- 
ceptible iiifliience  upon  it  in  this  time. 
Tne  preparation  hjis  a  ))urple-violet 
color,  a  specific  jjjravity  of  0.937  to  0.940 
at  60°  F.^  and  sliould  contain  1.23  ywr 
cent,  of  iodine  and  0.27  per  cent,  of 
iron. 

Compound  Stornx  PillSy  for  allaying 
pnin  in  cases  of  chronic  cou,!{h,  consist 
of  prepared  storax  6  parts,  pulverized 
of)ium  and  saffron  each  2  parts.  Make 
into  pills  of  4}  grains.  Dose :  1  to  2 
pills. 

Dolorifuge  Elixir  Anti-Odontal' 
gique.  This  cure  for  toothache  is  com- 
posed of  a  mixture  of  2  parts  of  acetic 
ether  and  1  part  each  of  chloroform  and 
creosote. 

Edinburgh  Sf-nmachic  Elixir.  Chop 
up  and  pound  66  parts  of  gentian  root, 
33  parts  of  orange  rind  freed  from  the 
white  skin,  5  parts  of  white  cinnamon, 
and  2  parts  of  cochineal.  Place  the 
ingredients  in  a  suitable  gLuss  flask, 
pour  1250  parts  of  rectified  spirit  of 
wine  over  them,  let  them  digest  for  4 
days,  then  strain  the  liquid  through  a 
cloth  and  filter. 

Glycerine  Collodion  is  prepared  by 
dissolving  2  parts  of  glycerine  in  100 
of  collodion. 

English  Peppermint  Lozenges,  To 
pve  to  peppermint  lozenges  the  pecu- 
liar sharp  and  agreeably  pungent  taste 
of  the  English  pro<1uct  the  following 
receipt  may  be  nighly  recommended  : 
Dissolve  14  parts  of  white  gelatine  in  150 
of  water  and  intimately  mix  with  it 
4000  parts  of  pulverized  loaf  sugar,  300 
of  starch,  I  of  pulverized  finger,  and 
20  of  the  oil  of  peppermint,  into  a 
paste  dry  enough  not  to  stick  to  the 
board  upon  which  it  is  worked.  Form 
into  30  grain  lozenges.  They  are  as 
white  as  chalk,  and  require  no  sprink- 
ling with  flour. 

Era^ng  Pmoder.  Mix  thoroughly: 
Equal  parts  of  alum,  amber,  sulphur, 
and  saltpetre,  and  keep  the  mixture  in 
a  well-Ci03ed  jar.  By  sprinkling  some 
of  the  powder  upon  an  mk-stain  or  re- 
cently written  cnaracters,  and  rubbing 
with  a  white  linen  rag,  the  stain  or 
characters  will  at  once  disappear  from 
the  paper. 

Hof^s  Malt  Beer.  To  the  beer 
brewed  to  the  consistency  of  thin  syrup 


add  the  following  ingredients:  Com- 
minute and  boil  in  3  gallons  of  water 
1  fiound  nlthea  root,  h  pound  coriander 
seed,  i  badiane  seed,  and  ^  pound 
grains  of  paradise ;  cool,  press  out  and 
filter  the  liquor.  Of  this  1  quart  is 
added  to  every  7i  gallons  of  beer, 
besides  the  necessary  quantity  of  sugar 
syrup,  or  1  quart  of  glycerine,  a  few 
drops  of  oil  of  lemon,  1  drop  of  orange 
oil,  and  1  pint  of  beer  color. 

improved  Collodion  Styptic,  Collo- 
dion 100  parts,  carbolic  acid  10,  tannin 
5^  and  benzoic  acid  5.  This  prepara- 
tion has  a  dark-brown  color,  leaves, 
after  evaporation,  a  tightly  adhering 
film,  coagulates  the  blood  instantane- 
ously to  a  crusty  mass,  and  the  wound 
under  this  covering  heals  in  a  very 
short  time. 

Iodoform.      According    to  Vulpius, 

Oil  of 

Turpentine  diiffiolves  4  per  cent,  of  iodoform, 

liaveniler  **          7    "        **  **        " 

Cloves  "          8    *♦        "  "        •* 

Lemons  **          g    u        n  u        u 

Ro.s<nnary  "         »    "       "      "       " 

Cassia  "        14 


I* 


I* 


Petroleum  ether  dissolves  1  per  cent* 
and  benzole  li  per  cent,  of  iodoform, 
both  solutions  assuming  a  rose  color  in 
a  short  time. 

Iodoform  Pencils.  Mechanical  mixt- 
ures of  finelv  powdered  iodoform  with 
gelatine  an^  glycerine,  which  in  the 
form  of  cvlindrical  elastic  pencils  are 
introduced  into  wounds,  have  been  in 
use  for  some  time.  Recently  a  demand 
has  sprung  up  for  such  pencils  contain- 
ing a  large  percentage  of  iodoform, 
and  Vulpiiis  has,  by  the  following 
process,  succeeded  in  incorporating  as 
much  as  50  per  cent.  Dissolve  on  a 
water-bath  15  parts  of  the  best  gelatine 
in  50  parts  of  water  and  7.5  parts  of 
glycerine,  and  evaporate  the  solution 
to  54  parts ;  then  intimately  mix  with 
it  27  parts  of  iodoform  rubbed  as  fine 
as  possible,  and  pour  the  paste  into  a 
moderately  heated  mould,  which  to  ac- 
celerate congelation,  and  to  f)revent  the 
heavy  iodoform  powder  from  sinking  to 
the  bottom,  is  immediately  placed  In 
ice-water.  The  congealed  cylinders  are 
finally  dried  to  §  of  their  weight  by 
being  placed  in  a  drying-room. 

Aromatic  Balsam,     Mix  in  a  por- 
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celain  mortar  33  parts  of  pressed  nut- 
meg oil,  4  parts  each  of  oils  of  cloves 
ana  lavender,  1.33  parts  of  oil  of 
amber,  and  6  parts  of  black  Peruvian 
balsam.  This  balsam  is  an  excellent 
remedy  for  colic  in  children,  applied 
by  rubbing  it  on  the  stomach. 

LoccUelli's  Balsam  for  Wounds  and 
Uhers.  Melt  in  a  copier  pan  500  parts 
of  yellow  wax,  then  add  750  ])art8  of  olive 
oil  and  500  parts  of  Venetian  turpen- 
tine. Take  the  pan  from  the  fire,  and 
then  add  ^  parts  of  black  Peruvian 
balsam  and  33  parts  of  pulverized  red 
Sanders  wood. 

Soap  Balsam  far  Sprains,  I.  Pul- 
verize in  a  mortar  25  parts  of  Vene- 
tian soap,  and  add  gradually  during 
the  operation  75  parts  of  oil  of  tur- 
])entine.  Form  a  paste  of  the  mixture 
and  keep  it  for  future  use. 

II.  To  Prepare  the  Balsam^  dissolve 
the  paste  in  150  parts  of  rectified 
spirit  of  wine  and  filter  the  solution. 

Gelatine  Capsules  for  Medicinal 
Purposes.  Dissolve  8  parts  of  gelatine, 
2  oi  sugar,  and  1  of  gum-Arabic  in  8  of 
water  in  a  water-baui.  Dip  iron  pins, 
the  lower  ends  of  which  are  pear- 
shaped  and  slightly  oiled^  into  the 
lukewarm  solution.  The  thin  gelatine 
films  formed  on  the  iron  pins  when 
congealed  are  detached  and  placed  in  a 
hole  of  a  corresponding  size  in  wooden 
forms,  and  allowed  to  drv.  The  cap- 
sules, when  thoroughly  dry,  are  filled 
with  the  respective  medicines,  and 
closed  with  a  drop  of  the  same  solution. 

Enalish  Plaster,  Prepare  a  concen- 
trated solution  of  ffelatine  in  warm 
water,  and  compound  it  with  pure  al- 
cohol. Stretch  silk  tafieta  or  a  flesh 
or  black  color  in  a  frame,  and  apply  3 
coats  of  the  solution,  allowing  1  coat 
to  dry  thoroughly  before  laying  on 
the  next.    When  the  last  coat  is  dry, 

five  the  whole  a  coat  of  tincture  of 
eruvian  balsam. 

Malt  Extract,  Allow  a  mixture  of 
equal  parts  of  crushed  malt  and  water 
to  stand  for  3  hours,  add  4  parts  of 
warm  water,  and  keep  the  mixture  for 
1  hour  at  a  temperature  of  150°  F. 
The  comiK>und  is  then  boiled  up  once, 
pressed,  filtered,  and  evc^orated  as 
quickly  as  possible. 

Malt  EoUract  with  Iron,  Dissolve  2 
parts  of  phosphate  of  iron  with  some 


citrate  of  ammonium  in  3  parts  of  dis- 
tilled water,  and  mix  the  solution  with 
95  parts  of  malt  extract. 

Malt  Extract  with  Lime.  Two  parts 
of  calcium  hypophosphite  and  100  of 
malt  extract. 

Malt  Extranet  and  Quinine,  One 
part  of  neutral  quimotannic  acid  and 
100  of  malt  extract. 

Malt  Extract  and  Pepsin.  Five 
parts  of  German  pepsin  and  95  of  malt 
extract. 

Malt  Extract  and  Iodide  of  Iron. 
Five  parts  of  iodide  of  iron  and  95  of 
malt  extract. 

Neutral  Citral£  of  Magnesium.  Coti- 
nelis  gives  the  following  method  of  pre- 
paring^ citrate  of  magnesium  free  from 
impurities  and  injurious  excess  of  citric 
acid,  which  have  been  complained  of 
as  existingin  the  ordinary  commercial 
article.  Dissolve  100  ])arts  of  citric 
acid  in  300  parts  of  boiling  distilled 
water,  saturate  the  solution  with  about 
70  parts  of  basic  carbonate  of  magne- 
sium, leaving  a  slight  excess  of  acid, 
filter  the  warm  solution  and  place  it  in 
a  cool  place,  where  in  24  hours  it  con- 
geals to  a  cheese-like  mass.  This, 
consisting  of  citrate  of  magnesium  witli 
14  equivalents  of  water,  is  pressed, 
and  the  cake  remaining  in  the  cloth 
broken  up  in  small  pieces,  which 
are  dried  at  70°  to  75°  F.  and  pul- 
verized. The  product  is  a  tasteless, 
neutral  powder  of  a  dull  white  color, 
and  soluble  in  double  its  weight  of 
boiling  water ;  100  parts  of  it  consist 
of  46  per  cent,  of  citric  acid,  17  per 
cent,  of  oxide  of  magnesium,  and  37  per 
cent,  of  water. 

Neutralizing  the  Taste  of  Cod-liver 
Oil.  Mix  with  each  table-spoonful  of 
oil  12  drops  of  the  following  compound : 
Two  ounces  of  essence  of  lemon,  1  ounce 
of  sulphuric  ether,  ^  ounce  each  of  the 
essential  oils  of  caraway,  peppermint, 
and  cloves. 

New  American  Patent  Medicines. 
Phosphorole  is  a  solution  of  0.6  per  cent, 
of  phosphorus  in  cod-liver  oil,  and  is 
recommended  in  phthisis.  Hyaroleine^ 
another  remedy  for  the  same  disease, 
consists  of  soda  \  grain,  boracic  acid  t 
grain,  water  35  drops,  pancreatine  6 
grains,  hyocholic  acid  (from  hog-blad- 
der) is  grain,  and  cod-liver  oil  80  drops. 
Dose :  2  tea-spoonfuls. 
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•  Fluid  ITydraslis  is  an  alooholic  ex- 
tract of  Hydnistis  canadetms  inisciable 
with  water,  syrap,  and  glycerine. 

Lacto-pepsin  is  recommended  as  a 
universal  remedy  for  dyspepsia  and 
other  diseases  of  the  stomach.  It  con- 
sists of;  Milk  sugar  40  ounces,  pepsin 
8  ounces,  pancreatine  6  ounces,  vege- 
table ptyaliu  (diastase)  4  drachms, 
hicticncid  5  drachms,  and  hydrochloric 
acid  5  drachms. 

Tkermaline  is  a  mixture  of  cinchona 
alkaloids  and  extract  of  eucalyptus, 
and  is  claimed  to  be  much  su))erior  to 
all  other  fever  remedies,  quinine  in- 
cluded. 

Oleum  AromcUicum  Compostium 
(Spice  Oil  for  Kitchen  Use).  Oil  of 
cloves  1  part,  oil  of  mace  3.5,  oil  of  cin- 
namon 5,  essential  oil  of  bitter  almonds 
2.5.  oil  of  lemon  30,  and  absolute  alco- 
hol 50.    Mix. 

Opodeldoc,  Soap  free  from  stearine 
12  parts,  camphor  8,  spirits  of  wine 
320,  oil  of  thyme  1,  oil  of  rosemary  2, 
and  spirit  of  ammonia  16. 

Pepsin  Wine  with  Mall.  Prof.  Ernst 
Schmidtf  of  Lillef  France,  furnishes  the 
following  receipt:  Pepsin  extract  and 
maltine  extract  each  5i  parts,  chlo- 
ride of  sodium  5,  good  cognac  45,  old 
Chablis  wine  400,  vin  de  Qrenache  de 
Gollivure  500.  By  ))epsin  extract  the 
author  means  a  solution  of  f)ep8in  pre- 
pared in  conformity  with  the  directions 
given  in  the  "  Pharmacopoeia,''  and 
eva|)orated  to  the  consistency  of  thick 
extract,  and  to  which  10  per  cent,  of 
glycerine  has  been  added.  The  malt- 
ine extract  is  prepared  by  pouring 
over  crushed  malt  10  times  its  weight 
of  cold  water,  macerating  it  for  24 
hours,  and  straining  and  pressing. 
Strong  alcohol  is  added  to  tne  fluid, 
causing  a  copious  precipitate  to  be 
formed,  from  which  the  fluid  is  after 
24  hours  filtered  off,  and  fresh  alcohol 
added  to  it.  This  is  again  allowed  to 
settle  for  24  hours,  when  the  fluid  is 
carefully  poured  off,  the  result  bein^  a 
shiny  precipitate  and  a  clear  liquid. 
The  latter  is  distillei]  to  regain  the 
alcohol,  while  the  precipitate  is  evap- 
orated to  the  consistency  of  a  thick  ex- 
tract, and  then  compounded  with  10 
per  cent,  of  glycerine. 

Plastic  Ba7ida-ge.    Tissues  or  text- 
ures of  any  material   are   saturated 


with  a  solution  of  asphnltnm  with  an 
alternate  addition  of  rosin  and  coal  tar, 
or  gallipot  and  pitch,  and  eventually 
lime.  When  tne  finished  and  hard 
bandage  is  to  be  used  it  is  only  neces- 
sary to  soak  it  in  hot  water  and  apply 
it  to  the  broken  limb,  where  it  con- 
geals in  a  short  time. 

Plasters.  laSrimple  Lead  Plaster.  Boil 
equal  quantities  ot  elutriated  litharge 
and  of  olive  oil  in  a  copper  |)an  over  a 
uio<lerat«  fire^  stirring  constantly,  and 
adding  occasionally  a  few  dro(>s  of 
water  until  the  plaster  has  assumed  the 
necessary  consistency. 

Compound  Lead  Plaster.  Melt  to- 
gether 200  parts  of  simple  lead  plaster 
and  25  parts  of  yellow  wax.  In  the 
meanwhile  dissolve  on  the  water-bath 
13  parts  each  of  purified  gum  am- 
moniac and  purified  galbanum  in  13 
parts  of  ordinary  turpentine,  and  mix 
the  solution  intimately  with  the  above 
compound. 

Preparation  of  Sticking  Plaster. 
Boil  in  a  cop()er  pan  175  parts  of  pul- 
verized litharge  and  300  parts  of  olive 
oil,  adding  occasionally  a  few  drops  of 
water,  to  the  consistency  of  plaster, 
which  is  stirred  at  a  gentle  heat  until 
all  the  water  has  been  evaporated  and 
the  mass  has  a  grayish-white  color. 
Remove  it  from  the  fire,  and,  while 
yet  warm,  add  a  mixture  of  200  parts 
of  rosin  and  400  parts  of  common  tnr- 
pentine.  Then  eva|x>rate,  with  con- 
stant stirring,  until  it  ceases  to  foam, 
cool  it  and  break  into  pieces  or  raoulu 
into  sticks. 

New  Sticking  Plaster  by  Dr.  A.  Heuh 
son.  Dissolve  glue  in  boiling  water. 
Compound  the  solution  with  25  per 
cent,  of  officinal  acetic  acid,  perfume 
with  rose  oil,  and  spread  it  upon  pa(>er, 
gauze  or  muslin. 

Galbanum  and  Saffron  Plaster. 
Place  in  a  copper  pan  200  parts  of  sim- 
ple lead  plaster  and  66  parts  of  yellow 
wax.  Let  the  compound  cool  on  some- 
what an<l  then  add  200  parts  of  purifled 
galbanum,  previously  dissolvea  on  the 
water-bath,  in  33  parts  of  ordinary  tur- 
pentine, and  finally  20  parts  of  pul- 
verized saffron,  and  mix  the  whole 
thoroughly. 

Saffron  Plaster.  Melt  together  in  a 
copper  pan  250  parts  each  of  yellow 
wax  ana  rosin,  and  strain  through  a 
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cloth.  DiMolve  66  parts  each  of  gum 
Hmnioniac  and  purified  galbanuni  in 
2r*()  |»urt8  of  coniuiou  turpentine.  Mix 
it  with  the  above  composition,  and  stir 
in  60  parts  each  of  pulverized  saffron, 
mastic,  m^rrh,  and  frankincense.  The 
result  will  be  a  yellowlHli  -  brown 
plaster. 

Soap  PUuttr.  Melt  in  a  porcelain 
dish  150  parts  of  simple  lead  plaster 
and  25  parts  of  yellow  wax  and  mix 
the  compound  with  10  parts  of  pul- 
verised Castile  soap. 

Powdered  Oamp/ior.  Glycerine  is 
the  simplest  and  most  efficient  sub- 
stance to  keep  camphor  in  a  finely 
divided  state.  Mix  2  parts  of  glycerine 
in  10  parts  of  alcohol  and  triturate  it 
with  150  parts  of  camphor  to  a  fine 
powder. 

Antarihritic  Papers.  Buchnet^s  An- 
tarthriiic  Paper.  Digest  11  parts  of 
pulverizeti  euphoc|l)ium,  22  parts  of 
cuntharides  powder  in  234  parts  of  90 
per  cent,  alcohol.  When  thoroughly 
extracted,  compound  the  extract  with 
11  parts  of  Venetian  tur)>entine,  then 
immerse  fine  paper  in  the  mixture,  and 
dry  it  in  the  air. 

Engluh  Antarthrih'c  Paper.  Digest 
29  parts  of  pulverized  cuphorbium  and 
14.5  parts  of  pulverized  caiitharides  in 
140  parts  of  alcohol  for  8  to  10  days; 
then  filter,  and  dissolve  in  the  filtrate 
5S.5  parts  ot  white  rosin  and  44  parts 
of  Venetian  tur|)entlne.  Apply  three 
coats  of  the  resulting  varnish-like  solu- 
tion to  thick  letter-paper. 


Photography. 

Alcoholic  Solution,  of  Gelatine  is 
easily  prepared  by  allowing  the  hard 
gelatine  in  swell  up  in  water,  then 
melting  and  finally  adding  4  to  5  times 
its  quantity  of  95  per  cent,  alcohol. 
The  solution  remains  entirely  clear, 
runs  off  like  collodion,  an<l  dries  far 
quicker  than  gelatine  emulsion  with  5 
IH'r  cent,  of  alcohol,  and  it  can  be  com- 
)M)unded  with  ammonia  to  basic  re- 
action without  injuring  its  firnniess. 

According  to  Iier«chel^  a  mixture  of 
1  part  of  dilute  nitro-nuiriatic  acid  and 
48  parts  of  rectified  spirit  of  wine  dis- 
solves almost  any  quantity  of  heated 
gelatine.    Poured  over  plates  the  solu- 


tion dries  twice  as  quickly  as  plates 
treated  with  collo<1ion.  Ether  and 
chloroform  compounde<l  with  the  above 
acid  mixture  also  dis.Holves  gelatine. 

Alkaline  Uelutine  Developer.  Dis- 
solve \\i  ounces  of  Nelson's  amber 
gelatine  in  2i  fluid  ounces  of  water 
over  a  water-bath,  then  add  1  fluid 
ounce  of  saturated  solution  of  caustic 
soda,  and  boil  until  the  solution  is 
thinly  fluid.  Take  1  part  of  this  solu- 
tion to  8  parts  of  solution  of  pyrogallic 
acid  in  the  proportion  of  1  to  250.  No 
bromide  ot  p(»tassiura  is  required ; 
expose  for  a  very  short  time;  an  over- 
exposure cannot  be  remedied. 

Chloride  of  Silver  and  Gelatine 
Emulsion.  Water  1000  parts,  gelatine 
50,  nitrate  of  silver  15,chlorideof  lime  5, 
citric  acid  5  to  10.  Dissolve  each 
chemical  by  itself  in  a  part  of  the 
water.  Then  add  to  the  gelatine  first 
the  nitrate  of  silver,  next  the  chloride  of 
lime,  and  finally  the  cifric  acid.  It 
does  not  matter  should  the  emulsion 
become  red.  It  is  now  ready  for  use 
without  washing.  Coat  glass  plates 
with  the  emulsion  and  print  quite  dark 
in  the  photo-printing  frame.  The 
shades  bronze  quickly  and  the  inten- 
sity with  workable  emulsion  is  good.  In 
case  the  tones  are  a  dirty  yellow  in- 
stead of  black  the  quantity  of  citric 
acid  must  be  increased,  which  will  al- 
ways rectify  this  evil.  The  diajK^si- 
tives  thus  produced  must  be  still  fur- 
ther toned,  which  is  best  done  in  a  bath 
of  cyanide  of  gold.  It  is  fixed  with  weak 
hyposulphite,  then  washed,  tanned 
with  alum,  and  finally  washed  again. 

Claudet*s  InstaiUaneous  Positive  Pa- 
per. Float  the  paper  on  a  solution  of 
500  parts  of  disti lieu  water  and  20  parts 
of  corrosive  sublimate,  then  dry  it  and 
wash  with  a  solution  of  5  parts  of  ni- 
trate of  silver  in  60  i>art8  of  distilled 
water.  The  negative  is  exposed  to  the 
light  oyer  this  prepared  paper  for  2 
seconds  to  I  minute.  The  picture  is 
developed  by  immersion  in  a  bath  of  1 
part  of  sulphate  of  iron,  U  parts  of 
radical  yinegar,  and  30  parts  of  dis- 
tilled water.  The  positive  picture  is 
then  washed  and  fixed  with  sodium 
hyposulphite. 

Cleansing  Mixture  for  GIom  Pla/es. 
Mix  two  parts  of  alcohol,  1  of  lun- 
monia,  and  15  of  water. 
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Cleansing  Fluid  fwr  Gla^  Plates, 
This  is  especially  efficient  in  case  iron 
salts  have  been  used  for  the  developing 
bath.  Mix  30  parts  of  water,  7  parts 
of  hydrochloric  acid,  and  a  trace  of 
iodine.  Rub  the  plate  with  a  linen 
ra^  moistened  with  the  fluid,  and  then 
polish  in  the  usual  manner. 

Clear  Cao'itc'iouo  ifolalions.  Tie  30 
parts  of  caoutchouc,  cut  up  in  small 
pieces,  in  a  small  linen  bag,  fasten  this 
to  the  cork  of  a  bottle  containing  1000 
parts  of  benzine,  in  such  manner  that 
It  floats  upon  the  surface  of  the  ben- 
zine. Allow  it  to  stand  perfectly  quiet 
for  0  to  8  days.  During  this  time  the 
soluble  portion  of  the  caoutchouc 
passes  over  into  the  benzine,  while  the 
contents  of  the  bag  swell  up  enormous- 
ly. The  resulting  solution,  which  is  as 
clear  as  water  and  thickly  fluid,  con- 
tains 1.2  to  1.5  per  cent,  of  caoutchouc. 
The  swelled  residue  retains  about  i  to 
i  of  the  benzine  used,  and  may  serve 
for  the  manufacture  of  an  ordinary 
caoutchouc  varnish. 

We  would  here  remark  that  a  solution 
of  caoutchouc  in  benzine  kept  in  half- 
full  bottles  becomes  decomposed  when 
exposed  to  light;  that  is  to  say,  a  thick- 
ish  solution  becomes  thinly  fluid  and  is 
no  longer  available  for  photographic 
pur|>oses.  'Although  the  solution  will 
undergo  the  same  change  when  kept  in 
the  dark  it  requires  at  least  three  times 
as  long. 

Damson* 8  Tannin  P/aUs,  1.  Receipt 
for  tlie  Collodion  Cotton.  Sulphuric  acid 
of  1.840  specific  gravity  1000  parts, 
nitric  acid  of  1.450  specific  gravity  360 
parts,  water  240  parts,  and  cotton  50 
parts. 

2.  Collodion,  Collodion  cotton  ^  part, 
ether  of  0.725  specific  gravity  15  parts, 
alcohol  of  0.810  specific  gravity  15 
parts,  cadmium  iodide  A  part,  cadmi- 
um bromide  A  part. 

3.  Solution  of  Tannin.  One  part  of 
tannin  dissolved  in  30  parts  of  distilled 
water. 

Developer  for  Gelatine  Plates. 
Moltu.  of  Amsterdam^  uses  the  following 
formula  for  developing  emulsion  nega- 
tives :  Saturated  solution  of  potassium 
ferricyanide  and  water  each  120  parts, 
and  pyrogallic  acid  1  part.  Before 
usin^  the  developer  a  few  drops  of  am- 
monia are  added  to  every  15  ports  of  it; 


the  plate  is  then  washed  and  dipped 
into  the  mixture. 

Davanne^s  IrUensifier,  In  cjvse  a 
plate  has  been  spoilecl  it  is,  afr«r  expos- 
ure, only  partly  developed  and  fixed 
with  sol.itiou  oi  cyanide  of  potassium. 
The  plate,  after  having  been  freed  from 
the  last  traces  of  the  fixing  salt  by 
washing,  is  treated  twice  or  several 
times  with  a  solution  of  2  grains  of 
pyrogallic  acid,  1  grain  of  citric  acid,  and 
10  drops  of  radical  vinegar  in  1  fluid 
ounce  of  distilled  water,  to  which  a  few 
drops  of  a  solution  of  silver  of  15  per 
cent,  have  been  added.  It  is  next 
treated  with  the  following  fluids: 

1.  Iodine  5i  grains,  iodide  of  potas- 
sium 10  grains,  and  distilled  water  1 
fluid  ounce. 

2.  Sulphate  of  potassium  1  drachm, 
distilled  water  6  fluid  ounces. 

Solution  No.  1  is  poured  over  thei 
plate  either  in  daylight  or  in  the  dark 
room,  and  allowed  to  remain  upon  it 
until  the  precipitate  is  perfectly  yellow ; 
it  is  then  rinsed  off  with  water  and  so- 
lution No.  2  poured  upon  it,  and  this 
allowed  to  remain  until  the  yellow 
color  is  changed  into  a  deep  brown. 

Developing  Solution  of  Oxalate  of 
Iron.  The  following  receipt  is  by 
H.  W.  Vogel:  a.  Neutral  oxalate  of 
potassium  9  ounces,  water  1  quart,  h. 
Sulphate  of  iron  3i  ounces,  water  lO-i 
fluid  ounces,  sulphuric  acid  2  to  3 
dro])s.  A  supply  of  both  solutions 
should  be  kept  on  hand.  For  use  mix 
3volumesof  a  with  1  of  6.  Should  the 
plates  appear  clouded  add  to  4  fluid 
ounces  of  the  mixed  solutions  several 
drops  of  a  solution  of  bromide  of 
potassium,  containing  3  parts  of  bro- 
mide to  50  of  water. 

Direction  for  Calculating  Focus  Dis- 
tances for  Enlarging  Pictures,  Multi- 
ply the  focal  length  of  the  lens  used  by 
the  number  of  times  .of  enlargement 
required  and  ad<l  the  focal  length  to 
the  product.  For  instance,  the  nega- 
tive IS  to  be  enlarged  3  times  with  an 
objective  having  a  focal  length  of  4 
inches ;  the  ground  glass  of  the  camera 
must  be  16  inches  from  the  lens,  viz. : 
3X4+4  inches  of  focal  length  equals  li» 
inches.  The  distance  the  negative  is 
to  be  in  front  of  the  lens  is  always  mo^ 
than  the  focal  length,  but  less  than 
twice  the  focal  length. 
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Email  Photographs.  The  object  of 
this  process  is  to  treat  photographic 
pictures  in  such  a  manner  that  they 
appear  to  stand  out  from  the  surface  of 
the  picture.  The  process  is  as  follows : 
The  photograph  is  carefully  colored 
with  fine  gum  colors,  mostly  transpa- 
rent. The  negative  is  covered  on  the 
collodion  side  with  a  good  glass  plate 
free  from  scratches,  and  fastened  to  it 
with  clamps.  The  outlines  of  the 
figures  are  then  drawn  upon  the  glass 
plate  with  a  fine  brusn,  and  mack 
spirit  lacauer  and  the  ground  of  the 
negative  nlled  in  with  the  same  kind 
of  lacauer,  so  that  only  the  figures  re- 
main iree  and  clear.  The  glass  plate 
is  now  removed  from  the  negative,  and 
the  coating  with  spirit  lacquer,  after 
the  first  coat  is  dry,  is  ret)eated.  The 
coating  is  now  allowed  to  dry  thorough- 
ly; the  black  negative  mask  is  then 
placed  exactlv  upon  the  colored  posi- 
tive, and  both  joined  together  on  the 
edges  with  strips  of  paper.  Although 
the  colored  figure  lies  in  reality  behind 
the  black  glass  plate,  it  seems  never- 
theless to  sUind  out  from  it. 

Gelatine  Emulsions,  Abney  con- 
firms the  observations  of  others  that 
gelatine  emulsions  become  more  sensi- 
tive with  age.  He  states  also  that 
emulsion  plates  inclined  to  curl  lose 
this  fault  entirely  after  having  been 
kept  for  some  time.  He  also  recom- 
mends the  following  process  for  inten- 
sifying weak  plates:  The  plate,  after 
having  been  nxed,  is  first  washed  for 
half  an  hour  with  fresh  water,  which  is 
changed  every  10  minutes,  then  placed 
for  half  an  hour  longer  in  a  mixture  of 
1  part  of  diluted  dioxide  of  hydrogen 
and  60  parts  of  water,  and  finally 
washed  with  pure  water  for  5  min- 
utes. The  intensifying  solution  con- 
sists of:  I.  Pyrogallic  acid  and  citric 
acid  each  1  part,  and  water  480  parte. 
II.  Nitrate  of  silver  1  part«  water  24 
parts.  To  30  parts  of  No.  I  add  1  of 
No.  II.  The  intensifying  must  be 
done  in  the  dark  room. 

Glad  or  Enamelled  Photographs. 
Over  a  perfectly  clean  glass  sprinkle 
pulverized  talc  and  with  a  tuft  of  cot- 
ton rub  it  on  the  glass  with  a  circular 
movement  until  every  particle  of  the 
tnlc  disappears.  The  talc  gives  a  sur- 
face to  the  glass  that  assists  in  lifting 


the  enamelled  print  from  it.  Now  "ftow 
the  plate  with  collodion  prepared  as 
follows :  Four  and  one-half  fluid  ounces 
of  ether,  3^  fluid  ounces  of  alcohol, 
sufficient  cotton  to  thicken,  and  24 
drops  of  castor  oil.  When  this  flow  is 
dry,  apply  the  prints  face  downward, 
after  immersing  them  in  a  solution  of 
gelatine  made  as  follows:  Cox's  gela- 
tine 1  ounce,  water  8|  fluid  ounces,  and 
glycerine  60  drops.  Add  the  gelatine 
and  glycerine  to  the  water,  and  let  it 
stand  over  night,  when  it  will  be  ready 
for  use  after  filtering.  Allow  the  pri rits 
to  remain  in  this  solution  about  5 
minutes  before  laying  them  on  the 
collod ionized  glass,  and  then  pass  a 
gum  roller  lightly  over  them  to  press 
them  tightly  to  the  glass,  and  also  to 
remove  the  excess  of  gelatine.  After 
the  prints  are  nearly  dry  they  are 
ready  for  the  mounts.  For  this  pur- 
pose light  Bristol  board  is  best.  Use 
the  gelatine  solution  for  mounting  and 
mount  on  the  glass  as  the  prints  lie. 
It  is  a  good  plan  to  lay  upon  the  back, 
after  the  mounts  have  been  applied,  a 
weight  of  some  kind,  as  a  heavy  piece 
of  glass,  which  should  remain  there  for 
an  hour  at  least.  This  assists  in  secur- 
ing a  complete  contact  to  the  print. 
The  whole  must  be  perfectly  dry  before 
an  attempt  is  maae  to  remove  the 
prints  from  the  glass.  When  they  are 
thoroughly  dry  run  a  knife  blade 
around  the  edge  to  start  them  up ;  and 
if  the  work  has  been  properly  done 
they  will  come  ofi^  all  right.  Careful 
manipulation  is  the  only  suretv  for  suc- 
cess. A  little  experience  will  enable 
any  one  to  perform  this  operation  well. 

Gold  and  Fixing  Baths.  As  soon  as 
the  impressions  come  from  the  printing 
frame  they  are  drawn  through  3  or  4 
washing  waters,  and  then  immersed  in 
a  dish  with  water  to  which  a  handful 
of  common  salt  has  been  added. 

Toning  Bath.  Chloride  of  gold  1 
grain,  sodium  acetate  32  grains,  sodium 
carbonate  4^  grains,  water  81  fluid 
ounces.  The  fol  lowing  solution  should 
be  kept  on  hand :  Chloride  of  gold  15 
grains,  sodium  acetate  1  ounce,  water  12| 
fluid  ounces,  some  of  this  being  added 
from  time  to  time  to  the  toning  oath  as 
it  becomes  weaker  by  use.  The  copies, 
aft«r  toning,  are  several  times  washed 
with  water  containing  some  common 
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enlt,  and  finiRhed  in  the  following  bath : 
VVator  3^  flaid  ounces  and  sodiam  hy- 
posulphite 81  ounoefl. 

The  fixing  bath  is  previously  neu- 
tralized with  sodium  caroonate  or  am- 
monia. 

Sew  fntensifying  B<Uh  for  Gelat.rne 
Negatives.  Mix  successively  the  fol- 
lowing solution :  a,  corrosive  sublimate 
4  parts,  and  water  200;  6,  iodide  of 
potassium  6  parts,  and  water  66 ;  and  c, 
sodium  acetsite  8  narts,  and  water  66. 
This  intensifying  oath  has  the  advan- 
tii;^e  over  other  solutions  that  it  can  be 
used  immediately  after  fixinj^  the 
plat<2S,  and  it  gives  the  requisite  inten- 
sity, even  to  the  thinnest  negatives,  in  a 
few  minutes. 

New  Developer  for  Bromide  of  Silver 
Dry  Plates.  E<lwir<W  glycerine  pyro- 
gallic  developer  is  superseding  the 
simple  pyro<^allic  devclo])er,  having 
greater  scope  in  the  exposure  and  con- 
trol of  the  development.  The  follow- 
ing solutions  are  used  :  A.  Pyro.sfallic 
acid  and  glycerine  each  1  part,  and 
alcohol  6.  a.  Bromide  of  potassium  1 
part,  ammonia  of  0.880  specific  gravity 
and  glycerine  each  8,  and  water  50. 
Both  concentrated  solutions  keep  for  a 
long  time.  For  use  in  developing  pour 
30  parts  of  water  into  a  sauoer,  add  1 
part  of  solution  A,  and  a  like  quantity 
of  solution  Bj  and  submerge  the  emul- 
sion plate  in  it.  With  a  correct  expos- 
ure the  image  appears  in  a  few  seconds, 
and  the  development  is  finished  in  a 
minute.  Should  the  picture,  in  con- 
seouence  of  over-exposure,  appear  too 
suudenly,  the  developer  must  imme- 
diately DC  poured  off,  water  poured  into 
the  saucer  and  some  of  solution  A 
added,  which  with  the  residue  of  the 
remaining  ammonia  will  sufficiently 
develop  the  plate. 

Neio  Method  of  Preparing  Emulsion^ 
especially  in  hot  weather,  and  which 
saves  all  washing,  is  as  follows:  Pre- 
pare the  following  solutions:  I.  Silver 
400  parts,  water  2800  parts.  II.  Bro- 
mide of  ammonium  240  parts,  gelatine 
24  parts,  water  2800  parts,  and  acid- 
ulate slightly  with  hydrochloric  acid. 

III.  Gelatine  20  parts,  water  465  parts. 

IV.  Hard  gelatine  and  soft  gelatine 
each  240  parts,  water  22:^0  parts.  When 
No.  II.  is  melted  add  gradually  No.  I. 
and  boil  for  ^  hour.    Then  cool  it  to 


about  100°  F.  and  add  No.  III.  I^t 
the  whole  cool,  then  shake  with  1160 
parts  of  alcohol,  when  the  whole  will 
be  precipitated  in  about  5  minutes. 
The  supernatant  liquor  contains  some 
traces  of  bromide  of  silver,  but  of  so 
little  value  that  it  is  best  to  pour  the 
fiuid  off,  although  by  filtering  it  can  be 
obtained  entirely  clear.  No^r  add 
again  1860  to  2800  parts  of  alconol  to 
the  precipitate  to  make  it  more  solid, 
and  then  pour  off  the  alcohol.  The 
precipitate  may  be  washed  once  more 
with  water,  though  it  is  not  necessary.. 
Now  mix  the  precipitate  with  No.  I V. 
keep  it  warm  for  some  time  and  shake 
until  all  is  thoroughly  mixed. 

New  P/iotO'prifUing  Receipts,  I. 
Preliminfiry  Preparation,  Flow  thor- 
oughly cleansed  plates  with  the  fol- 
lowing mixture:  Potash  water-glass 
1  nart  and  Pilsen  beer  11  parts.  When 
all  the  plates  have  been  flowed  heat 
them  somewhat  and  let  them  stand  till 
the  next  morning,  when  they  are  again 
heated,  washed,  and  stood  aside  to  dry. 

II.  Chrome-gelajtine  Layer.  Wash 
25  parts  of  gelatine  in  several  waters 
and  let  them  swell  up  in  the  last  water. 
Then  dissolve  7.5  parts  of  chrome-alum 
in  200  parts  of  distilled  water,  add  the 
soaked  gelatine,  and  heat  the  whole  to 
120*»  F.  When  the  gelatine  is  entirely 
dissolved  add  2.5  parts  each  of  bichro* 
mate  of  ftotassium  and  bichromate  of 
ammonium.  The  plate  before  flowing 
is  somewhat  heated. 

Fixing  Solution.  Glycerine  500  parts, 
ammonia  50,  hyposulphite  of  sodium 
12,  and  water  250. 

Fluid  for  Drawing  off  Negatives, 
Gelatine  36  parts,  radical  vinegar  100, 
and  glycerine  6  to  8.  The  solution  re- 
mains liquid  even  on  cooling,  and  the 
negatives  can  be  flowed  cold. 

Painting  the  Operating  Boom.  Bine, 
which  is  generally  used,  prolongs  the 
taking  of  a  picture  instead  of  accelerat- 
ing it.  The  best  paint  for  the  walls  of 
the  operating  room  is  an  orange-green, 
obtained  by  mixing  oran&^e  with  pea- 
green.  If,  further,  the  ooflodion  layer 
and  the  silver-bath  are  colored  violet — 
the  complementary  color  of  orange- 
green — the  picture  is  under  favorable 
conditions  taken  instantaneously,  while- 
under  less  favorable  circumstances  it 
requires  but  2  to  3  seconds. 
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PeUchler'8  New  Dry  Method  of  Pre* 
paring  Plates,  The  plates  prepared  by 
this  luethod  are  not  affected  by  day- 
li)i;ht,  and  can  be  again  sensitized  by 
washing  before  exposure  in  water  in 
the  danc  room.  It  simplifies  without 
varying  greatly  from  the  ordinary  pro- 
cess. 

The  collodionized  and  sensitized  plate 
is  first  washed  and  then  coated  with 
albumen,  which,  in  place  of  iodide, 
c(mtains  only  2  to  4  parts  of  common 
salt  to  100  parts  of  albumen.  The  plute 
is  then  dried  by  submitting  it  to  a  great 
heat,  and  Ik  not  sensitive.  Instead  of 
sensitizing  it  in  a  silver-bath  it  is  sim- 
ply washed  in  the  dark  with  pure 
water,  whereby  the  layer  becomes 
again  sensitive. 

Photo-diaphanie^  or  Process  of  Trans- 
f erring  Photographs  together  with  the 
Albumen  layer  on  GlasSj  Porcelain,  etc. 
Float  the  paper  2  minutes  in  a  bath 
consisting  of  nitrate  of  silver  6  parts 
and  water  30  parts,  then  dry  ami  ex- 
pose it  under  a  negative  until  the 
picture  is  copied.  Wash  with  water, 
and  tone  the  picture  in  a  solution  of  1 
part  of  chloride  of  gold,  30  parts  of 
sodium  acetate,  and  1050  f)arf8  of  wa- 
ter, and  neutralized  with  carbonate  of 
sodium.  Let  the  solution  stand  for  24 
hours.  After  it  has  been  used  acidu- 
late it  slightljr  with  hydrochloric  acid, 
and  when  it  is  to  be  employed  again 
neutralize  the  acid  with  caroouate  of 
sodium  and  add,  if  necessary,  some 
neutralized  chloride  of  gold. 

After  toning  the  diaphanie  picture  is 
placed  in  pure  water.  As  soon  us  the 
albumen  layer  begins  to  detach  itself 
from  the  paper  place  the  picture  in  a 
fi  \ing  bath  consistingofsodium  hyposul- 
phite 4  parts  and  water  20,  whicn  will 
dettich  the  film  entirely  from  the  paper. 
The  film  remains  in  the  bath  about  10 
minutes,  whereby  it  becomes  very 
elastic  and,  after  washing  thoroughly 
with  water,  fit  for  transferring.  It  is 
laid  wet  on  the  article  to  be  decorated, 
which  must  be  entirelv  free  from 
grease.  If  the  film  should  not  adhere 
properly  wash  it  w^ith  a  mixture  of 
radical  vinegar  of  32°  1  part  and  dis- 
tilled water  6,  which  renders  it  again 
elastic.  When  properly  fastened  re- 
move all  traces  of  acid  by  washing. 

Photo-emulsions,     Improvements  by 


H,  W.  Vogel.  The  impfovemcnts  con- 
sist in  a  combination  of  emulsion  <»f 
bromide  of  silver  and  gelatine  emul- 
sion with  pyroxyline.  Four  different 
methods  may  be  employed. 

1.  Prepare  a  gelatine  emulsion  with 
bromide  of  silver  (or  iodide  or  chloride 
of  silver).  Dry  and  dissolve  the  emul- 
sion in  3  to  10  times  its  quantity  of 
formic  or  acetic  acid.  This  acidulated 
emulsion  is  used  either  by  itself  or 
<k>mpounded  with  pyroxyline. 
■  2.  Dissolve  pyroxyline  by  itself  in 
one  of  the  above  acids  with  nn  addition 
of  alcohol^  and  mix  the  solution  with 
equal  parts  by  volume  of  the  above 
acidulated  emulsion. 

3.  Prepare  an  ordinary  collodion 
emulsion,  precipitate  it  with  water, 
dry  the  precipitate,  and  dissolve  it  in 
one  of  the  acids  mentioned,  and  add 
gelatine  either  direct  or  in  solution. 

4.  Dissolve  gelatine  and  pyroxyline 
and  add  finely  powdered  bromide  of 
silver  (iodide  or  chloride  of  silver),  or 
produce  them  in  the  solution.  These 
flew  emulsions  can  be  used  either  dry 
or  wet. 

Photo-printing  without  a  Press,  A 
carbon  picture  is  prepared  on  a  glaas 
plate  in  the  usual  manner,  and  the 
picture  surrounded  by  a  wooden  frame 
which  exactly  encloses  the  glass  plate. 
Now  pour  on  a  moderately  warm  mixt- 
ure consisting  of  gelatine  1  part,  guin- 
Arabic  and  glycerine  each  2,  and  pos- 
sessing the  consistency  of  the  mixture 
used  in  ordinary  printing.  When 
solidification  has  taken  place  the  frame 
or  rim  is  carefully  removed  with  a 
hammer,  and  the  gelatine  plnte,  which 
has  united  itself  with  the  carbon  picture, 
is  cautiously  turned  over.  With  re- 
spect to  the  printing  the  blackening  of 
the  picture  is  performed  with  a  glass 
roller  and  is  best  mana^rrd  with  an 
elastic  runner,  as  practised  by  the  ordi- 
nary printer.  The  printing-ink,  which 
must  DC  of  good  consistency,  is  dissolved 
in  oil  of  turpentine  or  benzol.  •  This 
solution  without  an  addition  of  varnish 
is  poured  on  the  plate  and  distributed 
by  the  glass  roller.  A  non -coagulated 
albuminized  paper  is  now  spread  over 
the  blackened  picture  with  due  j»re- 
cautions.  The  paper  should  not  lie  too 
long  on  the  plate,  otherwise  the  albumen 
layer  is  apt  to  dissolve  and  soU  the 
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plate.  Moistening  the  plate  with  water 
IS  not  necessary,  &s  the  plate  is  moist 
enough  for  the  printing  of  a  dozen 
pictures.  After  continuous  use  it  ex- 
nausts  itselfj  but  still  it  is  hydroscopic 
enough,  to  absorb  moisture  in  a  few 
hours  to  be  ready  again  for  printing. 
This  method  has  the  advantage  that 
the  print  is  obtained  in  relief;  also 
that  round  or  cylindrical  objects,  as 
ha^ks,  vases^  etc.,  can  be  printed. 

Flwtographio  Process  with  Phospho' 
rescent  Sijibstances.  The  following 
process  has  recently  been  published  by 
Warnerke  :  Coat  a  glass  ^plate  or  paper 
with  a  layer  of  phospliorescent  sul- 
phide, using  albumen  as  agglutinant 
to  protect  the  powder  from  atmospheric 
influence.  By  preparing  the  phos- 
phorescent surface  upon  a  coUodion- 
ized  glass  plate,  and  drawing  off  the 
film,  a  flexible  layer  is  obtained.  The 
plate  coated  with  calcium  sulphide  is 
dark  as  long  as. not  subjected  to  the 
action  of  light,  but  on  exposure  in  the 
camera  for  about  1  minute,  and 
brought  into  the  dark  room,  the  points 
struck  by  the  light  will  appear  lumi- 
nous. By  placing  the  lummous  pict- 
ure upon  an  emulsion  plate  for  about 
5  minutes,  and  then  aevelpping  it,  a 
complete  negative,  but  reverse,  will  be 
obtamed.  An  exposure  of  the  phospho- 
rescent plate  for  a  few  seconds  suffices  to 
obtain  an  image  visible  in  the  dark 
room ;  heating  the  plate  increases  the 
luminosity.  The  picture  remains  lu- 
minous sufficiently  long  to  allow  of  sev- 
eral copies  being  successively  taken 
upon  emulsion  plates.  It  is  a  remark- 
able fact  that  tne  picture  produced  in 
the  camera  is  not  sharp,  tne  cause  of 
this  being  evidently  that  the  focus  of 
the  system  of  lenses  is  not  corrected  for 
rays  promoting  phosphorescence  (es- 
pecially ultra-violet  and  violet  rays). 
A  phosphorescent  plate  afler  having 
become  luminous  remains  so  in  the 
dark  for  several  hours,  the  luminosity 
gradually  disappearing  after  that  time, 
but  in  a  red  or  green  light  it  is  extin- 
guished in  a  few  minutes.  By  ex- 
|K>sing  a  luminous  plate  to  bright  day- 
light under  a  red  glass  plate,  or  green 
aniline  layer,  for  several  minutes  it 
loses  the  power  of  emitting  light  in  the 
dark.  When  a  phos}>horescent  plate 
i^-exposed  under  an  ordinary  negative 


a  luminous  image  Is  6btaihed  which, 
on  being  brought  In  contact  with  an 
emulsion  plate,  allows  of  a  Mharp  posi- 
tive being  taken.  By  exposing  a  phos- 
phorescent plate  to  the  light,  then 
covering  it  with  a  negative  and  a  col- 
ored plate,  extinguisning  luminosity, 
and  again  exposing  it,  a  luminous 
jwsitive  image  is  obtained,  because  the 
points  struck  b^  the  colored  light  lose 
the  power  of  emitting  light  in  the  dark. 
With  phosphorescent  plates  it  is  possi- 
ble, according  to  Warnerke f  to  obtain 
photographs  ffotti  the  red  end  of  the 
sj)ectrum.  The  entire  surface  of  tlie 
plate  must  first  be  exposed  to  tlie  light. 
On  being  struck  by  the  spectrum  of  the 
sun  the  less  refrangible  rays  (on  the 
red  end)  destroy  the  illuminating 
power,  and  leave  only  Fraunhofer's 
dark  lines  gleaming  upon  the  plate. 
These  can  tlien  be  transferred  to  a 
gelatine  or  collodion  plate.  lAeuten-, 
ant  Darwin  has  made  similar  experi- 
ments, using  Balmain^s  luminous 
paint.  He  exposed  a  phosphorescent 
plate  to  the  sunlight  3  to  4  seconds, 
covered  it  with  a  negative  and  a  red, 
glass  plate,  and  submitted  the  whole 
to  the  rays  of  the  sun  for  li  minutes, 
and,  as  soon  as  the  plate  was  brought 
into  the  dark  room,  a  luminous  nega- 
tive made  its  appearance.  This,  on 
being  brought  in  contact  with  a  dry 
plate  for  30  seconds,  and  then  devel- 
oped, gave  a  negative  picture. 

Photographic  Reproduction,  This' 
new  process  is  based  on  the  property 
of  perchloride  of  iron  being  reduced  to 
protochloride  by  light.  The  latter 
salt  is  not  changed  bv  a  solution  of 
prussiate  of  potash,  while  the  former, 
is  immediately  colored  blue.  The 
copying  paj)er  is  sensitized  by  immer- 
sion in  a  bath  formed  of  100  parts  of 
water,  and  10  of  perchloride  of  iron, 
and  6  of  oxalic  acid.  ^  The  drawing, 
on  transparent  paper,  is  placed  on  a 
dry  sheet  of  the  copying  paper  and 
exposed  to  the  light  under  glass  from 
15  to  30  seconds  in  summer  and  40  to 
70  seconds  in  winter.  After  exposure 
the  sheet  is  placed  in  a  bath  of  prussi- 
ate of  potash  (15  :  100),  which  immedi- 
ately colors  blue  all  the  parts  where 
the  perchloride  has  remained  intact^ 
but  aoes  not  afiect  the  places  where 
the  salt  has  been    reduced  by  light. 


304 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


The  drawing  is  then  washed  with 
water,  and  passed  into  a  bath  of  8  to  10 
per  cent,  or  hydrochlorio  aoid,  which 
removes  the  salt  of  protoxide  of  iron ; 
then  it  is  washed  again  and  dried. 
The  drawing  now  appears  in  deep  blue 
tinte  on  a  very  white  ground,  and  looks 
like  a  drawing  made  by  hand  with  blue 
ink. 

PlcUinotppjf,  This  new  process  of 
photo«chemical  printing  in  metallic 
nlatinum  has  been  recently  improved 
Dv  Roppe,  He  gives  the  following 
directions :  Dissolve  500  parts  of  chlo- 
ride of  iron  perfectly  pure  and  dry  in 
1000  parts  of  water.  Then  prepare  a 
warm  solution  of  carbonate  of  sodium 
entirely  free  from  potash  salts.  Both 
salts  are  found  sufficiently  pure  in 
commerce.  Then  filter  the  solutions, 
and  precipitate  the  solution  of  chloride 
of  iron  with  the  soda  solution  by  add- 
ing the  latter  as  long  as  a  precipitate 
is  formed.  The  result  will  be  ferric 
hydrate  which,  by  settling  and  washing 
with  water,  is  freed  as  much  as  possible 
from  sodium  chloride  which  has  been 
formed,  after  which  it  is  collected  in  a 
funnel  arranged  for  quick  filtration. 
When  dry  the  ferric  hydrate  is  dis- 
solved in  a  concentrated  hot  solution 
of  oxalic  acid.  This  is  best  accomplished 
by  pouring  the  latter  gradually  to  the 
precipitate  contained  in  a  beaker  glass, 
care  being  had  to  avoid  an  excess. 
Now  introduce  12  parts  of  sodium 
chloro-platinite,  or,  ii  this  cannot  be 
procured,  10  parts  of  platinum  tetra- 
chloride into  the  hot  solution,  filter, 
and  concentrate  the  solution  by  evap- 
oration. With  this  the  first  sensitizing 
bath  is  prepared. 

The  paper  to  be  sensitized  must  be 
well  sized.  Float  the  paper,  gelatine 
side  down,  for  about  5  minutes,  care 
being  had  to  disperse  all  air  bubbles, 
and  using  all  otner  precautions  as  in 
sensitizing  albumen  paper.  The  paper, 
if  kept  excluded  from  light  and  moist- 
ure, seems  to  improve  with  age.  Pict- 
ures taken  upon  paper  several  weeks  old 
seemed  to  oe  more  perfect.  The  en- 
tirely dry  paper  being  exposed  under 
B  negative  to  the  light,  the  picture  can 
be  easily  perceived,  and  the  printing  is 
continued  until  the  white  places  assume 
a  weak  gray  coloring.  The  exposure 
requires. on  an  average  \  of  the  time 


necessary  for  albumen  papers,  silvered 
or  fumigated  with  ammonia.  The  paper 
is  now  immersed  in  the  following  de- 
veloping solution :  Oxalic  acid  25  parts, 
sodium  chloro-platinite  2  parts,  dis- 
solved in  250  parts  of  water;  or,  25 
parts  of  sodium  oxalate  and  1.5  parte  of 
platinum  chloride  dissolved  in  200  parts 
of  water.  The  developing  bath  must 
be  heated  to  120*  to  140**  F. ;  the  picture 
soon  reaches  the  requisite  intensity  and 
is  then  washed  and  dried. 

This  process  is  simple,  economical, 
and  gives  satisfactory  results.  The 
picture  retains  sometimes  a  yellowish 
tone  of  color  caused  by  the  excess  of 
oxalate  of  iron  present  in  the  paper, 
which  can  be  easily  remedied  by  immer- 
sion in  a  tepid  solution  of  potassium 
oxalate  and  alum.  The  sodium  salts 
are  better  than  the  potassium  salts, 
potassium  chloro-phitinite  being  only 
moderately  soluble  in  water,  while  sodi- 
um chloro-plntinite  is  very  much  so.  By 
increasing  the  quantity  of  the  platinum 
salts  very  dull  olack  tones  of  color  can 
be  obtained,  and  also  a  paper  more  sen- 
sitive to  light,  which  might  be  of  ad- 
vantage in  winter. 

Precipitation  of  Gold  from  Old  To' 
ning  Baths.  To  regain  tne  gold  from 
batns  prepared  with  sodium  tungstate 
it  is  recommended  to  add  to  the  bath,  im- 
mediately after  having  been  used,  a  few 
drops  of  ])ure  aniline  oil  and  to  agitate 
it  thoroughlv.  In  about  12  to  24  nonrs 
the  gold  will  be  precipitated  together 
with  a  little  tungstate.  When  a  suffi- 
cientquahtity  of  gold  has  been  collected 
dissolve  it  in  aqtia-regiaf  reduce  the 
solution  somewhat  with  water,  neutral- 
ize it  carefully  with  sodium  carbonate, 
and  let  the  fluid  stand  quietlv  for  2  or  3 
da  ys,when  a  precipitate  of  gold-spangled 
tuiigsten-bronze  will  be  deposited, which 
is  filtered  off. 

Rapid  Method.  Sen  si  the  Collodion: 
Cotton  10  parts,  alcohol  400  parts,  ether 
500  parts,  solution  of  iodide  of  ammo- 
nium 45  parts,  solution  of  iodide  of  cad- 
mium 40  partis,  and  solntion  of  cadmi- 
um ammonio-bromide  35  parts.  The 
latter  is  prepared  by  dissolving  cadmi- 
um bromide  6  j>arts  and  ammonium 
bromide  4  parts  in  100  parts  of  alcohol. 
Sufficient  tincture  of  iodine  is  added  to 
this  collodion  to  give  it  an  orange-red 
color,  and  it  is  then  allowed  to  stand  foi 
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2  or  3i  days.  The  <«7ver  b<Uh  must  be 
neutral,  but  the  collodion  acid  red. 

Developer  far  Photographs  of  Chil- 
dren, Water  1000  parts,  sulphate  of 
iron  50  parts,  acetic  acid  10.  parts,  bo- 
racic  acid  10  parts,  purified  noney  7i 
parts,  and  alcohol  30  parts. 

Developer  for  Photographs  of  Adults. 
Water  1000  parts,  iron  60,  acetic  acid 
60,  alcohol  30. 

Rapid  Collodion  Process  by  Borli- 

.  netto.    Rectified  alcohol  96  parts,  ether 

of  QQ°  144  j>arts,  gun  cotton  2  parts, 

ammonium  iodide  and  cadmium  iodide 

each  1.66  parts. 

Neutral  Silver  Bath.  Nitrate  of 
silver  10  parts,  distilled  water  100 
))arts,  and  a  few  drops  of  a  saturated 
alcoholic  solution  of  cadmium  iodide. 

Developing  Bath.  Sulphate  of  iron, 
alcohol,  nitric  acid,  and  radical  vine- 
gar eacn  5  parts,  and  water  100  parts. 

IHxing  Bath.  Sodium  hyposulphite 
1  part,  water  8  parts. 

Regaining  of  Silver  from  Residues  of 
Gelatine  Emulsions,  Heat  the  residues 
and  add  caustic  potash  to  prevent 
gelatinizing.  When  the  solution  boils 
pour  it  into  an  earthen-ware  pot  and 
add  concentrated  solution  of  potassium 
cyanide  till  the  cream  color  of  the 
emulsion  disapi^ears  and  a  turbid  fluid 
is  formed.  Then  take  2  large  zinc-car- 
bon elements  diarged  with  ||)otassium  bi- 
chromate and  sulphuric  acid,  connect  a 
copper  plate  with  the  zinc-pole  of  the 
battery,  and  a  large  niece  of  coke  with 
the  carbon-pole,  and  nang  both  into  the 
solution  of  cyanid^  of  silver.  Pure 
silver  will  at  once  be  precipitated  upon 
the  copper  plate.  Allow  tne  battery  to 
act  for  an  entire  week  and,  when  the 
solution  is  exhausted,  add  fresh  resi- 
dues. When  the  layer  of  silver  is  thick 
enough  it  is  broken  from  the  copper 
plate.  It  is  chemically  pure  silver. 
The  expense  is  somewnat  less  than 
meltine.  For  65  parts  of  zinc  dissolved 
in  the  Battery  108  parts  of  silver  should 
be  obtained. 

Removing  the  Negative  Layer  from 
the  Olass  Plate  is  easily  accomplished 
by  pouring  the  following  mixture  over 
the  dry,  unlacquered  negative:  Gela- 
tine 60  parts,  water  600  parts,  alcohol 
120  parts,  glycerine  10  parts,  radical 
vinegar  7.5  parts.  The  plate  is  then 
placed  in  a  horizontal  position  and 
20 


dried  in  a  room  free  fh>m  dust.  When 
dry  run  a  knife  around  the  edges,  draw 
the  film  from  the  glass,  pass  it  through 
dull  varnish,  and  nang  it  up  for  a  few 
minutes  to  dry.  These  negatives  have 
the  advantage  over  the  glass  negatives 
that  they  can  be  retouched  from  the 
back,  which  makes  the  retouching  less 
visible  in  the  printing  and  can  be  more 
conveniently  kept,  requiring  less  space, 
and  besides  are  indestructible  ana  can 
be  easily  handled. 

Reproduction  of  Photo-negatives.  The 
sensitive  compound  used  for  coating 
the  plates  is  prepared  from  dextrine  4 
parts,  ordinary  white  sugar  5  parts, 
oichromate  of  ammonium  2  parts,  water 
100  parts,  glycerine  2  to  8  drops,  accord- 
ing to  the  condition  of  the  atmosphere. 
A  new  well-cleansed  plate  is  coated 
with  the  sensitive  chromium  solution ; 
and,  atler  the  superfluous  liquid  has 
been  allowed  to  now  off  at  one  of  the 
comers,  the  plate  is  dried  in  the  dark 
upon  a  lithographic  stone  or  metal 
plate  for  10  minutes  in  a  temperature 
of  120®  to  160°  F.  The  film^  being  j)er- 
fectly  dry,  while  yet  warm,  is  put  under 
a  negative  and  printed  in  the  shade  for 
10  or  15  minutes.  As  soon  as  it  comes 
out  of  the  printing  frame  the  plate  is 
again  slightlv  warmed,  and  a  brush, 
dipped  into  the  graphite,  applied  over 
the  surfiBMse  of  the  image  which  should 
he  just  slightly  visible.  The  applica- 
tion of  the  powder  is  done  in  a  shaded 
corner  of  an  ordinary  room  illuminated 
by  davlight  Do  not  press  hard  upon 
the  film  with  the  brush,  but  move  it 
over  the  surface  as  gently  as  possible ; 
nor  will  it  do  to  hurry  the  operation. 

In  proportion  as  the  film  cools  so  the 
image  appears.  By  carefully  breathing, 
or,  still  Detter,  blowing  u|)on  the  film, 
the  operator  will  be  enabled  to  acceler- 
ate the  process,  and  when  the  picture 
has  attained  sufiicient  vigor  the  super- 
fluous graphite  may  be  token  off  with 
a  clean  brush.  A  normal  collodion  is 
now  applied  composed  of  alcohol  500 
parts,  ether  500,  and  pymxyline  15  to 
20.  When  this  film  has  set  and  hard- 
ened the  edges  are  cut  round  with  a 
knife,  and  the  plate  put  into  a  ])orceIain 
dish  of  cold  water.  In  3  minutes  the 
picture  will  be  free  from  the  glass,  and 
the  film  may  be  employed  in  this  posi- 
tion, or  reversed  with  a  soft  brush,  and 
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taken  oat  of  the  water  adhering  either 
to  the  same  glass  plate  or  to  another. 
A  gentle  stream  of  water  ialling  upon 
the  film  will  remove  any  chromium 
■alt  still  remaining  on  it,  and  will  also 
press  down  the  loose  film  uniformly 
nT>on  the  glass  surface.  Finally  the 
plate  is  allowed  to  dry  in  a  perpendiea- 
lar  position.  Further  treatment  of  the 
plate  with  varnish  follows  as  a  matter 
of  coarse.  The  image  upon  the  col- 
lodion film  is  very  thin;  but  it  need 
not  be  feared  that  it  will  tear  while  in 
the  water. 

Sensitive  Collodion  Emulsion,  Im- 
merse the  plates  coated  with  collodion 
emulsion  for  1  to  2  minutes  in  a  solution 
of  1  part  of  gelatine  in  100  of  water, 
and  then  dry  them.  The  plates  treated 
thus  are  very  sensitive,  and,  if  cor- 
rectly exposed,  give  a  vigorous  nega- 
tive. 

Sensitive  Photo^per,  Dissolve  2 
parts  of  nitrate  of  silver  in  30  parts  of 
water,  and  add  A  part  of  citnc  acid. 
Aflter  this  is  dissolved  add  ammonia 
until  precipitation  ceases.  Then  re- 
dissolve  with  nitric  acid,  and  leave  the 
solution  so  that  a  small  proportion  of 
the  precipitated  citrate  of  silver  remains. 
Let  that  settle  perfectlv,  and  then  add 
10  drops  of  nitric  acid  to  every  2500 
parts  of  solution.  Sheets  of  the  ordi- 
nary albuminissed  paper  may  be  sensi- 
tized by  floating  for  li  minutes.  There 
is  no  trouble  from  bubbles.  The  paper 
is  more  sensitive  in  printing  than  the 
ordinary  paper,  and  tones  splendidly. 
The  paper  is  fumed  in  the  usual  way 
with  strong  ammonia.  Paper  made  in 
this  way  will  be  found  just  as  white  at 
the  end  of  5  days  as  when  first  pre- 
pared. 

Simple  and  Quick  Process  of  Prepar- 
ing Pyroffallic  Acid.  Ten  parts  of  dry 
gallic  acid  are  placed  in  a  bottle  or 
wide  tube  togetlior  with  30  parts  of 
glycerine,  an(t  heated  on  a  sand-bath 
to  375°  or.  390°  F.  until  development 
of  carbonic  acid  ceases.  The  conversion 
of  gallic  acid  into  pyroj?allic  acid  takes 
pi  ace  i  n  a  short  ti  me.  Th  e  brow  n ,  tena- 
cious  fluid  is,  after  boiling,  diluted  with 
1000  parts  of  water,  whereby  a  solution 
is  obtained  containing  in  20  parts  about 
iftr  part  of  pyrogallic  acid.  Care  must 
be  had  that  the  temperature  does  not 
rise  above  390°  F.  during  the  process. 


Sutton's  New  Developer,  '  Dissolve 
8  parts  of  sulphate  of  iron  in  16  parts 
of  water,  and  in  ano&er  vessel  4  parts 
of  sugar  in  3  parts  of  water.  When  all 
are  dissolved,  mix  the  two  solutions, 
boil  and  filter  the  mixture,  and  allow 
the  salt  to  crystallize.  This  produces 
a  more  vigorous  development  than  ordi- 
nary sulphate  of  iron. 

SuUows  Weak  Silver-bath  for  AU 
humin%t«d  Paper,  Dissolve  10  parts 
of  nitrate  of  sil  ver  in  100  parts  of  water, 
and  add,  with  constant  stirring,  am- 
monia until  the  solution  becomes  clear 
and  the  turbidity  at  first  shown  has 
disappeared.  Then  add  nitric  acid, 
drop  oy  drop,  until  blue  litmus  paper 
be^ns  to  redden. 

Toninq  Bath  vnth  Calcium  Chloride 
and  Sodium  Acetate  by  Parkinson, 
Mix  in  a  suitable  flask  calcinm  chlo- 
ride 3  parts,  sodium  acetate  8  parts, 
calcium  carbonate  8  parts,  distilled 
water  100  parts.  Mix  5  parts  of  this 
solution  with  1000  parts  of  water,  and 
add  i  part  of  chloride  of  gold.  The 
bath,  after  standing  for  5  to  6  hours,  is 
ready  for  nse,  and  may  be  kept  for 
some  time. 

Transfer  Paper  with  Collodio-chlo- 
ride  of  Silver  is  prepared  in  the  follow- 
ing manner:  Coat  a  stout  piece  of 
paper  with  a  solution  of  caoutchonc 
thick  enough  to  prevent  the  collodion 
from  penetrating  and  spotting  the  paper. 
When  the  c<»ating  is  dry  pour  upon  it 
collodio-chloride  of  silver  containing 
1.6  parts  of  nitrate  of  silver,  1  part  of 
citric  acid,  and  some  glycerine.  The 
picture  prints  splendidly  upon  the 
caoutchonc  surface ;  it  is  toned,  fixed 
and  washed,  and  then  laid  in  water 
until  it  can  be  mounted.  The  article 
upon  which  the  photo-print  is  to  be 
mounted  is  coaterl  with  a  solution  of 
gelatine  containing  Home  glycerine. 
When  dry  dip  the  gelatinized  article  in 
a  vessel  with  clean  water,  and  place 
the  wet  print,  picture  side  down,  upon  it, 
taking  care  to  avoid  air  bubbles.  The 
mounted  picture  is  then  allowed  to  dry. 
When  it  is  entirely  dry  the  caoutchouc 
paper  is  brushed  over  with  benzine, 
and  withdrawn  iVom  the  picture. 

Various  Pra^ctical  Receipts.  I.  CoU 
lodion  for  Hot  Weather,  Ether  300 
parts,  alcohol  360  parts,  bromide  of 
cadmium  and  bromide  of  ammonium 
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Elagtic  La4;quer,  Dammar  40  parts, 
acetone  180  parts. 

ExcellerU  Lacquer  for  Photographs. 
Amber  2  parts,  copal  4,  mastic  1,  petro- 
leum napntha  10,  spirit  of  wine  20. 

Vibrotypes,  A.  KurtZy  of  New  York, 
makes  use  of  a  very  original  method  to 
impart  softness  to  negatives  and  thus 
save  retouching.  He  places  a  number 
of  gas-flames  between  the  person  whose 
photograph  is  to  be  taken  and  the 
camera.  These  put  the  air  in  vibra- 
tion and  cause  a  peculiar  but  not  in- 
jurious softness,  toning  down  the  very 
sharp  outlines. 

Photographs  on  Wood.  The  follow- 
ing formula  will  be  found  useful  to 
wood  engravers,  or  to  those  who  are 
photographing  on  wood :  Dissolve  i 
part  of  gelatine  in  33  parts  of  water, 
mixing  it  with  some  gilders'  glue,  ana 
spread  it  upon  the  surface  of  the  block 
with  a  broad  camel's-hair  brush.  When 
dry.  brush  over  the  prepared  surface, 
in  tne  dark  room,  some  of  the  follow- 
ing solution :  a.  Red  prussiate  of  potash 
8  parts,  water  60  parts,  b.  Ammonia- 
citrate  of  iron  9  parts,  water  60  parts. 
When  dissolved  mix  together  and  filter. 
This  solution  should  be  kept  in  the 
dark.  When  the  coating  has  dried  ex- 
pose under  a  negative  in  sunshine  for 
10  or  12  minutes,  then  take  the  block 
where  the  light  is  not  very  strong  and 
wash  the  surface  lightly  with  a  soft 
sponge  and  water,  and  a  beautiful  dark 
blue  picture  will  appear,  that  will  not 
chip  in  cutting.  To  make  a  red  pict- 
ure prepare  as  above,  but  use  the  fol- 
lowing mixture :  Dissolve  1.5  to  2  parts 
of  sulphate  of  uranium  in  30  parts  of 
thill  gum-Arabic  or  gelatine  water; 
brush  this  on  the  block  in  the  dark 
room  and,  when  dry,  expose  under  a 
negative  for  10  to  20  minutes  in  sun- 
shine. Then  wash  well  with  a  sponge 
and  water.  Now  take  a  clean  sponge 
moistened  with  a  solution  of  red  prus- 
siate of  potash,  li  parts  to  30  parts  of 
water,  and  apply  it  quickly  all  over 
the  surface,  and  the  picture  will  appear 
immediately.  When  the  work  is  com- 
pleted clean  with  a  fresh  sponge  and 
water.  A  drop  or  two  of  muriatic  acid 
in  some  water  will  bleach  the  picture 
if  over-printed. 

Wothly*s  Negative  Process  {withovJt 
Intensifying  Bath),  1.  Collodion.  Nine- 


ty per  cent,  alcohol  200  parts,  iodide  dT 
ammonium  37  parts,  bromide  of  cad- 
mium 7  parts,  iodide  of  cadmium  1^ 
parts,  absolute  ether  200  parts,  col- 
lodion cotton  8  parts,  and  water  |  part. 

2.  Developer  for  Negatives.  Sulphate 
of  iron  2  parts,  water  500  parts,  alcohol 
3  parts,  and  acetic  acid  |  part. 

3.  Varnish  for  Negatives,  Ninety -five 
per  cent,  alcohol  50  parts,  white  shellac 
12  parts,  and  a  few  drops  of  oil  of 
lavender. 

4.  Polishing  Glnss  Plates,  Prepare 
a  mixture  of  equal  parts  of  sulphuric 
acid  and  water.  Place  the  plates  in 
this  for  one  dav,  then  rinse  them  with 
water,  and  rub  them  dry  with  a  tuft  of 
cotton  and  old  collodion,  and  finally 
cleanse  them  completely  with  alcohol 
and  linen  thoroughly  washed  and  dried. 

Plaster  of   Paris  Casts  which 
CAN  BE  Washed. 

Some  time  ngo  a  prize  was  ofieretl  by 
the  Prussian  government  for  a  method 
of  preparing  ]>laster  casts  in  such  a 
manner  that  they  might  be  washed 
without  injury.  The  prize  was  awarded 
to  Dr.  Reissig.  In  the  following  we 
give  a  description  of  the  process :  Tn 

Preparing  these  casts  it  was  not  only 
esirable  to  obtain  a  surface  which 
should  not  wash  away,  but  also  to  in- 
clude a  simple  process  for  preventing 
dust  entering  the  pores,  and  rendering 
them  more  easily  cleansed.  Laborious 
experiments  convinced  Dr,  Reissig  that 
the  only  practical  method  of  accom- 
plishing tnis,  and  retaining  sharpness 
of  outline,  was  to  convert  the  sulphate 
of  lime  into. 

1.  Sulphateof  barium  and  carbonate 
of  calcium ;  or, 

2.  Into  silicate  of  calcium  by  means 
of  silicate  of  potassium. 

Objects  treated  in  this  way  are  not 
affected  by  hot  water  or  hot  soap  solu- 
tions, but  are  porous,  catch  dust,  etc., 
and  when  first  put  into  water  eagerly 
absorb  all  impurities.  To  avoid  these 
evils  the  articles  are  rendered  water- 
proof by  6ubse<q|uently  coating  them 
with  an  alcoholic  soap  solution  which 
penetrates  easily  and  deeply  into  the 
pores,  and  when  washed  is  converted 
into  suds,  which  easily  remove  the  dust 
without  allowing  it  to  penetrate. 
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Process  with  Barytu  Water,  This  is 
the  easiest)  simplest,  and  cheapest 
method.  It  depends  upon  the  fact  that 
gypsum  or  calcium  sulphate  is  con- 
verted by  baryta  water  into  barium  sul- 
phate (which  is  totally  insoluble)  and 
caustic  lime,  which  is  converted  by 
contact  with  the  air  into  calcium  car- 
bonate. The  practical  method  of  carry- 
ing this  out  is  as  follows :  A  large  zinc 
vessel  is  renuired  with  a  tight-fitting 
cover.  In  tne  vessel  is  a  grating  made 
of  strips  of  zinc  resting  on  feet  1  to  2 
inches  high.  This  vessel  is  two- thirds 
filled  with  soft  water  of  60°  to  76°  F., 
and  to  every  26  gallons  of  water  are 
added  9  pounds  of  fused  or  14^  pounds 
of  crystallized  pure  hydrated  oxide  of 
barium,  and  9^  ounces  of  lime  previ- 
ously slaked  in  water.  As  soon  as  the 
barjrta  water  gets  clear  it  is  ready  to 
receive  the  casts.  They  are  wrapped 
in  suitable  places  with  cords,  and,  after 
removing  tne  scum  from  the  baryta 
bath,  are  dipped  in  as  rapidly  as  pos- 
sible, face  nrst,  and  then  allowed  to 
rest  upon  the  grating. 

PIollow  caste  are  first  saturated  by 
rapid  motions  in  the  bath,  then  filled 
with  the  solution  and  suspended  in  the 
bath  with  the  open  part  upwards. 
After  the  cords  are  all  secured  above 
the  surface  of  the  liquid  the  zinc  vessel 
is  covered.  The  casts  are  left  in  the 
bath  for  1  to  10  or  more  days  according 
to  the  thickness  of  the  water-proof 
stratum  required.  After  takin?  off  the 
cover  and  removing  the  scum  the  casts 
are  drawn  up  by  the  strings,  rinsed  off 
with  lime  water,  allowed  to  drain  off, 
carefully  wiped  off  with  cotton  or 
linen  rags,  and  left  to  dry,  without 
being  touched  by  the  hands,  in  a  warm 
place,  free  Arom  dust.  The  same  solu- 
tion which  has  been  used  once  can  be 
used  again  by  adding  a  little  more 
baryta  and  lime. 

Of  course  this  process  can  only  be 
applied  to  casts  free  from  dust,  smoke, 
dirt,  etc.  To  prevent  the  casts  from 
getting  dust  upon  them  they  should  be 
wrapped  in  paper  when  taken  from 
the  mould  ana  dried  by  artificial  heat 
below  212°  F.J  care  beinff  had  not  to 
handle  them  with  sweaty  nands.  If  in 
spite  of  every  precaution  the  casts  when 
finished  show  yellow  spots  they  can  be 
removed   in  this  manner:  The    casts 


when  perfectly  dry  are  painted  over 
with  water  and  oil  of  turpentine,  then 

Sut  in  a  glass  case  and  exposed  to  the 
irect  rays  of  the  sun.  All  spots  of  an 
organic  nature  will  then  disappear,  but 
rust,  smoke,  and  mineral  spots  cannot 
be  removed  in  this  way.  In  the  place 
of  cold  baryta  water  the  casts  may  be 
placed  for  half  an  hour  in  a  concen- 
trated solution  of  baryta  heated  to  100° 
to  120°  F.  This  has  the  advantage 
that  the  casts  may  be  put  in  bef<ie 
drying.  As  the  casts  treated  in  this 
way  are  not  hardened  very  deeply  and 
are  still  porotts,  it  is  well  to  place  them 
subsequently  in  a  cold  bath  for  a  longer 
time. 

The  casts  are  now  ready,  as  soon  as 
perfectly  dry,  for  the  soap  solution.    A 
pure,  good,  hard  soap  is  cut  in  shaving, 
which  are  dried  and  then  dissolved  in 
60  or  60  per  cent,  of  alcohol,  10  or  12 
parts  of  alcohol  to  1  of  soap.    A  solu- 
tion  of    Marseilles   soap    Known    as 
"  spiritus  saponatus  "  can  be  bought  at 
any  drug  store.    The  finest  appearance 
as  well  as  a  high  degree  of  durability 
is  obtained  bj  using  a  solution  of  stear- 
ate  of  soda  in  strong  alcohol.      Both 
the  solution  and  cast  should  be  warm, 
so  that  it  may  penetrate  as  perfectly 
and  deeply  as  possible.   It  does  no  harm 
to  repeat  the  operation  several  times  as 
long  as  the  liquid  is  absorbed  by  the 
cast.    When  dry  the  cast  is  finished. 

Process  wUh  SilicaU  of  Potassium. 
This  process  depends  upon  the  conver- 
sion of  the  calcium  sulphate  into  calcium 
silicate — an  extremely  hard,  durable,  in- 
soluble compound — and  is  accompl  ished 
by  the  use  of  a  dilute  solution  of  silicate 
of  potassium  containing  free  potash .  To 
prepare  this  solution  make  a  10  per 
cent  solution  of  caustic  potash  in  water, 
heat  to  boiling  in  a  suitable  vessel,  and 
then   add  pure  silicic  acid,  free  from 
iron,  as  long  as  it  continues  to  dissolve. 
On  standing  the  cold  solution  usually 
throws  down  some  highly  silicated  pot- 
ash and  alumina.     It  is  left  in  well- 
stoppered  glass  vessels  to  settle.    Just 
before  using  it,  it  is  well  to  throw  in  a 
few  small  pieces  of  potash  or  to  add  1 
or  2  per  cent,  of  the  potash  solution. 
If  the  plaster  articles  are  very  bulky 
this  solution  can  be  diluted  to  one-halt 
with  pure  water.  The  casts  are  silicatea 
by  dipping  them  in  a  cold  state  for  a 
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few  minntes  into  the  solation,  or  ap- 
plying the  solation  by  means  of  a  well- 
cleaned  sponge,  or  throwing  it  upon 
them  as  a  fine  spray.  When  the  chem- 
ical reaction,  wnich  takes  place  almost 
instantly,  is  finished,  the  excess  of  the 
solution  is  best  removed  with  some 
warm  soap-water  or  a  warm  solution 
of  stearine  soap,  and  this  finally  re- 
moved with  still  warmer  pure  water. 
The  casts,  which  can  be  immersed  or 
easily  moved  about,  may  be  treated  as 
above  when  warm ;  a  ver^  short  time  is 
required,  but  some  experience  is  neces- 
sary. In  every  case  it  ia  easy  to  tell 
when  the  change  is  effected,  irom  the 
smooth,  dense  appearance,  and  by  its 
feeling  when  scratched  witn  the  finger- 
nail. It  is  not  advisable  to  leave  the 
casts  too  long  in  the  potash  solution  as 
it  may  injure  them.  A  little  practice 
renders  it  easy  to  hit  the  right  point. 
The  fresher  and  purer  the  gypsum  and 
the  more  iK)rous  the  cast  the  more 
necessary  it  is  to  work  as  quick  as  pos- 
sible. CastiniB;s  made  with  old  and  ^oor 
plaster  of  Pans  are  useless  forsilioatinff. 
These  silicated  casts  are  treated  wim 
soap  as  before.  In  washing  plaster- 
casts  prepared  by  either  process  it  is 
recommended  to  use  a  clean  soft  sponge, 
carefully  freed  from  all  adherent  sand 
and  limestone,  moistened  with  luke- 
warm water  and  well  soaped.  They 
are  afterwards  washed  with  ^ean 
water.  The  addition  of  some  oil  of  tur- 
pentine  to  the  soap  is  useful,  as  it 
Dleaches  the  casts  on  standing.  The 
use  of  hot  soap-suds  must  be  avoided. 

Brelhauer*s  Method  of  Preparing 
Plaster  of  ParU  Coats  ReMsting  the 
ActMn  of  the  Weather,  Slake  1  part 
of  finely  pulverized  lime  to  a  paste, 
then  mix  gypsum  with  lime  water,  and 
intimately  mix  both.  From  the  com- 
pound thus  prepared  the  figures  are 
cast.  When  perfectly  drv  they  are 
painted  with  hot  linseed  oil,  repeating 
the  operation  several  times,  then  with 
linseed-oil  varnish,  and  finally  with 
white  oil  paint.  Statues,  etc.,  prepared 
in  this  way  have  been  constantly  ex- 
posed to  the  action  of  the  weather  for  4 
years,  without  suffering  any  change. 

Jacobsen  prepares  casts  which  retain 
no  dusf,  and  can  be  washed  with  luke- 
warm soap-water  by  immersing  thera 
or  throwing  upon  them  in  a  fine  spray 


a  hot  solution  of  a  soap  prepared  from 
stearic  acid  and  soda  lye  in  ten  times 
its  quantity  by  weight  of  hot  water. 

ShellhoM  recommends  the  coating  of 
plaster  of  Paris  casts  with  a  compound 
of  finely  p<9wdered  mica  and  collodion 
prepared  as  follows :  The  mica,  rendered 
penecUy  white  by  boiling  with  hydro- 
chloric acid  or  calcining,  is  ground 
very  fine,  sifled  and  elutriated,  and 
then  mixed  with  dilute  collodion  to 
the  consistency  of  oil  paint,  and  applied 
with  a  soft  brush.  Casts  coated  in  this 
way  possess  a  silver]^  lustce,  htere  tbe 
advantage  of  being  indifferent  to  sul- 
phurous exhalations,  andean  be  washed 
without  injury. 


Pbesebying  Meat,  Milk,  Vegb- 
TABLBS,  Vegetable  Substances, 
Wood,  etc.,  and  Pbeseeyativbs. 

Boro^lyeerin^  for  Preserving  Or^ 
ganie  Substances  is  prepared  by  heat- 
ing 92  parts  of  glycerine  with  62  of 
boracic  acid  to  392^  F. 

Boro-tartrate  for  Preserving  Meai 
and  other  Food,  Distilled  water  is 
aromatized  with  nutmeg  in  the  propor- 
tion of  1  or  2  parts  to  1000,  and  in  this 
is  dissolved  12  to  15  parts  of  boro-tar- 
trate  obtained  by  melting  together  2 
parts  of  tartaric  acid  with  15  of  boracic 
acid.  This  antiseptic  fluid  is  injected 
into  the  arteries  of  the  animal  to  be  pre- 
served, which  is  then  cut  up,  and  the 
pieces,  after  the  bones  have  been  re- 
movecL  are  immersed  in  the  fluid  for 
several  hours  and  then  dried  in  the  air. 
Small  pieces  require  to  be  immersed 
only  for  a  short  time,  or  their  surfiice 
siinply  sponged  with  the  fluid. 

English  Pickle,  for  Meat,  Dissolve 
300  parts  of  common  salt,  5  parts  of 
saltpetre,  and  50  parts  of  sugar  in  2000 
parts  of  wat«r.  Boil  the  whole  and 
remove  the  scum. 

Fluids  for  Preserving  Corpses^  Ana- 
tomical Specimens^  Plants,  etc.  The 
Cultus  Department  of  the  German  Em- 
pire has  bought  the  following  patented 
process  from  the  inventor,  JeanWickers- 
heimer,  and  published  it  for  the  benefit 
of  the  public:  Dissolve  3^  ounces  of 
alum,  )  ounce  of  common  salt,  ^ 
ounce  of  saltpetre,  2  ounces  of  pot- 
ash, and  i  ounce  of  arsenious   acid 
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in  21  quarts  of  boiling  water;  allow  the 
solution  to  cool,  and  then  filter.  Now 
add  to  every  2k  gallons  of  the  neutral 
fluid  3^  quarts  of  glycerine  and  If  pints 
of  methyl  alcohol.  About  U  quarts  are 
required  for  iniecting  the  body  of  a 
child,  and  1  gallon  for  that  of  an  adult. 
Anatomical  specimens  are  simply  im- 
mersed in  the  fluid  for  6  to  12  days. 
The  muscles,  etc.,  when  dry,  remain 
soft  and  flexible. 

Struve  recommends  the  following 
fluid  in  which  the  alum  is  omitted,  which 
he  claims  to  be  entirely  su]>erfluous, 
and  as  exerting  a  disturbing  influence 
in  consequence  of  its  being  precipi- 
tated :  Water  55.45  per  cent.,  glycerine 
37.7  per  cent,  methyl  alcohol  4.43  per 
cent.,  potassium  suiphate  1.34  per  cent., 
common  salt  0.46  per  cent.,  saltpetre 
0.23  per  cent.,  and  arsenious  acid  0.39 
per  cent. 

Oscar  Jacobsen,  for  the  same  reason 
as  Sti^uvCy  changes  the  receipt  as  fol- 
lows: Arsenious  acid  |  ounce,  potas- 
sium carbonate  ^  ounce,  saltpetre  ^ 
ounce,  common  salt  A  ounce,  potassium 
sulphate  i  ounce,  and  water  2^  quarts. 

Two  fluids  prepared  according  to 
Wickersheimers  patent  have  been 
brought  into  commerce,  one  intended 
for  "  injecting,"  the  other  for  "  immers- 
in^"  the  first  containing  larger  quan- 
tities of  the  difierent  salts  than  the 
latter.  They  contain  no  alum,  and  are 
prepared  according  to  the  following 
receipts: 


Araenions  acid    .     . 
Sodium  chloride 
Potawiam  8uli)hate 

**         nitrate    . 

"         carbonate 

"Water 

Glycerine  .... 
Methyl  alcohol  .    . 


Ii^jectfng 

fluid. 
0.66 
2.82 
7.05     " 
0.88     *• 
0.706  " 
2  gals. 
Sqts. 
Ipt. 


oz. 


Immersing 
fluid. 
0.42  OS. 
2.11  " 
6.29  " 
0.63  •* 
0.52  " 

2  gals. 

3  qts. 
Ipt. 


Improved  Process  for  Preserving 
Meatf  Fish,  Fruits,  Liq^Uds,  etc.  For 
closing  bottles  hermetiMlly  the  follow- 
ing mixture  is  used :  Melt3  parts  of  glue 
with  1  of  glycerine  or  oil.  For  bottles 
containing  volatile  fluids  the  mixture 
consists  of  3  parts  of  gelatine,  h  of  glyc- 
erine or  oil,  and  ^  of  water. 

To  i)reserve  meat,  fish,  fruits,  etc., 
the  articles  are  surrounden  with  a  com- 
pound prepared  by  melting  2^  parts 


of  gelatine  in  \  part  of  glycerine.  To 
protect  the  gelatine  from  spoiling  4 
parts  of  tannin  are  added  to  every 
10,000  parts  of  the  compound.  The 
bottle  or  jar  is  hermetically  closed  by 
placing  a  piece  of  paper  upon  the  con- 
tents, and  filling  the  space  between  this 
and  the  cork  with  the  above  com- 
pound. 

New  Process  of  Oivina  Preserved 
Vegetables  a  Natural  Color.  Copper 
and  zinc  salts,  both  injurious  to  health, 
are  frequently  employed  to  give  canned 
vegetables  a  natural  green  color.  This 
may,  according  to  a  new  invention,  be 
accomplished  by  adding  chloropliyl, 
the  natural  coloring  matter  of  vegeta- 
bles. Immerse  green  leaves  in  dilute 
caustic  soda  lye,  and  compound  the 
fluid  with  alum.  Wash  the  precipitate 
and  dissolve  it  with  ]x>tas8ium  phos- 
phate and  alkaline  eart.  s.  By  aadiiig 
the  solution  to  the  boi^'ng  vegetables 
sufiicient  chlorophyl  is  absorbed  by 
them  to  retain  their  natural  green  color. 
The  great  advantage  of  this  method  is 
that  no  foreign  sumtance  is  added,  but 
only  one  L-atural  to  the  plant  and  in- 
noxious. 

New  Process  of  Preparing  Preserva* 
tive  Salt,  Melt  togetner  4  eouivalents 
of  crystallized  boracic  acid  ana  1  eouiva- 
lent  of  sodium  phosphate,  and  ada  salt- 
petre and  common  salt. 

To  preserve  fresh  meat  of  any  kind 
remove  first  all  bones,  and  then  scatter 
the  preservative  salt  over  the  surface 
and  into  all  hollows. 

The  meat  may  also  be  placed  for  i 
hour  in  a  solution  of  the  preservative 
salt  in  the  proportion  of  1  to  6,  or  about 
10  tablespoonfuls  of  the  salt  dissolved 
in  1  quart  of  water,  and  then  wrapped 
up  in  a  linen  cloth  moistened  with  the 
solution  and  hung  up  in  the  air;  or  it 
may  be  placed  in  a  pot  or  barrel,  the 
solution  poured  over  it  and  allowed  to 
remain  until  it  is  to  be  used.  For  1 
pound  of  meat  1  teaspoonfiil  of  the 
salt  is  required. 

New  Method  of  Preserving  Sugar 
Beets,  Potatoes,  and  other  Tubers.  The 
beets,  potatoes,  etc.,  are  piled  up  and 
coverea,  not  as  formerly  with  straw  or 
earth,  but  with  a  sufficient  layer  of  the 
following  mixture:  Coal  cinders  con- 
verted into  coarse  powder  80  per  cent, 
and  lime  slaked  to  a  fine  jpowder  with 
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as  little  water  as  possible  20  per  cent., 
and  intimately  mixed. 

Preserving^  Lemon  Juice.  I.  Keep 
the  filtered  juice,  before  it  has  passed 
into  fermentation  without  adding  alco- 
holy  in  a  bottle  hermetically  sealed. 
II.  Heat  the  fresh  juice  not  com- 
pounded with  alcohol  m  a  closed  ves- 
sel to  the  boiling  point.  III.  Ck>m- 
poniid  the  unfermented  juice  with  10 
per  cent,  of  alcohol,  and  heat  as 
m  No.  II.  lY.  Fill  the  fermented 
juice  In  bottles  without  an  addition  of 
alcohol  and  without  heating.  V.  Heat 
the  fermented  juice  without  an  addition 
of  alcohol  in  a  closed  vessel  to  the  boil- 
ing point  YI.  Compound  the  fer- 
mented juice  with  10  per  cent,  of  alco- 
hol and  heat  as  in  No.  Y.  All  these 
methods  furnish  a  juice  which,  when 
mixed  with  sugar  syrup  in  the  propor- 
tion of  5  dracFms  of  juice  to  5  ounces 
of  sugar-syrup  and  the  necessary  quan- 
tity of  water,  give  lemonades  of  a  fine 
flavor. 

Process  of  Pranirinq  Preserve  CaJt- 
Ue-feed  from  AgricvMural  Products 
and  Waste.  Bran,  malt-germs,  brewers' 
grains,  residues  from  the  manufacture 
of  oil,  and  of  beet  sugar,  and  of  potato 
and  com  starch  are  mixed  with  each 
other  in  water,  so  that  in  the  mixture 
the  proportion  of  proteine  substances  to 
the  carbo-hydrat^  is  as  1  to  3  or  4  in  52 
to  53  per  cent,  of  dry  substance.  To  1 
pouna  of  drv  substance  is  added  i 
drachm  of  salt  and  some  calcium  phos- 
phate; the  mass  is  then  crushed  and 
placed  in  a  reservoir,  where  it  is  al- 
lowed to  heat  spontaneously  until  a 
homogeneous  compound  is  formed, 
which  is  pressed  into  cakes  and  dried. 

Mapid  Process  of  Corning  Meat  on  a 
smalt  Scale.  Mix  16  parts  of  common 
salt,  i  of  saltpetre,  ana  1  of  sugar.  Boll 
the  meat  in  the  mixture  so  that  it  is 
uniformly  covered.  Then  wrap  it  in  a 
linen  cloth  and  put  it  in  a  covered  pot. 
Turn  the  meat  several  times  every  day. 
In  8  days  it  will  be  thoroughly  pickled. 

To  ifry  FruU  by  means  of  a  Cold  Air- 
blast.  Pared  apples,  etc.,  are  submitted 
in  a  sieve-like  nolder  to  the  action  of  a 
cold  air-blast  for  3^  hours.  Excellent 
dried  fruit,  much  superior  to  that  dried 
in  the  sun  or  by  means  of  hot  air,  is 
prepared  by  this  process. 

To  Pack  Apples  and  other  FruU  to 


be  transported  to  distant  places.  Wrap 
each  fruit  separately  in  salicylized  paper 
and  pack  carefully,  so  that  in  rollmg 
or  moving  the  barrel  the  fruit  are  not 
thrown  against  each  other.  The  salicy- 
lized paper  is  prepared  by  dissolving 
salicylic  acid  in  strong  alcohol,  ana 
compounding  the  solution  with  as  much 
water  as  it  will  bear  without  reprecipi- 
tating  the  salicylic  acid.  The  paper 
is  then  saturated  with  the  solution  and 
dried.  The  object  of  the  salicylic  acid 
is  to  prevent  the  rotting  of  fruit  injured 
by  careless  handling  in  packing. 

To  Preserve  the  Blood  from  Meat" 
caiUe,  The  fresh  blood  to  be  preserved 
18  mixed  with  pulverized  unslaked 
lime.  The  lime  oein^  slaked  in  the 
blood  is  precipitated  m  a  short  time, 
while  the  blood  is  converted  into  a 
homogeneous  jelly-like  compound, 
which  can  be  easily  separatea  from 
the  lime-precipitate,  dried,  and  then 
used  as  a  nutritious  food. 

To  Preserve  Burnt  lAme.  A  layer 
of  lime  slaked  to  a  powder  is  spread 
to  the  depth  of  6  to  8  inches  upon  the 
floor  of  a  shed  protected  from  all  moist- 
ure. Upon  this  layer  are  piled  the 
pieces  of  lime  to  oe  preserved  and 
pressed  as  closely  together  as  possible. 
The  uppermost  layer  should  have  a 
slight  slant.  On  the  top  is  also  plac^ 
a  Javer  of  lime  slightly  moistened, 
which  is  thereby  converted  into  pow- 
der and  falls  into  the  interstices  of  the 
heap,  protecting  it  from  the  access  of 
air  and  moisture.  Experiments  on  a 
large  scale  have  proved  that  this  proc- 
ess is  practicable,  and  makes  the  keep* 
ing  of^  burned  lime  during  the  winter 
possible  without  losing  any  of  its  good 
qualities. 

To  Preserve  Butter  for  Transatlantic 
Transpwt  pack  it  in  tin  cans  capable 
of  holding  from  2  to  30  pounds.  The 
cans  should  be  lined  with  wood  satu- 
rated with  brine,  and,  when  filled,  the 
lid  must  be  soldered  down. 

To  Preserve  Butter.  Several  Methods. 
I.  Cover  the  butter  with  a  layer  of 
metallic  (iron)  spoage  and  water,  so 
that  the  air  can  ottly  reach  the  butter 
by  passing  through  it 

li.  Dissolve  1  part  of  sodium  meta- 
phosphate  in  water  and  mix  it  inti- 
mately with  240  parte  of  butter. 

To  Preserve  Eggs.  I.  In  China,  accord- 
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Ing  to  iiJcr,  &e  e^  are  placed  ic 
utaral«d  soladon  of  common  salt,  a 


m.   They , , 

1  packed  in  boxes.    The  egga,  when 
led,  are  salted  to  the  taste. 


II.  Sack  recommenda  the  coatiDg  of 
the  eegs  trith  paraffins,  1  pound  being 
Bufficient  for  1600  eggs.  Fresh  and 
■onnd  egga  are  of  coDise  required  for 
the  process,  as  deoompodtioa  once  oom- 
toenced  wonld  progress  notwiUuriand- 
ing  theooatiiiaof  paraffine. 

III.  MoTMh  diaBolrea  in  each  galloD  of 
water  13  ounces  of  qnicklime,  6  ounces 
of  common  salt,  1  drachm  of  soda,  } 
drachm  of  saltpetre,  i  drachm  of  tar- 
tar, and  1^  drachms  of  borai.  The 
fluid  ia  brought  into  a  barrel  and  snffl- 
dent  quicklune  to  cover  the  bottom  is 
then  poured  in.  Upon  this  is  placed 
a  layer  of  eggs,  quicklime  is  again 
thrown  in  and  so  on  until  the  barrel  is 
filled,  so  that  the  liquor  stands  about 
10  inches  deep  over  the  last  layer  of 
eggs.  The  barrel  is  then  covered  with 
a  cloth  upon  which  is  also  scAttered 
some  lime. 

IV.  ^gs  imraersed  in  a  solution  of 
1}  drachms  of  indate  of  caldum  in  1 
rallon  of  water  were  not  to  be  dis- 
tinguished after  a  month  by  smell  or 
taste  from  perfectly  A^esh  eggg ;  how 
mnah  longer  than  a  month  uiey  may 
be  thus  preserved  experience  only  can 
determine. 

To  Praent  Fiih.  Freahly  oa^ht 
herring  immersed  in  a  solution  of^l} 
drachma  of  iodate  of  caloium  in  1  gal< 
Ion  of  water  remain  perfectly  good  in 
hot  weather  for  about  4  days,  when  they 
begin  to  change  slowly.  If  dry  iodate 
of  caloiura  is  sprinkled  over  the  fish, 
UteS^raiusUadoMn  fish  instead  of 
immersing  them  in  the  solution,  the 
result  is  the  same,  and  in  neither  esse 
la  it  possible  to  detect  the  slightest 
Ibrewn  flavor  in  the  taste  of  the  fish. 
If  aaltherriDgsarefiret  soaked  in  water 
long  enough  to  remove  as  much  of  the 
salt  as  ii  considered  desirable,  and  then 
immersed  in  a  soludon  of  iodate  of  cal- 
cium for  24  hours,  they  lose  their  dia- 
Sreeable  rancid  flavor,  and  are  com- 
.  etely  restored  to  the  flavor  they  had 
when  freshly  oaueht. 

To  Praervt  Muidt  containing  Nu- 
trUivt  Svitttanca.    The  residues  trom 


the  mannfoetare  of  alcohol  and  of  com- 
pressed yesst  are  filtered,  passed 
throueh  the  centrifiigal,  or  pressed. 
For  filtering,  a  system  of  pits  is  used  in 
connection  with  a  collectinc-well.  The 
residue  flows  from  the  distilling  ap- 
' —  ~""  the  filtering  pits  a  (Fig. 


^.  1 


Fig.  391.3 
nble  nntritive  substances  contained  In 
the  residnes  enters  through  the  filter- 
ing layer  c  and  the  pipe  d  inte  the  cnl- 

lecting-well  6,  where,  by  n- '  •■■- 

stirring! ' '"'    ~" 

suitable , 

weak  alkaline  reaction.  This  water 
conlainiiig  In  solution  more  than  )  of 
the  nulritire  substances  contained  in 
the  reeidaes  ia  used  as  ordinary  feed 
water  of  the  boiler  of  the  distillery,  lo 
which  it  is  conveyed  by  the  snotion. 
pipe  /  of  a  pump.  When  it  has  ob- 
tained the  desired  perceniage  of  nutri- 
tive substances  it  is  used  for  scalding 
feed,  and  the  animals  are  fed  with  this 
either  with  or  without  an  admixture 
of  the  dry  substance  of  the  residues. 
When  the  pit  a  ia  tUll  it  is  covered 


with   I 


rtral   layers   of   hard    bnnit 


covered  with  olay  or  potter's  i 
protect  the  dry  substance  as  mui:ii  on 
possible  from  oxidation  by  excluding 


luitable  to  be  used  as  bq  additii 
moshea  or.  directly,  as  cattle-fbed. 

The  waste-water  containing  nutri- 
tive Bubstences  of  breweries,  sugar 
houses,  ete.,  way  be  coticentrated  and 
utilized  in  a  similar  qianner. 

To  BrntTvt  Hop*.    Press  the  hops. 
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as  soon  as  dry,  into  wooden  boxes 
made  air-tight  with  rosin  or  pitch, 
close  the  Box  hermetically,  and  do 
not  open  it  antU  the  hops  are  to  be 
used. 

To  Preserve  Meat.  I.  Wrap  the 
flesh  in  a  cover  of  gelatine  or  parch- 
ment paper  made  insoluble  by  treat- 
ment witn  potassiam  bichromate. 

II.  To  preserve  meat  to  be  used  as 
food,  Wic%er8hei7ner  has  patented  the 
following  process:  A  solution  of  36 
parts  of  potash,  15  parts  of  common  salt, 
and  60  parts  of  alum  in  3000  parts  of 
water,  is  heated  to  120°  F.,  then  mixed 
with  another  solution  of  9  parts  of  sal- 
icylic acid  in  45  parts  of  methyl  alco- 
hol, to  which  have  been  added  250  parts 
of  glycerine.  The  animal  to  be  pre- 
served is  injected  with  this  fluid  before 
it  is  opened.  For  smaller  animals  100 
parts  of  the  fluid  are  used  for  every  1000 
parts  of  dead  weight,  while  larger  ani- 
mals require  less.  In  small  animals, 
as  fish,  fowl,  etc.j  the  fluid  is  injected 
before  they  are  killed  directly  into  the 
heart  with  a  syringe  provided  with  a 
sharp  point,  while  in  large  animals  it 
is  imected  after  they  are  killed  into 
one  or  the  cervical  arteries.  For  cattle 
and  pigs  2  to  3  parts  of  saltpetre  must 
be  added  to  the  fluid.  The  meat  of 
animals  thus  treated  keeps  perfectly 
fresh  for  2  to  3  weeks,  if  it  is  to  be 
preserved  for  a  longer  time  more 
methyl-alcohol  must  be  used,  and  12 
parts  of  salicylic  acid  instead  of  9  parts, 
and  450  parts  of  glycerine  instead  of 
250  parts.  To  preserve  animal  sub- 
stances not  to  be  used  for  food  the  fol- 
lowing solution  is  used :  Eighty  parts 
of  potosh,  60  parts  of  common  salt,  30 
parts  of  saltpetre,  and  160  parts  of 
alum  in  6000  parts  of  water.  The  so- 
Intion  is  heated  to  120°  F.,  and  com- 
pounded with  a  solution  of  18  parts  of 
salicylic  acid  in  600  parts  of  methyl- 
alcohol,  and  finally  60  parts  of  carbolic 
acid  and  1800  parts  of  glycerine  are 
added. 

III.  Inject  the  meat  with  a  saturated 
solution  of  boracic  acid  in  cold  water, 
and  sprinkle  pulverized  boracic  acid 
over  it.  The  effect  of  the  solution 
is  increased  by  an  addition  of  some 
common  salt  and  saltpetre,  which  helps 
especially  to  preserve  the  natural  ap- 
pearance of  the  meat.  The  meat  treated 


thus  shows  no  sign  of  decomposition, 
and  no  change  can  be  detected  even  by 
a  microscopical  examination. 

lY.  Excellent  results  have  been  ob* 
tained  by  using  powdered  acetate  of  so- 
dium. The  meat  is  placed  in  a  barrel 
and  the  acetate  put  in,  when  it  is  left  for 
48  hours.  Thus  prepared,  it  is  said, 
the  meat  will  keep  for  any  len^h  of 
time,  and  will  be  ready  for  cookmg  by 
soaking  for  12  hours  in  water,  to  every 
1000  parts  of  which  7  parts  of  sal-am- 
moniac are  added. 

V.  Meat  and  other  organic  sub- 
stances can  be  preserved  by  adding  to 
them  a  minute  quantity  of  fuchsine. 
Pieces  of  beef  enveloped  in  blotting- 
paper  soaked  with  gelatine  and  fuchsine 
were  found  to  keep  unaltered.  By 
being  soaked  in  water  for  24  hours  the 
beef  became  perfectly  fresh,  and  fur- 
nished a  soup  m  which  no  disagreeable 
flavor  could  be  detected. 

To  Preserve  Meat  aiid  Vegetables  for 
some  time  put  a  small  quantity  of 
cleansed  iron  filings  in  a  pot,  pour 
clean  boiled  water  over  them,  then  put 
in  the  meat  or  green  vegetables,  so  tnat 
the  water  stands  over  them,  and,  to 
prevent  the  access  of  air,  pour  a  layer 
of  oil  upon  the  water.  According  to 
many  experiments  made  meat  treated 
thus  preserved  its  good  taste  for  seven 
weeks  and  had  the  appearance  of  being 
recently  killed.  Vegetables  can  be 
treated  in  the  same  manner  without  in- 
jury. 

To  Preserve  Milk,  I.  Add  to  milk 
evaporated  to  \  its  yolume  at  a  tempera- 
ture of  100°  to  120°  F.,  in  a  vacuum,  a 
solution  of  benzoate  of  magnesium  and 
preserve  the  mixture  in  hermetically- 
closed  vessels. 

II.  The  addition  of  a  small  quantity 
of  boracic  acid  to  milk  retards  the  sep- 
aration of  cream,  and  the  milk  retains 
its  sweetness  for  several  days. 

To  Preserve  Vegetables  and  FSruits, 
Dissolve  1  part  of  common  salt  in  100 
of  water,  boil  the  solution  and  heat  the 
steam  evolved  by  it  to  a  temperature  of 
200°  to  400°  F.,  according  to  the  vege- 
table substance  to  be  treated,  and  ex- 
pose the  latter  to  the  superheated  steam 
5  to  18  minutes.  Such  vegetable  mat- 
ters as  albumen,  caseine,  chlorophyl, 
bassorin  (vegetable  mucus)  are  dis- 
solved and  float  on  the  surfaoe,  from 
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which  they  are  afterwards  removed  by 
means  of  clear,  running  water  The 
vegetables  and  fniits  as  soon  as  dry  are 
pressed  and  packed.  For  many  plants 
it  is  better  to  place  them  in  brine  com- 
posed of  1  part  of  common  salt  and  35 
of  water,  which,  by  the  introduction  of 
steam,  is  kept  at  a  temf>erature  of  400° 
F.  For  washing  a  vat  is  used,  through 
which  runs  constantly  a  stream  of  pure 
water  of  a  temperature  of  40°  to  60°  F. 
Vegetables  and  fruits  prepared  in  this 
way  retain  their  color  and  taste  for  a 
very  long  time. 

To  Prevent  the  Formation  of  Mould 
on  Fruit  Jellies.  Scatter  upon  the  sur- 
face of  the  jelly  a  layer  of  pulverized 
sugar  about  i  inch  thick,  and  tie  up 
the  jar  with  bladder  or  waxed  paper. 

Trvo  New  Kinds  of  Preservative 
Papers  have  recently  bieen  introduced 
in  commerce.  One  is  obtained  by  im- 
mersing soft  paper  in  a  bath  of  strong 
solution  of  salicylic  acid  in  alcohol  with 
as  much  water  as  it  will  bear  without 
re-precipitating  the  acid,  and  then  dry- 
ing it  in  the  air.  This  paper  is  used 
for  wrapping  up  fruits,  etc. 

For  the  other  paper,  which  is  used  as 
a  protection  against  moths  and  mildew, 
it  is  best  to  use  strong  vanilla  wrap- 
ping-paper, which  is  immersed  in  a 
oatn  and  then  dried  by  passing  over 
hot  rollers.  This  bath  consists  of  90 
parts  of  tar-oil,  5  of  crude  carbolic 
acid  containing  phenole  about  one-half 
its  volume,  20  of  coal  tar  at  a  temper- 
ature of  158°  F.,  and  5  of  refined  petro- 
leum. 

To  Smoke  Beef,  Put  the  meat  freshly 
killed  and  while  still  warm  into  a  mixt- 
ure of  1  part  of  pulverized  saltpetre 
and  32  of  common  salt,  work  it  thor- 
oughly, and  scatter  upon  it  as  much 
rye  bran  as  will  adhere  to  it,  and  then 
hang  it,  either  with  or  without  an  en- 
velope of  paper,  in  the  smoke-house. 
The  empyreumatic  constituents  of  the 
smoke  are  prevented  bv  the  bran  from 
reaching  the  meat  and  drying  it  out 
too  much.  The  meat  thus  treated  has 
an  excellent  taste  and  appearance. 

To  Preserve  Vine  Props  and  Wine- 
Barrels  by  Impreqnatir^  the  Wood, 
The  purpose  of  impregnating  vine 
props  is  a  double  one,  namely,  to  pre- 
serve the  props  themselves,  and  by  the 
different  chemicals  used  in  impregna- 


tion to  keep  away  insects  injurious  to 
the  vine 

For  Vine  Props,  Impregnation  with 
Linseed  Oil,  Tne  props  are  coated  with 
linseed  oil,  to  whicn  enough  pulverized 
wood-charcoal  has  been  adaed  to  give 
it  the  consistency  of  oil-paint.  This 
process  protects  the  wood  from  rotting 
for  a  number  of  years. 

Process  vnth  Preparations  of  Lime, 
The  wood  is  first  saturated  with  soap- 
water  aud  then  treated  with  a  solution 
of  a  calcium  salt  or  immersed  in  an 
acid.  The  combinations  of  calcium 
sebates  separated  in  the  wood  itself,  it 
is  said,  protect  it  against  moisture  and 
the  attacks  of  insects.  Diluted  milk 
of  lime  is  also  claimed  as  an  impreg- 
nating agent.  Even  lime  slaked  in  a 
solution  of  calcium  chloride  is  used  as 
a  wash  for  protecting  vine  props ;  or 
the  wood  to  be  impregnated  is  covered 
with  burnt  lime,  which  is  gradually 
slaked  with  water.  The  wood  remains 
in  this  8  days. 

Ci/mmon  Salt  is  the  simplest  impreg- 
nating agent.  The  wood,  well  sea- 
soned, is  either  immersed  in  a  strong 
solution  of  salt  or  painted  with  it.  The 
part  of  the  prop  set  in  the  ground  is 
surrounded  with  a  laver  of  salt  which 
is  gradually  dissolved  by  earth  moist- 
ure and  absorbed  by  the  wood.  Wood 
thus  treated,  it  is  claimed,  is  not  at- 
tacked by  insects. 

Solution  of  Sulphate  of  Copper,  The 
posts  to  De  impregnated  are  first 
pointed  and  then  immersed  in  a  solu- 
tion of  31  lbs.  of  sulphate  of  copper  in 
40  gallons  of  water.  This  process  is 
especially  adapted  for  soft  and  cheap 
varieties  of  wood,  as  acacia,  pine,  ana, 
on  account  of  their  porosity,  for  larch, 
beach,  cherry,  poplar,  alder,  etc. 

Coal  Tar,  A  new  process  is  as  fol- 
lows :  Wood  cut  in  winter  and  as  well 
seasoned  as  possible  is  immersed  for  a 
quarter  of  an  hour  in  the  following 
mixture :  To  every  50  parts  of  coal  tar 
boiling  hot  add  3  parts  of  common 
salt,  5  parts  of  sulphate  of  iron,  3  parts 
of  alum,  and  13  parts  of  rosin;  mix 
thoroughly  and  boil  the  compound 
down  to  the  proper  consistency.  As 
soon  as  the  wood  is  taken  from  this 
compound  a  powder  consisting  of  the 
following  ingredients  is  spread  over  it: 
Coal  cinders,  very  hard  and  thoroughly 


816 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


bnmed,  50  parte,  sulphate  of  iron  pul- 
verized 5  parte,  lime  pulverizea  15 
parte,  and  ghjas  palverized  any  desired 
quantity.  The  wood  thus  prepared  is 
stored  in  a  dry  place. 

Ronn,  Heat  25  parte  of  rosin  in  an 
iron  boiler  together  with  2  parte  of  lin- 
seed oil,  and  add  with  constant  stir- 
ring 150  parte  of  white  sand,  and  finally 
1  part  of  sulphuric  acid  aud  a  like 
quantity  of  oxide  of  copj^er  ground  fine. 
The  whole  is  then  intimately  mixed 
and  applied  while  still  hot  to  the 
wood. 

New  Pruervative  far  Wood,  to  pre- 
vent it  from  rotting,  is  prejmr^  as  fol- 
lows: Boil  in  an  iron  boiler  4  to  8 
parte  of  linseed  oil  with  50  of  rosin,  40 
of  whiting,  and  200  to  300  of  sharp, 
white  sand,  and,  when  the  paste  is 
thoroughly  boiled,  add  1  part  of  red 
oxide  of  copper  ana  1  part  of  sulphuric 
acid ;  stir  the  mixture  thoroughi}r  and 
apply  it  while  hot  to  the  wood  with  a 
stiff  brush.  The  coating  dries  imme- 
diately and  forms  an  indestructible 
crust  as  hard  as  stone. 

To  jReHore  the  Original  Natural 
Color  of  Old  Parquet  Floors,  Boil  1 
part  of  calcined  soda  for  |  hour  with 
1  part  of  slaked  lime  and  15  of  water ; 
mop  the  floor  with  the  caustic  soda  lye 
thus  obtained.  When  nearly  dry  scrub 
the  floor  with  a  hard  brush  and  fine 
sand  and  water  in  order  to  remove  the 
old  wax  and  all  other  impurities. 
Next  mix  1  part  of  concentrated  sul- 
phuric acid  and  8  of  water  and  applj 
the  mixture  to  the  floor.  The  sulphuric 
acid  revivifies  the  color  of  the  wood  by 
forming  a  combination  with  the  brown 
substance  and  the  earthy  parte  which 
may  have  penetrated  into  the  wood. 
When  the  floor  is  dry  scrub  it  once 
with  water,  and  when  dry  wax  it  in  the 
usual  manner. 


Sealing-wax  and  Wafbbs, 

Good  sealing-wax  should  be  smooth, 
glossy^  and  not  brittle ;  when  held  in  a 
name  it  should  melt  without  dropping 
or  charring,  and  retain,  after  cooling,  a 
certain  degree  of  elasticity.  Ite  color 
must  not  change  by  meltine,  the  wax 
must  not  adhere  to  the  seal,  and  the 
impression  should  be  sharp  and  clear. 


It  is  perfumed  with  benzoin,  Pem- 
vian  balsam,  mastic,  musk,  etc.  An 
addition  of  2  per  cent,  of  benzoin  and  1 
per  cent  of  reruvian  balsam  imparto 
a  very  agreeable  odor  to  sealing-wax. 
The  perfume  can  be  much  varied  by  an 
admuture  of  small  quantities  of  essen- 
tial oils,  oil  of  peppermint  and  essential 
oil  of  lumonds  being  es|)ecially  effica- 
cious. 

The  poorest  qualities  of  sealing-wax 
are  known  as  **  parcel  wax  "  and  "  bot- 
tle wax.''  The  first  is  prepared  from 
ffallipot,  turpentine,  shellac,  pulverized 
neavv  spar,  and  pigmente,  and  the  lat- 
ter of  the  same  materials  with  the  ex- 
ception of  shellac. 

We  give  in  the  following  a  number 
of  receipte  for  all  kinds  which  have 
been  tested  and  can  be  recommended. 

Black  {Fine  No.  /.)  I.  Venetian  tur- 
pentine 183  parte,  shellac  300,  rosin 
16.5,  and  the  necessary  quantity  of 
lampblack  mixed  with  oil  of  turpen- 
tine. 

II.  Shellac  1295  parte,  bone-black 
1085,  chalk  245,  rosin  630,  turpentine 
665. 

BlaxikNo,  II.  Fifty  parte  of  shellac, 
a  like  quantity  of  Venetian  turpentine 
or  rosin,  and  25  parte  of  bone-black. 

Black  ( Ordinarjif).  Shellac  18  parte, 
Venetian  turpentine  or  white  rosm  10, 
whiting  8,  ana  calcined  lampblack  2. 

Blue  {Dark).  I.  Venetian  turpen- 
tine 100  parte,  rosin  33,  shellac  233, 
mineral  blue  33. 

II.  Shellac  1  part,  Burgundy  piteh 
i,  dammar  1,  Venetian  turpentine  ^. 

III.  ( Very  Light).  Bleached  shellac 
157i  parte,  turpentine  525,  mastic  385, 
calcined  mica  350,  ultramarine  262^. 

IV.  (  Very  Dark).  Bleached  shellac 
122.5  parte,  turpentine  210^  Spanish 
chalk  105,  mastic  752.5,  calcined  mica 
70,  cobalt  blue  420. 

Brovm.  I.  Shellac  1068  parte,  rosin 
560,  cinnabar  175,  turpentine  910, 
gypsum  525,  lampblack  122.5. 

II.  Shellac  1085  parte,  rosin  665, 
red  bole  140,  turpentine  840,  gypsum 
490,  minium  140. 

Brown  {Dark),  Venetian  turpen- 
tine 133  parte,  shellac  250,  brown  rotten- 
stone  50,  and  magnesia  mixed  with  oil 
of  turpentine  5. 

Brown  {Light),  I.  Venetian  tur- 
pentine 133  parte,  brown  mineral  color 
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Common  rosin  1120  parts,  turpentine 
280,  better  quality  of  rosin  280,  chalk 
840,  and  brick  dust  840. 

Dark  Red-brown.  Rosin  1540  parts, 
chalk  420,  turpentine  875,  bole  560. 

lAght  jRed'Orotffn.  Common  rosin 
1120  parts,  better  quality  of  rosin  and 
turpentine  each  280,  chalk  and  colcothar 
each  980. 

Very  Dark  Brwmu  Shellac  1120 
parts,  tur)ientine  525,  pitch  455,  chalk 
735,  umber  560. 

Cheap  Parcel  Sealing'Wax,  Heat 
333  parts  of  ordinary  turpentine,  melt 
in  this  500  parts  of  shellac,  and  add 
minium  sufficient  to  give  a  fine  color. 

Another  Receipt.  Shellac  133  parts, 
rosin  1.5,  turpentine  83,  cinnabar  0.8, 
chalk  100. 

Melt  the  shellac  and  turpentine  oyer 
a  moderate  fire  and  stir  into  the  mixture 
the  chalk  and  cinnabar  previously 
mixed  together.  When  the  compound 
is  cooled  off  so  far  that  a  portion  taken 
out  with  the  stirring  implement  can  be 
handled  without  sticking  to  the  fingers 
roll  it  out  into  sticks  U])on  a  board 
■without  wetting  the  board  or  the  hands. 

Bottle  Senling-trax.  Melt  together 
white  pitch  2  f>arts,  yellow  wax  and 
pine  resin  each  4,  and  turpentine  2. 

Or:  Pine  resin  10  parts  and  yellow 
wax  and  turpentine  each  2. 

The  mixture  is  colored  red  with  2 
parts  of  red  ochre ;  green j  with  Berlin 
blue  and  chromate  of  zinc  each  1  part; 
blue,  vrith  ultramarine  2  parts. 

Black.  I.  Black  rosin  6  parts  by 
weight,  wax  J^,  lampblack  li. 

II.  White  pitch  2  parts,  yellow  wax 
and  pine  rosin  of  each  4,  turpentine  2, 
bone-black  1. 

The  following  receipt  gives  the  best 
mixture  for  hermetical  ly  closing  bottles 
containing  alcoholic  beverages:  Melt 
2  parts  of  yellow  wax  and  then  add  4 
each  of  rosin  and  pitch.  When  the 
whole  is  t/hinly  fluid,  dip  the  neck  of 
the  bottle  in  the  compound  and  turn  it 
horizontally.  Some  wine  merchants  in 
Champagne  give  more  transparency 
and  a  finer  color  to  the  mixture  by 
adding  2  parts  of  shellac. 

Bronze  Sealing-wax  for  BoUles.  Mq\  t 
1000  parts  of  colored  bottle  sealing-wax 
over  a  moderate  fire  and  add  100  to  200 
of  pulverized  mica  or  bronze  powder. 

Svhstitvle  for   Bottle   Sealing-wax. 


Mix  gypsum  40  parts,  white  eement  60 
parts,  cnalk  30  parts, dextrine  20pttrtB» 
spirit-varnish  500  parts,  and  sufiicient 
coloring  matter  to  give  the  desired 
color.  Dip  the  necks  of  the  bottles  into 
the  mixture  and  let  them  dry. 

Wafers.  There  are  two  modes  of 
manufacturing  wafers,  a.  With  wheat 
flour  and  water  for  the  ordinary  kind, 
and,  by  with  gelatine.  The  manufact- 
ure presents  no  difficulty.  The  tools 
required  are,  1,  a  species  of  waffle  iron, 
consisting  of  2  plates  of  iron  which 
come  together  like  pincers,  leaving  a 
small  space  between  them ;  and,  2,  an- 
nular punches  of  difierent  sizes,  with 
sharp  edges  to  cut  the  prepared  paste 
into  wafers. 

White  Wafers.  Grease  and  slightly 
heat  the  iron  plates  and  fill  them  with 
a  thin  dough  made  of  the  finest  white 
flour  and  water,  close  and  expose  them 
to  a  charcoal  nre.  When  cooled  off, 
open  them  and  remove  the  thin  dry 
cake  and  punch  out  the  wafers. 

Colored  Wafers  are  prepared  in  the 
same  manner  except  that  the  coloring 
matt«r  is  mixed  with  the  dough,  and 
the  flour  need  not  be  absolutely  white. 
The  coloring  matter  must  be  readily- 
soluble  in  water,  devoid  of  any  un- 
pleasant taste  or  of  injurious  effects, 
forbidding  the  use  of  most  metallic 
salts  or  oxides  and  certain  vegetable 
substances.  If  the  coloring  substances 
cannot  be  dissolved  in  water ,4hey  must 
be  converted  into  an  im)>alpable  pow- 
der. 

Bktck  TTff/era  are  produced  by  adding 
some  finely-pulvenzed  lampblack  or 
Chinese  ink  to  the  dough. 

Redj  and  Rose  Color ^  by  more  or  less 
concentrated  decoction  of  madder  or 
Brazil  wood,  or  more  beautiful  with  an 
infusion  of  finely  pulverized  cochineal 
brightened  with  some  alum. 

Yellow  Wafers  are  obtained  by  color- 
ing the  dough  with  a  decoction  of  weld 
or  turmeric,  but  saffron  furnishes  the 
finest  product. 

Bhie  Wafers.  Color  the  dough  with 
finely  pulverized  Berlin  blue,  or  a  blue 
liquor  obtained  by  adding  a  few  drops 
of  a  solution  of  sulphate  of  iron  to  one 
of  feiTocyanide  of  iron. 

Violet  Wafers  are  produced  by  add- 
ing a  mixture  of  red  and  blue  to  the 
dough. 
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3.  As  a  third  integral  constituent  of 
blacking,  especially  of  such  not  con- 
taining gljTcerine,  an  addition  of  some 
substance  is  needed  which  will  keep 
the  leather  soft  and  flexible.  Non- 
drying  fat  oils,  as  olive  oil,  sesame  oil, 
lard,  fish  oil,  etc.,  are  best  to  use. 

Sesame  oil,  being  cheap,  must  be 
preferred  to  olive  oil.  Lard  is  too  dear, 
and  readily  becomes  rancid.  Fish  oil  is 
principally  objectionable  on  account  of 
Its  smell.  Five  to  10  per  cent,  of  the 
weight  of  the  bone-black  of  these  oils 
is  generally  used.  An  addition  of  too 
much  oil  makes  it  difficult  to  give  a 
gloss  to  the  blacking,  and  besides  the 
dust  adheres  so  tightly  to  the  shoes  or 
boots  as  to  make  it  almost  impossible  to 
remove  it.  If  the  blacking  contains 
glvcerine,  a  very  small  percentage  of 
oil  will  do,  as  glycerine  alone  keeps  the 
leather  son  and  flexible. 

4,  Mixing  t/ie  Ingredients.  After  the 
bone-black  has  been  disintegrated  by 
means  of  acid,  add  the  substances  giv- 
ing gloss,  then  the  oil,  and  finally  suf- 
ficient water,  beer,  or  vinegar  to  allow 
of  the  whole  being  mixed  together. 

We  give  below  a  number  of  receipts, 
most  of  which  have  been  tested  and  can 
be  recommended. 

Ca^mtchouc  Blackings.  Receint  I. 
In  the  Farm  of  Paste.  Mix  bone-black 
20  parts,  molasses  15,  vinegar  and  sul- 
phuric acid  of  each  4,  and  caoutchouc 
oil  (see  below)  3. 

Receipt  II,  In  Fluid  Form.  Bone- 
black  60  parts,  molasses  45,  dissolved 
gum  1.  vinegar  50,  sulphuric  acid  24, 
caoutcnouc  oil  9. 

Caoutchouc  Oil  is  prepared  by  di- 
gesting, with  the  assistonce  of  heat,  55 
parts  of  caoutchouc  in  450  parts  of  rape- 
seed  oil. 

Cordova  BUicking.  This  blacking 
deserves  special  recommendation  for 
blacking  shoes,  boots,  harness,  etc., 
as  it  contains  neither  hydrochloric  nor 
sulphuric  acid.  Mix:  Vinegar  1500 
parts,  beer  500  parts,  good  cabinet- 
makers' glue  250  parts,  sumac  60  parts, 
isinglass  4  parts,  indigo  2  parts,  and  let 
the  whole  boil  slowly  for  i  hour. 
Strain,  after  cooling,  and  apply  with  a 
sponge. 

Dressing  for  Dancing  Shoes.  Gum- 
Arabic  1  part,  loaf  sugar  and  bone- 
black   each  i,  and   sufficient    water. 


Dissolve  the  gum  and  the  sugar,  trit- 
urate the  bone-black  with  the  solution, 
and  apply  the  fluid  with  a  sponge. 

Dressing  Free  from  Sulphuric  Acid. 
Boil  for  i  hour :  1  part  of  extract  of 
logwood  and  30  of  gall-nuts  coarsely 
powdered,  press  out  and  strain  the 
liquid,  and  add  to  it  8  parts  of  sulphate 
of  iron.  Let  it  stand  for  24  hours, 
strain  off  the  clear  fluid,  heat  it  moder- 
atelv  and  stir  into  it  8  parts  of  gum- 
Arabic,  100  of  rock-candy,  and  80  of 
molasses.  Strain  the  fluid  again,  and 
add  50  parts  of  spirit  of  wine,  40  of  a 
solution  of  equal  quantities  of  shellac 
and  pulverized  indij^o. 

Dressing,  equal  if  not  su}>erior  to 
Paris  dressing,  is  prepared  as  follow^s : 
Boil  for  half  an  hour  20parts  of  bruised 
gall  nuts  and  10  parts  of^logwood  in  500 
parts  of  water  or  wine,  then  strain  and 
add  to  the  liquor  10  parts  of  sulphate 
of  iron  and  2^  parts  or  sulphate  of  cop- 
per,  and  allow  the  whole  to  stand  12 
hours.  The  next  day  the  clear  fluid  is 
drawn  from  the  sediment  and  heated, 
and  90  parts  of  gum-Arabic  dissolved  in 
it,  and  finally  S)  parts  of  syrup  and  150 

Sarts  of  spirit  of  wine  are  added.  The 
ressins  is  applied  with  a  brush  and 
brushed. 

Anot/ier  Receipt.  Boil  in  200  parts 
of  water  20  parts  of  soap  and  10  i)arta 
each  of  sulphate  of  iron,  starch,  and 
powdered  gall-nuts,  strain  off  the  fluid 
and  add  to  it  30  parts  of  disintegrated 
bone-black  and  60  parts  of  syrup. 

This  dressing  acquires  great  gloss 
and  is  certainly  not  injurious  to  the 
leather. 

English  Water-proof  Blacking.  Stir 
60  parts  of  bone-black  into  45  parts  of 
molasses,  and  pour  over  it  12  parts  of 
vinegar,  and  stir  in  gradually  12  of 
sulphuric  acid.  Let  it  stand  for  7  days, 
ana  then  add  9  parts  of  caoutchouc  oil 
and  keep  the  finished  blacking  fn 
jars. 

The  'caoutchouc  oil  is  prepared  by 
melting  1  part  of  caoutchouc  cut  up  in 
pieces  in  an  earthen  pot  over  a  coal- 
fire,  and  mixing  with  it  6  to  8  parts  of 
linseed  oil,  stirring  constantly. 

Fluid  Blacking,  a  Substitute  for 
Ointment  and  Lacquer.  Make  a  mixt- 
ure of  500  parts  of  asphaltum  and  500 
of  petroleum,  to  which  add  first  60 
parts  of  linseed-oil  varnish,  next  140 
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parts  of  train  oil,  and  finally  130  parts 
of  alcohol. 

FrettiA  PaHefor  Patent  LecUher,  To 
preserve  the  gloss  of  patent  leather  the 
following  pre|)aration  is  used:  Melt 
pure  wax  over  a  water-bath.  Place  it 
on  a  moderate  ooal-fire,  add  first  some 
olive  oil  and  then  some  lard,  and  mix 
intimately  by  stirring.  Then  add  some 
oil  of  turpentine,  and  finally  some  oil 
of  lavender.  The  resulting  paste  is 
filled  in  boxes,  where,  on  concealing, 
it  will  acquire  the  requisite  consistency. 
Apply  a  little  of  it  to  the  shoe  or  boot, 
ana  rub  with  a  linen  rag.  which  will 
restore  the  gloss  to  the  leatneracd  keep 
it  Hofl  and  prevent  cracking. 

Oaod  iShoe-blacking*  Mix  2  parts  of 
olive  oil  with  15  of  svrup,  then  mix  1 
part  of  sulphuric  acia  with  75  of  stale 
beer.  Pour  the  two  mixtures  together, 
and  add  15  parts  of  bone-black  and  4 
parts  of  indigo  triturated  with  beer. 
Boil  the  whole  for  about  10  minutes. 

Another  Receipt,  Mix  6  narts  of  fine 
bone-black,  28  of  s^rup,  4  or  sugar.  3  of 
train  oil,  and  1  of  sulphuric  acia;  let 
the  mixture  stand  for  8  hours^  then 
add,  with  vigorous  and  constant  stirring, 
4  parts  of  decoction  of  tan^  18  of  bone- 
black,  and  3  of  sulphunc  acid,  and 
pour  the  compound  into  boxes. 

OiUta-percha  Blacking,  a.  Dissolve 
20  parts  of  gum-Arabic  in  1000  of 
water.  Pour  50  parts  of  olive  oil  over 
20  of  gutta-percha  cut  in  pieces,  and 
melt,  with  constant  stirring,  into  a  uni- 
form mass,  and  stir  it  into  tiie  dissolved 
gum-Arabic. 

6.  Mix  intimately  200  parts  of  bone- 
black,  400  of  lampblack,  and  1500  of 
molasses.  Melt  the  mixtures  a  and  b 
together. 

As  will  be  seen  from  the  receipt  the 
preparation  is  entirely  free  from,  acid, 
ana  cannot  injure  the  leather  in  the 
least.  The  addition  of  gutta-percha 
causes  the  leather,  after  repeated  treat- 
ment with  this  olacking,  to  become 
nearly  water-proof. 

Hardeg*8  Leather  Ointments*  I.  Melt 
and  mix :  Yellow  wax,  oil  of  turpen- 
tine, olive  oil,  castor  oil,  each  25  parts, 
and  linseed  oil  purified  and  boiled  50 
parts,  and  add,  with  constant  stirring, 
37i jMirts  of  pure  wood  tar. 

II.  Melt  and  mix :  Yellow  wax,  oil 
of  turpentine,  and  castor  oil  each  12i 
2i 


parts,  linseed  oil  purified  and  boiled 
125,  and  tar  3i  parts. 

KonradU  Celebrated  Blacking,  Melt 
in  an  earthenware  pot :  Lard  75  parts, 
train  oil  8,  tar  2,  and  colophony  2. 
When  the  mixture  is  homogeneous  pour 
it  upon  430  parts  of  sifted  animal  char- 
coal, mix  them  thoroughly,  and  add  30 
parts  of  furniture  polish  and  70  of 
syrup. 

Boil  in  another  pot;  Mountain  ash 
berries  70  parts,  rasped  logwood  30,  sul- 
phate of  iron  16,  gall  nuts  4,  and  verdi- 
ffris  2,  with  rain-water  300 ;  pour  ofi*  the 
liquor  and  compound -it  witn  \2\  parts 
of  alum.  As  soon  as  the  liquor  is  cool 
add  graduallv  and  with  constant  stir- 
ring 8  parts  or  indigo  dissolved  in  25  of 
sulphuric  acid. 

This  liquor  is  now  poured  in  small 
quantities  at  a  time  upon  the  above 
mixture  and  intimately  mixed  with  it 
by  vifforons  stirring.  The  pasty  com- 
pound when  cold  is  dried,  rubbed  fine, 
and  then  packed. 

Ointment  for  Boots  used  by  the  Nor* 
mandp  Fishermen,  Mix50part8ofgood 
linseed  oil.  35  parts  of  spermaceti,  6 
parts  of  yellow  wax,  and  3i  parts  each 
of  pitch  and  oil  of  turpentine.  Melt 
the  whole  in  an  earthenware  pot  over 
a  moderate  fire,  care  being  had  to  pre- 
vent the  mixture  from  igniting.  The 
compound  is  rubbed  into  the  leather 
and  then  dried  hyr  exposure  to  heat. 

Shoc'-b lacking  from  Potatoes.  Boil  in 
a  suitable  vessel  10  parts  of  potatoes 
chopped  fine,  and  1  of^concentrated  sul- 

Ehunc  acid  until  a  black  glossy  mass 
as  been  formed.  Then  compound  it 
with  4  parts  of  bone-black  and  a  corre- 
sponding quantity  of  train  oil ;  stir  thor- 
oughly and  form  into  cakes. 

Water-proof  Blacking,  Mix  60  parts 
of  bone-black  with  45  of  .^rup;  dilute 
the  mixture  with  12  parts  of  strong 
vinegar,  and  then  add  gradually  and 
with  constant  stirring  12  parts  of  sul- 
phuric acid.  Let  the  whole  stand  for 
7  days,  and  then  mix  it  With  9  parts  of 
caoutchouc  oil. 

Water-proof  Ointments  for  Shoes  and 
Boots.  I.  Green  wagon  grease  3  parts, 
lard  1,  and  wall-wort  {Symphytum 
officinale)  i  part.  The  wall-wort  is 
cnopped  up  very  fine  and  boiled  to  a 
thick  paste  with  water,  and  then  pressed 
so  that  the  fibrous  parts  remain  behind. 


S22 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


Shoald  the  leather  be  very  hard  more 
wall- wort  must  l>e  used. 

This  composition  makes  the  leather 
water-proof,  soft,  and  gives  it  almost 
incredible  durability.  The  boots  are 
first  moistened  with  warm  water  and 
then  thoroughly  impregnated,  especial- 
ly the  soles  and  seamM,  with  this  paste, 
and  allowed  to  dry  slowly  either  m  the 
sun  or  near  a  stove.  This  is  repeated 
at  least  every  two  weeks,  although  it  is 
then  sufficient  to  moisten  only  the  soles 
and  seams.  Boots  treated  in  this  man- 
ner can  be  polished  with  ordinary 
blacking. 

II.  Melt  in  an  earthenware  pot  over 
a  mode>ate  fire  6  parts  of  spermaceti, 
add  12  parts  of  caoutchouc  out  up  in 
strips,  and  when  this  is  dissolved  V2 
parts  of  tallow,  4  of  lard,  and  8  of  am- 
ber-varnish.  Mix  the  whole  intimately, 
and  the  compound  is  ready  for  use. 
Apply  it  twice  or  three  times  to  the 
shoes  with  an  ordinary  blacking  brush. 
It  renders  the  leather  water-proof  and 
gives  it  a  fine  gloss. 

To  give  to  the  SoleSf  after  Scraping^  a 
Smooth  and  Beautifid  Appearance, 
Dissolve  1  part  of  stearine  in  4  to  5  of 
benzine.  Apply  the  solution  to  the 
soles,  and,  when  dry,  rub  smooth  with 
a  linen  rag. 

Another  solution  well  adapted  for 
the  same  purpose  is  obtained  by  melt- 
ing together  5  parts  of  stearine  with  1 
of  white  wax.  Bub  the  soles,  after 
scraping,  with  this  compound,  and 
smooth  with  a  clean  cloth. 

For  Hemlock  Leather  Soles  the  follow- 
in  g  mixture  is  used :  Alcohol,  saturated 
solution  of  sodium  hyposulphite,  and 
hydrochloric  acid,  equal  parts. 

To  Prevent  Boots  ana  Shoes  from 
Sf/ueahingf  rasp  with  a  coarse  rasp  the 
outsole  and.  insole,  and  every  other 
piece  of  leather  that  is  moved  by  the 
action  of  the  foot.  Then  appl^  freely 
g(¥)d  wheat  or  rye  paste.  Ii  tnis  is  well 
attended  to  from  heel  to  toe,  the  boot 
or  shoe  will  not  squeak. 

How  to  Make  Water-proof  Boots. 
For  3  pairs  of  boots  cut  3  ounces  of 
caoutchouc  in  small  pieces,  place  them 
in  a  pot  over  a  fire,  and  add  oil  of  tur- 
pentine sufficient  to  form  a  stiff  paste. 
Great  caoe  must  be  observed,  as  the 
mass  ignites  easiljr.  By  diluting  the 
compound  with  1  pintof  boiled  linseed- 


oil  an  ointment  of  the  consistency  of 
yolk  of  egg  is  obtained. 

The  uppers  of  a  pair  of  boots  are  first 
soaked  in  a  tub  with  hot  water  and 
brushed  while  in  the  water,  until  the 
pores  are  thoroughly  openeid  and  en- 
tirely free  from  lime.  They  are  then 
shrunk,  dried,  and  cut  somewhat  larger 
than  tne  measure.  The  uppers  are 
then  greased  with  the  compound,  lined 
with  soft  leather  consistii^;  of  2  parts 
sewed  together  in  the  centre,  and 
stretched  over  the  last.  The  upper  is 
then  turned  up  and  the  lining  brushed 
over  with  the  water-proofing  compound. 
The  upper  is  then  drawn  over  it  and 
tacked.  The  peg-leather  is  filled  out 
with  leather  and  the  inner  sole  burned 
in  with  pitch,  care  being  had  that  the 
leather  lorms  a  close  union  with  the 
pitch  on  all  points.  Finally  the  soles 
are  sewed  on.  Boots  thus  made  are 
entirely  water-proof,  so  that,  even  if  the 
sole  is  broken,  water  cannot  penetrate ; 
but  in  this  case  they  should  be  half- 
soled  before  the  inner  sole  is  injured. 


Sizing  and  Dbbssing  fob  Cotton, 
Wool,  Straw,  etc. 

BacJ^s  Improved  Size  and  Dressing 
for  Linen,  Cotton,  and  Woollen  Goods, 
The  sisdi^  of  jam  and  dressing  tbe 
finished  goods  is  well  known  to  be  one 
of  the  most  difficult  operations  in  the 
production  of  linen,  coUon,  and  woollen 
goods.  The  greatest  difficulty  lies  in 
the  preparation  of  the  size,  which  con- 
tains generally  too  much  glue  and  mu- 
cous constituents,  thus  rendering  the 
working  of  the  yarn  more  difficult.  For 
this  reason  we  ^ive  here  a  peculiar 
method  of  prepanng  a  size  and  dressing 
which,  it  IS  claim^,  possesses  all  the 
qualities  demanded. 

1.  Site,  Boil  100  parts  of  ordinary 
peas  in  400  parts  of  soft  waiter,  allow 
it  to  cool  and  then  add  25  parts  of  the 
sticky  buds  of  the  balsam  poplar  and 
allow  the  whole  to  come  once  to  a 
boil.  The  compound  is  then  allowed  to 
stand  for  24  hours,  and  the  superna- 
tant clear  fluid  may  then  be  used  for 
sizing. 

2.  Dressing.  This  is  prepared  in  the 
same  manner,  but  the  proportions  are 
as  follows:  Water  600  parts,  peas  60 
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parts,  and  bads  of  balsam  poplar  25 
parts.  Apply  the  fluid  by  means  of  a 
sponge  to  tne  plain  or  dyed  goods,  pile 
theni  ttp  over  each  other  for  36  hours, 
then  stretch  them  in  a  frame  and  dry 
in  the  air.  Size  and  dressing  must  faie 
prepared  fresh  every  time,  as,  by  ex- 
posure to  the  air,  they  become  soar,  and 
decomi^Kise  in  a  short  time. 

Ih'ewing  and  Size,  The  compound 
can  be  prepared  in  solid  or  fluid  form, 
perfu med  or  not.  To  prepare  it  i n  fluid 
form  take:  Glycerine  of  2°  Beaam4 
1000  parts,  sodium  carbonate  and  gela- 
tine each  10  parts,  alum  and  borax  each 
^  part.  Mix  intimately  to  a  homo- 
geneous fluid  compou nd.  To  prepare  it 
in  solid  form  mix  a iflerent proportions  of 
gelatine,  hof(-iat  soap,  stearine,  gum- 
Arubic,  or  gum  traeacanth,  witli  vary- 
ing proportions  of  borax,  soda,  and 
alum.  To  perfume  the  compound  dis- 
tBolve  1  part  each  of  oil  of  peppermint 
and  oil  of  lavender  and  2  parts  of 
camphor  in  40  parts  of  alcohol,  and  add 
1  part  of  the  solution  to  the  above-de- 
scribed fluid. 

Eau  de  Cryst-alL  This  size  consists 
of  sulphate  of  magnesium,  chloride  of 
magnesium,  and  dextrine.  The  varieties 
found  in  commerce  contain : 

Ordlnftry     €k)od 
quality,     qiiality. 
percent,  percent. 

Water 60  61  to  52 

Sulphnte  of  magineslnm    .    36  to  38    42  to  48 
Chloride  of  niagnesium  to  1.6 

Feme  oxide traces. 

Bulpbate  of  sodtum  ...      to  6.04 
Sulphate  of  calcium     .    .      to  0.62 

Glycerine  and  its  Use  in  Siting  and 
Dressing,  To  load  and  oil  the  wool  the 
following  mixture  is  used :  Kosin  and 
aqua  ammonia  free  from  lime  each  1 
part  by  weight  and  water  10  parts  by 
weight  are  mixed,  filtered  through  a 
clntn,  and  half  the  quantity  by  weight 
of  iat  oil  added,  and  then  the  whole 
quantity  by  weight  of  glycerine.  This 
mixture  is  redu<^  half  with  water  and 
used  for  oili  ng  the  wool .  It  is  also  much 
used  aa  a  solvent  for  aniline  colors, 
being  capable  of  dissolving  a  larger 
quantity  of  them  and  at  a  lower  tern- 

Serature  than  alcohol.    Its  power  of 
issolvinff  albumen  makes  it  especially 
adapted  for  calico-printing.    Solutions 


oTalbnmen  in  glycerine  keep  for  a  long 
time  and  are  not  decom{»osed  even  at 
168°  F.  We  give  in  the  following  a  few 
receipts  for  dressing  with  glycerine : 

1.  Fur  WhUe  Goods,  1.  Water  20 
parts,  gelatine  6,  glycerine  2. 

2.  Starch  2  parts,  glycerine  .3. 

8.  Kaolin  9  parts,  sulphate  of  cal* 
cium  d,  glycerine  2. 

4.  Kaolin  8  parts,  dextrine  7,  glyc- 
erine 4. 

A  mixture  brought  into  commerce 
under  the  name  of  "  polyokoU  "  or  "  par" 
menUne  *'  consists  of  100  parts  of  gel- 
atine, 70  of  dextrine,  20  of  glycerine, 
and  21  of  sulphate  of  sine ;  or,  grape 
sugar  10  parts,  Epsom  salts  15,  glycer- 
ine 5.  saltpetre  li,  dissolved  in  water, 
and  ailnted  to  6°  Beaum6. 

For  sizing  the  following  mixtures  are 
used :  1.  Glycerine  12,  dextrine  5,  sul- 
phate of  aluminium  1,  water  30. 

2.  Dissolved  parts  of  glue  in  50  parts 
of  boiling  water.  Pour  the  solution 
into  600  parts  of  glycerine  of  20° 
Beaum^  and  add  a  soluticm  of  5  parts 
of  soda.  An  addition  of  a  small  quan- 
tity of  carbolic  acid  prevents  decompo- 
sition of  the  mixture. 

3.  A  compound  glycerine  sizing 
liquid  is  prepared  from  glycerine 
100  parts,  soda  1,  gelatine  1,  white 
starch  10,  alum  1100,  and  borax  1100. 
The  hardening  of  cotton  yarns  is  also 
conveniently  prevented  by  an  immer- 
sion in  a  glycerine  bath. 

New  Preparation^  called  Glutine^ 
used  for  giving  Gloss  to  Wall  Papers^ 
and  €us  an  Inspissation  for  Dyeing  and 
Printing  Purposes,  Press  caseine,  gen- 
erally known  as  curd,  through  rollers 
revolving  towards  each  other,  to  free  it 
from  fluid,  and  convert  into  a  coarse 
powder.  Triturate  the  powder  with  1 
part  of  sodium  tunffstate,  or  pass  the 
compound  through  tne  rollers  to  effect- 
ually crush  the  smallest  particle  of 
caserne^  for  as  soon  as  the  solution 
comes  m  contact  with  the  ca  seine  re- 
action begins  and  the  compound  be* 
comes  tough.  Caseine containing  much 
buttermilk  is  mixed  with  hydrochloric 
acid  and  water,  and  then  repeatedly 
washed  with  winter,  until  all  acid  re- 
action has  ceased,  when  it  is  pressed 
out  and  treated  as  above.  The  caseine 
and  soda  solution  are  stirred  in  a  boiler 
over  a  water-bath  until  the  caseine  is 
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fully  dissolvedi  and  add  a  little  Car- 
bolic acid  and  a  few  drops  of  oil  of 
cloves.  When  all  is  melted  ^nr  the 
C'>mpound  oat»  which  on  cooling  will 
form  a  m^re  or  less  solid  mass,  acord' 
lug  to  the  quantity  of  water  used.  The 
glutini  is  soluble  in  water  in  every 
proportion,  possesses    great    adhesive 

row  T,  and  furnishes  an  excellent  pasta 
>•  fMteninsf  labels  on  tin,  glass,  and 
porcelain.  When  once  dry  it  resists 
moisture  quite  well,  and  gives  to  dull 
wall  papers,  printed  with  mineral  or 
metallic  colors,  a  beautiful  glossv  coat- 
ing, which  is  made  more  flexible  bv 
an  addition  of  a  little  glycerine.  Qel- 
atine  dissolved  in  glyoerme  produces  a 
beautiful,  tenacious  compound,  which 
gives  to  paper  a  flexible  enamel,  that 
on  being  passed  through  a  solution  of 
alum  resembles  leather.  Qlutine  with 
deoction  of  dye  wood  gives,  on  account 
of  its  percentage  of  tungstic  acid,  vari- 
ous dnts  of  colors.  Steeping  cotton  or 
linen  in  a  solution  of  fflutine,  then 
dried  and  drawn  through  a  decoction 
of  logwood,  receives  a  violet  color ;  by 
drawing  them  through  acids  or  solu- 
tions of  mineral  salts  fast  colors  of 
various  shades  are  obtained. 

New  Size.  Treating  starch  with  soda- 
lye  produces  a  paste  which  is  used  for 
sizing,  and  sold  under  various  names. 
One  disadvantage  of  this  compound  is 
that  it  is  always  more  or  less  alkaline. 
It  is  claimed  that  otherwise  it  would 
li>4e  its  efficiency.  Chloride  of  mag- 
nesium hiis  been  recently  substitute 
for  the  soda-lye.  Add  100  parts  of 
chloride  of  magnesium  to  a  sufficient 
ciuantity  of  boiling  water  to  dissolve 
tnc  starch,  and  in  a  short  time  draw  off 
the  clear  liquor,  to  which  is  added  I 
part  of  hydrochloric  acid,  and  then  100 
parts  of  starch  are  thrown  in^  and  the 
eomppund  brought  to  the  boiling  point. 
After  the  mixture  has  been  kept  at  a 
tem|>erature  of  195°  F.  for  about  1  hour, 
clarified  lime  water  is  added  to  neutral- 
ize it.  The  boiling  is  repeated  once 
more,  and  the  resulting  artificial  ^lae 
is,  in  case  it  is  to  be  stored,  poured  into 
m  >uM8,  and  allowed  to  congeal." 

Preparation  of  Artjjicial  Oum  to  be 
used  in  Place  of  GiMn-Arabic.  Place 
in  a  boiler,  water  equal  to  6  times  the 
weight  of  the  starch  to  be  added  and 
heat  it  to  about  86°  F.,  and  stir  in  20 


parts  of  wheat  starch,  then  100  parts 
of  potato  sttirch,  20  parts  each  of  sago 
ana  crushed  malt.  Heat  the  mass  over 
a  water-bath  until  a  gummy  comp(mnd 
is  formed^  requiring  generally  1  hour 
after  adding  the  crushed  malt.  The 
operation  is  not  complete  as  long  as  a 
drop  of  the  gum  mixed  with  tincture 
of  iodine  shows  a  blue  color ;  when  it 
shows  a  reddish-violet  color  reduce  the 
temperature  of  the  gum  mixture  to 
212^  F.  by  shutting  off  the  steam.  The 
solution  IS  then  allowed  to  stand  for  1 
hour,  when  it  is  filtered  through  a 
Woollen  cloth.  It  is  then  concentrated 
by  bringing  it  into  another  vessel  and 
heating  by  means  of  steam-pipes  to  ex- 
pel the  water.  If  it  is  desired  to  obtain 
the  gum  in  a  dry  state  the  compound  is 
divided  into  small  pieces  and  dried. 

Preparation  of  Blood  Albumen,  The 
principal  requisite  in  preparing  blood 
albumen  is  that  the  working-room 
should  be  located  as  close  as  possible 
to  the  slaughter-house,  as  the  quicker 
the  coagulated  blood  is  cut  and  placed 
upon  the  sieves  the  brighter  and  purer 
the  serum  drains  off.  The  blood  is 
cut  up  in  pieces  of  about  1  cubic  inch, 
placed  upon  sieves,  and  allowed  to  drain 
off  40  to  48  hours.  At  first  the  serum 
is  red  on  account  of  corpuscles  of  blood 
being  mixed  with  it,  but  in  about  1  hour 
it  drains  off  i>erfectly  clear.  After  the 
time  stated  above  the  clear  fluid  is 
drawn  from  the  red  sediment  into 
wooden  vats  having  a  capacity  of  40  to 
60  gallons.  From  the  serum  "  natural 
allmmeny"  without  glosSf  and  **  patent 
albumen^"  with  gloss,  are  prepared. 

To  manufacture  natural  aUmmen  add 
12^  parts  of  oil  of  turpentine  to  5000 
parts  of  serum,  and  agitate  the  mixture 
for  1  hour  by  means  of  a  perforated 
board  provided  with  a  handle.  The 
oil  of  turpentine  forms  ozone,  which  has 
a  bleaching  effect ;  it  withdraws  also  a 
mucous  fat  from  the  serum  and  acts 
as  a  preservative.  The  mixture  is  then 
allowed  to  stand  quietly  for  24  to  36 
hours,  and  the  clear  serum  is  then 
drawn  from  the  sediment.  The  dryine 
is  accomplished  in  iron  cups  coatea 
with  oil-paint  and  lacquer  burned  in. 
The  cups  are  about  12  inches  long,  6 
inches  wide,  and  |  inch  deep.  The 
temperature  of  the  drying-room  at  the 
start  must  be  about  122°  F.,  and  is 
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gradually  raised  for  2  hours  to  125® 
to  130°  F.  It  is  then  lowered  to  100° 
to  105°  F.,  and  kejit  there  for  34  hours, 
when  the  arying  is  finished. 

To  I^^epare  Patent  Albumen  add  to 
5000  parts  of  serum  12  parts  of  sulphuric 
acid  mixed  with  22  parts  of  concen- 
trated acetic  acid  and  336  parts  of 
water,  and  then  add  14  parts  of  oil  of 
turpentine  and  agitate  for  1  hour.  The 
whole  is  then  allowed  to  stand  quietly 
for  24  to  36  hours^  when  the  clear 
serum  is  drawn,  ofi,  neutralized  with 
ammonia,  and  dried.  Fifty  thousand 
parts  of  serum  give  5000  parts  of  dry 
blood  albumen. 

A  second  quality  of  albumen  is  pre- 
pared from  the  serum  colored  red  by 
blood  corpuscles  and  the  sediment, 
and  a  third  quality  by  lixiviating  the 
blood  with  water.  The  remaining 
blood  is  comminuted  and  dried  in 
sheet-iron  pans  at  a  temperature  of 
143°  to  167^  F. 

Preparation  of  Dextrine.  Dilute  4 
parts  of  nitric  acid  of  36°  to  40°  Beaum6 
with  600  of  water,  and  pour  the  mixture 
over  2000  parts  of  dry  potato  starch; 
mix  thoroughly  and  dry.  When  the 
evaporation  has  progressed  so  far  that 
the  cakes  can  be  easily  broken  crush 
them  with  a  shovel  and  spread  the 
starch  upon  the  floor  of  the  drying- 
room  in  a  layer  i  to  1  inch  deep.  The 
temperature  should  be  kept  at  230°  to 
248°  F..  and  the  dextrine  will  be  fin- 
ished in  li  hours.  It  will  remain 
white  if  not  exposed  to  too  high  a  tem- 
perature. 

Process  of  Sizing  all  Kinds  of 
Tissues  with'  Alkaline  Solutions  of 
Silk,  Wool,  or  Feathers,  Dissolve 
fibres  of  silk,  wool,  or  down  in  caustic 
soda,  and  apply  the  solution  to^  the 
tissues,  whic!n  are  then  washed  in  a 
bath  of  sulphuric  acid  and  carefully 
rinsed.  Tissues  thus  treated  may  be 
bleached  and  dyed. 

This  process  is  used  for  loading 
woollen  and  silk  yarns  and  tissues 
with  an  alkaline  solution  of  wool  or 
silk,  and  eventually  to  improve  de- 
fective qualities.  Mixtures  of  alkaline 
solutions  of  silk  and  wool,  silk  and 
down,  etc.,  may  also  be  used  for  coat-, 
ing  all  kinds  of  textile  fibres. 

Size  for  BohMnet.  The  bobbinet, 
after  bleaching,  dyeing,  and  drying,  is 


stretched  evenly  in  a  machine.  It  is 
then  brought  into  a  closed  room  hav- 
ing a  temperature  of  98i°  to  104°  F.. 
and  coated  several  times  with  a  cola 
size  consisting  of  boiled  starch  and 
dextrine  with  an  admixture  of  some 
gelatine  or  glue,  until  the  desired  de- 

free  of  stiffness  and  gloss — the  latter 
eing  produced  by  uie  temperature 
prevailing  in  the  work-room — is  ob- 
tained. .The  size  is  applied  with 
brushes.  Bobbinet  thus  prepared  is 
e^ual  to  the  English  product.  The 
size  is  boiled  the  day  berore,  and  cooled 
off  to  an  ordinary  temperature,  say 
68°  F. 

Size  for  Cotton  Yams,  An  improved 
size  for  cotton  yams,  patented  oy  H, 
Wegmann,  consists  of  tallow,  soft  soap, 
rosin,  sulphate  of  iron,  and  onions. 
Boil  the  rosin,  sulphate  of  iron,  onions, 
and  tallow  until  sufiiciently  liquid, 
and  add  the  mass  to  the  soft  soap 
melted  in  a  tank  with  steam  and  hot 
water.  Mix  the  ingredients  thoroughlv 
with  steam,  and  add  them  to  the  starcn 
or  flour  with  sufiicient  water  to  make 
the  sizing  of  the  desired  consistency. 

Size  for  Cotton  and  Woollen  Yams, 
especially  for  dark  colors.  Liquefy 
100  parts  of  glue  arid  20  parts  of  glyc- 
erine in  water  on  the  water-bath,  and 
then  add  5  parts  of  potassium  bichro- 
mate. The  compound,  by  reason  of 
becomitig  decomposed  oy  light,  must 
be  kept  in  the  dark. 

Size  for  Cotton.  I.  Flour  1250  parts, 
tallow  5  parts,  paraffine  i  to  2  per  cent. ; 
or,  flour  1 250  parts  and  5  to  10  per  cent, 
of  paraffine.  Add  a  little  alkaline 
carbonate  to  both  compounds.  The 
materials  are  mixed  with  water, 
heated,  and  thoroughly  mixed  to- 
gether. 

II.  Glue  600  parts,  dextrine  400 
parts,  sulphate  of  calcium  500  parts, 
glycerine  5000  parts,  chloride  of  lime  5 
parts,  spermaceti  500  parts,  stearine 
200  parts,  starch-E^rup  and  starch  each 
500  parts,  carbolic  acid  5  parts,  and 
caustic  soda  10  parts  are  tiioroughly 
mixed. 

Dressing  Cotton  Prints.  I.  Prepare 
the  following  decoction:  Water  137 
parts,  wheat  flour  5  parts,  potato  starch 
15  parts,  wheat  starch  5  parts,  cocoa- 
nut  oil  ^  part.  The  ^oods  are  starched 
with  covered  starching  rollers,  dried 
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over  drums,  and  strongly  but  uniformly 
moistened,  being  wound  up  very  tightly 
at  the  same  time.  They  remain  upon 
the  rollers  for  10  to  12  hours,  when 
they  are  unwound,  folded,  and  pressed. 

II.  Mix  I  part  of  pulverized  gum 
tragacanth  with  spirit  of  wine  and 
work  it  into  a  homogeneous  compound, 
then  digest  this  in  450  parts  or  water 
over  a  moderate  fire,  witnout  allowing 
it  to  boil,  until  a  liquid,  slimy  com- 
pound is  formed,  wnich  is  passed 
through  a  sieve.  Now  boil  150  parts 
of  potatd  starch  with  about  1000  parts 
of  water,  and  add  to  the  boiling  mixture 
7i  to  8}  parts  of  alum  previously  dis- 
solved in  hot  water.  Then  add  the 
solution  of  gum  tragacanth,  stirring  it 
in  but  not  boiling  it  with  the  starch. 

Glaze  Dressing  for  Colored  Cotton 
Goods,  I.  6llaze  on  Black.  Weak  liquor 
of  logwood  1700  parts,  potato  starch  100 
to  120  pacts,  wheat  flour  50  to  60  parts, 
palm  oil  10  parts,  yellow  wax  ana  tal- 
low each  5  parts.  Compound  the  de- 
coction with  i  to  ^  part  of  potassium 
chromate,  and  thetn  add  solution  of 
rosin  45  parts,  and  potato  syrup  22^ 
parts.  Kix  the  whole  thotreughly  and 
use  hot. 

II.  Glaze  on  Black  Goods  when  the 
Color  is  not  sufficiently  Deep  and  Dark, 
Logwood  liquor,  to  which  some  extract 
is  ^ded,  1700  parts,  potato  starch  100 
to  120  parts,  wheat  flour  50  to  60  parts, 
palm  oil  10  parts,  yeUow  wax  and 
tallow  each  5  parts,  acetate  of  iron  13^ 
parts,  sulphate  of  iron  and  sulphate  of 
copper  each  2}  parts.  The  decoction 
is  compounded  with  i  to  ^  part  of  potas- 
sium cnromate  and  H  parts  of  bluestone, 
and  45  parts  of  a  solution  of  rosin  and 
22^  parts  of  potato  syrup  are  finally 
added. 

Glaze  on  Blue  and  Green,  Water 
1700  parts,  potato  starch  100  to  120 
parts,  wheat  flour  50  to  60  parts.  The 
proportions  of  fat,  rosin,  and  potato 
svrup  are  the  same  as  for  black.  When 
the  decoction  is  about  half-cold  com- 

Sound  it  with  H  parts  of  tartaric  acid 
^  issolved  in  water,  and  finally  darken 
it  according  to  the  desired  tint  with  in- 
digo-carmine, or,  still  better,  with  solu- 
tion of  potassium  sulphate. 

Glaze  on  Orimsmi  Paper  Muslin, 
Water  570  parts,  liquor  of  Brazil  wood 
1700   parts,  potato   starch  100  parts, 


wheat  flour  50  parts.  When  half-oold' 
add  2t»  2k  parts  of  tartaric  aeid,  and 
Ifaie  the  deooolMHi  with  137i  to  140 
parta  (Jf  ^rinegar.    H^  fiit, 


syrup  in  the  same -prgportions  as  for 
black. 

Glase  on  BosC'Colored  Muslin, 
Water  1700  parts,  potato  starch  100  to 
120  parts,  wheat  flour  50  to  60  parts, 
white  cocoanut  oil  5  to  7i  parts,  white 
wax  and  stearine  each  5  jmrts.  Com- 
pound with  li  to  2  parts  of  tartarie 
acid  dissolved  in  water,  and  115  to  135 
parts  of  good  wine  vinegar. 

Size  for  Laces,  Boil  I  part  of  borax 
and  3^  parts  of  shellac  with  1000  parts 
of  water.  The  solution  may  be  thick- 
ened with  starch,  c;elatine,  or  isinglass. 
One  part  of  the  above  solution  and  1 
part  of  gelatine  solution  give  a  very 
good  size.  For  white  laces  bleached 
shellac  must,  of  course,  be  used. 

Size  for  Linen,  I.  For  Half-bleached 
Linen,  Boil  by  introducing  steam: 
Wheat  starch  5  parts,  potato  starch  21 

rrts,  Utrecht  white  4^  parts,  light  glne 
part,  until  80  parts  of  size  are  ob- 
tained. 

II.  For  Fine  Holland  Linen,  Fine 
white  wheat  starch  100  parts,  potato 
starch  25  parts,  fine  mineral  white  12^ 
parts,  soap  and  stearine  each  5  parts, 
white  wax  1^  parts,  and  crystallized 
soda  t  part  are  boiled  by  introducing 
steam,  and  then  colored  slightly  with 
ultramarine. 

For  Table  Linen  and  Damask, 
Wheat  starch  50  parts,  potato  starch  8 
parts,  white  glue  5  parte,  stearine  and 
white  wax  each  2^  parte,  white  soap  1  k 
parts,  and  crystallized  soda  12^  parts, 
are  boiled  by  introducing  steam. 

Dressing  for  Panama  Hats.  The 
following  lacquer  is  highly  recom- 
mended for  the  purpose :  Alcohol  of  95 
per  cent  200  parte,  sandarac  100  parte, 
and  oil  of  tur|r>entine  20  parte,  are  di- 
gested for  10  days.  The  hat  is  coated 
twice  with  this  lacquer  inside  and  out. 

Size  for  PeUnei  and  Marly.  Tlie 
process  of  sizing  petinet  and  marly, 
to  give  them  sufficient  stiffness,  hard- 
ness, and  glaze  to  adapt  them  for  bon- 
net-frames is  as  follows :  The  bleached 
material  is  starched,  then  stretched  in 
a  frame  and  dusted  while  yet  somewhat 
moist  with  fine  starch  flour  by  means 
of  a  hair  sieve,  so  that  the  meshes 're» 


SOAPS. 


327 


main  free,  but  the  powder  adheres 
abundantly  to  the  threads.  The  frame 
thus  prepared  is  then  placed  in  a 
tightly-closed  box  into  which  steam  is 
introduced.  The  steam  swells  up  the 
threads^  they  becoming  in  consequence 
adapted  tor  an  absorption  of  the  dis- 
solved starch,  and  that  which  is  not  ab- 
sorbed is  changed  into  a  jelly ,  adhering 
tightly  to  the  threads.  The  frame  is 
then  taken  from  the  box  and  a  fine 
current  of  cold  water  thrown  oyer  it 
until  the  starch  jelly  begins  todissolye, 
when  the  frame  is  replaced  in  the  box 
and  steam  introduced  until  the  starch 
is  transparent,  clear,  and  glos^.  The 
frame  is  then  taken  from  the  box  and 
dried. 

Sise  for  Woollen  Goods,  Cloths,  and 
Flannels,  Prepare  a  decoction  or  flax- 
seed, to  which,  for  black  or  blue  colors, 
some  logwood  liquor  may  be  added. 
The  decoction  must  be  so  thick  that  it 
draws  threads  like  white  of  e^.  It  is 
then  forced  through  coarse  Imen  and 
applied  with  a  brush.  Dry  linen  moist- 
ened with  weak  soap-water  is  then 
placed  upon  the  face  of  the  cloth  and 
ironed  witb  a  hot  iron. 

SulphctU  of  Barium  has  been  for  a 
long  time  used  in  sizing  and  dressing  tis- 
sues. The  old  method  consisted  in  add- 
ing sulphate  of  barium  to  the  starch  or 
animal  or  vegetable  glue.  This  gave  to 
the  size  a  yellowish  tint,  injuring  the 
whiteness  of  the  tissues.  The  object  of 
the  new  process  is  to  remedy  this  eyiL 
Mix  in  varying  proportions,  according 
to  the  strength  and  weight  of  the  size 
desired:  1,  Water;  2,  starch, vegetable, 
or  animal  glue;  3,  drying  oil,  castor 
oil,  poppy  Med  oil,  etc. ;  4,  sulphate  of 
barium  in  a  nascent  condition,  t.  e,, 
in  the  act  of  formation.  The  most 
suitable  proportions  are  as  f<dlows: 
Water  400  parts,  starch  100  parts,  cas- 
tor oil  10  to  20  per  cent,  of  the  weight 
of  the  starch,  chloride  of  barium  10  to 
20  per  cent,  of  the  weight  of  the 
starch,  and  a  sufficient  quantity  of 
ordinary  sodium  sulphate  to  com- 
pletely decompose  the  chloride  of  ba- 
rium by  chemical  reciprocal  action. 
All  the  ingredients  are  mixed  together 
and  heated  to  form  a  paste.  This  pro- 
cess is  still  frirther  facilitated  by  the 
&ct  that  the  chloride  of  barium  and 
the  sulphate  of  sodium  can  be  mixed  in 


a  dry  stale  without  fear  of  reciprocal  de- 
composition. 

Gerard's  ApparcUine  is  a  colorlen 
transparent  mass  prepared  from  potato 
starch  with  caustic  soda  or  potash-lye, 
and  used  for  dressing  idl  kinds  of 
fabrics.  To  prepare  it  take  76  parts  of 
water,  16  of  potato  starch,  and  8  of 
caustic  lye  of  25®  B. ;  pour  the  starch 
into  the  water,  and  then  add  the  lye, 
stirring  constantlj.  The  fluid  clarifies 
suddenly,  and  gives  a  thick  gelatine, 
which  must  be  vigorously  beaten.  If 
dried  in  thin  leaves  it  forms  a  hornlike 
substance,  which  can  be  folded  together 
without  breaking. 


Soap.  Hard  and  Soft  Soaps,  Medi- 
cated AND  Toilet  Soaps,  bic. 

American  Rosin  Soap.  Place  1000 
pounds  of  tallow,  200  pounds  of  crude 
palm  oil,  and  800  pounds  of  rosin  in 
a  boiler,  and  add  about  4000  pounds 
of  lye  of  16°  B.  until  a  clear  paste 
is  formed,  which  is  then  thoroughly 
salted  and  allowed  to  stand  about  3 
hours,  when  the  settled  salt-lye  is 
pumped  or  drawn  off.  Five  hundred 
pounds  of  water  and  260  pounds  of  lye 
of  S°  B.  are  added  to  the  boiler,  and  a 
fire  started  under  it.  Should  the  com- 
bination be  incomplete  after  boiling, 
add  enough  lye  of  16®  B.  until  a  clear 
soap  is  formed.  The  soap  is  aj^ain 
salted  and  boiled  clear  like  other  hard 
soaps.  Draw  the  fire,  and  let  the  soap 
stand  in  the  covered  boiler  for  3  days 
to  let  the  impurities  and  under-lye  set- 
tle. Uncover  the  boiler  and  remove 
the  congealed  crust,  and  ladle  the  clear 
soap  into  another  ooiler,  and  keep  up 
the  fire  until  a  thick  mass  is  formecl. 
which  is  then  ladled  into  frames  of 
1000  pounds  capacity  and  thoroughly 
racked  until  nearly  cold,  and  36 pounds 
of  dissolved  crystallized  soda  stirred 
into  each  frame  and  the  soap  becomes 
solid.  The  soda  solution  consists  of 
160  pounds  of  crystallized  soda  in  6 
pounds  of  hot  water.  The  racking  of 
the  soap,  after  the  soda  has  been  added, 
must  be  continued  as  long  as  it  is  pos- 
sible to  do  so,  as  the  quality  of  the 
soap  depends  much  on  this.  Soap 
which  can  be  cut  after  48  hours  is  very 
smooth  and  of  a  reddish-brown  color. 
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If  a  liefater-oolored  soap  is  desired 
the  orude  palm  oil  is  omitted,  and  200 
pounds  of  tailow  and  light  rosin  used 
instead.  The  fiasty  lye  is  freed  from 
salt  and  used  for  tue  next  boiling. 

American  Soatpg.  1.  Extra  Soaps, 
Baait:  Tallow  45  parts,  kitchen  soap- 
fat  5  parts,  rosin  26  parts. 

Filling:  To  ever^  SCO  parts  of  fin- 
ished soap:  Saponified  rosin  60  parts, 
crystallized  soda-lye  of  37°  to  38° 
Beaum6  (lukewarm)  26  parts,  water- 
glass  50  parts,  carbonate  of  potash-lje 
of  40°  B.  (lukewarm)  5  parts,  infusorial 
earth,  talc,  or  marble  dust  45  to  60 
parts. 

2.  Superior  Soaps,  Basis:  Tallow 
12^  parts,  kitchen  soap-fat  and  rosin 
each  37^  parts. 

Filling :  To  eyerj  600  parts  of  fin- 
ished soap :  Saponified  rosm  and  soda- 
lye  of  37°  to  38°  B.  each  50  parta,  water- 
glass  90  parts,-  carbonate  of  potash-lye 
7^  parts,  infusorial  earth,  talc,  or  mar- 
ble dust  60  parts. 

3.  Old  English  Soap.  Basis:  Tal- 
low and  kitchen  fat  each  26  parts, 
rosin  30  parts. 

Filling:  To  every  500  parts  of  fin- 
ished soap:  Saponified  rosin  20  parts, 
soda-lye  of  37°  to  38°  B.  28  parts,  water- 
glass  72  parts. 

4.  First  Premium  Soap.  Basis :  Tal- 
low 12i  parts,  kitchen  fat  and  rosin 
each  37^  parts. 

Filling:  To  eveiy  600  parts  of  fin- 
ished soap:  Saponified  rosm  76  parts, 
soda-lye  of  37°  to  38°  B.  60  parts,  water- 

glass  110  parts,  potash-lye  15  parts, 
ifusorial  earth,  talc,  or  marble  dust 
120  parts. 

These  rosin  soaps  are  at  first  of  a 
light-yellow  color,  but,  on  account  of 
the  lar^  percentage  of  rosin,  become 
gradually  very  dark  and  have  a  strong 
odor  of  rosin.  Clothes  washed  with 
such  soaps,  when  kept  in  a  dark  room, 
become  yellow,  and  the  hands,  after 
using  these  soaps,  feel  rough.  But  the 
soaps,  by  reason  of  their  cheapness,  are 
much  liked.  They  are  pressed  into 
bars  weighing  about  1  pound,  which 
are  sold  at  4  or  6  cents. 

Besides  these  cheap  rosin  soaps 
another  soap  known  as  **Silex  soap  "  is 
manufactured.  It  is  nothing  but  an 
ordinary  tallow  soap  mixed  by  means 
of  a  stirring  apparatus  with  10  times  its 


weight  of  infusorial  earth,  and  pressed 
into  cakes  weighing  1  pound  each. 
It  is  used  for  cleansing  metals,  glass, 
etc. 

Broum  Basin  Soap  in  the  Chid  Way. 
Melt  togetlier  ooeoanut  oil  16  pounds, 
crude  palm  oil  4  pounds^  rodn  20  pounds, 
and  compound  the  mixtore  at  a  tem- 
perature of  156°  F.  with  24  pounds  of 
soda-lye  of  35°  B.  In  case  a  tbomngh 
combination  should  not  be  formed 
cover  the  mixing  vessel  with  cloths, 
and  the  compound  will  in  a  short  time 
become  hot.  When  this  is  the  case 
stir  it  thoroughly,  and  when  it  appears 
to  be  intimately  combined  stir  in  3  to  4 
pounds  of  a  solution  of  potash  of  30° 
B.,  and  then  pour  the  paste,  which 
should  be  unirorm  and  quite  thickly 
fluid,  into  the  frame.  Soap  thus  pre- 
pared  is  pliant  and  washes  excellently. 
CocoamU'Oil  Soap  in  the  Cold  Way, 
100  Pounds  of  Oil  yielding  about  200 
to  230  Pounds  of  Soap.  Cocoanut  oil, 
besides  its  other  good  qualities  in  com- 
parison with  other  fats  used  in  the 
manufacture  of  soap,  possesses  the  pecu- 
liarity of  fixing  large  quantities  of 
water  and  saponifying  only  with  con 
centrated  lye,  differing  from  tallow 
which  is  difficult  to  saponify  with 
strong  l^es.  With  weak  Ives  it  forms 
no  combination  whatever,  but  floats  as 
a  clear  fat  over  the  lye,  and  actual 
saponification  can  only  be  accomplished 
by  long  continued  boiling.  This  last 
peculiarity  may  have  been  the  cause 
of  recourse  being  had  to  cold  saponifica- 
tion. In  the  following  we  give  a  few 
Eractical  processes,  thoroughly  tested, 
V  which  good  cocoanut-ou  soaps  are 
obtained  at  a  comparatively  low  price. 
1.  Heat  KM)  pounds  of  cocoanut  oil 
to  100°  F.  and  add,  with  constant 
stirring,  120  pounds  of  lye  of  27°  B, 
The  combination  is  formed  as  soon  as 
the  lye  has  become  thoroughly  caustic. 
Should  this  not  be  the  case  continue 
the  stirring  for  a  short  time,  or  add  fine 
shavings  of  soap,  if  such  are  on  hand , 
cover  the  boiler  carefully  and  let  it 
stand  quietly  for  a  few  nours.  Then 
stir  in  15  to  20  pounds  of  salt-water  of 
18°  B.,  peifiime  with  oils  of  lavender, 
thyme,  and  cumin  each  3}  ounces,  and 
pour  the  soap  into  the  frame  (mould). 
Yield:  Two  hundred  to  300  pounds 
from  100  pounds  of  oil.    The  soap  may 


SOAPS. 


329 


be  colored  or  marbled  in  the  ordinary 
way. 

2.  Another  process  is  as  follows: 
Melt  100  pounds  of  cocoanut  oil,  dis- 
solve in  it  5  pounds  of  potato  starch, 
and,  when  the  oil  is  cooled  off  to  97.5^ 
to  100°  F.,  rake  in  lOO  pounds  of  soda- 
l^e  of  30°  B.*and,  when  the  oombina- 
tion  is  complete,  ml  with  20  pounds  of 
solution  of  potash  of  28°  B. 

3.  A  third  process  is  ots  follows :  Melt 
100  pounds  of  cocoanut  oil  and  heat  to 
100°  F.,  then  add,  with  vigorous  stir- 
ring, 85  pounds  of  lye  of  32°  B.  and, 
when  the  combination  is  complete.  10 
pounds  of  water-glass  together  witn  5 
to  6  pounds  of  a  solution  of  potash  of 
28°  to  30°  B.,  and  finally  pour  the 
soap  in  the  frame  (mould). 

Cold  Water  Soap.  By  reason  of  this 
soap  being  generally  demanded  of  a 
brown  color  it  is  prepared  from  cheap 
dark  fats,  as  bone  lat,  dark  tallow,  etc., 
in  the  proportion  of  100  pounds  of  fat 
to  60  ^unds  of  rosin.  The  sos^s  is 
boiled  in  exactly  the  same  manner  as 
other  rosin  soap,  and  is  allowed  to 
stand  in  the  boiler  2  to  3  days.  If  it 
should  be  ladled  out  at  once  the  soap 
would  be  scarcelv  fit  for  use,  as,  on 
account  of  the  high  percentage  of  rosin, 
it  would  be  impossible  to  obtain  it  in 
a  solid  form.  For  this  reason,  before 
it  is  poured  into  the  frame^  it  is  hardened 
with  a  filling  prepared  m  the  follow- 
ing manner :  One  hundred  pounds  of 
crystallized  soda  and  50  of  Glauber's 
salts  are  melted  over  a  fire  without  an 
addition  of  water ;  to  thiis  is  added  25 
poundsof  water-glass  of  75°  B.,  and  tJhen 
12  hundredweight  of  soap  are  raked 
into  the  mixture.  The  soap  immedi- 
ately becomes  entirely  stiff  and  smooth, 
and,  after  raking  for  i  hour,  may  be 
brought  into  the  frame  (mould),  where 
the  raking  is  continued  for  a  ^ort 
time.  It  is  generally  perfumed  with 
essence  of  mirbane  (nitro-beniol). 

Elaine  Soap,  Various  kinds  of  soap 
are  sold  under  this  name.  Thev  have 
the  appearance  of  elaine  soap,  but  do 
not  contain  one  grain  of  elaine. 

A  really  good  soap,  actually  deserving 
the  name  on  account  of  its  containing 
elaine,  is  obtained  according  to  the  fol- 
lo\yiiig  receipt:  Nine  hundred  pounds 
of  palm  oil  are  saponified  witn  1130 
pounds  of  lye  of  25°  B.    When  the 


paste  is  clear  add  S60  pounds  each  of 
naif-bleached  palm-oil  and  elaine,  then 
boil  the  soap  clear  and  let  it  stand 
covered  3  to  4  hours.  The  soap  is  then 
drawn  off  into  the  settling  or  heating 
boiler,  which  is  warmed  by  flues  from 
the  boiling  pan,  so  that  the  soap  is  kept 
warm  and  the  lye  can  thoroughly  settle. 
It  remains  here  for  24  to  36  hours,  is 
then  poured  into  iron  frames  (moulds) 
and  raked  until  cold. 

Floating  Soap,  Four  hundred  and 
twenty  pounds  of  cocoanut  oil,  30 
pounds  of  bleached  palm-oil,  50  ])ounds 
of  rosin,  100  pounds  of  olive  oil,  and 
120  pounds  or  tallow  are  first  boiled 
with  weak  lye,  the  strength  of  which  is 
gradually  increased  to  40°  B.,  and  the 
weight  of  which  corresponds  to  360 
pounds.  As  soon  as  the  paste  is  formed 
add  400  pounds  of  flea-bane  seed  (Semen 
psylUi)y  and  the&boil  until  the  finished 
soap  detaches  itself  from  the  boiler  in 
the  form  of  a  dough.  The  compound 
is  then  perfumed  and,  shortly  oefore 
pouring  out,  some  pulverized  carbonate 
of  sodium  added.  The  carbonic  acid  set 
free  permeates  the  soap  and  causes  the 
formation  of  empty  spaces,  thereby 
lessening  the  specific  gravity  and  giv- 
ing the  soap  the  qualify  of  floating  on 
water. 

Molasses  Soap,  One  hundred  parts 
of  molasses  are  heated  in  a  boiler  pro- 
vided with  closed  serpentine  steam- 
pipes,  and  28  parts  of  ordinary  calcined 
soda  are  then  added  under  constant 
stirring.  As  soon  as  solution  is  com- 
plete, 100  parts  of  oleic  acid  are  care- 
fully added,  so  that  the  carbonic  acid 
of  the  soda,  which  is  liberated,  first 
escapes.  When  all  the  oleic  acid  has 
been  added,  the  compound  is  for  a  short 
time  heated  to  the  boiline  point.  The 
process  is  very  quick,  it  being  possible 
to  produce  20,000  pounds  of  soap  in  2 
hours.  One  hundred  parts  of  molasses 
yield  210  to  225  parts  of  soap,  which, 
according  to  the  time  of  boiling,  is  either 
half-hard  or  entirely  hard. 

The  process  for  soft  soap  is  the  same, 
only  potash  being  used  instead  of  soda. 
For  ordinary  soft  soap  take  100  parts 
of  molasses,  100  of  oleic  acid,  10  of  pot- 
ash, 10  of  soda,  and  50  of  water.  The 
yield  will  be  about  260  parts  of  soap. 

CocoaniU  Oil  and  Moktsses  Soap  is 
obtained  by  dissolving  caustic  soda  la 
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hot  molassM  and  adding  cocnannt  oil 
heated  to  167®  F.  One  tiundred  parts 
each  of  molasses  and  cocoanut  oil  yield 
400  parts  of  very  good  hard  soap.  The 
same  kind  of  soap  is  obtained  by  taking 
100  parte  of  cocoanut  oil,  36  of  caustic 
Boda-Ive  of  36°  B.,  and  50  of  molaRses, 
whereby  the  cocoanut  oil  must  also  be 
heated  to  167''  F.  When  other  kinds  of 
fat  are  used  a  longer  time  is  required 
for  boiling. 

Oranimburg  Soap,  The  Quantity 
and  strength  of  the  lye  requirea  in  the 
manufacture  of  this  soap  depend  on  the 
fats  used ;  for  those  of  animal  origin,  as 
bone-fat,  tallow,  etc.,  it  may  be  from  15 
to  18  B.,  but  more  concentrated  lye, 
from  24  to  28°  B.  strong,  is  required  for 
the  saponification  of  palm  oil.  By 
reason  of  a  soap  of  yellowish  color 
being  in  demand  some  rosin  or  crude 
palm  oil  is  added* 

The  following  receipts  fhmish  Oran- 
ienburg  soap  of  excellent  quality  and 
at  a  comparatively  low  cost : 


IV. 


Bone-fat  .  .  . 
Tallow  .  .  . 
Palm  oil  .  .  . 
Cotton-seed  oil . 
Crude  palm  oil 
Rosin  .... 


I. 

II. 

III. 

lbs. 

Ibe. 

Ib6. 

400 

800 

800 

400 

1000 

1000 

2000 

200 

100 

100 

250 

400 

400 

350 

300 

lb6. 


2000 
900 
300 
400 


For  Nos.  I.  and  II.  saponification  can 
begin  with  lye  of  24°  B.,  while  Nos. 
III.  and  IV.  are  saponified  with  a  con> 
centrated  lye  of  26°  B.  The  boiling 
process  is  the  same  for  all.  The  fats  are 
saponified  in  the  usual  manner  and  the 
soap  separated  with  hot  salt-water.  It 
is  ttien  allowed  to  stand  in  the  boiler 
24  hours  for  the  paste  to  settle  thor- 
oughly. 

Process  of  Preparing  all  Kinds  of 
Perfectly  Neutral  Soaps,  The  fats  to 
be  saponified  are  placed  in  a  cylindri- 
citl  vessel  surrounaed  with  a  jacKet  and 
provided  with  a  stirring  apparatus. 
Water,  heated  by  steam  to  the  melting 
point  of  the  fat,  circulates  between  the 
jacket  and  the  cylinder.  A  solution 
of  soap,  20  per  cent,  of  fat,  or  any  other 
fluid  capable  of  promoting  an  emulsion, 
is  then  added,and  saponification  quickly 


accomplished  with  caufitic  lye.  To 
avoid  cooling,  the  apparatus  must  be 
kept  covered  during  the  saponifying 
process,  and  the  heat  formed  by  the 
chemical  process  exhausted  as  much  as 
possible.  The  under-lye  contains  only 
caustic  soda  and  glycerine  f^ee  from 
chlorine  and  has  a  concentration  of  5 
to  10°  B. 

Water-glass  Soap.  Both  hard  and 
soft  soaps  are  brought  into  commerce. 
Hard  Water-glass  Soap  is  prepared  as 
follows :  One  nundred  pounds  of  cocoa- 
nut  oil  are  saponified  with  200  ()ound8 
of  soda-lye  of  20°  B.,  and  boiled  until 
all  froth  has  disappeared.  The  soap  is 
then  hardened  by  gradually  scattenng 
calcined  soda  over  it  until  a  sample  as 
lar^  as  a  silver  dollar  congeals  with  a 
bluish  border.  In  600  pounds  of  soda 
water-glass  of  36  to  38°  B.  are  in  the 
meanwhile  placed  in  readiness.  Eigh- 
teen to  20  pounds  of  crude  glycerine 
mixed  with  50  pounds  of  soofa-lye  of 
20°  B.  are  added  to  the  soap  while  it  is 
gently  boiling,  and  then  gradually  the 
water-glass,  testing  the  soap  from  time 
to  time,  until  all  has  been  added. 
Should  the  soap  be  still  too  soft,  it  is 
hardened  with  some  calcined  soda 
until  a  sample  on  concealing  shows  the 
above-mentioned  bluish  border,  when 
the  soap  will  be  hard  enough. 

Soft  Water-glass  Soap  is  prepared  as 
follows:  One  hundred  pounds  of  co- 
coanut oil  are  saponined  with  200 
pounds  of  soda-lye  of  20°  B.,  and  the 
paste  boiled  clear.  Six  hundred  pounds 
of  potash  water-glass  are  then  gradually 
added,  and  finally  potash-lye  of  20°  B. 
to  give  it  the  consistency  of  ordinary 
soft  soap. 

Both  kinds  of  soap  are  at  present 
successfiilly  used  in  dyeing,  wool-wash- 
ing, cotton-printing,  and  ror  other  pur- 
poses. 

Sand  Soap,  FifW  pounds  of  cocoa- 
nut  oil  are  saponified  in  the  ordinary 
way  with  about  100  pounds  of  soda-lye 
of  20°  B.,  shortened  with  salt,  hardened 
with  calcined  soda,  covered  while  hot, 
and  allowed  to  stand  quietly  in  the 
boiler  for  several  hours.  When  the 
soap  is  sufficiently  cooled  off  so  that  it 
can  be  brought  into  the  frame,  remove 
the  scum  before  the  soap  is  poured  out. 
Fifty  pounds  of  white  and  perfectly 
dry  sand  are  then  added  in  the  fol- 
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lowing  manner:  While  one  work- 
man rakes  the  soap  with  a  rake 
nearly  as  wide  as  the  frame  so  that  it 
can  be  conveniently  handled  without 
touching  the  sides  of  the  ftmmc^  another 
mfts  tlie  sand  into  the  soap.  It  is  gen- 
erally perfumed  with  oil  of  lavender  H 
ounces,  oil  of  thyme  2}  ounces,  and  oil 
of  cumin  1^  ounces. 

The  soap  must  be  raked  until  it  is 
stiff  and  begins  to  congeal. 

Toilet  aim  Meddcated  Soaps.  Bitter 
Almond  Soap  in  the  Cold  Way, 
Cocoanut  oil  1750  parts  and  lard  750 
parts  are  saponified  with  1250  parts  of 
caustic  soda-lve  of  40°  B.,  17  parts  of 
oil  of  bitter  almonds,  and  21^  parts  of 
oil  of  bergamot. 

Boiupiet  Soap.  Tallow  1000  parts, 
cocoanut  oil  2000  parts,  crude  palm-oil 
100  parts,  pulverized  orris  root  250 
parts,  soda-lye  of  40°  B.  1250  parts, 
potash-lye  ot  40°  B.  100  parts,  musk  ^ 
part.  Perfume:  Sandal-wood  oil  2^ 
parts,  oils  of  bergamot  8  parts,  gerani- 
um 4  parts,  lavender  5  parts,  and  lemon 
3  parts. 

Bouquet  Soap  in  the  Cold  Way,  Co- 
coanut oil  2000  parts  are  saponified  with 
1000  parts  of  caustic  soda-lye  of  40°  B. 
Perfumed  with  oils  of  bergamot  12  parts, 
sassafras  5  parts,  cloves  2  parts,  and 
sage  1^  parts.  The  soap  is  colored 
dark  brown. 

Camphor  Soap,  Good  tallow  soap 
1500  parts,  rosemary  oil  40  parts,  oil  of 
lavender  5  parts,  and  camphor  60  parts. 
The  camphor  is  first  rubbed  fine  and 
mixed  with  the  perfume. 

Camphor  Soap  No.  II.  This  soap  is 
an  excellent  remedy  for  chilblains  and 
fh)sted  limbs.  One  thousand  parts  of 
eocoanut  oil  are  saponified  with  500 
parts  of  caustic  soda-lye  of  40°  B.,  and 
when  the  combination  is  complete  stir 
in  a  solution  of  75  parts  of  camphor 
dissolved  in  100  parts  of  alcohol  and 
60  parts  of  water. 

uamphor  and  Sulphur  Soap.  Cocoa- 
nut  oil  1200  parts,  soda-lye  of  38°  B. 
600  parts,  potassium  sulphate  100  parts 
dissolved  in  water  50  parts,  ana  16 
parts  of  camphor  dissolvea  in  the 
melted  cocoanut  oil. 

Ea^fle  Sonp  (Brown).  Cocoanut  oil 
7000  parts,  lard  3000  parts,  soda-lye  of 
S0°  B.  5000  parts.    The  soap  is  per- 


fumed with  essence  of  mirbanc  16  parts, 
oils  of  bergamot  12  parts  and  doves  7 
parts,  and  colored  with  14  parts  of  bril- 
liant brown. 

Family  Soap,  Cocoanut  oil  2500 
parts,  8< .da-lye  of  30°  B.  2000  parts. 
The  soap  is  perfumed  with  oils  oi  ber- 
gamot and  cassia  each  4  parts,  oils  of 
sassafras  and  lemon  each  2  parts. 

Gall  Soap.  One  hundred  and  fifty 
parts  of  beef-gall  are  stirred  into  2500 

{>art8  of  melted  cocoanut  oil,  and  the 
atter  then  saponified  in  the  cold  way 
with  1200  parts  of  soda-lye  of  38°  B. 
The  soap  is  colored  with  33  parts  of 
ultramarine  green,  and  perfumed  with 
7^  parts  each  of  oils  of  lavender  and 
cumin. 

Glycerine  Soap  (BrilliaTU  and 
Transparent).  Water  1050  parts,  loaf 
sugar  3000  parts,  glycerine  5700  parts, 
castor  oil  4800  parts,  cocoanut  on  ana 
tallow  each  6650  parts,  lye  of  40°  B. 
8300  parts,  alcohol  3500  parts,  and  per- 
fume 150  parts. 

A  double  boiler  heated  with  steam 
and  provided  with  a  stirring  apparatus 
is  used.  After  the  ingredients  have 
been  heated,  add  the  alcohol,  place  the 
cover  on  the  boiler,  and  put  the  stirring 
apparatus  in  motion.  As  soon  as  the 
mass  is  thoroughly  saponified  shut  off 
the  steam  and  stop  the  stirring  appa- 
ratus ;  let  the  soap  stand  quietly  6  to  8 
hours,  then  add  the  perfume  and,  when 
cooled  off  to  130°  or  133°  F.j  pour  the 
soap  into  the  frame^  and  let  it  congeal 
as  quickly  as  possible.  The  soap  be- 
comes brilliant.  As  the  price  of  glyc- 
erine is  rather  high  at  present  it  might 
be  advisable  to  use  less  glycerine,  and 
substitute  sugar-water.  It  seems  also 
more  advisable  to  saponify  the  fats  first, 
and  then  add  the  sugar-water,  glyc- 
erine, etc.,  as  otherwise  the  soap  might 
easily  acquire  a  dark  color. 

Glycerine  Soap  ( Transparent).  Heat 
cocoanut  oil  1200  parts,  tallow  1000 
parts,  castor  oil  600  parts,  to  180°  F.. 
and  add  glycerine  600  p^rts.  Then  add 
1500  parts  of  hot  caustic  soda-lve  and 
200  parts  of  alcohol,  and  saponincation 
will  take  place.  Cover  the  boiler  to 
prevent  evaporation  of  the  alcohol,  and 
fill  the  soap  with  500  parts  of  solution 
of  sugar  in  the  proportion  of  1  part  of 
refined  sugar  dissolved  in  2  of  distilled 
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water.  He&t  the  solution  to  167°  F., 
and  stir  it  into  the  hot  soap. 

This  soap  is  brilliant  and  compara- 
tively cheap. 

A  mbttUute  filling  is  now  much  used 
in  making  glycerine  soap.  Prepare  a 
soap  with  10  parts  of  cocoanut  oil  and 
10  of  hot  caustic  soda  of  dO°  B.,  and 
keep  for  use.  IMssoIve  2400  parts  of 
this  ground  soap  in  7000  parts  of  clear 
salt  water  of  18*'  to  15°  B.,  add  500 
parts  of  potash  of  96°  B.,  and  heat  the 
whole  to  about  167°  F. ;  then  add  1150 
parts  of  95  per  cent,  alcohol  and  cover 
the  boiler.  The  filling  will  become 
clear,  the  imparities,  etc.,  settling  on  the 
bottom.  .  It  IS  kept  in  well-clos^  glass 
balloons.  To  5000  parts  of  soap  30  to 
50  per  cent,  and  fi^equently  more  of 
this  filling  is  used. 

Iodide  Soap  is  used  for  preparing 
iodide  baths,  and  is  considered  a  rem- 
edy for  cutaneous  diseases.  It  is  {pre- 
pared in  the  cold  way  in  the  following 
manner:  Twenty  pounds  of  cocoanut 
ml  are  saponified  with  10  pounds  of 
caustic  lye  of  40°  B.,  and,  when  saponi- 
fication is  complete^  a  solution  of  3 
pounds  of  potassium  iodide  in  4  pounds 
of  water  is  added. 

Kwm/merfeldt^a  Soap  for  FrosUd 
Limbs.  Of  cocoanut  oil  1200  parts, 
flowers  of  sulphur  50  parts,  camphor 
dissolved  in  alcohol  50  parts,  soda- 
lye  of  40°  B.  800  parts,  potash-lye  of 
40°  B.  100  parts. 

Lemon  Soap,  Cocoanut  oil  1000 
parts,  caustic  soda-lye  of  40°  B.  500 
parts,  oils  of  lemon  and  bergamot  each 
4  parts.  The  soap  is  colored  pale 
yellow. 

Lily  Soap,  Wax  soap  3000  parts, 
starch  300  parts,  oils  of  bergamot  16  j 
parts,  geranium  6h  parts,  cassia  11 
parts,  of  sandal-wood  t  part,  cedar  oil, 
tinctures  of  musk  and  tonka  bean  each 
Sh  parts,  and  tincture  of  storax  10 
parts. 

Mignonette  Soap,  Wax  soap  2500 
parts,  starch  400  parts,  mignonette  IH 
parts,  ^uuine  Turkish  rose  oil  1^ 
parts,  oil  of  geranium  5  parts,  essence 
of  iris  Sh  parte,  oil  of  bitter  almonds  2^ 
parts,  tincture  of  musk  5  parts,  and 
tincture  of  storax  10  parts. 

Musk  Soap  in  the  Cold  Way,  Cocoa- 
nut  oil  2000  parts,  caustic  soda-lye  of 
40^  B.  1000  parts,  tincture  of  musk  10 


{►arts,  oil  of  bergamot  6  parts,  oil  of 
emon  3^  parts.    Color  the  soap  light 
brown. 

Orange  Soctp.  Good  white  tallow 
soap  6(X)  parts,  oils  of  neroli  1  part, 
bergamot  j  part,  orange  2  parts,  azalea 

1  part^  petit-grain  2  parts,  lemon  1  part, 
geranium  2  parts,  essence  of  Portugal  1 

Eart,  infusion  of  civet  2  parts,  and  in- 
ision  of  musk  1  part. 
PaichouH  Soap,    Good  white  tallow 
soap  1250  parts,  oil  of  patchouli   121 
parts,  and  oil  of  sandal-wood  2  parts. 

Pumice  Soap  (Prime)  in  the  Cold 
Way,  Cocoanut  oil  2000  parts  and  lye 
of  40°  B.  1000  parts  are  saponified  in 
the  ordinary  way.  Five  hundred  parts 
of  pumice-stone,  finely  pulverized,  are 
then  stirred  in,  uie  soap  ladled  into  the 
frame  and  perfumed  with  oils  of  cassia 

2  parts,  bergamot  8  parts,  cloves  1  part, 
lavender  1  part. 

Rose  Soap,  Cocoanut  oil  2000  parts, 
caustic  soda-lye  of  40°  B.  1000  parts, 
oils  of  geranium  and  bergamot  each  8 
parts,  rose  oil  1  part,  tincture  of  musk 
li  parts. 

Savon  de  Riz,  Wax  soap  2700  parts, 
starch  400  parts,  oil  of  geranium  31 
parts,  essence  of  Portugal  and  oil  of 
Dergamot  each  5  ^arts,  essence  of  mir- 
bane  31  parts,  tincture  of  benzoin, 
colored  white  or  red,  I  part,  cinnabar  8 
parts. 

Savon  Eas  :  Bouquet,  Wax  soap  2500 
parts,  iris  powder  200  parts,  starch  300 
parts,  oils  of  geranium  71  parts,  berga- 
mot 15  parts,  cinnamon  121  parts, 
tincture  of  storax  9  parts,  tincture  of 
musk  3  parts,  sugar  color  for  coloring 
121  parts. 

Savon  Orange,  Good  white  tallow 
soap  8000  parts,  scraps  of  cocoanut  oil 
soap  750  parts,  flour  250  parts,  oils  of 
neroli,  orange,  and  petit-grain  each  10 

{>arts,  bergamot  5  parts,  essences  of 
emon  5  parts,  geranium  10  parts, 
American  Portugal  5  parts,  infiision  of 
civet  10  parts,  and  infusion  of  musk  5 
parts. 

Smp  Crimea,  The  soft  toilet  soaps 
are  mostly  prepared  from  lard  and 
caustic  potash-lye  of  30°  B.  Melt 
the  lard  over  a  water-bath,  and  stir  in 
hot  lye  in  a  thin  stream ;  then  work  the 
mass  with  a  pestle  to  a  pearl  tint,  which 
will  be  improved  in  appearance  by 
using  3  parts  of  potash-lye  and  1  part 
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of  Boda*lve.  The  pigment  and  perfume 
dissolved  in  alconol  are  added  while 
Working  the  soap.  The  soap  cremes, 
by  reason  of  their  convenient  applica- 
tion, are  much  in  demand. 

Crime  J/Amande^  Am^res*  Lard 
600  parts,  caustic  potash-lye  of  38^  B. 
250  parts,  and  caustic  soda-lye  of  38" 
B.  50  parts.  Perfume :  oils  of  bitter 
almondd  3  parts  and  bergamot  i  part. 

Orime  H  la  lioae^  Lard  600  parts, 
caustic  potash4ye  of  38^  B.  250  parts, 
and  caustic  soda-lye  of  38"  B.  50  parts. 
Perfume :  oils  of  bergamot  3  parte  and 
geranium  1^  parts. 

Besides  soap  crimes  transparent  and 
white  soft  soaps  are  manufactured  from 
lard,  olive  oil,  tallow,  etc.  They  are 
boiled  with  potash-lye  and  used  as 
toilette  and  shaving  soaps. 

JSulphur  Soap,  Ck>coanut  oil  1000 
parts  is  saponified  with  500  parte  of 
caustic  lye  of  40"  B.  and '  75  parte  of 
flowers  of  sulphur  stirred  in. 

Swiss  Herb  Soap,  Melt  together 
over  a  water-bath  500  jsarte  each  of 
best  quality  of  cocoanut  oil  and  tallow, 
add  150  parte  of  glycerine  of  28°  B., 
200  parte  of  refined  sugar  dissolved  in 
225  parte  of  water ;  mix  375  parte  of  96 
percent,  alcohol  with  550  parte  of  soda- 
lye,  and  add  to  the  solution,  which  is  then 
heated  as  quickly  as  possible  to  190" 
F.  with  constant  stirring.  It  is  then 
taken  from  the  water-bath,  and,  under 
coustant  stirring,  allowed  to  cool  off  to 
144i"  F.  The  soap  is  now  colored  with 
i  to  I  part  of  uranium  vreen  pre- 
viously dissolved  in  alcohol  or  boiling 
water,  and  perfumed  with  2^  parte  each 
of  oils  of  bergamot  and  peppermint,  and 
H  each  of  oils  of  aniseed  and  lavender. 
It  is  finally  filtered  through  gauze  into 
a  frame  of  sheet-zinc,  which  is  lightly 
covered. 

Tannin  Soap,  Saponify  900  parte 
of  cocoanut  oil  with  450  parte  of  soda- 
lye  of  40"  B.,  and  add  25  parte  of  tan- 
nin previously  dissolved  in  alcohol. 
The  soap  is  perfumed  with  Peruvian 
balsam  3  parte,  oils  of  cassia  andqfoves 
each  1  part. 

Tar  Soap,  I.  Melt  together  20  parte 
of  cocoanut  oil  and  3  parte  tar,  and 
saponify  in  the  ordinary  manner  with 
25  parte  caustic  lye  of  40°  B.  This 
soap  is  used  for  cutaneous  diseases. 

II.  Scraps  of  cocoanut  oil  soap  can 


be  ntilized  b^  diasolving  them  in  solu- 
tion of  salt  of  10"  B.,  and  stirring  about 
SO  parte  of  it  with  3  parte  of  coal  tar. 

III.  Cocoanut  oil  350  parte,  lye  of 
40"  3*  180  parte,  good  wood  tar  stirred 
into  the  melted  cocoanut  oil  30  parte. 

Vaseline  Soap,  Cocoanut  oil  200 
parte,  vaseline  25  parte,  lye  of  40"  B.  95 
parte,  and  water  5  parte. 

Violet  (Prime).  Cocoanut  oil  best 
quality  500  parte,  soda-lye  of  38"  B. 
240  parte,  and  potash-lye  of  38"  B.  10 
parte.  The  soap  is  perfumed  with  10 
parte  of  orris  root  and  6  parte  of  liquid 
Btorax  stirred  into  the  fat ;  and  oils  of 
cassia,  sassafras,  and  bergamot  each 
i  part,  oil  of  lavender  ^  part,  Peruvian 
bs&sam  i  part,  oil  of  orange  it  part,  oil 
of  rose  tSf  essence  of  musk  i  part, 
and  colored  with  |  part  of  brilliant 
brown  previously  dissolved  in  boiling 
water 

Violet  Soap.  I.  Tallow  100  parte, 
cocoanut  oil  140  parte^  pulverized  orris 
root  30  parte,  pulverized  orange  peel 
li  parte,  ana  storax  2^  parte.  The 
storax  is  dissolved  with  constant  stir- 
ring in  10  parte  of  the  cocoanut  oil 
over  a  moderate  fire,  poured  through 
gauze,  and  added  to  the  fat.  One- 
thirtieth  part  of  musk  is  then  tritu- 
rated with  some  lye  and  water,  and  the 
whole  saponified  with  120  parte  of  soda- 
lye  of  38  per  cent.,  and  perfumed  with 
II  parte  or  oil  of  bergamot,  2  parts  of 
oil  of  lavender,  li  parte  of  Peruvian 
balsam,  and  lAi  part  of  oil  of  cassia,  and 
colored  with  1  part  of  cinnabar. 

Violet  Soap.  II.  Melt  together  315 
parte  of  cocoanut  oil  and  150  parte  of 
crude  palm  oil,  cool  off  to  108"  F., 
pour  through  gauze  and  color  with  | 
part  of  cinnabar.  Then  take  20  parrs 
of  pulverized  orris  root,  2^  parts  of 
pulverized  orange  p«el,  and  If  parte 
of  pulverized  benzoin,  pass  the  whole 
through  a  fine  sieve,  and  add  it,  with 
constant  stirring,  to  the  fat.  When 
all  the  powder  is  dissolved,  saponifica- 
tion is  accomplished  witn  170  parts 
of  soda-lye  of  38"  B.,  and  the  soap 
perfumed  with  oils  of  lavender  and 
Dergamot  each  |  part,  oils  of  cassia  and 
cloves  each  ^  part,  and  tincture  of 
musk  I  part.  Tne  soap  does  not  need 
coloring,  as  it  is  naturally  of  a  beauti- 
ful brown. 

White  Alabaster    Soap,      Stearine 
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65  partSf  ooooftnnt  oil  besi  quality  110 
parts,  glycerine  65  parts,  caus^  soda- 
lye  of  38°  to  3y°  B.  90  parts,  alcohol 
of  96  per  cent.  130  parts. 

If^hite  Windwr  JSoap,  Qood  white 
tallow  soap  200  parts,  oils  of  lavender 
I  part,  cassia  i  part,  neroli  i  part, 
essence  of  Portugal  i  part,  and  oil  of 
cinnamon  Jtf  part. 

iShaving  Aap  in  the  Cold  Way, 
Melt  toj^^ether  250  i)arts  of  tallow,  125 
parts  ot  oocoanut  oil  and  25  parts  of 
lard,  and  allow  the  mixture  to  cool 
off  to  115''  F ;  then  add  275  parts  of 
caustic  soda>)ye  of  30°  B.  and  75  parts 
of  caustic  potash-lye,  and  perftime  the 
soap  with  1  part  of  oil  of  lavender 
ancl  ^  part  each  of  oils  of  thyme  and 
cumin. 

Soap  for  Washing  Silk  Chads,  Melt 
in  a  suitable  boiler  1500  parts  of  soap 
converted  into  fine  shavings,  a  like 
quantity  of  beef-gall,  165  parts  of 
honey,  150  parts  of  pulveriz^  su^r, 
and  25^  parts  of  Venetian  turpentine, 
and  pour  the  mass,  while  yet  hot,  into 
a  mould  previously  lined  with  a  doth 
dipped  in  cold  water.  The  soap  will 
become  hard  in  the  course  of  24  hours 
and  readv  for  washing  silk  goods. 

To  Chve  a  Gloss  to  the  Surfa^ce 
of  Toilet  Soaps  they  are  eenerally 
scraped,  dipped  into  dilute  lye,  and, 
when  drv,  brushed.  This  rather 
tedious  labor  can,  according  to  DepuiSy 
be  done  by  steam.  The  soap,  before 
or  after  drying,  is  submitted  to  a  cur- 
rent of  steam,  which  may  be  perfumed 
before  reaching  the  soap  by  passing 
through  a  cloth  impregnated  with  the 
perfume.  The  action  of  the  steam 
effects  at  once  an  alteration  in  the 
surface  of  the  cakes  or  bars  of  soap, 
forming  a  salt  of  varying  composition 
according  to  the  fats  used.  By  uni- 
formly distributing  this  salt  upon  the 
surface  of  the  soap  with  a  moist  linen 
cloth,  all  the  pores  and  irregularities 
of  surface  are  closed,  and,  when  dry, 
forms  a  very  glossy  coating  which  is 
not  injured  even  in  the  moulding 
press. 

New  Process  of  Treating  Fats,  By 
this  process  the  tar-like  substances 
formed  in  saponification  with  sul- 
phuric acid  are,  by  a  simple  method, 
removed,  and  complete  decomposition 
is  accomplished  by  an  addition  of  di- 


lute sulphuric  acid,  and  boiling  under 
pressure  in  a  closed  apparatus.  The 
fat  is  completely  decomposed,  and  the 
glvcerine  obtained  as  a  clear  fluid. 
We  may  divide  the  process  into  4 
distinct  operations:  1,  treating  ^e  &t 
with  concentrated  sulphuric  acid  with 
development  of  sulpnurous  acid;  2, 
removing  the  tar-like  substances;  3, 
decomposition  with  dilute  sulphurio 
acid  in  a  closed  vessel  under  a  pressure 
ot  8  to  4  atmospheres;  and,  4,  treating 
the  sebates  in  the  cold  and  warm  press. 

let  Operation,  The  fats  are  heated 
in  a  vessel  lined  with  lead  to  250°  to 
800°  F.,  fresh  fats  requiring  a  higher 
temperature  than  old  stock.  Sulphurio 
acid  in  the  proportion  of  1  to  1.5  parts 
to  100  parts  of  fat  is  then  added  with 
constant  stirring,  and  the  stirring  con* 
tinned  until  the  temperature  is  reduced 
to  21 2°  F.  Th is  operation  prepares  the 
fats  for  decomposition.  The  mass  be- 
comes black  under  development  of  sul- 
phurous acid,  by  reason  of  which 
arrangements  must  be  made  for  the 
protection  of  the  workmen  against  the 
injurious  effects  of  the  acid.  The  fat, 
when  the  temperature  is  reduced  to 
212°  F.,  is  brought  into  another  vessel. 

2d  Operation,  To  100  parts  of  fat 
treated  with  concentratea  sulphuric 
acid  add  50  parts  of  hot  water.  The 
compound  is  thoroughly  agitated  and 
then  allowed    to  settle,  whereby  the 

greatest  part  of  the  tar-like  bodies  is 
issolvea.  The  fat  is  then  skimmed  off 
and  brought  into  another  pan.  To 
every  100  parts  of  it  50  parts  of  water 
are  added  ;  it  is  boiled  for  n  short  time 
and  then  again  allowed  to  settle  for  a 
few  hours.  If  the  sebaeic  acids  are  to 
be  distilled,  two  washings  are  sufficient, 
but  if  the  acids  are  to  be  worked  up 
without  distilling,  it  is  best  to  wash  a 
third  time.  The  fat  will  then  be  en- 
tirely cleansed  from  all  tar-like  sub- 
stances originated  in  the  first  operation. 
3d  Operation,  The  purified  fat  is 
brought  into  a  vat  lined  with  lead,  and, 
acco]^ing  to  the  condition  of  the  fat,  3 
to  4  per  cent  of  concentrated  sulphurio 
acid  previously  diluted  with  double  its 
quantity  of  water  is  added.  The  vessel 
is  then  closed,  and  the  fat  boiled  by  in- 
troduction of  steam  under  a  pressure 
of  3  to  4  atmospheres  for  4  to  5  hours, 
which  completes   the   decomposition. 
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The  glycerine  salphttric  acid,  by  reason 
of  the  three  washings  in  the  second  op- 
eration, u  entirely  clear  and  almost 
colorless;  it  is  neutralized  with  lime 
and  evaporated.  One  hundred  parts  of 
tallow  yield  by  this  process  7  parts  of 
glycerine  in  no  respect  inferior  to  that 
obtained  by  lime-saponificatiou.  If  the 
sebacic  acids  are  to  be  distilled  it 
suffices  to  treat  them  with  boiling 
water,  but  if  they  are  to  be  pressed  un- 
distilled  they  must  be  washed  with 
boiling  water  to  which  1  per  cent,  of 
sulphuric  acid  has  been  added.  All  that 
remains  then  is  cold  and  warm  pressing. 
Ballhvg's  Method  of  Preparing 
Catulic  Soda-lye,  Dissolve  by  intro- 
ducing steam  100  parts  of  calcined 
soda  of  80  to  90  per  cent,  in  600  of  clear 
water;  then  add  60  to  70  parts  of 
burned  lime  which,  on  becoming  slaked 
in  the  hot  fluid,  raises  the  temperature. 
Carbonate  of  calcium  is  formed  which 
settles  in  a  short  time,  and  the  clear 
lye  is  then  drawn  off.  The  carbonate 
of  calcium  is  washed  with  water,  this 
wash  water  being*  afterwards  used  in 
preparing  the  caustic  soda-lye,  giving 
a  product  of  15°  to  16°  B. ;  100  parts  of 
this  lye  will  saponify  400  parts  of  tallow. 

The  caustic  lye  thus  obtained  is  at 
once,  and  without  being  concentrated 
by  evaporation,  used  for  boiling  soap. 
It  is  one  of  the  principal  reauisites  that 
only  fresh  caustic  lye  shoula  be  used  in 
boiling  soap.  The  lye  is  first  placed  in 
the  boiler  and  then  the  tallow.  The 
latter  melts,  covering  the  surface  of  the 
lye  and  preventing  the  access  of  air  to 
it,  and  the  saponification  of  the  fat  is 
hastened  by  the  quicker  boiling  of  the 
lye. 

Bj  this  process  but  very  little  under- 
lie IS  obtained.  This  contains  the  for- 
eign constituents  of  the  soda,  common 
salt,  and  Glauber's  salt,  on  which  the 
separation  of  the  soap  from  the  under- 
lie depends.  Salting  is  required  only 
forpotash  soaps. 

Tne  soap  is  allowed  to  remain  quietly 
in  the  boiler  for  ^  hour  to  allow  the 
under-lye  to  separate.  It  is  then 
poured  into  the  ^ame  and  when  cold 
divided  into  bars. 

The  under-lye  obtained  is  of  a  dark 
brown  color  and  contains,  besides  com- 
mon salt  and  Glauber's  salt,  some  glyc- 
erine*   When  a  considerable  quantity 


has  been  collected,  it  is  boiled  down, 
whereby  a  part  separates  as  black  soap. 
The  dry  residue  is  calcined  and  fur- 
nishes a  black  substance  which,  after 
lixiviation,  gives  a  coloriess  l^e.  By 
evaporating  the  latter  a  white  sub- 
slance  containing  considerable  quan- 
tities of  soda  is  obtained,  which  on 
being  dissolved  and  made  caustic  with 
lime  can  be  again  used  as  lye. 

TUNNERMANN's  Table  giving  the  Per- 
centage of  Soda  in  a  Soda4ye  at 
69°  /. 


Per  cent. 

Specific 

Per  cent 

Specific 

of  soda. 

gravity. 

of  Boda. 

grivity. 

0.302 

1.0040 

16.714 

1.2463 

0.C04 

1.0081 

16.819 

1.2615 

1.209 

1.0163 

16.928 

1.2678 

1813 

1.0246 

17.528 

1.2642 

2.418 

1.0830 

18.132 

1.2708 

3.022 

1.0414 

18.730 

1.2776 

3.(>26 

1.0500 

19,341 

1.2843 

4.231 

1.0687 

19.946 

1.2912 

4.835 

1.0676 

20.560 

1.2982 

6.440 

1.0764 

21.154 

1.3063 

6.044 

1.0856 

21.768 

1.3126 

6.648 

1.0U48 

21.894 

1.3143 

7.263 

1.1042 

22.868 

13198 

7.857 

1.1137 

22.967 

1.3273 

8.462 

1.1233 

23.672 

1.3349 

9.066 

1.1330 

24.176 

1.3426 

9.670 

1.1428 

24.780 

1.3606 

10.275 

1.1528 

26.386 

1.3586 

10.879 

1.1630 

26.989 

1.3668 

11.484 

1.1734 

26.694 

1.8751 

12.088 

1.1841 

27.200 

1.S836 

12  602 

1.1948 

27.802 

1.3923 

13  297 

1.2058 

28.407 

1.4011 

13.901 

1.2178 

29.011 

1.4101 

14.606 

1.2280 

29.616 

1.4193 

15.L10 

12392 

30.220 

1   1.4286 

Tunnermann's  Table  showing  the  Per* 
centage  of  Anhydrous  Potash  in  Pot' 
ash-lye  at  59°  F. 


Per  cent 

Specific 

Per  cent. 

Specific 

of  potash. 

gi-ayity. 

of  potash. 

gravity. 

0.6668 

1.0060 

16.277 

1.1668 

1.697 

1.0153 

16.408 

11702 

2.829 

1.0260 

17.640 

1.1838 

3.961 

1.0369 

18.671 

1.1979 

6002 

1.0478 

19.803 

1.2122 

6.224 

1.0589 

20.936 

1.2268 

7.366 

1.0703 

21.600 

12342 

8.487 

1.0839 

22.682 

1.2493 

9.619 

10938 

23.764 

1.2648 

10  760 

1.1069 

24.896 

1.2806 

11.882 

1.1182 

26.027 

1.2066 

13.013 

1.1318 

27.168 

13131 

14.146 

1.1437 

28.290 

1.3800 
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PBINZ'S  PBACTICAL  SOAP-BOILIKQ  TaBLB. 


Hard  Soaps, 


require  ffM*  complete  saponification,  of  soda : 

100  parte  of  the  followiiig  fUa 

"s 

90 

Parte  of  Na 
OCO, 

of  soda-lye  of  dcgrms 
Beaain6. 

10 

20 

26 

30 

Tallow,  saotf  stearine,  stearulic  acid  .    .    . 

Fre«  elaic  acid,  oleic  acid 

Palm  oil 

16 

20 
23 

8*73 

287 
800 
860 

137 

14;5 
100 

176 

106 
110 
115 
186 

80 
89 

ODcoanutoil 

103 

Soft  Soaps, 


require  for  complete  saponification,  of  potash  : 

100  parte  of  the  following  fate 

Parte  of 
KaO 

Parts  of  Ka 
OHO 

Parts  of  Ka 
OCO, 

of  potash-lye  of  degrees 
Beaum6. 

• 

8 

20 

26 

36 

Tallow,  suet,  stearine,  stoarolic  acid  .    .    . 

Fiee  elaic  acid,  oleic  acid 

Palm  oil ;    .     .    . 

16 

in| 

20^ 

24 

26 
26 
80H 

823 

333 
316 

4U6 

129 

133 

138 

1G2 

97 
100 

103 
122 

72 
75 

7 

Cocoanut  oil 

00 

Note  to  the  TiAh.  By  mulUpIying  the  quantity  of  potash  (column  8)  required  for  saponificap 
tioQ  with  3  and  dividing  tlie  product  by  7  the  quantity  of  quicklime  required  for  making  the 
lyo  caustic  is  obtained. 

*-  The  lyes  indicated  by  figures  printed  in  bold  type  accomplish  saponification  best,  those  by 
figures  in  medium  type  gi»od,  while  the  w^ork  is  difficult  witii  lyes  indicated  by  figures  in  small 
ty|ie.  Of  the  4  fata  tallow  is  the  most  difficult  to  saponify,  palm  oil  less  so,  while  cocoanut  oil 
and  elaic  acid  are  the  easiest  to  work. 


Soldering  and  Soldbbs. 

Soldering  is  the  process  of  uniting 
the  surfaces  of  metals  by  means  of  a 
more  fusible  metal  which,  being  melted 
upon  each  surface,  serves,  partly  by 
chemical  attraction  and  partly  by  cohe- 
sive force,  to  bind  them  together.  There 
IS  a  great  variety  of  solders,  known  by 
th;3  names  of  hardy  soft^  speUeVy  silver^ 
wkite^  goldf  copper ^  tiriy  plumber^ y  and 
many. others.  Nearly  all  the  principal 
metals  tal&e  part  in  the  composition  of 
solder,  and  most  unraelted  metals  can 
be  jointed  by  one  or  other  of  these 
solders.  The  metals  to  be  united  may 
be  either  the  same  or  dissimilar,  but 


the  uniting  metal  must  always  have 
an  affinity  for  both.  In  all  soldering 
processes  the  following  conditions  must 
be  observed :  1.  The  surfiaces  to  be 
united  must  be  bright,  smooth,  and 
free  from  oxide ;  2.  The  contact  of  air 
must  be  excluded  during  the  soldering, 
because  it  is  apt  to  oxidise  one  or  other 
of  the  surfaces,  and  thus  to  prevent  the 
formation  of  an  alloy  at  the  points  of 
union.  The  most  frequently  employed 
solder  consists  of  tin  and  lead,  and 
melts  somewhere  between  329°  and 
663®  F.J  according  to  the  proportions 
of  the  mgredients.  A  flux  of  borax, 
etc.,  is- often  needed  to  insure  the  adhe- 
sion of  the  solder  to  the  two  pieces  of 
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metal,  and  soldering  irons  of  various 
kinds  are  required. 

AtUo^enous  /Soldering  takes  place  by 
the  fusion  of  the  two  edges  of  metals 
themselves  without  interposing  another 
metallic  alloy  as  a  bond  of  union. 
This  is  accomplished  by  directing  a 
jet  of  burning  hydrogen  gas  from  a 
small  movable  beak  upon  tne  two  snr- 
faces  or  edges  to  be  soldered  together. 
Metals  thus  joined  are  much  less  apt 
to  crack  asunder  at  the  line  of  union 
by  difi'erences  of  temperature,  flexi- 
bility,^ etc.,  than  when  the  common 
soldering  process  is  employed.  This 
method  oi  soldering  is  especially  of 
^reat  advanti^  in  chemical  works  for 
joining  the  cages  of  sheet  lead  for  sul- 
phuric acid  chambers  and  concentra- 
tion pans,  because  any  solder  contain- 
ing tin  would  soon  corrode. 

Ordinary  Soft  Solder,  an  alloy  of  tin 
Mid  lead,  is  best  adapted  for  most 
metals,  with  the  exception  of  cast-iron, 
worked  in  the  various  industries.  Its 
eomposition  varies  very  much,  about 
equal  parts  of  the  metals  being  eener- 
ally  taken ;  2  parts  of  tin  to  1  of  lead 
furnishing  what  is  called  "  weak  %oS% 
solder**  and  2  parts  of  lead  to  1  of  tin 
"strong  soft  solder  J*  A  composition 
consisting  of: 

Tin  1  part  and  lead  2  parts  melts  at  441.5°  F. 
<t  ,  ii  M  «  ip,^rt  "  •♦  371.7°  P. 
"    2  ports"       *•    1    •*         **      "  340.2°  F. 

Bismuth  Solder  consists  of  2  parts  or 
more,  fre<)uently  even  aa  much  as  8 
parts,  of  tin  solder  and  1  part  of  bis- 
muth. It  is  more  fusible  than  tin 
solder,  and  for  this  reason  is  better 
suited  Ibr  soldering  thin  articles  of 
plumbiferous  tin,  but  it  breaks  quite 
easily  and  is  therefore  but  little  used 
for  other  purposes.  A  composition 
consisting  oi : 

Tin  8  parts  bismuth  1  part  melts  at  320°  F. 
"    6    **  "1    *'       '*     **31l°F. 

«    4    <<  "1     **        **     **  293°  F 

I*    2    "  •*        1     "       "     **  236.7°  F. 

Dareet*s  Metal  is  an  excellent  soft 
solder  consisting  of  lead  and  bismuth 
each  8  parts  and  tin  3  parts. 

Hara  Solders,      Cast^ron    may  be 
nsed  as  a  solder  for  wronght-iron,  but, 
being  very  refractory  and  brittle,  it  is 
but  seldom  used. 
22 


Copper  is  the  best  material  of  joinii^g 
iron  to  iron  whether  wrought  or  cast. 
It  unites  the  two  surfeuses  very  firmly 
and,  by  reason  of  its  natural  ductility 
and  toughness,  allows  of  the  soldered 
articles  oeing  bent  into  almost  any 
shape. 

£ras8  Sard  Solder  consists  of  a 
mixture  of  brass  and  sine  to  which  is 
sometimes  added  a  small  portion  of 
tin.  Wrought  or  rolled  brass  being 
more  homogeneous,  and  not  likely  to 
contain  an  undue  proportion  of  zinc, 
should  be  preferred  to  cast-brass  in 
preparing  the  solder.  The  proportions 
of  brass  and  sine  vary  according  to 
the  purpose  intended ;  addition  of  zinc 
increases  the  fusibility  but  decreases  the 
ductility  and  also  the  durability  of  the 
solder.  A  very  good  hard  solder  for 
cast-steel,  wrought-iron,  steel,  copper, 
and  brass  (with  the  exception  of  cast- 
brass)  is  obtained  by  melting  7  parts 
of  brass  shavings  together  with  1  of 
zinc,  keeping  the  mixture  in  flux  for 
not  longer  than  6  to  7  minutes,  and 
then  pouring  out. 

Hard  Solder  coniainina  Tin,  In 
preparing  this  solder  it  is  best  to  melt 
the  brass  and  zinc  separately  in  2 
crucibles,  so  that  they  become  liquid 
at  the  same  time.  The  zinc  is  tnen 
carefully,  and  with  quick  and  constant 
stirring,  poured  in  the  brass  previously 
skimmed. 


I. 

II. 

III. 

IV. 

Parts. 

Brass 

Zinc 

Tin  free  from  lead     .    . 
Copper     

18 
3 
2 

•  •• 

12 

4 
1 

•  •• 

12 
2 
2 

••• 

16 

1 

16 

Other  solders  belonging  to  the  same 
order: 


L 

II. 

IIL 

IV. 

V. 

Parts. 

Copper  .    .    . 
Zinc  .... 
Tin    .... 

33.34 
66.66 

61.26 
38.75 

13 
10 

•  •• 

49.5 
50.6 

24 
8 
8 

Chf  tin  1  part,  brass  5;  or,  zinc  19 
parts,  brass  82 ;  or,  zinc  333  parts,  brass 
1000,  and  tin  125. 

Solder  for  A  rgenian  ( German  Silver), 


sas 
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A  oompositioo  oonsisting  of  argentan 
and  more  or  less  zinc  is  used  for  this. 
The  proportions  vary  very  mach,  but, 
as  regards  durability  ana  solidity  of 
the  solder,  it  is  best  to  take  as  litUe 
zinc  as  jiossible.  Ar^ntan  by  itself  is 
well  suited  for  soldenng  iron  and  steel 
articles. 


Hard  Silver  Solder  is  used  for  soldeiv 
ing  silverware  and  fine  articles  of  braaiL 
copper,  steel,  and  iron.  It  consists  of 
silver  with  a  large  aiAdition  of  copper, 
or  of  silver,  copper,  and  zinc 

a.  Hard  Siltfer  Solder  (for  the  first 
aoldering)  is  generally  composed  of: 


I. 

11. 

III. 

IV. 

V. 

VI. 

VII. 

VIII. 

IX. 

X. 

XI. 

F»rts. 

Tine  silrer      ..... 

4 

2 

19 

67 

66.7 

66.3 

60 

11 

16 

6 

9 

O>ppor 

»•■ 

••• 

1 

28.6 

23.3 

26.7 

33.4 

»•• 

Bran 

3 

1 

10 

•• 

•  •• 

•  •• 

•  •• 

4 

16 

76 

157 

2iDC 

••• 

»•• 

6 

14.3 

10 

11 

16.6 

1 

1 

18 

36 

6.  Softer  Hard  Silver  Solder  for  after- 
soldering,  i,  e,f  for  soldering  articles 
having   parts    already   soldered    and 


therefore    requiring    a   more    fiudble 
solder: 


• 

I. 

II. 

III. 

IV. 

V. 

VI. 

VII. 

VIII. 

IX. 

Parte. 

Mediam  fine  rilrer  .... 

Zinc 

Copper   

Tin 

7 

1 

•  •• 

• 

•  •• 

16 

1 

••• 

16 

1 

•  *• 

3.6 

1 

2.6 

•  •• 

2 
1 
3 

10.6 
3 
4.6 

••• 

68.8 
8.2 
23 

67.1 
10.5 
24.4 

48.S 

16.1 

32.3 

3.3 

Hard  Gold  Solders  for  soldering  gold- 
ware,  and  sometimes  fine  articles  of 
steel,  are  eenerally  divided  into : 

1 .  Easily  LiquefiaMe  Solder  for  A  rti- 
eles  of  less  than  X^-carat  gold,  Four- 
teen-carat  gold  10  parts,  fine  silver  5, 
zinc  1.  This  solder  serves  for  yellow 
gold  which  it  resembles  in  color,  and 
also  for  finer  goldware  which  is  not  to 
be  colored. 

3.  Refractory  Solder  for  Articles  of 
14-carai  gold  and  aprr,  especially  when 
they  are  to  be  colored.  Fine  gold  16 
jMirts,  fine  silver  9,  copper  8. 

3.  Solder  for  Articles  of  20- carat 
gold  which  are  to  be  enamelled,  and 


by  reason  of  the  heat  to  which  they  are 
exposed. during  the  process  require  a 
very  refractory  solder:  a.  Fine  gold 
37  parts,  fine  silver  9.  6.  Eighteen- 
carat  gold  16  parts,  fine  silver  3,  cop- 
per 1. 

Very  Refractory  Solders  for  Articles  to 
be  enamelled: 

, * » 

L     n.     III. 

FMte. 

Copper 26       0.1 

SilTer 7  3         9 

Gold 68         16       37 

Other  Hard  Gold  Solders  for  articles 
of  gold  of  14-carat  and  over  are  com- 
pel^ of: 


1. 

II. 

III. 

IV. 

V. 

VI. 

VII. 

VIII. 

IX. 

Parts. 

Copper 

BUver 

Oold 

24.2 
27.3 
48.6 

33.4 
16.6 
60 

37.6 

18.75 

43.76 

26.1 

26 

48.9 

27.1 
76.7 
66.2 

27.2 
31.8 
40.9 

29.2 
3;i.3 
37.6 

33.3 
37.6 
29.2 

31.8 

50 

18.7 
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339 


Cfifod  Hard  Solder  used  for  soldering 
brass  U  prepared  from  an  alloy  of  6 
parts  of  copper  with  4  of  brass  and  10 
of  tin.  Tlie  oojl^r  and  brass  are  first 
melted  and  the  tin  is  then  added. 
When  the  whole  is  melted  together  it  is 
poured  upon  a  bundle  of  twi^  held 
over  a  tub  of  water,  into  which  it  falls 
in  granulations.  The  granulated  metal 
is  then  dried  and  pounded  to  the  re- 
quired  fineness  in  a  mortar.  B7  add- 
ing to  this  alloy  2  parts  of  zinc  a  still 
more  fusible  solder  is  obtained.  For 
soldering  platinum,  fine  gold  eut  up  in 
small  pieces  is  used. 

An  Excellent  Soft  Solder  ia  obtained 
by  melting  together  equal  parts  of  bar- 
tin  and  lead.  It  is  used  ror  solderine^ 
tin  plates  together,  and  gives  verjr  good 
results.  The  following  table  gives  a 
number  of  alloys  for  soft  solder  and 
their  respective  melting  points : 


Bl»- 
math. 

Melting 

No. 

Tin. 

Lead. 

Point. 
DegreesF. 

1 

1 

25 

••• 

556 

2 

1 

10 

••• 

541. 

3 

1 

6 

••• 

611 

4 

1 

3 

••• 

'482 

6 

1 

2 

••• 

441 

6 

1 

1 

t** 

370 

7 

IJ4 

1 

••• 

334 

8 

2 

1 

••• 

340 

9 

3 

1 

••• 

866 

10 

4 

1 

••• 

365 

11 

6 

1 

••• 

378 

12 

6 

1 

••• 

380 

13 

4 

4 

320 

14 

3 

3 

310 

16 

2 

2 

292 

16 

1 

1 

264 

17 

1 

2 

831 

18 

6 

3 

203 

19 

2 

1 

20 

1 

1 

2 

No.  8  is  used  for  soldering  cast-iron 
and  steel,  sal-ammoniac  or  rosin 
.  serving  as  a  flux.  Copper,  brass,  and 
bronze  can  also  be  soldered  with  the 
same  allo^  and  the  same  flux.  For 
soldering  tin-plate  and  sheet-iron  chlo- 
ride of  zinc  is  used  as  a  flux  with  the 
same  solder.  Lead  and  tin-pipes  are 
soldered  with  Nos.  6,  7,  and  8,  using 
rosiii  and  olive  oil  as  flux. 

Silver  Sadder  for  intUed  Ware.  Melt 
together  silver  64  parts  and  brass  40. 


Soft  Solder  for  Catt  Britannia 
Metal,  Melt  together  lead  10  parts, 
tin  16. 

Solder  for  Pewter,  Melt  together 
tin  30  parts,  lead  15,  and  bismuth  3 
to  9. 

Hard  White  Solder  is  composed  of 
copper  24  parts,  zinc  and  tin  each  8. 

Hard  Yellow  Solders,  1  consists 
of  copter  13  parts  and  zinc  10. 

2.  Tiis  is  esjiecially  suitable  for  cop- 
persmiths. It  is  composed  of  zinc  49.5 
parts  and  copper  50.5. 

Solder  for  Gold  on  Aluminium 
Browte,  Copper  8  parts,  aluminium 
12,  and  zinc  80,  melted  together  in.  the 
order  mentioned.  For  larger  articles : 
Copper  4  parts,  aluminium  6,  and  zinc 
90. 

Three  Excellent  Hard  Solders  found 
in  commerce  are  composed  as  follows: 


LeiMl 
Paiia. 


A.  Golden  yellow 

B.  Medium  light 
G. White.    .    . 


Copper 
Pftits. 

Zinc 
Parts. 

Tin 
Parts. 

63.50 
43.75 
67.50 

43.33 
60.68 
27.W 

2.12 

3.75 

14.9U 

1 

trace. 


To  Solder  Brass  and  Sheet-tin,  Tin 
the  brass  where  it  is  to  be  soldered,  and 
use  a  solder  consisting  of  2  parts  tin  and 
Head. 

^  To  Solder  Iron  and  Steel.  For  large 
pieces  of  iron  or  steel,  copper  or  brass 
IS  used  as  solder.  Place  a  thin  strip  of 
copper  or  brass  along  the  junction, 
bind  the  plates  together  with  wire,  ana 
cover  them  an  incn  deep  with  clay  free 
from  sand.  For  soldermg  iron  to  iron 
bring  the  plates,  when  dry,  to  a  white 
heat,  and  tnen  plunge  them  into  cold 
water ;  for  iron  to  steel  or  steel  to  steel 
cool  slowlv  from  the  white  heat.  The 
vitrified  clay  is  then  broken  off. 

For  smaller  articles  prepare  a  solder 
by  granulating  a  mixture  of  8  parts  of 
brass  with  1  of  zinc.  Mix  this  solder 
with  borax  and  spread  it  over  the  arti- 
cles to  be  joined. 

For  very  small  articles  a  solder  pre- 
pared by  melting  together  6  parts  of 
brass,  1  of  zinc,  and  1  of  tin  is  used. 
The  solder  is  beaten  into  thin  plates, 
which  are  applied,  together  with  oorax, 
to  the  surfaces  of  the  articles  to  be  sol- 
dered. 

Very  small  and  delicate  articles  are 
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best  soldered  by  gold,  either  pure  or 
mixed  with  2  parts  of  silver  and  3  of 
copper. 

To  Solder  Steel  on  Sheet-iron.  Melt 
borax  in  an  earthenware  potj  and  mix 
it  with  1^  part  of  sal-ammoniac.  Cool 
it  upon  an  iron  plate,  and  add  an  equal 
weight  of  lime.  When  iron  and  steel 
are  to  be  soldered  together  bring  them 
first  to  a  red  heat,  and  spread  the  above 
mixture  over  them.  The  mixture  melts 
and  becomes  liquid  like  sealing-wax. 
The  pieces  of  metal  are  replaxsed  in  the 
fire  and  heated  a^in,  but  not  nearlvas 
strong  as  for  ordinary  soldering ;  they 
are  then  taken  out  and  the  two  surfaces 
united  by  hammering.  The  same  pro- 
cess is  also  recommended  for  soldering 
sheet-iron  tubes. 

Soldering  without  a  Soldering  Iron, 
Pieces  of  brass,  etc.,  can  be  soldered 
without  it  being  po&sible  to  detect  the 
joint  by  filing  the  pieces  so  that  they 
fit  exactly,  moistening  them  with  a  sol- 
derine"  lic^uid,  then  placing  a  piece  of 
smooth  tm-foil  between  them,  tying 
them  to^eth|»  with  wire^  and  heating 
over  a  lanr^'^br  fire  until  the  tin-foil 
melts.^  With  good  soft  solder  most  all 
sfddering  can  be  done  over  a  lamp 
without  the  use  of  soldering  iron.  The 
different  degrees  of  fusibility  of  solders 
can  also  be  advantageously  used  for 
several  solderings  and  joints  on  the 
same  piece.  By  soldering  first  with  a 
fine  solder  composed  of  lead  2  parts,  tin 
1,  and  bismuth  2  there  will  be  no 
danger  of  melting  when  close  to  the 
jointed  part  another  piece  is  soldered 
on  with  solder  comf>osea  of  lead  4  parts, 
tin  4,  and  bismuth  1.  The  following 
soldering  liquid  is  the  best  to  use: 
Equal  parts  of  water  and  hydrochloric 
acid  saturated  with  zinc. 

Soldering  Liquid  Causing  no  Must 
is  prepared  as  follows :  Dissolve  small 
pieces  of  zinc  in  hydrochloric  acid  until 
the  acid  ceases  to  effervesce.  Then  add 
about  ^  part  of  the  solution  of  spirit  of 
sal-ammoniac,  which  neutralizes  all 
acid,  and  finally  dilute  the  whole  with 
an  equal  quantity  of  water.  This  sol- 
dering liquid  causes  no  rust  on  iron 
or  steel,  and  does  excellent  service  in 
all  soldering  and  also  in  tinning  opera- 
tions. 

Avofher  Soldering  Liquid  Free  from 
Acid  is  prepared  by  mixing  10  parts  of 


pure  hydrochloric  acid  with  5  of  water, 
and  adding  gradually  to  the  mixture  5 
parts  of  zinc  cut  up  in  small  pieces.  It 
IS  best  to  use  an  earthenware  or  glass 
vessel  with  a  wide  neck^  and,  by  reason 
of  the  escaping  gases  being  very  poison- 
ous, to  perform  the  work  in  the  open 
air.  When  all  the  zinc  has  been  added 
stir  frequently  with  a  wooden  rod  dur- 
ing the  first  day ;  the  next  day  heat  the 
vessel  gently  by  plaoiar  it  in  hot  water 
or  hot  sand,  and  th«i  place  the  mixture 
aside  for  clearing,  in  a  few  days  pour 
off  the  clear  Anid,  and  add  a  solution 
of  1  part  of  sal-ammoniac  in  2  of 
water  7  stir  thoroughly  and  put  the 
ready  liquid  in  earthen  jars  or  glass 
bottles. 

Iht  zinc  remaining  in  the  vessel  is 
rinsed  off  with  water,  dried,  and  kept 
for  future  use. 

If  a  stronger  liquid  is  desired,  the  last 
2  parts  of  water  may  be  omitted  and 
the  sal-ammoniac  directly  dissolved  in 
the  solution  of  zinc. 

Simple  Method  of  Soldering  Small 
Articles,  Moisten  the  surfaces  of  the 
metals  to  be  soldered  with  a  feather 
dipped  in  a  solution  of  sal-ammoniac, 
and  fit  the  joint  with  tin-foil  cut  to  the 
exact  size,  and  heat  the  metals  sufii- 
ciently  to  melt  t^e  tin-foil.  When  cold 
the  surfaces  will  be  found  firmly  ce- 
mented together. 

To  Solder  Saws,  A  piece  of  char- 
coal, a  blowpipe,  some  spelter  and  bo- 
rax are  reouired.  File  the  ends  of  the 
saw  smooth,  so  that  one  side  laps  over 
the  other;  fit  the  teeth  opposite  each 
other,  and  bind  it  with  iron  wire  to 
keep  in  place.  Then  moisten  the  lap 
witn  borax  dissolved  in  water  and  place 
the  saw  on  the  charcoal.  Place  tiie 
broken  parts  near  a  gas  jet,  sprinkle 
the  parts  previously  wetted  with  the 
spelter,  ana  blow  the  flame  of  gas  until 
the  spelter  runs ;  let  it  get  cool  before 
removal.  When  quite  cold  file  it  flat 
with  the  other  part  of  the  saw. 


Sugars,  Glucose,  etc. 

Preparation  of  Milk  Sugar,  By  the 
former  process  of  evaporating  the  whey 
in  order  to  gain  the  milk-sugar,  a 
large  part  of  it,  by  reason  of  the  per- 
centage of  acid,  pasjsed  over  into  non- 
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erystallizable  lactose.  By  MnoHnp's 
pricess  the  whey  is  neutral izea  with 
whiting,  then  evaporated  to  one-half 
its  volume  and  allowed  to  settle.  The 
clear  whey  is  then  drawn  ofif  from  the 
precipitate,  consisting  of  albumen  and 
calcium  phosphate,  and  further  evap- 
orated. The  sugar  separates  from  the 
purified  solutions  in  oohering  lamina 
and  crusts.  The  mother  lye,  oy  beinr 
further  evaporated,  yields  a  second 
crystallization.  The  remaining  thick 
lye  can  be  still  further  worked  into 
sugar  bv  dialysis.  By  this  process  100 
parts  of  summer  whey  yield  4  parts  of 
refined  milk-sugar.  By  allowing  the 
whey  to  freeze  and  removing  from  time 
to  time  the  ice-crust  formed,  a  solution 
rich  in  sugar  is  obtained  in  a  compara- 
tively short  time,  and  which  is  purer 
than  that  gained  by  evaporation,  since 
the  fat,  albumen,  and  salts  mostly  com- 
bine with  the  ice.  An  experiment  to 
obtain  milk-sugar  bv  this  process  re- 
sulted in  a  yield  of  i  part  of  milk- 
sugar,  white  as  snow,  from  10  parts  of 
whey,  the  result  being  still  better  from 
winter  whe^,  naturally  poor  in  sugar, 
100  parts  of  which  yielded  2h  parts  of 
milk-sugar. 

Improvement  in  Refining  and  CryS' 
talUzing  of  Starch  Sugar  (Glwose), 
Commercial  glucose  is  melted  and 
mixed  with  70  to  80  per  cent,  of  spirit 
of  wine  of  80®  Tralles,  or  with  pure 
pyroligneous  spirit.  To  the  resulting 
syrupy  mixture  add  pulverized  glu- 
cose, and  allow  the  whole  to  congeal  at 
a  temperature  of  above  86°  F.,  stirring 
it  fr^uenUy.  The  syrup  obtained  in 
the  manufacture  of  starch  can  also  be 
treated  in  this  manner.  The  resulting 
paste  is  pressed  and  treated  in  the  cen- 
trifugal machine^  and  the' alcohol  re- 
gained bydistillmg  in  a  vacuum.  To 
prepare  solid  transparent  glucose  (dex- 
trose hydrate  C.  H,,  O,  H,  O)  concen- 
trate in  a  vacuum  a  solution  of  glu- 
cose to  46°  (weighed  at  90°)  and  allow 
it  to  crystallize  in  moulds  at  a  temper- 
ature from  95°  to  120°  F.  At  a  lower 
temperature  it  crystallizes  in  wart-like 
masses. 

Refining  and  Preparation  of '  An- 
hydrous  Glucose,  Evaporate  in  a 
vacuum  an  entirely  colorless  and  clear 
solution  of  glucose  until  a  sample  can 
scarcely  be  kneaded.    Then  mix  the 


evaporated  mass  with  10  to  25  parts 
by  weight  of  boiling  hot  methyl  al- 
cohol, and  ponr  the  resulting  thin 
syrup  in  conical  moulds,  which  can  be 
closed.  Crystallization  will  be  com- 
plete in  2  or  3  days,  when  what  re- 
mains liquid  is  expelled  by  suction. 

For  producing  dense  and  solid 
sugar,  saturate  the  |>orous  mass  taken 
from  the  moulds  with  a  mixture  of 
100  parts  of  concentrated  syrup  and  80 
to  100  parts  of  pyroligneous  spirit  and 
allow  It  to  crystallize  at  an  ordinary 
temperature.  When  the  desired  den- 
sity has  been  obtained,  remove  the 
liquid  portion  by  suction  and  wash  the 
sugar  with  methyl  alcohol.  The 
methyl  alcohol  remaining  in  the  loaves 
is  distilled  ofi^  by  bringing  the  loaves 
into  a  vacuum  pan,  a  teni)>erature  of 
86°  F.  being  sufficient  at  the  start, 
and  need  oiny  be  raised  towards  the 
end  of  the  operation  to  120°  to  140°  F. 
The  pyroligneous  spirit  is  regained  by 
distillation  from  the  fluid  drawn  off  by 
suction. 

Apparatus  and  Process  for  the  Fab- 
ricatton  of  Starch,  Glucosf,  and  Hard 
Grape  Stigar  (Dextrose),  oy  Wm. .  T. 
Jepp,  of  Buffalo,  N.  Y,  Through  the 
hopper  A*^  (Fig.  40)  the  corn,  etc.,  to  be 
worked  is  conveyed  into  the  closed 
steeping  vat  A  filled  with  water  of 
about  140°  F.,  and  distributed  by  an 
apparatus  over  the  entire  inner  sur- 
face of  the  vat.  The  material  sinks 
down,  while  the  foreign  admixtures 
are  removed  by  a  discharge  pipe. 
After  48  hours  the  water  is  drawn  off, 
and  the  com  conveyed  by  an  elevator 
to  the  hopper  B*,  and  from  here  to  the 
mill  B',  from  whence  it  passes  to  the 
shaking  sieve  C,  upon  which,  falls  a 
constant  stream  of  water.  The  starch 
passes  through  the  sieve,  while  the 
bran  remains  behind  and  is  carried  by 
a  transport  screw  placed  underneath 
the  sieve  to  the  elevator  C",  and  ie 
conveyed  by  this  to  the  crushing  aj>- 
paratus  D,  consisting  of  tveo  rubber 
collars  between  which  passes  a  wire 
cloth.  The  bran  is  here  freed  from 
moisture  and  starch,  the  bran  remain- 
ing upon  the  wire  cloth  while  the 
starch  is  collected  in  a  basin  beneath 
the  cloth  and  runs  from  here  into  the 
settling  boxes  E^  where  it  is  treated 
with  chemicals  in  order  to  separate 
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the  gluten.  From  here  the  stareh- 
milk  is  ooDTeyed  to  the  inclined 
starch  tables  G,  and  is  then  carried 
into  a  channel  at  the  head  of  the 
series  of  tables  where  it  is  comminnted 
by  a  revolving  knife,  water  being 
admitted  at  the  same  time.  The  (laste 
is  conveved  to  the  mixing  reservoir 
K  provided  with  a  stirring  apnaratos, 
ana  finally  into  the  settling  ooz  L, 
where  it  is  washed.  To  produce 
glucose  the  starch  is  brought  into  the 
o|>en  converter  L,  drawn  off  into  the 
holder  M.  and  here  neutralized.  The 
fluid  is  tnen  conducted  through  the 
settling  box  M'  and  the  bag-filter  M* 
into  the  reservoir  M*,  and  bleached. 
From  M*  the  fluid  passes  through  the 
bag-filter  N'  to  K'  and  O,  is  filtered 
through  animal  charcoal,  and  then 
pumped  into  the  vacuum  pan  Q, 
where  it  is  concentrated.  After  pass- 
ing through  the  filtering  press  B,  it  is 
ready  to  he  drawn  into  barrels. 

For  preparing  hard  grape  sugar 
{dtxtro9e)f  the  solution  of  su^^r  is  con- 
veyed from  the  dosed  converter  L' 
into  the  reservoir  T,  then  to  T*  where 
it  is  neutralized  and  bleached,  and 
finallv  into  the  settling  box  M*.  From 
here  it  is  passed  through  the  bag-filter 
M*  into  the  reservoir  M',  filtered,  then 
pumped  into  M*,  where  it  is  bleached 
and  filtered  through  N  into  N*.  From 
the  latter  it  is  conveyed  to  O,  and  is 
eitiier  filtered  through  the  carbon 
fiJter  P  or  brought  ciirectly  into  the 
vacuum  pan  Q.  The  concentrated 
flaid  is  filtered  through  filter-presses 
into  U,  and  passes  from  here  into  the 
cooling  apparatus.  S  V  and  Y*  are  the 
steam  apparatus  and  furnace  for  re- 
vivifying the  animal  charcoal.  In  the 
cooling  apparatus  S  the  hot  cream-like 
sugar  is  kept  in  constant  motion  by  a 
screw,  and  cooled  off  by  serpentine 
pipes.  Solidification  is  accelerated  by 
throwing  in  finished  sugar. 

To  Remove  Gypsum  from  Solutions 
of  Glucose  produced  with  the  aid  of 
Sulphuric  Add,  The  solution  of  glu- 
cose formed  by  boiling  the  starch  with 
dilute  sulphuric  acid  is,  after  being 
neutralized  with  chalk,  filtered,  com- 
pounded with  oxalate  of  barium  and 
Doiled  down.  The  solution,  after  fil- 
terinfi^,  is  entirely  free  from  gypsum. 
In  place  of  oxalate  of  barium,  phos- 


phate of  barium  may  be  vmI,  or  any 
other  barium  salt  forming  an  insoluble 
combination. 

Preparation  of  Pure  LemUose.  Pre- 
pare a  10  per  cent,  solution  of  cane 
sugar,  add  for  every  100  parts  of  sugar 
2  parts  of  hydrochloric  acid,  and  heat 
to  140°  F.  At  this  temperature  the 
fluid  remains  entirely  colorless.  The 
conversion  into  grape  and  fruit  sugars 
takes  place  very  slowly  and  r^fularly, 
\\  pounds  of  sugar  requiring  about  17 
hours.  After  complete  conversion  a 
12  per  cent,  solution  of  inverted  sugar 
is  obtained.  Allow  the  fluid  to  cool 
slowly  to  about  23°  F.  Then  add  to 
every  10  parts  of  sugar  6  parts  of 
slaked  lime  pulverized  and  passed 
through  a  hair  sieve,  mix  and  stir 
thoroughly.  The  fluid  congeals  to  a 
paste,  the  temperature  rising  about  2 
degrees.  Then  press  out  the  paste  in 
order  to  separate  the  liquid  lime-com- 
pound of  grape  sugar  from  the  solid 
lime-compound  of  fruit  sugar.  Re- 
place the  latter  in  water  and  press  it 
out  again,  repeating  the  operation  as 
long  as  tne  wash-water  turns  to  the 
right.  The  remaining  mixture  of 
lime-compound  of  levuloee  and  excess 
of  lime  18  suspended  in  water  and 
saturated  with  oxalic  acid  until  the 
lime-compound  is  accurately  neutral- 
ized. The  scarcely  yellowish  colored 
fluid  is  then  filtered  off  from  the 
oxalate  of  lime  into  a  large  beaker 
glass  and  placed  in  a  cold  mixture  of 
snow  and  hydrochloric  acid.  Stir 
thoroughly  until  about  i  of  the  water 
is  frozen.  Then  throw  the  whole 
upon  a  linen  filter,  and,  as  soon  as  the 
greater  part  of  the  fluid  is  drained  off, 
press  out  the  residue.  Replace  the 
combined  filtrates  in  the  cola  mixture 
and  repeat  the  whole  process  until  a 
very  concentrated  solution  of  levulose 
is  obtained,  and  then  dry  the  levulose 
syrup  in  a  vacuum.  Levulose  thus 
ODtamed  is  pure  and  white. 

A  New  Source  for  Supplying  Mdn- 
nite  is,  according  to  W,  Thomer,  the 
Agaricus  integer ^  a  common  and  easily 
recognized  fungus.  Boil  ont^he  com- 
minuted fungus  with  fresh  quantities 
of  alcohol  until  the  extracts,  on  cooling, 
separate  no  more  crystals.  The  crys- 
talline mass,  consisting  of  separated 
mannite,  is  redissolved  m  alconol  and 
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boiled  with  animal  charcoal.  From 
the  filtered  flaid  the  mannite  crystal- 
liiea  in  snow-white  needles.  One  hun- 
dred parts  of  Affaricus  integer  yield 
fi!om  19  to  20  parte  of  mannite. 

FariJioaUan  of  Sugar  Beet  Juice  by 
meant  of  SUiea  Hydrate.  Heat  the 
jnioe  nearlj  to  the  boiling  point  and 
compound  it  with  ^  to  2  parts  of  silica 
hydrate  of  10^  B.  to  eyery  100  parte  of 
juice,  the  quantity  depending  on  the 
organic  substances  ana  organic  alka- 
line combinations  in  the  juice.  In 
about  5  minutes  add  to  the  mixture 
0.004  per  cent,  of  lime  in  the  form  of 
milk  of  lime  (or  air-slaked)  and  then  let 
it  come  to  a  boil.  Remove  the  result* 
ing  precipitate  by  pressing  and  treat  the 
filtrate  like  other  juice,  %,  e.,  filter  and 
boil  down. 

To  Prepare  StrorUia  Sugir  from 
Treacle  and  Syrup.  By  using  3  mole- 
cules of  strontia  to  1  molecule  of  sugar 
strontium  saccharate  is  preeipitatea  at 
the  boiling  point  under  orainary  or 
higher  pressure.  The  }>recipitate  is 
separatea  from  the  fluid  in  a  hot  con- 
dition and  washed  with  hot  water.  The 
strontium  oaccharate  thus  obtained  is 
decomposed  hv  water  at  a  lower  tem- 
perature into  basic  saccharate  and  free 
strontium  hydrate.  The  strontium  sac- 
charate is  used  for  separating  beet 
juice  and  other  sacchariierous  juices. 


Textile  Fabbics  and  Tissues. 

Coaiing  Textile  Fabrics  with  Metallic 
Substances,  Fine  comminuted  metallic 
powder  is  mixed  with  an  adhesive  sub- 
stance, as  caoutchouc,  etc.,  and  tjie 
mixture  applied  either  by  hand  or 
machine  to  the  textile  fabric,  which  is 
tiien  dried  and  glazed.  After  glazing 
a  pattern  may  be  either  preyed  or 
printed  upon  the  fiibric. 

Effea  of  Heat  on  Textile  Fabrics, 
Recent  experiments  have  shown  that 
white  wool,  cotton,  and  silk  may  be 
heated  to  248*'  F.  for  3  hours  without 
apparent  injury,  except  that  wool  will 
snow  a  slight  change  in  color,  es|>ecially 
when  new.  The  same  may  be  said  of 
dyed  wools,  printed  cottons,  and  most 
dyed  silks ;  but  some  white  silks  turn 
brown  by  this  heat,  and  some  pink 
silks  are  faded  by  it.    The  same  tem- 


perature will,  if  continued  for  a  longer 
period,  slightly  change  the  color  of 
white  wool,  cotton,  silk,  and  un- 
bleached linen,  but  will  not  otherwise 
iigure  them.  A  heat  of  293°  F.,  con- 
tinued for  about  3  hours,  slightly  singes 
white  wool,  and  leas  so  unbleached  and 
white  cotton,  white  silk,  and  linen, 
both  unbleached  and  white,  but  does 
not  materially  injure  their  appearance. 
The  same  b^t  eontinned  m  about  5 
hours  singes  and  injures  the  appear- 
ance ai  white  wool  and  cotton,  un- 
bleached linen,  white  sOk,  and  some 
colored  fabrics  of  wool,  or  mixed  wool 
and  cotton,  or  mixed  wool  and  silk.  It 
is  noteworthy  that  the  singeing  of  any 
&brio  depends  not  alone  upon  the  heat 
used,  but  also  on  the  time  during  which 
it  is  exposed.  In  these  experiments 
the  heat  was  obtained  by  burning  gas 
with  smokeless  flames,  and  conducting 
the  products  of  combustion,  mixed  with 
the  heated  air,  by  means  of  a  short 
horizontal  flue  into  a  cubical  chamber 
through  an  aperture  in  its  floor^  and 
out  of  it  by  a  smaller  opening  in  its 
roof.  Fixed  thermometers  showed  the 
temperature  of  the  entering  and  out- 
going currents,  which  represent  the 
maximum  and  minimum  temperatures 
of  the  chambers. 

Feather-plush,  A  process  has  re- 
cently been  patentea  in  Germany 
whereby  finely  comminuted  down  is 
worked  with  textile  materials  into  a 
fur-like  fabric,  in  len^hs  of  about  50 
yards  by  2  yards  in  width.  The  down 
may  also  be  used  in  the  manufacture 
of  light  bed-covers,  wall-papers,  eUi*i 
and  ror  this  feathers  of  little  or  no  value 
and  formerly  considered  useless  can  be 
utilized.  The  process  is  as  follows: 
The  feathers  are  comminuted  by  a 
machine  representing  a  combination  of 
a  batting  machine,  fan  and  sieves.  The 
resulting  down  is  then  carded  in  a 
carding  engine  together  with  40  to  90 
per  cent,  of  other  material  and  formed 
into  a  close  fleece.  By  mechanical 
friction  and  the  aid  of  steam  the  fleece 
is  joined  together  in  large  pieces  of  a 
kind  of  felt,  which  is  then  converted 
into  a  cloth-like  material  by  the  fulling 
process.  The  resulting  fabric  is  then 
thoroughly  dried  and  steamed  for  some 
time  at  a  very  high  temperature  in  a 
closed  steam-box,  resembling  an  appa- 
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ratns  for  shrinking  cloth.  By  this  pro- 
cess an  intimate  union  is  formed  be- 
tween the  down  and  the  other  materials, 
the  fabric  assuming  at  the  same  time  a 
plush-like  appearance,  which  can  be 
very  much  varied  in  the  finishing. 

Dovm-eloih,  Seventy-nine  to  85 
parts  of  down  are  mix^d  with  20  to  30 
parts  of  wool  and  50  to  60  parts  of  oleic 
acid.  The  mixture  is  then  passed 
through  a  batting  machine,  ana  then 
worked  in  succession  in  a  breaking 
card,  finishing  card,  and  carding  ma« 
chine.  The  material  is  then  spun  and 
woven.  The  finished  piece  is  freed 
from  oil,  fulled,  raised,  shorn,  and  dyed. 
The  card-clothing  of  the  rollers  of  the 
carding  machine  corre^nds  to  the 
material  to  be  worked.  On  the  finish- 
ing card  is  arranged  an  endless  cloth 
upon  which  rests  another  endless  cloth, 
wnich  receives  the  mixture  from  the 
porcupine,  and,  carrying  it  along,  is 
wouna  with  it  around  a  roller.  On  the 
carding  engine  ta  also  arranged  an  end- 
less cl^  upon  which  the  fleece  wound 
around  the  roller  of  the  finishing  card 
is  unrolled  and  earned  by  it  to  the 
working  rollers.  There  is  a  farther 
contrivance  on  the  carding  engine  by 
which  one  or  more  threads  may  be  in- 
troduced into  the  roving  in  order  to 
make  the  fabric  more  durable.  The 
improvements  in  the  gig  consist  in  an 
arrangement  of  drums  covered  with 
carding  between  which  the  piece  of 
cloth  runs. 

Improvements  in  the  TVe€Um,ent  of 
Vegetable  Fibres.  The  fibres  after 
having  been  freed  from  foreign  con- 
stituents are  bleached  in  a  bath  of  ^  to 
1  per  cent,  of  ethyl  chloride  to  25 
gallons  of  water.  To  give  to  them  a 
silk-like  gloss  they  are  immersed  for 
3  hours  in  a  bath  of  sodium  carbonate 
or  bicarbonate,  then  exposed  to  the 
fumes  of  burning  sulphur,  and  finidly 
thoroughly  rinsed  with  water. 

To  give  greater  flexibility  to  the 
fibres,  they  are,  after  having  been  dried 
over  nurciles,  submitted  to  the  action 
of  glycerine  vapors. 

Improvement  in  the  Preparation  of 
Surfaces  to  be  Printed  on.  Embossed ^ 
etc,  A  design  or  drawing  on  transpar- 
ent paper  is  placed  upon  a  layer  of 
chrome-gelatine  and  exposed  to  the 
light.    The  surface  of  chrome-gel&Tine, 


after  the  drawing  has  been  removed, 
is  washed.  A  very  fiisible  metal,  the 
Spence  metal  being  the  best  adapted 
for  the  purpose,  is  then  poured  over  the 
chrome-geiatine  surface.  The  casting 
can  be  directly  used,  or  &c-similes  are 
prepared  with  the  help  of  this  metal- 
plate,  either  by  the  galvanoplastic  dr 
some  other  process. 

In  place  of  the  design  a  drawing 
prepared  by  weaving,  knitting,  print- 
ing, etc.,  can  be  used.  SuQh  drawing 
is  then  coated  with  a  thick  coat  of 
coloring  matter  or  plastic  material.  In 
case  the  relief  formed  is  not  deep 
enough,  it  is  improved  by  scattering 
any  powder  or  fibrous  substance  upnn 
the  surface  while  it  is  still  in  a  plastic 
state.  It  is  then  filled  up  with  Spence 
metiJ,  and  the  resulting  plate  used  for 
printing.  .  This  process  is  also  available 
for  printing  with  type  and  for  emlx^s- 
ing. 

New  Method  of  Compressing  the 
Fibres  of  Cotton  Tissues^  and  Giving 
the  Colors^  more  Lustre,  This  invention 
is  based  upon  the  fkot  that  cotton 
threads  treated  with  cold  caustic-lye 
are  compressed  i  to  ^.  By  this  process 
apparently  very  fine  tissues  can  oe  pre- 
pared fhom  coarser,  the  colors  appear- 
ing more  intense  and  brilliant.  The 
fabric  gains  in  strength.  A  thread  which 
would  Ibrmerly  break  when  loaded 
with  14  ounces  will,  after  treatment, 
require  a  weight  of  21i  ounces. 

New  Yam,  called  Pearl  Yam,  con- 
sists of  threads  upon  which  at  any 
desired  intervals  are  fastened  drops  or 
pearls  of  a  pasty  substance,  which,  on 
congealing,  assume  the  appearance  of 
glass  or  crystals.  The  substance  is 
prepared  from  wax,  rosin,  lac(]uer,  gum,' 
and  enamel.  The  pearl  yam  is  preparea' 
either  by  hand  or  a  trough  is  used  for 
the  reception  of  the  past^.  Tubes  are 
arrangea  in  the  trough,  each  of  which 
is  provided  with  an  aperture  below, 
from  which  a  drop  of  the  pearl  sub- 
stance exudes  and  is  received  by  a 
thread  held  under  the  tube. 

OU-cloth.  The  customary  process 
of  stretching  the  tissue  in  a  frame  and 
coating  it  with  a  vegetable  gluten 
makes  the  oil-cloth  hard  and  brittle. 
It  is  claimed  that  animal  gelatine,  sub- 
stituted for  the  vegetable  gluten,  reme- 
dies this  defect.    Boiling  uie  pit  of  the 
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horns  of  ruminants  makes  the  best 
gelatine  for  this  purpose,  the  ordinary 
glue  and  gelatine  not  giving  equally 
good  results.  To  about  32  parts  m 
melted  gelatine  add  i  p«rt  of  a  saponify- 
ing material  (borax  being  the  best)  and 
16  parts  of  linseed-oil  varnish,  and  allow 
the  compound  to  congeal.  Then  bring 
it  into  a  mill  and  mix  it  with  30  parts 
of  mineral  color  soaked  in  water,  such 
as  kaolin,  chalk,  etc.  Reduce  the 
com  (ton  nd  with  naphtha,  and  bring  it 
into  the  priming  machine,  where  it  may 
be.  applied  to  the  tissue  once  or  oAener. 
When  the  ground  is  sufficiently  drv, 
the  following  composition  is  applied: 
75  parts  of  kaolin  are  formed  into  a 
thicK  paste  with  water  mixed  in  a  mill 
with  33  parts  of  linseed-oil  varnish  and 
reduced  with  naphtha.  Kaolin  mixed 
with  linseed-oil  varnish  has  been  pre 
viously  used  for  the  same  purpose,  but 
the  kaolin  having  been  mixed  in  a  dry 
state  with  the  varnish,  the  oil-cloth  re- 
mained in  consequence  hard  and  brittle. 
Soaking  the  kaolin  before  mixing  it 
with  the  varnish  remedies  this  evil. 
The  composition  is  also  &i>plied  to  the 
cloth  by  means  of  the  priming  machine, 
adding  at  the  same  time  the  grouna 
color  the  oil-cloth  is  to  have,  and  it 
finally  receives  the  desired  pattern  in 
the  ordinary  way. 

Awaaralya  and,  Process  for  Scouring 
anaJKemotfinathe  Oil  from  Fleeee^  Wool, 
and  Silk,  and  Woollen  Fabrics  of  every 
Description,  The  process  is  based  upon 
the  use  of  carbonic  acid  gas  or  carbon- 
ated water  as  a  washing  agent,  with  or 
without  other  ingredients  generally 
used  for  washing,  cleansing,  and  bleach- 
ing. The  apparatus  used  consists  of  a 
revolving  wash-barrel  containing  the 


Fig.  41. 

fabrics  to  be  manipulated.  The  car- 
bonic acid  eas  or  carbonated  water 
enters  through  the  tube  a  (Fig.  41),  and 


steam  from  the  opposite  side  through 
the  tube  6.  Both  steam  and  carbonic 
acid  are  converted  into  a  fine  spray  by 
means  of  a  perforated  tube  inside  the 
barrel,  c  is  the  carbonic  acid  holder, 
«{  is  a  wagon  for  carrying  away  the 
fabrics,  e  the  cover  of  the  aperture 
througn  which  the  barrel  is  filled  and 
emptied,/the  safety-valve,  g  the  escape- 
pip«  for  the  gases. 

Process  for  Animalizing  Vegetable 
Fibres  with  Nitro^lttcose  {Nitro-sac- 
charosc).'  Nitro-glucose  or  saecharoae 
is  prepared  by  treating  sugar  with  ni- 
tric or  sulphuric  acid  and  washing  and 
kneading.  The  product  is  dissolved  in 
acetic  acid  or  methyl-alcohol,  and  the 
vegetable  fibres  are  satui*ated  with  the 
solution.  The  nitro-glucose  may  also 
be  produced  upon  the  tissue  by  immers- 
ing it  in  a  solution  of  sugar  and  submit- 
ting it  to  the  action  of  nitric  acid  vapors 
or  drawing  it  through  a  solution  of  the 
acid.  Fibres  prepared  in  this  manner 
act  in  dyeing  like  animal  substances. 

Patent  Process  to  give  to  Colored 
Fabrics  a  MetalHc  Lustre,  For  5  parts 
of  black  tissues  use  a  bath  consisting 
of:  Water  500  parts,  sulphate  of  copper 
h  part,  and  tartaric  acid  i  part.  The 
tissues  are  manipulated  in  this  at  a 
moderate  heat  for  half  an  hour,  then 
rinsed,  placed  in  a  decoction  of  5  parts 
of  logwood  and  some  ebony  shavings 
with  the  corresponding  quantity  of 
water,  again  rinsed  and  dried.  They 
are  then  placed  in  a  mixture  of  |  part 
of  sulphate  of  copper,  1^  parts  of  aqua 
ammonia,  and  500  parts  of  water  at  a 
temperature  of  167°  to  190°  F.,  for  12 
to  15  minutes.  They  are  then  rinsed, 
and  finally  brought  into  solution  of  so- 
dium hyposulphite  of  25°  B.,  again 
rinsed  ana  dric^. 

Preparation  of  Fibres  that  can  be 
Spun  from  Nettles,  Hemp,  Jute,  etc. 
To  fiicilitate  the  action  of  the  chemicals 
used  in  the  process  the  stems,  which  are 
generally  venr  hard  and  woody,  must 
be  broken.  This  is  best  accomplished 
by  passing  the  stems  between  Anted 
rollers  and  exposing  them  in  a  suitable 
vend  for  a  few  hours  to  the  action  of 
steam,  which  separates  the  woody  parts 
fVom  the  fibres,  removes  the  vegetable 
gum  mucus,  etc.,  bv  loosening  the  sub- 
stances  enclosing  the  fibres.  To  make 
the  action  of  the  steam  more  effective, ' 
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it  may  be  mixed  with  a  small  propor- 
tion of  hydrochloric  acid  vapors.  The 
stems  are  then  placed  for  a  rew  days  in 
a  lye  prepared  by  slaking  10  parts  of 
lime  in  1  of  water.  The  solation  is 
used  either  oold  or  hot^  aoeording  to 
the  nature  of  the  stems.  Prepare  a 
bath  of  50  parts  of  caustic  soda  in  10,000 
parts  of  water,  and  in  it  boil  the  pre- 
pared stems  for  4  to  6  hours  at  a  tem- 
perature of  212*  to  248«  F. ;  500  parts 
of  stems  require  about  4000  parts  of 
water.  For  very  hard  or  unripe  stems 
the  above  bath  can  be  strengthened  by 
addition  of  caustic  soda  previously  dis- 
solved in  water  distilled  over  quiclc- 
lime.  The  strength  of  the  bath  varies 
according  to  the  condition  of  the  stems, 
to  be  regulated  only  by  actual  experi- 
ence. In  the  strengthened  bath  the 
stems  may  be  left  6  to  8  hours  at  a  tem- 
perature of  176*'  to  248°  F.  To  remove 
the  last  traces  of  vegetable  gum  or 
mucus  the  stems  are  placed  in  a  hot 
bath  composed  of  water  and  ordinary 
soft  soap.  The  fibres,  now  cleansed 
from  all  foreign  substances,  are 
bleached,  various  methods  being  in 
use. 

I.  Place  the  fibres  for  1  to  3  hours  in 
a  bath  containing  5  parts  of  chloride 
of  lime  to  1000  parts  of  water.  The 
strength  of  the  bath  and  duration  of 
immersion  must  be  governed  by  the 
conditions.  If  necessary  a  bath  con- 
taining an  aqueous  solution  of  ^  to  1 
per  cent,  of  ethyl  chloride  (spiritus 
letheris  chlorati)  is  used,  which,  it  is 
claimed,  bleaches  the  fibres  without  in- 
juring them  in  the  least. 

II.  Immerse  the  fibres  for  15  to  30 
minutes  in  a  bath  containing  10  parts 
of  chloride  of  lime  to  1000  parts  of 
water.  Then  immerse  them  in  another 
bath  composed  of  10  parts  of  magnesia 
in  1000  parts  of  water.  Chloride  of 
magnesium  and  free  chlorine  are 
formed,  which  last  bleaches  the 
fibre  without  injuring  it.  Drain 
the  fibres,  after  being  oleached,  and 
bring  them  into  a  bath  containing 
5  parts  of  carbonate  of  potassium  or 
soda  to  1000  parts  of  water.  Carbonic 
acid  having  a  strong  affinity  for  mag- 
nesia forms  carbonate  of  magnesium, 
and  the  chlorine  set  free  forms  a  fresh 
eonivalent  of  bleachinjg  salt,  which  fin- 
isnes  the  bleaching  of  the  fibres,  this 


being  the  principal  object  of  the  opera- 
tion. The  fibres  are  then  washed  either 
in  cold  or  warm  water  to  remove  the 
adhering  chlorine.  As  this  has  to  be 
done  verv  carefully  several  baths  are 
used,  ehaer  separatelv  or  combined. 
The  fibres  are  placed,  ror  instanoe,  5  to 
10  minutes  in  a  hot  sulphuric  acid  baths 
of  140°  to  176°  F.,  in  the  proportion  of 
5  parts  of  sulphuric  acid  to  1000  parts 
of^  water.  Or  the  moist  fibres,  after 
they  have  been  washed,  are  placed  for 

1  to  2  hours  in  a  room  and  exposed  to 
sulphuric  fumes  generated  by  tne  burn- 
ing of  sulphur.  The  fibres  when  thor- 
oughly washed  have  a  silkv  lustre 
which  can  be  augmented  by  a  bath  of  a 
strong  solution  of  sodium  carbonate  or 
bicarbonate.  By  again  exjxraing  the 
fibres  to  sulphurous  fumes  it  is  claimed 
that  the  carbonic  acid  which  is  devel- 
oped splits  the  fibres,  making  them  very 
fine  and  extremely  soft.  They  are  then 
again  rinsed  in  water.  To  give  the 
fibres  the  necessary  d^ree  of  softness 
thev  are  placed  for  2  hours  in  a  hot 
bath  havmg  a  temperature  of  176°  to 
248°  F.,  and  composed  as  follows :  Two 
parts  of  olive  or  palm  oil  soap  are  dis- 
solved in  100  parts  of  water,  and  the 
solution  compounded  with  ^  part  of 
soda.  The  fibres  when  dry  are  once 
more  passed  through  fluted  rollers  or  a 
breaker.  They  are  finally  spread  3ut 
upon  hurdles,  and  in  a  closed  room 
exposed  to  the  action  of  weak  glycerine 
vapors,  whereby  they  obtain  gretLter 
flexibilitywithont  injury  to  their  silky 
lustre.  Thev  are  now  ready  for  spin- 
ning. The  nbre  in  a  finished  state  is 
soluble  in  strong  acids,  chloride  of  zinc, 
and  soda. 

Shoddy.  How  it  u  Made.  Shoddy 
consists  of  old  raffs  torn  up  for  use  in 
adulterating  woof.  Both  woollen  and 
cotton  rags  are  used,  but  the  former 
more  so  than  the  latter.  The  ra^  are 
first  sorted  and  then  go  into  the  picker- 
room,  entering  first  a  machine  for  beat- 
ing out  dust  and  called  ''  the  willow." 
It  consists  of  a  cylinder  provided  with 
long  teeth  and  boxed  in.  A  flEm  is  at- 
tached, which  blows  the  dust  into  a 
long  fine.  The  cylinder  revolves  at 
the  rate  of  about  600  times  per  minute. 
The  rags  next  go  to  the  picker.  This 
has    a    cylinder    with    teeth    about 

2  inches  long,  very  sharp   and  set 
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dose;  it  revolves  about  1200  times 
per  minute.  The  rags  are  fed  by 
slow-moving  rollers,  wliich  hold  them 
so  that  the  teeth  of  the  picker-cylinder 
tear  them  in  threads,  and  these  threads 
are  passed  on  to  a  machine  called  the 
^^Jinisher  "  or  "  lumper"  This  is  some- 
thing like  the  picker,  but  not  so  power- 
ful. It  throws  out  the  unworkable 
stock  or  lumps  and  reduces  the  good 
stock  to  finer  texture.  After  leaving 
the  lumper  the  stock  is  ready  for  mix- 
ing; that  is,  different  weights  of 
sh4Mldv^  cotton,  and  ||fOod  wool  are 
placed  m  piles,  according  to  the  grade 
of  cloth  to  be  made.  The  materials  are 
then  mixed  in  layers,  often  in  such 
quantities  as  to  weigh  several  tons. 
This  mixture  is  then  passed  through 
the  willow,  to  more  completely  mingle 
it,  and  then  through  the  lumper.  It 
then  leaves  the  picker- room  and  goes 
to  the  card-room.  The  ''stock,''  as  it  is 
now  called,  is  placed  in  machinery 
called  "  breakers,''  which  make  it  uni- 
form in  quality,  and  it  then  soes  to  the 
"condenser,"  by  which  it  is  formed 
inta  thin  folds,  from  I  inch  to  2  inches 
ill  width,  according  to  the  quality  of 
the  stock.  It  then  goes  to  a  svstem  of 
rollerfi,  which  roll  these  thin  rolds  into 
thread,  which  is  run  on  to  large  spools 
and  is  ready  for  spinning.  The  carding 
machines  are  of  different  character,  ac- 
cording to  the  work  demanded.  The 
spinning  frame  is  generally  called  a 
'^mule,"^  and  has  on  it  from  600  to  700 
spindles,  and  can  work  that  many 
tnreads  at  once.  The  art  of  hiding  the 
nature  of  shoddy  is  seen  in  great  per- 
fection in  the  weaving.  By  an  arrange- 
ment of  the  loom  machinery  the  inferior 
material  is  thrown  to  the  back  of  the 
cloth  and  the  better  fibres  to  the  front. 
By  more  complicated  machinery  certain 
arrangements  of  fibres  can  be  made  on 
the  surface  of  the  cloth,  producing  va- 
rious forms  of  diagonal  twills.  To  test 
the  quality  of  the  cloth  take  a  thread 
of  the  filling  and  pull  it  apart.  If  it 
breaks  off  short,  without  any  long  fibres 
holding  it  together,  it  is  shoddv.  If, 
however,  it  draws  out  without  break- 
ing at  once,  and  shows  long  fibres,  then 
the  body  or  filling  contains  pure  wool, 
and  the  more  of  these  long  fibres  are 
^und  the  better  the  cloth.  We  would 
Inally  remark  that  nowadays  it  is  very 


good  cloth  which  has  50  per  oent  of 
good  wool  in  it. 

ifilk  Gauze.  The  warp  is  dressed 
with  a  solution  of  gelatine  and  runs 
onlv  through  two  shafts.  The  woof  is 
reeled  dry,  and  in  the  shuttle  is  placed 
a  small  moistened  sponge,  through 
which  the  cocoon- thread  runs  during 
weaving.  The  raw  fiU>ric  is  immersea 
in  a  hot  solution  of  gelatine,  then  half- 
dried,  vigorously  beaten  between  the 
hands,  and  then  stretched  in  a  frame. 

Tinning  of  TUsues.  Woollen  or  cot- 
ton fabrics  can  be  provided  with  a  close 
and  flexible  coating  of  tin  having  a 
silvery  lustre.  The  process  is  as  fol- 
lows: Mix  commercial  zinc  dust  with 
an  albuminous  solution  into  a  thin 
paste,  and  brush  or  roll  the  paste  on 
the  &brie.  When  dry  the  coating  is 
fixed  by  coagulating  the  albumen  b^ 
means  of  hot  steam,  and  the  fabric  is 
then  placed  in  a  solution  of  chloride  of 
tin.  The  tin  precipitates  itself  in  a 
finely-divided  state  upon  the  zinc.  The 
fabric  is  then  washed  with  water,  and, 
when  dry,  is  passed  on  to  the  glazing 
machine,  when  the  tin  will  appear  as  a 
lustrous  coating  upon  the  fabrics. 
Beautiful  effects  can  be  produced  by 
printing  the  fabrics,  making  them 
availalue  for  decorative  purposes. 
Tinned  linen,  etc.,  can  in  many  cases 
be  substituted  for  tin-foil  as  an  elegant 
and  water-proof  packing. 

To  Produce  a  Metallic  Lustre  upon 
fabrics  saturate  them  with  a  metallic 
solution;  for  instance,  acetate  of  lead, 
and  bring  them  before  they  are  entirely 
dry  into  a  vessel,  on  the  bottom  of 
which  is  placed  some  metallic  sulphide 
slowly  decomposable  by  air,  so  that  the 
sulphide  of  hydrogen  which  is  formed 
acts  upon  the  metallic  salt. 

Utilipition  of  Short  Hair,  To  make 
short,  rough  hair  suitable  like  wool  for 
spinning,  weaving,  or  felting,  treat 
it  with  a  thin  alkaline  solution  and 
then  with  diluted  acid. 

Utilization  and  Working  of  Jute, 
The  best  qualities  of  jute  are  of  a  pale 
yellow  or  silver-gray  color,  with  a  veiy 
high  silky  gloss,  and  feel  agreeably  soft 
and  smooth  to  the  touch.  Jute  is  not 
as  strong  as  hemp  or  flax,  but  suffi- 
ciently so  for  the  production  of  durable 
coarse  fabrics.  Although  the  separate 
threads  are  comparatively  fine  they  can 
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only  be  used  for  coarse  yams.  The 
root  ends,  or  jute-butts  as  they  are 
called  in  commerce,  are  generally 
darker  in  color  and  harder  and  more 
woody  than  the  middle  and  upper  por- 
tions. The  fibres  are  free  from  stems, 
and  only  inferior  qualities  exhibit 
dark  scarf-skin  cells  adhering  quite 
tightly.  The  fibres  are  generally  6^  to 
9  feet  long,  although  there  are  some 
varieties  14  feet  long.  The  medium 
qualities  are  of  a  dark  brown  color, 
while  the  ordinary  qualities  are  yellow 
or  reddish-brown,  and  both  are  harder 
and  more  woody  than  the  best  quality, 
and  their  root  ends  very  hard  and 
coarse.  The  jute-fibre  is  very  hygro- 
scopic, and  in  an  ordinary  state  contoins 
about  11  per  cent,  of  water,  and,  if 
stored  in  a  damp  room,  may  absorb  as 
much  as  30  per  cent,  and -more.  The 
better  qualities  of  raw  jute  are  much 
used  for  enveloping  submarine  tele- 
graph cables  ana  as  bandages  for  sur- 
gical purposes,  for  which  they  are  es- 
pecially prepared.  If  they  are  to  be 
employed  for  bandages  they  are  satu- 
rated either  in  the  dry  state  with  sali- 
cylic acid  (salicyl-jute)  or  in  a  half- 
moist  condition  with  carbolic  acid 
(carbol-jnte).  Jute  yams  are  prepared 
accbrding  to  two  processes.  By  the 
first  the  jute  is  first  cut  up  in  stricks 
about  2^  feet  long,  whicn  are  then 
heckled  by  machines,  and  finally 
worked  like  flax  into  finished  yarn, 
but  always  upon  the  dry  frame.  This 
method  is  employed  in  JIngland, 
France,  and  Belgium  for  a  few  num- 
bers of  yarns  only,  namely,  for  Nos,  16, 
20,  and  22,  and  fiimishesalso  the  article 
which  comes  into  commerce  under  the 
name  of  "  heckled  yarn, "  or  *-jiUe  line 
yarn" 

The  second  process  for  all  numbers 
from  No.  14  down  is  almost  generally 
used  in  Germany  and  exclusively  in 
Austria.  By  this  process  the  j ute-stricks 
are  torn  to  short  fibres  by  special  card- 
ing machines  very  strongly  built,  and 
these  short  fibres  are  joined  together  in 
an  endless  band,  which  is  then  stretched 
in  the  usual  way  in  a  drawing-frame, 
and  double-milled.  It  is  then  con- 
verted into  roving  upon  the  fly-frame, 
and  finally  into  finisned  yam  upon  the 
dry  frame  But  the  jute,  before  it  is 
actually  worked  up,  undergoes  several ! 


other  processes  in  order  to  make  it 
softer  and  more  flexible.  These  con^ 
sist  in  moistening  the  fibres  with  train 
oil  and  water,  and  then  passing  them 
repeatedly  through  between  fluted  roll- 
ers. The  yams  and  the  threads  pre- 
pared from  them  are  either  worked  into 
actual  jute-febrics,  which  are  used  as  a 
packing  material,  or  employed  in  the 
production  of  mats,  carpets,  table- 
covers,  and  curtains,  which,  by  reason 
of  their  naturally  yellow  and  glossy 
color,  are  much  in  aemand  for  decora- 
tive purposes.  The  yarns,  either  raw, 
bleachea,  or  colored,  are  used  as  filling 
either  by  themselves  or  mixed  with 
cotton  warp.  Jute  yams,  mixed  with 
cotton,  wool,  and  flax,  are  also  used  in 
the  manufacture  of  drills,  bed-ticking^ 
frimiture  reps,  lamp-wicks,  canvas  of 
all  kinds,  and  many  small  articles. 

Utilization  of  Hop-stalks.  In  Sweden 
a  strong  cloth  is  manufactured  from 
hop-stalKs.  The  stalks  are  gathered 
in  autumn  and  soaked  in  water  during 
the  whole  winter.  The  material  is 
then  dried  in  an  oven  and  woven  as  flax. 

A  New  Yam  is  produced  in  France 
in  the  following  manner :  Upon  a  mule 
is  placed  another  row  of  rollers  through 
which  at  different  speeds  is  passed  a 
colored  or  plain  thread,  but  twisted  in 
the  reverse  way  of  the  yam  to  be  oper- 
ated upon.  Thus,  when  the  spindles 
revolve,  the  two  threads  are  biisted, 
but  the  additional  yam  is  untwisted. 
This  double  yam  is  again  twisted  with 
the  same  or  other  yarn,  but  running  it 
again  in  the  opposite  direction,  which 
untwists  the  first  thread  and  produces  a 
very  singular  efiect,  and  one  which  in 
the  loom  will,  no  doubt,  produce  a  nov- 
elty. 


Tobacco.  Smoking  Tobacco,  Snuff, 
Sternutative  Powders,  etc. 

Smoking  Tobaccos.  Brazilian 
Tobacco  is  brought  into  commerce 
either  in  rolls  or  cut  and  in  three  qual- 
ities. 

I.  Known  as  **LeffitimoV  is  prepared 
by  mixing  equal  parts  of  oest  unnbbed 
Brazilian  leaf  ana  Havana  leaf. 

II.  Havana  leaf  alone  is  used  for 
this  and  treated  in  the  customary  man- 
ner, as  follows:  Extract  pounded  cassia 
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bark  100  parts  and  sagar  300  parts  in 
2250 parts  of  sojft  water;  then  press  oat 
the  liquor  and  add  cinnamon  water  500 
parts,  saltpetre  100  parts,  wine  yinegar 
450  parts,  and  oommou  salt  125  pans. 

III.  Ordinary  American  leaf  of  good 
dark  brown  color  is  used  for  this.  For 
600  parts  of  such  leaf  the  following 
mixture  is  required :  Pnlyerize  dried 
plums  20  parts,  tamarinds  15  parts, 
cassia  bark  5  parts,  figs  10  parts,  and 
juniper  berries  30  parts.  Macerate  the 
powder  in  225  parts  of  soft  water  for  24 
nours,  and  add  to  the  resulting  liquor : 

i'uice  of  Spanish  licorice  30  parts,  mo- 
asses  20  parts,  honey  and  saltpetre 
each  10  parts. 

Chinese  or  Star  Tohckceo,  Yellow 
Virginia  leaf  \&  used  and  treated  as  fol- 
lows: Comminute  orris  root  10  parts, 
large  raisins  5  parts,  angelica  root  12^ 
parts,  fret)h  walnut  leaves  15  parts,  cal- 
amus root  and  elder  blossoms  each  7\ 
parts;  pour  187^  parts  of  water  oyer 
them,  digest  for  24  hours,  and  then 
press  out  the  fluid.  ^  Now  mix  in  a 
ghiss  matrass :  Benzoine  powder  1  part, 
pulverized  storax  t  part,  cinnamon 
olossoins  1  part,  rosewoocl  oil  ^  part, 
and  spirit  of  wine  of  70  per  cent.  15 
parts.  Close  the  matrass  with  a  piece 
of  wet  bladder  perforated  with  a  needle. 
Digest  the  whole  in  a  saad-bath  for  24 
hours,  then  pour  off  the  liquor  and 
press  out  the  residue.  Mix  the  two 
fluids  and  the  product  is  ready  for  use. 

Canaster,  To  convert  500  parts  of 
Virginia  leaf  into  canaster  proceed  as 
foiloivs :  Pulverize  20  parts  oi  cascarilla 
bark,  U  parts  of  nutmeg,  5  parts  each 
of  orris  root  and  lavender  blossoms,  and 
sift  them  into  a  tin  tank,  and  pour  over 
them  185  parts  of  a  solution  of  1^  parts 
each  of  purified  potash  and  fresh 
burned  lime  in  soft  water.  Cover  the 
vessel  and  let  it  stand  24  hours  in  a 
warm  place,  so  that  the  mixture  is 
heated  nearly  to  the  boiling  point  with- 
out actually  boiling.  The  liquor  when 
cold  is  strained  throu$^h  linen  and  the 
residue  pressed  out.  Then  dissolve  in 
the  fluid  thus  obtained:  Purified  salt- 
petre and  common  salt  each  10  parts, 
and  white  sui^ar  12  parts.  Moisten  the 
leaves  with  the  mixture,  and  pile  them 
together  and  turn  them  frequently,  so 
that  they  become  uniformly  permeated 
with  the  liquor,  which  will  be  the  case 


in  6  to  8  days.  While  still  moist  the 
leaves  are  cut,  and  when  dry  packed  in 
tin-foil  or  pap«r. 

HaJlf  Canaster,  I.  Moisten  50  parts 
of  Virginia  leaf  before  Cutting  with 
the  following  mixture :  Dissolve  2  parts 
of  sugar  in  24  of  water,  and  add  i^  part 
of  cinnamon  wine,  lAf  imrt  of  extract  of 
mastic,  and  2  of  Juniper  wine.  The  ' 
tobacco  after  moistening  is  pressed'into 
a  barrel^  remaining  there  24  hours, 
when  it  is  cut  and  packed. 

II.  Moisten  100  parts  of  Virginia  leaf 
with  the  following  mixture,  obtained 
by  boiling  for  3  hours :  Raisins  3  jtarts, 
bay-leaves  i,  and  pulverized  cascarilla 
bark  \  in  water  80.  Let  the  decoction 
cool  and  strain  the  liquor  through  a 
linen  cloth,  and  then  add  4  parte  of 
cinnamon  wine  and  li  of  sugar.  The 
tobacco,  after  moistening,  is  dried  and 
cut. 

Maraeaibo  Tobacco  or  Varinas  Can^ 
cuter.  Finest  QiMulity,  No,  I,  Finest 
Havana  leaf  30  parts,  small  Orinoco 
leaf  and  genuine  Porto  Rico  leaf  each 
25,  light  yellow  and  green  Virginia 
leaf  each  10. 

Quality  No,  II,  Havana  leaf  15 
parts,  Louisiana  leaf  20,  Porto  Rico 
leaf  40,  yellow  Virginia  leaf  15,  and 
green  Virginia  leaf  10. 

Quality  No,  III,  Havana  and  Lou- 
isiana leaf  each  5  parts,  Porto  Rico 
leaf  40,  and  yellow  and  green  Virginia 
leaf  each  25. 

These  mixtures  have  a  very  light 
color.  When  a  darker  color  is  preferred 
the  yellow  and  green  leaf  is  replaced 
by  dark  yellow  or  brown. 

*  Ostend  Tobacco  consists  of  a  mixture 
of  American  leaf.  There  are  fonr  va- 
rieties: 

No.  I.  Porto  Rico  leaf  33  parts,  light 
brown  Maryland  leaf  35,  and  brown 
Virginia  leaf  32. 

No.  II.  Louisiana  leaf  45  parts,  lig^ht 
yellow  Virginia  leaf  35,  and  light  yel- 
low Pennsylvania  leaf  20. 

No.  III.  Lonisiana  leaf  25  parts, 
brown  Vir^nia  leaf  30,  and  good  brown 
Pennsylvania  leaf  45. 

No.  IV.  Equal  parts  of  long  Orinoco 
leaf,  yellow  Virginia  leaf,  and  yellow 
Maryland  leaf. 

Petit  Canaster  comes  into  commerce 
cut  and  packed  in  tin  boxes.  There 
are  two  varieties  of  pure  American  leaf: 
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No.  I.  ■  Ix>nff  Orinoco  leaf  10  parts, 
Louisiana  ]eaf45,  Porto  Rioo  leaf  45. 

No.  II.  Lonisiana  leaf  5  parts,  long 
Orinoco  leaf  45,  and  brown  Virginia 
leaf  50. 

Petum  Optimum,  according  to  the 
Dutch  Process,  Free  50  parts  of  Vir- 
ginia leaf  from  the  stems  and  moisten  it 
with  the  followinff  mixture:  Dissolved 
parts  of  rock-candj  in  60  of  soft  water^ 
sprinkle  the  solntdon  oyer  the  leaf, 
press  the  latter  into  a  barrel,  and  then 
cut  it.  Dry  the  tobacco  in  tne  air,  but 
not  near  a  fire,  and  then  sprinkle  it 
with  a  mixture  of  juniper  wine  1  part, 
extract  of  mastic  and  cinnamon  wine 
each  2  parts,  so  that  it  is  Just  moistened, 
and  then  pack  it  in  tin-roil  or  paper. 

II.  Moisten  100  parts  of  Virginia  leaf 
with  water,  let  it  stand  24  hours,  cut 
and  dry  in  an  airy  room.  In  the  mean- 
while boil  the  following  ingredients 
for  3  hours  in  32  parts  of  soft  water : 
One  part  of  raisins,  3  of  yellow  rock- 
sugar,  and  i  of  bay-leayes,  and,  when 
the  liquor  is  cool,  add  3  parts  cinnamon 
wine.  Sprinkle  the  tobacco  with  the 
mixture  and  work  it  thoroughly 
through.  Dry  it  for  some  time  in  an 
airy  room,  then  put  it  in  a  barrel,  let  it 
stand  in  a  cool  place  for  8  days,  and 
then  pack  in  pAper  or  linen  ba^. 

Portoearero  Tobacco.  Boil  in  24 
parts  of  water,  2  of  loaf  sugar,  i  of  pul- 
yerized  fennel-seed,  i  oi  pulvenased 
caficarilla  bark,  i  of  powdered  cubebs, 
and  a  like  quantity  of  powdered  cloves. 
Moisten  with  the  liquor  60  parts  of 
Maryland  leaf,  allow  it  to  lie  for  8 
hours,  then  cut,  dry,  and  pack  it. 

Porto  Bico  Tobacco,  ciccording  to  the 
Dutch  Process.  Boil  in  a  covered 
boiler  for  3  hours:  Best  wine-vine^r 
12  parts,  water  90,  honey  1,  large  raisins 
3,  and  bay-leaves  i.  l^ilter  the  liquor 
and,  when  cooled  off  to  milk-warm, 
treat  with  it  100  parts  of  Porto  Bico 
leaf. 

In  Holland  tobacco  treated  with  the 
above  mixture  is  put  up  in  rolls  and  is 
in  great  demand. 

Porto  Ric4)  Tobacco  from  Ordinary/ 
Leaf.  For  100  pounds  of  ordinary  leaf, 
cured  for  1  year,  the  following  mixture 
is  used.  When  the  leaves  are  thoroughly 

Sermeated  they  are  piled  together  tor  8 
ays  and  turned  once  every  day.    Com- 
miiinte:    Lemon    peel,    green    dried 


orange  peel,  coriander  seed,  figs,  and 
sassafras  wood  each  1  pound^  elder 
blossoms  12  ounces,  cassia  and  juniper 
berries  each  51  ounces,  and  galanga  12 
ounces.  Pour  60  pounds  of  water  over 
the  aboye  ingredients;  allow  them  to 
digest  for  24  nours ;  then  pour  off  the 
liouor  and  press  out  the  residue.  Dis- 
solve in  the  liquor  2  pounds  of  pure 
saltpetre,  3  pounds  of  common  or  rock 
salt,  and  4  pounds  of  sugar.  The 
product  is  now  ready  for  use.  To  im- 
prove the  scent  of  the  tobacco  in  smok- 
ing, compound  the  above  before  using 
it  with  Denzoin  21  ounces,  mastic  1 
ounce,  myrrh  8|  ounces^  and  spirit  of 
wine  of  60  per  cent.  1^  pints. 

Swicent  Tobacco  {English  Process). 
Remove  the  lower  thick  stems  from  100 
parts  of  Virginia  leaf,  and  moisten  the 
leaf  with  60  parts  of  water,  then  cut  it 
up  fine  and  kiln-dry  it.  In  the  mean- 
wnile  boil  the  following  ingredients  in 
10  parts  of  water :  sugar  3  parts,  raisins 
2 J  and  cascarilla  bark  \.  Strain  the 
liquor,  when  about  milk-warm,  through 
a  linen  cloth,  and  when  it  is  entirely 
cold  add  1  part  of  extract  of  mastic 
and  i  of  cinnamon  wine.  Moisten  the 
tobacco  with  this  mixture,  and  then 
pack  ip  paper  or  linen  bags. 

Swicent  Tobacco  ( Ordinary).  Macer* 
ate  \  part  of  powdered  cascarilla  bark 
8  days  in  2  parts  of  spirit  of  wine. 
Then  boil  the  whole  in  24  parts  of 
water  together  with  2  parts  of  wine- 
vinegar,  i  of  bruised  juniper  berries,  \ 
of  saltpetre,  and  i  of  bruised  angelica 
root,  strain  the  liquor  and  with  it  treat 
100  parts  of  ordinary  country  tobacco. 

Sweet-scented  Tobacco.  This  is  pure 
Virginia  leaf  but  most  of  the  article 
sold  under  tnis  name  is  an  imitation 
prepared  from  ordinary  country  to- 
oacco.  Treat  100  pounds  of  ordinary 
tobacco  in  the  usual  manner.  Prepare 
the  following  compound:  Comminute 
4  pounds  of  dried  prunes,  2  pounds 
each  of  orange  peel  and  rosewood,  1 
pound  of  coriander  seed,  and  2  pounds 
of  raisins;  pour  over  them  8J  ounces  of 
purified  potash  and  let  the  whole  stand 
for  24  hours.  Then  heat  it  nearly  to 
the  boiling  point,  draw  off  the  liquor, 
and  press  out  the  residue ;  dissolve  in 
the  liquor  2  pounds  of  purified  salt- 
petre. 4  pounas  each  of  common  salt 
and  noney.    Pour  40  pounds  of  this 
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mixture  over  the  100  pounds  of  pre- 
pared tobacco. 

Varinas  Tobacco,  I.  Prepare  a  mixt- 
ure bjr  boiling  in  90  parts  of  soft  water  1 
of  raisins,  1  of  raisin  stems,  2  of  fine 
sagar,  and  i  of  pulverized  fennel  seed. 
Cover  the  boiler  and  let  the  mixture  cool. 
When  cold  sprinkle  60  parts  of  yellow 
Porto  Rico  leaf  and  40  of  Maryland 
leaf  with  it;  cut  and  kiln-dry  the  to- 
bacco. Then  sprinkle  it  witli  3  parts 
of  cinnamon  wine,  and  pack  it  imme- 
diately. 

Improvement  of  Inferior  Qualities  of 
Tobacco,  We  here  give  a  number  of 
mixtures  which  can  be  recommended 
for  converting  inferior  qualities  of  leaf 
tobacco  into  good  smoking  tobacco. 
Each  mixture  is  calculate  for  100 
pounds  of  leaf,  the  latter  being  treated 
with  it  in  the  usual  manner.  It  is  left 
to  the  manufacturer  to  adopt  a  suitable 
name  for  each  brand. 

I.  Comminute  orris  root,  juniper 
berries,  and  coriander  seeds  each  8| 
ounces ;  pour  3^  gallons  of  water  over 
them  and  let  the  whole  digest  24  hours. 
Now  dissolve  saltpetre  2  pounds,  sugar 
syrup  4  pounds,  in  water  1^  ^Uons, 
and  mix  the  solution  with  the  above 
liquor.  Then  macerate  in  a  elass  mat- 
rass with  the  assistance  of  heat  8| 
ounces  of  liquid  storax  in  2  pounds  of 
strong  spirit  of  wine,  filter  the  extract 
and  compound  it  with  the  above  mixt- 
ure, and  the  mixture  is  ready  for  use. 

II.  Comminute  cascarilla  bark,  an- 
gelica root,  cinnamon  blossoms,  and 
badiane  each  7  ounces,  and  cloves  2\ 
ounces;  pour  4  gallons  of  water  over 
them,  macerate  the  whole  24  hours, 
then  press  out  the  liquor  and  com- 
pound it  with  a  solution  of  1^  pounds 
of  saltpetre  and  21  pounds  of  brown 
syrup  in  1^  gallons  of  water,  and  it  is 
ready  for  use. 

III.  Comminute  cassia  bark,  orris 
root,  licorice  root,  angelica  root,  and 
rosewood  each  7  ounces.  Macerate 
with  4  gallons  of  water,  press  out  the 
liquor  and  compound  it  with  a  solution 
of  2  pounds  of  pure  saltpetre  and  3^ 
pounds  of  white  sugar  in  li  gallons  of 
water. 

IV.  Comminute  juniper  berries  and 
fresh  bay-leaves  each  1^  pounds,  fresh 
walnut  leaves  2  pounds,  and  green  or- 
anges 81  ounces ;  macerate  with  4  gal- 


lons of  water  for  24  hours,  and  press  out 
the  fluid.  Now  pound  in  a  mortar  1  fluid 
ounce  of  oil  of  lemon  and  ^  ounce  of 
amber  together  with  3i  pounds  of  white 
sugar ;  dissolve  the  mixture  in  1^  gal- 
lons of  water,  add  2  pounds  of  pure 
saltpetre,  and  mix  this  solution  with 
the  above  liquor,  and  the  mixture  is 
ready  for  use. 

V.  Comminute  orris  root  and  an- 
gelica root  each  7  ounces,  vanilla  1 
ounce,  and  cassia  bark  ^l  ounces. 
Pour  4  gallons  of  water  over  the  in- 
gredients, let  the  whole  stand  for  24 
Hours  {md  then  press  out  the  liquor. 
Rub  up  li  pounds  of  white  su«ir  with 
a  like  quantity  of  rosewood  oil  and  8| 
fluid  ounces  of  oil  of  bergamot,  add  14 
pounds  of  pure  saltpetre,  dissolve  the 
mixture  in  li  gallons  of  water,  and 
compound  the  solution  with  the  above 
liquor. 

VI.  Convert  into  a  coarse  powdet 
cascarilla  bark  7  ounces,  cassia  bark  4 
ounces,  digest  with  4  gallons  of  water 
for  24  hours,  and  press  out  the  liquor. 
Now  rub  up  2  pounds  of  sugar  with  i 
fluid  ounce  each  of  Peruvian  balsam 
and  oil  of  cloves,  add  1^  pounds  of  pure 
saltpetre,  dissolve  the  mixture  in  U  gal- 
lons of  water,  and  compound  it  with 
the  above  fluid. 

VII.  Pulverize  cassia  bark  and  ba- 
diane each  4  ounces,  nutmeg  2  ounces, 
and  purified  potash  3^  ounces;  digest 
them  24  hours  in  4  gallons  of  water, 
then  pour  ofi*  the  fluid  and  press  out  the 
residue.  Now  dissolve  Peruvian  bal- 
sam and  olibanum  each  1  fluid  ounce 
in  strong  spirit  of  wine  1  quart,  add 
2  pounds  of  sugar  and  li  pounds  of 
saltpetre,  and  mix  the  solution  with 
the  above  liquor. 

VIII.  Convert  into  a  coarse  powder 
orris  root  8|  ounces,  card amons  with 
their  shells  2$  ounces,  cubebs  2i  ounces, 
cassia  bark  4  ounces,  cloves  1  ounce, 
mastic  2\  ounces ;  digest  them  in  2\  gal- 
lons of  water  and  1  quart  of  alcoh«)I  of 
70  per  cent,  for  24  hours,  and  then  pour 
ofif  the  liquor.  The  residue  is  extracted 
with  2J  gallons  of  water,  with  the 
assistance  of  heat,  and  the  liquor  ob- 
tained from  this  mixed  with  the  first. 
Then  dissolve  in  the  mixture  3^ 
pounds  of  white  sugar  and  1\  pounds 
of  saltpetre,  and  add  to  the  whole  li 
gallons  more  of  water. 
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.  IX.  Comminule  the  following  in- 
gredients and  macerate  them  with  i 
gallon  of  spirit  of  wine  of  60  per  cent. : 
Sassafras  wood  81  oancses,  cubebs  4 
ounces,  doves  2i  ounces,  rosewood  and 
fennel  seed  each  7  ounces,  and,  after  24 
hours,  press  out  the  liquor.  The  resi- 
due is  macerated  with  4  gallons  of  hot 
water,  the  fluid  poured  on  and  the  resi- 
due pressed  out.  Dissolve  in  this  last 
liquor  2h  pounds  of  white  sugar,  U 
pounds  of  pure  saltpetre,  and  then  mix 
the  whole  with  tne  liquor  obtained 
first. 

X.  Comminute  the  following  in- 
l^dients  and  macerate  them  24  hours 
in  2^  gallons  of  soft  water:  Orange 
peel  81  ounces,  coriander  seed  7  ounces, 
and  preserved  rose  leaves  1^  pounds, 
and  then  press  out  the  liquor.  Macerate 
at  the  same  time  1|  ounces  of  nutmeg 
and  2i  ounces  of  storax  with  i  gallon 
of  spirit  of  wine  of  60  per  cent.,  press 
out  the  liquor  and  dissolve  in  it  12 
fluid  ounces  of  oil  of  bergamot  and  1^ 
pounds  of  sugar-syrup.  Now  mix  this 
gradually  with  the  first  liquor  and 
then  dissolve  in  the  whole  1^  pounds 
of  saltpetre. 

XI.  Comminute:  Cascarilla  bark  4i 
ounces,  orris  root  7  ounces,  badiane  3^ 
ounces,  cubebs  2i  ounces,  and  galanga 
3i  ounces.  Digest  them  in  4  gallons 
of  water,  in  the  sand-bath  for  24  hour^ 
and  then  press  out  the  liquor.  In  i 
of  the  liquor  dissolve  li  pounds  of  sugar 
rubbed  up  with  1  fluid  ounce  of  oil  of 
cloves,  and  in  the  other  half  1  pint  of 
licorice  juice  and  li  pounds  of  salt- 
petre, and  then  mix  both  thoroughly 
together. 

XII.  Comminute :  Fresh  lemon  peel 
and  fresh  orange  peel  each  81  ounces, 
cubebs  3^  ounces,  calamus  root  and 
coriander  seed  each  7  ounces,  and 
figs  U  pounds  I  macerate  24  hours  in  4 
gallons  of  son  water,  strain  off  the 
liquor,  and  dissolve  in  it  2  pounds  of 
sugar-syrup  and  U  pounds  of  pure 
saltpetre. 

To  Remove  the  Disagreeable  Smell 
and  Taste  of  Inferior  Qualities  of  To- 
bacco. Treat  100  parts  of  ordinary 
cured  tobacco  with  a  mixture  of  solu- 
iaons  of  1|  to  2  parts  of  potash  in  100 
.parts  of  water  and  20  oi  soda  water- 
glass  in  500  to  600  parts  of  water.  The 
solution  is  pourea  over  the  leaf,  the 
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latter  remaining  in  it  2  days,  with  fre- 
quent turning.  The  solution  is  then 
poured  off  ana  the  tobacco  dried. 

Snuff  Manufacturb.  The  tobacco 
leaf  is  well  fermented,  then  dried  and 
ground.  The  snuff-mill  resembles  some* 
what  a  coffee  or  oocoa-mill  with  a 
continuous  rotation,  of  the  cone  or 
crusher.  The  ground  tobacco  travels 
on  an  endless  cloth  to  a  vibrating  sieve 
where  it  is  sifted,  the  fine  particles  are 
carried  forward  into  a  box,  while  the 
coarser  are  returned  to  the  mill  to  be 
reground. 

Barenburg  Snuff.  Treat  100  pounds 
of  ground  tobaeca  with  a  sauce  pre* 
pared  from  the  following  ingredients : 
Brown  syrup  2  pounds,  loaf  sugar  6i 
|K>unds,  oil  of  jasmine  li  fiuid  ounces, 
eil  of  bergamot  i  fluid  ounce,  piirifiea 
potash  3i  pounds,  common  salt  12^ 
pounds  rose  water  8|  pounds,  and  soft 
water  2i  gallons. 

Bergamo  Snuff,  Treat  100  nounds 
of  ground  tobacco  with  the  following 
mixture:  Stems  of  American  tobacco 
cut  up  4i  pounds,  rasped  rosewood  4i 
pounds,  calamus  root  and  orange  peel 
cut  up  each  2  pounds,  angelica  root 
cut  up  1  pound,  loaf  sugar  4i  pounds, 
oil  of  bergamot  2  fluid  ounces,  oils  of 
lemon  and  lavender  each  ^  fiuia  ounce, 
elder  flower  water  4^  pounds,  ro«e  water 
^\  pounds,  purified  potash  2  pounds, 
pure  common  salt  12^  pounds,  and  soft 
water  2  gallons. 

Duich  Musino  Snuff,  Convert  100 
pounds  of  fat  Vir^nia  leaf  to  a  coarse 
powder  and  mix  it  with  the  following 
ingredients  previously  pulverized : 
Cassia  bark,  orange  peely  angelica  root 
each  1  pound,  galanga  and  Brazil  wood 
each  2  pounds.  Treat  the  above  with 
the  following  mixture:  Dissolve  loaf 
sugar  2  pounds,  saltpetre  1  pound,  sal- 
ammoniac  Sk  pounds,  common  salt  10 
pounds,  and  purified  potash  3i  pounds 
m  elder  flower  water  2^  gallons. 

Espaniol  or  Sevilla  Snuff.  Convert 
100  pounds  of  Orinoco  or  Havana 
leaf  into  a  fine  powder,  and  treat  it 
with  a  mixture  prepared  from  the  fol- 
lowing substances:  Purified  potash  4i 
pounds,  common  salt  5\  pounds,  cassia 
water  1^  gallons,  melilot  water  and 
rose  water  each  ^  gallon,  tonka  beans 
2  ounces,  and  color  with  3  to  4  pounds 
of  colcothar. 
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Frankfort  Snuff,  Convert  100  pounds 
of  leaf  tobacco  into  powder  and  treat  it 
as  follows :  Stems  of  Virginia  tobacco 
cut  up  4i  pounds,  bruised  juniper 
berries  4k  pounds,  elecampane  root  cut 
up  12^  ounces,  cassia  bark,  St.  John's 
bread,  tamarinds,  juniper-berry  juice, 
osange  peel,  and  purified  potash  each 
2  pounas,  licorice  juice  and  sal-am- 
moniac each  i  gallon,  brown  syrup  3i 
pounds,  pure  saltpetre  U  pounds,  and 
water  4  to  4^  gallons. 

Parisian  JRapp^.  Boil  dried  prunes 
81  pounds,  juni))er  berries  1  pound, 
tamarinds  4i  pounds,  syrup  31  pounds, 
sal-ammoniac  81  ounces,  salt  of  tartar 
1  pound,  and  common  salt  12^  pounds 
in  6  gallons  of  water,  and  then  add  i 
gallon  of  French  brandy  and  1^  quarts 
of  wine-vinegar.  Moisten  as  much 
tobacco  powder  as  possible  with  this 
mixture  and  pack  the  finished  snuff  in 
tin-toil.    It  improves  with  age. 

Rappte  {Genuine),  Boil  in  a  cov- 
ered boiler  for  1  hour,  in  5  gallons  of 
water,  1  pound  of  licorice  root  cut  up, 
81  ounces  each  of  calamus  root  and  bav 
Jeaves,  and  1^  pounds  of  best  logwood. 
Filter  the  decoction  while  still  warm 
into  a  small  barrel  and  dissolve  in  it, 
stirring  constantly :  Common  salt  9f 
pounds,  potash  1  pound,  sal-ammoniac 
4^  ounces,  and  sulphate  of  iron  8| 
ounces.  When  all  is  entirely  dissolved 
and  thoroughly  mixed  add  2^  quarts 
of  wine-vinegar.  With  this  moisten 
100  pounds  of  ground  tobacco,  press  the 
snuff  into  a  barrel,  and  let  it  stand  well 
covered  for  6  weeks,  when  it  is  ready 
to  l>e  packed  in  tin-foil. 

St.  Vincent  Rappte,  Convert  100 
parts  of  tobacco  into  powder  and  treat 
it  with  the  following  mixture :  Stoned 
plums  4  parts,  honey  2,  bruised  juniper 
oerries  1,  calamus  root  chopped  up  i, 
angelica  root  cut  up  I,  sal-ammoniac  4, 
purified  potash  2,  wine-vinegar  6,  pure 
common  salt  12,  and  soft  water  24. 

Sternutative  (Sneezing)  Pow- 
ders. Green  Sternutatory,  Convert 
into  a  fine  powder  leaves  of  marjoram, 
sage,  pennyroyal  with  the  flower, 
betony,  and  ongan  each  30  parts,  and 
pass  the  powder  through  a  nair-sieve. 
Then  add  15  parts  of  pulverized  orris 
root,  3  parts  or  cloves,  and  2  parts  of 
cinnamon,  each  pulverized  by  itself. 
Mix  the  powders  intimately  and  color 


with  U  parts  of  fine  indigo  and  2} 
parts  of  turmeric  rubbed  to  an  impalpa- 
ble powder,  and  moistened  with  spirit 
of  wine.  This  imparts  to  the  powder 
a  green  color.  Finally  add  a  few  drops 
each  of  the  following  oils :  marjoram, 
ci^epnt,  lavender,  and  bergamot. 

Variegated  Sternutatory,  Pulverize 
dried  com  flowers,  common  marigolds, 
lavender  flowers,  leaves  of  marjoram, 
sage,  and  savory  each  2  parts.  Pass 
the  powders  through  a  fine  sieve,  and 
then  add  the  following  ingredients  all 
finely  pulverized  and  rubbed  up  with 
^  part  of  sugar:  White  sandal  wood, 
yellow  sandal  wood,  orris  root,  cinna- 
mon, cloves,  zedoaiy  of  each  ^  part 
and  musk  A  part,  and  finally  oils  of 
cloves,  cinnamon,  and  cardamon  each 
A  part.  Mix  all  intimately  with  an 
adaitiou  of  2  parts  of  spirit  of  wine, 
and  preserve  in  well-oorKcd  glass  bot- 
tles. 

White  Stemutai-ory,  Pulverize : 
Orris  root  and  cinnamon  each  30  parts, 
white  Castile  soap  6  parts,  white  sugar 
15  parts,  arum  root  3  parts,  white  helle- 
bore i  part.  Mix  intimately  and  add 
a  few  drops  of  oil  of  marjoram  and 
essence  of  ambergris. 

Sternutatories  for  Cold  in  the  Head, 
I.  Convert  into  a  fine  powder  and  mix : 
Dried  leaves  of  the  witch-hazel  3  parts, 
marjoram  blossoms  and  l|ivender  blos- 
soms each  1  part. 

II.  Valerian  leaves  and  snuff  each  8 
parts,  oils  of  lavender  and  marjoram 
each  a  few  drops. 

III.  {Corrizino),  Mix:  Salicylic  acid 
I  part,  tannin  2^  parts,  and  pulverized 
borax  2^  parts.  Or,  Sodiim  salicylate 
10  parts,  rose  leaves  20  parts,  and  snuff 
70  parts. 

Perfumes  for  Cigars,  I.  Fluid 
extract  of  valerian  1  ounce,  tincture 
of  tonka  beans  8  ounces,  alcohol  23 
ounces. 

II.  Valerianic  acid  3  drachms,  bu- 
tyric aldehyde  10  minims,  acetic  ether 
40  minims,  and  suflicient  alcohol  to 
make  64  ounces  of  mixture. 

III.  Tincture  of  valerian  4  drachms, 
butyric  aldehyde  4  drachms,  tincture 
of  vanilla  2  drachms,  ethyl-nitrite  1 
drachm,  alcohol  5  ounces,  and  sufili- 
cient  water  to  make  16  ounces  of  mixt- 


ure. 


Turkish  Smoking  Tobacco,    The  pe- 
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culiar  flavor  of  this  tobacco  depends 
not  so  much,  as  is  generally  supposed, 
on  olimatic  conditions  and  a  particular 
sance,  as  on  the  peculiar  treatment  of 
the  leaf.  As  soon  as  the  leaves  have 
been  cut,  they  are  moistened  with  soft 
water,  and  then  piled  up  in  layers  on 
the  floor  of  the  tobacco  house,  a  small 
quantity  of  melilot  {Herha  meliloti) 
being  scattered  upon  each  layer.  In 
a  few  days  the  tobacco  begins  to  fer- 
ment, becomes  hot  and  diffuses  a  pun- 
eent  but  stupefying  smell.  When 
rermentation  is  complete,  which  is 
recognised  by  the  pile  becoming  cold, 
the  leaves  are  freea  from  the  adhering 
melilot,  and  then  strung  on  cords  or 
packed  in  boxes. 

The  honey-aroma  of  the  melilot  has 
been  imparted  to  the  tobacco  durinjy^ 
fermentation,  the  cumarin  of  the  meli- 
lot forming  very  likely  a  new  combi- 
nation with  the  pectine  substances  of 
the  tobacco,  since  without  fermenta- 
tion the  desired  result  is  not  obtained. 
In  some  parts  of  Servia  and  Turkey 
the  tobacco,  after  cutting,  is  slightly 
sprinkled  with  honey -water,  and  then 
pressed  for  transportation  into  leather 
Dags  or  tin  boxes. 

To  Impart  to  Common  American 
Tobacco  the  Flavor  c/  Havana  To- 
bacco, To  dissolve  the  gummy  sub- 
stance, which  causes  the  bad  taste, 
soak  the  tobacco  in  cold  or  hot  water 
for  6  to  12  hours.  The  tobacco  is  then 
freed  from  the  gum  by  pressing,  dried, 
and  steeped  in  an  infusion  of  stems  ana 
ribs  of  genuine  Cuba  tobacco,  and 
again  dried.  Leaves  thus  prepared  are 
equal  to  imported  leaf,  ana  can  be 
used  as  wrappers  for  Havana  fillers 
without  injury  to  the  taste  of  the  ci- 
gars. 

New  Process  of  Preparing  Tobacco, 
Fill  an  enamelled  sheet-iron  pot  with 
pressed  tobacco  leaves  and  cover  it 
with  a  perforated  lid  to  allow  the  es- 
cape of  the  gases.  Heat  the  vessel 
gradual Iv  in  a  sand  or  water-bath  so 
that  in  tne  course  of  6  hours  the  tem- 
perature rises  to  212°  F.,  but  in  the 
first  3  hours  it  must  not  rise  above  180° 
F.  The  tobacco  curls,  loses  weight, 
and  the  leaves,  which  have  assumed  a 
darker  color,  are  covered  wiUi  a  gray- 
ish dust.  Tobacco  thus  preftared 
bums'well,  has  an  agreeable  odor,  and 


is  especially  suitable  for  the  manu- 
facture of  cigars,  since  it  is  freed  from 
all  injurious  constituents. 

Preparation  of  Leaf  Tobacco  for  Ci-^ 
oars.  Prepare  a  lye  from  red  and  white 
beech-ash,  filter  it  while  hot,  and  after 
pouring  it  boiling  hot  over  the  tobacco 
leaves  let  them  soak  for  24  hours.  Then 
rinse  the  tobacco  in  baskets  with  clean 
water,  and  press  and  dry.  When  thor- 
oughly drj  the  leaves  are  treated  as  fol- 
lows :  Boil  for  one  hour  over  a  moderate 
fire  28  parts  of  beer- wort,  i  of  powdered 
cubebs,  i  of  bay-berries,  ^of  bruised  juni- 
per berries,  i  of  powdered  coriander  seed, 
and  i  of  storax.  In  another  vessel  boil  1 
part  of  wine  and  i  of  powdered  cascarilla 
Dark  previously  soaked  for  12  hours  in 
the  wine  and  add  the  decoction  to  the  first 
liquor.  Pour  ofi"  the  supernatant  liquid ; 
when  cold,  moisten  the  tobacco  with  it. 

To  give  to  cigars,  made  from  tobacco 
prepared  as  above,  the  odor  of  genuine 
Havana  tobacco,  proceed  as  follows :  To 
100  parts  of  French  wine  add  2  parts 
of  cascarilla  bark  and  2  of  vanilla 
previously  grated  with  15  of  sugar. 
Cork  the  flask  and  let  it  stand  in  a 
warm  place  for  8  days.  Then  pour  off 
the  liquid  and  add  60  parts  of  mastic 
extract.  Moisten  the  cigars  with  this 
and  pack  them  in  boxes.  Keep  the 
lids  of  the  boxes  nailed  down  to  pre- 
vent the  access  of  air. 

Vinegar.  Manufacture  of  Ordi- 
nary AND  Fine  Table  Vinegars. 

AUvcUer's  Process  of  Manufacturing 
Vinegar,  A.  Ar- 
rangement of  the 
Factory,  The 
building  should 
be  soMd,wi(h  tight 
fitting  windows 
and  doors  to  pre- 
vent outside  at- 
mospheric influ- 
ences. The  walls 
should  be  covered 
with  hard  plaster 
or  clay,  not  lime- 
washed,  but  coat- 
ed with  asphaltum^  and  all  wood  and 
iron  painted  with  oil  paint. 

B.  Utensils,  It  is  best  to  use  coni- 
cal barrels,  as  represented  by  Fig.  42, 
each  of  a  capacity  of  about  2^5  gallons. 


Fig.  42. 
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The  use  of  smaller  barrels  is  not  ad- 
yisable,  since  experience  has  shown  that 
a  uniform  temperature  cannot  be  kept 
up  in  them,  thus  preventing  the  vinegar 
from  attaining  the  proper  quality. 

Oulv  beech-wood  out  recently  cut 
should  be  used  in  the  manufacture  of 
vinegar.  The  billets  are  sawed  up  in 
pieces  18  inches  long;  these  are  again 
divided  into  flat  pieces  12  inches  thick, 
which  are  then  converted  by  means  of 
a  large  plane  into  fine  shaving,  and 
the  latter  lixiviated  by  steepmg  in 
water  for  2  days. 

The  barrels  are  arranged  in  the 
vinegar-room  of  the  factory, in  such  a 
way  as  to  allow  a  person  to  pass  be- 
tween them  and  the  wall,  so  that,  in 
case  a  barrel  leaks  or  a  hoop  bursts, 
the  damage  can  be  conveniently  re- 
paired. The  barrels  should  stand 
about  3  feet  above  the  floor,  and  a  plat- 
form about  5>  feet  high  run  in  front  of 
them,  to  allow  the  workmen  to  pass 
along  and  conveniently  look  into  the 
barrels. 

The  barrels  are  filled. with  shavings; 
and  the  latter  stamped  down  so  as  to 
leave  a  space  of  6  inches  between  them 
and  the  top  of  the  barrel.  Immedi- 
ately upon  the  shavings  comes  a 
Serforated  cover,  so  secured  that  no 
uid  can  transude  between  it  and  the 
barrel-staves.  The  barrel  is  then  cov- 
ered with  a  cover  of  pine-wood  joined 


Fig.  43. 

together  with  wooden  nails  and  con- 
sisting of  two  parts,  the  front  part 
being  somewhat  smaller  than  the  back. 


In  the  centre  of  the  cover  is  a  hole  aa 
shown  in  Fig.  43.  The  perforated 
cover  is  made  of  oak-wood  1  inch  thick, 
and  strengthened  with  cross-pieces  to 

Erevent  its  warping.  The  holes  are 
ored  or,  what  is  oetter,  burned  through 
with  a  thin  piece  of  iron,  and  should 
be  about  1  inch  apart.  In  the  four 
large  holes  seen  in  the  illustration 
(Fi^.  44)  tubes  i  inch  in  diameter  and 
projecting  3  inches  above  the  cover  are 
placed.  At  a  distance  of  2  inches  be- 
low the  perforated  cover  a  hole  is 
bored  in  the  right  side  of  the  barrel,  in 
which  is  placed  a  thermometer,  so  tnat 
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Fig.  44. 

the  temperature  can  always  be  ob- 
served. Twelve  inches  above  the 
bottom  of  the  barrel  is  a  large  wooden 
faucet,  and  under  this  stands  a  bucket 
capable  of  holding  2^  gallons  without 
becoming  too  full.  Fig.  45  represents 
the  entire  arrangement.  When  every- 
thing is  in  order  the  barrels  are  acidu- 
lated in  the  following  order. 

First  Bay.  At  5  o'clock  p.  m.  acetic 
acid  is  heated  in  a  tinned  boiler  to  122° 
to  167°  F.  Ninety  gallons  of  this  are 
poured  into  each  tank,  1  wine-glassful 
of  whiskey  of  25  per  cent,  being 
added  to  every  bucketful.  The  bar- 
rels are  then  allowed  to  stand  quietly 
till  the  next  day. 

Second  Day.  The  next  morning  at  7 
o'clock  the  faucets  are  turned  to  test 
whether  all  the  acetic  acid  has  been 
absorbed  by  the  shavings,  or  whether 
there  is  any  fluid  in  the  barrel.  Should 
the  quantity  of  fluid  be  verv small  90 
gallons  of  warm  acetic  acid  with  the 


ftiidltioD  of  the  ftbove-mentioned  qaan- 
titf  of  whiskey  are  aKnin  poured  into 
each  barrel,  and  the  latter  allowed  to 
Bland  qnietlj  for  a  few  hours.  At  2 
o'clock  P.  M.  2t  gallons  of  liquor  are 
drawn  from  each  barrel  into  the  buckets 
Riaading  under  the  faucets,  and  poured 
back  over  the  contents  of  the  barrel. 
This  operation  is  repeated  at  3  p  m., 


Taking  barrela  I.,  II.,  and  III.  as  an 

example,  at  5  o'clock  a.  u.  2j  gallons 
are  drawn  IVom  each  barrel,  that  drawn 
from  No.  III.  being  conveyed  to  the 
s(«ring-bBrr<-l  in  the  cellar  as  Snished 
vinegar.  The  bncketfhl  drawn  from 
No.  I.  is  {toured  U|)on  the  contents  of 
No.  11^  aud  that  from  No,  II.  upon 
tboseof  No.  III.    Upon  I.  ia  poured  21 


ae^^lassfUl 
of  whiskey  to  each  bucket.  The  oper- 
atiim  is  repealed  in  the  fuUowine  order : 

addition  of  whiskey  ;  at  6  P.  M,,  as  at 


LS  at  2  P. 


>tl2u 


vill  be  seen  from  the  foregoing, 
at  the  even  hours  the  21  gallons  are 
poured  back  without  an  addition  of 
whiskey;  while  at  the  odd  hours  1 
wine-^Iassflil  of  whiskey  of  25  per  cent, 
is  added  to  every  2i  gallons  poured  back 
over  the  contents  of  Che  tanks.  This 
process  is  continued  for  2  or  3  days  more, 
aHer  which  the  tanks  will  have  become 
healed  and  the  thermometer  show  a  tem- 
pCratureof8G°tolOO°F,  The  acidulat- 
ing of  the  tanks  is  now  finished  and  the 
regular  fabrication  is  proceeded  with. 

Three  barrels  are  worked  li^ether  so 
that  barrels  I.,  II.,  and  III.,  and  bar- 
rels IV.,  V^  and  VI.,  and  so  on,  belong 
to  one  set. 


sallonsofdiluled  whiskey  of  7per cent. 
Traltes.  The  same  operation  is  repeated 
at  6  o'clock  A.M.  At7A.M.  2jgallonB 
are  drawn  from  each  barrel,  and  poured 
back  upon  its  contents.  AtSA.u.  2]gAl- 
lons  are  again  drawn  from  each  barrel. 
To  the  quantity  drawn  from  No.  I.  is 
added  i  pint  of  wbisk^  of  2o  per  cent 
T.,  and  is  then  poured  upon  the  con- 
tents of  No.  II.  That  drawn  from  No. 
II.,  without  an  addition  of  whiskey,  is 
poured  upon  those  of  No.  I.;  that  drawn 
from  No,  III,,  to  which  has  been  added 
the  same  quantity  of  whiskey  as  to  No. 
I.,  ii  poured  back  into  the  same  barrel. 
At  10.46  A.  u.  21  gallons  are  drawn 
from  each  barrel,  and  poured  bock  over 
the  contents,  'Ihe  operations  are  re- 
peated as  follows: 

At  12  u.  the  same  as  at  6  A.  M. ;  at 
1.46  P.  u.  the  same  as  at  8.45  A.  M. ;  at 


As  will  be  seen  ready  vinegar  is  al- 
ways taken  from  No.  III.  6timesaday, 
namely  at  5o'clock,fi,12,3,7 .and  H,  yield- 
ing daily  about  IG  gallons  of  45°  tu  50". 
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The  principal  point  in  the  mannfact. 


Pheprii 


bairelamuat  be  allowed  to  stand  quietly 
for  I  or  2  days  until  the  proper  temper- 
ature has  been  realored.  A  lumperature 
of  70°  to  77°  F.  ihould  always  prerail 
in  the  factory  and  one  of  a6'  to  104" 
F.  in  the  barrels.  The  vinegar  should 
be  immediately  cnnve^ed  into  the  cel- 
lar. It  is  first  stored  in  nncovered  bar- 
rels, tilled  loosely  with  shapings,  where 
it  remains  for  2  days,  and  is  then  drawn 
oir  into  iloriog-barreli. 


Fig.  40. 

Plunging  "  Vinegar  Prodacri."    In 
the  vessel  A  (Fig.  46)  moves  aplun^r  E 

Erovided  with  a  perforated  bottom.  It 
filled  with  shavings  and  periodically 
immersed  in  the  vinegar-stock  con- 
tained in  A.  The  air  enters  through 
the  aperture  C,  and  passes  out  through 
the  pipe  F.  A  and  E  are  hermeticatly 
closed  by  the  rubber  ring  D,  fastened 
either  to  A  or  E. 


shavings  generally  uaed  in  the 

tkcture  of  vinegar  act  vigornusly  for 
some  time,  but  loee  perceptibly  in  effi- 
ciency. This  IB  eiplaioed  by  the  fact 
that  the  shavings  as  soon  as  permeated 
with  the  fluid  press  down  the  layers 
beneath  them  by  their  increased  weight, 
aud  thus  prevent  a  free  access  of  uir. 


It  has,  therefore,  been  recommended 

to  replace  the  sliavings  b^  cork-waate. 
The  elasticity  of  cork  is  increased  by 
ila  beonniiiig  moist,  and  a  compressioa 
of  the  filling  need  not  be  feared  even  in 
very  deep  barrels.  In  the  craclcs 
of  the  cork  many  small  organisms  are 
found,  and  among  them  a.large  quan- 
tity of  vinegar- bacteria,  in  consequence 
of  which  barrels  filled  with  cork-waat« 
become  quickly  acidulated. 

ConetnlTotion  of  Vituyar  by  Mean* 
of  Calcium  Chloride.  Two  fAaaa 
vessels,  one  containing  vinegar  ana  the 
other  calcium  chloride,  are  placed  in  a 
glass  holder.  The  vinegar  eradoallr 
yields  water  to  the  calcium  salt. 

lb  Prepare  the  Yellov)  Color  for 
Coloring  Vinegar.  Melt  250  parta  of 
pulverized  while  sugar  in  a  boiler  over 
a  clear  fire.  When  the  syrup  is  thick 
enough  to  drop  slowly  from  the  stirring 
implementadd  1000  parts  of  water,  and 
after  mixing  this  thoronghly  with  the 
sugar  syrup  the  color  is  ready  for  use. 

To  Prepare  Acetic  Ether.  Place  600 
parts  of  sodium  acetate  in  a  tubulated 
glass  retort;  |>our  over  it  420  parta  of 
crude  sulphuric  acid  mixed  with  340 
|>areH  of  spirit  of  wine,  and  distil  until 
370  parts  of  fluid  have  passed  over. 
Then  cominund  the  diatfllate  with  a. 
solution  of  potassium  acetate  in  water 
until  the  ether  is  separate,  and  rectify 
this  over   5   parts  of  calcined   mag- 

diUck  Vinegar Proeeu.  Miialcohol 
of  SO  per  cent,  with  a  paru  of  water 
and  nAig  part  of  yeast,  or  some  other  fer- 
ment containing  nitrogen,  and  heat  the 
mixture  to  about  B0°  F.,  and  cause  it  ta 
trickle  ftma  oords  fastened  ia  a  shelf 
placed  over  i>eech-wood  shavings  soaked 
in  vinegar  and  packed  in  a  cask  bored 
with  holes  to  permit  a  circulation  of 
air.  The  oxidation  of  the  alcohol  soon 
raises  the  temperature  toabout  100°  F., 
which  DccasioDs  a  free  circulation  of 
airamong  the  shavings.  The  mixture 
is  passed  3  or  4  times  through  the  cask, 
and  in  about  36  hours  the  conversion 
into  vinegar  is  oompleled.  The  oxida- 
tion of  the  alcohol  in  this  process  ia 
r — J  ._  1 ii^ii  ijy  jjig  presence    " 


.ial  oils, 


rofor 


nilar 


antiseptic  substances. 

Prodaction  of  Vinegar  by  Meant  of 
Baeleria.   The  process  first  introduc^ 
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by  Pasteur  •onsists  in  planting  (nowing) 
acetic  acid  bacteria  (mother  of  vinegar) 
upon  a  mixture  of  wine  and  vine|^r,  or 
water  with  1  per  cent,  of  acetic  acid  and 
2  per  cent,  of  atVcohol  and  mineral  nour- 
ishing salts,  and,  after  the  conversion 
into  acetic  acid  of  half  the  alcohol 
used^  adding  alcohol  daily  in  small 
portions  until  the  fluid  contains  enough 
of  it  to  give  the  vinegar  the  degree 
demanded  in  commerce.  In  order  to 
add  the  alcoholic  fluid  without  de- 
stroying the  bacteria  by  immediate 
contact,  two  gutta-percha  tubes  per- 
forated on  the  sides  are  fastened  upon 
the  bottom  of  tlie  vat. 

Mr,  E.  WurrHf  after  having  obtained 
satis&story  results  by  experimenting 
in  a  small  way,  commenced  the  fabrica- 
tion of  vinegar  on  a  large  scale  accord- 
ing to  PaMear's  method.  The  mode 
of  manufacture  is  as  follows:  Large 
wooden  vats  are  charged  with  50  gal- 
lons of  the  above  vinegar  mixture,  and 
the  nourishing  salts  consisting  of  0.01 
per  cent,  each  of  the  phosphates  of  po- 
tass! um,  calcium ,  and  magnesium .  The 
vats  are  covered  with  tight  wooden  lids. 
The  air  is  admitted  through  small  holes 
in  the  sides.  The  bacteria  are  planted 
by  means  of  a  thin  spatula  of  wood,  and 
the  fluid  heateti  to  77®  to  86°  F.,  while 
the  room  in  which  the  vats  are  located 
has  a  permanent  temperature  of  86®  F. 
The  ][)erceiitage  of  acetic  acid  (1  per 
cent.)  in  the  setting-fluid,  recommenoed 
by  Pasteur^  was  found  too  low,  since  a 
fluid  so  weakly  acidulated  is  easily  at- 
tacked by  aaccharomyces  mycodemuif 
which  prevent  the  growth  of  the  acetic 
acid  bacteria  and  the  formation  of  vin- 
egar by  a  direct  combustion  of  the  al- 
cohol present  into  carbonic  acid.  Ex- 
periments proved  that  with  an  addition 
of  2  per  cent,  of  acetic  acid  a  pure 
growth  of  bacteria  was  obtained,  while 
at  a  lower  percentage,  up  to  1.2  per 
cent,  of  acid,  the  formation  of  sctcchar- 
amycea  mycoderma  increased,  and  that 
of  bacteria  decreased.  The  addition  of 
2  per  cent,  of  alcohol  recommended  by 
Pasteur  was  found  to  be  sufficient.  The 
formation  of  vinegar  progressed  now  in 
the  following  manner:  The  planted 
bacteria  covered  the  entire  surface  in  24 
to  36  hours,  the  temperature  of  the  fluid 
risii^  to  93^®  F.,  and  a  strong  smell  of 
acetic  acid  becoming  at  the  same  time 


perceptible.^  The  practical  yield  of 
acetic  acid  is  less  than  tiiat  promised 
by  theory.  The  loss  of  alcohol  by  this 
method  amounts  to  10  to  15  per  cent., 
while,  when  casks  filled  with  shavings 
are  used,  it  is  from  12  to  15  i>er  cent,  in 
the  proauction  of  ordinary  acetic  vin- 
egar spirit  of  23  per  cent. ;  2  per  cent, 
by  volume  of  alcohol  furnished  acetic 
acid  of  1.7  to  1.8  per  cent.,  the  produc- 
tion of  stronger  vinegar  requiring  there- 
fore an  addition  of  alcohol.  This  must 
only  be  done  when  but  i  to  i  of  1  per 
cent,  of  alcohol  is  present  in  the  mixt- 
ure, and  the  fluid  coming  in  contact 
witn  the  bacteria  must  never  contain 
over  0.5  per  cent,  of  alcohol,  since,  as 
Pasteur  has  alreadv  shown,  a  too  strong 
addition  of  alcohol  may  easily  destroy 
the  formation  of  vinegar.  The  alcohol 
to  be  added  is  distributed  in  the  fluid 
by  means  of  a  strong  perforated  porce- 
lain tube  reaching  from  the  bottom  of 
the  vat  to  the  surface  of  the  fluid  ;  not 
more  than  i^  of  1  per  cent,  should  be 
added  daily.  When  the  vinegar  has 
acquired  the  desired  de&^ree  of  strength 
it  is  drawn  ofi*  into  a  clarifying  vat  in 
order  to  free  it  from  turbidity  caused 
bv  adhering  particles  of  the  plant. 
The  other  vat  is  then  thoroughly 
cleansed  with  brushes  and  charged 
anew.  The  principal  requisites  for  the 
success  of  the  o}>eration  are  pure  bac-- 
teria  seed,  a  uniform  temperature  of 
86°  F.,  and  a  well-regulated  addition 
of  alcohol.  Bjr  strictly  observing  these 
precautions  this  new  process  can  be 
very  easily  carried  out,  and  offers  the 
following  advantages:  1.  It  produces 
vinegar  in  one-half  the  time  of  any 
quick  process  formerly  used.  Ten  vats 
vield  dailv  as  much  acetic  a<^d  as  3 
barrels  9|  ieet  high, filled  with  shavings ; 
but  the  cost  of  ten  vats,  with  all  appur- 
tenances, is  scarcely  one-half  that  or  the 
casks  with  the  necessary  filling.  2.  By 
a  suitable  arrangement  of  the  vats  less 
room  is  required.  3.  By  reason  of  the 
vats  being  emptied  in  10  to  15  days  and 
cleansed,  the  vinegar-eels  (vibrios)  have 
no  time  to  increase  in  a  disturbing 
manner.  It  is  only  necessary  to  see 
that  the  fiingus  seed  is  not  taken  from 
a  fluid  containing  eels,  and  this  can  be 
easily  avoided  since  the  eels  are  percept- 
ible to  the  naked  eye.  If,  in  spite  of 
all  precautions,  the  fluid  in  one  of  the 
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▼ate  shoald  become  eely.  it  is  drawn  off 
and  heated  by  means  of  boiling  water 
or  steam  to  140°  F.,  and  the  vat  itself 
sooared  with  boilino^  water  and  a  little 
8ulpharicaoid,and  tne  fluid,  after  cool- 
uig,  replaced  in  it  4.  While  the  acid- 
uiation  of  a  new  barrel  filled  with 
shavings  requires  4  to  8  weeks,  and  the 
vinegar  produced  daring  the  first  4 
weelu  has  always  a  strong  taste  of 
wood,  PasUar*9  method  furnishes  at 
once  a  good  product,  without  any  loss 
of  vinegar,  and  the  work  can  be  in- 
terrupted at  any  time,  it  beinff  only 
necessary  to  provide  a  stock  of  fundus 
seed.  The  manufacture  is  simpler, 
surer,  and  cheaper,  but  reauires  a  daily 
and  accurate  controlling  or  the  working 
vats. 

WkUe  Wine  Vinepar  is  produced  in 
France  fh>m  light  wines.  A  little  vine- 
gar is  poured  into  a  cask  partiallv 
open  at  the  top,  toother  with  5  to  6  gal- 
lons of  white  wine,  which  has  been 
allowed  to  trickle  over  wood  shavings. 
In  a  few  days,  during  which  the  tem- 
perature is  maintained  at  about  80°  F., 
a  fresh  quantity  of  witie  is  poured  in, 
and  in  the  course  of  12  to  14  days 
half  the  vinegar  contained  in  the  cask 
is  drawB  off  and  replaced  by  a  fresh 
portion  of  wine.  In  this  way  an  occa- 
sional renewal  of  the  air  in  the  upoer 
part  of  the  cask  is  provided  for.  The 
acetification  is  found  to  proceed  more 
rapidly  in  old  casks  than  in  new,  which 
is  attnbuted  to  the  presence  of  bacteria 
or  mother  of  vinegar. 

To  Prepare  Acetic  Acid,  Mix  26 
parts  of  pulverized  potassium  sulphate 
and  15  of  crude  sulphuric  acid,  evapo- 
rate to  dryness  and  melt  the  residue ; 
then  cool  and  pulverize  it  and  add  24 
parts  of  dry  sodium  acetate  obtained  by 
neating  moderately  about  40  parts  of 
ordinary  sodium  acetate,  and  distil  in  a 
saiid-bath,  thoroughly  cooling  the  re- 
ceiver until  14  parts  of  acetic  acid  have 
passed  over. 

To  Prepare  Excellent  Vinegar, 
Bruise  200  parts  of  large  raisins,  12^ 
parts  of  crude  tartar,  and  100  parts  of 
wheat  malt,  and  work  them  to  a  stiff 
paste  by  adding  hot  water.  Let  this 
stand  for  half  an  hour,  then  pour  1800 
to  2000  parts  of  hot  water  over  it,  and 
let  it  stand  for  3  hours.  Now  pour  it 
in  a  barrel  provided  with  a  faucet  and 


standing  near  a  warm  stove.  When 
the  mixture  is  as  warm  as  the  hand 
will  bear  add  300  parts  of  yeast  and 
stir  thoroughly.  Alter,  3  hours,  when 
all  the  yeast  is  fermented-,  add  400  parts 
of  sharp  wine-vinegar,  let  it  stand  for 
24  hours,  and  then  draw  off  the  fluid. 
Remove  the  yeast  and  cleanse  the  barrel 
by  rinsing  it  with  water.  Beplace  the 
fluid  in  tne  barrel,  bung  tiehtly,  and 
let  it  stand  quietly  for  14  days,  when 
the  vin^far  will  be  sour.  Af^r  it  has 
laid  for  6  weeks  draw  it  off,  and  to 
improve  the  vinegar  repeat  the  opera- 
tion several  times.  Vinegar  thus  pre- 
pared is  nearly  equal  to  uie  best  wme- 
vinegar. 

Vinegar  from  Potatoes  or  Rice,  Grate 
8500  parts  of  potatoes  and  add  2000  to 
2500  parts  of  water  and  20  parts  of  sul- 
phunc  acid.  Let  the  mixture  boil  for 
6  hours,  and  run  it  through  a  strainer 
into  a  cooler,  in  order  to  separate  the 
fluid  from  the  sediment.  The  fluid  is 
then  drawn  off  into  another  vat  and 
placed  in  a  room  having  a  temperature 
of  79°  F.,  and  f  part  of  potash  dissolved 
in  water  and  560  parts  of  yeast  are 
added,  some  more  yeast  being  added  in 
the  course  of  3  days  to  promote  fermen- 
tation. Now  fill  'a  barrel  loosely  with 
beech-wood  shavings  or  ^rape  husks 
saturated  with  strong  vinegar,  and 
pour,  every  morning  and  (evening,  200 
parts  of  the  fermented  fluid  over  them 
until  the  barrel  is  full.  Then  draw  off 
200  parts  and  pour  them  into  another 
vessel  half-filled  with  vinegar,  and  from 
this  into  another  barrel  filled  loosely 
with  beech-wood  shavings,  where  the 
vine^r  is  allowed  to  cool  and  clarify, 
and  IS  then  ready  for  use. 

Fine  Table  Vineaare,  Anise  Vine- 
gar, Convert  the  following  ingredients 
into  a  coarse  powder :  Anise  se^  5  parts, 
caraway  seed  i  part,  fennel  and  coriander 
seed  each  ^  part ;  pour  5  parts  of  alco- 
hol and  45  parts  of  good  strong  vinegar 
over  the  powders,  close  the  flask  her- 
meticallv,  and  let  the  whole  digest  in  a 
warm  place  for  6  to  8  days,  shaking 
frequently.  Then  strain  the  liquid  on, 
press  out  the  residue,  filter  the  vinegar, 
and  put  it  up  in  bottles. 

Aromatic  Vinegar,  Chop  up  leaves 
of  rosemary,  sage,  and  peppermint  each 
f  part,  cloves,  zedoary,  and  anj^lica 
root  each  i  part ;  place  all  in  a  suitable 
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flask,  Into  which  also  poor  80  parts  of 
crade  vinegar,  let  it  macerate  for  4  days, 
then  press  out  and  filter.  The  product 
is  a  clear  fluid  of  a  reddish-brown  color. 

Dragona^vort  {Estragon)  Vinegar, 
Pick  the  young  tender  leaves  of  dragons- 
wort  {Artemisia  dracun-cultis  Z.)  when 
the  first  flower-buds  appear.  Bruise 
the  leaves,  place  them  in  a  suitable 
flask,  pour  good  wine-vinegar  over 
them,  and  let  the  whole  stand  for  a  few 
days.  Then  strain  the  vinegar  through 
a  cloth,  filter,  and  bottle.  The  bottks 
must  he  filled  entirely  full,  as  other- 
wise the  vinegar  will  not  keep. 

Another  Receipt.  Mix  li  parts  of 
oil  of  dragonswort  with  3000  parts  of 
Bure  good  vinegar,  let  the  whole  stand 
for  a  few  days,  and  then  filter  the  vine- 
gar. 

Compound  Dragonsvfort  Vinegar  or 
Herb  TahleVinegar,  Comminute  leaves 
of  dragonswort  100  parts,  bean  leaves 
25  parts,  leaves  of  basil  and  marjoram 
eacn  12^  parts,  bay  leaves  and  orris 
root  ^u!h  25  parts,  cloves  3.V  parts,  cin- 
namon 6i  parts,  and  shallots  25  parts. 
Put  all  in  a  demijohn,  pour  700  to  750 
parts  of  pure  good  vinegar  over  it,  let 
it  stand  on  a  warm  place  and  digest  5 
to  6  days,  frequently  agitating  it.  Tlien 
strain  the  vinegar  through  Imen,  press 
out  the  residue  with  the  hands,  add  25 
parts  of  alcohol,  and  filter.  Keep  the 
vinegar  in  well-oorked  bottles  in  a  cool 
place. 

Spiced  Dra^onawort  Vinegar,  Cut 
up  and  treat  as  above  leaves  of  drag- 
onswort 100  parts,  fresh  lemon  peel  & 
parts,  cinnamon  and  coriander  seed 
each  13^  parts,  fennel  seed  3i  parts, 
cardamons  |  part,  shallots  25  parts, 
and  vinegar  700  to  750  parts. 

English  Spiced  Vinegar,  I.  Pour 
400  parts  of  pure  vinegar  and  50  parts 
of  strong  alcohol  over  the  following 
ingredients,  previously  pulverized : 
Cloves  25  parts,  cassia  bark,  mace,  and 
orange  blossoms  each  3^  parts.  Let 
tlie  whole  stand  in  a  warm  place  for  1 
week,  then  strain  through  a  cloth,  press 
out  the  residue,  and  filter. 

II.  Mix  oils  of  cloves  96  drops,  her- 
gamot  70  drops,  and  camphor  15^ 
grains,  triturated  with  4 J  ounces  of 
strong  acetic  acid  and  15  drops  of  acetic 
ether.  Add  to  this  mixture  2  gallons 
of  pure  vinegar,  mix  thoroughly,  let 


the  whole  stand  for  a  few  days,  and 
then  filter  through  blotting  paper. 
This  vinegar  must  be  kept  in  well- 
closed  botues  and  in  a  cool  place. 

E^ervesdng  Vinegar.  Dissolve  500 
parts  of  loaf  sugar  in  5000  parts  of  ■ 
water,  add  lemon  juice  and  rind  cut  up 
in  the  proportion  of  1  lemon  to  1  pound 
of  sugar,  1^  parts  of  the  best  cinnamon, 
and  12^  parts  of  beer-veast  thoroughlv 
washed.  Place  the  whole  in  a  barrel, 
and  after  agitating  thorouglily  let  it 
ferment  at  a  temperature  of  55^  to  60^ 
F.  When  fermentation  has  ceased  the 
vinous  fluid  is  strained,  and  mixed  with 
1000  parts  of  best  wine-vinegar  pre- 
viously boiled  up,  and  yeast  in  the  pro- 
portion of  1  spoonful  to  5  pounds  of 
sugar.  The  fluid  is  then  distributed  in 
several  earthenware  pots  and  exposed 
to  a  tem^)erature  of  77°  to  88°  F.,  until 
it  has  been  converted  into  strong  vine- 
gar.  This,  while  remaining  m  the 
pots,  is  mixed  with  200  parts  of  French 
Drandy  and  after  two  days  bottled  in 
small  bottles.  To  each  |)Ound  of  tliis 
vinegar  are  added  i  part  of  crystallized 
tartaric  acid  pulverized  and  I  part  of 
bicarbonate  of  sodium.  The  bottles,  aa 
soon  as  the  respective  portion  of  the 
mixture  has  been  addea  to  each,  must 
be  corked  as  quickly  as  possible,  and 
then  stored  in  a  cool  place. 

Herb  Vinegar  as  Prepared  in  the 
Northern  Part  of  Germany.  Chop  fine 
the  leaves  of  marjoram  and  thyme  each 
131  parts,  bean  leaves  6^  parts,  leaves 
of  mint,  basil,  and  celery  each  3^ 
parts,  and  1^  parts  of  fresh  shallots. 
Pour  600  to  700  parts  of  good  vinegar 
over  the  herbs,  and  treat  in  the  same 
manner  as  given  for  compound  dragons-' 
wort  vinegar. 

Herb  Vinegar  as  Prepared  on  the 
Rhine,  Chop  up  leaves  of  fresh  drag- 
onswort and  wcKodroof  each  20  parts, 
borage  1^  parts,  fresh  mint  3i  parts. 
Pour  600  to  750  parts  of  good  vinegar 
over  them,  and  then  proceed  as 
given  for  compound  dragonswort  vine- 
gar. 

Lemon  Vinegar,  Remove  the  rind 
from  5  to  6  fresh  lemons,  press  out  the 
juice  and  let  it  stand  in  a  tall  covered 
glass  until  clarified.  Then  pound  the 
rinds  to  a  paste  and  pour  1  gallon  of 
good  vinegar  over  it.  Let  it  stand  for 
a  few  days,  then  pour  off  the  vinegar, 
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mix  it  with  the  clear  lemon  Juice,  filter 
and  bottle  the  vinegar. 

Orange  Vinegar,  Peel  5  to  6  fresh 
oranges,  press  out  the  juice  in  a  tall 
glass,  and  let  it  stand  covered  to 
clarify.    Free  the  rinds  from  the  white 

rrts,  pound  them  to  a  paste  and  pour 
gallon  of  good  vinegar  over  it,  and 
proceed  in  the  same  manner  as  given 
for  lemon  vinegar. 

Pine-apple  Vinegar,  This  excellent 
vinegar  soon  loses  its  flavor,  and  it  is 
therefore  best  to  prepare  a  small  quan- 
tity at  a  time  and  keep  it  in  hermet- 
ically closed  bottles. 

Bruise  the  slices  of  pine-apple  and 
pour  over  them  a  considerable  quantity 
of  vinegar.  Close  the  vessel  as  tightly 
as  possible  and  let  it  stand  12  hours ; 
after  which  pour  off  the  vinegar  and 
filter  it. 

Raspberry  Vinegar.  Crush  perfectly 
ripe  raspberries  to  a  paste,  let  it  stand 
24  to  36  hours;  then  put  1  pound  of 
this  paste  into  a  jar,  pour  li  to  2  gal- 
lons of  vinegar  over  it,  place  it  in  a 
warm  place,  but  not  in  the  sun,  and 
shake  rreouently.  After  standing  for 
several  aavs  strain  the  mixture 
through  a  cloth,  add  1  gill  of  alcohol, 
mix  thoroughly,  and  filter  the  vine^r. 
The  bottles  should  be  entirely  filled 
and  kept  in  a  cool  place. 

Strawberry  Vinegar.  Mash  thor- 
oughly ripe  strawberries,  let  the  paste 
stand  in  a  warm  pilace  for  24  hours, 
then  press  out  the  juice,  bottle  and  let  it 
stand  for  a  few  days  to  ferment  and  to 
allow  the  slimy  constituents  to  separate. 
Then  filter  the  juice  and  put  it  in  well- 
closed  glass  bottles  which  should  be 
Bcrupulouslj  clean,  where  it  will  keep 
for  a  long  time.  When  it  is  to  be  used 
for  flavoring,  add  a  sufficient  quantity 
of  it  to  good  vinegar. 

Vanilla  Vinegar.  Triturate  in  a 
porcelain  mortar  4  parts  of  vanilla 
Dean  cut  up  with  some  white  sugar,  add 
2  parts  each  of  pulverized  cloves  and 
cinnamon,  put  all  in  a  flask  and  digest 
it  with  30  parts  of  strong  alcohol  for 
several  days.  Then  add  250  to  270 
parts  of  good  vinegar,  let  it  stand  for 
some  time,  shaking  it  frequently,  then 
strain  through  a  cloth  and  finally  filter. 
This  vinegar  is  usually  colored  red. 

<  Vinaigre  d  la  Bordin,    Chop  up: 
Leaves  of  dragonswort  20  parts,  bay 


leaves  10  parts,  angelica  root  6^  parts, 
capers  and  anchovies  each  10  parts, 
shallots  6^  parts,  and  pour  150  parts 
of  good  vinegar  over  tnem.  Let  the 
whole  stand  for  3  davs,  shaking  fre- 
quently, then  strain  through  a  cloth, 
press  out  the  residue,  and  filter  the 
vinegar. 

Vinaigre  d  la  RavigoU.  Leaves  of 
dragonswort  25  parts,  bay  leaves  6h 
parts,  capers  13^  parts,  anchovies  cut 
up  fine  26h  parts,  cloves  and  horse- 
radish each  3^  parts,  white  mustard 
seed  pounded  fine  I  part,  shallots  13^ 

gEirts,  and    good   vinegar   300   parts, 
roeeed  as  above. 


Washing  and  Scouring.    Manu- 

FACTUBB  OF  WaSHING-BLUB,  BTC. 

To  Wash  Satin,  Silk  Ribbons,  Bro- 
cade, and  Silk  Damask,  Bub  the  mate- 
rials either  with  yelk  of  e^g  or  Venetian 
soap,  wash  them  in  tepid  water,  then 
rinse,  and  dry.  Now  dissolve  gooa  gum- 
tragacanth  in  equal  parts  of  wine-viue- 
gar  and  spring  water,  and  strain  the 
solution  through  a  cloth ;  it  should  not 
be  too  thick.  Dip  the  fabric  in  this 
solution  so  that  it  is  uniformly  moist- 
ened, then  squeeze  out  the  gum  water, 
and  by  means  of  a  brush  spread  the 
fabric  upon  a  smooth  board  and  let  it 
dry  quickly  in  the  sun  or  near  the 
stove.  But  ribbons  should  be  ironed 
dry. 

To  Wash  SUk  Ribbons  minced  with 
Gold  and  Silver  Threads,  Before  wash- 
ing brush  the  ribbons  with  honey  water 
to  protect  the  colors.  Then  wash  in  a 
solution  of  beef 's  gall  and  soap ;  manipu- 
late the  ribbon  with  one  hand  while 
pouring  rain  water  over  it  with  the 
other  hand.  After  washing  dip  them 
in  clear  gum  water,  wrap  them  be- 
tween two  cloths  around  a  mangle 
roller,  and  mangle  them  for  a  short 
time ;  then  fasten  some  weight  to  one 
end  of  the  ribbons  and  hang  them  up 
to  dry. 

To  Wash  Silver  and  Gold  La^ee, 
Place  the  lace  in  curdled  milk  for  24 
hours.  Dissolve  shavings  of  some  good 
soap  in  1  quart  of  rain  water,  add  a 
comparatively  large  quantity  of  honey. 
1  beef's  gall,  and  neat  the  whole  for  1 
hour.    In  case  it  is  too  thick  add  rain 
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water,  so  that  a  thinly-fluid  paste  is 
form^.  Allow  this  to  stand  for  12 
hours,  then  brush  the  paste  over  the 
met  laces.  Wrap  a  moist  cloth  around 
a  mangle  roller,  around  this  the  lace, 
and  around  it  another  moist  cloth. 
The  lace  is  then  maneled,  being  occa- 
sionally dampened  with  rain  water  and 
several  times  brushed  over  with  the 
paste.  Now  soak  gum-tiagacanth  in 
water  for  24  hours,  strain  it  through  a 
eloth,  add  an  equal  <][uantity  of  sugar, 
and,  when  this  is  dissolved  and  the 
solution  has  become  clear,  immerse  the 
laces  in  it ;  then  mangle  them  smooth 
between  2  clean  cloths  and  then  hang 
them  ui>  to  dry. 

To  Wash  Gold  Laces.  Place  them 
over  night  either  in  urine  or  wine,  and 
then  wash  them  in  the  same  manner  as 
tibove.  Color  and  gloss  are  restored 
by  heating  in  a  pot  1  pint  each  of  water 
and  whiskey,  to  which  has  been  added 
pulverized  gum- Arabic  and  some 
saffron ;  spread  the  laces  upon  a  table 
and  apply  the  solution  uniformly  with 
a  small  brush,  and  then  hang  them  up 
to  dry. 

To  Wash  White  Silk  Orape.  Soak 
over  night  in  a  solution  of  soap  in 
milk,  then  ^  sponge  without  ruboing 
and  lay  it  in  a  solution  of  soap  and 
water  ror  12  hours,  squeeze  gently,  and 
place  it  between  2  damp  cloths  in  a 
basket.  Put  some  sulphur  in  an  iron 
pot,  and  place  the  latter  in  a  barrel  or 
tall  vessel  covered  with  a  cloth  folded 
4  times.  Place  the  wet  basket  contain- 
ing the  crape  over  the  sulphur,  which  is 
now  ignited  and  allowed  to  bum  some 
time.  The  crape  is  then  taken  out, 
stretched  evenly  over  a  board  coverea 
with  cloth,  and  pressed  down  uiK)n  it 
with  a  sponge  dipped  in  white  ooiled 
starch 

To  Wash  WhiU  Gauze,  Place  the 
gauze  between  2  cloths  together  with 
some  fine  shavings  of  Venetian  soap, 
put  all  in  a  tin  dish,  and  pour  luke- 
warm water  over  it;  place  a  cloth 
folded  double  on  top,  load  it  down  with 
a  weight,  and,  when  the  water  has  be- 
come cold,  pour  it  off  and  add  luke- 
warm water,  repeating  this  operation 
several  times.  Now  let  it  stand  over 
night  under  the  pressure  of  the  weight, 
then  rinse  the  gauze  several  times  with 
lukewarm  water.    The  further  treat- 


ment and  sulphuring  is  the  same  as 
given  for  silk  crape. 

Jf\ne  Muslin f  Jjinen,  and  Batiste  are 
first  soaked  in  soft  water.  Then  boil 
and  skim  1  pound  of  soap,  i  ounce  of 
alum,  and  1  ounce  of  carbonate  of 
potassium  until  a  plastic  mass  is  ob- 
tained, which  is  formed  into  cakes  or 
balls.  Apply  this  to  the  fabric,  rub- 
bing with  the  grain;  then  squeeze  it 
and  repeat  the  operation  several  times, 
and  finally,  to  prevent  adhering  parti- 
cles of  soap  from  turning  the  labrie 
yellow,  rinne  several  times  in  fresh 
water,  putting  a  few  drops  of  indigo 
solution  in  the  last  rinsing  water.  The 
fabric  is  then  squeezed  out,  beaten  be- 
tween the  hands,  and  then  dried  in  the 
shade. 

To  Wash  Velvet,  Boil,  with  con- 
stant stirring,  2  beef-galls  with  some 
soap  and  honey  in  a  sufficient  quantity 
of  water.  Place  the  velvet  upon  a 
clean  damp  board  and  freely  apply  the 
above  mixture  with  a  rag.  Then  wrap 
the  velvet  around  a  mangling  roller 
and  mangle  it  until  the  dirt  has  disap- 
peared; then  draw  it  through  clean 
water,  mangle  again,  and  then  nang  up. 
When  half  dry  moisten  the  velvet  with 
isinglass  dissolved  in  water,  wrap  it  in 
a  cloth,  mangle  it  until  dry,  ana  raise 
the  pile  by  rubbing  with  a  cloth. 

Velvet,  which  has  become  hard  and 
rough  by  rain  or  mud,  is  made  soft  in 
the  following  manner:  Moisten  the 
back  of  the  velvet.  Secure  a  hot  iron 
with  the  flat  smoothing  part  up  and 
draw  the  moist  velvet  across  it.  The 
heat  converts  the  water  into  steam 
which  penetrates  through  the  pile  of 
the  velvet  and  separates  the  tangled 
threads. 

To  Wash  Veils,  White  veils  are 
washed  in  lukewarm  soap  water,  gently 
wrung  out,  rinsed  in  cold  water.  Blued, 
starched,  beaten  half  dry  between  the 
hands,  and  then  hung  up  to  dry  en- 
tirely. Black  veils  are  immersed  in 
warm  water  in  which  beef  ^11  has 
been  dissolved,  then  rinsed  in  cold 
water,  and  stiffened  with  gum  water, 
beaten  half  dry  between  the  hands, 
and  then  hung  up  until  entirely  dry. 

Silk  and  Silk  Fabrics  are  best  washed 
in  tea  water  and  rinsed  clean  in  whiskey 
in  which  some  sugar  has  been  dissolved, 
mangled,  and  ironed  while  still  moist; 
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or  the^r  are  washed  in  strone  bran  water 
to  wiiich  some  pulverized  alum  has 
been  added ;  or  by  spreading  the  fabric 
upon  a  clean  table,  soaping  it  thor- 
oughly with  a  woollen  rag,  using  luke> 
warm  water,  and  rubbing  always  in 
one  direction.  When  the  dirt  is  re- 
moved the  soap  is  washed  off  with  a 
sponge  dipped  in  cold  water.  After 
tne  other  side  of  the  fabric  has  b6en 
cleansed  in  the  same  manner  it  is  rinsed 
in  cold  water,  spread  out,  and  dried  in 
the  shade.  The  iron  used  for  ironing 
should  be  but  half  warm,  and  pai>er 
be  laid  between  the  iron  and  the  fabric. 

Embroidered  Fabrics,  or  Musiin^ 
Linen f  etc.^  Woven  wUa  Gold  should 
be  soaked  in  cold  water,  so  as  to  pre- 
vent a  disarrangement  of  the  threads ; 
all  rubbing  and  wringing  must  be 
strictly  avoided.  When  this  has  been 
done  make  suds  of  lukewarm  water 
and  Venetian  soap,  place  the  em- 
broideries in  it,  and  squeeze  them  out. 
Then  place  them  in  fresh  water  and, 
after  4  hours,  squeeze  them  out  and  let 
them  dry*.  Then  sew  linen  around  the 
edges  of  each  piece  and  stretch  them  in 
a  frame  for  finishing. 

Silk  Stockings  are  washed  in  warm 
water  with  good  soap,  and  then  rinsed 
in  fresh  water  until  all  the  soap  has 
been  removed.  Then  dissolve  a  piece 
of  litmus  as  large  as  a  hazel-nut  in  1 
quart  of  water  and  draw  the  stockings, 
turned  outside  in,  several  times  through 
the  solution.  Then  hold  the  stockings 
over  sulphur  burning  in  a  pan  fillM 
with  hot  coals,  and  let  the  fumes  pass 
through  them.  Then  turn  the  stock- 
ings inside  out,  draw  them  upon  frames, 
smooth  them,  while  still  moist,  with  a 
glass  roller,  and  let  them  dry  in  the 
sun. 

To  Wash  Taffeta,  White  taffeta  is 
soaked  in  soft  water  and  then  washed 
with  wheat  bran  and  Venetian  soap. 
It  is  then  rinsed,  sulphured,  and  fi- 
nally stiffened  with  gum  tragacanth, 
fleabane  seed,  and  Saxony  blue,  then 
mangled  between  two  cloths  and 
lightly  brushed.  By  another  method 
white  taffeta  is  washed  three  times  in  a 
solution  of  41  ounces  of  Venetian  soap 
in  2  gallons  of  rain  water  prepared  by 
boiling  and  cooling  off  to  lukewarm. 

Black  Taffeta  is  washed  three  times 
-in- a  like  solution  of  Venetian  soap  in 


water  which  has  stood  over  night,  and 
then  stiffened  with  gum-Arabic  and 
fleabane  seed,  and  mangled  and 
ironed.  Another  method  of  washing 
black  taffeta  as  well  as  all  other  black 
silk  fabrics  is  b;^  rubbing  the  fabric 
with  a  spon^  dipped  in  beer,  mint- 
water,  or  whiskey,  then  mangling  dry 
between  two  cloths,  and  finally  iron- 
ing on  the  wrong  side. 

To  Polish  Gold  and  Silver  Lace.  To 
restore  ^old  lace,  spangles,  and  but- 
tons, which  are  worn  so  that  the  white 
ground  shines  through,  treat  1|  ounces 
of  shellac  and  12  grains  each  of 
dragon's-blood  and  turmeric  root  with 
strong  alcohol,  and  decant  the  ruby- 
red  colored  solution.  The  objects  to 
be  restored  are  then  brushed  over  with 
some  of  the  color  by  a  camers-halr 
brush,  and  then  a  hot  flat>iron  is 
passea  over,  so  that  the  objects  shall 
only  be  gently  warmed.  Grold  em- 
broidery is  treated  in  the  same  man- 
ner. Detached  sold  knobs  and  but- 
tons are  fiutened  on  a  fork,  brushed 
over  with  the  gold  lac,  and  then  dried 
over  red-hot  coals  with  the  above-men- 
tioned precautions. 

Silver  Lace  or  Embroidery  is  pol- 
ished with  a  powder  obtained  as  fol^ 
lows:  Alabaster  is  strongly  calcined 
and,  while  hot,  placed  in  corn-whiskey. 
A  white  powder  is  obtained,  which  is 
dried  over  the  flame  of  a  spirit-lamp 
and  placed  in  a  linen  bag.  The  lace 
is  then  dusted  over  with  the  powder 
and  brushed  with  a  velvet  brush. 

To  Wa^h  Laces,  Cover  an  ordinary 
wine  bottle  with  fine  flannel  and 
stitch  it  firmly  around  the  bottle,  tack 
the  outer  edge  of  the  lace  to  the  flan- 
nel, rolling  it  smoothly  around  the 
bottle,  then  tack  the  inner  edge 
smoothly  down.  Cover  over  the  lace 
with  a  piece  of  very  fine  flannel  or 
muslin,  and  rub  the  whole  gently  with 
clean  suds  made  of  Castile  soap.  If  the 
lace  is  very  much  discolorea,  fill  the 
bottle  with  hot  water,  place  it  upright 
in  a  sauce-pan  of  suds,  and  let  it  lK)il 
for  a  few  minutes ;  then  place  the  bot- 
tle under  a  runnins:  hydrant,  to  rinse 
the  lace  thoroughly.  Make  some 
starch  about  as  thick  as  arrow-root  for 
an  invalid,  melt  in  it  a  small  quantity 
of  white  wax  and  a  little  loaf-sugar^ 
Flange  the  bottle  2  or  3  times  in  the 
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rnbbing  with  soap  will  complete  the 
work.  It  is  adyisaDle  to  treat  the  clothes 
once  more  with  a  weak  solution  of  water- 
glass  (1  part  to  50  of  water  of  a  tempera- 
ture of  113«  to  122«  F.),  and  then  to 
boil  them  in  clean  water.  Clothes 
washed  in  this  manner  are  brilliantly 
white,  require  no  bleaching,  and  besides 
the  process  is  considerably  cheaper 
and  takes  less  time  than  the  ordinary 
one  with  soap  and  water.  Colored 
woollen  fabrics  are  washed  in  a  solu- 
tion of  1  part  of  water-glass  in  60  of 
water  of  a  temperature  of  100°  to 
122°  F. 

Palm^%  Process  of  Washing,  Soak 
the  clothes  for  15  minutes  m  clean 
water.  Dissolve  U  ounces  of  washing 
powder  and  7  ounces  of  soap  in  9  gallons 
of  boiling  water.  In  1|  gallons  of  this 
hot  solution  rinse  the  clothes  wrung 
out  from  the  clean  water  and  wring  out 
again.  Then  immerse  them  in  2\  gal- 
lons of  the  solution  mixed  with  1  gal- 
lon of  cold  water,  then  in  4^  «illons 
of  the  boiling-hot  solution,  and  rinse 
in  cold  water. 

The  washing  powder  used  consists  of 
30  per  cent,  of  borax,  65  per  cent,  of 
commercial  soda,  and  5  per  cent,  of 
wheat  or  corn-starch. 

New  Wash  Procees,  Boil  2  pounds 
of  soap  to  a  paste,  dilute  this  with  6^ 
gallons  of  water,  add  1  table-spoonful 
of  spirit  of  turpentine  and  2  table-spoon- 
fuls of  ammonia,  and  beat  the  mixture 
thoroughly.  The  water  must  be  as 
warm  as  the  hand  will  bear.  The  dry 
clothes  are  then  soaked  in  this  for  2 
hours  previously  to  washing  them. 
The  tub  containing  them  must  be  well 
covered.  The  suds  can  be  a^ain  heated, 
and  used  once  more  by  adding  ^  table- 
spoonful  of  spirit  of  turpentine  and  1 
table-spoonful  of  ammonia. 

To  Wash  Dresses  of  Fast-colored  Silk, 
I.  Mix  1  quart  of  liquid  ammonia  in  2^ 
gallons  of  soft  water  with  sufficient 
soap.  Wash  the  dress  thoroughly  in 
this  solution  and  rinse  it  in  running 
water  if  possible. 

II.  Rub  the  dress  with  yelk  of  e^g 
aiid  wash  it  in  clean  lukewarm  water, 
rinse  in  cold  water,  and  dry  at  an  or- 
dinary temperature.  Soak  for  12  hours 
i  ounce  each  of  gum  tragacanth  and 
jSeabane  in  water ;  then  boil  to  a  thin 
Btarch«  through  which  draw  the  dress,. 


and  iron  it  between  two  cloths  until 
dry. 

To  Make  Washed  Silk  Olossy.  Dis- 
solve 1  ounce  of  gum- Arabic  in  i  gallon 
of  water,  and  add  2  table-spoonfuls  of 
beef's  gall  and  I  ounce  of  fleabane  seed. 
Boil  the  whole  for  a  quarter  of  an  hour 
and,  when  cold,  spread  a  thin  coat  of  it 
on  the  silk  witn  a  sponge,  and  smooth, 
with  a  linen  cloth. 

To  Restore  the  Color  of  Fabrics, 
Sponge  the  silk  or  woollen  fabric  with 
a  solution  of  sal-ammoniac  in  half  its 
quantity  of  water.  Then  with  a  piece 
of  the  same  material  rub  the  staina 
until  they  are  dry,  and  the  color  will 
be  restored. 

To  Wash  Pearl  Embroideries.  Boil 
81  ounces  of  shavings  of  ordinary  soap 
with  1  pound  of  beef's  gall  into  a  uni- 
form mass,  then  add  1  ounce-  each  of 
Venetian  turpentine,  honey,  and  pul- 
verized sugar,  stir  together  and  boil  for 
a  few  minutes.  Pour  this  soap  into  a 
dish,  and  when  dry  cut  it  into  cakes. 
To  wash  an  embroidery,  dissolve  pi 
much  of  the  soap  as  required  by  boil- 
ing it  in  soft  water,  allow  the  solution 
to  cool,  and  apply  it  with  a  sponge. 

To  Bleach  or  Whiten  Clothes  which 
have  titmed  Yelloiv.  Soak  the  clothes 
in  buttermilk,  allowing  them  to  re- 
main for  some  time,  coarser  articles 
requiring  a  longer  time  than  finer. 
Then  wash  with  soap  in  tepid  water, 
rinse  in  cold  water  and  dry.  Repeat 
the  operation  if  the  first  application  is 
not  entirely  successful.  For  verv  fine 
clothes  the  buttermilk  must  not  be  too 
sour. 

Clark^s  Wash  for  Carpets,    Solution 

I.  Dissolve  10  parts  of  soap  in  20  of 

water,  and  add  3^  parts  of  soda  and  \ 

each  of  liquid  ammonia  and  spirit  of 

I  wine. 

Solution  II.,  which  is  the  a^^ual 
cleansing  liquid^  consists  of  4  parts  of 
liquid  ammonia  and  3  of  alcohol  di- 
luted with  water. 

The  last  solution  is  first  used,  and 
when  the  dirt  loosened  by  it  has  been 
removed  the  soap  solution  is  applied. 
Carpets  thus  treated  regain  their  original 
colors  in  all  their  freshness,  the  entire 
operation  of  washing  and  drying  a  large 
carpet  requiring  but  2  hours,  and  the 
carpet  need  not  be  taken  up. 

To  Wash  Straw  athd  Chip  JJais,   Make 
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ft  strong  latlier  of  Castile  soap  on  a 
woollen  rag  and  rub  it  on  the  hat  until 
the  dirt  is  removed.  Wash  the  soap  off 
the  hat  with  clean  water.  Then  dry 
with  a  cloth  until  the  hat  is  only 
moderately  moist,  and  finally  place  it 
in  a  sulphuring  barrel  to  be  bleached. 

The  sulphuring  barrel  is  prepared 
as  follows:  Cover  the  bottom  of  a 
barrel  with  stone  or  sheet-iron  and 
ignite  some  sulphur  upon  it.  Sus- 
pend the  hat  for  30  minutes,  so  that  the 
sulphur  fumes  but  not  the  flame  can 
reach  it,  and  cover  the  barrel  tightly. 
The  hat,  when  sufficiently  sulphured, 
is  taken  out  and  made  glossy  by  press- 
ing with  a  warm  flat-iron. 

Experiments  in  Washing  Woollen 
Fabrics,  Opinions  about  washing 
woollen  fabrics  differ  so  widely,  and 
the  receipts  and  directions  given  in 
practical  journals  vary  so  much  and 
are  so  contradictory,  that  we  decided  to 
test  the  matter  thoroughly.  The  most 
varying  degrees  of  heat,  from  the  hot- 
test to  the  coolest  temperature,  were 
made  use  of  in  this  experiment ;  and, 
further,  all  the  recommended  cleansing 
agents,  such  as  soap,  borax,  spirit  of 
sal-ammoniac,  benzine,  and  all  mixt- 
ures of  the  latter.  The  results  were  so 
decidedly  and  distinctly  marked  that 
the  following  may  be  given  as  the 
principal  guiding  points: 

1.  The  suds  used  for  washing  must 
be  as  hot  as  possible. 

2.  To  remove  greasy  impurities^  as 
perspiration,  etc.,  borax  is  of  so  little 
use  that  its  employment  is  sheer  waste ; 
even  pure  soap-suds  is  better,  but  the 
best  of  all  is  soap-suds  with  spirit  of 
sal-ammoniac.  The  latter  actually 
effects  wonders  in  quickly  dissolving 
dirt  on  special  places  in  woollen  under- 
shirts, etc.,  otherwise  hard  to  cleanse, 
and  restores  and  brightens  the  colors. 
On  the  other  hand,  for  washing  white 
woollen  articles,  nothing  is  equal  to 
borax ;  soap-suds  with  borax  used  boil- 
ing hot  gives  to  white  woollen  articles 
a  looseness  of  texture  and  a  brilliant 
white  which  they  frequently  do  not 
possess  when  new. 

3.  If  shrinking  is  to  be  entirely 
avoided  and  the  texture  of  the  fabric  is 
to  be  even  looser  than  when  new,  the 
articles  must  be  prepared  for  quick 
dryiitg  by  prcs^ng  them  r^ieatedly  be- 


I  tween  soft  drilling.  Under  no  circum- 
i  stances  should  woollen  articles  be  dried 
in  the  sun,  as  that  renders  them  hard 
and  close ;  it'  is  best  to  dry  them  in  a 
moderate  draught  of  air,  and  in  winter 
in  a  warm  room,  not  too  close  to  the 
stove. 

Separate  the  white  from  the  colored 
woollens.  For  the  latter  prepare  a  suds 
of  about  2i  ounces  of  yellow  soap(  Elaine 
soap)  in  about  2  gallons  of  boiling  soft 
water,  and  divide  in  two  tubs,  in  one 
of  which  add  a  small  tea-spoonful  of 
spirits  of  sal-ammoniac  for  each  quart 
of  suds.  When  the  articles  (only  3  or 
4  pair  of  stockings  or  an  equivalent  at 
one  time)  are  placed  in  the  suds,  they 
must  be  so  hot  that  the  hand  cannot  be 
borne  in  it,  and  the  articles  must  be 
squeezed,  turned,  and  manipulated  with 
clean  wooden  sticks  or  spoons.  They 
are  then  squeezed  out  as  much  as  pos- 
sible, and  brought  into  the  tub  con- 
taining the  other  half  of  the  suds  with- 
out an  addition  of  spirits  of  sal-ammo- 
niac. This  will  be  generally  sufficiently 
cooled  off  to  allow  of  the  articles  being 
thoroughly  squeezed  out,  but  under  no 
circumstances  must  they  be  wrun^  out 
with  a  turning  motion.  The  articles'^ 
to  accelerate  their  drying,  are  now 
pressed  between  3  or  4  soft  dry  cloths, 
until  the  latter  absorb  no  more  moisi* 
nre.  Then  every  article  is  drawn  into 
the  shape  it  is  to  have;  undershirts,  for 
instance,  being  stretched  in  the  width, 
this  being  still  more  necessary  in  regard 
to  the  sleeves,  as  they  have  a  tendency 
to  become  long  and  narrow.  In  hang- 
ing on  the  line  the  shape  of  the  article 
must  also  be  carefully  taken  into  con- 
sideration ;  jackets  and  undershirts,  for 
instance,  must  be  hung  only  crosswise, 
that  is,  the  collar  to  the  right  and  th^ 
tail  to  the  left.  In  summer  a  few 
hours  suffice  for  drying. 

For  washing  white  woollen  articles 
add  1  tea-spoonful  of  pulverized  borax 
to  1  quart  of  soap-suds,  and  for  the  rest 
proceed  exactly  as  above.  Should  the 
second  suds  be  found  too  soapy  some 
hot  water  may  be  added.  It  is  of  great 
importance  that,  after  washing  about  3 
sets  of  articles,  the  suds  should  be  re- 
heated, which  is  accomplished  by  add- 
ing to  the  first  from  the  second,  and 
replacing  this  by  fresh.  Even  suds 
which  have  become  almost  blaok  can 
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be  further  utilized  by  allowing  the  dirt 
to  settle,  then  carefully  pouring  off  the 
suds,  and  using  them  for  the  first  wash- 
ing of  coarse  colored  clothes. 

Any  one  wishing  to  test  the  efficacy 
of  these  methods  should  make  a  trial 
with  articles  not  thickened  by  pre- 
vious washing  in  lukewarm  water,  and, 
if  }K>88ible.  new  ones. 

To  Wcuh  Cotton  and  Muslin  Prints 
Without  Injury  to  the  Colors.  Heat 
soft  water  in  a  copiier  boiler  to  such  a 
degree  that  the  hand  can  be  barely 
borne  in  it,  and  pour  in  the  eighth 
]>art  by  weight  of  the  fabrics  to  be 
washed,  of  wheat-bran.  Then  place 
the  articles  in  the  water  and  let  this 
come  to  a  boil,  during  which  the  fab- 
rics should  be  freauentlv  turned  with 
a  wooden  stick.  Now  let  the  water 
cool  off  sufficiently  to  allow  of  the 
dresses,  etc.,  being  washed  in  it ;  then 
rinse  them  in  soft  water,  and  dry  at  an 
ordinary  temperature.  The  dresses, 
etc.,  are  by  this  process  washed  as 
clean  as  with  soap  without  the  least 
injury  to  the  colors. 

Pmiama  Essence  for  Cleansitig  and 
Washing  Clothes  is  prepared  by  dis- 
solying  15  pounds  of  Marseilles  soap 
and  li  pounds  of  carbonate  of  sodium 
in  25  gallons  of  hot  water,  and  adding 
1  pound  of  extract  of  quillaya  bark. 

This  giyes  solution  No.  I.  In  an- 
other vessel  mix  4  gallons  of  beef's 
or  sheep's  gall  with  li  quarts  of  am- 
monia of  22  per  cent. ;  heat  and  skim 
the  mixture,  and,  when  cold,  com- 
pound it  with  4  gallons  of  spirit  of 
wine  of  90  per  cent.  This  gives  so- 
lution No.  II.  For  use  mix  i  part 
of  solution  No.  I.  with  §  of  solu- 
tion No.  II.,  and  compound  the  mixt- 
ure with  a  suitable  quantity  of  aro- 
matic essence. 

Cleansing  Fluid  for  THsswSf  etc. 
The  parts  of  mineral  oils  having  a  low 
boiling  point  are  treated  with  chlorine 
gas  until  a  sample,  after  shaking  with 
alkali,  emits  no  disagreeable  odor. 
The  whole  is  then  treated  with  milk 
of  lime  and  next  with  soda,  or  air  is 
forced  through  it.  It  is  then  distilled, 
and  the  product  passing  over  at  less 
than  212°  F.,  having  a  weak,  agreeable 
odor,  may  be  perfumed. 

Use  of  Tin-salt  for  Hemoving  Rust- 
stains  from  CloUies,     Ilonnann  has 


made  experiments  to  determine  tlie 
value  of  tin-salt  for  removing^  rust 
stains  from  clothes  as  compare<l  iirith 
that  of  the  usual  means,  oxalic  acid 
and  sorrel  salt.  For  this  purpose  he 
prepared  the  following  solutions  : 

1  a.   1  part  of  tin-flalt  in  10  parts  of  water. 
lb.        "         oxalic  acic  in  10  •* 

2  a.        "         tin-salt  in  20 

2  b.  "  oxalic  acid  in  20  " 

2  c.  **  sorrel  salt  in  20  *• 

3  a.  '*  tin-aaltin40  «* 
3  b.  '*  oxalic  acid  in  40  ** 
3  c.  "  sorrel  salt  in  40  «' 

The  rust  stains  to  be  removed  were 
in  old  ironed  towels,  which,  to  all  ap- 
f>earance.  had  been  in  them  for  some 
time,  ana  in  a  condition  as  generally 
found  in  clothes.    Pieces  as  large  as  a 
hand  containing  the  stains  were  cut  out 
of  the  towels,  and  to  prevent  errors  five 
of  such  pieces  placed  in  every  solution, 
care  being  also  taken  to  place  stains  of 
equal  intensity  in  equally  strong  solu- 
tions.   All  solutions  were  used  cold. 

The  result  of  the  observations  was  as 
follows : 

In  the  oxalic  acid  solution  even  the 
strongest  stains  disappeared  com- 
pletely  in  1  b.  in  about  20 minutes;  in 
2  b.  in  25,  and  in  3  b.  in  30  minutes. 

In  the  sorrel  salt  solutions,  2  c.  and  3 
c,  the  stains  disappeared  in  about  30 
minutes. 

In  the  stains  treated  with  tin  solu- 
tion only  a  slight  change  waa  percept-- 
ible  in  the  stains,  even  after  an  immer- 
sion of  31^  hours,  and  they  remained 
plainly  visible  after  3  days. 

By  a  completely  saturated  solution 
of  tin -salt  the  rust  stains  were  removed 
after  an  immersion  of  3  days. 

Such  stains  as  had  been  in  the  tin- 
salt  solutions  for  3^  hours,  and  then 
carefully  washed,  disappeared  in  10  to 
15  minutes  after  being  placed  in  tJie 
oxalic  acid  solutions. 

With  ink  stains  the  result  was  the 
same.  From  these  experiments  the 
conclusion  may  be  drawn  that  tin-snlt 
deserves  but  little  recommendation  for 
removing  rust  and  ink  stains. 

Manufacture  of  Washing  Blue. 
Washing  blue  usually  consists  of 
starch  colored  with  Parisian  blue.  Its 
manufacture  presents  no  diffiealtics 
whatever,  so  that  every  one  after  a 
few  trials  can  prepare  it. 


WASHING  AND  SCOURING. 
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The  apparatus  required  consists  of  a 
trough  4  feet  loijg,  1  foot  wide  on  the 
bottom,  and  2  feet  wide  on  the  top  and 
about  25  to  30  drying  boards  3  feet  long, 
1  foot  wide,  and-1  inch  thick,  and  pro- 
vided on  3  sides  with  sniail  ledges;  a 
drying  frame  constructed  of  2  ladders  7 
feet  high  with  rounds  li  inches  apart; 
and  finally  a  barrel  which  can  be 
turned  around  an  axle  passing  through 
the  head  and  bottom.  In  summer  the 
blue  is  dried  in  airy  lofts,  but  in  winter 
in  heated  rooms. 

The  Parisian  blue  must  be  in  the 
form  of  a  paste  and  have  a  cmisistency 
o(  at  least  30  per  cent.  Place  in  the 
trough  20  ix)unas  each  of  potato  starch 
and  residue  from  the  manufacture  of 
wheat  starch,  both  perfectly  white,  40 
pounds  of  Parisian  blue  in  the  form  of 
paste,  2  pounds  of  indigo-carmine,  and 
alike  quantity  of  gum-Arabic  dissolved 
in  water.  Then  add  sufficient  water 
for  the  whole  to  form  a  compound  of 
somewhat  greater  consistency  than  the 
Parisian  blue.  Knead  this  with  the 
hands  into  a  homogeneous  compound 
free  from  lumps,  place  enough  of  this 
uiK)n  the  drying  boards  to  fill  them 
about  half,  distribute  the  mass  uni- 
formly over  their  whole  surface  by 
beating  and  shaking  them,  and  then 

I  dace  them  in  the  drying  frames.  The 
adders  of  the  latter  are  placed  about  2 
feet  apart  and  connected  on  the  top  by 
cross-pieces,  so  that  they  will  stana  by 
tliemselves.  The  paste  remains  here 
until  half  dry,  which  in  the  open  air 
will  require  about  2  hours,  but  a 
less  time  in  a  heated  room.  The  half- 
dry  paste  is  then  cut  into  square  pieces. 
This  is  accomplished  with  a  roller  4 
inches  long  on  which  are  arranged  16 
small  knife  blades  at  equal  distance 
from  each  other.  With  this  instru- 
ment the  ))aste  is  cut  into  equally  wide 
strips  and  then  into  squares,  which  are 
then  entirely  dried.  But,  as  the  product 
in  this  state  would  not  present  a  fine 
appearance,  it  is  polished  by  placing 
30  pounds  of  the  cakes  in  the  mentioned 
barrel  or  drum  together  with  li  to  IJ 
ounces  of  Parisian  blue  finely  pulver- 
ized. The  barrel  is  revolved  until  the 
cakes  have  acquired  a  uniform  and  fine 
appearance.  The  excess  of  Paris  blue 
and  broken-pieces  is  removed  by  sifting, 
and  the  product  is  ready  for  the  market. 


Liquid  Wash  Blue  is  easily  prepared 
in   the  foUowing   manner:    Pulvei-izse 
8.3  parts  of  solid  indigo  in  a  i>orceIaifi 
dish,  and  add  33^  parts  of  sulphuric 
acid.    Let  it  stand  for  6  hours  ^w^itii 
frequent   stirring  with    a  wooden     or 
glass  rod,  and  pour  into  a  flask  con- 
taining i  gallon  of  water  not  too  cold. 
Throw  powdered  chalk  into  the  flask 
until  effervescence  ceases,  in  order  to 
remove  the  sulphuric  acid,  which  is  in- 
jurious to  the  clothes.    The  whole  is 
then  allowed  to  stand  qnietlv  for  a  feiv 
days,  then   filtered    througn   blotting^ 
paper,  and  can  be  kept  for  years  with- 
out fear  of  spoiling. 

Several  other  lieceipts  for  LiquicL 
Washing  Blue,  I.  Dissolve.  1  part  of 
indigo-carmine  in  10  of  water  and  then 
add  i  of  gum-Arabic. 

II.  Concentrated  Liquid  Washing 
Blue,  Bengal  indigo  2  parts,  fnming 
sulphuric  acid  9,  gum-Arabic  4,  water 
60. 

III.  Ordinary  Liquid  Washing  Bhte, 
Dissolve  2  parts  of  indigo  in  9  of  fum- 
ing sulphuric  acid  and  mix  the  solu- 
tion with  350  parts  of  water  and  8  of 
gum-Arabic. 

Washing  Powders,  Washing  Crystal 
is  a  solution  of  borax  and  soda  in 
water. 

lustrine  Alsacienne  {Starch  Gloss) 
consists  of  spermaceti,  gum-Arabic,  and 
borax  each  1|  ounces,  glycerine  4i 
ounces,  distilled  water  li  pints,  and 
some  sweet-scented  essence.  The  mixt- 
ure is  used  with  or  without  an  addition 
of  starch.  If  it  is  to  be  mixed  with 
starch  add  4  spoonfuls  of  lustrine  to  4i 
ounces  of  boiling  starch. 


Waste  and  Offal,  Utilization  of. 

Fabrication  of  Different  Kinds  of 
Lampblack  from  Waste  in  Workhig 
Coal-tar.  The  oil  last  obtained  in  dis- 
tilling coal-tar  and  freed  as  much  as 
possible  from  naphthaline  is  burned  in 
a  furnace  of  special  construction  (Figs. 
47  and  48)  lor  manufacturing  lamp- 
black. In  the  division  a  of  this  fur- 
nace is  an  iron  plate  which  must  be 
constantly  kept  red  hot.  Immediately 
over  it  is  a  tube  e  through  which  the 
oil  drops  upon  the  plate  where  it  is  de- 
composed, and  the  smoke  (soot)  enters 
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I,  2,  3,  4,  through  Gmall 


an 


the  chambers 

When  the  quautily  of  oil  to  be  de- 
ComiuKed  is  exhuusted,  the  furnace  is 
Bliowed  to  lUnd  for  a  few  dajnt  when 


(Fig.  48)  ii  nwdj  la  which  the  pitch 
ia  burneil,  the  aar  being  aa  much  ex- 
cluileil  ia  iHwgible.  The  material  is 
thrown  in  through  the  doors  it  n.  the 
unoke  (soot)  passes  through  tlie  cuim- 


the  windowa  it  in  the  chambers  1,  2,  3, 
4  are  opened.  The  taeet  lampblacli 
suitable  lor  lithographic  purposes  is  in 
Mu.  4.    No.  3   ooctiiina   that   fit   for 


and  Bold  as  ordinary  lampblack.  The 
calcined  lampblack  used  by  paper 
mauufacturers  is  also  made  fnim  the 
best  quiility  obtaiueil  by  this  process. 
The  laDipblack  Is  firmly  iiress^  into 
closed  tubes  ot  sheet-iron,  the  covers  of 
wliich  are  luted  un  with  Gue  clay  and 
provided  with  a  small  aperture.  The 
tubes  are  placed  in  a  fiirnace  and  sub- 
jected to  a  strong  heat,  whereby  the 
empyreaiuaticoils  are  expel  ted  and  the 
latnpblacli  becomes  inodorous.  The 
tiiiies,  afler  cooling  off  for  a  few  days, 
are  opened  and  the  soot  taken  out. 
'Flits  IS  half-calcined  lampblack.  To 
calcine  it  entirely  it  is  again  pressed 
into  tubes  and  once  more  thoroughly 
hiiLted.  The  tubes  are  opened  in  two 
diiys,  when  the  entirely  calcined  mate- 
ria! will  be  obtained  in  compaut  pieces. 
Stiinii/iuliire  of  Lampblaek  frmn 
AipAiUlum  Pitch  or  Bluciamithi'  PitrA. 
A  furnace  of  a  different 


ney  b  and  the  flue  g  into  the  chambers 
1,  2,  3,  i,  where  the  soot  is  depusiled. 
When  all  the  pitch  has  been  burned, 
the  furnace  is  allowed  to  stand  for  a  ti^vr 
days  before  it  is  opened.  The  iron 
doors  d  are  then  slightly  oiiened  for  the 
admission  of  air,  and  later  on,  when  the 
lampblack  is  entirely  cold,  are  thrown 
wide  opea.  The  finest  lampblack  suit- 
able for  the  use  of  manutactiirers  of 
leather  and  oil-clolh  Will  be  found  \a 
chaint)er  Ho,  4,  while  the  coarser  qusl- 
ity  in  the  other  chambers,  atVr  sittiu;;, 
is  sold  as  ordinary  lampblack.  The 
finest  qaality  of  this  may  also  be  con- 
verted into  calcined  lampblack  by  ^e 
same  process  given  above. 

Deacription  of  the  Faraatt.  It  may 
be  built  of  stone  or  bricks,  but  the  in- 
terior b  must  be  lined  with  strong  iron 
Slates.  The  doors  d  are  of  strong  sheet- 
tin,  OS  also  the  door  a,  which  is  pro- 
vided with  a  few  apertures  for  the  in- 
troduction of  air  required  B<r  com- 
bustion. The  Hue  g  leads  into  soot 
cluimbers  I,  2,  3^  i,  arranged  in  the 

In  reaard  to  the  amount  of  lamp- 
black obtained  we  give  the  following 
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•taleraenl:  FoDrhuadrad  ponndi  of  oil  I  Murmfaeture  nf  Artifieial  Mnnura 
vield  slxiut  £1  pouad*  of  the  finest  /ram  Arn'rfuci  in  fA«  Iroriing  0/ Oial- 
lampbUok,  30  pDuadf  of  No.  S,  and  iO'lar,    Ibevanoiuiadionaidneaiiiipng- 


Ttoat  TlflW  of  Ihc  rnniKs.  on.  doon  1  ^  chin 

pounds  of  Ndfl.  Sand  4.  Upon  the  iron 
pUt«  remaina  a  coke-like  residue  whieh 
must  be  removed,  and  can  be  uned  aa 
ftiel.     Five  hundred  pounds  n(  pitch 


it  lie  broken  off  with 
mcT  and  chisel,  amounts  to  about  440 
nouads,  and  caji  also  be  used  as  l\iel. 

JIiinufiKHtre  <(f  Variimt  Kindt  of 
Znmpblael:  from  th»  Jteeinofi  Sodic 
BftidHtt  in  (Ac  Worhtnp  of  Cool- 


in  the  V 


s  pru 


and  distilling  crude  coal>tar  oils  and 
ereimute,  can  also  be  burned  to  lamp- 
black in  thi:  l\imace.  The  residuva,  to 
make  tlietn  mote  inflammable,  are 
mixed  witli  some  aaphaltiim  nr  black- 
smiths' pilch.  Thclam]ib1ack  formed 
Is  nlso  ciiliduoted  into  the  chambers  1, 
S,3,4,aml  there  allowed  to  cool.    Id 

aiiality  it  dues  not  diflcr  from  that  pra- 
nced by  buriiiiijt  blacksmiths'  pitch. 
The  ftiruace,  alter  the  lampblack  has 
been  taken  out,  is  closed  and  the  block 
oinders  coDtaiiiioff  soda  and  polosli  are 
Ooinulctcljr  buruMwith  the  aid  of  nood 
until  tliey  iliow  a  jtmyish- while  color, 
Tliu  nsidnes,  when  cold,  are  pulveriied 
and  u»cd  in  the  fiibrication  of  manure 
and  artificial  guanu. 


nated  with  very  finely  powdered  earlion 
obtained  in  purifying  the  crude  light 
and  heavy  coal-tar  oils  are  pulverired, 
the  powder  sifled  and  stored  in  a  dry 
iilBce.     The    lime   remaininK   in    the 


id  sifted.  The  wood  ash  is  also  sifted 
and  mixed  with  the  above  residues  in 
the  following  proportions:  One  jiart 
ofsodic  residues,  2  ofcHUStic  lye  residues, 
and  4  of  sifted  wood-ash.  Upon  t  h  ih  are 
poured 2 parts ofeulphuiic acid  residues, 
^  '^  ibfained  by  treating  th( 
■     mlphi 


riiae  oils 


be 


e  heated, 


ture,  whiL-n  becomes  quit 
loroughly  worked  with  ii 
miul  it  13  again  entirely  d 
lake  2  parts  ol  bone-flour,  2  1 
charcoal,  and  pour  upon  them  4  parts 


;irnng   c 


snlly. 


Next  evapora 

fresh  bullock's  blood  until  i 
rubbed  to  a  fine  powder,  fass  it 
through  a  sieve,  and  add  4  pnrtEof  it  to 
the  above  mixture,  and  finally  3  parts 
□f  crude  sulphate  of  ammouium,  and  4 
of  pulverised  pigeon  dung.  Mil  Ihe 
whole  thoroughly  and,  to  separate  the 
parts,  pass  it  repeated  ly  thro 
■"'  ■    -  -  if  logu 

We  give  in  the  fallowing  a  few  si 


IB  equal  to  guano 


WASTE  AND  OFFAL,  DTILIZATION  O^. 


il  charooal  3,  boae-flour  2,  aciJ 

nsiduGS  6,  drj  ballock's  blood  4,  crude 
auipbate   of   tuDmoiiiuia    3,   pigeon's 

Manure  for  Meadotn.  a.  With  Wood- 
ojA.  Wood-aafa  30  parts,  oausdo  lye 
rendaes  GO,  acid  residuea  30,  «acUc  leai- 
dnea  7,  crude  sulphate  of : 


cium  hydrate,  &ad  iutroduoe  Eleam  aa 

amullH  of  ajuuiuiuu.  Theu  eia^jty  ibe 
still,  put  in  Ihsh  ummouiiuakl  liquor, 
aud  prooeed  aa  befon:.  'X'he  eoumui- 
trated  aoimiiiiiaeal  liquor  is  then  neu' 
tmliied  with  sulphurieiuiid  aud  filtered, 
whereby  mauy  lar-like  ButHlaiioes  am 
separated,  and  tiuallj  evaporawd  iu 
shallow  lead  pans  {iriga.  4ii  aud  M). 


Gnmnd-ptui  of  GvapontlQg 


LongHndlosl  Sretlon  of  Bi 


b.  WilhPeatAih.  Peal-aah  30  parts, 
lye  reaidaes  60  acid  residues  30,  sodio 
residues  7,  crude  sulpbale  of  ammotii- 
um3.  ^ 

UtilUatiim  of  Amnumincal  Lifpuir 
from  Coal-tnr.  Bring  the  ammoniacal 
water  gained  in  gaa>workg  and  in  the 
distillation  of  coal-tar  into  large  cast- 
iron  stills,  add  2  to  4  per  cent,  of  cal- 


As  soon  as  the  mass  betrins  to  be  crrs- 
talline  it  is  drawn  off  through  the 
fauoet  k  Into  abuUow  cas^ir<ln  twilers, 
anil  under  conalnnt  stirrin;;  eTaporated, 
whereby  many  emiiyreumatic  oils  es- 
cape, and  the  masa  asKumot  a  much 
darker  appearance.  It  is  then  ponred 
out  upon  stone  slahe  and  alTnweil  to 
congeal.     The   product   forms   omda 
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commercial  sulphate  of  ammonium. 
To  prepare  the  purilied  article  irum  it, 
it  must  he  redissolved,  filter^  and  again 
evaporated.  The  purilied  sulphate  of 
ammonium  is  used  ibr  the  production 
of  tUe  liquor  ammonise  of  commerce. 
For  this  purpose  a  mixture  of  equal 
parts  by  weight  of  sulphate  ol  ammo- 
nium and  calcium  hydrate  is  placed  in 
a  cast-iron  retort  and  slowly  heated. 
The  developed  gas  is  conducted  through 
a  series  of  VVoulli'  bottles  filled  $  with 
pure  water. 

The  fluid  in  the  first  bottles  generally 
assumes  a  somewhat  yellowish  color, 
while  that  in  the  otlier  bottles,  in  which 
the  gas  tubes  reach  to  the  bottom  and 
the  ammoniacal  gas  must  pass  through 
the  water  which  becomes  thoroughly 
saturated,  remains  entirely  colorless. 

The  water  absorbs  670  times  its  vol- 
ume of  ammoniacal  gas,  and  the  specific 
gravity  sinks  from  1.0  to  0.780,  but 
liquor  ammonise,  as  a  general  rule, 
has  a  specific  weight  of  only  0.960. 

In  England  the  ammoniacal  liquor 
of  gas  works  is  neutralized  with  hydro- 
chloric acid  in  large  covered  vats,  hav- 
ing a  capacity  of  100,000  to  125,000  gal- 
lons, ana  the  mixture  uniformly  mixed 
by  agitating  with  a  stirring  ap{>aratus. 
The  carbonic  and  hydrosulphuric  gases 
which  are  expelled  are,  on  account  of  the 
bad  smell  of  the  latter  and  its  unwhole- 
Boraeness,  conveyed  through  pipes  with 
which  the  vats  are  provided  into  a 
furnace  where  the  hydrosulphuric  acid 
is  burned,  forming  water  and  sulphurous 
acid.  After  a  few  days,  when  tne  tarry 
constituents  and  the  separated  sulphur 
have  settled,  the  fluid  is  drawn  ofl^  into 
lead  pans  restino:  upon  iron  plates. 
The  latter  are  laid  upon  sand  over  a 
heated  flue,  by  which  the  sand,  plates, 
and  pans  are  uniformly  heated.  The 
ammoniacal  liquor  is  exactly  neutral- 
ized with  milk  of  lime  or  concentrated 
liquor  ammonise  and  then  evaporated, 
whereby  many  tarry  constituents  and 
volatile  oil,  as  impure  benzole,  etc.,  are 
separated.  The  fluid,  as  soon  as  it  has 
obtained  a  specific  gravity  of  1.25  to 
1.30,  is  run  off  through  large  filters  into 
special  crystallizing  vats,  which  are  so 
placed  that  the  mother-lye  can  run 
oack  into  the  evaporating  pans. 

After  about  8  days  crystallization  is 
80  far  progressed  that  the  mother-lye 


can  be  drawn  off  and  the  crystals  formed 
placed  upon  large  linen  filters  to 
drain  off.  The  mass  when  nearly  dry 
is  entirely  dried  upon  cork  hurdles,  and 
forms  the  crude  sal-ammuniac,  having 
a  yellowish-gray  appearance.  This 
crude  product  is  further  purified  by 
sublimation.  For  this  purpose  the 
crystals  are  heated  in  a  cylindrical  iron 
boiler  covered  with  an  iron  dome  lint-d 
with  fire-clay,  and  provided  in  the 
centre  with  a  small  aperture  closed  by 
an  iron  rod,  which  is  removed  during 
the  operation  to  allow  the  non-condens- 
able vapors  to  escape.  The  crude  sal- 
ammoniac  rises  in  vapor  below  a  red 
heat,  and  condenses  upon  the  dome  in 
the  form  of  the  fibrous  cake  known  as 
sal-ammoniac.  The  sublimation  re- 
quires 5  to  8  days.  A  boiler  in  which 
1000  pounds  of  crude  sal-ammoniac  can 
be  sublimated  at  one  time  has  a  diam- 
eter of  3  to  6  feet.  But  as  this  sal- 
ammoniac  generally  contains  some 
em})yreumatic  substances,  it  is  redis- 
solved  in  water  and  treated  with  steam, 
whereby  all  volatile  foreign  substances 
are  removed.  The  hot  fluid  is  then 
filtered  through  fresh  calcined  animal 
charcoal,  again  evaporated  in  lead  pans, 
and  allowed  to  crystallize.  The  product 
obtained  is  perfectly  white  and  inodor- 
ous. 

Ammonia,  Tar,  and  Other  Products 
of  D-istillation  from  the  Gases  of  Coke- 
ovens,  To  preserve  the  gases  de- 
veloped in  the  coke-ovens  r  (Fig.  51) 
from  decomposition,  a  fine  jet  of  steam 
is  forced  towards  them  in  the  absorbing 
pipe  a.  A  second  jet  of  steam  may 
also  be  conducted  from  the  lower  to  the 
upper  part  of  the  pipe.  With  the  as- 
sistance of  these  two  jets  the  pressure 
and  draught  in  the  oven  are  regulated. 
From  the  absorbing  pipes  the  gases 
pass  into  a  spacious  channel  e,  the  top 
of  which  f  is  cooled  with  ammoniacsu 
liquor.  A  strong  exhauster  g  sucks  the 
gases  from  this,  and  blows  them  into  a 
second  channel  h,  nearly  as  wide  as  e, 

Slaced  above  the  cooling  water  of  the 
rst  channel,  and  also  cooled  on  top  by 
ammoniacal  liquor  t.  From  here  the 
gases  pass  into  a  large  condenser  k,  the 
pipes  of  which  are  kept  cool  by  means 
of  water,  flowing  towards  the  gases. 
The  gases  after  passing  through  sev- 
eral systems  of  pipes,  the  cross  section 
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of  which  becomes  smaller  in  accord- 
ance with  the  process  of  cooling,  are 
finally  forced  through  dilute  sulphuric 
acid  mto  the  lower  chambers,  where 


the  compound  contains   either   phoe- 

?horic  acid  or  superphosphate  of  lime, 
he  acid  is  exi)elled  by  boiling  and 
the  residusJ  filtered. 


Fig.  61,  a. 


Fig.  51,  b, 

they  are  deprived  of  the  last  traces  of 
condensable  admixtures. 

Afber  the  gases  have  left  the  con- 
denser thev  can  be  used  in  any  man- 
ner desired.  The  solution  of  sulphate 
of  ammonium  is  allowed  to  stand  for  a 
few  days  in  order  to  separate  the  tar 
and  oils.  It  is  then  pumped  into  i 
and  /,  where  as  mentioned  it  is  used 
for  condensing  the  gases,  and  is  at  the 
same  time  evaporated. 

To  Regain  Hydrochloric  Acid  used 
in  the  Manufacture  of  Gelatine  friym 
Bona,  The  bones  are  treated,  not 
with  hydrochloric  acid  alone,  but  with 
a  mixture  of  this  with  sulphuric  acid. 
Of  the  latter  so  much  is  added    that 


Process  of  Producing  Tartrate  of 
Calcium  and  Spirit  of  Wine  from  Wine- 
lees,  The  thickly  fluid  mass  remain- 
ing in  the  fermenting  tuns  after  fer- 
mentation and  drawing  off  of  the  clear 
wine,  and  the  press-cakes  remaining  in 
the  press-bags  in  case  the  lees  are 
pressed  out,  are  used  for  gaining  tar- 
trate of  calcium  and  spirit  of  wine.  The 
pure  lees  contain  3  to  6  per  cent,  of 
pure  alcohol  and  2  to  3  per  cent,  of 
tartrates,  while  the  pressed  cakes  yield 
only  1  to  2  per  cent,  of  alcohol,  but  4 
to  6  per  cent,  of  tartrate  of  calcium.  The 
gaining  of  alcohol  is  tlie  first  operation, 
for  which  any  ordinary  liquor  still 
may  be  used,  the  product  being  alcohol 
of  85  to  90  per  cent.  Tralles.  The 
thickly  fluid  lees  are  put  in  the  still 
and  distilled  as  long  as  alcohol  is 
obtained,  but  the  pressed  cakes  must 
first  be  intimately  mixed  with  cold 
water,  12  eallons  to  200  pounds  of  lees. 
After  distillation  the  boiling  hot  resi- 
due is  drawn  from  the  still  into  a 
wooden  vat,  and  compounded  with  2 
to  3  per  cent,  of  hydrochloric  or  sul- 
phuric acid  to  every  20  gallons.  The 
mass  thus  treated  is  kept  boiling  for 
half  an  hour  longer,  l)eing  constantly 
stirred.  The  residue  is  then  left 
standine  quietly  for  18  to  20  hours,  to 
iJlow  the  lees  to  settle.    The  nearly 
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clear  Onid  ooatainini;  in  solution  all 
the  tartrates  is,  in  order  lo  ^in  Itie  tar- 
trate of  calcium,  drawn  offliilu  Hnuther 
Tat  and  compouoded,  under  coiialant 
alimng,  with  elutriated  carbonate  of 
caloinin  until  theacid  ia  completely  Qea- 
Iraiized,  whereby  the  tartrate  of  calcium 
formed  ii  precipitated.  The  whole  is 
Ihec  allowed  to  stand  quietly  for  6 
hoars,  when  the  tartrate  of  calciu 
separated  by  drawing  off  the  fluid 
Blanding  over  it.  Tlie  product  tbu» 
olitained  ia  especially  adapted  for  the 
fabrication  of  tartaric  acid,  tnrtrBtcs  of 
imtawium,  sodium,  etc.,  and  ia  a  perfect 
substitute  for  cmi^  tartar. 

Proeeai  of  Producing  Whitt  or  Black 
PigmeiU  from  the  Clarifying  Slimt  in 
Sugar  JJoma.  The  slime  is  dried  and 
calcined  in  retorts,  under  exclusion  of 
air,  and  then  cooled  in  a  well^tlosed 
yeesel.  To  obtain  a  white  pigment 
admit  air  to  the  calcined  mass. 

Proeeu  of  Working  Fecal  Sabttancu 
in  a  Rarefied  Space,    a,  £,  d  (Fig.  n2) 


the  injector  into  the  oolnmn  appcnttTiB 
S,  and  be  used  for  warming  the  fecal 
subiiiUiuGKs.  According  to  another 
method  the  injector  placed  on  the 
reeervoir  h  creates  a  racuam  in  the 
column  apparatus  it.by  means  of  the 
suction  pipe  F,  and  blows  the  ammo- 
iiiacal  vapora  to  A,  where  they  are 
absorbed. 

Sulphur,  StilphtiTie  Acid,  etC.,from 
Gai-ltme  may  be  obtained  by  heatin); 
the  lime  to  SOO"  F.  in  a  closed  retort, 
and  passing  sltam  at  G00°  F.  over  it, 
evolving  salphuretted  hydrogen,  which 
passes  to  a  leaden  chamber,  and  is 
there  supplied  with  air  and  ignited  lo 
produce  sulphurous  acid ;  it  is  then 
niiied  with  nitric  acid  vapors,  when 
the  reaction  produces  sulphuric  acid. 
The  gas-lime  ts  then  mixed  with  clay, 
loam,  or  sand  and  subjected  to  heat, 
when  the  silicate  or  aluminium  unites 
with  the  lime  and  with  oiygen,  forminR- 
silicate  of  calcium,  etc.,  and  liberating 
the  sulphur.  To  produce  the  sulphide 
of  sodium  or  potassium  the  gaa-limc. 


a  partial  vacuum  is  produced  by  mean 
of  injectors.  The  air  ia  also  rarefied  ii 
the  column  apparatna  S,  in  which  thi 
fecal  subatancea  are  laid  on  plates  situ 
ated  aboveeach  other.  Theammoniaea 


consequence  ol 


d  through  the  blaat-pipe  G  of 


etc.,  should  be  mixed  with  canstiD 
soda  or  potash,  and  allowed  to  stand 
nntit  the  reaction  takes  place. 

Secovering  Fat  and  Color  from  Waite 
Waih  Lii/»oT>,  Treat  the  waste  soap 
liquor  with  a  solution  of  muriate  of 
Jimc,  and  add  milk  of  lime  until  tree 
lime  remains  in  the  mixture.  Alter 
mixing  thoroughly,  and  allowing  to 
settle,  the  supernatant  liquor  is  drawn 
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off.    The   precipitate   containing   the 
&tty    and    coloring   matters    is   then 
treated  with  sufficient  muriatic  acid  to 
decom)>o6e  the  fatty  but  not  the  color- 
ing   matter.       The    whole    is    then 
strained  through  flannel,  and  the  fatty 
and  coloring  matters  left  on  the  strainer 
are  heated,  to  melt  and  agglutinate  the 
colored  fatty  substance,   then   cooled 
and  pressed  in  bags  to  remove   any 
watery  solutions  left  by  the  first  strain- 
ing.   The  substance  removed  from  the 
bug  may  be  further  heated  to  remove 
any  remaining  water,  and  the  color 
combined  with  the  fat  may  be  sepa- 
rated by  heat  and  pressure,  or  by  treat- 
ment with  hydro-carbons  as  a  solvent. 
Utilization  of  Waste  Wcuh  Liquors 
from  Wool  Manufactories.   Compound 
the  waste  soap  liquor  with  a  mixture 
of  44  pounds  of  sulphuric  acid  of  66° 
B.,  132  pounds  of  the  same  acid  of  53° 
B.,  and  44  pounds  of  hydrochloric  acid 
of  22°  B.    The  sulphuric  acid  of  66° 
B.  unites  with  the  alkalies  and  colors 
the  liquor,  which  assumes  a  milky  ap- 
pearance,  while  the  acid  of  53°   B. 
liberates    the    fatty    substances,    the 
hydrochloric  acid  completing  the  de- 
compositicm  and  neutralizing  the  liquor, 
in  which  will  then  be  found   smali 
lumps  of  &t  of  the  size  of  pin-heads. 
These  small  lumps  rise  to  the  surface 
and  form  a  cake  of  fat  floating  thereon. 
This  is  separated  from  the  liquor,  heated 
in  a  boiler,  and  then  mixed  with  saw- 
dust in  the  proportion  of  25  gallons  of 
the  latter  to  400  pounds  of  fat.    The 
mass  is  then  cooled,  pressed  in  a  hvdrau- 
lio  press,  and  the  oil  running  ofi* allowed 
to  settle,  and  is  then  decanted.    The 
oil  thus  gained  is  claimed  to  be  just  as 
good  as  if  it  had  never  been  used. 

To  Cleanse  Woollen  Waste,  Soak  the 
waste  in  cold  urine  for  1  to  6  days,  then 
place  it  in  a  basket  to  drain  ofl^  Now 
place  the  wool  for  4  to  6  days  in  a  vat 
containing  fulling  liquor  in  which  2 
pounds  of  soda  to  every  20  pounds  of 
waste  have  been  dissolved ;  then  wash 
with  cold  water  and  dry.  The  waste 
will  have  the  appearance  of  pure  wool 
and  can  be  used  as  such. 

Utilitation  of  Waste  of  Sheep  Wool, 
Comminute  the  waste  to  a  length  of  2^ 
inches,  and  soak  it  in  quite  hot  water 
for  3  days.  Then  free  the  waste  from 
the  greater  part  of  the  water  and  bring^  it 


while  still  moist  upon  a  close  and  fine 
carding  engine. 

7(0  liegain  Indigo  from  old  Colors 
and  Uesidufs  of  Colors.  Put  85  to  100 
pounds  of  residues  of  colors  in  a  vat  or 
boiler  having  a  capacity  of  50  gallons, 
add  30  gallons  of  water,  and  m)il  the 
whole  I  hour.  Then  add  gradually  a 
mixture  of  10  pounds  of  sulphuric  acid 
and  2^  gallons  of  water,  and  let  the 
whole  boil  until  no  more  sulphurous 
acid  is  developed.  Then  pour  the 
liquor  into  a  large  wooden  vat  with 
water,  wash  the  indigo  by  decantation 
until  the  water  shows  no  more  acidity, 
and  throw  the  slime  upon  a  filter.  The 
paste,  after  the  percentage  of  indigo 
nas  been  determined,  can  be  used  at 
once. 

Production  of  Cyanide  of  Potassium, 
Ammonia,  Tar,  and  Gas  from  NUro- 
geneous  Organic  Substances,  Leather 
waste,  blood,  wool,  hair,  etc.,  are  satu- 
rated with  a  solution  of  potash  and 
then  dried.  The  mass  is  tnen  heated 
in  retorts,  but  not  to  the  melting  point. 
Ammonia,  gas,  and  tar  are  caught  up 
in  the  usual  manner.  The  residue  con- 
tains cyanide  and  cyanate  of  potassium, 
sulphocyanide  of  potassium,  calcium 
carbonate,  potassium  hydrate,  potas- 
sium sulphide,  and  carbon.  In  the 
presence  of  metallic  iron  or  ferrous 
oxide  the  cyanide  of  potassium  is  con- 
verted into  ferrocyaniae  of  potassium  by 
lixiviation.  After  separating  this  the 
solution  may  again  serve  for  impregnat- 
ing nitrogeneons  substances.  The  potas^ 
sium  hydrate  present  is  converted  into 
carbonate  hj  treating  the  solution  with 
carbonic  acid.  In  case  the  raw  mate- 
rials are  contaminated  with  sand  it  is 
removed  by  washing  with  p<itash-lye. 

To  Restore  Bitbber  Corks  which  have 
become  hard  digest  them  for  10  days  in 
a  5  per  cent,  solution  of  soda-lye  at 
100°  to  120°  F.,  then  wash  them  and 
scrape  off  the  outer  layer  which  has  be- 
come very  soft  with  a  dull  knife  until 
nothing  more  can  be  scraped  off.  Then 
wash  uie  corks  once  more  with  warm 
water,  and  they  are  again  fit  for  use. 

Process  of  Gaining  the  Volatile  Prod- 
ucts Developed  in  Boasting  Coffee  and 
their  Utilizati<m.  The  volatile  products 
developed  in  roasting  coffee,  which  may 
amount  to  as  much  as  25  per  cent,  of 
the  weight  of  the  coffee,  are  condensed 
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in  a  oondon^er.  The  resulting  fluid  ir 
used  either  b^  itoelf  or,  alter  previous 
«va|x>ratioi],  in  the  manufaeiure  of 
(^fl'ee  substitutes,  or  for  improving 
aolid  or  fluid  oofiee  extracts. 


Watbb-glass  (Soluble  Glass)  and 
ITS  Uses. 

Water-glass  conies  into  commerce  in 
ihe  form  of  a  thickly  fluid  and  tough 
mass,  obtained  by  fusing  together 
quarts  sand  with  soda  and  less  fre- 
quently with  potash. 

It  is  actually  a  glass,  distinguished 
from  other  varieties  by  being  easily 
soluble  in  water. 

The  solution  possesses  an  alkaline 
taste,  and  on  exposure  to  air  is  gradu- 
ally converted  into  a  gelatinous,  trans- 
parent mass,  which  finally  becomes 
entirely  hard.  This  phenomenon  is 
caused  by  the  expulsion  of  the  silicic 
acid  from  the  water-glass  by  the  car- 
bonic acid  in  the  air.  thus  forming  a 
gelatinous  mass  of  nydrated  silicic 
acid.  The  article  must  therefore 
always  be  kept  in  hermetically  closed 
vessels.  Glass  stoppers  must  not  be 
used,  as  they  are  cemented  so  tighUy 
to  the  neck  of  the  vessel  that  they  can- 
not be  removed  without  the  greatest 
difficulty. 

Four  varieties  of  water-^lass  are 
known  in  commerce:  Potasli  water- 
glass,  soda  water-glass,  compound  wa- 
ter-glass, and  fixing  water-glass. 

I^eparation  of  Potash  WcUer-glass. 
Mix  15  parts  of  pure  quartz-sand  with 
10  of  potassium  carbonate  and  1  of 
charcoal  powder,  and  fuse  the  mixture 
in  a  crucible.  The  contents  of  the 
crucible,  when  cold,  is  taken  out,  pul- 
verized, and  exposed  to  the  air,  being 
frequently  stirred  during  the  time. 
The  powder  is  then  several  times 
washed  with  cold  water,  and  then 
boiled  with  5  parts  of  water  until  all 
is  completely  dissolved.  The  solution 
is  then  filtered  and  evaporated  to  a 
specific  gravity  of  1.25.  In  this  man- 
ner a  sticky,  syrupy  liquid  is  obtained 
which,  on  exposure  to  the  air,  dries  to 
a  transparent  glass. 

Another  receipt:  Quartz  sand  15 
parts,  potash  5,  and  anhydrous  soda  4. 
It  is  prepared  as  above. 


Preparation  of  Watfr-gltus  from  In- 
futoritil  Karth.  Liebig  first  drew  atten- 
tion to  infusorial  earth  as  a  valuable  ma- 
terial for  ))re}iaring  water-glass.  By 
treating  24  parts  of  infusorial  earth  with 
72.6  of  soda-lye  of  1.1^  specific  gravity 
46  parts  of  an  excellent  gelatinous  com- 
pound are  obtained  which  consist  of 
58.5  per  cent,  of  dry  potash  water-glass 
and  41.5  per  cent  of  water.  The  l^e 
used  in  preparing  it  is  obtained  by  dis- 
solving 74.5  parts  of  calcined  soda  in  5 
times  the  Quantity  of  water,  compound- 
ing the  solution  with  56  parts  of  dry, 
slaked  lime,  and  evaporating  the  cem- 
^K>und  to  1.5  specific  gravity.  By  add- 
ing to  this  lye  120  pirts  of  infusorial 
earth  water-glass  is  ootained.  By  tak- 
ing less  infusorial  earth  a  very  strongly 
alkaline  water-glass  is  the  result  which, 
on  exposure  to  the  air,  deliquesces  very 
easily. 

By  using  120  parts  of  infusorial  earth 
to  74.5  of  soda  8.62  to  8.94  ounces  of 
gelatinous  water-glass  are  obtained, 
which  contains : 

Dry  water-glaaB 47  per  cent. 

Water M    **     " 

100 

The  dry  water-glass  contains : 

Silicic  Hcid 73  per  cent. 

Soda 27    **     " 

100 

Preparation  of  Soda  Wafer-glass.  I. 
Mix  15  parts  of  fine  quartz-sand  with  8 
of  sodium  carbonate  and  1  of  wood 
charcoal  i^)owder.  The  process  is  the 
same  as  given  for  potash  water-glass. 

II.  Mix  45  parts  of  quartz  sand,  23 
of  anhydrous  sodium  carbonate,  ami  3 
of  wood  charcoal  powder.  This  mixt- 
ure is  easier  to  fuse. 

III.  Water-glass  may  also  be  pre- 
pared from  1  part  of  finely-pulvenzed 
quartz  and  2  of  crystal lizea  soda. 

IV.  Buchner  prepares  soda  water- 
glass  with  the  assistance  of  Glauber^s 
salt,  using  the  following  proportions: 
Quartz  finely  pulverized  100  parts, 
anhydrous  Glauoer's  salt  60,  and  pul- 
verized wood  charcoal  15  to  20  parts. 
By  this  process  a  solution  in  water  is 
obtained  which  is  more  opalescent  then 
potash  water-glass. 

Preparation  of   Compound    Water' 
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glass.  This  can  be  obtained  either  by 
mixing  3  parts  of  concentrated  potash 
water-glass  and  2  of  concentrated  soda 
water-glass;  or  by  fusing  together: 
Quartz  100  parts,  purified  potash  28, 
neutral  anhydrous  sodium  carbonate 
22,  and  pulverized  wood  charcoal  <>. 
The  rest  of  the  process  is  the  same  as 
gi  ven  for  potash  water-glass. 

Preparation  of  Fixing  Wa,ter-gla^s, 
This  IS  prepared  by  fusing  together  3 

Earts  of  pure  anhydrous  sodium  car- 
onate  with  2  of  pulverized  quartz,  and 
making  of  this  a  concentrated  solution, 
1  part  of  which  is  mixed  with  4  to  5  of 
concentrated  potash  water-glass  com- 
pletely saturated  with  silica. 

In  Kuhlmann's  water-glass  factory 
at  Lille  liquid  water-glass  is  prepared 
by  treating  pulverized  flint  in  iron 
boilers,  under  a  pressure  of  7  to  8  at- 
mospheres, with  a  strong  solution  of 
hydrate  of  soda. 

Water-glass  as  a  SubstittUe  for  Cow- 
diing  for  Fixing  Alainina  and  Iron 
Mordants  on  Cotton-prints^  Linen^  etc. 
The  cotton  and  linen  fabrics,  after 
hanging  three  days  to  allow  of  a  partial 
evaporation  of  the  acetic  acid  and  its 
cjn version  into  basic  salts,  are  drawn 
through  a  roller-box  containins:  a  solu- 
tion of  15  parts  of  sodium  silicate  in 
4500  parts  of  water;  they  are  then 
washed  and  passed  through  a  bath  of 
cow-duns. 

But  the  manufacturers  experience 
great  difficulty  with  this  process  on 
account  of  the  sodium  silicate,  which 
generally  contains  some  caustic  alkali, 
and  attacks  the  alumina  mordant  too 
strongly  for  alazarine,  while  the  iron 
mordant  used  remains  untouched.  For 
this  reason  Higgins  proposed  calcium 
silicate,  which  was  found  to  answer  the 
purpose  very  satisfactorily.  It  is  pre- 
pared as  follows :  Melt  in  a  furnace  a 
mixture  of  quartz  powder  and  calcined 
soda,  so  that  the  resulting  water-glass 
consists  of  2  equivalents  ot  silica  and  1 
equivalent  of  soda:  dissolve  this  in  suf- 
ficient water  for  the  solution  to  show 
30°  B.  Then  prepare  an  aqueous  solu- 
tion of  chloride  of  calcium  of  30°  B. 
The  mixture  used  for  cleansing  the 
fabrics  printed  with  bases  consists  oi  2 

Sans  of  a  solution  of  water-glass  of  30° 
:.,  obtained  as  given  above,  2  parts  of 
a  solution  of  chloride  of  calcium  of  30° 


B.,and  1200  parts  of  water.  In  mixing 
a  precipitate  of  calcium  bisilicate  is 
formed,  which  is  held  in  suspension  in 
the  fluid.  The  solution  contains  also 
chloride  of  calcium,  but  the  calcium 
bisilicate  is  theeflective  part  in  passing 
the  fabrics  printed  with  mordanta 
through  the  bath.  This  cleansing  bath 
takes  the  place  of  two  of  cow-dung.  A 
part  of  the  silicic  acid  in  the  calcium  • 
bisilicate  combines  with  the  alumina  or 
iron  mordant  to  aluminium  silicate  or 
iron  silicate,  both  giving  great  in- 
tensity and  constancy  to  the  colors  to 
be  produced. 

Use  of  Soda  Water-glass  for  Protect' 
ing  White  Colors  in  Printing  Fabrics, 
If  white  figures  are  to  be  produced 
under  a  catechu  brown  ground  color, 
neutral  sodium  silicate  furnishes  an  ex- 
cellent protection.  It  is  accomplished 
by  printing  upon  cotton  fabrics 
bleacned  white  with  a  solution  of  sodi- 
um silicate.  The  places,  when  dry, 
appear  like  coated  with  a  glass  varnisa 
which  prevents  the  catechu  color  from 
penetrating. 

Water-glass  for  Silicifying  SUmes, 
•By  dissolving  pulverized  chalk  in 
water-glass  a  paste  is  formed  which 
hardens  slowly  in  the  air,  and  becomes 
so  hard  that  it  is  well  adapted  for  re- 
pairing monuments  and  manufacturing 
mouldings. 

Limestone  dipped  several  times  in  a 
solution  of  water-glass  and  then  ex- 
posed to  the  air  acquires  a  very  smooth 
surface  and  becomes  very  hard.  It  is 
also  claimed  that  stones  prepared  with 
water-glass  are  suitable  for  lithographic 
purposes. 

Water-glass  as  a  Bleaching  Agent, 
H,  Grothe^  who  has  made  many  exper- 
iments with  water-glass  in  large  bleach- 
eries,  pronounces  it  superior  to  soda  for. 
bleaching  purposes.  Even  such  mate- 
rials as  jute  yarns  become  brilliantly 
white  in  a  short  time  by  subjecting 
them  to  the  following  process:  Place 
the  yarns  for  15  to  20  minutes  in  a  hot. 
solution  of  3  to  4  parts  of  water-glass  in 
50  parts  of  water,  and  turn  them  several 
times  with  a  stick.  They  are  first 
rinsed  in  hot  but  not  boiling  water,  and 
next  in  cold,  and  then  placed  in  a  weak 
chlorine-bath ,  and  finally  in  an  acid- 
bath.  Jute  bleached  in  this  manner 
can  be  used  not  only  as  fine  material  > 
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for  paper  bnt  alHO  for  fine  white  textile 
fabrics.  Instead  of  boiling  hemp  and 
cotton  yarns  for  6  to  8  hours  in  strong 
solution  of  soda,  it  is  only  necessary  to 
Work  them  for  10  to  15  minutes  m  a 
very  hot  bath  of  water-glass.  For  100 
parts  of  flax-yam  12  to  15  parts  of 
water-glass  are  required,  which  cost  30 
)>er  cent,  less  than  the  10  parts  of  soda 
'of  90  per  cent,  generally  used.  The 
ynrn,  after  being  taken  from  the  water- 
glass  bath,  must  be  rinsed  in  hot  water 
and  then  in  cold,  and  is  finally  placed 
in  the  ordinary  cniorine  and  acid-baths. 
Linen  and  cotton  fabrics  cannot  be 
bleached  in  the  same  manner  as  the 
yarns,  as  the  sizing,  consisting  of  starch, 

flue,  |rum,  etc.,  must  first  be  removed 
y  boiling  in  milk  of  lime ;  but  when 
this  has  been  done  bleaching  is  accom- 
plished decidedly  quicker  and  cheaper 
with  water-glass  than  with  soda. 

For  Finishing  Linen  and  Cotton 
Goods  water-glass  can  be  advantage- 
ously used  in  place  of  China  clay.  It 
has  the  advantage  of  being  far  whiter 
and  forming  a  chemical  combination  in 
the  finest  fibres  of  the  fabric.  To  pro- 
duce a  precipitate  the  linen  or  cotton 
&bric  is  first  passed  through  a  hot  solu- 
tion of  alum,  and  then  through  a  hot 
bath  of  water-glass,  to  which  nas  been 
added  a  small  quantity  of  glycerine. 
The  fabric  is  then  passed  through  a 
weak  starch- bath,  and  finally  through 
warm  rollers. 

Potash  Water-glass  as  a  Binding  and 
Fixing  Medium  for  Ground  Colors  on 
'  Cotton  Goods.  For  fixing  ultramarine 
potash  water-glass  is  better  for  printing 
than  soda  water-glass ;  but  for  all  other 
printing  colors  the  latter  is  the  best. 

The  printing  color  is  prepared  by 
grinding  ultramarine  very  fine  in  a 
concentrated  solution  of  potash  water- 
glass,  then  pressing  through  a  sieve  or 
cloth,  and  printing  on  the  cloth  with 
tlie  cylinder  printing-machine.  The 
fabric  is  then  hung  up  in  the  air  for  a 
few  days  to  allow  the  ultramarine  to 
combine  with  the  silicic  acid  upon  the 
fibres  of  the  fabric,  and  the  potash  is 
then  removed  by  washing.  Fabrics 
))rinted  with  ultramarine  prepared  as 
above  and  dried  in  the  air  may  also  be 
drawn  through  a  cold  and  very 
weak  bath  of  alum  or  vinegar.  The 
potash  water-glass  is  thereby  partly 


decomposed  and  the  ground  color  in- 
timately combined  with  the  cotton 
fibre.  Rinse  the  fabric  in  running 
.water  and  then  dry  it.  Hydrochloric 
acid  destroys  the  ultramarine. 

Potash  water-glass  is  a  much  cheaper 
material  for  printing  with  ultramanne 
than  albumen,  which  passes  quickly 
into  putrefaction. 

For  LigfU  Blue  Ultramarine  Colors 
bleached  potash  water-glass  is  used, 
which  is  prepared  in  the  same  manner 
as  soda  water-glass. 

Other  colors  are  mechanically  fixed 
upon  the  fibre  of  cotton  fabrics  by 
grinding  them  in  neutral  water-glass 
and  proceeding  in  the  same  manner  as 
given  for  ultramarine. 

Violet  is  obtained  by  mixing  blue 
ultramarine  and  red  carmine  or  cin- 
nabar with  liquid  neutral  water-glass. 

IHffereTU  green  tints  by  mixing 
chrome-green,  Schweinfurth  green,  or 
green  carmine  with  liquid  neutral 
glass. 

Yellow  is  produced  by  mixing  chro- 
mate  of  zinc  or  sulphide  of  cadmium 
with  liquid  neutral  water-glass. 

Orange  and  Bed  with  minium  and 
cinnabar. 

Bed-brown  by  mixing  red  ferric  oxide 
with  liquid  neutral  water-glass. 

Copper-hrown  with  cupric  ferro- 
cyanide. 

White  by  grinding  zinc-white  with 
neutral  soda  water-glass. 

The  different  vegetable  lakes  ob- 
tained by  precipitation  with  alum, 
pink-salt,  and  other  tin-chlorides  are 
also  very  suitable  for  printing  on  cotton 
goods.  After  printing  and  drying  they 
are,  in  order  to  decompose  the  soda 
water-glass,  drawn  through  an  alum- 
bath,  whereby  the  silicic  acid  forms 
a  combination  with  the  lake,  and 
precipitates  itself  in  an  insoluble  state 
upon  the  fibre  of  the  fabric.  The 
goods  are  then  rinsed  in  running  water 
and  dried  in  the  shade. 

For  printing  the  so-called  "solid 
blue,*'  soda  water-glass  is  especially 
well  adapted  as  an  inspissating  agent. 
This  blue  is  the  precipitate  obtained 
with  acid  chloride  of  tin  in  the  cold  in- 
digo vat.  After  printing  the  color  is 
fixed  in  a  sulphuric  acid  bath,  and  the 
goods  are  then  rinsed. 

The  "solid  green*'  is  obtained  by 
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adding  to  the  bitte  oolor  solution  of 
plumbic  oxide  in  oaustio  lye.  After 
printing  the  color  is  fixed  by  drawing 
the  fabric  through  a  bath  of  potassium 
bichromate. 

WateT'^glaM  in  Painting,  Feichtinger 
states  that  the  palace  at  Munich  \b 
decorated  with  paintings  in  the  prepa- 
ration of  which  alkaline  silicates  have 
been  used,  and  some  of  which  have 
been  in  existence  for  some  time.  The 
alkaline  silicate  liquor  used  has  the 
specific  gravity  of  1.12)  is  opalescent, 
and,  on  standing,  forms  calcium  carbo- 
nate.  It  leaves  on  evaporation  a  resi- 
due composed  of  silica  9.18  parts,  pot- 
ash 3.56.  soda  1.14.  jwtassium  sul]>hate 
0.66,  ana  traces  or  chloride  of  soKlium 
and  calcium  carbonate.  The  colors 
used  are  while  (mixtures  of  27  to  36 

garts  of  oxide  of  ssinc  and  64  to  73  parts  of 
9.tmmso\v\\9LiQ)iyelloWfreddish'browny 
and  dark  orown^  these  last  bein^  cal- 
careous ochres;  and  blackf  a  mixture 
of  lampblack  and  manganese.  They 
are  made  up  into  thick  parts  with  a 
solution  of  water-glass  containing  silica 
51.79  per  cent.,  potash  39.05  per  cent, 
and  soda  9.16  per  cent.  The  surface  on 
which  these  colors  are  applied  is  a  cal- 
careous mortar  exposed  to  the  air  for  a 
long  time. 

A  water-glass  paint  of  a  yellowish- 
white  contains  oxide  of  zinc  52.7  parts, 
oxide  of  iron  3.25,  calcium  carbonate 
22.12,  sand  21.85.  This  is  mixed  with 
a  solution  of  water-glass,  leaving  be- 
hind 27.2  parts  of  residue  containing 
silica  67.05  per  cent.,  potash  29.4  per 
cent.,  and  soda  3.55  per  cent.  Appa- 
rently the  coloring  matter  in  this  case 
is  a  partially-calcined  natural  cala- 
mine. 

Use  of  Wdter-glassfor  Coating  Rough' 
cast  and  Stone  Walls.  Mix  1  part  of 
water-glass  with  3  of  rain  water.  The 
solution  of  water-glass  is  decomposed 
b^  the  lime  in  the  mortar.  The  cal- 
cium carbonate  is  converted  by  this 
decomposition  into  silicate,  whereby 
the  surface  acquires  a  glassy  appear- 
ance of  a  darker  hue.  oecomes  solid 
and  hard,  and  resists  the  action  of  the 
weather. 

By  painting  white- washed  walls  with 
water-glass  the  coat  becomes  very  dura- 
ble, does  not  rub  off,  and  can  be  washed. 
If  the  white  color  is  to  be  preserved 


some  fat  lime  may  be  added  to  the 
water-glass. 

Zinc  white  with  an  addition  of  i  to 
^  part  by  weight  of  permanent  white 
and  ground  in  water-glass  gives  a  beau- 
tiful white  color. 

Water-glass  in  Painting  Metals  and 
Glass,  Water-glass  either  by  itself  or 
mixed  with  pigments  is  especially  well 
adapted  for  painting  articles  of  iron, 
zinc,  brass,  etc.,  exposed  to  the  action 
of  air  and  moisture,  and  also  to  prevent 
rust.  A  coat  of  a  mixture  of  water- 
glass  and  some  elutriated  manganese  ap- 
plied to  iron  will  stand  a  red  beat ;  nay, 
more,  the  coating  will  become  more 
beautiful.  This  paint,  as  it  prevents 
rusting,  may  be  especially  recommended 
for  stove-pipes. 

Wood  Painted  with  Water-glass  ia 
protected  against  the  action  of  fire,  the 
atmosphere,  and  moisture,  and  is  be- 
sides rendered  very  durable.  The 
water-glass  must  be  applied  cold,  not 
too  concentrated  nor  too  thick.  Such 
solution  is  obtained  by  diluting  1  part 
of  water-glass  of  33  per  cent,  with  5  of 
rain  water.  Apply  several  coats  of  this 
to  the  wood,  allowing  each  coat  to 
dry  thoroughly  before  laying  on  the 
next. 

Creuxburg*s  process,  according  to 
which  water-glass  paint  is  more  dura- 
ble than  oil  or  varnish,  consists  in 
grinding  the  pigments  not  in  water- 
glass  but  in  a  compound  of  equal  parts 
of  water  and  skim  milk,  as  pigments 
ground  in  water-grass  alone  rub  off  too 
easily.  In  painting  the  solution  of 
water-glass  is  first  applied,  then  a  coat 
of  paint,  then  again  water-glass,  and  so 
on,  the  lust  coat  being  one  or  more 
of  water-glass.  Every  coat  must  be 
thoroughly  dry  before  the  next  is  laid 
on. 

Water-glass  can  be  substituted  for 
borax  and  boracic  acid^  especially  for 
soldering,  hardening,  and  welding  cast- 
iron.  For  welding  cast-iron  to  iron  or 
steel  scatter  upon  uie  hot  surfaces  to  be 
joined  a  powder  consisting  of  clay  thor- 
oughly dried  2  parts,  calcined  soda  1, 
and  potash  ^. 

Water-glass  Cements,  By  combining 
water-glass  with  cement  or  quicklime 
a  double  silicate  hard  as  stone  and  re- 
sisting chemical  agents  is  formed  in  a 
short  time. 
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Water-glass  by  itself  can  only  be  nsed 
'  for  cementing  glass  to  glass,  and  even 
for  this  a  certain  skill  is  required,  but 
combined  with  other  sulwtances  it  fur- 
nishes a  durable  and  hard  cement. 

To  Cement  Cracked  BoU/es  with 
Waier^laas*  Prepare  a  thickly-fluid 
solution  of  water-glass.  Provide  the 
bottle  with  a  cork  fitting  tightly  but 
set  on  loosely,  while  the  bottle  is  heated 
to  at  least  212°  F.  When  this  is  done 
press  down  the  cork,  so  that  it  closes 
the  bottle  hermetically,  and  then  apply 
a  thick  coat  of  the  water-glass  solution 
to  the  cracks.  The  air  in  the  bottle  on 
cooling  contracts,  the  pressure  of  the 
outer  air  forces  the  water-glass  into  the 
crHcks,  closing  them  so  perfectly  that 
they  cannot  b^  detected. 

Jiydraulic  Water -gltias  Cement  is 
prepared  by  quickly  mixing  finely- 
pulverized  cement  with  solution  of 
water-glass.  The  cement,  by  reason 
of  its  hardening  in  a  very  short  time, 
must  be  apnlied  as  quickly  as  possible. 
It  is  excellent  for  hydraulic  works,  as 
in  the  water  it  becomes  as  hard  as  stone. 
The  stones  should  be  coated  with  a  solu- 
ti<m  of  water-glass  immediately  before 
applying  the  cement. 

ivuter-gloM  Cement  for  Glass  and 
Porcelain,  Elutriated  glass  powder 
10  parts,  elutriated  jwwder  or  fluor- 
spar 20,  solution  of  water-glass  60. 
The  ingredients  are  stirred  together  as 
quickly  as  possible,  and  the  resulting 
homogeneous  paste  is  immediately  ap- 
plied. The  cement  becomes  so  hard  in 
a  few  davs  that  the  cemented  article 
can  be  safely  heated. 

Waier-glass  Cement  toith  Zinc  and 
Pf/rolu8ite.  Pyrolusite  80  parts,  zinc 
white  100,  and  water-glass  20.  This 
cement  hardens  in  a  short  time,  and 
is  especially  ada])ted  for  cementing 
the  joints  of  pipes  exposed  to  a  red  heat, 
as,  when  once  fused,  it  forms  a  glass-like 
mass  of  great  adhesive  power,  and 
makes  a  very  close  joint. 

Water-glass  and  Lime  Cement, 
Quicklime  10  ()art8,  whiting  100,  solu- 
tion of  water-glass  25.  This  cement 
hardens  slowly  and  can  be  used  for 
flag-pavement  by  mixing  with  it  small 
sharp-edged  stones  and  stamping  it  into 
moulds. 

B'6ttger*8  Water-glass  and  Lime 
Cement,    This  cement  becomes  so  hard 


in  a  few  hours  that  it  can  be  polished ; 
it  consists  of  whiting  100  parts  and 
thick  solution  of  water-glass  25,  and  is 
especially  adapted  for  cementing  the 
joints  between  marble  plates* 

Water-gloM  and  Caseine  Cement  for 
Glass  and  Porcelain,  Caseine  10 
parts,  solution  of  water-glass  60.  The 
Cement  must  be  applied  as  quickly  as 
possible,  and  the  cemented  articles 
dried  in  the  air. 

Water-glass  mixed  with  powdered 
chalk  furnishes  a  mortar  hardening 
completely  in  6  to  8  hours ;  mixed  witn 
sulpnide  of  antimony  it  forms  a  dark 
mass,  susceptible  of  a  high  polish ;  with 
iron  filings  the  result  is  a  grayish-black, 
very  hard  mass ;  whilst  with  zinc  fil- 
ings a  very  hard  ^ray  metallic  mass  is 
produced  very  suitable  for  cementing 
zinc  work. 

Water-glass  for  Preserving  Barrels 
and  Other  Wooden  Articles,  Heat 
commercial  water-glass  diluted  with 
about  25  per  cent,  of  water  and  apply  a 
coat  of  the  hot  solution  to  the  barrel. 
When  thoroughly  soaked  in,  repeat  the 
application,  allow  it  to  dry  and  then 
give  a  coat  of  a  solution  of  1  part  of 
sodium  bicarbonate  in  8  parts  of  water. 
By  the  latter  application  the  carbonic 
acid  of  the  bicarbonate  separates  the 
silicic  acid  from  the  water-glass  (so- 
dium silicate)  soaked  into  the  pores  of 
the  wood,  which,  so  to  speak,  silicifies 
the  wood  and  renders  it  capable  of  re- 
sisting the  penetration  of  liquids.  Bar- 
rels thus  treated  are  very  durable  and 
easily  cleansed. 


Watek-peoofing  Compounds. 

Preparations  for  WaUr-proofing  TiS' 
sues.  Dissolve  33  to  36  parts  of  pure 
gutta-percha  in  333  parts  cT  oil  of  tur- 
})entine  or  benzole,  niter  the  solution, 
and  compound  it  with  333  j;arts  of  lin- 
seed-oil varnish.    Apply  with  a  brush. 

II.  Dissolve  at  a  moderate  heat  33 
parts  of  white  wax  shavings  in  1665  to 
3000  parts  of  collodion. 

III.  Pulverize  as  fine  as  possible  250 
parts  of  white  bole,  1500  parts  of  silver 
litharge,  and  500  parts  of  calcined  lamp- 
black, and  compound  the  ingredients 
with  the  required  quantity  of  linsced- 
oil  varnish. 
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To  Make  Sacking  Water'proof,  Dis- 
solve 1  part  of  rosin  in  20  parts  of  Coal- 
tar  oil,  and  filter  tbe  solution.  Let  tiie 
sacking  lie  in  it  for  5  days,  and  then 
rub  it  with  litharge  or  lime.  Then  dis- 
solve i  part  of  rosin  in  4  parts  of  coal-tar 
oil,  immerse  the  sacking  sereral  times 
and  rub  a^ain  with  litharge  or  lime. 

kSoap  jor  Water-proofing  Woollen 
Cloth  and  other  Fabrics.  Prepare  the 
following   solutions:    I.    Thirty-three 

Farts  of  isinglass  in  Q6  parts  of  water. 
I.  Sixty-six  parts  of  alum  in  a  like 
quantity  of  water.  III.  Sixty -six  parts 
of  white  soap  in  500  parts  of  water. 
Filter  the  solutions,  then  {)our  them 
together  in  a  vessel  standing  on  a  fire, 
and  let  the  mixture  boil  up.  Then 
take  it  from  the  fire  and  apply  it  with 
a  brush  to  the  back  of  the  fabric. 
When  dry  brush  it  against  the  grain 
and  later  on  with  the  brush  dipped  in 
water  in  order  to  remove  all  lustre. 
The  fabric  is  then  dried.  For  thin 
woollen  and  cottcm  fabrics  and  silk 
take  but  half  the  quantity  of  water  and 
soak  them  in  the  fluid. 

VaHous  Processes  of  Water-proofing 
Tissues,  I.  Dissolve  1  part  each  of 
clue  and  neutral  lime  soap  in  20  of 
boiling  water,  and  add  gradually  li 
parts  of  alum.  Then  boil  the  solution 
i  hour,  let  the  resulting  milky  fluid 
cool  off  to  120°  F.,  and  immerse  the 
tissues  until  they  are  thoroughly  |>er- 
nieated,  and  hang  them  up  to  dry  with- 
out wringing.  When  dry  the  tissue  is 
washed,  again  dried  and  mangled. 

II.  Dissolve  125  parts  of  gun-cotton 
in  425  of  ether  and  mix  the  solution 
with  375  parts  of  castor  oil  and  25  of 
an  organic  coloring    substance.    The 

auantity  of  castor  oil  depends  on  the 
egree  of  flexibility  the  fabric  is  to 
have.  Apply  the  mixture  in  the  same 
wav  as  caoutchouc  solution. 

Preparatimi  of  Collodion  Varnish 
for  Water-proofing  Fabrics,  Dis- 
solve 250  parts  of  gun-cotton  in  a  mixt- 
ure of  630  parts  of  ether  and  100  of 
alcohol,  add  20  parts  of  castor  oil,  and 
apply  several  layers  of  the  solution  to 
the  fabric.  Paper  thus  prepared,  on 
being  rubbed  with  a  rag  (lippea  in 
ether,  acqui  res  a  beauti  f u  1  polish .  Th  is 
colloaion  varnish  can  aljto  be  mixed 
with  linseed -oil  varnish  or  oil  of  tur- 
pentine varnish. 


A  New  Water-proofing  Compound 
is  prepared  by  melting  parafiine,  and 
adding  ^raduallv  a  suitable  drying 
oil,  stirring  well  to  insure  intimate 
mixture;  it  is  then  poured  into  moulds 
the  shape  of  bricks  or  blocks,  and 
allowed  to  cool.  The  fabric  to  be 
rendered  water-proof  is  rubbed  over 
with  a  block  of  the  compound,  warm- 
ing the  rubbing  face  gently  if  the 
atmosphere  is  cold,  and  then  ironing 
the  cloth  with  a  warm  iron  or  passing 
it  between  hot  rollers.  The  applica- 
tion of  this  compound  to  leather  and 
textile  and  felted  fabrics  gives  ex- 
cellent results,  as,  although  it  renders 
the  cloth  thoroughly  water-proof,  it  is 
not  impervious  to  the  air. 

To  Manufacture  Water-proof  Cloth 
which  is  not  Impervious  to  the  Air. 
Instead  of  water-pnK)fing  the  finished 
cloth,  coat  the  yarns  before  weaving 
with  a  solution  of  copal  or  anime,  and 
boiled  linseed-oil  in  oil  of  turpentine^ 
which  is  heated  and  mixed  with  half 
its  weight  of  a  thick  solution  of  caout- 
chouc in  oil  of  turpentine.  The  yarn 
is  drawn  through  the  varnish  and,  to 
remove  any  excess,  is  passed  through 
a  cut  in  a  piece  of  leather  or  rubber ;  it 
is  then  wound  upon  a  roller,  dried  at  a 
moderate  heat,  and  is  now  ready  for 
weaving.  It  is  very  glossy,  and  fabrics 
manufactured  from  it  present  a  beauti- 
ful appearance. 

Prepared  Cloth  ow  a  Substitute  for 
Leather.  The  cotton  or  linen  cloth 
called  '^moleskin''  is  used  for  the 
purpose,  both  sides  of  it  being  coated 
with  a  compound  obtained  by  mixing 
100  parts  of  drying  oil,  3  of  burnt 
umber,  and  6  of  lampblack,  and  lique- 
fying the  mixture  with  oil  of  turpen- 
tine. When  dry  the  cloth  is  passed 
between  smoothing  rollers.  Several 
layers  of  this  mixture  may  be  applied, 
and  when  the  last  layer  is  dry  the 
cloth  is  coated  with  a  varnish  consist- 
ing of  the  same  ingredients  as  above, 
but  a  larger  quantity  of  oil  of  turpen- 
tine. When  this  is  dry,  the  surface  is 
polished  with  pumice  stone,  and  finally 
coated  with  a  varnish  consisting  of 
linseed  oil  100  parts,  litharge,  uniber, 
and  Berlin-blue  each  3,  and  caont* 
chouc  2.  The  cloth  is  finally  dried  for 
4<S  to  60  hours,  at  a  temperature  of 
120°  F. 
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To  Water^proof  Fell^  Woollen  and 
Jlai/'WooUcH  Fabrics^  and  lo  give 
them  greater  Connelence*  The  fabrics 
are  treated  with  a  soltttion  composed 
of  pAtaah*alum,  animal  or  vegetable 
glue  each  100  parts^  tanniu  5,  and 
{H>taMh  water-glasB  2.  Three  different 
operations  are  required  to  prepare  the 
solution.  1.  The  potash-alum  is  dis- 
solved in  an  eqaal  quantity  by  weight 
of  boiling  water.  2.  The  glue  is  al- 
lowed to  swell  up  in  cold  water  until 
it  has  absorbed  double  its  quantity  by 
weight.  The  excess  of  water  is  then 
p4>ured  off,  and  the  giue  brought  to 
the  boiling  pointy  ana  the  tanniu  and 
soda  water-glass  are  then  added.  3. 
The  two  solutions  are  now  mixed  to- 
gether and  boiled,  with  constant  stir- 
ring, until  a  complete  union  has  taken 
place,  when  it  is  allowed  to  cool, 
whereby  it  will  acquire  a  gelatinous 
consistency.  For  treating  felt  or  other 
fabrics  a  bath  is  prepared  by  boiling  1 
part  of  the  gelatinous  compound  with 
10  to  12  parts  of  water  for  3  hours. 
The  water  evaiwrating  in  boiling  is 
always  replacea  by  fresh,  so  that  the 
bnth  retains  its  density,  which  is  regu- 
lated by  a  test  with  the  densimeter. 
The  bath  is  then  cooled  to  175*»  F., 
and  the  felt  or  fiftbric  immersed  in  it 
for  i  hour.  The  impregnated  fabric 
is  then  spread  upon  a  table  for  6  houra 
to  allow  the  fluid  to  drain  off.  This 
must  be  done  at  an  ordinary  tempera- 
ture, and  in  such  a  manner  that  the 
fabric  lies  in  a  perfectly  horizontal 
position  and  is  everywhere  equally 
permeated.  The  fluid  draining  off  is 
collected  and  again  used.  The  fabric 
is  then  dried  in  the  sun  or  in  a  room 
heated  at  most  to  120^  F. ;  kept  in  a 
horizontal  position,  so  that  the  fluid  re- 
mains equally  distributed  over  the  en- 
tire surface.  Finish  by  passing  the 
fabric  through  rollers  heated  to  120°  F. 
Felt  or  other  fabrics  prepared  in  this 
manner  possess  more  consistency  and 
power  of  resistance  than  ordinary 
tissues — are  water-proof  but  not  im- 
pervious to  the  air.  If  the  fabrics  are 
subjected  to  this  treatment  after 
dyeing  it  helps  to  fix  the  colors,  but 
for  very  tender  colors  it  is  advisable  to 
use  almost  white  glue  and  perfectly 
pure  aluraj  t.  e.,  containing  no  trace  of 
iron,  as  this  would  injure  the  colors. 


To    WdUer^proof   Vegdahle   Mbree. 
Com|iound  20  parts  of  petroleum   as 
incKi(»roU8  as  possible  with  \  part  of 
ordinary,  i  of  very  light  rosin,  and  ^ 
of  paramne,  heat  the  mixture  at  167^ 
F.  until  all  are  dissolved.    Then  add 
60  to  80  parts  of  water,  and  heat  the 
whole  uutil  the  fluid  becomes   dear. 
Then,  after  cooling   the   mixture  to 
about)  140°  F.,  immerse  the  fibres  in  it» 
and  allow  them  to  remain  until  no 
more  foaming  up  is  perceived  on  the 
surface.    Yarns,  tissues,  ropes,  bags, 
etc.,  are  slowly   drawn  through    the 
bath  until  the  above-named  ^taming 
up  ceases.    The  impregnated  fabrics  or 
fibres  are  then  freed  from   adhering 
parts  of  I  he  mixture  bv  passing  them 
through     rollers.        Tiiey    are    then 
thrown  into  water  for  1  to  2  hours, 
again    passed    through    rollers,    this 
manipulation  being  repeated  until  the 
impregnating  mixture  is  almost  entirely 
removed  from  the  surface  of  the  fibres 
or  fabrics,  and  they  are  then  dried. 

To  Water-proof  Textile  Fabrics. 
Leather^  Papery  ete»  The  contpouna 
consists  of  100  parts  of  best  quality  of 
white  or  yellow  wax,  6  parts  of  English 
varnish,  4  parts  of  Burgundy  pitch,  8 
parts  of  peanut  oil,  5  parts  of  sulphate 
of  iron,  and  2  parts  of  essence  of 
thyme.  The  pitch  is  melted  in  an  iion 
boiler,  and  the  wax  together  with  the 
sulphate  of  iron  in  another.  Both  are 
then  poured  together,  intimately  mixed 
and  kept  at  a  moderate  heat  uutil  the 
compound  is  liquid  and  homogeneous. 
The  fabrics  to  be  water-proofed  are 
immersed  in  it,  and  then  freed  from  an 
excess  by  passing  througli  heated 
rollers.  For  water-proofing  leather  the 
compound  is  applied  with  a  brush  to 
'  the  inner  side  with  the  leather  lying 
upon  a  heated  plate. 

To  Water-proof  Paper  add  to  the 
stuff  a  solution  of  pure  tallow  soap  in 
water,  to  which  has  been  added  sufli- 
cient  alum  to  effect  an  entire  decomi>o- 
sition  of  the  soap.  The  stuff  is  then 
worked  up  in  tne  ordinary  manner, 
but  requires  no  sizing. 

For  Water-proofing  Woollen  Fab' 
riat.  Boil  12^  parts  of  Castile  soap  in 
1200  parts  of  water,  and  16i  parts  of 
alum  also  in  1200  parts  of  water. 
Heat  both  solutions  to  about  195°  F., 
then   pass   the   £ftbric   several    times 
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through  the  soap-bath,  and  through 
the  alum  solution^  and  dry  in  the  air. 

II.  The  following  mixture  answers 
the  same  purpose:  Borax  16  parts, 
isinglass  100  parts,  sago  3  parts,  salep 
2  parts,  stearine  15  parts,  and  water 
1000  parts. 

Impreg}%ation  vnih  Cdoutchauc.  Mix 
intimately  30  parts  of  alumina  with  100 
parts  of  a  concentrated  soluiion  of 
caoutchouc  in  oil  of  turpentine,  spread 
the  cloth  upon  a  table  and  apply  the 
compound  with  a  brush,  and  dry. 
Several  layers  of  the  compound  may  be 
applied,  the  thickness  of  each  coat 
varying  accordiuff  to  the  number  of 
layers.  Should  tSie  non-coated  side  of 
the  cloth  undergo  any  change,  cleanse 
it  with  alcohol. 

Impenetrable  Dovhlt  Stuff.  The 
principal  feature  of  this  fabric  consists 
in  it  being  formed  by  uniting  two 
tissues,  which  without  being  impervious 
to  the  air  are  water-proofed  by  the 
above  compound  or  by  the  following 
preparation :  Mix  62^  parts  of  alum,  50 
parts  of  white  lead,  and  900  parts  of 
water.  After  these  ingredients  have 
acted  upon  each  other  for  some  time, 
pour  off  the  clear  liquid  and  immerse 
the  fabrics  in  it  to  saturation.  Then 
place  them  in  an  ordinary  soap-bath, 
wash  and  dry  them.  The  caoutchouc 
solution  is  then  applied  in  oblique 
strokes  to  the  surfaces  to  be  joined,  so 
that  when  the  two  fabrics  are  placed 
together  the  strokes  upon  the  first  cut 
those  upon  the  other  at  a  right  angle. 
Small  squares  are  formed  in  this  manner 
which  allow  of  the  passage  of  air  and 
transpiration,  without  moisture  or  rain 
being  able  to  penetrate  through  the 
double  fabric. 

Becker  J  Delivaire  &  Co,  make  cloths 
and  other  fabrics  water-proof  by  coat- 
ing them  with  a  mixture  of:  Spermaceti 
58  parts,  flaxseed  78  parts,  decoction 
of  snails  (from  200  snails)  29  parts, 
isinglass  and  alum  each  175  parts. 
Each  of  the  ingredients  is  dissolved  by 
itself  in  boiling  water,  and  the  solutions 
are  then  mixed.  In  place  of  spermaceti , 
stearine  saponified  with  caustic  soda- 
Ive  may  be  used,  and  the  decoctions  of 
naxseed  and  isinglass  compounded 
with  some  ammonia.  The  alum-bath 
may  be  used  by  itself  or  the  decoction 
of  flaxseed  is  first  stirred  into  the  solu- 
25 


tion  of  isinglass,  then  the  soap,  and 
finally  the  alum  solution,  the  whole 
being  heated  to  100°  to  120°  F.  An 
addition  of  a  little  sulphuric  acid 
makes  the  compound  adhere  better  to 
the  fibres.  Cloth  water-proofed  in  this 
manner  is  not  impervious  to  air  and 
transpiration. 

A  New  Process  of  Water-proojing 
Fabrics  is  as  follows:  Dissolve  at  a 
moderate  heat  35  parts  of  stearic  acid 
in  850  parts  of  spirit  of  wine,  pour  the 
solution  upon  1100  parts  of  pulverized 
alum  and  expose  the  whole  to  a  tem- 
perature of  98i°  F.  For  water-proofing 
cotton  and  linen  fabrics  immerse  them 
in  a  solution  of  1  part  of  this  })owder  in 
lOOof  water,and  then  dry  them.  For  silk 
1  part  of  the  powder  in  200  of  water  is 
used. 

VaneVs  Water-proof  Composition  con- 
sists of  mineral  salts  and  stearic  or 
margaric  acid.  It  is  prepared  as  fol- 
lows: The  salt  and  about  50  parts  of 
sebacic  acid  are  mixed  with  1000  parts 
of  water,  the  mixture  filtered  through 
a  felt  bagj  and  the  residue  pressed  to 
dryness.  One  part  of  this  residue  in  1 00 
of  water  forms  the  bath  in  which  the 
fabrics  are  immersed.  They  become 
water-proof  but  not  impervious  to  the 
air.  All  kinds  of  tissues,  paper,  and 
leather  can  be  subjected  to  tne  process. 
The  composition  is  inodorous  and  does 
not  injure  colors. 

Roelandt^s  Water -proofing  Com- 
pounds, Dissolve  1  part  by  weight  of 
caoutchouc  and  1  part  by  weignt  of 
paraffine  or  stearine  in  2  parts  by  weight 
of  benzine,  dilute  the  compound  to  the 
proper  consistency,  and  apply  it  with  a 
brush  or  immerse  the  substances  in  it 

To  make  Boots  and  Shoes  Waler-proof 
use  the  following  preparation  patented 
in  France:  Soda  20  parts,  oil  of  tur- 
pentine 50,  tar-oil  160,  rosin  25,  linseed 
oil  and  isinglass  each  15,  gutta-percha 
125,  and  glue  25. 

To  Water'proof  Sugar-bagsfoV'  Trans- 
port use  a  compound  also  patented  in 
Fraru^Cj  prepared  from  100  parts  of  best 
starch,  60  parts  of  rosin.  25  parts  each 
of  potash  and  boiled  Imseed-oil,  and 
suihcient  water  to  form  a  |>aste  of  more 
or  less  consistency,  according  to  the 
material  with  whicli  the  bags  are  to  be 
lined,  strong  paper  or  muslin  being 
used  for  this  purpose.    Coat  the  inside  of 
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the  bag  with  the  paste,  and  while 
moist  pretB  on  it  the  |>a(»er  or  maslin 
liuiog,  which  shoald  be  large  eaoagh  to 
lap  over  the  seams.  Dry  in  summer  in 
the  son  and  in  winter  in  a  room  heated 
to  104«»  F. 

l%e  following  Water-proofing  Com-' 
i pound  has  been  patented  in  England: 
Mix  about  100  parts  of  alumina  with 
40  parts  of  flaxseed  and  70  parts  of 
alcohol,  let  it  stand  to  settle  and  press 
the  sediment  formed  intf>  blocks.  For 
water-proo6ng  fabrics,  dissolve  5  to  7| 
parts  of  the  oompouna  in  300  parts  of 
water. 

Water-fMrooJlng  Felt  HaU.  Pulver- 
ize: Ordinary  shellac  4  parts,  white 
pitch,  fine  glue,  and  ordinary  soap  each 
1  part,  and  purified  potash  i  part.  Dis- 
solve the  potash  in  2  parts  of  warm 
water,  place  the  other  ingredients  in  a 
copper  boiler  on  a  coal  fire,  and  as  soon 
as  the  mixture  begins  to  liquefy  add 
the  potash  solution,  and  finally  a  little 
more  stiap  dissolved  in  water.  Apply 
the  compound  with  a  brush. 

Water'proof  Sail-cloth,  knoum  by 
the  name  of  ^^  Imperial  Cloth**  is  pre- 
pared in  the  following  manners  Seventy- 
two  parts  of  fine  linseed  oil  are  boiled 
for  2  to  3  hours  with  6  parts  of  sulphate 
of  iron  and  4  of  sulphate  of  zinc,  and. 
when  cool,  mixed  with  60  parts  of  oil 
of  turpentine  and  the  necessary  quan- 
tity of  lampblack.  The  sail-cloth  is 
painted  with  this  compound  and  dried 
in  the  sun.  After  8  or  10  days  the  ap- 
plication is  repeated.  We  will  here 
remark  that  it  is  necessarr  to  shrink 
the  sail-cloth  in  water  and  dry  it  before 
applying  the  compound. 

ZwUling*s  Water-proofing  Compound. 
Put  a  porcelain  dish  in  a  water-bath 
and  place  in  it  the  following  ingredi- 
ents: Caoutchouc  cut  up  yery  fine  50 
parts,  Venetian  turpentine  3  )iarts,  and 
paraffine  oil  fi61  parts.  Let  the  mixture 
stand  in  the  water-bath  at  a  tempera- 
ture of  98)^  F.  for  1  day,  then  add  66i 
parts  of  oil  of  turpentine,  mix  thor- 
oug^hly  by  stirring,  and  leave  the  com- 
pound in  the  water-bath  for  10  days, 
then  add  583  parts  more  of  oil  of  tur- 
pentine, and  let  it  stand  for  14  days 
longer  in  the  water-bath.  The  product 
will  be  750  parts  of  yellowish  liouid, 
which  is  applied  with  a  brush,  and  the 
a  then  dried  at  120'' F. 


Dr.Fowmais^B  Water-proofing  Con^ 
pound.  Immerse  the  fabrics  in  a  bath 
of  4°  to  5°  B.  of  acetate  of  alumina, 

Erepared.  not  b^  double  deoom position, 
ut  by  tlinolviM  hydrate  of  alumina 
in  acetic  add.  Tne  fabric  is  immersed 
in  this  solution  for  1  hour,  then  pressed 
dry,  and.  to  expel  the  acetic  acid  from 
the  combination,  exposed  in  a  steam- 
box  to  »  tempenttore  of  230^  to  248''  F. 
Kuhr^B  Receipt  for  Waterproofing 
lAnen.  The  linen  is  first  immersed  in 
an  alum-bath  composed  of  a  solution 
of  1  part  of  neutral  sulphate  of  alu- 
minium in  10  of  water,  and,  when  thor- 
oughly saturated,  in  a  hot  soap-bath 
prepared  by  boiling;  1  part  each  of 
colophony  and  soda  in  10  of  water,  sep- 
arating the  soap  with  1  part  of  salt,  and 
disMlvlng  this  soap  and  1  part  of  white 
hard  soap  by  boiling  in  30  parts  of 
water.    The  fiibric  is  then  dried. 

To  Water^proof  Textile  Fabrics  and 
Paper  and  to  Give  them  Greater  ConsiM' 
enee.  To  water-proof  paper  take :  Soda 
106  parts,  rosin  270  parts,  gamboge  sAi 
part,  and  100  parts  of  lime.  Slake  the 
lime  in  water,  and  dissolve  the  soda  in 
water.  Heat  the  soda  solution  in  a 
boiler,  and  add  sufficient  milk  of  lime 
to  make  it  caustic.  The  rosin  and 
gamboge  are  melted  to|^her  at  a  mod- 
erate heat.  Pour  this  melted  com- 
pound gradually  into  the  caustic  scxla- 
lye  nnta  it  is  no  longer  dissolved  by  it. 
On  cooling  the  compound  congeals  to  a 
solid  mass,  which  is  kept  for  future 
use.  For  water-proofing  paper  or 
textile  fiibrics  dissolve  10  parts  of  this 
compound  in  100  parts  of  boiling  water. 
Next  prepare  a  solution  of  10  parts  of 
alum  in  100  parts  of  water.  The  paper 
or  fiibric  is  immersed  in  the  first  and 
then  in  the  second  solution,  and  dried 
by  passing  between  hot  rollers  or  in  any 
other  manner.  For  white  paper  or  fab- 
rics the  gamboge  is  omitted. 

Composition  for  Water-proofing 
Textile  Fal>rics  and  Protecting  them 
against  Moths.  Dissolve  separately  5 
parts  each  of  alum  and  sugar  of  lead  in 
sufficient  water.  Heat  the  solutions 
and  mix  them  while  warm ;  then  allow 
the  mixture  to  stand  quietly  until  a 

{>recip]tate  of  sulphate  of  lead  is 
brmed.  The  dear  fluid,  now  contain - 
in?  acetate  of  alnmina,  is  then  poured 
off  and  mixed  with  500  parts  or  water 
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containing  some  aolntion  of  isinglaw. 
Immerse  the  articles  for  12  hours  in 
this  duid  until  saturated,  then  dry  and 
press  them.  They  are  water-proof,  but 
not  im[>ervious  to  air,  and  not  attacked 
by  moths. 


Wax  and  Wax  Pbspabations. 

Unadulterated  beeswax  is  of  a  pure 
yellow  color,  has  a  honey-like  smell, 
Dreaks  easily  into  small  pieces,  does 
not  dissolve  in  cold  spirit  of  wine  nor 
oil  of  turpentine,  and  melts  at  143.6®  F. 

To  Bleach  Jieeawdx,  A  wooden  vat 
of  about  twice  the  volume  of  the  wax 
should  be  lined  with  lead  and  have  on 
its  bottom  a  coil  of  perforated  lead  pipe. 
Faucets  should  be  placed  different 
heights.  Thirty  parts  of  water  to  every 
60  parts  of  wax  are  first  placed  into  the 
vat,  and  brought  to  the  boiling  point 
by  introducing  steam  in  the  serpentine 
pipe.  Then  swid  to  the  water  for  every 
5<>  parts  of  wax  6  to  7i  parts  of  potassium 
bicnromate,  according  to  the  light  or 
dark  color  of  the  wax,  and  about  24 
parts  of  concentrated  sulphuric  acid. 
Now  melt  the  wax  in  water  in  another 
vessel  by  introducing  steam,  and  pour 
it  either  directly  into  the  bleacning 
liquor  or  allow  it  first  to  congeal  and 
add  it  in  a  solid  state.  After  the  wax 
has  been  placed  in  the  bleaching  liquor 
introduce  steam  through  the  serpentine 
pipe,  and  let  the  whole  boil  vigorously 
for  about  1  hour.  Steam  of  about  5^ 
pounds  pressure  to  the  square  inch 
should  be  used ;  too  hot  steam,  being 
injurious  to  the  wax,  must  be  avoideo! 
Take  occasionally  a  sample  from  the 
YBt  and  examine  it  in  a  test-glass.  The 
process  is  finished  if  the  wax  floats  as  a 
green  layer  upon  a  black  fluid.  Let 
the  mass  stand  quietly  for  half  an  hour, 
then  draw  the  wax  off  into  another  vat 
containing?^  parts  of  water  and  ^  part 
of  sulphuric  acid,  or,  still  better,  oxalic 
acid.  Heat  the  mixture  to  the  boiling 
point  by  steam  introduced  through  a 
pipe  on  the  bottom  of  the  vat,  and  con- 
tinue boiling  until  the  wax  has  lost  its 
green  color.  The  wax  is  finally  washed 
with  water  and  poured  into  moulds. 

Green  Wax.  if  elt  200  parts  of  yellow 
wax,  100  parts  of  white  rosin,  and  66^ 
parts  of  ordinary  turpentine ;  mix  the 


oomponnd  with  16i  parts  of  pulverissed 
veraigris,  and  pour  the  mass,  while 
hot,  into  paper  capsules. 

Bla^k  livax.  1.  Melt  in  a  copper 
boiler  550  parts  of  yellow  wax,  and  add 
gradually  and  with  constant  stirring  aO 
parts  of  prepared  silver  litharge,  and 
l>oil  until  the  compound  begins  to  as- 
sume a  brown  color;  then  add  16^ 
parts  of  calcined  lampblack  rubbed 
very  fine^  mix  thoroughly,  and  pour 
the  mass  into  paper  capsules. 

II.  Melt  in  a  porcelain  dish  333 
parts  of  yellow  wax  and  83  parts  of 
Venetian 'turpentine;  then  add  gradu- 
allv  and  with  constant  stirring  33  parts 
of  black  sulphide  of  mercury,  and  pour 
the  mass  into  paper  capsules. 

Red  Wax.  Melt  20  parte  of  white 
wax  and  12  oi  Venetian  turpentine,  add 
1  part  of  fine  cinnabar,  and  pour  the 
mass  into  paper  capsules. 

Polishing  Wax.  Melt  i  part  of  yel- 
low wax  and  k  of  rosin,  ana  add  \  part 
of  oil  of  turpentine. 

Poliahitig  Wax  for  Furniture.  Pour 
3  parts  of  oil  of  turpentine  over  4  parte 
of  white  wax  in  an  earthen  vessel,  cover 
the  vessel  tightly  with  strong  paper, 
and  place  it  in  warm  water  on  the  back 
part  of  a  warm  stove  to  melt  the  wax. 
When  both  substances  are  united  let 
the  mixture  cool  until  it  begins  to  be 
solid  and  assume  a  whitish  color,  then 
add  and  mix  with  it  2  parte  of  strong 
alcohol. 

Another  Polishing  Wax  for  Fumi- 
tare  is  prepared  by  melting  8  parte  of 
white  wax,  2  of  rosin,  and  i  of  Venetian 
turpentine  over  a  moderate  fire,  pouring 
the  compound  while  warm  into  a  suit- 
able earthenware  pot,  and  stirring  into 
it  6  parte  of  rectified  oil  of  turpentine. 
In  24  hours  the  polish  will  have  ac- 
quired the  consistency  of  soft  butter, 
and  is  then  ready  for  use.  Now  care- 
fully cleanse  the  furniture  with  soap- 
water,  and,  when  dry,  apply  the  polish 
in  a  tnin  layer  with  a  woollen  rag,  rub- 
bing first  gently  and  then  more  vigor- 
ously. Then  let  the  furniture  stand  for 
i  to  i  hour,  and  rub  once  more  thor- 
oughly with  a  woollen  cloth. 

Wax  Soap.  Melt  i  part  of  crumbs 
of  wax  in  1  part  of  caustic  soda-lye. 
Should  the  soap  thus  obtained  be  too 
caustic  add  some  more  wax  and  rain- 
water, and  unite  the  whole  by  melting 
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and  stirring.  This  soap  is  tued  for 
waxiutf  DuurS)  etc. 

To  Frepare  Waxed  Paprr.  Place 
a  level  sheet  of  copper  over  a  moderate 
coal  fire,  and  cover  it  with  a  clean 
sheet  of  paper  as  a  basis  for  the  work  ; 
place  the  paper  to  be  prepared  upon 
this,  smear  it  over  with  yellow  or  white 
WRK,  and  distribute  it  uniformly  over 
tit  J  ivholc  sheet  bv  means  of  a  sponge 
until  the  paper  is  transparent.  The 
success  of  the  work  depends  principally 
on  the  condition  of  the  fire ;  it  must  be 
neither  too  strong  nor  too  moderate,  as 
in  the  first  case  it  blackens  the  paper, 
and  in  the  latter  makes  the  labor  very 
difficult. 

Colors  for  Wax-  Work,  Every  wax- 
worker  should  thoroughly  understand 
the  mixing  of  colors  to  give  to  the  dif- 
ferent articles  fashioned  of  wax  a  pleas- 
ing and  natural  appearance.  The 
colors  given  in  the  lollowing  must  be 
rubbed  up  in  oil  of  turpentine : 

Rose  Color,  Kub  a  rose  color  with 
fine  Vienna  lake  and  Kremnitz  white, 
paint  a  rose  upon  the  wax  candle  or 
other  article  to  be  decorated,  then  add 
a  little  more  white,  making  the  color 
somewhat  whiter,  paint  a  few  rose- 
petals  upon  the  first  red  ground^  and 
finally  shade  with  some  Vienna 
lake. 

Yellow  FlowerSy  for  instance  daffo- 
dils, are  entirely  painted  with  chrome- 
yellow,  with  the  exception  of  the  pistil, 
which  is  executed  with  Vienna  lake, 
and  the  work  is  then  shaded  with  dark 
ochre. 

Bliue  Color,  To  paint  larkspur,  blue 
gilly  flowers,  etc.,  mix  Parisian  blue 
with  white  to  a  sky-blue,  and  paint  the 
flower  with  this.  Lighter  shades  are 
obtained  by  adding  more  white.  Shade 
with  Parisian  blue. 

Violet  Colors,  By  mixing  Parisian 
blue,  white^  and  Vienna  lake,  a  beau- 
tiful lilac  18  obtained.  The  flower  is 
painted  with  this;  then  add  some  white 
and  Vienna  lake  to  make  the  color  4 
shades  lighter  than  the  first;  paint  the 
petals  with  this,  and  shade  with  fine 
Vienna  lake. 

Leaves  are  painted  alternately  with 
verdigris  and  mineral  green  or  with 
chrome-yellow  and  blue.  To  produce 
dilferent  tints  these  colors  must  be 
suitably  mixed.   After  the  wax  ground 


is  painted  the  decoration  must  be  coated 
with  a  very  light  varnish,  prepared  as 
follows:  Dissolve  in  330  parts  of  spirit 
of  wine  133  parts  of  saudarac,  33  parts 
of  mastic  in  grains,  and  16  parts  of 
white  pine  rosin. 

Gola  Ground  upon  Wax,  Take  some 
copal  lacquer,  white  lead,  and  red 
minium ;  paint  the  flowers  and  decora^ 
tions  witii  this;  allow  it  to  dry  and  then 
gild  it. 

Wax  for  Waxing  Threads  to  he  Woven, 
Mix  1  part  of  pulverized  graphite  with 
i  of  pulverizea  soapstone  and  U  parts 
of  melted  beeswax.  The  compound, 
when  cold,  is  readv  for  use. 

Wax  Taptrs.  Two  wooden  drums 
having  a  diameter  of  71  to  10  inches  are 
required ;  further,  a  trestle  (horse)  with 
two  clamps,  between  which  is  placed 
the  draw-iron  provided  with  boles  of 
different  dimensions.  The  drums,  pro- 
vided with  cranks  for  turning,  stand 
one  on  each  side  of  the  trestle.  Upon 
one  is  wound  the  wick,  which  is  passed 
through  melted  wax  and  then  through 
the  narrow  hole  of  the  draw-iron,  and 
wound  upon  the  other  drum.  It  is 
again  passed  through  melted  wax  and 
a  wider  hole  of  the  draw-iron,  again 
wound  up,  and  this  operation  repeated 
until  it  has  acquired  the  desired  thick- 
ness. The  room  in  which  the  work  is 
done  must  be  moderately  warm,  so  that 
the  wax  is  kept  neither  too  hard  nor  too 
soft.  As  wax  by  itself  is  too  brittle  it 
is  best  to  use  the  following  composition : 
Yellow  wax  8  parts,  white  rosm  4,  tal- 
low 2,  and  turpentine  2. 

To  White  Wax  add  i  of  its  weight  of 
tallow  and  ^  of  Venetian  turpentine. 

For  Coloring  the  TaperSy  vegetable 
colors,  as  indigo,  infusion  of  Btuzil 
wood,  annotto,  etc.,  are  used. 

Wax  Candles.  Mix  1  part  of  white 
wax  and  i  of  tallow.  Insert  the  wick 
in  the  mould,  which  should  stand  accu- 
rately perpendicular,  and,  to  prevent  it 
from  shifting,  fasten  it  in  a  vessel 
standing  under  the  mould.  Then  sat- 
urate the  wick  by  pouring  melted  wax 
over  it,  and,  when  this  coat  has  some- 
what stiffened,  continue  the  pouring 
until  the  desired  thickness  has  been 
obtained.  Cut  off  the  candles  while 
still  warm,  roll  them  smooth  upon  a 
moistened  marble  plate,  and  bleach  in 
the  sun.    The  candles  most  be  moist- 
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ened  every  evening  and  turned  daily 
until  they  are  sufficiently  white. 

Floor  Wax.  Boil  5  parts  of  puri- 
fie<i  potash,  20  parts  of  water,  and  25 
parts  of  wax,  stirring  constantly,  until 
a  thickly-fluid  and  homogeneous  com- 
pound has  been  formed,  and  no  more 
watery  fluid  is  separated.  Then  take 
tlie  vessel  from  the  fire  carefully,  add 
first  a  few  drops  of  boiling  water  and 
then  a  larger  quantity,  so  as  to  form  a 
fat-like  mass,  in  which  no  water  can 
be  detected.  Then  replace  the  vessel 
on  the  fire,  heat  the  compound  without 
allowing  it  to  come  to  a  boil,  and  add 
gradually  and  with  constant  stirring 
400  to  450  parts  of  hot  water. 

Yellow  Floor  Wax  is  obtained  by  an 
addition  of  finely-pulverized  gold  ochre 
to  the  above  composition  ; 

Brovm,  by  adding  umber; 

Redy  by  an  addition  of  colcothar; 

Beautiful  Golden  Yellow^  by  adding 
12  parts  of  golden  ochre  and  3  parts  of 
onnotto. 

New  Compound  for  Waxing  Floors, 
Linseed  oil  200  parts,  litharge  20,  wax 
150,  tallow  15,  molasses  190,  lampblack 
103,  oil  of  turpentine  280,  alcohol  35, 
shellac  5,  aniline  violet  2.  Boil  the 
linseed  oil  with  the  litharge  for  1  hour, 
then  melt  the  wax  and  tallow  in  the 
hot  fluid,  add  the  molasses,  and  keep 
the  whole  at  a  temperature  of  230°  to 
248°  F^  until  all  the  water  is  volatil- 
ized. Then  add  the  lampblack  or  any 
other  coloring  matter,  and,  after  cool- 
ing, the  oil  of  turpentine,  and  finally 
the  shellac  dissolved  in  alcohol  and  the 
aniline  violet. 

Spirit  Lacquer  for  Jjocauering  Wax 
Tapers,  Place  25  parts  oi  mastic  and 
250  parts  of  sandarac  in  a  fine  sieve, 
and  suspend  the  latter  in  a  tin  vessel 
containing  600  parts  of  alcohol  of  96 
per  cent.,  in  such  a  manner  that  the 
resins  arejust  covered  with  the  alcohol. 
After  24  hours,  when  all  the  resins  will 
be  dissolved,  filter  the  solution. 

Excellent  Modelling  Wax,  Melt 
carefully  over  a  moderate  coal  fire  100 
parts  of  yellow  wax,  and  then  add  13 
parts  of  Venetian  turpentine,  6^  parts 
of  lard,  and  72i  parts  of  elutriated 
bole.  Mix  thorougnly,  pour  the  mixt- 
ure gradually  into  a  vessel  containing 
water,  and  knead  it  several  times  with 
the  bands.    The  wax  must  be  melted  at 


so  low  a  temperature  as  not  to  create 
bubbles. 


Wood— Gilding,  Polishing,  Stain- 
ing, ETC. 

EoctroAition  and  Impregnation  of 
Sounding-board  Wood,  The  object 
of  the  invention  is  to  remove  the  soft 
rosin  from  the  wood  and  replace  it  by 
a  hard  resinous  substance.  The  ex- 
traction is  accomplished  by  placing 
the  boards  for  4  nours  in  petroleum 
ether,  and  then  drying  them  in  the 
shade  in  the  open  air.  To  replace  the 
extracted  natural  rosin  by  a  hard  resin- 
ous substance  the  boards  are  placed  for 
2  days  in  a  holder  containing  a  spirit 
varnish  composed  of  glassy  copal,  sand- 
arac, pulverized  glass,  and. aloes.  The 
boards  are  then  dried  and  are  ready 
for  use. 

To  Prepare  Sounding-hoard  Wood* 
The  wood  to  be  prepared  is  strongly 
heated  for  12  hours  in  a  hermetically- 
closed  boiler,  K  (Fig.  53).  The  boiler 
is  then  opened  for  a  few  hours  and  the 
wood,  slightly  heated,  exposed  to  the 
action  of  ozone.  The  oxygen  is  gener- 
ated in  the  reservoir  A,  which,  like  the 
boiler  K,  is  lined  with  chamotte*  to 
protect  it  against  the  action  of  the 
oxygen,  and  ozonized  in  the  boiler  K 
by  electrical  sparks.  By  this  process 
the  resinous  and  fatty  constituents  of 
the  wood  are  extracted. 

To  Make  Wood  Flexible  and  Fire-' 
proof.  To  accomplish  this  the  rosins 
contained  in  the  wood  are  saponified, 
and  the  acids  neutralized  with  alkalies 
obtained  from  wood  ash.  Although 
all  alkaline  combinations  possess  the 
property  of  rendering  vegetable  sub- 
stances more  or  less  flexible  and  fire- 
proof, the  carbonates  are  preferable ; 
they  are  used  in  the  following  manner : 
Dissolve  carbonate  of  potassium  or 
sodium  in  cold  clear  water,  and  add 
calcium  hydrate  to  the  solution.  ^  Then 
immerse  the  boards  or  timber  in  the 
alkaline  solution  until  a  coating  i^  to 
i  inch  thick  has  been  formed,  which 
will  require  about  5  to  12  hours.    A 

*  Ghamotte  is  a  mixture  of  unburnt  fire-clay 
and  dust  of  fire-bricks,  glass  pots,  or  seggars.— 
W.  T.  B. 
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Coatini^  i  inch  thick  saffiees  b>  render 
bnildini;  timber  fire-proof,  bat  in  cose 
(treat  flexibiJit/  irilb  absolute  dod- 
idflamnDtbiliCf   is    desired,  a    tliicker 

the  timber  will  be  neceBiiarj,  which  is 
aecompliahed  by  hydraulre  preHsure. 

Thin  veneers  of  any  dense,  veined 
wood  treated  in  the  above  manner  can 
be  rendered  BafGcientiy  fleiible  to  re- 
Bemble  tanned  leattier.  To  attain  tliis 
result  Immerse  the  veneers  in  the  allia- 
line  solution  for  a  eufficientiy  long 
time  to  acqaire  a  transparent  appear- 
ance, which  will  require  from  15  to  40 
minutes,  according  lo  their  nature  and 
thickness.  The;  are  then  allowed  to 
dry,  and  rolled  and  pressed  between 
sleel  cylinders  or  plates.  Veneers 
treated  in  this  manner  can  be  used  for 
many  purposes  inatead  of  leather,  and 
are  especially  well  adapted  for  chair 
bottom B,  wainscoting,  etc. 

To  Render  Wood  InconJmttiblf.  and 
Jmpfnaeable,  Folbtw^  uses  a  process 
by  which  wood  is,  so  to  say,  petrified 
aithout  losing  its  ordiaarr  appearance. 
It  will  l>e»r  any  de((ree  of  heat  without 
the  primary  substance  suffering  any 
«han(je.  eiccpt  the  formation  of  an  ex- 
traordinarily thin  charred  cnatin^, 
which  falls  off  on  the  lightest  touch. 
The  procesB  is  as  follows:  Heat  in  a 


boiler  55  juvia  of  water  to  113°  P.,  and 
then  add  55  parts  of  snlphate  of  Eine, 
22  of  potash,  44  of  alum,  and  22  of 
manganic  oiide.  When  all  are  dis- 
solved, add  gradually  22  parts  of  sul- 
phuric acid  of  60°,  until  the  compound 
IS  thoroQj;hly  saturated.  Then  place 
the  pieces  of^wuod  into  the  comfHiiind 
in  such  a  manner  that  they  lie  about 
2  inches  apart,  i"      '        "  ' 

main  for  3  hours, 


,and  then  dried  ii 


the  * 

Binm  snlphate  and,  after  drying,  heat  it 
together  with  amiitore  of  coal-tar  and 
argillaceons  admiitures,  by  which  it 
acquires  a  durable  coaling  of  a  miit- 
nre  of  asbestos  and  fire-clay.  Heat  the 
wood  Ihns  treated  in  a  steam-vat  be- 
tween laycrsof  clay,  whereby  the  coat- 
ini^C  ia  firmly  utiitt^  with  the  wood. 
Timber  prepared  in  this  manner  is  fire 
and  weather-proof,  and  well  adapted 
for  buil^ding  purpoHes. 

wood, 

as  that  of  the  poplar  and  lime  tree,  can 
be  made  water-proof  by  the  following 
pmces:  Coal  the  article  several  limes 
with  hot  linaeed-oil  varnish,  and  finally 
apply  quite  a  thick  layer  of  polish. 
Wooden  gutteis  for  holding  water  for 
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moistening  the  threads  in  throwing  silk 
and  thread  were  made  water-proof  in 
this  manner. 

How  Oziers  can  be  Peeled  in  Winter. 
Steam  the  oziers  for  10  to  14  minutes  in 
a  closed  cylinder,  and  then  place  them 
for  24  hours  in  water  of  about  100°  F. 

Staining  Wood  for  Fine  Cabinet 
Work.  DcnningeVy  of  Mayence,  has 
made  a  seriesof  experiments  in  staining 
maple  wood.  Of  the  coloring  matters 
used  he  prefers  decidedly  the  alcoholic 
extracts  to  aqueous  decoctions,  since,  on 
account  of  the  woods  hayiiig  to  remain 
longer  in  the  decoction,  the  pores  are 
opened  too  widely  and  the  coloring  mat- 
ter penetrates  too  deeply  into  the  soft 
parts  of  the  wood,  while  the  hard  parts 
remain  almost  untouched.  For  soft 
varieties  of  wood  aqueous  coloring  ex- 
tracts must  therefore  be  entirely  avoided. 
Denning er  advises  also  against  the  use 
of  strong  acids,  as  ac^ua  fortis,  hydro- 
chloric and  sulphuric  acids,  since  the 
slightest  excess  of  these  acids  exerts 
later  on  an  injurious  and  frequently 
destroying  effeet  upon  the  polish.  The 
alcoholic  extracts  are  of  course  more 
expensive  than  the  aqueous  decoctions, 
but  they  furnish  a  more  uniform  and 
intense  coloring  and  go  a  great  deal 
further. 

Denninger  made  use  of  the  following 
coloring  matters  and  other  materials : 

a.  Gallic  Add,  This  is  prepared  by 
pouring  ortlinarv  spirit  or  wine  over 
I>ulverized  black  or  white  gall-nuts, 
allowing  the  mixture  to  stand  in  a 
warm  place  for  a  few  days,-  stirring 
frequently,  and  then  straining  it. 

b.  StUpfiate  of  Iron,  Boast  it  in  an 
iron  pan  over  a  coal  fire  until  it  turns 
reddish ;  when  cold  pulverize  it,  and 
pour  spirit  of  wine  over  it. 

c.  Logwood  Shavings,  d.  Pulverized 
Sanderswood,  e.  Saffron  and  AnnoUo, 
Pour  spirit  of  wine  over  them  and 
treat  the  tincture  as  given  under  a, 

d.  Shavings  of  Brazil  Wood,  and  g.  of 
Fustic,  h.  Crashed  Persian  Berries, 
Pour  water  over  them  and  use  the  in- 
fusion cold. 

e.  Pulverized  Cochineal,  Boil  it 
with  double  its  weight  of  spirit  of  am- 
monia and  water  in  a  water-bath  until 
the  spirit  of  ammonia  is  volatilized; 
then  mix  the  fluid  with  spirit  of  wine, 
and  filter. 


/.  Aqueous  Decoction  of  Logwood 
is  compounded  with  some  solution  of 
alum  in  water.  The  precipitate  formed 
is  collected  upon  a  paper  filter,  dried 
and  formed  into  a  paste  with  a  few 
drops  of  hydrochloric  acid,  and  then 
dissolved  in  spirit  of  wine. 

g.  Pulveri^d  Indigo,  Dissolve  in- 
digo in  four  times  its  own  weight  of 
fuming  sulphuric  acid,  allow  the  solu- 
tion to  stand  in  a  warm  place  for  a  few 
days  and  then  dilute  it  with  water. 

h.  Solution  of  Tin,  Dissolve  50 
parts  of  granulated  tin  by  boiling  in  50 
parts  of  nydrochloric  acid ;  or,  A*,  dis- 
solve  33^  parts  of  granulated  tin  by 
boiling  it  in  50  parts  of  hydrochloric 
acid.  And  also  i  to  i  ounce  each  of 
the  following  salts :  i.  Alum.  j.  Pota^ 
slum  bichromate,  k.  Potassium  ferro' 
cyanide y  and  /.  Sulphate  of  copper. 
Dissolve  the  salts  in  so  much  water 
that  a  part  of  them  remains  undis- 
solved on  the  bottom  of  the  vessel. 

In  the  lollowing  we  give  a  number 
of  colors  and  the  materials  used  by 
Denninger  in  producing  them : 

Blue,  Dilute  a  solution  of  indigo 
with  a  sufficient  quantity  of  water. 

Bluish-brown,  Dilute  a  solution  of 
logwood  extract  with  spirit  of  wine, 
and  add  some  solution  of  tin  (h^). 

Bluish-gray.  Dilute  a  solution  of 
cochineal  strongly  with  spirit  of  wine, 
and  add  solution  of  indigo. 

Blue-black.  Dilute  a  solution  of  ex- 
tract of  logwood  with  spirit  of  wine, 
and  add  solution  of  sulphate  of  iron. 

Brown.  Mix  equal  fmrts  of  solution 
of  extract  of  lo^ood  aifd  solution  of 
saffron,  dilute  with  spirit  of  wine,  and 
add  some  solution  of  tin  {h.). 

Brownish-red.  Mix  a  decoction  of 
Brazil  wood  with  some  solution  of 
tin  (A'). 

Crim^son,  Dilute  a  solution  of  oochi" 
neal  with  spirit  of  wine. 

Dark  Gray,  Use  first  extract  of  gall 
nuts,  then  solution  of  sulphate  of  iron, 
and  finally  indigo  solution  diluted  with 
water. 

Greenish.    Extract  of  saffron  with 
an  addition  of  some  indigo  solution. 
^  Green,    Same  as  above  with  an  addi' 
tion  of  more  indigo. 

Greenish-gray,  Mix  decoctions  of 
gall  nuts,  sulphate  of  iron,  and  iustio 
with  some  solution  of  indigo. 
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YellowUh-gray,  Decoction  of  Persian 
berries  mixed  with  some  solution  of 
sulphate  of  iron. 

Light  Brown.  Sulphate  of  copper 
dis!4oived  in  water,  then  solution  of 
pota%ium  ferrocyanide  in  water  with 
an  addition  of  some  hydrochloric  acid. 

Cherry-red.  Decoction  of  Brazil 
wood  diluted  with  spirit  of  wine,  and 
then  solution  of  tin  (a.). 

Orange.  Annotto  or  saffron  dissolved 
in  spirit  of  wine. 

Red.  Solution  of  cochineal  mixed 
with  solution  of  saffron. 

Red-brown.  Dissolve  precijpitate  of 
logwood  (/.)  in  spirit  of  wine  com- 
pounded with  some  hydrochloric  acid. 

Rose  Color.  Compound  a  solution 
of  cochineal  with  some  alum  water. 

Straw  Color.  Use  first  decoction  of 
Persian  berries  and  next  solution  of 
tin  (h.)  much  diluted  with  water. 

Other  Stains  on  Wood.  Thimm*8 
Patent.  The  woods  are  painted  with 
suitable  concentrated  solution  of  metal- 
lic salts,  and  then  thoroughly  dried, 
which  wiil  require  about  12  hours. 
They  are  then  placed  in  a  closed  room 
into  which  gases,  as  sulphide  of  hvdro- 
gen,  ammonia,  etc..  are  introduced 
according  to  the  comoination  to  be  pro- 
duced. 

By  using  sulphide  of  hydrogen  the 
following  colors  are  obtained : 

Brown  from  bismuth  sulphide  formed 
from  bismuth  nitrates. 

Yellow  from  cadmium  sulphide 
formed  from  solutions  of  cadmium  sul- 
phate. 

Golden  Yellow  from  stannic  sulphide 
formed  from  solutions  of  stannous 
chloride  (tin  salt). 

Iron  Oray  to  Brown  from  lead  mono- 
sulphide  formed  from  a  solution  of 
acetate  of  lead. 

Green  from  chromium  sesquioxide 
formed  from  solutions  of  chromic  acid. 

Red  from  antimony  trisulphide 
formed  from  solutions  of  antimony. 

The  cost  of  this  process  is  very  small, 
since  2  pounds  of  any  of  the  solutions 
will  cover  100  square  feet  of  wood  sur- 
face. The  woods  can  also  be  provided 
with  various  designs  in  any  color  de- 
sired. The  colors  are  not  affected  by 
air,  light,  or  water. 

The  very  cheap  solution  of  ferric 
hydrate  in  ferric  chloride  is  used  for 


completely  saturating  floors,  stair-steps, 
and  other  articles  subject^  to  strong 
wear,  which  are  then  colored  by  means 
of  ammonia.  Wood  thus  treated  is 
also  far  less  inflammable  than  when 
painted. 

Bla>ck  Ground  for  Laeqitering.  Grind 
fine  ivory-black  in  shellac- varnish  upon 
a  stone  slab  with  a  muUer  until  a  per- 
fectly smooth  varnish  is  obtained.  The 
following  directions  give  good  black 
grounds : 

I.  One  pound  each  of  asphaltum 
and  copaiba  balsam  and  the  necessary 
quantity  of  turpentine.  Melt  the 
asphaltum  over  a  fire,  then  add  the 
balsam  previously  heated,  and  finally 
the  oil  of  turpentine.  II.  Moisten 
lampblack  with  oil  of  turpentine  and 
rub  it  very  fine  upon  the  stone  with  a 
rauller.  Then  add  ordinary  copal 
varnish  and  mix  all  thoroughly.  III. 
Take  3  ounces  of  asphaltum,  4  quarts 
of  boiled  linseed-oil,  8  ounces  of  burnt 
umber,  and  some  turpentine.  Melt  the 
asphaltum,  stir  the  oil  previously  heated 
into  it,  then  the  umber,  and,  when  cool, 
dilute  the  mixture  with  turpentine. 
IV.  An  extra  bktck  is  obtained  from  12 
ounces  of  umber,  2  ounces  of  purified 
asphaltum,  i  pint  of  boiled  linseed- 
oil,  2  ounces  of  rosin,  and  li  pints  of 
turpentine.  Melt  the  asphaltum  and 
rosin  together,  add  the  oil  in  a  hot 
state,  stir  thoroughly,  and  then  mix 
the  turpentine  with  it.  V.  A  white 
ground  is  obtained  by  mixing  equal 
parts  of  copal  varnish  and  zinc  white 
or  starch. 

To  Stain  Walking  Canes.  I.  Apply 
to  the  sticks  in  a  natural  state  a  more 
or  less  concentrated  solution  of  calcium 
hydrate  in  water,  according  as  the  stain 
is  to  be  more  or  less  dark. 

II.  Dissolve  iron  filings  in  sulphuric 
acid,  apply  the  solution  to  the  sticks  in 
a  natural  state,  and  burn  them  at  once 
over  a  fire  of  wood  shavings.  This 
burning  must  be  done  thoroughly,  as 
stains,  spoiling  the  work,  will  be 
formed  in  case  any  places  remain  un- 
touched by  the  fire. 

To  Stain  Maple  Wood  SHver-gray. 
I.  Upon  the  bottom  of  a  water-tight  box 
place  a  layer  of  grindstone  sand  (from 
the  troughs  of  grindstones)  upon  this 
wood,  and  then  again  a  layer  of  grind- 
stone sand.  Then  pour  over  it  sufficient 
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rain  water  to  cover  the  whole,  and 
place  the  box  in  a  warm  place  for  3  to 
5  weeks.  Replace  occasionally  the 
water  lost  by  evaporation,  so  that  the 
wood  is  never  dry.  By  this  process  a 
beautiful  silver-gray  color  is  produced 
on  maple  and  lime  wood. 

II.  Place  the  wood  for  3  to  4  hours 
in  a  decoction  of  1  part  of  pulverized 

fall  nuts  in  10  of  water,  and  then  for  1 
our  in  a  solution  of  1  part  of  sul- 
phate of  iron  in  60  of  cold  water,  and 
then  brush  it  off  with  a  soft  brush  dipped 
in  a  solution  of  1  part  of  alum  in  18  of 
water,  and  allow  it  to  dry.  Should 
the  color  be  too  light  repeat  the  process, 
but  allowing  it  to  remain  in  the  baths 
only  a  few  minutes. 

III.  Pour  sharp  vinegar  over  iron 
filings  and  alum,  and  brush  the  wood 
over  with  the  solution  until  the  desired 
silver  color  is  obtained.  Gall  nuts 
converted  into  coarse  powder  may  also 
be  used  in  place  of  the  iron  filings. 

IV.  Dissolve  verdigris  in  vinegar  or 
crystallized  verdigris  in  water,  and 
paint  the  wood  with  the  solution  until 
it  has  acquired  the  tint  desired.  The 
solution  may  be  used  either  warm  or 
cold. 

Ebony  Stains.  To  prepare  a  very 
fine  ebony  stain  applicable  especially 
to  pear  or  walnut  woods  boil  40  parts 
of  gall  nuts,  4  parts  of  rasped  logwood, 
5  parts  each  of  sulphate  of  iron  and 
verdigris  with  water,  strain  through 
linen  and  apply  the  warm  fluid  to  the 
wood,  and  then  give  it  3  coats  of  a  warm 
solution  of  10  parts  of  iron  filings  in  75 
parts  of  vinegar. 

For  Veneers  which  are  to  be  stained 
through  and  through  place  16  parts  of 
sal-ammoniac  and  a  sufiicient  quantity 
of  steel  filings  in  an  earthenware  pot, 
pour  strong  vinegar  over  them,  and  let 
it  stand  for  14  days  in  a  moderately 
warm  oven.  Then  pour  sharp  lye  into 
another  pot,  add  gall  nuts  converted 
into  a  coarse  powder  and  shavings  of 
blue  Brazil  wood,  and  let  the  whole 
stand  in  a  warm  place  for  a  few  days. 
This  gives  an  excellent  stain. 

Boil  the  veneers  for  a  few  hours  in 
the  first  stain  of  sal-ammoniao  and 
steel  filings,  and  let  them  remain 
therein  for  3  days.  Then  place  them 
in  the  second  stain,  and  proceed  in 
the  same  manner  as  with  the   first. 


In  case- the  veneers  should  not  be  en- 
tirely colored  through  repeat  the  opera* 
tion. 

Stain  for  Floors,  Boil  25  parts  of 
fustic  and  12i  of  Bmzil  wood  with  1000 
parts  of  soap-boiler's  lye,  to  which  has 
been  added  12^  parts  of  potash.  When 
the  liquid  is  boiled  down  to  700  or  800 
parts,  add  Si  parts  of  annotto  and  75 
parts  of  wax,  and  when  this  is  melted 
stir  the  compound  until  it  is  cold.  It 
is  of  a  brown-red  color,  and  the  above 
quantity  suffices  to  keen  a  floor  in  good 
condition  for  a  year  oy  applying  it 
once  a  week,  and  rubbing  it  on  with  a 
brush. 

Staining  Wood  for  Veneers,  Mosaics, 
etc.  Treat  the  wood  for  24  hours  with 
a  10  per  cent,  caustic  soda^lye,  then 
boil  it  therein  for  half  an  hour  and 
wash  it  to  remove  the  alkali.  This 
prepares  the  wood  for  the  reception  of 
the  color.  Dry  the  wood  with  filtering 
paper  and  press  it  to  preserve  the  shape. 
Then  immerse  it  for  24  hours  in  a  dye- 
bath  consisting  of  i  dye-wood  and  § 
liquid,  turn  it  occasionally,  and  throw 
it  in  a  bath  of  I  part  of  sulphate  of  iron 
to  3  of  water,  and  the  result  will  be  a 
beautiful  black. 

Yellow  is  obtained  with  1  part  of 
picric  acid  dissolved  in  60  of  water. 

Various  Hose-colored  Tints  hj  add- 
ing a  little  caustic  soda  to  coralline. 

lied  Stain,  Immerse  the  wood  in  a 
solution  of  3^  parts  of  Marseilles  soap 
in  100  of  water,  and  then  apply  aniline 
red  sufiiciently  diluted  to  give  the 
desired  tint. 

Violet.  Treat  the  wood  in  a  bath 
consisting  of  12}  parts  of  olive  oil,  a 
like  quantity  of  calcined  soda,  and  125 
parts  of  boiling  water ;  then  stain  with 
aniline  red  to  which  tin  salt  has  been 
added. 

Blue  is  produced  in  the  same  manner, 
except  that  aniline  blue  is  used  as  a 
stain. 

Green,  Mordant  the  wood  first  with 
a  solution  of  aluminium  aeetate  of 
1^  B.,  and  then  place  it  in  a  decoction 
of  Persian  berries  and  indigo-carmine. 
Quercitron  may  also  be  used  in  place 
of  Persian  berries. 

Bright  Med,  Boil  for  3  hours  6^  parts 
of  cochineal  ground  veryfine  in  100 
parts  of  water,  and  paint  the  wood  with 
the  solution.    When  dry  apply  a  coat 
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of  a  solation  3^  parts  of  tin-salt  and  t^ 
parts  of  tartaric  acid  in  100  imrts  of 
water. 

Brawn  in  Various  Tints  is  produced 
by  mordanting  the  wood  with  potus- 
slum  bichromate,  and  applying  later  on 
decoctions  of  fustic,  logwood,  or  Brazil 
wood. 

Moiner*8  Method  of  gaining  Wood 
Rose  Color  by  Ckemiad  PrecipUation. 
Wood,  and  also  vegetable  ivory,  can  be 
colored  rose-red  without  much  ditficulty 
by  chemical  precipitiition.  The  result- 
ing color  is  very  brilliant  and  uniform. 

Mrsl  Bdtk.  This  consists  of  8  parts 
of  potassium  iodide  to  100  parts  of 
water. 

Second  Bath.  Two  and  one-half 
parts  of  corrosive  sublimate  to  100  parts 
of  water. 

Immerse  the  wood  for  a  few  hours  in 
the  first  bath.  Then  place  it  in  the 
second,  in  which  it  will  acquire  a 
beauti^l  rose-red  color.  The  wood, 
afl.er  drying,  is  varnished.  Both  baths 
can  be  repeatedly  used  without  renew- 
ing them. 

New  Polish  for  Wood.  Compound 
an  alcoholic  solution  of  3  parts  of  shel- 
lac with  a  solution  of  100  parts  of  collo- 
dion cotton  and  50  parts  of  camphor  in 
ethyl  alcohol.  For  finishing  use  a 
mixture  of  benzole  and  alcohol. 

Moody's  New  Polish  consists  of  8 
parts  of  rectified  wood  spirit,  1^  of 
shellac,  and  ^  of  benzoin,  and  if  desired 
It'll  of  dragon's-blood  may  be  added. 
Dissolve  the  ingredients  by  heating, 
and  filter  the  solution  through  flannel. 
Apply  with  a  camel's-hair  brush. 

Gilding  on  Wood.  The  gilding  on 
wood,  called  oil  gold,  cannot  be  our- 
nished,  and  is  always  of  the  natural 
color  of  unwrought  gold.  It  has  the 
advantage  that  it  may  be  washed  and 
cleansed  with  water,  which  burnished 
gold  will  not  stand.  It  is  often  used  for 
parts  of  furniture  and  mouldings  of 
rooms,  and  as  it  stands  the  weather  it 
is  also  employed  for  outside  work. 
The  surface  to  be  gilded  must  first  be 
rubbed  smooth  with  shave  grass.  After 
this  apply  a  priming  of  elue  size  and 
two  coats  of  oil  paint  ana  one  of  flat- 
ting. To  enrich  the  color  of  the  gold 
these  last  may  be  laid  down  in  red  or 
yellow.  White,  however,  is  usually 
preferred,  as  the  darker  color  renders 


any  imperfection  in  the  gold-sizing 
more  difiicult  to  detect.  When  the 
last  coat  of  paint  is  thoroughly  dry, 
rub  it  over  with  wash  leather  to  render 
it  smooth  and  free  from  dust  and  grit. 
If  any  patterns  or  figures  are  to  be  left 
ungilded,  they  should  be  lightly 
pounced  over  with  white  to  prevent  the 
gold-leaf  adhering  to  them.  Another 
way  is  to  paint  them  over  with  the 
white  of  egg  diluted  with  water.  If 
any  gold  sticks  to  this  it  can  be  easily 
washed  or  wiped  off  with  a  moistened 
linen  cloth.  When  all  is  ready  for 
sizing  strain  sutficieiit  size  through 
muslm,  and  put  some  out  on  the  palette, 
adding  to  it  enough  ochre  or  vermilion, 
mixed  with  oil  alone,  to  color.  Then 
with  a  stiff  hog-hair  tool  commence 
painting  it  on  the  surface,  taking  care 
to  lay  it  on  smoothly  and  not  too  thick, 
as  in  the  latter  case  it  runs  and  leaves 
wrinkles  in  the  gilding.  Size  always 
from  left  to  right,  beginning  on  the  top 
of  the  surface,  and  working  downward. 
Move  the  brush  lightly  and  firmly, 
mapping  out  the  surface  to  be  sized 
into  several  squares,  and  finishing  and 
cross-hatching  each  before  proceeding 
onwards.  If  there  are  patterns  to  be  left 
ungilded,  carefully  trace  round  their 
outline  with  a  sable  pencil,  and  then 
fill  in  the  interstices.  When  the 
whole  surface  is  covered  with  size,  give 
it  a  thorough  inspection  to  make  sure 
there  is  no  faulty  portion,  and  if  there 
is,  delicately  touch  in  the  size  with  a 
small  pencil.  When  verv  perfect  gild- 
ing is  required  it  should  be  sized  twice, 
the  first  coat  being  allowed  to  dry 
thoroughly  before  the  second  is  applied. 
In  carved  work  be  careful  to  dip  the 
brush  down  into  the  hollows  of  the 
carving.  It  is  a  good  plan  to  size  over 
night  so  as  to  gild  in  the  morning.  Bus 
all  size  does  not  dry  alike,  sometimes 
taking  12  to  24  or  30  hours  before  it  is 
ready  for  the  gold-leaf,  in  damp  weather 
or  locations  always  more  than  in  dry. 
The  readiness  of  the  size  can  only  be 
ascertained  by  the  touch.  If  on  being 
touched  by  the  finger  the  surfiuje  daubs 
or  comes  off  it  is  not  ready,  but  if  it 
feels  clammy  and  sticky  it  is  sufiiciently 
dry.  If  too  dry  it  must  be  sized  again. 
The  books  of  gold-leaf  should  always 
be  placed  before  a  fire  half  an  hour 
previous  to  use,  in  order  to  dry  the 
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gold  and  make  it  more  manageable. 
When  all  is  ready,  shake  out  several 
leaves  upon  the  s^ld  cushion,  and  blow 
them  towards  the  parchment  screen. 
Then  carefully  raise  one  leaf  with  the 
blade  of  a  knife,  and  place  it  on  the 
cushion^  gently  breathing  on  it  to 
flatten  it  out.  If  it  curls  up,  work,  it 
about  with  the  kiiife-biade  until  it  lies 
flat.  Then  replace  the  knife  in  its  loop 
under  the  cusnion,  and  taking  the  tip 
pass  it  lightly  over  your  hair,  thus 
acquiring  sufficient  greasiness  to  enable 
the  gold  to  stick  to  it.  Lay  the  hairy 
portion  of  the  tip  upon  the  gold-leaf, 
and  then  raising  it  apply  it  to  the 
sized  surface.  As  in  sizing,  work  from 
left  to  right,  and  be  especially  careiiil 
to  let  each  leaf  overlap  slightly,  so  as 
to  avoid  gaps  and  spaces.  Lay  on 
whole  leaves  as  far  as  tne  space  permits, 
and  then  proceed  to  gild  the  curves  ana 
comers  which  need  smaller  pieces. 
Place  a  leaf  flat  and  smooth  on  the 
cushion,  and  then  taking  the  knife  in 
the  ii;;ht  hand  draw  the  edge  easily 
and  evenly  along  it  with  a  gentle  press- 
ure. Divide  the  leaf  into  as  many 
pieces  as  required,  and  lay  on  as  before. 
When  all  the  ground  is  complete  inspect 
it  carefully  to  make  sure  there  are  no 
portions  ungilt,  however  small,  and 
mend  them  at  once.  Next  take  a  piece 
of  cotton- wool  and  gently  dab  or  press 
the  gold  down  all  over,  finally  brusning 
off*  the  superfluous  pieces  either  with 
ootton-wooi  or  a  camel's-hair  brush.  It 
is  a  good  plan  to  stipple  the  gold  with 
a  lar^e  stifl"  ho^-bristle  tool,  quite  dry 
and  clean,  as  this  gradually  sottens  and 
removes  tne  marks  of  joininsrand  other 
little  imperfections.  Finally  smooth 
the  gold  with  a  clean  piece  of  wash- 
leather,  and  it  is  completed.  With 
regard  to  gilding  with  japanner's  size 
the  same  instructions  apply,  except  as 
to  the  time  necessary  to  wait  between 
sizing  and  gilding.  If  japanner's  size 
is  used  pure,  it  will  be  ready  in  from 
20  to  30  minutes,  but  better  gilding  can 
be  made  by  mixing  one-third  oil  size 
with  two-thirds  of  japanner's  size.  This 
will  be  ready  in  auout  2  to  4  hours 
from  the  time  of  putting  on.  When  all 
the  gilding  is  finished,  dilute  1  part  of 
very  clean  and  pure  parchment  size 
with  2  parts  of  water,  and  brush  it  over 
the  entire  surface  of  the  gold  to  enrich 


and  preserve  it.  If  it  is  necessary  to 
gild  in  a  position  much  exposetl  to 
touch,  as  the  base  of  a  pillar  or  string- 
courses,  it  is  as  well  to  give  the  gold  a 
coat  of  mastic  varnish  thinned  with 
turpentine,  'iiicre  are  various  pro- 
cesses which  tend  to  enrich  and  vary 
the  eflect  of  gilding.  Glazings  of  trans- 
parent colors  are  sometimes  applied  for 
the  purpose  of  deadening  its  lustre. 
Raw  sienna  passed  thinly  over  a  sheet 
of  gold  gives  it  a  leathery  appearance. 
A  good  efiiect  may  be  proauced  by 
stencilling  a  small  pattern  in  umber, 
sienna,  or  Indian  red  over  gold,  es- 
pecially if  there  is  foliage  or  arabesque 
work  upon  the  gilding,  as  the  small 
design  aifords  an  agreeable  rel ief.  This 
is  the  easiest  mode  of  gilding;  any 
other  metallic  leaves  can  oe  applied  in 
a  similar  manner. 

American  Process  of  Preserving 
Wood.  The  wood,  while  immersed  in 
a  bath  of  creosote,  is  subjected  to  a 
temperature  above  the  boiling  point  of 
water  and  below  300°  F.  until  all  the 
moisture  is  expelled.  When  the  water 
is  thus  expelled  the  pores  contain  only 
steam ;  the  hot  oil  is  then  quickly,  re- 

S laced  by  a  bath  of  cold  oil  which  coni- 
enses  steam  in  the  pores,  and  forms  a 
vacuum  into  which  uie  oil  is  forced  by 
atmospheric  pressure  and  capillary  at- 
traction. A  wooden  platform  thor- 
oughly creosoted  will  last  twenty  to 
thirty  years,  and  be  better  than  a  stone 
platform  during  that  entire  period. 

Preparation  of  Mine-timber.  Ex- 
periments on  a  large  scale  have  been 
made  at  the  Commentry  Coal  Mines  in 
France  in  regard  to  mine-timber  im- 
pregnated with  different  substances. 
The  experiments  were  executed  at  the 
same  time  with  different  varieties  of 
wood,  the  following  table  giving  the 
result  of  all  the  experiments: 

RelaMve  I>uraMlity  of  the  Timbers : 

Without  preparation 1.00 

After  ininoerBiun  in  the  mine-water    .    .    1.40 

Charred 2.44 

Impregnated  with  tar .    ...    .    .    .    7  42 

sulphate  of  copper     .    9.77 
sulphate  of  iron  -  .    .  11.11 

creosote 16.30 

**         chloride  of  zinc      .    .  34.00 


it 

u 


it 


(i 
(( 


(( 


Unprepared  oak  wood  lasted  at  an 
average  4i  years,  beech  wood  2,  pine, 
cherry,  q.nd  poplar  woods  U,  and  acacia 


TECHNO-CHEJflCAL  RECEIPT  BOOK. 


wood  6  to  9  months.  Of  the  different 
varieties  of  tar,  wood  tar  gave  the  best 
results,  but  its  high  price  prevents  its 
geuerai  use.  Tar  gained  from  peat 
gave  less  favorable  results,  but  better 
t  han  coal-tar.  The  French  experiments 
showed  that  while  the  durability  of  oak 
timber  was  considerably  increased  and 
Sometimes  doubled  by  an  impregnation 
with  coal-tar,  that  of  pine  was  but  little 
ausfmented,  it  makmg  no  difference 
whether  the  tar  was  used  in  a  cold 
state  or  heated  to  284°  F.  The  use  of 
sulphate  of  iron  gave  the  following  re- 
sults: 1.  While  unprepared  oak 
showed  signs  of  decay  after  2  years, 
impregnated  with  sulphate  of  iron  it 
lasted  30  years.  2.  Immersing  the 
timber  for  24  hours  in  a  solution  con- 
taining 20  parts  of  sulphate  of  iron  to 
100  partsof  water  gives  just  as  good  re- 
sults as  a  longer  immersion  in  a  stronger 
solution.  3.  The  action  of  a  solution 
of  sulphate  of  iron  is  just  as  effective 
on  green  as  on  seasoned  wood,  And 
alike  on  oak  and  pine  woods.  The 
impregnation  with  sulphate  of  iron  costs 
about  I  cent  per  running  toot  of  timber. 

The  experiments  seem  to  prove  con- 
clusively that  sulphate  of  iron  is  to  be 
preferred  for  impregnating  mine-tim- 
Der.  The  apparatus  required  for  pre- 
paring 100  pieces  of  mine-timber  daily 
costs,  with  all  appurtenances,  about 
1860  francs  ($372). 

Shrinking  of  Wood.  It  is  of  impor- 
tance for  every  mechanic  to  know  the 
percentage  of  shrinkage  in  wood.  In 
the  following  table,  1.  gives  the  per- 
centage of  shrinkage  in  the  direction 
of  the  fibres;  II.  in  the  direction  of  the 
semi-diameter  of  the  trunk,  and  III.  in 
vertical  direction : 


I. 

II. 

III. 

Hornbeam  (iron  wood) 

0.21 

6.82 

8.00 

AJ^'OCfl     ■      *  •         •        •         •         • 

0.20 

6.25 

7.03 

Field  maple  .... 

0.00 

2.03 

2.97 

litm 

0.05 

3.85 

4.10 

Maple 

0.11 

2.06 

4.13 

Birch 

0.60 

3.05 

3.19 

Oak 

0.00 

2.65 

4.13 

\8h 

0.26 

6.35 

6.90 

Aspen 

0.00 

3.97 

3.33 

R4>und-Ieaved  willow  . 

0.00 

2.07 

1.90 

Lime 

0.10 

6.73 

7.17 

Pine 

0.00 

2.49 

2.87 

Pitch  pine      .... 

0.09 

2.08 

2.62 

Alder 

0.30 

3.16 

4.15 

Strength  of  some  American  Woods, 
In  view  of  the  frequent  use  of  wooden 
pins,  J,  C.  Trautvrine  made  experi- 
ments by  which  cylindrical  pins  f  inch 
diameter  were  sheared  off.  Each  sam- 
ple was  subjected  to  two  tests;  where 
the  difference  was  not  more  than  10 
per  cent,  the  average  is  given.  The 
principal  results  were  as  follows : 


Wood. 

lbs.  per 

Wood.               *' 

-■.  per 

sq.  in. 

Sq.  lu. 

Ash     .     .     . 

.     6280 

Maple      .     .     . 

6355 

BetHih      .     . 

.    522;^ 

Oak  (white) 

4425 

Birch        .     . 

.     6595 

*'    (live)     .     . 

8480 

Cedar  (white) 

.     1445 

Pine  (white)      . 
*•    (yellow 

2480 

"    (Central 

American)  . 

.    3410 

Nortlieru)  .     . 

4340 

Cherry     .     . 

.     2945 

Pine  (yellow 

Cliestuut 

.     1536 

Southern)  .     . 

5735 

Dogwood 

.     6510 

Pine  (yellow, 

Ebony      .    . 

.    7750 

very  resinous) 

5053 

Gum        .     . 

.     6890 

Poplar      .    .    . 

4418 

Hemlock 

.     2750 

Spruce     .    .     . 

3255 

Hickory 

.     6045 
.    7285 

Walnut  (black) 
•'      (com- 

4728 

Locust     .     . 

.     7176 

mon)    .    .    . 

2830 

Hard  Coating  for  Wood,  To  coat 
wood  with  a  substance  as  hard  as  stone 
mix  intimately  40  parts  of  lime,  50  of 
resin,  and  4  of  linseed  oil,  and  add  1 
part  each  of  cupric  oxide  and  sulphuric 
acid.  Apply  tne  hot  mixture  with  a 
brush. 

Imitation  of  Cedar  Wood,  To  give 
soft,  white  wood  used  for  turned  arti- 
cles and  lead-pencils  the  appearance 
of  cedar  wood  the  following  stain  is 
used :  Two  hundred  parts  by  weight 
of  catechu,  100  of  caustic  soda,  and 
10,000  of  water.  The  finished  article  is 
boiled  in  the  stain  for  a  few  hours, 
rinsed,  and  dried.  If  not  sufficiently 
deep  in  color  boil  for  some  time 
longer. 

This  stain  penetrates  the  wood  so 
deeply  that  veneers  of  considerable 
thickness  will  be  penetrated  through 
and  through,  so  that  articles  made  from 
it  can  be  ailerwards  worked  further 
without  the  original  color  of  the  wood 
making  its  appearance. 

New  Glaze  for  Barrels,  Fate,  etc. 
Mix  intimately  2  parts  of  plaster  of 
Paris  and  1  part  of  finely-pulver- 
ized asbestos,  with  sufficient  fresh 
bullocks*  blood  to  form  a  thick 
mass,  but  so  that  it  can  be  worked  with 
a  brush.  Applv  a  uniform  coat  of  this 
to  the  dry  wooa,  and  after  a  few  hours 
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1  preserred,  &nd  i 


giveasccand  coat,  to  which  itUiulvaii' 
tegeous  to  add  s  small  quantity  uf  lin. 
seed-oil  varnish.  If  neceaaary  to  dry 
tlie  barrel  quicklfiUsiKod  abnsinnith 
live  oobIs  in  it,  but  the  heat  should  be 
moderate,  and  it  is  preferable  to  let  the 
barrel  stand  for  a  few  days  in  a  diy, 

I  Before  use,  heat  the  barrel  with 
'steam,  und  thea  allow  it  to  dry  out.  If 
properly  done  the  layer  of  glaze  will 
adhere  tightly,  never  show  cracks,  nor 
scale  off.  Tlie  plaze  on 
months  for  baiting 

(thiiric  acid  was  well  piKstryeu, 
act  had  become  somewhat  hardt 

As  the  process  is  very  cheap  and 
simple,  and  the  materials  are  entirely 
harmless  and  impart  uoodor  or  taste  to 
liijaide  brought  in  contact  with  them, 
it  is  esi>eciany  adapted  for  breweries, 
distilleries,  starch  manutactoriea,  and 
other  industries  where  wooden  vessels 
&re  exposed  to  the  action  of  acids. 

New  Method  of  Drying  Wood.  Thefnl- 
lowiug  process  to  dry  green  wood  in  10 
to  14  days,  without  the  use  of  heat,  is 

Sttented  in  Germany.     The  wood  ' 
eed  from  the  bark  and  thi 
In  animal  charcoal,  bone-blsck, 
dost      ■-■  ■ 


10  to  14  days  the  wood  is  removed,  and. 
It  is  claimed,  is  free  from  cracks,  quite 
dry,  and  ready  to  be  worked. 

JV™  PaiiU  for  Woodta  Potlt,  eU. 
Fifty  parts  of  rosin,  40  of  finely-pulver- 
ized Aalk  500  of  fine,  sharp,  whito 
sand,  4  of  linseed  oil,  1  of  native  red 
oxide,  and  lof  sulphuric  acid. 

Heat  the  rosin,  cJialk,  sand,  and  lin- 
seed oil  in  an  iron  boiler,  add  the  red 
oxide,  and  then  very  carefully  the  sul- 
phuric Boid.  Mil  all  thoroughly,  and 
apply  the  hot  mixture  to  the  wood  by 
means  of  a  stiff  brush.  Should  llie 
mixture  be  too  thiok  dilute  with  some 
linseed  oil.  When  cold  and  dry  this 
paint  forms  a  varnish  hard  as  stone  and 
impermeable  to  all  moisture. 

New  Frocrst  of  J'reefriiing  Wood, 
By  this  process  wood  is  saturated  with 

raffine,  resins,  fats,  or  heavy  tar  oils 
dissolving  tliem  in  petroleum  or 
benzine  instead,  as  was  formerly  the 
cflae,  by  heating  them  to  a  high  tem- 
]>ernture.  Suchaolutions  penetrate  the 
wood  much  easier  thsji  thickly-fluid 

II  is  best  to  force  the  solutions  Into 
the  wood  ander  prcBsutB,  for  which  tho 
pneumatic  methods  slightly  modified 
— .  be  used,  so  that  the  solvent  can  be 


eagerly  absorbed  by  these  suhatancea.  I  regained  nftpr  impregnating  Ihc  wood. 
Care  must  be  had  to  cover  the  wood    We  give  in  Figa.  54aiid5Sanapparatufl 
completely,  a.s  otherwise  the  places  ex- 1  by  which  this  object  can  be  attained, 
posed  to  the  air  will  form  cracks.   Aileri     A  is  the  impregnating  boiler,  if  A  the 
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steam-jacket,  and  Othe  condenaer.  The 
boiler  is  provided  d&  top  with  the 
eHcape-pipe  e  for  the  vapors  to  be  con- 
densed, tne  manometer  v  and  the  pipe 
i  for  the  introduction  of  the  iropreg- 
natinff  mixture.  The  boiler  is  further 
provided  with  a  removable  cover  A.  In 
the  interior  are  the  rails  fy  npon  which 
the  carriage  w  with  the  ties,  etc.,  is  in- 
troduced. The  steam-jacket  is  provided 
with  the  pipe  a  for  the  introduction  of 
steam,  and  the  escape-pipe  b,  and  on 
the  lower  side  with  a  cock  for  drawing 
off  the  condensed  water.  The  cooling 
vat  D  receives  a  cooling  coil,  of  which 
«  is  the  receiving  and  t  the  discharging 
end.  The  water  runs  in  through  the 
pi|)e  df  and  escapes  through  the  pipe  e. 
Ji'iAA  vessel  placed  under  D  for  the  re- 
ception of  the  regained  distillate. 

To  execute  the  operation  the  solution 
prepared  as  described  further  on  is 
forced  under  pressure  into  the  thor- 
oughly dried  wood  in  the  same  manner 
as  in  the  Bethell  process.  After  suffi- 
cient impregnation  the  pressure  is  shut 
off,  and  after  connecting  the  impreg- 
nating boiler  with  the  cooling  coil,  the 
volatile  solvent  is  distilled  off  by  ad- 
mitting steam  into  the  steam-iacket, 
distillation  being  continued  as  long  as 
considerable  quantities  of  solvent  pass 
over. 

The  following  mixtures  are  consid- 
ered especially  well  adapted  for  im- 
pregnation :  I.  Three  parts  of  rosin,  1 
part  of  paraffine,  and  sufficient  benzine 
to  make  a  thinly-fluid  solution.  II. 
Two  parts  of  heavy  tar  oil,  1  part  of 
parafnne,  and  benzine  sufficient  for 
solution. 

The  best  manner  of  dissolving  the 
substances  is  as  follows :  Melt  the  par- 
affine, pour  in  double  the  quantity  of 
benzine,  and  add  the  pulverized  rosin. 
The  solution  of  the  mixture  with  tar 
oil  is  effected  in  the  same  manner  by 
first  dissolving  the  tar  oil  in  benzine 
and  then  adding  the  pulverized  colo- 
phony. 

The  solution  is  best  effected  in  a  ves- 
sel provided  with  a  cover  mnde  tight 
by  water-closing  and  heated  by  steam. 
By  continuing  distillation  sufficiently 
long  and  having  good  cooling  appa- 
ratus, the  loss  of  benzine  will  be  very 
slight. 

It  is  believed  that  wood  impregnated 


in  this  manner  is  especially  durable  in 
moist  places  or  under  water. 

Polishing  Wax  far  Wood.  Melt 
over  a  moderate  fire  1  pound  of  yellow 
beeswax  and  i  pound  of  rosin,  and  after 
removing  the  vessel  from  the  fire  add  i 
pound  of  oil  of  turpentine.  Allow  the 
mixture  to  cool  with  constant  stirring, 
and  app]^  it  to  the  wood  with  a  woollen 
rag,  rubbing  thoroughly.  In  a  few  days 
the  wood  will  look  as  though  varnished. 

Practical  Experiments  in  Producing 
New  Colors  upon  Wood  with  known  Col- 
oring Matters,  The  coloring  matters 
used  are,  according  to  their  nature, 
either  concentrated  decoctions  or  solu- 
tions. To  produce  the  desired  color  the 
stained  wood  is  treated  with  the  re- 
spective chemical  agent  The  colors 
ODtained  are  beautiful,  fast,  and  cheap. 

Decoction  of  Logwood  Extracts  treated 
with: 

OiTes : 
Concentrated      hydrochloric 

acid   ........    reddlsli-yellow. 

Dilated  hydrochloric  acid    .    reddish. 
Concentrated     and      dilute 

nitric  acid   ......    red. 

Concentrated  sulphuric  add  .    black. 
Dilute  sulphuric  acid  .    .    .    red. 
Sulphide  of  hydrogen  .    .    .    yellow-brown. 

Ferric  nitrate black. 

Potassium  chromate     .    .    .    black. 
Stannous  chloride    ....    violet. 

Tartaric  acid gray-brown. 

Sulphate  of  copper  ....    dark  gray. 

Tannin yellow-red. 

Sal-ammoniac yellow. 

Verdigris dark  brown. 

Sugar  of  lead nay -brown. 

Potash dark  rod. 

Potassium  permanganate .    .    light  brown. 

Potassium  iodide rnd-yellow. 

Pyrogallic  acid yollow-bmwn. 

f  HMldish-vio- 
Cupric  chloride -<  let   to  dark 

(brown. 

Chrome-yellow dark  violet. 

Sodium violet. 

Sulphate  of  iron gray  to  black. 

Alum j  dark  red- 
thrown . 
Potassium  carbonate    .    .    .    yuUow-brown. 
Magnesium  sulphate    .    .    .    brown. 

Cupric  nitrate violet. 

Spirit  of  sal-ammoniac  .     .    .    dark  violet. 
Ammonium  sulphydrate   .    .    violet 
Potassium  sulphocyanide  .    .    red. 
Zinc  chloride red-brown. 

Decoction  of  Fustic  Extract  trcaZed 
with: 

Gives : 
Concentrated      hydrochloric 

acid red. 
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Dilnted  hydrochloric  acid . 
Cuucentrated  nitric  acid    . 

Diluted  nitric  acid  .  .  . 
Concentrated  sulphuric  acid 
Diluted  sulphuric  acid  .  . 
Spirit  of  sal-ammoniac  .  . 
Ammonium  sulphydrato  . 
Ferric  nitrate 


Tannin 

Potash 

Stannous  chloride  .  . 
Gupric  chloride  .  .  . 
Tartaric  acid  .... 

Alum 

Pyrogallic  acid  .  .  . 
Potanium  permanganate 


Gupric  sulphate 
Sugar  of  lead  . 


yellow-brown. 

f  reddish- 

\  yellow, 
brown, 
dark  purple. 
hrown-Tod. 
dark  yellow, 
dark  yellow. 

f  dark    gray- 

(green, 
yellow, 
yellow, 
yellow, 
yellow, 
yellow, 
yellow, 
yellow. 

( brownish- 
(  yellow, 
orange, 
yellow. 


Decoction   of 
treated  with : 


Braztl-wood   Extract 


GiTes: 
dark  purple, 
pale  red. 
red. 
purple. 


Concentrated  nitric  acid  .  . 
Diluted  nftric  acid  .... 
Concentrated  sulphuric  acid . 
Diluted  sulphuric  acid  .  . 
Concentrated      hydrochloric 

acid dark  red. 

Diluted  hydrochloric  acid     .  light  red. 

Spirit  of  sal-ammoniac     .     .  dark  red. 

Ammonium  sulphydrate' .     .  dark  red. 

Sulphide  of  hydrogen  .     .    .  light  red. 

Sulphate  of  iron dark  riolet. 

Tannin no  change. 

Stannous  chloride    ....  light  red. 

Cnpric  chloride dark  red. 

Sal-ammoniac reddish-yellow. 

Sugar  of  lead yellowish-red. 

Potash dark  crimson. 

Tartaric  acid reddish-yellow. 

Decoction  of  Madder  treated  with : 


Diluted     hydrochloric,   sul- 
phuric, and  nitric  acid  .    , 

Sugar  of  lead , 

Sodium , 

Tartaric  acid , 

Tannin 

Potash 

Sal-ammoniac , 

Spirit  of  sal-ammoniac      .    , 

Alum 

Stannous  chloride    .    .    .    , 


Gives : 

pale  yellow, 
reddish  Tlolct. 
red. 

pale  yellow, 
pale  yellow, 
light  red. 
pale  yellow, 
reddish  yellow, 
faint  red. 
light  red. 


Decoction  of  Avignon  Berries  treajted 
with : 


Dilute  hydrochloric  acid 
Dilute  nitric  ncid 
Dilute  sulphuric  acid 

Potash 

Stannous  chloride  . 
Tartaric  acid  .  .  . 
Sugar  of  lead  .     .    . 


Gives: 
rose  color, 
no  change, 
yellow, 
yellow, 
dark  yellow, 
discoloration, 
dark  yellow. 


Ammonium  snlphydrate  .    .    faint  yellow. 
Potassium  bichromate  .     .    .    brown-yellow. 
Ferric  nitrate  ....<.      f  dark     olive- 

( green. 
Potassium  iodide .     /   .     .     .    yellow. 
Gupric  sulphate  .....      f  gfeetiish- 

(  yellow. 

Decoction  of  Turmeric  treated  with  : 

Gives: 
Hydrochloric,  nitric,  or  sul- 
phuric acid yellow. 

Sulphate  of  iron  «    .    .    «    .      f  greenish- 

1  yellow. 

Ferric  nitrate \  yellow  to 

( dark  yellow. 

Sugar  of  lead yellow. 

Alum yellow. 

Potash red  yellow. 

Stannous  chloride    ....    yellow. 
Sodium yellow. 

Preparation  of  Fire^oof  Wood,  To 
render  wood  incombustible  the  follow- 
ing mixture  is  recommended :  Soak 
27.5  parts  by  weight  of  salphate  of  zinc. 
11  of  potash^  22  of  alum,  and  11  of 
manganic  oxide  in  lukewarm  water  in 
an  iron  boiler  and  gradually  add  U 
parts  by  weight  of  60.  per  cent,  sul- 
phuric acid.  The  wood  to  be  prepared 
is  placed  upon  an  iron  grating  in  an 
apparatus  of  suitable  size,  care  being 
had  to  place  the  separate  pieces  at 
least  i  inch  apart.  Tne  liquid  is  then 
])oured  in  the  apparatus  and  the  wood 
allowed  to  remain  completely  covered 
for  3  hourS|  and  is  then  dried  in  tiie 
air. 


Yeasts.  Manufacture  of  Pressed 
Yeast,  Bakers'  and  Brewers' 
Yeast,  etc. 

Schubert's  Method  of  Manufacturing 
Pressed  Yeast,  1.  Mashing  in.  Four 
hundred  and  ninety-five  pounds  of 
crushed  rye  and  165  pounds  of  kiln- 
dried  malt  are  doughea  in  the  prepara- 
tory mash-vat  with  90i  gallons  of 
water  of  133i*»  to  140°  F.  Continue 
mashing  until  no  more  lumps  can  be 
detected  in  the  dough,  and  then  add  I 
pound  of  pressed  yeast  dissolved  in 
water.  Allow  the  mash  to  stand  for  20 
to  30  minutes,  but  stirring  it  several 
times.  Then  add  72^  gallons  of  water 
of  200°  F.,  and  mix  it  as  intimately 
and  ouickly  as  possible  with  the  mash, 
whicn  thereby  acquires  a  temperature 
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of  aboai  144i°  F.,  which  if  the  best  for 
■aecharizatioiu 

2.  Saecharitation  and  Cooling,  After 
finiflhing  nuwhing  in  corer  the  nuuh- 
vat,  bat  ftir  the  mash  yi^oronsl^  everj 
half  an  hour.  Sacchansation  is  com' 
plete  in  3  hoars,  and  the  mash  is  then 
slowly  cooled  in  the  cooler  to  104^  F., 
this  promoting  top  fermentation  later 
on  and  increasins  the  yield  of  yeast 

3.  Setting  the  Mtuh.  When  the  mash 
is  cooled  to  the  pr^Pp**  temperatare,  104^ 
F.y  it  is  drawn  on  into  the  fermenting 
▼at,  and  set  in  the  following  manner: 
Add  gradually  48i  gallons  of  clarified 
wash  and  95  gallons  of  cold  water  to 
r^nce  the  temperature  of  the  mash  to 
84°  F.  Then  add  to  every  100  uonnds 
of  crushed  ^;rain  8}  ounces  of  sulphuric 
acii,  previously  diluted  with  water, 
and  6i  pounds  of  pure  pressed  yeast 
previously  set  with  some  mash.  The 
fermenting  tun  should  be  large  enough 
to  allow  01  the  mash  rising  without  run- 
ning over.  The  clarified  wash  is  ob- 
tained by  mixing  wash  freshly  drawn 
off  with  a  few  bucketsful  of  cold  water  to 
promote  cooline  and  clarification.  The 
oarrel  in  which  this  is  done  must  be 
provided  with  stop-cocks  arranged  at 
suitable  distances  above  each  other. 
The  wash  when  clear  is  gradually 
drawn  off  by  opening  the  cocks  in  suc- 
cession from  above  to  below. 

4.  Scoopi'ng  off  the  Yeast  and  Free- 
ing it  from  Juusks,  Top  fermentation 
begins  as  soon  as  the  mash  is  set,  and 
in  course  of  8  to  12  hours  the  veast  is 
sufficiently  matured  to  be  ladled  off. 
The  yeast  is  strained  through  a  bag 
filter,  being  thereby  separated  from 
the  husks  which  remain  in  the  bag. 
The  latter  is  then  thoroughly  sqneez^ 
out,  and  the  husks  poured  back  into 
the  fermenting  vat. 

.  Washing  me  Yeast,  The  yeast  is 
brought  into  the  washing-baclc.  This 
should  be  higher  than  wide,  and  pro- 
vided with  10  to  12  small  discharge 
cocks  one  above  the  other.  The  yeast 
is  stirred  with  cold  water  and  then  left 
to  settle,  after  which  the  water  is  drawn 
off  through  the  cocks,  fresh  water  poured 
in,  and  this  continued  until  the  water 
running  off  does  not  redden  blue  litmus 
paper.  Two  and  a  quarter  to  4i  pounds 
of  potato  starch  are  frequently  added 
tc»  the  wash-water. 


Pressing  the  Ytatt,  The  yeast,  after 
washing,  is  mixed  with  as  much  potato 
starch  as  desired,  and  to  firee  it  from 
water  is  placed  in  a  doable  be^  and 
pressed  with  a  gradually  increasing 
pressure.      It   is   best  to   use    screw 


Moulding  the  Preesed  Yeast,  When 
freed  from  water  the  yeast  is  thoroughly 
kneaded  and  formed  into  pieces  weigh- 
ing 1  pound  each.  When  dry  they  are 
1>ackea  in  pa|»er,  then  wrapped  in 
inen,  and  preserved  in  a  cool,  airy 
place. 

Vienna  Pressed  Yeast,  The  yeast 
manufactured  in  Vienna  and  Moravia 
possesses  excellent  qnalities.  It  does 
not  impart  a  bitter  taste  or  odor  to 
bread  or  cakes,  as  is  frequently  the 
case  with  other  pressed  yeasL  the  bitter 
taste  being  no  doubt  caasea  by  hops 
mixed  with  the  yeast  Vienna  yeast 
is  mannfiMstured  from  a  mixture  of 
malt,  rve,  and  com.  The  grains  are 
orushea  and  mashed  in  the  usual  man- 
ner, and  the  mash  set  with  a  ferment 
ana  subjected  to  alcoholic  fermenta- 
tion for  72  hours.  A  light  froth  ap- 
pears first  on  the  surface  and  then 
yeast,  which  is  taken  off  3  or  4  times. 
One  hundred  parts  of  grain  yield  10 
parts  of  yeast 

Zettlers  Process  of  Manufotcturing 
Vienna  Pressed  Yeast.  A  mixture  in 
the  proportion  of  21  pounds  of  crushed 
barley  malt  to  22  pounds  of  rye  flour 
is  mashed  in  with  6  times  its  quantity 
bv  weight  of  water  at  140**  to  144i°  F. 
When  all  is  thoroughly  mixed  by  con- 
tinued stirring  the  mash  is  allowed  to 
rest  for  2  or  3  hours,  during  which 
time  saccharization  is  completed.  To 
promote  the  fermentation  of  the  mash 
some  yeast  is  added,  but  this  must  not 
be  done  before  the  temperature  of  the 
mash  has  fallen  to  72i°  or  81i°  F. 
Alkaline  carbonates  and  sulphuric  acid 
are  sometimes  used  in  place  of  yeast 
To  every  100  pounds  of  flour  are  gen- 
erally taken  ^  ounce  each  of  potash  and 
sulphuric  acid,  or  8f  ounces  of  crystal- 
lized sodium  carbonate  and  3i  ounces 
of  sulphuric  acid. 

As  soon  as  the  froth  makes  its  ap< 
pearance  on  the  surface  it  must  be  re- 
moved with  ladles.  This  moment  must 
not  be  overlooked,  as  the  froth  fill  Is 
back  later  on  and  the  yeast  is  then  lost 
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This  froth  is  the  yeast.  It  is  freed  from 
husks  by  passing  it  through  a  hair 
sieve  into  a  settling  vessel  into  which 
cold  water  is  poured,  and  the  whole 
allowed  to  stand  quietly  for  8  to  12 
hours,  during  which  the  yeast  settles 
on  the  bottom.  The  yeast  is  washed 
once  more,  then  tied  in  linen  bags,  and 
pressed  with  gradually  increasing  press^ 
ure.  After  pressing  it  is  formed  into 
suitable  cakes  and  stored  in  a  cool  place. 
It  will  keep  3  to  4  weeks. 

The  following  directions  for  prepar- 
ing Pi'essed  Yeast  are  bv  Prof.  Otto. 
Mash  in  a  vat  of  450  gallons  ca]>acity 
6o0  pounds  of  crushed  malt  consisting 
of  2  parts  of  rye  and  1  of  barley.  The 
mash,  after  being  thoroughly  worked, 
should  have  a  temperature  of  140®  to 
144^°  F.  Cover  the  vat  and  let  the 
mash  rest  for  li  hours,  and  then  cool 
it  to  100°  F.  by  stirring.  When  the 
proper  temperature  has  been  obtained 
pour  Hi  gallons  of  the  mash  into  an 
yeast- vat  of  35.3  to  37  gallons  capacity ; 
then  add  71  pounds  of  g^ood  pressed 
yeast  dissolved  in  If  eallons  of  luke- 
warm water,  i  pint  of  Deer  yeast,  and, 
after  stirring.  If  pounds  of  sulphuric 
acid  diluted  with  1  to  1|  gallons  of 
water.  If  the  temperature  of  the  mi x  t- 
ure  should  be  below  88°  F.  add  suffi- 
cient hot  water  to  bring  it  up  to  that 
temperature,  or  cool  it  by  stirring  If 
above  that  degree.  Then  cover  the 
vessel  and  fermentation  will  begin  in 
about  i  hour. 

The  remainder  of  the  mash  is  in  the 
meanwhile  co«)led  off  to  8lh°  F.  by 
adding  water,  and  is  then  brought  into 
the  fermenting  vat.  Then,  when  the 
yeast  in  the  yeast- vat  begins  to  ferment, 
add  it  to  the  mash' in  the  fermenting 
vat,  agitate  thoroughly^  and  add  l| 
pounds  more  of  sulphuric  acid  diluted 
with  11  gallons  oi  water.  Stir  the 
mash  until  it  shows  a  temperature  of 
73.J°  to  77°  F.  Cover  the  fermenting 
vat  in  winter.  Skimming  off  the  yeast 
may  be  commenced  after  10  to  12  hours 
and  be  continued  6  to  8  hours.  Pour 
the  skimmings  into  bags  of  medium- 
fine  bolting-cloth,  press  the  milky  veast 
through,  and  pour  the  remainder  back 
into  the  fermenting  vat.  The  filtered 
yeast  is  transferred  to  a  vat  of  about  30Q 
gallons  capacity  filled  half  with  water; 
Atir  the  mixture  thoroughly  and  then 
26 


let  it  rest  6  to  8  hours.  Then  draw  off 
the  supernatant  fluid  into  the  ferment- 
ing vat,  pour  fresh  cold  water  over  the 
yeast,  add  4^  ounces  of  sulphuric  acid, 
and  thoroughly  agitate  tne  mixture. 
Let  it  settle  10  to  12  hours  and  then 
draw  off  the  supernatant  fluid,  which 
may  be  used  in  cooling  off  tne  next 
mash.  The  yeast  is  mixed  with  28h  to 
33  pounds  of  potato  starch,  then  brought 
into  double  bags  and  carefully  pressed. 
Scrupulous  cleanliness  must  be  ob- 
served throughout  the  whole  opera- 
tion. The  mash  and  fermenting  vats 
must  be  frequently  whitewashed,  as  also 
the  washing  vat.  The  press  bags  must 
be  washed  m  hot  water  and  then  thor- 
oughly dried. 

l^essed  Veast  from  Potatoes,  The 
potatoes  are  boiled  to  a  thin  paste  in 
water  mixed  with  sulphuric  acid.  For 
220  pounds  of  potatoes,  with  an  average 
of  17.5  to  18  per  cent,  of  starch,  8  gal- 
lons of  water  and  2  ounces  of  sulphurio 
acid  are  required.  The  potato-paste  is 
then  brought  into  the  preparatory 
mash-vat,  mixed  with  40  to  50  pounas 
of  a  mixture  of  malt  and  rye  to  every 
220  pounds  of  potatoes,  and  converted 
into  pressed  yeast-mash  at  a  tempera- 
ture of  136i°  to  140°  F.  The  washing 
and  elutriating  of  the  yeast  is  done  in 
the  usual  manner,  but  only  for  30  to  40 
minutes,  instead  of  6  to  8  hours. 

Americaii  ^ry  Yeast,  Mix  3i  ounces 
of  hops  with  15  quarts  of  hot  water  and 
31  pounds  of  rye  flour.  When  the 
mixture  is  cooled  off  to  lukewarm,  add 
i  pint  of  beer-yeast,  and  allow  the  mass 
to  ferment.  The  next  day  add  7} 
pounds  of  corn  or  barley  meal,  knead 
the  mass  into  a  stiff  dough,  and  form 
this  into  a  cake  about  ^  inch  thick. 
Divide  this  with  a  glass  knife  into  small 
pieces  and  dry  them  completely  in  a 
warm  room,  or  in  the  sun,  turning  them 
frequently.  This  yeast  can  be  kept  in 
well-closed  pots  for  an  indefinite  time. 
For  use,  break  off  the  required  quan- 
tity, soak  it  in  warm  water,  let  it  stand 
for  12  hours  in  a  warm  place,  and  then 
use  it  like  ordinary  yeast. 

Aj'tijhi^l  Yeast.  Mix  2  parts  by 
weight  of  the  fine  flour  of  pale  barlej 
malt  with  1  part  of  wheat  flour.  Stir 
55  pounds  of  this  mixture  gradually 
into  33  gallons  of  water  with  a  wooden 
spatula  until  it  forms  a  smooth  paste. 
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Place  this  in  a  copper  boiler  over  a 
slow  fire,  stir  it  well  until  the  tempera- 
ture rises  to  149''  to  158°  F.,  when  a 
partial  formation  of  sugar  will  take 
place,  but  this  sweetening  must  not  pro- 
gress too  for.  Then  turn  out  the  thin 
]3aste  into  a  flat  cooler  and  stir  it  from 
time  to  time.  As  soon  as  the  tempera- 
ture of  the  paste  has  fallen  to  59°  F. 
transfer  it  to  a  tub  or  yat,  and  add  to 
every  15  gallons  of  the  paste  1  quart  of 
beer-veast,  which  will  throw  the  mass 
into  Drisk  fermentation  in  the  course  of 
12  hours.  This  preparation  is  a  good 
yeast  for  bakers'  and  brewers'  use,  and 
will  continue  fresh  and  active  for  3 
days.  It  should  be  occasionally  stirred. 
Cramer's  Process  of  Preparina 
Pressed  Yeast  from  Beer-yeast,  I. 
Press  the  raw  beer-yeast  in  a  bag  of 
fine  silk  bolting-cloth  under  water, 
whereby  even  the  finest  constituents, 
mechanically  mixed  with  the  yeast, 
will  remain  in  the  bag.  2.  As  soon  as 
a  sufficient  quantity  of  ye&%t  is  purified 
ill  this  manner  transfer  it  to  the  wash- 
ing vat  and  add  three  times  its  quan- 
tity of  water.  Then  dissolve  i  to  i 
ounce  of  carbonate  of  ammonium  in 
water  to  every  quart  of  beer-yeast,  and 
mix  the  solution  with  the  yeast  in  the 
washing  vat.  The  yeast  soon  separates 
as  a  white  sediment  on  the  bottom  of 
the  vat,  while  the  hop-resin  giving  the 
bitter  taste  to  the  yeast  remains  dis- 
solved in  the  water,  which  is  then 
poured  off.  The  white  yeast  remaining 
Dehind  is  now  free  from  all  bitter  8ul> 
stances,  but  is  not  vigorous  enough  for 
the  promotion  of  fermentiition,  ana  must 
therefore  be  subjected  to  a  regenerating 

Srocess.  3.  Regeneration  of  tlie  Yeast. 
[ash  in  crushed  air-dry  barley  malt 
with  cold  water,  heat  the  mash  to  149° 
to  158°  F.,  add  1  oance  of  tartaric  acid 
to  every  15  gallons  of  the  mash,  and  let 
it  stand  in  a  room  the  temperature  of 
which  should  not  be  below  72i°  F.  for 
24  hours,  during  which  time  the  forma- 
tion of  sagar  and  acid  takes  place. 
Then  free  the  mash  from  the  grams  by 
passing  it  throua^h  a  fine  hair-sieve,  ana 
add  a  half  gallon  of  it  to  every  quart 
of  yeast  to  be  rcjojencrat^.     Tfie  \em- 

ferature  of  the  mixture  should  be  77° 
'.  The  mass  will  soon  be  thrown  into 
vigorous  ferment4ition.  the  revivified 
yeast  rising  partly  to  tne  surface,  from 


which  it  is  removed,  and  settling  partly 
on  the  bottom.  Fermentation  ceases  in 
about  36  to  48  hours ;  the  fluid  is  then 
drawn  off  from  the  vat  and  the  bottom 
veast  is  mixed  with  the  top  yeast  and 
both  placed  under  water,  and  then 
pressea  through  double  linen  bags. 
The  pressed  yeast  thus  obtained  is 
white,  has  no  bitter  taste,  is  very  vig- 
orous and  durable. 

Improvements  in  Treating  Yeast, 
Brewers  frequently  suffer  serious  losses 
by  the  spoiling  of  the  yeast  in  warm 
weather.  The  cause  of  the  spoiling 
of  the  yeast  must  be  sought,  1,  in  its 
porosity,  as  it  is  generally  in  a  half 
liquid  state,  containing  innumerable 
bubbles  of  carbonic  acid  which  escape 
constantly,  giving  the  oxygen  of  the  air 
free  access  to  all  parts  of  the  yeast,  and, 
2.  in  the  ra)>id  development  of  acid  in 
tne  yeast,  turning  it  sour  and  rendering 
it  unfit  for  brewers'  use. 

These  evils  may  be  overcome  by  the 
following  treatment:  Add  three  times 
the  volume  of  the  yeast  of  water  of  as 
low  a  temperature  as  possible  to  the 
vessels  containing  the  ^east.  Mix  the 
yeast  and  water  by  stirnng  thoroughly, 
and  then  allow  the  yeast  to  settle  lor 
24  hours.  Then  pour  off  the  water,  add 
half  the  quantity  of  fresh  water,  stir 
again,  and  add  gradually  milk  of  lime, 
a  solution  of  soda  or  other  alkali, 
until  the  fluid  reacts  only  slightly  acid. 
Then  add  to  eveir  100  pounds  or  yeast 
about  \h  ounces  of  salicylic  acid.  Allow 
the  yeast  to  settle,  and  do  not  remove 
the  supernatant  fluid  until  the  yeast  is 
to  be  used.  After  drawing  off  the  fluid 
add  to  every  100  |>ounds  of  yeast  10 
pounds  of  a  mixture  of  eqn&l  quantities 
of  malt  flour  or  wheat  flour  and  sugar, 
and  mix  it  thoroughly  with  the  yeast. 
The  yeast  quickly  absorbs  this  com- 
pound containing  sugar  and  starch, 
which  is  at  once  recognized  by  an 
abundant  development  of  carbonic  acid. 
To  render  the  yeast  very  active  8  ounces 
of  a  soluble  phosphate  may  be  added  to 
every  200  pounds  of  yeast. 

Pressed  Yeast  from  Beer-yeast,  The 
following  process  gives,  according  to 
Pfnuth,  a  pure  and  white  yeast.  Strain 
the  yeast  through  a  very  fine  filter  in 
order  to  remove  all  larger  resinous 
particles,  and  then  stir  it  up  witli  three 
times  its  quantity  of  cold  water  in  a  vat 
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of  suitable  size  and  provided  with  cocks 
arranged  at  suitable  distances  one  above 
the  other.  Allow  the  mixture  to  stand 
for  10  minutes  for  the  yeast  to  settle, 
draw  off  the  supernatant  fluid,  and  re- 
peat the  washing  twice.  To  the  first 
wash-water  add  l|  ounces  of  bicarbonate 
of  sodium  to  every  15  gallons  of  yeast, 
to  the  second  ^  ounce  of  tartaric  acia 
to  the  same  quantity  of  yeast,  and  to 


the  third  water  1  onnce  of  carbonate  of 
ammonium.  After  the  last  water  has 
been  drawn  off  the  yeast  is  pressed  into 
cakes.  Some  kinds  of  yeast  settle 
with  difficulty.  In  such  cases,  ice- 
cold  water  in  larger  quantities  may^  be 
employed,  or  in  lieu  of  this  a  little 
alum  may  be  added  to  the  first  water, 
which  must,  however,  be  completely 
removed  by  washing. 


ADDENDA. 


Alloys. 

Alloy  of  Coppery  PlcUinutny  and 
Palladium,  An  excellent  alloy  of 
these  three  metals  is  made  by  melting 
for  3  hours  8  parts  by  weight  of  copper 
and  1  part  of  platinum  with  a  pinch 
of  borax.  Then  add  1  part  of  palla- 
dium and  retain  the  crucible  over  a 
bright  flame  until  the  metals  melt  and 
amalgamate. 

AUoyt  JUtembling  Silver,  In  the 
foHowiDg  we  give  the  composition  of 
a  few  new  alloys  having  the  appear- 
ance of  silver: 

Minargent:  Copper  100,  nickel  70, 
tungstate  of  iron  5,  Hluminiura  1. 

Wame  Metal:  Tin  10,  nickel  7, 
bismuth  7,  cobalt  3. 

Trabak  Btetal :  Tin  87.6,  nickel  5.5, 
antimony  5,  bismuth  2. 

Mangaiiese  Alloys,  A  good  effect, 
as  is  well  known,  is  produced  by  the 
use  of  manganese  as  an  addition  to 
bronze,  brass,  German  silver,  red  cop- 
per, etc.  All  red  copper  and  bronzes 
found  in  commerce  contain  more  or 
less  oxide,  which  injures  their  tenacity 
and  malleability.  The  removal  of  the 
oxide  is  effectea  by  substances  having 
a  greater  affinity  for  oxygen  than  cop- 
per; for  instance,  by  the  addition  of 
phosphorus  in  the  form  of  a  tin  or 
coj>per  phosphide,  as  in  the  prepa- 
ration of  phosphor  bronze.  Manga- 
nese, however,  acts  more  energetically. 
An  alloy  of  copper  and  manganese — 
cupro-manganese — composed  of  70.50 
parts  of  copper,  25  parts  of  manganese, 


and  h  part  of  charcoal,  is  well  adapted 
for  the  purpose.  An  addition  of  at  the 
utmost  2^  per  cent,  is  sufficient,  and 
the  process  is  quite  simple. 

After  melting  the  bronze  masses  the 
metal  bath  is  covered  with  pulverized 
charcoal  and  the  pieces  of  cupro-man-. 
ganese,  previously  weighed  and  com- 
minuted^ are  allowed  to  slide  slowly  into 
the  crucible ;  the  melting  together  takes 
plaeeimmediaidy.  The  cracible  most, 
however,  be  replaced  upon  the  fire  for 
a  few  minutes  to  restore  the  tempera- 
ture lowered  by  the  addition  or  the 
cold  pieces  of  metal.  Pouring  out  is 
done  m  the  usual  manner. 

To  scorify  the  manganic  oxide 
formed  during  the  process  add  to  the 
charcoal,  with  which  the  metal  bath  is 
covered,  about  one-half  the  quantity 
of  pure  sodium  carbonate  or  potassium 
carbonate. 

The  following  alloys  are  prepared 
according  to  this  process : 


Parts. 

i 

• 

a 

.  fl 

^ 

o 

^i 

• 

1 

1 

Cnpro 
manga 

1 

Antim 

1 

16 

3^ 

3J4 

1 

2 

bB 

3 

3 

2 

3.  Bed  braflB . 

1| 

•  ■• 

•  •■ 

1 

85 

or    .    . 

It 

•  •• 

•  •• 

2 

81 

4.  White  braoB 

42 

•  •• 

40 

2 

•  ■• 

16 

or    .    . 

20» 

\ 

•  •  • 

58 

2 

•  •• 

20 

1 

• 
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A  composition  of  70  per  cent,  of 
copper  and  30  per  cent,  of  manganese 
is  used  as  an  addition  to  a  large  num- 
ber of  alloys,  especially  for  red  brass, 
white  brass,  ana  bronze.  By  this  ad- 
dition the  alloys  acquire  greater  den- 
sity, solidity,  and  ductility.  A  copper 
and  tin  alloy  with  6  per  cent,  of  man- 
ganese possesses  the  hardness  of  steel. 

We  give  in  the  following  a  few  com- 
positions which  can  be  highly  recom- 
mended : 


Parts. 

a 

i 

1 

• 

a 

• 

a 

• 

o 
S 

s 

upro- 
angan 

80 

H 
6 

5 

•  »• 

•< 

•  •• 

^^ 

Tor  braases  . 

9 

"    rollers  . 

8 

64 

•  •• 

10 

16 

2 

"    roaiieable 

brass    .    . 

6GH 

42 

•  •• 

•  •• 

•  •• 

1^ 

Manganese  alloys  can  be  polished, 
and  their  color  is  from  white  to  rose 
color. 

In  refining  copper,  cupro-manganese 
is  used  to  liduce  the  cuprous  oxide, 
placing  a  part  corresponding  to  that 
of  ferro-manganese  in  the  manufacture 
of  steel.  Manganese  silver  composed 
of  80  per  cent,  of  copper,  15  per  cent, 
of  manganese,  and  5  per  cent,  of  zinc  is 
white,  takes  a  good  polish,  and  is 
easily  worked. 

New  Alloy  for  Silvering.  This  new 
alloy  consists  of  80  parts  of  tin,  18  of 
lead,  and  2  of  silver ;  or,  90  parts  of 
tin,  9  of  lead,  and  1  of  silver. 

Melt  the  tin,  and  when  the  bath  is 
lustrous  white  add  the  granulated 
lead  and  stir  the  mixture  with  a  pine 
stick;  then  add  the  silver  and  stir 
again.  Increase  the  fire  for  a  short 
time  until  the  surface  of  the  bath 
assumes  a  light  yellow  color,  then  stir 
thoroughly  and  cast  the  alloy  into 
bars.  The  operation  of  silvering  is 
executed  as  follows : 

The  article — for  instance,  a  knife 
blade — is  dipped  in  a  solution  of  hydro- 
chloric or  sulphuric  acid,  rinsed  in 
clean  water,  dried,  rubbed  dry  with  a 
yicoc  of  soft  leather  or  dry  sponge,  and 


then  exposed  in  a  muffle  5  minutes  to 
a  temperature  of  158°  to  176°  F.  The 
efl:ect  of  this  treatment  is  to  render  the 
surface  of  the  iron  or  steel  porous. 
With  iron,  not  very  good  and  coarsely 
porous,  the  silvenng  process  is  difii- 
cult  to  execute.  With  steel,  however, 
the  process  is  easy ;  the  article  heated 
to  aoout  140°  F.  is  dipped  in  the  alloy,, 
melted  in  a  crucible  over  a  moderate 
fire.  The  bath,  which  must  be  com- 
pletely liquid,  is  stirred  with  a  pine  or 
poplar  stick.  The  surface  of  the  bath 
should  show  a  fine  silver  white  color. 
One  to  2  minutes  dipping  suffices  for  a 
knife  blade.  When  taken  from  the 
bath,  the  article  is  dipped  in  cold 
water,  or,  if  necessary,  hardened  and 
tempered  in  the  usual  manner.  It  is 
then  rubbed  dry,  and  polished  without 
heating. 

Articles  thus  treated  have  the  ap- 
pearance of  silver,  and  also  possess  the 
sound  of  silver,  and  resist  oxidation  in 
the  air.  To  protect  them  from  the 
action  of  acia  liquids  they  are  first 
dipped  in  an  amalgam  bath  of  69 
parts  of  mercury,  39  parts  of  tin,  and  1 
of  silver;  then,  while  hot,  in  melted 
silver,  and  electroplated  with  silver. 
This  method  of  silvering  is  claimed  to 
be  very  durable  and  not  costly. 

Aluminium  Bronte,  Several  alloys 
are  known  by  this  designation.  By 
far  the  most  useful  and  valuable  is 
that  composed  of  copper  90  per  cent,  and 
aluminium  10  percent.  It  has  a  golden- 
yellow  color,  is  very  dense,  and  ho- 
mogeneous. It  may  be  worked  hot  or 
cold,  though  it  is  difficult  to  weld. 
It  possesses  great  tensile  strength, 
often  as  high  as  100,000  pounds  to  the 
square  inch,  and  is  remarKably  ductile 
and  malleable.  Its  stiffness  is  3 
times  that  of  gun  bronze  and  44  times 
that  of  brass.  It  can  be  cast  very  well 
and  works  well  under  the  tool.  It  is 
generally  acknowledged  to  be  of  all 
the  bronzes  decidedly  the  best.  Re- 
cent improvements  in  the  metallurgi- 
cal treatment  of  aluminium  promise 
to  considerably  lessen  its  cost,  which, 
up  to  the  present  time,  has  stood  in 
the  way  of^  its  extensive  use  in  the 
arts,    (w.) 

Phosphor  Bronze,  which  is  largely 
used  as  a  substitute  for  bronze  and  gou- 
metal  compositions,  for  gearing,  beur- 
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ings,  wire  rope,  etc.,  etc.,  is  an  alloy  of 
copper  and  tin  which  has  been  fluxed  by 
the  introduction  of  a  variable  quantity 
of  phosphorus,  which  is  generally 
added  in  the  form  of  phosphide  of 
copper  or  phosphide  of  tin.  This  ad- 
dition prevents  the  formation  of  oxide 
by  which  the  strength,  ductility,  and 
homogeneitv  of  the  resulting  alloy 
would  be  impaired,  and  furnishes  a 
metal  which  in  respect  to  these  quali- 
ties is  notably  superior  to  ordinary 
bronze.  Numerous  grades  of  phosphor- 
bronze  are  made  according  to  the  uses 
for  which  it  is  intended.    (W.) 

Manganese  Bronze,  This  alloy  is 
much  used  in  England.  It  is  formed 
by  fusion  of  copper,  tin.  and  manga- 
nese. Its  color  is  usually  white,  and 
when  very  rich  in  copper  tinged  rose 
color.  The  addition  oi  manganese  to 
copper-tin  alloys  imparts  to  them 
greater  strength,  ductiiity^,  and  homo- 
geneity, resembling  in  this  respect  the 
influence  of  phosphorus.  xhurston 
speaks  very  highly  of  this  alloy  as  a 
material  of  construction.  It  is  re- 
markably hard,  tough,  and  elastic,  as 
compared  with  ordinarv  bronze,  and 
very  durable  when  used  for  bearings 
of  machinery.  An  average  compo- 
sition would  have  the  proportions :  Cop- 
per 88  per  cent.,  tin  10  per  cent.,  man- 
ganese 2  per  cent.    (W.) 

Density  of  Alloys.  This  is  frequently 
greater  or  less  than  the  mean  density 
of  their  constituent  metals.  In  the  fol- 
lowing is  given  a  list  of  alloys  exhibit- 
ing such  abnormal  densities : 

1.  Alloys  exhibiting  greater  Density 
than  the  Mean  of  their  Constituents : 


Gold  and  zinc. 
Gold  and  tin. 
Gold  and  bismuth. 
Gold  and  antimony. 
Gold  and  cobalt. 
Silver  and  zinc. 
Silver  and  bismuth. 
Silver  and  tin 
Silver  and  antimony. 


Copper  and  zinc. 

Copper  and  tin. 

Copper  and  palladium. 

Copper  and  bismuth. 

Lead  and  antimony. 

Platinum  and  molyb- 
denum. 

Palladium  and  bis- 
muth. 


2.  Alloys    exhibiting    less    Density 
than  the  Mean  of  their  Constituents : 

Iron  and  bismuth. 


Gold  and  diver. 
Gold  and  iron. 
Giild  and  copper. 
Gold  and  lead. 
Gold  and  iridium. 
Gold  and  nickel, 
fiilyer  and  copper. 


Iron  find  antimony. 
Inm  and  lead. 
Tin  and  lead. 
Tin  and  palladium. 
Nickel  and  arsenic. 
Zinc  and  antimony. 

(W.) 


Fusibility  of  Alloys,  In  nearly  all 
cases  the  fusibility  of  alloys  is  lower 
than  the  mean  fusing  point  of  their 
constituent  metals.  In  some  cases,  as 
in  that  of  the  so-called  iiisible  metals, 
the  point  of  fiision  is  lower  than  tliat 
of  either  of  their  constituents.    (W.) 

Spenc^s  Metal.  This  compound 
has  lately  attracted  considerable  at- 
tention. It  is  an  English  invention, 
and  is  named  after  the  inventor. 
Strictly  s}>eaking  it  is  not  a  metal,  but 
a  compound  obtained  by  dissolving 
metallic  sulphides  in  molten  sulphur, 
which  is  found  to  be  capable  of  receiv- 
ing into  solution  nearly  all  the  sul- 
phides of  the  metals.  For  most  pur- 
poses Mr.  Spence  employs  in  the  pro- 
duction of  his  "  metal "  the  sulphides  of 
iron,  lead,  and  zinc,  in  varying  propor- 
tions according  to  the  quality  of  the 
product  desired,  which  will  depend  on 
the  uses  for  which  it  is  designed.  On 
cooling  the  mixture  solidifies,  forming 
a  homogeneous,  tenacious  mass,  having 
ordinarily  a  specific  gravity  of  3.37  to 
3.7.  It  is  said  to  be  exceedingly  useful 
in  the  laboratory  for  makine^  the  air- 
tight connections  between  glass  tubes 
by  means  of  caoutchouc,  and  a  water 
or  mercury  jacket,  where  rigidity  is  no 
disadvantage.  The  fusing  point  is  so 
low  that  it  may  be  run  into  the  outer 
tube  on  to  the  caoutchouc,  which  it  grips, 
on  cooling,  like  a  vise,  and  makes  it 
perfectly  tight.  It  melts  at  320**  F., 
expands  on  cooling,  is  claimed  to  be 
capable  of  resisting  well  the  disin- 
tegrating action  of  the  atmosphere,  is 
attacked  by  but  few  acids,  and  by  them 
but  slowly ;  or  by  alkalies ;  is  insoluble 
in  water,  and  mav  receive  a  high 
polish;  it  makes  clean,  full  castings, 
taking  very  perfect  impressions ;  it  is 
cheap,  and  easily  worked.  It  has  been 
used  as  a  solder  for  gas-pipes,  and  as  a 
joint  material  in  place  of  lead.    (W.) 


Antiseptic  and  Pbbsbbyatiyb 
Agents. 

Boroglyceride.  This  compound, 
which  is  patented  in  this  country  under 
the  name  of  "  Barff's  Preserving  Com- 
pound," is  obtained  by  heating  92  parts 
of  pure  glycerine  to  302°  P.  and  gradu- 
ally adding  62  parts  of  finely-pulver- 
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Steeipis  for  MetcU'Workert  proved  in  FracUce  : 

a.  Metal  for  BroMe*, 


for  looomotiTe  axles 

«  «  «« 

"    axles  of  nilway  carriaseB .... 
««       ««     ««      «(  «( 

**    Tarioofl  kinds  of  axles 

"      **     **    (medinm  hani) 
"         "      "     "    (hani).    .    .    . 
"         "      "     "    (very  haid)  . 


Copper. 

Zinc. 

86 

14 

8-2 

8 

8-i 

18 

84 

16 

75 

2 

T3.7 

2.1 

eo.66 

6.88 

82 

2 

88.8 

11.2 

Tin. 


10 


20 
14.2 
21.77 
16 


6.  Machiiwry  Meted  for  Variotts  Purpotes, 


For  cogwheels 

'*    punches 

*'  steam-whisaes     .... 

*•  cocks.    ....'!!.* 

"  wagon-wheel  boxes .    .    . 

"   stuffing-boxes 

"  mechanical  instruments   . 

«*    files 

<«  t« 

**    weights 

"  castings  (for  gilding)    .    . 

«(  «<         f(        «< 

"   piston  rings 

"  buttons  (white)    .... 

"  sheets  (for  presKd  articles) 

"  small  cast  articles    .    .    . 


Copper. 


91.3 

83.3 

80 

81 

88 

87.7 

862 

81.2 

64.4 

61.6 

90 

79.1 

77.2 

84 

67.9 

63.88 

94.12 

90 


Zinc. 


8.7 
16.7 

2 

2 

2 

2.6 

3.6 

6.1 
10 

7.7 

2 

7.8 

7 

8.3 
36.8 
30.65 


Tin. 


10 


17 
16 
10 
9.7 
10.2 
12.8 
17.6 
30.8 
8 

13.1 
16.8 
2.9 
5.3 
6.55 
6.88 


Lead. 


8.6 


4.3 


izctl  boracic  acid ;  water  vapor  eioapes 
during  the  operation.  The  manipu- 
lation of  about  6  pounds  requires  an 
entire  day,  as  on  account  of  the  viscos- 
ity of  the  melted  maxs  it  is  difficult  for 
the  water  vapor  to  escape.  The  process 
is  completed  when  no  more  loss  of 
weight  takes  plaee^and  the  preparation 
dissolves  readily  in  water  of  ordinary 
temperature.  The  escaping  water 
amounts  to  somewhat  more  than  i  of 
the  substances  used. 

Boroglyceride,  when  cold,  is  solid, 
brittle,  and  transparent,  of  a  light  yel- 
low color  and  lustrous  fracture. 

It  is  readilv  soluble  in  water,  only 
slightly  soluble  in  cold  alcohol  and  in  5 
parts  of  alcohol  at  122°  F.,  and  insol- 
uble in  ether  and  chloroform  at  or- 
dinary temperature.  A  hot  alcoholic 
solution  might  be  well  adapted  for  im-  i 


pregnating  cotton  for  surj^cal  purposes 
witn  boroglyceride.  It  is  an  excellent 
agent  for  preserving  milk,  fruits,  meat, 
anatomical  preparations,  etc. 

Calcium  ana  Sodium  Glyeeroborates, 
Two  New  Antiseptics.  Both  are 
readily  soluble,  odorless,  and  non-poi* 
sonous.  Calcium  glyceroborate  is  ob- 
tained by  heating  together  equal  parts 
by  weight  of  calcium  borate  and  glyc- 
erine with  constant  agitation,  until 
a  drop  taken  from  the  vessel  and 
placed  upon  a  glass  plate  solidifies  to  a 
clear  colorless  pearl.  The  compound 
is  then  poured  upon  a  metal  plate 
where  it  solidifies  to  ^  transparent, 
glassy,  and  very  brittle  mass.  The 
pieces,  still  hot,  are  kept  in  a  well- 
stoppered  bottle.  Sodium  glycerobo- 
rate is  obtained  in  the  same  manner  by 
heating  together  100  parts  of  anhydrous 
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com  poll  tide  possess  analogous 
ties;  they  midt  at  about  302=  r.  anu 
are  very  liygroBCopic.  They  deliquesce 
very  rapidly  when  eiposed  to  the  air, 
obsorbing  their  ovrn  weight  of  water. 
They  diasulve  io  half  their  weight  of 
alcohol  or  water.  Both  are  powerful 
antiseptics  even  in  a  very  diluted  stale. 
They  deserve  preference  to  carbolio 
Hcid"^  on  account  of  being  soluble  in 
water  in  aJI  pronnrtions  aod  producing 
nn  effect  injurious*  to  healtb.  They 
can  l>e  applied  without  inconvenience 
even  to  such  a  Bensitive  nr^n  as  the 
Meat  simply  covered  with  a  glaze 
te  was  sent  to  I-a  Plata 
1  a  perfectly  fresh  con- 
a  therapeutical  poi 


>f  plycerohor 


both 


would 

...augh  iheyare 

ninently  adapted  for  preserv- 
ing proviBioQB,  etc.  In  surgery  they 
may  be  used  in  place  of  phenol. 

Effective  Poaer  of  different  Antiie^ 
tic  Agenti.  To  test  the  antiseptic 
power  of  different  agents  Miguel  has 
made  experiments  and  calculated  the 
inialleat  quantity  required  t«  prevent 
putrefaction  in  neutralized  Imuilloii, 
as  follows : 

S«iicyitc  mW     .'.','.    '.      lo!o 

Aniyl  (Icohol 14.00         " 

EtliHr 22.00        " 

GljcailM.    .'.'.'.'.'.    iOtM 

It  will  be  seen  from  the  above  that 
the  mercury  combinations  possess  the 
greatest  antiseptic  power. 

New  Iron  FrHii-iirying  Apparalui. 
The  &nit  is  placed  ui>on  the  movable 
faardlea  k  h  h  h,  which  are  protected 
from  catching  fire  by  layers  of  ashes 
nud  the  air-flue  L.    Cold  ajr  is  sucked 


ir.flue  L,  which  la  provided 
[ig  pipes,  through  the  open- 
iuK~  .,  oi.J  after  being  healed  parses 
throngh  the  opening  i  into  the  drying- 


Kg.  66. 

room  n  6,  where  it  absorbs  themoisture 
escaping  trom  the  fruit,  and  paxsrB 
through  the  duiupers  k  k  into  the 
chimney.  The  dampers  £i  are  opened 
by  shutting  Ihe  door  t,  and  closed  on 
opening  it. 

New  Procesaof  Greening  Canned  Veg- 
elablea.  FurPeai.  Ninegalionsof  peas, 
bleached  in  the  ordinary  manner,  are 

Eourcd  into  a  vessel  containing  18  gal- 
IDS  of  boiling  water.  They  are  then 
washed  in  cold  water,  dried,  and  put  in 
the  cans,  which  are  filled  with  the  fnl- 
Inwing  liquor:  Prepare  a  solution  of 
white  sugar  with  common  salt  and 
ordinary  water  and  add  20  per  cent,  of 
milk  of  lime.  After  stirnng,  add  1} 
iiints  of  the  following  solution  :  Ten  to 
of  soda-lye  of  40°  B.,  and  31 


)  fli  c 


t    cry. 


ttalli» 


sulphide,  dissolved  in  1  pound  of  w 
The  tin  cans  are  filled  as  full  as  pus- 
sible  and  subjected  to  boiling  in  an 
ordinary  digester  for  10  to  15  minutes, 
according  to  the  size  of  the  peas. 

Far  Beani  the  ciins  are  filled  with 
the  following  liquor:  Clear  lime-wa- 
ter 32  gallons,  common  salt  2  to  C 
pounds,  and  1  or  2  drachms  of  sodium 
sulphide.  The  cans  are  boiled  6  to  S 
minutes  at  a  temperature  of  223°  to 
230°  F. 

It  will  be  seen  that  the  substances 
used  are  entirely  harmless,  especially 
in  snch  small  quantities. 

Novellietin  preierving  Organic  Sub- 
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ilaTKti,  and  Apparatia  nted.  The 
glaaa  or  other  TeBsela  containing  the 
fruita,  etc.,  to  be  preserved,  are  placed 
upon  the  carria^  wi,  which  ia  jmshed 
upon  the  track  t  into  the  air  and  steam- 
tight  box  a.    Arail-bridgeUcounectad 


Fig.S7. 

hj  meanB  nf  a  hinge  joint  with  the 
tnicfe,  Bo  that  after  closing  the  box,  it 
can  be  turned  up.  The  door  ia  presaed 
againat  the  boi  a  by  the  joint  hinge  d, 
provided  with  a  longitudinal  slil,  the 
strap  t,  and  (he  pressing  screw  g.    In 


n^ng  the  apparatus,  water  covering  the 
serpentine  pipe  k  lo  a  height  regulated 
by  au  overBoff  funnel  la  introduced 
through  the  pipe  o  and  its  perforated 
continnation.  The  steam,  which  is  in- 
troduced into  the  serpentine  pipe  i  by 
opening  the  valve  t,  heats  the  layer  of 
water,  and  the  ateam  arising  from  it, 
the  glass  vessels.  Should  the  beat  be- 
come too  great  cold  water  ia  inlro- 
du<%d  through  the  pi^  o.  A  valve  q 
opening  to  the  inside  is  placed  along- 
side the  thermometer  p.  The  steam 
'   '<ncnpes  through  the  valve  i. 


Preparation,  free  from  Arienie,  /or 
Preterving  Animal  Skiin.  Boil  until 
reduced  one-half,  125  parte  of  colocynlbs 
and  25  of  aloes  in  1500  of  water,  and 
strain  while  hot.  Then  stir  500  parts 
of  brown  resin  aoap  in  250  of  soft  soap 
with  some  water  to  a  paste  over  a  mod- 
erate fire,  and  mii  it  carefiilly  with 
the  first  decoction,  and  136  parts  of  glyc- 
erine and  40  of  rBpe-seed  oil  over  a 
moderate  fire.  After  thorough  mixing 
stir  into  the  whole  50  parts  of  powdered 
naphthaline  rubbed  up  with  35  parts 
of  oil  of  turpentine  and  80  of  carbolic 
acid,  kept  liquid  by  a  sufficient  addition 
of  alcohol.  The  mass  should  he  homo- 
geneous :  if  too  thick,  thin  with  oil  of 
turpentine. 

Praervative Paeking-paper  toprolect 

Cloth,  Fun,  tie.,  from  Mothe.     Paper 

manufactured   from  woollen  rags  and 

lilla  threads  or  paper  is  saturated 


trgetio  steam  of  coal  t 
naphtha,  5  parts  of  crude  carbolic  acid 
containing  at  least  50  per  cent,  of 
phenol,  20  parts  of  thin  coal  tar  heated 
to  abont  160°  F.,  and  6  parts  of  refined 
petroleum.  After  sataration  the  pajier 
IS  passed  throueh  pressing  machines 
and  over  hot  rolls  to  dry  it,  and  when 
sufficiently  cooled  is  cut  into  leaves  of 
suitable  size  and  completely  dried  in 


Abtipicial  Eyes,  Manitpactcbb  of. 

A  wai  model  of  the  cornea,  fitting 
accurately  into  the  orbital  cavi^  of  the 
person  who  ia  to  wear  the  artificial 
eye,  is  placed  in  plajiter  of  Paris  paste. 
When  hardened  the  wax  model  is  taken 
out,  the  pupil  removed  from  it,  and 
after  coating  with  caoutchouc  solution 
replaced  in  its  cavity  in  the  plaster  of 
Paris  mould.  The  concave  bottom  of 
Mn  mould  iatben  entirely  oovered  with 
eaoutchouc  and  vulcanized. 

The  eye  thus  prepared  ia  placed  in 
alcohol  and  exposed  to  the  sun,  where- 
by the  color  of  the  artificial  cornea 
becomes  like  that  of  the  natural  one. 
The  pupil  consists  of  glsas  or  enamel, 
y^g ,„  _.^ L       - 


..  of  3  parta  each  of  oxide  of 
and  caoutchouc,  aud  1  part  of 
Iphur.    The  red  cnoutehouc  used  lot 
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imitatlDg  the  blood  veins  of  the  cornea 
consists  of  a  mixture  of  2  parts  each  of 
caoutchouc  and  cinnabar  and  1  part 
of  sulphur. 


Asbestos  akd  its  Usbs. 

Asbestos  Industry  in  England,  Ital- 
ian asbestos  is  principally  used.  Im- 
mense deposits  are  also  found  in  other 
countries,  especially  in  Canada,  but 
the  fibre  of  the  Canadian  variety  is 
short  and  has  not  the  snowy  whiteness 
of  the  Italian. 

For  manufacturing  purposes  the 
asbestos  is  separated  into  two  kinds, 
the  first  to  be  used  for  making  paper 
and  the  second  for  textile  fabrics.  For 
the  manu^ture  of  asbestos  paper  large 
cjuantities  of  water  are  required,  and 
tor  this  reason  the  large  establishments 
at  Harefield,  the  most  important  place 
of  the  English  asbestos  industry,  are 
located  close  to  the  canal. 

The  separation  of  the  asbestos  is 
effected  in  the  following  manner :  The 
fibres  are  disaggregated  with  a  machine 
consisting  of  two  rollers  with  three- 
cornered  teeth.  The  rollers  have  a  re- 
volving and  backward  and  forward 
motion,  so  that  disaggregation  is  effected 
without  destroying  the  parallelism  of 
the  fibres. 

Three  machines  differing  only  in 
size  are  used  for  the  operation.  The  dis- 
aggregated asbestos  is  placed  in  vats 
provided  with  stirring  apparatus  and 
Doiled  with  constant  agitation  and 
occasional  lifting  out  and  replacing. 
After  boiling  the  water  is  partially  re- 
moved by  mechanical  means,  and  the 
asbestos  dried  in  chambers  heated  by 
steam.  The  long  fibres  are  then  sepa- 
rated from  the  short  ones  by  a  special 
machine.  The  short  fibres  are  con- 
verted into  pulp  and  made  in  the 
usual  manner  into  paper  and  paste- 
board. Leaves  of  asbestos  paper  are 
generally  40  inches  square  and  A  to  i 
inch  thick.  Asbestos  board,  which  is 
principally  used  for  fire-proof  lining 
and  for  steam-joints,  is  also  used  for 
other  purposes  as  it  does  not  cause  a 
chemical  alteration  of  metal. 

The  manufacture  of  asbestos  tissue  is 
much  more  difficult  than  that  of  paper, 
as  the  fibre  neither  crimps  nor  felts. 


The  fibre  is  first  carded  upon  ma- 
chines similar  to  carding  engines  used 
in  the  wool  industry.  Upon  the  last 
carding  engine,  technically  known  as 
"condenser,"  the  mass  of  fibres  is 
divided  into  separate  strands.  Each 
of  these  strands  passes  between  two  hoses 
moving  in  the  same  direction,  which 
form  the  strand  into  a  single  thread, 
not  by  torsion,  as  in  the  textile  indus- 
trv,  but  by  rolling  it  together  somewhat 
like  putty  is  rolled  between  the  fingers. 

The  other  operations,  doubling  the 
threads  and  weaving,  are  comparatively 
simple.  In  doubling  a  number  of 
threads  are  joined  and  twisted  together 
like  a  rope.  The  thread  thus  obtained 
serves  as  the  chain  in  making  the 
fabric.  The  weaving  is  done  u]>on 
ordinary  looms. 

Asbestos  cloth  is  chiefly  used  for 
filtering  in  chemical  works,  for  theatre 
curtains,  aprons  and  trousers  for  stokers, 
clothing  and  gloves  for  firemen,  lining 
for  fire-proof  safes,  etc.  In  the  United 
States  there  is  quite  an  extensive  in- 
dustrv  in  asbestos  products,  much 
of  wnich  are  produced  from  native 
material.  Asbestos  fibre  twisted  into 
rope  is  largely  used  for  steam-pack- 
ing; asbestos  millboard  is  used  largely 
for  gaskets,  pipe  and  boiler  covering, 
fire-proof  liniues,  etc. ;  asbestos  pulp  for 
the  last-named  purposes  and  ground 
asbestos  for  paint  boay.    (W.) 


Bleaching. 

Bleaching  of  Fabrics  and  Yams 
without  Chlorine,  The  article  to  be 
bleached  is  soaked  in  an  iron  or  wooden 
vat,  or,  if  great  purity  is  demanded^ 
boiled  with  an  addition  of  Sh  pounds  or 
caustic  soda  to  100  ])onnds  of  material 
for  12  hours.  After  this  operation  the 
material  is  placed  in  a  warm  concen- 
trated bath  of  permanganate  of  potas- 
sium for  15  to  30  minutes,  and  after 
cooling  brought  into  a  batn  of  borax 
and  sulphurous  acid  for  15  to  30  min- 
utes. The  materials  thus  prepared  are 
then  treated  with  a  preparation  formed 
by  the  action  of  gaseous  sulphurous 
acid  upon  crystalli^  borax.  To  pre- 
pare this  borax-bath  dissolve  2  pounds 
3  ounces  of  borax  in  22  gallons 
of    cold   water    previously   saturated 
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with  gaseous  sulpharous  acid.  The 
bleaching  effect  prodaced  by  this  com- 
bioatioa  must  oe  explained  by  the 
simultaneous  action  of  the  borax  and 
sulphurous  acid,  since,  when  used  one 
after  the  other,  the  result  is  quite  dif- 
ferent. After  washing  atid  drying  the 
materials  thus  treated  are  brilliantly 
white. 

Bleaching  Yanu  and  Fabrics.  Linen 
Y&rns  and  mbrics  are  boiled  for  3  hours 
m  a  solution  containing  37  grains  of 
potassium  cranide  in  1|  pints  of  water, 
then  washed,  and  treatea  again  in  the 
same  manner.  For  cotton  this  opera- 
tion may  be  omitted  unless  the  material 
has  been  brought  in  contact  with  fatty 
or  oily  substances,  in  which  case  the 
above  solution  is  used  in  a  more  dilute 
form  (about  half  the  strength).  The 
fabric  thus  prepared  is  placed  in  closed 
vessels  and  treated  with  a  solution  of 
8H  grains  of  chloride  of  lime  in  1} 
pints  of  water.  As  soon  as  the  vessel  is 
full  the  solution  is  drawn  off  and  car- 
bonic anhydride  passed  in.  This  oper- 
ation is  repeatea  until  the  fabric  as- 
sumes the  desired  degree  of  whiteness. 
It  is  then  taken  out,  washed  in  water, 
and  pressed.  In  most  cases  a  slight 
yellow  tiuge  is  retained  within  the 
fabric,  owing  to  the  presence  of  traces 
of  iron  in  the  bleaching  aeent.  To  re- 
move this  coloration  the  fabric  is  drawn 
through  a  bath  of  oxalic  acid  (about 
70  grains  per  gallon),  washed  with 
water,  pressed  and  toned  with  indigo  or 
aniline  violet. 

Novelties  in  Bleaching.  Before 
bleaching  wool  with  hvdrogen  per- 
oxide it  must  be  washed  thoroughly 
clean.  An  immersion  of  30  to  40  min- 
utes in  a  bath  of  commercial  hydrogen 
peroxide  diluted  with  10  parts  of  water 
suifices  to  bleach  the  wool.  With,  a 
dilution  of  15  parts  of  water  about  1 
hour  is  required.  A  capacious  vat 
should  be  used  to  allow  of  the  wool 
being  easily  moved,  as  this  accelerates 
the  bleaching  process. 

As  long  as  the  wool,  after  beinj^  taken 
from  the  bleaching  bath,  is  moist  and 
exposed  to  the  air^  the  bleaching  pro- 
cess goes  on,  and  it  is  therefore  advis- 
able not  to  hasten  drying.  The  best 
results  are  obtained  by  drying  in  the 
sun ;  if  this  cannot  be  done  a  moderate 
temperature  should   be   kept  in .  the 


drying-room.  In  working  with  dilated 
bleaching  water,  the  small  quantity  of 
indigo  required  for  the  production  of  a 
pure  white  can  be  directly  added  to  the 
bleaching  bath.  By  using  a  C(mcen- 
trated  bath  the  toning  must,  however, 
be  done  in  a  separate  bath.  For  \ery 
yellow  wool  add  a  few  drops  of  dis- 
solved methyl  violet  to  the  bath,  which 
prevent  the  white  from  acquiring  a 
greenish  tint. 


Bookbinding,  Qildino,  and  Orna- 
menting. 

Folding.  The  sheets  are  folded  in 
leaves,  according  to  the  form  of  the 
book,  viz. :  Two  leaves  for  folios,  four 
for  quartos,  eight  for  octavos,  twelve 
for  duodecimos,  etc.,  and  are  marked 
with  what  printers  call  signatures  to 
guide  the  folder.  The  folding-sticks 
are  made  of  wood,  bone,  or  ivory,  and 
the  folding  generally  done  by  women.  - 

Boiling.  After  being  rolded  the 
sheets  are  made  smooth  and  compact 
either  by  being  beatep  with  a  hammer 
weighing  12  to  14  pounds,  or  passed 
through  a  rolling-press  consisting  of 
two  smooth  horizontal  rollers  placed  a 
small  distance  apart. 

Sewing.  The  sheets  forming  one 
volume  are  fixed  in  a  cutting- press  and 
saw-cuts  made  across  the  back  edge  to 
receive  the  bands  or  cords  to  which  the 
sheets  are  to  be  sewed,  and  which  aid 
in  fastening  the  covers.  After  this 
preparation  they  are  placed  in  a  sewing- 
press,  consisting  of  two  vertical  wooden 
screws  fastened  on  a  table  or  board  and 
joined  at  their  top  by  a  horizontal  bar 
from  which  cords  are -stretched  verti- 
cally to  the  table  or  board,  and  held 
tight  by  nuts  on  the  cross-bar.  The 
sheets  are  laid  singly  on  top  of  each 
other,  the  saw-grooves  fitting  to  the 
cords,  and  each  sheet  is  sewed  fast  bv 
passing  the  needle  in  and  out  through 
the  sheet  and  around  the  cords. 

Bounding.  The  back  of  the  book  is 
now  glued,  and  the  ends  of  the  bands 
are  opened  and  scraped  with  a  knife 
that  they  may  be  more  conveniently 
fixed  to  the  pasteboard  covers.  By  a 
dextrous  application  of  a  hamn^er  and 
the  fingers  the  back,  while  still  moist 
with  ^ue,  is  made  round  or  convex. 
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4md  the  front  edge  hollow  or  concave,  | 
the  book  being  fixed  in  a  press  between 
boards  called  backing-boards,  in  order 
to  make  a  groove  lor  receiving  the 
covers. 

Edge-cutting  or  trimming  is  next 
done  in  a  cutting-press  with  a  very 
sharp  blade  working  vertically.  The 
concave  edge  is  temporarily  made  flat 
by  the  press  during  the  cutting,  but  it 
springs  back  to  its  proper  concavity 
aiflerwards. 

Binding.  The  covers  of  books  are 
mostly  made  of  what  is  technically 
callea  "binder^  board"  cut  to  the 
proper  sizes  and  shapes  from  large 
sheets.  Holes  are  pierced  through  the 
boards  corresponding  to  the  cords  in 
the  back  of  the  sheets,  which  are  passed 
through  and  fastened. 

Covering.  The  covering  is  done  by 
pasting  leather,  muslin,  or  other  mate- 
rial on  the  board,  and  requires  consid- 
erable skill.  The  hollow  back  of  a 
book  is  produced  by  the  interposition 
of  paper  or  cloth  between  the  edge  and 
the  leather  in  a  way  that  enables  the 
book  to  be  opened  without  crinkling 
the  back. 

Tooling  and  Lettering.  Numer- 
ous tools  are  employed  in  a  heated 
srate  and  pressed  heavily  against  the 
covers.  If  no  gold  is  used  the  tool 
makes  a  dark,  glossy  impression,  which 
is  caJled  -'blind  tooling,'^  but  in  gold 
tooling  leaf-gold  is  applied  before  the 
tools  are  used.  The  cover  is  first 
washed  with  clear  gum  water.  The 
parts  to  be  gilded  are  then  coated  twice 
with  white  of  egg  beaten  into  a  froth, 
and  then  allowed  to  subside  into  a  clear 
liquid.  To  gild,  spread  a  leaf  of  gold 
on  the  gilding-cushion  with  a  knife, 
and  blow  it  flat,  then  cut  it  into  stri}>s 
about  i  inch  wide.  Heat  the  tool  until 
it  is  just  hot  euough  to  fizz  under  the 
wet  nnger ;  if  it  sputters  it  is  too  hot 
and  will  burn  the  leather;  touch  its 
edge  with  a  rag  slightly  moistened  with 
sweet  oil,  and  with  iiie  same  rag  rub 
over  the  part  of  the  book  to  be  gilt. 
Roll  the  tool  softly  on  the  strij^s  of  gold, 
which  will  adhere  to  it,  and  when 
enough  is  taken  up  roll  it  with  a 
heavier  pressure  along  the  places  to  be 
gilt,  and  the  gold  will  be  transferred  to 
the  leather,  the  excess  being  wiped 
away  with  a  soft  rag. 


JSdge  Gilding.  The  top,  bottom,  and 
front  edges  are  scraped  smooth  with  a 
piece  of  steel,  and  are  then  coated  with 
a  composition  of  red  chalk  and  water ; 
this  is  wetted  with  white  of  egg  and 
water;  the  leaf-^old  is  laid  on,  and 
soon  afterwards  is  brilliantly  polished 
by  rubbing  with  a  burnisher  of  agate  or 
blood-stone. 

For  Plain  Edges.  Screw  the  book 
tight  into  the  press  between  boards  and 
rub  the  edges  vigorously  with  an  agate 
or  a  dog's  tooth. 

MarhliTig  is  done  by  sprinkling  the 
colors  on  the  edges  of  the  leaves  with  a 
brush  made  of  nogs'  bristles,  the  brush 
being  held  in  the  one  hand  and  the 
bristles  moved  with  the  other. 

Another  plan  is  to  tightly  stretch 
either  plain  or  fibred  mull  in  a 
wooden  frame  and  place  the  edge  of  the 
book  upon  it,  to  quickly  draw  the 
brush  over  the  mull  or  sprinkle  the 
color  in  the  above  manner,  whereby 
the  places  protected  by  the  threads  of 
the  mull  remain  white. 

Eeichardt*8  Rosin  Compound  for 
Gilding  Paper ^  Leathery  etc.  Pulverize 
and  mix  4  to  5  parts  of  copal  and  1  of 
mastic,  and  apply  the  powder  with  a 
fine  camePs-hair  orush  to  the  place  to 
be  gilt. 

Eeber^s  Process  of  Gilding  Leather, 
Prepare  parchment  glue  and  white  of 
egg  of  the  best  quality. 

Parchment  Glue,  Dissolve  1  part  by 
weight  of  hogskin  parchment  shavings 
(but  not  those  of  sheepskin  parchment), 
and  boU  the  solution  to  half  its  vol- 
ume. 

Whiie  of  Egg.  In  place  of  diluting 
the  white  of  egg  with  water  as  most 
bookbinders  do,  add  3  drops  or  spirit  of 
sal-ammoniac  to  each  white  of  egg  be- 
fore beating  it  to  a  froth. 

The  manner  of  gilding  the  different 
kinds  of  leather  is  as  follows : 

Marbled  and  Dark  Leather  of  one 
Color.  Rub  the  place  to  be  gilded  with 
good  nut  oil,  and  burnish  it  with  a 
do^s  tooth,  and  then  coat  it  with  very 
thinly-fluid  flour  paste;  wash  off  the 
whole  with  urine  and  let  it  dry.  Then 
coat  the  parts  to  be  gilded  with  parch- 
ment glue,  and,  afl^r  drying,  twice  with 
white  of  egg.  When  dried  so  far  as  not 
to  be  injured  on  being  touched  with  the 
hand,  press  the  places  with  the  warm 


412 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


tool,  and  finally,  before  applying  the 
gold,  coat  them  with  nut  oil. 

Calffkin,  The  best  way  to  avoid 
stains  is  to  dampen  the  leather  with  a 
wet  sponge.  When  dry  coat  it  with 
parchment  glne.  and  then  twice  or 
three  times  witn  white  of  egg,  and, 
when  this  is  dry,  gild  as  given  above. 

Dull  Gilding  on  Cotl/skin.  After 
washing  and  drying  the  cover^  coat  the 
]>laces  to  be  gilded  once  with  gum- 
w  iter,  once  with  milk,  once  with  parch- 
m  mt  glue,  and  twice  or  three  times 
with  white  of  egs.  Allow  the  ground 
to  dry  thoroughly,  and  then  lay  on 
the  gold  without  oil. 

To  QUd  Velvet,  Velvet  to  be  gilded 
must  be  lined  with  paper,  as  otherwise 
the  gold  will  not  adhere.  The  design 
is  then  pressed  in  with  hot  tools,  and 
gamboge  pulverized  as  fine  as  possible 
dusted  quite  thick  over  the  places. 
Roll  the  tool  softly  on  the  8[old,  and 
when  enough  is  taken  up  apply  it  with 
such  a  uniform  pressure  that  when  the 
tool  is  lifted  up  no  gold  remains  on  it 
The  tool  should  be  just  warm  enough 
to  allow  of  the  hand  being  quickly 
)>a^ed  over  it  without  burning. 

A  very  convenient  method  of  apply- 
ing the  gamboge  powder  is  to  dust  it 
through  the  silk  bottom  of  a  paste- 
board cylinder.  The  velvet  must  be 
scrupulously  clean,  since  the  smallest 
impurity  prevents  adhesion  of  the  gold. 

Gilding  on  Silk  is  done  in  the 
same  manner  as  on  velvet,  only  still 
more  care,  with  less  pressure,  is  re- 
quired. 

Bookbinder^  Lacquer.  The  following 
well-tested  receipts  are  recommended: 
Pulverize  and  dissolve  3  ounces  of 
shellac,  1^  ounces  each  of  sandarac, 
mastic,  and  benzoin  in  1^  pints  of  ab- 
solute alcohol,  then  add  ll  ounces  of 
Venetian  turpentine,  and  filter  the 
solution. 

II.  Pulverize  1  ounce  each  of  san- 
darac,  mastic,  and  white  elemi,  and 
dissolve  the  powder  with  the  assistance 
of  a  moderate  heat  in  i  ounce  of  Vene- 
tian turpentine,  and  combine  this  by 
shaking  with  a  solution  of  4^  ounces 
of  bleached  shellac  in  1  ounce  of  strong 
spirit  of  wine  and  3i  ounces  of  oil  of 
lavender.  After  standing  for  a  few 
days  the  solution  is  filtered. 

Improvement  in  the  Manufacture  of 


Book  Covers,    Book   covers    are    nomr 
made  in  endless  strips  by  using  a  com- 
position of  oils  solidified  by  mixture 
with  fibrous  substances  and  colorins^ 
matter  and  pressed  through  emboesed 
rollers,  whicn  produces  a  resemblance 
of  morocco,  but  with  sharper  outlines 
and  capable   of  being  washed.     The 
mixture  principally  used   consists  of 
100  parts  of  oxidized  oil,*  10  of  rosin, 
10    of  Kawrie    copal    {}few   Zealand, 
rosin)f  20  of  white  lead,  10  of  color- 
ing matter,  20  of  sawdust,  and  10  of 
paraffine      wax.       These     substances 
are  intimately  mixed  in  a  horizontal 
cylinder  heated  by  steam.   The  cyl i nder 
is  provided  with  a  shaft  with  inclined 
wings  by  which  the  contents  are  carried 
forward  and  pressed  out  through  an 
aperture  in  a  similar  manner  as  the 
clay  in  a  kneading  machine.    When 
the  mixture  is  ready  it  is  spread  upon 
a  basis  of  textile  fabrics,  but  principally- 
consisting   of  paper  combined  with  a 
fabric.    A  suitable  agglutiuant  consists 
of:  12  parts  of  oxidized  oil,  1  of  Kawrie 
copal  (JVew  Zealand  rosin) ^  1  of  rosin, 
24  of  ochre,  and  2^  of  turpentine.     The 
plate  produced  by  the  machine  is  after- 
wards divided  in  suitable  pieces  and 
the  covers,  if  necessary,  can  be  stiffened 
with  paper  board  pasted  to  the  back. 


Bronzing,  Gilding,  Silvering,  etc. 

Apparatus  for  Coating  Tools,  Metallic 
tools  and  other  articles,  particularlv 
those  consisting  of  iron  and  steel  which 
are  used  in  laboratories  or  other  work- 
shops where  acid  vapors  are  of  frequent 
occurrence,  can  be  protected  from  rust 
with  a  black  shining  coat  which  resists 
acids  and  is  but  little  affected  even  by 
a  low  red  heat,  as  follows:  Have  a 
sheet-iron  box  constructed  large  enough 
to  hold  all  the  tools,  etc.,  to  be  coated, 
and  provided  with  a  false  bottom 
of  wire  netting.  Underneath  this  is 
placed  a  layer  of  crushed  blacksmiths' 
coal  about  i  inch  deep ;  then  place  the 

*  Oxidized  oil  is  prepared  by  applying  a 
drying  oil  to  a  tissue  and  exposing  it  to  the 
action  of  the  air,  and  when  dry  spreading  on 
repeated  coatings  until  the  enamel  thus  formed 
is  about  ^  inch  thick.  The  solid  oil  is  then 
ground  together  with  the  tiBSUO  uiion  which  it 
has  been  formed. 
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tools,  which  must  be  entirely  free  from 
rust,  clean  and  polished,  upon  the  wire 
net.  The  box  is  then  covered  and  set 
on  a  strong  fire,  which  causes  the  coal 
to  give  on  tariy  constituents,  and  the 
heat  is  continued  until  the  bottom  of 
the  box  is  at  a  red  heat.  When  all 
evolution  of  gas  has  ceased,  the  box  is 
allowed  to  become  cold  and  the  tools 
iire  taken  out  and  will  be  found  covered 
with  a  beautiful  glossy  coat.  Tongs, 
shears,  pincers,  etc.,  so  coated,  keep  in 
good  condition  for  many  months  even 
in  places  where  the  air  is  constantly 
mixed  with  acid  vapors. 

Bronzing  Copper.  Dissolve  30  parts 
of  carbonate  or  hydrochlorate  of  am- 
monium and  10  parts  each  of  common 
salt,  cream  of  tartar,  and  acetate  of 
copper  in  100  parts  of  acetic  acid  of 
moderate  concentration,  or  in  200  parts 
of  strong  vinegar  and  add  a  little  water. 
When  an  intimate  mixture  has  been 
obtained,  smear  the  copper  object  with 
it,  and  let  it  dry  at  the  ordinary  tempera- 
ture for  24  or  48  hours.  At  the  end  of 
that  time  the  object  will  be  found  to  be 
entirely  covered  with  verdigris  present- 
ing various  tints.  Then  brush  the 
whole,  and  especially  the  reliefs,  with  a 
waxen  brush,  and  if  necessary  set  off 
the  high  reliefs  with  hematite  or 
chrome-yellow  or  other  suitable  colors. 
Light  touches  with  ammonia  give  a 
blue  color  to  the  green  portions,  and 
carbonate  of  ammonium  deepens  the 
color  of  the  parts  on  which  it  is  laid. 

Cold  Black  Stain  for  Bra>88.  Dissolve 
with  constant  stirring  I  ounce  of  car- 
bonate of  copper  in  9  ounces  of  spirits 
of  sal-ammoniac  and  then  add  1  pound 
2  ounces  of  water.  The  stain  is  then 
ready  for  use.  Suspend  the  articles  to 
be  stained  by  copper  or  brass  wires 
and  allow  them  to  remain  for  a  short 
time. 

Galvanizing  andNickelling  of  Iron 
in  Cleveland,  Ohio,  The  sheets  of  iron 
are  immersed  in  a  bath  of  hot  dilute 
sulphuric  acid  to  remove  oxide,  and 
then  washed  with  water ;  the  plates  are 
then  immersed  in  commercial  hydro- 
chloric acid,  after  which  they  are  dried 
in  a  hot  oven.  The  zinc  is  melted  in  a 
lar^e  iron  pan  alon^  the  middle  of 
which  an  iron  screen  is  fixed,  so  that  it 
just  dips  into  the  bath  and  extends 
about  3  inches  above  the  rim ;  the  surface 


of  the  zinc  is  thus  divided  longitudin- 
ally into  two  compartments ;  ammoni- 
um chloride  is  strewn  on  the  surface  of 
one  and  in  the  other  sand.  The  iron 
plates,  hot  from  the  oven,  are  dipped 
one  at  a  time  perpendicularly  into  the 
melting  zinc  on  the  ammonium  chloride 
side,  and  are  passed  under  the  iron 
screen  into  the  other  side,  whence  they 
are  drawn  out  by  tongs  and  pulleys. 
Drops  of  zinc  are  removed  from  the 
lower  edge  by  touching  with  an  iron 
rod.  When  they  are  completely  re- 
moved from  the  oath,  the  sand  is  wiped 
off  and  the  plate  is  finished.  The 
nickelling  is  conducted  in  wooden  tanks 
lined  with  asphalt;  the  solution  used 
consists  of  I  pound  of  nickel-ammonium 
sulphate  dissolved  in  1  gallon  of  water. 
The  object  to  be  nickelled,  after  it  has 
been  made  perfectly  clean  by  washing 
respectively^  with  potash  and  dilute 
hydrochloric  or  sulphuric  acid  and 
scouring  with  pumice  stone,  is  sus- 
pended in  the  bath  by  means  of  copper 
slinging  wires  from  a  copper  or  brass 
bar  which  is  connected  with  the  nega- 
tive conductor  of  a  dynamo-electric 
machine,  while  from  another  copper 
bar  a  nickel  plate  is  suspended  in  the 
bath,  cai'e  being  taken  that  the  nickel 
plate  does  not  touch  the  object.  After 
15  to  30  minutes  under  the  influence  of 
the  current,  the  object  becomes  suffi- 
ciently nickelled  and  is  withdrawn, 
washed  first  with  cold  and  then- with 
warm  water,  and  subsequently  well 
d  ried.  Care  must  be  taken  to  regulate  tlie 
current,  as  if  it  is  too  strong  the  de- 
posited nickel  will  be  dull,  while  if  too 
feeble  the  deposit  will  be  granular. 
1  he  polisher  is  a  disk  of  wood  covered 
on  the  surface  with  a  j)iece  of  leather, 
which  has  been  immersed  in  thin  lime- 
water,  rolled  in  emery  powder  and 
dried. 

Gilding  of  Steel,  Dissolve  pure  gold 
in  nitro-inuriatic  acid,  and  evaporate 
the  solution  to  dryness  to  expel  the 
excess  of  acid.  Dissolve  the  residue  in 
pure  water  and  add  3  times  the  quan- 
tity of  sulphuric  ether.  Then  shake 
the  mixture  in  a  well-stoppered  bottle 
until,  when  standing  quietly,  the  ether 
appears  of  a  golden-yellow  color,  and 
the  water  beneath  it  is  entirely  clear. 
Polished  articles  of  steel  plunged  into 
the  solution  are  instantly  beautilully 
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gilded.  By  |»rotoctang  iwrtions  of  the 
surface  of  the  aiticlen  with  lacqner  or 
vsroisb,  beaatiful  designs  can  be  pro- 
duced. If  the  gilding  should  not  turn 
out  well  at  first,  dilute  the  liquid  with 
ether.  Care  should  be  had  not  to  exe- 
cute the  work  near  a  light  or  fire. 

Oold  and  Orange  Sain  far  Brau. 
Dip  the  articles  in  a  mixture  of  3 
drachnu  of  caustic  soda,  2  ounces  of 
water,  and  6h  drachms  of  moist  carbon- 
ate of  copper.  The  shades  of  color 
appear  in  a  few  minutes,  and  the  prep- 
ress can  be  readily  Judged  and  ob- 
m^rved.  After  obtaining  the  desired 
shade  of  cr>lor,  rinse  the  articles  in 
water  and  dry  in  fine  sawdust. 

Qreen  Bronzing,    The  repeated  ap- 
plications to  copper  or  brass  of  alternate 
washes  of  dilute  acetic  acid  and  exposure 
to  the  fumes  of  ammonia  will  give  a 
very  antique-looking  green  bronze ;  but 
a  quick  method  of  producing  a  similar 
appearance  is  often  desirable.    To  this 
end  the  articles  may  be  immersed  in  a 
solution  of  1  part  of  perchloride  of  iron 
in  2  parts  of  water.    The  shade  becomes 
darker  with  the  length  of  immersion. 
Or  the  articles  may  be  boiled  in  a  strong 
solution  of  nitrate  of  copper.    Or  they 
may  be  immersed  in  a  solution  of  2 
ounces  of  nitrate  of  iron  and  2  ounces 
of  hyposulphite  of  sodium  in  1  pint  of 
water.    Washing,  drying,  and  burnish- 
ing complete  the  process. 

lAquid  CemerU  for  Coaling  Articles. 
A  liauid  cement  for  giving  a  cheap  and 
durable  metal-coating  to  papier-mach6, 
plaster  of  Paris,  clay,  slate,  metal,  etc., 
IM  prepared  by  two  combined  processes 
which  supplement  one  another.    The 
firHt  consists  of  the  following  inj^redients, 
which  are  mixed  in  suljstantially  the 
following  proportions:  No.  1:  60  parts 
of  |K)wdered  rosin,  15  of  alcohol,  spirit 
of  wine,  or  pyroxylic  spirit,  10  of  tur- 
pentine, 10  of  petroleum  spirit,  and  5 
of  soda  water-glass.    The  liquid  thus 
prepared    is   then   spread    upon    the 
object  to  be  treated  in  the  manner  of 
applying  sizing,  and  can  be  used  for 
))apier-mach6,  plaster   of   Paris,  clay, 
slate,  cement,  metals,  etc.,  and  renders 
them     more    firm    and     water-pnwif. 
When  it  is  desired  to  give  a  metallic 
finish   iu    imitation  of  metal    to   the 
object  treated  with  the  above  composi- 
tion, apply  to  its  surface,  before  the 


composition  has  hardened,  the  pcnrder 
of  any  denred  metal,  such  asnlTer,  cop- 
per, etc.,  by  means  of  a  fine  camel's-hair 
omsh,  after  which  the  article  is  dried 
in  warm  air  or  in  the  son.     In  order 
that  not  only  the  metal  dost  may  ad- 
here but   that  also  the  metallic  <x>lor 
may  be  retained  and  not  oxidize  on  ex- 
posure to  the  air,  the  second  composi. 
tion  or  vamiifh  is  laid  quite  light^  on 
the  metallized  surface  after  the  lapse 
of  a  few  days.    To  prepare  composition 
No.  2,  dissolve  1  part  of  bichromate  of 
];()tassium  in  5  of  water,  and  mix  then 
^0 1  arts  of  distilled  water,  15  of  Russian 
glue,  5  of  the  above  solution,  or  5  of 
chrome-alum  and  water  (1:5).     After 
the  article  thus  treated  has  been  dried 
for  some  days  in  warm  air  or  in  the 
sun  it  will  be  found  that  this  layer  or 
metallic  surface  has  become  so  hard 
and  firm  that  it  will  not  be  injured  by- 
exposure  to  the  heat  of  the  sun,  or  to 
frost  or  moisture,  being  in  fact  weather- 
proof. 

Porous  and  water-absorbing  materials 
are  rendered  impervious  by  coating 
with  the  liquid  cement  No.  1. 

New  Process  for  Producing  a  Bronze- 
colored  Surface  on  Iron,  The  cleanRed 
objects  are  exposed  to  the  vapors  of  a 
heated  mixture  of  e^ual  parts  of  con- 
centrated hydrochloric  and  nitric  aeid 
for  a  fiew  minutes,  and  heated  to  a  tem- 
perature of  from  572**  to  662*'  F.,  the 
n eating  being  continued  until  the 
bronze  color  appears.  The  objects  are 
then  cooledj  rubbed  with  vaseline,  and 
heated,  until  the  latter  begins  to  de- 
compose, the  operation  being  repeated 
once  more.  A  bronze-colored  oxide 
coating  is  obtained  by  using  acetic  acid 
in  conjunction  with  the  above-men- 
tioned acids.  By  varying  the  propor- 
tions of  the  different  acids  it  is  possible 
to  obtain  light  and  dark  brown  shades. 
Iron  bars  coated  in  this  manner  and 
exposed  for  a  year  to  the  atmosphere 
of  a  laboratory  remained  unchanged 
and  without  the  slightest  sign  of  corro- 
sion. 

Painting  on  Zinc.  The  process  is 
made  easier  by  employing  a  mordant 
composed  of  1  part  each  of  chloride 
of  copper,  nitrate  of  copper,  and  sal- 
ammoniac  dissolved  in  64  parts  of 
water,  and  to  this  mixture  is  added  l 
])art  of  commercial  hydrochloric  acid. 
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This  is  brnished  over  the  plate  of  zidc, 
and  after  12  or  24  hours  it  aries  a  dullish 
gray  color.  Painting  upon  this  surface 
the  colors  will  adhere  in  a  perfect  man- 
ner. Another  method  is  as  follows: 
Into  some  muriatic  acid  of  full  strength 
drop  some  pieces  of  zinc  until  ener- 
yescence  ceases.  Add  an  equal  quan- 
tity of  water,  and  with  a  sponge  tied  to 
a  stick  wash  over  every  part  of  the  sur- 
face to  be  painted.  This  roughens  the 
surface  and  takes  off  that  sort  of  greasi- 
ness  which  prevents  paint  from  adher- 
ing. After  the  acid  has  remained  a 
short  time  wash  it  over  with  water  or 
diluted  vinegar,  dry  off,  and  paint. 

To  Cleanse  Brass.  Dip  the  articles 
in  a  mixture  of  1  part  of  nitric  acid  and 
^  part  of  sulphuric  acid,  then  rinse  in 
water,  and  nnally  rub  with  sawdust. 
If  greasy,  dip  the  brass  first  in  a 
boiling  hot  solution  of  potash-lye. 

To  Color  Soft  Solder  Yellow.  When 
brass  is  soldered  with  soft  solder  the 
difference  in  color  is  so  marked  as  to 
direct  attention  to  the  spot  mended. 
This  can  be  obviated  by  tne  following 
method :  First  prepare  a  saturated  so- 
lution of  sulphate  of  copper  in  water, 
and  applv  some  of  this  on  the  end  of  a 
stick  to  the  solder.  On  touching  with 
a  steel  or  iron  wire  it  becomes  coppered, 
and  by  rcfteating  the  experiment  the 
deposit  of  copper  may  be  made  thicker 
and  darker.  To  give  the  solder  a  yel- 
lower color  mix  1  part  of  a  saturated 
solution  of  sulphate  of  zinc  with  two 
of  sulphate  of  copper,  apply  this  to  the 
coppered  spot,  and  run  with  a  zinc 
rod,  which  produces  a  precipitation  of 
brass.  The  color  can  be  still  further 
improved  by  applying  gilt  powder  and 
polishing. 


Building  Matebials. 

Fire-resisting  Properties  of  BuUding 
Materials.  Of  the  natural  building 
stones  the  highest  rank  as  fire-resist- 
ing materials  must  be  accorded  to  the 
sandstones;  and  of  these  the  fine- 
grained, hard,  silicious  varieties  (that 
is,  those  having  a  silicious  cementing 
material)  are  the  best.  Such  sandstones 
are  found  to  be  capable  of  resisting  the 
radiant  or  direct  heat  of  the  most  intense 
£re,  before  which  limestone  crumbles 


and  granite  or  gneiss  crack  and  split 
into  rra^ents.  Of  the  artificial  mate- 
rials, brick  and  cement  and  iron  com- 
prise all  that  are  commonly  employed. 
Of  these,  the  first  two  are  first-class  fire- 
resisting  materials.  The  first  named 
is  undoubtedly  the  very  best  fire- 
proof material  for  a  wall  that  can  be 
used.  Cast-iron,  which  at  one  time  was 
largely  used  for  the  fronts  of  large 
structures,  has  proved  to  be  utterly  un- 
reliable as  a  fire-resisting  material,  and 
is  rapidly  ^oing  out  of  use  for  this 
purpose,  as  it  should.  Even  wronght- 
iron  girders,  used  as  floor  supports,  are 
elements  of  danger  and  weakness  in 
case  of  fire,  unless  thev  are  surrounded 
with  a  cement  or  similar  filling.    (W.) 

Cork  Stmie,  A  product  possessing 
many  of  the  properties  of  natural  cork 
but  less  specific  gravity  is  prepared  as 
follows :  6.3  parts  by  weight  of  pulver- 
ized cork -wood  are  mixed  with  boiling- 
hot  paste  prepared  from  3  parts  by 
weignt  of  starcn  and  25  parts  of  boiling 
water.  The  plastic  mass  thus  obtained 
is  pressed  at  once  into  suitable  moulds, 
and  the  objects  produced  are  dried  at  a 
temperature  of  212®  F.  The  drying 
process  is  very  slow.  To  make  the 
articles  more  capable  of  resistinjc:  moist- 
ure add  small  quantities  of  linseed  oil 
or  tar  to  the  mass. 

Cork  stone  thus  prepared  being  very 
light  and  a  poor  conouctor  of  heat  is 
especially  adapted  as  a  building  mate- 
rial for  the  insulation  of  roofs,  for  ice 
cellars,  and  diring-rooms. 

Enamelled  Bricks.  The  composition 
of  the  enamel  varies  between  1  part  of 
plumbic  oxide  and  1  of  sand,  and  2 
parts  of  plumbic  oxide  and  1  of  sand. 
For  green  enamel  least  plumbic  oxide  is 
used,  and  for  colorless  enamel  general!  v 
4  parts  of  plumbic  oxide  and  3  of  sand. 
Some  manufacturers  add  heavy  spar, 
so  that  the  enamel  will  only  liise  at  a 
high  temperature.  For  coloring  light 
brown  to  black,  pyrolusite  is  used,  and 
for  green,  copper  scales.  The  constitu- 
tion of  the  body  of  the  brick  is  of  great 
importance  for  the  durability  of  tho 
enamel.  The  harder  it  is  burnt  and  the 
more  the  clay  of  which  it  is  composed 
is  inclined  to  slagging  in  consequence 
of  a  fine  division  of  the  lime  contained 
in  it  the  more  intimate  the  union  t>e- 
tween  the  enamel  and  the  body  of  the 
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brick  will  be,  and  the  fewer  cracks  the 
enamel  will  show.  Solid  particles  of 
lime  near  the  surface  of  tne  body  of 
the  brick  are  especially  injurious,  as 
on  coming  later  on  in  contact  with 
water  they  are  apt  to  crack  the 
enamel. 

Mom  for  Roofing,  Fire-proof  Ceil- 
ings. FloorSf  etc.  Two  masses  are 
used,  an  under-layer  and  top-layer. 
For  the  under-layer  stir  to  a  paste: 
Slaked  lime,  blood,  burnt  alum,  cement, 
sand,  brickaust  or  pumice  stone,  coal- 
ashes,  sawdust,  broken  glass  or  porce- 
lain, and  water-slass. 

For  the  top-layer  mix  linseed  oil, 
asphaltum,  cnalk,  litharge,  broken 
glass,  burnt  alum,  blood,  cement,  plas- 
ter of  Paris  or  chalk,  and  pumice 
stone. 

For  roofing,  insulating  layers,  fire- 
proof ceilings,  etc.,  apply  both  masses 
in  a  cold  and  liquid  state  upon  a  base. 
They  soon  harden. 

For  roofing,  plates  of  the  under-layer 
with  a  wire  net  enclosed  are  also  used. 
The  plates  are  coated  with  the  top-layer 
and  a  solution  of  water-glass,  and  fast- 
ened to  the  rafters  by  means  of  cramps 
through  the  loops  of  the  wire  net. 

Plaster  for  Ceilings,  IF.  KahVs 
patented  plaster  consists  of:  Sawdust 
35  per  cent,  sand  35  per  cent.,  plaster 
of  Faris  10  per  cent.,  glue  10  per  cent., 
and  whiting  10  per  cent. 

Terra-cotta  Lumber.  Miz^  according 
to  the  degree  of  porosity  desired,  1  to  3 
parts  of  resinous  wood  with  1  part  of 
elutriated  kaolin,  and  add  sufficient 
water  to  form  a  plastic  mass  of  s()ongy 
C(»nsistency,  which  is  exposed  in  metal 
cylinders  to  a  strong  pressure  by  sfeel 
stamps.  The  result  of  the  operation 
are  cylindrical  blocks  8  to  12  inches  in 
diameter  and  4  to  6  feet  long.  The 
blocks  are  dried  in  the  air,  then  in  a 
drying  oven,  and  finally  heated  in  a 
furnace  to  a  white  heat.  The  blocks, 
after  cooling,  are  very  strong,  and  can 
be  sawed,  cut,  and  planed.  Their  den- 
sity corresponds  to  about  half  of  that 
of  ordinary  bricks.  A  special  ad- 
vantage of  the  mass  is  that  it  is  fire- 
proof. It  is  patented  in  this  country, 
and  is  successfully  used  for  building 
and  other  purposes. 

Utilization  of  Sawdttsf.  Two  patents 
have  been  recently  issued  in  this  coun- 


try for  the  use  of  sawdnst  in  place  of 
sand  for  plastering.  According  to  the 
one,  equal  parts  of  plaster  of  Paris  and 
sawdust  are  used^  while  the  other  pre- 
scribes the  following  mixture :  4^  parts 
of  slaked  lime  mixed  with  sawdust,  1 
part  of  plaster  of  Paris,  i  part  of  glue, 
and  A  part  of  glycerine.  The  plaster 
thus  prepared  is  claimed  to  be  much 
lighter  and  to  adhere  more  firmly. 


Celluloid  :    Imitations,    Substi- 
tutjis,  £tc. 

Artificial  Ivory.  Mix  8  parts  of 
shellac  with  32  parts  of  ammonia  of 
0.995  specific  gravity,  and  shake  the 
solution  in  revolving  cylinders  for 
about  5  hours  At  a  temperature  of  99.5° 
F.  The  result  of  the  operation  will  be 
a  complete  solution  of  the  consistency 
of  thin  syrup.  Add  to  this  40  pKarts  of 
zinc  oxide,  mix  thoroughly  with  the 
hand,  and  then  grind  the  mixture  in  a 
color  mill.  The  ammonia  is  then  ex- 
pelled by  heating.  The  residue  is 
completely  dried  upon  glass  plates, 
ground  fine  in  a  mill,  and  pressed  into 
moulds  with  a  pressure  of  as  much  as  a 
ton  to  the  square  inch,  and  an  increase 
of  temperature  to  from  500°  to  540°  F. 
The  product,  when  taken  from  the 
moulu,  is  of  a  pure  white  color  and 
closely  resembles  ivory. 

Celluloid  Printing  Plate*.  Cellu- 
loid, though  comparatively  a  recent 
product,  is  being  continually  applied 
to  new  uses  in  the  arts.  Verv  good  re- 
sults have  lately  been  obtained  with 
celluloid  stereotypes,  both  from  wood 
engravings  and  from  tvpe,  which  may- 
be used  on  the  printing-press.  The 
process  consists  in  taking  a  copy  of  the 
engraving  on  wood  or  of  the  type  with 
the  use  of  a  special  cement,  which 
hardens  rapidly  and  takes  the  finest 
lines  sharply.  After  about  20  minutes 
this  cement  is  hard  and  resistant.  The 
form  in  which  the  first  impression  is 
taken  should  be  slightly  heated  ;  and  a 
sheet  of  celluloid  is  employed  to  obtain 
a  counter  impression  from  this,  which 
is  then  prepared  by  ordinary  methods 
for  the  printing-press.  A  celluloid 
plate  has  been  subjected  to  25,000  im- 
I>re8sions,  apf)arentJy  without  lusiiiff 
any  of  its  sharpness. 
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When  used  as  a  substitute  for  wood 
in  the  production  of  lar^e  printing- 
type,  it  18  found  to  be  much  preferable 
to  wood.  It  has  a  fine  surface,  pos- 
sesses great  durability,  can  be  r^idily 
worked,  is  lig^ht,  and  can  stand  all  the 
rough  usage  of  the  press.  [Celluloid  has 
lately  been  successfully  used  for  im- 
itating enamel  for  signs,  monograms, 
etc.,  to  be  attached  to  glass.    ( W.)] 

Elastic  Mass  Eeseinbling  Leather, 
The  pulverulent  residue  obtained  in 
refining  cotton-seed  oil  is  intimately 
mixed  inyarying  proportions  with  suit- 
able non-volatile  solvents,  such  as  fats, 
oils,  paraffine  wax,  resins,  etc.,  and 
with  pulverulent  substances,  such  as 
graphite,  cinnabar,  soot,  etc.,  and  sul- 
phur powder  or  carbon  di-sulphide  is 
added  to  the  mixture.  By  heating  the 
mass  at  176°  to  302°  F.  until  the  pow- 
der unites  with  the  solvents  to  a  homo- 
geneous mass,  a  mote  or  less  hard, 
plastic  substance  is  obtained. 

Flexible  Insulating  Mass,  One  part 
by  weight  of  mineral  wax  (paramne, 
ozocerite),  20  of  wood  tar,  32  of  shellac, 
and  32  of  dry  and  finely-pulverizea 
asbestos,  flax,  cotton,  wood,  or  paper, 
are  mixed  in  a  boiler  at  100°  to  200*^ 
F.,  and  constantly  stirred.  For  a 
harder  mass  use  less  tar.  For  an  espe- 
cially hard  mass  omit  the  mineral  wax, 
decrease  the  quantity  of  asbestos,  and 
add  about  24  parts  of  ground  slate  or 
clay,  free  fh)m  iron. 

Insulating  Material  for  Electrical 
Conductors.  Mix  66  parts  by  weight 
of  finely-powdered  glass  or  quartz  and 
34  parts  by  weight  of  pulverized  vege- 
table or  mineral  resin,  and  add  26  parts 
by  weight  of  parafiine,  beeswax  or  sper- 
maceti, and  3  parts  by  weight  of  boiled 
or  raw  linseed  oil.  The  proportions 
differ  according  to  circumstances.  If 
the  mass  is  to  be  exposed  to  the  sun 
only  a  small  quantity  of  wax  is  to  be 
used,  while,  for  undei^round  lines,  the 
quantity  of  wax  must  be  increased. 

Mas8  for  Plastic  Models,  The  fol- 
lowing preparation  possesses  many  ad- 
vantages over  most  now  in  use:  Mix 
200  parts  of  soapstone  powder  and  100 
parts  of  the  best  wheat  flour,  and  stir 
the  mixture  careftiUy  into  300  parts  of 
melted  white  wax,  not  too  hot.  The 
homogeneous  mass  can  be  colored  at 
pleasure. 
27 


New  Imitation  of  Ivory,  This  new 
material  possesses  eul  the  tiardness  and 
brilliancy  of  celluloid,  and  has  the  ad- 
vantage of  being  fir&'proof.  It  is  pre- 
pared as  follows:  Dissolve  200  parts 
of  casein  in  50  of  ammonia  and  400  of 
water,  or  140  parts  of  albumen  in  400 
of  water,  and  add  to  either  solution  240 
parts  of  quicklime,  150  of  acetate  of 
aluminium,  50  of  alum,  1200  of  sul- 
phate of  calcium,  and  100  of  oil,  the  oil 
to  be  mixed  in  last.  For  dark  objects 
substitute  75  to  100  parts  of  tannin  for 
the  acetate  of  aluminium.  The  mixt- 
ure is  well  kneaded,  and  made  into  a 
smooth  paste  and  passed  through  rollera 
to  form  plates  of  the  desired  uiickness. 
These  are  either  dried  and  pressed  into 
metallic  moulds  previously  heated  or 
they  may  be  reauced  to  a  very  fine 
powder,  which  is  introduced  into  the 
mould  and  submitted  to  a  strong  press- 
ure. The  objects  are  afterwards 
dipped  into  a  oath  consisting  of  100 
parts  of  water,  6  of  white  glue,  and  10 
of  phosphoric  acid.  They  are  then 
dried,  polished,  and  varnished  with 
shellac. 

New  Substitute  for  Caoutchouc, 
Skins  of  hares,  rabbits,  and  other  small 
animals,  or  waste  of  such  skins,  are 
cleansed  in  water,  depilated  in  lime- 
water,  or  by  some  other  suitable 
method,  and  boiled  with  5  per  cent,  of 
crude  glycerine  and  as  little  water  as 
possible,  until  entirely  dissolved.  The 
thickly-fluid,  viscous  mass  obtained  is 
either  dried  upon  hets  in  ah  airy  room 
or  at  once  iUrtner  manipulated.  Three 
parts  by  weight  of  the  mass  and  an 
equal  quantity  of  brude  glycerine  are 
melted  in  a  watei*  br  steam-oath,  and  i 
part  by  Veight  of  ii  cohcentratea  solu- 
tion of  pbtiusium  bichromate  is  added. 
The  liquid  mass  is  poured  into  moulds 
and  allowed  to  solidify  under  pressure. 
When  cold  the  articles  are  taken  from 
the  moulds  and  dried  in  a  dark,  airy 
room.  The  evaporation  of  the  excess 
of  water  takes  place  more  quickly  in  a 
dark  room  than  in  a  light  one,  as  in  the 
latter  the  surface  of  the  articles  be- 
comes too  quickly  insoluble  under  the 
influence  of  light,  which  impedes  the 
evaporation  of  the  water  in  the  interior. 
This  mass  bears  a  close  resemblance  to 
vulcanized  caoutchouc,  and  has  the  ad- 
vantage of  standing  heat  much  bettet. 
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To  prRMre  a  man  reaemblmg  hard 
rablHsr  add  less  gljoerine  and  a  little 
more  chromate  and  dry  between  heated, 
polished  metal  plates  under  pressure. 
A  yerjr  hard  product  is  obtained  bj 
immersins  the  articles  in  a  bath  of 
chrome-alum  solution.  This  substitute 
for  hard  rubber  can  be  sawed,  ground, 
and  polished.  To  make  it  resist  acids 
add  to  the  mass  30  per  cent,  of  gum-lac 
dissolved  in  alcohol.  Bj  the  addition 
of  suitable  coloring  matters,  imitations 
of  coral,  malachite,  etc.,  are  obtained. 
If  the  mass  is  to  be  used  for  articles 
which,  with  great  elasticity,  have  to 
resist  strong  pressure,  such  as  railroad 
buffers,  wheel  tires,  etc.,  only  1  part  of 
crude  glycerine  is  used  and  I  part 
of  commmuted  cork  mixed  with  the 
mass. 

For  the  preparation  of  a  mass  for 
water-proofing  fabrics,  etc.,  add  i  part  by 
weight  of  ox-gall  to  tne  mass  and  com- 
pf>und  with  sufficient  soft  water  to  give 
It  the  consistency  of  thickly-fluid  oil; 
about  k  part  of  the  potassium  bichro- 
mate is  used.  The  tnickly-fluid  mass 
thus  obtained  is  brought  into  a  double- 
walled  cylinder,  heated  by  steam  and 
provided  with  a  roller  under  which 
the  fabric  to  be  impregnated  is  con- 
ducted. 

Substitute  for  Oufta-percha.  The 
following  mass,  which  is  patented  in 
Germany,  is  claimed  to  oe  a  good 
substitute  for  gutta-percha  for  many 
purposes.  The  process  of  manufacture 
IS  as  follows :  A  mixture  of  50  parts  by 
weight  of  powdered  gum  copaf  7  to  15 
of  sulphur,  and  15  to  30  of  oil  of  tur- 
pentine, is  heated  to  from  228°  to  300® 
F.  and  thoroughly  stirred.  After  being 
allowed  to  cool  to  100°  F.,  an  emulsion 
prei)ared  from  3  parts  by  weight  of 
casein  and  weak  ammonia  with  an 
addition  of  some  alcohol  and  wood 
spirit  is  added,  and  the  whole  heated 
once  more  to  300°  F.  until  it  has  ac- 

?uired  the  consistency  of  thin  syrup, 
t  is  then  boiled  for  a  few  hours  with 
an  ammoniacal  solution  of  15  to  25  per 
cent,  of  tannin.  The  product  is  cooled, 
washed  in  cold  water,  rolled  out,  ana 
finally  dried. 

Superior  Modelling  Woo:.  Melt  care- 
fully over  a  moderate  coal  fire  2  pounds 
of  yellow  beeswax,  add  4i  ounces  of 
Venetian  turpentine,  2  ounces  of  lard, 


and  If  pounds  of  elutriated  bole,  and 
mix  thoroughly..  Then  gradually  pour 
the  mixture  into  a  vessel  with  water 
and  thoroughly  knead  several  times 
with  the  hands.  The  wax  should  be 
melted  at  such  a  low  temperature  that 
no  bubbles  appear  upon  the  melted 
surface. 

Vegetable  Leather,  This  new  prod- 
uct, which,  it  is  claimed,  possesses  all 
the  properties  of  genuine  leather,  is 
water-proof  and  a  non-conductor  of 
electricity,  is  prepared  by  mixing  6^ 
pounds  oi  gutta-percha,  2  pounds  of 
sulphur,  2  pounds  of  raw  cotton,  1 
pound  5  ounces  of  zinc  white.  3^  ounces 
of  colcothar,  and  8|  ounces  oi  antimony 
oxide,  and  vulcanizing  the  mass  by 
means  of  steam  similar  to  caoutchoac. 
Gutta-percha  and  sulphur  are  abso- 
lutely required,  while  chemicals  of 
simiJfar  nature  may  be  substituted  for 
the  other  constituents.  The  proportions 
of  the  separate  components  may  also  be 
varied,  according  to  the  purpose  the 
product  is  to  serve.  The  composition  is 
recommended  for  soles  auid  heels. 


Cement  Wobk. 

Weaiher-proof  Cement  Work,  Soak 
the  article  for  24  hours  in  a  solution  of 
1  part  of  ferrous  sulphate  in  3  of  water 
and  dry  in  the  air.  The  £|nric  oxide 
produced  is  chemically  conn^ned  in  the 
cement  and  makes  it  denser,  harder, 
heavier,  and  weather-proof,  filling  up 
most  of  the  pores,  and  giving  it  an  ochre 
color.  Ornamental  cement  work  is 
brushed  over  with  the  solution  four 
times  and  allowed  to  dry.  The  cement 
work  can  be  rendered  extremely  resist- 
ing by  warming  and  then  coating  with 
a  hot  mixture  of  equal  parts  of  paraffine 
and  parafiine  oil.  This  treatment  is  rec- 
ommended as  being  especially  service- 
able for  omamentaicement  work  which 
is  exposed  to  the  weather.  By  treating 
twice  with  a  5  per  cent,  soap  solution 
drying  and  polishing,  the  surface  is  made 
receptive  for  oil-namting.  Chalk  ob- 
jects and  room  waUs  treated  in  this  man- 
ner will  stand  any  amount  of  washinir 
Light  ochre  color  can  be  obtained  h^ 
addmg  alum  to  the  ferrous  sulphate- 
and  vanoiis  shades  of  green  by  i>aiiit! 
mQ  with  chrome-alum. 
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Clbansiko,  Polishing,  and  Reno- 
vating AGBNT8. 

Cleaning-powder  fitr  Show-windows, 
A  good  cleanin^-^owder,  which  leaves 
no  dirt  in  the  joints,  etc.,  is  prepared 
by  moistening  calcined  magnesia  with 
pure  benzine  so  that  a  mass  is  formed 
sufficiently  moist  to  let  a  drop  appear 
when  pressed.  The  mixture  should  be 
preserved  in  glass  bottles  with  ground 
stoppers,  in  order  to  retain  the  easily 
Volatile  benzine.  A  little  of  the  mixt- 
ure is  placed  on  a  wad  of  cotton  and 
applied  to  the  glass  plate.  It  may  also 
be  used  for  cleaning  mirrors. 

Cleansina-rags  for  PolUhing  Metal. 
Dip  flannel  rags  into  a  solution  of  20 
parts  of  dextrine  and  30  parts  of  oxalic 
acid  in  20  parts  of  logwood  decoction, 
wring  them  s^ntlv,  and  sift  over  them 
a  mixture  of  finely -pulverized  tripoli 
and  numice  stone.  The  moist  rags  are 
piled  upon  each  other,  placing  a  layer 
of  the  powder  between  each  two.  They 
are  then  pressed,  taken  apart,  and 
dried. 

Cleantitw  WcLsh-f either.  Wash  the 
soiled  polishing  leather  in  a  weak  solu- 
tion of  soda  and  wum  water,  then  rub 
a  good  deal  of  soap  mto  the  leather  and 
let  it  soften  for  2  hours.  It  is  after- 
wards thoroughly  washed  until  per- 
fectly clean,  and  rinsed  in  a  weak  solu- 
tion of  warm  water,  soda,  and  yellow 
soap.  It  must  not  be  washed  in  water 
alone  or  it  will  become  so  hard  when 
dry  that  it  cannot  be  used  again.  It  is 
the  small  quantity  of  soap  remaining  in 
the  leather  which  penetrates  its  smallest 
particles  and  makes  the  leather  as  soft 
as  silk.  After  the  rinsing,  it  is  wrung 
out  in  a  coarse  towel  and  dried  q^uickly. 
It  is  then  pulled  in  ever jr  direction  and 
well  brusned,  after  which  it  is  softer 
and  better  than  most  wash  leather  when 
first  bought.  If  rough  leather  is  used 
to  finish  highly  polished  surfaces,  it 
will  be  often  observed  that  the  surface 
is  scratched  or  injured.  This  is  caused 
by  particles  of  dust,  and  even  grains  of 
hard  rouge  that  were  left  in  the  leather. 
As  soon  as  they  are  removed  with  a 
clean  brush  and  rouge,  a  perfectly 
bright  and  beautiful  finieui  can  be  ob- 
tained. 

Cloth-cleaning  Compmind.  Take  i 
ounce  each  of  glycenne,  alcohol,  and 


sulphuric  ether,  2  ounces  of  aqua  am- 
monia, i  ounce  of  powdered  Castile 
soap  and  add  sufficient  water  to  make 
1  quart  of  the  mixture.  Use  with 
brush  or  sponge,  and  rinse  With  pure 
water. 

Fuj^niture  Renovater*  Mix  thor- 
oughly, olive  oil  1  pound,  refined  oil 
of  amber  1  pound,  and  tincture  of  henna 
1  ounce,  keep  the  mixture  in  a  well- 
stoppered  glass  bottle.  For  renovating 
the  polish  of  furniture  apply  the  mixt- 
ure with  a  tuft  of  raw  cotton  and  rub 
dry  with  a  cotton  rag. 

Liquid  Polish  for  Silver-plated  Ware. 
Dissolve  3  to  4  orachms  or  cyanide  of 
potassium  and  8  to  10  grains  of  nitrate 
of  silver  in  4  ounces  of  water.  Apply 
with  a  soft  tooth-brush,  wash  the  oojcct 
thoroughly  with  water,  dry  with  a  soft 
linen  clotn,  and  polish  with  a  chamois 
skin.  Neither  whiting  nor  powder  of 
any  kind  should  be  used  for  cleaning 
and  polishing;  they  only  wear  out  or 
scratch  the  silver.  In  the  case  of  solid 
silver  some  precipitated  chalk  is  allow- 
able in  the  solution. 

For  preserving  the  lustre  of  silver  or 
plated  ware,  when  not  needed  for  actual 
use  for  a  considerable  time,  a  coating 
of  collodion  may  be  employed  to  great 
advantage.  The  articles  are  heated 
and  the  collodion  is  carefully  applied 
by  means  of  a  brush,  so  as  to  cover 
the  surface  thoroughly  and  uniformly. 
It  is  used  most  conveniently  when 
diluted  with  alcohol,  as  for  photo- 
graphic purposes. 

^ew  Poluh  for  Wood.  Dissolve  6 
pounds  of  shellac  in  about  4  to  5  gal- 
lons of  pure  alcohol.  Then  pour  3J 
ounces  of  high-^rade  sulphunc  ether 
over  3i  ounces  of  collodion  cotton  in  a 
bottle,  add  1|  ounces  of  camphor,  stir 
thoroughly  and  add  96  per  cent,  alco- 
hol enough  to  completely  dissolve  the 
cotton. 

Then  pour  both  solutions  together 
and  shake  well.  The  polish  is  then 
rubbed  in  with  an  oil  prepared  as  fol- 
lows: Prepare  a  saturated  solution  of 
camphor  in  good  oil  of  rosemary  and 
add  1|  ounces  of  this  to  2  pounds  3 
ounces  of  pure  linseed-oil.  *  For  finish- 
ing, dissolve  benzole  in  alcohol  and 
dilute  at  pleasure,  taking  care  to 
apply  the  solution  as  weak  as  practi- 
cable. 
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Polishing  Soap§  and  Pasies  have  been 
rocently  introduced|  and  as  theyr  are 
preferred  by  many  to  the  ordinarv 
|K>li8hin^  powders  for  cleanting  goldi 
silver,  brass,  etc.,  we  give  iu  Uie  fol- 
lowing several  receipts  for  good  polish- 
ing  soaps  and  one  for  polishing  paste. 

A  polishing  soap  especially  suitable 
for  silver  ana  brass  is  prepared  as  fol- 
low s :  Set  in  the  ordinary  manner  50 
|iounds  of  cocoanut  oil  with  75  to  80^ 
of  23^  soda,  and  boil  the  mixture  to  a 
clear  jelhr.  When  the  soap  is  ready 
and  sumcieiitly  solidified  add  10 
pounds  of  tripoli,  5  pounds  of  alum,  5 
pounds  of  cream  of  tartar,  and  5  pounds 
of  white  lead,  all  previously  fi^iely  pul- 
verized and  intimately  mixed,  rour 
the  mixture  into  small^  shallow  tin 
moulds,  and  it  will  quickly  solidify. 
For  cleansing,  moisten  the  articles 
with  lukewarm  water  with  a  brush, 
and  apply  the  soap  with  a  rag. 

Anotner  polishing  soap  is  made  as 
follows:  Wash  commercial  colcothar 
in  water  6  to  8  times  and  then  dry  it. 
Next  prepare  a  soap  solution  by  dissolv- 
ing at  a  moderate  heat  6^  pounds  of 
cocoa  soap,  cut  in  pieces,  in  soft  water. 
Mix  intimately  i  pound  of  the  prepared 
colcothar  rubbed  up  with  a  little  water 
an«I  5^  ounces  of  purified  ammonium 
carbonate,  finely  pulverized,  and  add 
the  cold  soap  solution,  with  constant 
stirring.  Keep  the  polishing  soap  thus 
prepared  in  stone  jars  closed  with  oiled 
paper. 

Another  polishing  soap  is  prepared 
by  dissolving  14  ounces  of  Marseilles 
soap  in  i  gallon  of  water,  and  adding 
to  the  solution  7  ounces  of  finely-pul- 
verized chalk.  The  mixture  is  colored 
red  with  fuchsine  and  kept  in  stone 
jars.  By  applying  this  soap  with 
leather  or  a  woollen  rag  the  dirtiest 
articles  can  be  cleansed  in  a  short  time. 

For  preparing  polishing  paste  or 
pomade  melt  7  ounces  of  beef  marrow 
and  add  3  ounces  of  fine  colcothar. 
Perfume  the  mixture  with  oil  of 
almonds  and  pour  it  into  small  tin 
boxes.  Lard  may  be  used  instead  of 
beef  marrow.  Apply  the  paste  with  a 
soft  rag,  rub  thoroughly,  and  finish 
with  a  dry  rag. 

Restoring  Plush.  It  is  customary  to 
use  ammonia  for  the  purpose  of  neutral- 
izing acids  that  have  accidentally  de- 


stroyed the  colon  of  fabrics.  This 
must  be  applied  immediately,  or  the 
color  is  usually  imperfectly  restored. 
An  application  of  chloroform,  used 
with  caution,  will,  however,  bring  oat 
the  colors  as  bright  as  ever.  Plash 
goods  and  all  articles  dyed  with  aniline 
colors,  faded  from  exposure  to  light, 
will  look  as  bright  as  ever  after  spong- 
ing with  chloroform. 

To  Clean  Olasa  and  Silverware, 
Egg  shells  crushed  into  small  pieces 
and  shaken  well  in  decanters  three 
parts  filled  with  cold  water  will  not 
only  clean  them  thoroughly  bnt  make 
the  glass  look  like  new.  Bv  rubbing 
with  a  flannel  dipped  in  the  best  whit- 
ing the  brown  discoloration  mav  be 
taken  off  cups  in  which  custards  have 
been  baked.  Emery  powder  will  re- 
move ordinary  stains  from  while  ivory- 
handle  knives,  and  the  lustre  of  mo- 
rocco leather  is  restored  by  varnishing 
with  white  of  e^z.  To  clean  silver 
nothing  is  better  than  alcohol  or  am- 
monia, finishing  with  a  little  whiting 
on  a  soft  cloth. 

To  Clean  Marble.  After  brushing 
the  dust  off'  with  a  piece  of  chamois 
rub  the  marble  with  the  following  so- 
lution :  One-qnaHer  pound  of  soft-soap. 
i  pound  of  whiting,  and  1  ounce  or 
soda,  and  a  piece  or  stone-blue  the  size 
of  a  walnut.  Rub  it  over  the  marble 
with  a  piece  of  fiannel  and  leave  it  for 
21  hours,  then  wash  it  off  with  clean 
water,  and  polish  the  marble  with  a 
piece  of  fiannel  or  an  old  piece  of  felt. 

Another  method  is  as  follows :  Take 
2  parts  of  common  soda,  1  part  of 
pumice  stone,  and  1  part  of  finely  pow- 
dered chalk,  sift  it  through  a  fine  sieve, 
and  mix  it  to  a  paste  with  water.  Rub 
it  well  over  the  marble,  and  then  wash 
with  soap  and  water. 

To  take  stains  out  of  white  marble 
mix  1  ounce  of  ox  gall,  1  gill  of  lye, 
and  1^  table-spoonfuls  of  turpentine, 
and  make  it  into  a  paste  with  pipe-day. 
Put  the  paste  over  the  stain  and  let  it 
remain  for  several  days.  To  remove 
oil  stains  apply  common  clay  saturated 
with  benzine.  If  the  |^rease  has  re- 
mained in  long  the  polish  will  be  in- 
jured ;  but  the  stain  will  be  removed. 
Iron  mould  or  ink  spots  are  taken  out 
in  the  following  manner:  Dissolve  ^ 
ounce  of  butter  of  antimony  and  1 
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ounce  of  oxalic  acid  in  1  pint  of  rain 
water,  and  add  enough  flour  to  bring 
the  mixture  to  a  proper  consistency. 
Lay  it  evenly  on  the  stained  part  with 
a  brush,  and,  after  it  has  remained  for 
a  few  days,  wash  it  off,  and  repeat  the 
process,  if  the  stain  be  not  wholly 
removed. 

To  Cleanse  Silvered  Dial  Plates, 
Silvered  dial  plates  of  clocks  frequently 
lijse  their  lustre  by  the  effect  of  air  and 
smoke  or  sulphurous  emanations.  To 
cleanse  them  make  pulverized  purified 
tartar  into  a  paste  with  water.  Take 
some  of  the  paste  on  a  brush  of  bristles 
and  rub  the  dial  ^late  with  it,  turning 
it  constantly,  until  the  silvering  has 
acquired  its  original  whiteness  and 
luKtre.  Then  wash  the  dial  plate  with 
clean  water  and  dry  by  gentie  patting 
with  cloth,  and  fiiiallv  ex(K>se  it  for 
a  few  minutes  to  a  moderate  heat. 

7b  Clean  Smokv  Walls.  Brush  them 
with  a  broom,  then  wash  them  over 
with  strong  pearlash  water,  and  im- 
mediately rinse  them  with  clean  water 
before  the  pearlash  is  dry.  When  dry, 
give  the  walls  a  thin  coat  of  fresh 
slaked  lime  containing  a  liberal  portion 
of  alura  dissolved  in  hot  waler.  Finish 
with  whiting  and  good  siie.  Be  care- 
ful not  to  apply  the  size  distemper  tiU 
the  lime  wasn  is  dry,  as  the  latter  win 
destroy  the  strength  of  the  size  if  the 
two  come  in  contact  while  wet. 


CoLOBS,  Enamels,  Cements,  Glue, 
Varnishes,  Wateb  -  proofing 
Substances,  etc. 

American  Wood- filler.  ■  Mix  1  part 
by  weight  each  of  pulverized  starch 
and  heavy  spar  and  k  part  by  weight 
of  siccative  with  sufficient  turpentine 
to  the  consistency  of  ordinary  varnish. 
For  dark  woods  add  up  to  ^  part  by 
weight  of  umber  to  the  siccative. 

Apply  the  filler  with  a  medium  stiff 
brusn.  When  the  coat,  at  first  lus- 
trous, bec(»mes  dull,  remove  everything 
from  the  surface  by  rubbing  across  the 
grain  of  the  wood  with  a  piece  of  felt  or 
strong  leather  fastened  to  a  piece  of 
woo<l.  Allow  the  prepared  wood  to 
dry  8  hours,  then  rub  tnoroughly  with 
elass  paper,  and  it  is  ready  for  polish- 
ing or  varnishing. 


Cement  for  Mending  Enamelled  Dial 
Plates.  Scrape  some  pure  white  wak, 
mix  it  with  equal  parts  of  zinc  white, 
melt  the  mixture  over  a  spirit  lamp, 
and  let  it  cool.  For  use,  warm  the  dial 
plate  slightly  and  press  the  cold  cement 
into  the  defective  places.  The  cement 
adheres  very  firmly  and  by  scniping 
with  a  sharp  knife  acquires  a  whit«  and 
lustrous  surface.  In  case  the  cement 
should  be  too  hard  add  some  wax,  and 
if  too  soft  some  zinc  white.  Cleanli- 
ness in  the  manipulation  and  moderate 
heating  in  mixing  are  the  principal 
points  and  contribute  essentially  to  the 
snow-white  color  of  the  cement. 

Crystallfne  Coating  for  Wood  or 
Paper.  Mix  a  very  concentrated  so- 
lution of  salt  with  dextrine  and  hiy  the 
thinnest  coating  of  the  fluid  on  the  sur- 
face to  be  covered  by  means  of  a  broad 
soft  brush.  After  drying,  the  surface 
has  a  beautiful,  bright,  mother-of-pearl 
coating,  which,  in  consequence  of  the 
dextrine,  adheres  firmly  to  paper  and 
wood.  The  coating  may  be  made  ad- 
hesive to  glass  by  going  over  it  with  an 
alcoholic  shellac  solution.  The  follow- 
ing salts  are  mentioned  as  adapted  to 
produce  the  most  beautiinl  crystalline 
coating,  viz. :  Magnesium  sulphate, 
sodium  acetate,  and  tin  sulphate.  Faper 
must  first  be  sized ;  otherwise  it  will 
absorb  the  liquid  and  prevent  the  for- 
mation of  crystals! 

Enamel  for  Fine  Cards  and  Other 
Purposes.  For  white  and  for  all  pale 
and  delicate  shades  take  24  parts  by 
weight  of  paraffine,  add  100  parts  of 
pure  kaolin  (china  clay)  very  dry,  and 
reduce  to  a  fine  powder.  Before  mix- 
ing with  the  kaolin  the  paraffine 
must  be  heated  to  the  fusing  point. 
Let  the  mixture  cool,  and  it  will  form 
a  homogeneous  mass,  which  for  use  is 
reduced  to  powder,  and  worked  into 
paste  in  a  paint  mill  with  warm  water. 
It  can  be  tinted  according  to  fancy. 

Imitation  of  Cinnabar.  Dissolve  in 
5  parts  of  warm  water  made  slight! v 
alkaline  bv  the  addition  of  a  small 
quantity  of  soda  1  part  of  eosiu,  and 
add  with  constant  stirring  100  parts  of 
best  orange  minium ;  then  add  3  parts 
of  sugar  of  lead  or  lead  nitrate  dis- 
solved in  warm  water.  The  mass  is 
filtered  and  pressed,  and  the  press 
cakes  are  cut  into  small  pieces  and 
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dried  as  qaickly  as  possible.  After 
drying  the  product  in  ground  and  passed 
through  a  nne  sieve. 

Enamel  free,  from  Lead  and  MetaZlie 
Oxides  for  Iron  and  Sheet-irofi,  and 
UtennU  Mant^actured  from  them: 


Billcft  .  .  . 
Fiiut  .  .  . 
Kiioline  .  . 
l'i|K>-cIay  .  . 
CliHlk  .  .  . 
Voruolain  meal 


Pabts. 

90  to  60 

10  to  20 

10  to  20 

8  to  10 

6  to  10 

6  to  15 


Pabtc. 


Iluracic  acid  .    20  to  40 


Stiltpetre  . 
Gyiisiiin    . 


6  to  10 
2to6 


or  qnartz 

"  gninite    . 

"  bomx  .    . 

"  glaMs    .    . 

"  magnesia 
fluui-spar. 
woatliered^ 
sodium       >10 
carbonate  ) 
heiivy  spar     2 
fluorspar .      S 


«< 


to  SO 

to    8 
to  10 


After  grinding  every  ingredient  sepa- 
ratelv  they  are  all  intimately  mixed  and 
fusecf  to  enamel.  This,  after  again 
grinding,  is  applied  and  burnt  in. 

The  proportions  of  these  constituents 
may  vary  according  to  the  nature  of  the 
metal  to  be  enamelled.  The  enamel 
should  be  applied  in  thin  lasers,  as  it 
expands  in  different  proportions  from 
the  sheet-iron  on  exposure  to  a  hiffh 
temperature.  The  articles  must  be 
slowly  cooled,  as  otherwise  an  unequal 
contraction  takes  place,  whicli  causes 
the  enamel  to  crack  off. 

New  MetJiod  for  the  Production  of 
Wat^r-proof  and  Incombustible  Fabrics. 
The  fabric  is  immersed  for  a  few  minutes 
in  a  7  to  8  per  cent,  solution  of  gelatine 
lieated  to  104°  F.,  then  preyed  out 
between  rollers  and  dried  to  a  certain 
dev^ree  in  the  air.  It  is  then  placed 
for  a  few  minutes  in  a  cold  30  to  40  per 
cent,  solution  of  alum,  hung  up  for  an 
hour  in  the  air,  washed  in  cola  water, 
aiul  dried.  It  is  claimed  that  by  this 
process,  which  is  patented  in  England, 
the  fabric  is  rendered  water-proof  ana 
incombustible  without  becoming  stiff 
or  losing  its  ductility,  or  preventing 
the  free  passage  of  air. 

Phosphorescent  Enamel,  Commercial 
phosphorescent  paint  in  p^owder  is  inti- 
mately mixed  with  'i  of  its  weight  of 
Very  finely-pulverized  fluorspar  or 
cryolite,  and  i  of  calcium  borate.  The 
mixture  is  made  into  a  paste  with  water, 
and  applied  in  a  uniform  layer  to  the 
articles  to  be  enamelled  by  means  of  a 
brush.  They  are  then  burnt  in  the 
usual  manner. 


Preparation  of  LvMre-coloTM  with 
Carbolic  Acid.  The  present  methods 
of  preparii^  Instre-oolors,  which  are 
much  used  in  the  decoration  of  earthen- 
ware and  glass,  have  tiie  disadvanta^ 
that  a  large  portion  of  the  metallic 
salts  remains  undissolved^  and  is  sepa- 
rated and  lost  in  an  undissolved  state 
in  dissolving  the  resinous  mass.  With 
the  aid  of  carbolic  acid  it  is  possible 
to  prepare  lustre-colors  without  an  ap- 
preciable loss  of  metallic  combinations. 

JJismuth  Lustre.  Dissolve  10  parts 
by  weight  of  bismuth  in  nitro-muriatic 
acid  and  evaporate  to  the  consistency 
of  thin  svrup.  When  cold  add  50  parts 
by  weigfit  of  carbolic  acid  liquefied  by 
moderate  heating  in  warm  water.  Let 
the  mixture  stand  a  fe.w  hours,  as  by 
stirring  and  heating  at  once  a  too  ener- 
getic reaction,  accompanied  by  strong 
foaming,  takes  place.  Then  stir  the 
mixture  with  a  glass  rod  and  heat  it 
for  some  time  in  a  steam-bath.  During 
this  operation  vapors  of  hydrochloric 
acid  are  evolved.  The  mass  is  taken 
from  the  steam-bath  as  soon  as  a  drop 
taken  from  the  vessel  by  means  of  the 
glass  rod  dissolves  clear  in  nitro-ben- 
zole.  When  this  is  the  case  the  mixture 
is  dissolved  in  nitro-benzole  and  is 
ready  for  use. 

7Yn  Lustre.  Dissolve  10  parts  by 
weight  of  tin  in  nitro-muriatic  acid, 
evaporate  to  the  consistency  of  thin 
syrup,  and  treat  with  50  parts  by  weight 
of  carbolic  acid  in  the  same  manner  as 
prescribed  for  bismuth  lustre.  Tlie 
subsequent  treatment  for  this  and  the 
followini^  preparations  is  the  same  as 
that  of  bismutn  lustre. 

Uranium  Lustre,    Dissolve  15  parts 
by  weight  of  uranic  nitrate  in  40  parts 
by  weight  of  pure  hydrochloric  acid 
aiid  treat  with  50  parts  by  weight  or 
carbolic  acid. 

Iron  Lustre.  Dissolve  16  parts  by 
weight  of  ferrous  chloride  in  pure  hy- 
drochloric acid,  and  after  evaporating 
to  the  consistency  of  thin  syrup  trout 
with  50  parts  by  weight  of  carbolic 
acid. 

In  the  same  manner  as  iron  lustre 
manganese  lustre  is  prepared  from 
niangnnons  chloride,  nickel  lustre  from 
nickel  chloride,  and  cobalt  lustre  irom 
cobaltous  chloride. 

For  the  production  of  combinatioik 
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lastrcs  the  different  preparations  are 
mixed  together. 

ISoap  Varnishes.  These  varnishes 
are  valuable  on  account  of  their  chea{>- 
ness,  their  resistance  to  water,  and  their 
elasticity.  The  simplest  mode  of  pre- 
paring tnem  is  as  follows :  Tallow  soap 
IS  boned  in  rain  water  until  a  clear 
solution  is  formed,  and  the  hot  solution 
filtered  through  a  cloth.  It  is  then 
again  heated,  and  after  diluting  with 
an  equal  volume  of  rain  water  precipi- 
tatea  with  boiling  solution  of  alum. 
The  precipitated  stearate  of  aluminium 
is  washed  several  times  with  boiling 
water  and  dried,  heated  on  a  water- bath 
until  transparent,  and  stirred  into  hut 
turpentine  until  it  forms  a  thick  varnish, 
which,  if  too  thick,  can  be  thinned  with 
hot  turpentine. 

Johnson* 8  Varnish  far  WdUr-proofing 
Paper  or  Cloth.  Dissolve  green  vitriol 
in  water,  add  soap  to  the  solution,  and 
collect  and  dry  the  precipitate  of  stear- 
ate of  iron  or  iron  soap.  By  dissolving 
the  stearate  of  iron  in  carbon  sulphide 
or  benzole  a  liquid  is  obtained  which 
leaves  a  water-proof  layer  upon  paper 
or  cloth.  If  toe  paper  or  cloth  is  to 
remain  white,  alum  solution  is  substi- 
tuted for  the  green  vitriol,  and  the  re- 
sulting white  stearate  of  aluminium  is 
used  in  the  same  manner. 

Soap  Va^'nish  for  Gildina.  This  is 
prepared  from  resin  soap  which  is  made 
oy  heating  a  solution  of  50  parts  of 
soda  in  150  of  water  to  the  boiling 
{>oint,  and  adding  gradually  and  with 
constant  stirring  Too  parts  of  powdered 
rosin;  the  boiling  is  then  continued 
2  or  3  hours  until  the  liquid  is  trans- 
parent. After  cooIini(  ami  pouring  off 
the  supernatant  fluid  the  resin  soaj)  is 
mixe<l  with  100  parts  of  water  ana  15 
of  soaked  glue  and  heated  until  the 
whole  is  dissolved.  This  is  a  quick- 
drying  varnish,  but  can  be  made  slow- 
dr^iiig  by  adding  10  to  20  parts  of  glyc- 
erine of  28°  B.  The  resin  soap  mixed 
with  5  per  cent,  of  its  weight  of  am- 
monia rorms  a  cheap  and  durable 
vehicle  for  paint. 

Water-proof  Gltie,  Dissolve  of  gum 
sandarac  and  mastic  each  5h  drachms  in 
i  pint  of  alcohol  and  add  5^  drachms  of 
turpentine.  Place  the  solution  in  a 
glue  boiler  upon  the  fire  and  gradually 
stir  into  it  an  equal  quantity  of  a  strong, 


hot  solution  of  glue  and  isinglass.  The 
mixture  is  ready  for  use  after  straining 
it,  while  hot,  through  a  cloth. 

For  gluing  mineral  substances  it  is 
best  to  stir  5?  drachms  of  finely-pulver- 
ized glass  into  the  strained  mixture. 
Articles  glued  with  this  preparation  can 
be  placed  under  water  without  danger 
of  the  glued  parts  separating. 


Copying. 

New  Md,hod  of  Copying  Drawings, 
The  paper  on  which  the  copy  is  to 
appear  is  first  dipped  in  a  bath  con- 
sisting of  30  parts  of  white  soap,  30 
parts  of  alum,  40  parts" of  glue,  10  parts 
of  albumen,  2  parts  of  glacial  acetic 
acid,  10  parts  of  alcohol  of  60°,  and 
500  parts  of  water.  It  is  afterwards 
put  into  a  second  bath  which  contains 
50  {tarts  of  burnt  umber  ground  in  al- 
cohol, 20  parts  of  lampblack,  10  parts 
of  glue,  and  10  parts  of  bichromate  of 
potassium  in  500  parts  of  water.  The 
paper  is  now  sensitive  to  light  and 
must  therefore  be  preserved  in  the 
dark.  In  preparing  paper  to  make  the 
positive  print  another  bath  is  made 
lust  like  the  first  one,  except  that 
lamf)black  is  substituted  for  the  burnt 
umber.  To  obtain  colored  positives 
the  black  is  replaced  by  some  blue,  red, 
or  other  pigment.  In  making  the  copy 
the  drawing  to  be  copied  is  put  in  a 
photographic  printing-frame,  and  the 
negative  paper  laid  on  it  and  then  ex- 
posed in  the  usual  manner.  In  clear 
weather  an  illumination  of  two  minutes 
will  suffice.  After  the  exposure  the 
negative  is  put  in  water  to  develop  it, 
and  the  drawing  will  appear  in  white 
on  a  dark  ground :  in  other  words  it  is 
a  negative  or  reverse  picture.  The 
paper  is  then  dried  and  n  positive  made 
Irom  it  by  placing  it  on  ttie  glass  of  a 
printing-frame  and  laying  the  positive 
paper  upon  it  and  exposing  as  before. 
After  placing  the  frame  in  the  sun  for 
two  minutes  the  positive  is  taken  out 
and  put  in  water.  The  black  dissolves 
off  without  the  necessity  of  moving  it 
back  and  forth. 

Phytochromotypy.  This  is  a  process 
of  producing  impressions  of  leaves  and 
plants  and  is  effected  as  follows :  The 
plant  is  first  dried  and  flattened  by 


TECHNO-CHEMICAL  RECEIPT  BOOK. 


proMmra  between  nn»i»ed  paper,  or  it 
may  be  dooe  rapidly  witb  a  hot  iron. 
Tlieiurfiwe  to  be  copied  in  Iheu  brushed 
iri;h  a  aolution  of  anilioe  uolnr  id 
alcohol  and  alloired  to  dry,  which  will 
take  plaoe  very  rauidly.  If  the  Im- 
pruMian  Is  to  be  taken  on  paper,  im- 
merse the  latter  in  water  for  a  few 
■ecooda,  and  remove  the  ezcesa  by 
preniDg  between  blotl^ng- paper.  Place 
it  thea  □□  aoDie  noii'aliMrbiDg  surface 
and  apply  the  plant  colored  side  dowo  ; 
place  over  it  a  sheet  of  strong  paper, 
and  while  it  is  held  securely  in  |>asit)OD 
■tamp  the  whole  surface  with  a  wad  of 
cotliin.  A  cold  iron  may  be  lightly 
paawd  over  the  paper  iuHteud  of  using 
the  cotton,  and  if  a  few  sheets  of  tissue 
paper  are  interposed  between  the  paper 
and  plsat  its  outline  and  veins  prin- 
cipally will  be  copied,  while  without  it 
the  whole  surface  may  be  impressed  on 
the  paper.  If  the  paper  which  is  to  re- 
ceive tne  impression  is  moistened  with 
alcohol  instt^  of  water,  the  impression 
will  tie  brighter  and  the  paper  will  re- 
ttun  its  lustre  or  glaze  better.  If  a  very 
light  coatJng.  of  glycerine  be  spread 
upon  the  colored  plant  when  perfectly 
dry,  and  the  eioesa  removed  by  un- 
glaied  paper,  one  or  more  prints  may 
be  immediately  taken  upon  dry  paper 
or  other  dry  surface.  If  the  print 
shows  blots  when  a  strong  color  ia  used, 
pasti  over  the  snrfaoe  with  a  solution 
i.f  saltpetre  whioli  will  moderate  the 
impression.  Different  parts  of  plants 
may  be  colored  difierently  to  oonfonn 
tu  natare  or  individual  taste.  Defects 
may  be  touched  up  with  a  pea  dipped 
in  the  color. 

EXPLOSITB  AaEKT§. 

Blasting  OartTidr/ea.  Dissolve  73 
parta  of  saltpetre  and  1  of  magnesium 
sulphate  in  i  of  theirweight  of  boilios 
water,  and  compound  with  8  parts  of 
ground  wood  charconl,  S  of  bran,  and 
to  of  sulphur,  previously  mixed  diy. 
SUr  the  mass  thoroughly,  and  heat  for 
2  hours  at  a  temperature  of  284°  F., 
and  then  dry  in  a  drying  apparatus  fiir 


5  hou 


e  of  I 


The  dried  mass  is  pressed  into  cylin- 
ders, four  of  which  are  generally 
funned  into  a  eartridge  iu  a  paper 
shell. 


Blmting  Paprr.    CoatDnsized  paper 

with  a  hot  mixture  of  11  drachnu  oT 
ferrocyanide  of  potassium  dissolved  ta 
3i  pints  of  water,  11  onnc«e  of  baas- 
wood  charcoal.  l\  ounces  of  refined 
saltpetre,  2i  oonces  of  potassium  chlo- 
rate, and  6k  drachms  of  wheat  stavcli, 
stirred  to  a  (laste  with  li  ounces  of 
water;  dry  and  smooth.  For  une  roll 
strips  of  the  prepared  paper  into  car- 
tridges. 

EUplmive  Comtnnation.  An  explo- 
sive combination  consists,  according  to 
a  French  patent,  of  80  parts  of  pow- 
dered potassium  chlorate,  20  parts  of 
ordinary  ooal  tar,  and  a  porous,  ab- 
sorbent substance,  such  as  pulverised 
wood-charcoal  or  silicious  earth.  Fo- 
tassinm  permanganate  can  be  snlMti- 
tuted  for  a  portion  of  the  chlorate. 

Eipiorive  Sabitanee,  This,  accord- 
ing to  an  English  patent,  consists  of  9 
Cnrts  of  potassium  chlorate,  2  ofcarbo- 
ydrate  (sugar),  1  of  flour,  and  lof  f^ 
ro<^anide  of  potassium. 

Exploiivt  and  Pvroteeh'nie  Sab- 
ilanca.  Ferrocyanide  of  potassinm, 
■altpetre,and  chlorate 
of  potassium  are  dis- 
solved and  mixed 
with  pulverized  char- 
coal. The  water  is 
then  evaporated,  and 
the  substances  are 
combined  by  the  ad- 
mixture of  paraffins 
^  or  resins.  The  paraf- 
Gue  is  used  eith^ 
melted  or  dissolved 
in  benzine.  The  mass 
ia  made  into  any  de- 
sired shape,  and  can 
also  be  u^  for  coot- 


il«  paper. 

Jfrtftod  of  Blmting 
under  Water  vUh 
Cfnaprased   Qun-toi- 


6  Um  cartridge  of  com- 
pressed gun-cotton, 
and  r2  the  quick  mal'>h 
with  the  cap.  The 
cartridge  is  enclosed  in  the  rubber  tube 
e,  which  on  the  top  is  bstened  water- 
tight around  the  quick-match,  bo  that 


Fig.  60. 
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when  the  cartridge  ia  placed  uoder 
water  the  latter  can  peuetrale  the  gan- 
cottou  ouly  from  belov.  The  entire 
charge  U  eocloaed  Id  the  tin  case  c, 
whieh  is  open  oti  top  and  bottom  for 
the  passage  of  water.  The  cartridge  re- 
maina  eiploaible  until  all  the  gaa- 
cotton  ia  soaked  through  by  the  water 
entering  fhim  below,  which  with  a 
cartridge  about  1  inch  in  diameter  and 
4]  inches  long  will  be  the  case  iu  ei- 
actl;  'i2  hoiusj  which  makes  (he  unex- 
pected ej[i1o9ion  of  a  charge  missing 
tire  impossible  atler  that  time. 

New  Blatti-ag  Powder.  Saltpetre, 
potasainm  chlorate,  and  finely-pulver- 
iied  ooal'tar  pilch  are  converted  with 
bcnsitie  into  a  plastic  pnsle,  which  is 
luade  into  flat  cates  and  freed  from  the 


of  this  ponder 


.  Faeiliq 


2.  Safety 


in  its  preparation.  3.  Abaence  ._  ___ 
hygroscopic  properties  (4  ounces  placed 
upon  a  very  senrntive  scale  in  an  open 
window  for  4dHyBof  misty  weather  did 
not  inerease  in  weighl|.  4,  Superior 
force,  2i  tiroea  that  of  ordinary  powder. 
6.  Very  small  residne.  6.  Scarcely 
perceptible  smoke. 

f/ea  Mtthoil  o/  Prrparing  Giant 
Powder,     Two  miitures  are  prepared  : 

a.  36.06  parlaofpolaBiHnm  or  sodium 
bisalphate,  28.G0  of  potassinm  nitrate, 
and  9.20  of  glycerine. 

b.  EO  to  56  parts  of  some  chlorate,  and 
60  to  45  parts  of  a  sabslaoce  rich  in 

On  igniting  a  mixtoie  of  the  two,  it 


benzine 


evsporstio 


,    and    then 


by  . 

worked  in  tlie  same  manner  as  ordinary 
powder.  The  grains,  which,  like  those 
of  the  ordinary  article,  are  irregular  in 
form,  can  be  made  of  any  desired  size. 
The  density,  which  is  0.9  or  somewhat 
more,  corresponds  with  that  of  ordinary 
gunpowder.  This  new  powder  pos- 
sesses conaiderable  hardness,  does  not 
lose  color,  even  when  wet,  and  without 
undergoing  a  change  stands  a  higher 
degree  of  heat  than  that  of  melting 
tin.  It  is  not  Inflammable  by  single 
sparks  of  short  dnration.  Ignited  free. 
It  bDmB  quickly  with  a  while  Qame: 

'~   a  closed  spa^  it  bui_., 

'  "i   little  smoki 


in  a  closed  space  it  bun: 
reiT  energetically  with  t 
snd  leaving  a  very  small 


is  claimed  mixture  h  evolves  snfficietit 
heat  to  effect  the   nitrification  of  the 

glycerine  and  explosion  of  the  nitro- 
glycerine. The  material  rich  in  carbon 
IS  saturated  with  concentrated  solutiona 
of  the  bisulphate,  nitrate,  and  chlorate, 
and  dried.  The  mass  is  then  mixed 
with  the  glycerine  and  made  into  car- 
tridges. 

Preparatiim  of  HypoaiUtic  Acid  and 
iu  Uie /or  Erpioiive  and  UlutninKting 
Sabitancet.  The  following  process  has 
been  patented  in  France  and  Germany: 
Nitrate  of  lead  is  heated  in  the  retort 
A  (Fig.  6t).  The  developed  gases  are 
first  conducted  Ihmngii  Hutphnric  acid, 
which  retains  the  moisture,  and  then 
into  the  condensers  (7 of  enamelled  cast- 
iron,  which  rest  in  the  cooling  vessel  S, 
whose  oooling  fluid  is  kept  at  cero  by 
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the  ice  machine  O.  While  the  oxygen 
escapes  for  farther  use  through  />,  the 
hyitonitric  acid  colltnits  in  the  reser- 
voirs JET  and  «/,  the  first  of  which  is  pro- 
vided with  a  test-cock  for  the  examina- 
tion of  the  acid.  The  reservoir  /  con- 
tains sulphuric  acid.  From  J  the 
hyponitricacid  is  brought  by  the  pump 
O  into  the  vessel  Z,  and  fri»m  there  is 
drawn  into  tin  cans.  The  oxide  of  lead 
in  the  retorts  is  reconverted  into  nitrate 
by  nitric  acid. 

A  mixture  of  carbon  di-snlphide  and 
hyponitric  acid  is  a  powerful  explosive, 
which  is  exploded  by  fulminate  of  mer- 
cury or  gunpowder.  It  does  not  ex- 
plode by  a  shock  alone,  nor  by  heating 
to  398°  F.  A  mixture  of  equal  parts 
of  hyponitric  acid  and  carbon  di-sul- 
phide  gives  the  most  powerful  explo- 
sion. 

The  mixture  bums  in  the  open  air 
with  a  brilliant  white  light,  which  is 
powerfully  actinic. 


Glass. 

ApperVs  Method  of  Blotoing  Glass 
by  Means  of  Compressed  Air.  The  air 
is  compressed  by  a  double  cylinder 
pump  to  50  pounds  per  scjuare  inch. 
The  compressed  air  parses  into  12  steel 
reservoirs,  which  together  form  a  bat- 
tery. 

Each  reservoir  has  a  capacity  of 
150  gallons,  and  is  tested  to  stand  a 
working  pressure  of  70  pounds  per 
square  inch.  A  cylinder  placed  on  the 
side  is  provided  with  a  safety-valve 
with  an  alarm  whistle.  The  reser- 
voirs serve  as  accumulators  for  night 
work. 

Lead  pipes,  1  inch  in  diameter,  are 
nsed  for  distributing  the  compressed 
air.  They  are  placed  in  the  upper 
part  of  the  work-room,  and  provideu  at 
suitable  places  with  discharge-cocks. 
For  blowing  large  vessels  the  air  can 
be  taken  direct  from  the  conduit,  while 
for  small  articles  the  air  is  conducted 
into  collecting  cylinders,  and  the  press- 
ure regulated  according  to  the  nature 
of  the  articles  to  be  blown. 

The  compressed  air  is  conducted  to 
every  large  room  by  underground  iron 
pipes  connected  with  the  accumulators 
and  the  collecting  cylinder,  which  is 


provided  with  contrivances  by  which 
the  pressure  can  be  regulated  to  ^ 
ounce  to  the  square  inch.  From  the 
pressure  regulator  conduits  lying  upon 
the  floor  lead  to  the  work-places  of  the 
glass-blowers.  The  conduits  are  pro- 
vided with  cocks  which  can  be  regu- 
lated by  the  workman  with  the  foot. 
On  the  cocks  are  rubber  pipes  commu- 
nicating with  the  air-nozzle,  consisting 
of  a  rubber  cone  enclosed  by  a  copper 
case  which  is  fastened  to  an  iron  pipe 
movable  in  a  stationary  pipe.  The 
two  pipes  are  separated  from  each  other 
by  oiled  tow. 

One  end  of  the  pipe  is  connected  with 
the  nozzle.  Figs.  62  to  74  represent  the 
manner  of  connection. 

The  glass-blower  works  upon  a  bench 
upon  which  the  pipe  connected  with 
the  nozzle  is  carrieid  by  a  small  car- 
riage, which  moves  in  a  frame  fastened 
to  the  ledge  of  the  bench,  and  is  pro- 
vided with  1  vertical  and  4  horizontal 
rollers. 

For  fashioning  an  article  a  curved 
metal  pipe  called  a  ''swan  neck"  is 
used.  It  is  connected  with  the  air-noz- 
zle by  means  of  a  piece  of  rubber  pipe, 
which  rests  upon  the  blowing-pipe, 
which  is  held  straight. 

A  third  arrangement  allows  of  blow- 
ing free  in  the  air  by  holding  the  blow- 
ing-pipe perpendicular  or  slanting,  the 
glass  being  always  under  it. 

It  will  be  readily  understood  that  by 
varying  the  shape  and  adjustments  of 
the  pipes  fattened  to  the  air-holes  and 
by  fitting  to  the  pipes  rubber  hose  of 
various  lengths  and  connecting  each 
with  a  nozzle,  the  blowing-pipe  can  be 
given  any  desired  mobility,  and  the 
smallest  as  well  as  the  largest  articles, 
for  instance  cylinders  3  feet  in  diam- 
eter, can  be  blown  with  the  greatest 
ease. 

Another  use  of  compressed  air  is  for 
the  manufacture  of  pressed  glass.  Ap- 
pert's  apparatus  consists  of  a  cylinder, 
in  which  moves  a  piston.  Thick  rubber 
plates  on  both  enas  of  the  piston-trark 
serve  for  breaking  the  shocks.  The 
core  is  fastened  to  the  lower  pan  of  the 
piston,  whose  motion  c&n  be  accurately 
regulated. 

The  piston  is  put  in  motion  by  a  slide- 
valve  constructed  similar  to  that  of  a 
steam-engine.    This  machine  can  exert 


be  eipenseB  of  blowing  gliOB  hj 
ipreBsed  air  are  not  iDcrf^ased^  but 
'    >f  the  ^eat  rapidity  of  the 


work  rather  di 
the  work  ia  eoaie 
the  process  does 
of  the  present 
elf  - 


iiahed;  and,  besides, 


th  many 
:    of    bio 


Without  the  aid  of  il lustrations  it 
would  be  difficult  to  g;ive  a  coiii]ilele 
description  of  the  process.  From  the 
accompany ing  accnral^  illuBtrations 
with  explanations  the  practiciil  impor* 


.    will 


a  preasare  of  1450  pounds,  and  the 

fireflsure  ia  carried  out  nith  such  rapid- 
ly that  extremely  tliin  articles  can  be 
tnade.     The  average  capacity  of  the 


the    , 

Figs.  S2  and  63  show  a  section  of  the 
air-noiile  into  which  the  workman  in- 
troduces hia  blowing-pipe  in  the  mo- 
ment of  blowing. 

Fig.  64  is  a  longitudinal  section 
through  the  working-room  of  the  glass- 

a.  Air  reservoir  under  a  preasnte  of 
8.8  pounds. 
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ft.  Air  rewrrolr  tmdar  ft  preMore  of 
61  oancea. 

c.  HiKh-preamreaJi'oondnit. 
rf.  Low-presiare  airraindrnt. 
¥if.  65.   Crom  seoUott  through  tbe 
vork-room  of  tbe  glui-blowera. 


/.  Hachine  for  coinprea^Dg  air. 

g.  Fresute  regulator. 

<w.  DJetributing  openioga  with  atop- 

Fig. 66.  AnComaticpreuareregiiUlot 
(Delaneare'a  ay  stem). 
Fig.  67.  View  of  the  raovable  appa- 


ratos  called  a  "awon  neck,"  which 
Berves  for  blowing  gaa  and  lamp  chim- 
nevG,  bottles^  eto. 

Fig.  68.  Sidi;  view  of  the  same  appa- 


a.  IHatiibntiiig  pluie  ibr  the  com* 
precKd  air. 

b,  Diitributing    cock    turned     by 

cc'.  Treadlea  upon  which  the  work- 
man iJacei!  hie  foot. 

A.  Diatribntiuj;  plpei. 

/.  Compenaation  roller,  which,  ao- 
cording  to  need,  permits  the  short- 
ening or  lengtheniDg  of  the  rubber 
pipe. 


'easel  containing  ci     ^ 
ft.  Cock     for    decreaain;!      pressure, 
which  ia  turned  bj  the  tri^inlle  c. 

d.  Noszle  into  which  the  workman 
inserts  liia  hlowiuj^-pipe. 

e.  Frame  with  hinge.joinlii,  in  which 
moves  the  roller  arrangement  carrying 
the  air-iioijle. 

Fi^B.  73  and  74.  Apparolus  for  "  free 
blowing,"  forthe  mnnufactureof  lamp- 
Bhadee,  naska,  and  retorts. 

a.  Distributing  cock  turned  by  means 
of  the  pedal  c, 

b.  Tsoztie  movable  around  the  shaft 
0,  which  allows  the  pipe  lo  asSQme  all 
poBJtiona  in  a  vertical  plane. 

Culting  GloM  mil/t  a  Carbon  Pencil. 
The  carbon  pencils  are  made  according 
to  difterent  receipts,  of  which  we  give 
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1.  Dissolve  100  parts  of  gam-Arabic 
in  240  parts  of  water,  and  mix  the  so- 
lution with  a  paste  prepared  by  trit- 
urating 40  ^arts  of  powdered  gum 
tragacanth  with  640  parts  of  hot  water. 
Then,  having  dissolved  20  {)arts  of 
storax  and  20  parts  of  benzoin  in  90 
parts  of  alcohol,  strain  the  latter  solu- 
tion and  add  to  it  the  mixed  mucilage. 
Finally  mix  the  whole  intimately  with 
240  to  280  parts  of  powdered  charcoal, 
so  as  to  be  uniform  throughout.  The 
charcoal  should  be  previously  passed 
through  a  fine  sieve.  The  doughy  mass 
is  cut  into  suitable  pieces,  wnich  are 
rolled  between  two  boards  dusted  over 
with  coal  dust  until  cylindrical  strips 
about  i  inch  in  thickness  are  formed, 
which  are  allowed  to  drv  slowly  be- 
tween blotting-paper.  When  usinff 
them,  one  end  is  pointed  like  a  lead- 
pencil,  and,  after  having  previously 
made  a  scratch  in  the  glass  with  a  file 
or  diamond,  the  heated  and  glowing 
end  of  the  pencil  is  carried  along  the 
line  in  which  the  glass  is  Intended  to 
be  fractured.     > 

2.  Dissolve  8  to  10  parts  of  gum  trag- 
acanth in  about  100  parts  of  hot 
water,  add  to  the  mixture,  with  con- 
stant stirring,  30  parts  of  acetate  of 
lead  and  60  parts  or  finely-sifted  beach- 
wood  charcoal,  and  proceed  as  in  the 
previous  receipt. 

3.  Sticks  or  soft  wood  (willow  or 
poplar)  of  about  the  thickness  of  a  fin- 
ger, and  thoroughly  dry,  are  immersed 
for  about  one  weet  in  a  concentrated 
solution  of  acetate  of  lead,  after  which 
they  are  again  dried.  When  ignited 
these  sticks  burn  like  glaziers'  char- 
coal. 

The  first  receipt  yields  the  best  prod- 
uct, as  it  burns  much  slower  than  the 
others.  These  pencils  maintain  a  more 
uniform  heat  than  a  hot  iron  which  is 
constantly  getting  cold. 

Etching  Ink  for  Glass,  Equal  parts 
of  hydrofluoric  acid,  fluoride  of  ammo- 
nium, and  dry  precipitated  barium  sul- 
phate are  ruboed  tos^etlier  in  a  por- 
celain mortar.  When  intimatelv 
mixed,  the  mass  is  transferred  to  a  disn 
made  of  platinum,  lead,  or  gutta- 
percha, and  fuming  hydrofluoric  acid 
poured  over  it  successively  and  rapidly 
stirred  with  a  gutta-percha  rod,  shaped 
like  a  pestle,  until  the  impression  left 


by  the  rod  auickly  vanishes.  The  re- 
sulting fluia  can  be  applied  with  an 
ordinary  steel-pen,  and  the  glass  written 
on  is  etched  immediatelv,  the  etched 
portions  being  so  beautifully  roughened 
that  they  are  visible  at  a  long  distance. 
The  ink  only  needs  to  act  for  15  sec- 
onds on  the  glass,  and  a  longer  action 
may  cause  the  edges  to  lose  their  sharp- 
ness. 

The  ink  cannot  of  course  be  kept  in 
glass  bottles,  but  only  in  gutta-percha 
vessels  closed  with  corks  protected 
with  wax  or  parafline.  Owing  to  its 
greater  specinc  gravity  the  oarium 
compound  used  to  thicKen  it  settles; 
hence  the  bottle  must  be  well  shaken 
each  time  before  using. 

In  making  good  etching  ink  the 
quality  of  the  barium  sulphate  is  of 
great  consequence.  It  is  b^t  prepared 
by  precipitating  barium  chloride  with 
an  excess  of  sulphuric  acid,  washing 
well  by  decantation,  filtering,  and  dry- 
ing at  248°  F.  It  is  only  in  this  man- 
ner that  it  can  be  obtained  sufiiciently 
fine  and  impalpable.  Concentrated 
hydrofluoric  acid  may  cause  serious  in- 
flammation and  even  ulcers  if  left  in 
contact  with  the  skin  for  some  time, 
so  that  care  should  |>e  taken,  both  in 
making  and  using  the  ink,  not  to  touch 
it  to  the  fingers. 

To  make  ordinary  etchings  more  dis- 
tinct and  visible  at  a  greater  distance 
it  is  frequently  necessary  with  delicate 
lines,  especially  on  graduated  chemical 
ware,  burettes,  eudiometers,  etc.,  to  rub 
some  clay,  red  lead,  or  soot  over  them. 
A  small  quantity  adheres  to  the  rough- 
ened surface,  but  it  soon  rubs  off".  The 
etchings  made  with  this  ink  are  so 
much  rougher  that  if  a  strip  of  metal  is 
rubbed  over  the  lines  some  will  adhere, 
and  they  acquire  the  color  and  lustre 
of  the  metal.  If  a  name  is  written  on 
glass  with  this  ink  and  the  spot  rubbed 
with  a  thick  brass  wire,  the  name  will 
appear  in  golden  letters,  and  may  be 
protected  by  a  thin  coat  of  colorless 
varnish.  liead  may  also  be  used,  but 
for  chemical  apparatus  platinum  is  pre- 
ferred, as  it  easily  rubs  into  the  lines 
and  requires  no  protective  coating. 

Glass  with  Copper  Lustre,  Pins  with 
glass  heads  of  a  beautiful  coppery  ap- 
pearance are  found  in  commerce.  The 
glass  used  for  such  heads  is  composed  of 
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45  per  cent,  of  fine  quarts  sand  contain- 
ing some  ferric  oxide  and  lime  ^so-called 
silver  Band),  36  per  cent,  of  minium^  11 
per  cent,  of  soaa,  2  per  cent  of  salt* 
petre,  8.25  per  cent,  of  pyrolnsite,  2.5 
per  cent,  of  cupric  oxide,  and  0.25  per 
cent  of  cr^fltalliEed  bismuth  nitrate. 

Mix  the  ingredients  thoroughly  and, 
afler  melting  m  a  clay  crucible,  stir  tlie 
melted  mass  and  keep  it  in  flux  for 
feome  time«  The  resulting  product 
when  cold  is  a  nearly  black  trans- 
parent glass,  which  can  be  easily 
shaped  into  pin-heads  and  fastened  to 
steel  pins  by  melting  in  the  blast  lamp. 
The  neads  show  at  first  the  dark  ap- 
pearance of  the  glass,  but  by  bringing 
the  melted  glass  mass,  when  no  longer 
at  a  red  heat,  into  the  interior  of  the 
blast  flame,  it  acquires  in  a  few  seconds 
the  appearance  and  lustre  of  polished 
copper. 

Lead-pencilB  for  Olass  and  Porce- 
lain, A*  Black  Pencils.  Ten  parts 
of  best  lampblack,  40  parts  of  white 
wax,  and  10  parts  of  suet. 

B.  White  Pencils,  Forty  parts  of 
Kremser  white,  20  parts  of  white  wax, 
and  10  parts  of  suet. 

C.  Light-hlue  Pencils,  Ten  parts 
of  Berlin  blue.  5  parts  of  white  wax, 
and  10  parts  of  suet. 

D.  Dark-hlne  Pencils.  Fifteen  parts 
of  Berlin  blue,  6  parts  of  white  wax, 
and  14  parts  of  suet. 

E.  Yellow  Pencils,  Ten  parts  of 
chrome-yellow,  20  parts  of  white  wax, 
and  10  parts  of  suet. 

The  coloring  material  is  mixed  with 
the  heated  wax  and  suet,  the  mixture 
ground  and  sufficiently  dried  in  the  air 
to  allow  of  its  being  pressed  into  round 
pencils  by  means  of  a  hydraulic  press, 
and  treated  like  ordinary  lead-pencils. 
Ailer  pressing,  the  pencils  are  aried  in 
the  air  until  they  have  acauired  sufii- 
cient  solidity  to  be  glued  into  wooden 
cases. 

Lithium  Glass,  Lepidolite  is  con- 
tinuously heated  6  to  8  hours,  without, 
however,  being  allowed  to  fuse^  then 
cooled  in  water  and  converted  into  a 
fine  powder,  which  is  melted  in  clay 
pots  like  ordinary  glass  material  and 
worked  into  glass.  All  fluxes,  clarify- 
ing materia],  and  coloring  matters  used 
in  the  manufacture  of  glass  can  be 
added  as  required  or  desired. 


Manvfadure  of  Plate  GtasB,  The 
following  is  one  of  the  formulae  gen- 
erally employed  :  Silica  78  parts,  pot- 
ash 2,  soda  13,  lime  5,  alumina  2.  The 
materials  In  a  comminuted  form  are 
fused  in  crucibles  or  pots,  exposed  to 
an  intense  heat  in  a  furnace,  ooniplete 
fUsion  requiring  about  20  hours.  From 
the  pots  it  is  ladled  into  a  cistern, 
called  the  cuvette,  which  is  also  placed 
in  a  hot  furnace,  where  it  remains  until 
the  glass  is  fired  and  in  proper  con- 
dition to  flow  readily  ana  equabl^p^. 
When  this  is  the  case  the  cuvette  is 
lifted  out  of  the  fiimace  by  means  of 
tonp;s  and  hoisted  on  to  a  carriage  by 
which  it  is  moved  to  the  casting  table. 
It  is  then  skimmed  to  remove  impurr 
ities  fh>m  its  surface,  and  hoisted  by  a 
crane  immediately  over  the  castms 
table.  The  casting  table  is  surrounded 
by  side  and  end  ledges  corresponding  in 
depth  to  the  thickness  of  the  plate  to 
be  made,  to  prevent  the  escape  of  the 
liquefiedf  glass  which  is  poured  upon  it 
by  tilting  the  cuvette.  During  the 
pouring  a  washer  is  drawn  immediately 
m  front  of  the  glass  to  remove  any  dirt 
from  the  casting  slab,  and  when  this 
has  been  covered  to  the  requisite  depth 
a  heavy  copper  roller  is  drawn  over  the 
surface  of  tne  glass,  causing  it  to  ex- 
hibit a  beautiral  iridescent  play  of 
colors ;  this  roller  flattens  its  upper  sur* 
face  and  causes  an  excess  of  the  metal 
to  be  thrown  off  at  the  end  of  the  table, 
where  it  is  received  in  a  trough  of  water. 

A  thick  flange  of  the  glass  is  turned 
up  at  the  end  of  the  plate,  to  which, 
wnen  somewhat  hardenea,  a  rake- 
shaped  iron  is  applied,  by  which  it  is 
forced  into  the  annealinj^  oven,  or  upon 
a  carriage  by  which  it  is  conveyed  to 
the  oven.  As  the  plate  is  yet  plastic, 
its  under  side  takes  an  impression  from 
the  bricks  of  the  oven,  while  the  upper 
surface,  though  smooth,  is  uneven;  it 
consequently  requires  to  be  ground 
and  polished.  After  remaining  in  the 
oven  about  5  days,  and  being  allowed 
to  cool  gradually,  it  is  carefully  ex- 
amined to  see  if  it  will  admit  of  being 
finished  as  a  single  plate,  or  whether  it 
has  flaws  or  knots  which  necessitate  it 
being  cut  into  smaller  pieces.  If  the 
latter  be  the  case  the  defective  por- 
tions are  cut  out  and  the  remainder 
serves  for  plates  of  less  size.    In  either 
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case  the  plates  are  embedded  in  plaster- 
of-Paris  upon  stone  tables  about  8  feet 
wide  and  15  feet  long.  The  tables  are 
arranged  in  pairs  at  about  10  feet  dis- 
tance apart. 

Other  plates  of  glass  are  cemented  to 
the  under  surfaces  of  the  two  swing* 
tables  or  runners,  which  by  means  of  a 
horizontal  frame  between  each  are 
caused  to  traverse  backward  and  for- 
ward,  a  circular  motion  being  at  the 
same  time  imparted  by  means  of  a 
vertical  crank  shaft  pivoted  to  the 
central  and  upper  part  of  the  table  and 
actuated  by  bevel-gearing;  four  other 
cranks,  one  at  each  corner  of  the  frame, 
serve  to  guide  and  limit  its  motion, 
causing  its  central  point  to  describe  a 
circle  about  4  feet  in  diameter,  so  that 
different  portions  of  the  faces  of  the 
upper  and  lower  glass  plates  are  con- 
tinually applied  to  each  other.  Sharp 
river-sand  sifted  into  two  different  sizes 
is  used  as  an  abradant ;  when  the  sur- 
&ce  of  the  lower  plate  has  been  ground 
quite  flat  by  the  coarser  sand,  it  is 
removed  by  careftil  washing,  and  the 
finer  sand  substituted  for  it:  to  this 
succeeds  emery  powder,  a  coarser  and 
then  a  finer  quality  being  applied,  the 
glass  being  thoroughly  wasned  previ- 
ous to  each  change  of  material,  so  that 
none  of  the  coarser  particles  previously 
used  may  remain  to  cause  scratehes  on 
its  surface.  The  plates  are  then  in- 
verted and  the  same  process  is  repeated 
on  the  other  side.  For  this  purpose 
the  frame  above  described  is  suspended 
by  chains,  which  admit  of  its  being 
raised  from  the  surface  of  t]ie  lower 
table.  These  machines  do  not  permit 
the  use  of  very  fine  emery,  as  their 
wci.j^ht  and  velocity  at  such  near  prox- 
imity as  they  would  necessarily  be 
would  tear  the  surface  of  the  glass ;  the 
velocity  is  consequently  reduced  when 
tlie.  fluer  emery  is  emploved,  and  a  dif- 
fcreut  machine  worked  oy  hand-power 
is  used  for  the  final  smoothing,  prepar- 
atory to  the  process  of  polishing.  This 
is  effected  ujton  stone  benches  about 
2  feet  high,  having  plane  upper  sur- 
faces which  are  covered  with  wet  can- 
vas. Upon  this  one  of  the  larger  plates 
is  laid,  the  wetted  surface  of  the  canvas 
serving  to  retain  it  in  its  place.  A 
smaller  plate  is  used  as  a  grinder  or 
runner ;  if  this  be  of  such  size  that  a 
28 


uniform  pressure  of  it  cannot  be  im- 
parted to  it  by  hand,  leaden  weights 
are  distributed  over  its  surface.  Emery 
powders  of  gradually  increasing  fine- 
ness are  applied  with  water,  and  the 
runner  is  traversed  back  and  forth  by 
hand  with  a  semicircular  stroke,  its 
path  bein^  slightly  changed  at  each 
stroke,  whue  the  runner  itself  is  gradu- 
ally turned  around  as  on  an  axis  dur- 
ing the  progress  of  the  work.  These 
combined  movements  serve  to  evenly 
distribute  the  emery,  and  insure  an 
equal  amount  of  grinding,  both  to  the 
bed -plate  and  runner.  , 

.  About  six  sizes  of  carefivlly  washed 
emery  are  used  in  smoothing,  and 
between  each  change  the  plates  and 
evervthing  about  the  apparatus  are 
careiuUy  washed,  including  the  hands 
of  the  operators.  The  fine  emery  pow- 
der last  employed  imparts  a  very 
smooth  surface  to  the  plates,  which  are 
now  ready  for  polishing.  The  polish- 
ing macliine  has  a  bed  mountea  upon 
rollers,  and  traversed  slowly  back  and 
forth  sideways  by  a  rack  and  pinion 
beneath.  Two  carriages  supported  on 
wheels  on  each  end,  wnich  run  on  rails 
at  each  end  of  the  table,  have  a  recip- 
rocation of  about  2  feet  by  means  of 
two  opposed  cranks,  so  that  ope  ad- 
vances while  the  other  recedes.  They 
are  placed  about  4  feet  apart,  and  to 
their  under  surfaces  are  attached  rub- 
bers having  sockets  in  their  up[)er  narts 
into  which  bars  with  rounded  enas  on 
the  under  side  of  the  carriage  are  fitted, 
allowing  a  certain  freedom  of  motion 
independent  of  each  other ;  they  measure 
6  X  S  inches,  are  placed  at  distances  of 
1  foot  apart,  and  their  faces  are  covered 
with  thick  felt.  By  the  reciprocating 
motion  of  the  carriage  and  the  transverse 
movement  of  the  bed  they  are  caused 
to  act  on  every  part  of  the  surface  of 
the  glass,  a  sufficient  pressure  being 
imparted  to  each  by  weights. 

The  powder  generally  employed  in 
polishing  is  "Venetian  pink,'' a  sub- 
stance containing  a  small  proportion  of 
oxide  of  iron  mingled  with  earthy 
matter.  It  is  used  with  water,  which 
reduces  the  friction  and  prevents  the 
glass /rom  becoming  heated.  Tripoli, 
crocus,  and  putty  powders,  when  used 
with  water,  cut  too  actively  to  prodiyjc^ 
a  high  polish    in  this  way;    though* 
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thef  are  employed  drjr  for  tlie  lart 
finish  in  hand-polinhiiig,  the  amoant 
of  loiihoe  acted  on,  with  the  relodtj 
and  power  of  the  machinery,  would 
render  these  liable  to  tear  the  snrfiuw 
of  the  glan,  besidee  exposing  it  to  the 
contingency  fji  being  oroken  bj  the 
heat  eTolyed. 

Ornamenting  Froaied  Ola$g,  A 
method  of  ornamenting  frosted  glass 
for  those  who  cannot  dntw  is  to  choose 
some  pretty  pattern  of  lace  curtains, 
lay  it  smootnly  on  thin  paper,  and 
with  a  pencil  trace  the  outlines.  Then, 
after  making  as  many  layers  as  yon  re- 
quire patterns,  cut  out  the  designs  at 
one  time  through  the  several  layers  of 
the  paper  with  a  pair  of  sharp-pointed 
scissors.  Fasten  the  nattems  with 
tacks  to  the  frame  aronna  each  pane  of 
glass  you  wish  to  decorate.    Tie  up  a 

1>iece  of  putty  in  a  piece  of  thin  muslin, 
eaving  enough  of  the  latter  to  hola 
insteaa  of  a  lumdle.  With  this  dabble 
all  over  that  part  of  the  glass  which 
the  pattern  leaves  bare.  When  the 
putty  on  the  glass  has  dried,  remove 
thepaper  and  varnish  the  glass. 

To  Transfer  PholoprapM  to  Glast. 
Separate  the  paper  print  from  the  back- 
ground hj  steaming  it,  dry  thoroughly 
and,  having  given  the  warmed  glass 
an  even  coatine  of  balsam  or  n^;ative 
varnish,  place  the  face  of  the  pnnt  on 
the  surface  thus  prepared.  Smooth  it 
out  and  let  it  stand  in  a-  cool  place  until 
the  varnish  has  hardened.  Then  apply 
water,  and  with  a  soft  piece  of  gum 
rubber  rub  off  the  paper  so  as  to  leave 
the  photographic  image  on  the  var- 
nished glass. 

Platinizing  Olass.  In  order  to  suc- 
ceed in  coating  porcelain  or  glass  with 
a  perfectly  faultless  film  of  platinum 
of  the  brilliancy  of  silver  It  is  indis- 
pensable to  make  use  of  a  perfectly  dry 
chloride  of  platinum,  as  free  from  acia 
as  possible.  To  that  end  pour  some  oil 
of  rosemary  over  the  perfectly  dry 
chloride  of  platinum  in  a  small  porce- 
lain mortar  and  knead  it  up  with  the 
pestle,  renewing  the  oil  about  three 
times;  and  continue  this  operation 
until  there  is  produced  from  the 
brownish -red  chloride  a  black  plastic 
mass,  wherein  no  particles  of  unaecom- 
Bosed  chloride  of  platinum  can  be 
fen&id.    The  oil  of  rosemary  assumes 


hovby  a  more  or  less  yellow  eolor, 
in  oousequenee  of  partiauy  taking  ap 
chlorine  from  the  enloride  of  platinom. 
When  the  whole  of  the  chloride  of 
platinum  is  thus  reduced,  and  after 
pourine  the  oil  of  rasemair  off,  mb  it 
up  well  with  the  pestle  witn  about  five 
times  its  weight  of  oil  of  lavender 
until  it  has  become aperfectly  homoge- 
neous, thin  fluid.  Then  after  leaving 
it  to  stand  for  half  an  hour  or  so  ap- 
ply the  mass  as  uniformly  as  may  be 
ana  in  the  thinnest  possible  layer  to 
the  obfeet  of  porcelain,  earthenware,  or 

flass  by  means  of  a  soft,  delicate  bmsh. 
'he  thinner  the  coat  of  the  application 
the  more  brilliant  ^e  film  of  platiniim. 
All  that  is  required  further  is  to  subject 
the  articles  for  a  few  minutes  to  a  very 
low,  scarcely  perceptible  red  h«fat. 
either  in  a  muffle  or  in  the  flame  of 
a  Bunsen's  gas-blowpipe  used  with  cau- 
tion. The  articles  receive  fit>m  thia 
baking  a  beautiful  lustre  as  brilliant 
as  silver.  If,  by  an  oversight,  the  coat- 
ing of  platinum  upon  the  articles  has 
turned  out  fiiulty^,  or  if  breakages 
occur  during  the  baking,  every  trace 
of  the  metal  can  be  recovered  fifom  the 
objects.  Nothing  more  is  reouired 
than  to  pour  common  hydrocnlorie 
acid  over  them*  and  then  touch  them 
with  a  zinc  rod.  In  consequence  of 
the  hydrocen  evolved,  botn  at  the 
upper  and  Tower  surface  of  the  film  of 
platinum  which  acts  as  the  negative 
pole,  the  shining  metallic  coating  in- 
stantly peels  off  in  the  form  of  ex- 
tremely thin  leaves  from  the  base  of 
porcelain  or  glass  and,  notwithstanding 
the  specific  gravity  of  the  metal,  these 
ascend  partially  and  float  on  the  sur- 
face of  Hie  acid.  On  separating  the 
hydrochloric  acid  by  the  use  of  a  filter 
the  whole  of  the  phUinnm  is  recovered. 
One  should  prepare  only  as  much  oif 
the  platinizing  nuid  as  is  required  for 
immediate  use,  as  it  loses  in  efficiency 
by  keeping. 

Totighened  Olass,  In  this  process 
the  red-hot  ^lass  is  dipped  into  a  warm 
bath  consisting  of  water  and  starch,  or 
gum  kept  at  212°  F.  It  is  taken  out 
again  when  the  red  glow  has  almost 
gone,  and  is  then  allowed  to  cool  in  an 
oven  kept  at  a  slightly  lower  tempera- 
ture than  the  glass.  Any  article  of 
glass  can  be  treated  by  this  method. 
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and  the  glass  can  be  cnt  by  a  diamond 
or  ground,  etc.,  with  sand,  and  is  quite 
as  tough  as  glass  prepared  hj  the  '^  oil 
process." 


HOBN-COMBS,  MaNUFACTVBS  OF. 

The  first  operation  is  to  cut  the  horn 
in  such  a  manner  that  when  opened  it 
shall  be  of  rectangular  shape.  This 
cutting  involves  the  loss  of  several  large 
pieces  and  also  of  the  tips  so  far  as 
comb-making  is  concerned;  but  the 
pieces  are  sold  to  manufacturers  of 
other  commodities,  so  that  the  total 
loss  is  comparatively  small.  To  assist 
the  action  of  the  knife  the  horn  is 
heated  to  a  certain  decree  over  a  fire, 
by  the  side  of  which  the  operative  sits. 
When  cut  the  horn  is  orten  softened 
and  opened  bv  tongs,  and  placed  be- 
tween screw-plates,  wherein,  under  the 
influence  of  a  strong  pressure,  the 
pieces  are  flattened  out.  It  is  a  charac- 
teristic of  horn  to  remain  when  cold 
just  as  it  is  shaped  when  warm  ;  so 
that,  when  the  pieces  are  removed 
from  the  screw-plates,  they  do  not 
vr&rp  or  curl  up  again.  Such  pieces  as 
are  intendedj;  to  be  used  for  imitation 
tortoise-sheU  are  subjected  to  an  enor- 
mous pressure  between  heated  and  oiled 
iron  plates.  This  heavy  pressure,  how- 
ever, weakens  the  horn  and  renders  it 
liable  to  split.  Omitting  the  drying 
process,  the  next  operation  is  to  cut  the 
pieces  into  suitable  sizes  and  shapes  for 
combs;  and,  after  that,  the  teeth  are 
cut.  Originally  this  was  done  by 
hand ;  now  it  is  done  by  circular  saws, 
some  of  which  are  so  fine  and  thin  as  to 
cut  from  70  to  80  teeth  per  lineal  inch. 
They  revolve  at  a  very  rapid  rate,  but, 
instead  of  travelling  up  to  the  horn,  the 
horn  travels  u{)  to  the  saw.  After  each 
cut  the  horn  is  automatically  moved 
forward  the  exact  breadth  of  a  tooth, 
and  it  is  possible  to  arrange  that  a  fine 
or  a  coarse  tooth  shall  be  cut  at  pleas- 
ure. 

There  is  a  second  method  of  cutting 
the  teeth  by  which  a  pair  of  combs  is 
made  from  a  single  plate  of  horn ;  what 
is  cut  out  to  form  the  tooth  of  one  comb 
being  utilized  to  form  the  tooth  of  the 
second  comb,  which  lies  immediately 
opposite  to  the  first.    This  may  be  un- 


derstood by  dovetailing  two  combs  into 
each  other.  The  two  end  teeth,  being 
thicker  than  the  others,  show  a  gap 
when  the  two  combs  are  separated ;  but 
a  little  warming  and  a  slight  bending 
make  that  unsi^htliness  disappear.' 
The  cutting  in  this  case  is  done  by  a 
pair  of  chisels,  which  travel  fast  or 
slow,  as  may  be  required,  according  to 
the  character  of  the  teeth  to  be  cut,  eacl^ 
chisel  descending  alternately. 

After  the  tooth-cutting,  the  combs 
are  next  thinned  or  tapered  down  to 
their  outer  edges.  This  is  done  on 
grindstones ;  and  in  due  succession  the 
teeth  are  rounded,  pointed,  or  bevelled, 
as  the  case  may  require^  oy  a  special 
kind  of  file  or  rasp.  If  it  is  necessary 
to  treat  the  horn  to  make  it  an  imiti^- 
tion  of  tortoise-shell,  the  object  is  ef- 
fected by  first  applying  dilute  nitric 
acid,  which  imparts  a  light  yellow 
tingCj  and  afterwards  by  dropping  uver 
certain  spots  a  composition  containing 
caustic  soda,  litharge,  and  dragon's- 
blood.  After  some  time  the  composi- 
tion is  washed  ofi^,  but  the  spots  beneath 
it  are  found  to  be  slightly  swollen  up, 
and  stained  a  deep  orange  tinge,  it 
then  only  remains  to  polish  the  combs, 
whether  they  are  in  plain  horn  or  in 
imitation  tortoise-shell.  This  is  done 
by  first  sandpapering  to  get  a  smooth 
surface,  then  buffing  on  leather  wheels, 
and  finally  polishing  on  wheels  made 
up  of  circular  pieces  of  calico  with 
frayed  edges,  which,  though  soft  in 
themselves,  do  the  work  of  polishing 
very  well  when  rapidly  revolved. 


LuBBicANTS,  Blacking,  btc. 

Belt  Grease,  To  prevent  belts  from 
slipping  from  the  pulley  the  following 
preparation  is  highly  recommended: 
Prepare  a  soap  by  l>oiling  9  parts  of 
linseed  oil  with  4  parts  of  bolted 
lithar^,  with  an  addition  of  a  small 
quantity  of  water,  until  a  sample  taken 
nom  the  boiler  shows  the  consistency 
of  plaster.  This  is  ascertained  by  al- 
lowing a  few  drops  of  the  boiling  mass 
to  fall  into  cold  water,  and  testing  with 
the  thumb  and  forefinger  whether  the 
mass  is  still  smeary  or  can  be  twisted 
into  a  small  ball.  If  the  latter  is  the 
case,  it  is  taken  from  the  fire,  allowed 
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to  oool  somewhat,  and  safficient  of  a 
mixture  of  equal  parts  of  rape-seed  oil 
ami  oil  of  turpentine  or  petroleum  is 
added  to  make  a  mass  of  the  thickness 
of  cream. 

Caoutchotie  Lubricant  for  Driving' 
heltg.  One-half  }K>uud  of  rubber  in  small 
pieces  and  I  pint  of  oil  of  turpentine 
are  brought  into  an  iron  boiler,  tightly 
covered  with  a  lid,  and  gently  digested 
over  a  coal  fire,  until  the  rubber  is 
melted.  Then  add  14  ounces  of  rosin, 
stir  thoroughly,  melt  again,  and  add  in 
the  same  manner  14  ounces  of  yellow 
wax.  Stir  the  mass  occasioually  while 
melting.    Next  heat  in  a  large  pot  3 

1»ounds  of  fish  oil  and  h  pound  of  tal- 
ow  until  the  tallow  is  melted,  and 
tiien  add  with  constant  stirring  the  first 
mixture,  while  still  hot.  Continue 
stirring  until  the  mass  solidifies.  For 
use,  the  lubricant  is  applied  with  a 
brush  to  both  sides  of  old,  cracked 
beltM,  in  the  sun  or  a  warm  room,  and 
allowed  to  dry.  The  durability  of  new 
or  good  belts  is  much  increased  by  an 
occasional  application,  while  running, 
of  a  small  quantity  of  the  lubricant. 
Instead  of  caoutchouc,  old  rubber 
waste  can  also  be  employed,  but  it 
must  first  be  boiled  with  soda-lye  for  \ 
to  h  hour,  and  instead  of  ^  pound 
about  I  (lound  must  be  used. 

Harness  Grease,  Ammonia  soap  4 
parts,  palm  oil  1  part,  ordinary  hard 
soap  3  parts,  solution  of  tannin  (9  to  16 
parts  of  tannin  in  4  of  water)  1^  parts. 
Melt  the  oil  and  soap  together,  add  the 
ammonia  soap,  then  the  tannin  solu- 
tion, and  stir  thoroughly.  The  prepa- 
ration will  keep  for  some  time  if  kept 
in  stone  bottles  well  corked.  In  greas- 
ing, no  more  grease  should  be  used  than 
the  leather  will  absorb. 

The  ammonia  soap  used  in  the  prep- 
aration is  made  by  heating  oleic  acid 
to  the  boiling  point  and  adding  sesqui- 
carbonate  of  ammonium  until  the  odor 
ef  ammonia  no  longer  disappears. 

Harness  Polish.  Four  ounces  of 
glue,  \k  pints  of  yineffar,  2  ounces  of 

Sum- Arabic,  h  pint  of  black  ink,  and  2 
rachms  of  isinglass.  Break  the  glue 
in  pieces,  put  it  in  a  basin^  and  pour 
over  it  about  1  pint  of  the  vinegar ;  let 
it  stand  until  it  becomes  perfectly  soft. 
Put  the  gum-Arabic  in  another  vessel, 
with- the  ink,  until  it  is  entirely  .dis- 


solved ;  melt  the  isinglass  in  as  rnneh 
water  as  will  cover  it,  which  may  be 
eaiiilydone  by  placing  the  cup  contain- 
ing it  near  the  fire  about  an  hour  before 
it  is  wanted  for  use.  To  mix  them, 
pour  the  remaining  vinegar  with  the 
softened  glue  into  a  dish  over  a  mod- 
erate ^re,  stirring  it  until  it  is  en- 
tirely dissolved,  being  careful  not  to  let 
it  reach  the  boiling  point,  that  it  may 
not  bum  the  bottom,  about  182°  F. 
being  the  best  heat.     Next  add   the 

fum;  let  it  arrive  at  about  the  same 
eat,  and  then  add  the  isinglass.    Take 
from  the  fire  and  pour  it  off  for  use. 

To  use  it  put  as  much  as  required  in 
a  saucer,  heat  sufficiently  to  make  it 
fluid,  and  apply  a  thin  coat  with  a  dry 
sponge.  If  the  article  is  dried  quicklj. 
either  in  the  sun  or  by  the  fire,  it  will 
show  the  better  polish. 

Thurston^s  Machine  for  Testing  Lu- 
bricating Oils.  Prof.  R.  H.  Thurston, 
whose  investigations  on  this  subject 
are  of  much  importance,  has  devised 
several  machines  for  the  determination 
of  the  value  of  lubricating  oils.  The 
form  shown  in  Fig.75  is  designed  for  test- 
ing oils  used  in  railway  service,  and  for 
allother  purposes  where  it  is  important 
to  reduce  to  a  minimum  the  friction  of 
bearing  surfaces  under  heavy  pressures. 
With  its  use  it  is  possible  to  aetermine 
which  is  the  best  and  consequently  the 
cheapest  oil  for  lubricating  purposes, 
a  matter  of  great  importance  in  res(»ect 
to  the  question  of  trie  economical  use 
of  power.  The  principle  of  the  ma- 
chine will  appear  from  the  following 
description,  viz. :  It  comprises  a  spindle 
revolved  in  horizontal  bearings  by  a 
belt  from  the  main  shaft  of  the  work- 
shop. On  the  overhanging  end  of  this 
spindle  is  formed  a  journal,  from  which 
is  hung  a  heavily-weighted  rod.  The 
two  halves  of  the  bearings  in  this  rod 
by  which  it  hangs  on  the  journal  are 
pressed  down  upon  the  journal  with  any 
desired  pressure  by  means  of  a  spiral 
spring  placed  in  the  centre  of  the  rod. 
The  weight  of  this  pendulum  prevents 
it  revolving  along  with  the  spindle,  but 
the  friction  at  the  journal  deflects  the 
pendulum  from  the  vertical  through  an 
angle  whose  line  is  a  measure  of  the 
frictional  effort.  There  is  also  inserted 
in  the  bearings  a  thermometer,  by 
which   the   effect  of  the  friction  ia- 
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tncreadng    the    temperature    U    ob- 1     In  tlie  fonn  of  the  machine  here 

served.  jBhoHn,  the  jooraal,  which   is  macler 

With  this  machine  Prof.  Thnrston   car-builders'  Btandard,  3}  inches  diam- 

iiaa  obtained  eitremely  ialereating  re- 1  eter,  is  a  hardeoed  steel  sleeve,  gtoimd 


preanire,  and  velooitf  of  mbbiug.  |  bronze,  and  are  desigiied  tar  internal 


438 


TECHNO-CHEM ICAL  RECEIPT  BOOK* 


wmter  cirenlatioB.  A  Ute  improreinent 
InclttdM  a  thin  lining  of  photphor* 
VroDW  or  other  metal  ordinarily  used, 
which  ean  be  aeeunUelj  weighea  before 
and  after  a  test,  determining  the  per- 
centage id  wear  for  any  given  mileage. 
By  being  made  interehangeable  these 
linini<s  can  be  renewed  at  any  Ume,  or 
special  linings  of  anr  other  metal  or 
alloy  may  be  insertea,  Ofing  the  same 
wate^  brasses. 

Pressures  np  to  9000  pounds  are  ob- 
tained hf  the  use  of  a  heavy  helical 
spring  secured  within  a  4-inch  wron^ht- 
Iron  pendulum  tube.  By  a  convenient 
taper-key  adjustment  (not  shown  in  the 
cut)  the  pressure  may  be  eadly  and 
quicklv  relieved  for  removal  m  the 
pendulum  and  brasses  from  the  journal, 
without  release  of  pressure  of  the  spring 
within  the  tube. 

The  standard  boxes  may  be  replaced 
by  the  ordinary  brasses  used  in  regular 
railway  service  if  desired,  thus  imitat- 
ing the  actual  conditions  of  practice. 
The  graduated  arc  on  which  the  fric- 
tion is  indicated  is  conveniently  placed 
above  the  pendulum.  The  standard 
thermometer  used  is  graduated  from 
4(>^  to  doO"  F.  A  positive  automatic 
revolution-counter  which  reads  np  to 
one  million  is  attached,  enabling  the 
experimenter  to  determine  the  compar- 
ative mileage  run.  The  apparatus  may 
be  speeded  to  correspond  to  the  rates 
usual  for  trains  by  suitable  provision 
ofcouiiter-shaft  and  cone  pulleys.  This 
machine,  including  the  counter-shaft, 
weighs  1125  poundiEi,  and  is  mannfact- 
nrea  by  the  Pratt  A  Whitney  Company 
of  Hartford,  Conn.    (W.) 

Lubrieanti,  Admixtures  of  min- 
eral oil  with  animal  oil  lessen  the 
liability  of  the  latter  to  spontaneous 
combustion.  A  series  of  exfieriments, 
which  were  made  to  test  the  inflamma- 
bility of  such  mixtures,  hj  saturating 
balls  of  cotton  waste  with  oil  and  meas- 
uring the  increase  in  temperature, 
showed  the  following  results:  With 
pure  lard  oil  the  temperature  increased 
to  428^  F.  in  4  hours ;  with  pure  neat's- 
foot  oil  to  446^  F.  in  6  hours,  apd  in  h 
hour  more  the  cotton  was  converted 
into  glowing  coal.  With  a  mixture  of 
50  per  cent,  of  pure  mineral  oil  and  50 
per  cent,  of  neat's-foot  oil  the  temper- 
ature did  not  increase  to  over  214^  F. 


in  7  hours.  A  mixture  of  75  per  cent. 
of  neat's-foot  oil  and  25  per  cent,  of 
mineral  oil  became  heated  to  aboat 
425®  F.  in  6^  hours,  and  gave  oflT  an 
odor  of  burning.  With  67  per  eent.  of 
neat's-foot  oil  and  33  per  cent,  of  min- 
eral oil  the  highest  temperatare  at- 
tained was  214^  F.  and  the  ootton 
showed  no  trace  of  charring.  Aooord- 
ing  to  these  experiments  it  would  seem 
that,  if  it  is  doired  to  give  mineral  oil 
greater  tenacity  and  consistency  for 
certain  purposes,  a  mixture  of  67  per 
cent  of  neat's-foot  oil  and  33  per  cent. 
of  mineral  can  be  considered  as  en- 
tirely safe. 

Purification  of  Lubricants  after  Uae, 
Dissolve  2^  parts  by  weight  of  potas- 
sium chromate,  2  paitsof  odcinedaoda, 
21  parts  potassium  chloride,  and  5  parts 
of  common  salt  in  a  wooden  vat.  Bring 
into  this  1000  parU  of  the  oil  to  be 
purified  previously  heated  to  about 
167°  F.,  and  after  stirring  thorou||fhly 
for  10  to  15  minutes  let  it  stand  quietly 
8  to  10  days  in  a  warm  place.  At  Uie 
end  of  the  time  draw  the  clear  oil  off 
by  means  of  a  cock  on  the  vat.  • 

Used  lubricants  can  also  be  purified 
in  the  following  manner:  Heat  1000 
parts  by  weight  of  the  oil  to  be  purified 
to  about  1^®  F.  and  add  with  con- 
stant stirring  a  mixture  of  10  ports  by 
weight  of  concentrated  sulphuric  acid 
and  the  same  quantity  of  96  per  cent. 
alcohol.  After  24  to  48  hours  rest  the 
oil  is  drawn  ofi^  from  the  sediment  and, 
to  remove  all  traces  of  sulphuric  acid, 
washed  with  boiling  water. 

New  Beeeipts  for  Blacking.  No.  1. 
Melt  90  parts  by  weight  of  beeswax,  30 
of  spermaceti,  350  of  oil  of  turpentine, 
and  20  of  asphaltum  lacquer,  and  mix 
with  10  parts  by  weight  of  borax  20  of 
lampblack,  10  of  Berlin  blue,  and  5  of 
nitro-benzole. 

No.  2.  Dissolve  150  parts  of  wax  and 
15  of  tallow  in  a  boning  mixture  of 
200  parts  of  linseed  oil,  20  of  litharge, 
and  100  of  molasses.  Heat  to  230°  to 
248°  F.  with  an  addition  of  100  parts 
of  lampblack.  When  cold  dilute  with 
280  parts  of  linseed  oil  and  mix  with  a 
solution  of  5  parts  of  gum-lac  and  2  of 
aniline  violet  in  25  of  alcohol. 

No.  3.  Mix  intimately  6  parts  of  fine 
bone-black,  28  of  syrup,  4  of  sugar,  3 
of  train  oil,  and  1  of  sulphuric  acid. 
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and  allow  themixtnre  to  stand  8  hours. 
Then  add  with  constant  stirring  4 
parts  of  decoction  of  tan,  18  of  bone- 
olack,  and  3  of  sulphuric  acid,  and 
pour  into  boxes. 

No,  4.  Boil  1  Dart  of  extract  of  log* 
wood,  30  of  gall-nuts  coarsely  i>ow- 
dered  with  25  of  their  combined  weight 
of  strong  vinegar.  Filter  the  fluid  and 
after  adding  8  parts  of  green  vitriol 
allow  it  to  settle  24  hours.  Then  draw 
off  the  clear  liquid  and  mix  it  with 
constant  stirring  with  8  parts  of  gum, 
100  of  sugar,  and  80  of  sy^fup.  Strain 
and  add  50  parts  of  spirit  of  wine,  40 
of  shellac  solution,  and  40  of  pulver- 
ized indigo. 


Metal  Industby. 

Hardening  Composition  for  Steel. 
To  the  ordinary  haraening  composition 
consisting  of  4|  quarts  of  fish  oil,  2 
pounds  of  beef  suet,  and  i  pound  of 
wax,  it  is  recommended  to  add  1  pound 
of  rosin.  Another  composition  consists 
of  95  Quarts  of  spermaceti  oil,  20  pounds 
of  melted  tallow,  4^  quarts  of  neatV 
foot  oil,  1  pound  of  pitch,  and  3  pounds 
of  rosin.  After  meltingl^the  last  two 
together  the  other  ingredients  are 
added  and  the  mass  is  heated  in  an  iron 
vessel  until  all  moisture  is  driven  out 
and  the  heated  mass  ienites  from  a 
burning  chip  of  wood  held  over  it ;  the 
flame  is  at  once  extinguished  by  a  close- 
fitting  lid.  In  usine  either  of  the 
methods  for  saw  blades  they  are  first 
heated  in  a  suitable  furnace  and  then 
placed  vertically,  teeth  upward,  in 
troughs  filled  with  the  mixture.  After 
sufficient  cooling  they  are  taken  out 
and  wiped  with  a  piece  of  leather  so 
that  only  a  slight  nlm  of  fat  remains. 
They  are  then  placed  flat  over  a  coal 
fire  until  the  coating  of  fat  ignites, 
which  may  burn  as  ^eely  as  requirea 
for  ereat  hardness.  Screws  or  other 
articles  which  are  to  receive  a  less  de- 

free  of  hardness  are  dipped  into  the 
ot  mixture  and  brought  to  a  red  heat. 
Iridium,  its  PreparcUion  and  Use, 
With  the  exception  of  alloying  with 
platinum  the  principal  use  of  iridium 
up  to  the  present  time  has  been  for 
pointing  gold  pens.  The  iridosmine, 
called  by  we  manufacturers  "  diamond 


point,"  consists  simply  of  a  grain  of 
iridium  soldered  on  the  point  of  the 
pen,  which  is  afterwards  sawed  in  two 
to  make  the  two  nibs  and  ground 
into  proper  shape. 

For  preparing  larger  pieces  of  irid- 
ium than  found  in  nature  for  making 
points  for  the  Mackinnon  sMographic 
pen,  Mr.  John  Holland,  of  Cincinnati, 
has  devised  the  following  ingenious 
process :  The  ore  is  heated  in  a  Hessian 
crucible  to  a  white  heat^  and  after  add- 
ing phosphorus  the  heating  is  continued 
for  a  few  minutes.  In  this  manner  a 
perfect  fusion  of  the  metal  is  obtained 
which  can  be  poured  out  and  cast  into 
any  desired  shape.  The  material  is 
about  as  hard  as  the  natural  grains  of 
iridium,  and  in  fact  seems  to  nave  all 
the  properties  of  the  metal  itself. 

For  making  points  for  the  Mackinnon 
pen,  the  fused  metal  is  poured  between 
two  iron  plates  which  are  kept  apart  a 
proper  distance  so  as  to  make  a  sheet 
of  iridium  of  the  desired  thickness. 
To  obtain  very  compact  castings,  the 
plates  are  brought  suddenly  together, 
on  the  plan  of  a  closed  ingot  with  a 
hin^,  so  that  as  the  metal  cools  it  is 
subjected  to  great  pressure.  The  sheets 
required  for  the  Mackinnon  pen  are 
about  s\i  inch  in  thickness,  and  are  cut 
up  into  small  irregular  pieces,  which 
are  soldered  on  a  strip  of  bronze  and 
ground  down  to  a  flat  surface  upon  a 
copper  lap.  Corundum  or  diamond 
dust  mixed  with  oil  is  applied  to 
the  flat  surface  of  the  lap  oy  means 
of  a  flat  steel  instrument,  upon  which 
pressure  is  applied  in  order  to  force  the 
corundum  or  diamond  dust  into  the 
copper,  thereby  making  a  cutting  sur- 
face. The  lap  makes  about  800  to  1000 
revolutions  per  minute.  After  the 
pieces  are  ground  to  a  surfiice  they  are 
nrst  countersunk  by  means  of  a  dia- 
mond drill  making  about  900  revo- 
lutions per  minute.  After  counter- 
sinking the  iridium  is  finally  pierced 
by  means  of  a  copper  wire  held  hj  a 
suitable  drilling  apparatus,  which 
makes  about  3500  revolutions  per  min- 
ute. Some  corundum  or  diamond 
dust  and  oil  are  put  in  the  countersunk 
opening  in  the  iridium  and  then  it  is 
held  lip  against  the  piece  of  revolving 
copper. 

liie  holes  having  been  drilled,  the 
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strips  of  bronze  to  which  the  pieces  of 
iridium  were  soldered  are  dissolved  bj 
means  of  nitric  acid,  and  the  pieces  of 
iridium  are  then  soldered  in  proper 
position  to  the  end  of  a  Mackinnon 
))en.  The  iridium  is  then  ground  to  a 
proper  sha{)e  upon  an  apparatus  con- 
sisting of  three  or  more  copper  cylinders 
on  a  common  spindle  making  about 
3500  revolutions  per  minute.  The 
operation  of  sawing  the  iridium  is 
carried  on  by  means  of  a  copper  disk 
from  4  to  8  inches  in  diameter,  made  of 
soft  thin  sheet-copper,  held  between 
two  clamps  and  placed  on  a  spindle  re- 
volving at  the  rate  of  about  2500 
revolutions  per  minute.  It  revolves  in 
a  box  which  contains  corundum  or  dia- 
mond  dust  and  cotton-seed  oil. 

Phosphor-iridium,  as  this  metal  may 
be  called,  possesses  some  very  remark- 
able properties.  It  is  as  hard,  if  not 
harder,  tnan  iridosmine  from  which  it  is 
prepared.  It  is  somewhat  lighter, 
owin^  to  its  percentage  of  phosphorus 
and  increase  of  volume.  It  is  homo- 
geneous and  easy  to  polish,  and  forms 
some  alloys  impossible  to  prepare  in 
any  other  manner.  It  combines  with 
small  quantities  of  silver  and  forms  with 
it  the  most  flexible  and  resisting  alloy 
of  silver.  With  gold  or  tin  no  alloy 
has  thus  far  been  obtained.  Added  in 
small  quantities  to  copper  it  furnishes 
A  metal  possessing  very  small  resistance 
to  friction,  and  especially  adapted  for 
articles  subjected  to  great  pressure. 
This  alloy  seems  to  possess  more  than 
any  other  metal  the  power  of  retaining 
lubricants.  With  iron,  nickel,  cobalt, 
and  platinum,  phosphor-iridium  forms 
combinations  in  all  proportions,  which 
are  of  ^reat  importance.  With  iron  an 
alloy  IS  obtained  which  retains  the 
properties  of  phosphor-iridium,  al- 
thf)ugh  its  hardness  decreases  with  a 
larger  addition  of  iron.  The  alloy  is 
slightlv  magnetic,  and  is  not  attacked 
by  acids  and  alkalies,  and  the  best  file 
produces  no  effect  upon  it  even  if  it  con- 
tains as  much  as  50  per  cent,  of  iron. 
With  more  than  50  per  cent,  of  iron  the 
power  of  resistance  decreases  gradually 
and  the  nature  of  the  metal  approaches 
that  of  iron. 

In  casting  phosphor-iridium  it  is 
observed  that  tne  mould  fills  up  better 
after  a  second  and  third  fusion. 


The  most  difficult  objects  are  obtained 
with  the  aid  of  open  or  closed  iron  or 
steel  moulds,  which  are  previously 
heated  to  prevent  too  rapid  cooling. 
By  fusing  tne  phosphor-iridium  several 
times,  a  part  of  the  phosphorus  evapo- 
rates, and  the  melting  point  becomes 
higher.  If  heating  is  continued  too 
Jong,  the  metal  does  not  fiise,  and  phos- 
phorus must  be  added  in  order  to  give 
it  its  former  properties.  The  process 
of  removing  the  phosphorus  after  cast- 
ing is  as  follows :  The  metal  to  be  de- 
phosphorized is  placed  upon  a  perfo- 
rated fire-resistant  bed  upon  the  bot- 
tom of  the  crucible  and  surrounded 
with  powdered  lime,  and  then  heated 
for  some  time  to  a  red  heat  The  phos- 
phorus combines  with  the  lime  and 
forms  a  green  slag  which  collects  upon 
the  bottom  of  the  crucible.  After  some 
time  the  crucible  is  taken  from  the  fire 
and  the  metal,  after  cooling,  is  once 
more  treated  in  the  same  manner  in 
another  crucible.  The  temperature  is 
graduallv  raised  until  the  metal  is  com- 
pletely aephosphorized. 

Cowles'  Electric  Furnace,  The 
Cowles  Brothers,  of  Cleveland,  Ohio, 
have  lately  invented  a  process  of  reduc- 
ing the  refracting  ores  of  many  metals 
by  electrical  means,  which  promises  to 
become  very  important  in  the  arts. 
They  construct  a  rectangular  box  of 
fire-resisting  material,  lined  with  a 
, mixture  of  fine  charcoal  and  lime. 
It  has  a  removable  cover,  which  is 
perforated  with  openings  to  allow  the 
escape  of  gases  evolved.  In  the  sides 
of  this  furnace  the  electrodes — 2  plates 
of  gas  carbon — ^are  let  in,  by  means 
of  which  the  current  of  a  powerful 
dynamo-electric  machine  is  introduced. 
The  charge  consists  of  a  mixture  of  the 
coarsely  crushed  ore  and  coke  fragments. 
The  essential  feature  of  the  process 
consists,  therefore,  in  employing  in 
the  furnace  a  substance  like  carbon 
whose  high  resistance  to  the  passage  of 
the  current  causes  the  production  of  a 
prodigiously  high  temperature,  and 
which  at  the  same  time  is  capable  of 
exercising  a  powerful  reducing  action 
on  the  ore.  With  such  an  arrangement 
of  apparatus,  and  by  the  use  of  a  power- 
ful electric  current^  the  inventors  have 
succeeded  in  reducing  aluminium  from 
corundum,  boron  from    boracic  acid, 
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and  silicium  from  aaartz.  They  have 
l^eatly  cheapened  the  cost  of  alumin- 
ium-bronzes and  brasses,  and,  it  is 
expected,  will  be  able  to  produce  pure 
aluminium  in  quantity  at  much  lower 
prices  than  it  has  heretofore  been  possi- 
Dle  to  produce  it.    (W.) 

Refining  Nickel  (Fteitmann's  Pro- 
cess.) Dr.  Fleitmann,  of  Iserlohn,  has 
devised  a  very  simple  and  successful 
process  of  refining  and  toufi[hening 
nickel,  which  is  now  very  largely  used. 
It  produces  a  very  homogeneous  metal 
from  which  eastings  mav  be  made  with 
much  less  liability  to  the  presence  of 
blow-holes  than  with  other  methods. 
Fleitmann's  procedure  consists  in  add- 
ing to  the  molten  charge,  in  the  pot, 
when  ready  to  pour,  a  very  small  quan- 
tity of  magnesium.  The  magnesium  is 
added  in  small  quantities  at  a  time  and 
stirred  into  the  charge.  About  one 
ounce  of  magnesium  is  found  to  be  suf- 
ficient for  purify  ing  60  pounds  of  nickel. 
The  theory  of  the  operation  is  that  the 
magnesium  reduces  the  occluded  car- 
bonic oxide,  uniting  with  its  oxygen 
to  form  magnesia,  while  carbon  is 
separated  in  the  form  of  graphite. 
The  nickel  refined  by  this  method  is 
said  to  become  remarkably  tough  and 
malleable,  and  may  be  roll^  into 
sheets  and  drawn  into  wire.  Cast 
plates  (intended  for  anodes  in  nickel- 
plating),  after  reheating,  can  be  readily 
rolled  down  to  the  required  thick- 
ness, which  greatly  improves  them  for 
.plating  purposes,  as  they  dissolve 
with  greater  uniformity  in  the  plating- 
bath.  Nickel  so  heated  may  be  roll^ 
Into  sheets  as  thin  as  paper,  and  has 
been  successfully  welded  upon  iron  and 
steel  plates.    (W.) 

Wroughtriron  (or  Mitis)  Castings, 
Ostberg,  a  Swedish  inventor,  has  lately 
devised  an  ingenious  process  of  making 
castings  (clean  and  sharp)  of  wrought- 
iron,  by  taking  advantage  of  the  ob- 
servation which  he  made  that  the  ad- 
dition of  an  extremely  small  quantity 
of  aluminium  to  wrought-iron.  Kept  at 
a  white  heat  in  a  crucible,  forms  a 
combination  which  has  a  much  lower 
point  of  fusion  than  wrought-iron. 

When  wrought-iron  is  heated  in  cru- 
cibles until  it  has  become  pastv,  the 
aluminium  in  the  form  of  an  alloy  of 
iron   and   aluminium    is   introduced. 


The  mass  almost  instantljr  becondes 
thinly  fluid — the  fusion  point  of  the 
resulting  metal  being  lowered  about 
600°  F.  The  surplus  heat  which  it 
now  contains,  beyond  that  required  fbr 
fusion,  is  sufficient  to  keep  it  thoroughly 
fluid  during  the  operation  of  casting. 
The  addition  of  aluminium  required  to 
produce  this  remarkable  effect  does  not 
exceed  A  of  one  per  cent.  The  process 
bids  fair  to  become  valuable.     ( W.) 

Mechanically  Hardened  Steel,  A  bar 
of  steel  heated  to  a  cherry-red  is  placed  ' 
in  a  space  enclosing  it  accurately  and 
subjected  to  an  enormous  pressure  by 
means  of  a  hydraulic  press.  It  is  then 
allowed  to  cool  under  pressure,  when 
it  will  be  found  that  the  steel  has  ac- 
quired a  hi|^h  degree  of  hardness  and  is 
very  much  inclined  to  become  strongly 
magnetic.  Magnets  prepared  accord- 
ing to  this  method  possess  an  extraor- 
dinary power  of  resistance,  and  are  al- 
ready used  for  telephones.  Steel  har- 
dened by  pressure  is  also  very  suitable 
for  ^ge  tools,  and  finally  the  degree 
of  hardness  can  be  modified  at  pleasure 
by  regulating  the  pressure. 

New  Solder  for  metals  GlasSf  and  Por- 
celain, A  soft  alloy  which  adheres  to 
metal,  glass,  and  porcelain,  and  can  be 
used  in  the  same  manner  as  sofl  solder, 
is  prepared  from  finelv-powdered  cop- 
per— copper  dust — which  is  obtained  by 
shaking  a  solution  of  blue  vitriol  witn 
grnnulated  tin.  The  solution  becomes 
considerably  heated,  and  a  fine*  brown 
powder  is  precipitated.  Of  this  copper 
dust,  20,  30,  or  36  parts  by  weight,  ac- 
cording to  the  desired  hardness  of  the 
solder,  are  mixed  in  a  cast-iron  or  por- 
celain mortar  with  sulphuric  acid  of 
1.85  specific  gravity  to  the  consistency 
of  paste,  and  70  parts  of  mercury  added 
with  constant  stirring. 

When  the  amalgam  is  thoroughly 
mixed,  it  is  carefully  washed  with 
water  to  remove  all  traces  of  acid,  aiKi 
then  cooled  off*.  In  10  to  12  hours  the 
mass  becomes  harder  than  tin.  When 
the  solder  is  to  be  used,  it  is  heated  to 
1300°  F.,  and  can  be  kneaded  like  wax 
in  an  iron  mortar.  In  this  plastic  con- 
dition it  is  applied  to  the  surfaces  to  be 
joined  and  tne  latter  pressed  together. 
After  cooling,  the  solder  is  hard  and 
adheres  very  firmly. 

Oxidvted  Silver,    Solution  of  penta 
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•nJpbide  of  potaariom  (liyer-of-ralphur 
of  the  tho(«)  is  geoeimlly  naed  for  ox- 
idisinff  silver.    Liver-of-salphar  is  pre- 

eired  07  intimatety  mixing  and  heat- 
^  tof^ther  2  parts  of  thoroughly 
dried  potash  ana  1  part  of  snlphur 
powder.  Dissolve  2  to  3  drachms  of  the 
00m  pound  in  If  pints  of  water,  and 
bring  the  liquid  to  a  temperature  of 
from  155  to  175"*  ¥^  when  U  is  leadj 
for  use.  Silver  objects,  previously  freed 
from  dust  and  grease  with  soda-lye  and 
thorough  rinsing  in  water,  plunged  in 
this  bath  are  instantly  covered  with  an 
iridescent  film  of  silver  sulphide  which 
in  a  few  seconds  more  becomes  blue- 
black.  The  objects  are  then  removed, 
rinsed  off  in  plentv  of  fresh  water, 
scratch'brusheo.  and,  if  necessarv,  pol- 
ished. It  is  advisable  to  use  the  ox- 
idizing liquid  as  soon  as  prepared. 
■After  It  has  been  used  for  some  time, 
.the  deposit  becomes  dull  and  ^^y  and 
lacking  in  adherence.  There  is  danger 
-  in  using  the  alkaline  liquid  too  strong  ; 
the  coating  will  form  quicker,  but  does 
not  adhere  as  well. 

The  process  is  very  readily  executed 
upon  pure  silver,  but  with  articles  of 
cupriferous  silver  the  result  is  not 
quite  so  beautiful,  and  it  is  therefore 
advisable  to  subject  them  to  blanching 
before  oxidizing. 

A  velvety-black  color  is  obtained  by 
dipping  the  article  previous  to  oxidiz- 
ing in  solution  of  mercurous  nitrate,  by 
which  it  becomes  coated  with  a  thin 
.film  of  merourv,  which  forms  a  silver 
amalgam  witn  the  silver.  When 
brought  into  the  liver*of-8ulphur  solu- 
tion a  mixture  of  mercury  sulphide 
and  silver  sulphide  is  formed  which  is 
much  darker  than  silver  sulphide  by 
,  itself.  By  dipping  the  oxidized  article 
in  a  liquid  composied  of  10  parts  of  blue 
vitriol,  5  of  sal-ammoniac,  and  100  of 
■  vinegar,  the  places  of  the  silver  lell 
bright  acquire  a  warm,  brown  shade. 

Another  method  of  oxidation  is  ef- 
fected by  dipping  the  article  in  diluted 
chlorine  water,  in  chloride  of  lime  so- 
lution, or  in  eau  de  Javelle,  The  action 
of  these  baths  is  based  upon  the  forma- 
tion of  a  thin  layer  of  silver  chloride 
which  becomes  dark  on  exposure  to 
light. 

Beautiful  effects  and  tasty  colored 
.designs  can  be  produced  by  combining 


various  shades  of  oxidation  with  the 
bright  or  gilded  silver  surfiuse.  By  ex- 
ecuting the  design,  for  example,  with 
asphalt  lacquer,  and  placing  the  arti- 
cles in  the  liver-of-sulphur  solution, 
onlv  the  places  left  free  become  oxid- 
ised, and  the  result,  after  removing  the 
asphalt  lacquer  witn  oil  of  turpentine, 
will  be  a  white  design  upon  a  dark 
ground.  Dark  designs  upon  a  white 
ground  are  executed  with  ink  prepared 
by  thickening  concentrated  liverof- 
sulphnr  solution  by  the  addition  of 
gum-Arabic  solution.  When  the  de- 
signs are  dry,  the  article  is  heated  ao 
that  the  gum  cracks  off  or  can  be  re- 
moved by  a  gentle  tap.  Black  and 
light  designs  upon  a  dark  ^x^j  ground 
are  carriM  out  by  executing  the  first 
with  asphalt  solution  and  the  latter 
with  ink  composed  of  mereurous  nitrate 
and  gum-AraDic  solution,  and  dipping 
the  lurtide  in  the  liver-of-sulphur  bath. 

A  deep  black  oxidized  surfiice  may- 
be obtained  directly  on  copper,  properly 
cleansed,  b^  immersion  in  a  concen- 
trated solution  of  hydrous  carbonate  of 
copper,  either  cofd  or  tepid.  The  cop- 
per suiface  at  once  becomes  coated  with 
a  fine  black  deposit,  which  will  stand 
subsequent  treatment  veir  well.  A 
fine  oxidized  uurf&ce  may  also  be  pro- 
duced by  depositing  on  the  surface  of 
the  articles^  or  on  certain  portions 
thereof,  a  nlm  of  metallic  platinum. 
For  this  purpose  prepare  a  solution  of 
platinic  chloride  in  sulphuric  ether  or 
alcohol,  and  apply  the  solution  with  a 
brush  to  the  parts  of  the  surface  to  be 
oxidized.  The  ether  or  spirit  speedily 
evaporates,  leaving  behind  a  nlm  of 
metallic  platinum  adherine  to  the  sur- 
face of  the  object,  which  film,  accord- 
ing to  its  thickness,  imparts  either  a 
steel-gray  or  nearly  olack  lustre  to  the 
surface.  A  hot  aqueous  solution  of 
platinic  chloride  will  give  the  same 
results.  ' 

Photphoriting-  Bronae  or  Brass, 
Bronze  or  brass  wire  is  placed  for  some 
time  in  a  solution  of  i  to  5  per 
cent,  of  phosphorus  dissolved  in  ether, 
carbon  di-sulphide,  or  olive  oil,  5  to  10 
per  cent  of  sulphuric  acid  and  85  to  95 
per  cent,  of  water.  The  metal  takes  up 
phosphorus.  The  wire  is  then  drawn 
a  size  finer  and  introduced  into  a 
closed  retort;  the  bottom  is  covered 
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with  a  thin  layer  af  phosphonis  so  that 
the  resulting  vapors  come  io  contact 
with  the  wire.  After  this  the  wire  is 
packed  in  wood-charcoal,  and  ignited 
and  heated  until  it  softens  and  can  be 
drawn  a  size  still  smaller.  This  treat- 
ment is  alternately  repeated  until  the 
wire  has  been  reduced  to  the  desired 
fineness.  Wire  prepared  in  this  man- 
ner is  claimed  to  be  more  indestructi- 
ble, takes  a  higher  polish,  and  is  less 
suMect  to  corrosion. 

Prevention  of  Rttiting-in  of  Screws, 
The  screws  in  machines  expoKsed  to 
heat  and  moist  air  soon  rust  in  even  if 
oil  is  used,  which  makes  the  taking 
apart  of  a  machine  a  difficult  task.  By 
dipping  the  screws  before  putting  them 
in  place  in  a  thin  paste  of  graphite  and 
oil  they  can  be  removed  without  diffi- 
culty even  after  several  years. 

To  Mark  Tools  with  a  Name,  Protect 
the  tool  with  a  thin  layer  of  wax  or 
hard  tallow,  by  coatin^^  the  heated 
steel  with  wax  and  allowm^  it  to  cool. 
When  the  wax  is  hard  the  name  is 
written  in  it  with  a  pointed  instrument, 
so  that  each  stroke  penetrates  to  the 
steel.  Then  pour  some  nitric  acid  over 
the  waxed  surface,  let  it  stand  for  a 
short  time,  and  after  washing  off  the 
acid  with  water  heat  the  metal  until 
the  wax  melts  and  wipe  it  dry.  The 
name  will  appear  engraved  in  the 
steel. 

Utilization  of  Nickel  Wa^te,.  For  the 
utilization  of  waste  from  rolled  and 
cast-nickel  anodes  and  of  the  nickel 
sand  gradually  collecting  upon  the  bot- 
tom of  the  vats,  the  following  method 
is  recommended : 

Wash  the  waste  repeatedly  in  clean 
hot  water  and  then  boil  in  dilute  sul- 
phuric acid  (1  part  of  acid  to  4  of  water) 
until  water  poured  upon  the  waste  is 
no  longer  clouded  by  it.  Then  pour 
off  the  liquid  and  treat  the  waste  or  sand 
with  concentrated  nitric  acid.  This 
must  be  done  very  carefully  and  a  large 
porcelain  vessel  should  be  used  to  pre- 
vent the  solution  from  boiling  over. 
When  the  solution  is  sufficiently  con- 
centrated, so  that  it  contains  little  free 
acid,  it  snould  be  filtered,  and  slowly 
evaporated  to  dryness  over  the  water- 
bath.    The  product  is  nickel  nitrate. 

[The  nickel  nitrate  thus  obtained  is 
disisolved  in  hot  distilled  water,  and  the 


solution  precifiitated  with  canstic  soda 
carefully  and  gradually  added.  Th« 
precipitate  of  hydrated  nickel  oxide  is 
then  carefully  filtered  and  waited,  then 
treated  with  dilute  sulphuric  acid  with 
the  aid  of  heat  until  solution  has  taken 
place.  The  solution  is  concentrated  by 
evaporation  and  an  excess  of  concen- 
trated solution  of  ammonium  sulphate 
is  added.  The  precipitate  is  the  douli>le 
sulphate  of  nickel  and  ammonium,  or 
Adams'  nickel-plating  salt,  which  is 
commonly  used  for  nickel-paatine.] 

Zin^ng  Screw  Bolts,  To  free  the 
screw  bolts  from  dirt  and  grease,  place 
them  in  an  aqueous  solution  of  soda 
or  potash-lye,  and  for  the  purpose 
of  stirring  and  mixing  the  ingredients 
and  raising  the  temperature  of  the  bath 
introduce  steam. 

After  remaining  in  the  bath  a  suffi- 
cient length  of  time  the  bolts  are  rinsed 
in  cold  water.  They  are  l^en  placed 
in  a  second  bath  consisting  of  5  parts 
of  water  and  1  part  of  hydrochloric 
acid,  to  remove  rust,  which  would  pre- 
vent the  zinc  from  firmly  adhering  to 
the  iron.  In  this  bath  the  bolts  remain 
until  all  traces  of  rust  have  disappeared, 
and  they  show  a  uniform  eray  eolor. 
The  bolts  are  then  dried  and  plaSed  in 
a  bath  of  zinc  chloride  in  wnich  the 
free  acid  has  been  neutralized  by  am- 
monia. The  bolts  are  then  thoroughly 
dried  in  a  drying-room,  care  being  bad 
to  avoid  all  contact  with  the  atmos- 
pheric air.  This  precaution  is  not  used 
in  manv  shops,  but  experience  has 
shown  that  an  incomplete  drying  in  the 
air  exerts  an  injurious  infiuence  upon 
the  lower  layer  of  zinc,  so  that  it  ad- 
heres badly  and  defective  places  are 
formed  in  the  coating.  For  the  baths 
it  is  best  to  use  wooden  vessels^  as  they 
are  not  affected  by  the  acids. 

After  treating  the  bolts  in  the  above 
manner  and  drying  as  thoroughly  as 
possible,  they  are  placed  in  an  iron 
wire  basket  and  dipped  into  the  melted 
zinc  in  a  pot  of  cast  or  wrought- 
iron  heated  oy  direct  firing.  One  of 
the  greatest  inconveniences  in  the  use 
of  such  baskets  is  that  the  iron  forms 
an  alloy  with  the  zinc,  and  the  bas- 
kets soon  wear  out,  and  besides  the  con- 
taminated zinc  must  be  i*eplaced  b^ 
fresh  metal.     To  overcome  this  evil 
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ccntly  introduced  a 

It  ia  beat  to  use  lirge  crucibles,  as 
pmctle*!  experience  has  ^howa  that  the 
liacin^  turns  out  better  with  large 
quantities  of  melted  ziuc    It  ia  advtui- 

tugeoua  to  add  aome  tin  to  the  dDe, 
t  ibe  whiteness  of  the 


nthei 


icible. 


Bf  qolcklj  cooling  the  bolti  in  cold 


The  bolts,  when  taken  &om  the  bafli, 
ire  treated  in  a  reiolving  drum  Gll^ 


H1BCRI.1.ANBOUB. 


1   chlnrid^f  which    forma    a    good 
\s  throwo  into  the  pot  after  re- 
Inyer  formed  in  the 


le  purpose.  The  ti 
bIou  depends  on  the  thit 
rinc  layer  desired,  and  a 


Figs.  TR  and  77  represent  the  famace.  It 
is  (irovided  with  »a  equal  nnmberof  re- 
torta  of  csat-iron  and  of  fire-clay  with 
interspaces  Ibr  the  paasage  of  the  beat- 
ing gases.  The  retorts  are  filled  with- 
out the  admission  of  outer  air  through 
slides  in  reserToirs  above  them.  Tlie 
Gnished  ch^oal  foils  from  the  retorts 
into  boies  of  iron  or  tin,  and  from 
there,  when  cold,  into  wagnns.  By  the 
circulation  of  the  heating  gases  tbruugh 


MISCELLANEOUS. 


445 


the  hollow  spaces  a  very  uniformly 
burnt  product  is  obtained.  The  gases 
pass  from  the  furnace,  which  is  about  8 
feet  wide,  10  feet  long,  and  7i  feet  high, 
into  a  receiver  and  condenser,  and,  af- 
ter oooline,  into  a  column  with  milk 
of  lime.  The  ammonia  is  absorbed  by 
Hulphurio  acid  in  lead  tanks.  Two  or 
three  men  are  required  for  attendance. 
The  furnace  has  a  capacity  of  7500  to 
11,000  pounds  of  raw  material  per  day, 
and  can  be  built  with  or  without  gas- 
firing  and  of  any  size  with  4,  6,  8,  and 
12  retorts  for  working  horn,  hoofs,  blood 
for  the  manufacture  of  albumen,  and 
any  other  animal  waste,  and  as  no  dis- 
agreeable odors  occur  can  be  used  in 
any  locality. 

Gilding  and  Silvering  Leather.  Thor- 
oughly tanned  leather  free  from  all 
fatty  substances  is  soaked  in  a  medium 
strong  bath  of  caustic  soda  for  a  time 
varying  according  to  its  thickness. 
When  taken  out  it  is  dried  and  satu- 
rated with  a  solution  of  icinglass  and 
alum.  After  drying  in  the  air  it  is 
coated  once  or  twice,  according  to  its 
quality,  with  a  mixture  of  2  pounds  of 
collodion  and  1  drachm  of  castor  oil, 
again  dried  and  then  treated  with  a 
weak  solution  of  caoutchouc  in  benzine, 
after  which  the  gilding  varnish,  pre- 
pared from  old  linseed-oil  varnish 
boiled  with  lithars^  and  Venetian  tur- 
pentine, is  applied.  When  dry  so  far 
that  it  is  only  slightly  sticky  the  gold 
or  other  metal  leaf  is  laid  on,  brushed 
over  with  a  brush,  and  finally,  to  pro- 
tect the  gilding,  coated  with  a  solution 
of  mastic  in  alcohol. 

Coating  Leaden  Water  Pipes  to  Pre- 
vent  Contamination  of  the  Water  Sup- 
ply. To  avoid  the  contamination  of 
drinking  water  by  the  lead  ot  the  service 
pipes  commonly  used  it  has  been  pro- 
posed to  coat  them  tm  the  interior  with 
some  chemical  substance  which  will 
form  an  insoluble  compound  with  the 
metal  and  protect  it  from  the  solvent 
action  of  the  water.  Several  suggestions 
to  this  end  have  been  made.  One  is  to 
fill  the  pipes  with  water  slightly  acidu- 
lated with  sulphuric  acid,  which  will 
speedily  form  a  coating  of  sulphate  of 
lead  on  the  inside  surfaces — a  coating 
which,  being  almost  absolutely  insolu- 
ble in  water,  should  serve  as  a  very 
effectual  barrier  against  the  action  of 


the  water  on  the  underlying  metal. 
Another  suggestion  is  to  pass  through, 
the  pipe  a  solution  of  an  alkaline  sul- 
phide (such  as  sodium  or  potassium 
sulphide),  by  which  a  film  or  insoluble 
lead  sulphide  will  be  formed,  which  will 
answer  the  same  purpose  oi  protecting 
the  underlying  metal  from  the  action 
of  the  water.  Ordinarily  the  only  dan- 
ger to  be  feared  from  lead  contamina- , 
tion  is  when  the  pipes  are  new  and  the 
water  that  is  passed  through  them  con- 
tains impurities  of  an  organic  nature, 
or  when,  on  the  other  hand,  the  water 
is  very  pure.  In  the  great  majority  of 
cases  the  interior  of  the  pipes  speedily 
becomes  coated  with  a  thin,  adhesive 
film  of  lead  carbonate,  whicn  protects 
the  lead  very  effectually,  and  the  al- 
leged dangers  of  poisoning  by  the  use 
of  the  lead  water  pipes  have,  in  our 
opinion,  been  greatly  exaggerated. 

(W.) 

New  Floor  Covering,  Clean  the 
floor  thoroughly,  then  fill  ihe  holes 
and  cracks  with  paper  putty,  made  by 
soaking  newspapers  in  a  paste  made  of 
wheat  flour,  water,  and  ground  alum, 
as  follows :  To  1  pound  of  flour  add  3 
quarts  of  water  and  a  table-spoonful  of 
ground  alum,  and  mix  thoroughly. 
The  floor  is  then  coated  with  this  paste 
and  a  thickness  of  manilla  or  hardware 
paper  is  put  on.  If  two  layers  are  de- 
sired a  second  covering  of  manilla 
paf)er  is  put  on  in  the  same  manner, 
and  allowed  to  dry  thoroughly.  The 
manilla  paper  is  then  covered  with 
paste,  and  a  layer  of  wall  paper  of  any 
style  or  desi^  desired  is  put  on.  After 
allowing  this  to  thoroughly  dry  it  is 
covered  with  two  or  more  coats  of 
sizing,  made  by  dissolving  ^  pound 
of  white  glue  in  2  quarts  of  hot  water. 
After  this  is  allowed  to  dry,  the  surface 
is  given  one  coat  of  hard  oil-finish  var- 
nish, which  comes  already  prepared. 
This  is  allowed  to  dry  thoroughly, 
when  the  floor  is  ready  for  use.  This 
covering  is  cheap  and  durable,  makes 
the  floor  air-tight,  and  can  be  washed 
or  scrubbed. 

New  Process  of  Manufacturing  Gold 
Wall  Paper,  Dissolve  one  part  of  gutta- 
percha and  2  parts  of  caoutchouc  in 
5  parts  of  benzole,  and  10  parts  ^  of 
white  rosin  in  30  parts  of  benzine, 
and  mix   the  last  solution  with  -  the 
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first.  With  the  lacquer  thus  obtained 
the  wall  paper  is  printed  in  the  usual 
Banner,  the  gold  dust  strewn  upon  it 
and  the  surplus  shaken  off.  The  paper 
is  then  quickly  dried  upon  a  hot  steam - 
cylinder  which  effects  an  intimate 
union  of  the  gold  dust  with  the  lacquer 
and  gives  the  paper  a  very  high  and 
durable  lustre.  Such  wall  paper  can 
be  washed. 

Phoaphoreteent  Mixturei,  The  fol- 
lowing are  approved  formule  for 
phosphorescent  mixtures  which  will 
produce  light  of  various  colors,  so  that 
after  exposure  to  bright  light  all  the 
colors  or  the  rainbow  may  be  shown  in 
the  dark.  The  mixtures  must  be  sealed 
up  in  glass  tubes  and  kept  in  the  dark. 
If  exposed  for  a  few  seconds  to  direct 
sunshine  or  to  the  light  of  burning 
maj^nesium  and  then  taken  into  the 
dark,  they  will  be  luminous  for  a  con- 
siderable  time,  sometimes  for  half  an 
hour. 

No,  1.  Pulverized  oyster-shells  12 
parts,  flowers  of  sulphur  4  parts,  oxide 
of  zinc  0.5  part. 

JVb.  2.  Pure  calcium  carbonate  12 
part8,  flowers  of  sulphur  4  parts,  realgar 
Cl5part. 

No.  3.  Strontium  nitrate  12  parts, 
flowers  of  sulphur  4  parts,  sulphiae  of 
antimony  0.5  part 

No,  4.  Barium  sulphate  stirred 
into  a  paste  with  white  of  an  egg 
and  ignited  in  an  open  coal  fire  for 
1  hour. 

No,  5,  Strontium  carbonate  12  parts, 
Bulphur  4  parts,  oxide  of  zinc  1  part. 

No.  6.  Strontium  carbonate  12  parts, 
sulphur  4  parts,  sulphide  of  antimony 
0.5  part. 

No.  7.  Strontium  carbonate  12  parts, 
sulphur  4  parts,  sulphide  of  barium 
2.2  parts. 

No,  8.  Pure  calcium  carbonate  12 
parts,  sulphur  12  parts. 

All  these  mixtures,  with  the  ex- 
ception  of  No.  4,  require  to  be  ignited 
or  exposed  to  a  red  heat  for  i  hour. 
A  little  practice  will  show  the  temper- 
ature and  time  best  adapted  for  tneir 
preparation. 

PrmatHition  of  Precipitated  Chalk  for 
Tooth-powders.  Dissolve  1  part  of  cal- 
cium chloride  in  15  parts  of  distilled 
water,  filter,  and  add  to  the  filtrate  a 
previously  nltered  solution  of  crystal- 


lized soda  in  dIstiHed  water  until  a 
precipitate  is  no  longer  formed. 

This  fine  white  precipitate  thus  formed 
is  prepared  chalk.  After  it  has  settled 
on  the  bottom,  pour  off  the  supernatant 
fluid,  moisten  the  precipitate  with  a 
little  distilled  water  and  oring  it  into  a 
funnel  provided  with  filtering  paper. 
Wash  the  precipitate  6  to  8  times  and 
finally  dry  it  at  a  moderate  heat 

Precipitated  chalk  thus  prepared  is 
absolutely  free  from  particles  of  sand, 
which  cannot  be  said  of  tooth-powders, 
prepared  as  they  mostly  are  with 
natural  chalk. 

Process  of  Joining  Two  Pieces  of 
Horn.  Heat  the  pieces  of  horn  before 
a  fire  and  carefhlly  scrape  the  edges 
where  they  are  to  be  joined  until  thej 
fit  together  exactly.  Then  take  a  pair 
of  pincers,  previously  heated  quite  hot, 
ana,  afler  moistening  the  edges  to  be 
joined,  press  them  t^ether  firmlv  and 
quickly.  If  the  operation  is  skilfully 
performed  a  perfect  joint  will  result; 
and  after  the  edges  have  been  made 
smooth  with  a  fine  file  and  polished 
with  tripoli  and  water,  it  will  be  diffi- 
cult to  tell  where  the  two  pieces  are 
joined  together. 

To  Make  Horn  Comhs  Elastic.  Place 
the  horn  from  which  the  combs  are  to 
be  made  for  12  hours  in  a  mixture  of  3 
parts  of  nitric  acid,  15  parts  of  white 
wine,  2  parts  of  vinegar,  and  2  parts  of 
soft  water.  Then  dry  it  and  place  it 
in  a  bath  of  100  parts  of  warm  water 
and  50  parts  of  nitric  acid.  The  horn 
is  then  dyed  and  placed  for  10  hours  in 
a  bath  of  vinegar  and  water. 

Oonibs  made   from  horn  thus  pre- 
pared are  sosofl  that  they  can  be  trodden  * 
upon  without  breaking. 

Hooch  arid  Moth  JExterminator.  JHa- 
solve  2  parts  of  thymol  and  2  parts  of 
salicylic  acid  in  200  parts  of  alcohol, 
and  perfume  the  mixture  with  1  part 
of  lemon  oil. 

This  preparation  makes  no  stain  and 
kills  the  vermin  immediately.  The 
odor  is  not  unpleasant  and  is  quickly 
removed  by  airing  the  room. 

'Shaving  Cream.  To  make  shaving^ 
cream  that  can  be  used  without  water 
melt  20  pounds  of  lard  in  a  steam-bath 
at  a  temperature  of  212°  F.,  then  let  5 
pounds  of  caustic  potash-lye  of  36**  B. 
run  in  very  slowty  during  ooustant 
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Btiiring  witli  a  wooden  paddle;  when 
the  paste  becomes  thick,  5  pounds  more 
of  lye  are  added  in  the  same  manner. 
After  several  hours  stirrine,  the  mixt- 
ure becomes  firm  and  is  finished.  It 
is  then  tnmsferred  to  a  mortar  and 
triturated  until  the  soap  becomes  per- 
fectly smooth  throughout  and  assumes 
a  pearly  appearance.  Attar  of  almonds 
is  the  penume  for  almond  cream  and 
attar  or  rose  for  rose  cream.  They  are 
dissolved  in  a  little  alcbhol  and  added 
during  trituration. 

To  Preserve  India  Rubber  Goods 
from  Becoming  Hard  and  Cracking. 
Dip  the  goods,  according  to  their  size, 
for  a  few  seconds  to  some  minutes  in  a 
bath  of  melted  paraffine  of  about  212° 
F.,  and  dry  them  in  a  room  heated  to 
212°  F. 

To  Bender  Bubber  Hose  Odorless. 
To  obviate  the  4Jsagreeable  smell  of 
rubber  hose  used  for  gas  conductors, 
etc..  it  is  recommended  to  rub  the  hose 
witn  a  rag  dipped  in  a  solution  of 
eaual  parts  of  linseed  oil  and  alcohol 
or  36  per  cent.,  thoroughly  shaken  to- 
gether. Stretcn  the  hose  moderately 
and  continue  the  rubbing  until  the 
mixture  is  nearly  dry,  and  repeat  the 
operation  three  or  four  times  m  inter- 
vals of  a  few  days.  By  this  treatment 
the  hose  is  made  gas-tight  and  odorless 
without  losinff  color  and  elasticity. 

Washing  White  Straw  Hats.  Re- 
move the  nat  band  and  wash  the  hat 
with  a  5  per  cent,  solution  of  citric  acid 
hj,  means  of  a  small  sponge.  Then 
nnse  with  clean  water  ana  hang  the  hat 
in  the  sun  to  dry. 

^  Window  Fanes  which  Indicate  the 
Moisture  of  the  Atmosphere.  A  neat 
utilization  of  the  property  of  cobalt  and 
nickel  salts  of  indicating  every  change 
of  moisture  by  a  chan^  of  color  is  as 
follows :  By  coating  window  panes  or 
wall  paper  with  solutions  of— I. :  cobalt- 
ous  chloride  1  part,  gelatine  10  parts, 
and  water  100 ;  II. :  cuprous  chloride  1 
part,  gelatine  10  parts,  and  water  100 
parts ;  III. :  cobaltous  chloride  1  part, 
gelatine  20  parts,  water  200  parts, 
nickel  protoxide  0.75  part,  and  cuprous 
chloride  0.25,  the  painted  surfaces  re- 
main colorless  in  cloudy  weather,  and 
in  clear  weather  No.  I.  turns  blue,  No. 
II.  yellow,  and  No.  III.  green.  Other 
attractive  devices  are  likewise  made. 


Oils  anb  Fats.' 

Bleaching  of  Bone-fat,  Melt  the 
fat  at  from  158°  to  167°  F.,  then  stir 
into  it  1  per  cent,  of  soda-lye  of  30°  B.. 
to  which  has  been  added  ^  per  cent,  or 
common  salt,  and  let  the  mass  stand 
for  12  hours.  The  clear  fat  is  then 
brought  into  a  barrel  of  soft  wood  and 
allowed  to  cool  to  104°  F.  Now  dis- 
solve 1  per  cent,  of  the  fat  of  potassium 
bichromate  in  sufficient  hot  water  that 
the  hot  solution  shows  22°  B.,  add  3 
per  cent,  of  fuming  hydrochloric  acid 
of  22°  and  stir  the  mixture  into  the  fat. 
The  £Eit  is  then  washed  with  hot  water, 
covered,  and  allowed  to  settle. 

Bleaching  of  Paraffine  and  Similar 
Substances  for  the  Manufacture  of 
Candles.  Filter  the  crude  paraffine 
and  boil  it  2  hours  with  5  per  cent,  of 
its  weight  of  sodium  sulphide  and  a 
sufficient  quantity  of  water.  When 
cold,  the  paraffine,  which  floats  on  the 
top,  is  washed  in  water,  pressed,  and 
dissolved  in  20  per  cent,  of  amyl  alco- 
hol, from  which  it  separates  as  a  )»asty 
mass.  It  is  then  allowed  to  rest  for 
some  time,  filtered  through  charcoal, 
and  subjected  to  powerful  pressure. 

Bleaching  of  Oils  and  Fats.  The 
following  method,  which  is  adapted  for 
solid  and  fluid  rats,  can  be  used  for 
bleaching  and  clarifying  oils  and  fats 
for  domestic  and  industrial  purposes. 
Cotton-seed  oil,  rape-seed  oil,  and  all 
other  fat  oils  are  prepared  for  treatment 
by  mixing  in  a  large  tank  with  2  to  3 
per  cent,  of  common  salt  and  thor- 
oughly stirring  fot>5  to  10  minutes  with 
25  to  50  per  cent,  of  water.  Afler  a 
rest  of  24  to  48  hours  it  will  be  found 
that  a  portion  of  the  impurities  and  the 
water  and  salt  have  settled  on  the  bot- 
tom. The  supernatant  oil  is  then 
drawn  off  into  another  tank  and  again 
thoroughly  washed  with  cold  water, 
and  again  drawn  off  after  a  rest  of  6  to 
12  hours. 

This  treatment  with  common  salt  is 
especially  valuable  for  the  preparation 
or^fine  table-oils,  but  can  also  be  used 
for  bther  oils,  such  as  linseed  oil,  train 
oil,  etc.  By  conducting  at  the  same 
time  during  the  mechanical  treatment 
an  electrical  current  through  the  mixt* 
ure  the  oil  is  bleached  by  the  deoom- 
position  of  the  common  salt  by  the 
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action  of  the  electric  cannent,  and  the 
fonnation  of  secondary  combinations 
of  strong  bleaching  power. 

For  many  oils  ana  fats  which  readily 
become  rancid  or  spoil,  it  is  recom- 
mended to  add  2  to  3  per  cent,  of  bi- 
carbonate of  sodium  to  the  above  proc- 
ess. Besides  the  second  washing  with 
cold  water,  the  oil  can  also  be  treated 
with  steam  conducted  through  it  in  a 
finely  divided  state,  5  to  10  minutes 
being  sufficient  for  cotton-seed  oil,  while 
15  to  20  minutes  are  reauired  for  rape- 
seed  oil  and  30  minutes  for  fish  oil.  By 
this  treatment  the  rancid  constituents 
are  removed  and  the  slimy  particles 
precipitated. 

Instead  of  steam,  repeatedly  heated 
air  mixed  with  20  to  30  per  cent,  of  hot 
water  may  also  be  forced  through  the 
oil  by  means  of  a  blowing  engine.  By 
filtering  the  oil  thus  prepared  and  stor- 
ing it  for  some  time,  a  pure  product  of 
an  agreeable  taste  ana  clear  pale  yel- 
](»w  color  is  obtained.  For  filtering,  the 
ribbed  sides  and  bottom  of  the  filtering 
vessel  are  covered  with  endless  filtering 
paper. 

For  the  preparatory  treatment  of 
varnish  oil,  burning  and  lubricating 
oils,  etc.,  the  oil  is  compounded  with  a 
solution  of  2  per  cent,  of  common  salt 
in  15  to  20  per  cent,  of  water  of  176°  to 
212°  F.,  which,  during  the  stirring,  is 
still  further  heated  by  the  introduction 
of  steam.  One  to  H  per  cent,  of  hydro- 
chloric acid  diluted  with  15  to  20  per 
cent,  of  water  is  then  added  with  con- 
stant stirring,  and  finally  steam  is  in- 
troduced in  intervals  of  5  minutes. 
The  oil  is  then  allowed  to  collect  in 
settling  tanks. 

In  many  cases  an  addition  of  potas- 
sium permanganate,  or  potassium  chlo- 
rate, or  potassium  bichromate  previous- 
ly dissolved  in  as  little  warm  water  as 
possible  is  usefiil.  For  100  parts  of  oil 
about  t\i  part  of  the  last-named  salts  and 
1^  to  2  parts  of  common  salt  are  used. 
The  heated  oil  to  be  bleached  is  suc- 
cessively mixed  with  the  salt  solutions, 
2  to  3  per  cent,  of  hydrochloric  acid  or 
1  to  1^  per  cent,  of  sulphuric  acid  be- 
ing added  by  means  of  a  rose  with  con- 
stant stirring  for  one  hour.  Then  add 
30  per  cent,  of  warm  water  to  the  mixt- 
ure and  allow  it  to  rest. 

After  the  oil  is  drawn  off  it  is  several 


times  washed  with  water  with  an  Addi- 
tion of  some  soda  and  finally  treated 
with  steam.  The  slimv  sediment  can 
be  used  for  the  manufacture  of  soap. 
This  method  is  applicable  to  minersu, 
vegetable^  and  animal  oils. 

ileacktng  Tallow.    About  50  pounds 
of  caustic  soda-lye  are  placed  in  a  clean 
boiler  and  the  steam    is   turn«l    on.- 
Salt  is  then  added  to  the  lye  nntil  it 
shows  25  to  28°  B. ;  300  pounds  of  fat 
are  now  placed  in  the  boiler  and  the 
steam  is  turned  on  until  the  mass  is 
brfmght  to  a  boil,  when  the  steam  is 
shut  off  to  prevent  overflowing.     It  is 
then  allowed  to  boil  up  1  to  2  inches  at 
the  most,  and  then  left  to  itself  for  3  to 
5  hours  so  that  the  fat  will  clarify.     At 
the  end  of  this  time  the  upper  saponi- 
fied layer  is  ladled  off,  the  pure  tallow 
is  removed  and  )>as8ed  through  a  hair 
sieve  or  linen  into  a  clean  vessel,  until 
the  lower  saponified  layer  is  reached. 
The  residue  in  the  boiler,  consisting  of 
saponified  fat  and  lye,  is  removed  and 
used  in  the  preparation  of  curd  soap, 
toeether  with  ihe  upper  layer. 

The  boiler  is  then  thoroughly  cleansed 
and  about  30  to  35  pounds  of  water  with 
$  to  1  pound  of  alum  are  heated  to  boil- 
ing.   To  this  solution  the  fat  is  added, 
and  the  mass  is  allowed  to  boil  for  about 
15  minutes,  until  all  the  filth  has  dis- 
appeared from  the  fat.     The  mass  is 
then  transferred  to  another  vessel  and 
left  to  itself  from  3  to  5  hours.    Th6  * 
pure  fat  is  then  again  placed  in  the 
Doiler  and  heated  until  it  shows  a  tem- 
perature of  338°  to  392°  F.    In  this 
last,  operation  the  fat  becomes  snow- 
white.    The  steam  must  be  turned  off. 
as  soon  as  the  slightest  trace  of  vapor 
of  a  disagreeable  odor  is  thirown   off. 
The  fat  may  then  be  directly  used  or 
left  to  cool.    As  stated,  the  steam  must 
be  turned  off  or  the  fire  removed  as  soon 
as  a  trace  of  disagreeable  vapors  be- 
comes manifest,  whether  the  tempera- 
ture be  306°  or  338°  F.^  for  if  this  is 
not  done  the  fat  will  again  turn  dark. 

Freshly  rendered,  sweet  fat  (not  acid 
or  rancid)  is  most  readily  bleached  and 
may  be  heated  quite  high.  Still  the 
fat  should  not  be  too  fresh,  or  one  will 
take  the  risk  of  saponifying  the  300 
pounds  without  leaving  any  to  bleach. 
Tallow  treated  in  this  way,  when  used 
for  toilet  soaps,  gives  them  a  white 
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eolor  and  aereeable  odor.  It  is  also 
well  adapted  for  candle-making,  as  it 
becomes  exceedingly  hard. 

Clarifying  Olive  Oil,  The  most  com- 
mon meuiod  is  to  have  a  series  of  boxes, 
one  above  the  other,  each  with  cotton 
batting  in  the  bottom ;  the  oil  passing  the 
isixth  box  will  be  beautifully  clear  and 
ready  for  market.  Some  use  cylindrical 
tin  vessels  holding  about  3  gallons  each, 
one  fitting  into  the  other  in  tiers  or 
three,  with  fine  wire  sieves  in  the  bot- 
tom of  each.  On  these  sieves  lie  two  or 
three  layers  of  cotton  batting.  The  oil 
is  passed  from  one  tier  to  the  other  until 
clear.  Clarifying  can  be  done  by  the 
sunlight  also:  it  can  be  bleached  and 
made  much  lighter  in  color^  but  not 
without  injuring  it.  When  it  is  adul- 
terated artificialneat  is  necessary  in  the 
process.  When  once  heated  it  loses 
a  part  of  the  nutty  flavor,  and  is  liable 
to  become  rancid  when  exposed  to  the 
air.  It  should  be  kept  in  an  ordinarily 
cool  place  and  not  exposed  to  sunlight 
or  heat;  neither  should  it  be  handled 
any  more  than  absolutely  necessary  in 
the  filtering  and  bottling  and  should 
not  be  shaken  after  it  is  bottled.  The 
mucilage  contained  in  the  oil  will  not 
separate  for  a  long  time  after  the  oil  is 
ready  for  use,  and,  as  it  does  not  injure 
it,  it  is  not  therefore  objectionable. 
It  will  sometimes  form  in  the  bottle 
like  globules  of  water,  in  films  settling 
to  the  bottom  as  sediment,  and  when 
shaken  will  give  it  a  muddy  appear- 
ance, which  frequentl  V  renders  it  unsal- 
able, as  consumers  have  a  prejudice 
against  all  table  oils  that  are  not  per- 
fectly clear.  The  oil  is  better  when 
•  new  and  fresh,  and  what  is  gained  by 
its  appearance  from  remaining  a  longer 
time  in  the  tank  is  more  than  lost  in 
freshness  and  delicacy  of  flavor. 

Detection  of  Water  in  JSssential  Oils, 
Bssential  oil  distilled  from  the  respec- 
tive parts  of  the  plants  with  water  con- 
tain water,  even  if  apparently  perfectly 
clear.  By  adding  to  such  oils  3  to  5 
times  their  volume  of  petroleum  ether 
of  0.67  to  0.675  specific  gravity,  an  im- 
mediate cloudiness  will  make  its  ap- 
pearance in  consequence  of  the  separa- 
tion of  the  drops  of  water.  The  more 
water  the  oil  contains  the  greater  the 
cloudiness.  This  simple  test  is  infal- 
lible. 

29 


ManAifaeture  of  Cottonseed  OU,  The 
cotton  seed  having  been  screened  from 
all  dust  and  foreign  substances,  is  freed 
from  adhering  cotton  by  passing '  it 
through  a  maehine  similar  to  a  gm, 
only  with  teeth  placed  closer  together. 
The  seed  is  then  'delivered  into  the 
huiler,  which  consists  of  a  cylinder 
armed  with  steel  blades  and  surrounded 
about  two-thirds  way  by  a  concave  box 
also  armed  with  corresponding  knives. 
The  cylinder  revolves  at  great  speed, 
and  as  the  seed  is  forced  between  the 
knives  the  pericarp  or  hull  is  broken 
and  forced  from  the  kernel.  The  mass 
of  crushed  seed  then  fiiUs  into  a  large 
revolving  sieve.  The  kernels,  many  of 
which  are  broken  into  fine  pieces,  pass 
through  the  meshes  of  the  wire  sieve, 
and  the  pericarp  to  which  the  lint  ad- 
heres  is  carried  away  and  either  burned 
under  the  boiler  or  used  as  cattle-feed. 
The  clean  seed  is  now  carried  by  a  sys- 
tem of  elevators  into  the  attic  story  and 
then  passes  down  into  the  crushers  or 
rollers.  These  consist  chiefly  of  two 
rollers  revolving  towards  each  other 
with  unequal  velocity,  so  geared  as  to 
produce  Voth  a  crushing  and  a  tearing 
efiect  upon  the  seed.  The  meal,  as  tHe 
seed  is  now  called^  falls  to  the  bin  on 
tlie  first  floor  and  is  shovelled  into  the 
heater,  which  is  a  short  double  cvlinder 
so  arranged  as  to  heat  the  meal  in  the 
inner  cylinder  by  steam,  which  circu- 
lates in  the  space  oetween  the  inner  and 
the  outer  walls.  Here  the  meal  is 
heated  until  the  water  it  contains  is 
converted  into  steam  and  escapes.  The 
hot  meal  is  then  placed  in  wedge- 
shaped  ba^  of  woollen  duck,  each  hold- 
ing sufficient  seed  for  a  cake.  The 
bags  are  then  placed  between  the  sides 
of  wrappers  formed  of  thickly  woven 
horsehair  backed  with  corrugated 
leather  to  fitcilitate  the  escape  of  the 
oil,  which  are  called  ''hairs"  or 
''books."  The  hair  and  its  contained 
bi^  of  seed  are  then  placed  in  the  hy- 
draulic press.  The  press  usually  has 
spaces  for  four  cakes,  one  above  an- 
other. The  ram  is  12  inches  in  diame- 
ter and  is  worked,  at  a  pressure  of  1^ 
tons  to  the  square  inch.  The  pressure 
is  given  by  pumps,  two  with  1  inch 
ram»  and  two  with  2^  inch  rams  being 
in  one  set;  the  larger  diameter  of 
pumps  gives  the  pressure  quickly  until 
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it  reaches  aboat  3  cwt  per  sqnare  inch.  | 
when  the  small  pamps  give  the  final 
squeeze.  Fifteen  minutes'  pressure  suf- 
fices to  completely  extract  the  oil,  which 
collects  in  a  reservoir.  The  hairs  are 
then  thrown  out,  the  duck  bags  are 
stripped  from  the  meal,  now  pressed 
into  solid  cakes,  the  cakes  are  set  up  in 
racks  to  dry,  and  the  operation  is  com- 
pleted. 

Two  merchantable  articles  are  pro- 
duced at  the  press:  crude  cotton-seed 
oil  and  cotton-seed  cake.  After  the 
oil  has  cooled  down  to  atmospheric 
temperature,  and  the  floating  impuri- 
ties have  separated  from  it,  it  is  of  a 
deep  red  color,  and  weighs  about  7h 
pounds  to  the  gallon.  It  is  estimated 
that  out  of  a  bushel  of  seed  weighing 
30  pounds,  three  quarts  of  oil  will  be 
produced,  leaving  about  10  pounds  of 
oil  cake,  which  is  very  valuable  for 
feeding  cattle,  horses,  and  hogs. 

It  has  been  proven  in  England  by 
fair  tests  that  the  manure  of  cattle  fed 
with  cotton-seed  meal  is  better  than  any 
other  animal  manure  other  than  guano 
from  birds.  The  meal  as  food  for  meri- 
no sheep  produces  an  exceedinglv  valu- 
able result.  The  usual  effect  of  feeding 
cotton-seed  meal  to  female  cattle  when 
they  are  with  young  is  a  tendency 
to  produce  miscarriage.  Strangely 
enough,  the  effect  upon  merino  ewes  is 
to  make  them  bear  twins.  A  sheep 
farmer  in  Arkansas,  by  careful  feeding 
of  cotton-seed  meal  to  his  flock,  caused 
three-fourths  of  his  ewes  to  bear  twins. 
Another  valuable  result  to  be  got  from 
feeding  on  cotton-seed  meal  is  the  oil 
from  the  wool,  which  is  more  abundant 
than  from  other  food,  and  by  the  use 
of  naphtha  in  its  preparation  can  be 
made  into  the  best  tanning  oil  in  use. 

Fat  from  Sheep's  Wool.  Under  the 
name  of  lanolin  Prof.  Liebreich  has 
introduced  a  fat  obtained  from  sheep's 
wool,  which  is  believed  to  possess 
valuable  properties  for  the  preparation 
of  ointments.  Various  medicaments 
combined  with  lanolin  are  said  to  be 
more  promptly  absorbed   than  when 

Erepared  with  other  bases  as  a  vehicle, 
-iebreich  prepares  lanolin  in  the  fol- 
lowing manner : 

He  takes  the  suds  from  the  washing 
of  wool  in  the  mills,  submits  it  to  the 
action  of  a  centrifugal  machine  which 


separates  the  soapy,  oil^  suds  finom  the 
dirt  associated  tnerewith,  decomposes 
the  suds  by  an  acid,  whereby  the  acid 
and  the  saponifying  alkali  unite,  and 
the  saponified  wool-fat  is  separated, 
combined  with  about  100  per  cent,  of 
water ;  this  is  then  thoroughly  washed 
with  cold  water,  then  heated  so  as  to 
separate  the  water  and  the'  wool-fat, 
and  again  combined  with  a  definite 
proportion  of  water,  and  lanolin  is  the 
result;  or,  he  treats  wool  with  alkaline 
water,  producing  his  suds  in  that  way, 
and  then  proceeding  as  above  out- 
lined. 

A  much  <^uicker  and  less  complex 
way  of  making  the  article  is  to  treat 
the  wool  directly  with  petroleum  ben- 
zine; distil  off  the  beiudne,  and  the 
wool-fat  remains ;  combine  this  with  a 
proper  proportion  of  water,  and  lanolin 
results. 

The  last  process  is  objectionable, 
however,  on  account  of  the  great  diffi- 
culty of  entirely  removing  the  odor  of 
benzine  from  the  product.    (W.) 

*'Suintj**  or  Potassic  Sudorate  in 
Sheep*8  Wool,  This  is  the  name  given 
by  the  French  to  the  sweat  exuded 
from  the  skin  of  the  sheep  and  retained 
in  the  wool.  This  substance,  which 
forms  nearly  15  per  cent,  of  the  raw 
wool,  may  readily  be  removed  from  the 
wool  by  simple  washing  in  water.  It 
contains  considerable  potash,  and  from 
this  source  there  are  produced  annually 
in  France  about  250,000  pounds  (or  100 
tons)  of  potash.  This  substance  must 
not  be  confounded  with  the  oil  or  grease 
of  the  wool  (which  constitutes  about  8i 
per  cent,  of  the  weight  of  the  raw  wool, 
and  is  combined  largely  with  earthy 
matter,  chiefly  lime,  as  an  insoluble 
soap).  The  "suinf  is  a  neutral  salt 
of  potassium  with  an  animal  acid  con- 
tained in  the  sweat.  The  wash-waters 
of  the  large  woollen  manufactories  are 
utilized  for  this  purpose,  the  liquors 
being  valued  according  to  their  strength. 
The  process  consists  in  boiling  down 
the  liquors  to  dryness,  calcining  the 
mixture,  lixiviating,  and  crystallizing. 
It  is  estimated  that  if  the  wash-water 
of  all  the  fleeces  handled  in  France  could 
be  utilized  the  country  could  derive 
from  that  source  all  the  potash  she 
requires  for  agricultural  and  other 
uses.    (W.) 
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Relming  of  CoUori'Seed  Oil,  One 
hundred  gallons  of  the  crude  oil  are 
placed  in  a  tank  and  3  gallons  of 
caustic  potash-lye  of  45°  B.  are  gradu- 
ally added  and  well  stirred  for  several 
hours ;  or,  the  same  quantity  of  oil  is 
treated  with  about  6  gallons  of  soda-lye 
of  25°  or  30°  B.,  and  heated  for  an  hour 
or  more  to  about  200°  or  240°  F.  under 
perpetual  stirring  and  left  to  settle. 
The  clear  oil  is  then  separated  from 
the  brown  soap  stock  and  this  dark 
soap  sediment  is  placed  into  ba^, 
where  the  remainder  of  the  oil  will 
drain  off. 

Refined  cotton-seed  oil  has  the  color, 
transparency,  and  taste  of  olive  oil, 
and  it  has  the  same  character  for  lubri- 
cating and  pharmaceutical  purposes. 
It  has  the  property  of  resisting  cold, 
remaining  limpid,  when  pure,  at  30° 
F.,  and  quite  nuid  at  20°,  hardening 
only  at  8*^  to  10°  F.  It  is  not  volatile, 
but  is  a  fixed  oil  like  lard,  sperm,  or 
olive  oil,  and  is  therefore  not  explosive. 
It  gives  a  brighter  light  and  burns 
longer  than  lard  oil,  owing  to  the 
absence  of  the  gum  which  always  exists 
in  lard ;  and  for  this  reason  it  is  a  better 
lubricator  than  lard  oil.  It  is  almost 
impossible  to  distinguish  good  refined 
cotton-seed  oil  from  olive  oil,  and  for 
this  reason  the  latter  is  ii^quently 
adulterated  with  it,  the  general  pro- 
portion being  about  75  parts  of  cotton- 
seed oil  to  25  parts  of  olive  oil. 

In  the  Soutnern  and  Western  States 
refined  cotton-seed  oil  is  largely  used 
for  culinary  purposes,  and  it  is  claimed 
that  for  ''shortening,^'  as  for  pie- 
crusts, it  is  far  superior  to  lard  or  any 
other  grease,  both  as  to  taste  of  the 
finished  pie  and  its  appearance. 

Production  of  Lignl-eolored  Soctp,  or 
lAght-coloredSeba^cieAcidSffrom  Crude 
CoUon-seed  Oily  or  from  lieiidue^  Ob- 
tained by  its  Parijication,  The  oil  is 
freed  from  impurities  by  settling  or 
filtering.  The  residues  are  slightly 
warmed  with  a  little  water,  and  after 
cooling  drawn  off  from  the  aqueous 
layer.  The  oil  or  the  residues  are  then 
treated  with  suf&cient  strong  soda-lye, 
so  that  the  soap  separates  in  flakes 
which  are  removed  from  the  strongly 
colored  under-layer.  The  soap  is  dis- 
solved in  as  little  water  as  possible,  and 
decolorized  by  the  addition  of  chlorine 


water.  Instead  of  the  latter,  bleaching 
powder,  potassium  chlorate,  potassium 
permanganate,  or  potassium  bichromate 
can  be  added  and  afterwards  acids.  By 
the  addition  of  an  excess  of  such  acius 
purified  sebacic  acids  are  separated. 

To  Remove  the  DUagreeaole  Odor  of 
Soap  made  from  cotton-seed  oil,  boil  the 
oil  to  be  used  for  white  soap  with  an 
equal  quantity  of  25  per  cent,  soda-lye 
for  3  to  4  hours. 

Utilizing  Cotton-seed  Hulls,  Instead 
of  treating  the  hulls  as  refuse  or  burning 
them  for  fuel,  potash  and  phosphate  of 
lime  can  be  extracted  from  them  by  the 
following  process :  The  hulls  are  first 
burnt  and  the  resulting  ashes  boiled 
for  two  hours  in  about  ten  times  their 
weight  of  water.  Then  gradually  add 
about  half  the  weight  of  ash  of^^  lime 
to  the  boiled  solution  and  allow  it  to 
settle.  The  clear  liquid  is  next  drawn 
off  iu  any  suitable  manner.  The  res- 
idue is  then  put  in  a  percolator  and 
exhausted  with  water,  and  the  solution 
is  added  to  the  clear  liquid,  and  both 
evaporated  to  dryness,  after  which  tlie 
potash  is  fused  and  run  into  nioutds. 
The  pnKsess  of  exhaustion  is  repeated 
and  tne  subsequent  washings  are  used 
to  dissolve  the  next  batch  of  ash  and  to 
slake  the  lime.  The  residue  left  in  the 
percolator  contains  50'per  cent,  of  phos- 
phate of  lime. 

New  Process  of  Extracting  Fish  Oil, 
The  fish  are  sprinkled  with  5  per  cent, 
of  their  weight  of  ferric  chloride  or 
sulphate  solution  of  45°  B.,  and  can  then 
be  Kept  3  or  4  days  without  undergoing 
alteration.  They  are  then  crushed, 
made  into  a  paste,  and  pressed,  when  a 
large  Quantity  of  oil  ana  water  is  forced 
out.  The  cake  from  the  press  dries 
readily,  becomes  friable,  and  is  easily 
pulverized.  A  further  quantity  of  fatty 
matter  may  be  obtained  from  it,  either 
by  pressing  between  heated  metal 
plates^  or  by  extraction  with  benzine  or 
carbon  di-sulphide.  The  residue  forms 
an  excellent  fertilizer. 

Preparation  of  Heavy  Oils  and  Par- 
ajffhie  from  Petroleum  Residues,  A 
large  percentage  of  paraffine  oil  can  be 
obtained  by  distilling  the  residues  in 
vacuum  with  superheated  steam.  At 
from  59°  to  68°  F.  these  oils  are  gelat- 
inous and  contain  from  22  to  24  per 
cent,  of  paraffine,  20  per  cent,  of  which 
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wn  be  jBrainedL  The  oils  are  first  puri- 
fied by  filtering  through  cloths  at  from 
86°  to  104°  F.,  and  treating  with  4  to  5 
per  cent,  of  sulphuric  acid  of  66°  B. 
After  allowing  the  tarry  substances  to 
settle  at  114°  .F.,  the  oU  is  drawn  off, 
the.acid  removed  with  quicklime,  and 
the  oil  gradually  cooled  off  to  41°  F. 
The  paraffine  crystallizes  and  can  be 
obtained  by  pressing,  after  which  it  is 
further  purined  by  pressing  with  amyl 
alcohol  or  benxine  and  filtration 
through  animal  charcoal. 

ParificcUion  of  Oils,  Linseed  oil 
should  be  warmed  in  an  iron  boiler  and 
melted  lead  poured  into  it,  in  a  thin 
stream,  a  little  at  a  time.  It  should 
then  be  left  for  several  days  in  a  warm 
place,  when  a  deposit  separates  and  the 
oil  becomes  quite  clear.  Oil  thus 
treated  pofisesses  in  a  high  degree  the 
property  of  drying  quickly,  and  is  es- 
pecially suited  for  the  manufacture  of 
varnishes  and  lacquers.  Cocoanut  oil 
should  be  rubbed  up,  thoroughly  in- 
corporated with  warm  water,  placed  in 
a  bag  and  pressed  through  it.  The 
fluid  thus  ootained  is  brought  to  the 
boiling  point,  and  the  separating  oil 
clarified  with  sugar  and  alum.  The  oil 
thus  obtained  is  odorless,  white,  and 
well  adapted  for  use  in  perfumery. 
The  purification  of  fatty  oils  may  be 
conducted  in  the  following  manner:  In 
a  tub  provided  with  a  faucet  2  lbs.  of 
potassium  permanganate  are  dissolved 
m  6i  gallons  of  water.  Eighteen  gal- 
lons of  oil  are  added  and  thoroughly 
agitated,  and  then  left  to  settle  for  2 
days.  After  this  time  4  gallons  of 
warm  water  are  added  with  11  lbs.  of 
crude  hydrochloric  acid,  and  the  whole 
vigorously  agitated.  After  several  days' 
rest  the  water  is  drawn  off  from  the  oil 
and  the  latter  is  washed  with  hot  water 
to  remove  the  acid.  For  the  quicker 
separation  of  the  oil  from  the  water  the 
whole  is  placed  in  a  carboy  with  a  per- 
forated cork,  in  which  two  tubes  are 
totted.  One  of  these  is  a  funnel  tube, 
reaching  nearly  to  the  bottom;  the 
other  IS  a  bent  delivery  tube,  reaching 
a  little  way  below  the  cork.    By  pour- 

n^PirS^-  ^^^""H^  the  funnel  tubTthe 
oiT  IS  delivered  bright  and  clear.  It  is 
colorless  and  odorllss. 

bom.    The  liquid  hydrocarbon,  such  as 


crude  petroleum,  refined  petroleum, 
etc.,  is  mixed  with  some  melted  fat, 
after  which  the  mixture  is  acidulated, 
and  in  the  form  of  a  spray  introduced 
into  an  alkaline  solution.  The  mass 
coagulates  and  is  mechanically  sepa- 
rated from  the  aqueous  solution.  The 
ooagulum  thus  obtained  is  made  still 
more  resisting  to  the  influence  of  heat, 
etc.,  by  mixing  with  water-^lass  solu- 
tion to  which  has  been  added  burnt 
lime,  gypsum,  or  magnesia.  To  regain 
the  hydrocarbons  the  melted  mass  is 
compounded  with  dilute  sulphuric  or 
hydrochloric  acid,  whereby  fat  and  hy- 
drocarbon are  separated  on  the  surface. 
By  using  ammonia  for  coagulating  the 
hydrocarbon  the  dried  mass  after  heat- 
ing can  be  formed  into  candles  or 
torches.  For  preparing  solid  fuel  the 
coagulum  is  mixed  with  powdered 
eoke,  etc. 

The  same  method  can  also  be  used 
for  the  solidification  of  volatile  oils  fat 
oils,  etc.  ^  It  is  best  not  to  add  the  acid 
at  one  time,  but  in  several  portions, 
and  to  stir  thoroughly  after  each  addi- 
tion. If  crude  petroleum  is  to  be  solidi- 
fied to  be  used  for  candles  or  torches  it 
is  previously  purified  by  treatment 
with  oxidizing  agents,  such  as  potas- 
sium manganate  and  permanganate, 
eve. 

Substitute  for  Linseed  Oil,  Melt  6i 
parts  of  light  Burgundy  piteh  and  mix 
with  21  parts  of  crude  cotton-seed  oil 
and  i  part  of  fat  oil,  both  previously 
heated  to  176°  F.  Then  add  3i  parte 
of  petroleum  heated  to  the  same  tem- 
perature and  heat  the  mixture.  When 
cold  add  a  trace  of  a  mixture  of  oil  of 
valerian  and  essence  of  mirbane,  and 
allow  the  mixture  to  clarifV.  By  boil- 
ing the  cotton-seed  oil  before  use  with 
3  per  cent,  of  gold  litharge  a  mass  is 
obtained  which  can  be  used  as  a  sub- 
stitute for  boiled  linseed  oil  in  prepar- 
ing painte,  varnishes,  ete. 

To  Purify  Oils.  Heat  the  oil  with  2 
to  3  per  cent,  of  sodium  di-sulphide  to 
77°  to  95°  F.,  and  stir  until  all  the  sul- 
phurous acid  has  escaped. 

The  following  method  is  especially 
used  for  rancid  and  bitter  peanut  oil 
and  oil  of  almonds:  Make  an  emulsion 
of  the  oil  with  a  base  (good  r^ults  have 
been  obtained  with  potash  dissolved  in 
twenty  times  ite  weight  of  water),  add 
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about  double  the  volume  of  oil  of  water 
and  agitate.  In  an  hour  the  emulsion 
is  destroyed  with  sulphuric  acid  and 
diluted  with  ten  times  its  weight  of 
water.  The  reforming  process  com- 
mences immediately;  the  oil  appears 
on  the  surface,  and  after  a  few  hours 
of  rest  is  completely  separated.  The  oil 
is  then  decanted  and  nltered. 

White  Vaseline  Oil.  To  100  parts 
of  yellow  Russian  mineral  oil  add  with 
constant  stirring  25  parts  of  fuming 
sulphuric  acid  in  a  thm  stream.  Con- 
tinue the  stirring  for  30  minutes  and 
allow  the  mixture  to  rest  4  to  o  hours. 
Then  draw  the  supernatant  oil  from  the 
black  tar-like  sediment  into  another 
boiler,  and  add  gradually  and  in  small 

Soctions  30  per  cent,  of  best  well-dried 
ecolorizing  powder  (residue  from  the 
manufacture  of  potassium  ferrocy- 
anide.)  Continue  the  stirring  with 
constant  heating  for  2  hours  and  then 
let  the  oil  rest  4  to  6  hours.  Draw  the 
oil  off  and  bring  it  into  a  double  walled 
filter  heated  by  steam  and  filled  i  with 
decolorizing  powder. 

Should  the  oil  coming  from  the  filter 
not  be  entirely  white,  pass  it  through  a 
second  filter  and  if  necessary  through 
a  third  until  the  desired  whiteness  is 
attained. 

The  mf^or  portion  of  the  oil  retained 
by  the  decolorizing  powder  (jan  be  re- 
l^ined  by  pressing  the  latter  in  a  filter- 
ing press,  and  by  boiling  the  pressed 
powder  with  water  acidulated  with  5 
per  cent,  of  sulphuric  acid  nearly  all 
the  remainder  of  the  oil  is  obtained. 

Solvefit  Power  of  Glycerine,  Al- 
though not  used  to  a  great  extent  in  the 
chemical  industries  as  a  solvent,  glyc- 
erine is  of  considerable  service  for  this 
purpose  in  pharmacy.  Below  is  a  table 
showing  the  solvent  power  of  this  sub- 
stance. It  is  found  that  100  parts  (by 
weight)  of  glycerine  will  dissolve : 


Parts  by  weight. 

20  .    .    . 

20  .     .    . 

10  .     .     . 

10  .     .     . 

15  .     .     . 

60  .     .     . 

40  .     .     . 

20  .     .     . 

20  .     .     . 

6H  •     .     . 

10  ... 


Substance. 
Anienious  acid. 
Arsenic  acid. 
Benzoic  acid. 
Boracic  acid. 
Oxalic  acid. 
Tannic  acid. 
Alums. 

Ammonium  carbonate. 
Ammonium  chloilde. 
Tartar  emetic. 
Barium  cliluride. 


30 

2 

i 

20 

60 

25 
32 

40 
8 

60 
98 
20 

A 

50 

85 
60 


U 


Cnprfc  sulphate. 

Mercuric  chloride. 

Mercuric  cyanide. 

Iodine. 

Phosphorus. 

Plumbic  acetate. 

Potassium  arsenate. 

Potassium  chlorate. 

Potassium  bromide. 

Potassium  cyanide. 

Potassium  iodide. 

Hydrogen  sodium  carbonate^ 

Borax. 

Sodium  carbonate. 

Sodium  chlorate. 

Sulphur. 

Zinc  chloride. 

Zinc  sulphate. 

Urea. 

Morphine. 

Quinine. 

Strychnine. 

(W.) 
Papeb. 


Oupnhomnionium  for  Rendermg 
Paper  and  Textile  Fabrics  Waier-y  Rot-^ 
and  Insedr-proof,  Bv  a  recently  pat- 
ented process  called  "  Willesdenizi ug," 
paper,  canvas,  cordage,  etc.,  are  ren- 
dered water-proof  and  rot-proof,  and  are 
protected  against  liability  to  injury 
from  mould  and  the  attacks  of  insects. 
These  products  are  made  on  the  large 
scale  at  Willesden,  England,  by  the 
Patent  Water-proof  Paper  and  Canvas 
Co.  Two  classes  of  products  are  made. 
1.  Round  or  "made  up"  goods,  con- 
sisting of  rope  and  cordage,  Willesden- 
ized  netting^  etc.;  and,  2.  Flat  goods 
turned  out  in  the  roll.  All  of  these 
fabrics  are  water-proof  and  free  irom 
any  tendency  to  rot  or  mildew.  The 
"  Willesdenized "  paper  and  canvas 
are  made  in  endless  rolls,  and  of  any 
desired  thickness.  They  are  adapted  for 
diverse  uses,  such  as  panel-worK  where 
great  strength  is  required,  as  a  roofing 
material  which  will  be  unaffected  by 
the  weather,  and  for  building  purposes 
generally.  Any  desired  thickness  of 
material  is  obtained  in  the  finished 
product  by  pressing  into  one  compact, 
homogeneous  sheet  several  layers  while 
thev  are  still  superficially  gelatinized 
or  "  pectized "  by  the  action  of  the 
cupro-ammonium  solution. 

The  paper,  canvas,  etc.,  b^  this 
process  is  treated  with  a  solution  of 
cupro-ammonium  hydroxide,  which  is 
prepared  by  the  action  of  strong  am- 
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nionia  on  oojnrper  turnings,  in  a  cur- 
rent of  air.  The  action  of  the  solution 
on  vegetable  tissues  (6elluIose)  is  a  sol- 
vent action.  The  extracts  to  be  treated, 
however,  are  passed  through  the  solu- 
tion at  such  a  rate  as  to  simply  gelatin- 
ise the  exterior  of  the  fibres  without 
disintegrating  them,  so  that  on  their 
emergence  from  the  bath  the  goods 
possess  sufficient  coherence  to  permit 
them  to  be  passed  through  a  suitable 
drying  apparatus.  By  this  treatment 
the  exterior  film  of"  pectized  **  cellulose 
is  converted  into  an  elastic  varnish  in 
which  all  the  copper  taken  up  by  the 
materials  is  retainea  in  the  combination 
(probably  as  a  cupro-celkilose)  and 
forms  a  perfect  water-proof  coating. 

Instead  of  cupro-ammonium  the 
analogous  zinc  compound  may  be 
used,  though  its  action  is  not  so  prompt 
as  that  of  the  copper  compound.  Good 
results  are  obtained  by  using  a  mixture 
of  the  two  metallic  compounds.    The 

f products  here  describea  have  only 
ately  been  placed  upon  the  market, 
but  enough  is  known  of  them  to  make 
it  safe  to  state  that  they  possess  most 
vaKiable  qualities.    (W.) 

Fabrication  of  Parchment,  A  solid 
parchment  impermeable  to  water  and 
adapted  for  the  osmose  of  molasses, 
etc.,  is  prepared  as  follows :  Woollen 
or  cotton  tissues  are  freed  by  washing 
from  gum,  starch,  and  other  foreign 
substances,  and  then  passed  between 
two  rollers  in  a  bath  containing  some 
paper  pulp.  The  product  is  passed 
through  a  bath  of  concentrated  sul- 
phuric acid  and  then  repeatedly  dipped 
into  one  of  aauieous  ammonia  until  the 
acid  is  completely  neutralized.  It  is 
then  pressed  between  rollers,  dried  be- 
tween two  other  rollers  covered  with 
felt,  and  finally  calendered. 

Fire-proof  Papers^  Colors^  and 
Printed  Matter,  Actually  fire-proof 
paper,  t.  e.,  such  as  will  bear  a  temper- 
ature of  1482°  F.,  in  connection  with 
printers'  ink  or  ink  not  affected  by  such 
a  strong  heat,  has  not  been  known  up 
to  this  time.  Some  papers  manufact- 
ured with  asbestos  will  stand  certain 
degrees  of  heat,  but  they  are  not  suit- 
able for  writing  or  printing  paper.  L. 
Forbem,  of  Berlin,  now  prepares  such 
papers  of  the  desired  qualities  accord- 
ing to  a  method  patented  by  him.    As- 


bestos fibres  of  the  best  quality  are 
washed  in  solution  of  potassium  per- 
man^nate  and  bleached  with  sul- 
phuric acid.  To  95  parts  of  fibre  thus 
prepared  are  added  5  parts  of  ground 
cellulose  such  as  is  used  in  paper  mills. 
The  mass  is  then  thoroughly  mixed 
with  an  addition  of  glue  water  and 
borax  and  then  worked  into  paper. 
The  product  is  smooth  and  is  made  fie 
for  writing  by  satinizing ;  it  is  claimed 
to  resist  a  strong  red  heat. 

For  the  preparation  of  fire-proof 
printing  and  writing  ink  a  mixture  of 
platinum  chloride  and  oil  of  lavender 
is  used,  to  which,  for  black  printing  ink. 
lampblack  and  varnish  are  added,  and 
for  writing  ink,  Chinese  ink,  water,  and 
gum-Arabic. 

For  a  good  fire-proof  printing  ink  10 
parts  of  platinum  chloride  and  25  parts 
of  lavender  oil  are  heated  in  a  por- 
celain dish  until  the  development  of 
gas  ceases,  and  85  parts  of  lampblack 
and  30  parts  of  varnish  added  in  small 
portions.  On  heating  paper  printed 
with  this  preparation  the  platinum  is 
reduced  and  remains  as  a  black-brown 
coating. 

For  fire-proof  writing  ink  a  mixture 
of  5  parts  of  platinum  chloride,  15  of 
lavender  oil,  18  of  Chinese  ink,  1  of 
gum -Arabic,  and  64  of  water  is  used. 

Colored  fire-proof  inks  are  produced 
bv  an  admixture  of  metallic  under- 
glaze  colors. 

Gaa-pipes  from  Paper,  A  strip  of 
manilla  paper  equal  in  width  to  the 
length  of  the  pipe  to  be  made  is  passed 
through  a  vessel  with  melted  asphalt, 
and  then  wrapped  firmly  and  uniformly 
around  an  iron  core  until  the  requir^ 
thickness  is  attained.  The  pipe  is  then 
subjected  to  powerful  pressure,  after 
which  the  outside  is  strewn  over  with 
sand,  and  the  whole  cooled  in  water. 
The  core  is  then  removed  and  the  in- 
side of  the  pipe  coated  with  a  water- 
proof composition.  These  pipes  are 
claimed  to  be  perfectly  gas-tight  and 
much  cheaper  than  iron  pipes,  and 
very  resisting  to  shocks  and  concus- 
sions. 

lAiminous  Paper,  The  luminous 
mass  consists  of  4  parts  of  potassium 
bichromate,  4  of  gelatine,  and  50  of 
calcium  sulphide.  The  constituents 
are  thoroughly  dried  and  mixed  by 
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grinding.  One  part  of  the  resulting 
powder  m  stirred  with  2  parts  of  boiling 
water  to  a  thickly  fluid  paint,  1  or  2 
coats  of  which  are  applied  with  a  brush 
to  the  paper  or  pasteooard  to  be  made 
luminous.  To  avoid  inequality  in  the 
thickness  of  the  layer  of  paint  the 
paper  is  passed  through  a  sort  of  cal- 
ender with  rolls  at  a  proper  distance 
to  insure  a  uniform  spreading  of  the 
luminous  mass.  The  rolls  may  be 
heated,  if  desired. 

Manufacture  of  BotUeSy  etc.,  from 
Paper.    Well-sized  paper  made  of  10 
i>arts  of  rags,  40  of  straw,  and  50  of 
Drown  wood-pulp  is  generally  used. 
The  paper  is  impregnated  or  coated  on 
both  sides  with  a  mixture  of  60  parts 
of  defibrinated  blood,  35  parts  of  lime 
powder,  and  5  parts  of  sulphate  of  al- 
uminium.   After  drying  10  or  12  rolled 
leaves  are  coated  again,  placed  over 
each  other,  and  then  brought  into  heated 
moulds.     The  albumen  in  the  blood 
forms  a  combination  on  pressure  with 
«.^  the  lime  which  is  perfectly  proof  against 
'N>irits,  ete.     Bottles  are   made   in   2 
.»      '"Hjes,   which   are  joined  afterwards 
"h  caoutehouc  cement. 
^  Method  of  Manufacturing  Paper 
.    Straw  or  wood  is  digested  for 
irs  in  dilute  milk  of  lime ;  it  is  i 
^turated  with  sulphur  dioxide 
pressure  of  four  atmospheres, 
"{^cts  a  complete  disintegration 
Hs  in  1  or  2  hours.    The  mass 
with  water  and  subjected 
"nre  to  the  action  of  3  per 
dum  chloride  and  0.5  per 
ninium  sulphate  dissolved 
quantity  of  water.    After  a 
ng  the   product  resembles 
1  in  appearance  and  can  be 
>e  manufacture  of  the  finest 
per. 

^  or  Covering  Boilers.  Im- 
^  ^  paper  with  a  silicate  and, 
)at  with  a  mixture  of  2 
lesia,  2  of  zinc  white,  4  of 
ite,  and  1  of  linseed  oil. 
*^)y  a  coat  of  sodium  sili- 

) 

xfvfmTtenmr'  of  Soap  Paper.     The 

material  for  impregnating  the  paper 
consists  of  10  parts  of  glycerine,  30 
of  alcohol,  60  of  dry  glycerine  soap, 
and  50  of  ordinary  dry  neutral  soap 
at  a  temperature  varying  between  162° 


and  180°  F.  In  the  trough  containing 
the  mixture  are  three  rollers  driven  by 
steam  and  revolving  in  the  same  di- 
rection, over  the  lower  side  of  which 
the  paper  is  passed.  During  the  man- 
ipulation a  thin  spray  of  oil  of  tur- 
pentine is  allowea  to  fall  upon  the 
paper,  which  makes  it  dry  more  quickly 
and  ^ves  it  a  beautiful  lustrous  ap- 
pearance. The  patent  applies  not  only 
to  paper  but  to  all  materials  containing 
40  or  more  per  cent,  of  cotton. 

To  make  Parchment  Paper  Imperme- 
able to  Oil.  Dip  the  parchment  in  a 
hot  solution  of  gelatine  to  which  has 
\feen  added  2i  to  8  per  cent,  of  glycerine 
and  dry.  '^  make  the  same  parchment 
water-proof  soak  in  a  solution  of  1  per 
cent,  of  linseed  oil  and  4  per  cent,  of 
caoutehouc  in  carbon  di-sniphide. 


Straw,  Bleaching  and  Dyeing  of. 

Before  straw  is  available  for  the 
many  industrial  purposes  for  which  it 
is  used  it  is  subjected  to  a  bleaching 
process,  which  is  generally  preceded  by 
a  cleansing  bath.  For  the  purpose  of 
dissolving  the  natural  coloring  matter 
the  straw  is  steeped  in  hot  water  and 
then  treated  with  alkaline  lye,  consist- 
ing of  50  parte  of  water,  8  of  potash, 
and  12  oi  soda.  When  taken  from 
this  bath  it  is  successively  immersed 
in  two  or  three  of  weaker  lye,  and 
finally  rinsed  in  boiling  water.  The 
bleaching  process  commences  in  a 
chlorine  oath  and  is  finished  in  one  of 
sulphuric  acid.  Good  results  a^e  also 
obtained  by  treating  the  straw,  after 
the  cleansing  process,  with  sulphur 
vapors,  but  in  order  to  obtain  beautiful 
shades  of  color  it  is  advisable  in  this.case 
to  color  the  straw  after  the  treatment 
with  a  little  picric  acid  by  immersing 
it  in  a  bath  consisting  of  24  pounds 
of  water  and  f  drachm  of  crystellized 
picric  acid.  Besides,  with  sulphur  va- 
pors, the  straw  can  also  be  bleached  in 
the  following  manner:  Immerse  30 
pounds  of  straw  in  warm  water  for  a  few 
hours,  then  treat  it  with  a  soda  solu- 
tion of  40°  B.  for  6  hours,  and  boil  it 
for  1  hour  with  1  pound  of  chloride  of 
lime.  Then  add  to  the  bath  1  ounce  12 
dra<*hms  of  hydrochloric  acid  diluted 
with  3  gallons  of  water  and  allow  the 
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straw  to  remain  in  it  for  ^  hour,  after 
which  it  is  placed  in  a  1  per  cent,  soda 
bath,  and  finally  rinsed  in  water.  By 
this  method  the  straw  acquires  a  beau- 
tiful white  color  and  great  suppleness 
aud  elasticity. 

Before  dyeing  it  is  advisable  to 
thoroughly  soak  the  straw  in  order  to 
fix  the  color  uniformly.  The  most  im- 
portant colors  are  black,  brown,  and 
gray. 

JBlaek  for  22  Pimnds  of  Straw,  Boil 
the  straw  for  2  hours  in  a  dye-bath  of  4 
pounds  of  loffwood  and  1  pound  of  su- 
mach or  gallnuts,  and  then  place  it  in 
a  bath  of  nitrate  of  iron  (best  4°  B.), 
rinse  and  dry. 

Bla>ckfor  22  Pound$  of  Straw,  Boil 
for  2  hours  with  logwood  4  pounds,  su- 
mach i  pound,  aud  fustic  or  turmeric  1 
pound.  Then  darken  with  green  vit- 
riol, rinse  and  dry. 

Black  for  22  Pounds  of  Straw,  Boil 
for  2  hours  with  green  vitriol  4  pounds, 
tartar  2  pounds^  and  blue  vitriol  1 
pound.  Finish  in  a  bath  of  8  pounds 
of  logwood,  with  an  addition  of  some 
turmeric. 

Oray  for  22  Pounds  of  Straw,  Soak 
the  straw  in  a  solution  of  sodium  car- 
bonate, with  an  addition  of  some  lime 
to  ren^ove  the  sulphur.  Then  boil  for 
2  hours  in  a  dye-bath  consisting  of 
alum  4  pounds,  tartaric  acid  3^  ounces, 
and,  according  to  the  desired  shade, 
some  cochineal  or  indigo  carmine.  To 
neutralize  the  cochineal  add  some  sul- 
phuric aeid.  After  boiling  wash  the 
straw  in  slightly  acid ulatea  water. 

Brown  for  22  Pounds  of  Straw.  Boil 
for  2  hours  in  a  dye-bath  of  1  pound  10 
ounces  of  sanders  wood,  2  pounds  of 
turmeric,  i  pound  of  sumach,  and  1 
pound  5  ounces  of  logwood,  Then 
rinse  and  darken  according  to  the  de- 
sired shade  with  3  to  4  per  cent,  of 
greei)  vitriol. 

ChestntU^bro^um  for  22  Pounds  of 
Straw.  Catechu  1  pound  10  ounces, 
turmeric  2  pounds,  gall  nuts  6  ounces, 
and  logwood  1  ounce.  Boil  for  2  hours, 
rinse,  and  finalJy  treat  with  nitrate  of 
iron  of  4°  B.  and  rinse  again. 

Havana  Brown  for  22  Pounds  of 
Straw.  Soak  the  straw  in  soliution  of 
4^  to  6^  pounds  of  alum,  then  aye  in  a 
l^ath  of  13  ounces  of  sanders  wood,  1 
pound  of  turmeric,  3  ounces  8  drachms 


of  sumach,  and  12^  ounces  of  logwood, 
and  rinse. 

Violet  for  22  Pounds  of  Straw.  Boil 
for  2  hours  with  alum  4  pounds,  tar- 
taric acid  1  pound,  and  tin  salt  1 
pound.  Accoraing  to  the  shade  de- 
sired add  some  extract  of  logwood  or 
indigo.  After  dyeing,  wash  In  water 
compounded  with  alum. 

JRed  for  22  Pounds  of  Straw.  The 
mordant  consists  of  tartar  1  pound  and 
some  tin  salt.  Boil  for  two  hours. 
Then  boil  for  one  hour  with  fustic  1 
pound,  turmeric  7  ounces,  madder  7 
ounces,  cudbear  1  pound,  and  logwood 
1  pound.  Then  add,  according  to  the 
shade  desired,  cudbear,  archil,  or 
madder. 

Green  for  22  Pounds  of  Straw,  Boil 
for  2  hours  in  a  mordant  of  sumach  7 
ounces,  alum  2  pounds,  and  tartar  1 
pound,  and  then  add  some  picric  acid, 
turmeric,  and  aniline  green. 

Straw  can  also  be  dyed  with  aniline 
colors,  the  manipulation  of  which  pre- 
sents no-difficulties. 

To  give  lustre  to  the  articles  manu- 
factured  from  the  dyed  straw,  gum  or 
gelatine  is  frequently  used. 


Stbbngth  of  Materials. 

Autographic  Torsion  Testing  Ma- 
chine^ liiade  by  the  Pratt  &  Whitney 
Co.,  Hartford,  Conn.  This  instrument 
has  been  devised  by  Prof.  R.  H.  Thurston 
for  the  special  purpose  of  determining 
the  torsional  strength  of  materials  of  con- 
struction. It  gives  the  investigator  an 
autographic  accord  of  the  valnes  of 
elasticity,  ductility,  homogeneity,  and 
ultimate  resistance  of  the  various  met- 
als, alloys,  woods,  etc.,  used  in  engi- 
neering constructions,  enabling  him  to 
pass  a  sound  judgment  upon  the  rela- 
tive usefulness  of  such  materials  for  the 
various  purposes  in  construction  for 
which  they  may  be  intended.  The 
machine  is  constructed  with  special 
reference  to  convenience  of  operation, 
and  provides  improved  methoas  of  sub- 
jecting specimens  to  torsional  strains, 
either  continuously  or  intermittinely 
through  all  degrees  of  strain  to  final 
rupture ;  and  the  autographic  recording 
device  with  which  uie  same  is  pro- 
vided exhibits  graphically  throughout 
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the  enUre  ioTealigatiOD  the  relation  be- 
tween the  moment  of  tonion  and  the 
allele  of  torsion.  The  tbllowing  de- 
ecnptioa  will  mahe  " 
and  operatioD  clear : 


men  to  Che  weighted  pendnlnm  on  the 
opposite  side  of  the  frame.  A  yoke, 
carrying  a  pencil,  ia  attached  or  piToted 
to  the  pendulum,  and  is  guided  at  its 
upper  end  by  a  braaa  wmi-drcnlar  tem- 


The  jam  (Fig.  78)  which  receive  the 
ipecimen  each  have  their  axia  in  the 
same  plane  hnri  ion  tally  and  verti- 
cally, and  motioa  given  to  the  worm 
wheel  is  imparted  through  tlie  s)>eci- 


plate  or  "curve  of  lines,"  ils  inner  edge 

ordinatea  of  whion  correspoad  lo  the 
toraional  rtaiatance  of  tJie  weighted 
pendulum  while  moving  tJirotigh  an 
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arc  to  which  the  corresponding  abscisse 
are  proportional ;  while  the  rotation  of 
the  jaw  attached  to  the  worm  wheel 
causes  the  pencil  to  be  moved  forward 
by  the  action  of  the  guide  curve. 

Upon  the  shaft  connecting  the  worm 
wheel  and  the  jaws  which  receive  the 
end  of  the  specimen  is  a  brass  drum  5i 
inches  wide,  and  circumference  equal 
to  36  inches;  unon  this  drum  is 
stretched  a  special  blank  of  section- 
lined  paper,  upon  which  strain  dia- 
grams are  thus  autographically  trae«d. 

The  motion  of  the  pencil  in  the  direc- 
tion of  the  axis  measures  the  torsional 
moment,  from  which  the  tensile 
stren^h  of  the  specimen  may  be  de- 
duced ;  while  the  rotation  of  the  drum 
carrying  the  diagram  represents  the 
angle  of  torsion,  from  which  is  deduced 
the  ductility  of  the  specimen. 

By  an  improved  device  the  worm  can 
be  readily  disengaged  from  the  worm 
wheel,  and  by  carefully  allowing  the 
pendulum  to  swing  back  to  its  normal 

Sosition  the  limit  of  elasticity  may  be 
etermined. 

By  placing  a  number  of  the  diagrams 
representing  strains  or  tests  of  various 
metals,  alloys,  etc.,  upon  the  same 
sheet,  the  results  obtained  may  be  read- 
ily compared.    (W.) 


Willow-ware. 

Bleaching  Willow-ware.  This  can 
be  effected  either  by  means  of  sulphur- 
ous acid,  chlorine,  or  peroxide  of  hy- 
drogen. The  latter  process,  though 
but  little  practised,  is  preferable  to  the 
others,  as  no  unwholesome  gases  or  bad 
odors  are  evolved. 

For  bleaching  with  sulphurous  acid 
place  an  iron  dish  filled  with  flowers 
of  sulphur  in  the  bleaching  room,  and, 
after  igniting  the  sulphur,  leave  the 
door  open  until  the  sulphur  burns 
freely.  Then  close  the  door  all  but  a 
small  crack,  and  only  shut  it  entirelv 
when  the  sulphur  is  nearly  consumed. 
Leave  the  articles  5  to  6  hours  in  the 
room. 

For  bleaching  with  chlorine  mix  1 
part  of  chloride  of  lime  with  15  parts 
of  water,  acidulate  the  mixture  with 
sulphuric  acid  and  place  the  vessel  in 
the  bleaching  room,  which  should  be 


air-tight  and  previously  filled  with  the 
articles  to  be  oleached  so  arranged  that 
they  are  not  in  contact  with  the  floor 
or  the  walls. 

Peroxide  of  hydrogen,  which  is  now 
an  article  of  commerce,  is  the  most  ef- 
fective and  harmless  bleaching  agent. 
It  is  entirely  odorless,  bleaches  the  ar- 
ticles in  less  time  than  the  others,  and 
no  special  bleaching  room  is  required. 
Place  the  articles  in  a  bath  of  com- 
mercial peroxide  of  hydrogen  for  \ 
hour,  then  take  them  out  and  expose 
them  to  the  sun.  By  this  treatment 
even  yellowish  and  brownish  willow- 
ware  is  bleached  snow-white. 

Stmns  for  Willow-ware,  All  kinds 
of  osiers  take  stains  remarkably  well, 
but  in  order  that  they  may  penetrate 
deeper  and  remain  more  constant  when 
exposed  to  air  and  light  it  is  advisable 
to  treat  the  osiers  first  with  a  chemical 
agent,  lime-water  being  esptecially 
adapted  for  the  purpose.  It  is  pre- 
pared by  gradually  slaking  fresh-burnt 
lime  with  lukewarm  water  until  it  falls 
to  a  fine  powder,  and  stirring  1  part  of 
this  with  15  to  16  parts  of  soft  water, 
allowing  it  to  settle  and  pouring  off  the 
supernatant  fluid.  The  osiers  are 
placed  in  this  for  ^  to  6  hours,  accord- 
ing to  their  thickness.  They  are  then 
taken  out  and  dried  at  about  96^  to 
104°  F.  The  warm  wood  eagerly  ab- 
sorbs every  kind  of  stain. 

The  osiers  are  generally  colored  be- 
fore working  them  into  articles  by 
boiling  in  the  stain  for  a  shorter  or 
longer  time,  according  to  their  thick- 
ness and  the  depth  of  the  color  desired. 
Small  finished  articles  are,  however, 
sometimes  colored  by  applying  the  hot 
stain  by  means  of  a  brush  or  dipping 
them  in  the  boiling  stain.  For  the 
latter  process  large  vessels  and  consid- 
erable ouantities  of  stain  are,  of  course, 
required. 

Black  Stain.  Place  the  osiers  in  a 
boiling  solution  of  100  parts  of  aniline 
nitrate  and  5  parts  of  cupric  chloride 
in  1500  parts  of  water  for  1  hoar. 
Then  take  them  out.  dry  thoroughly 
and  place  them  for  \  nour  in  a  boiling 
bath  of  100  parts  of  potassium  bichro- 
mate in  2000  parts  of  water. 

No.  2.  Bou  250  parts  of  logwood  ex- 
tract with  2500  parts  of  rain-water  and 
15  parts  of  alum.    After  straining  tbe 
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lic|uid  to  remoye  the  impurities  con- 
tained in  the  logwood  extract,  immerse 
the  osiers  for  2  to  6  hours,  according 
to  their  thickness,  keeping  the  bath 
constantly  boiling  to  effect  a  thorough 
penetration  of  the  stain.  After  ^taking 
them  out  and  drying  place  them  for  2 
to  4  hours  in  a  boiling  solution  of 
150  parts  of  sulphate  of  irou  in  1500 
parts  of  rain-water. 

A  very  beautiful  black  color  is  ob- 
tained by  placing  the  osiers  in  the 
above-mentioned  decoction  of  logwood 
extract,  and,  after  drying,  bringing 
them  for  4  to  6  hours  in  a  boiling  solu- 
tion of  130  parts  of  cupric  sulphate  in 
2000  parts  or  rain-water. 

Blue  Stain.  Boil  200  parts  of  indigo 
with  4000  parts  of  soft  water  and  leave 
the  osiers  5  to  6  hours  in  the  boiling 
stain. 

Brown  Stains.  Place  the  osiers  in  a 
solution  of  10  parts  of  potassium  per- 
manganate in  crystals  in  300  parts  of 
water.  By  taking  them  out  imme- 
diately and  allowing  them  to  drain  as 
quickly  and  uniformly  as  possible  a 
pale  yellow-brown  color  is  obtained; 
oy  allowing  them  to  remain  i  hour  a 
somewhat  darker  color,  which,  by  an 
immersion  of  2  to  3  hours,  may  be 
made  a  dark  chestnut-brown. 

No.  2.  Place  the  osiers  for  2  hours 
in  a  boiling  solution  of  15  parts  of  pot- 
ash in  200  parts  of  water,  and,  s^r 
drying,  place  them  for  2  hours  in  a 
boiling  solution  of  5  parts  ofpyrogallio 
acid  in  200  parts  of  water.  The  color 
thus  obtained  is  a  beautiful  light  chest- 
nut-brown and  very  constant. 

No.  3.  Place  the  osiers  for  4  hours 
in  a  strained  decoction  of  15  parts  of 
prepared  catechu  and  3  parts  of  soda 
with  200  of  water,  and,  aft^r  drying^ 
for  1  hour  in  a  solution  of  10  parts  oi 
potassium  bichromate  in  250  parts  of 
water. 

Gray  Stains.  Blue-gray.  Place  the 
osiers  for  2  hours  in  a  boiling  solution 
of  35  parts  of  sulphate  of  iron  in  150 
parts  of  water,  and,  after  drying,  ^  hour 
in  a  boiling  solution  of  3  parts  ofpyro- 
gallio acid  in  100  parts  of  water. 

Dark  Gray.  Place  the  osiers  for  2  to 
6  hours,  according  to  the  depth  of  color 
required,  in  a  boiling  solution  of  45 
parts  of  sulphate  of  iron  in  150  parts 
of  water,  ana,  after  drying,  for  the  same 


length  of  time  in  a  boiling  solution  of 
20  parts  of  pyrogaliic  acid  in  100  parts 
of  water. 

For  the  production  of  beautiful  pure 
^ray  colors  only  fine  ^reen  sulphate  of 
iron  is  to  be  used,  while  for  yellowish- 
gray  shades  the  weathered,  rusty  mate- 
M  is  employed.  '        ^ 

Green  Statn.  Place  the  osiers  for  3 
to  4  hours  in  a  boiling  solution  of  20 
parts  of  indigo  and  10  parts  of  picric 
acid  in  500  parts  of  water.  The  shades 
of  green  can  be  varied  at  pleasure  by 
using  different  proportions  of  the  two 
coloring  matters.  Bluish-green  and 
blue-green  shades  are  obtained  by 
taking  more  indigo  and  yellowish-green 
and  yellow-green  by  adding  more  picric 
acid. 

Yellow  Stain.  Boil  20  parts  of 
Avignon  berries,  powdered  or  ground 
as  fine  as  possible,  and  2h  parts  of  soda 
with  200  parts  of  water,  strain,  and, 
aft;er  boiling  the  clear  liquor,  place  the 
osiers  in  it  for  2  to  4  hours. 

Yellow  Stain  from  Picric  Add.  Dis- 
solve 10  parts  of  crystallized  picric  acid 
in  200  parts  of  boiling  water.  By  treat- 
ing the  osiers  for  2  hours  in  this  solu- 
tion a  beautiful  yellow  color,  of  great 
constancy,  is  obtained. 

Coloring  Osiers  with  Aniline  Colors, 
It  is  best,  as  a  general  rule,  to  produce 
only  black,  brown,  g[ray,  and  yellow 
colors  by  means  of  stains,  and  the  more 
vivid  colors,  such  as  red,  blue-green, 
etc.,  with  aniline  colors. 

In  coloring  with  aniline  colors  the 
treatment  of  the  osiers  with  lime-water 
is  omitted,  as  in  the  presence  of  the 
smallest  quantity  of  quicklime  liie 
aniline  colors  frequently  undergo  a 
change.  The  osiers  are  instead  treated 
in  a  bath  prepared  by  boiling  12  parts 
of  Marseilles  soap  in  500  parts  of  water 
until  the  soap  is  dissolved.  After  suf- 
ficient soaking  in  the  soap-bath  the 
osiers  are  thoroughly  dried  in  a  heated 
room. 

Aniline  colors  soluble  in  water 
should  be  used,  though  such  as  are 
soluble  in  water  and  alcohol  may  also 
be  employed  by  dissolving  them  in  a 
small  quantity  of  alcohol  and  diluting 
with  water.  The  colors  soluble  in 
water  are  mixed  with  the  required 
quantity  of  water,  best  heated  from  d&* 
to  140°  F.,  and,  after  stirring  for  a  few 
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raimitei,  the  otien  ftre  kept  in  the  bath 
antil  ther  are  suAcieiitljr  eolored. 

Biue  Staiiu.  Dark  Blue,  Fifteen 
parit  of  Bengal  blue  (deep  bine)  and 
350  parts  of  water. 

OreetUsh^lue,  Fifteen  parts  of  bleu 
trU  vert  and  300  parts  of  water. 

Light  Blue,  Fifteen  muta  of  bleu  de 
htmitre  and  400  parts  of  water. 

Skjf'blue.  Fourteen  parts  of  bleu  de 
del  and  400  parts  of  water. 

Brawn  Stains,  Biemarek  Brown. 
Fifteen  parts  of  Bismarck  brown  and 
400  parts  of  water. 

Chettniul  Brown,  Eighteen  parts  of 
maroon  and  450  parts  of  water. 

Dark  Brown,  Eighteen  parts  of 
lenkaniline  brown  aud  350  parts  of 
water. 

Oray  8ia/(ns,  Blue^gray,  Fifteen 
parti  of  gris-blen  and  350  parts  of 
water. 

Iron-^ay,  Twenty  parts  of  gris- 
ronge  and  350  parts  or  water. . 

Oray,  Fourteen  parts  of  gris  and 
300  parts  of  water. 

YellowUh-^ray,  Fifteen  parts  of 
griS'Jaune  and  300  parts  of  water. 

OreenSUtme,  Vark  Green,  Fifteen 
parts  of  methyl  green,  3  parts  of  bleu 
de  Iwrn/ttre^  and  400  piuts  of  water. 

Leaf-green,  Fifteen  parts  of  mala- 
chite green,  4  parts  of  naphthaline 
yellow,  and  300  parts  of  water. 

Dark  Leaf-green,  Fifteen  parts  of 
malachite  green,  3  parts  of  bleu  de 
Iwrnilre^  and  300  parts  of  water. 

Lighl  Qreeii,  Fifteen  parts  of 
methyl  g^en  and  300  parts  ot  water. 

Malachite  Green,  Fifteen  parts  of 
malachite  green  and  300  parts  of  water. 

Red  Stains.  Orimton.  Twelve  parts 
of  rouge  eoehenille  and  400  parts  of 
water. 

Coral  Bed.  Twelve  parts  of  coral- 
line and  400  parts  of  water. 

Dark  Bed,  Twelve  parts  of  fachsine, 
4  parts  of  orange,  and  400  of  water. 

Delicate  Pale  Bed,  Five  parts  of 
eosine  and  400  parts  of  water. 

Ponceau  Red,  Twelve  parts  of  pon- 
ceau and  400  parts  of  water. 

Rose  Color,  Twelve  parts  of  rose 
beneale  and  400  parts  of  water. 

violet  Stains,  Bluish-violet.  Fif- 
teen parts  of  methyl  violet,  30  parts  of 
bleu  d  e  tunUtre,  and  500  parts  of  rain- 
water. 


Dark  Viotet.  fifteen  parts  of  methyl 
violet  and  400  parts  of  water. 

Lighi  Violet,  Fifteen  parts  of  methjl 
violet  and  400  parts  of  water. 

Reddish-motet,  Fifteen  parts  of 
methyl  violet,  3  parts  of  fnchsdney  and 
400  parts  of  water. 

Yellow  Stains.  Dark  YeUaw.  Eigh- 
teen parts  of  phosphine  and  300  pajrta 
of  water. 

Pure  YeUow,  Fifteen  parts  of  naph- 
thaline yellow  and  400  parts  of  water. 

Reddish^ellow,  Twenty  parts  of 
orange,  50  parts  of  fhchsine,  and  550 
parts  of  water. 

Saffron  Yellow,  Eighteen  parts  of 
safironine  and  ^KX)  parts  of  water. 

By  mixing  sevml  colors  an  innu- 
merable variety  of  shades  can  be  pro- 
duced; but,  to  avoid  mistakes,  it  is  best 
to  always  experiment  first  with  small 
quantities. 

Varnishing^  Gildina,  arul  Painting 
Willow-ware,  If  wilfow-ware  is  to  be 
varnished  without  stainine,  it  is  best, 
after  bleaching  the  articles,  to  give 
them  a  coat  of  a  hot  solution  of  white 
glue.  This  closes  the  pores  and  makes 
the  coat  of  varnish  more  uniform  and 
more  lustrous.  Dammar  varnish  and 
cheap  co}ial  varnish  should  never  be 
used. 

For  white  ware  use  colorless  spirit 
lacquer ;  for  dark  ware,  light  and  aark 
brown  spirit  lacquer  or  ouick-drving 
copal  varoifih ;  and  for  black,  deep- 
black  spirit  lacquer  or  quick-drying 
asphaltum  lac<|uer. 

If  the  ware  is  to  be  painted,  give  two 
coats  of  good  oil  paint,  and  when  thor- 
oughly drv  a  coat  of  varnish. 

For  gilding,  apply  first  a  coat  of 
well-covering  pale  yellow  oil  paint 
(white  lead  and  ochre),  and  when  dry 
a  coat  of  gilders'  varnish.  Before  the 
latter  is  entirely  dry  lay  on  the  gold  or 
silver-leaf  cut  into  suitable  pieces,  and 
press  it  down  with  a  cotton  nad.  When 
dry  remove  the  superfluous  leaf  with  a 
son  brush. 

Bronzing  is  done  bv  applying  a  coat 
of  good  copal  varnish,  and  before  the 
latter  is  entirely  dry  dusting  over  the 
bronze  powder  by  means  of  a  soft 
brush.  To  avoid  unnecessary  loss, 
place  the  article  upon  a  sheet  of  clean 
white  paper,  so  that  superfluous  bronze 
powder  can  be  saved. 
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Abb(^  elixir,  16. 
Absinthe  tincture,  13. 

veritable  extract,  25. 
Acetate  of  indigo,  184,  185. 

potassium,  to  prepare,  74. 
Acetic  acid,  pure,  to  prepare,  73. 

acid,  to  prepare,  360. 

ether,  to  prepare,  358. 
Acid,  acetic,  360. 

acetic,  to  prepare,  73. 

molybdic,  to  prepare,  73,  74. 

nitric,  detection  of  in  vinegar,  2. 

oleic,  to  prepare,  73. 

oxalic,  preparation  of,  73. 

sulphocyaiiic,  to  prepare,  73. 

sulphuric,  detection  of  in  vinegar,  2. 

tartaric,  detection  of  in  vinegar,  2. 

tar,  to  extract  oil  from,  251. 
Adrielle's  process  of  silvering  metals,  112. 
Adulterations,  imitations,  etc.,  how  to  detect 
them,  1-3. 

in  beer,  22:^226. 
Agate,  how  to  imitate,  11. 

Schrader's  formula,  12. 

to  convert  into  onyx,  177,  178. 
Agents,  cleansing,  polishing,  and  renovating, 

75-78. 
Air,  compressed,  blowing  glass  by  means  of, 

426-430. 
Alabaster  glass,  144. 

soap,  333. 

to  cleanse,  78. 
Albumen,  from  blood,  324,  325. 

natural,  manufacture  of,  324,  325. 

patent,  325. 
Alcohol,  absolute,  to  prepare,  227. 

amyl,  229,  230. 

and    compressed    yeast   from    uncrushed 
cereals,  2'20i 

of  70  per  cent,  to  convert  to  90  per  cent,  in 
the  cold  way,  226. 

to  purify,  226,  227,  230. 

use  of  in  detecting  adulteration  of  wax,  2. 
Alfieri's  receipt  for  removing  incrustations,  40. 
Alizarine,  artificial,  186. 

dyeiror  Turkey  red  with,  106, 107. 

inks,  196, 197. 

liquor,  187. 

oil,  English  patent,  107. 

preparation  of,  184-187. 

process  of  obtaining,  185-187. 
Alkaline  copying  ink,  198. 

gelatine  developer,  298. 

tooth-powder,  94. 
Allataim  du  Harem,  58. 
Alloy  for  imitation  of  gold  and  silver  wires,  8. 

for  music  printing  plates,  6. 

for  soldering  aluminium,  4. 


Alloy,  new,  for  silvering,  404. 

new  nickel  j  5. 

of  copper,  platinum,  and  palladium,  4103. 

resembling  gold,  8. 

resembling  silver,  8. 

Robertson's,  for  filling  teeth,  3. 

unalterable,  7. 

which  will  not  oxidize,  5. 
Alloys,  3-8,  4U3-406. 

aluminium,  3,  4. 

available  for  spoons  and  forks,  6. 

density  of,  405. 

English  copper,  7, 8. 

exhibiting  greater  density  than  the  mean 
of  their  constituents,  405. 

exhibiting  less  density  than  the  mean  of 
their  constituents,  405. 

for  dental  purposes,  6. 

for  journal-boxes,  6. 

for  taking  impressions  of  coins,  medals, 
etc.,  3. 

fusibility  of;  405. 

manganese,  403,  404. 

resembling  silver,  5,  403. 

silver  and  aluminium,  4. 

table  of  composition  of,  8. 

which  can  be  rolled  at  red  heat,  6. 
Almond,  bitter,  essence,  13. 
Almonds,  glazed,  84. 

roasted,  83. 
Altars,  to  cleanse  and  renovate,  260. 
Altvater's  process  of  manufacturing  vinegar, 

355-358. 
Alumina  and  iron  mordants  on  cotton-prints, 
linen,  etc.,  fixing  of  by  water-glass, 379« 
Aluminium  acetate,  187. 

alloy  for  soldering  aluminium,  4. 

alloys,  3. 

and  gold  alloys,  4. 

and  iron  alloy,  4. 

and  silver  alloys,  4. 

and  tin  alloys,  4. 

and  zinc  alloys,  4. 

bronze,  404. 

bronze,  solder  for  gold  on,  339. 

bronzes,  4. 

flux  for  soldering,  4. 

hydrate,  187. 

nitrate,  187. 

palmitate,  its  uses  in  industrial  works, 
211,212. 

plating  with.  111. 
Alum  in  red  wine,  3. 

manufacture  of,  from  residues  from  shale 
oil,  247. 
Ambergris  essence,  13.  - 

water,  18. 
Ambrosia,  a  new  nourishing  flour  food,  133. 

(401) 
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American  nickrlling,  109. 

sleigh-bells,  6. 

woods,  strength  of  some,  396. 
Amethyst,  formula  for,  11. 
Amianthus  paper,  277. 
Ammoniacal  liquor  from  coal-tar,  utilization 

of,  STA,  374. 
Ammonia,  from  gases  of  coke  ovens,  874,  376. 

from    nitrogeneous    organic    substances, 
377. 

liniment,  167. 
Ammonium,  cupio,  453. 

nitrate,  to  protect  from  moisture,  32. 
Amorces  d'AUumettes,  237. 
Amorphous  phosphorus,  preparation  of,  237, 

238. 
Amyl  alcohol,  229,  230. 
Anatomical  specimens,  fluids  for  preserving, 

310,311. 
Angel  elixir,  17. 
Angelica  cordial,  18. 

essence,  13. 

sweetmeat,  82. 
Anhydrous  glucose,  341. 
Anihne  colors,  coloring  osiers  with,  459,  460. 

colors,  to  dye  buttons  with,  184. 

colors,  to  dye  feathers  with,  122. 

colors,  to  dye  wool,  silk,  and  cotton  with, 
100-106. 

inks,  198. 
Animal  charcoal,  furnace  for  continuous  manu- 
facture of,  444,  445. 

charcoal,  to  detect  adulterations  of,  1. 

oils,  to  purify,  251,  252. 

skins,  dyeing  and  patterning,  219. 

ski  as,  preparation,  free  from  arsenic,  for 
preserving,  408. 

skins,  to  preserve,  161. 
Animal  waste,  manure  from,  169. 
Aninializing  of  hemp  and  jute,  105. 
Animals,  stuffed,  to  preserve,  161. 
Anise-seed  cordial,  17. 

essence,  13. 

extract,  13. 

tincture,  13. 
Anisette  cordial,  17. 

French,  17. 

Holland,  18. 
Annotto  and  turmeric,  the  least  stable  yellow 

dyes,  3. 
Antarthritic  papers,  298. 
Anthoine  and  Gcnaud,  process  for  dynamite,  29. 
Antifriction  brasses,  7. 
Antiphosphorus  matches,  237. 
Antique  ereen,  44. 
Antiscorbutic  sweetmeat,  83. 
Antiseptic  agents,  effective  power  of  different, 

and  preservative  agents,  405-408. 
Antiseptics,  new,  406,  fi)7. 
Ants,  to  drive  from  closets,  etc.,  162. 
Apoenite,  Ransome's  patent,  50,  51. 
Apparatine  sizing,  327. 
Apparatus  for  purifying  waten  72. 

for  testing  percentage  of  nicotine  in  to- 
bacco, 74. 
Appert's  method  of  blowing  glass  by  means 

of  compressed  air,  426-430. 
Apple  champagne,  158. 

ratafia,  26. 

wine,  168. 


Aqua  Bianca,  18. 

marine,  formula  for,  U. 

reale,  18. 

Turco  liqueur,  18. 
Aquaria,  cement  for,  64. 
Armenian  glue,  66. 
Aromatic  balsam,  295,  296. 

cordial,  18. 

tincture,  13. 
Arsenical  enamel,  144. 
Artificial  alizarine,  186. 

building  stone,  49. 

butter,  13U-133. 

butter,  to  distinguish  from  eenuine.  3. 

chalk,  174. 

cognac,  227. 

ebony,  177. 

eyes,  manufacture  of,  406,  409. 

flowers,  mass  for,  157. 

flowers,  stains  for  paper  for,  279. 

fruits,  mass  for,  157. 

gems,  minerals  for  coloring,  12. 

gems,  pearls,  and  Turkish  beads,  9-13. 

gems,  Wagner's  formula  for,  12. 

grindstones,  51. 

ivory,  43, 416. 

ivory  for  photographic  ptuposes,  43. 

ivoiy,  new,  43. 

leather,  174. 

marble,  51. 

millstones,  51. 

pearls,  Gelssler's  process,  12. 

sandstone  for  filtering,  71. 

sharpening  stone  for  pencib,  177^ 

whalebone,  178. 

wines,  230,  231. 

wood  for  ornaments,  9i, 

wool,  175. 

yeast,  401,  402. 
Artists'  colors,  271,  272. 
Asbestos  and  its  uses,  409. 

and  rubber  packing,  62. 

industry  in  England,  409. 
Ash  and  blood  cement,  65. 
Asiatic  dentifrice,  94. 
Asphaltum,  adulteration  of,  2. 

for  paving,  53. 

Lyon's,  54. 

pitch,  lampblack  from.  371,  372. 
Asthma  and  colds,  balsam  foi^  294. 
Astronomical  instnunents,  lubricating  oil  for, 

234. 
Atmography,  87. 
Atmosphere,  window   panes  to  indicate  the 

moisture  of,  447. 
Aubriat's  process  of  decorating  glass,  92. 
Augender's  white  powder,  30. 
Autogenous  soldering,  337. 
Autographic  ink,  192. 

method  of  printing,  86. 
Automatic  gas-lighter,  173. 
Aventurine  glass,  144. 
Axle  boxes,  Fen  ton's  alloy  for,  7. 
Axles,  lubricants  for,  232,  233. 


Backing  glass  signs  with  shades,  peari  inser- 
tions, and  with  tinfoil,  148. 

Bacteria,  to  produce  vinegar  with,  358-360. 

Baeder,  Adamson  &  Co.'s  process  of  extracting 
castor  oil,  247. 
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Bags,  to  water-proof,  385,  386. 

Baking  powders,  86,  86. 

Ballatschano  and  Trenck's  new  tanning  pro- 


cess, 214. 


Balling's  method  of  preparing  caustic  soda- 
lye,  336. 
Balloon  varnish,  207,  208. 
Balls,  billiard,  composition  for,  62. 
Balm  of  Gilead,  294. 
Balsam,  aromatic,  295,  296. 

for  colds  and  asthma,  294. 

for  sprains,  296. 

for  wounds,  etc.,  l&f,  168,  296. 

fumigating,  293. 
Bandage,  plastic,  297. 
Bandoline,  receipts  for,  85,  86. 
Barbadoes  essence,  13. 

ratafia,  25,  26. 
Bftrenburg  snuff,  363. 
Barium,  sulphate  of,  for  sizing,  327. 
Barfif 's  preserving  compound,  405, 406. 
Barley,  germinating  the,  for  brewing,  221. 

kiln-drying  for  brewing,  221. 

steeping  the,  for  brewing,  221. 
Barrels  and  wooden  articles,  to  preserve  by 
use  of  water-glass,  382. 

leaky,  cement  for,  66. 

new  glaze  for,  223,  396,  397. 

to  cleanse,  76. 
Baths,  coppering,  for  iron  and  steel  articles, 
116. 

for  coating  wire,  114. 

for  nickelling  iron,  steel,  brass,  copper,  tin, 
Britannia  metal,  lead,  zinc,  and  tinned 
sheet  metal.  109-111. 

for  photographic  purposes,  300,  301. 

nickel,  109. 
Batiste,  to  wash,  863. 
Baudet's  preventive  of  incrustations,  40. 
Beads,  Turkish,  9-12. 

Turkish,  formula  for,  12. 
Becker,  Delivaire  &  Co.'s  process  of  water- 
proofing fabrics,  386. 
Bed-bugs,  to  destroy,  162. 
Beef's  gall,  as  a  varnish  for  oil  paintings, 

269. 
Beef,  to  smoke,  315. 

tea,  to  prepare,  165, 166. 
Beer,  adulterations  in,  223-226. 

brewing,  221-226. 

cooling,  222. 

flaxseed  pulp  for  clarifying,  222,  223. 

ginger,  160. 

malt,  295. 

root,  160. 

spruce,  160. 

tests  for,  223-226. 

to  clarify,  222, 223. 

yeast,  to  prepare  pressed  yeast  from,  402. 
Beeswax,  to  bleach,  387. 
Belladonna  ointment,  166. 
Bell  metal,  best  quality,  8. 
Bells,  alloy  for,  5. 

American  sleigh,  5. 

and  gongs,  metal  for,  8. 

metal  for  large  and  small,  8. 
Belmontine  and  Sherwood  oils,  254. 
Belt  grease,  435. 
Belts,  caoutchouc  lubricant  for,  430. 

leather,  cements  for,  64. 

lubricant  for,  233. 


Bending  of  glass  tubes,  146. 
Bengal  lights,  124. 

Benzine,  in  the  extraction  of  fat  of  bones, 
250. 

substitute  for,  in  cleansing  gloves,  etc., 
264. 

test  of,  254,  255. 
Benzole,  test  of,  264,  255. 
Bergamot  essence,  13. 

snuff;  353. 
Berlin  bitters,  18, 
Beryl,  formula  for,  11. 
Bessemer  steel,  to  silver,  112. 
Betton's  cattle  liniment,  167. 
Bianca.  aqua,  18. 
Billiard  balls,  composition  for,  62. 
Birch  wine,  158. 
Birdlime,  description  of,  156. 
Bird  of  Paradise  plumes,  118. 
Biscuit,  meat,  130. 
Bismuth  and  platinum  alloy,  4. 

lustre,  422. 

solder,  337. 

to  silver  wooden  figures  with,  91. 
Bisulphide  of  carbon  in  extracting  oils,  247. 

of  carbon,  to  purify,  77. 

of  carbon,  use  of  in  determining  oils  in 
seeds,  1. 
Bitter  almond  essence,  13. 

almond  soap,  331. 

elixir  294. 

rossoli,  18. 
Bitters,  Berlin,  18. 

coloring  substances  for,  12, 13. 

cordials,  elixirs,  liqueurs,  ratafias,  and 
essences  ;  extracts,  tinctures,  and  waters 
used  in  their  manufacture,  and  the  man- 
ner of  coloring  them,  12-SS7. 

English,  22. 

Greek,  22. 

Griinewald,  extract  for,  14. 

Hamburgh,  22. 

Spanish,  24. 

Stettin,  24. 

stomach,  24,  26. 

Thiem's,  25. 

Vienna,  25. 

Vienna  stomach,  25. 
Bitumen  mortar,  53. 

Black  and  colored  drawings  upon  nvory,  42. 
Blackboards,  artificial  slating  for,  177. 

coating  for,  266. 
Blackberry  wine,  168. 
Black  bronze,  46. 

bronze  on  brass,  46. 

colors,  test  for,  3. 


crayons, 


79. 


gloss  for  leather,  215. 

ground  for  lacquering,  392. 

mks,  194, 195. 

mustard  seed,  yield  of,  in  oil,  2. 

pigments,  various  kinds  of,  266, 267. 

polish  on  iron  and  steel,  210. 

varnishes,  208. 
Blacking,  new  receipts  for,  438,  439. 
Blacksmiths'  pitch  from  coal  tar,  257. 
Blasting  cartridges,  424. 

compound,  Faure  &  French's,  32. 

compound  from  potato-starch,  31. 

compound  of  honey  and  glycerine,  32. 

compounds  by  nitrating  crude-tar  oils,  33. 
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p|p«rfiy  aHnpoanda,  Uaiting  powder,  dyiia> 
mite,  gun-cotton,  gunpowder,  nitro- 
glycerine, fulminates,  etc.,  27-34. 

compounds,  new,  32,  33. 

compounds,    nitro-glyceriiie,    fulminates, 
etc.,  27-34. 

paper,  424. 

powder,  by  Martinsen,  8S. 

powder.  Green's,  31, 

powder,  new,  426.  • 

TOwder,Trets',30. 

under  water  with  compressed  gun-cotton, 
424,425. 
Bleach  and  harden  tallow,  to,  37. 
Bleaching,  34-39,  409,  410. 

bones  and  ivory,  41. 

bones  for  turners'  use,  Hedinger's  method, 
40. 

bristles,  87. 

copper  p|atc  engravings,  S7. 

cotton,  rrohnhciser's  method,  34. 

cotton  goods  with  woven  borders,  84. 

cotton  piece  goods,  34. 

David's  new  process  for,  38,  39. 

ivory  articles,  43. 

ivory  turned  yellow,  40. 

muslin,  34. 

novelties  in,  410. 

of  l>onefat,  447. 

of  clothes  which  have  turned  yellow,  366. 

of  oils  and  fats,  447,  448. 

of  paraffine  and  similar  substances  for  the 
manuCacture  of  candles,  447. 

of  silk,  36. 

of  sponges,  37. 

straw,  ^6. 

shellac,  37,  38. 

stained  marble,  89. 

tallow,  448, 449. 

willow-ware,  458. 

without  chlorine,  409, 410. 

wool  without  sulphur,  36. 
•    with  water-glass,  379,  380. 

yams  and  fabrics,  410. 
Blistering  ointment,  294. 
Blood  albumen,  to  prepare,  324,  325. 

and  ash  cement.  66. 

from  meat  cattle,  to  prepare  as  a  food, 

•  manure  powder  from,  169. 
Blotters,  porous  substitute  for,  178. 
Blue  bronze,  46. 

chalks,  79. 

dyes,  boiled  with  hydrochloric  acid,  3. 

dyes,  effect  on  alcohol,  3. 

pigments,  267. 

prints,  87. 

stamp  color,  80. 

R«KV^» '"^'  "janufactuie  of,  368-370. 
gobbinet,  size  for,  325 

rSh!™:!:?"'''^  Process'of  tanning,  216. 

incrustations,  .39.  40 
Boilers,  paper  for  covcriiiB  456 
Bolts,  screw,  zincing  of  &^ 
Bone  and  ivory  ce^e„  ^'^• 

and  vory  dyeing,  41     ' 

?"*l^,^onr  glue  ror% 

^1i;^|*t«^i«gof,447  • 


Bone  ghie,  IM. 

horn  and  ivory,  to  bleach  and  dye  them, 
au^make  imitauons  ai«i  comjSitious; 

Bones  and  ivory,  bleaching.  41. 

fat  of,  to  bleach  and  purifv*  850 

receipts  for  coloring,  41    ^' 
Bon-bons,  carrot,  81.  ' 

cream,  81. 

malt,  81. 

"^I^^L  *"*"  "^^  ^^  ^^^^'  "^  V^ 

pectoral,  81. 

raspberry,  81. 
Bonnet-frames,  size  for,  3J6,  327 
Bookbinders'  lacquer,  210  419 
Bookbmding,  gilding  and  oraamcnting,  410- 

^^^  X412.  ™P™^*"*« »'»  *^  manufecime 
Books,  glue  for,  154. 

to  remove  stains  from,  77 

Boots  and  shoes,  French  process   of   water- 
proofing,  385.  ^=»»   o*    water- 

to  make  water-proof,  322. 
to  prevent  squeaking  in,  322 

Bordeaux  wines,  230. 

BorUnetto's  gunpowder,  31. 

Boro-glyceride,  405,  406. 

Boro-glycerine,  for   preserving    oneaaic    sub- 
stances, 310.  •  "'«='■'<=    suD- 

Boro-tartrate     for     pwscrving      meat,    etc., 

BOttger.  process  for  nitro-glycerine   29 
BOttger^s  process  of  making  petioleim  dear  as 
water  without  distilling,  252. 

water-glass  and  lime  cement   3iM 
Botde-glass,  142, 143.  '       ^ 

Bottles,  manufacture  of,  from  paper  465 

transparent  lacquer  for  closing  '  211 ' 
Bouilhet  and  Christofle,  recipe  for  nickel  alloy. 

Bouquets,  284. 

Bouquet  soap,  331. 

Brass,  bath  for  nickelling,  109. 

black  bronze  on,  46. 

coatings,  salts  for,  114. 

cold  black  stain  for,  413. 

dead  black  bronze  on,  48. 

fire-proof  bronze  on,  45. 

for  turned  articles,  7. 

gold  and  orange  stain  for,  414. 

hard  solder,  337. 

malleable,  receipt  for,  241. 

phosphorizing,  442,  443. 

steel-blue  bronze  on,  46. 

to  cleanse,  416. 

to  coat  wire  with,  114. 

very  tenacious,  241. 

with  zinc  and  copper,  7. 
Brasses,  anti-fricdon,  7. 

table  of  metal  for,  406. 
Bread  for  horse-feed,  130. 
Breslau  bitter  cordial,  18, 19. 
Brewing  beer.  221-226. 

improved  processes  of,  222. 
Brewers'  pitch,  223. 
Brianchon's  process  of  painting  ^ass    etc 

Brick  and  stone  walk,  to  protect  from  oioist 
ure,  164. 
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Brick  masonry    made  impervious  to  water, 
66. 

work,  cheap  paint  for,  263,  204. 
Bricks,  enamelled,  416, 416. 

red  wash  for,  264. 

size  and  weight  of,  66. 
Bridges,  iron,  to  protect  from  rust,  248. 
Bright  lustre,  01. 
Brise-rocs,  by  Robaudi,  80. 
Bristles,  to  bleach,  37. 

substitute  for,  174. 
Britannia  metal,  bath  for  nickelling,  100. 

metal,  Kdller's  preparation  ()f,  3. 

metal,  solder  for,  839. 
Brocade,  to  wash,  362. 
Bronze  alloy,  platinum,  6. 

aluminium,  404. 

at  time  of  Louis  XIV.,  7. 

black,  46. 

blue,  46. 

brown,  46. 

Chinese,  44. 

color  for  direct  printing  upon  paper,  oil- 
cloth, etc.,  190,  191. 

colors,  substitute  for  gum-Arabic  in  mak- 
ing, 48. 

fire-proof,  45. 

for  cocks,  8. 

for  medals,  8. 

for  objects  of  art,  7. 

for  ornaments.  8. 

for  plaster  of  raris  figures,  46. 

for  rivets,  8. 

gold,  on  iron,  46. 

green,  for  brass,  44. 

uicquer,  210. 

manganese,  6,  406. 

monuments,  48, 49. 

phosphor,  404, 406. 

phosphorizing,  442,  443. 

powder,  copper  colored,  46. 

powders,  46. 

red,  for  turned  articles,  8. 

statuary,  8. 

surface  on  iron,  process   for   producing, 
414. 

Walker's,  46. 
Bronzes,  aluminium,  4. 

Chinese  and  Japanese,  7. 

commercial,  46. 

for  castings,  8. 
Bronzing  and  coloring  of  metals,  44-49. 

copper,  413. 

gifdmg,  silvering,  412-416. 

Uourlier's  salt  mixtures  for,  114. 

green,  414. 

in  Paris  mint,  44. 

liquids,  Graham's,  47,  48. 

oh  iron,  new  process  of,  414. 

willow-ware,  460. 
Brown  bronze,  46. 

crayons,  79. 

dyes,  test  for,  3. 
Brunswick  black,  267. 
Brush,  for  marking  boxes,  201.    ■ 
Brushes,  paint,  260. 

Sint,  to  cleanse,  76. 
lom  jelly,  86. 
Buffalo-skin,  as  substitute  for  horn,  178. 
Building  materials,  416, 416. 

30 


Building  materials,  artificial  atones,  mortars, 
etc.,  49-66. 

materials,  fire-resisting  properties  of,  416. 

stone,  artificial,  49. 

stones,  61. 
Burgundy  wines,  230. 

Busks  for  corsets,  artificial  whalebone  for,  178. 
Busts,  composition  for,  62. 

marble^  to  cleanse,  78. 
Butcher's  fire-extinguishing  powder,  124. 
Butter,  artificial,  130-133. 

rancid,  to  purify,  168. 

to  distinguish  genuine  firom  artificial,  3. 

to  pack  K>r  ocean  transportation,  312. 

to  preserve,  312. 

Vienna,  183. 
Buttons,  compound  for,  43. 

from  pulverized  leather,  176. 

from  MTBSte  of  horn,  44. 

to  color  with  aniline  colors,  184. 

to  dye,  183, 184. 

Cafi^,  crfime  du,  83.  ■ 
Calamus  liqueur,  19. 

tincture,  14. 
Calcium  acetate,  187. 

and  sodium  glyceroborates,  406,  407. 

chloride,  concentration  of  vinegar  with, 
368. 

silicate,  use  of  in  fixing  mordants  on  cot- 
ton prints,  linens,  etc.,  379. 
Calf-kid,  manufiicture  of  in  Philadelphia,  214, 

216. 
Calf  leather,  with  a  white  flesh-side,  smooth, 

217. 
Calfekin,  gilding  on,  412. 
Callograpn,  Jacobsen's,  88. 
Cameos,  how  to  produce,  202. 
Camphor  and  sulphur  soap,  331. 

ice,  294. 

liniments.  167. 

powdered,  298. 

soap,  331. 
Canaster  tobacco,  360. 
Candied  cherries,  83,  84. 

fruits,  84. 

oranges,  84. 
Candle  materials,  coloring,  172. 
Candles,  bleaching  of  paraffine  and  similar 
substances  for  manufacture  of,  447. 

colored  firework,  124. 

«*Melanyl."171. 

stearine,  cheap  mode  of  making,  173. 

tallow,  Junemann's  process  of  making, 
172,173.  ,      ,     ^ 

tallow,  to  coat  with  a  hard  substance,  171, 
172. 

wax,  388. 

wick-consuming,  172, 173. 

wicks  for,  171. 
Cane-heads,  composition  for,  183. 
Canes,  walking,  stain  for,  392. 
Canned  vegetables,  new  process  of  greening, 

407. 
Cantharides,  ointment,  166. 
Canvas,  cordage,  etc.,  to  preserve,  ie». 

paint  for,  263. 
Caoutchouc  blackings,  320. 

cements,  61. 

cement,  transparent,  61. 
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Caoutchouc   composition  for  sharpening  and 
polishing  knives,  00. 
dried,  to  remove  stickiness  from,  60. 
how  to  color  green  or  black,  6U. 

impregnating  cloth  with,  386. 

lubricant,  232. 

lubricant  for  driving-belts,  436. 

metallized,  60. 

■ew  substitute  for,  417,  418. 

oil,  320. 

solutions  for  photographers,  299. 

substitute  for,  61,  02, 182. 

vulcanized  cement  for,  60. 

vulcanized,  utilization  of  wa<ite  of,  60. 
Capsules,  gelatine,  296. 
Capuchin  cordial,  19. 

Caramel  sugar  bon-bons  with  soft  fillingf  81. 
Caraway  essence,  14. 
Carboilzotine,  29,  30. 
Carbolic  acid  paper.  276. 

preparation  of  lustre-colors  with,  422. 
Carbon,  bisulphide  of,  to  purify,  77. 

bisulphide  of,  used  in  determining  oils  in 
seeds,  1. 

pencils,  manufacture  of,  430,  431. 
Cardamon,  extract,  14. 
Cardinal  de  Rome,  19. 

water,  19. 
Carding  engines,  oil  for,  234. 
Cards,  enamel  for,  421. 

to  gild  and  silver,  91. 
Carisbad  water,  artificial,  294. 
Carminative  cordial,  19. 
Carmine  and  lake  pigments,  268. 

indigo,  184, 185. 

indigo,  to  make,  269. 
Carpeto,  Clark's  wash  for,  366. 
Carriage  lacquers,  214. 
Carrot  bon-bons,  81. 
Cartridges,  blasting,  424. 

for  extinguishing  fire,  124. 
Cartridge  shells  of  easily  combustible   sub- 
stances, 33. 
Cartwright's  tooth  powder,  94. 
Carved  work,  to  polish,  209,  210. 
Case-hardening  compound,  240. 
Caseine  cements,  65. 
Cast-iron,  substitute  for,  176. 

tinning  of,  113, 114. 

to  enamel,  115, 116. 

to  harden,  238. 

welding  to  steel,  238. 
Cast-steel,  to  restore  burnt,  238. 
Castings,  cement  for  repairing,  64. 

copper,  dense  and  flexible,  242. 

mitis,  441. 

to  obtain  smooth,  240. 

wrought-iron,  441. 
Casts,  plaster,  which  can  be  washed,  308-310. 
Castor  oil,  to  make,  247. 
Cattle  feed,  from  alcohol  and   yeast  waste, 
313. 

feed,  to  prepare,  312. 

liniment,  167. 
Caustic,  lunar,  to  prepare,  73. 

potash,  to  punfy  water  with,  72. 

soda-lye,  to  prepare,  335. 

soda  to  purify  water,  72. 
Cedar  wood,  imitation  of,  396. 
Ceilings,  plaster  for,  416. 
Celery  ratafia,  27. 


Celluloid,  cftoutchouc,  gntta-pcfcha,aiul  shbStar 

compositions,  68--63. 
how  to  work  and  treat,  60. 
imitations,  substitutes,  etc.,  416-418. 
new,  69. 

preparation  of,  68. 
preparation  of,  Magnus  &  Co.'»  fonnuia 

for,  68. 
printing  plates,  416,  417. 
substitute  for,  43. 
Cellulose  dynamite,  29. 
Cement,  artificial,  Schdttkr^s,  62. 
blood  and  ash,  66. 
for  glass  retorts,  63. 
Chinese  blood,  66. 
Davy's  universal,  64. 
fire  and  water-proof,  68. 
for  aquaria,  64. 
for  fastening  iron  in  stone,  64. 
for  &stening  rubber  upon  metal,  64. 
for  filling  teeth,  68,  69. 
for  horses'  hoojb,  61. 
for  injured  trees,  69. 
for  iron  stoves.  66. 
for  ivory  and  oone,  66. 
for  leaky  barrels,  66. 
for  leather,  66. 
for  leather  belts,  64. 
for  meerschaum,  66. 

for  mending  enamelled  dial-plates,  421. 
for  petroleum  lamps,  66. 
for  porcelain,  63. 

for  repairing  defective  castii^,  64. 
for  repairing  sandstone,  64. 
for  ruober  combs,  61. 
for  rubber  shoes  and  boots,  61. 
for  steam-pipes,  63. 
for  stone  troughs,  64. 
for  tortoise  shell,  65. 
for  vulcanized  caoutchouc,  60. 
for  wooden  vats,  64. 
from  blast-furnace  slag,  51,  52. 
glycerine,  65. 

gutta-percha  and  linseed  oil,  61. 
hard  and  durable,  52. 
hydraulic  water-glass,  882. 
iron  to  iron,  63. 
jewellers',  66. 
mastic,  63. 
substitute  for,  176. 
to  harden,  52. 

water-glass,  for  glass  and  porcelain,  382. 
water-glass,  with  zinc  and  pyrolusite,  382. 
white,  52. 
work,  418. 

work,  weather-proof,  418. 
Cementing  cracked  botues  with  water-glass, 

382. 
of  metals,  116, 117. 
Cements,  caoutchouc,  61. 

colors,   enamels,  glue,  varnishes,   water* 

proofing  substances,  etc.,  421-428. 
for  fastening   metal   letters   upon   glass, 

marble,  etc.,  64. 
gutta-percha,  61. 
pastes,  and  putties,  63-69. 
water-glass,  381,  382. 
water-glass    and    caseine,  for   glass   and 

porcelain,  382. 
water-glass  and  lime,  382. 
Cerate,  lead,  167. 
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Chalk,  artificial,  174. 

precipitated,   preparation   of,    for   tooth 
powder,  446. 
Chalks,  blue,  79. 
Chamois  skins,  dyeing,  217. 
Champagne  from  fruits  and  berries^  157, 158. 

powder,  157. 

wines,  230. 
Champs^es^  artificial,  230,  231. 
Charcoal,  animal,  furnace  for  continuous  manu- 
facture o^  444, 415. 

animal,  to  aetect  adulterations  in,  1. 

tooth  powder,  05. 
Chartreuse,  19. 
Cheese,  English  Stilton,  129. 
Cheltenham  salts,  294. 

Chemical    and    techno-chemical   escpodients, 
preparations,  70-75. 

bronze.  Walker's,  46. 

test  of  written  documents,  201. 
Cherries,  candied,  83,  84. 
Cherry  cordial,  19,  20. 

'extract,  14. 

liqueur.  19. 

marmalade,  84,  86 

sweetmeat,  82. 

water,  14. 

wine,  159. 
Chestnuts,  coated,  83. 
Chicken  feathers,  utilisation  of,  165. 
Chilblains,  remedy  for,  160. 
Children,  milk  foods  for,  132.  • 

Chinese  blood  cement,  65. 

bronze,  44. 

bronze,  imitations  of,  7. 

bronzes,  7. 

drying  oil,  248. 

liqueur,  26. 

lozenges,  84. 

silver  alloy,  7. 

silver,  preferable  to  pure  or  German  silver 
for  utensils,  7. 

varnish,  208. 
Chip-hats,  to  wash,-366,  367. 
Christofle   and    Bouilhet,    recipe   for   nickel 

alloys,  5. 
Chlorine,  fumigating  with,  293. 

gas,  to  prepare.  72. 
Chloride  of  gold,  to  prepare,  73. 

of  silver  and  gelatine  emulsion,  298t 

of  sulphur  ointment,  166. 

of  zinc,  to  prepare,  72. 
Chocolade,  crdme  du,  h3. 
Chocolate  and  cocoa,  55-5S. 

essence,  14. 

hygienic,  67. 

Iceland  moss,  57. 

iron,  57. 

liqueur,  20. 

lozenges,  57. 

machines  for  manufacture  of,  65,  56. 

Milan,  57. 

ordinary,  50. 

Paris,  67. 

Spanish  spiced,  57. 

spiced,  56,  57. 

sweetmeat,  81. 

Vienna,  57. 

whke,  58. 

with  carbonate  of  iron,  57. 

with  meat  extract,  57. 


Chrome-red,  269. 

yellow,  269,  270. 
Chromium  glue,  67. 
Chrysolite,  formula  for,  11. 
Chrysoprase,  dark,  formula  for,  10. 

formula  for,  l(h  11. 

light,  formula  for,  11. 
Chrysorine,  composition  and  use  of,  3. 
Cider,  158. 
Cigarette  paper,  274. 
Cigars,  perfumes  for,  364. 
Cinnabar,  imitation  of,  421,  422. 
Cinnamon  essence,  14. 

sweetmeat,  82. 
Circassian  tooth  powder,  95. 
Citrate  of  magnesium,  296. 
Citronat  ratafia,  '^6. 
Citronelle,  20. 
Claret  raufia.  26. 
Clarifying  of  beer,  222,  223. 

of  varnishes  and  liquids,  205. 

olive  oil,  449. 

slime  in  sugar  houses,  white  or  black  pig" 
ment  from,  370. 

the  glue,  151. 
Clay  plaster,  53. 
Clay,  substitute  for,  176. 
Cleaning  compound  for  cloth,  419. 

glass,  silverware,  and  marble,  420,  421. 

powder  for  show  windows,  419. 

smoky  walls,  421. 
Cleansing  and  washing  clothes  with  the  Pana- 
ma essence,  368. 

brass,  415. 

cotton  and  other  vegetable  fibres,  34. 

fluid  for  tissues,  368. 

mixture  for  glass  plates,  298,  299. 

oil  paintings,  267. 

polishing,  and  renovating  agents,  76-78, 
419-421. 

rags  for  polishing  metal,  419. 

Silk,  cloth,  and  haU,  76. 

silver  dial  plates,  42. 

wash  leather,  419. 

woollen  tissues,  35,  36.  ' 
Cloth  as  a  substitute  for  leather,  383. 

cleaning  compound,  419. 

down,  345. 

impregnating  with  caoutchouc,  385. 

Johnson's  varnish  for  water-proofing,  423. 

oil,  345,  346. 

water- proof,  which  is  not  imi>ervious  to  the 
air,  383. 
Cloths,  red,  cleansing  salt  for,  865. 

scouring  soap  for,  76. 
Clove  essence,  14. 
Coach  varnishing,  212-214. 
Coal  and  rosin,  fuel  from,  137. 
Coal  ashes  and  blood,  black  pigment  from,  207. 
Coal  ashes,  manure  from,  169. 
Coal  dust  fuel,  137. 

Coal-tar,  ammoniacal  liquor  from,  utilization 
of,  373,  374. 

blacksmiths'  pitch  from,  257. 

for  printing  ink,  190. 

lampblack  from  the  resinous  sodic  residues 
of,  372. 

manures  from  the  residues  of,  373. 

naphtha,  test  of,  264,  255. 

oil,  process  of  producing  in  England,  256, 
257. 
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Cool-Ur  oik,  ihoeinaken'  wax  fiOBi,  2(7. 

oil,  to  deodorite,  :e&2. 

varnish  oil,  100.  2M. 

Varnish  oil,  lubricating  oils  firom,  234. 

varnish  oil,  varnishes  with,  212. 

waste,  lampblack  horn,  870-812. 
Giated  chastnutt,  83. 

filbcns,  88. 

orange  bloMoms,  84. 
Cobalt,  111. 

I'lue  for  crayons,  79. 

ilectroplating  metal  with,  111« 
Cochineal  syrup,  136. 
Cockroaches,  to  destroy,  162. 
Cocks,  bronse  for,  8. 
Cocoa  and  chocolate.  66-68. 
Cocoanut  oil  and  mouulsee  soap,  829, 390. 

oil  soap,  888,  328. 
Cocoa  ratafia,  26. 
Cod-liver-oil  and  iodida  of  iron,  294,  296. 

to  disguise  the  taste  of,  166,  296. 
Coffee  and  tea  trays,  to  dean,  78. 

essence,  14. 

malt  as  a  substitute  for,  167. 

substitute  for,  169. 

to  regain  the  volatile  products  developed  iA 
roasdiuj;,  877,  378. 
Cognac,  artincial,  227. 

essence,  14. 

manufacture  of,  227. 
Coignet's  artificial  stone,  49. 
Coin  metal,  8. 
Coke  ovens,  to  preserve  the  ammonia,  tar,  and 

other  products  from,  874,  376. 
Cold  tinning,  114. 

water  soap,  329. 
Colds  and  astnma,  babam  for,  294. 
Collodion  emulsion,  :i()6.    . 

for  plant  slips,  166. 

glycerine,  2U6. ' 

styptic,  296. 

varnish  for  water-proofing  fabrics,  prepa- 
ration of,  383. 
Cologne  waters,  282. 
Colombat  elixir,  17. 

Colored  chalks  ^crayons),  pencils,  and  inks  for 
marking  hnen,  etc.,  78-8U. 

designs  upon  glass,  146. 

enamels,  117. 

fluids  for  paper  and  foils,  202. 

glass,  compositions  for,  144, 146. 

indelibla  inks,  80. 

sands,  201. 
Coloring  materials  for  wood,  391,  392. 

metals,  46,  47. 

substances  for  cordials,  bitters,  etc.,  12, 
13. 
Colorless  varnish,  210. 
Colors,  artists',  271,  272. 

enamels,  cements,  glue,  varnishes,  water- 
proofing substances,  etc.,  421-423. 

fireproof,  454. 

for  painting,  receipts  for,  262,  263. 

fiisible,  for  porcelam  painting,  137-141. 

grinding  of,  260. 

lustre,  preparation  of  with  carbolic  acid, 
422. 

iiew,  on  wood,  398,  309. 

printing,  German  patent,  190. 

printing  in,  86,  87. 

sympathetic,  273. 
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Colots,  waler,  872,  f73. 

Coraba,  horn,  manuiacttlie  at,  48ft. 

horn,  to  make  elastic,  446. 
Combustion,  spontaneous, 
oils  in  regard  to,  438. 
Commercial  bronces,  46. 
Composition  for  billiard  balls,  QB. 

lor  ornaments,  etc.,  6S. 

for  picture  frames,  62. 

for  racor  strops,  68. 

for  rollers,  62. 
Compound  for  buttons,  dice,  etc,  43. 

water-glass,  preparations  of,  378,  379. 
Compressed  yeast,  to  make,  887-8^. 
Concrete  marble,  64. 
Condensed  milks,  188. 
Conductors,  electrical.  Insulating  material  for. 

417. 
Confectionery,  00-66. 
Cooking  utensils,  tinning  of,  114. 
Copal  varnish,  to  make,  802-206,  208. 

varnishes  with  coal-tar  vamiah  oils,  818. 
Copper  alloyi,  7, 8. 

as  a  solder  for  iron,  387. 

bath  for  nickelling,  109. 

brotiting  on,  413. 

castings,  dense  and  flexible,  248« 

cold  silvering  of,  112, 113. 

fireproof  bronze  on,  46. 

gilding  of,  by  boiling.  111. 

plate  engravings,  to  bleach,  37. 

platinum  and  palladium  alloy,  403. 

steel,  receipt  for,  842. 

sulphate  of,  to  prepare,  74. 

to  give  it  a  durable  lustre,  46. 

to  weld,  241. 

vessels,  to  enamel,  116. 
Coppering  bath  for  iron  or  steel  articles,  116. 

galvanic,  Gourlier's  salt  mixture  for,  114. 
Copying,  423. 

ancprinting,  86-89. 

drawings  in  black  lines  on  white  ground, 

inksj  193, 196-196. 

paper,  that  can  be  washed,  276. 

polygraphic  method  of,  87,  88. 
Corals,  to  dye  imitations  of,  105. 
Cordage,  to  preserve,  169. 
Cordial,  Angelica,  18. 

anisette,  17. 

anise  seed,  17. 

aromatic,  18. 

Breslau  bitter,  18, 19. 

capuchin,  19. 

carminative,  19.         ^ 

cherry,  19,  20. 

cumin,  20. 

ktimmel,  20. 

orange-peel,  28. 

peach,  23. 

peppermint,  28. 

quince,  23. 

quittico,  23. 

rosemary,  23,  84. 

Swiss,  26. 

Tivoli,  26. 

vanilla,  26. 

wormwood,  26. 
Cordials,  bitters,  liqueurs,  and  ratafias,  17-27. 

coloring  substances  for,  12, 13. 

liqueurs,  etc.,  mode  of  coloring,  12. 
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Cordova  blacking,  320. 
Cork,  gas  from.  170. 
paper,  276. 
stone,  416. 

waste,  utilization  of  in  the  manu&cture  of 
vinegar,  368. 
Corks,  rubber,  to  cut  and  pierce,  164. 

rubber,  to  restore,  377. 
Com  oil  from  com  mash,  251. 
Corns,  remedy  for,  160. 
Corset  busks,  artificial  whalebone  for,  178. 
Cosmetic  and  medicated  waters,  290-292. 

powders,  rouges,  292. 
Cosmoline,  to  prepare.  248,  249. 
Cotton  and  linen  gooos,  finishing  of  by  water- 
glass,  380. 
and  muslin  prists,  to  wash  without  injliry 

to  the  colors,  368. 
^nd  silk  goods,  soap  for  removing  stains 

from,  76. 
and  vegetable  fibres,  cleansing  of,  34. 
fabrics,  to  tan,  220. 
goods  and  yams,  20. 
goods,  sizing  for,  322,  .S23. 
goods  with  woven  borders,  to  bleach,  34. 
Cotton,  gun,  32. 

Cotton  piece  goods,  to  bleach,  34. 
prints,  dressing  for,  325,  326. 
Cotton-seed  hulls,  utilizing,  451. 
oil  in  olive  oil,  1. 
oil,  manufacture  of,  449,  460. 
oil,  production  of  soap  and  sebacic  acids 

from  cmde,  461. 
oil,  refining,  261,  461. 
Cotton  tissues,  to  compress  and  give  more 
lustre  to,  346. 
to  bleach  as  it  comes  from  the  spinning- 
machine,  34. 
to  gild,  91,  92. 
wool,  and  silk,  to  dye  with  aniline  colors, 

100-106. 
yams  and  tissues,  Banes'  and  Grisdale's 

method  for  bleaching,  34. 
yam,  size  for,  326. 
Cowles'  electric  furnace,  440,  441. 
Crambambuli,  20. 
Cramer's  process  of  preparing  pressed  yeast 

from  beer  yeast,  402. 
Crape,  white  silk,  to  wash,  363. 
Crayons,  black,  79. 
brown,  79. 
crimson,  79. 
green,  79. 

materials,  how  to  seject,  78, 79. 
red,  79. 
white,  79. 
yellow,  79. 
Cream  bon-bons,  81. 

of  tartar,  to  prepare,  73. 
shaving,  446,  ^47. 
walnuts,  81. 
Creams,  soap,  332,  333. 
Crdme  du  caf6,  83. 
du  chocoiade,  83. 
Fondant,  86. 
ground  mass  for,  85. 
Creosote  ointment,  166. 

to  prepare  from  wood>tar  oil,  255. 
Creuzburg  s    process  of  making    water-glass 
paint  more  durable  than  oil  or  varnish, 
§81. 


Crimson  crayons,  79. 

dye  starch,  366. 
Crock,  W.  G.,  process  for  detecting  artificial 

butter,  3. 
Crocus  vemus,  adulteration  of  saffron  with,  2. 
Crown  glass,  143. 
Cryolite  elass,  142. 
Crystal  glass,  142. 

Crystalline  coating  for  wood  or  paper,  421. 
Crystallized  indigo,  184. 
Cumin  cordial,  20. 

essence,  14. 

liqueur,  20. 
Cupro-ammonium   for   rendering   paper   and 
textile  fabrics  water-,  rpt-,  and  insect- 
proof,  453, 464. 
Curacoa,  20. 

French.  20. 

Holland,  20. 
Currant  wine,  169. 
Currier's  black  gloss,  215. 
Cutlery,  fluid  for  hardening,  240. 
Cyanide  of  potassium,  from  nitrogeneous  or- 
ganic substances,  377. 
Cyanotype,  87. 
Cyclostyle,  the,  88,  89. 
Cypre,  eau  de,  21. 

D' Absynth  Citronn^,  eau,  21. 
D' Amour  parfait,  23. 
Damask,  genuine,  89. 

imitation  of^  S9. 

silk,  to  wash,  362. 
Damaskeening  steel,  89. 

steel  with  gold  or  silver,  89. 
Damp  walls,  glue  for,  236. 

walls,  how  to  dry,  64. 

walls,  plaster  for,  63. 
Damson  wme,  169. 
Danzig  crambambuli,  20. 
Darcet's  metal,  337. 
Dauphin,  eau  de,  21. 

David's  new  process  for  bleaching,  38,  39. 
Davy's  universal  cement,  64. 
Dead  black  bronze  on  brass,  48. 
Dead  lustre,  91. 
Debray  on  the  effect  of  iron  in  aluminium. 

6. 
Decoration,  omamentation,  etc.,  89-94. 
Decorations,  to  make  incombustible,  124. 

wood-tar  for,  93. 
Denninger's  process  of  staining  wood  for  fine 

cabinet  work,  391. 
Density  of  alloys,  406. 
Dental  purposes,  alloys  for,  6. 
Dentifrice,  Asiatic,  94. 

Quillaya,  95. 
Dentifrices  and  mouth  washes,  94,  96. 
Depilation  of  hides,  216.  216. 
Deschamp's  tooth  powders,  94. 
Designs,  to  copy,  86, 
De  Soulaees  and  Cahuc,  process  for  carboK- 

zotine^  29,  30. 
Detection  of  water  in  essential  oils,  449. 
Developer,  alkaline  gelatine,  298. 

for  photographic  dry  plates,  301. 

Sutton's  new,  306. 
Developers,  photographic,  for   hot  weather, 

806,  307. 
Dextrine  and  sugar  in  malt,  221. 

milk  adulterated  vrith,  2. 
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Dextrine,  to  prepare,  325. 
Dcztraae,  341,342. 

Dial-plates,  enameOed,  cement  for  mending, 
42L 

silvered,  to  cleanse,  421. 
Diak,  watch,  enamel  for,  117. 
Diamond  glue,  best  quality,  66,  07. 
Dice,  compound  for,  43. 
Dtctamia,  composition  of,  129. 
Disinfectants,  163, 164. 
Dittmar's  dualin,  29. 
Documents,  chemical  test  of  written,  201. 

papers  for,  274. 
Dolls'  neads,  mass  for,  62,  63. 
Dominos,  compound  for,  43. 
Donault-Wieland's  flux,  10. 
Dougal's  powder  for  purifying  air  in  staUes, 

168. 
Doumesnil's  process  of  platinizing  metab,  110, 

111. 
Down  cloth,  346. 

Drawing-paper  that  can  be  washed,  276. 
Drawings,  lacquer  ibr,  211. 

new  method  of  copying,  423,  424. 

to  copy,  86. 

to  copy  in  black  hues  on  white  ground,  87. 

to  duplicate,  86. 

to  make  black  and  colored  on  ivory,  42. 
Dressing  cotton  prints,  325,  326. 

for  dancing  shoes,  320. 

for  Panama  hats,  326. 

for  shoes  free  from  sulphuric  acid,  320. 
Dried  caoutchouc,  to  remove  stickiness  from, 

60. 
Drops,  peppermint,  84. 

punch,  84. 
Dryers  for  oil  colors  and  vaniish,  266. 

receipts  for,  266. 
Drying  oil,  266. 

oil,  Chinese,  248. 

wood,  new  method  of,  397. 
Dry  pocket  paste,  68. 
Dualm,  Dittmar's,  29. 
Dupasquier's  process  of  preparing  bone  glue 

as  a  substitute  for  isinglass,  155, 156. 
Durability  of  mine  timbers,  395, 396. 
Durable  paste,  00. 
Dutch  Musino  snuff,  353. 
Dye,  new,  from  shoots  of  poplar  tree,  107. 

starch,  365. 
Dyeing  and    printing,   inspissation  for,  323, 
324. 

bone  and  ivory,  41. 

cotton  yam  Turkey  red  with  alizarine, 
106, 107. 

leather,  217-221. 

naturally  white  skins,  220. 

rabbit  skins,  219. 

sheepskins,  219,  220. 

straw,  455,  466. 

woollen  and  cotton  goods  and  yams,  silk, 
straw  hats,  felt  hats,  kid  gloves,  horse- 
hair, etc.,  etc.,  107. 

wool,  silk,  and  cotton  with  aniline  colors, 
100-105. 
Dyes  for  straws,  466. 

havr,  289,  290. 

testing  of,  for  adulteration,  3. 
Dynamite,  A.  Nobel's  process,  29. 

by  Anthoine  and  Genaud,  29. 

cellulose,  29. 


Dynamite,  froaen,  SOL 
giant,  31. 

gun-cotton,    gunpowder, 
fulminates,  etc..  27-34. 
Norbin  and  Ohllson's  patent,  89. 
properties  o<^  29. 
Sobrero's  process,  29. 

Earthenware,  fire  and  water-proof  cement  for, 
63. 

glaxes  for,  146. 

to  give  it  a  marbled  or  granite  appearance. 
147. 

varnish  for,  206. 
Bau  Americaine,  20. 

D' Amour,  21. 

D'Absynih  Citronn6,2L 

D'Ardelle,  21. 

D' Argent,  81. 

dOr,  21. 

d'Orient,  21. 

de  Cologne,  282. 

de  Cypre,  21. 

de  EHiuphin,  21. 

de  Lavande  Ambra,  282. 

de  Napoleon,  21. 

de  Paradise,  22. 

de  Paris,  282. 

de  Sant6,  22. 

de  Sept  Graines,  28. 

des  Alpes,  282. 

des  Princesses,  22. 

precieuse,  22. 

royal,  22. 
Ebony,  artificial,  177. 

stains,  393. 
Edinbuigh  ink,  196. 
Edison's  electric  pen,  88. 
Effervescing  vinegar,  361. 
Egg  syrap,  136. 
Eggs,  to  preserve,  318,  313. 

yelks  of  in  tawing,  to  preserve,  217. 
Elaeosaccharum,  80. 
Elaine  soap,  329. 
Elastic  lacquer,  211. 
Elderberry  ointment,  166. 

wine,  159. 
Elder  blossoms,  extract  of,  166. 
EUectrical  conductors,  insulating  material  for, 

417. 
Electric  furnace,  Cowles',  440,  441. 

pen,  Edison's,  88. 
Electricity,  110. 
Electro-plating,  galvanoplasty,  gilding,  nick- 

elling,  silvering,  tinning,  etc.,  107-115. 
Elemi  ointment,  166. 
Elixir,  Abb6,  16. 

Angel,  17. 

Colombat,  17. 

de  St.  Aur,  17. 

des  Troubadours,  17. 

juniper,  17. 

Monpou,  17. 

of  life,  17. 

Tabourey,  17. 

vital,  17. 
Elixirs,  16, 17. 
Email  photographs,  300. 
Embossing,  preparation  of  surfaces  for,  345. 
Embroidered  fabrics  woven  with  gold,  to  wash, 
3C4. 
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Smbroidered  linen^  to  wash,  364. 

muslin,  to  wash,  S64. 
Embroideries,  pearl,  to  wash,  366. 
Embroidery,  silver,  to  polish.  364. 
Emerald,  formula  for,  lU. 

green  for  gems,  formula  of,  10. 
Emery  paper,  278,  279. 
Emulsion,  for  photographers,  298. 

sensitive  collodion,  306. 
Emulsions,  gelatine,  photographic,  300. 
Enamel,  arsenical,  1^. 

for  fine  cards,  etc.,  421. 

for  sheet-iron.  116. 

for  watch  dials,  117. 

free  from  lead  and  metallic  oxides  for  iron 
and  sheet-iron,  and  utensils  manufact- 
ured from  them,  422. 

glass  for  iron,  118. 

opaque  white,  118. 

phosphorescent,  422. 

tin,  144. 
Enamelled  bricks,  415,  416. 

dial-plates,  cement  for  mending,  421. 

photographs,  300. 
Enamelling   and  cementing  of  metals,  etc., 
116, 117. 

cast-iron  utensils,  116, 116. 

of  copper  vessels,  116. 

of  iron,  116. 

of  pasteboard,  277. 
Enamels  and  enamelling,  116-118. 

colors,  cements,  glue,  varnishes,  water- 
proofing substances,  etc.,  421-423. 

colors  for,  117, 118. 

imitations  of,  179. 
English  bitters,  22. 

bitters  essence,  14. 

bitters  ratafia,  26. 

copper  alloys,  7,  8. 

inks,  196. 

method  of  varnishing  coaches.  212-214. 

Stilton  cheese,  129. 
Engraving  on  glass,  146. 
Engravings,  to  copy,  86. 
Erasing  powder,  296. 
Esprit  de  Pachouli,  28S. 

de  rose  triple,  282. 

de  toilette  Frangaise.  282,  283. 
Essence,  ambergris,  13. 

angelica,  13. 

anise-seed,  13. 

Barbadoes,  13. 

bergamot,  13. 

bouquet,  283. 

chocolate,  14. 

cinnamon,  14. 

clove,  14. 

coffee,  14. 

cognac,  14. 

cumin  and  caraway,  14. 

de  Goudron,  231. 

English  bitter,  14. 

extracts,  tinctures,  and  waters,  13-16. 

fennel,  14. 

gold  water,  14, 16. 

nerb  cordisil,  16. 

iuniper  berry,  16. 

lavender,  16. 

lemon,  15. 

marjoram,  16. 

musk,  16. 


Essence,  nut,  16. 

nutmeg,  16. 

Panama,  for  washing,  368. 

Parfait  d'Amour,  15. 

peach,  15. 

peppermint,  16. 

quince,  16. 

rose,  16. 

rosemary,  16. 

sage,  16. 

Spanish  bitter,  16. 

vanilla,  16. 

wormwood.  16. 
Essential  oils,  detection  of  water  in,  449. 
Elstragon  vinegar,  361. 

Etching  ground,  printing  ink  which  can  be 
used  as,  191. 

ink  for  glass,  431»  « 

on  glass,  147. 
Ether,  acetic,  to  prepare,  368. 

naphtha,  170. 
Eugenie's  nosegay,  282. 
Expedients,  preparations,  70-76. 
Explosive  agents,  424-426. 

and  pyrotechnic  substances,  424. 

combination,  424. 

substances,  424. 

substances,  use  of  kyponitric  acid   for» 
426,  426. 
Exterminator,  moth  and  roach,  446* 
Extract,  anise-seed,  13. 

cardamon,  14. 

Koch's  herb,  23. 

mace.  13. 

of  elder  blossoms,  166. 

orange  blossom,  16. 

orange  peel,  16. 

raspberry,  16. 

soup,  129. 

strawberry,  16. 
Extracts,  283,  284. 

essences,  tinctures,  and  waters,  13-16. 

malt,  296. 
Eyes,  artificial,  manufactiue  of,  406,  409. 

Fabrics,  colored,  to  give  a  lustre  to,  346. 

double,  water-proof  not  impermeable  to 

air,  386. 
linen,  hempen,  and  cotton,  to  tan,  220. 
metallic  lustre  upon,  348. 
new  process  for  water  proofing,  386. 
textile,  to  render  water-,  rot-,  and  insect- 
proof,  463, 454. 
textile,  to  water-proof,  384. 
textile,  to  water-proof  and  give  greater  con- 
sistence to,  386. 
to  water-proof  and  protect  against  moths, 

386, 387. 
water-proof  and  incombustible,  new  method 

for  tne  production  of,  422. 
woollen,  to  water-proof,  384. 
Facon  rum,  229. 

Faded  manuscripts,  to  restore,  74,  76. 
Falcon  plumes,  118. 
Fancy  articles,  alloy  for,  6. 
Fat,  Done,  bleaching  of,  447. 
from  sheep's  wool,  450. 
of  bones,  to  utilize  in  the  manufitcture  of 

soap,  260. 
oils,  vegetable,  French  process  of  cleans- 
ing, 247. 
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Fat,  to  recover  from  waste  wash  liquon,  3T6, 
377. 

rancid,  to  purify,  108. 
Fats,  separating  and  purifying,  2fi6,  260.    . 

and  oils,  2^-267,  447-463. 

and  oils,  bleaching  of,  447, 448. 

new  process  of  treating,  334,  836. 
Faure  &  French's  blasting  powder,  S2. 
Feather  plush,  S44. 
Feathers,  chicken,  utilization  of,  106. 

how  to  restore  and  dye,  118-122. 

to  bleach,  119. 

to  cleanse,  805. 

to  dye  with  aniline  colors,  122. 

to  restore  crushed  and  bent,  119. 

to  Mrash,  restore,  and  dye  ostrich  mara- 
bouts, etc.,  lia-122. 
Fecal  substances,  to  work  in  a^rarcfied  space, 

876.  ^ 

Feed,  pressed  horse,  129. 
Felted  fabrics,  to  dye  with  aniline  colors,  103, 

104. 
Felt,  to  water-proof,  and  give  greater  con- 
sistence to,  384. 

hats,  to  water-proof,  380. 

substitute  for,  176. 

roofing,  oil  paint  for,  62. 
Female  pills,  294. 
Fennel  essence;,  14. 

ratafia.  26. 
Fenton's  alloy  for  axle  boxes,  7. 
Fermentation,  222. 
Ferrocyanide,  potassium,  70. 
Ferrous  nitrate  syrup,  130. 
Fibres  firom  nettles,  hemp,  jute,  etc.,  to  pre- 
pare. 346,  347. 

v^etable,  improved  treatment  of,  346. 

vegetable,  to  animalize,  346. 

vegetable,  to  water-proof,  384. 
Fibrous    substances,   to   gain   from    different 

plants,  274. 
Field  rats  and  mice,  to  destroy,  162. 
Filberts,  coated,  83. 

roasted,  83. 
Filbert  sweetmeat,  82. 
Files,  to  cleanse,  76. 

to  harden,  239. 

to  resharpen,  239,  240. 
Filling  for  caramel  sugar  bon-bons,  81. 
Filtering,  artificial  stone  for,  71. 

of  varnishes,  206,  206. 
Fire  and  water-proof  cement,  63. 

cartridges  for  extinguishing,  124. 

extinguishing  agents  and  means  of  mak- 
ing tissues,  wood,  etc.,  incombustible, 
122-124. 

extinguishing  hand  grenades,  124. 

extinguishing  powders,  Munich  and  Vi- 
enna, 123. 

plating  for  iron,  116. 
Fire-proof  bronze,  46. 

ceilings,  mass  for,  416. 

floors,  mass  for,  416. 

papers,  colors,  and  printed  matter,  464. 

wood,  preparation  of,  399. 

resisting  properties  of  building  materials, 
416. 
Fires,  white,  126. 
Fireworks,  124-129. 

for  rooms,  128. 
Pish,  fluids  for  preservings  311. 


Fish  oil,  new  process  of  extracting,  451. 

to  preserve,  313. 
Fixateur,  receipts  for,  86, 86. 
Flaxseed  pulp,  for  clarifying  beer,  222,  22S. 

yield  of  oil  in,  2. 
Flax  yam,  C.  Hartmann's  quick  method  of 

bleaching,  86, 87. 
Fleas  on  animak,  to  destroy,  162. 
Fleece,  to  remove  oil  fronu  346. 
Fleitmann's  process  of  refining  nickel,  441. 
Flexible  insulating  mass,  417. 

mirrors,  178. 
Flint  glass,  143. 
Floating  soap,  329. 
Floor  covering,  new,  446. 

wax,  389. 
Floors,  cheap  paint  for,  263. 

fire-proof,  mass  for,  416. 

new  compound  for  waxing,  389. 

stain  for,  303. 
Flour,  meat,  129. 

potato,  for  soups,  130. 

potato,  to  prepare,  157. 
Flowers,  artificial,  mass  foi\  167. 

artificial,  paper  stains  for,  270. 

extraction  of  perfume  from,  282. 

guano  solution  for,  169 

lacquer  for,  209. 

on  glass,  94. 
Fluid  hydrastis,  297. 

le  Franpois,  scouring,  76. 

paste,  68. 
Fluids  for  making  tissues  incombustible,  123. 
Flux.  Donault-Wieland's,  10. 

for  soldering  aluminium,  4. 

Schrader's,  opmponents  of,  9. 
Fluxes,  components  of,   for  artificial    gems, 
9,10. 

for  enamels,  preparation  of,  117. 
Fly  glue,  composition  for,  156, 157. 

paper,  to  prepare,  161. 
Focal  distances   for   enlarging   photographic 

pictures,  299. 
Foils,  gelatine,  181, 182. 

jewellers',  202. 
Folbacci's  process  of  rendering  wood  incom- 
bustible and  impermeable,  390*' 
Food  and  food  preparations,  129-133. 
Foods,  strengthening,  129. 
Forcite,  33. 
Forks,  alloys  for,  6. 
Foul  air  in  wells,  to  remove,  168. 
Fountain,  table,  to  construct,  157. 
Foumaise's  water-proofing  compound,  386. 
Frames,  gilding,  00, 91. 

Frame  work  of  old  altars,  to  cleanse  and  reno- 
vate, 260. 
Frankfort  black,  267. 

snuff,  354. 
Franzl,  process  for  cellulose  dynamite,  29. 
Frear's  artificial  stone,  51. 
Freckles,  vinegar  to  remove,  286. 
Freezing  mixtures,  138,  134. 

salt,  133. 
French  anisette,  17. 

cura9oa,  20. 

putty  for  wood,  67. 
Frohnheiser's  method  of  bleaching  cotton,  34. 
Frosted  glass,  ornamenting,  434. 

limli,  soap  for,  332. 
Frozen  dynamite,  30. 
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Frozen  ground,  to  thaw,  70,  71. 
Fniit  and  other  syrups,  134-136. 

-drying  apparatus,  new,  407. 

jeUies,  to  prevent  moulding,  316. 

stains,  to  remove,  75., 

to  dry  by  cold  air  blast,  312. 

to  pack  tor  transportation,  312. 

wines,  168-160. 

wrapping  paper  for,  276. 
Fruits,  artificial,  mass  for,  167. 

candied,  84. 

fluids  for  preserving,  311. 

to  keep,  in  ice-houses,  169. 

to  preserve,  314,  316. 
Fulminate,  83,  34. 

of  mercury,  33. 

of  silver,  33. 
Fulminating  gold,  34. 

platinum,  .33,  34. 
Fumigating  articles,  292-204. 
Furnace,  continuously  working,  for  manufact- 
ure of  animal  cnarcoal,  444,  446. 

Cowles'  electric,  440,  441. 

Jesem's  glass  melting,  9. 
Furniture  glue,  154. 

oak,  to  cleanse  and  beautify,  78. 

renovator,  419. 

varnish,  209. 

wax,  389. 
Furs,  to  protect,  161. 

to  protect  from  moths,  220. 
Fusel  oil,  to  destroy,  229,  230. 
Fusible  allov,  6. 

alloys,  lowest  melting  points  of,  6. 

colors  used  in  porcelain  painting,  137-141. 
Fusibility  of  alloys.  406. 
Fustic  as  a  yellow  aye,  3. 

Galbanum  and  saffron  plaster,  297. 

Gall,  beef's,  as  a  varnish  on  paintings,  859. 

-nut  ointment,  166. 

soap,  331. 
Galvanic  coppering,  salt  mixtures  for  (Gour- 

lier's),  114. 
Galvanizing  and  nickelling  of  iron  in  Cleve- 
land, 413. 

iron,  new  process  of,  114. 
Galvano-plastic  deposits,  moulds  for,  116. 

silvering,  112. 
Galvanoplasty,  107-116. 
*'  Gantein,"  tor  cleansing  gloves,  76. 
Garnet,  formula  for,  11. 
Garvev's  lithomarlite,  61. 
Gas,  chlorine,  to  prepare,  72. 

from  cork,  170. 

from  ligroin  and  air,  171. 

from  nitrogeneous  organic  substances,  377. 

leaks,  to  detect,  171. 

lighter,  automatic,  173. 

lime,  sulphur  and  sulphuric  acid  from,  376. 

meters,  dry,  170, 171. 

meters,  tissue  for,  170, 171. 
'  pipes  from  paper,  461. 

purification  of,  171. 
Gases,  of  coke  ovens,  distillation  of,  374,  376. 
Gauze,  silk,  348. 

white,  to  wash.  363. 
Geitner's  alizarine  liquor,  187. 
Gelatine,  alchoholic  solution  of,  298. 

capsules,  296. 

emulsions,  photographic^  300. 


Gelatine  foils,  181, 182. 

jelly,  85. 

Maclagan's  apparatus  and  process  for 
making,  158. 

plates,  developer  for,  299. 

to  make  from  glue,  154. 
Gelatinography,  for  duplicating  drawings,  86. 
Gelatinous  nitro-glycerine,  33. 
Gems,  artificial,  9-12. 

artificial,  minerals  for  coloring,  12. 

artificial,  Waener's  formula  lor,  12. 
German  silver  solder,  337,  338. 

tree  wax,  69 
Giant  dynamite,  SI. 

powder,  32. 

powder,  new  method  of  preparing,  425. 
Gilding  and  silvering  cards,  91. 

and  silvering,  detection  of  imitations,  2. 

and  silvering  leather,  445. 

and  silvering  silk,  cotton  and  woollen 
yams,  92. 

an  ornamental  frame,  90,  91. 

bronzing,  silvering,  etc  ,  412-416. 

copper  by  boiling,  ,111. 

cotton,  91,  92. 

glass,  89,  90,  147, 148. 

of  steel,  413,  414. 

on  wood,  394,  395. 

paper,  leather,  etc.,  rosin  compound  for, 
411. 

porcelain,  90. 

soap  varnish  for,  423. 

to  restore  the  lustre  of,  260. 

willow-ware,  460. 

wood,  ItaKan  method  of,  90, 92. 
Ginger  beer,  160. 

lozenges,  84. 

ratafia.  26. 

wine.  159. 
Gin,  Holland,  receipt  for,  229. 
Glac6  photc^raphs,  300. 
Glass.  426-436. 

alabaster,  144. 

and  metals,  painting  with  water-g^ass,  381. 

and  other  signs,  147-149. 

and  porcelain,  water-glass  and  caseine 
cement  for,  382. 

and  porcelain,  water-glass  cement  for,  382. 

aventurine,  144. 

black  and  colored  lead-pencils  for,  482. 

blowing,  by  means  of  compressed  air, 
426-430. 

Bohemian  chalk,  142. 

Bohemian  crystal,  142. 

bone,  144. 

caoutchouc  cements  for,  61. 

colored,  compositions  for,  144, 146. 

colored  designs  on,  145. 

compositions  of,  as  actually  used  in  various 
glass-works,  142-144. 

composition  of  colors  for  and  processes 
for  enamelling,  engraving,  gilding,  bend- 
ing,  etc.,  141-146. 

compound  water,  to  prepare,  378,  .*)79. 

crown,  143. 

cutting,  with  a  carbon  pencil,  430,  431. 

decorating,  92. 

Elli's  cryolite,  142. 

enamel  tor  iron,  118. 

engraving  on,  145. 

etching  ink  for,  431. 
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Glass,  etching  on,  147. 
flint,  143. 

for  botUes,  141-143. 
for  champagne  bottles,  142. 
French  soda,  142. 
frosted,  ornamenting,  434. 
gilding  and  silvering,  147, 14S. 
gilding  of,  89,  VO. 

5utta-percha  cements  for,  61. 
leaded    pins  with   copper   lustre,    131, 
432. 

impressions  of  flowers  on,  94. 

iridescent,  145. 

lead  crystal,  143. 

-like  varnish,  210. 

lithium,  432. 

melting  furnace,  by  Th.  Jesem,  9. 

new  materials  for,  145. 

new  solder  for,  441. 

opal,  144. 

opaque,  compositions  for,  144. 

pencils  for  writing  on,  79. 

plate,  142. 

plate,  manufacture  of,  432-434. 

plates,  cleansing  mixtures  for,  298,  299. 

plate,  polishing  powder  for,  77. 

platinizing,  434. 

poltsl]iing  agents  for,  433,  434. 

polishing  powder  for,  76. 

potash  water,  to  prepare,  378. 

retorts,  cement  for,  63. 

roo&,  to  make  water-tight,  55. 

semi-white,  potash  window,  143. 

signs,  backing  of,  148. 

soda,  142, 143. 

to  clean,  420. 

to  make  opaque  or  frosted,  92. 

to  pulverize,  146. 

toughened,  434,  435. 

to  wood,  joining,  66. 

transferring  photoeraphs  to,  434. 

tubes,  how  to  bend.  146. 

water,  as  a  bleaching  agent,  379,  380. 

water,  characteristics  of,  378.  s 

water,  for  finishing  linen  and  cotton  goods, 
380. 

water,  for  silicifyin^  stones,  370. 

water,  from  infusorial  earth,  378. 

water,  its  uses,  378-3K2. 

water,  Kuhlmann's  process,  379. 

water,  preparation  of  fixing,  379. 

window,  142. 

window,  substitute  for,  178. 

with  copper  lustre,  431,  432. 
Glasses  and  saucers,  to  cleanse,  76. 
Glazed  almonds,  84. 

papers,  stains  for,  279,  280. 
Glaze  for  beer  barrels,  223. 

for  common  earthenware,  146. 

new,  for  barrels,  vats,  etc.,  396,  397. 
Glazes,  Berlin  white,  etc.,  146, 147. 

for  colored  goods,  326. 

for  earthenware,  146, 147. 

for  metals,  244,  245. 

free  from  lead,  146. 
Gloss  on  wail  papers,  323,  324. 

for  toilet  soaps,  334. 
Gloves,  kid,  to  dye  with  aniline  colors,  104, 

•  105. 

preparation  for  cleansing,  75. 

to  cleanse  without  wetting,  78. 


Glucose,  anhydrous,  341. 

sugars,  etc.,  34(>-;^44. 

to  remove  gypsum  from  solutions  of,  342. 
Glue  and  wood  putty,  67 

Armenian,  66. 

as  a  substitute  for  isinglass,  155. 

boiling,  with  wet  and  dry  waste,  150. 

bone,  154. 

chromium,  67. 

clarifying,  the,  151. 

cold  liquid,  154. 

diamond,  6b,  67. 

fly,  composition  for,  156, 157. 

for  books,  154. 

for  fancv  articles,  etc.,  66. 

for  fine  leather,  66. 

for  imitations  of  pearl  and  marble.  178- 
181. 

for  ivory  and  bone,  66. 

for  joining  glass  to  wood,  66. 

for  labels,  66. 

from  seaweeds,  177. 

furniture,  154. 

glycerine   for  enclosing  microscopic  ob- 
jects, 68. 

liquid  steam,  154. 

liquid,  to  prepare,  66. 

Macla^n's    apparatus  and   process  for 
making,  153. 

manufacture  of,  149. 


marine,  235. 


moulding,  1 

mouth,  67. 

new  liquid,  154. 

parchment,  411. 

stock,  materials  of,  149. 

stock,  steeping  in  lime,  149, 160. 

taking  it  from  the  moulds,  152. 

to  color  yellow,  151. 

to  make  from  tannery  waste,  152. 

to  whiten,  151. 

water-proof,  154, 423. 
Glutine,  for  wall  papers  and  for  dyeing  and 
printing  purposes,  323,  324. 

thickening  of,  323,  324. 
Glycerine  cement,  65. 

collodion,  295. 

glue  for  enclosing  microscopic  objects,  68. 

soap,  331,332. 

solvent,  power  of.  453. 

to  gain  from  soapboilers'  lye,  250,  251. 

use  in  sizing  and  dressing,  323. 

Wilson's  process  for  preparing,  74. 
Glyceroborates,  calcium  and  sodium,  406,  407. 
Gold,  allov  resembline;,  8. 

and  aluminium  alloys,  4. 

and  orange  stain  for  brass,  414. 

and  silver  lace,  to  wash,  362,  363. 

and  silver  wires,  alloys  for  imitating.  8. 

bronze  on  iron,  46. 

chloride  of,  to  prepare,  73. 

color,  brilliant,  on  plated  articles.  111. 

for  illuminating,  90. 

fulminating,  34. 

polishing  powder  for,  76. 

size,  149. 

solders,  338. 

substitute  for,  4. 

to  cleanse,  78. 

to  regain  from  old  toning  baths,  304. 

varnish  on  iron,  208. 
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Gold  wall  paper,  new  process  of  manufacturing, 
445,  44d. 

water,  21. 

water  essence,  14,  15. 
Gongs  and  bells,  metal  for,  8. 
Goudron,  essence  de,  231. 
Gourlier's    salt   mixtures    for    galvanic   cop- 
pering, bronzing,  etc.,  114. 
Grafting  wax,  69. 

Graham's  bronzing  liquids,  tables,  47, 48. 
Graining.  261. 
Grease,  Belgian  wagon,  233. 

belt,  435. 

carriage,  excellent,  233. 

for  machine  belts,  231. 

for  water-proofing  leather,  231. 

French's  machine,  233. 
iiamess,  436. 

stains,  to  remove  from  paper,  76. 

stains,  water  for  removing,  75. 

to  remove  from  silk,  75. 

wagon,  Persoz's  patent,  234. 
Greases,  patent,  232,  233. 
Greek  bitters,  22. 
Green,  antique.  44. 

bronze  lor  orass,  44. 

bronzing,  414. 

color,  innoxious,  for  candies,  85. 

crayons,  79. 

for  artificial  gems,  formula  for,  10. 

marble,  to  grain  imitation  of,  262. 

paint  for  outside  work,  264. 

pigments,  268,  269. 
Green  s  blastinz  powder,  31. 
Grenades,  hand,  124. 
Grenoble,  ratafia  de,  26. 
Grinding  colors,  260. 
Grindstones,  artificial,  51. 

plastic  water-proof,  51. 
Ground  mass  for  cr@me,  85. 
Grilnewald  bitters,  extract  for,  14. 
Guanou  solution  for  flowers,  169. 

suDstitute  for,  169. 
Gum-Arabic,  artificial  substitute  for,  324. 
GujD,  artificial,  324. 

substitute  for  in  making  bronze  colors,  48. 
Gun  and  blasting  powder  of  Hafene^ger,  30. 

barrels,  English  process  of  staining,  244. 

barrels,  processes  for  staining,  244. 

barrels,  to  harden,  240. 

-cotton,  32. 

-cotton,  compressed,  blasting  under  water 
with,  424,  425. 

•cotton,  gunpowder,  nitro-glycerine,  fulmi- 
nates, etc.,  27-^'. 

stocks,  composition  for,  183. 
Gunpowder,  Borlinetto's,  31. 

Sharp  and  Smith's  patent,  31. 
Guns,  cleaning  with  petroleum,  243. 
Gutta-percha  and  linseed  oil  cement,  61. 

blacking,  321. 

cement  for  horses'  hoofs,  61. 

cements,  61. 

composition,  60. 

how  to  color  green  or  black,  60. 

solution  of,  for  shoemakers,  60. 

substitute  for,  182,  418. 
Gypsum,  to  remove  from  solutions  of  glucose, 
342. 

Hafenegger's  gun  and  blasting  powder,  30,  31. 


Hager's  composition  for  the  destruction  of  ver- 
min, 162, 163. 

tooth  paste,  95. 

tooth  powder,  95. 
Hair  dyes,  289,  290. 

in  tanneries,  to  preserve,  217. 

oils,  286-2U8. 

rcsioicts,  tonics,  washes,  etc.,  288,  289. 

short,  utilization  of,  348. 
Hamburgh  bitters,  22. 
Haiui  grenades,  124. 
Hard  coating  for  wood,  396. 

nut  shell  buttons,  to  dye,  183, 184. 

solder,  337. 

water,  to  soften,  168. 
Hardened  steel,  mechanically,  441. 
Hardening  and  welding  compounds,  238-241. 

cement,  lime,  52. 
'    composition  for  steel,  439. 
Harness  grease,  436. 

lacquer  for,  211 . 

polish,  436. 
Hartmann's  quick  method  of  bleaching  flax 

yam,  36,  37. 
Hats,  felt,  to  water-proof,  386. 

scouring  soap  for,  76. 

straw  and  chip,  to  wash,  366,  367. 

straw,  to  cleanse.  76. 

white  straw,  washing.  447. 
Heat,  effect  of  on  textile  ubrics,  344. 

insulation,  137. 
Heating  and  fuel,  137. 
Hedinger's  method  of  bleaching  bones,  etc., 

40. 
Heel  leather,  imitations  of,  183. 
Heels  of  boots  and  shoes,  176. 
Heinzerling's  quick  process  of  tanning,  215, 

216. 
Hektograph,  the,  88. 
Heliotrope  sweetmeat,  82. 
Hemlock  ointment,  166. 
Hempen  fabrics,  to  tan,  220. 
Hemp  seed,  yield  of  oil,  2. 

to  dye,  105. 

to  prepare  for  spinning,  346,  347. 
Heptane,  from  California  digger  or  nut  pine 

tree,  254. 
Herb  cordial  essence,  15. 

extract,  Koch's,  23. 

soap,  Swiss,  333. 
Heron  plumes,  118. 
Heterogeneous  alloy  (Jean's),  6. 
Hides  and  skins,  to  improve,  217. 

to  depilate,  215,  216. 
Hoarseness,  remedy  for,  166. 
Hoff 's  malt  beer,  295. 
Holland,  anisette,  18. 

cura^oa,  20. 

gin,  receipt  for,  229. 
Hollow  articles,  mass  for,  63. 
Honey  and  glycerine  compound  for  blasting, 
32. 

from  beets  and  carrots,  129, 130. 

wine,  159. 
Hop  stalks,  to  make  cloth  from,  349. 
Hops,  to  preserve,  318,  314. 
Hiirmann  s  experiments  with  tin  salt,  368. 
Horn  combs,  manufacture  of,  435. 

combs,  to  make  elastic,  446. 

new  method  of  treating,  43. 

process  of  joining  two  pieces  of,  446. 
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Horn,  substitute  for,  174, 17R. 

to  imitate  tortoise-fthcU,  43.  44. 

treatment  of  for  manufacture  of  combs, 
435. 

waste  of.  for  buttons,  44. 
HorM  feed,  bread  for,  13U. 

feed,  pressed,  129. 
HofMhair,  to  dye  with  aniline  colors,  106. 
Horses'  hooft,  cement  for,  61. 
Hose,  rubber,  how  to  soften,  60. 

rubber,  to  render  odorless,  447. 
Household  and  rural  economy,  167-170. 
Hufcland's  tooth  powder,  95. 
Hiiil.ird's  substitute  for  urtar  in  dyeing,  105. 
Hyacinth,  formula  for,  11. 
Hydraulic  mortar,  53. 

motors,  oil  for,  234. 

water-glass  cement,  382. 
Hydrocarbons,  liouid,  solidification  of,  462. 
Hydrochloric  acio,  uhmI  in  the  manufacture  of 

Selatine,  to  regain,  376. 
cine,  133,  290. 
Hygienic  chocolate,  57. 

Hyponitric  acid,  preparation  of^  and  use  for 
explosive  and  illuminating  substances, 
425,  426. 

Iceland  moss  chocolate,  67. 

moss  jelly,  85. 
Ice,  to  keep,  without  an  ice-house,  168,  169. 
Illuminating,  gold  for,  90. 

materisUs,  170-173. 

oil,  to  purify,  251. 

substances,  use  of  hyponitric   acid   for, 
425,  426. 
Imitation  of  cedar  wood,  396. 

of  cinnabar,  421,  422. 

of  ivory,  new,  417. 
Imitations,  adulterations,  etc.,  how  to  detect 
them,  1-3. 

of  mother-of-pearl  and  marble,  with  glue, 
178-181. 

substitutes,  etc.,  174-184. 
Incombustible  fabrics,  new  mcdiodforthe  pro- 
duction of,  422. 

Ink  and  paper,  200. 

tissues,  123,  124. 

torches,  material  for,  170. 

varnish  for  wood,  208. 

wicks,  170. 
Incrustations,  Alfieri's  receipt  for  removing, 
40. 

Baudet's  preventive,  40. 

boiler,  39,  40. 

Roeer's  preventives,  40. 

SaiHard's  receipt  for  removing  and  pre- 
venting, 39. 
I  'delible  marking  inks,  80. 
I  idestructible  inks,  193, 198, 199. 
India-rubber  goods,  to  prevent  becoming  hard 
and  cracking,  447. 

hose,  to  render  odorless,  447. 
Indigo,  acetate  of,  184, 186. 

carmine,  184, 185. 

carmine,  to  make,  269. 

crystallized,  184. 

indiffotine,  and  alizarine,  184-187. 

to  cleanse,  76. 

to  regain  from  residues  of  colors,  377. 

violet,  185. 
Indigotine,  indigo,  and  alizarine,  184-187. 


lodigodne,  Kopp's  process  of  obcalnbv.  lA- 

187. 
Infiints'  foods,  132. 
Inflammable  compounds,  296. 
Infusorial  earth  for  insulautins  steam-inpes.  13T. 
Ink,  alkaline.  198  *^  "^ 

autographic,  192. 

cake,  199.  200. 

etching,  for  glass,  431. 

for  bleached  cotton  and  woollen  goods,  SOO. 

incombustible,  200. 

Uthographic,  English,  192. 

lithofn^phic  printing,  192. 

marking,  200. 

pale  writing,  to  make  black,  20O. 

powders,  194. 

powder  in  capsules,  199. 

printers',  witn  coal-tar  varnish  oil,  190. 

printing  and  stamping,  containing^  iron,  190. 

printing  from  coal-tar,  190. 

printing,   good,  the  properties    which  it 
must  possess,  187. 188. 

printing,  the  manufacture  of,  187—190. 

stains,  to  remove,  75. 

stains,  to  remove  from  silk,  76. 

stones,  194. 

vanadium,  196. 

yellow,  198. 
Inks,  alizarine,  196, 197. 

aniline,  198. 

black,  194, 195. 

blue,  198, 199. 

colored  indelible,  80. 

fire-proof,  454. 

for  marking  glass  and  metal  labels,  200. 

for  steel  pens,  195, 196. 

for  writing  on  glass,  200. 

green,  198. 

indestructible,  193, 198, 199. 

lithographic,  191, 192. 

lithographic,  printing,  and  writing,  187- 
202. 

not  acted  upon  by  acids,  200. 

patent  copying,  193. 

printing,  new  process  for,  190. 

red,  19^-200. 

solid,  194,  199. 

stamping  and  sympathetic,  200. 

violet,  198,  199. 

writing,  192-198. 
Innoxious  green  color  for  candies,  85. 
Insects  and  worms,  to  destroy,  161, 162. 
Insect  powder,  Persian,  161. 
Insole  leather,  imitation  of,  183. 
Insulating  mass,  flexible,  417. 

material  for  electrical  conductors,  417. 
Insulation,  heat,  137. 
Intensifier,  Davanne's,  for  spoiled  photographic 

plates,  299. 
Intensifying  bath,  Abney's  photographic,  307. 
Iodide  of  lead  ointment,  166. 

o£  mercury  ointment,  166. 
ot  potassium  ointment,  166. 
of  sulphur  ointment,  166. 
soap,  332. 
Iodine  pastils,  293. 

solution  of,  to  detect  dextrine  in  milk,  2. 
Iodoform,  295. 

pencils,  296. 
Iridescent  glass,  145. 
paper,  277. 
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Iridium^    its     preparation    and     use,    439. 

440. 
phosphor,  casting  of,  440. 
phosphor,  properties  of,  440. 
points  for  pens,  439,  440. 
Irish  moss  jelly,  85. 
Iron,  238. 

and  alumina  mordants  on  cotton  prints, 

linens,  etc.,  fixing  qt  by  water-glass, 

879. 
and  aluminium  alloy,  4. 
and  steel,  black  polish  for,  210. 
and  steel,  silverine  of,  113. 
and  steel,  solder  for,  339. 
and  steel,  staining,  243,  244. 
and  steel,  to  cleanse  from  rust,  76. 
bath  for  coppering,  116. 
bath  for  nickelling,  109. 
carbonate  of,  with  chocolate,  67. 
cast,  substitute  for,  170. 
cast,  to  harden,  238. 
chocolate,  67. 

constructions,  paint  for,  266. 
enamelling  of,  116. 
fvre*plating  for,  116. 
galvanizing,  114. 
galvanizing  and  nickelUng  of,  in  Cleveland, 

413. 
glass  enamel  for,  118. 
gold  bronze  on,  46. 
gold  varnish  for,  208. 
injurious  effect  on  aluminium,  6. 
lacquers,  206. 
lustre,  422. 

new  process  of  bronzing  on,  414. 
in  stone,  cement  for  fastening,  64. 
rods,  effect  of  aluminium  on,  4. 
separation  of,  from  aluminium,  6. 
stoves,  cement  for,  66. 
to  convert  into  steel,  241. 
to  ^ve  it  a  bright  lustre,  238. 
to  iron,  to  Cement,  63. 
to  prevent  rust  on,  164. 
to  protect  from  rust,  242. 
Isinglass,  composition  of,  166. 
glue,  substitute  for,  156. 
jelly,  86. 
Italian  government,  process  of  testing  olive  oil 

for  cotton-seed  oil,  1. 
Ivory  and  bone,  cement  for,  66. 
and  bone,  dyeing,  41. 
and  bone,  glue  for,  66. 
and  bones,  bleaching.  41. 
articles,  how  to  bleacn,  43. 
artificial,  43, 416. 
black,  267. 

bleaching,  Peineman's  method,  40. 
new  imitation  of,  417. 
receipts  for  coloring,  41, 42. 
substitute  for,  43, 174, 175. 
to  make  it  soft  and  flexible,  40,  41. 
to  produce  black  and  colored  drawings 

upon,  42, 
vegetable,  174. 

Jaline,  32. 
Japanese  bronzes,  7. 

matches,  128. 

transparent  varnish,  208* 
Japan  gold  size,  140. 
Jasmine  sweetmeat,  82. 
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Jellies,  red  color  for,  86. 

to  prevent  the  moulding  of,  816* 
Jelly,  buck-horn,  86. 

felatine,  86. 
celand  moss,  86. 
Irish  moss,  86. 
isinglass,  86. 
sago,  86. 
tapioca,  86. 
Jepp's  apparatus  and  process  of  manu£icturing 

starch,  glucose,  and  dextrose,  341-343. 
Jewellers*  Cement,  66. 
foils,  202. 
rouge,  77. 
ewelry,  alloy  for,  substitute  for  gold,  4. 
ewreinoff  on  pladnizing  copper  and  brass, 

Johnson's  process  for  potassium  ferrocyanide, 

70. 
Journal-boxes,  alloys  for,  6. 
,  nice,  orange.  16. 

,  ungschlilger  s  quick  process  of  tanning,  216. 
^  uniper  berry  essence,  16. 
Juniper  elixir,  17. 

liqueur,  22. 
Juneman's  process  for  wick-consuming  can* 

dies,  172,  173. 
Jute,  to  dye,  106. 

to  prepare  for  spinning,  346, 347. 

working  of,  848,  349. 

Kahl's  patent  plaster,  416. 

Kid,  calf,  manu&cture  of  in  Philadelphia,  214, 

216. 
leather,  dyes  for,  218,  219. 
leather,  to  make  soft,  232. 
Kindling  compound.  137. 
King's  patent  fuel,  137. 
KniK-sharpeners,  caoutchouc  composition  for, 

60. 
Knives  and  forks,  alloy  for,  6. 
Koch's  herb  extract,  23. 
Koeben's  healing  powder,  67. 
Kolbe's  mouth  wash,  96. 
Kopp's  process  of  obtaining  alizarine  and  in- 

digotine.  186-1^7. 
Koumiss,  artincial,  294. 
Krebs  &  Co.,  process  for  dynamite,  29. 
Kuhr's  receipt  for  water-proofing  linen,  886. 
KUmmel  cordial,  20. 

Labels,  glue  for,  66. 

inks  for.  200. 

on  macnines,  paste  for,  69. 
Lace,  point,  to  wash,  365. 

silver  and  gold,  to  polish,  364. 

silver  and  gold,  to  wash,  862,  363. 

to  whiten,  866. 
Laces,  size  for,  326. 

towash,  364,  366. 
Lacquer  and  varnish,  German  patent  process 
of  making,  212. 

bookbinder^,  210,  412. 

bronze,  210. 

elastic,  211. 

for  closing  bottles,  211. 

for  drawings,  211. 

for  flowers,  maps,  playing  cards,  prints, 
etc.,  209. 

for  harness,  etc.,  211. 

for  leather,  209,  210. 
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Lacquer  for  spring  steel,  211. 

spirit,  for  wax  tapers,  389. 
Lacquered  wood,  to  cicame,  164 
Lacquering,  bacKsround  for,  3V2« 

of  sheet  metal,  244,  24A. 
Lacquers  and  varnishes,  202-214. 

lor  carriages,  214. 

iron,  206. 

photographic,  808. 

spirit,  200. 
Lactopepsin,  297. 

Lake  pigments,  carmine  and  othen,  268. 
Lampblack.  266. 

from  tne  resinous  sodic  residues  in  the 
working  of  coaUtar,  372. 
Lampblacks,  manufacture  of,  from  asphaltum 
pitch  or  blacksmiths'  pitch,  371,  372. 

manufacture  of,  from  waste    in  woHcing 
coal-tar,  370-372. 
Lamps,  cement  for,  65. 
Lange  &  Son's  patent  aluminium  alloys,  4. 
Lanolin,  Liebreich's  process  of  preparnig,  450. 
Lapis  lazuli,  formula  for,  11. 
Lard  and  tallow,  to  prevent  becoming  rancid, 
168. 

and  tallow,  to  purify,  169. 
Lavender,  essence,  16. 
Lead,  adulteration  of  vinegar  with,  2. 

and  aluminium,  do  not  alloy,  4. 

bath  for  nickelling,  109. 

crystal  glass,  143. 

ointment,  166. 

pencils,  black  and  colored,  for  glass  and 
porcelain,  432. 

pipes,  to  protect,  242. 

plasters,  297, 
Leaden  water-pipes,  coating  of,  440, 
Leather,  artificial,  176, 177. 

artificial,  for  lithographers'  rollers,  174. 

belts,  cements  for,  64. 

black  gloss  for,  216. 

calf,  with  a  white  flesh-side,  smooth,  217. 

cement  for,  65. 

cloth,  176. 

dyeing  of,  217-221. 

elastic  mass  resembling,  417. 

fine,  glue  for,  66. 

from  seaweeds,  177. 

gilding  and  silvering,  445. 

grease  for  water-proofing,  281,  232. 

Sitta-percha  cements  for,  6L 
all's  substitute  for,  176. 
imitations  of,  183. 
lacquer  for,  209,  210. 
marbled  and  dark  of  one  color,  gilding  on, 

411,  412. 
ointments,  821. 

ornaments,  to  fasten,  on  metal,  94. 
prepared  cloth  as  a  substitute  for,  383. 
pulverized,  for  boot  heels,  176. 
Reichard's  and  Reber's  processes  for  gild' 

in^,  411. 
tanmng  and  dyeing,  including  furs,  etc., 

214-221. 
to  give  it  the  smell  of  Russia  leather,  220, 

221. 
to  water-proof,  384. 
transparent,  to  prepare,  216. 
vegetable,  418. 
wash,  cleansing  of,  419. 
waste,  use  of  in  manufiicture  of  paper,  277. 


Lemonade  powders,  167. 
syrups  for,  134,  136. 
Lemon  essence,  16. 

1'uice,  to  preserve,  312. 
_  ^  ozenges,  84. 

soap,  332. 

sweetmeat,  82. 
Levulose,  to  prepare,  342. 
Liebreich's  process  for  preparing^  lanoKn,  450. 
Life,  elixir  of,  17. 
Light  blue   ultramarine   colors    with    potash 

water-glass,  380. 
Lightning-rods,  to  protect  4Vom  rust,  24SI. 
Lights,  Bengal,  124. 
Ligroin  and  air,  gas  from,  171. 
Lily  soap,  832. 
Lime  and  sugar  paste,  68. 

burnt,  to  preserve,  812. 

liniment,  167. 

putty  for  wood,  67. 

to  harden,  62. 
Linen  and  cotton  goods,  finishing  of,  by  water- 
glass,  380. 

fabrics,  to  tan,  220. 

gold  embroidered,  to  wash,  364. 

foods,  sizing  for,  322,  323. 
Luhr's  receipt  for  water-proofing,  386. 

marking  ink  for,  79,  80. 

pencib  for  marking,  79. 

sizes  for,  326. 

to  wash,  363. 

tracing,  276. 
Liniments,  various,  167. 
Linseed  oil  and  gutta-percha  cement,  01. 

oil,  substitute  for,  462. 
Lipowitz,  fusible  alloy  of|  6. 
Liqueur,  calamus,  19. 

cherry,  19. 

Chinese,  26. 

chocolate,  20. 

cumin,  20. 

juniper,  22. 
Liqueurs,  bitters,  cordials,  ratafias,  17-27. 

cordials,  etc.,  mode  of  coloring,  12. 
Liquid    cement   for   coating    metals,    papier 
mach6,  etc.,  414. 

glue,  cold,  154. 

glue,  to  prepare,  06. 

Graham  s  bronzing,  47,  48. 

wash  blues,  370. 

water-glass,  Kuhlmann's  process  at  Ldlle, 
379. 
Liquids,    hermetically   closing    bottles     coiv- 

taining,  311. 
Liquor,  Geitner's  alizarine,  187. 
Liquors  and    beverages,   be«.r,    brandy,  gin^ 
whiskey,  wines,  etc,  221-231. 

to  purify,  230. 
Litharge  ointment,  166. 
Lithium  glass,  432. 
Lithofracteur  made  by  Krebs  ft  Co.,  of  Deutx, 

29. 
Lithographers'  rollers,  artificial  leathek-  for, 

174. 
Lithographic  ink,  English,  192. 

inks,  191, 192. 

printing  Ink,  192. 
Lithomarlite,  Garvey's,  61. 
Litmus,  tincture  of,  to  prepare,  71. 
Liver-of-sulphur,  to  prepare,  74. 
Londonpurple  for  the  destruction  of  insects,l62. 
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Love  sweetmeat,  82,  83. 
Lowget's  polishing  powder,  76. 
Lozenges,  84. 

Chinese,  84. 

choQolate,  67. 

ginger,  84. 

lemon,  84. 

peppermint,  84,  29d. 

spice  for,  84. 

stomachic,  84. 
Lubricant,  caoutchouc,  232. 

caoutchouc,  for  driving  belts,  436. 

for  axles,  shafts,  etc.,  232. 

for  belts,  233. 

for  industrial  purposes,  232. 

from  oil  residues,  233. 

from  paraffine  residues,  232. 

from  seaweed,  234. 

pulverulent,  282. 

pyroleine,  233. 
Lubricants,  438. 

blacking,  etc.,  435-489. 

for  machines,  wagons,  etc.,  231-236. 

mixtures  of  mineral  and  animal  oils  for, 
438. 

purification  of,  after  use,  438. 
Lubricating  oil  for  astronomical  instruments, 
234. 

oils,  Thurston's  machine  for  testing,  436* 
438. 
Lumber,  terra-cotta,  416. 
Luminous  paper,  4.'>4,  456. 
Lunar  caustic,  to  prepare,  73. 
Lustre,  bright,  91. 

colors,  140. . 

colors,  preparation  of  with  carbolic  acid, 
422. 

dead,  91. 

durable  on  copper,  46. 
Lustres,  bismuth,  tin.  uranium,  and  iron,  422. 

metallic,  upon  fabrics,  348. 
Lustrine,  Alsacienne,  37U. 
Lutecine,  components  of,  5. 
Lye,  caustic  soda.  Balling's  method  of  pre- 
paring, 335. 
Lyes,  percentage  of  soda  and  potash  in,  385. 
Lyons  asphaltum,  54. 

Mace  extract,  15. 

Machine  oil,  consistent,  232,  233. 

Machines  for  manu&cture  of  chocolate,  55,  56. 

lubricants  for,  231-235. 
Machinery  metal  for  various  purposes,  table 

of,  406. 
Mackinnon  pen,  iridium  points  for,  439. 
Madder,  yellow,  the  most  stable  yellow  dye,  8. 
Madeira  wine,  231. 
Magnesium,  neutral  extract  of,  296. 
Magnus'  patent  to  polish  slate,  7K. 
Mahoeany,  to  grain  imitation  of,  261. 
Malachite,  imitations  of,  180. 
Ma  aga  wine,  231. 
Ma  leable  brass,  receipt  for,  241. 

nickel,  receipt  for,  241,  242. 
Malt  beer,  295. 

bon-bons,  81. 

extracts,  296. 

fabrication  of,  221. 

mashing,  221,  222. 

mashing  the,  for  brewing,  221,  222. 

sugar,  80. 


Malt  with  pepsin  wine,  297. 
Manganese  alloys,  403,  404. 

bronze,  6,  405. 
Mannite,  342,  343. 
Manure  for  meadows,  373. 

from  animal  waste,  109. 

from  coal-ashes,  169. 

powder  from  blood,  169. 

salt  from  urine,  169. 
Manures,  artificial,  from  residues  in  the  work- 
ing of  coal-tar,  372. 

for  meadows,  378. 

for  turnips,  etc.,  169. 
Manuscripts,  faded,  to  restore,  74,  76. 
Maple,  to  grain  imitation  of,  262. 
Maps,  lacquer  for,  209. 
Marabouts,  how  to  restore  and  dye,  118, 122. 
Maracaibo  tobacco,  350. 
Maraschino,  23. 
Marble,  artificial,  51. 

bleaching  stained,  39. 

busts,  to  clean,  78. 

concrete,  54. 

imitation  of,  178. 

imitation  of  for  plastic  ornaments,  183. 

to  clean,  420,  421. 

to  grain  imitation,  262. 

variegated,  to  imitate,  51. 
Marbleizing  sandstone,  63. 
Mar^rine,  131-133. 
Marine  glue,  235. 
Marjoram  essence,  15. 
Marking  brush  for  boxes,  201. 

ink  for  linen,  79,  80. 

inks,  200. 

tools,  443. 
Marmalade,  cherry,  84,,  86. 
Marmorin,  63. 

Martin    and    Delamotte's    process  of  nickel- 
plating,  108. 
Martinsen's  olasting  powder,  32. 
Masonry,  brick,  made  impervious  to  water,  65. 
Mass,  flexible  insulating,  417. 

for  hollow  articles,  63. 

for  plastic  models,  417. 

for  roofing,  fire-proof  ceilincs,  etc.,  416. 

for  toys,  vessels,  dolls'  heaon,  etc.,  62. 

resembling  leather,  417. 
Maatic  cement,  63. 
Matches,  236-238. 

antiphosphorus,  237. 

inextinguishable  in  the  wind,  237. 

Japanese,  128. 

parlor,  236, 237. 

quick.  125. 

Swedish,  236. 

without  pha<iphorus,  237. 

without  sulphur,  236. 
Materials,  strength  of,  456-458. 
Meat  biscuit,  130. 

English  pickle  for,  310. 

extract  with  chocolate,  57. 

flour,  129. 

preservatives  of,  310,  811. 

quick  process  of  coming,  on  a  small  scale, 
312. 

to  preserve,  314. 
Medals,  bronze  for,  8. 
Medicated  and  toilet  soaps,  331-335. 

waters,  290-292. 
.Medicinal  sweetmeats,  83^ 


4M 


INDEX. 


Medidnw,  new  intent.  S96, 107. 
Meerschaum,  csueine  cement  for,  66. 

substitute  lor.  176, 176. 
M*ge*s  process  for  oleomaisarine,  131. 
Meiffren^s  patent  alloy.  8. 
Melanyl  candles,  171. 
Mercury,  fulminate  of.  SS. 
Metal,  cement  for  fastening  robber  upon,  64. 

coin,  8. 

electroplating  with  cobalt,  III. 

fire  and  water-proof  cem.nt  for,  63. 

for  brasses,  ubie  of,  406. 

for  gongs  and  bells.  8. 

Industry,  138-246, 431M44. 

letters,  cement  for  &stening  on  glass,  etc., 
64. 

machinery  for  various  purposes,  4U6. 

new  solder  for,  441. 

polishing  powder  for,  76. 

rags  for  polishing,  419. 

Spence's,  6,  406. 

stop-cocks,  composition  for,  7. 

surfaces,  ornamenting,  08. 

to  lacquer,  244,  246. 

type,  components  of,  6. 

water-proof  paint  for,  266. 
Metals,  and  glass,  painting  with  v:at«r-fflasB. 
381. 

bronzing  and  coloring.  44-49. 

caseine  cement  for,  66. 

colorinff,  46,  47. 

elazes  for,  244,  245. 

Uquid  coating  for,  414. 

platinizing.  110,  Hi. 

polishing  pastes  for,  77. 

polishing  rags  for,  77. 

preparation  of.  for  nicketting,  110. 

staining,  243,  244. 

to  enamel  and  cement.  116. 117. 

Wame  and  Trabak,  403. 
Metallic  colors,  zinciferous,  137, 138 

lustre,  to  impress  upon  fabrics,  846. 

sulphides  as  mordants,  106. 

surfaces,  paint  for,  264. 

wicks,  170. 
Metalline,  manufacture  of  234 
Metallique,  moire,  46,  46. 
Metallized  caoutchouc,  60 
Meters,  dry  eas,  170, 171.* 
Mice,  paste  for  destroying,  162 
Microscopic  objects,  paste  for  68 

preparations,  68.  '     * 

Mignonette  soap,  332. 
Mildew  stains,  to  remove  75 
Milk,  adulterations  of  2  '      ' 

foods  for  children'  132 

suear,  340,  341.     ' 

to  keep  from  sourine  157 
to  preserve,  314.      *'*"'• 

Milks,  condensed,  132 
Millstones,  artificial  51 
Minargent,  8,  403.    ' 
Mineral  oils,  to  purify.  247 

oils,  to  free  from  «i.i«v.    •        .  j        .      . 
phur,  256.  ^"'pnunc  acid  and  sul- 

waters,  syrups  for,  I34  13s 

Mirror-glass,  142.         '"'**• 

Bohemian,  142 
Mirrors,  flexible,  178. 
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^'"Sl^K!i*^;?S  powder  for,  H. 

suvenng  of  tdcscooic   lia 
j;"«,«"«ngs,441,      **P'^'113. 

Modelling  wax,  3S9 
utJ^^'  f»*Perior,  418. 

J!^^*  P*2*^*=  roa*s  for,  417 
Mogador,  23.  •       ** 

Monpou  elixir.  17.  ^^'       '  ^*- 
Monuments,  bronse,  48,  48 

iron  and  afumina,  fixing  of  by  water-^a, 

Ms;s;;°ba"s'«  '""•  ^'  «• 

hydraulic,  63. 
requisites  for,  62 
water-proof,  53.  * 

^ater-glass  and  chalk   382 
Mosaics,  staining  wood  for   3M  394. 

J{°  J"-<*C»rt,  imitation  ^^'kT' 
"'"^4S:fa'^"'-P~-c' cloths.  8«. 

"°'SiS'J5lT°P'ffi'<=  deposits.  IM. 
--    '^•^»*»«  glue  from,  162. 
Mouth  glue,  67. 

paste,  antiseptic,  96. 
wa.shes,  96. 

MSlt"y''^SS%V°'  nitn>-g,ycerine,  ^-». 

MSal  fn*^*''"^"'***^"^.  P^^dcr,  123. 
Musical  instruments,  stee  wire  for  241 
Music  printing  plates,  alloy  for.  6 
Mu.sk  extract,  283,  284.  * 

essence,  16. 

soap,  332. 

^'""'?,f,il^^°»K°"  'T"*^*  ^  ^^h  without  in. . 
jury  to  the  color,  368. 

fine,  to  wash,  363. 

gold  embroidered,  to  wash,  364. 
to  bleach,  34.  * 

Mustards,  246-247. 

Mustard-seed,  yield  of  oil  by  2 
Must,  wine,  to  improve,  231.  *    * 

Naples  yellow,  270. 
Naphtha,  ether,  170. 

test  of,  264,  265. 
Naphthaline  colors,  to  dye  with   ina 

to  prepare,  248.  '  "**' 

Napoleon,  eaude,  21. 
Nectar,  23. 

Negative  layer,  to  remove  from  glass-plate  in 
photography,  306.  *        ^ 

^'SS','30?^^  ^^''*  '^'*'*"'    intensifying 
Nettles,  to  prepare  for  spinning,  346  ^7 
Neutral  soaps.  330.  '  ^'* 

Nicotine  in  tobacco  apparatus  for  testimf  per- 
centage of,  74.  *  *^ 
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Paper,  to  water-proof,  384. 

tracing,  276. 

wall,  paste  for,  68. 

water-proof  275. 

waxed,  to  prepare,  388. 

writing  and  drawing,  which  can  be  washed, 
276. 
Papers,  cork,  275. 

fire-proof,  464. 
Papier  mach6,  from  flour,  63. 

mach6,  liquid  cement  for  coating,  414. 
Paradise,  eau  de,  22. 

water,  22. 
Paraffine  and  heavy  oils  from  petroleum  resi- 
due, 451,  452. 

bleaching  of,  for  manufacture  of  candles, 
447. 

paint,  receipt  for,  265. 

preparation  and  uses  of,  253,  264. 

purifying,  259. 

residues,  lubricants  from,  232. 
Parasol  ribs,  artificial  whalebone  for,  178. 
Parchment,  fabrication  of,  454. 

fluid,  211. 

glue,  411. 

paper,  275. 

paper,  to  make  impermeable  to  oil,  465. 

to  gild  and  silver,  91. 
Parfait  D' Amour,  23. 
Paris  green,  to  make,  268. 

metal,  components  of,  5. 

mint,  bronzing  in,  44. 

tooth  powder,  95. 
Parisian  rappee  snuff,  354. 

wood  varnish,  209. 
Parlor  matches,  236,  237. 
Pasteboard,  for  moulding  larae  figures,  68. 

plastic,  for  surgical  bandages,  276. 

to  enamel,  277. 

to  make  water-proof,  277. 
Paste,  durable,  69. 

dry,  68. 

fluid,  68. 

for  fixing  printed  labels  on  machines,  69. 

for  microscopic  objects,  68. 

for  patent  leather,  321. 

for  postage  stamps,  68. 

for  wall-paper,  68. 

lime  and  sugar,  68. 

safety  for  post-oflice  packages,  69. 
Pastes,  cements  and  putties,  63-69. 

polishing,  for  metals,  glass,  etc.,  77,  420. 
Pastiles,  293,  294. 
Patchouli  soap,  332. 

Patent  dynamite,  Norbin  and  Ohlsson's  pro- 
cess, 29. 

leather,  paste  for,  321. 

medicines,  296,  297. 
Paving,  asphaltum  for,  53. 
Peach  cordial,  23. 

essence,  15. 
Peanuts,  yield  of  oil  in,  2. 
Pear  rataha,  26. 
Pearl  embroideries,  to  wash,  366. 

imitations  of,  178-181. 

imitation  of  on  paper,  277,  278. 

lustre,  to  imitate,  182. 

roother-of,  to  dye  with  aniline  colors,  104. 

veneers,  to  imitate,  179. 

yarn,  345. 
Pearb,  artificial,  9-12. 


Pearls,  artificial,  Geissler's  process,  l2. 

genuine,  to  wash,  365. 
Pectoral  bon-bons,  81. 

troches,  80. 
Peineman's  method  of  bleaching  ivory  turned 

yellow,  40. 
Pencils  for  marking  linen,  79. 

for  writing  on  glass,  79. 

iodoform,  295. 

sharpening  stone  for,  177. 
Pens,  iridium  points  for,  439. 
Peppermint  cordial,  23. 

drops,  84. 

essence,  16. 

lozenges,  84,  205. 

sweetmeat,  82. 
Pepsin,  lacto,  297. 

wine,  with  malt,  297. 
Peralite,  32. 

Perfume  from  flowers,  extraction  of,  282. 
Perfumes  for  cigars,  354. 
Perfumery,  aromatic  vinegars,  cosmetics,  ex* 
tracts,    hair   oils,    pomades,    powders, 
washes,  fumigating  articles,  etc.,  282- 
294. 
Permanent  inks,  198, 199. 
Perron's  fireworks  for  rpoms,  128. 
Persian  insect  powder,  161. 
Persimmon  seeds,  substitute  for  coffee,  169. 
Petroleum,  cleaning  guns  with,  243. 

lamps,  cement  for,  65. 

residues,  heavy  oils  and  paraffine  from. 
451,  452. 

to  clarify  without  distilling,  252. 

to  detect,  254. 

to  solidify,  248. 
Petum  optimum,  351. 
Pewter,  solder  for,  339. 
Pfauth's  process  of  preparing  pressed  yeast 

from  beer  yeast,  402,  403. 
Pharaoh's  serpents,  128. 

serpents,  substitute  for,  129. 
Pharmaceutical  preparations,  294-298. 
Phosphor  bronze^  404,  405. 

iridium,  casting  of,  440. 

iridium,  properties  of,  440. 
Phosphorescent  enamel,  422. 

illuminating  powder,  70. 

mixtures,  446. 
Phdkphorizing  bronze  or  brass,  442,  443. 
Phosphorole,  296. 
Phosphorus,  amorphous,  preparation  of,  237, 

238. 
Photo-diaphanic  process  of  transferring,  302. 

-emulsions,  Vogel's  improvements  in,  302. 
Photographic  baths,  300,301,  305,  307. 

developers,  298,  299,  301,  3U5-307. 

developing  solution,  299. 

emulsion,  301. 

emubions,  298,  300-302,  306. 

lacquers,  308. 

negatives,  varnish  for,  212. 

plates,  intensifier  for,  299. 

plates,  new  developer  for,  801 . 

purposes,  artificial  ivory  for,  43. 

process  with  phosphorescent  substances, 
308. 

reproduction.  303,  304. 

varnishes,  307. 
Photographs,  email,  300. 

enamelled,  300. 
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Photographs  on  wood,  806. 

transferring  to  glass,  434. 
Photography.  298-^08. 

rapid  method  for,  304,  305. 

use  of  gelatine  in,  298-305, 307. 

various  practical  receipts  for,  306-306. 
Photo-lithographic  transfer  paper,  876. 

-negatives,  fluid  for,  301. 

•negatives,  reproduction  of,  305,  306. 

-operating  room,  painting  the,  301. 

-paper,  sensitive,  306. 

-plates,  Petchlers'  new  method  of  prepar- 
ing, 302. 

-printing  receipts,  301. 

•printing  without  a  press,  302,  303. 
Phylloxera,  to  destroy,  163. 
Phytochromotypy,  423,  424. 
Picture  frame  composition,  62. 

frames,  imitation  of  marble  for,  183. 
PiiTard's  galvano-plastic  silvering,  112. 
Pigment,  white  or  black,  from  tne  clarifying 

slime  in  sugar-houses,  376. 
Pigments,  266-272. 

innoxious  for  toys,  270,  271. 
Pills,  female,  294. 
Pinchbeck,  composition  of,  3. 

origin  of  name,  3. 
Pine    needles,   a   substitute    for   hair,   etc., 

157. 
Pins  with  glass  heads  of  a  coppery  appear- 
ance, 431,  432. 
Pipes,  leaden  water,  to  coat,  445. 

steam,  cement  for,  63. 
Pistol-stocks,  composition  for,  183. 
Pistons,  from  buflfalo  skins,  178. 
Pitch,  223. 

asphaltum,  lampblack  from,  371,  378. 

blacksmitti^',  from  coal-tar,  257. 

brewers',  223. 

hop,  223. 

ointment,  167. 

varnish  for  buildings,  208,  200. 
Plant  slips,  collodion  for,  165. 
Plaster,  clay,  53. 

for  ceilings,  416. 

for  damp  walls,  58. 

galbanum  and  saffron,  297. 

gelatine,  296. 

Kahl's  patented.  416. 

of  Paris  casts  wtiich  can  be  washed,  306- 
310. 

of  Paris  figures,  bronzes  for,  45. 

soap,  298. 
Plasters,  lead,  297. 

sticking.  297. 
Plastic  bandage,  297. 

masses,  treatment  of  pyroxyline   in  the 
manufacture  of,  58,  59. 

models,  mass  for,  417, 
Plated  ware,  solder,  silver,  for,  339. 
Plate  glass,  manufacture  of,  432-434. 

gla.ss,  of  the  mirror  manufactory  at  Aix  la 
Chapelle,  142. 
Plates,  developers  for,  299. 
Plating  with  aluminium.  111. 

with  nickel,  107-109. 
Platinizing  copper  and  brass,  Jewreinoff  on, 
111. 

glass  and  porcelain,  434. 

metals,  110,  111. 
Platinotypy,  recent  improvement  in,  304. 


Platinum  and  bismuth  alloy,  4. 

bronze,  alloy,  5. 

fulminating,  33,  34. 

palladium,  and  copper  alloy,  408. 
Playmg  cards,  lacquer  for,  200. 
Plumes,  description  of,  118. 
Plush,  feather,  344. 

restoring  of,  420. 
Poch's  pudrolith,  SO. 
Poisonous  paints,  271. 
Polish  for  carved  work,  209,  210. 

for  wood,  394. 

French,  200,  210. 

harness,  436. 

liquid,  for  silver-plated  ware,  419. 

new,  for  wood,  419. 

water,  23. 

whiskey,  23. 
Polishing  agents^  75-78. 

metal,  rags  for,  419. 

of  wood,  211. 

pastes  for  metals,  77. 

powder  for  glass  and  metal,  76. 

powder  for  plate,  77. 

powder  for  silverware,  78. 

powder,  Louset's,  76. 

rags  for  metals,  77. 

soaps  and  pastes,  420. 

suMtances  for  glass,  433,  434. 

wax,  387. 

wax  for  woods,  398.     ' 

wax,  Wabeck's,  77. 
Polygraphic  method  of  copying,  87,  88. 
Pomades,  287,  288. 

Poplar  tree,  new  dye  from  shoots  of,  107. 
Poppy  seed  oil,  to  purify,  251. 

seed,  white,  yield  of  oil,  2. 
Porcelain  and  glass,  water-glass  and  caseine 
cement  for,  382. 

and  glass, (water-gl ass  cement  for,  382. 

black  and  colored  lead-pencils  for,  432. 

cement  for,  63. 

fire  and  water-proof  cement  for,  63. 

gilding  of,  90. 

new  solder  for,  441. 

painting,  fusible  colors  used  in,  137-141. 

painting,  green  borate  of  copper  for,  268. 

platinizing,  434. 

to  give  it  a  marbled  or  granite  appearance, 
147. 
Portocarero  tobacco,  351. 
Porto  Rico  tobacco,  351. 
Port  wine,  231. 

Positive  paper  for  photographers,  298. 
Postage  stamps,  paste  for,  66. 
Posts,  wooden,  new  paint  for,  397. 
Potash,  caustic,  to  purify  water,  72. 
Potash,  effect  of  on  oil  paintings,  258, 

from  sheep's  wool,  450. 

percentage  of  in  lye,  table  of,  335.  ^ 

water-glass  as  a  binding  and  fixing  me- 
dium for  ground  colors  on  cotton  goods, 
380. 

water-^Iass,  substitute  for  albumen  in 
printing  with  ultramarine,  380. 

water-glass,  to  prepare,  378. 
Potassium  acetate,  to  prepare,  74. 

ferrocyanide,  Johnson's  process  and  ap- 
paratus for  manufacturing,  70. 
Potatoes  and  other  tubers,  to  preserve,  811, 
812. 
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Potatoes,  pressed  yeast  from,  401* 
Potato  flour  for  soups,  130. 

flour,  to  prepare,  157. 

starch,  blasting  compound  from,  31. 
Powder,  Augendnr  s  white,  30. 

blasting,  Green's,  31. 

blasting,  new,  425. 

cleaning,  for  show  windows,  419. 

copper  colored  bronTC,  46. 

for  cannon  of  large  calibre — Spence's,  31. 

for  polishing  silver,  78. 

giant,  32. 

fiant,  new  method  of  preparing,  425. 
Loeben's  healing,  57. 
non-explosive,  31. 

tooth,   preparation  of  precipitated  chalk 
for,  446. 
Powders,  bronze,  45. 
cosmetic,  292. 
pudding,  130. 
sneezing,  354. 
washing,  370. 

Powell's  improvements  in  .nickel-platiiUF.  108. 

109. 
Precious  stones,  to  cleanse,  78. 
Preservative  agents,  405-408. 
papers,  315. 
salt,  to  prepare  a,  311. 
Preserving  meat,  milk,  vegetables,  vegetable 
substances,  wood,  etc.,   and  preserva- 
tives, 310-316. 
Pressed  yeast  from  potatoes,  401. 

yeast,  Otto's  method  of  manufitcturing. 

Prince's  metal,  composition  of,  3. 
Princesses,  eau  des,  22. 
Printed  matter,  fire-proof,  454. 
Printers'  ink  with  coal-tar  varnish  oil,  190. 

rollers,  201,  202. 

rollers,  from  glue  and  glycerine,  166. 

varnish,  with  coal-tar  varnish  oil,  190. 
Printing  and  copying,  86-89. 

autographic  method  of,  86. 

bronze  color,  for  direct  upon  paper,  oil- 
cloth, etc.,  190,  191. 

colors,  German  patent,  190. 

colors,  paste  for,  187. 

in  colors,  86,  87. 

ink  containing  iron,  190. 

ink  from  coal-tar,  190. 

ink,  good,  the  properties  which  it  must 

fossess,  187, 188. 
,  new  process  for,  190. 

ink,  the  manufacture  of,  187-190. 

plates,  celluloid,  416,  417. 

preparation  of  surfaces  for,  345. 
Prints,  lacquer  for,  209. 
Prinze's  soap-boiling  tables,  336. 
Prismatic  colors,  140. 
Pudding  powders,  130. 
Puddings,   vanilla,   almond,    and   chocolate, 

130. 
Pudrolith,  Poch's,  30. 
Pulverize  glass,  to,  146. 
Pumice  soap,  332. 
Pump  pistons,   to  make  finom  buffalo  skins, 

178. 
Punch  drops,  84. 
Purple  colors,  how  composed,  3. 

colors,  test  for,  3. 
Putties,  pastes,  and  cements,  63^-69.  I 


Putty  for  wood  floors,  6T. 

for  wood  lime,  67. 

wood,  and  glue,  67. 

wood,  and  oil,  67. 
Pyrogallic  acid,  to  prepare,  306. 
Pyroleine  lubricant,  233. 
Pyrolith,  Wattlen's,  30. 
Pyrotechnic  and  explosive  substances,  424. 
Pyroxyline,  treatment  of,  in  the  manufacture 
of  plastic  masses,  68,  59. 

^uesnot's  artificial  stone,  49. 
^uillaya  dentifrice,  95. 
kiince  essence,  16. 
juittico  cordial,  23. 

Rabbit  skins,  to  dye,  219. 
Racachout  des  Arabes,  57. 
Raisin  wine,  159. 
Rancid  butter,  to  purify,  168. 

fat,  to  purify,  168. 
Ransome's  artincial  stone,  50. 

patent  apoenite,  50,  51. 
Rape  seed,  yield  of  oil  in,  2. 
Rappee  snuff,  364. 
Raspberry  bon-bons,  81. 

extract,  16. 

vinegar,  362. 

water,  16. 

wine,  160. 
Ratafia,  apple,  26. 

Barbadoes,  25,  26. 

celery,  27. 

chinoise,  26. 

citronat,  26. 

claret,  26. 

cocoa,  26. 

de  Grenoble,  26. 

English  bitters,  26. 

fennel,  26. 

ginger,  26. 

muioerry,  26. 

orange.  26. 

pear.  26. 

Scotch.  27. 

stomachic,  26,  27. 

vanilla,  27. 

wormwood,  27. 
RaUiias,  25-27. 

bitters,  cordials,  and  hqueurs,  iT-J*. 
Ratan,  to  substitute  for  whalebone,  183. 
Rats,  paste  for  destroying,  162. 

to  clear  from  buildings,  162. 
Razor  strops,  composition  for,  63. 

Reale  aqua,  18.  ».         •  ^ 

Receipts  for  coloring  bones,  horn,  ivory,  etc.. 

Red  bronze  for  turned  articles,  ». 
chrome,  269. 

cloths,  cleansing  salt  for,  365. 
color  for  jellies,  86. 
color  for  sweetmeats,  85. 
copper  bronze  on  tin,  46. 

crayons,  79.  ..,.-« 

dyes,  affected  by  boihng,  3.  ^ 

dyes,  effect  upon  soap  solution  and  upoa 

lime-water,  3. 
inks,  198-200. 
tooth  powder,  96. 
Vandyke,  270. 
wine,  alum  in,  3. 
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Refilling:  cotton<«eed  oil,  451. 

nickel,  441. 
Refractory  solders,  338. 
Reichardt's  rosin  compound  for  gilding  paper, 

leather,  etc,  411. 
Remedy  for  warts,  160. 
Renovating  agents,  75-78. 
Renovator,  furniture,  419. 
Residues  of  colors,  to  regain  indigo  from,  377. 
Restoring  pictures,  colors  for,  271,  272. 
Retorts,  glass,  cement  for,  63. 
Ribbons,  silk,  mixed  with   gold   and  silver 
threads,  to  wash,  362. 

silk,  to  wash,  362. 
Riber's  process  of  gilding  leather,  41. 
Rice  soap,  3.32. 
Riley,  Prof.  C.  V.,  recommendation  of,  for 

destruction  of  potato-bugs,  etc.,  162. 
Rivets,  bronze  for,  8. 
Roach  and  moth  exterminator,  446. 
Roasted  almonds,  83. 

filberts,  83. 

malt,  substitute  for  coffee,  167. 
Robandi  process  for  brise«rocs,  30. 
Robertson's  alloy  for  filling  teeth,  3. 
Roelandi's  water-proofing  compounds,  385. 
Roger  on  the  presence  of  aluminium  in  steel,  5. 
Roger's  preventive  of  incrustation,  40. 
RoUen,  printers',  156,  201,202. 
Roofing,  mass  for,  416. 

oil  cement  paint,  52. 
Roofs,  glass,  to  make  water-tight,  66. 

paint  for,  266. 
Root  beer,  160. 

Ropes,  to  make  incombustible,  124. 
Rose  essence,  16. 

leaves,  preservation  of,  16. 

soap,  332. 

sweetmeat,  82. 
Rosemary  cordial,  23,  24. 

essence,  10. 
Rosewater,  16. 

Rosewood,  to  grain  imitation  of,  261,  262. 
Rosin,  as  protection  against  moisture  in  walls, 
164. 

oil  and  its  uses,  248.  249. 

oil,  to  deodorize,  25S. 

soap,  327,  328. 
Rosoli,  hitter  18. 
Rossolio  de  Turin,  t4. 
Rostopschin,  24. 
Rotting,  to  prevent,  164. 
Rouge  for  jewellers,  77. 
Rouges,  292. 

Roueh-cast  walls,  water-glass  for,  881. 
Rubber  and  asbestos  packing,  62. 

combs,  cement  for,  61. 

corks,  to  cut  and  pierce,  164. 

corks,  to  restore,  377. 

hose,  how  to  soften,  60. 

hose,  to  render  odorless,  447. 

shoes  and  boots,  cement  for,  61. 

Stamps,  manufacture  of,  59,  60. 

substitute  for  hard,  174. 

upon  metals,  cement  for  fiistening,  64. 
Ruby.  Schrader  s  mixture  for,  10. 

Splittgerber's  mixture  for,  10. 
Rum.  to  manufacture,  229. 
Russia  leather,  to  imiute  the  smell  of,  220, 

221. 
Rust  and  ink  stains,  to  remove,  76. 


Rust  on  iron,  to  prevent,  164. 

stains,  to  remove  from  clothes  by  tin  salt, 

368. 
to   protect  iron  metal  roo&,   wire,   etc, 

from,  242,  243. 
to  remove  from  iron  and  steel,  76. 
Rusting  in  of  screws,  preventing,  443. 
Rutabagas,  manure  for,  169. 
Ruthay  s  process  for  making  glue  fix>m  tan- 
nery waste,  152. 

Sable  skins,  imitation  of,  220. 
Sacking,  to  make  water-proof,  383. 
Safety  paper,  274,  276. 

paste  for  post-office,  69. 
Saffron  plaster,  297,  298. 
Sage  essence,  16. 
Sago  ielly,  85. 

Sau-cloth,  to  make  pliable  and  vater-proofl 
266. 

water-proof,  386. 
Saillard's  receipt  for  removing  and  preventing 

incrustations,  39. 
Salt,  mixtures  for  galvanic  coppering,  bronzing, 
etc.,  114. 

preservative,  311. 
Saltpetre,  use  of  to  separate  iron  from  alumin- 
ium, 5. 
Sands,  colored,  201. 
Sand  soap,  330,  831. 
Sandstone,  cement  for  repairing,  64. 

marbleizing,  53. 

steps,  to  repair,  54. 

to  make  tough  and  impermeable,  64. 
Sapphire,  formula  for,  10. 
Satin,  to  wash,  362. 

wood,  to  grain  imitation  of,  262. 
Satori's  process  of  silvering  Bessemer  sted, 

112. 
Saucers  and  glasses,  to  cleanse,  76. 
Savin  ointment,  167. 
Savon  de  Riz,  332. 

ess.  bouquet,  332. 

orange,  332. 
Sawdust,  utilization  of,  416. 
Saws  and  springs,  to  harden,  240,  241. 

to  solder,  340. 
Schaeffer's  artificial  stone,  49. 
Schrader's  flux,  components  of,  9. 

mixture  for  ruby,  10. 
School  slates,  artificial  slating  for,  177. 
Schttttler's  artificial  cement,  52. 
Schubert's  method  of  manufacturing  pressed 

yeast,  399,  400. 
Scotch  ratafia,  27. 
Scouring  and  washing,  362-870. 

fluid,  le  Franyois,  75. 

soap,  76. 

soap  for  cotton  and  silk  goods,  76. 

soap  for  g^ass  mirrors,  77. 

soap,  green,  76,  77. 

soaps,  olack  and  green,  76. 

water  for  removing  gnase  stains,  76. 
Scubac,  24. 

Scurvy  grass  sweetmeat,  83. 
Screw  bolts,  zincing  of,  443,  444. 
Screws,  to  prevent  from  rusting-in,  448. 
Sealing  wax  and  wafers,  816-3il9. 
Seaweed  leather,  177. 

lubricant,  23i. 

soap,  177. 
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Seaweeds  for  leather,  soap»  and  glue,  177. 
Sebacic  acids,  production  of,  from  crude  cot- 
ton-seed oil,  or  from  its  residues,  461. 
Seed,  black  mustard,  vield  of  oil  by,  2. 
flax,  yield  of  oil  bv,  2. 
hemp,  yield  of  oil  by,  2. 
rape,  yield  of  oil  by,  2. 
watermelon,  yield  of  oil  by.  2. 
white  mustard,  yield  of  oil  oy,  2. 
white  poppy,  yield  of  oil  by,  2. 
Seeds^  percentage  of  oil  in,  1,  2. 

yield  of  per  cent,  of  oil,  2. 
Sensitive  photo-paper,  306. 
Sept  graines,  eau  de,  22. 
Serpents,  Pharaoh's,  128. 
Serviette  magique,  for  metals,  77. 
Seviila  snuff,  363. 
Shafts,  lubricants  for,  232. 
Shale  oil,  residues  of,  247. 
Sharp  and  Smith's  patent  gunpowder,  31. 
Sharpening  stone  for  pencUs,  177. 
Shaving  cream,  446,  447. 

soap,  334. 
Sheepskins,  to  dye,  219, 220. 
Shellac,  to  bleach,  37,  38. 
Shell,  tortoise,  cement  for,  65. 

tortoise,  dyeing,  how  to  imitate,  43,  44. 
Shellinger'»  artificial  stone,  60. 
Sheet-iron,  enamel  for,  116. 
Sheet-metal,  to  lacquer,  244,  245. 
Ships'  bottoms,  to  protect,  266. 
Shoddy,  how  made,  347,  348. 
Shoe  blacking,  dressings,  etc.,  819-322. 

blacking,  good,  requirements  for,  319,  320. 

dressings,  319-322. 
Shoes  and  boots,   French  process  of  water- 
proofing, 385. 
Shoemakers,  gutta-percha  solution  for,  60. 
Shoemakers'  wax  from  coal-tar  oils,  267. 
Short  hair,  utilization  of,  348. 
Show  windows,  cleansing  powder  for,  419. 

windows,  gilding  on,  148. 
Shrinking  of  wood,  396. 
Sign  painting,  148,  149. 
Signs,  glass  and  other,  147-140. 
Silex  soap,  328. 
Silica-hydrate,  purification  of  sugar  beet  juice 

by,  344. 
Silicium,  242. 

Silk   and   cotton  goods,  soap  for  reinoyiDg 
stains,  76. 

and  silk  fabrics,  to  wash,  363. 

and  woollen  fabrics,  to  restore  the  color 
of,  366. 

bleaching  of,  36. 

cleansing  old,  96,  96. 

cloth,  and  hats,  scouring  soap  for,  76. 

cotton,  and   wool,  to   dye    with   aniline 
colors,  100-106. 

damasks,  to  wash,  362. 

dresses,  to  wash,  366. 

dyeing  of,  96,  96. 

gauze,  848. 

gilding  on,  412. 

g[oods,  soap  for  washing,  834. 

ribbons  mixed  with  gold  and  silver  thread, 
to  wash,  362. 

ribbons,  to  wash,  362. 

silvering  or  gilding,  92. 

stockings,  to  wash,  864. 

to  remove  ink  stains  from,  76. 


Silk,  to  remove  oil  from,  346. 

to  remove  tar,  grease,  oil,  and  varnish 
from,  76. 
Silver,  alloys  resembling,  8,  403. 

and  aluminium  alloys,  4. 

and  gold  lace,  to  polish,  364. 

and  gold  lace,  to  wash,  362,  363. 

bath,  Sutton's,  306. 

Chinese,  alloy,  7. 

fulminate  of,  33. 

hard,  receipt  for,  241. 

oxidized,  411,  442. 

pK>lishing  powder  for,  78. 

size,  preparation  of,  91. 

solder,  338. 

to  cleanse,  78. 

to  regain  from  gelatine  emulsions,  905. 

to  restore  the  lustre  of,  260. 
Silvered  dial  plates,  to  cleanse,  421. 

telescopic  mirrors,  118. 
Silvering,  91. 

and  gilding,  detection  of  imitations,  2. 

and  gilding  leather,  446. 

and  gilding  silk,  cotton,  and  woollen  yams, 
92. 

galvano-plastic,  112. 

Riding,  bronzing,  etc.,  412-416. 

iron  and  steel,  113. 

metals.  Adrielle's  process,  112. 

new  alloy  for,  404. 

of  copper,  112,113. 

of  steel,  112. 

on  glass,  148. 

steel,  Satori's  process,  112. 

tincture,  112. 
Silver-plated  ware,  liquid  polish  for,  419. 
Silverware,  to  clean,  420. 
Size,  a  new,  from  starch,  324. 

for  bonnet  frames,  326,  327. 

for  laces,  326. 

for  woollen  goods,  327. 
Sizes  for  linen,  326. 
Sizing  and  dressing  for  cotton,  wool,  straw, 

etc.,  322-327. 
Skins  and  hides,  to  improve,  217. 

animal,  dyeing  and  patterning,  219. 

animal,  preparation,  free  from  arsenic,  for 
preserving,  406. 

animal,  to  preserve,  161. 

naturally  white,  to  dye,  220. 

to  preserve  and  make  water-proof,  216, 217. 
Slagi^  cement  from,  61,  62. 
Slate,  substitute  for,  182. 

to  polish,  78. 
Slating  for  blackboards,  etc.,  177. 
Sleigh  bells,  American,  6. 
Smoked  beef,  316. 

Smoking  tobacco,  Turkish,  364,  365. 
Smoky  walls,  to  clean,  421. 
Sneezmg  powders,  364. 
Snuff  manufacture,  363,  354. 
Soap  balsam  for  sprains,  296. 
Soap-boiling  table,  Prinz's  practical,  336. 
Soap,  cocoanut  oil  and  molasses,  329, 330. 

cold  water,  329. 

creams,  332,  aS3. 

effect  of,  on  oil  paintings,  268. 

elaine.  329. 

fat  of  bones  for,  260,  261. 

floating,  329. 

for  frosted  limbs,  382. 
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Soap  for  washing  silk  goods,  834. 

for  water-proofing  woollen  doth  and  other 
fabrics,  Sti3. 

from  cotton-seed  oil,  to  remove  the  disa- 
greeable  odor  of,  451. 

from  seaweeds,  177. 

hard  and  soft  soaps,  medicated  and  toilet 
soaps,  etc.,  3:^-^36. 

liniment,  167. 

moUsses,  3S0. 

Oranienbufg,  330. 

paper,  preparation  of,  465. 

plaster,  2W. 

preparation  of,  from  crude  corton-teed  oil, 
or  from  residues  obtained  b>  its  purifica^ 
tion,  461. 

rosin,  3i7, 328. 

sand,  330,  331. 

scouring,  76. 

silex,  328. 

soft,  329.    ■ 

varnish  for  gilding,  428. 

varnishes,  423. 

wax,  387,  3ti8. 
Soaps,  American,  327,  828. 

medicated  and  toilet,  831-336. 

neutral,  330. 

polishing,  420. 

scouring,  76,  77. 

water-glass,  330. 
Sobrero's  process  for  dynamite,  29. 
Soda,  caustic,  to  purify  water,  72. 

lye,  caustic,  to  prepare,  335. 

percenuge  of,  in  lyes,  ubles  of,  336. 

water-glass  for  protecting  white  colon  in 
printing  fabrics,  379. 

water-glass,  preparations  of,  378. 
Soft  solder,  337. 
Solder,  brass,  hard,  337. 

copper  as  a,  for  iron,  337. 

for  argenun,  337,  338. 

for  brass  and  sheet  tin,  389. 

for  Britannia  metal,  339. 

for  German  silver,  837.  388. 

for  gold  on  aluminium  bronze,  380. 

for  iron  and  steel,  339. 

for  pewter,  :339. 

for  steel  on  sheet-iron,  340. 

hard,  :«9. 

hard,  containing  tin,  337. 

hard,  soft,  and  bismuth,  337. 

hard  white,  339. 

liquefiable,  338. 

new,  for  metal,  glass,  and  porcelain,  441L. 

refractory,  338. 

silver,  338. 

silver,  for  plated  ware,  339. 

soft,  339. 

soft,  to  color  yellow,  416. 
Soldering  and  solden,  336-340. 

autogenous,  337. 

liquid,  causing  no  rust,  340. 

liquid,  free  from  acid,  340. 

small  articles,  340. 

saws,  340. 

without  a  soldering  iron,  340. 
Solders  for  articles  to  be  enamelled,  838. 

for  gold,  338. 

hard,  337-339. 

hard  yellow,  339. 

soft,  337, 839.  . 


Solders,  tables  of,  337-339. 

Sole  leather,  imitations  of,  183. 

Soles,  shoe,  to  improve  the  appearance  of,  322. 

Solid  inks,  194, 199. 

Soluble  glass  and  its  uses,  378-382. 

Solutions,  caoutchouc,  299. 

Sorel's  artificial  stone,  60. 

Sounding-board  wood,  extraction  and  impr^- 

nation  of,  389. 
Soup  extract.  129. 

ubiets,  129. 
Soya  aqua  vitae,  24. 
Spanish  bitters,  24! 

bitters  essence,  16. 
Spavin,  remedy  for,  294. 
Spence's  metal,  406. 

powder  for  cannon  of  large  calibre,  31. 
Spermaceti  ointment,  167. 
Spiced  chocolate,  6fi,  67. 

vinegar,  361. 
Spice  for  lozenges,  84. 
Spindles,  oil  for,  234. 
Soirit  gold  lac  varnishes,  206,  207. 

lacquers,  206. 

of  wine,  to  produce  from  wine-lees    dTS. 
376. 
Splittgerber's  mixture  for  ruby,  10. 
Sponges,  to  bleach,  37. 
Spontaneous    combustion,    experiments    w^ith 

oils  in  rra^ard  to,  438. 
Spoons  and  forks,  alloys  for,  6. 
Spoonwort  sweetmeat,  83. 
Sprains,  baUam  for,  296. 
Springs  and  saws,  to  harden,  240,  241. 
Spring  steel,  lacquer  for,  211. 
Spruce  beer,  160. 
Subles.  to  purify  the  air  in,  168. 
Stained  wood,  to  cleanse,  164. 
Stain  for  walking  canes,  392. 
Staining  maple  wood  silver-gray,  392,  383. 

metals,  receipu  for,  243,  244. 

wood  for  fine  cabinet  work,  391. 

wood  for  veneers,  mosaics,  etc.,  393,  394. 
Stains,  ebony,  393. 

for  papers,  279-281. 

for  veneers,  393. 

for  willow-ware,  468-460. 

ink,  to  remove,  75. 

ink,  to  remove  from  silk,  76. 

means  of  removing,  369. 

mildew,  wine,  or  fruit,  to  remove,  Tft. 

rust,  to  remove  from  clothes,  368. 

to  remove  from  books,  77. 

wine  and  vinegar  soap  for,  76. 
Stamp  color,  blue,  80. 
Stamping  ink,  200. 

ink,  containing  iron,  190. 
Stamps,  postage,  paste  for,  68. 

rubber,  manuuicture  of,  69,  60. 
Starch,  crimson  dye,  366. 

dye,  365. 

gloss,  370. 

glucose  and  dextrose,  Jepp's  process  of 
manufacturing,  341-3J3. 

sugar,  refining  of,  341. 
Statuary  bronze,  8. 
St.  Vincent  Rapp4e  snuff,  364. 
Steam  glues,  IM. 

pipes,  cement  for,  63. 

pipes,  earths  for  insulating,  137. 

pipes,  heat  insulating  coverings  for,  137. 
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Stearine  candles,  cheap  mode  of  making^  173. 
Steel  and  iron,  black  polish  for,  210. 

and  iron,  silvering  of,  113. 

and  iron,  solder  for,  339. 

and  iron,  staining,  243,  244. 

and  iron,  to  cleanse  from  rust,  76. 

bath  for  coppering,  115. 

bath  for  nickelling,  109. 

blue  bronze  en  brass,  46. 

cast,  to  restore  burnt,  238. 

copper,  242. 

damaskeening,  89. 

etched  with  sulphuric  acid,  6. 

silding  of,  413, 414. 

hardening  composition  for,  4i39. 

hardening  water  for,  240.  . 

instruments,  to  harden,  239. 

mechanically  hardened,  441. 

on  sheet- iron,  solder,  340. 

fens,  inks  for^  195, 196. 
*oncelet's  fluids  for  hardening,  240. 

silvering  of,  112. 

thin,  Hartmann's   hardening   compound 
for,  240. 

to  convert  iron  into,  241. 

to  harden  in  sealing  wax,  240. 

to  soften,  238. 

welding,  239. 

wire  for  musical  instruments,  241. 
Stein's  receipts  for  compositions  of  glass,  as 
actually  used  in  various  glass  works, 
142-1^. 
Steps,  sandstone,  to  repair,  54. 
Stereotyping,  paper  matrices  for,  116. 
Sternutative  powders,  364. 
Stettin  bitters,  24. 

Stickiness  of  dried  caoutchouc,  how  to  re- 
move, 60. 
Sticking  plasters,  297. 
Stockings,  silk,  to  wash,  364. 
Stomach  bitters,  24,  25. 

bitters,  Vienna,  26. 
Stomachic  elixir,  295. 

lozenges,  84. 

raufia,  26,  27. 
Stone  and  brick  walls,  to  protect  from  moist- 
ure, 164. 

and  wood,  wash  for,  164, 166. 

artificial  building,  49. 

artificial,  for  filtering,  71. 

cement  for  fastening  iron  on,  64. 

cheap  paint  for,  263. 

cork,  415. 

substitute  for,  176. 

troughs,  cement  for,  64. 

walls,  water-glass  for,  881. 

water-proof  paint  for,  264. 
Stones,  building,  51. 

porous,  to  make  tough  and  impermeable, 
54. 

precious,  to  cleanse,  78. 

silicifving  of,  by  water-glass,  379. 
Stonework,  to  prevent  disint^ration  of,  264, 

265. 
Stop  cocks,  metal,  composition  for,  7.  ' 
Storax  pills,  296. 
Stove  polish,  160. 
Stoves,  iron,  cement  for,  60. 
Stramonium  pastils,  293. 
Stfass,  basis  of  artificial  gems,  10. 

compositions  for,  143, 144. 


Strawberry  extract,  16. 

vinegar,  362. 
Straw,  hleaching  and  dyeing  of,  456,  456. 

dyes,  456. 

goods,  to  dye,  with  aniline  colors,  104. 

hats,  to  cleanse,  76. 

hats,  washing.  366,  367,  447. 

preparation  of,  in  making  paper,  273,  274. 

to  bleach,  38. 

to  make  incombustible,  124. 
Strengthening  tincture,  16. 
Strength  of  materials,  456-458. 
Strontia  sugar  from  treacle  and  syrup,  344. 
Strops,  razor,  composition  for,  ^. 
Stumps,  tree,  to  destroy,  165. 
Submarine  works,  paint  for,  263. 
Substitute  for  caoutchouc,  new,  417,  418. 

for  gutta-percha,  418. 
Substitutes,  imitations,  etc.,  174-184. 
Sudorate,  potassic,  in  sheep's  wool,  450. 
Sugar  and  dextrine  in  malt,  221. 

and  lime  paste,  68. 

beet  juice,  clarification  of,  344. 

beets,  to  preserve,  311. 

house  clarifying  slime,  pigments  from.  376. 

malt,  80. 

ofmilk,340,341. 

oil,  to  prepare,  80. 

orange,  80. 

strontia,  preparation  of,  fh>m  treacle  and 
syrup,  344. 

syrups,  to  clarify.  135. 
Sugars,  glucose,  etc.,  340-344. 
Suint,  450. 

Sulphate  of  barium,  preparation  of,  for  sizing, 
327. 

of  copper,  to  prepare,  74. 
Sulpho-cyanic  acid,  to  prepare,  73. 
Sulphur,'  from  gas  lime,  376. 

liver  of,  to  prepare,  74 

ointments,  167. 

soap,  333. 
Sulphuric  acid,  adulterating  vinegar  with,  2. 

acid  and  sulphur,  to  remove  from  refined 
oils,  256. 

acid,  from  gas  lime,  376. 
Sunflower  seed  oil,  252. 
Surgical  bandage,  plastic  pasteboard  for,  376. 
Swedish  matches,  composition  of,  236. 

matches,  striking  surface,  236. 
Sweetmeat,  Angelica,  82. 

antiscorbutic,  83. 

carnation,  82. 

cherry,  82. 

chocolate,  81. 

cinnamon,  82. 

filbert,  82. 

heliotrope,  82. 

I'asftiine,  82. 
emon,  82. 
love,  82,  83. 
orange,  81. 
orange-blossom,  82. 
peppermint,  82. 
rose,  82. 

scurvy  grass,  83. 
spoonwort,  93. 
sweet  smelling,  83. 
vanilla,  82. 
violet,  83. 
water-cress,  83. 
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Sweetmeats  (conserves),  81. 

medicinal,  83-86. 

red  color  for,  86. 
Sweet  smelling  sweetmeat,  83. 
Swicent  tobacco,  361. 
Swiss  cordial,  25. 

herb  soap.  333. 
Sympathic  colors,  273. 
Sympathetic  ink,  200. 

Syrups   for   lemonades   and  mineral  waters, 
134, 136. 

fruit  and  other,  134-136. 

how  to  clarify,  135. 

Tables,  Graham's  bronzing  liquids,  47, 48. 
Tablets,  soup,  129. 
Tabourey  elixir,  17. 
Taffeta,  black,  to  wash,  364. 

to  wash.  364. 
Tallow,  adulteration  of  wax  with,  2. 

and  lard,  to  prevent  becoming  rancid,  168. 

and  lard,  to  purify,  169. 

bleaching,  448.  440. 

candles,  Juneman's  process  of  manufact- 
ure, 172, 173. 

candles,  to  coat  with  a  hard  substance, 
171, 172. 

to  bleach  and  harden,  37. 
Tannery  waste,  Ruthay's  process  for  making 

glue  from,  162. 
Tannin  black,  for  printing  ink,  191 

method  of  extracting,  71. 

plates,  299. 

soap,  333. 

solution  of,  299. 
Tanning  linen,  hempen  and  cotton  fabrics,  220. 

liquor,  heating,  216. 

new  process  of  Ballatschano  and  Trenck, 
214. 

processes,  quick,  214-216. 
Tapers,  wax,  388. 
Tapioca  jelly,  86. 
Tar,  from  gases  of  coke  ovens,  374,  375. 

from  nitrogeneous  organic  substances,  377. 

oils,  nitrating  for  blasting  compounds,  33. 

ointment,  167. 

paper,  276,  277. 

soap,  333. 

to  extract  oil  from.  261. 

to  remove  from  silk,  75. 

varnish,  211. 

wood,  for  decorations,  93. 
Tartar,  cream  of,  to  prepare,  73. 

emetic  ointment,  167. 

substitute  for,  in  dyeing  wool,  105. 
Tartaric  acid,  adulterating  vinegar  with,  2. 
Tartrate  of  calcium,  to  produce  m>m  wine  lees, 

376,  376. 
Tawed  leather,  to  dye,  217,  218. 
Tawing,  yelks  of  eggs  in,  to  preserve,  217. 
Tea  and  coffee  trays,  to  clean,  78. 

beef,  to  prepare,  166, 166. 
Teapots,  alloys  for,  3. 
Teeth,  cement  for  nllins,  68.  69. 

Robertson's  alloy  for  filling,  3. 
Telegraph  paper,  electro-chemical,  277. 
Telescopes,  alloy  for,  6. 
Telescopic  mirrors,  silvered,  113. 
Terra-cotta  lumber,  416. 
Test  for  detection  of  water  in  essential  oils, 
440 


Testing  lubricating  oils,  43<M38. 

oils,  Maumene's  process  of,  267. 
Tests  for  foreign  substances  in  beer,  22S-226. 
Textile  fabrics  and  tissues,  344-349. 

fabrics,  effect  of  heat  upon,  344. 

&brics,  to  coat  with  metallic  substances, 

fabrics,  to  render  water-,  rot-,  and  insect- 
proof,  453, 454. 
fabrics,  to  water-proof,  884. 
Thaw,  frozen  ground,  to,  70,  71. 
Theatre  scenes,  to  make  incombustible,  124. 
Thermaline,  297. 
Thiem's  bitters,  26. 

Thurston's    autographic   torsion  testing  ma- 
chine, 466-468. 

machine  for  testing  lulxicating  oils,  436- 
438. 
Tiles,  to  paint  red,  266. 
Timbers,  mine,  preparation  of,  395,  396. 

relative  durability  of  mine,  396,  396. 
Tin  and  aluminium  alloys,  4. 

bath  for  nickelling,  109. 

enamel,  144. 

red  copper  bronze  on,  46. 

roofii,  durable  paint  for,  264. 

salt,  for  removing  rust  stains,  368. 

to  decorate  with  copper  plates  and  litho- 
graphs, 94. 
Tincture,  absinthe,  13. 

anise-seed,  13. 

aromatic,  13. 

calamus,  14. 

of  litmus,  to  prepare,  71. 

silvering,  112. 

strengthening,  16. 

vanilla,  16. 
Tinctures,  extracts,  essences,  and  waters,  13-16. 
Tinfoil,  substitute  for,  178. 
Tinning,  cold,  114. 

cooking  utensils,  114. 

of  cast-iron,  113, 114. 

of  tissues,  348. 
Tin-plates,  bath  for  nickelling,  109. 
Tinsmiths,  varnish  for,  208. 
Tissier  on  the  effect  of  iron  in  aluminium,  6. 
Tissues  and  fabrics.  344-349. 

bleaching  woollen,  36,  36. 

cleansing  fluid  for,  368. 

incombustible,  123, 124. 

tinning  of,  348. 

to  make  incombustible,  128-124. 

to    size  with  alkaline  solutions  of  silk, 
wool,  or  feathers,  325. 

to  water-proof,  882. 

various  processes  of  water-proofing,  383. 
Tivoli  cordial,  26. 

Tobacco,  American,  to  give  it  the  flavor  of 
Havana,  854,  356. 

apparatus  for  testing  percentage  of  nicotine 
m,  74. 

Brazilian,  349. 

canasters,  360. 

Chinese  or  star,  360. 

improvement  of  inferior  qualities  of,  362, 
363. 

"  Legitimo,"  349. 

new  process  of  preparing,  356. 

petum  optimum,  861. 

FortQcarero,  361. 

Porto  Rico,  951. 
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Tobacco,  preparation  of  leaf,  for  cigars,  355. 

smoking  tobacco,  snuff,  sternutative  pow- 
ders, etc.,  349-355. 

sweet  scented,  351. 

Swicent,  351. 

to  remove  disagreeable  smell  from,  353. 

Varinas,  351. 
Tobaccos,  smoking,  349. 
Toilet  and  medicated  soaps,  331-335. 

soaps,  to  gloss,  834. 
Tonics,  hair,  288-290. 

Toning  bath  for  photography,   Parkinson's, 
306. 

baths,  to  regain  the  gold  from,  3Q^. 
Tools,  apparatus  for  coating.  412. 

marking,  with  a  name,  443. 

protecting  from  acids,  412,  413.  ' 
Toothache,  elixir  for,  295. 
Tooth  paste,  Hager's,  95. 

powder,  American,  94. 

powder,  Cartwright's,  94. 

powder,  charcoal,  95. 

powder,  Circassian,  95. 

powder,  Haser's,  96. 

powder,  Hufeland's,  95. 

powder,  Paris,  95. 

powder,  preparation  of  precipitated  chalk 
for   446. 

powder,  red,  95. 

powders,  Deschamps,  94. 
Topaz,  formula  for,  11. 
Torches,  incombustible,  170. 
Torsion  testing  machine,  456-458. 
Tortoise-shell,  cement  for,  65. 

dyeing  horn  to  imitate,  43,  44. 
Toughened  glass,  434,  435. 
Tourmaline,  formula  for,  11. 
Toys,  innoxious  paints  fi>r,  270,  271. 

mass  for,  62. 
Trabak  metal,  403. 
Tracing  linen,  276. 

paper,  276. 
Train  oi(^  to  purify,  261. 
Transferring  photographs  to  glass,  434. 
Transfer  paper  for  lithographic  work,  276. 

paper  with  coUodio-chloride  of  silver  for 

photography,  306. 
Transparent  glass  signs,  148. 

lacquer  for  closing  bellies,  211. 

varnish,  208. 
Trappistine,  25. 
Trays,  to  clean,  78. 
Trees,  cement  for  injured,  69. 
Tree  stumps,  to  destroy,  166. 

wax,  German,  69. 
Tret's  blasting  powder,  30. 
Troches,  pectoral,  80. 
Troughs,  stone,  cement  for,  64. 
Tunnermann's  tables  of  percentage  of  soda, 

and  of  anhydrous  potash  in  lyes,  335. 
Turco  liqueur  aqua,  18. 
Turin,  rossolio  de,  24. 
Turkey-red,  dyeing  with  aliiarine,  106, 107. 

oil.  to  prepare,  107. 
Turkish  beads,  9-12. 

beads,  formula  for,  12. 

smoking  tobacco,  354  355. 
Turnips,  manure  for,  169. 
Turpentine  liniment,  167. 

substitute  for,  174. 
Type  metals,  composition  of  various,  6.     , 


Ulcers  and  wounds,  balsam  for,  296. 

Ultramarine,  artificial,  267. 

Umbrella  ribs,  artificial  whalebone  for,  178. 

Umbrellas,  varnish  for,  208. 

Unalterable  alloy,  7. 

Universal  cement,  Davy's,  64. 

Upholstering,  pine  needles  in,  157. 

Uranic  oxide  for  yellow  colors  for  gems,  10. 

Uranium  lustre,  422. 

Urine,  manure  salt  from,  169. 

Utilizing  cotton-seed  hulk,  451. 

Vakaka  indorum,  58. 
Vanadium  ink,  196. 
Vandyke  red,  receipt  for,  270, 
Vanei's  water^proof  composition,  385. 
Vanilla  cordial,  25. 

essence,  16. 

ratafia,  27. 

sweetmeat,  82. 

tincture,  16. 

vinegar  362. 

water,  16. 
Varnish,  balloon,  207,  208. 

black,  for  zinc,  209. 

Chinese,  208. 

colorless,  210. 

copal,  to  make.  202-205,  208. 

copal,  with  coal-tar  varnish  oil,  212. 

dryer  for,  266. 

for  fancy  articles,  208. 

for  photographic  negatives,  212. 

for  tinsmiths,  208. 

for  qmbrellas,  208. 

for  violins,  etc.,  209. 

for  water-proofing  paper  or  cloth  (John- 
son's), 423. 

for  wood,  209. 

furniture,  207-209. 

glass-like,  210. 

gold,  for  iron,  208. 

gold,  without  lac,  206. 

mcombustible,  for  wood,  208. 

linseed  oil,  207. 

oil  from  coal-tar,  256. 

pitch,  for  buildings,  208,  200. 

printers',  with  coal-tar  varnish  oil,  190. 

soap,  for  gilding,  428. 

tar,  211. 

to  remove  from  silk,  75. 

transparent,  208. 
Varnishes  and  lacquers,  202-214. 

black,  208. 

filtering,  205,  206. 

for  eartnen-ware,  208. 

for  wood,  not  affected  by  fire  or  boiling 
water,  208. 

photographic,  307. 

soap,  423. 

spirit  gold  lac,  206,  207. 

to  clarify,  205. 
Varnishing  coaches,  English  method  of,  212- 
214. 

gilding,  and  painting  willow-ware,  400. 
Variegated  marble,  to  imitate,  61. 
Varinas  tobacco,  852. 
VaBeline  oil,  white,  453. 

soap,  333. 

to  prepare,  248,  240. 
Vats,  new  glaze  for,  396,  991, 

wooden,  cement  for,  64. 
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V^etable  fat  oil,  process  of  cleansins,  247. 

fibres,  improved  treatment  of,  346. 

fibres,  to  animalize,  34(t. 

fibres,  to  water*proof,  384. 

ivory,  174. 

leather,  418. 
Vegetables,  g-arden,  manures  for,  169. 

new  process  for  greening,  407. 

preserved,  to  give  a  natural  color,  311. 

to  preserve,  314. 
Vegcufine,  174. 
Veils,  to  wash,  363,  304. 
Velvet,  to  gild,  412. 

to  remove  wax  from,  76. 

to  wash.  :i6:). 

which  has  become  hard,  to  soften,  363. 
Veneers,  drying,  181. 

imiutions  o(f,  179, 180. 

suining  wood  for,  393,  394. 

stains  for,  393. 
Verdigris  liniment,  167. 

to  make,  269. 
Veritable  extrait  d'Absinthe,  26. 
Vermin,  destruction  of,  162, 163. 

Hager's    composition   for    the    destruc- 
tion of,  162, 163. 
Vessels,  paint  for,  263. 
Vibrotypes,  308. 

"Victoria"  stone,  Higfaton's,  60. 
Vienna  butter,  25,  i:i3. 

fire>extinguishlng  powder,  123. 

pressed  yeast,  400. 

pressed  yeast,  Zettler's  proceu  of  manu- 
facturing, 400,  401. 

stomach  bitters,  26. 
Vinaigre  k  la  Bordin,  362. 

iTlA  Ravigote,  362. 
Vinegar,  adulterations  of,  2. 

Altvater  process  of  manufacturing,  355- 
3.58. 

anise,  360. 

aromatic,  360,  361. 

by  means  of  bacteria,  368-360. 

concentration  of,  368. 

dragons  wort,  361. 

estragon,  361. 

from  cork  waste,  368. 

herb,  361. 

lemon.  361. 

manufacture  of  ordinary  and  fine   table 
vinegars,  366-^2. 

orange,  362. 

pine-apple,  362. 

producers,  plunging,  368. 

quick  process,  ^8. 

raspberry,  362. 

stams,  soap  for,  76. 

strawberry,  362. 

vanilla,  362. 

while  wine,  360. 

yellow  coloring  for,  368. 
Vinegars,  fine  table,  360-362. 

from  raisins,  potatoes,  and  rice,  360. 

spiced  and  effervescing,  861. 

toilette,  284,  285. 
Vine  props,  to  preserve  by  imprq;nation,  816, 

316. 
Violet  indigo,  186. 

soaps,  333. 

sweetmeat.  83. 
Violins,  vamisn  for,  209. 


Vittl  elixir,  17. 

Volatile  products  developed  in  roasting  coflfee, 

to  regain,  377, 378. 
Vulcanized  ^outchouc,  cement  for,  60. 
caoutchouc  waste,  utilization  of,  60. 
Vulcan  oil,  234. 

Wabeck's  polishing  wax,  77. 
Wafers  and  sealing  wax,  316-319. 

white  and  colored,  318,  319. 
Wasons,  lubricants  for,  231-235. 
Walker's  chemical  bronze,  46. 
Wall-paper,  gold,  new  process  of  manufactur- 
ing,  446,  446. 

paste  for,  68. 
Wall-papers,  glutine  for,  323,  324. 

to  give  a  gloss  to,  323, 324. 

damp,  glue  for,  2S5. 
Walk,  damp,  how  to  dry,  64. 

damp,  piaster  for,  53. 

rougn-cast  and  stone,  water-glass  for,  38L 

smoky,  to  clean,  421. 

to  protfsct  from  moisture,  164. 
Walnut,  cream,  81. 

to  grain  imitation  of,  262. 
Wame  metal.  408. 
Warts,  remedy  for,  160. 
Wash  blues,  liquid,  370. 

for  carpets,  Clark's,  366. 

for  wood  and  stone,  164, 166. 

leather,  cleansing  of,  419. 

process,  new,  366. 

red.  for  brick  pavements,  264. 
Washed  silk,  to  make  glossy,  3ti6. 
Washes,  hair.  288.  289. 

Washing  and  scouring,  manufacture  of  wash- 
ing blue,  etc.,  362-370. 

blue,  manufacture  of,  368-370. 

crystal,  370. 

machines,  composition  of  rollers  tor,  68. 

Palmer's  process  of,  366. 

powders,  .H70. 

silk  goods,  soap  for,  334. 

with  water-glass,  366,  366. 

woollen  goods,  367, 368. 
Waste  and  offal,  utilization  of,  370-378. 

caoutchouc,  utilization  of,  60. 

nickel,  utilization  of,  443. 

of  sheep  wool,  to  utilize,  377. 

wash  liquors,  to  recover  fat  and  color  from. 
376,  377. 

woollen,  to  cleanse,  377. 
Watch  dials,  enamel  for,  117. 

-makers,  oils  for,  236. 

-makers'  oils,  test  for,  236. 
Water,  ambergris.  18. 

and  fire-proof  cement,  63. 

apparatus  for  purifving,  72. 

blasting  under,  wiUi  compressed  fi;un-cot- 
ton,  424, 425. 

cardinal,  19. 

cherry,  14. 

colors,  272,  273. 

-cress  sweetmeat,  83. 

detection  of  in  essential  oils,  449. 

essences,  extracts,  and  tinctures,  IS^^lOw 

gold,  21. 

-melon  seed,  yield  of  oil,  2. 

hard,  to  soften,  168. 

orange  blossom,  15. 

paradise,  22. 
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Water  pipes,  leaden,  to  coat,  445. 

Polish,  23. 

raspberry,  16. 

rose,  16. 

to  prevent  contamination  of,  in  leaden 
pipes,  446. 

vanilla,  16. 
Waters,  cosmetic  and  medicated,  290-292. 
Water-glass  and  caseine  cement  tor  glass  and 
porcelain,  382. 

and  chalk  mortar,  382. 

and  lime  cements,  382. 

as  a  bleaching  agent,  379, 380. 

as  a  substitute  for  cow-dung  in  fixing 
alumina  and  iron  mordants  on  cotton- 
prints,  linen,  etc.,  379. 

as  a  substitute  for  borax  and  boracic  acid 
m  soldering  and  welding,  381. 

cement  for  glass  and  porcelain,  382. 

cement,  hydraulic,  382. 

cement  with  zinc  and  pyrolusite,  382. 

cements,  381, 382. 

cementing  cracked  bottles  with,  382. 

characteristics  of,  378. 

compound,  to  prepare,  378,  379. 

for  coating  rough-cast  and  stone  waUs, 
381. 

for  finishing  linen  and  cotton  goods,  380. 

for  piTKierving  barrels  and  omer  wooden 
articles,  382. 

for  silicifying  .stones,  379. 

from  infusorial  earth  (Liebig),  378. 

in  painting,  381. 

in  painting  metals  and  glass,  881. 

paint,  Creuzburg's  process  of  making 
more  durable  than  oil  or  varnish,  381. 

potash,  as  a  binding  and  fixing  medium 
for  ground  colors  on  cotton  goods,  380. 

potash,  cheap  substitute  for  albumen  in 
printing  with  ultramarine,  380. 

potash,  10  prepare,  378. 

preparation  of  fixing,  379. 

soaps,  330. 

soda,  for  protecting  white  colors  in  print- 
ing fabrics,  379. 

soda,  preparations  of,  378. 

(soluble  glass)  and  its  uses,  378-382. 

to  paint  wood  with,  381. 

washing  with,  365,  366. 
Water-proof  and  incombustible  fabrics,  new 
method  for  the  production  of,  422. 

blacking,  320,  321. 

boots,  322. 

cloth  which  is  not  impervious  to  the  air, 
383. 

compounds,  of  Zwillings,  Foumaise's,  386. 

glue,  154,  423. 

glue  for  wooden  utensils,  66. 

mortar,  53. 

grindstones,  51. 

ointments  for  shoes,  321,  322. 

paint,  263. 

paper,  276. 

sail-cloth,  386. 

skins,  to  make,  216,  217. 
Water-proofing  boots  and  shoes,  French  pro- 
cess, 385. 

compound,  English  patented,  386. 

compound,  new,  383. 

compounds,  382-387. 

fabrics,  new  process  for,  385. 


Water-proofing  linen,  Kuhr's  receipt,  386. 

sugar  bass  for  transportation,  385,  386. 

textile  fabrics  and  paper,  and  giving  them 
greater  consistence,  386. 

textile  fabrics,  and  protecting  them  against 
moths,  386,  387. 

tissues,  preparations  for,  382. 

tissues,  various  processes  for,  383. 
Wattlen's  pyrolith,  30. 
Wax,  adulterated  with  tallow,  2. 

and  wax  preparations,  387-389. 

candles,  388. 

floats  in  alcohol,  2. 

floor,  389. 

for  modelling,  389. 

for  polishing  fiimiture,  887. 

for  threads  to  be  woven,  388. 

from  velvet,  to  remove,  76. 

grafting,  69. 

modellmg,  superior,  418. 

polishing,  387. 

soap,  387,  388. 

tapers,  388. 

tapers,  spirit  lacquer  for,  389. 

tree,  German,  69. 

yellow,  for  shoemakers,  from  coal-tar  oils, 
267. 
Waxed  paper,  to  prepare,  388. 
Waxes,  coloring  of,  387-389. 
Waxing  floors,  new  compound  for,  389. 

threads,  to  be  woven,  388. 
Weather-proof  cement  work,  418. 
Welding  and  hardening  compounds,  238-241. 
Wells,  to  remove  foul  air  from,  168. 
Westermeyer's  artificial  stone,  49. 
Weston's  process  of  nickel-plating,  108. 
Whalebone,  artificial,  178. 

ratan  as  a  substitute  for,  183. 
Whiskey,  Polish.  23. 

to  remove  tne  taste  of  the  barrel  from', 
230. 
White  cement,  52. 

chocolate,  58. 

crayons,  79. 

fires,  126. 

metal,  components  of,  6. 

mustard  seed,  yield  of  oil  in,  2. 

poppy  seed,  yield  of  oil  in,  2. 

powder,  Augendre's,  30. 

wine  vinegar,  360. 
Whitewash  closely  resembling  paint,  165. 
Wickerscheimer's  fluids  for  preserving  corpses, 
anatomical  specimens,  etc.,  31U,  311. 

process  of  preservine  meat  for  food,  314. 
WicKS  for  stearine  candks,  171. 

incombustible,  170. 

metallic,  170. 
Wtllesdenizing,  453,  454. 
Willow-ware,  458-460. 

stains  for,  458-460. 

varnishing,  gilding,   painting,  and  bronz- 
ing, 460. 
Wilson's  preparation  of  glycerine,  74. 
Window  glass,  142-144. 
Window-panes  which  indicate  the  moisture  of 

the  atmosphere,  447. 
Windows,  gildmg  on,  148. 
Windsor  soap,  334. 

Wine  and  vmegar  stains,  scouring  soap  for, 
76. 

apple,  158. 
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Wine  barrels,  to  preserve  by  imprqpoatton,  315, 

316. 
blackberry,  158. 
birch.  168. 
lees,  for  production  of  tartrate  of  calcium 

and  spirit  of  wine,|375,  376. 
must,  to  improve,  231. 
port,  231. 
red,  alum  in,  S. 
stains,  scouring  soap  for,  76. 
stains,  to  remove,  75. 
to  remove  the  taste  of  the  barrel  from, 

231. 
Wines,  artificial,  230, 231. 
Bordeaux,  2:10. 
Burgundy,  230. 
from  fruits,  158-160. 
Madeira,  231. 
Malaga,  231. 

remedy  for  ropiness  or  viscidity,  231. 
Wire  for  musical  instruments,  241. 
to  coat  with  brass,  114. 
to  protect  from  rust,  242, 243. 
Wires,  gold  and  silver,  alloys  for  imitating,  8. 
Wood,    American     process    of    preserving, 

395. 
and  glue  putty,  67. 
and  oil  putty,  67. 
and  stone,  wash  for,  164, 166. 
artificial,  for  ornaments,  98. 
cedar,  imitation  of,  396. 
cheap  paint  for,  263. 
coloring  materials  for,  391,  392. 
cuts,  to  bleach,  39. 
crystalline  coating  for,  421. 
Denninger's  process  of  staining,  for  fine 

cabinet  work,  391. 
-filler,  American,  421. 
floors,  putty  for,  67. 
floors,  to  restore  the  original   color   of, 

316. 
fire-proof,  preparation  of,  399. 
gilding  on,  394, 395. 

silding,  polishing,  staining,  etc.,  389-399. 
hard  coating  for,  396. 
how  to  make  almost  incombustible,  54. 
how  to  preserve,  56. 
maple,  to  stain  silver-gray,  393,  393. 
mass  for  ornaments,  93,  94. 
method  of  gilding,  91 ,  92. 
Moody's  new  polish  for,  394. 
new  colors  on,  398,  399. 
new  method  of  drying,  397. 
new  polish  for,  419. 
new  process  of  preserving,  397,  398. 
painted  with  water-glass,  381. 
-polishing,  211. 
polishing-wax  for,  398. 
shrinking  of,  396. 
-tar  creosotes,  255. 
-tar  for  decorations,  93. 
-tar  oil,  purification  of,  255. 
to  cleanse  lacquered  and  stained,  164. 
to  glass,  joining,  66. 
to  make  flexible  and  fire-proof,  389. 
to  make  incombustible,  122-124. 
to  prevent  from  rotting,  315,  316. 
to  render  incombustible  and  impermeable, 

390. 
to  remove  ink-stains  fi-om,  75. 
to  render  fire-proof,  390. 


Wood,  to  render  irapermeaUe  to  water,  VOL 

varnishes,  206. 

water-proof  paint  for,  264. 
Wooden  labeb,  preservation  of,  165. 

posts,  new  paint  for,  397. 

posts,  to  prevent  from  rotting,  164. 

utensils,  water-prOof  glue  for,  66. 

vats,  cement  for,  64. 
Woods,  American,  strength  of  some,  396. 
Wood's  metal,  components  of,  6. 
Wool,  artificial,  175. 

sheep's,  fat  from,  460. 

sheep's,  potassic  sudorate  in,  450. 

to  bleach  white,  36. 

to  bleach  without  sulphur,  36. 

to  remove  oil  from,  346. 

to  utilize  waste  of,  377. 
Woollen  and  half-woollen  fabrics,   to  water- 
proof, 384. 

fabrics,  to  remove  oil  finom,  346. 

fabrics,  to  restore  the  color  of^  366. 

fabrics,  to  water  proof,  384. 

goods  and  yams,  dyeing  of,  96-99. 

goods,  sizing  for,  322,  323. 

goods,  to  keep  white,  36. 

goods,  to  protect,  161. 

goods,  washing,  367,  368. 

tissues,  bleaching,  35. 

tissues,  cleansing  of,  35,  36. 

waste,  to  cleanse,  377. 

yams,  size  for,  326. 
Woolly  fibre,  precipitation  of,  274. 
"  Wootz,"  or  Indian  steel,  5. 
Worms  and  insects,  to  destroy,  161, 1^. 
Wormwood  cordial,  25. 

essence,  16. 

ratafia,  27. 
Wort,  boiling  of,  with  hops  for  brewing,  222. 
Wounds  and  ulcers,  balsam  for,  296. 

balsam  for,  167,  168. 
Wringers  and  washing-machines,  composition 

of  rollers  for,  62. 
Writing  inks,  192-198. 

paper  which  can  be  washed,  276. 
Writings,  to'duplicate,  86. 
Wrougnt-iron  castings,  441. 

Yam,  a  new  French,  349. 

flax,  Hartmann's  quick  method  of  bleack- 

inff,  36,  37. 
pean,  345. 
Yams,  cotton,  size  for,  325. 
silvering  or  gilding,  92. 
woollen,  size  for,  325. 
Yeast,  American  dry,  401. 
artificial,  401.  402. 
compressed,    from     uncrushed     cereals, 

226. 
compressed,  to  make,  227-229. 
improvements  in  treating,  402. 
manufacture  of  pressed,  oakers'  and  brew- 
ers', etc.,  399-403. 
pressed,  from  beer  yeast,  402,  403. 
pressed,  Schubert's  method  of  manufact- 
uring, 399,  400. 
Vienna  pressed,  400. 
Yelks  of  eggs  in  tawing,  to  preserve,  217. 
Yellow  crayons,  79. 

dyes,  boiled  with  alcohol,  water,  and  lime 

water,  3. 
dyes,  the  least  stable,  3. 
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Yellow  dyes,  the  most  stable,  3. 

pigments,  269,  270. 
Ylang  ylang,  284. 

Zeiodelite,  preparation  of,  178. 

Zcttler's    process    of    manufacturing  Vienna 

pressed  yeast,  400,  401. 
Zinc  and  alummium  alloys,  4. 
bath  for  nickelling,  109. 


Zinc,  black  varnish  for,  209. 

chloride  of,  to  prepare,  T2. 
ointment,  167. 
paint,  dryer  for,  266. 
painting  on,  414,  415. 
wash,  to  prepare,  264. 

Zinciferous  metallic  colors,  X3T     t^A 
Zincing  screw-bolts.  443,  444       ' 

1  Zwilling's  water-proofing  compound,  386. 
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and  Steel,  etc.,  etc.     By   H.  Bauerman,  F.  G.  S.,  Associate  of  the 
Royal  School  of   Mines.      Fifth    Edition,   Revised   and   Enlarged. 
Illustrated  with  numerous  Wood  Engravings  from  Drawings  by  J.  !>• 

Jordan.     i2mo. ^2.00 

BAYLES. — House  Drainage  and  Water  Service : 

In  Cities,  Villages  and  Rural  Neighborhoods.     With  Incidental  Con. 
sideration  of  Certain   Causes  Affecting  the  Health  fulness  of  D^\5"' 
ings.     By  James  C.  Bayles,  Editor  of  "The  Iron  Age'*  and  "The 
Metal  Worker."     With  numerous  illustrations.     8vo.  cloth,       $3-^ 
BEANS.—A   Treatise   oh   Railway  Curves   and  Location  of 
Railroads : 
By  E.  W.  Beans,  C.  E.     Illustrated.     i2mo.    Tucks        .        ^^-S^ 
BECKETT.— A  Rudimentary  Treatise  on  Clocks,  and  WatcHes 
and  Bells  :  axt-.k 

By  Sir  Edmund  Beckett,  Bart.,  I.L.  D.,  Q.  C.  F.  R.  A.  S.  AVUft 
numerous  illustrations.  Seventh  Edition,  Revised  and  Enl.ir^cci. 
I2mo ^2-^5 
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BELL. — ^Carpentry  Made  Easy: 

Or,  The  Science  and  Art  of  Framing  on  a  New  and  Improved 
System.  With  Specific  Instructions  for  Building  Balloon  Frannes,  Barn 
Frames,  Mil  Frames,  Warehouses,  Church  Spires,  etc.  Comprising 
also  a  System  of  Bridge  Building,  with  Bills,  Estimates  of  Cost,  and 
valuable  Tables.  Illustrated  by  forty-four  plates,  comprising  aearly 
200  figures.  By  William  E.  Bell,  Architect  and  Practical  Builder. 
8vo.  .        .        .        .        .        .        .        •        •        .         ^5*^^ 

B  EM  ROSE. — Fret-Cutting  and  Perforated  Carving: 

With  fifty-three  practical  illustrations.  By  W.  Bemruse,  Jr.  i  vol. 
<;)uarto       ..........         ^3*^^ 

BEMROSE. — Manual  of  Buhl-work  and  Marquetry: 

With  Practical  Instructions  for  Learners,  and  ninety  colored  designs. 
By  W.  Bemrose,  Jr.     i  vol.  quarto  ....  ^3.00 

BEMROSE.— Manual  of  Wood  Carving: 

Wiih  Practical  Illustrations  for  Learners  of  the  Art,  and  Original  and 
Selected  Designs.  By  William  Bemrose,  Jr.  With  an  Intro- 
duction by  Llewellyn  Jewitt,  F.  S.  A.,  etc.  With  128  illustra- 
tions, 4to.  .........        ^3.00 

BILLINGS.-r-Tobacco : 

Its  History,  Variety,  Culture,  Manufacture,  Commerce,  and  Various 
Modes  of  Use.  By  E.  R.  Billings.  Illustrated  by  nearly  200 
engravings.    8vo 1^3.00 

BIRD. — The  American  Practical  Dyers*  Companion: 

Comprising  a  Description  of  the  Principal  Dye-Stuffs  and  Chemicals 
used  in  Dyeing,  their  Natures  and  Uses ;  Mordants,  and  How  Made ; 
with  the  best  American,  English,  French  and  German  processes  for 
Bleaching  and  Dyeing  Silk,  Wool,  Cotton,  Linen,  Flannel,  Felt, 
Dress  Goods,  Mixed  and  Hosiery  Yarns,  Feathers,  Gra«s,  Felt,  Fur, 
Wool,  and  Straw  Hats,  Jute  Yarn,  Vegetable  Ivory,  Mats,  Skins, 
Furs,  Leather,  etc.,  etc.  By  Wood,  Aniline,  and  other  Processes, 
together  with  Remarks  on  Finishing  Agents,  and  Instructions  in  the 
Finishing  of  Fabrics,  Substitutes  for  Indigo,  Water-Proofing  of 
Materials,  Tests  and  Purification  of  Water,  Manufacture  of  Aniline 
and  other  New  Dye  Wares,  Harmonizing  Colors,  etc.,  etc. ;  embrac- 
ing in  all  over  800  Receipts  for  Colors  and  Shades,  accompanied  by 
170  Dyed  Samples  of  Raw  Materials  and  Fabrics.  By  F.  J.  Bird, 
Practical  Dyer,  Author  of  "  The  Dyers'  Hand-Book."    8vo.     $10.00 

BLINN. — A  Practical  Workshop  Companion  for  Tin,  Sheet- 
Iron,  and  Copper-plate  Workers : 

Containing  Rules  for  describing  various  kinds  of  Patterns  used  by 
Tin,  Sheet-Iron  and  Copper-plate  Workers;  Practical  Geometry; 
Mensuration  of  Surfaces  and  Solids;  Tables  of  the  Weights  of 
Metals,  Lead-pipe,  etc. ;  Tables  of  '  Areas  and  Circumferences 
of  Circles;  Japan,  Varnishes,  Lackers,  Cements,  Comp'sitions,  etc., 
etc.  By  Leroy  J.  Blinn,  Master  Mechanic.  With  over  One 
Hundred  Illustrations.     i2mo. J2.50 
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BOOTH.— Marble  Worker's  Manual: 

Containing  Practical  Information  respecting  Marbles  in  general,  their 
Cutting,  Working  and  Polishing ;  Veneering  of  Marble ;  Mosaics ; 
Composition  and  Use  of  Artificial  Marble,  Stuccos,  Cements,  Receipts. 
Secreis,  etc.,  etc.  Translated  from  the  French  by  M.  L.  Booth. 
With  an  Appendix  concerning  American  Marbles.  i2mo.,  cloth  $1.50 

BOOTH  and  MORFIT. — The  Encyclopaedia  of  Chemistry, 
Practical  and  Theoretical : 
Embracing  its  application  to  the  Arts,  Metallurgy,  Mineralogy, 
Geology,  Medicine  and  Pharmacy.  By  James  C.  Booth,  Melter 
and  ReHner  in  the  United  States  Mint,  Professor  of  Applied  Chem- 
istry in  the  Franklin  Institute,  etc.,  assisted  by  Campbell  Morfit, 
author  of  **  Chemical  Manipulations,"  etc.  Seventh  Edition.  Com- 
plete in  one  volume,  royal  8vo.,  978  pages,  with  numerous  wood-cuts 
and  other  illustrations ^5*oo 

BRAM WELL.— The  Wool  Carder's  Vade-Mecum: 

A  Complete  Manual  of  the  Art  of  Carding  Textile  Fabrics.  By  W. 
C.  Bramwell.  Third  Edition,  revised  and  enlarged.  Illustrated. 
Pp.  400.     i2mo .        ^^2.50 

BRANNT.— A  Practical  Treatise  on  Animal  and  Vegetable 
Fats  and  Oils : 

Comprising  both  fixed  and  volatile  oils,  their  physical  and  chemical 
properties,  the  manner  of  extracting  and  refining  them,  and  practical 
rules  for  testing  them;  as  well  as  the  manufacture  of  Artificial  Butter, 
Lubricants,  etc.  Edited  chiefly  from  the  German  of  Drs.  Karl 
ScHAEDLER,  G.  W.  AsKiNSON,  and  Richard  Brunner,  with  addi- 
tions. By  William  T.  Brannt.  Illustrated  by  numerous  Engrav- 
ings.   About  600  pages.    8vo.     (In  Press.)      .        .        .        $  » 

BRANNT.— A  Practical  Treatise  on  the  Manufacture  of  Soap 
and  Candles : 
Based  upon  the  most  Recent  Experiences  in  the  Practice  and  Science ; 
comprising  the  Chemistry,  Raw  Materials,  Machinery,  and  Utensils 
and  Various  Processes  of  Manufacture.     Edited  from  the  German  of 
Dr.  C.  Deite,  a.  Engelhardt,  Dr.  C.  Schaedler,  and  others. 
By  William  T.  Brannt.    Illustrated  by  numerous  Engravings.  8vo. 
(In  Preparation.)      ......*•$• 

BRANNT.— A  Practical  Treatise  on  the  Raw  Materials  and  tlie 
Distillation  and  Rectification  of  Alcohol,  and  the  Prepara- 
tion of  Alcoholic  Liquors,  Liqueurs,  Cordials,  Bitters,  etc. : 
Edited  chiefly  from  the  German  of  Dr.  K.  Stammer,  Dr.  F.  Eisner, 
and  E.  Schubert.    By  Wm.  T.  Brannt.     Illustrated  by  thirty-one 
engravings.     i2mo.  ....•••        P^-S^ 
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BRANNT— WAHL.— The  Techno- Chemicml  Receipt  Book: 

Containing  several  thousand  Receipts  covering  the  latest,  most  im- 
portant, and  most  useful  discoveries  in  Chemical  Technolc^y,  and 
their  Practical  Application  in  the  Arts  and  the  Industries.  Ekiited 
chiefly  from  the  German  of  Drs.  Winckler,  Eisner,  Heintze,  Mier- 
zinski,  Jacobsen,  KoUer,  and  Heinzerling,  with  additions  by  Wm.  T. 
Brannt  and  Wm.  H.  Wahl,  Ph.  D.  Illustrated  by  78  engravings. 
'I2mo.    495  page<  ....         $3  00 

BROWN. — Five  Hundred  and  Seven  Mechanical  Movements . 
Embracing  all  those  which  are  most  important  in  Dynamics,  Hy- 
draulics, Hydrostatics,  Pneumatics,  Steam-Engines,  Mill  and  other 
Gearing,  Presses,  Horology  and  Miscellaneous  Machinery ;  and  in- 
cluding many  movements  never  before  published,  and  several  of 
which  have  only  recently  come  into  use.  By  Henry  T.  Brown. 
i2mo ;(i.oc 

BUCKMASTER.— The  Elements  of  Mechanical  Physics : 
By  J.  C.  BucKMASTER.      Illustrated   with   numerous  engravings. 
i2mo ^1.50 

BULLOCK.— The  American  Cottage  Builder : 
A  Series  of  Designs,  Plans  and  SpeciBcations,  from  ;^200  to  $20,000, 
for  Homes  for  the  People ;  together  with  Warming,  Ventilation, 
Drainage,  Painting  and  Landscape  Gardening.  By  John  Bullock, 
Architect  and  Editor  of  "The  Rudiments  of  Architecture  and 
Building,"  etc.,  etc.     Illustrated  by  75  engravingrs.     8vo.  $3*59 

BULLOCK. — The  Rudiments  of  Architecture  and  Building : 
For  the  use  of  Architects,  Builders,  Draughtsmen,  Machinists,  En- 
gineers and  Mechanics.    Edited  by  John  Bullock,  author  of  "  The 
American  Cottage  Builder."  Illustrated  by  250  Engravings.  8vo.  #3.50 

BURGH. — Practical    Rules    for   the  Proportions  of    Modem 
Engines  and  Boilers  for  Land  and  Marine  Purposes. 
By  N.  P.  Burgh,  Engineer.     i2mo.  .  .        .        ^^1.50 

BYLES. — Sophisms    of    Free    Trade    and    Popular    Political 

Economy  Examined. 

By  a  Barrister  (Sir  John  Barnard  Byles,  Judge  of  Common 

Pleas).      From  the   Ninth   English  Edition,  as   published    by    the 

Manchester  Reciprocity  Association.     i2mo.      .         ,         .        $1.25 

BOWMAN.— -The  Structure  of  the  Wool  Fibre  in  its  Relation 
to  the  Use  of  Wool  for  Technical  Purposes : 
Being  the  substance,  with  additions,  of  Five  Lectures,  delivered  at 
the  request  of  the  Council,  to  the  members  of  the  Bradford  Technical 
College,  and  the  Society  of  Dyers  and  Coloiists.  By  F.  H.  Bow- 
man, D.  Sc,  F.  R.  S.  E.,  F.  L.  S.  Illustrated  by  32  engravings. 
8vo #6.50 

BYRNE.— Hand-Book  for  the  Artisan,  Mechanic,  and  Engi- 
neer : 
Comprising  the  Grinding  and  Shnrpening  of  Cutting  Tools,  Abrasive 
Processes,  Lapidary  Work,  Gem  and  Glass  Engraving,  Varnishing 
and  Lackering,  Apparatus,  Materials  and  Processes  for  Grinding  and 
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Polishing,  etc.    By  Oliver  Byrne.     Ulustraled  by  185  wood  cn- 

grayings.     8vo. •         •         $5*^^ 

BYRNE. Pocket-Book  for  Railroad  and  Civil  Bngineers  : 

Containing  New,  Exact  and  Concise  Methods  for  Laying  out  Railroad 
Curves,  Switches,  Fr<^  Angles  and  Ciosangs;  the  SUking  out  of 
work;  Levelling;  the  Calculation  of  Cuttings;  Embankments;  Earth- 
work, etc.    By  Oliver  Byrne.     i8mo.,  full  bound,  pocket-book 

fonn ,     •,        •         •  •  Sl«7S 

BYRNE.— The  Practical  Metal- Worker's  Assistant : 

Comprising  Metollurgic  Chemistxy;  the  Arts  of  Woiking  all  MetaU 
and  Alloys ;  Forging  of  Iron  and  Steel;  Hardening  and  Tempering; 
Melting  and  Mixing;  Casting  and  Founding  ;  Works  in  Sheet  Metal; 
the  Processes  Dependent  on  the  Ductility  of  the  Metals;  Soldering; 
and  the  most  Improved  Processes  and  Tools  employed  by   Metal- 
workers.    With  the  Application  of  the  Art  of  Electro- Metallurgy  lo 
Manufacturing  Processes;  collected  from  Original  Sources,  and  from 
the  works    of   Holtzapffcl,  Bergeron,    Leupold,   Plumier,   Napier, 
Scoffem,  Clay,  Fairbaim  and  others.    By  Oliver  Byrnk.     A  new, 
revised  and  improved  edition,  to  which  is  added  an  Appendix,  con- 
taining  The  Manufacture  of  Russian  Sheet-Iron.     By  John  Prrcy, 
M.  D.,  F.  R.  S.     The  Manufacture  of  Malleable  Iron  Castings,  and 
Improvements  in  Bessemer  Steel.    By  A.  A.  Fesquet,  Chemist  and 
Engineer.     With  over  Six  Hundred  Engravings,  Illustrating  every 
Branch  of  the  Subject.     8vo.     .        •         •         •  -  •  ^7>oo 

BYRNE.— The  Practical  Model  Calculator : 

For  the  Engineer,  Mechanic,  Manufacturer  of  Engine  Work,  Navai 
Architect,  Miner  and  Millwright.  By  Oliver  Byrnk.  8vo.,  nearly 
600  paees  ...••*  •  •  •  JU'*50 

CABINET  MAKER'S  ALBUM  OF  FURNITURS: 

Comprising  a  Collection  of  Designs  for  various  Styles  of  Furniture. 
Illustrated  by  Forty-eight  Large  and  Beautifully   Engraved   Plates. 

Oblong,  8vo '  ^  ^\         U     -  •       .  •         ^3*50 

CALLINGHAM.— Sign  Writing  and  Glass  Embossing : 
A   Complete   Practical   Illustrated  Manual  of  the   Art.     By  James 

CALLINGHAM.       I2mo.         .  •  *    -,    *  t.        •       t   ^        •  '         .*'*50 

CAMPXN.— A  Practical  Treatise  on  Mechanical  Enjgineenng  r 
Comprising   Metallurgy,  Moulding.  Casting,  Forging,  Tools   Work, 
shop  Machinery.  Mechanical  Manipulation.  Manufacture  of  Steauv. 
Engines,  etc.     With  an  Appendix  on  the  Analysis  of  Iron  and  Iro^ 
Ores.    By  Francis  Campin,  C.  E.  To  which  are  added.  Observation^ 
oa  the  Construction  of  Steam  Boilers  and  Remarks  upon  Furn^c^ 
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CAREY.— A  Memoir  of  Heniy  C.  Carey. 

By  Dr.  Wm.  Eldrr.    With  a  portrait.     8vo.,  cloth        .         •         75 

CAREY.— The  Works  of  Henry  C.  Carey  : 

Harmony  of  Interests :   Agricultural,  Manufacturing  and  Commer- 
cial.   8vo.  ^1-50 

Manual  of  Social  Science.  Condensed  from  Carey's  '*  Principles 
of  Social  Science."  By  Kate  McKean.  i  vol.  i2mo.  .  $2.2$ 
Miscellaneous  Works.    With  a  Portrait.    1  vols.   8vo.  ^6.00 

Past,  Present  and  Future.    8vo. ^2.50 

Principles  of  Social  Science.    3  volumes,  8vo.  ^10.00 

The  Slave-Trade,  Domestic  and  Foreign;  Why  it  Exists,  and 
How  it  may  be  Extinguished  (1853).    8vo.       •  ^2.00 

The  Unity  of  Law :  As  Exhibited  in  the  Relations  of  Physical, 
Social,  Mental  and  Moral  Science  (1872V     8vo.  $3-5<^ 

CLARK. — Tramways,  their  Construction  and  Working : 

Eitibracing  a  Comprehensive  History  of  the  System.  With  an  ex« 
haustive  analysis  of  the  various  modes  of  traction,  including  horse- 
power, steam,  heated  water  and  compressed  air ;  a  description  of  the 
varieties  of  Rolling  stock,  and  ample  details  of  cost  and  working  ex- 
pense^. By  D.  KiNNEAR  Clark.  Illustrated  by  over  200  wood 
engravings,  and  thirteen  folding  plates.     2  vols.     8vo.        .     ^12.50 

COLBURN.— The  Locomotive  Engine  : 

Including  a  Description  of  its  Structure,  Rules  for  Estimating  its 
Capabilities,  and  Practical  Observations  on  its  Construction  and  Man- 
agement.    By  Zerah  CoLBURN.    Illustrated.     i2mo.        .        ^i.oo 

COLLBNS. — The  Eden  of  Labor ;  or,  the  Christian  Utopia. 
By  T.  Wharton  Collens,  author  of  "  Humanics,*'   "  The  Histoiy 
of  Charity,"  etc.    i2roo.     Paper  cover,  ^i. 00;  Cloth         .        ^1.25 

COOLEY. — A  Complete  Practical  Treatise  on  Perfumery : 
Being  a  Hand-book  of  Perfumes,  Cosmetics  and  other  Toilet  Articles. 
With  a  Comprehensive    Collection  of  Formulae.     By  Arnold   J. 
Copley.    i2mo .        ^1.50 

COOPER.— A  Treatise  on  the  use  of  Belting  for  the  Trans- 
mission of  Power. 
With  numerous  illustrations  of  approved  and  actual  methods  of  ar- 
ranging Main  Driving  and  Quarter  Twist  Belts,  and  of  Belt  Fasten- 
ings. Examples  and  Rules  in  great  number  for  exhibiting  and  cal- 
culating the  size  and  driving  power  of  Belts.  Plain,  Particular  and 
Practical  Directions  for  the  Treatment,  Care  and  Management  of 
Belts.  Descriptions  of  many  varieties  of  Beltings,  together  with 
chapters  on  the  Transmission  of  Power  by  Ropes;  by  Iron  and 
Wood  Frictional  Gearing ;  on  the  Strength  of  Belting  Leather;  and 
on  the  Experimental  Investigations  of  Morin,  Briggs,  and  others.  By 
John  H.  Cooper,  M.  E.  8vo $3'S^ 

CRAIK.— The  Practical  American  Millwright  and  Miller. 

By  David  Craik,  Millwright.     Illustrated  by  numerous  wood  en- 
gravings and  two  folding  plates.     8vo.       ....        I5.00 
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CRISTIANI. — A  Technical  Treatise  on  Soap  and  Candles : 
With  a  Glance  at  the  Industry  of  Fats  and  Oils.     By  R.  S.  Cris- 
TiANi,  Chemist.     Author  of  "Perfumery  and  Kindred  Arts."     Illtis- 
trated  by  176  engravings.     581  pages,  8vo.        .         .         .        I^7>50 

yjbRISTIANI.— Perfumery  and  Kindred  Arts: 

A  Comprehensive  Treatise  on  Perfumery,  containing  a  History  of 
Perfumes  from  the  remotest  ages  to  the  present  time.  A  complete 
detailed  description  of  the  various  Materials  and  Apparatus  used  in 
the  Perfumer's  Art,  with  thorough"  Practical  Instruction  and  careful 
Pormulse,  and  advice  for  the  fabrication  of  all  known  preparations  of 
the  day,  including  Essences,  Tinctures,  Extracts,  Spirits,  Waters, 
■  Vinegars,  Pomades,  Powders,  Paints,  Oils,  Emulsions,  Cosmetics, 
Infusions,  Pastilles,  Tooth  Powders  and  Washes,  Cachous,  Hair  Dyes, 
Sachets,  Essential  Oils,  Flavoring  Extracts,  etc. ;  and  full  details  for 
making  and  manipulating  Fancy  Toilet  Soaps,  Shaving  Creams,  etc., 
by  new  and  improved  methods.  With  an  Appendix  giving  hints  and 
advice  for  making  and  fermenting  Domestic  Wines,  Cordials,  Liquors, 
Candies,  Jellies,  Syrups,  Colors,  etc.,  and  for  Perfuming  and  Flavor- 
ing Segars,  Snuff  and  Tobacco,  and  Miscellaneous  Receipts  for 
various  useful  Analogous  Articles.  By  R.  S.  Cristiani,  Con- 
sulting Chemist  and  Perfumer,  Philadelphia.    8vo.     .        •        I5.00 

CUPPER.— The  Universal  Stair-Builder : 

Being  a  new  Treatise  on  the  Construction  of  Stair-Cases  and  Hand- 
Rails;  showing  Plans  of  the  various  forms  of  Stairs^  method  of 
Placing  the  Risers  in  the  Cylinders,  general  method  of  describing 
the  Face  Moulds  for  a  Hand-Rail,  and  an  expeditious  method  of 
Squaring  the  Rail.  Useful  also  to  Stonemasons  constructing  Stone 
Stairs  and  Hand-Rails ;  with  a  new  method  of  Sawing  the  Twist 
Part  of  any  Hand-Rail  square  from  the  face  of  the  plank,  and  to  a 
parallel  width.  Also,  a  new  method  of  forming  the  Easings  of  the 
Rail  by  a  gauge ;  preceded  by  some  necessary  Problems  in  F'raciical 
Geometry,  with  the  Sections  of  Prismatic  Solids.  Illustrated  by  29 
plates.  By  R.  A.  Cupper,  Architect,  author  of  "The  Practical 
Stair-Builder*s  Guide."    Third  Edition.     Large  4to. 

OAVIDSON.^A  Practical  Manual  of  House  Painting,  Grain- 
ing, Marbling,  and  Sign- Writing : 
Containing  full  information  on  the  processes  of  House  Painting  in 
Oil  and  Distemper,  the  Formation  of  Letters  and  Practice  of  Sign- 
Writing,  the  Principles  of  Decorative  Art,  a  Course  of  Elementary 
Drawing  for  House  Painters,  Writers,  etc.,  and  a  Collection  of  Useful 
Receipts.  With  nine  colored  illustrations  of  Woods  and  Marbles, 
and  numerous  wood  engravings.    By  Ellis  A.  Davidson.     i2mo. 

$300 

DA  VIES. — A  Treatise  on   Earthy  and  Other  Minerals  and 
Mining : 
By  D.  C.  Da  VIES,  F.  G.  S.,  Mining  Engineer,  etc.    Illustrated  by 
76  Engravings.     l2mo $S'00 
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DAVIB8. — ^A  Treatise  on  Metallifenms  Minerals  and  laming; 
By  D.  C.  Da  VIES,  F.  G.  S.,  Mining  Engineer,  Examiner  of  Mines, 
Quarries  and  Collieries.    Illustrated  by  148  engravings  of  Geological 
Formations,   Mining  Operations  and  Machinery,  drawn  from    the 
practice  of  all  parts  of  the  world.   2d  Edition,  i2mo.,  450  pages  ^5.00 

DAVIES.— A  Treatise  on  Slate  and  Slate  Qiiarryin|r: 
Scientific,  Practical  and  Commercial,     fiy  D.  C.  Davies,  F.  G.  S., 
Mining  Engineer,  etc.     With  nameroas  illustrations  and   folding 
plates.     i2mo. ^-2.50 

DAVIS.— A  Practical  Treatise  on  the  Manufacture  of  Bricks, 
Tiles,  Terra-Cotta,  etc. : 

Including  Common,  Pressed,  Ornamentally  Shaped,  and  Enamelled 
Bricks«  I^ain>Tiles,  Straight  and  Curved  Sewer- Pipes,  Fire-Clays, 
Fire-Bricks,  Terra-Cotta,   Roofing-Tiles,  Flooring-Tiles,  Art-Tiles, 
Mosaic  Plates,  and  Imitation  of  Intarsia  or  Inlaid  Surfaces ;  com- 
prising every  important  Product  of  Clay  employed  in  Architecture, 
Engineering,  the  Blast-Fumace,  for  Retorts,  etc.,  with  a  History  and 
the  Actual  Processes  in  Handling,  Disintegrating,  Tempering,  and 
Moulding  the  Clay  into  Shape,  Drying  Naturally  and  Artificially, 
Setting  and  Burning,  Enamelling  in  Polychrome  Colors,  Composition 
and  Application  of  Glazes,  etc. ;  including  Full  Detailed  Descriptions 
of  the  most  modem  Machines,  Tools,  Kilns,  and  Kiln-Roofs  used. 
By  Charles  Thomas  Davis.     Illustrated  by  228  Engravings  and 
6  Plates.    8vo.,  472  pages        .        .        .        .        .        .        ^5.00 

DAVIS. — The  Manufacture  of  Leather: 

Being  a  description  of  all  of  the  Processes  for  the  Tanning,  Tawing, 
Currying,  Finishing  and  Dyeing  of  every  kind  of  Leather ;  including 
the  various  Raw  Materials  and  the  Methods  for  Determining  their 
Values;  the  Tools,  Machines,  and  all  Details  of  Importance  con- 
neoted  with  an  Intelligent  and  Profitable  Prosecution  of  the  Art,  with 
Special  Reference  to  the  Best  American  Practice.     To  which  are 
added  Complete  Lists  of  all  American  Patents  for  Materials,  Pro- 
cesses, Tools,  and  Machines  for  Tanning,  Currying,  etc.  By  Charles 
Thomas  Davis.     Illustrated  by  302  engravings  and  12  Samples  of 
Dyed  Leathers.    One  vol.,  8vo.,  824  pages       .        .        .      ^10.00 
DAWIDOWSKY— BRANNT.— A  Practical  Treatise  on  the 
Raw  Materials  and  Fabrication  of  Glue,  Gelatine,  Gelatine 
Veneers  and  Foils,  Isinglass,  Cements,  Pastes,  Mucilag^es, 
etc.: 
Based  upon  Actual  Experience.     By  F.  Dawidowsky,  Technical 
Chemist.     Translated  from  the  German,  with  extensive  additions, 
including  a  description  of  the  most  Recent  American  Processes,  by 
William  T.  Brannt,  Graduate  of  the  Royal  Agricultural  College 
of  Eldena,  Prussia.     35  Engravings.     i2mo.    .        .         .        ^2.50 

DE  GRAFF.— The  Geometrical  Stair-Builders*  Guide : 
Being  a  Plain  Practical  System  of  Hand-Railing,  embracing  all  its 
necessary  Details,  and  Geometrically  Illustrated  by  twenty-two  Steel 
Engravings ;  together  with  the  use  of  the  most  approved  principles 
of  Practical  Geometry.     By  SiMON  De  Graff,  Architect.     410. 

.$2.£0 
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DE  KONINCK— DIETZ.— A  Practical  Manual  of  Chemical 
Analysis  and  Assaying : 
As  applied  to  the  Manufacture  of  Iron  from  its  Ores,  and  to  Cast  Iron, 
Wrought  Iron,  and  Steel,  as  found  in  Commerce.  By  L.  L.  De 
KoNiNCK,  Dr.  Sc,  and  E.  Dietz,  Engineer.  Edited  with  Notes,  by. 
Robert  Mallet,  F.  R.  S.,  F.  S.  G.,  M.  I.  C.  E.,  etc.  American 
Edition,  Edited  with  Notes  and  an  Appendix  on  Iron  Ores,  by  A.  A.v 
Fesquet,  Chemist  and  Engineer.     i2mo.  .        .         .        ^2.50* 

DaNCAN.— Practical  Surveyor's  Guide: 

Containing  the  necessary  information  to  make  any  person  of  com- 
mon capacity,  a  finished  land  surveyor  without  the  aid  of  a  teacher. 
By  Andrew  Duncan.     Illustrated.     i2mo.      .        .        .        $1.25 

DUPLAIS. — A  Treatise  on  the  Manufacture  and  Distillation 
of  Alcoholic  Liquors : 
Comprising  Accurate  and  Complete  Details  in  Regard  to  Alcohol 
from  Wine,  Molasses,  Beets,  Grain,  Rice,  Potatoes,  Sorghum,  Aspho- 
del, Fruits,  etc. ;  with  the  Distillation  and  Rectification  of  Brandy, 
Whiskey,  Rum,  Gin,  Swiss  Absinthe,  etc.,  the  Preparation  of  Aro- 
matic Waters,  Volatile  Oils  or  Essences,  Sugars,  Syrups,  Aromatic 
Tinctures,  Liqueurs,  Cordial  Wines,  Effervescing  Wines,  etc.,  the 
Ageing  of  Brandy  and  the  improvement  of  Spirits,  with  Copious 
Directions  and  Tables  for  Testing  and  Reducing  Spirituous  Liquors, 
etc.,  etc.  Translated  and  Edited  from  the  French  of  MM.  Duplais, 
Ain6  et  Jeune.  By  M.  McKennie,  M.  D.  To  which  are  added  the 
United  States  Internal  Revenue  Regulations  for  the  Assessment  and 
Collection  of  Taxes  on  Distilled  Spirits.  Illustrated  by  fourteen 
folding  plates  and  several  wood  engravings.     743  pp.  8vo.        $10  00 

PUSSAUCE. — A  General    Treatise  on  the  Manufacture  of 
Vinegar: 

Theoretical  and  Practical.  Comprising  the  various  Methods,  by  the 
Slow  and  the  Quick  Processes,  with  Alcohol,  Wine,  Grain,  Malt, 
Cider,  Molasses,  and  Beets;  as  well  as  the  Fabrication  of  Wood 
Vinegar,  etc.,  etc.     By  Prof.  H.  DussAUCE.     8vo.  .        $^00 

DUSSAUCE.— Practical  Treatise  on  the  Fabrication  of  Matches, 
Gun  Cotton,  and  Fulminating  Powder. 
By  Professor  H.  DussAUCE.     i2mo.  .         .         .        .        fe  00 

DYER  AND  COLOR-MAKER'S  COMPANION: 

Containing  upwards  of  two  hundred  Receipts  for  making  Colors,  on 
the  most  approved  principles,  for  all  the  various  styles  and  fabrics  now 
in  existence;  with  the  Scouring  Process,  and  plain  Directions  for 
Preparing,  Washing-off,  and  Finishing  the  Goods.     i2mo.        J^i  25 

EDWARDS. — A  Catechism  of  the  Marine  Steam-Engine, 
For  the  use  of  Engineers,  Firemen,  and  Mechanics.  A  Practical 
Work  for  Practical  Men.  By  Emory  Edwards,  Mechanical  Engi- 
neer. Illustrated  by  sixty-three  Engravings,  including  examples  o( 
the  most  modern  Engines.  Third  edition,  thoroughly  revised,  with 
much  additional  matter.     12  mo.  414  pages       .         .        .        ;^2  00 

EDWARD S.-^Modem  American  Locomotive  Engines, 
Their  Design,  Construction  and  Management.     By  Emory  Edwards. 
Illustrated  i2mo $2  00 
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EDWARDS. — Modem  American  Marine  Engines,  Boilers,  and 

Screw  Propellers, 

Their  Design  and  Construction.     Showing  the  ihresent  Practice  of 

the  most  Eminent  Engineers  and  Marine  Engine  Builders  in  the 

United  States.   Illustrated  by  30  large  and  elaborate  plates.  4to.  ^5.00 

EDWARDS.— The  Practical  Steam  Engineer's  Guide 

In  the  Design,  Construction,  and  Management  of  American  Stationary, 
Portable,  and  Steam  Fire- Engines,  Steam  Pumps,  Boilers,  Injectors, 
Governors,  Indicators,  Pistons  and  Rings,  Safety  Valves  and  Steam 
Gauges.  For  the  use  of  Engineers,  Firemen,  and  Steam  Users.  By 
Emory  Edwards.  Illustrated  by  119  engravings.  420  pa^es. 
l2mo ' ^2  50 

ELDER.— Conversations  on  the  Principal  Subjects  of  Political 
Economy. 
By  Dr.  William  Elder.  8vo ^^2  50 

ELDER.— Questions  of  the  Day, 
Economic  and  Social.    By  Dr.  William  Elder.  8vo.    •        ^3  00 

ELDER. — Memoir  of  Henry  C.  Carey. 
By  Dr.  William  Elder.  8vo.  cloth.        ....  75 

ERNI. — Mineralogy  Simplified. 

Easy  Methods  of  Determining  and  Classifying  Minerals,  including 
Ores,  by  means  of  the  61ow|  ipe,  and  by  Humid  Chemical  Analysis, 
based  on  Professor  von  Ktibell's  Tables  for  the  Determination  of 
Minerals,  with  an  Introduction  to  Modern  Chemistry.  By  Henry 
Erni,  A.m.,  M.D.,  Professor  of  Chemistry.  Second  Edition,  rewritten, 
enlareed  and  improved.  i2mo.  •        .        .        «         .        33^0 

PAIRBAIRN.— The  Principles  of  Mechanism  and  Machinery 
of  Transmission  * 
Comprising  the  Principles  of  Mechanism,  Wheels,  and  Pulleys. 
Strength  and  Proportlonsof  Shafts,  Coupling  of  Shafts,  and  Engag- 
ing and  Disengaging  Gear.  By  Sir  William  Fairbairn,  Bait. 
C.  E.  BeauliUiUy  Illustrated  by  over  150  wood-cuts.  In  one 
volume,  i2mo. I2.50 

FITCH.—Bessemer  Steel, 
Ores  and  Methods,  New  Facts  and  Statistics  Relating  to  the  Types 
of  Machinery  in  Use,  the  Methods  in  Vogue,  Cost  and  Class  of  Labor 
employed,  and  the  Character  and  Availability  of  the  Ores  utilized  in 
the  Manufacture  of  Bessemer  Steel  in  Europe  and  in  the  United  States ; 
together  with  opinions  and  excerpts  from  various  accepted  authorities. 
Compiled  and  arranged  by  Thomas  W.  Fitch.  8vo.        .        $^  00 

XLEMING.— Narrow  Gauge  Railways  in  America. 

^  A  Sketch  of  their  Rise,  Progress,  and  Success.     Valuable  Statistics 
as  to  jGrades,  Curves,  Weight  of  Rail,  Locomotives,  Cars,  efc.     By 

'    Howard  Fleming.     Illustrated,  8vo $i  5^ 

FORSYTH.— Book  of  Designs  for  Headstones,  Mural,  and 
other  Monuments : 
Containing  78  Designs.     By  James  Forsyth.   With  an  Introduction 
by  Charles  Boutell,  M.  A.    4  to.,  cloth      .        .        .        $5  00 


HENRY  CAREV  BAIRD  &  CO/S  CATALOGUE.  13 

FRANKEL— HUTTER.— A  Practical  Treatise  on  the  Manu- 
facture of  Starch,  Glucose,  Starch- Sugar,  and  Dextrine : 
Based  on  the  German  of  Ladislaus  Von  Wagner;  Professor  in  the 
Royal  Technical  High  School,  Butla-Pest,  Hungary,  and  other 
authorities.  By  Julius  Frankel,  Graduate  of  the  Polytechnic 
School  of  Hanover.  Edited  by  Robert  Hutter,  Chemist,  Practical^ 
Manufacturer  of  Starch -Sugar.  Illustrated  by  58  engravings,  cover- 
ing every  branch  of  the  subject,  including  examples  of  the  most 
Recent  and  Best  American  Machinery.     8vo.,  344  pp.       .        $3^SO 

GEE.— The  Goldstbith's  Handbook : 
Containing  full  instructions  for  the  Alloying  and  Working  of  Gold, 
including  the  Art  of  Alloying,  Melting,  Reducing,  Coloring,  Col- 
lecting, and  Refining ;  the  Processes  of  Manipulation,  Recovery  of 
Waste ;  Chemical  and  Physical  Properties  of  Gold ;  with  a  New 
System  of  Mixing  its  Alloys;  Solders,  Enamels,  and  other  Useful 
Rules  and  Recipes.     By  George  E.  Gee.     i2mo.    .        .        $i-7S 

GEE. — The  Silversmith's  Handbook : 

Containing  full  instructions  for  the  Alloying  and  Working  of  Silver, 
including  the  different  modes  of  Refining  and  Melting  the  Metal ;  its  , 
Solders ;  the  Preparation  of  Imitation  Alloys ;  Methods  of  Manipula- 
tion; Prevention  of  Waste ;  Instructions  for  Improving  and  Finishing 
the  Surface  of  the  Work ;  together  with  other  Useful  Information  and 
Memoranda.     By  George  E.  Gee,  Jeweller.     Illustrated.     i2mo. 

I1.75 
GOTHIC  ALBUM  FOR  CABINET-MAKERS : 

Designs  for  Gothic  Furniture.    Twenty-three  plates.    Oblong     $2.00 

GREENWOOD.^Steel  and  Iron : 

Comprising  the  Practice  and  Theory  of  the  Several  Methods  Pur- 
sued in  their  Manufacture,  and  of  their  Treatment  in  the  Rolling- 
Mil  Is,  the  Forge,  and  the  Foundry.  By  William  Henry  Green- 
wood, F.  C.  S.  Asso.  M.  I.  C.  E.,  M.  I.  M.  E.,  Associate  of  the  Royal 
School  of  Mines.    With  97  Diagrams,  536  pages.    i2mo.  .        ;^2.oo 

GREGORY.— Mathematics  for  Practical  Men : 

Adapted  to  the  Pursuits  of  .Surveyors,  Architects,  Mechanics,  and 
Civil  Engineers.     By  Olinthus  Gregory.     8vo.,  plates  .        ;^3.oo 

GRIER.— Rural  Hydraulics : 

A  Practical  Treatise  on.  Rural  Household  Water  Supply.  Giving  a 
full  description  of  Springs  and  Wells,  of  Pumps  and  Hydraulic  Ram« 
with  Instructions  in  Cistern  Building,  Laying  of  Pipes,  etc.  By  W. 
W.  Grier.     Illustrated  8vo ,  75 

GRIMSH AW.— Modem  Milling: 

Being  the  substance  of  two  addres«;es  delivered  by  request,  at  the 
Franklin  Institute,  Philadelphia,  January  19th  and  January  27th, 
1 88 1.  By  Robert  Grimshaw,  Ph.  D.  Edited  from  the  Phono- 
graphic Reports.     With  28  Illustrations.     8vo.  .         .         $1.00 

GRIMSHAW.— Saws : 

Tlie  History,  Development,  Action,  Classification,  and  Com(>arison 
of  Saws  of  all  kinds.     ff/'M  Copious  Appendices,     Giving  the  details 
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of  Manufacture,  Filing,  Setting,  Gumming,  etc.  Care  and  Use  of 
Saws;  Tables  of  Gauges;  Capacities  of  Saw-Mills;  List  of  Saw- 
Patents,  and  other  valuable  information.  By  Robert  Grimshaw. 
Second  and  greatly  enlarged  edition,  wi/A  SuppUment^  and  354  Illns- 

trations.    Quarto ^00 

GRIMSHAW.— A  Supplement  to  Grimshaw  on  Saws: 
Containing  additionsU  practical  matter,  more  especially  relating  to  the 
Fcirms  of  Saw-Teeth,  for  special  material  and  conditions,  and  to  the 
Behavior  of  Saws  under  particular  conditions.    120  Illustrations.    By 
Robert  Grimshaw.     Quarto  .....         ^2.00 

GRIS WOLD.— Railroad  Engineer's  Pocket  Companion  for  the 
Field : 
Comprising  Rules  for  Calculating  Deflection  Distances  and  Angles, 
Tangential  Distances  and  Anples,  and  all  Necessary  Tables  for  En- 
gineers; also  the  Art  of  Levelling  from  Preliminary  Survey  to  the 
Construction  of  Railroads,  intended  Expressly  for  the  Young  En- 
gineer, together  with  Numerous  Valuable  Rules  and  Examples.  By 
W.  Griswold.     i2mo.,  tucks #i-75 

GRUNER. — Studies  of  Blast  Furnace  Phenomena: 

By  M.  L,  Gruner,  President  of  the  General  Council  of  Mines  of 
France,  and  lately  Professor  of  Metallurgy  at  the  Ecole  des  Mines. 
Translated,  with  the  author's  sanction,  with  an  Appendix,  by  L.  D. 
B.  Gordon,  F.  R.  S.  E.,  F.  G.  S.    8vo.  .        .        .         $2  qo 

OaETTIER.— Metallic  Alloys: 

Being  a  Practical  Guide  to  their  Chemical  and  Physical  Properties, 
their  Preparation,  Composition,  and  Uses.  Translated  from  the 
French  of  A.  Guettier,  Engineer  and  Director  of  Founderies, 
author  of  "  La  Fouderie  en  France,"  etc.,  etc.  By  A.  A.  Fesqukt* 
Chemist  and  Engineer.     l2mo.  .         .         ...  ^300 

HASERICK.— The  Secrets  of  the  Art  of  Dyeing  Wool,  Cotton, 
and  Linen, 
Including  B. caching  and  Coloring  Wool  and  Cotton  Hosiery  and 
Random  Yarns.  A  Treatise  based  on  Economy  and.  Practice.  By 
E.  C.  Haserick.  Illustrated  by  323  Dyed  Patterns  of  the  Varns 
or  Fabrics.    8vo.        ........        «2?  00 

HATS  AND  FELTING:  ^' 

A  Practical  Treatise  on  their  Manufacture.  By  a  Practical  Hatter. 
Illustrated  by  Drawings  of  Machinery,  etc.     8vo.       .         .         ^i  2C 

HENRY.— The  Early  and  Later  History  of  Petroleum :  ' 

With  Authentic  Facts  in  reaard  to  its  Development  in  Western  Penn- 
sylvania.    With  Sketches  of  the  Pioneer  and  Prominent  Operators 
together  with  the  Refining  Capacity  of  the  United  Slates.     By  J.  x! 
Henry.     Illustrated  8vo. 

HOFFER. — A   Practical  Treatise  on   Caoutchouc  and   Gutta 

Percha, 

Comprising  the  Properties  of  the  Raw  Materials,  and  the  manner  of 

Mixing  and  Working  them ;  with  the  Fabrication  of  Vulcanized  and 

Hard  Rubbers,  Caoutchouc  and  Gutta  Peiicha  Composition^  Water* 
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proof  Substances,  Elastic  Tissues,  the  Utilization  of  Waste,  etc.,  etc. 
From  the  Gennan  of  Raimund  Hoffer.  By  W.  T.  Hrannt. 
Illustrated  i2mo.       . I2.50 

HOPMANN. — A  Practical  Treatise  on  the  Manufacture  of 
Paper  in  all  its  Branches : 
By  Carl  Hqfmann,  l^te  Superintendent  of  Paper-Mills  in  Germany 
and  the  United  States ;  recently  Manager  of  the  "  Public  Ledger " 
Paper-Mills,  near  Elkton,  Maryland.  Illustrated  by  no  wood  en- 
gravings, and  five  large  Folding  Plates.  4to.,  cloth;  about  400 
pages $3S'00 

HUGHES.— American  Miller  and  Millwright's  Assistant: 
By  William  Carter  Hughes.    i2mo ^^1.50 

HULME. — Worked  Examination  Questions  in  Plane  Geomet- 
rical Drawing : 
For  the  Use  of  Candidates  for  the  Royal  Military  Academy,  Wool- 
wich; the  Royal  Military  College,  Sandhurst ;  the  Indian  Civil  En- 
gineering College,  Cooper's  Hill ;  Indian  Public  Works  and  Tele- 
graph Departments;  Royal  Marine  Li^ht  Infantry;  the  Oxford  and 
Cambridge  Local  Examinations,  etc.  By  F.  Edward  Hulme,  F.  1^ 
S.,  F.  S.  A.,  Art-Master  Marlborough  College.  Illustrated  by  300 
examples.     Small  quarto 13*75 

JERVIS.— Railroad  Property : 

A  Treatise  on  the  Construction  and  Management  of  Railways; 
designed  to  afford  useful  knowledge,  in  the  popular  style,  to  the 
holders  of  this  class  of  property ;  as  well  as  Railway  Managers,  Offi- 
cers, and  Agents.  By  John  B.  Jervis,  late  Civil  Engineer  of  the 
Hudson  River  Railroad,  Croton  Aqueduct,  etc.    i2mo.,  cloth       |2.oo 

KEENE. — A  Hand-Book  of  Practical  Gauging: 

For  the  Use  of  Beginners,  to  which  is  added  a  Chapter  on  Distilla* 
tion,  describing  the  process  in  operation  at  the  Custom-House  for 
ascertaining  the  Strength  of  Wines.  By  James  B.  Keene,  of  H.  M. 
Customs.     8vo.  .         .         .         .         .         .         .         .         $1-2$ 

KELLEY.— Speeches,  Addresses,  and  Letters  on  Industrial  and 
Financial  Questions : 
By  Hon.  William  D.  Kelley,  M.  C.     544  pages,  8vo.  .        I3.00 

KELLOGG. — A  New  Monetary  System  : 

The  only  means  of  Securing  the  respective  Rights  of  Labor  and 
Property,  and  of  Protecting  the  Public  from  Financial  Revulsions. 
By  Edward  Kellogg.  Revised  from  his  work  on  "Labor  and 
other  Capital."  With  numerous  additions  from  his  mTin^rript 
Edited  by  Mary  Kellogg  Putnam.  Fifth  edition.  To  which  is 
added  a  Biographical  Sketch  of  the  Author.     One  volume,  lamo. 

Paper  cover $1.00 

Bound  in  cloth 1.5<^ 

JCEMLO.— Watch-Repairer's  Hand-Book : 

Being  a  Complete  Guide  to  the  Young  Beginner,  in  Taking  Apart, 
Putting  Together,  and  Thoroughly  Cleaning  the  English  Lever  and 
other  Foreij^n  Watches,  and  all  American  Watches.  By  F.  Kemlo, 
Practical  Watchmaker.     With  Illustrations.     i2mo.  .        Jii.25 
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KENTISH.— A  Treatise  on  a  Box  of  Instnii^^ 

And  the  Slide  Rule ;  with  the  Theory  of  Trigonometry  and  Lc^ 
rithros,  including  Practical  Geometiy,  Sonreying^Mcasoring  of  Tim- 
ber, Ca»k  and  Malt  Gauging,  Heights,  and  Distances.  By  ThomAS 
Kentish.     In  one  volume.     i2mo.  ....         $1-2$ 

KERL.— The  Assayer*s  Manual: 
An  Abridged  Treatise  on  the  Docimastic  Examination  of  Ores,  and 
Furnace  and  other  Artificial  Products.  By  Bruno  Ke&l,  Professor 
in  the  Royal  School  of  Mines;  Member  of  the  Royal  Technical 
Oimmi^sion  for  the  Industries,  and  of  the  Imperial  Patent-Office, 
Berlin.  Translated  from  the  German  by  William  T.  Brannt, 
Graduate  of  the  Royal  Agricultural  College  of  £ldena,  Prussia. 
Edited  by  William  H.  Wahl,  Ph.  D.,  Secretary  of  the  Franklin 
Institute,  Philadelphia.     Illustrated  by  sixty-five  engravings.    Svo. 

KINGZETT — The  History,  Products,  and  Processes  ef  the 
AlkaU  Trade : 
Including  the  most  Recent  Improvements.     By  Charles  Thomas 
KiNGZETT,  Consulting  Chemist.    With  23  illustrations.    Svo.       $2.y) 

KINSLEY. — Self-Instructor  o&  Lumber  Survejrin^ : 

For  the  Use  of  Lumb;er  Manufacturers,  Surveyors,  and  Teachers, 
By  Charles  Kinsley,  Practical  Surveyor  and  Teacher  of  Surveying. 
"2">o ^2.00 

KIRK.— The  Founding  of  Metals : 

A  Practical  Treatise  on  the  Melting  of  Iron,  with,  a  Description  of  the 
Founding  of  Alloys ;  also,  of  all  the  Metals  and  Mineral  Substances 
used  In  the  Art  of  Founding.  Collected  from  original  sources.  Bt 
Edward  Kirk,  Practical  Foundryman  and  Chemist.  Illustrated. 
Third  edition.    8vo. /2.50 

KITTREDGE.— The    Compendium   of    Art:hitectural    Sheet- 
Metal  Work : 

Profusely  Illustrated.  Embracing  Rules  and  Directions  for  Estimates, 
Items  of  Cost,  Nomenclature,  Tables  of  Brackets,  Modillions,  Den- 
.*  Ij"".^f^*»  Stop-Blocks,  Frieze  Pieces,  etc.  Architect's  Specifica. 
^*?j  J  u  J*^  Tin-Roofing,  Galvanized  Iron,  etc.,  etc  To  which  i$ 
added  the  Exemplar  of  Architectural  Sheet-Metal  Work,  containing 
details  of  the  Centennial  Buildings,  and  other  important  Sheet-Metal 
Work,  Designs  and  Prices  of  Architectural  Ornaments,  as  manufao^ 
tured  for  the  Trade  by  the  Kittredge  Cornice  and  Ornament  Com- 
pany, and  a  Catalogue  of  Cornices,  Window-Caps,  Mouldincs.etCi  as 
manufactured  by  the  Kiitredge  Cornice  and  Ornament  Company. 
The  whole  supplemented  by  a  full  Index  and  Table  of  ContenU.  By 
A.  O.  Kittredge.    8vo.,  565  pages  ..... 

LANDRIN.--A  Treatise  on  Steel: 
I'nTuir^B?  J^'S'"?,'  Metallurgy,  Properties,  Practical  Working, 
from  the  vfl^'  ^' S'  ^-ANDRIN,  Jr„  Civil  Engineer.     Translated 

SuTer  with  .'  ""a '^  ^^'^^'  ^y  ^-  A-  ^^^^-^^  ^^«"i«t  and  En- 
cesses  for  Mam,fW«»^P*''*^''^  ""  ^^^  Bessemer  and  the  Martin  Pro- 
cesses tor  Manufacturing  Steel,  from  the  Report  of  Abram  S.  HewiU 


HENRY  CAREY  BAIRD  &  CO.'S  CATALOGUE,  17 


United  States  Commissioner  to  the  Universal  Exposition,  Paris,  1867. 
l2mo.        ...........        $3'O0 

LARDEN.— A  School  Course  on  Hemt : 

By  W.  Larden,  M.  A.    321  pp.  izmo j^i.oo 

LARDNER.— The  Steam-Engine: 

For  the  Use  of  Beginners.    By  Dr.  Lardner.   Illustrated.    i2mo. 

75 
LARKIN.—The  Practical  Brass  and  Iron  Pounder's  Guide: 

A  Concise  Treatise  on  Brass  Founding,  Moulding,  the  Metals  And 

their  Alloys,  etc. ;  to  which  are  added  Recent  Improvements  in  ihe 

Manufacture  of  Iron,  Steel  by  the  Bessemer  Process,  etc.,  etc.     By 

James  Larkin,  late  Conductor  of  the  Brass  Foundry  Department  ii; 

Keany,  Neafie  &  Co.'s  Penn  Works,  Philadelphia.     Fifth  edidun, 

revised,  with  extensive  additions.     i2mo.  •        .        .        $2.2$ 

I^ROUX.— A  Practical  Treatise  on  the  Manufacture  of 
Worsteds  and  Carded  Yams : 
Comprising  Practical  Mechanics,  with  Rules  and  Calculations  applied 
to  Spinning ;  Sorting,  Cleaning,  and  Scouring  Wools ;  the  English 
and  French  Methods  of  Combing,  Drawing,  and  Spinning  Worsteds, 
and  Manufacturing  Carded  Yarns.  Translated  from  the  French  of 
Charles  Leroux,  Mechanical  Engineer  and  Superintendent  of  a 
Spinning-Mill,  by  Horatio  Paine,  M.  D.,  and  A.  A.  Fesquet, 
Chemist  and  Engineer.  Illustrated  by  twelve  large  Plates.  To  which 
is  added  an  Appendix,  containing  Extracts  from  the  Reports  of  the 
.  International  Jury,  and  of  the  Artisans  selected  by  the  Committee 
appointed  by  the  Council  of  the  Society  of  Arts,  London,  on  Woolen 
and  Worsted  Machinery  and  Fabrics,  as  exhibited  in  the  Paris  Uni- 
versal Exposition,  1 867.    8vo.  ^5.00 

LBFFEL;— The  Construction  of  Mill-Dams : 
Comprising  also  the  Building  of  Race  and  Reservoir  Embankments 
and  Head-Gates,  the  Measurement  of  Streams,  Gauging  of  Water 
Supply;  etc.     By  James  Leffel  &  Co.    Illustrated  by  58  engravings. 
8vo.  .         .         .        - $2^30 

LESLIE.— Complete  Cookery: 
Directions  for  Cookery  in  its  Varioijs  Branches.     By  MiSs  LESLiit. 
Sixtieth  thoasand.     Thoroughly  revised,  with  the  addition  of  New 
Receipts.     In>  i2mo.,  cloth |(l*50 

LIEBER.—Assayer's  Guide  : 
Or,  Practical  Directions  to  Assayers,  Miners,  and  Smelters,  for  the 
Tests  and  Assays,  by  Heat  and  by  Wet  Processes,  for  the  Ores  of  all 
the  principal  Metals,  of  Gold  and  Silver  Coins  and  Alloys,  and  of 
Coal,  etc.     By  OsCAR  M.  LiEBER.     i2mo.         .         .         .         ^1*25 

I/OVE.— The  Art  of  Dyeing,  Cleaning,  Scouring,  and  Finish* 
ing,  on  the  Most  Approved  English  and. French  Methods: 
Being  Practical  Instructions  in  Dyeing  Silks,  Woolens,  and  Cottons, 
Feathers,  Chips,  Straw,  etc.  Scouring  and  Cleaning  Bed  and  Win- 
dow Curtains,  Carpels,  Rugs,  etc.  French  and  English  Cleaning, 
any  Color  oc  Fabric  of  Silk,  Satin,  or  Damask.  By  Thomas  Love, 
a  Working  Pycr  and  Scourer.     Second  American  Edition*  to  which 
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are  added  General  Instructions  for  the  use  of-AniUhe  Colors.  Sva 
343  pages ^c.ocj 

LUKIN. — Amongst  Machines: 

Embracing  Descriptions  of  the  various  Mechanical  Appliances  used 

,    in  ihe  Manufacture  of  Wood,  Metai,  and  other  Subbtances.    i2mo. 

1UKIN.— The  Boy  Engineers:  ^'*^^ 

What  They  Did,  and  How  They  Did  IL     With  30  plates.    i8mo. 

LUKIN.— The  Young  Mechanic «  ^' -75 

Practical  Carpentry.  Containing  Directions  for  the  Use  of  all  kinds 
of  Tools,  and  for  Construction  of  Steam- Engines  and  Mechanical 
Models,  including  the  Art  of  Turning  in  Wood  and  Metal.  By  John 
XUKIN,  Author  of  "The   Lathe   and    Its  Uses,"  etc.     Illustrated. 

12^0 ^p,.-; 

MAIN  and  BROWN.— Questions  on  Subjects  Connected  with 

the  Marine  Steam-Engine ; 

And    Examination    Papers;    with    Hints    for    their   Solution,     By 

Thomas  J.  Main,  Professor  of  Mathematics,  Royal  Naval  College, 

and  Thomas  Brown,  Chief  Engineer,  R.  N.    i2mo.,  cloth  .       1^1.50 

MAIN  and  BROWN.— The  Indicator  and  Dynamometer: 
With  their  Practical  Applications  to  the  Steam-Engine.     By  Thomas 
J.  Main,   M.  A.  F.  R.,  Ass't   S.   Professor   Royal   Naval  College, 
Portsmouth,  and  Thomas  Brown,  Assoc.  Inst.  C.  E.,  Chief  Engineer 
R.  N.,  attached  to  the  R.  N.  College.     Illustrated.     8vo.  .         ^i  co 

MAIN  and  BROWN.— The  Marine  Steam-Engine. 

By  Thomas  J.  Main,  F.  R.  Ass't  S.  Mathematical  Professor  at  the 
Royal  Naval  College,  Portsmouth,  and  Thomas  Brown,  Assoc. 
Inst.  C.  E.,  Chief  Engineer  R.  N.  Attached  to  (he  Royal  Naval 
College.     With  numerous  illustrations.    8vo.      .         ,         .         j$5.oo 

MARTIN.— Screw-Cutting  Tables,  for  the  Use  of  Mechanical 
Engineers : 
Showing  the  Proper  Arrangement  of  Wheels  for  Cutting  the  Threads 
of  Screwsof  any  Required  Pitch ;  with  a  Table  for  Making  the  Uni- 
versal Gas- Pipe  Thread  and  Taps.     By  W.  A.  Martin,  Engineer. 

8vo 50 

MICHELL.— Mine  Drainage: 

Being  a  Complete  and  Practical  Treatise  on  Direct-Acting  Under* 
ground  Steam  Pumping  Machinery.  With  a  Description  of  a  large 
number  of  the  best  known  Engines,  their  General  Utility  and  the 
Special  Sphere  of  their  Action,  the  Mode  of  their  Application,  and 
their  Merits  compared  with  other  Pumping  Machinery.  By  Stephen 
MiCHELL.    Illustrated  by  137  engravings.    8vo.,  277  pages  .       $6.00 

MOLESWORTH.— Pocket-Book    of    Useful    Formulae     and 
Men^oranda  for  Civil  and  Mechanical  Engineers. 
By  Guilford  L.  Molesworth,  Member  of  the  Institution  of  Civil 
Engineere,  Chief  Resident  Engineer  of  the  Ceylon  Railway.     Full- 
bound  in  Pocket-book  form ;$i.oo 
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MOORE.— The  Universal  Assistant  and  the  Cosiplete  Me» 
chanic : 
Containing  over  one  million  Industrial  Facts,  Calculations,  Recei))(8, 
Processes,  Trades  Secrets,  Rules,  Business  Forms,  Legal  Items,  Etc., 
in  every  occupation,  from  the  Household  to  the  Manufactory.  By 
R.  Moore.     Illustrated  by  500  Engravings.     i2mo.  .        $2.50 

Morris, — Easy  -Rules  for  the  Measurement  of  Earthworks : 
By  means  of  ^  the  Prismoic^al  Formula.  Illustrated  with  Numerous 
Wood-Cuts,  Problems,  and  Examples,  and  concluded  by  an  Exten- 
sive Table  for  finding  the  Solidity  in  cubic  yards  from  Mean  -Areas. 
The  whole  being  adapted  for  convenient  use  by  Engineers,  Surveyors, 
Contractors,  and  others  needing  Correct  Measurements  of  Earthwork. 
By  El  WOOD  Morris,  C.  E.    8vo.    .        .        .        .        .        $1.50 

MORTON. — The  System  of  Calculating  Diameter,  Circumfer- 
ence, Area,  and  Squaring  the  Circle : 
Together  with  Interest  and  Miscellaneous  Tables,  and  other  informa- 
tion.    By  James   Morton.      Second  Edition,  enlarged,  with  the 
Metric  System.     i2mo.    • $1.00 

NAPIER.— Manual  of  Electro- M etallutgy : 

Including  the  Application,  of  the  Art  to  Manufacturing  Processes. 
By  James  Napier.  Fourth  American,  from  the  Fourth  London 
edition,  revised. and  enlarged.     Illustrated  by  engravings.  8vo.  $i.SQ 

NAPIER.— A  System  of  Chemistry  Applied  to  Dyeing. 

By  James  Napier,  F.  C.  S.  A  New  and  Thoroughly  Revised  EtJi- 
tion.  Completely  brought  up  to  the  present  state  of  the  Science, 
including  the  Chemistry  of  Coal  Tan  Colors,  by  A.  A.  Fesquet, 
Chemist  and  Engineer.  With  an  Appendix  on  Dyeing  and  Calico 
Printing,  as  shown  at  the  Universal  Exposition,  Paris,  1867.  Illus- 
trated. 8vo.  422  pages       .......        $5.00 

NEVILLE.— Hydraulic  Tables,  Coefficients,  and  Formulae,  for 
finding  the  Discharge  of  Water  from  Orifices,  Notches, 
Weirs,  Pipes,  and  Rivers : 
Third  Edition,  with  Additions,  consisting  of  New  Formulas  for  the 
Discharge  from  Tidal  and  Flood  Sluices  and  Siphons;  general  infor- 
mation on  Rainfall,  Catchment-Basins,  Drainage,  Sewerage,  Waier 
Supply  for  Towns  and  Mill  Power.  By  Iohn  Neville.  C.  E.  M  R. 
I.  A. ;  Fellow  of  the  Royal  Geological  Society  of  Ireland.  Thick 
I2mo $350 

NEWBERY. — Gleanings  from  Ornamental  Art  of  eveiy 
style; 
Drawn  from  Examples  in  the  British,  South  Kensington,  Indian, 
Crystal  Palace,  and  other  Museums,  the  Exhibitions  of  185 1  and 
1862,  and  the  best  Engtish  and  Foreign  works.  In  a  series  of  100 
exquisitely  drawn  Plates,  containing  many  hundred  examples.  By 
Robert  Newbery.   4to.  .        .        .        .        .        .      ;^i2.jo 

NICHOLLS.— The  Theoretical  and  Practical  Boiler- Maker  and 
Engineer's  Reference  Book: 

Containing  a  variety  of  Useful  Information  for  Employers  of  Labor. 
Foremen  and  Working  Boiler- Makers.  Iron,  Copper,  and  Tinsmiths^ 
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Drattghttmen,  Engineers,  the  General  Steam- using  Public,  and  for  the 
Uie  of  Science  Schools  and  Classef.     By  SamU£L  Nxholls.     Illus- 

trnted  by  sixteen  plaitrs,  i2nio. ^2.50 

NICHOLSON.— A  Manual  of  the  Aft  of  Bookbmdinir : 

Containing  full  insiruciions  in  the  different  Branches  of  Forwarding^ 
Gilding,  and  Finishing.  Also,  the  Art  of  Marbling  Book-edges  and 
Paper.     By  James  B.  Nicholson.    Illustiated.  lamo.,  cloth     ^2.25 

NICOLLS.— The  Railway  Builder: 
A  Hand-Book  for  Estimating  the  Probable  Cost  of  American  Rail- 
way Construction  and  Equipment.     By  William  J.  NicoLLS,  Civil 
Engineer.   Illustrated,  full  bound,  pocket-book  form  .         ^2.00 

NORMANDY.—The  Commercial  Handbook  of  Chemical  An- 
alysis : 
Or  I'ractical  Instructions  for  the  Determination  of  the  Intrinsic  or 
Commercial  Value  of  Substances  used  in  Manufactures,  in  Trades, 
and  in  the  Arts.  By  A.  Normandy.  New  Edition,  Enlarged,  and 
to  a  great  extent  rewriUen.  By  Henry  M.  Noad,  Ph.D.,  F.R.S., 
thick  i2mo ^5.00 

NORRIS.— A  Handbook  for  Locomotive  Engineers  and  Ma> 
chinists : 
Comprising  the  Proportions  and  Calculations  for  Constructing  Loco. 
motives;  Manner  of  Setting  Valves;  Tables  of  Squares,  Cubes,  Areas, 
etc.,  etc.  By  Septimus  Norris,  M.  E.  New  edition.  Illustrated, 
l2mo ^1.50 

NYSTROM. — A  New  Treatise  on  Elements  of  Mechanics : 
Establishing  Strict  Precision  in  the  Meaning  of  Dynamical  Terms : 
accompanied  with  an  Appendix  on  Duodenal  Arithmetic  and   Me- 
trology.    By  John  W.  Nystrom,  C.  E.     Illustrated.     8vo.       #2.00 

K y STROM. — On  Technological  Education  and  the  Construc- 
tion of  Ships  and  Screw  Propellers : 
For  Naval  and  Marine  Engineers.     By  John  W.  Nystrom,  late 
Acting  Chief  Engineer,  U.  S.  N.     Second  edition,  revised,  with  addi- 
tional matter.     Illustrated  by  seven  engravings.     i2rao.     .         ^1.50 

0'NEILL.~A  Dictionary  of  Dyeing  and  Calico  Printing: 
Containing  a  brief  account  of  all  the  Substances  and  Processes  in 
use  in  the  Art  of  Dyeing  and  Printing  Textile  Fabrics ;  with  Practical 
Receipts  and  Scientific  Information.  By  Charles  O'Neill,  Analy- 
tical Chemist.  To  which  is  added  an  Essay  on  Coal  Tar  Colors  and 
their  application  to  Dyeing  and  Calico  Printing.  By  A.  A.  Fesquet, 
Chemist  and  Engineer.  With  an  appendix  on  Dyeing  and  Calico 
Printing,  as  shown  at  the  Universal  Exposition,  Paris,  1867.  8vo., 
491  pages i^S-oo 

ORTON. — Underground  Treasures'. 

How  and  Where  to  Find  Them.  A  Key  for  the  Ready  Determination 
of  all  the  Useful  Minerals  within  the  United  States.  By  James 
Orton,  A.M.,  Late  Professor  of  Natural  History  in  Vassar  College, 
N.  Y.;  Cor.  Mem.  of  the  Academy  of  Natural  Sciences,  Philadelphia, 
and  of  the  Lyceum  of  Natural  History,  New  York ;  author  of  the 
"Andes  and  the  Amazon,"  etc.  A  New  Edition,  with  Additions. 
Illustrated $1.50 
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OSBORN.— The  Metallurgy  of  Iron  and  Steel  : 

Theoretical  and  Practical  in  all  its  Branches ;  with  special  reference 
to  American  Materials  and  Processes.  By  H.  S.  OjBORN,  LL.  D., 
Professor  of  Mining  and  Metallurgy  in  Lafayette  College,  Easton, 
Pennsylvania.  Illustrated  by  numerous  large  folding  plates  and 
wood-engravings.     8vo.  ......         $25.00 

OSBORN. — A  Practical  Manual  of  Minerals,  Mines  and  Min- 
ing: 
Comprising  the  Physical  Properties,  Geologic  Positions,  Local  Occur- 
rence and  Associations  of  the  Useful  Minerals ;  their  Methods  of 
Chemical  Analysis  and  Assay:  together  with  Various  Systems  of 
Excavating  and  Timbering,  Brick  and  Masonry  Work,  during  Driv- 
ing, Lining,  Bracing  and  other  Operations,  etc.  By  Prof.  H.  S. 
OsBORN,  LL.  D.,  Author  of  the  "  Metallurgy  of  Iron  and  Steel." 
Illustrated  by  163  Engravings  from  Original  Drawings.  8vo.  (In 
Press.) $  , 

OVERMAN.— The  Manufacture  of  Steel : 
Containing  the  Practice  and  Principles  of  Working  and  Making  Steel. 
A  Handbook  for  Blacksmiths  and  Workers  in  Steel  and  Iron,  Wagon 
Makers,  Die  Sinkers,  Cutlers,  and  Manufacturers  of  Files  and  Hard- 
ware, of  Steel  and  Iron,  and  for  Men  of  Science  and  Art.  By 
Frederick  Overman,  Mining  Engineer,  Author  of  the  "  Manu- 
facture of  Iron,*'  etc.  A  new,  enlarged,  and  revised  Edition,  By 
A.  A.  Fesquet,  Chemist  and  Engineer.     i2mo.         .         .        $1.50 

OVERMAN.— The  Moulder's  and  Founder's  Pocket  Guide  : 
A  Treatise  on  Moulding  and  Founding  in  Green-sand,  Dry-sand,  Loam, 
and  Cement;  the  Moulding  of  Machine  Frames,  Mill-gear,  Hollow- 
ware,  Ornaments,  Trinkets,  Bells,  and  Statues ;  Description  of  Moulds 
.  for  Iron,  Bronze,  Brass,  and  other  Metals ;  Plaster  of  Paris,  Sulphur, 
Wax,  etc. ;  the  Construction  of  Melting  Furnaces,  the  Melting  and 
Founding  of  Metals ;  the  Composition  of  Alloys  and  their  Nature, 
etc.,  etc.  By  Frederick  Overman,  M.  E.  A  new  Edition,  to 
which  is  added  a  Supplement  on  Statuary  and  Ornamental  Moulding, 
Ordnance,  Malleable  Iron  Castings,  etc.  By  A.  A.  Fesquet,  Chem- 
ist and  Engineer.     Illustrated  by  44  engravings.     i2mo.    .         ^2.O0 

PAINTER,  GILDER,  AND  VARNISHBR'S  COMPANION; 
Containing  Rules  and  Regulations  in  everything  relating  to  the  AnS 
of  Painting,  Gilding,  Varnishing,  Glass- Staining,  Graining,  Marbling, 
Sign-Writing,  Gilding  on  Glass,  and  Coach  Painting  and  Varnishing; 
Tests  for  the  Deteciion  of  Adulterations  in  Oils,  Colors,  etc.;  and  a 
Statement  of  the  Diseases  to  which  Painters  are  peculiarly  liable,  with 
the  Simplest  and  Best  Remedies.  Sixteenth  Edition.  Revised,  with 
an  Appendix.  Containing  Colors  and  Coloring — ^Theoretical  and 
Practical.  Comprising  descriptions  of  a  great  variety  of  Additional 
Pigments,  their  Qualities  and  Uses,  to  which  are  added.  Dryers,  and 
Modes  and  Operations  of  Painting,  etc.  Together  with  Chevreul's 
Principles  of  Harmony  and  Contrast  of  Colors.  i2mo.     Cloth     $1.50 

PALLETT. — The  Miller's,  Millwright's,  and  Engineer's  Guide. 
By  Henry  Pallett.    Illustrated.     i2mo.       .        ,        .        ^{(3.00 
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PERCY. — The  Manufacture  of  Russian  Sheet- Iron. 

By  John  Percy,  M.  D.,  F.  R.  S.,  Lecturer  on  Meiallurgy  at  the 
Royal  School  of  Mines,  and  to  The  Advance  Class  of  Artillery 
Oflficers  at  the  Royal  Artillery  Institution,  Woolwich;  Author  of 
"  Metallurgy."  With  Illustrations.     8vo.,  paper       .         .         50  cts. 

PERKINS.— Gas  and  Ventilation : 
Practical  Treatise  on  Gas  and  Ventilation.     With  Special  Relation 
to  Illuminating,  Heating,  and  Cooking  by  Gas.     Including  Scientific 
Hel|^  to  Engineer-students  and  others.     With  Illustrated  Diagrams. 
By  E.  E.  Perkins.     i2mo.,  cloth iJi.25 

PERKINS  AND  STOWE.— A  New  Guide  to  the  Sheet-iron 
and  Boiler  Plate  Roller : 
Containing  a  Series  of  Tables  showing  the  Weight  of  Slabs  and  Piles 
to  Produce  Boiler  Plates,  and  of  the  Weight  of  Piles  and  the  Sizes  of 
Bars  to  produce  Sheet-iron;  the  Thickness  of  the  Bar  Gauge 
in  decimals ;  the  Weight  per  foot,  and  the  Thickness  on  the  Bar  or 
Wire  Gauge  of  the  fractional  parts  of  an  inch;  the  Weight  per 
sheet,  and  the  Thickness  on  the  Wire  Gauge  of  Sheet-iron  of  various 
dimensions  to  weigh  112  lbs.  per  bundle;  and  the  convei'sion  of 
Short  Weight  into  Long  Weight,  and  Long  Weight  into  Short. 
Estimated  and  collected  by  G.  H.  Perkins  and  J.  G.  Stowe.  JJ2.50 

POWELL— CHANCE— HARRIS.— The   Principles  of  Glass 

Making. 

By  Harry  J.  Powell,  B.  A.  Together  with  Treatises  on  Crown  and 

Sheet  Glass;  by  Henry  C«ance,  M.  A.     And  Plate  Glass,  by  H. 

G.  Harris,.  Asso.  M.  Inst.  C.  £.    Illustrated  i8mo.  .        t^i.50 

PROCTOR.— A  Pocket-Book  of  Useful  Tables  and  Formulae 
for  Marine  Engineers : 
By   Frank   Proctor.     Second    Edition,   Revised  and   Enlarged. 
Full -bound  pocket-book  form jfi-SO 

REGNAULT.— Elements  of  Chemistry: 

By  M.  V.  Regnault.  Translated  from  the  French  by  T.  Forrest 
Betton,  M.  D.,  and  edited,  with  Notes,  by  James  C.  Booth,  Melter 
and  Refiner  U.  S.  Mint,  and  William  L.  Faber,  Metallurgist  and 
Mining  Engineer.  Illustrated  by  nearly  700  wood -engravings.  Com- 
prising nearly  1,500  pages.     In  two  volumes,  8vo.,  cloth   .        l»7-5o 

RICHARDS.— Aluminium : 

Its  History,  Occurrence,  Properties,  Metallurgy  and  Applications, 
including  its  Alloys.  By  Joseph  W.  Richards,  A.  C,  Chemist  and 
Practical  Metallurgist,  Member  of  the  Deutsche  Chemische  Gesell- 
schaft.     Illustrated  by  16  engravings.     12  mo.     346  pages         $2.50 

RIFFAULT,  VERGNAUD,  and  TOUSSAINT.— A  Practical 
Treatise  on  the  Manufacture  of  Colors  for  Painting : 
Comprising  the  Origin,  Definition,  and  Classification  of  Colors;  the 
Treatment  of  the  Raw  Materials ;  the  best  Formulae  and  the  Newest 
Processes  for  the  Preparation  of 'every  description  of  Pigment,  and 
the  Necessary  Apparatus  and  Directions  for  its  Use;  Dryers;  the 
Testing,  Application,  and  Qualities  of  Paints,  etc.,  etc.  By  MM. 
Riffault,  Vergnaud,  and  Toussaint.     Revised  and  Edited  by  M. 
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F.  Malepeyre.  Translated  from  the  French,  by  A.  A.  Fesquet; 
Chemist  and  Engineer.  Illustrated  by  Eighty  engravings.  In  one 
vol.,  8vo.,  659  pages ^7*5^ 

ROPER. — A  Catechism  of  High- Pressure,  or  Non-Condensing 
Steam -Engines : 
Including  the  Modelling,  Constructing,  and  Management  of  Steam- 
Engines  and  Steam  Boilers.  With  valuable  illustrations.  By  Ste- 
phen Roper,  Engineer.  Sixteenth  edition,  revised  and  enlarged. 
i8mo.,  tucks,  gilt  edge $2.00 

ROPER.— Engineer's  Handy- Book: 

Containing  a  full  Explanation  of  the  Steam-Engine  Indicator,  and  its 
Use  and  Advantages  to  Engineers  and  Steam  Users.  With  Formulae 
/or  Estimating  the  Power  of  all  Classes  of  Steam-Engines ;  also. 
Facts,  Figures,  Questions,  and  Tables  for  Engineers  who  wish  to 
qualify  themselves  for  the  United  States  Navy,  the  Revenue  Service, 
the  Mercantile  Marine,  or  to  take  charge  of  the  Better  Class  of  Sta- 
tionary Steam-Engines.  Sixth  edition.  i6mo..  690  pages,  tucks, 
gilt  edge     .       .         .        .         .         .         .         .         .         .        $3.50 

ROPER. — Hand-Book  of  Land  and  Marine  Engines  : 

Including  the  Modelling,  Construction,  Running,  and  Management 
of  Lant*  and  Marine  Engines  and  Boilers.  With  illustrations.  By 
Stephen  Roper,  Engineer.    Sixth  edition.     i2mo.,ti'cks,  gilt  edge. 

ROPER.— Hand-Book  of  the  Locomotive : 

Including  the  Construction  of  Engines  and  Boilers,  and  the  Construc- 
tion, Management,  and  Running  of  Locomotives.  By  Stephen 
Roper.     Eleventh  edition.     i8mo.,  tucks,  gilt  edge  .        $2.50 

ROPER. — Hand-Book  of  Modern  Steam  Fire- Engines. 

With  illustrations.  By  STEPHEN  RoPER,  Engineer.  Fourth  edition, 
i2mo.,  tucks,  gilt  edge ^3>50 

ROPER. — Questions  and  Answers  for  Engineers. 

This  little  book  contains  all  the  Questions  that  Engineers  will  be 
asked  when  Hndergoing  an  Examination  for  the  purpose  of  procuring 
Licenses,  and  they  are  so  plain  that  any  Engineer  or  Fireman  of  or- 
dinary intelligence  may  commit  them  to  memory  in  a  short  time.  By 
Stephen  Roper,  Engineer.     Third  edition       .        .        .        l3-oo 

ROPER. — Use  and  Abuse  of  the  Steam  Boiler. 
By  Stephen  Roper,  Engineer.     Eighth  edition,  with  illustrations. 
i8mo.,  tucks,  gilt  edge $2,00 

ROSE. — The  Complete  Practical  Machinist : 

Embracing  Lathe  Work,  Vise  Work,  Drills  and  Drilling,  Taps  and 
Dies,  Hardening  and  Tempering,  the  Making  and  Use  of  Tools, 
Tool  Grinding,  Marking  out  Work,  etc.  By  JosHUA  Rose.  Illits- 
trated  by  356  engravings.  Thirteenth  edition,  thoroughly  revised 
and  in  great  part  rewritten.     In  one  vol.,  i2mo.y  439  pages       ^2.50 

ROSE.— Mechanical  Drawing  Self-Taught: 

Comprising  Instructions  in  the  Selection  and  Preparation  of  Drawing 
Instruments,  Elementaiy  Instruction  in  Practical  Mechanical  Draw- 
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ing,  together  with  Examples  in  Simple  Geometry  ami  Elementary 
Mechanism,  including  Screw  Threads,  Gear  WheeU,  Mechanical  Mo- 
tions, Ei^nes  and  Boilers.  By  Joshua  Rose,  M.  E.,  Author  of 
**  The  ComfJete  Practical  Machinist,'*  **  The  P^Uem-raakcr's  Assist- 
ant," **  The  Slide-valve.*'     Illustrated  by  jjo  engravings    8vo.,  313 

pag« ^4joo 

K08E.— The  Slide- Valve  Practically  Explained: 

Embracing  simple  and  complete  Practical  Demonstrations  of  the 
oixrration  of  each  element  in  a  Slide- valve  Movement,  and  illustrating 
the  eflTects  of  Variations  in  iheir  Proportions  by  examples  carefully 
selected  from  the  most  recent  and  successful  practice.  By  Joshl'A 
Rose,  M.  E.,  Author  of  "The  Complete  Practical  Machinist,"  «  The 
Pattern -maker*s  AssisUnt,"  etc.     Illustrated  by  35  engravings    $ijcm 

ROSS.--The  Blowpipe  in  Chemistry,  Mineralogy  and  Geology : 

Containing  all  Known  Methods  of  Anhydrous  Analysis,  many  Work- 
ing Examples,  and  Instructions  for  Making  Apparatus.  By  Liect.- 
Colonel  W.  A.  Ross,  R.  A.  F.,  G.  S.  With  120  lUustrations. 
i2mo ^i-SO 

8H AW.— Civa  Architectoie : 

Being  a  Complete  Theoretical  and  Practical  Sjrstem  of  Building,  con- 
taining the  Fundamental  Principles  of  the  Art.  By  Edw.^rd  Shaw, 
Architect  To  which  is  added  a  Treatise  on  Gothic  Architecture,  etc:. 
By  Thomas  W.  Silloway  and  George  M.  Harding,  Architects. 
The  whole  illustrated  by  102  quarto  plates  finely  engraved  on  copper. 

Eleventh  edition.    4to $10.00 

8HUNK. — A  Practical  Treatise  on  Railway  Carves  and  Loca- 
tion, for  Young  Engineers. 
By  William  F.  Shunk,  Civil  Engineer.    i2mo.    Full  bound  pocket- 
l)ook  form $2.00 

SLATER.— The  Manual  of  Colors  and  Dye  Wares. 

By  J.  W.  Slater.     i2mo fa-75 

SLOAN. — Am<:rican  Houses: 

A  variety  of  Original  Designs  for  Rural  Buildings.     XHustrated  by 
twenty-six  colored  Engravings,  with  Descriptive  References.      By 
Samuel  Sloan,  Architect,  author  of  the  "  Model  Architect,"  etc. 
etc.    8vo. $i-5o 

SLOAN. — Homestead  Architecture : 

Containing  Forty  Deigns  for  Villas,  Cottages,  and  Farm-houses,  with 
Essays  on  Style,  Construction,  Landscape  Gardening,  Furniture,  etc., 
etc.  Illustrated  by  upwards  of  200  engravings.  By  Samuel  Sloan, 
Architect.     8vo $Z-S^ 

JBMEATON. — Builder's  Pocket-Companion: 

Containing  the  Elements  of  Building,  Surveying,  and  Architecture ; 
with  Practical  Rules  and  Instructions  connected  with  the  subject.  By 
A.  C.  Smeaton,  Civil  Engineer,  etc.    i2mo.      .         .         .         ^(1.50 

SMITH. — A  Manual  of  Political  Economy. 

By  E.  Peshine  Smith.  A  new  Edition,  to  which  is  added  a  full 
Index.     i2mo. ^i'25 
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SMITH. — Parks  and  Pleasure-Grounds: 

Or  Practical  Notes  on  Country  Residences,  Villas,  Public  Parks,  and 
Gardens.  By  Charles  H.  J.  Smith,  Landscape  Gardener  and 
Garden  Architect,  etc.,  etc.     i2nio.  ....        jji2.oo 

SMITH.— The  Dyer's  Instructor : 
Comprising  Practical  Instructions  in  the  Art  of  Dyeing  Silk,  Cotton, 
Wool,  and  Worsted,  and  Woolen  Goods;  containing  nearly  800 
Receipts.  To  which  is  added  a  Treatise  on  the  Art  of  Padding;  and 
the  Printing  of  Silk  Warps,  Skeins,  and  Handkerchiefs,  and  the 
various  Mordants  and  Colors  for  the  different  styles  of  such  work. 
By  David  Smith,  Pattern  Dyer.     i2mo.  .        .        .        j?3.oo 

SMYTH. — A  Rudimentary  Treatise  on  Coal  and  Coal-Mining. 
By  Warrington  W.  Smyth,  M.  A.,  F.  R.  G.,  President  R.  G.  S. 
of  Cornwall.     Fifth  edition,  revised  and  corrected.     With  numer- 
ous illustrations.     i2mo.  $^»7i 

SNIVELY. — A  Treatise  on  the  Manufacture  of  Perfumes  and 
Kindred  Toilet  Articles. 
By  John  H.  Snively,  Phr.  D.,  Professor  of  Analytical  Chemistry  in 
the  Tennessee  College  of  Pharmacy.     8vo.        .         .         .        $3.00 

SNIVELY.— Tables  for  Systematic  Qualitative  Chemical  Anal- 
ysis. 
By  John  H.  Snively,  Phr.  D.    8vo.        .        .        .        .        ;Pi.oo 

SNIVELY.— The  Elements  of  Systematic  Qualitative  Chemical 
Analysis : 
A  Hand-book  for  Beginners.    By  John  H.  Snively,  Phr.  D.    i6mo. 

$2.00 

STEWART.— The  American  System  : 

Speeches  on  the  Tariff  Question,  and  on  Internal  Improvements, 
principally  delivered  in  the  House  of  Representatives  of  the  United 
States.  By  Andrew  Stewart,  late  M.  C.  from  Pennsylvania. 
With  a  Portrait,  and  a  Biographical  Sketch.    8vo.      ,         .        J^3-0O 

STOKES.— The  Cabinet- Maker  and  Upholsterer's  Companion : 
Comprising  the  Art  of  Drawing,  as  applicable  to  Cabinet  Work; 
Veneering,  Inlaying,  and  Buhl- Work ;  the  Art  of  Dyeing  and  Stain- 
ing Wood,  Ivory,  Bone,  Tortoise-Shell,  etc.  Directions  for  Lacker- 
ing, Japanning,  and  Varnishing;  to  make  French  Polish,  Glues, 
Cements,  and  Compositions;  with  numerous  Receipts,  useful  to  work- 
men generally.  By  J.  Stokes.  Illustrated.  A  New  Edition,  with 
an  Appendix  upon  French  Polishing,  Staining,  Imitating,  Varnishing, 
etc.,  etc.    i2mo .      •  •        $^*^S 

STRENGTH  AND  OTHER  PROPERTIES  OF  METALS: 
Reports  of  Experiments  on  the   Strength  and  other  Properties  of 
Metals  for  Cannon.     With  a  Description  of  the  Machines  for  Toting 
Metals,  and  of  the  Classification  of  Cannon  in  service.     By  Officers 
of  the  Ordnance  Department,  U.  S.  Army.     By  authority  of  the  Secro 
tary  of  War.     Illustrated  by  2$  large  steel  plates.   Quarto  .       $10.00 

SULLIVAN.— Protection  to  Native  Industry. 
By  Sir  Edward  Sullivan,  Baronet,  author  of  "  Ten  Chapters  on 
Social  Reforms."     8vo *V-S<* 
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SYME.— Outlines  of  an  Industrial  Science. 

Bv  Daviu  Syme.     i2mo.  .         .  ...  $2.00 

TABLES     SHOWING     THE     WEIGHT      OF      ROUND, 
SQUARE,  AND  FLAT  BAR  IRON,  STEEL,  ETC., 

By  Measurement.     Cloih 63 

TAYLOR.— Statistics  of  Coal : 

Including  Mineral  Bituminous  Substances  employed  in  Arts  and 
Manufactures;  with  their  Geographical,  Geo  ogicai,  and  Commercial 
Distribution  and  Amount  of  Production  and  Consumption  on  the 
American  Continent.  With  Incidental  Statistics  of  the  Iron  Manu- 
facture. By  R.  C.  Taylor.  Second  edition,  revised  by  S.  S.  Halde- 
MAN.  Illustrated  by  five  Maps  and  many  wood  engravings.  8vo., 
cloth 510.00 

TEMPLETON.— The  Practical  Examinator  on  Steam  and  the 
Steam -Engine: 
With  Instructive  References  relative  thereto,  arranged  for  the  Use  of 
Engineers,  Students,  and  others.     By  William  Templeton.  En- 
gineer.    i2mo $1.25 

THAUSING. — The  Theory  and  Practice  of  the  Preparation  of 
Malt  and  the  Fabrication  of  Beer : 
With  especial  reference  to  the  Vienna  Process  of  Brewing.  Elab- 
orated from  personal  experience  by  Julius  E.  Thausing,  Professor 
at  the  School  for  Brewers,  and  at  the  Agricultural  Institute,  M5dling, 
near  Vienna.  Translated  from  the  German  by  William  T.  Brannt, 
Thoroughly  and  elaborately  edited,  with  much  American  matter,  and 
according  to  the  latest  and  most  Scientific  Practice,  by  A.  Schwarz 
and  Dr.  A.  H.  Bauer.  Illustrated  by  140  Engravings.  8vo.,  81^ 
pages        • $10.66 

THOMAS. — The  Modem  Practice  of  Photography: 

By  R.  W.  Thomas,  F.  C.  S.    8vo »- 

THOMPSON — Political  Economy.     With  Especial  Reference 
to  the  Industrial  History  of  Nations  : 
By  Robert  E.  Thompson,  M.  A.,  Professor  of  Social  Science  in  the 
University  of  Pennsylvania.      i2mo «I  co 

THOMSON.— Freight  Charges  Calculator:  '^ 

By  Andrew  Thomson,  Freight  Agent.     24mo.         .         .         ;^i  25 

TURNERS  (THE)  COMPANION: 

Containing  Instructions  in  Concentric,  Elliptic,  and  Ecc«ntric  Turn- 
iMg;    also  various   Plates  of  Chucks,  Tools,  and   Instruments;   and 

Krame'^Tat  Amif '  '""*  E^entric  Chucks,  and  Ellip.ical  Cutting 
4to.  /*"  A">«eur.     Illustrated  by  30  exquisite  Photograph^ 

URBIN — bruLl   '  a  li-      : 183.00 

Steel.        "'-^— A  Practical  Guide  for  PuddUng  Iron  and 

y    D.     RBIN,  Engineer  of  Arts  and  Manufactures.     A  Prize  Essay. 
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read  before  the  Association  of  Engineers,  Graduate  of  the  School  of 
Mines,  of  Liege,  Belgium,  at  the  Meeting  of  1865-6.  To  which  is 
added  A  Comparison  of  the  Resisting  Properties  of  Iron  and 
Steel.  By  A.  Brull.  Translated  from  the  French  by  A.  A.  l^ES- 
quet.  Chemist  and  Engineer.     8vo.  .         .        .        .        i;i.oo 

VAILE.-— Galvanized -Iron  Cornice- Worker's  Manual: 
Containing   Inbtruciions  in   Laying  out  the   Different   Mitres,   and 
Making  Patterns  for  all  kinds  of  Plain  and  Circular  Work.     Also, 
Tables  of  Weights,  Areas  and  Circumferences  of  Circles,  and  other 
Matter  calculated  to  Benefit  the  Trade.     By  CHARLES  A.  Vaile. 
Illustrated  by  twenty-one  plates.    4to ^5.00 

VILLE. — On  Artificial  Manures : 

Their  Chemical  Selection  and  Scientific  Application  to  Agriculture. 
A  series  of  lectures  given  at  the  Experimental  Farm  at  Vincennes, 
during  1867  and  1874-75.  By  M.  Georges  Ville.  Translated  and 
Edited  by  WiLLiAM  Crookes,  F.  R.  S.  Illustrated  by  thirty-one 
engravings.    8vo.,  450  pages |{6.oo 

VILLE. — The  School  of  Chemical  Manures  : 
Or,  Elementary  Principles  in  the  Use  of  Fertilizing  Agents.     From 
the  French  of  M.  Geo.  Ville,  by  A.  A.  Fesquet,  Chemist  and  En- 
gineer.     With  Illustrations.     i2mo.  ....        ^(1.25 

VOGDES. — The  Architect's  and  Builder's  Pocket- Companion 
and  Price-Book: 

Consisting  of  a  Short  but  Comprehensive  Epitome  of  Decimals,  Duo- 
decimals, Geometry  and  Mensuration ;  with  Tables  of  United  States 
Measures,  Sizes,  Weights,  Strengths,  etc.,  of  Iron,  Wood,  Stone, 
Brick,  Cement  and  Concretes,  Quantities  of  Materials  in  given  Sizes 
and  Dimensions  of  Wood,  Brick  and  Stone;  and  full  and  complete 
Bills  of  Prices  for  Carpenter's  Work  and  Painting;  also,  Rules  for 
Computing  and  Valuing  Brick  and  Brick  Work,  Stone  Work,  Paint- 
ing, Plastering,  with  a  Vocabulary  of  Technical  Terms,  etc.  By 
Frank  W.  Vogdes,  Architect,  Indianapolis,  Ind.  Enlarged,  revised, 
and  corrected.     In  one  volume, -368  pages,  full-bound,  pocket-book 

form,  gilt  edges 1^2.oo 

Cloth        ..  •••••••  1.50 

WAHL. — Galvanoplastic  Manipulations : 

A  Practical  Guide  for  the  Gold  and  Silver  Electroplater  and  the  Gal- 
vanoplastic Operator.  Comprising  the  Electro-Deposition  of  all 
Metals  by  means  of  the  Battery  and  the  Dynamo-Electric  Machine, 
as  well  as  the  most  approved  Processes  of  Deposition  by  Simple  Im- 
mersion, with  Descriptions  of  Apparatus,  Chemical  Products  employed 
in  the  Art,  etc.  Based  largely  on  the  "  Manipulations  Hydroplas- 
tiques"  of  Alfred  Roseleur.  By  William  H.  Wahl,  Ph.  D. 
(Heid),  Secretary  of  the  Franklin  Institute.  Illustrated  by  189  en- 
gravings.   8vo.,  656  pages i(57-SC» 

WALTON. — Coal-Mining  Described  and  Illustrated: 

By  Thomas  H.  Walton,  Mining  Engineer.  Illustrated  by  24  large 
and  elaborate  Plates,  afier  Actual  W^orkings  and  Apparatus.  $$.cx> 
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IVARB.— The  Sugar  Beet. 

Incloiling  a  Hisiory  of  Ihe  Bed  Sugar  Industry  in  Europe,  Vaiietlei 
•  of  Ihe  Sugar  Beet,  Examination,  Soils,  Tillaj;e,  Seeds  and  Sowing, 
Yield  and  Cost  of  Cultivalion,  JlarvesUng,  Tranipiinalion,  Conserva- 
tion,  Feeding  Qualities  of  the  Beet  and  of  the  Pulp,  etc.  By  Lewis 
S.  Ware,  C.  E.,  M.  E.      Illustrated  by  ninety  engravings.     8vo. 

f4.i» 

WARN.— The  Sheet-Metal  Workei's  Instructor: 

For  Zinc,  Sheet-Iron,  Copper,  and  Tin-Plate  Workers,  etc.  Contain- 
ing a  selection  at  Geometrical  Problemsi  also,  Pratrtical  and  Simple 
Rules  for  Describing  the  various  Patlems  required  in  the  different 
branches  of  the  above  Trades.  By  Reuben  H.  Warm,  Practical 
Tin-Plale  Worker.  To  which  is  added  an  Appendix,  containing 
Instructions  for  Boiler- Making,  Mensuration  of  Surfaces  and  Solids, 
Rules  for  Calculating  the  Weights  of  different  Figures  of  Iron  and 
Steel,  Tables  of  the  Weights  of  Iron,  Steel,  etc.  Illustrated  by  tTiirty- 
two  Plates  and  thirty-seven  Wood  Engravings.     Svo.  .         tS-OO 

WARNER.— New  Theorems,  Tables,  and  Diagrams,  for  tha 
Computation  of  Barth-worlc: 
Designed  for  the  use  of  Engineers  in  Preliminary  and  Final  Estimates, 
of  Students  in  Engineering,  and  of  Com  Factors  and  other  non-profes. 
sional  Computers,  In  two  parts,  with  an  Appendix.  Part  I.  A  Prac- 
tical Treatise;  Part  II.  A  Theoretical  Treatise,  and  the  Appenrlii, 
Containing  Notes  to  the  Rules  and  Examples  of  Part  I.;  Explana- 
tions of  the  Construction  of  Scales,  Tables,  and  Diagrams,  and  a 
Treatise  upon  Equivalent  Square  Bases  and  Equivalent  Level  Heights. 
The  whole  illustrated  by  numerous  original  engravings,  comprising 
explanatory  cuts  for  Dehnitions  and  Problems.  StereomelrJc  Scales 
and  Diagrams,  and  a  scries  of  Lithographic  Drawings  from  Models  i 
Showing  all  the  Combinations  of  Solid  Forms  which  occur  in  Railroad 
Excavations  and  Embankments.  By  John  Warner,  A.  M.,  Minine 
and  Mechanical  Engineer.  lUuslraled  by  14  Plates.  A  new,  revised 
and  improved  edition.     Svo.      ,  .         ,  .         *         •         ^.00 

WATSON.— A  Manual  of  the  Hand-Lalbe : 
Comprising  Concise  Directions  for  Working  Metals  of  all  kinds. 
Ivory,  Bone  and  Precious  Woods;  Dyeing,  Coloring,  and  French 
Polishing;  Inl.iying  by  Veneers,  and  various  methods  practised  la 
produce  Elaborate  work  with  Dispatch,  and  at  Small  Expense.  By 
EuBEKT  P.  Watson,  Author  of  *'  The  Modern  Practice  of  American 
Machinists  and  Engineers."      Illustrated  by  7S  engraving^  t'.SO 

"WATSON.— The  Modem  Practice  of  American  Machinists  and 

Including  the  Construction,  Application,  and  Use  of  Drills,  Lathe 
Tools,  Cutters  for  Boring  Cylinders,  and  Hollow-work  generally,  with 
the  most  Economical  Speed  for  the  same ;  Ihe  Results  verilied  b]r 
Actual  Practice  at  the  Lathe,  the  Vise,  and  on  the  Floor.     Tugethet 
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with  Workshop  Management,  Economy  of  Manufacture,  the  Steam 
Engine,  Boilers,  Gears,  Belling,  etc.,  etc.  By  Egbert  P.  Watson. 
Illustrated  by  eighty-six  engravings.  i2mo.  .  .  .  ^^2.50 
WATSON.— The  Theory  and  Practice  of  the  Art  of  Weaving 
by  Hand  and  Power : 
With  Calculations  and  Tables  for  the  Use  of  those  connected  with  the 
Trade.  By  John  Watson,  Manufacturer  and  Practical  Machine- 
Maker.  Illustrated  by  large  Drawings  of  the  best  Power  Looms. 
8vo.  .        .        .        •        .        ,        .        .        .        .        ^7.50 

WATT.— The  Art  of  Soap  Making: 

A  Practical  Hand-book  of  the  Manufacture  of  Hard  and  Soft  Soaps, 
Toilet  Soaps,  etc.,  including  many  New  Processes,  and  a  Chapter  on 
the  Recovery  of  Glycerine  from  .Waste  Leys.  By  Alexander 
Watt.    111.     i2mo. ^3-oo 

WEATHERLY.— Treatise  on  the  Art  of  Boiling  Sugar,  Crys- 
tallizing, Lrozenge-making,  Comfits,  Gum  Goods, 
And  other  processes  for  Confectionery,  etc.,  in  which  are  explained, 
in  an  easy  and  familiar  manner,  the  various  Methods  of  Manufacture 
ing  every  Description  of  Raw  and  Refined  Sugar  Goods,  as  sold  by 
Confectioners  and  others.     i2nio ^1*50 

WEDDING.— Elements  of  the  Metallurgy  of  Iron. 

By  Dr.  Hermann  Wedding,  Royal  Privy  Counsellor  of  Mines,  Ber- 
lin, Prussia.  Translated  from  the  second  revised  and  rewritten  Ger- 
man edition.  By  William  T.  Brannt,  Graduate  of  the  Royal  Ag- 
ricultural College  at  Eldena,  Prussia.  Edited  by  William  H. 
Wahl,  Ph.  D.,  Secretary  of  the  Franklin  Institute,  Philadelphia. 
Illustrated  by  about  250  engravings.  8vo.,  about  500  pages  i^In  prep- 
aration.)        ......... 

WEINHOLD.— Introduction  to  Experimental  Physics,  Theo- 
retical and  Practical. 
Including  directions  for  Constructing  Physical  Apparatus  and  for 
Making  Experiments.  By  Adolf  F.  Weinhold,  Professor  in  the 
Royal  Technical  School  at  Chemnitz.  Translated  and  edited,  with 
the  author*s  sanction,  by  Benjamin  Loewy,  F.  R.  A.  S.,  with  a 
preface,  by  G.  C.  Foster,  F.  R.  S.  Illustrated  by  three  colored  plates 
and  404  wood-cuts.     8vo.,  848  pages         .... 

WIGHTWICK.— Hints  to  Young  Architects : 

Compnsmg  Advice  to  those  who,  while  yet  at  school,  are  destined 
to  the  Profession ;  to  such  as,  having  passed  their  pupilage,  are  about 
to  travel ;  and  to  those  who,  having  completed  their  education,  are 
about  to  practise.  Together  with  a  Model  Specification  involvii.g  a 
great  variety  of  instructive  and  suggestive  matter.  By  George 
WiGHTWiCK,  Architect.  A  new  edition,  revised  and  considerably 
enlarged;  comprising  Treatises  on  the  Principles  of  Construction 
and  Design.  By  G.  HusKissoN  Guillaume,  Architect.  Numerous 
Illustrations.     One  vol.  i2mo $2,QO 

WILL. — Tables  of  Qualitative  Chemical  Analysis. 

With  an  Introductory  Chapter  on  the  Course  of  Analysis.  By  Pro- 
fessor IIeinrich  Will,  of  Giessen,  Germany.     Third  American* 
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from  the  eleventh  German  edition.     Edited  by  Charles  F.  H  imes. 
Ph.  D.;Pit>ressorof  Natural  Science,  Dickinson  College,  Carlisle,  Pa 

8vo.  .       •• 1^1-50 

WILLIAMS.— On  Heat  and  Steam : 

Embracing  New  Views  of  Vaporization,  CnndeMation,  and  Explo- 
sion.   By  Charles  Wye  Williams,  A.  I.  C.  E.    Illustrated  8vo. 

WILSON.— A  Treatise  on  Steam  Boilers : 

Their  Strength,- Construction,  and  Economical  Working.  By  Robert 
Wilson.    Illustrated  i2mo ;        #2.50 

WILSON.— First  Princ^tles  of  Political  Economy : 

With  Reference  to  Statesmanship  and  the  Progress  of  Civilization. 
By  Professor  W.  D.  Wilson,  of  the  Cornell  University.  A  new  and 
revised  edition..  i2mo «^i-50 

WOHLER.— A  Hand-book  of  Mineral  Analysis. 
By  F.  WOhler,  Professor  of  Chemistry  in  the  University  of  Gottin- 
gen.     Edited  by  Henry  B.  Nason,  Professor  of  Chemistry  in  the 
Renssalaer    Polytechnic    Institute,   Troy,   New    York.     Illusirated 
I2mo I3-00 

WORSSAM.—On  Mechanical  Saws: 
From  the  Transactions  of  the  Society  of  Engineers,  1869.     By  S.  W. 
Worssam,  Jr.    Illustrated  by  eighteen  large  plates.    8vo.  •        $2.so 


RECENT  ADDITIONS. 

ANDERSON— The  Prospector's  Hand-Book : 

A  Guide  for  the  Prospector  and  Traveler  in  Search  of  Metal  Bearing 
or  other  Valualjle  Minerals.  By  J.  W.  Anderson.  52  Illustrations. 
i2mo I1.50 

BILGRAM.— Slide-Valve  Gears : 

A  new,  graphical  method  for  Analyzing  the  Action  of  Slide- Valves, 
moved  by  Eccentrics,  Link  Motions,  and  Ciit-off  Gears,  offering  easy 
means  for  properly  designing  Valves  and  Valve-Gears,  and  for  estab- 
lishing the  comparative  merits  of  their  various  constructions.  By 
Hugo  BiLGRAM,  M.  E.     Illustrated.    i6mo.      .        .     "  .        ^fti.oo 

CREW. — ^A  Practical  Treatise  on  Petroleum: 

Comprising  its  Origin,  Geology,  Geographical  Distribution,  History, 
Chemistry,  Mining,  Technology,  Uses  and  Transportation.  Together 
with  a  description  of  Gas  Wells,  the  application  of  Gas  as  Fuel,  etc. 
By  Benjamin  J., Crew.  With  an  Appendix  on  the  Product  and 
Exhaustion  of.  the  Oil  Regions,  and  the  Geology  of  Natural  (ias  in 
Pennsylvania  and  New.  York.  By  Charles  A.  Ashburner,  M.S., 
Geologist  in  Chaise  Pennsylvania  Survey,  Philadelphia.  Illustrated 
by  70  engravings.     8vo.     500  pages  ....        $45^ 

CROOKES.— Select   Methods  in  Chemical  Analysis   (Chiefly 
Inorganic) : 
By  William  Crookes,  F.  R.  S.,  V.  P.  C.  S.     2d  edition,  re- writ  ten 
and  greatly  enlarged.  Illustrated  by  37  wood-cuts.  725  pp.  8vo.  $g  50 
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DAVIS. — ^A  Treatise  on  Steam-Boiler  Incrustation  and  Meth- 
ods for  Preventing  Corrosion  and  the  Formation  ai  Scale  : 
By  Charles  T.  Davis.     Illustrated  by  65  engravings.     8vo.    ;|t2.oo 

DAVIS.— The  Manufacture  of  Paper : 
Bein^  a  Descnptioji  of  the  various  Processes  for  the  Fabrication, 
Colonng  and  Finishing  of  every  kind  of  Paper,  Including  the  Dif- 
ferent Raw  Materials  and  the  Methods  for  Determining  their  Vftlues, 
the  Tools,  Machines  and  Practical  Details  connected  with  an  intelli^ 
gent  and  a  profitable  .prosecution  of  tlie  art,  wiUi  special  reference  to 
the  best  American  Practice.  To  which  are  added  a  History  of  Pa- 
per, complete  Lists  of -Paper- Making.  Materials,  List  of  Amtrican 
Machines,  Tools  and  Processes  used ^ in. treating  the  Raw  Materials, 
and  in  Making,  Coloring  and  Finishing  Paper.  By  Charles 
T.  Davis.     Illustrated  by  156  engravings.     500  pages,  8vo.      ;^6.oo 

Hand-Book  of  Useful  Tables  for  the  Lumberman,  Farmer  and 
Mechanic : 
Containing  Accurate  Tables  of  Logs  Reduced  to  Inch  Board  Meas- 
ure, Plank,  Scantling  and  Timber  Measure ;  .Wages  and  Rent,  by 
Week  or  Month;  Capacity  of  Granaries,  Bins  and  Cisterns;  Land 
Measure,  Interest  Tables,  with  Directions  for  Finding  the  Interest  on 
any  sum  at  4,  5,  6,  7  and  8  per  cent.,  and  many  other  Useful  Tables. 
32  mo.,  boards.     186  pages        ......  .25 

MAKINS.— A  Manual  of  Metallurgy: 
By  George  Hogarth  Makins,    M.  R.  C.  S.  S.  C.  S.    Illustrated 
by  100  engravings.     Second  edition  rewritten  and  much  enlarged. 
8vo.,  592  pages  .       . .  •      •.         .        .        .        .        .        ^3  00 

ROPER. — Instructions,  and    Suggestions  for  Engineers    and 
Firemen : 
By  Stephen  Roper,  Engineer  .        .        .        ...        ;^2.oo 

ROPER. — The  Steam  Boiler :   Its  Care  and  Management : 
By  Stephen  Roper,  Engineer.     i2mo.,  tuck,  gilt  edges  .      .  |2.oo 

ROPER.— The  Young  Engineer's  Oyrn  Book : 

Containing  an  Explanation  of  the  Principle  and  Theories  on  which 
the  Steam  Engine  as  a  Prime  Mover  is  Based.  By  Stephen  Roper, 
Engineer.     i&  illustrations,  363  pages.      i8mo.,  tuck       .        $3.00 

ROSE.— Modern  Steam- Engines  : 

An  Elementary  Treatise  upon  the  Steam-Engine,  written  in  Plain 
language ;  for  Use  in  the  Workshop  as  well  as  in  the  Drawing  Office. 
Giving  Full  Explanations  of  the  Construction  of  Modern  Steam- 
Engines :  Including  Diagrams  showing  their  Actual  operation.  To- 
gether with  Complete  but  Simple  Explanations  of  the  operations  of 
Various  Kinds  of  Valves,  Valve  Motions,  and  Link  Motions,  etc., 
thereby  Enabling  the  Ordinary  Engineer  to  Clearly  Understand  the 
Principles  Involved  in  their  Construction  and  Use,  and  to  Plot  put 
their  Movements  upon  the  Drawing  Board.  By  Joshua  Rose,  M.  E., 
Author  of  ««The  Complete  Practical  Machinist,"  "  The  Pattern 
Maker's  Assistant,"  "  The  Slide  Valve  "  and  "  Mechanical  Drawing 
Self-Tnught."  Illustrated  by  over  4C0  engravings.  In  one  volume, 
4to,  320  pages •        $6,60 
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